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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] This invention relates to electric power switches
and in particular to such switches having a monolithic
stationary conductor configured to enhance current lim-
iting and resist distortion during closing and high current
interruptions.

Background Information

[0002] Power circuit breakers typically are used as a
main breaker in a power distribution system having ad-
ditional downstream branch circuit breakers. They are
also used as transfer switches for switching between al-
ternative power sources, and as network protectors in
larger distribution systems. In such systems, the power
circuit breaker must have sufficient withstand capability
to allow a downstream breaker to respond to a fault in
order to minimize the extent of the outage. However, in
the instance of a very large fault, such as a fault just
downstream of the power breaker, it is desirable to have
the power breaker respond promptly to limit the fault cur-
rent. It is known to provide power circuit breakers with a
blow open contact structure for this current limiting pur-
pose. This opening is driven by the electromagnetic re-
pulsion force between the contacts at fault current levels
that is enhanced by the current path geometry. Current
travels in the stationary line conductor to the contacts
and through the moving fingers toward the load conduc-
tor. The current paths in the line conductors and the con-
tact fingers are roughly parallel, close beside each other,
and electrically out of phase, because at any instant cur-
rent is traveling in one direction in the one conductor and
in the opposite direction in the other conductor. This is
commonly called a "reverse loop". The gap and other
parameters of the contract structure, and of the remain-
der of the circuit breaker, are chosen so that the contacts
remain closed at the desired "withstand", or "threshold",
current level but open very rapidly at high short circuit
interrupting current levels. The line conductor must have
the mechanical strength to tolerate the high forces from
the moving contacts and the high fault currents, and have
high current carrying and heat conduction capacity for
high continuous current ratings. In addition, an arc runner
is needed to provide a  smooth transition for an electrical
arc to travel off of the contacts and toward the arc chute
during interruption. The arc runner should center the arc
within the arc chamber over the full range of currents up
to a maximum interrupting rating without allowing it to
stall on corners or at any abrupt transitions. An arc which
is offset severely to one side of the arc chamber can track
along the arc chamber wall and fail to enter the art chute
plates, resulting in poor interruption performance. Finally,
the stationary contact assembly must be mounted rigidly

in the circuit breaker housing with accurate positioning
of the conductor, contacts, arc runner and other key fea-
tures with respect to each other, and with respect to the
breaker frame and moving contacts and arc chute.
[0003] The stationary contact assembly, which in-
cludes the arc runner, must be manufactured in a way
that has the flexibility to produce the desired geometry
cost effectively. The stationary contact assembly for the
high-interrupting (current limiting) version of the power
circuit breaker should be interchangeable with a standard
power circuit breaker contact assembly in the same hous-
ing, so that a high interrupting version can be offered cost
effectively in the same product family.
[0004] Thus, there is room for improvement in current
limiting power circuit breakers and particularly in the sta-
tionary contact assembly.
[0005] U5 6 417 474 B1 discloses a monolithic station-
ary conductor as set forth in the preamble of claim 1. US-
A-5 589 672 describes a circuit breaker that is formed of
a stationary contact member bent back into a U-shape
and having a stationary contact at a bent back portion
thereof, a moving contact member situated adjacent to
the stationary contact member to be able to contact with
the stationary contact, a plurality of grids laminated ver-
tically with a space therebetween, and a unitary molded
insulator situated around the stationary contact member.
The insulator includes a pair of side walls facing to each
other, and a plurality of slots arranged in the opposed
side walls to vertically space apart from each other. The
grids are inserted into the slots to be vertically piled when
the circuit breaker is assembled. The circuit breaker can
be easily assembled.
[0006] Further attention is drawn to DE2306743 which
relates to a mechanism for the excess-current release of
electrical switching devices, which opens the switch con-
tacts when predetermined overcurrents are exceeded.

SUMMARY OF THE INVENTION

[0007] In accordance with the present invention a mon-
olithic stationary conductor for an electric power switch,
as set forth in claim 1, is provided. Preferred embodi-
ments of the invention are disclosed in the dependent
claims.
[0008] In accordance with the aspects of the invention,
the line-side terminal, conductor and arc runner are com-
bined in a monolithic stationary conductor that is cast as
one piece per pole. Thus, there are no part-to-part joints
that would produce heat and restrict heat flow. It also
allows freedom over geometry for optimal electromag-
netic performance.
[0009] More particularly, aspects of the invention are
directed to a monolithic stationary conductor for an elec-
tric power switch that comprises a conductor section hav-
ing a main axis extending between front and rear faces
of the conductor section, and a terminal section extend-
ing away from the rear face at a first end of the conductor
section transversely to the main axis. An arc runner sec-
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tion extends from a second end of the conductor section
and also has a front face and a rear face. In order to
maximize the reverse loop, the conductor section has an
elongated portion that extends from the second end
along the main axis and a transition portion forming the
first end of the conductor section and extending trans-
versely to the main axis to join the terminal section. The
terminal section has a first thickness in the direction of
the main axis while the transition portion has a second
thickness which is less than the first thickness. In addi-
tion, the transition portion can have a width which is great-
er than the width of the terminal section so that even
though it is not as thick as the terminal section in order
to lengthen the reverse loop, it retains the current carrying
capacity by being wider.
[0010] In accordance with other aspects of the inven-
tion, the conductor section and arc runner section of the
monolithic stationary conductor can have an integral re-
inforcing rib projecting transversely from their rear faces
and extending to the terminal section to minimize distor-
tion from the sizeable mechanical and magnetic forces
imposed on the stationary conductor.
[0011] In accordance with additional aspects of the in-
vention, the front face of the arc runner section tapers
from the conductor section toward a free end. In addition,
the front face of the arc runner section can have a gen-
erally laterally centered raised area that narrows in width
from adjacent the conductor section toward the arc run-
ner free end. This raised area can be a tapered raised
portion tapering from adjacent the conductor section and
a longitudinal raised rib extending from the tapered raised
area toward arc runner the free end. Furthermore, the
front face of the arc runner section, at least adjacent the
conductor section, can form an obtuse angle with the
front face of the conductor section.
[0012]  The monolithic stationary conductor can have
any or all of the features described above. In addition,
the reinforcing rib can have a thickened medial post ex-
tending transversely to the main axis that seats against
the housing to absorb the high closing and interruption
forces. The transition section of the monolithic stationary
conductor can have a width greater than that of the ter-
minal section forming shoulders that seat against the
housing to position the conductor and also aid in absorb-
ing the closing and interruption forces.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] A full understanding of the invention can be
gained from the following description of the preferred em-
bodiments when read in conjunction with the accompa-
nying drawings in which:

Figure 1 is a vertical section through the pertinent
portion of one pole of a current limiting power circuit
breaker in accordance with the invention shown in
the closed position.
Figure 2 is similar to Figure 1 showing the current

limiting power circuit breaker in the open position.
Figure 3 is similar to Figures 1 and 2 but showing in
the current limiting power circuit breaker in the blown
open position.
Figure 4 is an exploded front isometric view of a sta-
tionary contact assembly including a monolithic sta-
tionary conductor that forms part of the circuit break-
er of Figures 1-3.
Figure 5 is a side elevation view of the monolithic
stationary conductor shown in Figure 4.
Figure 6 is a rear isometric view of the monolithic
stationary conductor.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0014] The invention is applicable to power switches
used in electric power distribution systems such as circuit
breakers, transfer switches, network protectors and the
like, and will be described as applied in a high current
limiting power circuit breaker. Figures 1-3 illustrate the
pertinent parts of a current limiting power circuit breaker
1 incorporating aspects of the invention. The circuit
breaker 1 includes an insulative molded housing 3 that
contains and supports a moving contact assembly 5. This
moving contact assembly 5 includes a moving contact
carrier 7 pivotally supported by legs 9 for rotation about
a pivot axis 11. The contact carrier 7 supports a plurality
of contact fingers 13 to which are affixed moving contacts
15 adjacent free ends 17.
[0015] The moving contact assembly 5 is driven be-
tween a closed position shown in Figure 1 and an open
position shown in Figure 2 by a drive link 19 connected
through a crank 21 to a pole shaft 23. The pole shaft is
rotated in a well known manner by an operating mecha-
nism (not shown).
[0016] The power circuit breaker 1 also has a station-
ary contact assembly 25 that includes a monolithic sta-
tionary conductor 27. The stationary contact assembly
25 and the monolithic stationary conductor 27 are illus-
trated in detail in Figures 4-6. As seen there, the mono-
lithic stationary conductor 27 has a medial conductor sec-
tion 29 with a main axis 31. The conductor section 29
has an in turn an elongated portion 33 extending gener-
ally in a direction of the main axis 31 and a transition
portion 35 that extends generally transverse to the main
axis 31 and forms a first end 37 of the conductor section
29. The elongated portion 33 forms a second, upper end
39 of the conductor section 29. The elongated portion 33
of the conductor section has a front face 41 and a rear
face 43.
[0017] The monolithic stationary conductor 27 also in-
cludes a terminal section 45 extending away from the
rear face 43 of the conductor section 29 at the first end
37 formed by the transition section 35. This terminal sec-
tion 45 extends  generally transversely to the main axis
31. In addition, an arc runner section 47 extends from
the second end 39 of the conductor section 29 and has
a front face 49 and a rear face 51.
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[0018] The terminal section 45 of the monolithic sta-
tionary conductor 27 has a first thickness t1 which is
greater than a second thickness t2 of the transition por-
tion 35 for purposes which will be discussed. In addition,
the terminal section 45 has a first width w1 which is less
than the width w2 of the transition section 35. This forms
shoulders 53 on either side of the transition portion 35,
again for purposes which will be discussed. The terminal
section 45 can have holes 55 and other features such as
57 for attaching various line conductors (not shown) di-
rectly or through quick disconnects (not shown).
[0019] The arc runner 47 tapers from adjacent the sec-
ond end 39 of the conductor section 29 toward an arc
runner free end 59. On this front face 49 is a generally
laterally centered raised area 61 that narrows from ad-
jacent the conductor section 29 toward the free end 59.
The central raised area 61 is made up of a tapered raised
area 63 tapering from adjacent the conductor section 29
and a longitudinal raised rib 65 extending from this ta-
pered raised area toward the free end 59. In the exem-
plary monolithic stationary conductor 27, the front face
49 of the arc runner 47, at least adjacent the second end
39 of conductor section 29 forms an obtuse angle h with
the front face 41 of the elongated section 33.
[0020] The monolithic stationary conductor 29 also has
an integral reinforcing rib 67 projecting from the rear faces
43 of elongated portion 33 and 51 of the arc runner 47
and extending to the terminal section 45. This reinforcing
rib 67 resists the high mechanical and electromagnetic
forces imposed on the monolithic stationary conductor
27 during closing and current interruption and distortion
due to the heat generated by the high current levels. In
addition, the reinforcing rib 67 has a thickened medial
post 69 extending transversely to the main axis 31, which
as will be seen, transfers some of these forces to the
housing 3.
[0021] The front face 41 of the elongated portion 33
has a recessed seat 71 adjacent the second end 39 of
the elongated portion 33 on which are mounted one or
more fixed contacts 73. The depth of this recess 71 is
sized so that the stationary contacts 73 are flush with the
front face 41 at the second end 39 of the elongated  por-
tion 33. These even surfaces with little or no gap between
the faces of the stationary contacts 73 and the end 39 of
the elongated portion 33 ease the movement of the arc
formed during interruption of the contact. Rapid move-
ment of the arc improves interruption performance and
reduces contact wear. The flush transition, combined
with generously rounded front edge corner 75 and side
edges 76 on the arc runner, eliminate sharp corners that
can attract the arc, stall its movement, and prevent it from
centering in the arc chamber. The tapered raised portion
63 on the front face 49 of the arc runner 47 gathers arcs,
which may form anywhere across the contacts 73, toward
the center as the arc travels up the arc runner 47. In
addition to the front edge corner 75 on the arc runner 47,
all edges and corners of the monolithic stationary con-
ductor 27 are rounded. A one piece contact, of appropri-

ate length, can also be used.
[0022] A second recessed area 77 on the front face 41
of the elongated portion 33 below the recessed contact
seat 71 receives an electrically insulative member 79 that
can also contain gas evolving material. The monolithic
stationary conductor 27 can have other performance im-
proving features, such as the posts 81 on either side of
the elongated portion 33 which can serve as mounts for
additional gas producing resin material (not shown).
[0023] Returning to Figures 1-3, the stationary contact
assembly 25 is mounted in the housing 3 on a ledge 83
with the terminal section 45 projecting through a rear
opening 85 and is secured in place by bolts (not shown)
projecting through holes 86 in the transition portion 35
(see Figure 6). In this position, the elongated portion 33
is in spaced parallel relation to the contact fingers 13
when the moving contact assembly 5 is in the closed
position as shown in Figure 1. This establishes a reverse
current loop shown by arrow 87. The current path through
the breaker is completed by flexible shunts connecting
the contact fingers 13 to a load terminal, neither of which
are shown for clarity. When the circuit breaker is opened
or trips on lesser faults, the pole shaft 23 rotates to pivot
the moving contact assembly 5 to the open position
shown in Figure 2. As the moving contacts 15 separate
from the fixed contacts 73 an arc is struck, which due to
the electromagnetic forces created in the reverse current
loop 87 is driven upward along the arc runner section 47
into an arc chute 89 where it is broken into smaller arcs
across the arcs plates 91. As the arc  is so expanded it
cools and is eventually extinguished. Arc gasses gener-
ated during interruption and enhanced such as by the
gas evolving materials in the insulative member 79 ex-
pand upward and out through a vent 92. In so doing they
help to move the arc into the arc chute 89 and to further
cool it, both of which improve interruption performance.
[0024] The moving contact fingers 13 are mounted on
an inner carrier 93 which is pivotable with respect to the
contact carrier 7 about a pin 95. Springs 97 bias a cam
pin 99 against the cam surface 101 on the ends of the
inner carrier 93. This spring force is sufficient to maintain
the contact fingers 13 in the closed position shown in
Figure 1 up to the withstand current. When this withstand
current is exceeded the electromagnetic forces generat-
ed by the current in the reverse current loop 87 substan-
tially exceed the bias force and the inner carrier 93 pivots
with respect to the contact carrier 7 so that the contact
fingers 13 are rotated counterclockwise to the blow open
position shown in Figure 3. It should be noticed that at
this point the trip mechanism has not yet had time to
respond so that the contact carrier 7 remains in the closed
position. As the trip mechanism catches up, the pole shaft
23 will rotate and move the contact carrier 7 to the open
position shown in Figure 1.
[0025] The electromagnetic forces generated during
such a fault are extremely high. The monolithic stationary
conductor 27, due to its unique design is able to withstand
these forces and transmit them to the housing 3. The
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shoulders 53 on the transition section 35 of the monolithic
stationary conductor 27 not only accurately position the
stationary conductor in the housing in the critical direction
of contact closure, but also serve to transmit these forces
to the housing. In addition the medial post 69 serves a
similar purpose. The reinforcing rib 67 running down the
back of monolithic stationary conductor 27 resists distor-
tion of the stationary conductor under these forces.
These features of the monolithic stationary conductor 27
similarly resist the high forces encountered during con-
tact closure. It can be appreciated from Figures 1-3 that
the reduced thickness t2 of the transition portion 35
lengthens the elongated portion 33, which increases the
length of the reverse current loop 87 to enhance perform-
ance through more rapid blow open. When the contact
fingers 13 are blown open, their counterclockwise rota-
tion is stopped by a stop 103. As the trip mechanism
responds and the contact carrier 7 is rotated counter-
clockwise relative to  the stop 103, the moving contact
fingers 13 are rotated back until the cam surface 101 is
reengaged and the mechanism returns to the open po-
sition shown in Figure 2.
[0026] While specific embodiments of the invention
have been described in detail, it will be appreciated by
those skilled in the art that various modifications and al-
ternatives to those details could be developed in light of
the overall teachings of the disclosure. Accordingly, the
particular arrangements disclosed are meant to be illus-
trative only and not limiting as to the scope of the invention
which is to be given the full breadth of the claims append-
ed.

Claims

1. A monolithic stationary conductor for an electric pow-
er switch (1) comprising;
a conductor section (29) having front and rear faces
(41, 43) between which extends a main axis (31);
a terminal section (45) extending away from said rear
face (43) at a first end (37) of said conductor section
(29) and transversely to said main axis (31); and
an arc runner section (47) extending from a second
end (39) of said conductor section (29) and having
front and rear faces (49, 51); characterized by
an integral reinforcing rib (67) projecting from the
rear faces (43, 51) of said conductor section (29) and
said arc runner section (47) and extending to said
terminal section (45).

2. A conductor according to claim 1, wherein the inte-
gral reinforcing rib (67) has a thickened medial post
(69) extending generally transversely to the main ax-
is (31).

3. A conductor according to claim 1 or 2, wherein the
front face of the arc runner section (47) has a central
raised area (61) that narrows in width from adjacent

the conductor section (29) towards an arc runner free
end (59).

4. A conductor according to claim 3, wherein the raised
area (61) is generally laterally centered on the front
face (49) of the arc runner section (47), said raised
area (61) comprising a portion tapering from adja-
cent the second end of the conductor section (29)
and a longitudinal raised rib (65) extending from said
portion toward the arc runner free end (59).

5. A conductor according to claim 4, wherein the front
face (49) of the arc runner section (47) at least ad-
jacent the second end of the conductor  section (29)
forms an obtuse angle with the front face (41) of the
conductor section (29)and tapers toward the arc run-
ner free end (59).

6. A conductor according to any of claims 1 to 4, where-
in the conductor section (29) has an elongated por-
tion (33) starting at the second end and extending
along the main axis (31), and a transition portion (35)
at the first end extending transversely to the main
axis and joining the terminal section (45).

7. A conductor according to claim 6, wherein the termi-
nal section (45) and the transition portion (35) have
respective thicknesses (t1, t2) each extending in the
direction of the main axis (31), the thickness (t1) of
the transition portion (35) being less than the thick-
ness (t2) of the terminal section (45), and the terminal
section (45) having a width (w1) which is less than
the width (w2) of the transition portion (35).

8. A conductor according to claim 6 or 7, wherein the
elongated portion (33) has adjacent the second end
of the conductor section (29) a recessed seat (71)
adapted to receive a stationary contact (73) of the
electric power switch flush with a front face (41) of
the elongated portion (33) at said second end of the
conductor section (29).

Patentansprüche

1. Ein monolithischer stationärer Leiter für einen elek-
trischen Leistungsschalter (1), der Folgendes auf-
weist:

einen Leiterabschnitt (29) mit Vorder- und Rück-
seiten (41, 43), zwischen denen sich eine Haupt-
achse (31) erstreckt;
einen Endabschnitt (45), der sich von einer
Rückseite (43) weg an einem ersten Ende (37)
des Leiterabschnittes (29) und quer zur Haupt-
achse (31) erstreckt; und
einen Lichtbogenläuferabschnitt (47), der sich
von dem zweiten Ende (39) des Leiterabschnit-
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tes (29) erstreckt und Vorder- und Rückseiten
(49, 51) hat;
gekennzeichnet durch
eine integrale Verstärkungsrippe (67), die aus
den Rückseiten (43, 51) des Leiterabschnittes
(29) und dem Lichtbogenläuferabschnitt (47)
hervorragt und sich zum Endabschnitt (45) er-
streckt.

2. Leiter nach Anspruch 1, wobei die integrale Verstär-
kungsrippe (67) ein verdicktes mittleres Stützele-
ment (69) hat, das sich im Allgemeinen quer zur
Hauptachse (31) erstreckt.

3. Leiter nach Anspruch 1 oder 2, wobei die Vorderseite
des Lichtbogenläuferabschnittes (47) einen zentral
erhöhten Bereich (61) hat, der sich in der Breite ver-
schmälert, und zwar von einer Stelle benachbart des
Leiterabschnittes (29) in Richtung des freien Endes
(59) des Lichtbogenläufers.

4. Leiter nach Anspruch 3, wobei der erhöhte Bereich
(61) im Allgemeinen auf der Vorderseite (49) des
Lichtbogenläuferabschnittes (47) seitlich zentriert
ist, wobei der erhöhte Bereich (61) einen Teil auf-
weist, der sich von einer Stelle benachbart zum zwei-
ten Ende des Leiterabschnittes (29) verjüngt, und
eine in Längsrichtung erhabene Rippe (65), die sich
von dem Teil in Richtung des freien Endes (59) des
Lichtbogenläufers erstreckt.

5. Leiter nach Anspruch 4, wobei die Vorderseite (49)
des Lichtbogenläuferabschnittes (47) wenigstens
benachbart zum zweiten Ende des Leiterabschnittes
(29) einen stumpfen Winkel mit der Vorderseite (41)
des Leiterabschnittes (29) bildet und sich in Richtung
des freien Endes des Lichtbogenläufers (59) ver-
jüngt.

6. Leiter nach einem der Ansprüche 1 bis 4, wobei der
Leiterabschnitt (29) einen verlängerten Teil (33) auf-
weist, der an dem zweiten Ende beginnt und sich
entlang der Hauptachse (31) erstreckt, und einen
Übergangsteil (35) an dem ersten Ende aufweist,
der sich quer zur Hauptachse erstreckt und mit dem
Endabschnitt (45) zusammentrifft.

7. Leiter nach Anspruch 6, wobei der Endabschnitt (45)
und der Übergangsteil (35) jeweilige Dicken (t1, t2)
haben, die sich jeweils in Richtung der Hauptachse
(31) erstrecken, wobei die Dicke (t1) des Übergangs-
teils (35) geringer ist als die Dicke (t2) des Endab-
schnittes (45), und wobei der Endabschnitt (45) eine
Breite (w1) hat, die geringer ist als die Breite (w2)
des Übergangsteils (35).

8. Leiter nach Anspruch 6 oder 7, wobei der verlängerte
Teil (33) benachbart zum zweiten Ende des Leiter-

abschnittes (29) einen zurückverlagerten Sitz (71)
hat, der ausgelegt ist, um einen stationären Kontakt
(73) des elektrischen Leistungsschalters bündig mit
einer Vorderseite (41) des verlängerten Teils (33) an
dem zweiten Ende des Leiterabschnittes (29) aufzu-
nehmen.

Revendications

1. Conducteur fixe monolithique pour un interrupteur
électrique de puissance (1) comprenant :

une section conductrice (29) comportant des fa-
ces avant et arrière (41, 43) entre lesquelles
s’étend un axe principal (31) ;
une section terminale (45) s’écartant de la face
arrière (43) au niveau d’une première extrémité
(37) de la section conductrice (29) et transver-
salement à l’axe principal (31) ; et
une section de guidage d’arc (47) s’étendant à
partir d’une deuxième extrémité (39) de la sec-
tion conductrice (29) et comportant des faces
avant et arrière (49, 51) ; caractérisé par
une nervure de renfort intégrée (67) faisant
saillie à partir des faces arrière (43, 51) de la
section conductrice (29) et de la section de gui-
dage d’arc (47) et s’étendant vers la section ter-
minale (45).

2. Conducteur selon la revendication 1, dans lequel la
nervure de renfort intégrée (67) comporte un pilier
médian épaissi (69) s’étendant de façon générale
transversalement à l’axe principal (31).

3. Conducteur selon la revendication 1 ou 2, dans le-
quel la face avant de la section de guidage d’arc (47)
comporte une région centrale surélevée (61) dont la
largeur se réduit à partir d’à côté de la section con-
ductrice (29) en direction d’une extrémité libre de
guidage d’arc (59).

4. Conducteur selon la revendication 3, dans lequel la
région surélevée (61) est centrée de façon générale
latéralement sur la face avant (49) de la section de
guidage d’arc (47), la région surélevée (61) compre-
nant une partie effilée à partir d’à côté de la deuxième
extrémité de la section conductrice (29) et une ner-
vure surélevée longitudinale (65) s’étendant à partir
de  ladite partie en direction de l’extrémité libre de
guidage d’arc (59).

5. Conducteur selon la revendication 4, dans lequel la
face avant (49) de la section de guidage d’arc (47),
au moins à côté la deuxième extrémité de la section
conductrice (29), forme un angle obtus avec la face
avant (41) de la section conductrice (29) et est effilée
en direction de l’extrémité libre de guidage d’arc (59).
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6. Conducteur selon l’une quelconque des revendica-
tions 1 à 4, dans lequel la section conductrice (29)
comporte une partie allongée (33) débutant au ni-
veau de la deuxième extrémité et s’étendant suivant
l’axe principal (31), et une partie de transition (35)
au niveau de la première extrémité s’étendant trans-
versalement à l’axe principal et rejoignant la section
terminale (45).

7. Conducteur selon la revendication 6, dans lequel la
section terminale (45) et la partie de transition (35)
ont des épaisseurs respectives (t1, t2) s’étendant
chacune dans la direction de l’axe principal (31),
l’épaisseur (t1) de la partie de transition (35) étant
inférieure à l’épaisseur (t2) de la section terminale
(45), et la section terminale (45) ayant une largeur
(w1) qui est inférieure à la largeur (w2) de la partie
de transition (35).

8. Conducteur selon la revendication 6 ou 7, dans le-
quel la partie allongée (33) comporte, à côté de la
deuxième extrémité de la section conductrice (29),
un siège en retrait (71) adapté à recevoir un contact
fixe (73) de l’interrupteur de puissance électrique au
même niveau qu’une face avant (41) de la partie
allongée (33) au niveau de la deuxième extrémité
de la section conductrice (29).

11 12 



EP 1 681 693 B1

8



EP 1 681 693 B1

9



EP 1 681 693 B1

10



EP 1 681 693 B1

11



EP 1 681 693 B1

12



EP 1 681 693 B1

13



EP 1 681 693 B1

14

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 5589672 A [0005] • DE 2306743 [0006]


	bibliography
	description
	claims
	drawings

