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Description

[0001] The present invention relates to a device for in-
jection of a product, for which the insertion step of the
needle is automated and may be completed with minimal
effort from the user.
[0002] In this application, the distal end of an element
or of a device means the end furthest away from the hand
of the user and the proximal end means the end closest
to the hand of the user, when the element or device is in
the use-position. Similarly, in this application, the terms
"in the distal direction" and "distally" mean in the direction
of the injection, and the terms "in the proximal direction"
and "proximally" mean in the direction opposite to the
direction of injection.
[0003] Devices for automatic injection of a product, al-
so called autoinjectors, are widely used in medical fields
where the treatment of a pathology requires daily injec-
tions, such as the treatment of some diabetes, and where
patients often proceed to these injections on their own.
As patients are not professional healthcare workers, the
whole process is as much as possible automated so that
the patient needs not make decisions during the injection.
Autoinjectors usually comprise on one hand a container
having a needle and filled with the product to be injected,
such as a prefilled syringe for example or a cartridge,
and on the other hand a motor part, in other words a part
comprising the various systems which will trigger the in-
sertion of the needle, realise the injection and potentially
activate a protection system at the end of injection.
[0004] Most of the already existing autoinjectors com-
prise at least a system for automatically inserting the nee-
dle into the patient’s skin, and triggering means for initi-
ating such an insertion of the needle, the triggering
means being intended to be activated by the patient when
he is ready. Nevertheless, most of the automatic insertion
systems of the autoinjectors of the prior art require sub-
stantial effort from the user. For example, those automat-
ic insertion systems may involve deflection of one or more
flexible parts of the autoinjector, or they may imply over-
coming a resisting force between two parts of the autoin-
jector, in such a way that the patient needs to apply a
high force on the autoinjector at the time he wishes to
activate the triggering means. The high force necessary
for activating the triggering means may hurt the user. It
may also cause the user to be reluctant to proceed to the
injection, or to be puzzled, not knowing if he should con-
tinue the injection or not.
[0005] Document WO2009/062508 describes a device
for injection of a product, the device comprising biasing
means for inserting the needle into the patient’s skin and
triggering means for initiating the insertion of the needle.
[0006] It is therefore important that at least the insertion
of the needle into the injection site, which is the fisrt step
to take place in the injection process, be simplified and
proceed softly and smoothly with no opportunity for the
user to face anxiety. In this view, it is important that the
user needs not apply too high a force on the device at

the time he is ready to activate the triggering means for
proceeding to the insertion step of the needle into the
site of injection.
[0007] In addition, many autoinjectors of the prior art
are designed so that the container, such as a syringe for
example, is assembled into the device during the man-
ufacture of the motor part, pieces of the motor part and
of the container being connected together in an intricate
way. Proceeding this way means that, once a motor part
is designed for a syringe of a certain volume capacity
and prefilled with a specified drug, it is not possible to
use the same motor part for another type of container or
for another drug, as it has been designed to fit with the
specific shape of the syringe.
[0008] Nevertheless, for the pharmaceutical compa-
nies, it would be advantageous to prepare on one hand
the prefilled syringe, and on the other hand the motor
part of the autoinjector, and then assemble the prefilled
syringe onto the motor part of the autoinjector, without
having to redesign the motor part each time the type of
syringe is changed or each time the drug is replaced by
another drug with different properties, for example with
a different viscosity.
[0009] Autoinjectors have been proposed, for which at
least a part of the motor part is positioned laterally with
respect to the syringe.
[0010] Nevertheless, such autoinjectors still need to
be improved in particular with respect to the safety sys-
tem intended to protect the needle at the end of injection,
and to prevent access to said needle as soon as possible
after the injection is completed. In this view, it is important
to preserve the security of the user and that the needle
be not accessible to the user, even in case of misuse of
the device, for example by removing it from the injection
site before the injection is completed.
[0011] In addition, as mentioned before, as users of
these autoinjectors are usually not professional health-
care workers, it is desirable that such devices have a
high reliability, and that not only the insertion step, but
the whole process of the injection, from insertion of the
needle into the injection site to withdrawal of the device
from the injection site and disposal of the device proceeds
softly and smoothly with no opportunity for the user to
face anxiety.
[0012] A first aspect of the invention is a device for
injection of a product into an injection site, said device
comprising :

a housing having a longitudinal axis A and receiving
a container for the product to be injected, said con-
tainer being aligned on said longitudinal axis, said
container being substantially closed at a proximal
end by a stopper, said stopper being capable of being
moved distally within said container so as to expel
the product to be injected, and at a distal end by a
needle for the exit of the product to be injected, said
container being movable with respect to said housing
between a first position, in which the needle does
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not extend beyond a distal end of the housing, and
a second position, distally spaced with respect to
said first position, in which the needle extends be-
yond the distal end of the housing,
biasing means, coupled to said container and to said
housing at least from said first position to said second
position of the container, designed for exerting a dis-
tal force on said container so as to move said con-
tainer from its first position to its second position
when going from a first state to a second state, said
second state being less stressed than said first state,
retaining means coupled to said container and to
said housing in the first position of the container, for
releasably maintaining said biasing means in its first
state, said retaining means being capable of moving
from a passive condition, in which it maintains said
biasing means in its first state, to an active condition,
in which said biasing means is free to expand to its
second state,
triggering means capable of moving said retaining
means from its passive condition to its active condi-
tion,
wherein
said retaining means comprise a lever member hav-
ing a pivoting part rotatable around an axis R1 and
at least a radial projection extending from said piv-
oting part, said radial projection being in a first an-
gular position when said retaining means is in its
passive condition, said radial projection being in a
second angular position, different from said first an-
gular position, when said retaining means is in its
active condition, said axis R1 of said pivoting part
being included in a transversal plane of said longi-
tudinal axis A,
wherein
in its first angular position, the radial projection ex-
tends in an oblique or transversal direction with re-
spect to the distal direction, and in its second angular
position, the radial projection extends in the distal
direction.

[0013] The arrangement of the device of the invention
allows a patient to proceed to the insertion step of the
needle with no substantial effort : indeed, as will appear
from the description below, the retaining means of the
device of the invention comprise a rotatable pivoting part
that is included in a transversal plane of said longitudinal
axis A. The release of these retaining means, and thereby
the freeing of the biasing means intended to cause the
insertion of the needle, imply a partial rotation of this piv-
oting part, this rotation being caused by cooperation of
the triggering means with such pivoting part. Contrary to
the autoinjectors of the prior art, thanks to the arrange-
ment of this pivoting part in a transversal plane of the
longitudinal axis of the container, the cooperation of the
retaining means with the triggering means for freeing the
biasing means require only little force. The user needs
therefore not to apply the device of the invention with a

high force on his skin at the time he wishes to activate
the triggering means in order to initiate the insertion of
the needle.
[0014] In particular, because of the arrangement of the
retaining means of the device of the invention requiring
little effort for initiating the insertion step, it is possible to
provide the device of the invention with biasing means
having an high force. Indeed, thanks to the arrangement
of the retaining means of the device of the invention, the
effort required for beginning the insertion step will remain
the same regardless from the force of the biasing means.
Moreover, in the embodiments in which the biasing
means also serve for pushing distally the stopper, via a
plunger rod or not, during the injection step, it is possible
to provide the device with biasing means showing a high
intrinsic force. For example, when the product to be in-
jected shows a high viscosity, the device of the invention
may be provided with biasing means having a high in-
trinsic force allowing said biasing means to automatically
realize both the insertion step and the injection step, while
the effort required from the user at the beginning of the
process in order to initiate the insertion step remains low.
[0015] In embodiments, said biasing means is a spring
linked to said stopper via a plunger rod, said device fur-
ther comprising releasable maintaining means for main-
taining said container fixed with respect to said plunger
rod when said spring goes from its first state to its second
state, said maintaining means being released when said
spring reaches its second state. In embodiments, the
spring is a concentric double helical spring : such a spring
may show a high intrinsic force and may be used, for
example, for completing both the insertion step and the
injection step when the product to be injected shows a
high viscosity.
[0016] In embodiments, said maintaining means com-
prise a hook fixed with respect to said container, said
hook trapping a peg located on said plunger rod, the peg
being allowed to escape from said hook under the force
of the spring only once said container has reached its
second position and said spring is in its second state.
[0017] Such embodiments enhance the safety of the
device as they ensure the injection may not start before
the needle is correctly inserted at the injection site.
[0018] In embodiments, the triggering means compris-
es a button mounted in pivoting relationship with respect
to said housing, said button comprising a pushing surface
accessible to a user for pivoting said button, said button
further comprising an actuating surface capable of coop-
erating with said lever member for moving said radial
projection from its first angular position to its second an-
gular position, when the button is caused to pivot. The
moving of the radial projection from its first angular po-
sition to its second angular position therefore benefits
from the natural gravitational force and is completed with
no high force required from the user.
[0019] In embodiments, the actuating surface compris-
es an edge of said button cooperating with said pivoting
part of said lever member when the button is caused to

3 4 



EP 2 705 862 B1

4

5

10

15

20

25

30

35

40

45

50

55

pivot. Alternatively, the actuating surface may comprise
a groove of said button cooperating with a peg of said
radial projection of said lever member, when the button
is caused to pivot.
[0020] In embodiments, the device further comprises:

locking means for preventing said triggering means
from moving said retaining means from its passive
condition to its active condition, said locking means
being releasable, and
deactivating means for releasing the locking means.

[0021] The device of the invention is therefore very
safe as it cannot be triggered before having neutralized
the security system formed by the releasable locking
means.
[0022] In embodiments, the locking means comprise
a movable surface of said device, said surface being
movable between a first position, in which it prevents
cooperation between said lever member and said button,
to a second position, in which it allows cooperation be-
tween said lever member and said button, said movable
surface being caused to move from its first position to its
second position by said deactivating means.
[0023] In embodiments, said deactivating means being
capable of going from a before use position, in which it
does not release the locking means, to an active position
in which it releases the locking means and the triggering
means may be activated, the device further comprises
storage elastic return means for urging said deactivating
means back in its before use position as long as the trig-
gering means have not been activated.
[0024] Such an embodiment allows the user to apply
the device at another location on the skin after having
already tried a first location and even released the locking
means at this first location. As long as the triggering
means have not been activated, the step of releasing the
locking means is reversible.
[0025] In embodiments, the device further comprises :

fixing means for maintaining said container in its sec-
ond position with respect to said housing, and
urging means coupled to said stopper and to said
housing when said container is in its second position,
said urging means being designed for distally moving
said stopper when going from a first state to a second
state, said second state being less stressed than
said first state, thereby realizing injection of the prod-
uct.

[0026] The device of the invention is therefore entirely
automated, as both the insertion step and the injection
step are automatically completed by means of the biasing
means and of the urging means. The user is therefore
ensured that these two steps proceed optimally, as he
does not have to manually complete them.
[0027] In embodiments, said spring being further ca-
pable of going from its second state to a third state, during

which said spring moves the stopper distally, said third
state being less stressed than said second state, said
spring forms both said biasing means and said urging
means.
[0028] Such an embodiment allows to manufacture a
compact device as only one spring is required for auto-
matically performing two steps, namely an insertion step,
during which the needle is inserted into the injection site,
and an injection step, during which the product to be in-
jected is actually delivered to the injection site. As seen
above, such a spring may be a concentric double helical
spring having a high intrinsic force, adapted for complet-
ing the injection step of a viscous product.
[0029] In embodiments, the fixing means comprise a
peg fixed with respect to said container and a window
located on said housing, said peg being locked within
said window when said container is in its second position
with respect to said housing.
[0030] In embodiments, the device further comprises:

needle protection means, at least partially received
within said housing, and movable with respect to said
housing when said container is fixed in its second
position with respect to said housing between an in-
sertion position, in which a distal tip of the needle
extends beyond the distal end of the needle protec-
tion means, and a final position, in which the distal
tip of the needle does not extend beyond the distal
end of the needle protection means, and
elastic return means, coupled to said needle protec-
tion means and to said container, and designed for
automatically moving said needle protection means
from its insertion position to its final position, upon
removal of the device from an injection site by a user.

[0031] The device of the invention therefore requires
no particular effort from the user, is of simple use and
perfectly safe: once the needle has been inserted into
the injection site, as soon as the user withdraws the de-
vice from the injection site, the needle protection is trig-
gered, and the needle is immediately rendered inacces-
sible to the user. In addition, in case the user misuses
the device and withdraws it from the injection site before
the injection is actually completed, the needle protection
is nevertheless triggered. Actually, as soon as the needle
is inserted in the injection site, the removal of the device
from the injection will automatically trigger the needle pro-
tection. The device of the invention is therefore very com-
fortable for the user, in particular where the user is not a
professional healthcare worker, as the user knows the
used needle will never come in contact with his hand or
fingers, regardless of how he performs the injection step.
[0032] In embodiments, in the first position of the con-
tainer with respect to the housing, said needle protection
means being movable with respect to said housing be-
tween a before use position and a use position, said use
position being proximally spaced with respect to said be-
fore use position, at least part of said needle protection
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means forms said deactivating means.
[0033] The device of the invention is therefore easy to
use, as it simply requires that the user applies the device
on the skin of the patient and moves the housing with
respect to the needle protection means in order to release
the locking means.
[0034] In embodiments, said biasing means being po-
sitioned so as to produce a distal force along an axis
parallel to said longitudinal axis A, said device further
comprises a linking member coupled to said biasing
means and to said container, said linking member being
shaped and dimensioned so as to transmit said distal
force to said container. By "axis parallel to the longitudinal
axis A" is meant in the present application, an axis having
the same direction as the longitudinal axis A, in other
words, oriented along the distal-proximal direction, but
separate, for example laterally spaced, from said longi-
tudinal axis A. As will appear later in the description, such
a location of the biasing means allows the device of the
invention to be manufactured in two steps.
[0035] For example, a motor part of the device, com-
prising the biasing means, the retaining means, the trig-
gering means and the urging means may be assembled
on one hand. On another hand, the housing part may be
assembled separately, said housing part comprising the
housing, the deactivating means, the fixing means, the
needle protection means and the elastic return means.
The locking means may alternatively be part either of the
motor part or of the housing part. Each part, namely the
motor part on one hand and the housing part on the other
hand, is autonomous before it is connected to the other
part, and may be transported and/or handled on its own.
This allows pharmaceutical companies for example to
prefill the container, for example a syringe, of the housing
with the drug to be injected on a first site, and then to
assemble the motor part later on. In particular, thanks to
the arrangement of the device of the invention, it is not
necessary to redesign the motor part each time the type
of syringe is changed or each time the drug is replaced
by another drug with different properties, for example with
a different viscosity.
[0036] In embodiments, said plunger rod forms said
linking member, said plunger rod comprising a shaft
aligned on said longitudinal axis A, said shaft being pro-
vided at its distal end with said stopper, a bridge linking
a proximal end of said shaft to a proximal end of a lateral
tubular lodging parallel to said longitudinal axis A and
receiving said spring, said spring being in distal abutment
on a distal transversal wall of said tubular lodging and
being in proximal abutment on a proximal transversal wall
fixed with respect to said housing. For example, the
bridge extends in a radial direction with respect to the
longitudinal axis A and the lateral tubular lodging has a
longitudinal axis which parallel to the longitudinal axis A.
The plunger rod may therefore have a global U-shape.
[0037] In embodiments, the device of the invention is
under the form of two autonomous connectable parts,
namely a motor part and a housing part,

said motor part comprising at least said biasing means,
said retaining means, said triggering means, and said
urging means,
said housing part comprising at least said housing, said
deactivating means, said fixing means, said needle pro-
tection means and said elastic return means,
said locking means being located on one of said motor
part and housing part
said device further comprising connecting means for con-
necting said motor part to said housing part at time of use.
[0038] As seen above, the arrangement of the various
parts of the device of the invention, and in particular the
fact that the biasing means and the urging means are
located laterally with respect to the longitudinal axis of
the housing, allow to treat, transport, and/or handle the
motor part on one hand, and the housing part on the other
hand, before connecting these two parts. This is advan-
tageous for pharmaceutical companies which fill the con-
tainer of the housing independently from the motor part.
In addition, thanks to the arrangement of the device of
the invention allowing said device to be under the form
of two connectable parts, it is not necessary to redesign
the motor part each time the type of syringe/container is
changed or each time the drug is replaced by another
drug with different properties.
[0039] The present invention will now be described in
greater detail based on the following description and the
appended drawings in which:

Figures 1A-1C are respectively a side view, a cross
section view, and a perspective view of the device
of the invention in a before use position,
Figures 1D-1E are two partial side views of the de-
vice of Figures 1A-1C, respectively of the motor part
of the device of Figure 1A, and of the motor part with
the needle protection sleeve,
Figures 2A-B are views of the syringe holder of the
device of Figure 1A, respectively a perspective view
and a side view,
Figures 3A-3B are views of the plunger rod of the
device of Figure 1A, respectively a perspective view
from the bottom and a perspective view from the top,
Figure 4 is a perspective view of the needle protec-
tion sleeve of the device of Figure 1A,
Figure 5 is a perspective view of the housing of the
device of Figure 1A,
Figure 6 is a perspective view of the support of the
device of Figure 1A,
Figure 7 is a perspective view of the lever member
of the device of Figure 1A,
Figure 8 is a perspective view of the button of the
device of Figure 1A,
Figures 9A-9B are views of the device of Figure 1A,
in a position where the deactivating means have re-
leased the locking means, and the retaining means
are in their active condition, respectively a side view
and a partial cross section view,
Figure 10A-10B are views of the device of Figure 1A
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once the triggering means have been activated, re-
spectively a side view and a partial cross section
view,
Figure 11 is a side view of the device of Figure 1A
after the needle protection means has reached its
final position,
Figure 12A and 12b are partial side view and per-
spective view of an alaternative embodiment of the
device of the invention,
Figure 12C is a partial cross section view of the de-
vice of Figures 12A and 12B,
Figure 13 is a perspective view of a part of the plunger
rod of device of Figures 12A and 12B,
Figure 14 is a perspective view of the needle protec-
tion sleeve of the device of Figures 12A and 12B,
Figure 15 is a perspective view of a part of the de-
activating means of the device of Figures 12A and
12B,
Figures 16A and 16B are perspective views of a part
of the deactivating means of the device of Figures
12A and 12B,
Figure 17 is a perspective view of a part of the hous-
ing of the device of Figures 12A and 12B,
Figures 18 is a perspective view of the lever member
of the device of Figures 12A and 12B,
Figures 19A and 19B are two perspective views of
the button of the device of Figures 12A and 12B,
Figures 20A and 20B are partial perspective and
cross section views of of the device of Figures 12A
and 12B during the deactivation of the locking
means,
Figures 21A and 21B are partial side and perspective
views of of the device of Figures 12A and 12B show-
ing activation of the triggering means,
Figures 22A and 22B are partial perspective views
of the device of Figures 12A and 12B showing the
retaining means going from its passive condition to
its active condition,
Figure 23A, 23B and 23c are partial side and per-
spective views and cross section view of the device
of Figures 12A and 12B during the insertion step,
Figure 24 is a cross section view of the device of
Figures 12A and 12B in a final position, after activa-
tion of the needle protection means.

[0040] With reference to Figures 1A-1E, is shown a
device 1 of the invention comprising :

- a syringe 2 comprising a needle 3, a flange 5, a stop-
per 6, filled with a product 7,

- a syringe holder 10,
- a plunger rod 20,
- a needle protection sleeve 30,
- a housing 40,
- a support 60,
- a lever member 70,
- a button 90,
- a concentric double helical spring 8,

- a simple helical spring 9

[0041] With reference to Figures 1A-11, the different
parts of the device 1 will now be described in details.
[0042] With reference to Figures 2A-2B, the syringe
holder 10 has the global shape of a tube. It is shaped
and dimensioned so as to be able to receive the syringe
2 with the flange 5 of the syringe 2 bearing onto a proximal
rim 11 of the syringe holder 10. The syringe holder 10 is
provided on its outer wall with a ridge 12 extending from
the proximal rim 11 in the distal direction and terminated
by a peg 12a. The outer wall of the syringe holder 10 is
further provided with a flexible hook 13 extending radially
outwardly, this hook 13 being substantially diametrically
opposed to the peg 12a in the example shown. The hook
13 is provided with snap-fitting means allowing the hook
13 to act as a jaw, as will appear from the description
below. Distally spaced from the hook 13, a radially flexible
outer peg 14 is present on the outer wall of the syringe
holder 10. The syringe holder 10 is further provided with
a distal inner rim 15.
[0043] With reference to Figures 3A-3B, the plunger
rod 20 comprises a shaft 21 having a proximal end 21 a
and a distal end 21 b. As will appear from the description
below, the shaft 21 is dimensioned so as to be able to
be received within the syringe 2, and its distal end 21 b
is free and is intended to be coupled to the stopper 6 of
the syringe 2. At its proximal end 21 a, the shaft 21 is
provided with a bridge 22 linking the shaft 21 to a longi-
tudinal tubular lodging 23 open at its proximal end 23a
and at its distal end 23b. The longitudinal axis of the shaft
21 and the longitudinal axis of the longitudinal tubular
lodging 23 are parallel and the plunger rod 20 has a global
U-shape. On each of its outer side walls, the bridge 22
is provided with an outer relief 24 forming a proximal abut-
ment 25. On its outer wall facing the shaft 21, the longi-
tudinal tubular lodging 23 is provided at its distal end with
an outer radial peg 26.
[0044] With reference to Figure 4, the needle protec-
tion sleeve 30 is dimensioned and shaped so as to be
able to receive the syringe holder 10. The needle protec-
tion sleeve 30 comprises a distal sleeve 31 having a prox-
imal end 31 a and a distal end 31 b and a globally tubular
shape. At its proximal end 31 a, the distal sleeve 31 is
provided with two lateral walls 32, parallel to each other
and extending in the proximal direction, each having a
proximal face 32a. The two lateral walls 32 are linked to
each other by a bridging wall 33. The bridging wall 33 is
provided with a longitudinal window 34.
[0045] With reference to Figure 5, the housing 40 has
the global shape of a tube 41 open at its proximal end
41 a and its distal end 41 b, provided in its distal region
with an intermediate back wall 42 having a planar shape.
Backwards from the intermediate back wall 42 is provided
an additional lodging 43 provided with a longitudinal win-
dow 44 open at its proximal end 44a and having a distal
edge 44b. The housing 40 is dimensioned and shaped
so as to be able to receive the needle protection sleeve
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30, the syringe holder 10 and the syringe 2. As will appear
from the description below, the lodging 43 will be useful
for assembling the housing 40 to the other main part of
the device 1, namely the motor part 100 (see Figure 1D).
Each lateral wall of the lodging 43 is provided on the
example shown with a series of recesses 45 distributed
longitudinally and intended to be part of the connecting
means for assembling the housing 40 to the motor part
100 (Figure 1 D) of the device 1. At its distal end 41 b,
the tube 41 is provided with an outer radial rim 46. The
housing 40 is further provided on its inner wall opposite
the intermediate back wall 42 with a proximal longitudinal
groove 47.
[0046] With reference to Figure 6, the support 60 has
the global shape of a longitudinal cage open on one side
and at the bottom. The cage therefore comprises three
longitudinal walls, two lateral walls 62 and a back wall 63
bridging together the two lateral walls 62. For purposes
of description of the support 60, the back is designated
as being the wall bridging the two lateral walls, and the
front is designated as being opposite the back. At its prox-
imal end 60a, the support 60 comprises a top wall 64
having a distal face 64b. At its distal end 60b, the support
60 is open. Each lateral wall 62 is provided in its distal
region with a series of outer pegs 65 distributed longitu-
dinally and intended to be part of the connecting means
for assembling the support 60 (which is part of the motor
part 100 of the device 1 as shown on Figure 1 D) with
the housing 40 of the device 1. As shown below, the outer
pegs 65 are intended to cooperate with the recesses 45
of the housing 40 for connecting the housing 40 to the
motor part 100 of the device 1.
[0047] In its middle region, the support 60 is provided
with a semi-tubular element 80 extending in the front di-
rection: this semi-tubular element 80 is dimensioned and
shaped so as to be capable of surrounding the shaft 21
of the plunger rod 20. The semi-tubular element 80 is
provided with two lateral and opposite windows 81 : in
each lateral window 81, is lodged a longitudinal spring
element 82, capable of going from an expanded state
(as shown on Figure 6), to a compressed state (see Fig-
ure 9A) when submitted to a proximal force.
[0048] With reference to Figure 7, the lever member
70 comprises a pivoting part 71 rotatable around an axis
R1. The pivoting part 71 is provided with a U-shaped
element 72, the free ends of the U being provided with
end projections 72a. The U-shaped element 72 is dimen-
sioned and shaped so as to be capable of surounding
the shaft 21 of the plunger rod 20. The lever member 70
is further provided with two parallel legs 73 extending
from the pivoting part 71 in the radial direction with re-
spect to axis R1. Each radial leg 73 is provided at its free
end with a peg 74. As will appear from the description
below, as the pivoting part 71 rotates around its longitu-
dinal axis R1, the legs 73 describe a circle and are ca-
pable of changing angular positions.
[0049] With reference to Figure 8, the button 90 has
the global shape of a cap 91 : the cap 91 is provided with

a pivoting part 92 rotatable around an axis R2. The cap
91 is further provided with two parallel longitudinal lateral
walls 93 extending in a radial direction with respect to
axis R2. Each lateral wall 93 has a globally rectangular
shape with a distal edge 93b.
[0050] The operation of the device 1 of the invention
will now be explained with reference to Figures 1A-11.
[0051] With reference to Figure 1D is shown what is
called the motor part 100 of the device 1, namely the
plunger rod 20, the support 60, the lever member 70, the
button 90. Although not visible on Figure 1D, the concen-
tric double helical spring 8 is also part of the motor part
100.
[0052] As appears from Figures 1A-1E, in which the
device 1 is in a before use position, the support 60 and
the plunger rod 20 are coupled together via the concentric
double helical spring 8 and the lever member 70. The
concentric double helical spring 8 is received within the
longitudinal tubular lodging 23. The longitudinal tubular
lodging 23 is lodged within the proximal region of the
inner space of the support 60. The distal end of the double
helical spring 8 bears on the proximal face of an inner
distal rim 23c of the longitudinal tubular lodging 23, and
the proximal end of the double helical spring 8 bears on
the distal face 64b of the top wall 64 of the support 60.
The concentric double helical spring 8 is therefore
aligned on the longitudinal axis of the longitudinal tubular
lodging 23 of the plunger rod 20.
[0053] In the before use position of the motor part of
the device as shown on Figures 1A-1E, the concentric
double helical spring 8 is in a first state, which is a
stressed state. As such, the concentric double helical
spring 8 naturally tends to separate the plunger rod 20
from the support 60. Nevertheless, the lever member 70
acts as retaining means for maintaining the concentric
double helical spring 8 in its first stressed state. Indeed,
as shown on Figures 1D-E, the end projections 72a of
the lever member 70 are engaged in the proximal abut-
ments 25 of the bridge 22 of the plunger rod 20, and the
pegs 74 of the radial legs 73 of the lever member 70 are
in abutment against the spring element 82 of the support
60. In this position, the spring element 82 is in an ex-
panded state, which is its rest state, and the lever mem-
ber 70 is not allowed to rotate around its axis R1. In ad-
dition, as shown on Figures 1A-1E, the lever member 70
is positioned so as to have its rotatable pivoting part 71
included in a plane that is transversal with respect to the
longitudinal axis of the longitudinal tubular lodging 23 of
the plunger rod 20.
[0054] As shown also on Figure 1D, the semi-tubular
element 80 of the support 60 and the U-shaped element
72 of the lever member 70 both surround the shaft 21 of
the plunger rod 20.
[0055] As further shown on Figure 1D, the motor part
100 of the device further comprises the button 90 which
is pivotingly mounted on the support 60. The distal edge
93b of the lateral walls 93 are in abutment onto the axis
R1 of the pivoting part 71 of the lever member 70. As a
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consequence, since the lever member 70 is in this posi-
tion blocked in rotation, the button 90 is also blocked in
rotation. As a consequence, pushing distally on the cap
91 of the button 90 for making it pivot around axis R2 will
be unsuccessful.
[0056] As shown on Figure 1D, the motor part 100 is
an autonomous part of the device 1 of Figures 1A-1E,
that may be transported and/or handled on its own. This
motor part 100 is intended to be connected to the housing
part of the device, said housing part comprising the hous-
ing 40 containing the prefilled syringe 2, as will appear
from the description below. In this view, the motor part
100 comprises means for connecting the support 60 to
the housing 40, under the form of the pegs 65.
[0057] With reference to Figures 1A-1C, the motor part
100 of Figure 1D has been connected to the housing part
for forming the device 1 of the invention. The motor part
100 is connected to the housing 40 of the housing part
by means of the pegs 65 of the support 60 being snap-
fitted within the corresponding recesses 45 of the housing
40. As such, all the elements of the motor part which
were previously described as being coupled to the sup-
port 60 are therefore now coupled to the housing 40 itself,
via said support. In the same way, the elements of the
motor part which were previously described as being piv-
otingly mounted with respect to the support 60, such as
the button 90, are now pivotingly mounted with respect
to the housing 40.
[0058] With reference to Figures 1A-1C, the arrange-
ment between the various elements received within the
housing 40, and therefore forming the housing part of the
device 1, will now be described. The housing 40 has a
longitudinal axis A (see figure 1B), aligned on the proxi-
mal-distal direction and on the longitudinal axis of the
syringe 2.
[0059] A first element contained in the housing 40 is a
container, having the form of a syringe 2 in the example
shown, aligned on the longitudinal axis A. The syringe 2
has a global tubular shape and is substantially closed at
its distal end by a needle 3 for the exit of the product to
be injected. As shown on Figure 1A, the syringe 2 is pre-
filled with the product 7 to be injected and is closed at its
proximal end by a stopper 6. As will appear in the follow-
ing description, the stopper 6 is capable of moving within
the syringe 2 under distal pressure and is intended to
cooperate with the distal end of the shaft 21 of the plunger
rod 20 in order to realize injection of the product 7. The
syringe 2 is further provided at its proximal end with an
outer flange 5.
[0060] The prefilled syringe 2 is received within the sy-
ringe holder 10 with the distal face of its outer flange 5
bearing onto the proximal rim 11 (see Figure 2A) of the
syringe holder 10. The syringe holder 10 is also aligned
on longitudinal axis A and the syringe 2 is therefore
blocked in distal translation with respect to the syringe
holder 10. In addition, the syringe is further blocked in
proximal translation with respect to the syringe holder 10
by means of friction force existing between the syringe

2 and the syringe holder 10. As a consequence, all ele-
ments herein described as being coupled to the syringe
holder 10 are therefore also coupled to the syringe 2.
[0061] In the before use position of the device 1 as
shown on Figures 1A-1C, the distal region of the syringe
holder 10 is received in the needle protection sleeve 30.
The needle protection sleeve 30 is aligned on longitudinal
axis A of the syringe 2. The syringe holder 10 is coupled
to the needle protection sleeve 30 by means of a helical
spring 9, which is in a first stressed state, so that the
distal end of helical spring 9 bears on a proximal face of
an inner radial rim 36 of the distal sleeve 31 of the needle
protection sleeve 30, while the proximal end of the helical
spring 9 bears on the distal face of the distal rim 15 of
the syringe holder 10. The helical spring 9 being in a first
stressed state, it tends to separate the syringe holder 10
from the needle protection sleeve 30 : as such, the sy-
ringe holder 10 and the needle protection sleeve 30 are
further coupled together by means of radial outer peg 14
present on the syringe holder 10, this radial outer peg 14
being in proximal abutment against a proximal edge of
longitudinal window 34 of the bridging wall 33 of the nee-
dle protection sleeve 30. As such, the radial outer peg
14 and the proximal edge of longitudinal window 34 act
as means for maintaining the helical spring 9 in its first
stressed state.
[0062] As shown on Figures 1A-1C, the syringe holder
10 and the needle protection sleeve 30 are further re-
ceived within the housing 40, the syringe holder 10 being
slidingly mounted on the housing 40 by means of the peg
12a of ridge 12 being engaged in the proximal longitudinal
groove 47 of the housing 40.
[0063] In the before use position of the device 1 as
shown on Figure 1A, the syringe holder 10 is further con-
nected to the motor part 100 of the device 1 by means
of outer radial peg 26 of the plunger rod 20 being engaged
in flexible hook 13 of the syringe holder 10.
[0064] Regarding the motor part 100, the arrangement
and positions of its various elements in Figures 1A-1C
are the same than the ones already described for Figures
1D and are not repeated here again.
[0065] In particular, in the position of Figures 1A-1C,
the lever member 70 is positioned so as to have its ro-
tatable pivoting part 71 included in a plane tranversal to
the longitudinal axis A of the syringe 2. The radial legs
73 have an angular position such that said radial legs 73
extends in an oblique direction, offset from the longitudi-
nal direction, from the pivoting part 71.
[0066] Moreover, in this position of Figures 1A-1C, the
shaft 21 of the plunger rod 20, coupled to the stopper 6
via its distal end, is aligned on the longitudinal axis A of
the syringe 2. As a consequence, the concentric double
helical spring 8, which is lodged in the tubular lodging 23
of the plunger rod 20, is aligned on the longitudinal axis
of the tubular lodging 23, which is parallel but separate
from the longitudinal axis A. As will appear later in the
description, this lateral position of the concentric double
helical spring 8 with respect to the longitudinal axis A will
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allow the concentric double helical spring 8 to produce a
distal force parallel to the longitudinal axis A when said
concentric double helical spring 8 is freed. In the position
of the device 1 shown on Figures 1A-1C, the housing 40
is fixed with respect to the support 60.
[0067] Although the housing 40, and the various ele-
ments it contains, namely the syringe 2, the syringe hold-
er 10, the needle protection sleeve 30, has been de-
scribed above in a position where it is connected to the
motor part 100 of the device 1, such housing 40 and its
elements form an autonomous part of the device 1 that
may be transported and/or handled on its own.
[0068] The device 1 of the invention has therefore ad-
vantages for the pharmaceutical companies, which may
fill the syringe 2 on a first site, and assemble the syringe
2 in the housing 40 on this first site, while the motor part
100 of the device 1 may be assembled on a second site.
The motor part 100 and the housing 40 may then be
connected to each other so as to obtain the device 1.
[0069] The device 1 of the invention is provided to the
user in the configuration shown on Figures 1A-1C, pref-
erably surrounded by an outer shell 400, as shown on
these Figures. The user is usually a patient that will com-
plete the injection on his own. When the user is ready,
he grasps the device 1 of Figures 1A-1C for example by
the shell 400.
[0070] The device 1 may not be triggered as long as
the device 1 is not applied in a proper way on the skin of
the patient.
[0071] Figure 1E is a partial detail side view illustrating
the relationship between the support 60 and the lever
member 70 in the position of the device 1 before it has
been applied on the skin of the patient. For clarity’s sake,
only the needle protection sleeve 30 of the housing part
40 is shown on Figure 1E : in this position of the device
1, the pivoting part 71 of the lever member 70 is not al-
lowed to rotate around its axis R1 because of the pegs
74 being in abutment against the spring element 82 of
the support 60 in its expanded state.
[0072] As explained above, in this configuration, the
lever member 70 acts as retaining means for maintaining
the concentric double helical spring 8 in its first stressed
state, and the lever member 70 is in a passive condition,
as activation of the button 90 has no effect on the lever
member 70 and therefore neither triggers the needle in-
sertion step nor the injection of the product 7. The spring
element 82 in its expanded state acts as locking means
for preventing the triggering means (button 90 and its
edge 93b) from moving the lever member 70 from its
passive condition to its active condition.
[0073] With reference to Figure 1E, one can see that,
in this passive condition of the lever member 70, the prox-
imal face 32a of each lateral wall 32 of the needle pro-
tection sleeve 30 faces directly the distal end 82b of
spring element 82.
[0074] As a consequence, for allowing the lever mem-
ber 70 to be able to go from its passive condition to an
active condition, in which the insertion of the needle may

be triggered, the user needs to apply the device 1 on his
skin 10 or on the skin 10 of the patient via the distal end
31 b of the distal sleeve 31 of the needle protection sleeve
30 as shown on Figures 9A-9B, and then push distally
on the shell 400 which is fixed with respect to the housing
40. Because of the relationship described above between
the housing 40 and the needle protection sleeve 30, this
movement causes the needle protection sleeve 30 to
move proximally with respect to the housing 40, and
therefore with respect to the support 60, which is fixed
with respect to the housing 40. While the needle protec-
tion sleeve 30 moves proximally with respect to the sup-
port 60, the proximal faces 32a of its lateral walls 32 push
proximally onto the distal ends 82b of the spring elements
82.
[0075] As a consequence, and with reference to Figure
9A, as its distal end 82b is pushed in the proximal direc-
tion by the proximal faces 32a of the needle protection
sleeve 30, each spring element 82 is compressed and
no more faces the peg 74 of the lever member 70. The
locking means has therefore been released and pivoting
movement of the button 90 is now possible allowing ro-
tation of the pivoting part 71 of the lever member 70, as
will appear later from description of Figure 10A. During
this step, the proximal faces 32a of the lateral walls 32
of the needle protection sleeve 30 form deactivating
means of distal end 82b of spring element 82, acting as
locking means for preventing the triggering means from
moving the retaining means, namely the lever member
70, from its passive condition to its active condition.
[0076] Moreover, with reference to Figure 9B, the prox-
imal movement of the needle protection sleeve 30 with
respect to the syringe holder 10 has caused the helical
spring 9 to be compressed.
[0077] In addition, the spring element 82 allows the
deactivating means, namely the needle protection sleeve
30, to come back to its storage position in case the user
is not satisfied by the location where he has applied the
device 1 on the skin in the first place and decides to re-
move the device 1 from the skin in order to apply it at
another location before triggering injection. When the us-
er removes the device 1 from the first location, the spring
element 82 comes back to its rest and expanded state
automatically, thereby locking again the triggering
means, as far as those triggering means have not been
activated yet. The spring elements 82 therefore act as
storage elastic return means for urging the needle pro-
tection sleeve 30 back in its before use position, in the
absence of any pressure applied on said housing 40 or
needle protection sleeve 30.
[0078] The device 1 of the invention is therefore safe,
as the user is allowed to give more than just one try in
order to choose the appropriate location on the skin
where he wishes to trigger the injection.
[0079] Once the user is satisfied with the location on
the skin where he has applied the device 1, and once the
locking means are released, as explained above, the us-
er pushes distally on the cap 91 of the button 90. The
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button 90 being pivotingly mounted onto the support 60,
the lateral walls 93 of the button 90 pivot and their edges
93b act upon the axis R1 of the lever member 70 so as
to rotate its pivoting part 71. Only little force is required
from the user for pushing cap 91 as the user may benefit
from natural gravitational force for completing this step,
the button 90 being pivotingly mounted onto the support
60 along a direction parallel to said longitudinal axis A.
Because only low force is required from the user to per-
form this step, the device 1 may be used by people having
difficulties for handling objects in their hands.
[0080] The radial legs 73 move from their first angular
position (extending in an oblique direction) to their sec-
ond angular position, in which they extend parallel to the
distal direction, as shown on Figure 10A. As a conse-
quence of the radial legs 73 reaching their second angu-
lar position, the end projections 72a of the U-shaped el-
ement 72 of the lever member 70 escape the proximal
abutment surface 25 of the relief 24 of the plunger rod
20 (see Figures 1D and 1E). While pressing distally onto
the cap 91 of the button 90, the only resistance the user
has to overcome is the angular displacement of the radial
legs 73 : such an angular displacement requires only very
low force to be completed as it benefits from the natural
gravitational force. The user needs not apply a high force
on the button 90 in order to complete this step. The ac-
tivation of the triggering means and the initiation of the
insertion step of the needle is therefore very easy and
simple : the user has no anxiety to face as the step pro-
ceeds very softly and smoothly.
[0081] The moving of the lever member 70 from its
passive condition to its active condition frees the concen-
tric double helical spring 8 which expands, as it automat-
ically tries to reach a less stressed state than its first state,
as shown on Figure 10B. The button 90 therefore acts
as triggering means for releasing the retaining means,
namely the lever member 70. While expanding, the con-
centric double helical spring 8 produces a distal force
along the axis of the longitudinal tubular lodging 23, said
axis being parallel to the longitudinal axis A. The plunger
rod 20, thanks to its bridge 22 and its shaft 21, is shaped
and dimensioned so as to transmit this distal force to the
syringe 2.
[0082] Because of the gliding resistance of the stopper
6, which is reinforced by the fact that the radial outer peg
26 of the plunger rod 20 is engaged in the flexible hook
13 of the syringe holder 10, the stopper 6 does not move
with respect to the syringe 2, but the plunger rod 20, the
syringe holder 10 and the syringe 2 are all driven in the
distal direction, thereby realizing the insertion of the nee-
dle 3 into the injection site 10 (see Figure 10B). The radial
outer peg 26 of the plunger rod 20 and the flexible hook
13 of the syringe holder 10 therefore form maintaining
means for maintaining the syringe 2 fixed with respect to
the plunger rod 20 when the concentric double helical
spring 8 goes from its first state to its second state. During
this step, the concentric double helical spring 8 therefore
acts as biasing means for moving the syringe 2 from its

first position to its second position, said second position
being an insertion position (needle inserted into the in-
jection site).
[0083] In this position of the device 1 where the needle
3 is inserted in the injection site 10, and the distal end of
the syringe 2 comes in abutment with the skin of the pa-
tient, the peg 12a of the syringe holder 10 has become
engaged in a window of the proximal longitudinal groove
47 of the housing 40. As a consequence, the syringe
holder 10 is now no more slidable with respect to the
housing 40. The peg 12a and the window therefore act
as fixing means for maintaining the syringe 2 in its second
position with respect to the housing 40. Moreover, the
distal movement of the syringe holder 10 with respect to
the needle protection sleeve 30 has caused the helical
spring 9 to reach an even more compressed state as
shown on Figure 10B.
[0084] As a consequence, from this step on, the sy-
ringe holder 10 will remain fixed with respect to the hous-
ing 40, and the removal of the device 1 from the skin of
the patient will automatically cause the expansion of the
helical spring 9 and therefore the movement of the needle
protection sleeve 30 to its final position, in which it sur-
rounds the needle (see Figure 11). The device 1 of the
invention is therefore very safe and requires no additional
effort from the user for triggering the protection of the
needle 3 as soon as the insertion step is completed, re-
gardless from the fact that the injection step has started
or not.
[0085] Once the needle is inserted, the concentric dou-
ble helical spring 8 continues to expand towards a third
state, less stressed than its second state, as shown on
Figure 10B. The force of the concentric double helical
spring 8 causes the radial outer peg 26 of the plunger
rod 20 to escape the flexible hook 13 of the syringe holder
10, thereby causing the distal movement of the stopper
6 within the syringe 2. The injection therefore takes place
and the product 7 is expelled into the injection site 10
through the needle 3 until the stopper 6 reaches the distal
end of the syringe 2 (see Figure 10B).
[0086] During this step, the concentric double helical
spring 8 acts as urging means for distally moving the
stopper 6 once the syringe 2 has reached its second po-
sition, and therefore realize injection of the product 7. As
such, in the example shown on these figures, the biasing
means and the urging means are under the form of a
concentric double helical spring, going from a first state
to a second state, and then from said second state to a
third state, said third state being less stressed than said
second state, said second state being less stressed than
said first state.
[0087] Whatever the necessary intrinsic force of the
concentric double helical spring 8 for completing both the
insertion step and the injection step, the effort required
from the user at the beginning of the process for initiating
the insertion step remains low thanks to the particular
arrangement of the lever member 70.
[0088] In embodiments not shown, the biasing means
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and the urging means could be under the form of two
different helical springs not concentric.
[0089] The user then removes the device 1 from the
injection site, and, as already explained above, the helical
spring 9 naturally expands from its compressed state to
a rest state and causes the needle protection sleeve 30
to move distally with respect to the syringe 2 and to cover
the needle 3, as shown on Figure 11. The needle pro-
tection sleeve 30 therefore acts as needle protection
means movable with respect to said housing 40 when
the syringe 2 is fixed in its second position with respect
to said housing 40 between an insertion position, in which
the distal tip of the needle extends beyond the distal end
of the needle protection means, and a final position, in
which the distal tip of the needle does not extend beyond
the distal end of the needle protection means and is sur-
rounded by the needle protection means. During this
step, the helical spring 9 acts as elastic return means for
automatically moving said needle protection means
(needle protection sleeve 30) from its insertion position
to its final position, upon removal of the device 1 from
the injection site 10 by the user.
[0090] Figures 12A-24 relate to an alternative embod-
iment of a device 101 of the invention.
[0091] The references designating the same elements
as for the device 1 of Figures 1A-11 have been main-
tained.
[0092] For sake of clarity, on Figure 12A are shown
only the plunger rod 120, the needle protection sleeve
130 with deactivating elements 135 and 136 attached
thereto, the lever member 170 and the button 190 of de-
vice 101.
[0093] With reference to Figures 12A-24, the parts of
the device 101 that differ from that of device 1 of Figures
1A-11 will now be described in details.
[0094] With reference to Figure 13, is shown the plung-
er rod 120. The bridge 122 linking the lodging 123 to the
shaft is provided on its side walls with a relief 124 which
is a radial rounded peg 125. The plunger rod 122 further
comprises a shaft 121 visible on Figure 23C and 24. The
longitudinal axis of the shaft 121 and the longitudinal axis
of the longitudinal tubular lodging 123 are parallel. A hel-
ical spring 108 (visible on Figures 23A-C and 24) is in-
tended to be received within tubular lodging 123.
[0095] With reference to Figure 14 is shown the needle
protection sleeve 130 comprising a sleeve 131 having a
proximal end 131 a and a distal end 131 b and a globally
tubular shape. The sleeve 131 is provided on its outer
wall with two opposite radial pegs 132 (only one being
visible on Figure 14). With reference to Figures 12A and
15, a longitudinal leg 135 is linked to the needle protection
sleeve 130, by means of its distal end 135b facing radial
peg 132. With reference to Figures 12A and 16A-16B, a
longitudinal rod 136 is linked to the longitudinal leg 135
by means of its distal end 136b bearing on a proximal
end 135a of the longitudinal leg 135. At its proximal end
136a, the longitudinal rod 136 is provided with a proximal
side projection 137 having a sloped face 137a.

[0096] With reference to Figure 17, the housing 140
comprises a tube 141 open at its proximal end 141 a and
its distal end 141 b, capable of receiving the needle pro-
tection sleeve 130, as shown on Figures 23A-C. The tube
141 is provided on its wall with a cam 142 having a lon-
gitudinal track 142a and an oblique track 142b forming
a bend 142c at their proximal ends. As shown on Figure
20a, the radial peg 132 of the needle protection sleeve
130 is intended to be received within the cam 142 and
to move therein.
[0097] With reference to Figure 18, the lever member
170 comprises a pivoting part 171 rotatable around an
axis R1. The pivoting part 171 is provided with two parallel
tongues 172 extending in the radial direction with respect
to axis R1. Each radial leg 172 is provided at its free end
with a side peg 173. As will appear from the description
below, as the pivoting part 171 rotates around its axis
R1, the legs 172 describe a circle and are capable of
changing angular positions. Each leg 172 forms an inner
cavity 174 provided with a rounded recess 174a.
[0098] With reference to Figures 19A-B, the button 190
has the global shape of a cap 191 forming a pushing
surface for the user : within the cap 191, the button 190
is provided with a pivoting part 192 rotatable around an
axis R2. The cap 191 is further provided with two parallel
longitudinal lateral walls 193 extending in a radial direc-
tion with respect to axis R2. Each lateral wall 193 is pro-
vided with an inner curved groove 194, with a transversal
abutment surface 195 and a distal abutment surface 196.
[0099] The operation of the device 101 of the invention
will now be explained with reference to Figures 12A-24.
[0100] With reference to Figures 12A-12C, the device
101 is in a before use position. A helical spring 108 is
lodged within the tubular lodging 123, with its distal end
bearing on the proximal face of an inner distal rim 123c
of the longitudinal tubular lodging 123, and the proximal
end of the helical spring 108 bearing on a distal face of
a top wall coupled to the housing 140 (see Figure 23C).
In the before use position as shown on Figures 12A-12C,
the helical spring 108 is in a first state, which is a stressed
state. As such, the helical spring 108 naturally tends to
separate the plunger rod 120 from the housing 140. Nev-
ertheless, the lever member 170 acts as retaining means
for maintaining the helical spring 108 in its first stressed
state as explained below.
[0101] Indeed, in the before use position, the radial
rounded peg 125 of the plunger rod 120 is lodged in the
rounded recess 174a of the inner cavity 174 of the lever
member 170. The lever member 170 is fixed to the hous-
ing 140 (not visible on figures 12A-B) via its pivoting part
171 and its side peg 173 is lodged at a proximal end of
the curved groove 194 of the button 190 (see Figure 12B).
The side peg 173 is in distal abutment on the distal abut-
ment surface 196 of the button 190 (see Figure 12B), so
that the lever member 170 is not allowed to rotate around
its axis R1. In addition, as shown on Figure 12A, the lever
member 170 is positioned so as to have its rotatable piv-
oting part 171 included in a plane that is transversal with
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respect to the longitudinal axis of the longitudinal tubular
lodging 123 of the plunger rod 120. The radial legs 172
have an angular position such that said radial legs 172
extend in a tranversal direction from the pivoting part 171
(see Figures 12A and 12C).
[0102] The button 190 is pivotingly mounted on the
housing 140 via its pivoting part 192. Anyway, in this be-
fore use position of the device 101, the sloped face 137a
of the proximal side projection 137 of longitudinal rod 136
is in abutment against the transversal abutment 195 of
the button, as shown on Figure 12C. As a consequence,
the button 190 is blocked in rotation, and pushing trans-
versally on the cap 191 of the button 190 with a view to
make it pivot will be unsuccessful.
[0103] As explained above, the lever member 170 acts
as retaining means for maintaining the helical spring 108
in its first stressed state, and the lever member 170 is in
a passive condition, as activation of the button 190 has
no effect on the lever member 170 and therefore does
not trigger the needle insertion step nor the injection of
the product 7. The sloped surface 137a in abutment
against transversal abutment 195 of the button 190 acts
as locking means for preventing the triggering means
(button 190) from moving the lever member 170 from its
passive condition to its active condition.
[0104] As a consequence, for allowing the lever mem-
ber 170 to be able to go from its passive condition to an
active condition, in which the insertion of the needle 3
(see Figure 23C) may be triggered, the user needs to
apply the device 101 on his skin or on the skin of the
patient via the distal end 131 b of the distal sleeve 131
of the needle protection sleeve 130 (see Figure 20A),
and then push distally on the housing 140. As explained
before, this movement causes the needle protection
sleeve 130 to move proximally with respect to the housing
140. While the needle protection sleeve 130 moves prox-
imally with respect to the housing 140, the radial peg 132,
which was initially lodged at the distal end of oblique track
142b, moves in the proximal direction within said oblique
track 142b and pushes proximally the distal end 135b of
longitudinal leg 135, as shown on Figure 20A. Further-
more, the longitudinal leg 135 is moved proximally and
its proximal end 135a pushes proximally the longitudinal
rod 136, as shown on Figure 20A. As a consequence,
the proximal side projection 137 of longitudinal rod 136
is moved distally, and its sloped surface 137a escapes
from transversal abutment surface 195 of the button 190,
as shown on Figure 20B.
[0105] The button 190 is therefore no more blocked in
rotation. The user pushes transversally on the cap 191
of the button 190 in the direction of the arrow F shown
on Figure 21A and the button 190 pivots around its axis
R2. Only low force is required from the user for pushing
cap 191, as the button 190 is pivotingly mounted onto
the housing 140. The pivoting of cap 191 causes the side
peg 173 to escape distal abutment surface 196 of the
button 190 and to enter into the proximal end of curved
groove 194, as shown on Figure 21B.

[0106] The gravitational force therefore causes side
peg 173 to automatically move distally within curved
groove 194, as shown on Figure 22B, and the radial legs
172 move from their first angular position, as shown on
Figure 22A, to a second angular position, as shown on
Figures 23A and 23B, in which they extend in the distal
direction. As a consequence of the radial legs 172 reach-
ing their second angular position, the radial rounded peg
125 of the plunger rod 120 escapes the rounded recess
174a of the inner cavity 174 of the lever member 170 and
the helical spring 108 is released, as shown on Figures
23A-C.
[0107] As appears from the above, the angular dis-
placement of the radial legs 172 is caused automatically
and naturally by the gravitational force. As a conse-
quence, the user needs not apply a high force on the
button 190 in order to trigger injection. The activation of
the triggering means and the initiation of the insertion
step of the needle is therefore very easy and simple : the
user has no difficulties to face as the step proceeds very
softly and smoothly.
[0108] While expanding, the helical spring 108 produc-
es a distal force along the axis of the longitudinal tubular
lodging 123, said axis being parallel to the longitudinal
axis A. The plunger rod 120, thanks to its bridge 122 and
its shaft 121 (see figures 23C and 24), is shaped and
dimensioned so as to transmit this distal force to the sy-
ringe 2. Insertion of the needle 3 is therefore completed.
[0109] The injection step is automatically completed in
the same manner as that described for device 1 of Fig-
ures 1A-11. Also in the same way as described for device
1 of Figures 1A-11, removal of the device 101 from the
injection site causes helical spring 109 to naturally ex-
pand from its compressed state to a rest state, thereby
causing the needle protection sleeve 130 to move distally
with respect to the syringe 2 and to cover the needle 3,
as shown on Figure 24.
[0110] Like device 1 of Figures 1A-11, the device 101
of Figures 12A-24 may have its motor part and its housing
part 140 manufactured separately, and then assembled.
[0111] The device of the invention allows having bias-
ing means, such as the concentric double helical spring
8 of embodiment of Figures 1A-11 or helical spring 108
of embodiment of Figures 12A-24 having a high intrinsic
force for completing the injection of products requiring
such a high distal force, such as viscous drugs, while at
the same time requiring only a low force from the user at
the time of triggering the injection.

Claims

1. A device (1; 101) for injection of a product (7) into
an injection site (10), said device comprising :

a housing (40; 140) having a longitudinal axis A
and receiving a container (2) for the product to
be injected, said container being aligned on said
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longitudinal axis, said container being substan-
tially closed at a proximal end by a stopper (6),
said stopper being capable of being moved dis-
tally within said container so as to expel the prod-
uct to be injected, and at a distal end by a needle
(3) for the exit of the product to be injected, said
container being movable with respect to said
housing between a first position, in which the
needle does not extend beyond a distal end of
the housing, and a second position, distally
spaced with respect to said first position, in
which the needle extends beyond the distal end
of the housing,
biasing means (8; 108), coupled to said contain-
er and to said housing at least from said first
position to said second position of the container,
designed for exerting a distal force on said con-
tainer so as to move said container from its first
position to its second position when going from
a first state to a second state, said second state
being less stressed than said first state,
retaining means (70; 170) coupled to said con-
tainer and to said housing in the first position of
the container, for releasably maintaining said bi-
asing means in its first state, said retaining
means being capable of moving from a passive
condition, in which it maintains said biasing
means in its first state, to an active condition, in
which said biasing means is free to expand to
its second state,
triggering means (90; 190) capable of moving
said retaining means from its passive condition
to its active condition,
characterized in that
said retaining means comprise a lever member
(70; 170) having a pivoting part (71; 171) rotat-
able around an axis R1 and at least a radial pro-
jection (73; 172) extending from said pivoting
part, said radial projection being in a first angular
position when said retaining means is in its pas-
sive condition, said radial projection being in a
second angular position, different from said first
angular position, when said retaining means is
in its active condition, said axis R1 of said piv-
oting part being included in a transversal plane
of said longitudinal axis A, wherein, in its first
angular position, the radial projection (73; 172)
extends in an oblique or transversal direction
with respect to the distal direction, and in its sec-
ond angular position, the radial projection ex-
tends in the distal direction.

2. The device (1; 101) of claim 1, wherein said biasing
means is a spring (8; 108) linked to said stopper via
a plunger rod (20; 120), said device further compris-
ing releasable maintaining means (13, 26) for main-
taining said container fixed with respect to said
plunger rod when said spring goes from its first state

to its second state, said maintaining means being
released when said spring reaches its second state.

3. The device (1) of claim 2, wherein the spring is a
concentric double helical spring (8).

4. The device (1; 101) of claim 2 or 3, wherein said
maintaining means comprise a hook (13) fixed with
respect to said container, said hook trapping a peg
(26) located on said plunger rod, the peg being al-
lowed to escape from said hook under the force of
the spring only once said container has reached its
second position and said spring is in its second state.

5. The device (1; 101) of any one of claims 1 to 4, where-
in said triggering means comprises a button (90; 190)
mounted in pivoting relationship with respect to said
housing, said button comprising a pushing surface
(91; 191) accessible to a user for pivoting said button,
said button further comprising an actuating surface
(93d; 194) capable of cooperating with said lever
member (70; 170) for moving said radial projection
(73; 172) from its first angular position to its second
angular position, when the button is caused to pivot.

6. The device (1) of claim 5, wherein the actuating sur-
face comprises an edge (93d) of said button (90)
cooperating with said pivoting part (71) of said lever
member (70) when the button is caused to pivot.

7. The device (101) of claim 5, wherein the actuating
surface comprises a groove (194) of said button
(190) cooperating with a peg (173) of said radial pro-
jection (172) of said lever member (170), when the
button is caused to pivot.

8. The device (1; 101) of any one of claims 1 to 7, further
comprising :

locking means (82; 137a) for preventing said
triggering means (90, 190) from moving said re-
taining means from its passive condition to its
active condition, said locking means being re-
leasable, and
deactivating means (30, 32a; 130, 135, 136,
137a) for releasing the locking means.

9. The device (1; 101) of claim 8, wherein the locking
means comprise a movable surface (82d; 137a) of
said device, said surface being movable between a
first position, in which it prevents cooperation be-
tween said lever member (70; 170) and said button
(90; 190), to a second position, in which it allows
cooperation between said lever member (70; 170)
and said button (90; 190), said movable surface be-
ing caused to move from its first position to its second
position by said deactivating means.
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10. The device (1) of claim 8 or 9, wherein said deacti-
vating means being capable of going from a before
use position, in which it does not release the locking
means, to an active position in which it releases the
locking means and the triggering means may be ac-
tivated, the device further comprises storage elastic
return means (82) for urging said deactivating means
back in its before use position as long as the trigger-
ing means have not been activated.

11. The device (1) of any one of claims 1 to 9, further
comprising:

fixing means (12a, 47) for maintaining said con-
tainer in its second position with respect to said
housing, and
urging means (8) coupled to said stopper and
to said housing when said container is in its sec-
ond position, said urging means being designed
for distally moving said stopper when going from
a first state to a second state, said second state
being less stressed than said first state, thereby
realizing injection of the product.

12. The device (1; 101) of claim 11, wherein said spring
(8; 108) being further capable of going from its sec-
ond state to a third state, during which said spring
moves the stopper distally, said third state being less
stressed than said second state, said spring forms
both said biasing means and said urging means.

13. The device (1) of claim 11 or 12, wherein the fixing
means comprise a peg (12a) fixed with respect to
said container and a window located on said hous-
ing, said peg being locked within said window when
said container is in its second position with respect
to said housing.

14. The device (1; 101) of any one of claims 1 to 13,
further comprising :

needle protection means (30; 130), at least par-
tially received within said housing, and movable
with respect to said housing when said container
is fixed in its second position with respect to said
housing between an insertion position, in which
a distal tip of the needle extends beyond the
distal end of the needle protection means, and
a final position, in which the distal tip of the nee-
dle does not extend beyond the distal end of the
needle protection means, and
elastic return means (9; 109), coupled to said
needle protection means and to said container,
and designed for automatically moving said nee-
dle protection means from its insertion position
to its final position, upon removal of the device
from an injection site by a user.

15. The device (1) of claims 8 and 14, wherein in the first
position of the container with respect to the housing,
said needle protection means being movable with
respect to said housing between a before use posi-
tion and a use position, said use position being prox-
imally spaced with respect to said before use posi-
tion, at least part (32a) of said needle protection
means (30) forms said deactivating means.

16. The device (1; 101) of any one of claims 1 to 15,
wherein said biasing means (8; 108) being posi-
tioned so as to produce a distal force along an axis
parallel to said longitudinal axis A, said device further
comprises a linking member (20; 120) coupled to
said biasing means and to said container, said linking
member being shaped and dimensioned so as to
transmit said distal force to said container.

17. The device (1; 101) of claims 2 and 16, wherein said
plunger rod (20; 120) forms said linking member,
said plunger rod comprising a shaft (21; 121) aligned
on said longitudinal axis A, said shaft being provided
at its distal end with said stopper, a bridge (22; 122)
linking a proximal end of said shaft to a proximal end
of a lateral tubular lodging (23; 123) parallel to said
longitudinal axis A and receiving said spring (8; 108),
said spring being in distal abutment on a distal trans-
versal wall of said tubular lodging and being in prox-
imal abutment on a proximal transversal wall (64)
fixed with respect to said housing.

18. The device (1; 101) of claims 8, 11, and 14, wherein
said device is under the form of two autonomous
connectable parts, namely a motor part (100) and a
housing part,
said motor part comprising at least said biasing
means, said retaining means, said triggering means,
and said urging means,
said housing part comprising at least said housing,
said deactivating means, said fixing means, said
needle protection means, and said elastic return
means,
said locking means being located on one of said mo-
tor part and housing part,
said device further comprising connecting means
(45, 65) for connecting said motor part (100) to said
housing part at time of use.

Patentansprüche

1. Vorrichtung (1; 101) zur Injektion eines Produkts (7)
in eine Injektionsstelle (10), wobei die Vorrichtung
Folgendes umfasst:

ein Gehäuse (40; 140), das eine Längsachse A
aufweist und einen Behälter (2) für das Produkt,
das injiziert werden soll, aufnimmt, wobei der

25 26 



EP 2 705 862 B1

15

5

10

15

20

25

30

35

40

45

50

55

Behälter auf der Längsachse ausgefluchtet ist,
wobei der Behälter im Wesentlichen an einem
proximalen Ende durch einen Stopper (6) ge-
schlossen ist, wobei der Stopper in dem Behäl-
ter distal bewegt werden kann, um das Produkt,
das injiziert werden soll, abzugeben, und an ei-
nem distalen Ende durch eine Nadel (3) zum
Austritt des Produkts, das injiziert werden soll,
wobei der Behälter mit Bezug auf das Gehäuse
zwischen einer ersten Position, in der sich die
Nadel nicht über ein distales Ende des Gehäu-
ses hinaus erstreckt, und einer zweiten Position
bewegt werden kann, die distal mit Bezug auf
die erste Position beabstandet ist, in der sich die
Nadel über das distale Ende des Gehäuses hi-
naus erstreckt,
ein Vorspannungsmittel (8; 108), das mit dem
Behälter und mit dem Gehäuse mindestens von
der ersten Position zur zweiten Position des Be-
hälters gekoppelt ist, entworfen, um eine distale
Kraft auf den Behälter auszuüben, um den Be-
hälter aus seiner ersten Position in seine zweite
Position zu bewegen, wenn es von einem ersten
Zustand in einen zweiten Zustand übergeht, wo-
bei der zweite Zustand weniger gespannt als der
erste Zustand ist,
ein Rückhaltemittel (70; 170), das mit dem Be-
hälter und mit dem Gehäuse in der ersten Posi-
tion des Behälters gekoppelt ist, um abnehmbar
das Vorspannungsmittel in seinem ersten Zu-
stand zu halten, wobei sich das Rückhaltemittel
aus einer passiven Lage, in der es das Vorspan-
nungsmittel in seinem ersten Zustand hält, in
eine aktiven Lage bewegen kann, in der das Vor-
spannungsmittel frei ist, um sich in seinen zwei-
ten Zustand auszudehnen,
ein Auslösemittel (90; 190), das das Rückhalte-
mittel aus seiner passiven Lage in seine aktive
Lage bewegen kann,
dadurch gekennzeichnet, dass
das Rückhaltemittel ein Hebelelement (70; 170)
umfasst, das einen Schwenkteil (71; 171) auf-
weist, der um eine Achse R1 drehbar ist, und
mindestens einen radialen Vorsprung (73; 172),
der sich von dem Schwenkteil erstreckt, wobei
sich der radiale Vorsprung in einer ersten Win-
kelposition befindet, wenn sich das Rückhalte-
mittel in seiner passiven Lage befindet, wobei
sich der radiale Vorsprung in einer zweiten Win-
kelposition befindet, die verschieden von der
ersten Winkelposition ist, wenn sich das Rück-
haltemittel in seiner aktiven Lage befindet, wo-
bei die Achse R1 des Schwenkteils in einer Que-
rebene der Längsachse A eingeschlossen ist,
wobei sich, in seiner ersten Winkelposition, der
radiale Vorsprung (73; 172) in einer Schräg-
oder Querrichtung mit Bezug auf die distale
Richtung erstreckt, und sich in seiner zweiten

Winkelposition der radiale Vorsprung in die dis-
tale Richtung erstreckt.

2. Vorrichtung (1; 101) nach Anspruch 1, wobei das
Vorspannungsmittel eine Feder (8; 108) ist, die mit
dem Stopper über eine Kolbenstange (20; 120) ver-
bunden ist, wobei die Vorrichtung weiter abnehmba-
re Haltemittel (13, 26) umfasst, um den Behälter mit
Bezug auf die Kolbenstange fest zu halten, wenn die
Feder aus ihrem ersten Zustand in ihren zweiten Zu-
stand übergeht, wobei die Haltemittel freigegeben
werden, wenn die Feder ihren zweiten Zustand er-
reicht.

3. Vorrichtung (1) nach Anspruch 2, wobei die Feder
eine konzentrische doppelte Schraubenfeder (8) ist.

4. Vorrichtung (1, 101) nach Anspruch 2 oder 3, wobei
die Haltemittel einen Haken (13) umfassen, der mit
Bezug auf den Behälter fest ist, wobei der Haken
einen Zapfen (26) einfängt, der auf der Kolbenstange
angeordnet ist, wobei der Zapfen von dem Haken
nur durch die Kraft der Feder entweichen kann,
nachdem der Behälter seine zweite Position erreicht
hat und sich die Feder in ihrem zweiten Zustand be-
findet.

5. Vorrichtung (1; 101) nach einem der Ansprüche 1
bis 4, wobei das Auslösemittel einen Knopf (90; 190)
umfasst, der in Schwenkbeziehung mit Bezug auf
das Gehäuse montiert ist, wobei der Knopf eine
Drückfläche (91; 191) aufweist, die für einen Benut-
zer zugänglich ist, um den Knopf zu schwenken, wo-
bei der Knopf weiter eine Betätigungsfläche (93d;
194) umfasst, die mit dem Hebelelement (70; 170)
zusammenarbeiten kann, um den radialen Vor-
sprung (73; 172) aus seiner ersten Winkelposition in
seine zweite Winkelposition zu bewegen, wenn der
Knopf veranlasst wird, zu schwenken.

6. Vorrichtung (1) nach Anspruch 5, wobei die Betäti-
gungsfläche eine Kante (93d) des Knopfs (90) um-
fasst, die mit dem Schwenkteil (71) des Hebelele-
ments (70) zusammenarbeitet, wenn der Knopf ver-
anlasst wird, zu schwenken.

7. Vorrichtung (101) nach Anspruch 5, wobei die Betä-
tigungsfläche eine Nut (194) des Knopfs (190) um-
fasst, die mit einem Zapfen (173) des radialen Vor-
sprungs (172) des Hebelelements (170) zusammen-
arbeitet, wenn der Knopf veranlasst wird, zu schwen-
ken.

8. Vorrichtung (1; 101) nach einem der Ansprüche 1
bis 7, weiter umfassend:

Verriegelungsmittel (82; 137a), um zu verhin-
dern, dass das Auslösemittel (90, 190) das
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Rückhaltemittel aus seiner passiven Lage in sei-
ne aktive Lage bewegt, wobei die Verriege-
lungsmittel abnehmbar sind, und
Deaktivierungsmittel (30, 32a; 130, 135, 136,
137a), um die Verriegelungsmittel freizugeben.

9. Vorrichtung (1; 101) nach Anspruch 8, wobei die Ver-
riegelungsmittel eine bewegliche Fläche (82d; 137a)
der Vorrichtung umfassen, wobei die Fläche zwi-
schen einer ersten Position, in der sie die Zusam-
menarbeit zwischen dem Hebelelement (70; 170)
und dem Knopf (90; 190) verhindert, in eine zweite
Position beweglich ist, in der sie die Zusammenar-
beit zwischen dem Hebelelement (70; 170) und dem
Knopf (90; 190) ermöglicht, wobei die bewegliche
Fläche durch die Deaktivierungsmittel veranlasst
wird, sich aus ihrer ersten Position in ihre zweite Po-
sition zu bewegen.

10. Vorrichtung (1) nach Anspruch 8 oder 9, wobei die
Deaktivierungsmittel dazu in der Lage sind, aus einer
Position vor der Verwendung in der die die Verrie-
gelungsmittel nicht freigeben, in eine aktive Position
überzugehen, in der die die Verriegelungsmittel frei-
geben, und die Auslösemittel aktiviert werden kön-
nen, die Vorrichtung weiter ein elastisches Speicher-
Rückstellmittel (82) umfasst, um die Deaktivierungs-
mittel zurück in ihre Position vor der Verwendung zu
drücken, solange das Auslösemittel nicht aktiviert
wurde.

11. Vorrichtung (1) nach einem der Ansprüche 1 bis 9,
weiter umfassend:

Befestigungsmittel (12a, 47), um den Behälter
in seiner zweiten Position mit Bezug auf das Ge-
häuse zu halten, und
ein Drückmittel (8), die mit dem Stopper und
dem Gehäuse gekoppelt sind, wenn sich der Be-
hälter in seiner zweiten Position befindet, wobei
das Drückmittel entworfen ist, um den Stopper
distal zu bewegen, wenn es von einem ersten
Zustand in einen zweiten Zustand übergeht, wo-
bei der zweite Zustand weniger gespannt ist als
der erste Zustand, um dadurch die Injektion des
Produkts durchzuführen.

12. Vorrichtung (1; 101) nach Anspruch 11, wobei die
Feder (8, 108) weiter von ihrem zweiten Zustand in
einen dritten Zustand übergehen kann, während
dessen die Feder den Stopper distal bewegt, wobei
der dritte Zustand weniger gespannt ist als der zwei-
te Zustand, wobei die Feder sowohl das Vorspan-
nungsmittel als auch das Drückmittel bildet.

13. Vorrichtung (1) nach Anspruch 11 oder 12, wobei
das Befestigungsmittel einen Zapfen (12a) umfasst,
der mit Bezug auf den Behälter fest ist, und ein Fens-

ter, das auf dem Gehäuse angeordnet ist, wobei der
Zapfen in dem Fenster verriegelt ist, wenn sich der
Behälter in seiner zweiten Position mit Bezug auf
das Gehäuse befindet.

14. Vorrichtung (1; 101) nach einem der Ansprüche 1
bis 13, weiter umfassend:

ein Nadelschutzmittel (30; 130), das mindestens
teilweise in dem Gehäuse aufgenommen und
beweglich mit Bezug auf das Gehäuse ist, wenn
der Behälter in seiner zweiten Position mit Be-
zug auf das Gehäuse zwischen einer Einfüh-
rungsposition, in der sich eine distale Spitze der
Nadel über das distale Ende des Nadelschutz-
mittels hinaus erstreckt, und einer Endposition
fest ist, in der sich die distale Spitze der Nadel
nicht über das distale Ende des Nadelschutz-
mittels hinaus erstreckt, und
ein elastisches Rückführmittel (9: 109), das mit
dem Nadelschutzmittel und dem Behälter ge-
koppelt und entworfen ist, um automatisch das
Nadelschutzmittel von seiner Einführungsposi-
tion in seine Endposition zu bewegen, nachdem
die Vorrichtung durch einen Benutzer von einer
Injektionsstelle entfernt wurde.

15. Vorrichtung (1) nach Anspruch 8 und 14, wobei in
der ersten Position des Behälters mit Bezug auf das
Gehäuse das Nadelschutzmittel mit Bezug auf das
Gehäuse zwischen einer Position vor der Verwen-
dung und einer Verwendungsposition beweglich ist,
wobei die Verwendungsposition proximal mit Bezug
auf die Position vor der Verwendung beabstandet
ist, wobei mindestens ein Teil (32a) des Nadel-
schutzmittels (30) das Deaktivierungsmittel bildet.

16. Vorrichtung (1; 101) nach einem der Ansprüche 1
bis 15, wobei das Vorspannungsmittel (8; 108) derart
positioniert ist, dass es eine distale Kraft gemäß ei-
ner Achse erzeugt, die parallel zur Längsachse A
ist, wobei die Vorrichtung weiter ein Verbindungse-
lement (20, 120) umfasst, das mit dem Vorspan-
nungsmittel und mit dem Behälter gekoppelt ist, wo-
bei das Verbindungselement derart geformt und ab-
gemessen ist, dass es die distale Kraft an den Be-
hälter überträgt.

17. Vorrichtung (1; 101) nach Anspruch 2 und 16, wobei
die Kolbenstange (20; 120) das Verbindungsele-
ment bildet, wobei die Kolbenstange einen Schaft
(21; 121) umfasst, der auf der Längsachse A aus-
gefluchtet ist, wobei der Schaft an seinem distalen
Ende mit dem Stopper ausgestattet ist, wobei eine
Brücke (22; 122) ein proximales Ende des Schafts
mit einem proximalen Ende einer seitlichen rohrför-
migen Aufnahme (23; 123) verbindet, die parallel zu
der Längsachse A ist und die Feder (8: 108) auf-
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nimmt, wobei sich die Feder in distalem Anschlag
auf einer distalen Querwand der rohrförmigen Auf-
nahme und in proximalem Anschlag auf einer proxi-
malen Querwand (64) befindet, die mit Bezug auf
das Gehäuse fest ist.

18. Vorrichtung (1; 101) nach Anspruch 8, 11 und 14,
wobei die Vorrichtung die Form von zwei autonomen
miteinander verbindbaren Teilen aufweist, d.h. ei-
nem Motorteil (100) und einem Gehäuseteil,
wobei der Motorteil mindestens das Vorspannungs-
mittel, das Rückhaltemittel, das Auslösemittel und
das Drückmittel umfasst,
wobei der Gehäuseteil mindestens das Gehäuse,
das Deaktivierungsmittel, das Befestigungsmittel,
das Nadelschutzmittel und das elastische Rückführ-
mittel umfasst,
wobei sich das Verriegelungsmittel in einem des
Motorteils und des Gehäuseteils befindet,
wobei die Vorrichtung weiter Verbindungsmittel (45,
65) umfasst, um den Motorteil (100) mit dem Gehäu-
seteil während der Zeit der Verwendung zu verbin-
den.

Revendications

1. Dispositif (1 ; 101) pour l’injection d’un produit (7)
dans un site d’injection (10), ledit dispositif
comprenant :

un boîtier (40 ; 140) ayant un axe longitudinal A
et recevant un récipient (2) pour le produit à in-
jecter, ledit récipient étant aligné sur ledit axe
longitudinal, ledit récipient étant essentielle-
ment fermé au niveau d’une extrémité proximale
par un bouchon (6), ledit bouchon étant capable
de se déplacer de manière distale à l’intérieur
dudit récipient de manière à expulser le produit
à injecter, et au niveau d’une extrémité distale
par une aiguille (3) pour la sortie du produit à
injecter, ledit récipient étant mobile par rapport
audit boîtier entre une première position, où
l’aiguille ne s’étend pas au-delà d’une extrémité
distale du boîtier, et une deuxième position, es-
pacée de manière distale par rapport à ladite
première position, où l’aiguille s’étend au-delà
de l’extrémité distale du boîtier,
un moyen de sollicitation (8 ; 108), couplé audit
récipient et audit boîtier au moins à partir de la-
dite première position à ladite deuxième position
du récipient, conçu pour exercer une force dis-
tale sur ledit récipient de manière à déplacer le-
dit récipient de sa première position à sa deuxiè-
me position lorsqu’il passe d’un premier état à
un deuxième état, ledit deuxième état étant
moins contraint que ledit premier état,
un moyen de retenue (70 ; 170) couplé audit ré-

cipient et audit boîtier dans la première position
du récipient, pour maintenir de manière amovi-
ble ledit moyen de sollicitation dans son premier
état, ledit moyen de retenue étant capable de
se déplacer d’une condition passive, où il main-
tient ledit moyen de sollicitation dans son pre-
mier état, à une condition active, où ledit moyen
de sollicitation est libre de se déployer à son
deuxième état,
un moyen de déclenchement (90 ; 190) capable
de déplacer ledit moyen de retenue de sa con-
dition passive à sa condition active,
caractérisé en ce que
ledit moyen de retenue comprend un élément
formant levier (70 ; 170) ayant une partie pivo-
tante (71 ; 171) pouvant tourner autour d’un axe
R1 et au moins une saillie radiale (73 ; 172)
s’étendant depuis ladite partie pivotante, ladite
saillie radiale étant dans une première position
angulaire lorsque ledit moyen de retenue est
dans sa condition passive, ladite saillie radiale
étant dans une deuxième position angulaire, dif-
férente de ladite première position angulaire,
lorsque ledit moyen de retenue est dans sa con-
dition active, ledit axe R1 de ladite partie pivo-
tante étant inclus dans un plan transversal dudit
axe longitudinal A, où, dans sa première position
angulaire, la saillie radiale (73 ; 172) s’étend
dans une direction oblique ou transversale par
rapport à la direction distale, et dans sa deuxiè-
me position angulaire, la saillie radiale s’étend
dans la direction distale.

2. Dispositif (1 ; 101) de la revendication 1, dans lequel
ledit moyen de sollicitation est un ressort (8 ; 108)
lié audit bouchon par l’intermédiaire d’une tige de
piston (20 ; 120), ledit dispositif comprenant en outre
un moyen de maintien amovible (13, 26) pour main-
tenir ledit récipient fixe par rapport à ladite tige de
piston lorsque ledit ressort passe de son premier état
à son deuxième état, ledit moyen de maintien étant
libéré lorsque ledit ressort atteint son deuxième état.

3. Dispositif (1) de la revendication 2, dans lequel le
ressort est un ressort double hélicoïdal concentrique
(8).

4. Dispositif (1 ; 101) de la revendication 2 ou 3, dans
lequel ledit moyen de maintien comprend un crochet
(13) fixe par rapport audit récipient, ledit crochet pié-
geant un tenon (26) situé sur ladite tige de piston, le
tenon n’étant autorisé à s’échapper dudit crochet
sous la force du ressort qu’une fois que ledit récipient
a atteint sa deuxième position et que ledit ressort est
dans son deuxième état.

5. Dispositif (1 ; 101) de l’une quelconque des reven-
dications 1 à 4, dans lequel ledit moyen de déclen-
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chement comprend un bouton (90 ; 190) monté dans
une relation de pivotement par rapport audit boîtier,
ledit bouton comprenant une surface de pression
(91 ; 191) accessible à un utilisateur pour faire pivo-
ter ledit bouton, ledit bouton comprenant en outre
une surface d’actionnement (93d ; 194) capable de
coopérer avec ledit élément formant levier (70 ; 170)
pour déplacer ladite saillie radiale (73 ; 172) de sa
première position angulaire à sa deuxième position
angulaire, lorsque le bouton est amené à pivoter.

6. Dispositif (1) de la revendication 5, dans lequel la
surface d’actionnement comprend un bord (93d) du-
dit bouton (90) coopérant avec ladite partie pivotante
(71) dudit élément formant levier (70) lorsque le bou-
ton est amené à pivoter.

7. Dispositif (101) de la revendication 5, dans lequel la
surface d’actionnement comprend une rainure (194)
dudit bouton (190) coopérant avec un tenon (173)
de ladite saillie radiale (172) dudit élément formant
levier (170), lorsque le bouton est amené à pivoter.

8. Dispositif (1 ; 101) de l’une quelconque des reven-
dications 1 à 7, comprenant en outre :

un moyen de verrouillage (82 ; 137a) destiné à
empêcher ledit moyen de déclenchement (90,
190) de déplacer ledit moyen de retenue de sa
condition passive à sa condition active, ledit
moyen de verrouillage étant amovible, et
un moyen de désactivation (30, 32a ; 130, 135,
136, 137a) destiné à libérer le moyen de ver-
rouillage.

9. Dispositif (1 ; 101) de la revendication 8, dans lequel
le moyen de verrouillage comprend une surface mo-
bile (82d ; 137a) dudit dispositif, ladite surface étant
mobile entre une première position, où il empêche
la coopération entre ledit élément formant levier (70 ;
170) et ledit bouton (90 ; 190), et une deuxième po-
sition, où il autorise la coopération entre ledit élément
formant levier (70 ; 170) et ledit bouton (90 ; 190),
ladite surface mobile étant amenée à se déplacer de
sa première position à sa deuxième position par ledit
moyen de désactivation.

10. Dispositif (1) de la revendication 8 ou 9, dans lequel
ledit moyen de désactivation étant capable de pas-
ser d’une position de pré-utilisation, où il ne libère
pas le moyen de verrouillage, à une position active
où il libère le moyen de verrouillage et le moyen de
déclenchement peut être activé, le dispositif com-
prend en outre un moyen de retour élastique de stoc-
kage (82) pour pousser ledit moyen de désactivation
de retour dans sa position de pré-utilisation tant que
le moyen de déclenchement n’a pas été activé.

11. Dispositif (1) de l’une quelconque des revendica-
tions 1 à 9, comprenant en outre :

un moyen de fixation (12a, 47) destiné à main-
tenir ledit récipient dans sa deuxième position
par rapport audit boîtier, et
un moyen de poussée (8) couplé audit bouchon
et audit boîtier lorsque ledit récipient est dans
sa deuxième position, ledit moyen de poussée
étant conçu pour déplacer de manière distale
ledit bouchon lorsqu’il passe d’un premier état
à un deuxième état,
ledit deuxième état étant moins contraint que
ledit premier état, réalisant ainsi l’injection du
produit.

12. Dispositif (1 ; 101) de la revendication 11, dans le-
quel ledit ressort (8 ; 108) étant en outre capable de
passer de son deuxième état à un troisième état, au
cours duquel ledit ressort déplace le bouchon de ma-
nière distale, ledit troisième état étant moins con-
traint que ledit deuxième état, ledit ressort forme à
la fois ledit moyen de sollicitation et ledit moyen de
poussée.

13. Dispositif (1) de la revendication 11 ou 12, dans le-
quel le moyen de fixation comprend un tenon (12a)
fixe par rapport audit récipient et une fenêtre située
sur ledit boîtier, ledit tenon étant verrouillé à l’inté-
rieur de ladite fenêtre lorsque ledit récipient est dans
sa deuxième position par rapport audit boîtier.

14. Dispositif (1 ; 101) de l’une quelconque des reven-
dications 1 à 13, comprenant en outre :

un moyen de protection d’aiguille (30 ; 130), au
moins partiellement reçu à l’intérieur dudit boî-
tier, et mobile par rapport audit boîtier lorsque
ledit récipient est fixe dans sa deuxième position
par rapport audit boîtier entre une position d’in-
sertion, où une pointe distale de l’aiguille s’étend
au-delà de l’extrémité distale du moyen de pro-
tection d’aiguille, et une position finale, où la
pointe distale de l’aiguille ne s’étend pas au-delà
de l’extrémité distale du moyen de protection
d’aiguille, et
un moyen de retour élastique (9 ; 109), couplé
audit moyen de protection d’aiguille et audit ré-
cipient, et conçu pour déplacer automatique-
ment ledit moyen de protection d’aiguille de sa
position d’insertion à sa position finale, lors du
retrait du dispositif d’un site d’injection par un
utilisateur.

15. Dispositif (1) des revendications 8 et 14, dans lequel
dans la première position du récipient par rapport au
boîtier, ledit moyen de protection d’aiguille étant mo-
bile par rapport audit boîtier entre une position de
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pré-utilisation et une position d’utilisation, ladite po-
sition d’utilisation étant espacée de manière proxi-
male par rapport à ladite position de pré-utilisation,
au moins une partie (32a) dudit moyen de protection
d’aiguille (30) forme ledit moyen de désactivation.

16. Dispositif (1 ; 101) de l’une quelconque des reven-
dications 1 à 15, dans lequel ledit moyen de sollici-
tation (8 ; 108) étant positionné de manière à pro-
duire une force distale le long d’un axe parallèle audit
axe longitudinal A, ledit dispositif comprend en outre
un élément de liaison (20 ; 120) couplé audit moyen
de sollicitation et audit récipient, ledit élément de
liaison étant formé et dimensionné de manière à
transmettre ladite force distale audit récipient.

17. Dispositif (1 ; 101) des revendications 2 et 16, dans
lequel ladite tige de piston (20 ; 120) forme ledit élé-
ment de liaison, ladite tige de piston comprenant un
arbre (21 ; 121) aligné sur ledit axe longitudinal A,
ledit arbre étant muni au niveau de son extrémité
distale dudit bouchon, un pont (22 ; 122) reliant une
extrémité proximale dudit arbre à une extrémité
proximale d’un logement tubulaire latéral (23 ; 123)
parallèle audit axe longitudinal A et recevant ledit
ressort (8 ; 108), ledit ressort étant en butée distale
sur une paroi transversale distale dudit logement tu-
bulaire et étant en butée proximale sur une paroi
transversale proximale (64) fixe par rapport audit
boîtier.

18. Dispositif (1 ; 101) des revendications 8, 11 et 14,
dans lequel ledit dispositif est sous la forme de deux
parties autonomes pouvant être raccordées, à savoir
une partie de moteur (100) et une partie de boîtier,
ladite partie de moteur comprenant au moins ledit
moyen de sollicitation, ledit moyen de retenue, ledit
moyen de déclenchement, et ledit moyen de pous-
sée,
ladite partie de boîtier comprenant au moins ledit
boîtier, ledit moyen de désactivation, ledit moyen de
fixation, ledit moyen de protection d’aiguille, et ledit
moyen de retenue élastique,
ledit moyen de verrouillage étant situé sur l’une de
ladite partie de moteur et de ladite partie de boîtier,
ledit dispositif comprenant en outre un moyen de rac-
cordement (45, 65) destiné à raccorder ladite partie
de moteur (100) à ladite partie de boîtier au moment
de l’utilisation.
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