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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] This invention relates to an engine control sys-
tem for a hybrid vehicle, and more particularly, to an en-
gine control system which can prevent vibration of a ve-
hicle body which occurs until the engine speed becomes
"0" after deceleration fuel supply cut is performed.
[0002] This application is based on Japanese Patent
Application No. 11-62412.

Description of the Related Art

[0003] Conventionally, hybrid vehicles which carry mo-
tors as power sources for driving the vehicles in addition
to engines are known. Hybrid vehicles are divided into
series hybrid vehicles and parallel hybrid vehicles. In the
series hybrid vehicles, the engine drives a generator
whose electric power output is used to drive the motor,
which in turn drives the wheels. In the parallel hybrid ve-
hicles, the motor coupled to the engine assists the rota-
tion of the drive shaft of the engine while charging a bat-
tery with electric energy using the motor itself as a gen-
erator or using a separate generator.
[0004] Because the engines of such hybrid vehicles
can constantly run within the engine-speed range of a
high fuel mileage and a low emissions level or their drive
loads can be reduced, the hybrid vehicles can achieve
lower fuel consumption and lower emissions levels than
conventional engine vehicles.
[0005] As disclosed in, for example, Japanese Unex-
amined Patent Application, First Publication Hei
8-317505, some of those hybrid vehicles are designed
to be capable of stopping the operation of the engine in
accordance with predetermined driving conditions.
[0006] Because of the ability to stop the operation of
the engine, such a hybrid vehicle is superb in preventing
over-charging of the battery or achieving a further im-
provement in fuel consumption but has the following
problem.
[0007] If the fuel supply is cut before the engine is
stopped, the engine speed gradually decreases after the
fuel is cut. Before the engine speed finally becomes "0",
the frequency resonance points of both the vehicle body
and the drive system may coincide with each other de-
pending on the vehicle speed and the number of rotations
of the drive system. This inevitably causes vibration of
the vehicle body, which is likely to make the driver feel
uncomfortable.
[0008] JP 10-306739 A shows an engine control sys-
tem in accordance with the preamble of claim 1.

SUMMARY OF THE INVENTION

[0009] Accordingly, it is an object of the present inven-

tion to provide an engine control system for a hybrid ve-
hicle, which can eliminate uncomfortable vibrations of
the vehicle body by allowing the engine to swiftly leave
the state where the engine speed causes such reso-
nance.
[0010] To achieve this object, according to one aspect
of this invention, an engine control system according to
claim 1 is provided.
[0011] The engine control system for a hybrid vehicle,
having an internal combustion engine (e.g., an engine E
in one embodiment) and an electric motor (e.g., a motor
M in the embodiment) as driving force sources, is for
cutting fuel supply to the engine when the vehicle decel-
erates and permits stopping and restarting of the engine
in accordance with predetermined drive conditions, com-
prises: a fuel cutter (e.g., steps S129 and S320 in the
embodiment); and an engine speed detector (e.g., an
engine speed sensor S5 in the embodiment) for detecting
an engine speed (e.g., an engine speed NE in the em-
bodiment), wherein stopping the engine is initiated by
cutting the fuel supply by the fuel cutter, and when the
engine speed becomes equal to or lower than a prede-
termined speed (e.g., an engine-stopping/enforced-re-
generation-starting upper speed limit NEIDLSTH in the
embodiment), the engine is stopped by operating the mo-
tor as a generator and by cutting the fuel supply.
[0012] When the fuel supply to the engine is stopped
by the fuel cutter and the engine speed falls to or below
a predetermined speed, the vehicle body tends to vibrate.
At this point of time, the motor is permitted to work as a
generator to apply a load to the engine and the fuel is
cut, thereby promptly making the engine speed "0".
[0013] The predetermined drive conditions for stop-
ping the engine are, for example, such that on the
premise that the engine can be started by the motor (e.g.,
when a motor-start enable/disable flag F_MOTSTB is "1"
in step S106 in the embodiment), the amount of the re-
maining battery charge (or the state of charge) SOC is
equal to or above an over-discharge area (e.g., an ener-
gy-storage-zone flag F_ESZONE is "0" in step S107 in
the embodiment), and the engine coolant temperature
TW is equal to or higher than a predetermined level (e.g.,
the coolant temperature TW is equal to or higher than a
coolant-temperature lower limit TWFCMG in step S108
in the embodiment).
[0014] In this engine control system, the predeter-
mined speed may be set in a resonance frequency band
of a vehicle body and a drive system (e.g., between the
engine -stopping/enforced-regeneration-starting upper
speed limit NEIDLSTH and an engine-stopping/en-
forced-re generation-starting lower speed limit NEIDL-
STL), which is equal to or lower than an idling speed.
[0015] With this structure, when vibration with a large
amplitude tends to occur at a speed equal to or lower
than the idling speed, the motor is permitted to work as
a generator to apply a load to the engine, thereby prompt-
ly making the engine speed "0". This can make extremely
short the time during which the engine speed falls within
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the resonance frequency band, and can allow the engine
speed to quickly leave from the resonance frequency
band.
[0016] In the above engine control system, a fuel sup-
ply restarting engine speed for restarting fuel supply is
set in the fuel cutter, and once engine stop control is
initiated, the engine stop control is maintained and the
fuel cutting continues even when the engine speed falls
to the fuel supply restarting engine speed. This can sup-
press the occurrence of uncomfortable vibrations to an
extremely short time.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is a schematic diagram showing the overall
structure of one embodiment of this invention.

FIG. 2 is a flowchart showing a routine for determin-
ing the operation mode of a motor.

FIG. 3 is a flowchart illustrating a routine for deter-
mining whether or not to stop the engine of an MT
vehicle.

FIG. 4 is a flowchart illustrating a routine for deter-
mining whether or not to restart the MT vehicle.

FIG. 5 is a flowchart showing a routine for a deter-
mination of the engine stop/engine restart of a CVT
vehicle.

FIG. 6 is a flowchart for an engine stop mode.

FIG. 7 is a graph showing the relationship between
the engine speed and time.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0018] A preferred embodiment of the present inven-
tion will be explained with reference to the accompanying
drawings.
[0019] FIG. 1 is a schematic diagram showing the over-
all structure of a parallel hybrid vehicle, specifically, a
hybrid vehicle having a manual transmission system in-
stalled therein (including a vehicle in which a CVT (Con-
tinuously Variable Transmission) is installed). Driving
forces from both an engine E and a motor M are trans-
mitted via a transmission T, such as an automatic trans-
mission or a manual transmission, to front wheels Wf
which are the drive wheels. When the hybrid vehicle de-
celerates and the driving force is transmitted from the
front wheels Wf to the motor M, the motor M acts as a
generator to generate so-called regenerative braking
force, so that the kinetic energy of the vehicle body is
stored as electric energy.

[0020] A power drive unit PD performs the driving and
regeneration of the motor M in response to control com-
mands from a motor ECU 3. A high-voltage battery BAT
for sending and receiving electric energy to and from the
motor M is connected to the power drive unit PD. The
battery BAT includes a number of modules connected in
series, each module having a number of cells connected
in series. The hybrid vehicle includes a 12-volt auxiliary
battery 12BAT for driving various accessories. The aux-
iliary battery 12BAT is connected to the battery BAT via
a downverter DV. The downverter DV, controlled by an
engine ECU 1, reduces the voltage from the battery BAT
and charges the auxiliary battery 12BAT.
[0021] A battery ECU 2, for example, computes the
remaining charge (or the state of charge) SOC of the
battery BAT. In FIG. 1, reference numeral "4" denotes a
brake vacuum control unit, and the broken-line block 5
is a CVTECU.
[0022] The engine ECU 1 controls fuel supply amount
controller F1 for controlling the amount of fuel supplied
to the engine E, a starter motor ST, and ignition timing,
etc. in addition to the motor ECU 3 and the downverter
DV.
[0023] Therefore, the engine ECU 1 receives SOC in-
formation on the battery remaining charge from the bat-
tery ECU 2, motor information from the motor ECU 3 and
signals from various sensors and various switches. The
sensors include a vehicle speed (V) sensor S1, a throttle-
opening-state (TH) sensor S2, engine coolant tempera-
ture (TW) sensor S3, an engine intake-air temperature
(TA) sensor S4, an engine speed (NE) sensor S5 and a
brake-vacuum sensor S6 for detecting the brake-master-
power negative pressure. Those switches, though not
illustrated, include an ignition switch, a reverse switch, a
brake switch, a neutral switch and a clutch switch.
[0024] Based on the signals from the various sensors
and the various switches, the SOC information and the
motor information, the engine ECU 1 performs fuel supply
cut and starting of the engine.
[0025] For a CVT-installed vehicle, N (Neutral), P
(Parking) and R (Reverse) position switches are provided
in addition to the neutral switch, reverse switch and clutch
switch.

[Determination of Motor Operation Mode]

[0026] Referring to the flowchart of FIG. 2, the control
mode for the motor of thin hybrid vehicle will be explained.
[0027] In step S1, it is determined whether the vehicle
is a manual transmission (MT) vehicle or a CVT vehicle.
When it is determined that the vehicle is an MT vehicle,
an engine stop determination (for MT vehicle) which will
be discussed later is carried out in step S2. Then, a restart
determination is performed in step S3 after which the flow
proceeds to step S5.
[0028] When it is determined in step S1 that the vehicle
is a CVT vehicle, an engine stop/engine restart determi-
nation (for CVT vehicle) which will be discussed later is
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performed in step S4. Then, the flow proceeds to step S5.
[0029] In step S5, an assist trigger determination is
executed to determine whether or not to carry out assist
by the motor. There are various assisting methods; for
example, the determination can be made based on pa-
rameters such as the throttle opening state (e.g., throttle
opening degree, or throttle opening amount) and the ve-
hicle speed. Then, it is determined in step S6 whether
the throttle is completely closed based on a throttle-com-
pletely-closed-state flag F_THIDLMG.
[0030] When in step S6 the throttle-completely-closed-
state flag F_THIDLMG is "0" , that is, when it is deter-
mined that the throttle valve is completely closed, and
when it is determined in step S7 that the vehicle speed
V is "0", that is, the vehicle is not running, the "idle mode"
is selected in step S8, so that the engine E is maintained
in an idling state.
[0031] When in step S6 the throttle-completely-closed-
state flag F_THIDLMG is "0", that is, when it is determined
that the throttle valve is completely closed, and when it
is determined in step S7 that the vehicle speed V is not
"0", the "deceleration mode" is selected in step S9 and
regenerative braking by the motor M is carried out. Fur-
ther, the regeneration energy is stored to charge the bat-
tery.
[0032] When in step S6 the throttle-completely-closed-
state flag F_THIDLMG is "1", that is, when it is determined
that the throttle valve is open, the flow proceeds to step
S10. In this step S10, it is determined based on a motor
assist flag F_MAST whether to select the "acceleration
mode" or the "cruise mode".
[0033] When it is determined in step S5 that the assist
by the motor M is required, and when it is determined in
step S10 that the motor assist flag F_MAST is "1", the
"acceleration mode" is selected in step S11, and the mo-
tor M assists the driving force of the engine E. When it
is determined in step S10 that the motor assist flag F_
MAST is "0", the "cruise mode" is selected in step S12,
and the motor M is not driven so that the vehicle runs
only on the driving force from the engine E. Accordingly,
step S13 provides the output from the motor correspond-
ing to each mode.
[0034] The following describes the "engine stop deter-
mination (MT)", the "restart determination" and the "en-
gine stop/engine restart determination (CVT)" in the
above-described flowchart.

[Engine Stop Determination (MT)]

[0035] Now, the engine stop determination for an MT
vehicle will be discussed. In the engine stop determina-
tion, specifically, whether or not to permit the engine to
stop is determined according to the running conditions
of the engine and the driver’s operation, basically on the
condition that stopping the engine is permitted only when
the start of the engine can be assisted by the motor.
[0036] FIG. 3 is a flowchart illustrating a routine for
determining whether or not to stop the engine of an MT

vehicle. The state of a start-switch-ON start flag F_MGST
is determined in step S101 in this flowchart. When the
start-switch-ON start flag F_MGST is "0", that is, when
it is the first running, a restart flag F_IDLREST for restart-
ing the engine by opening the throttle is set to "0" in step
S102. Then, the engine-stop control execution flag F_
FCMG is set to "0" in the next step S103. In the next step
S104, "0" is set to a flag F_FCBRK which indicates that
the brake is released while fuel supply cut originated from
deceleration is continuing, after which the flow returns.
[0037] That is, at the time of first running, the individual
flags are initialized by the operation from the ON action
of the ignition switch to the ON action of the start switch.
[0038] When it is determined in step S101 that the
start-switch-ON start flag F_MGST is "1" or it is not the
first running, the state of the engine-stop control execu-
tion flag F_FCMG is checked in step S105. The decision
here is made to distinguish the condition for stopping the
engine from the condition for restarting the engine after
the engine has stopped. When the flag F_FCMG was
already "1", this step is passed and the flow returns to
the operation-mode determining routine to execute the
restart determination.
[0039] When it is determined that the engine-stop con-
trol execution flag F_FCMG is "0", it is then determined
in step S106 if the motor start enable flag F_MOTSTB is
"1", that is, if the starting of the engine by the motor is
possible. Whether or not the start of the engine can be
performed by the motor is checked by signals from the
motor ECU 3. When it is determined that the flag F_MOT-
STB is "0", the starting of the engine by the motor is not
possible so that the flow goes to step S104. When it is
determined that the flag F_MOTSTB is "1", the flow goes
to step S107. Thus, if the starting of the engine by the
motor is not possible, therefore, the engine will not be
stopped.
[0040] In step S107, it is determined if the energy-stor-
age-zone flag F_ESZONE is "1", that is, the battery’s
remaining charge SOC is in an over-discharge zone (e.g.,
20% or smaller). This prevents the engine from being
stopped when the battery’s remaining charge is not
much.
[0041] When the energy-storage-zone flag F_ES-
ZONE is "1", that is, when it is determined that the bat-
tery’s remaining charge SOC is in the over-discharge
zone, the flow proceeds to step S104. When it is deter-
mined that this flag F_ESZONE is "0", i.e., that the bat-
tery’s remaining charge SOC is not in the over-discharge
zone, the coolant temperature TW is compared with the
coolant-temperature lower limit TWFCMG (e.g., 40°C)
for stopping the engine in step S108.
[0042] When it is determined that the coolant temper-
ature TW is lower than the coolant-temperature lower
limit TWFCMG, the flow goes to step S104. This prevents
the engine from being stopped when it is not in a fully
warmed-up state. When it is determined that the coolant
temperature TW is equal to or higher than the coolant-
temperature lower limit TWFCMG, the intake-air temper-
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ature TA is compared with an intake-air temperature up-
per limit TAFCMG (e.g., 40°C) for stopping the engine in
step S109.
[0043] When it is determined that the intake-air tem-
perature TA is higher than the intake-air temperature up-
per limit TAFCMG, the flow proceeds to step S104. Ac-
cordingly, when the intake-air temperature is high, the
engine is not stopped in consideration of the deterioration
of the startability and the air conditioning performance
that should be secured. When it is determined that the
intake-air temperature TA is equal to or lower than the
intake-air temperature upper limit TAFCMG for stopping
the engine, the flow proceeds to step S110.
[0044] In step S110, it is determined whether or not
the shift position is the position R (Reverse). When a
reverse switch flag F_RVSSW is "1"’, that is, when it is
determined that the shift position is the position R, the
flow proceeds to step S104. This prevents the engine
from being stopped when the vehicle starts or stops at a
low speed in the reverse mode, thus improving the op-
erability. When it is determined that the shift position is
other than the position R, the state of a large-consump-
tion-in-12V-system and restart enable flag F_FCMGBAT
is determined in step S111. When it is determined that
this flag F_FCMGBAT is "0" that is, when restarting the
engine is not possible due to large consumption in the
12V system, the flow advances to step S104. When it is
determined that the flag F_FCMGBAT is "1", that is, when
restarting the engine is possible even with large con-
sumption in the 12V system, the flow advances to step
S112.
[0045] In step S112, it is determined whether or not
the throttle-completely-closed-state flag F_THIDLMG is
"1". When the flag F_THIDLMG is "1", that is, when it is
determined that the throttle is not completely closed, the
flow advances to step S104. As a result, the engine is
not stopped. When the flag F_THIDLMG is "0", that is,
when it is determined that the throttle is completely
closed, the flow advances to step S113.
[0046] In step S113, the state of a neutral-switch-OK
flag F_OKNSW is determined, and then the state of a
clutch-switch-OK flag F_OKCLSW is determined in step
S114. In the next step S115, the state of a brake-switch-
OK flag F_OKBRKSW is determined.
[0047] Those steps S113, S114 and S115 determine
if their associated switches are functioning adequately.
When the switches are not failing, the respective flags
are set to "1". When it is determined that the individual
switches are normal, the flow advances to step S116.
When each flag value is "0" because the associated
switch is abnormal or is not checked as normal, the flow
goes to step S104.
[0048] In step S116, the vehicle speed V is compared
with an engine-stop-at-low-speed determining vehicle
speed VIDLST (e.g., 3 km/h). This comparison allows
fuel supply cut while the vehicle is running (at and after
step S122) and the engine to be stopped when the vehicle
is stopped (at and after step S117). This can improve the

fuel consumption.
[0049] When it is determined in step S116 that the ve-
hicle speed V is lower than the engine-stop-at-low-speed
determining vehicle speed VIDLST, the state of the re-
start flag F_IDLREST for restarting the engine by opening
the throttle is determined in step S117. When the flag F_
IDLREST is "1" or when it is determined that the throttle
is opened, the flow returns. Accordingly, when the engine
is restarted by turning the ignition switch ON or opening
the throttle while the engine is stopped, this flag value
becomes "1" and the engine will not be stopped again
until the vehicle starts moving.
[0050] When it is determined that the restart flag F_
IDLREST is "0" the flow advances to step S118. In this
step S118, the state of a neutral keeping flag F_NDLY
is determined. When the neutral keeping flag F_NDLY
is "1", that is, when it is determined that the neutral state
is maintained for a predetermined time, the flow goes to
step S129. When it is determined that this flag F_NDLY
is "0", the flow goes to step S119 which determines the
state of a flag F_FCMGV for checking if the vehicle speed
has exceeded a predetermined vehicle speed after start-
ing of the engine by the starter. The expression "after
starting of the engine by the starter" means after restart-
ing (the same is true in the following description).
[0051] When it is determined that the flag F_FCMGV
is "0", the flow returns. When it is determined that the flag
F_FCMGV is "1", the flow advances to step S120 to check
the state of a flag F_NGRMG for determining if the gear
in use is other than the first gear. When this flag F_
NGRMG is "0", that is, when it is determined that the
vehicle has stopped during or after running on the first
gear, the engine is not stopped because there may be a
mode in which the vehicle starts right after stopping, such
as a temporary stop mode. In this case, therefore, the
flow returns. When it is determined that this flag F_
NGRMG is "1", the state of a clutch-thrust keeping flag
F_CLON is determined in step S121. When the clutch-
thrust keeping flag F_CLON is "0", the flow returns. When
it is determined that the clutch-thrust keeping flag F_
CLON is "1", the flow advances to step S129 to set the
engine-stop control execution flag F_FCMG to "1" after
which the flow returns. This causes the engine to stop
when the vehicle is stopped without gear change with
the clutch kept thrust at a gear position other than the
first gear and reverse gear.
[0052] When it is determined in step S116 that the ve-
hicle speed V is equal to or higher than the engine-stop-
at-low-speed determining vehicle speed VIDLST, the flag
F_FCMGV for checking if the vehicle speed has exceed-
ed a predetermined vehicle speed after starting of the
engine by the starter is set to "1", and the restart flag F_
IDLREST for restarting the engine by opening the throttle
is set to "0" in step S122. Then, the flow advances to step
S123.
[0053] In step S123, the vehicle speed V is compared
with a vehicle speed upper limit VFCMGST (e.g., 20
km/h) for maintaining fuel supply cut during deceleration.
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When it is determined that the vehicle speed V is equal
to or higher than the vehicle speed upper limit VFCMGST,
the flow advances to step S104. When it is determined
that the vehicle speed V is lower than the vehicle speed
upper limit VFCMGST, the flow advances to step S124
to determine the state of the neutral keeping flag F_ND-
LY.
[0054] When it is determined that the neutral keeping
flag F_NDLY is "1", the flow advances to step S129.
When it is determined that the neutral keeping flag F_
NDLY is "0", the flow moves to step S125. In step S125,
the state of the flag F_NGRMG is checked to determine
if a gear other than the first gear has been used. When
this flag F_NGRMG is "0", the flow returns. When the
flag F_NGRMG is "1", the flow advances to step S126
to determine the state of a flag F_CLNE indicating that
the engine speed NE at the time the clutch is thrust is
greater than a predetermined value. The predetermined
value here is, for example, 700 rpm.
[0055] When the engine speed NE at the time the
clutch is thrust is greater than the predetermined value,
it is determined that the flag F_CLNE is "0". In this case,
the flow returns. When it is determined that the flag F_
CLNE which indicates the result of the comparison of the
engine speed NE at the time of thrusting the clutch with
the predetermined value is "1", that is, when the clutch
is free at an engine speed lower than the predetermined
engine speed NE, fuel supply cut during deceleration is
maintained. Then, the state of a flag F_FCBRK indicating
the brake having been released while fuel supply cut in
deceleration is kept is determined in step S127.
[0056] When it is determined that this flag F_FCBRK
is "1", the flow returns. When it is determined that this
flag F_FCBRK is "0", the state of the brake switch is de-
termined in step S128. When it is determined that the
brake switch is "OFF", the flow returns. When it is deter-
mined that the brake switch is "ON", the engine-stop con-
trol execution flag F_FCMG is set to "1" in step S129,
after which the flow returns.

[Restart Determination]

[0057] FIG. 4 is a flowchart illustrating a routine for
determining whether or not to restart the engine of an MT
vehicle.
[0058] In the first step S201, the state of the engine-
stop control execution flag F_FCMG is checked. Be-
cause the restart determination is performed when fuel
supply cut by stopping the engine continues, when the
engine-stop control execution flag F_FCMG is "0", this
flowchart is passed, a restart-inhibiting delay timer tmFC-
MG when the remaining charge SOC of the battery goes
below the lower limit is set in step S210, and the flow
returns.
[0059] When the engine-stop control execution flag F_
FCMG is "1", it is determined in step S202 whether the
clutch switch is "ON" or "OFF". When in step S202 the
clutch switch is "ON", that is, when it is determined that

the clutch is free, it is then determined in step S203 if the
throttle-completely-closed-state flag F_THIDLMG is "1."
[0060] When in step S203 the throttle-completely-
closed-state flag F_THIDLMG is "1", that is, when it is
determined that the throttle is not completely closed, the
flow advances to step S206. In step S206, engine restart
or returning from the fuel supply cut state is performed
by opening the throttle and the restart flag F_IDLREST
is set to "1". Stopping the engine or keeping fuel supply
cut is therefore avoided by setting the flag this way.
[0061] In step S207, the flag F_FCMGV for checking
if the vehicle speed has exceeded the predetermined ve-
hicle speed after starter-oriented starting, the flag F_
NGRMG for checking if the gear in use is other than the
first gear, the clutch-thrust keeping flag F_CLON and the
flag F_CLNE for checking if the engine speed NE at the
time of thrusting the clutch is greater than the predeter-
mined value are set to "0." In step S208, the flag F_FC-
BRK which indicates that the brake has been released
during deceleration fuel supply cut is set to "1." In step
S209, the engine-stop control execution flag F_FCMG is
set to "0" after which the flow advances to step S210,
and then the flow returns. This scheme prevents stopping
of the engine, or fuel supply cut from being carried out
again in other cases than the case where the gear is set
to the neutral position again.
[0062] When in step S203 the throttle-completely-
closed-state flag F_THIDLMG is "0", that is, when it is
determined that the throttle is completely closed, the flow
advances to step S204 to determine if the gear has pre-
viously been in the neutral position. When it is determined
in step S204 that the previous gear position is the neutral
one, it is then determined in step S205 if the transmission
is currently in gear. When it is determined that the trans-
mission is currently in gear, the flow advances to step
S207 to restart the engine or return from the fuel supply
cut state.
[0063] When it is determined in step S204 that the
transmission has previously been in gear or it is deter-
mined in step S205 that the transmission is currently in
neutral, the flow moves to step S214.
[0064] When in step S202 the clutch switch is "OFF",
that is, it is determined that the clutch is engaged, it is
then determined in step S211 if the transmission is cur-
rently in neutral. When it is determined in step S211 that
the transmission is currently in gear, the flow returns after
setting the restart-inhibiting delay timer tmFCMG in step
S212. When it is determined in step S211 that the trans-
mission is currently in neutral, it is determined in step
S213 if the throttle-completely-closed-state flag F_
THIDLMG is "1".
[0065] When it is determined in step S213 that the
throttle-completely-closed-state flag F_THIDLMG is "1",
the flow advances to step S206. If it is determined in step
S211 that the transmission is in neutral and it is deter-
mined in step S213 that the throttle is thrust, restarting
the engine or returning from the fuel supply cut state is
carried out. When it is determined that the throttle-com-
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pletely-closed-state flag F_THIDLMG is not "1" or the
throttle is completely closed, the flow goes to step S214.
[0066] In step S214, the vehicle speed V is compared
with the engine-stop-at-low-speed determining vehicle
speed VIDLST. When it is determined that the vehicle
speed V is lower than the engine-stop-at-low-speed de-
termining vehicle speed VIDLST, the flow advances to
step S216. When it is determined that the vehicle speed
V is equal to or higher than the engine-stop-at-low-speed
determining vehicle speed VIDLST, it is determined in
step S215 if the brake switch is "ON" or "OFF". When in
step S215 the brake switch is "OFF", the flow goes to
step S208. When the brake is released during fuel supply
cut while running, therefore, the engine returns from the
fuel supply cut state. When the brake switch is "ON", on
the other hand, the flow goes to step S216.
[0067] In step S216 is determined the flag F_FCMG-
BAT for determining whether or not to restart the engine
based on the reduction in the remaining charge of the
battery. When the restart flag F_FCMGBAT is "0", that
is, when it is determined that the engine should be re-
started because the battery’s remaining charge has
dropped, the flow advances to step S217.
[0068] When in step S216 the restart flag F_FCMG-
BAT is "1", that is, it is determined that restarting of the
engine is unnecessary, the restart-inhibiting delay timer
tmFCMG is set in step S218, and the flow then goes to
step S219.
[0069] In step S217, the state of the restart-inhibiting
delay timer tmFCMG is checked.
[0070] When in step s217 the restart-inhibiting delay
timer tmFCMG is "0", the flow advances to step S207.
When it is determined that the restart-inhibiting delay tim-
er tmFCMG is not equal to "0", the flow advances to step
S219.
[0071] In step S219, the absolute value of the brake-
master-power negative pressure MPGA is compared
with the absolute value of the brake-master-power neg-
ative pressure upper limit #MPFCMG (e.g., -430 mmHg).
It is desirable that the brake-master-power negative pres-
sure upper limit #MPFCMG be -465 mmHg, for example,
when the vehicle is stopped, and be -540 mmHg when
the vehicle is running in which state the negative pressure
is easily secured.
[0072] When it is determined in this step that the brake-
master-power negative pressure MPGA is equal to or
lower than the brake-master-power negative pressure
upper limit #MPFCMG ("YES"), a sufficient negative
pressure is secured so that the flow returns without re-
starting the engine.
[0073] When it is determined that the brake-master-
power negative pressure MPGA is closer to the atmos-
pheric pressure than the brake-master-power negative
pressure upper limit #MPFCMG ("NO"), the flow advanc-
es to step S208 to restart the engine.
[0074] In the case that the negative pressure of the
brake-master-power negative pressure is likely to be
gone due to pumping of the brake applied during stopping

of the engine or the fuel supply cut process, the engine
is restarted or the engine returns from the fuel supply cut
state in order to secure the brake force, so that the brake-
master-power negative pressure MPGA is secured. This
can relieve the burden that would otherwise be placed
on the driver due to an insufficient brake-master-power
negative pressure MPGA.

[Engine Stop/Engine Restart Determination]

[0075] The following describes the engine stop/engine
restart determination for a CVT vehicle. FIG. 5 is a flow-
chart showing a routine for the determination of engine
stop/engine restart of a CVT vehicle.
[0076] In step S301 in this figure, the state of the start-
switch-ON start flag F_MGST is checked. When the start-
switch-ON start flag F_MGST is "0", that is, when it is
determined that it is the first running, a timer tmSFTR for
waiting for stabilization of a change in shift range is set
in step S302. In step S322, both the flag F_FCMGV for
checking if the vehicle speed has exceeded a predeter-
mined vehicle speed after starting of the engine by the
starter and an engine-stop request flag F_FCMGSTB for
the CVT are set to "0." Then, the engine-stop control
execution flag F_FCMG is set to "0" in step S323 and
the flow returns.
[0077] When in step S301 the start-switch-ON start
flag F_MGST is "1", that is, when it is determined that it
is not the first running, it is determined in step S303
whether or not communication information P_MOTSTB
from the motor ECU 3 is "1". This communication infor-
mation P_MOTSTB indicates that the motor-assisted
starting of the engine is possible when it is "1", and indi-
cates the motor-assisted starting of the engine is not pos-
sible when it is "0".
[0078] When in step S303 the communication informa-
tion P_MOTSTB is "1", the coolant temperature TW is
compared with the coolant-temperature lower limit
TWFCMG below which the engine is to be stopped in the
next step S304.
[0079] When it is determined that the coolant temper-
ature TW is lower than the coolant-temperature lower
limit TWFCMG, the flow advances to step S302. This
prevents the engine from being stopped when the engine
is not fully warmed up. When it is determined that the
coolant temperature TW is equal to or higher than the
coolant-temperature lower limit TWFCMG, the intake-air
temperature TA is compared with the intake-air temper-
ature upper limit TAFCMG above which the engine is to
be stopped in step S305.
[0080] When it is determined that the intake-air tem-
perature TA is higher the intake-air temperature upper
limit TAFCMG, the flow advances to step S302. As a
result, the engine is not stopped in consideration of the
deterioration of the startability and the air conditioning
performance that should be secured. When it is deter-
mined that the intake-air temperature TA is equal to or
lower than the intake-air temperature upper limit TAFC-
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MG, the flow proceeds to step S306.
[0081] In the next step S306, the state of the brake-
switch-OK flag F_OKBRKSW is checked. This step
checks if the brake switch is functioning properly, and a
flag value of "1" is set when the switch is not failing. When
it is determined that the brake switch is normal, the flow
advances to step S307. When the brake switch is abnor-
mal and the flag value is "0", the flow goes to step S302.
[0082] In step S307, it is determined if the shift position
is in the N (Neutral) range, P (Parking) range or in another
range.
[0083] When it is determined that the shift position is
in a range other than the N range and P range, the state
of a drive-range flag F_CVTEDX is determined in step
S308. This drive-range flag F_CVTEDX indicates the D
range when the decision value is "0" and indicates the R
range or other ranges when the decision value is "1."
[0084] When in step S308 the drive-range flag F_CVT-
EDX is "1", the flow goes to step S310 to stop the engine.
When the drive-range flag F_CVTEDX is "0", on the other
hand, it is determined in step S309 if the shift-range sta-
bilization waiting timer tmSFTR is "0." When in S309 the
shift-range stabilization waiting timer tmSFTR is "0", the
flow advances to step S322. When the shift-range stabi-
lization waiting timer tmSFTR is not "0", the flow returns.
[0085] As the shift-range stabilization waiting timer
tmSFTR is provided, even when the shift position passes
the R range at the time the gear is shifted between the
D range and the P range, the number of times of the
engine is stopped by releasing the stopping of the engine
is not reduced.
[0086] When it is determined in step S307 that the shift
range is in the N range or the P range, the shift-range
stabilization waiting timer tmSFTR is set in the next step
S310 to stop the engine.
[0087] In the subsequent step S311 is checked the
state of the flag F_FCMGV for checking if the vehicle
speed has exceeded a predetermined vehicle speed af-
ter starting of the engine by the starter.
[0088] When it is determined that the flag F_FCMGV
is "0", the flow advances to step S312 where vehicle
speed V is compared with an engine-stop-at-low-speed
determining vehicle speed VIDLSTC (e.g., 15 km/h).
[0089] When it is determined in step S312 that the ve-
hicle speed V is lower than the engine-stop-at-low-speed
determining vehicle speed VIDLSTC, the flow advances
to step 322. When it is determined that the vehicle speed
V is equal to or higher than the engine-stop-at-low-speed
determining vehicle speed VIDLSTC, the flag F_FCMGV
is set to "1" in step S313.
[0090] Those steps S311, S312 and S313 do not set
the flags, that have been initialized (step S322) by re-
starting after the engine was stopped, to "1" until the ve-
hicle speed V exceeds the engine-stop-at-low-speed de-
termining vehicle speed VIDLSTC.
[0091] In a case of heavy traffic, temporary stopping
and restarting or the like, stopping and restarting are likely
to be frequently repeated. As in step S119 for an MT

vehicle, therefore, once the engine is restarted, it will not
be stopped again until it runs for a certain distance.
[0092] In step S321, the state of the brake switch is
determined. When it is determined that the brake switch
is "ON", the flow advances to step S315 to check the
state of the throttle-completely-closed-state flag F_
THIDLMG. When the throttle-completely-closed-state
flag F_THIDLMG is "1", that is, when it is determined that
the throttle is not completely closed, the flow goes to step
S322. As a result, the engine is not stopped. When the
throttle-completely-closed-state flag F_THIDLMG is "0",
that is, when it is determined that the throttle is completely
closed, the flow goes to step S316 to check the state of
the flag F_FCMGBAT for determining whether or not to
restart the engine based on the reduction in the remaining
charge of the battery
[0093] When this flag F_FCMGBAT is "0", that is, when
it is necessary to restart the engine as a result of the
battery’s remaining charge having fallen, the flow goes
to step S322. When the flag F_FCMGBAT is "1", that is,
when restarting the engine originating from the reduction
in the battery’s remaining charge is unnecessary, the flow
goes to step S317.
[0094] In step S317, the absolute value of the brake-
master-power negative pressure MPGA is compared
with the absolute value of the brake-master-power neg-
ative pressure upper limit #MPFCMG for determining
whether to stop the engine.
[0095] When it is determined in this step that the brake-
master-power negative pressure MPGA is equal to or
lower than the brake-master-power negative pressure
upper limit #MPFCMG ("YES"), the flow advances to step
S318 to stop the engine.
[0096] When it is determined that the brake-master-
power negative pressure MPGA is closer to the atmos-
pheric pressure than the brake-master-power negative
pressure upper limit #MPFCMG ("NO"), the flow goes to
step S322 to restart the engine.
[0097] In the case that the negative pressure of the
brake-master-power negative pressure is likely to be
gone due to pumping of the brake applied during stopping
of the engine or the fuel supply cut process, the engine
is restarted or the engine returns from the fuel supply cut
state in order to secure the brake force, so that the brake-
master-power negative pressure MPGA is secured. This
can relieve the burden that would otherwise be put on
the driver due to an insufficient brake-master-power neg-
ative pressure MPGA.
[0098] Then, the engine-stop request flag F_FCMG-
STB is set to "1" in step S318, and the state of a CVT-
engine stop-OK flag F_CVTOK is checked in step S319.
When the CVT-engine stop-OK flag F_CVTOK is "1" ,
that is, when it is determined that the engine is ready to
be stopped, the engine-stop control execution flag F_
FCMG is set to "1", and then the flow returns. When the
CVT-engine stop-OK flag F_CVTOK is "0", that is, when
it is determined that the engine is not ready to be stopped,
the engine-stop control execution flag F_FCMG is set to
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"0", after which the flow returns.
[0099] In the step S321, the state of the brake switch
is checked. When it is determined that the brake switch
is "OFF", both the flag F_FCMGV for checking if the ve-
hicle speed has exceeded a predetermined vehicle
speed after starting of the engine by the starter, and the
engine-stop request flag F_FCMGSTB to the CVT are
set to "0" Then, the engine-stop control execution flag
F_FCMG is set to "0", after which the flow returns.

[Engine Stop Mode]

[0100] An engine stop mode will now be discussed with
reference to the flowchart in FIG. 6. This engine stop
mode is initiated when the engine-stop control flag F_
FCMG is set to "1" in step S129 and step S320.
[0101] In step S400, "80" is set in a mode display RAM
and the engine stop mode is selected as the motor op-
eration mode and information to that effect is output to
the motor ECU 3. In the next step S401, initialization for
switching the mode is carried out. Specifically, both a
motor assist amount ASTPWR and a motor generation
amount REGEN are set to "0."
[0102] Next, in step S402, flags F_ANVC and F_
MAMOD in the motor ECU 3 are set to "0", and a motor
mode flag signal is sent to the motor ECU 3. Then, the
flow advances to step S403.
[0103] In step S403, the engine speed NE is compared
with the engine-stopping/enforced-regeneration-starting
upper speed limit NEIDLSTH (e.g., 600 rpm). When the
engine speed NE is equal to or higher than the engine-
stopping/enforced-regeneration-starting upper speed
limit NEIDLSTH, the motor generation amount REGEN
is set to "0" in step S404, and no power is generated.
This is because, when the engine speed NE is equal to
or higher than the engine-stopping/enforced-regenera-
tion-starting upper speed limit NEIDLSTH, the resonance
points of the vehicle body and the drive system do not
match with each other so that no vibrations due to reso-
nance occur in the vehicle, and therefore the enforced
regeneration is unnecessary.
[0104] When in step S403 the engine speed NE is low-
er than the engine-stopping/enforced-regeneration-
starting upper speed limit NEIDLSTH, the engine speed
NE is compared with the engine-stopping/enforced-re-
generation-starting lower speed limit NEIDLSTL in step
S405.
[0105] When in step S405 the engine speed NE is
equal to or lower than the engine -stopping/enforced-re-
generation-starting lower speed limit NEIDLSTL, both
the motor generation amount REGEN and a motor gen-
eration final amount REGENF are set to "0" in step S406
and no power is generated. This is because in this case
too, the resonance points of the vehicle body and the
drive system do not coincide with each other so that no
vibrations due to resonance occur in the vehicle, and
therefore the enforced regeneration is unnecessary.
[0106] In other words, between the engine-stopping/

enforced-regeneration-starting upper speed limit NEIDL-
STH and the engine-stopping/enforced-regeneration-
starting lower speed limit NEIDLSTL is the range for the
engine speed NE where the vehicle body and the drive
system resonate, causing uncomfortable vibrations.
[0107] When in step S405 the engine speed NE is high-
er than the engine-stopping/enforced-re generation-
starting lower speed limit NEIDLSTL, the motor genera-
tion amount REGEN is set to an engine-stop/enforced-
generation amount RGNIDLST (e.g., 6 kw) in step S407.
This setting of REGEN causes regeneration which ap-
plies a load to the engine.
[0108] In the case where fuel cutting continues even
at the fuel supply restarting engine speed (e.g., 1500
rpm) at which the engine stops fuel cutting and the engine
speed NE keeps decreasing even after falling below the
idling speed (800 to 900 rpm) as shown in FIG. 7, when
the engine speed NE comes between the engine-stop-
ping/enforced-regeneration-starting upper speed limit
NEIDLSTH and the engine-stopping/enforced-regener-
ation-starting lower speed limit NEIDLSTL, uncomforta-
ble vibration should occur on the vehicle body. But, ac-
tually the generation of power by the idling-stop/en-
forced-generation amount RGNIDLST applies a load to
the engine. As a result, the engine speed abruptly drops
as indicated by the one-dot chain line in the figure, making
the occurrence of uncomfortable vibration on the vehicle
body extremely short. Therefore, hardly any vibration oc-
curs.
[0109] In the subsequent step S408, a high-voltage
battery capacity QBAT is compared with a high-voltage
battery capacity lower limit QBATLMTL for determining
if generation by the motor is possible.
[0110] When the high-voltage battery capacity QBAT
is equal to or greater than the high-voltage battery ca-
pacity lower limit QBATLMTL, the high-voltage battery
capacity QBAT is sufficient so that 12V power according
to the downverter power is supplied from the high-voltage
battery in step S409.
[0111] When in step S408 the high-voltage battery ca-
pacity QBAT is smaller than the high-voltage battery ca-
pacity lower limit QBATLMTL, the flow returns in order
to avoid the condition that the motor cannot restart the
engine.
[0112] When the engine speed approaches the level
where the vehicle starts making uncomfortable vibration,
power is generated by the motor to apply a load on the
engine, thereby swiftly reducing the engine speed and
stopping the engine. This can allow the engine to leave
the state in which the engine speed causes uncomfort-
able vibrations. This prevents the driver from experienc-
ing uncomfortable vibration.
[0113] According to this invention, as described above,
when fuel supply to the engine is stopped by the fuel
cutter and the engine speed falls to or below a predeter-
mined speed, the vehicle body tends to vibrate. At this
point in time, the motor is permitted to work as a generator
to apply a load to the engine and fuel is cut, thereby rap-
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idly reducing the engine speed to "0". This can greatly
shorten the time during which the engine speed falls with-
in the resonance frequency band and can prevent un-
comfortable vibrations from occurring in the vehicle body.
[0114] When vibration with a large amplitude tends to
occur at a speed equal to or lower than the idling speed,
the motor is permitted to work as a generator to apply a
load to the engine, thereby promptly making the engine
speed "0". This can make very short the time during which
the engine speed falls within the resonance frequency
band, and can allow the engine to quickly leave the reso-
pance frequency band. It is therefore possible to prevent
the occurrence of such uncomfortable vibrations with
large amplitude.
[0115] Further, even when the engine speed reaches
the fuel supply restarting engine speed, engine stop con-
trol is carried out. This can suppress the occurrence of
uncomfortable vibrations to an extremely short time.
[0116] The engine control system for a hybrid vehicle,
according to the present invention, having an internal
combustion engine and an electric motor as driving force
sources, for permitting stopping and restarting of the en-
gine in accordance with predetermined drive conditions,
comprises: fuel cutter for cutting fuel supply to the engine
when the vehicle decelerates; and engine speed detector
for detecting an engine speed, wherein stopping the en-
gine is initiated by cutting the fuel supply by the fuel cutter,
and when the engine speed becomes equal to or lower
than a predetermined speed, the engine is stopped by
operating the motor as a generator and by cutting the
fuel supply.

Claims

1. An engine control system for a hybrid vehicle, having
an internal combustion engine (E) and an electric
motor (M) as driving force sources, for permitting
stopping and restarting of said engine (E) in accord-
ance with predetermined drive conditions, compris-
ing:

fuel cutter (S129, S320) adapted to cut fuel sup-
ply to said engine (E) when said vehicle decel-
erates; and
engine speed detector (S5) adapted to detect
an engine speed (NE), wherein
the engine control system is adapted to initiate
stopping said engine (E) by cutting the fuel sup-
ply by said fuel cutter (S129, S320), and when
said engine speed (NE) becomes equal to or
lower than a predetermined speed (NEIDLSTH),
to stop said engine by operating said motor (M)
as a generator and by cutting the fuel supply,
characterized in that the fuel cutter (S129,
S320) is adapted to set a fuel supply restarting
engine speed for restarting fuel supply, and
the engine control system is adapted to maintain

engine stop control and to continue the fuel cut-
ting even when the engine speed (NE) reaches
the fuel supply restarting engine speed, once
the engine stop control is initiated.

2. The engine control system according to claim 1,
wherein said predetermined speed is set in a reso-
nance frequency band (NEIDLSTH to NEIDLSTL) of
a vehicle body and a drive system, equal to or lower
than an idling speed.

Patentansprüche

1. Maschinensteuer/Regelsystem für ein Hybridfahr-
zeug, das eine Brennkraftmaschine (E) und einen
Elektromotor (M) als Antriebskraftquellen aufweist,
um das Stoppen und wieder Anlassen der Maschine
(E) gemäß vorbestimmten Fahrzuständen zu er-
möglichen, umfassend:

einen Kraftstoffunterbrecher (S129, S320), der
dazu ausgelegt ist, die Kraftstoffzufuhr zu der
Maschine (E) zu unterbrechen, wenn das Fahr-
zeug verzögert; und
einen Maschinendrehzahldetektor (S5), der da-
zu ausgelegt ist, eine Maschinendrehzahl (NE)
zu erfassen, worin
das Maschinensteuer/Regelsystem dazu aus-
gelegt ist, das Stoppen der Maschine (E) durch
Unterbrechung der Kraftstoffzufuhr durch einen
Kraftstoffunterbrecher (S129, S320) zu initiie-
ren, und dann, wenn die Maschinendrehzahl
(NE) gleich oder niedriger als eine vorbestimmte
Geschwindigkeit (NEIDLSTH) wird, die Maschi-
ne durch Betreiben des Motors (M) als Genera-
tor und durch Unterbrechen der Kraftstoffzufuhr
zu stoppen,
dadurch gekennzeichnet, dass der Kraftstof-
funterbrecher (S129, S320) dazu ausgelegt ist,
eine Kraftstoffzufuhrwiederaufnahme-Maschi-
nendrehzahl zum Wiederaufnehmen der Kraft-
stoffzufuhr zu setzen, und
das Maschinensteuer/Regelsystem dazu aus-
gelegt ist, die Maschinenstoppsteuerung beizu-
behalten und die Kraftstoffunterbrechung fort-
zusetzen, auch wenn die Maschinendrehzahl
(NE) die Kraftstoffzufuhrwiederaufnahme-Ma-
schinendrehzahl erreicht, sobald die Maschi-
nenstoppsteuerung initiiert ist.

2. Das Maschinensteuer/Regelsystem nach Anspruch
1, worin die vorbestimmte Geschwindigkeit gemäß
einem Resonanzfrequenzband (NEIDLSTH bis
NEIDLSTL) eines Fahrzeugaufbaus und eines An-
triebssystems, gleich oder niedriger als eine Leer-
laufdrehzahl, gesetzt ist.
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Revendications

1. Système de commande de moteur pour un véhicule
hybride, ayant un moteur à combustion interne (E)
et un moteur électrique (M) en tant que sources de
force d’entraînement, pour permettre d’arrêter et de
redémarrer ledit moteur (E) selon des conditions de
conduite prédéterminées, comprenant :

un dispositif de coupure de carburant (S129,
S320) adapté pour couper l’alimentation de car-
burant audit moteur (E) lorsque ledit véhicule
ralentit ; et
un détecteur de vitesse de moteur (S5) adapté
pour détecter une vitesse de moteur (NE), dans
lequel :

le système de commande de moteur est
adapté pour initier l’arrêt dudit moteur (E)
en coupant l’alimentation de carburant par
ledit dispositif de coupure de carburant
(S129, S320) et lorsque ladite vitesse de
moteur (NE) devient égale ou inférieure à
une vitesse prédéterminée (NEIDLSTH),
d’arrêter ledit moteur en actionnant ledit
moteur (M) comme un générateur, et en
coupant l’alimentation de carburant, carac-
térisé en ce que le dispositif de coupure
de carburant (S129, S320) est adapté pour
régler une vitesse de moteur de redémar-
rage d’alimentation de carburant pour redé-
marrer l’alimentation de carburant, et le sys-
tème de commande de moteur est adapté
pour maintenir une commande d’arrêt de
moteur et continuer la coupure du carburant
même lorsque la vitesse de moteur (NE) at-
teint la vitesse de moteur de redémarrage
d’alimentation de carburant, une fois que la
commande d’arrêt de moteur est initiée.

2. Système de commande de moteur selon la revendi-
cation 1, dans lequel ladite vitesse prédéterminée
est réglée sur une bande de fréquence de résonance
(NEIDLSTH à NEIDLSTL) d’une caisse de véhicule
et d’un système d’entraînement, égale ou inférieure
à une vitesse de ralenti.
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