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Description

Technical Field

[0001] The present invention relates to a polymer and, particularly, to a polymer useful for a hole injection layer and
a hole-transporting layer, an organic electroluminescent element material, an organic electroluminescent element com-
position and an organic electroluminescent element containing the polymer, and a display device and a lighting device
which each have the organic electroluminescent element.

Background Art

[0002] In recent years, development of an electroluminescent element using an organic thin film (i.e., organic electro-
luminescent element) has been made. As a method for forming an organic thin film in the organic electroluminescent
element, there are illustrated, for example, a vacuum deposition method and a wet film formation method.
[0003] The wet film formation method has such advantages as that it does not require a vacuum process, that it
facilitates increase in size, and that a plurality of materials having various functions can be incorporated in one layer or
in a coating solution for forming the layer. However, the wet film formation method has a difficulty in forming multiple
layers. Therefore, elements produced by the wet film formation method are inferior to elements produced by the vacuum
deposition method in driving stability, and have not reached a practical level with a few exceptions. In particular, although
formation of two layers is possible by using, for example, an organic solvent and an aqueous solvent, formation of three
or more layers has been difficult.
[0004] In order to solve such problem in forming multiple layers, patent documents 1 and 2 have proposed polymers
(Q-1) and (Q-2) having fluorene rings and cross-linkable groups, wherein it is disclosed that multiple layers are formed
by utilizing the fact that a network polymer obtained when these cross-linkable groups are reacted is insoluble in an
organic solvent.

[0005] Also, patent documents 3 to 5 have proposed to use a triarylamine-containing polymer having a methylene
group in the main chain thereof for an electrochromic element, an electroluminescent element, or for an electrophoto-
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graphic photoconductor. In particular, patent document 4 discloses to use a polymer (Q-3) for a hole-transporting material
in an organic electroluminescent element.

Related Art Documents

Patent Documents

[0006]

Patent Document 1: WO2008/032843
Patent Document 2: WO2008/038747
Patent Document 3: WO 1999/032926
Patent Document 4: JP-A-2001-064642
Patent Document 5: JP-A-2003-316043
Patent Document 6: JP 2009 074074 A
Patent Document 7: WO 2009/102027 A1
Patent Document 8: EP 1 892 730 A1

[0007] Patent document 6 relates to an organic electroluminescence element, using a specific polymer compound
suitable for a wet film-forming method, the polymer compound being capable of being dissolved under mild conditions.
[0008] Patent document 7 relates to a conjugated polymer containing a specific structure as a repeating unit, charac-
terized by having an insolubilizing substituent, a weight average molecular weight (Mw) of not less than 20,000, and a
polydispersity (Mw/Mn) of not more than 2.40.
[0009] Patent document 8 discloses a cross-linkable polymer having a specific structure and having hole-transporting
properties.

Summary of the Invention

Problems to be Solved by the Invention

[0010] When the aforesaid polymers (Q-1) and (Q-2) undergo crosslinking to form a network polymer, their essentially
rigid main chain structure will be bent or twisted to suffer serious reduction in charge transporting ability and oxidation-
reduction stability. Further, π-conjugation systems in the main chain structure of the polymer will aggregate and form J-
aggregate to produce a new markedly low excited singlet level and a new markedly low excited triplet level. The markedly
low excited singlet level and markedly low excited triplet level respectively deactivate an excited singlet state and an
excited triplet state, thus causing reduction in light-emitting efficiency of a fluorescent light-emitting element and a
phosphorescent light-emitting element.
[0011] Therefore, the organic electroluminescent elements obtained by the techniques described in patent documents
1 and 2 have the problems that the operating voltage is high, that the light-emitting efficiency is low, and that the drivable
life is short.
[0012] Further, patent documents 3 to 5 illustrate triarylamine-containing polymers having a methylene group in the
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main chain thereof, but they do not describe cross-linkable groups for making them insoluble after coating. Thus, according
to the techniques described in patent documents 3 to 5, formation of multiple layers by the coating method has been
difficult.
[0013] Also, polymers such as the foregoing polymer (Q-3) described in patent document 4 have two alkylene groups
(quaternary carbon) in the main chain in the repeating unit, with an arylene group existing between the alkylene group
(quaternary carbon) and the alkylene group (quaternary carbon) difficultly participating in hole transportation. Thus, there
has been the problem that driving voltage for the organic electroluminescent element obtained by the technique described
in patent document 4 is high.
[0014] The invention has been made with the above-described problems in mind, and an object thereof is to provide
a polymer which shows a high excited singlet level and a high excited triplet level, which has excellent charge transporting
ability and excellent electrochemical stability, which enables formation of multiple layers, which is scarcely decomposed
by energization, and which can provide a uniform film quality, and to provide an organic electroluminescent element
containing the polymer, and an organic electroluminescent element composition.
[0015] In addition, another object of the invention is to provide an organic electroluminescent element which shows
high light-emitting efficiency and high driving stability, and a display device and a lighting device which each have the
electroluminescent element.

Means for Solving the Problems

[0016] As a result of intensive investigations in order to solve the above-described problems, the inventors have found
that a polymer having a specific structure of having an alkylene group (quaternary carbon) in the main chain thereof and
having a cross-linkable group enables formation of multiple layers by the wet film formation method, shows a high excited
singlet level and a high excited triplet level after being made insoluble in an organic solvent by cross-linking, and has a
high hole transporting ability and a high electrochemical stability, and that an organic electroluminescent element obtained
by using the polymer has a high light-emitting efficiency, is drivable at a low voltage, and has a high driving stability,
thus having completed the invention.
[0017] The scope of the present invention is covered by claims 1-10.

(1) A polymer having a weight-average molecular weight (Mw) of 20,000 or more and a degree of dispersion (Mw/Mn)
of 2.5 or less and comprising a repeating unit represented by the following general formula (1) and a cross-linkable
group:

(wherein

Ar11 to Ar13 each independently represents a divalent aromatic group which may have a substituent,
Ar14 and Ar15 each independently represents an aromatic group which may have a substituent,
Ar16 represents a divalent aromatic group which may have a substituent, Ar17 represents a direct bond or a
divalent aromatic group which may have a substituent,
R11 and R12 each independently represents a hydrogen atom, an alkyl group which may have a substituent,
an alkoxy group which may have a substituent, or an aromatic group which may have a substituent,
r represents an integer of from 0 to 5, and
R11 and R12 may be connected to each other to form a ring structure,
in which the repeating unit represented by the above-described general formula (1) may contain the cross-
linking group.).,
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wherein the cross-linkable group is at least one group selected from the group T of the following cross-linkable
groups:
<cross-linkable groups T>

(wherein

R23 represents a hydrogen atom or an alkyl group which may have a substituent,
Ar21 represents an aromatic group which may have a substituent, and
R24 represents a hydrogen atom or a vinyl group,
in which the benzocyclobutene ring may have substituent(s), and the substituents may be connected to
each other to form a ring.)

(2) The polymer described in item (1) above, wherein the cross-linkable group is at least one group selected from
the first, the second and the last group T described in item (1) above.
(3) An organic electroluminescent element material comprising the polymer described in item (1) or (2) above.
(4) An organic electroluminescent element composition comprising the polymer described in item (1) or (2) above.
(5) An organic electroluminescent element comprising, on a substrate, an anode, a cathode, and one or more organic
layers provided between these two electrodes, wherein at least one of the organic layers contains a network polymer
formed by cross-linking the polymer described in item (1) or (2) above.
(6) The organic electroluminescent element according to the item (5) above, wherein the layer containing the network
polymer is a hole injection layer or a hole-transporting layer.
(7) The organic electroluminescent element according to the item (5) or (6) above, wherein the layer containing the
network polymer is a hole-transporting layer.
(8) The organic electroluminescent element according to the item (6) or (7) above, which further comprises a lumi-
nescent layer, and all of the hole injection layer, the hole-transporting layer, and the luminescent layer are formed
by a wet film formation method.
(9) A display device comprising the organic electroluminescent element described in any one of the items (5) to (8)
above.
(10) A lighting device comprising the organic electroluminescent element described in any one of the items (5) to
(8) above.

Advantage of the Invention

[0018] The polymer of the present invention enables formation of multiple layers by the wet film formation method,
shows a high excited singlet level and a high excited triplet level after being made insoluble in an organic solvent by
cross-linking, and has a high hole transporting ability and a high electrochemical stability, thus being useful as a material
for an organic electroluminescent element, and the organic electroluminescent element obtained by using the polymer
shows a high light-emitting efficiency, can be driven at a low voltage, and shows a driving stability, thus being useful for
a display device and a lighting device.

Brief Description of the Drawings

[0019] Fig. 1 is a schematic view showing cross-section of an example of the structure of an organic electroluminescent
element in accordance with the present invention.
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Mode for Carrying Out the Invention

[0020] The present invention will be described in detail by reference to embodiments and illustrative products in
accordance with the invention.

[1. Structure of polymer]

[0021] The polymer of the invention is characterized in that it has a repeating unit represented by the following general
formula (1) and has a cross-linkable group.

(In the general formula (1),

Ar11 to Ar13 each independently represents a divalent aromatic group which may have a substituent,
Ar14 and Ar15 each independently represents an aromatic group which may have a substituent,
Ar16 represents a divalent aromatic group which may have a substituent, Ar17 represents a direct bond or a divalent
aromatic group which may have a substituent,
R11 and R12 each independently represents a hydrogen atom, an alkyl group which may have a substituent, an
alkoxy group which may have a substituent, or an aromatic group which may have a substituent,
r represents an integer of from 0 to 5, and
R11 and R12 may be connected to each other to form a ring structure. Additionally, the cross-linking group may be
contained in the repeating unit represented by the above-described general formula (1).)

[0022] In the repeating unit represented by the above-described general formula (1), only one alkylene group (pref-
erably, an alkylene group containing quaternary carbon) exists. This incorporation of the alkylene group (preferably, an
alkylene group containing quaternary carbon), which is not rigid, in the main chain serves to maintain a high charge
transporting ability and a high oxidation-reduction stability even after the polymer is made insoluble in an organic solvent
by cross-linking thereof. Also, incorporation of the alkylene group (preferably, an alkylene group containing quaternary
carbon), which suppresses expansion of the π-conjugation system, in the main chain serves to maintain a high excited
singlet level and a high excited triplet level even after the polymer is made insoluble in an organic solvent by cross-
linking thereof. Thus, in the case where a layer is formed of a network polymer obtained by cross-linking of the polymer
of the invention, the resulting layer can pass an electric current even at a low voltage and scarcely deactivates excitons.
[0023] In the polymer having the repeating unit represented by the general formula (1), a nitrogen atom must exist
between the alkylene group (preferably an alkylene group containing quaternary carbon) and the alkylene group (pref-
erably an alkylene group containing quaternary carbon). Thus, every Ar11 to Ar17 can participate in hole transportation.
As a result, it may be surmised for the organic electroluminescent element to be driven at a low voltage.
[0024] In the general formula (1), Ar11 to Ar13 each independently represents a divalent aromatic group which may
have a substituent, Ar14 and Ar15 each independently represents an aromatic group which may have a substituent, and
Ar16 represents a divalent aromatic group which may have a substituent. Ar17 represents a direct bond or a divalent
aromatic group which may have a substituent.
[0025] Here, the term "aromatic group" is the general term for an aromatic hydrocarbon group and an aromatic hete-
rocyclic group.
[0026] As the monovalent or divalent aromatic group which may have a substituent and which constitutes Ar11 to Ar17,
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there are illustrated, for example, a group derived from a 6-membered single ring or from a 2- to 5-ring-condensed
system, such as a benzene ring, a naphthalene ring, an anthracene ring, a phenanthrene ring, a perylene ring, a tetracene
ring, a pyrene ring, a benzopyrene ring, a chrysene ring, a triphenylene ring, an acenaphthene ring, a fluoranthene ring,
or a fluorene ring, and a group wherein 2 to 4 of these rings are connected to each other.
[0027] As the monovalent or divalent aromatic heterocyclic group which may have a substituent and which constitutes
Ar11 to Ar17, there are illustrated, for example, a group derived from a 5- or 6-membered single ring or from a 2- to 4-
ring-condensed system, such as a furan ring, a benzofuran ring, a thiophene ring, a benzothiophene ring, a pyrrole ring,
a pyrazole ring, an imidazole ring, an oxadiazole ring, an indole ring, a carbazole ring, a pyrroloimidazole ring, a pyrrol-
opyrazole ring, a pyrrolopyrole ring, a thienopyrole ring, a thienothiophene ring, a furopyrrole ring, a furofuran ring, a
thienofuran ring, a benzisoxazole ring, a benzisothiazole ring, a benzimidazole ring, a pyridine ring, a pyrazine ring, a
pyridazine ring, a pyrimidine ring, a triazine ring, a quinoline ring, an isoquinoline ring, a cinnoline ring, a quinoxaline
ring, a phenanthridine ring, a benzimidazole ring, a perimidine ring, a quinazoline ring, a quinazolinone ring, or an azrene
ring, and a group wherein 2 to 4 of these rings are connected to each other.
[0028] Also, Ar11 to Ar17 include those groups wherein 2 to 4 of the above-described aromatic hydrocarbon rings and
the aromatic heterocyclic groups are connected to each other.
[0029] Among them, from the standpoint of solubility and heat resistance, Ar11 to Ar17 each is preferably a group
derived from a ring selected from the group consisting of a benzene ring, a naphthalene ring, an anthracene ring, a
phenanthrene ring, a triphenylene ring, a pyrene ring, a thiophene ring, a pyridine ring, and a fluorene ring, or a group
wherein 2 to 4 of these rings are connected to each other.
[0030] The substituent which the aromatic group in Ar11 to Ar17 may have is not particularly limited, and there are
illustrated, for example, those groups which are selected from a substituent group Z to be described hereinafter.
[0031] Additionally, Ar11 to Ar17 may have one substituent or may have two or more substituents. In the case where
they have two or more substituents, the substituents may be the same in kind or may be a combination of two or more
kinds with any combination and with any ratio.
[0032] R11 and R12 each independently represents a hydrogen atom, an alkyl group which may have a substituent,
an alkoxy group which may have a substituent, or an aromatic group which may have a substituent.
[0033] As the alkyl group of R11 and R12, there are illustrated alkyl groups containing usually 1 or more carbon atoms
and containing usually 24 or less, preferably 12 or less, carbon atoms, such as a methyl group and an ethyl group.
[0034] As the alkoxy group of R11 and R12, there are illustrated alkoxy groups containing usually 1 or more carbon
atoms and containing usually 24 or less, preferably 12 or less, carbon atoms, such as a methoxy group and an ethoxy
group.
[0035] As the aromatic group of R11 and R12, there are illustrated the same groups as the aromatic groups constituting
aforesaid Ar14 to Ar15.
[0036] Of the above-described groups, R11 and R12 each is preferably a group other than hydrogen atom from the
standpoint of having a quaternary carbon. In particular, from the standpoint of solubility, R11 and R12 each is preferably
an alkyl group containing from 1 to 12 carbon atoms or an alkoxy group containing from 1 to 12 carbon atoms and, more
preferably, is an alkyl group containing from 1 to 12 carbon atoms.
[0037] Additionally, the substituent which R11 and R12 may further have is not particularly limited, and there are
illustrated, for example, those groups which are selected from a substituent group Z described below.

(Substituent group Z)

[0038] An alkyl group containing usually 1 or more carbon atoms and containing usually 24 or less, preferably 12 or
less carbon atoms, such as a methyl group or an ethyl group;
an alkenyl group containing usually 2 or more carbon atoms and containing usually 24 or less, preferably 12 or less
carbon atoms, such as a vinyl group;
an alkynyl group containing usually 2 or more carbon atoms and containing usually 24 or less, preferably 12 or less
carbon atoms, such as an ethynyl group;
an alkoxy group containing usually 1 or more carbon atoms and containing usually 24 or less, preferably 12 or less
carbon atoms, such as a methoxy group or an ethoxy group;
an aryloxy group containing usually 4 or more carbon atoms, preferably 5 or more carbon atoms and containing usually
36 or less, preferably 24 or less carbon atoms, such as a phenoxy group, a naphthoxy group, or a pyridyloxy group;
an alkoxycarbonyl group containing usually 2 or more carbon atoms and containing usually 24 or less, preferably 12 or
less carbon atoms, such as a methoxycarbonyl group or an ethoxycarbonyl group;
a dialkylamino group containing usually 2 or more carbon atoms and containing usually 24 or less, preferably 12 or less
carbon atoms, such as a dimethylamino group or a diethylamino group;
a diarylamino group containing usually 10 or more carbon atoms, preferably 12 or more carbon atoms and containing
usually 36 or less, preferably 24 or less carbon atoms, such as a diphenylamino group, a ditolylamino group, or an N-
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carbazolyl group;
an arylalkylamino group containing usually 7 or more carbon atoms and containing usually 36 or less, preferably 24 or
less carbon atoms, such as a phenylethylamino group;
an acyl group containing usually 2 or more carbon atoms and containing usually 24 or less, preferably 12 or less carbon
atoms, such as an acetyl group or a benzoyl group;
a halogen atom such as a fluorine atom or a chlorine atom;
a haloalkyl group containing usually 1 or more carbon atoms and containing usually 12 or less, preferably 6 or less
carbon atoms, such as a trifluoromethyl group;
an alkylthio group containing usually 1 or more carbon atoms and containing usually 24 or less, preferably 12 or less
carbon atoms, such as a methylthio group or an ethylthio group;
an arylthio group containing usually 4 or more carbon atoms, preferably 5 or more carbon atoms and containing usually
36 or less, preferably 24 or less carbon atoms, such as a phenylthio group, a naphthylthio group, or a pyridylthio group;
a silyl group containing usually 2 or more carbon atoms, preferably 3 or more carbon atoms and containing usually 36
or less, preferably 24 or less carbon atoms, such as a trimethylsilyl group or a triphenylsilyl group;
a siloxy group containing usually 2 or more carbon atoms, preferably 3 or more carbon atoms and containing usually
36 or less, preferably 24 or less carbon atoms, such as a trimethylsiloxy group or a triphenylsiloxy group;
a cyano group;
an aromatic hydrocarbon cyclic group containing usually 6 or more carbon atoms and containing usually 36 or less,
preferably 24 or less carbon atoms, such as a phenyl group or a naphthyl group; and
an aromatic heterocyclic group containing usually 3 or more carbon atoms, preferably 4 or more carbon atoms and
containing usually 36 or less, preferably 24 or less carbon atoms, such as a thienyl group or a pyridyl group.
[0039] Of these substituents, an alkyl group containing 1 to 12 carbon atoms and an alkoxy group containing 1 to 12
carbon atoms are preferred from the standpoint of solubility.
[0040] Also, each of the above-described substituents may further have a substituent and, as examples of such
substituents, there are illustrated those which are illustrated in the aforesaid substituent group Z. The formula weight of
the substituents of Ar11 to Ar17 including the substituents which are further substituted is preferably 500 or less, more
preferably 250 or less. In case when the formula weight of the substituent is too large, there might result reduction of
charge transporting ability.
[0041] Additionally, the formula weight of Ar11 to Ar17 is usually 65 or more, preferably 75 or more, and is usually 500
or less, preferably 300 or less, more preferably 200 or less. In case when the formula weight of Ar11 to Ar17 is too large,
there might result serious reduction of solubility before causing cross-linking.
[0042] In the general formula (1), r represents the number of repeating unit -Ar13-N(Ar15)-. r is specifically 0 or more,
preferably 1 or more, more preferably 2 or more, and is usually 5 or less, preferably 4 or less, more preferably 3 or less.
In case when r is too large, there might result reduction of solubility before cross-linking reaction.
[0043] Ar11 to Ar13, and Ar16 and Ar17 may each be a group wherein 2 or more, monovalent or divalent aromatic groups
optionally having a substituent may be connected to each other. Examples of such group include a biphenylene group
and a terphenylene group and, from the standpoint of solubility before cross-linking reaction, charge transporting ability,
and electric durability, 4,4’-biphenylene group is preferred.
[0044] The polymer of the invention must have a cross-linkable group and, because of the presence of the cross-
linkable group, the polymer can produce a large difference in solubility for a solvent before and after the reaction to be
caused by heat and/or irradiation with actinic energy rays (insolubilization reaction).
[0045] The term "cross-linkable group" means a group which reacts, upon application of heat and/or irradiation with
actinic energy rays, with the same or different group of other molecule existing in the vicinity thereof, thus producing a
new chemical bond.
[0046] The cross-linkable group is at least one group selected from the group T of the following cross-linkable groups:

[Group T of cross-linkable groups]

[0047]
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(In the above formulae, R23 represents a hydrogen atom or an alkyl group which may have a substituent.
Ar21 represents an aromatic group which may have a substituent.
R24 represents a hydrogen atom or a vinyl group.
The benzocyclobutene ring may have a substituent or substituents, and the substituents may be connected to each
other to form a ring.)

[0048] As the alkyl group of R23, there are illustrated alkyl groups containing usually 1 or more carbon atoms and
containing usually 24 or less, preferably 12 or less carbon atoms, such as a methyl group and an ethyl group.
[0049] As the aromatic group of Ar21, there are illustrated, for example, the same group as the aromatic groups
constituting the aforesaid Ar11 to Ar17.
[0050] Additionally, a substituent which R23 and Ar21 may further have is not particularly limited, and there are illustrated,
for example, those groups which are selected from the aforesaid substituent group Z.
[0051] From the standpoint of high reactivity and readiness of insolubilization, those groups are preferred which undergo
the insolubilization reaction by cationic polymerization, such as a cyclic ether group (e.g., an epoxy group or an oxetane
group) and a vinyl ether group. Of them, an oxetane group is particularly preferred in the point of ease of controlling rate
of cationic polymerization, and a vinyl ether group is preferred in the point that a hydroxyl group which is liable to
deteriorate the electroluminescent element upon cationic polymerization is scarcely produced.
[0052] From the standpoint of more improving electrochemical stability, an arylvinylcarbonyl group such as a cinnamoyl
group and a group capable of undergoing cycloaddition reaction such as a group derived from a benzocyclobutene ring
are preferred.
[0053] Also, of the cross-linkable groups, a group derived from a benzocyclobutene ring is particularly preferred from
the standpoint of particular stability of the structure after insolubilization.
[0054] Specifically, a group represented by the following formula (II-a) is preferred.

(The benzocyclobutene ring in formula (II-a) may have a substituent or substituents. Also, the substituents may be
connected to each other to form a ring.)
[0055] The cross-linkable group may be connected to the monovalent or divalent aromatic group in the molecule either
directly or through a divalent group. Regarding this divalent group, it is preferred to connect to the monovalent or divalent
aromatic group through a divalent group formed by linking 1 to 30 groups selected from among -O- group, -C(=O)- group,
and -CH2- group (optionally having a substituent) in any order. Specific examples of the cross-linkable group connected
via the divalent group, that is, the cross-linking group-containing group, are as shown in the following <group T’ of cross-
linkable group-containing groups> which, however, do not limit the invention in any way.

<Group T’ of cross-linkable group-containing groups>

[0056]
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[0057] (In above formulae, m represents an integer of from 0 to 12, and n represents an integer of from 1 to 12.)
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(Proportion of the cross-linkable group)

[0058] With respect to the polymer of the invention, the number of the cross-linkable groups existing in one polymer
chain is preferably 1 or more on average, more preferably 2 or more on average, and is preferably 200 or less on average,
more preferably 100 or less on average.
[0059] Additionally, the cross-linkable group may be contained in the repeating unit represented by the foregoing
general formula (1) and, specifically, in any of Ar11 to Ar17, and R11 and R12, or may be contained in other partial structure
of the polymer than the foregoing general formula (1), or may be contained in both of them.
[0060] Also, the number of the cross-linkable groups which the polymer of the invention has can be expressed in terms
of a number of the cross-linkable groups per 1000 molecular weight.
[0061] To express the number of the cross-linkable groups which the polymer of the invention has per 1000 molecular
weight, the number is usually 3.0 or less, preferably 2.0 or less, more preferably 1.0 or less, and is usually 0.01 or more,
preferably 0.05 or more.
[0062] In case when the number exceeds the upper limit, a flat film might not be obtained due to cracks, or the number
of unreacted cross-linkable groups within the cross-linked layer might increase due to too large cross-linking density,
which might affect the life of a resulting element. On the other hand, in case when the number lowers the lower limit,
insolubilization of the cross-linked layer might become insufficient and, as a result, a multiple-layer structure might not
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be formed by the wet film formation method.
[0063] Here, the number of the cross-linkable groups of the conjugated polymer per 1000 molecular weight is calculated
from the molar ratio of charged monomers upon synthesis and from the structural formula with excluding the end groups
from the conjugated polymer.
[0064] For example, the calculation will be explained with respect to the case of an end polymer 1 synthesized in
Synthesis Example 1 to be described hereinafter.

[0065] In the end polymer 1, the molecular weight of the repeating unit excluding the end groups is 1219.2 on average,
and the number of the cross-linkable group per one repeating unit is 0.1076 on average. The number of the cross-
linkable groups per 1000 molecular weight can be calculated to be 0.088 from these values by simple proportion calcu-
lation.
[0066] The weight-average molecular weight (Mw) of the polymer of the invention is preferably 3,000,000 or less, more
preferably 1,000,000, still more preferably 500,00 or less, most preferably 200,000 or less, and is 20,000 or more.
[0067] In case when the weight-average molecular weight exceeds the upper limit, film-forming properties might be
injured due to reduction of solubility for a solvent, Also, in case when the weight-average molecular weight lowers the
lower limit, heat resistance might be reduced due to decrease in the glass transition temperature, melting point, and
evaporating temperature of the polymer.
[0068] Also, this weight-average molecular weight (Mw) is usually determined by measurement of SEC (Size Exclusion
Chromatography). In the SEC measurement, a component having a higher molecular weight shows a shorter elution
time, whereas a component having a lower molecular weight shows a longer elution time, and the weight-average
molecular weight is calculated by converting the elution time of a sample to its molecular weight using a calibration curve
obtained from the elution time of a polystyrene (standard sample) whose molecular weight is known.
[0069] Also, the number-average molecular weight (Mn) of the polymer of the invention is usually 2,500,000 or less,
preferably 750,000 or less, more preferably 400,000 or less, and is usually 500 or more, preferably 1,500 or more, more
preferably 3,000 or more.
[0070] Further, the degree of dispersion (Mw/Mn) of the polymer of the invention is 2.5 or less, preferably 2.0 or less.
[0071] Additionally, with the degree of dispersion, the smaller, the better, thus the lower limit being ideally 1. When
the degree of dispersion of the polymer is within the above-described range, purification of the polymer is easy, and the
solubility for a solvent and the charge transporting ability of the polymer becomes good.
[0072] Examples of the repeating unit having the partial structure represented by the general formula (1) are shown
below which, however, do not limit the invention.
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[0073] Examples of the repeating unit having a cross-linkable group will be shown below. However, the invention is
not limited only to them.
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[0074] The glass transition temperature of the polymer of the invention is usually 50°C or higher, preferably 80°C or
more, more preferably 100°C or more, and is usually 300°C or lower.
[0075] When within the above-described range, the polymer has an excellent heat resistance, and provides an element
having improved drivable life, thus such polymer being preferred.
[0076] Also, the ionization potential of the polymer of the invention is usually 4.5 eV or more, preferably 4.8 eV or
more, and is usually 6.0 eV or less, preferably 5.7 eV or less.
[0077] When within the above-described range, the polymer has an excellent charge transporting ability, and provides
an element having decreased driving voltage, thus such polymer being preferred.

[2. Production process]

[0078] Production process of the polymer of the invention is not particularly limited, and may be any process that can
provide the polymer of the invention. For example, the polymer can be produced by a polymerization process according
to Suzuki reaction, a polymerization process according to Grignard reaction, a polymerization process according to
Yamamoto, a polymerization process according to Ullmann reaction, a polymerization process according to Buchwald-
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Hartwig reaction, or the like.
[0079] In the case of the polymerization process according to Ullmann reaction and the polymerization process ac-
cording to Buchwald-Hartwig reaction, the polymer of the invention is synthesized by, for example, reacting a dihalo-
genated aryl compound represented by formula (1a) (wherein X represents a halogen atom such as I, Br, Cl, or F) with
a primary aminoaryl compound or a secondary diaminoaryl compound represented by formula (2a).

(In the above formula, X represents a halogen atom, and Ar11 to Ar15, R11, R12, and r are the same as defined with
respect to the foregoing general formula (1), provided that q represents 1.)
[0080] Additionally, in the aforesaid polymerization process, the reaction of forming N-aryl bond is usually conducted
in the presence of a base such as potassium carbonate, sodium tert-butoxide, or triethylamine. Also, the reaction can
be conducted in the presence of a transition metal catalyst such as a copper or palladium complex.
[0081] In the case of the polymerization process according to Suzuki reaction, the polymer of the invention is synthe-
sized by, for example, reacting a boron derivative represented by formula (1b) (wherein R represents an arbitrary
substituent, and is usually a hydroxyl group or an alkoxy group optionally forming a ring) with a dihalogenated aryl
compound represented by formula (2b).

(In formula, R represents an arbitrary substituent, and X, Ar11 to Ar17, R11, R12, and r are the same as defined with
respect to the foregoing general formula (1), provided that q represents 1.)
[0082] Additionally, in the aforesaid polymerization process, the step of reaction between the boron derivative and the
dihalide is usually conducted in the presence of a base such as potassium carbonate, sodium tert-butoxide, or triethyl-
amine. Also, the reaction can be conducted, as needed, in the presence of a transition metal catalyst such as a copper
or palladium complex. Further, in the step of reaction with the boron derivative, the reaction can be conducted in the
presence of a base such as potassium carbonate, sodium tert-butoxide, or triethylamine, and a transition metal catalyst
such as a palladium complex.
[0083] In addition, the polymer of the invention can also be synthesized by polymerizing a carbonyl compound or a
divinyl compound with a triarylamine wherein a hydrogen atom exists at p-position with respect to the amino group.

<Organic electroluminescent element material and organic electroluminescent element composition>

[0084] The polymer of the invention is preferably used as a material for an organic electroluminescent element.
[0085] Also, the composition of the invention for an organic electroluminescent element contains the polymer of the
invention and at least a solvent. Additionally, the composition of the invention for the organic electroluminescent element
may contain only one kind of the polymer of the invention or may contain two or more kinds of the polymers with any
ratio and any combination.
[0086] The composition of the invention for an organic electroluminescent element is preferably used as a coating
solution upon forming an organic layer which is disposed between an anode and a cathode of an organic electrolumi-
nescent element according to the wet film formation method.



EP 2 535 366 B1

23

5

10

15

20

25

30

35

40

45

50

55

[0087] The composition of the invention for forming an organic electroluminescent element is particularly preferably
used for forming a hole injection layer or a hole-transporting layer in the organic electroluminescent element.
[0088] Additionally, here, in the case where the layer between the anode and the luminescent layer in the organic
electroluminescent element is constituted by one layer, this layer is referred to as "hole-transporting layer" and, in the
case where the layer is constituted by two or more layers, a layer in contact with the anode is referred to as "hole injection
layer", and other layer or layers are collectively referred to as "hole-transporting layer or layers". Also, in some cases,
layers disposed between the anode and the luminescent layer are collectively referred to as "hole injection·transport layer".
[0089] The solvent to be contained in the organic electroluminescent composition is preferably a solvent which dissolves
the polymer of the invention, and is usually a solvent which dissolves the polymer of the invention in a content of 0.1%
by weight or more, preferably 0.5% by weight or more, more preferably 1% by weight or more.
[0090] Additionally, the composition of the invention for the organic electroluminescent element contains the polymer
of the invention in a content of usually 0.01% by weight or more, preferably 0.05% by weight or more, more preferably
0.1% by weight or more, and contains in a content of 50% by weight or less, preferably 20% by weight or less, more
preferably 10% by weight or less.
[0091] Kind of the solvent to be contained in the composition of the invention for the organic electroluminescent element
is not particularly limited. As solvents capable of dissolving the polymer of the invention, there are illustrated, preferably,
organic solvents, for example, aromatic compounds such as toluene, xylene, mesitylene, and cyclohexylbenzene; hal-
ogen-containing solvents such as 1,2-dichloroethane, chlorobenzene, and o-dichlorobenzene; ether type solvents such
as aliphatic ethers, e.g., ethylene glycol dimethyl ether, ethylene glycol diethyl ether, propylene glycol-1-monomethyl
ether acetate (PGMEA), and aromatic ethers, e.g, 1,2-dimethoxybenzene, 1,3-dimethoxybenzene, anisole, phenetole,
2-methoxytoluene, 3-methoxytoluene, 4-methoxytoluene, 2,3-dimethylanisole, and 2,4-dimethylanisole; and ester series
solvents such as aliphatic esters, e.g., ethyl acetate, n-butyl acetate, ethyl lactate, and n-butyl lactate, and ariphatic
esters e.g., phenyl acetate, phenyl propionate, methyl benzoate, ethyl benzoate, isopropyl benzoate, propyl benzoate,
and n-butyl benzoate. These may be used independently or in any combination of two or more thereof with any ratio.
[0092] The concentration of the solvent contained in the composition of the invention for the organic electroluminescent
element is usually 40% by weight or more, preferably 60% by weight or more, more preferably 80% by weight or more.
[0093] As the solvent to be contained in the composition of the invention for the organic electroluminescent element,
there are illustrated those solvents which have a vapor pressure at 25°C of usually 10 mmHg or less, preferably 5 mmHg
or less, and 0.1 mmHg or more. The process of producing the organic electroluminescent element according to the wet
film formation method can be made preferable by use of such solvent, and the composition can be made appropriate
for the properties of the polymer of the invention by use of the solvent. Specific examples of such solvent include the
aforesaid aromatic solvents such as toluene, xylene, and mesitylene; ether series solvents; and ester series solvents.
The concentration of these solvents in the composition is usually 10% by weight or more, preferably 30% by weight or
more, more preferably 50% by weight or more.
[0094] Also, as the solvent to be contained in the composition of the invention for the organic electroluminescent
element, there are illustrated mixed solvents of a solvent which has a vapor pressure at 25°C of usually 2 mmHg or
more, preferably 3 mmHg or more, more preferably 4 mmHg or more and a vapor pressure of 10 mmHg or less and a
solvent which has a vapor pressure at 25°C of usually less than 2 mmHg, preferably not more than 1 mmHg, more
preferably not more than 0.5 mmHg. Use of such mixed solvents enable formation of a uniform layer containing the
polymer of the invention and, further, additives such as an electron-accepting compound to be described hereinafter,
by the wet film formation method. The concentration of such mixed solvent in the composition of the invention for the
organic electroluminescent element is usually 10% by weight or more, preferably 30% by weight or more, more preferably
50% by weight or more.
[0095] Also, other solvents than those described above can be used as well. For example, amides such as N,N-
dimethylformamide and N,N-dimethylacetamide; and dimethylsulfoxide can be used as well. Further, the composition
of the invention for the organic electrolumineswcent element may contain various additives such as a leveling agent and
a defoaming agent.

<Structure of organic electroluminescent element>

[0096] The organic electroluminescent element of the invention is an organic electroluminescent element which in-
cludes a substrate having provided thereon an anode, one, two or more organic layers, and a cathode in this order, with
at least one of the organic layers containing a network polymer formed by cross-linking the aforesaid polymer of the
invention. Here, the organic layers include a hole injection layer, a hole-transporting layer, a luminescent layer, a hole-
blocking layer, an electron-transporting layer, and an electron injection layer. It is preferred for the hole injection layer
and/or hole- transporting layer to contain the network polymer formed by cross-linking the aforesaid polymer of the
invention.
[0097] Also, with the organic electroluminescent element of the invention, all of the hole injection layer, hole-transporting
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layer, and luminescent layer are preferably formed by the wet film formation method.
[0098] Layer structure of the organic electroluminescent element produced by the process of the invention and a
general process for its formation will be described below by reference to Fig. 1.
[0099] Fig. 1 is a schematic view of a cross-section showing one structural example of the organic electroluminescent
element in accordance with the invention. In Fig. 1, 1 stands for a substrate, 2 an anode, 3 a hole injection layer, 4 a
hole-transporting layer, 5 a luminescent layer, 6 a hole-blocking layer, 7 an electron-transporting layer, 8 an electron
injection layer, and 9 a cathode.
[0100] Additionally, in the invention, the wet film formation method means a method of forming a film in a wet manner,
such as a spin coating method, a dip coating method, a die coating method, a bar coating method, a blade coating
method, a roll coating method, a spray coating method, a capillary coating method, an inkjet method, a screen printing
method, a gravure printing method, and a flexography method. Of these film formation methods, a spin coating method,
a spray coating method, and an inkjet method are preferred. This is because these methods conform to the liquid
properties peculiar to the coating composition to be used for the organic electroluminescent element.

[Substrate]

[0101] The substrate is supposed to function as a support of the organic electroluminescent element, and a plate of
quartz or glass, a metal plate or a metal foil, a plastic film or sheet, or the like is used as the substrate. In particular, a
glass plate or a plate of transparent synthetic resin such as polyester, polymethacrylate, polycarbonate, or polysulfone
is preferred. In the case of using a synthetic resin substrate, attention must be paid on gas barrier properties thereof. In
case when gas barrier properties of the substrate is too small, the resulting organic electroluminescent element might
be deteriorated due to the outside air through the substrate, thus too small gas barrier properties not being preferred.
Therefore, it is one preferred method to provide on at least one side of the synthetic resin substrate a dense silicon oxide
film or the like to thereby ensure gas barrier properties.

[Anode]

[0102] The anode is supposed to function so as to inject holes into a layer on the luminescent layer side.
[0103] This anode is usually constituted by a metal such as aluminum, gold, silver, nickel, palladium, or platinum; a
metal oxide such as an oxide of indium and/or tin; a metal halogenide such as copper iodide; carbon black; or poly(3-
methylthiophene); an electrically conductive high polymer such as polypyrrole or polyaniline.
[0104] Formation of the anode is usually conducted by a sputtering method or a vacuum deposition method in many
cases. Also, in the case of forming the anode by using fine particles of electrically conductive metal oxide or fine powder
of electrically conductive high polymer, the anode can also be formed by dispersing them in an appropriate binder resin
solution and coating the solution on a substrate. Further, with electrically conductive high polymer, the anode can also
be formed by forming a thin film directly on the substrate by electrolytic polymerization or by coating the electrically
conductive high polymer on the substrate (Appl. Phys. Lett., vol.60, p.2711, 1992).
[0105] The anode is usually of a single layer structure but, as needed, it may be of a multi-layer structure composed
of plural materials.
[0106] The thickness of the anode varies depending upon required transparency. In the case where transparency is
required, it is preferred to adjust the visible light transmittance to usually 60% or more, preferably 80% or more. In this
case, the thickness of the anode is usually 5 nm or more, preferably 10 nm or more and is usually 1,000 nm or less,
preferably about 500 nm or less. In the case where the substrate may be opaque, thickness of the anode may be any
thickness, and the anode and the substrate may be one and the same. Furthermore, it is also possible to superpose a
different electrically conductive material on the above-described anode.
[0107] It is preferred to subject the anode surface to ultraviolet ray (UV)/ozone treatment or to the treatment with
oxygen plasma or argon plasma for the purpose of removing impurities adhered to the anode and to adjust ionization
potential to thereby improve hole injection properties.

[Hole injection layer]

[0108] The hole injection layer is a layer for transporting holes from the anode to the luminescent layer and is usually
formed on the anode. In the organic electroluminescent element of the invention, it is preferred to use a network polymer
formed by cross-linking the aforesaid polymer of the invention for the hole injection layer.
[0109] The method for forming the hole injection layer in accordance with the invention is not particularly limited, and
either a vacuum deposition method or a wet film formation method may be employed. From the standpoint of reducing
dark spots, however, it is preferred to form the hole injection layer by the wet film formation method.
[0110] The thickness of the hole injection layer is usually 5 nm or more, preferably 10 nm or more, and is usually 1,000



EP 2 535 366 B1

25

5

10

15

20

25

30

35

40

45

50

55

nm or less, preferably 500 nm or less.

{Formation of hole injection layer by wet film formation method}

[0111] In the case of forming the hole injection layer by wet film formation, usually, a material constituting the hole
injection layer is mixed with an appropriate solvent (solvent for the hole injection layer) to prepare a composition for film
formation (composition for forming the hole injection layer), and this composition for forming the hole injection layer is
coated on a layer which is an underlayer of the hole injection layer (usually, an anode), followed by drying to form the
hole injection layer.

(Hole-transporting compound)

[0112] The composition for forming the hole injection layer usually contains a hole-transporting compound as a material
for constituting the hole injection layer and contains a solvent.
[0113] The hole-transporting compound is usually used for the hole injection layer of the organic electroluminescent
element. High-molecular compounds such as polymers and low-molecular compounds such as monomers may be used
so long as they are compounds having hole-transporting properties, with high-molecular compounds being preferred.
In the invention, it is preferred to use the polymer of the invention as the high-molecular compound. Also, other hole-
transporting compounds may be used.
[0114] As other hole-transporting compounds, those compounds are preferred which have an ionization potential of
from 4.5 eV to 6.0 eV from the standpoint of barrier properties for preventing charge injection from the anode to the hole
injection layer. Examples of other hole-transporting compounds include aromatic amine derivatives, phthalocyanine
derivatives, porphyrin derivatives, oligothiophene derivatives, polythiophene derivatives, benzylphenyl derivatives, com-
pounds wherein tertiary amines are connected through a fluorene group, hydrazine derivatives, silazane derivatives,
silanamine derivatives, phosphamine derivatives, quinacridone derivatives, polyaniline derivatives, polypyrrole deriva-
tives, polyphenylene vinylene derivatives, polythienylene vinylene derivatives, polyquinoline derivatives, polyquinoxaline
derivatives, and carbon.
[0115] Additionally, in the invention, the term "derivatives" includes, taking aromatic amine derivatives for instance,
aromatic amines themselves and compounds containing aromatic amine as a main structure, and the derivatives may
be polymers or monomers.
[0116] As the hole-transporting compounds to be used as a material for the hole injection layer, any one of them may
be contained, or two or more thereof may be contained. In the case of containing two or more kinds of the hole-transporting
compounds, any combination may be employed, but a combined use of one, two or more kinds of the aromatic tertiary
amine high-molecular compounds and one, two or more kinds of other hole-transporting compounds is preferred.
[0117] Of the above-illustrated compounds, aromatic amine compounds are preferred from the standpoint of visible
light transmittance, with aromatic tertiary amine compounds being particularly preferred. Here, aromatic tertiary amine
compounds are compounds having an aromatic tertiary amine structure, including compounds having a group derived
from an aromatic tertiary amine.
[0118] The kind of the aromatic tertiary amine compound is not particularly limited but, from the standpoint of uniform
light emission due to surface-smoothening effect, high-molecular compounds having a weight-average molecular weight
of 1,000 or more and 1,000,000 or less (polymerization type compounds wherein repeating units are connected to each
other) are more preferred. As preferred examples of the aromatic tertiary amine high-molecular compounds, there are
illustrated high-molecular compounds having a repeating unit represented by the following formula (I).
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(In formula (I), Ar21 and Ar22 each independently represents an aromatic hydrocarbon group which may have a substituent
or an aromatic heterocyclic group which may have a substituent. Ar23 to Ar25 each independently represents a divalent
aromatic hydrocarbon group which may have a substituent or a divalent aromatic heterocyclic group which may have a
substituent. Zb represents a linking group selected from among the following group of linking groups. Also, of Ar21 to
Ar25, two groups bound to the same N atom may be connected to each other to form a ring.)

(In each of the above-described formulae, Ar26 to Ar36 each independently represents a monovalent or divalent aromatic
hydrocarbon group which may have a substituent or a monovalent or divalent aromatic heterocyclic group which may
have a substituent. R15 and R16 each independently represents a hydrogen atom or any substituent.)
[0119] As the monovalent or divalent aromatic hydrocarbon group and the monovalent or divalent aromatic heterocyclic
group of Ar21 to Ar36, groups derived from a benzene ring, a naphthalene ring, a phenenthrene ring, a thiophene ring,
and a pyridine ring are preferred from the standpoint of solubility, heat resistance, and hole injection·transport properties
of the high-molecular compound, with groups derived from a benzene ring and a naphthalene ring being more preferred.
[0120] The monovalent or divalent aromatic hydrocarbon group and the monovalent or divalent aromatic heterocyclic
group of Ar21 to Ar36 may further have a substituent. The molecular weight of the substituent is usually 400 or less, with
about 250 or less being preferred. As the substituent, an alkyl group, an alkenyl group, an alkoxy group, an aromatic
hydrocarbon group, an aromatic heterocyclic group, and the like are preferred.
[0121] When R15 and R16 each represents an arbitrary substituent, examples of the substituent include an alkyl group,
an alkenyl group, an alkoxy group, a silyl group, a siloxy group, an aromatic hydrocarbon group, and an aromatic
heterocyclic group.
[0122] As specific examples of the aromatic tertiary amine high-molecular compounds having a repeating unit repre-
sented by formula (I), there are illustrated those which are described in WO2005/089024.
[0123] In addition, as the hole-transporting compound, an electrically conductive polymer (PEDOT/PSS) obtained by
polymerizing a thiophene derivative of 3,4-ethylenedioxythiophene in high-molecular polystyrenesulfonic acid is also
preferred. Also, a product obtained by capping the ends of the polymer with methacrylate or the like may be employed.
[0124] Additionally, the hole-transporting compound may be a cross-linkable polymer to be described in the following
item of [Hole-transporting layer].
[0125] The concentration of the hole-transporting compound in the composition for forming the hole injection layer
may be arbitrary so long as the effects of the invention are not seriously spoiled but, from the standpoint of uniformity
of film thickness, the concentration is usually 0.01% by weight or more, preferably 0.1% by weight or more, still more
preferably 0.5% by weight or more, and is usually 70% by weight or less, preferably 60% by weight or less, still more
preferably 50% by weight or less. If this concentration is too large, there might result uneven film thickness whereas, if
too small, there might result defects in the formed hole injection layer.
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(Electron-accepting compound)

[0126] The composition for forming the hole injection layer preferably contains an electron-accepting compound as a
material for constituting the hole injection layer.
[0127] The electron-accepting compound is preferably a compound having oxidizing power and having the ability of
accepting one element from the above-described hole-transporting compound. Specifically, compounds having an elec-
tron affinity of 4 eV or more are preferred, and compounds having an electron affinity of 5 eV or more are more preferred.
[0128] As such electron-accepting compound, there are illustrated, for example, one, two or more compounds selected
from the group consisting of triarylboron compounds, metal halides, Lewis acids, organic acids, onium salts, and salts
between arylamine and Lewis acid. More specific examples thereof include onium salts substituted with organic groups,
such as 4-isopropyl-4’-methyldiphenyliodonium tetrakis(pentafluorophenyl)borate and triphenylslulfonium tetrafluorob-
orate (WO2005/089024); high-valence inorganic compounds such as iron (III) chloride (JP-A-11-251067) and ammonium
peroxodisulfate; cyano compounds such as tetracyanoethylene; aromatic boron compounds such as tris(pentafluoroph-
enyl)boran (JP-A-2003-31365); fullerene derivatives; iodine; and sulfonate ions such as polystyrenesulfonate ion, alkyl-
benzenesulfonate ion, and camphorsulfonate ion.
[0129] These electron-accepting compounds can improve conductivity of the hole injection layer by oxidizing the hole-
transporting compound.
[0130] The content of the electron-accepting compound based on the hole-transporting compound in the hole injection
layer or in the composition for forming the hole injection layer is usually 0.1 mol % or more, preferably 1 mol % or more,
but usually 100 mol % or less, preferably 40 mol % or less.

(Other constituent materials)

[0131] As materials of the hole injection layers, other components may be contained in addition to the above-described
hole-transporting compounds and the electron-accepting compounds so long as the effects of the invention are not
seriously spoiled. Examples of such other components include various light-emitting materials, electron-transporting
compounds, binder resins, and agents for improving coating properties. Additionally, other components may be used
alone or may be used in any combination of two or more thereof with any ratio.

(Solvent)

[0132] Of the solvents in the composition for forming the hole injection layer to be used for the wet film formation
method, at least one solvent is preferably a compound which can dissolve the materials constituting the above-described
hole injection layer. Also, this solvent has a boiling point of preferably 110°C or higher, preferably 140°C or higher,
particularly 200°C or higher, and usually 400°C or lower, particularly preferably 300°C or lower. In case when the boiling
point of the solvent is too low, drying rate might become so fast that film quality would be deteriorated. Also, in case
when the boiling point of the solvent is too high, the temperature in a drying step must be adjusted to a high level, which
might adversely affect other layers or substrate.
[0133] Examples of the solvent include ether series solvents, ester series solvents, aromatic hydrocarbon series
solvents, and amide series solvents.
[0134] Examples of the ether series solvents include aliphatic ethers such as ethylene glycol dimethyl ether, ethylene
glycol diethyl ether, and propylene glycol-1-monomethyl ether acetate (PGMEA); and aromatic ethers such as 1,2-
dimethoxybenzene, 1,3-dimethoxybenzene, anisole, phenethole, 2-methoxytoluene, 3-methoxytoluene, 4-methoxytol-
uene, 2,3-dimethylanisole, and 2,4-dimethylanisole.
[0135] Examples of the ester series solvents include aromatic esters such as phenyl acetate, phenyl propionate, methyl
benzoate, ethyl benzoate, propyl benzoate, and n-butyl benzoate.
[0136] Examples of the aromatic hydrocarbon series solvents include toluene, xylene, cyclohexylbenzene, 3-isopro-
pylbiphenyl, 1,2,3,4-tetramethylbenzene, 1,4-diisopropylbenzene, cyclohexylbenzene, and methylnaphthalene.
[0137] Examples of the amide series solvents include N,N-dimethylformamide and N,N-dimethylacetamide.
[0138] In addition, dimethylsulfoxide or the like can also be used.
[0139] These solvents may be used independently or in any combination of two or more with any ratio.

(Film formation method)

[0140] After preparing the composition for forming the hole injection layer, this composition is coated on a layer which
is an underlayer of the hole injection layer (usually, an anode), followed by drying to form the hole injection layer.
[0141] The temperature in the coating step is preferably 10°C or higher and is 50°C or lower in order to prevent defects
of the resulting film due to formation of crystals in the composition.
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[0142] The relative humidity in the coating step is not particularly limited so long as the effects of the invention are not
seriously spoiled, and is usually 0.01 ppm or more and is usually 80% or less.
[0143] After coating, the film of the composition for forming the hole injection layer is dried by, usually, heating or the
like. Examples of heating means to be employed in the heating step include a clean oven, a hot plate, infrared rays, a
halogen heater, and irradiation with microwaves. Of these, a clean oven and a hot plate are preferred in order to impart
heat uniformly throughout the film.
[0144] With respect to the heating temperature in the heating step, it is preferred to heat at a temperature equal to or
higher than the boiling point of the solvent used in the composition for forming the hole injection layer, so long as the
effects of the invention are not seriously spoiled. Also, when the solvent used for the hole injection layer is a mixed
solvent containing two or more kinds of solvents, it is preferred to heat at a temperature equal to or higher than the
boiling point of at least one of the solvents. In consideration of elevation of boiling point of the solvent, it is preferred in
the heating step to heat at a temperature of preferably 120°C or higher and preferably 410°C or lower.
[0145] In the heating step, the heating period is not particularly limited so long as the heating temperature is equal to
or higher than the boiling point of the solvent in the composition for forming the hole injection layer and so long as
sufficient insolubilization of the coated film does not occur, but is preferably 10 seconds or longer and is usually 180
minutes or shorter. In case when the heating period is too long, components in other layers tend to diffuse whereas, in
case when too short, the hole injection layer tends to become non-uniform. Heating may be carried out in two steps.

<Formation of hole injection layer by vacuum deposition method>

[0146] In the case of forming the hole injection layer by vacuum deposition, one, two or more kinds of materials for
constituting the hole injection layer (the aforesaid hole-transporting compound, the electron-accepting compound, etc.)
are placed in a crucible provided in a vacuum vessel (in the case where two or more kinds of materials are used, the
materials are placed in respective crucibles) and, after evacuating the vacuum vessel by means of an appropriate vacuum
pump to a degree of about 10-4 Pa, the crucible is heated (in the case where two or more kinds of materials are used,
respective crucibles are heated) to evaporate with controlling the evaporation amount (in the case where two or more
kinds of materials are used, the crucibles are respectively heated with independently controlling the evaporation amounts),
to thereby form a hole injection layer on an anode on a substrate placed in face of the crucible. Additionally, in the case
of using two or more kinds of materials, it is also possible to place a mixture of them in a crucible and heat it to evaporate
and form the hole injection layer.
[0147] The degree of vacuum upon vacuum deposition is not particularly limited so long as the effects of the invention
are not seriously spoiled, but is usually 0.1 3 10-6 Torr (0.13 3 10-4 Pa) or more and is usually 9.0 3 10-6 Torr (12.0 3
10-4 Pa) or less. The vacuum deposition rate is not particularly limited so long as the effects of the invention are not
seriously spoiled, but is usually 0.1 angstrom/sec or more and is usually 5.0 angstroms/sec or less. The film formation
temperature upon vacuum deposition is not particularly limited so long as the effects of the invention are not seriously
spoiled, but vacuum deposition is conducted at a temperature of preferably 10°C or higher and preferably 50°C or lower.

[Hole-transporting layer]

[0148] The method for forming the hole-transporting layer in accordance with the invention is not particularly limited
and may be either the vacuum deposition method or the wet film formation method but, from the standpoint of reduction
of dark spots, it is preferred to form the hole-transporting layer by the wet film formation method.
[0149] In the case where the hole injection layer exists, the hole-transporting layer can be formed on the hole injection
layer and, in the case where no hole injection layer exists, it can be formed on an anode. Also, the organic electrolumi-
nescent element may have a structure wherein the hole-transporting layer is omitted.
[0150] As materials for forming the hole-transporting layer, those materials are preferred which show high hole-trans-
porting ability and can transport injected holes with good efficiency. In order to realize this, such materials preferably
have high transparency to visible light, large hole mobility, and excellent stability and scarcely generate, upon production
or use, impurities which function as traps. Also, since the hole-transporting layer is in many cases in contact with the
luminescent layer, it preferably does not quench the light emitted from the luminescent layer or does not form exciplex
at the interface between the hole-transporting layer and the luminescent layer to thereby reduce efficiency.
[0151] As materials for such hole-transporting layer, any material may be employed that has been used as a material
for constituting hole-transporting layer, and those materials are preferred which have been illustrated hereinbefore as
hole-transporting compounds to be used in the aforesaid network polymer formed by cross-linking the polymer of the
invention and in the aforesaid hole injection layer. Also, there are illustrated arylamine derivatives, fluorene derivatives,
spiro derivatives, carbazole derivatives, pyridine derivatives, pyrazine derivatives, pyrimidine derivatives, triazine deriv-
atives, quinoline derivatives, phenanthroline derivatives, phthalocyanine derivatives, porphyrin derivatives, silole deriv-
atives, oligothiophene derivatives, condensed polycyclic aromatic derivatives, metal complexes, etc.
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[0152] Also, there are illustrated, for example, polyvinylcarbazole derivatives, polyarylamine derivatives, polyvinylt-
riphenylamine derivatives, polyfluorene derivatives, polyarylene derivatives, tetraphenylbenzidine-containing pol-
yarylene ether sulfone derivatives, polyarylene vinylene derivatives, polysiloxane derivatives, polythiophene derivatives,
and poly(p-pheylene vinylene) derivatives. These may be any of alternating copolymers, random polymers, block poly-
mers, and graft polymers. In addition, they may be polymers wherein the main chain may be branched to have three or
more end portions or may be so-called dendrimers.
[0153] Of these, polyarylamine derivatives and polyarylene derivatives are preferred. The polyarylamine derivatives
are preferably polymers having a repeating unit represented by the following formula (II). In particular, polymers composed
of the repeating unit represented by the following formula (II) are preferred. In this case, in the respective repeating units,
Aras or Arbs may be different from each other.

(In formula (II), Ara and Arb each independently represents a monovalent or divalent aromatic hydrocarbon group or a
monovalent or divalent aromatic heterocyclic group, which may have a substituent.)
[0154] As the monovalent or divalent aromatic hydrocarbon group which may have a substituent, there are illustrated
groups derived from a 6-membered single ring or from a 2- to 5-ring-condensed ring system such as a benzene ring, a
naphthalene ring, an anthracene ring, a phenanthrene ring, a perylene ring, a tetracene ring, a pyrene ring, a benzopyrene
ring, chrysene ring, a triphenylene ring, an acenaphthene ring, a fluoranthene ring, and fluorene ring, and groups wherein
two or more of these rings are directly connected to each other.
[0155] As the monovalent or divalent aromatic heterocyclic group which may have a substituent, there are illustrated
groups derived from a 5- or 6-membered single ring or from a 2- to 4-ring-condensed ring system such as a furan ring,
a benzofuran ring, a thiophene ring, a benzothiophene ring, a pyrrole ring, a pyrazole ring, an imidazole ring, an oxadiazole
ring, an indole ring, a carbazole ring, a pyrroloimidazole ring, a pyrrolopyrazole ring, a pyrrolopyrole ring, a thienopyrole
ring, a thienothiophene ring, a furopyrrole ring, a furofuran ring, a thienofuran ring, a benzisoxazole ring, a benzisothiazole
ring, a benzimidazole ring, a pyridine ring, a pyrazine ring, a pyridazine ring, a pyrimidine ring, a triazine ring, a quinoline
ring, an isoquinoline ring, a cinnoline ring, a quinoxaline ring, a phenanthridine ring, a benzimidazole ring, a perimidine
ring, a quinazoline ring, a quinazolinone ring, and an azrene ring, and groups wherein 2 to 4 of these rings are connected
to each other.
[0156] From the standpoint of solubility and heat resistance, Ara and Arb each independently represents preferably a
group derived from a ring selected from the group consisting of a benzene ring, a naphthalene ring, an anthracene ring,
a phenanthrene ring, a triphenylene ring, a pyrene ring, a thiophene ring, a pyridine ring, and a fluorene ring or a group
wherein two or more benzene rings are connected to each other (for example, a biphenyl group (a biphenyl group) or
a terphenylene group (a terphenylene group)). Of these, a benzene ring-derived group (a phenyl group), a group wherein
two benzene rings are connected to each other (a biphenyl group), and a fluorene ring-derived group (a fluorenyl group)
are preferred.
[0157] As the substituent which the aromatic hydrocarbon group and the aromatic heterocyclic group represented by
Ara and Arb may have, there are illustrated an alkyl group, an alkenyl group, an alkynyl group, an alkoxy group, an
aryloxy group, an alkoxycarbonyl group, a dialkylamino group, a diarylamino group, an acyl group, a halogen atom, a
haloalkyl group, an alkylthio group, an arylthio group, a silyl group, a siloxy group, a cyano group, an aromatic hydrocarbon
ring group, and an aromatic heterocyclic group.
[0158] As the polyarylene group, there are illustrated polymers having as the repeating unit thereof an arylene group
such as an aromatic hydrocarbon group or aromatic heterocyclic group, which may have those substituents illustrated
as Ara and Arb in the foregoing formula (II).
[0159] The polyarylene derivative is preferably a polymer having a repeating unit composed of the following formula
(III-1) and/or the following formula (III-2).
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(In formula (III-1), Ra, Rb, Rc, and Rd each independently represents an alkyl group, an alkoxy group, a phenylalkyl
group, a phenylalkoxy group, a phenyl group, a phenoxy group, an alkylphenyl group, an alkoxyphenyl group, an alkyl-
carbonyl group, an alkoxycarbonyl group, or a carboxy group. t and s each independently represents an integer of 0 to
3. In the case where t or s is 2 or more, plural Ras or Rbs contained in one molecule may be the same or different, or
adjacent Ras or Rbs may form a ring.)

(In formula (III-2), Re and Rf each independently is the same as Ra, Rb, Rc, or Rd in the above formula (III-1). u and v
each independently represents an integer of 0 to 3. In the case where u or v is 2 or more, plural Res or Rfs contained in
one molecule may be the same or different, or adjacent Res or Rfs may form a ring. X represents an atom or atoms
constituting 5- or 6-membered ring.)
[0160] Specific examples of X are -O-, -BR-, -NR-, -SiR2-, -PR-, -SR-, -CR2-, and a group formed by a combination
thereof. Additionally, R represents a hydrogen atom or any organic group. An organic group in the invention is a group
which contains at least one carbon atom.
[0161] Also, the polyarylene derivatives preferably further contain a repeating unit represented by the following formula
(III-3) in addition to the repeating unit composed of the foregoing formulae (III-1) and/or (III-2).
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(In formula (III-3), Ar° to Ari each independently represents an aromatic hydrocarbon group or an aromatic heterocyclic
group, which may have a substituent. w and x each independently represents 0 or 1.)
[0162] Specific examples of Arc to Arj are the same as Ara and Arb.
[0163] As specific examples of the above-described formulae (III-1) to (III-3) and specific examples of the polyarylene
derivatives, there are illustrated those which are described in JP-A-2008-98619.
[0164] In the case where the hole-transporting layer is formed by the wet film formation method, a composition for
forming the hole-transporting layer is prepared in the same manner as in formation of the above-described hole injection
layer and, after wet film formation, the film is heated to dry.
[0165] The composition for forming the hole-transporting layer contains a solvent in addition to the above-described
hole-transporting compound. The solvent to be used is the same as that used for the composition for forming the above-
described hole injection layer. Also, film-forming conditions, heat-drying conditions, and the like are the same as in the
case of forming the hole injection layer.
[0166] In the case of forming the hole-transporting layer by the vacuum deposition method, too, the film-forming
conditions and the like are the same as in the case of forming the above-described hole injection layer.
[0167] The hole-transporting layer may contain, in addition to the above-described hole-transporting compound, various
light-emitting materials, electron-transporting compounds, binder resins, coating property-improving agents, etc.
[0168] The hole-transporting layer may also be a layer formed by cross-linking a cross-linkable compound. The cross-
linkable compound is a compound which has a cross-linkable group and forms a network high-molecular compound
when cross-linked.
[0169] Examples of the cross-linkable group include a group derived from a cyclic ether such as oxetane or epoxy; a
group derived from an unsaturated double bond such as a vinyl group, a trifluorovinyl group, a styryl group, an acryl
group, methacryloyl, or cinnamoyl; and a group derived from benzocyclobutene.
[0170] The cross-linkable compound may be any of a monomer, an oligomer, and a polymer. The cross-linkable
compound may include only one kind or any combination of two or more kinds thereof with any ratio.
[0171] As the cross-linkable compound, hole-transporting compounds having a cross-linkable group are preferably
used. The hole-transporting compounds include those which have been illustrated above, and the cross-linkable com-
pounds include those wherein the cross-linkable group is bound to the main chain or side chain of the hole-transporting
compounds. In particular, the cross-linkable group is preferably bound to the main chain through a linking group such
as an alkylene group. In addition, the hole-transporting compound is preferably a polymer containing a repeating unit
having a cross-linkable group, and is preferably a polymer containing a repeating unit wherein a cross-linkable group is
connected to the above-described formula (II) or formulae (III-1) to (III-3) directly or through a linking group.
[0172] Examples of the hole-transporting compound include derivatives of nitrogen-containing aromatic compounds
such as pyridine derivatives, pyrazine derivatives, pyrimidine derivatives, triazine derivatives, quinolone derivatives,
phenanthroline derivatives, carbazole derivatives, phthalocyanine derivatives, and porphyrin derivatives; triphenylamine
derivatives; silole derivatives; oligothiophene derivatives, condensed polycyclic aromatic derivatives; and metal com-
plexes. Of these, nitrogen-containing aromatic derivatives such as pyridine derivatives, pyrazine derivatives, pyrimidine
derivatives, triazine derivatives, quinolone derivatives, phenanthroline derivatives, and carbazole derivatives; triphe-
nylamine derivatives; silole derivatives; condensed polycyclic aromatic derivatives; metal complexes; and the like are
preferred, with triphenylamine derivatives being particularly preferred.
[0173] In order to form the hole-transporting layer by cross-linking the cross-linkable compound, a composition for
forming the hole-transporting layer, which contains the cross-linking compound dissolved or dispersed in a solvent, is
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prepared and subjected to wet film formation, followed by cross-linking the compound.
[0174] The composition for forming the hole-transporting layer may contain additives for accelerating cross-linking
reaction, in addition to the cross-linkable compound. Examples of the additives for accelerating cross-linking reaction
include polymerization initiators and polymerization accelerators such as an alkylphenone compound, acylphosphine
oxide compound, a metallocene compound, an oxime ester compound, an azo compound, and an onium salt; and photo
sensitizers such as a condensed polycyclic hydrocarbon, a porphyrin compound, and a diaryl ketone compound.
[0175] In addition, a coating property-improving agent such as a leveling agent or a defoaming agent; an electron-
accepting compound; a binder resin; and the like may also be contained.
[0176] The composition for forming the hole-transporting layer contains the cross-linkable compound in a content of
usually 0.01% by weight or more, preferably 0.05% by weight or more, still more preferably 0.1% by weight or more and
in a content of usually 50% by weight or less, preferably 20% by weight or less, more preferably 10% by weight or less.
[0177] After forming a film of the composition for forming the hole-transporting layer, which contains the cross-linkable
compound in the above-described content, on an underlayer (usually the hole injection layer), the cross-linkable com-
pound is cross-linked by heat and/or irradiation with actinic energy such as light to form a network high-molecular
compound.
[0178] Conditions of temperature, humidity, and the like upon film formation are the same as with the wet film formation
of the aforesaid hole injection layer.
[0179] Techniques of heating after film formation are not particularly limited but, as to heating temperature condition,
the heating temperature is usually 120°C or higher and is preferably 400°C or lower.
[0180] Heating time is usually 1 minute or longer and is preferably 24 hours or shorter. Heating means are not particularly
limited, and means of placing a multi-layer product having the thus-formed layers on a hot plate or means of heating in
an oven is employed. For example, conditions of heating on a hot plate at 120°C or higher for 1 minute or longer may
be employed.
[0181] In the case of irradiating with actinic energy such as light, there are illustrated a method of irradiating by directly
using a source of ultraviolet rays, visible light, or infrared rays, such as a super-high pressure mercury lamp, a high
pressure mercury lamp, a halogen lamp, or an infrared lamp, and a method of irradiating using a mask aligner having
the aforesaid light source built-in or using a conveyer-type light-irradiating apparatus. As to irradiation with other actinic
energy than light, there is illustrated, for example, a method of using an apparatus for irradiating with microwaves
generated from a magnetron, a so-called microwave oven. As to irradiation time, it is preferred to select condition
necessary for reducing solubility of the film, and irradiation is conducted for a period of usually 0.1 second or longer and
is preferably 10 hours or shorter.
[0182] Heating and irradiation with actinic energy such as light each may be conducted independently or in combination
thereof and, in the case of employing the combination, the order of conducting them is not particularly limited.
[0183] The film thickness of the thus-formed hole-transporting layer is usually 5 nm or more, preferably 10 nm or more
and is usually 300 nm or less, preferably 100 nm or less.

[Luminescent layer]

[0184] A luminescent layer is provided on the hole injection layer or, in the case where the hole-transporting layer is
provided, on the hole-transporting layer. The luminescent layer is a layer wherein holes injected from the anode and
electrons injected from the cathode recombine with each other in the space between the electric field-applied electrodes,
thus being excited and functioning as a light-emitting source.

[Materials for luminescent layer]

[0185] The luminescent layer contains, as the materials for constituting it, at least a material having light-emitting
properties (light-emitting material) and contains preferably a compound having hole-transporting properties (hole-trans-
porting compound) or a compound having electron-transporting properties (electron-transporting compound). It may
also be possible to use the light-emitting material as a dopant material and use the hole-transporting compound or the
electron-transporting compound as a host material. The light-emitting material is not particularly limited, and it suffices
to use a substance which emits light of desired wavelength with good light-emitting efficiency. Further, the luminescent
layer may contain other components within ranges of not seriously spoiling the effects of the invention. Additionally, in
the case of forming the luminescent layer by the wet film formation method, it is preferred to use low-molecular weight
materials as all of the materials.

[Light-emitting material]

[0186] As the light-emitting materials, any known materials can be applied. For example, they may be fluorescent
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light-emitting materials or may be phosphorescent light-emitting materials but, from the standpoint of internal quantum
efficiency, phosphorescent light-emitting materials are preferred. Also, combination thereof may be employed; for ex-
ample, a fluorescent light-emitting material may be used for blue color, and a phosphorescent light-emitting material
may be used for green color or red color.
[0187] Additionally, for the purpose of improving solubility in a solvent, it is preferred to reduce symmetrical properties
or rigidity of the light-emitting materials.
[0188] Of the light-emitting materials, fluorescent light-emitting materials will be illustrated below, but the fluorescent
dyes are not limited only to the following illustrative ones.
[0189] As fluorescent light-emitting materials capable of emitting blue light (blue fluorescent dyes), there are illustrated,
for example, naphthalene, perylene, pyrene, chrysene, anthracene, coumarin, p-bis(2-phenylethenyl)benzene, and de-
rivatives thereof.
[0190] As fluorescent light-emitting materials capable of emitting green light (green fluorescent dyes), there are illus-
trated, for example, quinacridone derivatives, coumarin derivatives, and aluminum complexes such as Al(C9H6NO)3.
[0191] As fluorescent light-emitting materials capable of emitting yellow light (yellow fluorescent dyes), there are
illustrated, for example, rubrene and perimidone derivatives.
[0192] As fluorescent light-emitting materials capable of emitting red light (red fluorescent dyes), there are illustrated,
for example, DCM (4-(dicyanomethylene)-2-methyl-6-(p-dimethylaminostyryl)-4H-pyran) series compounds, benzo-
pyran derivatives, Rhodamine derivatives, benzothioxanthene derivatives, and azabenzothioxanthene derivatives.
[0193] As phosphorescent light-emitting materials, there are illustrated, for example, organometallic complexes con-
taining a metal selected from groups 7 to 11 in the long-form periodic table (hereinafter, unless otherwise specified, the
term "periodic table" means long-form periodic table).
[0194] As metals selected from groups 7 to 11 in the periodic table, there are illustrated, preferably, ruthenium, rhodium,
palladium, silver, rhenium, osmium, iridium, platinum, and gold.
[0195] As a ligand in the complex, ligands wherein a (hetero)aryl group and pyridine, pyrazole, phenanthroline, or the
like are connected, such as a (hetero)arylpyridine ligand and a (hetero)arylpyrazole ligand are preferred, with a phe-
nylpyridine ligand and a phenylpyrazole ligand being particularly preferred. Here, "(hetero)aryl" represents an aryl group
or a heteroaryl group.
[0196] As the phosphorescent light-emitting materials, there are specifically illustrated tris(2-phenylpyridine)iridium,
tris(2-phenylpyridine)ruthenium, tris(2-phenylpyridine)palladium, bis(2-phenylpyridine)platinum, tris(2-phenylpyrid-
ine)osmium, tris(2-phenylphridine)rhenium, octaethylplatinum porphyrin, octaphenylplatinum porphyrin, octaethylpalla-
dium porphyrin, and octaphenylpalladium porphyrin.
[0197] The molecular weight of the compound to be used as the light-emitting material may be arbitrary so long as
the effects of the invention are not seriously spoiled, but is usually 10,000 or less, preferably 5,000 or less, more preferably
4,000 or less, still more preferably 3,000 or less and is usually 100 or more, preferably 200 or more, more preferably
300 or more, still more preferably 400 or more. In case when the molecular weight of the light-emitting material is too
small, the heat resistance might be seriously reduced, gas might be generated, film quality of the formed film might be
deteriorated, or change in morphology of the organic electroluminescent element due to migration or the like might be
caused. On the other hand, in case when the molecular weight of the light-emitting material is too large, purification of
the organic compound tends to become difficult or the organic compound tends to require a prolonged time upon
dissolving it in a solvent.
[0198] Additionally, the above-described light-emitting materials may be used alone or in any combination of two or
more thereof with any ratio.
[0199] The content of the light-emitting material in the luminescent layer may be arbitrary so long as the effects of the
invention are not seriously spoiled, but is usually 0.05% by weight or more and is usually 35% by weight or less. In case
when the content of the light-emitting material is too small, there might result uneven light emission whereas, in case
when too large, the light-emitting efficiency might be reduced. Additionally, in the case where two or more kinds of the
light-sensitive materials are used in combination, the total content of these materials is to be adjusted to fall within the
above-described range.

(Hole-transporting compound)

[0200] The hole-transporting compound may be contained in the luminescent layer as its constituent material. Here,
as low-molecular weight hole-transporting compounds of the hole-transporting compounds, there are illustrated, in ad-
dition to the various compounds illustrated as the aforesaid (low-molecular weight hole-transporting compounds) in the
hole injection layer, aromatic diamines which contain two or more tertiary amines and wherein two or more condensed
aromatic rings are connected to nitrogen atom, represented by, for example, 4,4’-bis[N-(1-naphthyl)-N-phenylamino]bi-
phenyl (JP-A-5-234681), aromatic amine compounds having a starburst structure such as 4,4’,4"-tris(1-naphthylphe-
nylamino)triphenylamine (Journal of Luminescence, 1997, Vo.72-74, pp.985), aromatic amine compounds composed
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of tetramer of triphenylamine (Chemical Communications, 1996, pp.2175), and spiro compounds such as 2,2’,7,7’-
tetrakis-(diphenylamino)-9,9’-spirobifluorene (Synthetic Metals, 1997, Vol.91, pp.209).
[0201] Additionally, in the luminescent layer, the hole-transporting compounds may be used independently or in any
combination of two or more thereof with any ratio.
[0202] The content of the hole-transporting compound in the luminescent layer may be arbitrary so long as the effects
of the invention are not seriously spoiled, but is usually 0.1% by weight or more and is usually 65% by weight or less.
In case when the content of the hole-transporting compound is too small, the layer might tend to be susceptible to
influence of a short circuit whereas, in case when too large, there might result uneven film thickness. Additionally, in the
case where two or more kinds of the hole-transporting compounds are used in combination, the total content of these
materials is to be adjusted to fall within the above-described range.

(Electron-transporting compound)

[0203] An electron-transporting compound may be contained in the luminescent layer as its constituent material. Here,
as low-molecular weight electron-transporting compounds of the electron-transporting compounds, there are illustrated
2,5-bis(1-naphthyl)-1,3,4-oxadiazole (BND), 2,5-bis(6’-(2’,2"-bipyridyl)-1,1-dimethyl-3,4-diphenylsilole (PyPySPyPy),
bathophenanthroline (BPhen), 2,9-dimethyl-4,7-diphenyl-1,10-phenanthroline (BCP, bathocuproine), 2-(4-bipnenylyl)-
5-(-p-tertiary-butylphenyl)-1,3,4-oxadiazole (tBu-PBD), and 4,4’-bis(9-carbazole)-biphenyl (CBP). Additionally, in the
luminescent layer, the electron-transporting compounds may be used independently or in any combination of two or
more thereof with any ratio.
[0204] The content of the electron-transporting compound in the luminescent layer may be arbitrary so long as the
effects of the invention are not seriously spoiled, but is usually 0.1% by weight or more and is usually 65% by weight or
less. In case when the content of the electron-transporting compound is too small, the layer might tend to be susceptible
to influence of a short circuit whereas, in case when too large, there might result uneven film thickness. Additionally, in
the case where two or more kinds of the electron-transporting compounds are used in combination, the total content of
these materials is to be adjusted to fall within the above-described range.

[Formation of luminescent layer]

[0205] In the case of forming the luminescent layer by the wet film formation method in accordance with the invention,
a composition for forming the luminescent layer is prepared by dissolving the above-described materials in an appropriate
solvent, and film formation is carried out by using the composition to form the luminescent layer.
[0206] As the solvent for the luminescent layer to be contained in the composition for forming the luminescent layer
by the wet film formation method in accordance with the invention, any solvent can be used so long as it enables formation
of the luminescent layer. Preferred examples of the solvent for the luminescent layer are the same solvents as have
been illustrated with respect to the composition for forming the above-described hole injection layer.
[0207] The content of the solvent for the luminescent layer may be arbitrary so long as the effects of the invention are
not seriously spoiled, but is usually 0.01% by weight or more and is usually 70% by weight or less. Additionally, in the
case where two or more kinds of solvents for the luminescent layer are used in combination, the total content of these
solvents is to be adjusted to fall within the above-described range.
[0208] Also, the concentration of the solid component such as the light-emitting material, hole-transporting compound,
and electron-transporting compound in the composition for forming the luminescent layer is usually 0.01% by weight or
more and is usually 70% by weight or less. In case when the concentration is too large, there might result uneven film
thickness whereas, in case when too small, film defects might be generated.
[0209] The luminescent layer is formed by forming a film from the composition for forming the luminescent layer
according to the wet film formation method, and drying the obtained coated film to thereby remove the solvent. To be
specific, the method is the same as the method described above with respect to formation of the hole injection layer.
The type of the wet film formation method is not limited so long as the effects of the invention are not seriously spoiled,
and any type of the aforesaid method may be employed.
[0210] The film thickness of the luminescent layer is arbitrary so long as the effects of the invention are not seriously
spoiled, but is usually 3 nm or more, preferably 5 nm or more and is usually 200 nm or less, preferably 100 nm or less.
In case when the film thickness of the luminescent layer is too small, film defects might be generated whereas, in case
when too large, driving voltage might be increased.

[Hole-blocking layer]

[0211] A hole-blocking layer may be provided between the luminescent layer and an electron injection layer to be
described hereinafter. The hole-blocking layer is a layer to be formed on the luminescent layer so that the hole-blocking
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layer is in contact with the cathode-side surface of the luminescent layer.
[0212] This hole-blocking layer functions to prevent holes migrating from the anode from reaching the cathode and to
transport electrons injected from the cathode effectively toward the luminescent layer.
[0213] As to physical properties required for materials constituting the hole-blocking layer, they are required to have
a high electron mobility, a low hole mobility, a large energy gap (difference between HOMO and LUMO), and a high
excited triplet level (T1). As materials of the hole-blocking layer which satisfy these conditions, there are illustrated mixed-
ligand complexes such as bis(2-methyl-8-quinolinolato)(phenolato)aluminum, bis(2-methyl-8-quinolinolato)(triphenylsi-
lanolato)aluminum, dinuclear metal complexes such as bis(2-methyl-8-quinolato)aluminum-m-oxobis(2-methyl-8-quino-
lilato)aluminum, styryl compounds such as distyrylbiphenyl derivatives (JP-A-11-242996), triazole derivatives such as
3-(4-biphenylyl)-4-phenyl-5(4-tert-butylphenyl)-1,2,4-triazole (JP-A-7-41759), and phenanthroline derivatives such as
bathocuproine (JP-A-10-79297). Furthermore, the compound having at least one pyridine ring substituted in the 2-, 4-,
and 6-positions which is described in WO2005/022962 is also preferred as a material for the hole blocking layer.
[0214] Additionally, the materials of the hole blocking layer may be used alone or in any combination of two or more
thereof with any ratio.
[0215] There are no limits as to the method of forming the hole blocking layer. Therefore, the layer can be formed by
a wet film formation method, a vacuum deposition method, or other method.
[0216] The thickness of the hole blocking layer is arbitrary so long as the effects of the invention is not seriously spoiled,
but is usually 0.3 nm or more, preferably 0.5 nm or more, and is usually 100 nm or less, preferably 50 nm or less.

[Electron-transporting layer]

[0217] An electron-transporting layer may be provided between the luminescent layer and an electron injection layer
to be described hereinafter.
[0218] The electron-transporting layer is provided for the purpose of more improving light-emitting efficiency of the
element, and is formed from a compound which can transport electrons injected from the cathode effectively in the space
between electrodes across which electric field is applied, toward the luminescent layer.
[0219] As the electron-transporting compound to be used in the electron-transporting layer, those compounds are
usually used which show high electron injection efficiency from the cathode or from the electron injection layer, and
which have such high electron mobility that injected electrons can be transported with good efficiency. As compounds
which satisfy such conditions, there are illustrated metal complexes such as 8-hydroxyquinoline aluminum complex (JP-
A-59-194393), metal complexes of 10-hydroxybenzo[h]quinolone, oxadiazole derivatives, distyrylbiphenyl derivatives,
silole derivatives, metal complexes of 3-hydroxyflavone, metal complexes of 5-hydroxyflavone, metal complexes of
benzoxazole, metal complexes of benzothiazole, trisbenzimidazolylbenzene (US Patent No.5,645,948), quinoxaline
compounds (JP-A-6-207169), phenanthroline derivatives (JP-A-5-331459), 2-t-butyl-9,10-N,N’-dicyanoanthraquinone-
diimine, n-type hydrogenated amorphous silicon carbide, n-type zinc sulfide, and n-type zinc selenide.
[0220] Additionally, the materials of the electron-transporting layer may be used alone or in any combination of two
or more thereof with any ratio.
[0221] There are no limits as to the method of forming the electron-transporting layer. Therefore, the layer can be
formed by a wet film formation method, a vacuum deposition method, or other method.
[0222] The thickness of the electron-transporting layer is arbitrary so long as the effects of the invention is not seriously
spoiled, but is usually 1 nm or more, preferably 5 nm or more, and is usually 300 nm or less, preferably 100 nm or less.

[Electron injection layer]

[0223] The electron injection layer functions to inject electrons injected from the cathode into the luminescent layer
with good efficiency. In order to conduct electron injection with good efficiency, materials for forming the electron injection
layer are preferably metals having a low work function. As examples thereof, there are used alkali metals such as sodium
and cesium, and alkaline earth metals such as barium and calcium. The film thickness thereof is usually 0.1 nm or more
and is preferably 5 nm or less.
[0224] Further, doping an organic electron-transporting compound represented by a nitrogen-containing heterocyclic
compound such as bathophenanthroline or by a metal complex such as an aluminum complex of 8-hydroxyquinoline
with an alkali metal such as sodium, potassium, cesium, lithium, or rubidium (described in JP-A-10-270171, JP-A-
2002-100478, JP-A-2002-100482, etc.) serves to improve electron-injecting and electron-transporting properties and
provide good film quality, thus such doping being preferred. The film thickness in this case is usually 5 nm or more,
particularly preferably 10 nm or more, and is usually 200 nm or less, particularly preferably 100 nm or less.
[0225] Additionally, the materials of the electron injection layer may be used alone or in any combination of two or
more thereof with any ratio.
There are no limits as to the method of forming the electron injection layer. Therefore, the layer can be formed by a wet



EP 2 535 366 B1

36

5

10

15

20

25

30

35

40

45

50

55

film formation method, a vacuum deposition method, or other method.

[Cathode]

[0226] The cathode functions to inject electrons into layers on the side of the luminescent layer (e.g., the electron
injection layer, the luminescent layer, etc.).
[0227] As materials for the cathode, those materials can be used which are used for the aforesaid anode but, in order
to conduct electron injection with good efficiency, metals having a low work function are preferred. For example, appro-
priate metals such as tin, magnesium, indium, calcium, aluminum and silver or alloys thereof are used. Specific examples
thereof include electrodes of alloys having a low work function, such as magnesium-silver alloy, magnesium-indium
alloy, and aluminum-lithium alloy.
[0228] Additionally, the materials of the cathode may be used alone or in any combination of two or more thereof with
any ratio.
[0229] The thickness of the cathode is usually the same as that of the anode.
[0230] Further, in order to protect the cathode composed of the metal with a low work function, it is preferred to further
provide thereon a metal layer which has a high work function and is stable against atmosphere, because stability of the
element is increased. For this purpose, metals such as aluminum, silver, copper, nickel, chromium, gold, and platinum
are used. Additionally, these materials may be used alone or in any combination of two or more thereof with any ratio.

[Other layers]

[0231] The organic electroluminescent element in accordance with the invention may have other constitution without
departing from the spirit thereof. For example, an arbitrary layer may be provided between the anode and the cathode
in addition to the above-described layers, or any of the layers may be omitted.

[Electron-blocking layer]

[0232] As such other arbitrary layer, there is illustrated, for example, an electron-blocking layer.
[0233] The electron-blocking layer is provided between the hole injection layer or hole-transporting layer and the
luminescent layer and, by preventing electrons having migrated from the luminescent layer from reaching the hole
injection layer, the electron-blocking layer functions to increase probability of electron-hole recombination within the
luminescent layer and confine generated excitons within the luminescent layer and functions to transport holes injected
from the hole injection layer toward the luminescent layer with good efficiency. In particular, in the case of using a
phosphorescent material or a blue-light-emitting material as the light-emitting material, it is effective to provide the
electron-blocking layer.
[0234] As to characteristic properties required for the electron-blocking layer, they are required to have a high hole-
transporting ability, a large energy gap (difference between HOMO and LUMO), and a high excited triplet level (T1).
Further, in the invention, in the case where the luminescent layer is formed as an organic layer in accordance with the
invention by the wet film formation method, the electron-blocking layer is also required to have adaptability to the wet
film formation method. As materials to be used for such electron-blocking layer, there is illustrated a copolymer between
dioctylfluorene and triphenylamine represented by F8-TFB (WO2004/084260).
[0235] Additionally, the materials of the electron-blocking layer may be used alone or in any combination of two or
more thereof with any ratio.
[0236] There are no limits as to the method of forming the electron-blocking layer. Therefore, the layer can be formed
by a wet film formation method, a vacuum deposition method, or other method.
[0237] Further, insertion of an extremely thin insulating film (0.1 to 5 nm) formed from, for example, lithium fluoride
(LiF), magnesium fluoride (MgF2), lithium oxide (Li2O), or cesium (II) carbonate (CsCO3) between the cathode and the
luminescent layer or the electron-transporting layer is also an effective method for improving efficiency of the element
(see, for example, Applied Physics Letters, 1997, Vol.70, pp.152; JP-A-10-74586; IEEE Transactions on Electron De-
vices, 1997, Vol.44, pp.1245; SID 04 Digest, pp.154, etc.).
[0238] Moreover, in any of the layer configurations explained above, the constituent elements excluding the substrate
may be superposed in the reverse order. For example, in the case of the layer configuration shown in FIG. 1, the
constituent elements other than the substrate may be provided on the substrate in the order of: the cathode, electron
injection layer, electron-transporting layer, hole-blocking layer, luminescent layer, hole- transporting layer, hole injection
layer, and anode.
[0239] It is also possible to constitute an organic electroluminescent element in accordance with the invention by
superposing the constituent elements other than the substrate between two substrates, at least one of which is trans-
parent.
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[0240] A structure composed of a stack of stages each composed of constituent elements other than substrates (light-
emitting units) (i.e., a structure composed of a plurality of stacked light-emitting units) is also possible. In this case, when
a carrier generation layer (CGL) made of, for example, vanadium pentoxide (V2O5) is disposed in place of the interfacial
layers located between the stages (i.e., between the light-emitting units) (when the anode is ITO and the cathode is Al,
the interfacial layers are these two layers), then the barrier between the stages is reduced. This configuration is more
preferred from the standpoints of light-emitting efficiency and driving voltage.
[0241] Furthermore, the organic electroluminescent element in accordance with the invention may be configured so
as to be a single organic electroluminescent element, or may be applied to a configuration in which a plurality of organic
electroluminescent elements have been disposed in an array arrangement. The organic electroluminescent element
may also be applied to a configuration in which anodes and cathodes have been disposed in an X-Y matrix arrangement.
[0242] Also, each of the layers described above may contain ingredients other than those described above as materials
for the layer so long as the effects of the invention are not seriously spoiled.

<Display device>

[0243] The display device of the invention employs the organic electroluminescent element of the invention described
above.
[0244] The type and structure of the display device of the invention are not particularly limited, and can be fabricated
using the organic electroluminescent element of the invention according to ordinary methods.
[0245] For example, the display device of the invention can be formed by the method described in Yu ki EL Dispurei
(Ohmsha, Ltd., published on Aug. 20, 2004, written by TOKITO Shizuo, ADACHI Chihaya, and MURATA Hideyuki).

<Lighting device>

[0246] The lighting device of the invention employs the organic electroluminescent element of the invention described
above. The type and structure of the lighting device of the invention are not particularly limited, and can be fabricated
using the organic electroluminescent element of the invention according to ordinary methods.

Examples

(Synthesis Example 1) Synthesis of polymer 1

Synthesis of intermediate 1

[0247]

[0248] 4,4’-(1,3-dimethylbutylidene)diphenol (15 g, 55.48 mmol), triethylamine (22.46 g, 221.92 mmol), and methylene
chloride (150 mL) were placed under nitrogen atmosphere, followed by stirring at 0°C. Trifluoromethanesulfonic acid
anhydride (37.56 g, 133.16 mmol) was added thereto, and the resulting mixture was stirred at room temperature for 6
hours. Water and IN hydrochloric acid were added to the reaction mixture, and the mixture was extracted with methylene
chloride. The organic layer was washed with a mixed liquid of water and 1N hydrochloric acid, then washed with an
aqueous solution of sodium chloride and dried over magnesium sulfate, followed by concentrating under reduced pres-
sure. The residue was purified by silica gel column chromatography (hexane/methylene chloride=3/1) to obtain an
intermediate 1 (19.1 g, yield: 64%).

Synthesis of intermediate 2

[0249]
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[0250] A suspension of the intermediate 1 (19.1 g, 35.73 mmol), bis(pinacolato)diborane (21.78 g, 85.76 mmol), and
potassium acetate (17.89 g, 182.25 mmol) in dehydrated dimethylsulfoxide (157 mL) was heated to 60°C under nitrogen
atmosphere, then a dichloromethane adduct of dichloro[1,1’-bis(diphenylphosphino)ferrocene] palladium (II) (1.46 g,
1.79 mol) was added thereto, followed by increasing the temperature to 80°C and stirring for 4 hours. After allowing the
reaction mixture to cool to room temperature, water was added to the reaction solution, and crystals precipitated were
collected by filtration, dissolved in methylene chloride and, after adding thereto magnesium sulfate and white clay, the
resulting mixture was stirred and filtered. The filtrate was concentrated, and the residue was purified by silica gel column
chromatography (hexane/methylene chloride = 1/1), and was subjected to suspension washing in hexane to obtain an
intermediate 2 (7.9 g, yield 45%).

Synthesis of intermediate 3

[0251]

[0252] To a solution of the intermediate 2 (13.2 g, 26.92 mmol), 4-bromoiodobenzene (17.67 g, 62.47 mmol), toluene
(268 mL), and ethanol (134 mL) were added, under nitrogen atmosphere, tetrakis(triphenylphosphine)palladium (0) (1.56
g, 1.35 mmol) and a 2M potassium triphosphate aqueous solution (67 mL) at room temperature, followed by refluxing
for 8 and a half hours. After allowing the reaction mixture to cool to room temperature, the reaction mixture was extracted
with toluene. The organic layer was washed with water and dried over magnesium sulfate, followed by concentrating
under reduced pressure. The residue was purified by silica gel column chromatography (hexane/methylene chloride =
8/1) and, after concentrating, a small amount of hexane was added thereto to precipitate crystals, thus a monomer 3
(8.3 g, yield: 56%) being obtained.

(Synthesis Example of end polymer 1)

[0253]
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[0254] The monomer 1 (2.677 g, 7.6596 mmol), the monomer 2 (0.0847 g, 0.4338 mmol), the monomer 3 (2.219 g,
4.0467 mmol), sodium t-butoxide (2.49 g, 25.9 mmol), and toluene (30 mL) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-tert-butylphos-
phine (0.131 g, 0.647 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.084
g, 0.081 mmol) in 3 mL of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added
to the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. After confirming that
the monomers 1 to 3 disappeared, 4,4’-dibromobenzene (1.212 g, 3.8846 mmol) was added thereto. After refluxing the
mixture for 30 minutes under heating, the reaction solution was allowed to cool, and then the reaction solution was
dropwise added to 300 mL of ethanol to crystallize a crude polymer 1. Crystals formed were collected by filtration and dried.
[0255] The thus-obtained crude polymer 1 was dissolved in 80 ml of toluene, and bromobenzene (0.254 g, 1.62 mmol)
and sodium tert-butoxide (2.49 g, 25.9 mmol) were charged therein and, after sufficiently purging the atmosphere with
nitrogen, the mixture was heated to 60°C (solution C). Tri-t-butylphosphine (0.131 g, 0.647 mmol) was added to a solution
of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.084 g, 0.081 mmol) in 3 mL of toluene, and the resulting
mixture was heated to 60°C (solution D). The solution D was added to the solution C in a nitrogen stream, and the
mixture was refluxed under heating for 2 hours to react. To this reaction solution was added a solution of N,N-diphe-
nylamine (1.37 g, 8.09 mmol) in toluene (3 mL), and the mixture was further refluxed under heating for 4 hours to react.
The reaction solution was allowed to cool, and was dropwise added to an ethanol/water (250 mL/50 mL) solution to
obtain an end-capped crude polymer 1.
[0256] This end-capped crude polymer 1 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 1 (2.95 g).
Weight-average molecular weight (Mw) = 82,000
Number-average molecular weight (Mn) = 48,800
Degree of dispersion (Mw/Mn) = 1.68

<Solubility test>

[0257] The end polymer 1 synthesized in Synthesis Example 1 was subjected to solubility test in toluene at room
temperature (25°C). As a result, the end polymer 1 was found to dissolve in a content of 10% by weight or more in
toluene at room temperature (25°C).

(Synthesis Example 2) Synthesis of polymer 2

[0258]



EP 2 535 366 B1

40

5

10

15

20

25

30

35

40

45

50

55

[0259] Aniline (0.6575 g, 0.706 mmol), the monomer 2 (0.0457 g, 0.234 mmol), the monomer 3 (2.000 g, 3.647 mmol),
sodium tert-butoxide (2.24 g, 23.3 mmol), and toluene (19 mL) were charged, and the atmosphere inside the system
was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-tert-butylphosphine (0.118
g, 0.584 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.075 g, 0.0729
mmol) in 5 mL of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to the
solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. After confirming that aniline
and the monomers 2 and 3 disappeared, 4,4’-dibromobenzene (1.104 g, 3.538 mmol) was added thereto. After refluxing
the mixture for 40 minutes under heating, the reaction solution was allowed to cool, and then the reaction solution was
dropwise added to 300 mL of ethanol to crystallize a polymer 2.
[0260] The polymer 2 obtained by filtration was dissolved in 70 ml of toluene, and the solution was dropwise added
to 300 mL of ethanol to obtain the end polymer 2 (2.62 g).
Weight-average molecular weight (Mw) = 47,900
Number-average molecular weight (Mn) = 26,600
Degree of dispersion (Mw/Mn) = 1.80

<Process for producing organic electroluminescent element>

(Example 1)

[0261] An organic electroluminescent element shown in Fig. 1 was prepared. A substrate constituted of a glass substrate
and, formed thereon, a transparent conductive film of indium-tin oxide (ITO) deposited in a thickness of 150 nm (deposited
by sputtering; sheet resistance: 15 Ω) was subjected to patterning by an ordinary technique of photolithography into
stripes having a width of 2 mm. Thus, an anode 2 was formed. The ITO substrate which had undergone the patterning
was cleaned by subjecting the substrate to ultrasonic cleaning with acetone, rinsing with pure water, and ultrasonic
cleaning with isopropyl alcohol, in this order, subsequently dried by blowing nitrogen, and was finally subjected to
ultraviolet/ozone cleaning.
[0262] First, a coating liquid for forming a hole injection layer containing the polymer represented by the following
structural formula (H8) (weight-average molecular weight: 70,000; number-average molecular weight: 40,000), 4-iso-
propyl-4’-methyldiphenyliodonium tetrakis(pentafluorophenyl)borate represented by the structural formula (A1), and ethyl
benzoate was prepared. This coating liquid was applied to the anode 2 by spin coating under the following conditions
to form a film thereof on the anode. Thus, a hole injection layer 3 having a thickness of 40 nm was obtained.
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<Coating liquid for forming hole injection layer>

[0263]

<Conditions for forming hole injection layer 3>

[0264] Spinner rotation speed: 1,500rpm
Spinner rotation period: 30 sec
Spin coating atmosphere: in the air
Heating conditions: in the air; 230°C; 1 hr
[0265] Subsequently, a coating liquid for forming a hole-transporting layer containing a polymer represented by the
following formula (H1) (weight-average molecular weight: 82,000; number-average molecular weight: 48,800; the end
polymer 1 obtained in Synthesis Example 1) was prepared. This coating liquid was applied by spin coating and was
polymerized by heating, under the following conditions. Thus, a hole-transporting layer 4 having a thickness of 15 nm
was formed.

<Coating liquid for forming hole-transporting layer>

[0266]

Solvent: ethyl benzoate
Concentrations in coating fluid: H8: 2.0% by weight

A1: 0.4% by weight

Solvent: cyclohexylbenzene
Concentration in coating liquid: HI: 1.0% by weight
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<Conditions for forming hole-transporting layer 4>

[0267] Spinner rotation speed: 1,500 rpm
Spinner rotation period: 120 sec
Spin coating atmosphere: in nitrogen
Heating conditions: 230°C; 1 hr; in nitrogen
[0268] Next, a coating liquid for forming a luminescent layer containing compounds (C1) and (D1) represented by the
following structural formulae was prepared. This coating liquid was applied by spin coating and heated under the following
conditions. Thus, a luminescent layer 5 having a thickness of 40 nm was formed.

<Coating liquid for forming luminescent layer>

[0269]

<Conditions for forming luminescent layer 5>

[0270] Spinner rotation speed: 1,200 rpm
Spinner rotation period: 120 sec
Spin coating atmosphere: in nitrogen
Heating conditions: 130°C; 1 hr; under reduced pressure (0.1 MPa)
[0271] On the thus-obtained luminescent layer 5 was superposed as a hole-blocking layer 6 a compound of the
following structure HB-1 in a film thickness of 10 nm by the vacuum deposition method. Subsequently, a compound of
the following structure ET-1 was superposed thereon as an electron-transporting layer 7 in a film thickness of 30 nm.

[0272] Thereafter, lithium fluoride (LiF) was deposited as an electron injection layer 8 in a film thickness of 0.5 nm by
the vacuum deposition method, and aluminum was deposited thereon as a cathode 9 in a film thickness of 80 nm in the
stripe form of 2 mm in width so that these stripes were perpendicular to the ITO stripes of the anode 2. In this way, an
organic electroluminescent element having 2mm32mm-size light-emitting area portions was obtained.

Solvent: cyclohexylbenzene
Concentrations in coating liquid: (C1): 3.20% by weight

(D1): 0.32% by weight
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[0273] It was confirmed that a blue light of 465 nm in EL peak wavelength was obtained from this element. Characteristic
properties of the organic electroluminescent elements obtained in this Example and Comparative Example 1 to be
described hereinafter will be shown in Table 1.

(Comparative Example 1)

[0274] An organic electroluminescent element was prepared in the same manner as in Example 1 except for using a
comparative polymer (H7) (the end polymer 2 obtained in Synthesis Example 2) in place of the polymer (H1) in the
composition for forming the hole-transporting layer in Example 1.

[0275] It was confirmed that a blue light of 465 nm in EL peak wavelength was obtained from this element. Light-
emitting characteristic properties of the thus-obtained element are shown in Table 1.

[0276] As is apparent from Table 1, it is seen that the organic electroluminescent element prepared by using the
compound in the invention functions at a low voltage.

(Example 2)

[0277] An organic electroluminescent element was prepared in the same manner as in Example 1 except for forming
the luminescent layer 5 in the following manner.
[0278] A coating liquid for forming a luminescent layer containing a compound (C2), a compound (C3), and a compound
(D2) respectively represented by the following structural formulae was prepared, and spin-coated under the following
conditions to form a film, followed by heating to form a luminescent layer 5 having a film thickness of 60 nm.

[Table 1]

Voltage at 1000 cd/m2 [V] Voltage at 2500 cd/m2 [V]

Example 1 6.4 7.4

Comparative Example 1 7.2 8.2
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<Coating liquid for forming luminescent layer>

[0279]

<Conditions for forming luminescent layer 5>

[0280] Spinner rotation speed: 1,500 rpm
Spinner rotation period: 120 sec
Spin coating atmosphere: in nitrogen
Heating conditions: 130°C; 10 min
[0281] It was confirmed that a green light of 521 nm in EL peak wavelength was obtained from this element. Charac-
teristic properties of the organic electroluminescent elements obtained in this Example and Comparative Example 2 to
be described hereinafter will be shown in Table 2.

(Comparative Example 2)

[0282] An organic electroluminescent element was prepared in the same manner as in Example 2 except for using a
comparative polymer (H7) in place of the polymer (H1) in the composition for forming the hole-transporting layer in

Solvent: cyclohexylbenzene
Concentrations in coating liquid: (C2): 3.75% by weight

(C3): 1.25% by weight
(D2): 0.50% by weight
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Example 2.
It was confirmed that a green light of 522 nm in EL peak wavelength was obtained from this element. Light-emitting
characteristic properties of the thus-obtained element are shown in Table 2.

[0283] As is apparent from Table 2, it is seen that the organic electroluminescent element prepared by using the
compound in the invention functions at a low voltage with high efficiency.

(Example 3)

[0284] An organic electroluminescent element was prepared in the same manner as in Example 1 except for forming
the luminescent layer 5 in the following manner.
[0285] A coating liquid for forming a luminescent layer containing a compound (C4), a compound (C5), a compound
(D2), and a compound (D3) respectively represented by the following structural formulae was prepared, and spin-coated
under the following conditions to form a film, followed by heating to form a luminescent layer 5 having a film thickness
of 60 nm.

[Table 2]

Voltage at 2500 cd/m2 Current Efficiency at 2500 cd/m2

Example 2 7.3 V 59.4 cd/A

Comparative Example 2 8.0 V 54.3 cd/A
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<Coating liquid for forming luminescent layer>

[0286]

Solvent: cyclohexylbenzene
Concentrations in coating liquid: (C4): 3.75% by weight

(C5): 1.25% by weight
(D2): 0.25% by weight
(D3): 0.35% by weight
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<Conditions for forming luminescent layer 5>

[0287] Spinner rotation speed: 1,500 rpm
Spinner rotation period: 120 sec
Spin coating atmosphere: in nitrogen
Heating conditions: 130°C; 10 min
[0288] It was confirmed that a red light of 615 nm in EL peak wavelength was obtained from this element. Characteristic
properties of the organic electroluminescent elements obtained in this Example and Comparative Example 3 to be
described hereinafter will be shown in Table 3.

(Comparative Example 3)

[0289] An organic electroluminescent element was prepared in the same manner as in Example 2 except for using a
comparative polymer (H7) in place of the polymer (H1) in the composition for forming the hole-transporting layer in
Example 3.
[0290] It was confirmed that a green light of 615 nm in EL peak wavelength was obtained from this element. Light-
emitting characteristic properties of the thus-obtained element are shown in Table 3.

[0291] As is apparent from Table 3, it is seen that the organic electroluminescent element prepared by using the
compound in the invention functions at a low voltage with high efficiency.

(Synthesis of various monomers)

[0292]

[0293] The compound X1 (10.0 g) was dissolved in methylene chloride (150 ml) and triethylamine (20.8 g) at -5°C,
and a solution of trifluoromethanesulfonic acid anhydride (37.1 g) in 50 ml of methylene chloride was gradually dropwise
added thereto. After stirring the reaction mixture for 2 hours, it was poured into ice water, followed by extracting with
methylene chloride. The organic layer was dried over magnesium sulfate, and was concentrated. Further, the concentrate
was purified by silica gel column chromatography (hexane : methylene chloride = 3 : 1) to obtain the compound X2 (15.7 g).

[Table 3]

Voltage at 1000 cd/m2 Current Efficiency at 1000 cd/m2

Example 3 8.8 V 10.6 cd/A

Comparative Example 3 9.4 V 10.4 cd/A
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[0294] A suspension of the compound X2 (15.7 g), bispinacolatodiborane (19.4 g), and potassium acetate (18.8 g) in
dehydrated dimethylsulfoxide (150 ml) was heated to 60°C under nitrogen atmosphere, the mixture was stirred for 40
minutes, and a dichloromethane adduct of dichloro[1,1’-bis(diphenylphosphino)ferrocene] palladium (II) (1.3 g) was
added thereto, followed by stirring at 80°C for 12 hours. After allowing the reaction mixture to cool to room temperature,
toluene (100 ml) and water (120 ml) were added to the reaction solution, and the aqueous layer was extracted with
toluene (100 ml 3 2 times). The extract was combined with the organic layer and, after drying over magnesium sulfate,
concentrated. Further, the concentrate was purified by silica gel column chromatography (hexane : ethyl acetate) = 1 :
4) to obtain a compound X3 (5.7 g).

[0295] To a solution of the compound X3 (5.7 g) and 4-bromoiodobenzene (9.0 g) in a mixture of toluene and ethanol
(70 ml : 35 ml) was added, under nitrogen stream, an aqueous solution (2M) of tripotassium phosphate (12.7 g), and
the resulting mixture was heated to 60°C, followed by stirring for 40 minutes. Then, tetrakis(triphenylphosphine)palladium
(0) (0.44 g) was added thereto, followed by refluxing for 6 hours. After allowing the reaction mixture to cool to room
temperature, toluene (200 ml) and water (120 ml) were added thereto and, after stirring, the aqueous layer was extracted
with toluene (100 ml 3 2 times). The extract was combined with the organic layer, and was dried over magnesium
sulfate, and was concentrated. Further, the concentrate was purified by silica gel column chromatography (hexane :
methylene chloride = 4 : 1) to obtain a compound X4 (2.8 g).

[0296] Concentrated hydrochloric acid (32 g) was dropwise added to 1,1-bis(4-aminophenyl)cyclohexane (20.0 g) at
room temperature under stirring and, after 30 minutes, 100 ml of water was added thereto, and an aqueous solution of
sodium nitrite (10.88 g) cooled to 0°C was dropwise added thereto, followed by reacting for 1 hour in this state. This
reaction solution was added to a 60°C solution of potassium iodide (37.4 g), and the precipitated viscous product was
dissolved in methylene chloride. The organic layer was dried over magnesium sulfate, and concentrated. Further, the
concentrate was purified by silica gel column chromatography (n-hexane/methylene chloride = 10/1) to obtain a compound
X5 (13.2 g).
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[0297] The compound X6 (33.62 mmol), compound X7 (38.297 mmol), 60 mL of toluene, and 30 mL of ethanol were
charged in a flask under a nitrogen stream, and the mixture was stirred at room temperature. To this mixture was added
30 mL of a 2M sodium carbonate aqueous solution, and nitrogen bubbling was conducted at room temperature for 30
minutes. Subsequently, tetrakis(triphenylphosphine)palladium (1.68 mmol) was charged therein, and the mixture was
refluxed under heating for 4 hours under nitrogen. After allowing to cool, the organic layer was concentrated, washed
with methanol, and dried at 60°C under reduced pressure to obtain a compound X8 (yield: 77%).

[0298] The compound X8 (11.97 mmol) was dissolved in ethanol at 75°C under a nitrogen stream, and then 27 ml of
an aqueous solution of potassium hydroxide (0.479 mol) was dropwise added thereto, followed by reacting for 7 hours
at 80°C under nitrogen. Water was added to the reaction solution, and the mixture was extracted with ethyl acetate. The
organic layer was concentrated, and the concentrate was purified by column chromatography (developing solution:
hexane/ethyl acetate = 5/1). The purified product was dried under reduced pressure at 40°C to obtain a compound X9
(4.9 g; yield: 96%).
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[0299] The compound X10 (25.16 mmol), 4-bromoaniline (22.87 mmol), 60 mL of toluene, and 30 mL of ethanol were
charged in a flask under a nitrogen stream, and the mixture was stirred at room temperature. To this mixture was added
30 mL of a 2M sodium carbonate aqueous solution, and nitrogen bubbling was conducted at room temperature for 30
minutes. Subsequently, tetrakis(triphenylphosphine)palladium (0.686 mmol) was charged therein, and the mixture was
refluxed under heating for 5 hours under nitrogen. After allowing to cool, the organic layer was concentrated and purified
by column chromatography (developing solution: hexane/ethyl acetate = 5/1). The purified product was dried at 60°C
under reduced pressure to obtain a compound X11 (4.3 g; yield: 57%).

[0300] To a solution of the compound X12 (7.97 g) in ethanol:tetrahydrofuran (1 : 1; 50 mL) was added 10% by weight
palladium carbon (1.60 g), and the mixture was stirred at 50°C for 90 minutes. Hydrazine monohydrate (13 mL) was
gradually added dropwise to this suspension, and the mixture was stirred at 60°C for 3 hours. After allowing the mixture
to cool to room temperature, celite filtration was conducted, and the filtrate was extracted with ethyl acetate. The organic
phase was washed with a saturated aqueous solution of sodium chloride and dried overs magnesium sulfate, and the
organic layer was concentrated. The concentrate was purified by column chromatography to obtain a compound X13
(2.11 g, 29%).
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[0301] Carbazole (16.64 g, 99.5 mmol), p-n-byxylbenzene bromide (20 g, 82.9 mmol), sodium t-butoxide (15.9 g, 165.4
mmol), and toluene (450 ml) were charged, and the atmosphere inside the system was sufficiently purged with nitrogen,
followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine (1.35 g, 6.6 mmol) was added to a solution of
tris(dibenzylideneacetone)dipalladium-chloroform complex (0.858 g, 0.8 mmol) in 50 ml of toluene, and the resulting
mixture was heated to 60°C (solution B). The solution B was added to the solution A in a nitrogen stream, followed by
refluxing under heating for 2.0 hours to react. After confirming that carbazole disappeared, the mixture was allowed to
cool. Water was added to the reaction solution, and the resulting solution was extracted with toluene. The organic layer
was further purified by silica gel column chromatography (hexane : methylene chloride = 8 : 1) to obtain a compound
X14 (17.8 g).

[0302] Dimethylformamide (80 ml) was added to the compound X14 (10.3 g, 31.45 mmol), followed by cooling in an
ice bath. To this was dropwise added a solution of N-bromosuccinimide (56.2 g, 265.11 mmol) in DMF (20 ml), and the
temperature of the resulting solution was raised to room temperature in 4 hours under stirring. Water was added to the
reaction solution, and the solution was extracted with ethyl acetate. The organic layer was concentrated, and the con-
centrate was purified by column chromatography (developing solution: THF/acetonitrile = 9/1). The purified product was
dried at 40°C under reduced pressure to obtain a compound X15 (8.5 g, yield: 66.5%).



EP 2 535 366 B1

52

5

10

15

20

25

30

35

40

45

50

55

[0303] The compound X15 (8.4 g, 20.67 mmol), 4-4,4,5,5-tetramethyl-1,3,2-dioxaborolan-2-yl)aniline (5.43 g, 24.80
mmol), sodium carbonate (10.95 g, 103.30 mmol), toluene (90 ml), ethanol (45 ml), and water (45 ml) were charged in
a flask, and the atmosphere inside the system was sufficiently purged with nitrogen, followed by heating the mixture to
100°C. Tetrakis (triphenylphosphine)palladium (240 mg, 206 mmol) was added thereto, followed by stirring at 100°C for
5 hours. Water was added to the reaction solution, and the resulting mixture was extracted with toluene. The organic
layer was concentrated, and the concentrate was purified by column chromatography (developing solution: hexane/ethyl
acetate = 4/1). Subsequently, the purified product was again purified by column chromatography (developing solution:
THF/acetonitrile = 1/9). The purified product was dried at 40°C under reduced pressure to obtain a compound X16 (6.74
g, yield: 78.1%).

[0304] 1-amino-4-bromonapahthalene (13.7 g, 61.8 mmol), p-n-hexylphenylboronic acid (14.0 g, 67.9 mmol), sodium
carbonate (32.75 g, 309.0 mmol), toluene (220 ml), ethanol (110 ml), and water (150 ml) were charged in a flask, and
the atmosphere inside the system was sufficiently purged with nitrogen, followed by heating the mixture to 100°C. Tetrakis
(triphenylphosphine)palladium (1.0 g, 865 mmol) was added thereto, followed by stirring at 100°C for 2 and a half hours.
Water was added to the reaction solution, and the resulting mixture was extracted with toluene. The organic layer was
concentrated, and the concentrate was purified by column chromatography (developing solution: hexane/ethyl acetate
= 4/1). Subsequently, part of the purified product was again purified by column chromatography (developing solution:
THF/acetonitrile = 2/8). The purified product was dried at 40°C under reduced pressure to obtain a compound X17 (6.3 g).
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[0305] A suspension of the compound X18 (5.0 g, 9.12 mmol), bispinacolatodiborane (5.56 g, 21.9 mmol), and potas-
sium acetate (4.56 g, 46.5 mmol) in dehydrated dimethylsulfoxide (100 ml) was heated to 60°C under nitrogen atmos-
phere, then a dichloromethane adduct of dichloro[1,1’-bis(diphenylphosphino)ferrocene] palladium (II) (0.372 g, 0.456
mmol) was added thereto. The temperature of the mixture was raised to 80°C, followed by stirring for 14 hours. After
allowing the reaction mixture to cool to room temperature, water was added thereto, and crystals precipitated were
collected by filtration and dissolved in toluene. Magnesium sulfate and white clay were added thereto and, after stirring,
the mixture was filtered. The filtrate was concentrated, and the residue was purified by silica gel column chromatography
to obtain a compound X19 (4.4 g, yield: 75%).

[0306] To a solution of the compound X19 (3.40 g, 5.29 mmol), 4-bromoiodobenzene (3.89 g, 13.8 mmol), toluene
(34 mL), and ethanol (17 mL) were added, under nitrogen atmosphere, tetrakis(triphenylphosphine)palladium (0) (3.06
g, 0.265 mmol) and a 2M potassium triphosphate aqueous solution (8.5 mL) at room temperature, followed by refluxing
for 8 and a half hours. After allowing the reaction mixture to cool to room temperature, the reaction mixture was extracted
with toluene. The organic layer was washed with water and dried over magnesium sulfate, followed by concentrating
under reduced pressure. The residue was purified by silica gel column chromatography and, after concentrating, a small
amount of hexane was added thereto to precipitate crystals, thus a compound X20 (1.9 g, yield: 51%) being obtained.
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(Synthesis Example 3) Synthesis of polymer 3

[0307]

[0308] The monomer 1 (1.427 g, 4.0835 mmol), the monomer 2 (0.0512 g, 0.2620 mmol), the compound X4 (1.1 g,
2.1728 mmol), sodium tert-butoxide (1.42 g, 14.78 mmol), and toluene (60 mL) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.07 g, 0.35 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.046 g,
0.0435 mmol) in 3 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added
to the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The compound X4 (1.06
g) was additionally added thereto. The mixture was refluxed for 1.5 hours under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 300 ml of ethanol to crystallize a crude polymer 3.
[0309] The thus-obtained crude polymer 3 was dissolved in 100 ml of toluene, and bromobenzene (0.14 g) and sodium
tert-butoxide (0.7 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.07 g) was added to a solution of tris(dibenzylideneacetone)dipalla-
dium-chloroform complex (0.046 g) in 3 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (0.37 g) in toluene (3 ml), and the mixture
was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise
added to an ethanol/water (300 ml/20 ml) solution to obtain an end-capped crude polymer 3.
[0310] This end-capped crude polymer 3 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 3 (0.97 g).
Weight-average molecular weight (Mw) = 85,900
Number-average molecular weight (Mn) = 54,025
Degree of dispersion (Mw/Mn) = 1.59

(Synthesis Example 4) Synthesis of polymer 4

[0311]
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[0312] The compound X16 (2.6 g, 6.2116 mmol), the monomer 2 (0.0906 g, 0.4638 mmol), the monomer 3 (1.83 g,
3.3377 mmol), sodium tert-butoxide (2.18 g, 22.70 mmol), and toluene (20 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.108 g, 0.534 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.07 g,
0.067 mmol) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (1.72 g)
was additionally added thereto. The mixture was refluxed for 1.0 hour under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 300 ml of ethanol to crystallize a crude polymer 4.
[0313] The thus-obtained crude polymer 4 was dissolved in 120 ml of toluene, and bromobenzene (0.21 g) and sodium
tert-butoxide (2.18 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.108 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.07 g) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (1.13 g) in toluene (5 ml), and the mixture
was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise
added to an ethanol/water (400 ml/30 ml) solution to obtain an end-capped crude polymer 4.
[0314] This end-capped crude polymer 4 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 4 (2.75 g).
[0315] Weight-average molecular weight (Mw) = 75,000
Number-average molecular weight (Mn) = 46,000
Degree of dispersion (Mw/Mn) = 1.63

(Synthesis Example 5) Synthesis of polymer 5

[0316]
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[0317] The compound X17 (3.0 g, 9.8866 mmol), the monomer 2 (0.1235 g, 0.6326 mmol), the monomer 3 (2.884 g,
5.2596 mmol), sodium tert-butoxide (3.44 g, 35.77 mmol), and toluene (30 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.17 g, 0.84 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.11 g, 0.105
mmol) in 8 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to the
solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (2.88 g) was
additionally added thereto. The mixture was refluxed for 1.5 hours under heating, and the reaction mixture was allowed
to cool, followed by dropwise adding the reaction solution to 300 ml of ethanol to crystallize a crude polymer 5.
[0318] The thus-obtained crude polymer 5 was dissolved in 100 ml of toluene, and bromobenzene (0.33 g) and sodium
tert-butoxide (3.44 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.17 g) was added to a solution of tris(dibenzylideneacetone)dipalla-
dium-chloroform complex (0.11 g) in 8 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (1.78 g) in toluene (5 ml), and the mixture
was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise
added to an ethanol/water (400 ml/30 ml) solution to obtain an end-capped crude polymer 5.
[0319] This end-capped crude polymer 5 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 5 (1.35 g).
[0320] Weight-average molecular weight (Mw) = 51,000
Number-average molecular weight (Mn) = 33,100
Degree of dispersion (Mw/Mn) = 1.54

(Synthesis Example 6) Synthesis of polymer 6

[0321]
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[0322] The compound X13 (1.37 g, 5.1586 mmol), the monomer 2 (0.061 g, 0.3124 mmol), the monomer 3 (1.5 g,
2.7355 mmol), sodium tert-butoxide (1.8 g, 18.6 mmol), and toluene (15 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.089 g, 0.438 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.057 g,
0.055 mmol) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (1.38 g)
was additionally added thereto. The mixture was refluxed for 1.0 hour under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 250 ml of ethanol to crystallize a crude polymer 6.
[0323] The thus-obtained crude polymer 6 was dissolved in 70 ml of toluene, and bromobenzene (0.17 g) and sodium
tert-butoxide (1.8 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.089 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.057 g) in 8 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (0.93 g) in toluene (5 ml), and the mixture
was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise
added to an ethanol/water (300 ml/20 ml) solution to obtain an end-capped crude polymer 6.
[0324] This end-capped crude polymer 6 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 6 (1.5 g).
[0325] Weight-average molecular weight (Mw) = 56,000
Number-average molecular weight (Mn) = 38,800
Degree of dispersion (Mw/Mn) = 1.44

(Synthesis Example 7) Synthesis of polymer 7

[0326]
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[0327] The compound X11 (2.0 g, 6.0702 mmol), the monomer 2 (0.078 g, 0.4031 mmol), the monomer 3 (1.775 g,
3.2367 mmol), sodium tert-butoxide (2.2 g, 22.0 mmol), and toluene (20 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.105 g, 0.52 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.068 g,
0.065 mmol) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (1.669 g)
was additionally added thereto. The mixture was refluxed for 1.0 hour under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 250 ml of ethanol to crystallize a crude polymer 7.
[0328] The thus-obtained crude polymer 7 was dissolved in 100 ml of toluene, and bromobenzene (0.21 g) and sodium
tert-butoxide (2.2 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.105 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.068 g) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (1.1 g) in toluene (5 ml), and the mixture was
further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise added
to an ethanol/water (300 ml/20 ml) solution to obtain an end-capped crude polymer 7.
[0329] This end-capped crude polymer 7 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 7 (2.37 g).
[0330] Weight-average molecular weight (Mw) = 53,600
Number-average molecular weight (Mn) = 34,800
Degree of dispersion (Mw/Mn) = 1.54

(Synthesis Example 8) Synthesis of polymer 8

[0331]
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[0332] The compound X9 (2.3 g, 5.4035 mmol), the monomer 2 (0.079 g, 0.407 mmol), the monomer 3 (1.593 g,
2.9053 mmol), sodium tert-butoxide (1.9 g, 19.76 mmol), and toluene (20 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.094 g, 0.465 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.061 g,
0.058 mmol) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (1.566 g)
was additionally added thereto. The mixture was refluxed for 1.0 hour under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 250 ml of ethanol to crystallize a crude polymer 8.
[0333] The thus-obtained crude polymer 8 was dissolved in 50 ml of toluene, and bromobenzene (0.18 g) and sodium
tert-butoxide (1.9 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.094 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.061 g) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (0.98 g) in toluene (5 ml), and the mixture
was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise
added to an ethanol/water (300 ml/20 ml) solution to obtain an end-capped crude polymer 8.
[0334] This end-capped crude polymer 8 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 8 (0.9 g).
[0335] Weight-average molecular weight (Mw) = 37,000
Number-average molecular weight (Mn) = 27,600
Degree of dispersion (Mw/Mn) = 1.34

(Synthesis Example 9) Synthesis of polymer 9 (not forming part of the present invention)

[0336]
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[0337] The compound X5 (1.9 g, 3.8924 mmol), the monomer 1 (2.58 g, 7.3915 mmol), the monomer 2 (0.077 g,
0.3932 mmol), sodium tert-butoxide (2.54 g, 26.47 mmol), and toluene (15 ml) were charged, and the atmosphere inside
the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-butylphosphine
(0.126 g, 0.624 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.082 g,
0.078 mmol) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The compound X5 (1.9 g)
was additionally added thereto. The mixture was refluxed for 1.0 hour under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to 250 ml of ethanol to crystallize a crude polymer 9.
[0338] The thus-obtained crude polymer 9 was dissolved in 40 ml of toluene, and bromobenzene (0.25 g) and sodium
tert-butoxide (2.54 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 60°C (solution C). Tri-t-butylphosphine (0.126 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.082 g) in 5 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution was added a solution of N,N-diphenylamine (1.3 g) in toluene (5 ml), and the mixture was
further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and was dropwise added
to an ethanol/water (200 ml/10 ml) solution to obtain an end-capped crude polymer 9.
[0339] This end-capped crude polymer 9 was dissolved in toluene and reprecipitated from acetone, and the precipitated
polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute hydrochloric
acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column
chromatography to obtain an end polymer 9 (1.93 g).
[0340] Weight-average molecular weight (Mw) = 26,000
Number-average molecular weight (Mn) = 17,800
Degree of dispersion (Mw/Mn) = 1.46

(Synthesis Example 10) Synthesis of polymer 10

[0341]
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[0342] The monomer 1 (0.5526 g, 1.581 mmol), the monomer 2 (0.0258 g, 0.1320 mmol), the compound X20 (0.6000
g, 0.856 mmol), sodium tert-butoxide (0.5597 g, 5.824 mmol), and toluene (6 ml) were charged, and the atmosphere
inside the system was sufficiently purged with nitrogen, followed by heating the mixture to 60°C (solution A). Tri-t-
butylphosphine (0.0277 g, 0.137 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform
complex (0.0177 g, 0.0171 mmol) in 3 ml of toluene, and the resulting mixture was heated to 65°C (solution B). The
solution B was added to the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react.
The compound X20 (0.5436 g) was additionally added thereto. The mixture was refluxed for 1.5 hours under heating,
and the reaction mixture was allowed to cool, followed by dropwise adding the reaction solution to 300 ml of ethanol to
crystallize a crude polymer 10.
[0343] The thus-obtained crude polymer 10 was dissolved in 80 ml of toluene, and bromobenzene (0.53 g) and sodium
tert-butoxide (0.62 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the mixture was
heated to 65°C (solution C). Tri-t-butylphosphine (0.014 g) was added to a solution of tris(dibenzylideneacetone)dipal-
ladium-chloroform complex (0.088 g) in 3 ml of toluene, and the resulting mixture was heated to 60°C (solution D). The
solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating for 2 hours to
react. To this reaction solution were added a solution of N,N-diphenylamine (0.144 g) and a newly prepared solution D,
and the mixture was further refluxed under heating for 4 hours to react. The reaction solution was allowed to cool, and
was dropwise added to an ethanol/water (600 ml/60 ml) solution to obtain an end-capped crude polymer 10.
[0344] This end-capped crude polymer 10 was dissolved in toluene and reprecipitated from acetone, and the precip-
itated polymer was collected by filtration. The thus-obtained polymer was dissolved in toluene, washed with dilute
hydrochloric acid, and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified
by column chromatography to obtain an end polymer 10 (0.685 g).
[0345] Weight-average molecular weight (Mw) = 57,100
Number-average molecular weight (Mn) = 36,100
Degree of dispersion (Mw/Mn) = 1.58

(Synthesis Example 11) Synthesis of polymer 11

[0346]
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[0347] The monomer 1 (2.488 g, 7.149 mmol), the monomer 2 (0.0285 g, 0.146 mmol), the monomer 3 (2.000 g, 3.647
mmol), sodium tert-butoxide (2.383 g, 24.8 mmol), and toluene (20 ml) were charged, and the atmosphere inside the
system was sufficiently purged with nitrogen, followed by heating the mixture to 65°C (solution A). Tri-t-butylphosphine
(0.1180 g, 0.584 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.0755
g, 0.0729 mmol) in 3 ml of toluene, and the resulting mixture was heated to 65°C (solution B). The solution B was added
to the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (1.96
g) was additionally added thereto. The mixture was refluxed for 1.5 hours under heating, and the reaction mixture was
allowed to cool, followed by dropwise adding the reaction solution to a solution of ethanol/water (500 ml/50 ml) to
crystallize a crude polymer 11.
[0348] The thus-obtained crude polymer 11 was dissolved in toluene, and reprecipitated from acetone, followed by
collecting a precipitated polymer. The thus-obtained crude polymer 11 was dissolved in 100 ml of toluene, and bro-
mobenzene (0.229 g) and sodium tert-butoxide (2.24 g) were charged therein and, after sufficiently purging the atmos-
phere with nitrogen, the mixture was heated to 65°C (solution C). Tri-t-butylphosphine (0.059 g) was added to a solution
of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.0377 g) in 3 ml of toluene, and the resulting mixture
was heated to 65°C (solution D). The solution D was added to the solution C in a nitrogen stream, and the mixture was
refluxed under heating for 2 hours to react. To this reaction solution were added a solution of N,N-diphenylamine (0.617
g) and a newly prepared solution D, and the mixture was further refluxed under heating for 4 hours to react. The reaction
solution was allowed to cool, and was dropwise added to an ethanol/water (300 ml/30 ml) solution to obtain an end-
capped crude polymer 11.
[0349] This end-capped crude polymer 11 was dissolved in toluene, washed with dilute hydrochloric acid, and repre-
cipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column chromatography
to obtain an end polymer 11 (0.89 g).
[0350] Weight-average molecular weight (Mw) = 146,000
Number-average molecular weight (Mn) = 91,800
Degree of dispersion (Mw/Mn) = 1.59

(Synthesis Example 12) Synthesis of polymer 12

[0351]
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[0352] The monomer 1 (5.980 g, 16.85 mmol), the monomer 2 (0.2246 g, 1.15 mmol), the monomer 3 (4.935 g, 9.00
mmol), sodium tert-butoxide (5.88 g, 61.2 mmol), and toluene (50 ml) were charged, and the atmosphere inside the
system was sufficiently purged with nitrogen, followed by heating the mixture to 65°C (solution A). Tri-t-butylphosphine
(0.175 g, 0.864 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.112 g,
0.108 mmol) in 5 ml of toluene, and the resulting mixture was heated to 65°C (solution B). The solution B was added to
the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. The monomer 3 (4.639 g,
8.46 mmol) was additionally added thereto. The mixture was refluxed for 2.5 hours under heating, and the reaction
mixture was allowed to cool, followed by dropwise adding the reaction solution to 750 ml of ethanol solution to crystallize
a crude polymer 12.
[0353] The thus-obtained crude polymer 12 was dissolved in 140 ml of toluene, and bromobenzene (0.565 g) and
sodium tert-butoxide (2.94 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the
mixture was heated to 65°C (solution C). Tri-t-butylphosphine (0.088 g) was added to a solution of tris(dibenzylidene-
acetone)dipalladium-chloroform complex (0.056 g) in 5 ml of toluene, and the resulting mixture was heated to 65°C
(solution D). The solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating
for 2 hours to react. To this reaction solution were added a solution of N,N-diphenylamine (3.042 g) and a newly prepared
solution D, and the resulting mixture was further refluxed under heating for 4 hours to react. The reaction solution was
allowed to cool, and was dropwise added to ethanol (750 ml) solution to obtain an end-capped crude polymer 12.
[0354] This end-capped crude polymer 12 was dissolved in toluene, washed with dilute hydrochloric acid, and repre-
cipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column chromatography
to obtain an end polymer 12 (6.53 g).
[0355] Weight-average molecular weight (Mw) = 76,400
Number-average molecular weight (Mn) = 52,500
Degree of dispersion (Mw/Mn) = 1.45

(Synthesis Example 13) Synthesis of polymer 13

[0356]
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[0357] The monomer 1 (1.803 g, 5.159 mmol), the monomer 2 (0.0608 g, 0.312 mmol), the monomer 3 (1.500 g, 2.735
mmol), sodium tert-butoxide (1.788 g, 18.6 mmol), and toluene (15 ml) were charged, and the atmosphere inside the
system was sufficiently purged with nitrogen, followed by heating the mixture to 65°C (solution A). Tri-t-butylphosphine
(0.088 g, 0.438 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.057 g,
0.0547 mmol) in 3 ml of toluene, and the resulting mixture was heated to 65°C (solution B). The solution B was added
to the solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. Diiodo-terphenyl (1.239
g) was added thereto. The mixture was refluxed for 1.5 hours under heating, and the reaction mixture was allowed to
cool, followed by dropwise adding the reaction solution to 500 ml of ethanol to crystallize a crude polymer 13.
[0358] The thus-obtained crude polymer 13 was dissolved in 120 ml of toluene, and bromobenzene (0.080 g) and
sodium tert-butoxide (1.61 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the
mixture was heated to 65°C (solution C). Tri-t-butylphosphine (0.045 g) was added to a solution of tris(dibenzylidene-
acetone)dipalladium-chloroform complex (0.028 g) in 3 ml of toluene, and the resulting mixture was heated to 65°C
(solution D). The solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating
for 2 hours to react. To this reaction solution were added a solution of N,N-diphenylamine (0.462 g) and a newly prepared
solution D, and the mixture was further refluxed under heating for 4 hours to react. The reaction solution was allowed
to cool, and was dropwise added to 500 ml of ethanol to obtain an end-capped crude polymer 13.
[0359] This end-capped crude polymer 13 was dissolved in toluene, reprecipitated from acetone, and a precipitated
polymer was collected by filtration. The crude polymer was dissolved in toluene, washed with dilute hydrochloric acid,
and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column chroma-
tography to obtain an end polymer 13 (1.55 g).
[0360] Weight-average molecular weight (Mw) = 74,000
Number-average molecular weight (Mn) = 48,600
Degree of dispersion (Mw/Mn) = 1.52

(Synthesis Example 14) Synthesis of polymer 14

[0361]
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[0362] Aniline (0.9533 g, 10.23 mmol), the monomer 2 (0.5208 g, 2.667 mmol), the monomer 3 (3.538 g, 6.452 mmol),
sodium tert-butoxide (3.968 g, 41.29 mmol), and toluene (35 ml) were charged, and the atmosphere inside the system
was sufficiently purged with nitrogen, followed by heating the mixture to 65°C (solution A). Tri-t-butylphosphine (0.209
g, 1.032 mmol) was added to a solution of tris(dibenzylideneacetone)dipalladium-chloroform complex (0.134 g, 0.129
mmol) in 3 ml of toluene, and the resulting mixture was heated to 65°C (solution B). The solution B was added to the
solution A in a nitrogen stream, followed by refluxing under heating for 2.0 hours to react. Dibromobenzene (1.46 g) was
additionally added thereto. The mixture was refluxed for 2.0 hours under heating, and the reaction mixture was allowed
to cool, followed by dropwise adding the reaction solution to 500 ml of ethanol to crystallize a crude polymer 14.
[0363] The thus-obtained crude polymer 14 was dissolved in 100 ml of toluene, and bromobenzene (0.405 g) and
sodium tert-butoxide (3.968 g) were charged therein and, after sufficiently purging the atmosphere with nitrogen, the
mixture was heated to 65°C (solution C). Tri-t-butylphosphine (0.104 g) was added to a solution of tris(dibenzylidene-
acetone)dipalladium-chloroform complex (0.066 g) in 3 ml of toluene, and the resulting mixture was heated to 65°C
(solution D). The solution D was added to the solution C in a nitrogen stream, and the mixture was refluxed under heating
for 2 hours to react. To this reaction solution were added a solution of N,N-diphenylamine (1.09 g) and a newly prepared
solution D, and the mixture was further refluxed under heating for 4 hours to react. The reaction solution was allowed
to cool, and was dropwise added to 500 ml of ethanol to obtain an end-capped crude polymer 14.
[0364] This end-capped crude polymer 14 was dissolved in toluene, reprecipitated from acetone, and a precipitated
polymer was collected by filtration. The crude polymer was dissolved in toluene, washed with dilute hydrochloric acid,
and reprecipitated with ammonia-containing ethanol. The polymer obtained by filtration was purified by column chroma-
tography to obtain an end polymer 14 (1.56 g).
[0365] Weight-average molecular weight (Mw) = 78,500
Number-average molecular weight (Mn) = 54,100
Degree of dispersion (Mw/Mn) = 1.45

[Industrial Applicability]

[0366] The present invention can suitably be used in various field where organic electroluminescent elements are
used, for example, in the fields of flat panel displays (e.g., displays for Office Automation (OA), computers, and wall-
mounted TV receivers), light sources taking advantage of the feature of a surface light emitter (e.g., the light source of
a copier and the backlight of a liquid-crystal display or instrument), display panels, marker lights, and the like.

[Description of Reference Numbers and Signs]

[0367]

1: Substrate
2: Anode
3: Hole injection layer
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4: Hole-transporting layer
5: Luminescent layer
6: Hole-blocking layer
7: Electron-transporting layer
8: Electron injection layer
9: Cathode

Claims

1. A polymer having a weight-average molecular weight (Mw) of 20,000 or more and a degree of dispersion (Mw/Mn)
of 2.5 or less and comprising a repeating unit represented by the following general formula (1) and a cross-linkable
group:

wherein

Ar11 to Ar13 each independently represents a divalent aromatic group which may have a substituent,
Ar14 and Ar15 each independently represents an aromatic group which may have a substituent,
Ar16 represents a divalent aromatic group which may have a substituent,
Ar17 represents a direct bond or a divalent aromatic group which may have a substituent, R11 and R12 each
independently represents a hydrogen atom, an alkyl group which may have a substituent, an alkoxy group which
may have a substituent, or an aromatic group which may have a substituent,
r represents an integer of from 0 to 5, and
R11 and R12 may be connected to each other to form a ring structure,

the repeating unit represented by the above-described general formula (1) may contain the cross-linkable
group, and
the cross-linkable group is at least one group selected from the group T of the following cross-linkable groups:

wherein

R23 represents a hydrogen atom or an alkyl group which may have a substituent,
Ar21 represents an aromatic group which may have a substituent, and
R24 represents a hydrogen atom or a vinyl group,
in which the benzocyclobutene ring may have substituent(s), and the substituents may be connected to each
other to form a ring.

2. The polymer according to claim 1, wherein the cross-linkable group is at least one group selected from the group
T of the following cross-linkable groups:
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wherein
R21 represents a hydrogen atom or an alkyl group which may have a substituent,
in which the benzocyclobutene ring may have substituent(s), and the substituents may be connected to each other
to form a ring.

3. An organic electroluminescent element material comprising the polymer described in claim 1 or 2.

4. An organic electroluminescent element composition comprising the polymer described in claim 1 or 2.

5. An organic electroluminescent element comprising, on a substrate (1), an anode (2), a cathode (9), and one or more
organic layers (2,3,4,5,6,7,8) provided between these two electrodes, wherein at least one of the organic layers
contains a network polymer formed by cross-linking the polymer described in claim 1 or 2.

6. The organic electroluminescent element according to claim 5, wherein the layer containing the network polymer is
a hole injection layer (3) or a hole-transporting layer (4).

7. The organic electroluminescent element according to claim 5 or 6, wherein the layer containing the network polymer
is a hole-transporting layer (4).

8. The organic electroluminescent element according to claim 6 or 7, which further comprises a luminescent layer (5),
and all of the hole injection layer (3), the hole-transporting layer (4), and the luminescent layer (5) are formed by a
wet film formation method.

9. A display device comprising the organic electroluminescent element described in any one of claims 5 to 8.

10. A lighting device comprising the organic electroluminescent element described in any one of claims 5 to 8.

Patentansprüche

1. Polymer, das ein gewichtsgemitteltes Molekulargewicht (Mw) von 20.000 oder mehr und einem Dispersionsgrad
(Mw/Mn) von 2,5 oder weniger aufweist und eine durch die folgende allgemeine Formel (1) dargestellte Wiederho-
lungseinheit und eine vernetzbare Gruppe umfasst:

worin

Ar11 bis Ar13 jeweils unabhängig eine divalente aromatische Gruppe, die einen Substituenten aufweisen kann,
darstellen,
Ar14 und Ar15 jeweils unabhängig eine aromatische Gruppe, die einen Substituenten aufweisen kann, darstellen,
Ar16 eine divalente aromatische Gruppe, die einen Substituenten aufweisen kann, darstellt,
Ar17 eine direkte Bindung oder eine divalente aromatische Gruppe, die einen Substituenten aufweisen kann,
darstellt,
R11 und R12 jeweils unabhängig ein Wasserstoffatom, eine Alkylgruppe, die einen Substituenten aufweisen
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kann, eine Alkoxygruppe, die einen Substituenten aufweisen kann, oder eine organische Gruppe, die einen
Substituenten aufweisen kann, darstellen,
r eine ganze Zahl von 0 bis 5 darstellt und
R11 und R12 aneinander gebunden sein können, um eine Ringstruktur zu bilden,
die durch die oben beschriebene allgemeine Formel (1) dargestellte Wiederholungseinheit eine vernetzbare
Gruppe enthalten kann und
die vernetzbare Gruppe mindestens eine Gruppe, ausgewählt aus der Gruppe T der folgenden vernetzbaren
Gruppen, ist:

worin

R23 ein Wasserstoffatom oder eine Alkylgruppe, die einen Substituenten aufweisen kann, darstellt,
Ar21 eine aromatische Gruppe, die einen Substituenten aufweisen kann, darstellt und
R24 ein Wasserstoffatom oder eine Vinylgruppe darstellt,
wobei der Benzocyclobutenring (einen) Substituenten aufweisen kann und die Substituenten aneinander ge-
bunden sein können, um einen Ring zu bilden.

2. Polymer gemäß Anspruch 1, worin die vernetzbare Gruppe mindestens eine Gruppe, ausgewählt aus der Gruppe
T der folgenden vernetzbaren Gruppen, ist:

worin

R21 ein Wasserstoffatom oder eine Alkylgruppe, die einen Substituenten aufweisen kann, darstellt,
wobei der Benzocyclobutenring (einen) Substituenten aufweisen kann und die Substituenten aneinander ge-
bunden sein können, um einen Ring zu bilden.

3. Organisches Elektrolumineszenzelementmaterial, umfassend das in Anspruch 1 oder 2 beschriebene Polymer.

4. Organische Elektrolumineszenzzusammensetzung, umfassend das in Anspruch 1 oder 2 beschriebene Polymer.

5. Organisches Elektrolumineszenzelement, umfassend auf einem Substrat (1) eine Anode (2), eine Kathode (9) und
eine oder mehrere organische Schichten (2, 3, 4, 5, 6, 7, 8), die zwischen diesen beiden Elektroden angeordnet
sind, wobei mindestens eine der organischen Schichten ein Netzwerkpolymer enthält, das durch Vernetzen des in
Anspruch 1 oder 2 beschriebenen Polymers gebildet ist.

6. Organisches Elektrolumineszenzelement gemäß Anspruch 5, wobei die Schicht, die das Netzwerkpolymer enthält,
eine Lochinjektionsschicht (3) oder eine Lochtransportschicht (4) ist.

7. Organisches Elektrolumineszenzelement gemäß Anspruch 5 oder 6, wobei die Schicht, die das Netzwerkpolymer
enthält, eine Lochtransportschicht (4) ist.

8. Organisches Elektrolumineszenzelement gemäß Anspruch 6 oder 7, das ferner eine Lumineszenzschicht (5) umfasst
und alle von der Lochinjektionsschicht (3), der Lochtransportschicht (4) und der Lumineszenzschicht (5) durch ein
Nassfilmbildungsverfahren gebildet sind.

9. Anzeigevorrichtung, umfassend das in irgendeinem der Ansprüche 5 bis 8 beschriebene organische Elektrolumi-
neszenzelement.
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10. Beleuchtungsvorrichtung, umfassend das in irgendeinem der Ansprüche 5 bis 8 beschriebene organische Elektro-
lumineszenzelement.

Revendications

1. Polymère présentant un poids moléculaire moyen en poids (Mw) de 20 000 ou plus et un degré de dispersion
(Mw/Mn) de 2,5 ou moins et comprenant un motif répétitif représenté par la formule générale (1) suivante et un
groupe réticulable :

dans laquelle

Ar11 à Ar13 représentent chacun indépendamment un groupe aromatique divalent qui peut présenter un subs-
tituant,
Ar14 et Ar15 représentent chacun indépendamment un groupe aromatique qui peut présenter un substituant,
Ar16 représente un groupe aromatique divalent qui peut présenter un substituant,
Ar17 représente une liaison directe ou un groupe aromatique divalent qui peut présenter un substituant,
R11 et R12 représentent chacun indépendamment un atome d’hydrogène, un groupe alkyle qui peut présenter
un substituant, un groupe alcoxy qui peut présenter un substituant, ou un groupe aromatique qui peut présenter
un substituant,
r représente un nombre entier allant de 0 à 5, et
R11 et R12 peuvent être connectés l’un à l’autre pour former une structure cyclique,
le motif répétitif représenté par la formule générale (1) décrite ci-dessus peut contenir le groupe réticulable, et
le groupe réticulable est au moins un groupe sélectionné dans le groupe T des groupes réticulables suivants :

dans lesquels

R23 représente un atome d’hydrogène ou un groupe alkyle qui peut présenter un substituant,
Ar21 représente un groupe aromatique qui peut présenter un substituant, et
R24 représente un atome d’hydrogène ou un groupe vinyle,
dans lequel le cycle benzocyclobutène peut avoir un ou plusieurs substituant(s), et les substituants peuvent
être connectés les uns aux autres pour former un cycle.

2. Polymère selon la revendication 1, dans lequel le groupe réticulable est au moins un groupe sélectionné dans le
groupe T des groupes réticulables suivants :
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dans lequel

R21 représente un atome d’hydrogène ou un groupe alkyle qui peut présenter un substituant,
dans lequel le cycle benzocyclobutène peut avoir un ou plusieurs substituant(s), et les substituants peuvent
être connectés les uns aux autres pour former un cycle.

3. Matériau d’élément électroluminescent organique comprenant le polymère décrit dans la revendication 1 ou 2.

4. Composition d’élément électroluminescent organique comprenant le polymère décrit dans la revendication 1 ou 2.

5. Élément électroluminescent organique comprenant, sur un substrat (1), une anode (2), une cathode (9), et une ou
plusieurs couches organiques (2, 3, 4, 5, 6, 7, 8) fournies entre ces deux électrodes, dans lequel au moins une des
couches organiques contient un polymère réticulé formé par la réticulation du polymère décrit dans la revendication
1 ou 2.

6. Élément électroluminescent organique selon la revendication 5, dans lequel la couche contenant le polymère réticulé
est une couche d’injection de trous (3) ou une couche de transport de trous (4).

7. Élément électroluminescent organique selon la revendication 5 ou 6, dans lequel la couche contenant le polymère
réticulé est une couche de transport de trous (4).

8. Élément électroluminescent organique selon la revendication 6 ou 7, qui comprend en outre une couche luminescente
(5), et toutes parmi la couche d’injection de trous (3), la couche de transport de trous (4), et la couche luminescente
(5) sont formées par un procédé de formation de film par voie humide.

9. Dispositif d’affichage comprenant l’élément électroluminescent organique décrit dans l’une quelconque des reven-
dications 5 à 8.

10. Dispositif d’éclairage comprenant l’élément électroluminescent organique décrit dans l’une quelconque des reven-
dications 5 à 8.
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