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Description

[0001] The present invention relates to a vegetation
cutting device such as a string trimmer.
[0002] Vegetation cutting devices such as string trim-
mers are known power operated tools for cutting grass
and other foliage and vegetation. Typically string trim-
mers are powered by petrol or electricity and an engine
or motor drives a cutting head. The cutting head can com-
prise one or more rotating blades, in which case the trim-
mer is generally known as a brush cutter or one or more
rotating lines, in which case it is known as a string trim-
mer. Many types of vegetation cutting devices, such as
string trimmers employ a mechanism for allowing the us-
er of the string trimmer to operate the string trimmer in a
horizontal or "trimming" mode and in a vertical or "edging"
mode.
[0003] When the string trimmer is in a trimming or hor-
izontal mode, the plane of rotation of the cutting head
and the cutting line is in a plane which is generally parallel
with the ground. This means that the plane of rotation of
the cutting lines is in an orientation for trimming grass or
other vegetation. Typically grass growing in a lawn can
be cut when the string trimmer is in the trimming mode.
[0004] In contrast when the string trimmer is in an edg-
ing mode, the plane of rotation of the cutting head is in
a plane which is generally perpendicular to the ground.
This means that the plane of rotation of the cutting lines
are in an orientation which is suitable for cutting a line in
vegetation. Typically grass at the edge of a lawn growing
into a flowerbed can be cut when the string trimmer is in
edging mode.
[0005] As with most vegetation cutting devices, string
trimmers are susceptible to generating substantial noise
when in use. The noise generated by a string trimmer in
use comes mainly from the cutting line cutting vegetation
and the cutting line passing through the air. The amount
of noise will depend on a number of characteristics of the
string trimmer, such as how fast the cutting lines are ro-
tating, how thick the cutting line is, the length of the cutting
line, and the shape of the cutting line. Typically, the great-
er the volume of air that the cutting line passes through
in a unit time, the greater the level noise generated by
the string trimmer in use.
[0006] The user can also affect the noise level gener-
ated by the string trimmer depending on how they use
the string trimmer. For example a user attempting to cut
dense vegetation may experience more noise than sim-
ply trimming the lawn. The orientation of the string trim-
mer will also affect the level of noise experienced by the
user. For example a user can orientate the string trimmer
in different positions and also modify the cutting head to
cut in trimming or edging modes.
[0007] Personal protective equipment such as ear de-
fenders can be used by the user to reduce the noise and
prevent damage to the hearing of the user with prolonged
use of the string trimmer. However ear defenders are
unsightly and cumbersome and many users do not want

to wear ear defenders when using a string trimmer. Fur-
thermore a user may even forget to wear ear defenders
until they are in the middle of the garden using the string
trimmer at which point they cannot be bothered to fetch
them.
[0008] In order protect the hearing of the user of the
string trimmer, known string trimmers are configured to
generate a maximum level of noise which does not ex-
ceed a certain limit. Typically the limit is determined to
be such a level as not to cause damage to the user’s
hearing. For example the type of line used and the op-
erational speed of the motor may be fixed and the user
may not be able to vary these during operation. However
in some instances the user may want more flexibility
when using the string trimmer.
[0009] It is known to vary the speed of the motor of a
string trimmer. In some circumstances a speed control
dial can be used on a string trimmer. This means that a
user can select what speed the motor should operate in.
This means that the user can reduce the motor speed to
economise power consumption. This can be particularly
useful if the string trimmer is a cordless variety because
the user can prolong the runtime of the string trimmer on
a single battery charge.
[0010] DE 29819468 shows an example of a grass
trimmer for use in a horizontal mode or vertical mode. In
vertical mode the grass trimmer can be used for cleaning
crevices. The speed of the string trimmer motor is deter-
mined by an electronic speed controller in the grip. This
means the user can select the speed of the motor and
reduce the speed of the motor when the string trimmer
is operated in the vertical mode so stones and the like
are less likely to be ejected from the crevices at high
speed.
[0011] The user can decide to use the aforementioned
vegetation cutting devices at a maximum motor speed
at any point. Accordingly the vegetation cutting devices
are designed to limit the noise generated by the line when
rotated at the maximum motor speed for all types of op-
eration.
[0012] A vegetation cutting device providing more flex-
ibility for the user during use whilst managing noise levels
which are experienced by the user is desirable. Embod-
iments of the present invention aim to address the afore-
mentioned problems.
[0013] According to the present invention there is a
vegetation cutting device comprising: a housing rotatably
coupled to a shaft; a cutting head comprising a rotary
cutting means for cutting vegetation, the cutting head be-
ing coupled to the shaft and being arranged to move be-
tween an edging mode in which the rotary cutting means
rotates in a substantially vertical plane and a trimming
mode in which the rotary cutting means rotates in a sub-
stantially horizontal plane; a motor mounted in the hous-
ing, the motor being arranged to drive the rotary cutting
means; and a switching means mechanically coupled be-
tween the housing and the shaft and arranged to be ac-
tuated when the shaft rotates relative to the housing
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thereby changing the speed of the rotary cutting means
when the cutting head moves between the edging mode
and trimming mode.
[0014] When the vegetation cutting device is in trim-
ming mode, a guard piece surrounding the cutting line
may reflect noise into vegetation being cut and the veg-
etation will naturally will dampen the noise. In contrast
when the vegetation cutting device is in edging mode the
guard may reflect the noise into the open air. By deter-
mining which mode the cutting head is in, the speed of
the motor can be adjusted accordingly. This means that
the speed of the motor can be automatically increased
when the cutting head is rotated into trimming mode and
decreased when the cutting head is rotated into edging
mode. This means that the difference in noise levels ex-
perienced by the user when the vegetation cutting device
is used in trimming mode or in edging mode can be ac-
commodated accordingly.
[0015] By reducing the speed of the cutting head in
edging mode, the noise level is also reduced in edging
mode. The vegetation cutting device can be designed to
improve the cutting characteristics whilst keeping the
noise below a desired threshold. For example the vege-
tation cutting device can have more powerful motor which
has a greater maximum speed of the motor in trimming
mode, but limits the maximum speed of the motor in edg-
ing mode in order to keep the noise generated within
acceptable limits. Additionally or alternatively the dynam-
ic speed control allows the vegetation cutting device to
have a larger cutting swath which is rotated at a slower
speed in edging mode.
[0016] The vegetation cutting device maximum motor
speed is not limited by the noise level the user experi-
ences in the orientation (e.g. edging mode) which gen-
erates the greatest level of noise. Instead the vegetation
cutting device has a dynamic motor speed control which
depends on the orientation of the cutting head. This pro-
vides a better cut in trimming mode because the rotary
cutting means is driven faster and / or a longer cutting
line can be used. The user does not have to worry about
manually adjusting the speed of the motor when the string
trimmer is modified from operating in the trimming mode
to operating in the edging mode.
[0017] The switching means may be mechanically
mounted between the shaft and the housing. This means
that physical movement of shaft with respect to the hous-
ing can be detected by the switching means. In some
embodiments the switching means may be electrically
coupled to the motor and actuation of the switch changes
the speed of the motor. Alternatively or additionally, the
switching means can be a mechanical solution whereby
the switching means is mechanically coupled to the mo-
tor. This means that electro-mechanical parts can auto-
matically control the motor speed when the cutting head
is moved from the trimming mode to the edging mode.
The electro-mechanical switching also means that the
motor can switch between predetermined motor speeds
in edging mode and trimming mode to limit the noise level

experienced by the user irrespective of the operational
mode of the string trimmer. An electro-mechanical solu-
tion makes manufacture simpler and cheaper than alter-
natives such as electronics. Preferably the shaft rotates
about a longitudinal axis of the shaft with respect to the
housing. The switching means, drive means, power and
control wires of the vegetation cutting device may be lo-
cated within the hollow centre of the shaft. This makes
the device more compact and wires and the like do not
interfere with the motor and housing when changing be-
tween trimming and edging modes.
[0018] Preferably the switching means comprises a
switch mounted in the housing and an actuating element
for actuating the switch mounted on the shaft. Alterna-
tively the switching means may comprise a switch mount-
ed on the shaft and an actuating element for actuating
the switch mounted in the housing. In either embodiment
the two components of the switching means located on
the housing and the shaft can detect relative movement
therebetween. The actuating element maybe a camming
surface for engaging with a moveable switch element of
the switch and for moving the moveable switch element
between a first position and a second position. The cam-
ming surface may be circumferential or partially circum-
ferential around the shaft.
[0019] Preferably the moveable switch element is bi-
ased to one of the first position and the second position.
This means that the vegetation cutting device is config-
ured to be always biased to a particular motor speed. In
some embodiments the moveable switch element is bi-
ased to the first position so that the switch will return to
the trimming mode top speed.
[0020] In some embodiments the cutting head is fixed
with respect to one end of the shaft and the housing is
rotatably coupled to another end of the shaft. In this way
the motor is housed in housing which also comprises first
and secondary user grips at generally one end of the
vegetation cutting device. The drive shaft extends within
the length of the shaft and provides drive to the cutting
head. The cutting head is generally at the other end of
the device. The cutting head and the shaft will rotate to-
gether with respect to the housing when moving between
the trimming mode and the edging mode. The switching
means can be located closer to the electrical components
of the vegetation cutting device and does not interfere
with the drive shaft within the shaft. This means that the
electrical parts of the device are simpler and manufacture
is simpler.
[0021] Alternatively the housing may comprise both
the cutting head and the motor such that the cutting head
and the housing are both rotatably coupled to the shaft.
In this case the cutting head and the motor are generally
at one end of the device and the user grips are at the
other end of the device. Some vegetation cutting devices
are more compact and the motor is closer to the rotary
cutting means which makes the gearbox and drive shaft
elements simpler.
[0022] In some embodiments the switching means
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may be configured to change a voltage supplied to the
motor. In this way the motor speed is governed by the
voltage level. The switching means may be configured
to change between a first circuit arrangement for supply-
ing a first voltage to the motor when the cutting head is
in the trimming mode and a second circuit arrangement
for supplying a second voltage to the motor when the
cutting head is in the edging mode and the first voltage
is greater than the second voltage. Indeed, the first circuit
arrangement may comprise a first resistance and the sec-
ond circuit arrangement comprises a second resistance
and the first resistance is smaller than the second resist-
ance. For example the first and second circuit arrange-
ments may be identical except for the value of a resistor
in the circuits.
[0023] Alternatively, the switching means may com-
prise a rheostat configured to change a resistance value
in response to the relative rotational movement of the
housing with respect to the shaft. The voltage supplied
to the motor will be gradually changed as the shaft is
rotated with respect to the housing. In some embodi-
ments the rheostat can comprise a camming surface on
the shaft in electrical connection with reciprocating ter-
minals on the housing.
[0024] Alternatively the second circuit arrangement
comprises a half-wave rectifying circuit and the first circuit
arrangement shorts out the half-wave rectifying circuit.
Preferably half-wave rectifying circuit comprises a diode.
In other embodiments the circuit comprises a pulse width
modulation controller configured to change a voltage duty
cycle supplied to the motor when the switching means is
actuated. Preferably the switch means is configured to
be actuated when cutting head is rotated approximately
half way between the edging mode and the trimming
modes.
[0025] Various other aspects and further embodiments
are also described in the following detailed description
and in the attached claims with reference to the accom-
panying drawings, in which:

Figure 1 shows a side view of the vegetation cutting
device;
Figure 2 shows another side view of the vegetation
cutting device;
Figure 3 shows a partial cut away side view of the
vegetation cutting device;
Figures 4 and 5 show simplified circuit diagrams for
the vegetation cutting device;
Figure 6 shows a circuit diagrams for an embodiment
of the vegetation cutting device with a DC supply;
Figure 7 shows a graphical representation of pulses
of different widths in accordance with the embodi-
ment of Figure 6;
Figures 8 and 9 shows circuit diagrams for embod-
iments of the vegetation cutting device with an AC
supply;

[0026] Figure 1 shows a side view of a vegetation cut-

ting device 10. Typically the vegetation cutting device 10
is a string trimmer, but the vegetation cutting device can
alternatively be other devices suitable for cutting vege-
tation like brush cutters. The vegetation cutting device
10 comprises a housing 12 for housing a motor 14 and
other components which will be discussed in further detail
with respect to Figure 3. The housing 12 can comprise
two clam shell portions which are fixed together to en-
close the motor 14 and other components. The housing
12 has a first gripping handle 16 and a second gripping
handle 18 so that the vegetation cutting device 10 can
be operated with two hands by a user. The housing 12
is rotatably coupled to a first end of a shaft 20 and a
cutting head 22 is fixed to a second end of the shaft 20.
The cutting head 22 comprises a guard 24 and a rotary
cutting means 26. The rotary cutting means 26 may com-
prise a flexible line element which is suitable for cutting
vegetation. A portion of the flexible line element will pro-
trude from a central cap 28 and define a cutting swath
when the rotary cutting means 26 rotates in operation.
The flexible line element can be stored on a spool and
is dispensed when a portion of the flexible line element
protruding from the central cap 28 breaks. In other em-
bodiments the flexible line element can be a fixed length
of line. Alternatively the flexible line element can be re-
placed with blades.
[0027] In operation, the cutting swath of the rotary cut-
ting means 26 will generally be in a plane which herein-
after is referred to as a cutting plane B. The vegetation
cutting device 10 as shown in Figure 1 is configured in a
trimming mode whereby the cutting plane B of the rotary
cutting means 26 is substantially horizontal. This means
that in use the cutting plane B will be substantially parallel
with the ground or vegetation to be cut.
[0028] The shaft 20 can be rotated with respect to the
housing 12 to modify the orientation of the cutting head
22. In some embodiments the shaft 20 can be rotated
about an axis A which is coaxial with a longitudinal axis
of the shaft adjacent to the housing 12 and a longitudinal
axis of the housing 12. The shaft 20 can be rotated 180
degrees around the axis A to configure the cutting head
22 in an edging mode.
[0029] In edging mode the cutting head 22 is substan-
tially vertical and the cutting plane B of the rotary cutting
means 26 is substantially perpendicular with the ground.
This means that the edges of a lawn at flowerbeds can
be trimmed accurately. Indeed in the edging mode, cut-
ting plane will be perpendicular to cutting plane B as
shown in Figure 1. The shaft 20 can be prevented from
rotating with respect to the housing 12 with a locking col-
lar 30. When the user wishes to rotate the shaft 20, the
user first unscrews the locking collar 30 and rotates the
shaft 20 to the desired position and then retightens the
locking collar 30 to fix the shaft 20 in place with respect
to the housing.
[0030] Figure 2 shows a close up side view of the veg-
etation cutting device 10 and the housing 12. The vege-
tation cutting device 10 can be powered by a battery (not
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shown) or an external AC electricity supply. The battery
or external AC electricity supply power cord is coupled
to a power input portion 32. The vegetation cutting device
10 can be operated with a user operated trigger 34. Ad-
ditional secondary triggers (not shown) may also be used
in conjunction with the user operated trigger 34 for pro-
viding dual switching mechanism so that the vegetation
cutting device can only be operated with two hands.
[0031] Figure 3 shows a partial cut away of the vege-
tation cutting device 10 shown in Figure 2. The motor 14
comprises a motor output drive shaft 36 for driving a gear-
box 38. The gearbox 38 comprises a gearing for reducing
the rotational speed of the motor output drive shaft 36 to
a rotational speed suitable for cutting vegetation. A gear-
box output drive shaft 40 is coupled to an extended drive
shaft 42 which extends within the shaft 20. The extended
drive shaft 42 is coupled to the rotary cutting means 26
in the cutting head 22 and transmits drive from the gear-
box 38 to the rotary cutting means 26.
[0032] When the user actuates the user operated trig-
ger 34, a trigger switch 44 is actuated and an electrical
circuit is completed and a voltage is supplied to the motor
14. The voltage supplied to the motor 14 is determined
by switching means 46. Switching means 46 may any
means suitable for changing the voltage supplied to the
motor 14. In some embodiments switching means 46
comprises a rotation detection switch 48, such as a mi-
croswitch, and an actuating element 50. The rotation de-
tection switch 48 is in electrical connection with the motor
14 and may comprise a moveable switch element move-
able between a first position and a second position. The
actuating element 50 can be a camming surface 50
mounted on the shaft 20. The camming surface 50 may
be mounted circumferentially or partially circumferential-
ly. Since the shaft 20 is configured to rotated 180 degrees
with respect to the housing 12, the camming surface 50
is mounted around half the shaft 20. Of course, if the
shaft 20 is configured to rotated by a different amount,
for example a quarter turn, with respect to the housing
12, then the camming surface 50 should be extend a
similar amount across the circumference of the shaft 20,
e.g. a quarter of the circumference. In other embodiments
the switch can be any sensor or switch to detect relative
movement between the housing 12 and the shaft 20.
[0033] In some embodiments the rotation detection
switch 48 is configured to be actuated whilst the cutting
head is between the edging mode and the trimming
mode. In particular the rotation detection switch 48 is
actuated by the camming surface 50 when the cutting
head is rotated approximately halfway between the edg-
ing mode and the trimming mode. For example the cam-
ming surface 50 actuates the rotation detection switch
48 when the shaft 20 has rotated 90 degrees with respect
to the housing 12 with a 180 degree relative rotation re-
quired to move the cutting head from edging to trimming
mode. This means that the rotation detection switch 48
cannot be accidentally actuated whilst the vegetation
trimming device 10 is in use.

[0034] Figure 3 shows the vegetation cutting device 10
in the trimming mode. In this mode, the camming surface
50 is not in engagement with the rotational detection
switch 48 and the rotational detection switch 48 is in its
first position. When the user changes the orientation of
the cutting head 22 from trimming mode to edging mode,
the shaft 20 rotates with respect to the housing 12. As
the shaft 20 rotates, the camming surface 50 engages
with the rotation detection switch 48 and moves the ro-
tational detection switch 48 from the first position to the
second position and actuates the rotational detection
switch 48.
[0035] The operation of the switching means 46 will
now be discussed in reference to Figures 4 and 5. Figures
4 and 5 show simplified circuit diagrams of the vegetation
cutting device 10 comprising a power supply, the motor
14, the rotational detection switch 48, the trigger switch
44 and one or more resistors. Although Figures 4 and 5
show a DC supply, the power supply can be replaced
with an AC supply in other embodiments which is dis-
cussed in further detail below in reference to Figures 8
and 9.
[0036] Figure 4 shows a circuit 52 with a first circuit
arrangement and a second circuit arrangement. The first
and second circuit arrangements are identical except that
a value of a resistor in each circuit arrangement is differ-
ent. The first circuit arrangement has a first resistor R1
and the second circuit arrangement has a second resistor
R2. Whether the first or second circuit arrangement is
selected is determined by the status of the rotational de-
tection switch 48. The first circuit arrangement and re-
sistor R1 corresponds to the trimming mode and the sec-
ond circuit arrangement and resistor R2 corresponds to
the edging mode. The first resistor R1 has a lower resist-
ance value than the second resistor R2.
[0037] When the trigger switch 44 is actuated, the cir-
cuit 52 is completed and a voltage is supplied to the motor
14. As shown in Figure 4, the vegetation cutting device
10 is in the trimming mode and the rotational detection
switch 48 is in the first position and this selects the first
circuit arrangement and the first resistor R1. When the
shaft 20 is rotated, the camming surface 50 actuates the
rotational detection switch 48 and the rotational detection
switch 48 moves to the second position and this selects
the second circuit arrangement and the second resistor
R2 is selected. Since R2 has a greater resistance value
than R1, the voltage supplied to the motor in the edging
mode will be reduced. This means that the maximum
speed of the motor will also be decreased and the noise
level when the vegetation cutting device 10 is in the edg-
ing mode will be reduced. Conversely the voltage sup-
plied to the motor 14 when the first circuit arrangement
and the first resistor R1 is selected will be greater. This
means in the trimming mode, the maximum speed of the
motor will be greater than in the edging mode. In some
embodiments the rotational detection switch 48 is biased
to the first position so that the rotational detection switch
48 automatically changes the speed of the motor when
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the cutting head 22 is rotated back to the trimming mode.
In some embodiments there is only one resistor R2 which
still provides a difference in voltages between the first
circuit arrangement and the second circuit arrangement.
[0038] Figure 5 shows another embodiment whereby
the two resistors are replaced with a variable resistor 54.
The variable resistor 54 is configured to modify the re-
sistance in the circuit and hence the voltage supplied to
the motor 14 when the shaft 20 is rotated. This means
that the voltage is supplied to the motor will gradually
reduce as the shaft 20 is rotated from trimming mode to
the edging mode. In some embodiments, the variable
resistor can comprise the camming surface, so that the
camming surface is part of the circuit.
[0039] An alternative embodiment will now be dis-
cussed with reference to Figures 6 and 7. Figure 6 dis-
close a circuit diagram for varying the speed of the motor
with pulse width modulation (PWM). The circuit 52 is a
direct current (DC) circuit which comprises a PWM con-
troller 60 configured switch the voltage "ON" periodically
according to a duty cycle. The PWM controller 60 com-
prises a known integrated circuit or electronic compo-
nents for pulse with modulation of a DC voltage. The
PWM controller 60 is configured to vary the duty cycle
and the amount of time the voltage is switched "ON" and
this controls the voltage supplied to the motor 14. If re-
sistors are used to solely control the voltage, the circuit
can overheat and damage the vegetation cutting device.
Varying the voltage with pulse width modulation means
that heat dissipation is not an issue.
[0040] Figure 7 shows a graphical representation of
pulses of different width. The PWM controller 60 can vary
the duty cycle and duration that the voltage is "ON" in
each the pulse sent to the motor 14. The width of the
pulse determines the amount of voltage supplied to the
motor and how fast the motor is rotating. The PWM con-
troller 60 can supply a constant voltage or a duty cycle
of 100% to the motor and in this case the motor will be
operating at full speed. When the motor speed is reduced,
the PWM controller adjusts the duty cycle and reduces
the duration of ON pulses.
[0041] Figure 7 shows three example ON pulses 72,
76, 77 for different duty cycles. For example the PWM
controller 60 control the circuit with a duty cycle having
a 10% pulse width 72, a 50% pulse width 76 or a 90%
pulse width. For comparison each pulse 72, 76, 77 has
a respective "OFF" period 74, 78, 79.
[0042] This means that the speed of the motor 14 can
be adjusted to a variety of speeds with the PWM controller
60. The PWM controller 60 changes the pulse width in
response to the rotation detection switch 48 actuating in
response to relative rotation between the shaft 20 and
the housing 12. This is similar to the previously discussed
embodiments. The PWM controller 60 can control the
pulse widths such that the full width (100% duty cycle)
maximum voltage is across the motor 14 in trimming
mode and a reduced width pulse (e.g. 50%) is across the
motor 14 edging mode. Alternatively the PWM controller

60 can be configured to supply a plurality of different
pulse widths to the motor 14. Momentum and inertia of
the rotating motor 14 means that the motor 14 continues
to rotate even in the periods when no voltage is supplied.
[0043] As previously mentioned, the vegetation cutting
device 10 can be operated with an alternating current
supply. This alternative embodiment will now be dis-
cussed with reference to Figures 8 and 9. Figure 8 shows
a circuit diagram for controlling the speed of a motor 14
in a vegetation cutting device 10 with an AC supply 82.
Similar to the embodiment discussed with reference to
Figure 4, the circuit 52 comprises a trigger switch 44 and
a rotation detection switch 48. The circuit 52 comprises
a diode 80 for providing a half-wave rectifying circuit.
When the rotation detection switch 48 is closed, the diode
80 is no longer selected or "shorted out" from the circuit
52 and the full voltage is supplied across the motor 14.
The half-wave rectifying circuit means that when the ro-
tation detection switch 48 is open, the diode 82 removes
one half of the sinusoidal AC voltage supply 82. The diode
80 reduces the root mean square voltage across the mo-
tor 14 and the speed of the motor 14 is reduced. Momen-
tum and inertia of the rotating motor 14 means that the
motor 14 continues to rotate even in the periods when
no voltage is supplied.
[0044] Alternatively the circuit 52 can comprise a
phase control module 90 for controlling the voltage sup-
plied to the motor as shown in Figure 9. The phase control
module 90 can comprise a thyristor or triac circuit for
continuous speed control of the motor 14 over a range
of speeds. Alternatively the phase control module 90 can
comprise a series of stepped predetermined speeds us-
ing multiple taps on the field coil of the motor 14.
[0045] In other embodiments, the switching means
mechanically changes the speed of the rotary cutting
means 26 by changing the gearing in the gearbox 38. In
this way a first gearing is used in the trimming mode and
a second gearing is used in the edging mode such that
the speed of the rotary cutting means is faster in the trim-
ming mode.
[0046] Embodiments of the present invention have
been discussed with particular reference to the examples
illustrated. However it will be appreciated that variations
and modifications may be made to the examples de-
scribed within the scope of the invention as defined by
the appended claims.

Claims

1. A vegetation cutting device (10) comprising: a hous-
ing (12) rotatably coupled to a shaft (20); a cutting
head (22) comprising a rotary cutting means (26) for
cutting vegetation, the cutting head (22) being cou-
pled to the shaft (20) and being arranged to move
between an edging mode in which the rotary cutting
means (26) rotates in a substantially vertical plane
and a trimming mode in which the rotary cutting
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means (26) rotates in a substantially horizontal plane
(B); a motor (14) mounted in the housing (12), the
motor (14) being arranged to drive the rotary cutting
means (26); characterised in a switching means
(46) mechanically coupled between the housing (12)
and the shaft (20) and arranged to be actuated when
the shaft (20) rotates relative to the housing (12)
thereby changing the speed of the rotary cutting
means (26) when the cutting head (22) moves be-
tween the edging mode and trimming mode.

2. A vegetation cutting device according to claim 1
wherein the shaft (20) rotates about a longitudinal
axis (A) of the shaft (20) with respect to the housing.

3. A vegetation cutting device according to claims 1 or
2 wherein the switching means (46) comprises a
switch (48) mounted in the housing (12) and an ac-
tuating element (50) for actuating the switch (48)
mounted on the shaft (20).

4. A vegetation cutting device according to claims 1 or
2 wherein the switching means (46) comprises a
switch (48) mounted on the shaft (20) and an actu-
ating element (50) for actuating the switch (48)
mounted in the housing (12).

5. A vegetation cutting device according to claims 3 or
4 wherein the actuating element (50) is a camming
surface for engaging with a moveable switch element
of the switch (48) and for moving the moveable
switch element between a first position and a second
position.

6. A vegetation cutting device according to claim 5
wherein the moveable switch element is biased to
one of the first position and the second position.

7. A vegetation cutting device according to any of the
preceding claims wherein the cutting head (22) is
fixed with respect to one end of the shaft (20) and
the housing (12) is rotatably coupled to another end
of the shaft (20).

8. A vegetation cutting device according to any of
claims 1 to 6 wherein the housing (12) comprises
the cutting head (22) and both the housing and the
cutting head are rotatably coupled to the shaft (20).

9. A vegetation cutting device according to any of the
preceding claims wherein the switching means (46)
is configured to change a voltage supplied to the
motor (14) and change the speed of the motor.

10. A vegetation cutting device according to claim 9
wherein the switching means (46) is configured to
change between a first circuit arrangement for sup-
plying a first voltage to the motor (14) when the cut-

ting head (22) is in the trimming mode and a second
circuit arrangement for supplying a second voltage
to the motor when the cutting head is in the edging
mode and the first voltage is greater than the second
voltage.

11. A vegetation cutting device according to claim 10
wherein the second circuit arrangement comprises
a half-wave rectifying circuit and the first circuit ar-
rangement shorts out the half-wave rectifying circuit.

12. A vegetation cutting device according to claim 11
wherein half-wave rectifying circuit comprises a di-
ode (80).

13. A vegetation cutting device according to claim 9
wherein the circuit comprises a pulse width modula-
tion controller (60) configured to change a voltage
duty cycle supplied to the motor (14) when the
switching means (46) is actuated.

14. A vegetation cutting device according to any of the
preceding claims wherein the switch means (46) is
configured to be actuated when cutting head (22) is
rotated approximately half way between the edging
mode and the trimming modes.

Patentansprüche

1. Vegetationsschneidvorrichtung (10), die Folgendes
umfasst: ein Gehäuse (12), das drehbar mit einer
Welle (20) gekoppelt ist; einen Schneidkopf (22), der
ein Rotationsschneidmittel (26) zum Schneiden von
Vegetation umfasst, wobei der Schneidkopf (22) mit
der Welle (20) gekoppelt ist und dafür ausgelegt ist,
sich zwischen einem Kantenbeschnittmodus, in dem
sich das Rotationsschneidmittel (26) in einer im We-
sentlichen vertikalen Ebene dreht, und einem
Mähmodus, in dem sich das Rotationsschneidmittel
(26) in einer im Wesentlichen horizontalen Ebene
(B) dreht, zu bewegen; einen Motor (14), der in dem
Gehäuse (12) montiert ist, wobei der Motor (14) dafür
ausgelegt ist, das Rotationsschneidmittel (26) anzu-
treiben; dadurch gekennzeichnet, dass ein Schalt-
mittel (46) mechanisch zwischen dem Gehäuse (12)
und der Welle (20) gekoppelt ist und dafür ausgelegt
ist, betätigt zu werden, wenn sich die Welle (20) re-
lativ zu dem Gehäuse (12) dreht, wodurch die Dreh-
zahl des Rotationsschneidmittels (26) geändert wird,
wenn sich der Schneidkopf (22) zwischen dem Kan-
tenbeschnittmodus und dem Mähmodus bewegt.

2. Vegetationsschneidvorrichtung nach Anspruch 1,
wobei sich die Welle (20) um eine Längsachse (A)
der Welle (20) mit Bezug auf das Gehäuse dreht.

3. Vegetationsschneidvorrichtung nach den Ansprü-
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chen 1 oder 2, wobei das Schaltmittel (46) einen
Schalter (48) umfasst, der in dem Gehäuse (12)
montiert ist, und ein Betätigungselement (50) zum
Betätigen des Schalters (48) umfasst, das auf der
Welle (20) montiert ist.

4. Vegetationsschneidvorrichtung nach den Ansprü-
chen 1 oder 2, wobei das Schaltmittel (46) einen
Schalter (48) umfasst, der an der Welle (20) montiert
ist, und ein Betätigungselement (50) zum Betätigen
des Schalters (48) umfasst, das in dem Gehäuse
(12) montiert ist.

5. Vegetationsschneidvorrichtung nach den Ansprü-
chen 3 oder 4, wobei der Betätigungselement (50)
eine Nockenfläche ist, die ein bewegliches Schalter-
element des Schalters (48) in Eingriff nimmt und das
bewegliche Schalterelement zwischen einer ersten
Position und einer zweiten Position bewegt.

6. Vegetationsschneidvorrichtung nach Anspruch 5,
wobei das bewegliche Schalterelement in die erste
Position oder in die zweite Position vorgespannt ist.

7. Vegetationsschneidvorrichtung nach einem der vo-
rangehenden Ansprüche, wobei der Schneidkopf
(22) mit Bezug auf ein Ende der Welle (20) fixiert ist
und das Gehäuse (12) drehbar mit dem anderen En-
de der Welle (20) gekoppelt ist.

8. Vegetationsschneidvorrichtung nach einem der An-
sprüche 1 bis 6, wobei das Gehäuse (12) den
Schneidkopf (22) umfasst und sowohl das Gehäuse
als auch der Schneidkopf drehbar mit der Welle (20)
gekoppelt sind.

9. Vegetationsschneidvorrichtung nach einem der vo-
rangehenden Ansprüche, wobei das Schaltmittel
(46) dafür konfiguriert ist, eine dem Motor (14) zu-
geführte Spannung zu ändern und die Drehzahl des
Motors zu ändern.

10. Vegetationsschneidvorrichtung nach Anspruch 9,
wobei das Schaltmittel (46) dafür konfiguriert ist, zwi-
schen einer ersten Schaltkreisanordnung zum Zu-
führen einer ersten Spannung zu dem Motor (14),
wenn der Schneidkopf (22) im Mähmodus ist, und
einer zweiten Schaltkreisanordnung zum Zuführen
einer zweiten Spannung zu dem Motor, wenn der
Schneidkopf im Kantenbeschnittmodus ist, zu wech-
seln, und die erste Spannung größer ist als die zweite
Spannung.

11. Vegetationsschneidvorrichtung nach Anspruch 10,
wobei die zweite Schaltkreisanordnung einen Halb-
wellengleichrichterkreis umfasst und die erste
Schaltkreisanordnung den Halbwellengleichrichter-
kreis kurzschließt.

12. Vegetationsschneidvorrichtung nach Anspruch 11,
wobei der Halbwellengleichrichterkreis eine Diode
(80) umfasst.

13. Vegetationsschneidvorrichtung nach Anspruch 9,
wobei der Schaltkreis einen Impulsbreitenmodulati-
ons-Controller (60) umfasst, der dafür konfiguriert
ist, einen dem Motor (14) zugeführten Spannungs-
arbeitszyklus zu ändern, wenn das Schaltmittel (46)
betätigt wird.

14. Vegetationsschneidvorrichtung nach einem der vo-
rangehenden Ansprüche, wobei das Schaltmittel
(46) dafür konfiguriert ist, betätigt zu werden, wenn
der Schneidkopf (22) ungefähr die Hälfte zwischen
dem Kantenbeschnittmodus und dem Mähmodus
gedreht wird.

Revendications

1. Dispositif de coupe de végétation (10) comprenant :
un logement (12) couplé en rotation à un arbre (20) ;
une tête de coupe (22) comprenant un moyen de
coupe rotatif (26) pour couper la végétation, la tête
de coupe (22) étant couplée à l’arbre (20) et étant
agencée pour se déplacer entre un mode de bordu-
rage dans lequel le moyen de coupe rotatif (26) tour-
ne dans un plan sensiblement vertical et un mode
d’ébranchage dans lequel le moyen de coupe rotatif
(26) tourne dans un plan sensiblement horizontal
(B) ; un moteur (14) monté dans le logement (12), le
moteur (14) étant agencé pour entraîner le moyen
de coupe rotatif (26) ; caractérisé en ce qu’un
moyen de commutation (46) couplé mécaniquement
entre le logement (12) et l’arbre (20) et agencé pour
être actionné lorsque l’arbre (20) tourne par rapport
au logement (12) changeant de ce fait la vitesse du
moyen de coupe rotatif (26) lorsque la tête de coupe
(22) se déplace entre le mode de bordurage et le
mode d’ébranchage.

2. Dispositif de coupe de végétation selon la revendi-
cation 1, dans lequel l’arbre (20) tourne autour d’un
axe longitudinal (A) de l’arbre (20) par rapport au
logement.

3. Dispositif de coupe de végétation selon les revendi-
cations 1 ou 2, dans lequel le moyen de commutation
(46) comprend un commutateur (48) monté dans le
logement (12) et un élément d’actionnement (50)
pour actionner le commutateur (48) monté sur l’arbre
(20).

4. Dispositif de coupe de végétation selon les revendi-
cations 1 ou 2, dans lequel le moyen de commutation
(46) comprend un commutateur (48) monté sur l’ar-
bre (20) et un élément d’actionnement (50) pour ac-
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tionner le commutateur (48) monté dans le logement
(12).

5. Dispositif de coupe de végétation selon les revendi-
cations 3 ou 4, dans lequel l’élément d’actionnement
(50) est une surface servant de came pour mettre
en prise un élément de commutation mobile du com-
mutateur (48) et pour déplacer l’élément de commu-
tation mobile entre une première position et une se-
conde position.

6. Dispositif de coupe de végétation selon la revendi-
cation 5, dans lequel l’élément de commutation mo-
bile est sollicité vers une de la première position et
de la seconde position.

7. Dispositif de coupe de végétation selon n’importe
laquelle des revendications précédentes, dans le-
quel la tête de coupe (22) est fixe par rapport à une
extrémité de l’arbre (20) et le logement (12) est cou-
plé en rotation à une autre extrémité de l’arbre (20).

8. Dispositif de coupe de végétation selon n’importe
laquelle des revendications 1 à 6, dans lequel le lo-
gement (12) comprend la tête de coupe (22) et tant
le logement que la tête de coupe sont couplés en
rotation à l’arbre (20).

9. Dispositif de coupe de végétation selon n’importe
laquelle des revendications précédentes, dans le-
quel le moyen de commutation (46) est configuré
pour changer une tension fournie au moteur (14) et
pour changer la vitesse du moteur.

10. Dispositif de coupe de végétation selon la revendi-
cation 9, dans lequel le moyen de commutation (46)
est configuré pour changer entre un premier agen-
cement de circuit pour fournir une première tension
au moteur (14) lorsque la tête de coupe (22) est dans
le mode d’ébranchage et un second agencement de
circuit pour fournir une seconde tension au moteur
lorsque la tête de coupe est dans le mode de bor-
durage et la première tension est plus grande que
la seconde tension.

11. Dispositif de coupe de végétation selon la revendi-
cation 10, dans lequel le second agencement de cir-
cuit comprend un circuit redresseur demi-onde et le
premier agencement de circuit court-circuite le cir-
cuit redresseur demi-onde.

12. Dispositif de coupe de végétation selon la revendi-
cation 11, dans lequel le circuit redresseur demi-on-
de comprend une diode (80).

13. Dispositif de coupe de végétation selon la revendi-
cation 9 dans lequel le circuit comprend une unité
de commande de modulation de largeur d’impulsion

(60) configurée pour changer un rapport cyclique de
tension fourni au moteur (14) lorsque le moyen de
commutation (46) est actionné.

14. Dispositif de coupe de végétation selon n’importe
laquelle des revendications précédentes dans lequel
le moyen de commutation (46) est configuré pour
être actionné lorsque la tête de coupe (22) est tour-
née approximativement à mi-chemin entre le mode
de bordurage et le mode d’ébranchage.
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