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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a portable in-
formation terminal having a communication function, and
more particularly, to control of a task executed in a port-
able information terminal.

Description of the Background Art

[0002] Conventionally, there is a system which, by con-
necting a portable terminal to an access point, can re-
ceive data corresponding to the connected access point
(e.g., Japanese Laid-Open Patent Publication No.
2010-28171). In such a data communication system, da-
ta corresponding to a setting place ID which is included
in information on connection to an access point can be
received from a server via the access point.
[0003] In a system disclosed in Japanese Laid-Open
Patent Publication No. 2010-28171, data corresponding
to a setting place ID of the connected access point, such
as a service list, is received by using a hot spot viewer.
In this system, contents data which is different for each
access point is received. However, it is impossible to
change, for each connected access point, an execution
priority of a data transmission/reception process which
is commonly performed regardless of the connected ac-
cess point.
[0004] EP 2 135 650 A1 discloses an information sys-
tem wherein a game apparatus connects, via an access
point, to a server for downloading specific content. The
game apparatus obtains the connect information (loca-
tion ID) from another game machine.

SUMMARY OF THE INVENTION

[0005] Therefore, an object of the present invention is
to provide a portable information terminal which can con-
trol a transmission/reception process in accordance with
a connected access point.
[0006] This object is achieved by the invention as de-
fined in claims 1, and 11 to 13; embodiments of the in-
vention are defined in the dependent claims.
[0007] The present invention has the following features
to attain the object mentioned above.
[0008] A first aspect is directed to a portable informa-
tion terminal including task setting means, connection
means, task execution parameter obtaining means, and
task execution means. The task setting means sets one
or more tasks each representing process contents of
transmission or reception of data. The connection means
searches for an access point and performs a connection
to the searched access point. Before the one or more
tasks are executed via the access point connected by
the connection means, the task execution parameter ob-

taining means obtains an execution control parameter,
for at least one of the one or more tasks, which indicates
at least one of an execution instruction, whether or not
to execute the task, and an execution priority, in accord-
ance with an access point identifier which indicates the
access point. The task execution means performs trans-
mission or reception of data via the access point by ex-
ecuting at least one of the one or more tasks on the basis
of the execution control parameter.
[0009] According to the first aspect, the execution in-
struction of the task, whether or not to execute the task,
or the execution priority of the task is obtained by using
the identifier of the access point, and the task is executed
on the basis of this. Thus, the execution instruction of
each task, whether or not to execute each task, or the
execution priority of each task can be changed for each
access point. As a result, a task execution environment
can be set which is different depending on a position/area
in which an access point is set.
[0010] In a second aspect based on the first aspect,
the portable information terminal further includes: iden-
tifier obtaining means for obtaining the access point iden-
tifier which indicates the access point searched by the
connection means; and request transmission means for
transmitting a request for the execution control parame-
ter, which includes the access point identifier, to a pre-
determined server. The task execution parameter obtain-
ing means receives, from the predetermined server, the
execution control parameter corresponding to the access
point identifier included in the request.
[0011] According to the second aspect, when com-
pared to the case where control information is stored in
each access point, management is easy since control
information corresponding to a plurality of access points
can be stored together in the server.
[0012] In a third aspect based on the first aspect, the
task setting means sets, for each of the one or more
tasks, an execution control parameter which indicates at
least one of: an execution instruction; whether or not to
execute the task; and an execution priority. The portable
information terminal further includes execution parame-
ter change means for changing the execution control pa-
rameter for at least one of the one or more tasks, on the
basis of the execution control parameter obtained by the
task execution parameter obtaining means. The task ex-
ecution means performs transmission or reception of da-
ta via the access point by executing at least one of the
one or more tasks on the basis of the execution control
parameter for each of the one or more tasks.
[0013] According to the third aspect, a control informa-
tion parameter which has already been set for a task,
such as an execution priority and whether or not to exe-
cute the task, can be changed.
[0014] In a fourth aspect based on the third aspect, the
execution control parameter includes information which
is indicative of not executing at least one of the one or
more tasks. The task execution means does not execute
a task for which the information is set, which is indicative
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of not executing the task.
[0015] According to the fourth aspect, for each access
point, it is possible to perform control so as not to execute
a predetermined task.
[0016] In a fifth aspect based on the first aspect, the
execution control parameter includes information which
is indicative of executing at least one of the one or more
tasks. The task execution means executes a task for
which the information is set, which is indicative of exe-
cuting the task.
[0017] According to the fifth aspect, since a task to be
executed can be designated for each access point, it is
easy to incorporate an original task for each access point.
[0018] In a sixth aspect based on the first aspect, the
portable information terminal further includes execution
order determination means for determining an order of
executing the one or more tasks, on the basis of the ex-
ecution control parameter. The task execution means
performs transmission or reception of data via the access
point by executing the one or more tasks on the basis of
the order.
[0019] According to the sixth aspect, an execution or-
der of each task can be changed for each access point.
[0020] In a seventh aspect based on the first aspect,
he connection means repeatedly and automatically
searches for the access point. The task execution pa-
rameter obtaining means automatically obtains the exe-
cution control parameter before the one or more tasks
are executed via the access point connected by the con-
nection means.
[0021] According to the first aspect, without an instruc-
tion of the user, an execution priority or the like corre-
sponding to the access point can be automatically ob-
tained and reflected in the task.
[0022] In an eighth aspect based on the first aspect,
the portable information terminal further includes pro-
gram execution means and reception means. The pro-
gram execution means executes a plurality of application
programs. The reception means receives, from each of
the application programs, process contents of transmis-
sion or reception of data which is performed with another
information apparatus via a network. The task setting
means registers, as a task, the process contents of trans-
mission or reception of data, which are received from
each of the application programs by the reception means.
Further, the task execution means automatically exe-
cutes at least one of the one or more tasks.
[0023] According to the eighth aspect, it becomes un-
necessary for each application to perform a process of
connecting to the access point and transmission and re-
ception of data, as a process of the application (a part of
an application process). When each application issues
a predetermined instruction to the reception means, a
process of transmission and reception of data is auto-
matically performed as an independent process which is
independent of the application process. Thus, it is easy
for the developer of each application to design the appli-
cation, and the user does not need to activate a target

application when data communication is performed.
[0024] In a ninth aspect based on the first aspect, the
task execution parameter obtaining means obtains the
execution control parameter each time a connection to
the access point is established by the connection means.
[0025] According to the ninth aspect, since the execu-
tion control parameter is obtained each time the portable
information terminal connects to the access point, the
provider of the execution control parameter can update
whether or not to execute the task, the execution priority
of the task, and the like at certain intervals.
[0026] In a tenth aspect based on the third aspect, each
of the one or more tasks includes an executable number
of times thereof. The task execution parameter obtaining
means further obtains information which is indicative of
increasing the executable number of times of at least one
of the one or more tasks, in accordance with the access
point identifier. The execution parameter change means
increases the executable number of times of a task for
which the information is set, which is indicative of increas-
ing the executable number of times of the task. Further,
the task execution means decreases the executable
number of times of an executed task.
[0027] According to the tenth aspect, the executable
number of times of a task which is different for each ac-
cess point can be increased.
[0028] In an eleventh aspect based on the tenth as-
pect, the task execution means does not execute a task
whose executable number of times is 0. The execution
parameter change means increases the executable
number of times of a task, which is 0, of tasks for each
of which the information is set, which is indicative of in-
creasing the executable number of times of the task.
[0029] According to the eleventh aspect, of tasks which
have already become unexecutable, a task which is set
to be re-executable can be different for each access
point.
[0030] In a twelfth aspect based on the first aspect, the
portable information terminal further includes storage
means for storing terminal unique information which is
unique to the portable information terminal. The task ex-
ecution parameter obtaining means receives the execu-
tion control parameter in accordance with the access
point identifier and the terminal unique information.
[0031] According to the twelfth aspect, since the exe-
cution control parameter corresponding to the identifier
of the access point and the information unique to the
portable information terminal can be received, the exe-
cution control parameter can be made to be different for
each portable information terminal even when each port-
able information terminal connects to the same access
point,.
[0032] In a thirteenth aspect based on the first aspect,
the portable information terminal further includes: stor-
age means for storing terminal unique information which
is unique to the portable information terminal; and iden-
tifier determination means for determining whether or not
the access point identifier is set for the access point.
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When it is determined by the identifier determination
means that the access point identifier is set, the task ex-
ecution parameter obtaining means receives the execu-
tion control parameter at least in accordance with the
access point identifier. When it is determined by the iden-
tifier determination means that the access point identifier
is not set, the task execution parameter obtaining means
receives the execution control parameter in accordance
with the terminal unique information.
[0033] According to the thirteenth aspect, even when
the access point does not have an identifier, the execu-
tion control parameter corresponding to the information
unique to the portable information terminal can be re-
ceived. Thus, a task execution setting can be performed
so as to be different depending on an area or the like
which is set in the portable information terminal.
[0034] In a fourteenth aspect based on the third aspect,
the task execution parameter obtaining means further
obtains a durability identifier which indicates whether a
change of the execution control parameter obtained by
the task execution parameter obtaining means is tempo-
rary or permanent, in accordance with the access point
identifier. When the durability identifier indicates that the
change is permanent, the execution parameter change
means overwrites the execution control parameter of the
task with contents indicated by the received execution
control parameter. When the durability identifier indicates
that the change is temporary, the execution parameter
change means temporarily changes the execution con-
trol parameter of the task to the contents indicated by the
received execution control parameter. Further, after the
task for which the execution control parameter is tempo-
rarily changed is executed, the task execution means
returns the execution control parameter of the task to
original contents before the temporary change.
[0035] According to the fourteenth aspect, a task (tem-
porary) for which the execution control parameter is
changed only at the connection to the access point, and
a task (permanent) for which the current execution con-
trol parameter is continuously used until the execution
control parameter is changed again as a result of a con-
nection to another access point, can be designated.
Thus, both an original setting (temporary) and a setting
to the future (permanent) can be performed for each ac-
cess point.
[0036] In a fifteenth aspect based on the first aspect,
the portable information terminal further includes task ex-
ecution timing setting means, next time setting means,
clocking means, and next time correction means. The
task execution timing setting means sets an execution
time and/or an execution interval of each of the one or
more tasks. When execution of each task via the access
point by the task execution means is completed, the next
time setting means sets a next connection time of con-
necting to the access point next, on the basis of the ex-
ecution time and/or the execution interval of each task
which are set by the task execution timing setting means.
The clocking means measures an interval between a cur-

rent time and the next connection time. The next time
correction means corrects the next connection time to a
predetermined time which is a time after a first time period
from the current time, when the interval measured by the
clocking means is equal to or less than the first time pe-
riod. The next time correction means corrects the next
connection time to a predetermined time which is a time
within a second time period from the current time, when
the interval measured by the clocking means is equal to
or more than the second time period. The connection
means automatically searches for the access point at a
time which is set by the next time correction means, and
performs a connection to the searched access point.
[0037] According to the fifteenth aspect, after a task is
executed, a connection to the access point is not attempt-
ed unless the first time period elapses. Thus, power re-
quired for the connection, and the like can be saved. On
the other hand, after a task is executed, a connection to
the access point is attempted at least in the second time
period. Thus, the execution control parameter can be pe-
riodically obtained.
[0038] A sixteenth aspect is directed to a computer-
readable storage medium having stored thereon a port-
able information terminal control program which is exe-
cuted by a computer of a portable information terminal.
The portable information terminal control program caus-
es the computer to operate as: task setting means; con-
nection means; task execution parameter obtaining
means; and task execution means. The task setting
means sets one or more tasks each representing process
contents of transmission or reception of data. The con-
nection means searches for an access point and per-
forms a connection to the searched access point. Before
the one or more tasks are executed via the access point
connected by the connection means, the task execution
parameter obtaining means obtains an execution control
parameter, for at least one of the one or more tasks,
which indicates at least one of an execution instruction,
whether or not to execute the task, and an execution
priority, in accordance with an access point identifier
which indicates the access point. The task execution
means performs transmission or reception of data via the
access point by executing at least one of the one or more
tasks on the basis of the execution control parameter.
[0039] A seventeenth aspect is directed to a portable
information system including task setting means, con-
nection means, task execution parameter obtaining
means, and task execution means. The task setting
means sets one or more tasks each representing process
contents of transmission or reception of data. The con-
nection means searches for an access point and per-
forms a connection to the searched access point. Before
the one or more tasks are executed via the access point
connected by the connection means, the task execution
parameter obtaining means obtains an execution control
parameter, for at least one of the one or more tasks,
which indicates at least one of an execution instruction,
whether or not to execute the task, and an execution
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priority, in accordance with an access point identifier
which indicates the access point. The task execution
means performs transmission or reception of data via the
access point by executing at least one of the one or more
tasks on the basis of the execution control parameter.
[0040] An eighteenth aspect is directed to a method of
controlling a portable information terminal. The method
includes a task setting step, a connection step, a task
execution parameter obtaining step, and a task execution
step. The task setting step sets one or more tasks each
representing process contents of transmission or recep-
tion of data. The connection step searches for an access
point and performs a connection to the searched access
point. Before the one or more tasks are executed via the
access point connected by the connection step, a task
execution parameter obtaining step obtains an execution
control parameter, for at least one of the one or more
tasks, which indicates at least one of an execution in-
struction, whether or not to execute the task, and an ex-
ecution priority, in accordance with an access point iden-
tifier which indicates the access point. The task execution
step performs transmission or reception of data via the
access point by executing at least one of the one or more
tasks on the basis of the execution control parameter.
[0041] According to the sixteenth to eighteenth as-
pects, the same effect as that of the first aspect can be
obtained.
[0042] According to the present invention, whether or
not to execute each task and the execution priority of
each task can be changed for each access point. As a
result, a task execution environment can be set which is
different depending on a position/area in which an access
point is set.
[0043] These and other objects, features, aspects and
advantages of the present invention will become more
apparent from the following detailed description of the
present invention when taken in conjunction with the ac-
companying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0044]

FIG. 1 is an external view of a game apparatus 1
according to a first embodiment of the present inven-
tion;
FIG. 2 is a block diagram of the game apparatus 1
according to the first embodiment of the present in-
vention;
FIG. 3 is a schematic diagram showing the entirety
of a network configuration according to the first em-
bodiment;
FIG. 4 shows an example of a menu screen;
FIG. 5 shows another example of the menu screen;
FIG. 6 shows another example of the menu screen;
FIG. 7 is a diagram for illustrating "passing commu-
nication";
FIG. 8 is another diagram for illustrating the "passing

communication";
FIG. 9 is another diagram for illustrating the "passing
communication";
FIG. 10 is another diagram for illustrating the "pass-
ing communication";
FIG. 11 is a diagram showing the relationships
among various functions (programs) executed in the
embodiment;
FIG. 12 is a diagram showing main data stored in a
storage area included in a microcomputer 37;
FIG. 13 is a diagram showing main data stored in a
storage area included in a wireless communication
module 34;
FIG. 14 is a diagram showing programs and data
stored in a NAND flash memory 33;
FIG. 15 is a diagram showing an example of a data
structure of passing communication data 520 in FIG.
14;
FIG. 16 is a diagram showing an example of a data
structure of task data 530 in FIG. 14;
FIG. 17 is a diagram showing an example of a data
structure of application-related data 550 in FIG. 14;
FIG. 18 is a diagram showing an example of a data
structure of received policy data 570 in FIG. 14;
FIG. 19 is a diagram showing an example of a data
structure of an installation list 580 in FIG. 14;
FIG. 20 is a diagram showing an example of a data
structure of a download list 590 in FIG. 14;
FIG. 21 is a flowchart showing a microcomputer
process performed by the microcomputer 37;
FIG. 22 is a flowchart showing a wireless module
process;
FIG. 23 is another flowchart showing the wireless
module process;
FIG. 24 is a flowchart showing in detail a start-up
process;
FIG. 25 is another flowchart showing in detail the
start-up process;
FIG. 26 is a flowchart showing in detail a menu proc-
ess shown at step S61 in FIG. 24;
FIG. 27 is another flowchart showing in detail the
menu process shown at step 61 in FIG. 24;
FIG. 28 is a flowchart showing in detail a process of
each application shown at step S108 in FIG. 27;
FIG. 29 is another flowchart showing in detail the
process of each application shown at step S108 in
FIG. 27;
FIG. 30 is a flowchart showing in detail a task gen-
eration process shown at step S131 in FIG. 28;
FIG. 31 is a flowchart showing in detail a local com-
munication BG process;
FIG. 32 is another flowchart showing in detail the
local communication BG process;
FIG. 33 is a flowchart showing in detail an Internet
communication BG process;
FIG. 34 is a flowchart showing in detail a policy proc-
ess shown at step S191 in FIG. 33;
FIG. 35 is another flowchart showing in detail the
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policy process shown at step S191 in FIG. 33;
FIG. 36 is a diagram showing a memory map of a
policy server 103;
FIG. 37 is a flowchart showing a process performed
by the policy server 103;
FIG. 38 is a flowchart showing in detail a task exe-
cution process shown at step S192 in FIG. 33;
FIG. 39 is another flowchart showing in detail the
task execution process shown at step S192 in FIG.
33;
FIG. 40 is another flowchart showing in detail the
task execution process shown at step S192 in FIG.
33;
FIG. 41 is a flowchart showing in detail an execution
order sort process shown at step S251 in FIG. 38;
FIG. 42 is a flowchart showing in detail an installation
process shown at step S272 in FIG. 39;
FIG. 43 is another flowchart showing in detail the
installation process shown at step S272 in FIG. 39;
FIG. 44 is a diagram showing a process outline of a
bottle mail application according to a second embod-
iment;
FIG. 45 is another diagram showing the process out-
line of the bottle mail application according to the
second embodiment;
FIG. 46 is a diagram showing an example of a data
structure of history information data stored in a bottle
mail server;
FIG. 47 shows an example of an AP area table stored
in the bottle mail server;
FIG. 48 is a flowchart showing in detail a bottle mail
application process performed in the game appara-
tus 1;
FIG. 49 is another flowchart showing in detail the
bottle mail application process performed in the
game apparatus 1; and
FIG. 50 is a flowchart showing in detail a process of
the bottle mail server.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0045] Hereinafter, embodiments of the present inven-
tion will be described with reference to the drawings. Note
that the present invention is not limited to the embodi-
ments.

(First Embodiment)

[0046] FIG. 1 shows an example of a hand-held game
apparatus (hereinafter, referred to merely as a game ap-
paratus) which is an example of a portable terminal ac-
cording to the present invention. In FIG. 1, the game ap-
paratus 1 is a foldable hand-held game apparatus in an
opened state. The game apparatus 1 is configured to
have such a size as to be held by a user with both hands
or one hand in the opened state.
[0047] The game apparatus 1 includes a lower housing
11 and an upper housing 21. The lower housing 11 and

the upper housing 21 are connected to each other so as
to be capable of being opened or closed (foldable). In
the example of FIG. 1, the lower housing 11 and the upper
housing 21 are each formed in a plate-like shape of a
horizontally long rectangle, and foldably connected to
each other at long side portions thereof. Unusually, the
user uses the game apparatus 1 in the opened state.
When not using the game apparatus 1, the user keeps
the game apparatus 1 in a closed state. In the example
shown in FIG. 1, in addition to the closed state and the
opened state, the game apparatus 1 is capable of main-
taining an angle between the lower housing 11 and the
upper housing 21 at any angle ranging between the
closed state and the opened state by frictional force gen-
erated at a connection portion and the like. In other words,
the upper housing 21 can be stationary at any angle with
respect to the lower housing 11.
[0048] In the lower housing 11, a lower LCD (Liquid
Crystal Display) 12 is provided. The lower LCD 12 has a
horizontally long shape, and is located such that a long
side direction thereof corresponds to a long side direction
of the lower housing 11. Note that although an LCD is
used as a display device provided in the game apparatus
1 in the present embodiment, any other display devices
such as a display device using an EL (Electro Lumines-
cence) and the like may be used. In addition, the game
apparatus 1 can use a display device of any resolution.
Although details will be described below, the lower LCD
12 is used mainly for displaying an image taken by an
inner camera 23 or an outer camera 25 in real time.
[0049] In the lower housing 11, operation buttons 14A
to 14L and a touch panel 13 are provided as input devices.
As shown in FIG. 1, among the operation buttons 14A to
14L, the direction input button 14A, the operation button
14B, the operation button 14C, the operation button 14D,
the operation button 14E, the power button 14F, the home
button 141, the start button 14G, and the select button
14H are provided on an inner main surface of the lower
housing 11 which is located inside when the upper hous-
ing 21 and the lower housing 11 are folded. The direction
input button 14A is used, for example, for a selection
operation and the like. The operation buttons 14B to 14E
are used, for example, for a determination operation, a
cancellation operation, and the like. The power button
14F is used for changing a power control mode of the
game apparatus 1. Although details will be described be-
low, there are a "normal power mode" and a "sleep mode"
as power control modes in the present embodiment. The
home button 141 is used for returning to a menu screen
when an application such as a game is executed. In the
example shown in FIG. 1, the direction input button 14A
and the home button 141 are provided on the inner main
surface of the lower housing 11 and on one of a left side
and a right side (on the left side in FIG. 1) of the lower
LCD 12 provided in the vicinity of the center of the inner
main surface of the lower housing 11. Further, the oper-
ation buttons 14B to 14E, the start button 14G, and the
select button 14H are provided on the inner main surface
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of the lower housing 11 and on the other of the left side
and the right side (on the right side in FIG. 1) of the lower
LCD 12. The direction input button 14A, the operation
buttons 14B to 14E, the start button 14G, and the select
button 14H are used for performing various operations
on the game apparatus 1.
[0050] Note that the operation buttons 14J to 14L are
omitted in FIG. 1. For example, the L button 14J is pro-
vided at a left end of an upper surface of the lower housing
11, and the R button 14K is provided at a right end of the
upper surface of the lower housing 11. The L button 14J
and the R button 14K are used, for example, for perform-
ing a photographing instruction operation (shutter oper-
ation) on the game apparatus 1. In addition, the volume
button 14L is provided on a left side surface of the lower
housing 11. The volume button 14L is used for adjusting
volume of speakers of the game apparatus 1.
[0051] The game apparatus 1 further includes the
touch panel 13 as another input device in addition to the
operation buttons 14A to 14L. The touch panel 13 is
mounted on the lower LCD 12 so as to cover the screen
of the lower LCD 12. In the present embodiment, the
touch panel 13 is, for example, a resistive film type touch
panel. However, the touch panel 13 is not limited to the
resistive film type, but any press-type touch panel may
be used. The touch panel 13 used in the present embod-
iment has the same resolution (detection accuracy) as
that of the lower LCD 12. However, the resolution of the
touch panel 13 and that of the lower LCD 12 may not
necessarily be the same. In a right side surface of the
lower housing 11, an insertion opening (indicated by a
dashed line in FIG. 1) is provided. The insertion opening
is capable of accommodating a touch pen 27 which is
used for performing an operation on the touch panel 13.
Although an input onto the touch panel 13 is usually per-
formed using the touch pen 27, in addition to the touch
pen 27, a finger of the user can be used for operating the
touch panel 13.
[0052] In the right side surface of the lower housing
11, an insertion opening (indicated by a two-dot chain
line in FIG. 1) is formed for accommodating a memory
card 28. Inside the insertion opening, a connector (not
shown) is provided for electrically connecting the game
apparatus 1 to the memory card 28. The memory card
28 is, for example, an SD (Secure Digital) memory card,
and detachably mounted on the connector. The memory
card 28 is used, for example, for storing an image taken
by the game apparatus 1, and loading an image gener-
ated by another apparatus into the game apparatus 1.
[0053] Further, in the upper surface of the lower hous-
ing 11, an insertion opening (indicated by a chain line in
FIG. 1) is formed for accommodating a cartridge 29. In-
side the insertion opening, a connector (not shown) is
provided for electrically connecting the game apparatus
1 to the cartridge 29. The cartridge 29 is a storage me-
dium having stored thereon a game program and the like,
and detachably mounted in the insertion opening provid-
ed in the lower housing 11.

[0054] Three LEDs 15A to 15C are mounted on a left
side part of the connection portion where the lower hous-
ing 11 and the upper housing 21 are connected to each
other. The game apparatus 1 is capable of performing
wireless communication with another apparatus, and the
first LED 15A is lit up while the power of the game appa-
ratus 1 is ON. The second LED 15B is lit up while the
game apparatus 1 is being charged. The third LED 15C
is lit up while wireless communication is established.
Thus, by the three LEDs 15A to 15C, a state of ON/OFF
of the power of the game apparatus 1, a state of charge
of the game apparatus 1, and a state of communication
establishment of the game apparatus 1 can be notified
to the user.
[0055] Meanwhile, in the upper housing 21, an upper
LCD 22 is provided. The upper LCD 22 has a horizontally
long shape, and is located such that a long side direction
thereof corresponds to a long side direction of the upper
housing 21. In a similar manner to that of the lower LCD
12, a display device of another type having any resolution
may be used instead of the upper LCD 22. A touch panel
may be provided so as to cover the upper LCD 22. On
the upper LCD 22, for example, an operation explanation
screen for teaching the user roles of the operation buttons
14A to 14L and the touch panel 13 is displayed.
[0056] In the upper housing 21, two cameras (the inner
camera 23 and the outer camera 25) are provided. As
shown in FIG. 1, the inner camera 23 is mounted in an
inner main surface in the vicinity of the connection portion
of the upper housing 21. On the other hand, the outer
camera 25 is mounted in a surface opposite to the surface
in which the inner camera 23 is mounted, namely, in an
outer main surface of the upper housing 21 (which is the
surface located on the outside of the game apparatus 1
in the closed state, and the back surface of the upper
housing 21 shown in FIG. 1). In FIG. 1, the outer camera
25 is indicated by a dotted line. Thus, the inner camera
23 is capable of taking an image in a direction in which
the inner main surface of the upper housing 21 faces,
and the outer camera 25 is capable of taking an image
in a direction opposite to an imaging direction of the inner
camera 23, namely, in a direction in which the outer main
surface of the upper housing 21 faces. In other words, in
the present embodiment, the two cameras 23 and 25 are
provided such that the imaging directions thereof are op-
posite to each other. For example, the user can take an
image of a view seen from the game apparatus 1 toward
the user with the inner camera 23 as well as an image
of a view seen from the game apparatus 1 in a direction
opposite to the user with the outer camera 25.
[0057] In the inner main surface in the vicinity of the
connection portion, a microphone (a microphone 44
shown in FIG. 2) is accommodated as a voice input de-
vice. In the inner main surface in the vicinity of the con-
nection portion, a microphone hole 16 is formed to allow
the microphone 44 to detect sound outside the game
apparatus 1. The accommodating position of the micro-
phone 44 and the position of the microphone hole 16 are
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not necessarily in the connection portion. For example,
the microphone 44 may be accommodated in the lower
housing 11, and the microphone hole 16 may be formed
in the lower housing 11 so as to correspond to the ac-
commodating position of the microphone 44.
[0058] In the outer main surface of the upper housing
21, a fourth LED 26 (indicated by a dashed line in FIG.
1) is mounted. The fourth LED 26 is lit up at a time when
photographing is performed with the outer camera 25
(when the shutter button is pressed). Further, the fourth
LED 26 is lit up while a moving picture is being taken by
the outer camera 25. By the fourth LED 26, it is notified
to an object person whose image is taken and people
around the object person that photographing is per-
formed (being performed) by the game apparatus 1.
[0059] Sound holes 24 are formed in the inner main
surface of the upper housing 21 and on left and right
sides, respectively, of the upper LCD 22 provided in the
vicinity of the center of the inner main surface of the upper
housing 21. The speakers are accommodated in the up-
per housing 21 and at the back of the sound holes 24.
The sound holes 24 serve to release sound from the
speakers to the outside of the game apparatus 1 there-
through.
[0060] As described above, the inner camera 23 and
the outer camera 25 which are components for taking an
image, and the upper LCD 22 which is display means for
displaying, for example, an operation explanation screen
at the time of photographing are provided in the upper
housing 21. On the other hand, the input devices for per-
forming an operation input on the game apparatus 1 (the
touch panel 13 and the buttons 14A to 14L), and the lower
LCD 12 which is display means for displaying a game
screen are provided in the lower housing 11. Accordingly,
when using the game apparatus 1, the user can hold the
lower housing 11 and perform an input on the input device
while seeing a taken image (an image taken by one of
the cameras) displayed on the lower LCD 12.
[0061] Now, an internal configuration of the game ap-
paratus 1 will be described with reference to FIG. 2. FIG.
2 is a block diagram showing an example of the internal
configuration of the game apparatus 1.
[0062] As shown in FIG. 2, the game apparatus 1 in-
cludes electronic components including a CPU package
31, a main memory 32, a NAND flash memory 33, a wire-
less communication module 34, a first memory card in-
terface (memory card I/F) 35, a second memory card I/F
36, a microcomputer 37, an open/close detector 40, a
power management IC 41, a power circuit 42, and an
interface circuit (I/F circuit) 43. These electronic compo-
nents are mounted on an electronic circuit substrate and
accommodated in the lower housing 11 (or may be ac-
commodated in the upper housing 21).
[0063] In the CPU package 31, a CPU which is infor-
mation processing means for executing predetermined
programs is provided. In the present embodiment, the
CPU has two cores therein (is a so-called dual core proc-
essor), and causes: one of the two cores to mainly per-

form a process concerning system control; and the other
core to mainly perform a process concerning execution
of applications. In addition, in the CPU package 31, a
GPU (Graphics Processor Unit), a DSP (Digital Signal
Processor) and a VRAM (Video RAM) are provided.
Moreover, an internal main memory and the like are also
provided therein. Although not shown, these components
are connected to each other via an internal bus in the
CPU package 31 (namely, integrated into a single chip).
Note that these components may not be integrated into
a single chip, and the number of the cores of the CPU is
not limited to two.
[0064] The GPU is a part of rendering means, and gen-
erates an image in accordance with a graphics command
(image generation command) from the CPU. The VRAM
stores necessary data (data such as polygon data, tex-
ture data, and the like) for the GPU to execute the graph-
ics command. When an image is generated, the GPU
generates image data using data stored in the VRAM.
[0065] The DSP acts as an audio processor, and gen-
erates audio data by using sound data and sound wave-
form (tone) data stored in the internal main memory and
in the main memory 32.
[0066] In the following description, the CPU package
31 is referred to merely as CPU 31.
[0067] A program executed by the CPU 31 may be
stored previously in the NAND flash memory 33 within
the game apparatus 1, may be obtained from the memory
card 28 and/or the cartridge 29, or may be obtained from
another apparatus by means of communication with the
other apparatus. For example, a program may be ob-
tained by means of downloading via the Internet from a
predetermined server, or may be obtained by download-
ing a predetermined program stored in a stationary game
apparatus through communication therewith.
[0068] The main memory 32, the NAND flash memory
33, and the wireless communication module 34 are con-
nected to the CPU 31. The main memory 32 is storage
means used as a work area and a buffer area of the CPU
31. In the present embodiment, for example, a PSRAM
(Pseudo-SRAM) is used as the main memory 32.
[0069] The NAND flash memory 33 is formed of a non-
volatile storage medium. In addition, a memory control
circuit (not shown) controls reading of data from the
NAND flash memory 33 or writing of data to the NAND
flash memory 33 in accordance with an instruction from
the CPU 31.
[0070] The wireless communication module 34 func-
tions to connect to a wireless LAN, for example, by a
method conforming to the standard of IEEE802.11.b/g
(this method is used for later-described "Internet com-
munication"). In addition, the wireless communication
module 34 functions to wirelessly communicate with a
game apparatus of the same type by a predetermined
communication method (this method is used for later-
described "local communication"). The wireless commu-
nication module 34 is connected to the CPU 31. The CPU
31 is capable of receiving data from and transmitting data
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to another apparatus via the Internet using the wireless
communication module 34, and is capable of receiving
data from and transmitting data to another game appa-
ratus of the same type using the wireless communication
module 34. Further, although not shown, the wireless
communication module 34 has a microcomputer chip
which performs a predetermined process during a later-
described sleep mode.
[0071] The first memory card I/F 35 is connected to the
CPU 31. The first memory card I/F 35 reads out data from
the cartridge 29 mounted to the connector or writes data
to the cartridge 29 in accordance with an instruction from
the CPU 31. For example, an application program exe-
cutable by the game apparatus 1 is read out from the
cartridge 29 and executed by the CPU 31, and data con-
cerning the application program (e.g. saved data and the
like) is written to the cartridge 29.
[0072] The second memory card I/F 36 is connected
to the CPU 31. The second memory card I/F 36 reads
out data from the memory card 28 mounted to the con-
nector or writes data to the memory card 28 in accord-
ance with an instruction from the CPU 31. For example,
data of an image taken by the outer camera 25 is written
to the memory card 28, and image data stored in the
memory card 28 is read from the memory card 28 and
stored in the NAND flash memory 33.
[0073] The microcomputer 37 is connected to the CPU
31. The microcomputer 37 performs processes such as
a process concerning power management of the game
apparatus 1, a process concerning time, a process of
detecting opening or closing of the housing. In addition,
the microcomputer 37 receives a notification concerning
these processes from the CPU 31, and also gives a no-
tification to the CPU 31. The microcomputer 37 has a
real time clock (RTC) 39. The RTC 39 counts a time, and
outputs the time to the CPU 31 via the microcomputer
37. For example, the CPU 31 is capable of calculating a
current time (date) and the like on the basis of the time
counted by the RTC 39.
[0074] The microcomputer 37 is also connected to the
open/close detector 40 and the power management IC
41. The power management IC 41 is further connected
to the power circuit 42. The open/close detector 40 de-
tects opening or closing of the housing, and notifies the
detection result to the microcomputer 37 (further to the
CPU 31). The power management IC 41 receives a no-
tification of shift to the sleep mode or cancellation of the
sleep mode, from the microcomputer 37 (from the CPU
31 via the microcomputer 37). Then, the power manage-
ment IC 41 performs control for appropriately supplying
power, on the basis of the notification. The power circuit
42 controls power supplied from a power supply (typical-
ly, a battery accommodated in the lower housing 11) of
the game apparatus 1 to supply the power to each com-
ponent of the game apparatus 1.
[0075] Now, the power control mode of the game ap-
paratus 1 according to the present embodiment will be
described. After the power supply such as a battery is

mounted to the game apparatus 1 so as to allow power
to be supplied to each component, the game apparatus
1 basically operates in any one of the two power control
modes which are the "normal power mode" and the "pow-
er saving mode". The "normal power mode" is a state
where power is supplied to all the components. For ex-
ample, when the user operates the game apparatus 1
and plays a predetermined game, or when the user op-
erates various applications, the power control mode is
the "normal power mode". The "power saving mode" is
a state where power supply to only some of the compo-
nents is continued and power supply to the other com-
ponents is stopped. In the present embodiment, the
"power saving mode" includes a "sleep mode". The
"sleep mode" is a state where power is supplied to only
the microcomputer 37 and the wireless communication
module 34 and power supply to the other components
such as the CPU 31 and the LCDs is stopped (note that
the CPU 31 is capable of receiving an instruction for can-
celling the "sleep mode"). Further, in the "sleep mode",
the microcomputer 37 and the wireless communication
module 34 repeatedly perform processes called "micro-
computer process" and "wireless module process", re-
spectively, in a cycle of a predetermined time period.
These processes will be described in detail later.
[0076] In the present embodiment, in addition to the
method of shifting to the sleep mode and cancelling the
sleep mode on the basis of the detection result of the
open/close detector 40 as described above, it is possible
to change the power control mode between the "normal
power mode" and the "sleep mode" in accordance with
an operation of the power button 14F. Moreover, in ad-
dition to an operation of the power button 14F, it is pos-
sible to automatically cancel the "sleep mode" or shift to
the "sleep mode" by a process as will be described later.
For example, after the user finishes playing a predeter-
mined game, if the user presses the power button 14F
(it seems to the user that this operation is an operation
to turn off the power), the game apparatus 1 shifts to the
"sleep mode". In this state, the user can close and carry
the game apparatus 1. Then, if the user opens the game
apparatus 1 and presses the power button 14F again,
the "sleep mode" is cancelled and the game apparatus
1 shifts to the "normal power mode". Alternatively, the
game apparatus 1 may shift to the "sleep mode" when a
predetermined time period elapses from the last opera-
tion.
[0077] Note that, in addition to the "sleep mode", as
one "power saving mode", a "monitor off mode" is pos-
sible, in which power supply to only each LCD is stopped.
In this case, power is supplied to the CPU 31 and the
main memory 32 (note that the power may be supplied
to only the CPU cores and the internal memory within
the CPU 31 and may not be supplied to the GPU). Further,
by pressing the power button 14F for a predetermined
time period or longer, it is possible to shift to a "complete
stop mode" in which power supply to all the components
including the microcomputer 37 and the wireless com-
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munication module 34 is stopped (namely, the power is
completely turned off). In this case, if the power button
14F is pressed for the predetermined time period or long-
er, the game apparatus 1 shifts to the "normal power
mode" and is started.
[0078] Here, in view of whether or not the user is using
the game apparatus 1, the power control mode can be
rephrased as follows. That is, the game apparatus 1 has
two states, namely, a "used state" and an "unused state".
The "used state" is a state where the normal power mode
continues since the user opens the housing of the game
apparatus 1 and directly uses the game apparatus 1. For
example, a state where the user plays a game or the like
by operating the operation button 14 or the like, corre-
sponds to this state. On the other hand, the "unused
state" is a state where the user does not independently
and directly use the game apparatus 1. The "unused
state" also includes a state where the power control mode
is the "sleep mode" since the housing is closed, as well
as a state where, in execution of a task as will be de-
scribed later, the "sleep mode" is temporarily cancelled
(while the housing is closed), a process concerning the
task is performed, and the game apparatus 1 returns to
the "sleep mode" after the execution of the task. For ex-
ample, a state where the user closes the housing of the
game apparatus 1 and the game apparatus 1 is put in a
bag when the user goes out, is the "unused state". Fur-
ther, as described above, a state where the "sleep mode"
is temporarily cancelled while the game apparatus 1 is
put in the bag and the user goes out, and a state where
the game apparatus 1 shifts to the "sleep mode" again
after execution of a task (in this state, the user does not
use the game apparatus 1), are also the "unused state".
Further, in addition to opening or closing of the housing,
the trigger for changing the state of the game apparatus
1 between the "used state" and the "unused state" also
includes an operation of the power button 14F. In other
words, the user has been playing a game (used state),
and, then, by the user pressing the power button 14F of
the game apparatus 1 after finishing the game play, the
state of the game apparatus 1 is changed from the "used
state" to the "unused state". Further, for example, when
the user has not performed an operation for a constant
time period, the state of the game apparatus 1 may be
changed from the "used state" to the "unused state".
[0079] In the following description, for simplification of
explanation, the power control mode will be described
using an example where only the "normal power mode"
and the "sleep mode" are used.
[0080] The game apparatus 1 includes the microphone
44 and an amplifier 45. The microphone 44 and the am-
plifier 45 are connected to the I/F circuit 43. The micro-
phone 44 detects voice produced by the user toward the
game apparatus 1, and outputs a sound signal indicating
the voice to the I/F circuit 43. The amplifier 45 amplifies
the sound signal from the I/F circuit 43, and causes the
speakers (not shown) to output the sound signal. The I/F
circuit 43 is connected to the CPU 31.

[0081] The touch panel 13 is connected to the I/F circuit
43. The I/F circuit 43 includes a sound control circuit for
controlling the microphone 44 and the amplifier 45 (the
speakers), and a touch panel control circuit for controlling
the touch panel 13. The sound control circuit performs
A/D conversion or D/A conversion of the sound signal,
and converts the sound signal into sound data in a pre-
determined format. The touch panel control circuit gen-
erates touch position data in a predetermined format
based on a signal from the touch panel 13, and outputs
the touch position data to the CPU 31. For example, the
touch position data is data indicating coordinates of a
position at which an input is performed on an input sur-
face of the touch panel 13. The touch panel control circuit
reads a signal from the touch panel 13 and generates
touch position data every predetermined period of time.
The CPU 31 is capable of recognizing a position at which
an input is performed on the touch panel 13, by obtaining
the touch position data via the I/F circuit 43.
[0082] An operation button 14 includes the above op-
eration buttons 14A to 14L, and is connected to the CPU
31. The operation button 14 outputs operation data indi-
cating an input state of each of the buttons 14A to 14L
(whether or not each button is pressed) to the CPU 31.
The CPU 31 obtains the operation data from the opera-
tion button 14, and performs processing in accordance
with an input performed onto the operation button 14.
[0083] The inner camera 23 and the outer camera 25
are connected to the CPU 31. Each of the inner camera
23 and the outer camera 25 takes an image in accord-
ance with an instruction from the CPU 31, and outputs
data of the taken image to the CPU 31. In the present
embodiment, the CPU 31 gives an imaging instruction to
the inner camera 23 or the outer camera 25, and the
camera which has received the imaging instruction takes
an image and transmits image data to the CPU 31.
[0084] The lower LCD 12 and the upper LCD 22 are
connected to the CPU 31. Each of the lower LCD 12 and
the upper LCD 22 displays an image thereon in accord-
ance with an instruction from the CPU 31.
[0085] The following will describe an outline of a proc-
ess assumed in the present embodiment.

[Entire Configuration of Network]

[0086] First, the entire configuration of a network as-
sumed in the present embodiment will be described. FIG.
3 is a schematic diagram showing the entirety of the net-
work configuration according to the present embodiment.
The game apparatus 1 shown in FIG. 3 uses two main
types of communication modes. A first communication
mode is "Internet communication" in which the Internet
is used. A second communication mode is "local com-
munication" in which game apparatuses are wirelessly
connected directly to each other not via the Internet.
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[Internet Communication]

[0087] First, the "Internet communication" will be de-
scribed. In the "Internet communication", the game ap-
paratus 1 connects to an access point (hereinafter, re-
ferred to as AP) by the above-described method con-
forming to the standard of IEEE802.11, and connects to
the Internet via the AP. Further, the game apparatus 1
communicates with a predetermined server via the Inter-
net.
[0088] In the present embodiment, the AP is classified
into two main types, specifically into two types of a ded-
icated AP 101 and a general AP 102 in FIG. 3. In the
present embodiment, the dedicated AP 101 is, for exam-
ple, an AP which is managed by the manufacturer of the
game apparatus 1. In other words, the manufacture of
the game apparatus 1 knows and manages the location
and the configuration of each dedicated AP, and the like.
Such dedicated APs are set at specific places such as
electronics retail stores and fast food restaurants. On the
other hand, in the present embodiment, the general AP
102 refers to an AP in general other than the dedicated
AP. For example, the general AP 102 corresponds to an
AP which is set at user’s home, or an AP which is set by
a company other than the manufacture of the game ap-
paratus 1.
[0089] In each AP, a so-called ESSID and a frequency
channel at which the AP emits electric waves are previ-
ously set and stored in a storage medium (e.g., a flash
memory or the like) of each AP. In addition, in the dedi-
cated AP 101, later-described vendor specific informa-
tion is further stored, and a beacon including the contents
of this information is transmitted.
[0090] Further, in the present embodiment, the server
is also classified into two main types, specifically into two
types of a policy server 103 and a general server 104 in
FIG. 3. The policy server 103 is a dedicated server for
obtaining data called "policy data". In the present em-
bodiment, the game apparatus 1 obtains data called "pol-
icy data" from the policy server 103, and performs proc-
esses on the basis of the data. These processes will be
described later. The general server 104 is a server other
than the policy server 103. Note that each server includes
an arithmetic processing section such as a CPU, a stor-
age section such as a memory or an HDD, and a com-
munication section for connecting to the Internet (these
components are not shown).
[0091] The reason why the dedicated AP is set in the
present embodiment as described above, is that, con-
cerning the "policy data", it is made possible to define
"policy data" corresponding to the dedicated AP. In other
words, the reason is that, when the game apparatus 1
accesses a policy server via a specific AP, it is made
possible to use "policy data" corresponding to the AP
used for the connection (the place at which the AP is set).

[Local Communication]

[0092] The following will describe the "local communi-
cation" which is the other communication mode. In the
"local communication", a direct connection is established
between game apparatuses 1, and the game apparatus-
es 1 communicate with each other. In the example of
FIG. 3, communication between a game apparatus 1 and
another game apparatus 1 corresponds to the "local com-
munication".
[0093] With the network configuration and the commu-
nication modes as described above, the following proc-
ess is mainly performed in the present embodiment. First,
as a process using the "Internet communication", there
is a process of executing a task. The task in the present
embodiment refers to a process which involves transmit-
ting and receiving predetermined data. Specifically, the
task is classified into two types of a "transmission task"
and a "reception task". However, in the following descrip-
tion, these tasks may collectively be referred to merely
as task. Since the task in the present embodiment is a
process which involves transmitting and receiving pre-
determined data as described above, data indicating the
contents of the task includes the URL of a server which
is a connection destination, and the like. Examples of the
task in the present embodiment will be given below. First,
there is a task of "receiving announcement data" for the
purpose of notifying an announcement such as a cam-
paign from the provider of a network service to the user.
The "announcement data" can be caused to include a
notification that a predetermined network service is end-
ed. In such a case, a task concerning a network applica-
tion which is related to the ended service, is deleted. Fur-
ther, for a process concerning a game, for example, the
case is assumed where a national convention of a racing
game is held during a certain period. During the period,
there are tasks of "transmitting racing data" and "receiv-
ing current ranking data" for the purpose of periodically
entering user’s racing data into a national ranking (in such
a case, the two tasks, "transmission task" and "reception
task", are executed).
[0094] Further, there is a task of "confirming additional
contents". This is a task assuming the case where an
additional scenario of a RPG or the like is distributed,
and there is such a task of "receiving information indicat-
ing presence/absence of additional contents". If addition-
al contents are present as a result of the task, the data
is downloaded.
[0095] Further, in the present embodiment, as another
task, there is a task of "obtaining an installation list". The
task is a task which is previously set as a setting before
shipment of the game apparatus 1. The installation list
includes, for example, information concerning update of
system data, each application, and each game program
(hereinafter, applications and games are collectively re-
ferred to merely as application), and information indicat-
ing presence of a free application or a trial version of a
new application. Note that, concerning such update, the
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free application, and the trial version, in the present em-
bodiment, the presence/absence of such items is con-
firmed, and downloading and installation processes of
update data and a trial version program are also per-
formed (such a installation process will be described in
detail later).
[0096] As described above, the task in the present em-
bodiment is a process of connecting to a predetermined
server and transmitting and receiving predetermined da-
ta, and such a task is generated as appropriate and ex-
ecuted. Timings of executing the task include three main
types as follows.

(1) Time designated execution
(2) Immediate execution
(3) Execution when the dedicated AP is involved.

Processes performed at these three types of timings will
be described later.
[0097] The following will describe a process using the
"local communication". As described above, in the "local
communication", the game apparatuses 1 wirelessly con-
nect to each other and communicate with each other.
Thus, the "local communication" is used for various sit-
uations such as a communication competitive game.
However, in the present embodiment, a description will
be given, in particular, on the premise that the "local com-
munication" is communication called "passing communi-
cation" which will be described later.
[0098] The following will describe the three types of
execution timings of a task executed in the above-de-
scribed "Internet communication", and a process outline
thereof. Prior to this description, a parameter of "execu-
tion priority" which is set for the task, and a parameter of
"number of uses" which is set for the task, will be de-
scribed. The execution priority indicates a priority of ex-
ecution of the task, and when there are tasks which are
to be executed at the same timing, the execution priority
is used for determining the execution order of the tasks.
In the present embodiment, the execution priority is de-
fined by using five levels. Specifically, the five levels are
"EXPEDITE", "HIGH", "MEDIUM", "LOW", and
"STOPPED", and the priority is high in this order. Among
them, "EXPEDITE" indicates a highest execution priority.
In addition, "STOPPED" indicates that the task is not ex-
ecuted. In other words, the execution priority
"STOPPED" is used when a task itself is present but is
not desired to be executed. "HIGH" indicates a high pri-
ority, "MEDIUM" indicates a standard priority, and "LOW"
indicates a low priority. In the present embodiment, ba-
sically, the execution priority of a task is set by using
"HIGH", "MEDIUM", and "LOW". The other two execution
priorities, "EXPEDITE" and "STOPPED", are used for
special circumstances. For example, when system up-
date of the game apparatus 1 is desired to be urgently
performed, the execution priority of a task concerning the
system update is set as "EXPEDITE". Further, for exam-
ple, it is assumed that a national convention of a racing

game as described above is held once a year. In this
case, during a period when the national convention is
held, the execution priority of a task of transmitting user’s
racing data and receiving a ranking data is set as appro-
priate by using "HIGH", "MEDIUM", and "LOW". On the
other hand, after end of the national convention, execu-
tion of the task is stopped by setting the execution priority
of the task as "STOPPED". Then, when the national con-
vention is started again one year later, the execution pri-
ority of the task is set as appropriate by using "HIGH",
"MEDIUM", and "LOW", so that it is possible to execute
the task only during the period of the national convention.
[0099] The following will describe the number of uses.
When the task is generated, a predetermined numerical
value is set as an initial value for the number of uses.
The number of uses is decreased, for example, by 1,
each time the task is executed. In addition, each time a
game or the like corresponding to the task is started, the
number of uses is reset to be the initial value. Then, a
task whose number of uses becomes 0 (in other words,
it indicates that the game or the like corresponding to
such a task has not been executed for a long time period)
is not executed regardless of the execution priority there-
of (the task itself is not deleted).
[0100] As described above, in the present embodi-
ment, execution control of tasks are possible by using
parameters for the execution control of tasks, which are
the execution priority and the number of uses. In addition,
these parameters for the execution control are change-
able by later-described policy data.
[0101] The following will describe the three types of
execution timings of a task executed in the above-de-
scribed "Internet communication" and a process outline
thereof, on the basis of the execution priority and the
number of uses.

[Time Designated Execution]

[0102] First, in the time designated execution, when
the task is generated, an execution time is designated
for the task. At coming of the designated time, the task
is executed. The time designated execution is carried out
even during the "sleep mode". In addition, depending on
the contents of a task, a later-described installation proc-
ess may be performed. Thus, in the present embodiment,
the following operation is possible.
[0103] For example, an assumption is made as follows.
When the game apparatus 1 is in the normal power mode,
a task of "confirming presence/absence of a new free
game" is generated in accordance with an operation of
the user, or the like (URL information of a server which
is a confirmation destination is included in data of the
task as described above). In this case, a scheduled ex-
ecution time of the task is 15:00. Then, the user presses
the power button 14F of the game apparatus 1 to shift to
the "sleep mode", and goes out, for example, around
12:00 with the game apparatus 1. At this time, a menu
screen has been displayed on the game apparatus 1 as
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shown in FIG. 4 immediately before shifting to the "sleep
mode".
[0104] Then, at 15:00, the game apparatus 1 attempts
to execute the task. In other words, at 15:00, first, the
game apparatus 1 restarts power supply to the CPU 31
and the main memory 32. Then, in order to connect to
the Internet, the game apparatus 1 starts searching for
a connectable AP. Here, the game apparatus 1 searches
for a general AP 102 whose ESSID or the like is previ-
ously registered on a setting screen or the like. When a
connectable AP is found, the game apparatus 1 connects
to the policy server 103 via the AP. Then, the game ap-
paratus 1 obtains "policy data" from the policy server 103.
Although details will be described later, the policy data
includes information which defines the execution priority
of the task, namely, a parameter for the execution control
of the task. Note that it is difficult to define different policy
data for each general AP, but it is possible to cause policy
data common to general APs to be obtained, and it is
also possible to cause different policy data to be obtained,
depending on country information which is set in the
game apparatus 1, or the like. Then, the game apparatus
1 connects to the server in accordance with the URL in-
formation included in the task, and obtains data indicating
presence/absence of a new free game. Next, the game
apparatus 1 determines whether or not a new free game
is present, on the basis of the data, and when the free
game is present, the game apparatus 1 connects to a
predetermined server in which the program of the free
game is stored. Then, the game apparatus 1 obtains data
of the free game and installs the free game therein.
Thereafter, the game apparatus 1 stops power supply to
the CPU 31. As a result, for example, when the user
comes back home at 18:00 and turns on the game ap-
paratus 1 (to shift from the sleep mode to the normal
power mode), a menu is displayed as shown in FIG5, in
which a present icon 112 indicating that there is a newly
installed application is added. Then, if the user selects
the present icon 112 and presses a predetermined but-
ton, an animation effect of opening a present box is dis-
played, and then an icon indicating the new free game
installed at this time is displayed so as to replace the
present icon 112.
[0105] Further, the following operation is also possible
in the present embodiment. For example, an assumption
is made as follows. Concerning an installed game, a task
of "confirming presence/absence of additional contents"
is generated. A scheduled execution time of the task is
15:00 similarly to the above. Then, similarly to the above,
the user causes the game apparatus 1 to shift to the sleep
mode and goes out around 12:00 with the game appa-
ratus 1. Thereafter, the task is executed around 15:00,
and additional contents of a game, here, additional con-
tents of a game indicated by an icon 111 in FIG. 4 (e.g.,
an additional scenario of an RPG) are downloaded. In
such a case, when the user comes back home at 18:00
and causes the game apparatus 1 to shift from the sleep
mode to the normal power mode, a mark "New!" indicat-

ing presence of the additional contents is displayed near
the icon 111. This mark notifies the user of arrival of new
contents concerning the game indicated by the icon 111.
[0106] By the process as described above, the con-
tents of the menu of the game apparatus 1 can be differ-
ent between before the user goes out and after the user
comes back.
[0107] Naturally, the time designated execution is also
possible in the "normal power mode". For example, even
when the user does not go out and plays a game at home
around 15:00, the game apparatus 1 may obtain and in-
stall a free game as described above (i.e., as a back-
ground process) in parallel with processing of the game.
In this case, when a shift to the menu screen is performed
after the user finishes playing the game, the user notices
that the present icon 112 (i.e., some sort of a new soft-
ware element) is added to the menu without realizing it.
[0108] Note that, when a situation occurs which results
in a plurality of tasks being executed at the same time,
the execution order of each task is determined as appro-
priate on the basis of the execution priority.

[Immediate Execution]

[0109] The following will describe the immediate exe-
cution of the task. In the immediate execution, a task is
executed immediately in accordance with an instruction
of the user, or the like. For example, it is the case where
the user manually makes an instruction to execute a pre-
determined task.

[Task Execution When Dedicated AP Is Involved]

[0110] The following will describe task execution when
a dedicated AP is involved. As described above, since
power is supplied to the wireless communication module
34 even in the "sleep mode", the wireless communication
module 34 always operates unless the power is com-
pletely turned off. Thus, in the present embodiment, in
either the "normal power mode" or the "sleep mode", the
wireless communication module 34 repeatedly performs
scan (i.e., passive scan) of a beacon. Here, a beacon
transmitted from the above dedicated AP 101 includes
information indicating that the AP 101 is managed by the
manufacture of the game apparatus 1. For example, such
information (hereinafter, referred to as vendor specific
information) is included in "Vendor Specific" which is de-
fined in the standard of IEEE802.11 and which is one of
information elements of the beacon. In the present em-
bodiment, using the vendor specific information of the
beacon, it is determined whether or not the beacon is a
beacon transmitted from the dedicated AP. In other
words, it is determined whether or not the user (carrying
the game apparatus 1) is near the dedicated AP 101. As
a result, when it is determined that the beacon is the
beacon transmitted from the dedicated AP 101, the game
apparatus 1 establishes a connection to the dedicated
AP 101 and further connects to the policy server 103 via
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the Internet. Then, the game apparatus 1 obtains the
"policy data" from the policy server 103. Although details
will be described later, the policy data includes informa-
tion which defines the execution priority of the task. In
addition, as described above, in the present embodiment,
it is possible to define different policy data for each ded-
icated AP. For example, when the game apparatus 1
connects to the policy server 103 via a dedicated AP 101
which is set at a store A, "policy data A" is obtained, and
when the game apparatus 1 connects to the policy server
103 via a dedicated AP 101 which is set at a store B,
"policy data B" is obtained. In this case, for example, in
the "policy data A", the execution priorities of tasks are
set such that "task A > task B", and in the "policy data
B", the execution priorities of the tasks are set such that
"task B > task A". As a result, a task preferentially exe-
cuted is different between when the user is at the store
A and when the user is at the store B. As a result, it is
possible to perform execution control of tasks in accord-
ance with each store (to be exact, in accordance with the
dedicated AP 101 which is set at each store). In addition,
policy data which is different on the basis of both the
dedicated AP 101 and information such as country infor-
mation which is set in the game apparatus 1, can be
caused to be obtained.
[0111] Moreover, in the present embodiment, the pol-
icy data may include information for changing the number
of uses. When such information is included, for example,
the number of uses of a task, which is 0, is set to be 1.
As a result, the task can be executed once.
[0112] As described above, in the present embodi-
ment, when the user carrying the game apparatus 1
comes near the dedicated AP 101, the game apparatus
1 obtains the policy data from the policy server 103. Then,
in accordance with the dedicated AP 101 used for the
connection to the policy server 103, it is possible to
change the execution priority of a task to be executed in
the game apparatus 1. Thus, as described above, a task
preferentially executed is changed (in execution order of
tasks) in accordance with the store. In addition, for ex-
ample, when the user stops in at the store A at which the
dedicated AP 101 is set, it is possible to most preferen-
tially execute a task of downloading data specific to the
store A (e.g., an item in a game, which is available only
via the dedicated AP 101 at the store A). Further, since
it is possible to change the number of uses, for example,
it is possible to cause a task, whose number of uses is
0 and which has not been executed for a long time period,
to be executed when the user visits a store. Then, as the
execution result of the task, a notification is displayed,
thereby providing a surprise to the user or drawing "at-
tention" of a user who does not positively collect infor-
mation. As a result, for example, it is possible to give the
user a motivation to play again a game which has not
been played for a long time period.
[0113] As described above, in the present embodi-
ment, although the game apparatus 1 is actually not a
constant connection type terminal, a behavior of the

game apparatus 1 as if being constantly in connection
can be exhibited to the user, by performing the "Internet
communication" and task execution (transmitting and re-
ceiving data to and from the server) even when the game
apparatus 1 is in the "sleep mode" as described above.
As a result, the user can obtain various notifications, free
applications, and the like, without independently and pos-
itively performing an operation for a connection to the
network. In addition, it is possible to provide a surprise
and/or a fun to the user by the software configuration of
the game apparatus 1 being changed without realizing it.
[0114] The following will describe a process outline of
"passing communication" using the above-described "lo-
cal communication". FIGS. 7 to 10 are diagrams for illus-
trating the "passing communication". First, in the present
embodiment, a data area for the "passing communica-
tion" is reserved in the NAND flash memory 33. FIG. 7
is a schematic diagram showing the data area for the
"passing communication". In FIG. 7, the area is consti-
tuted of a set of "slots". Each slot is associated with a
predetermined application or game. The user can option-
ally make this association by performing a predetermined
operation. Each slot is constituted of an ID indicating the
associated application or game, a transmission box, and
a reception box. In the "passing communication", when
the game apparatuses 1 automatically and repeatedly
search for each other and detect each other, data in the
boxes are automatically transmitted and received.
[0115] The following will give one example. For exam-
ple, it is assumed that a user A plays a game A by using
its own game apparatus A. As a result, in a process of
the game A, data indicating a "treasure map 1" is stored
in the transmission box of a slot associated with the game
A. Further, the user A plays another game B, and in a
process of the game B, data of a "fighter" which is a "mer-
cenary" useable in the game B is stored in the transmis-
sion box of a slot associated with the game B. FIG. 8 is
a schematic diagram showing such a storage state of the
game apparatus A of the user A.
[0116] Similarly, a user B plays the game A by using
its own game apparatus B, and, as a result, data indicat-
ing a "treasure map 3" is stored in the transmission box
of a slot associated with the game A. In addition, as a
result of the user B playing the game B, mercenary data
of a "wizard" is stored in the transmission box of a slot
associated with the game B. FIG. 9 is a schematic dia-
gram showing a storage state of the game apparatus B
of the user B.
[0117] On the premise of the storage states as de-
scribed above, an assumption is made as follows. The
user A and the user B go out with their own game appa-
ratuses, respectively. Each game apparatus has shifted
to the "sleep mode". In each game apparatus, a setting
has been performed so as to permit the "passing com-
munication" to be performed. In addition, during the
"sleep mode", each game apparatus periodically trans-
mits a signal of a "passing connection request" (a beacon
for passing communication). FIG. 10 is a schematic dia-
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gram illustrating the "passing communication" on such
an assumption. In FIG. 10, a start point of the user A is
a point A, and a start point of the user B is a point C.
Then, both users arrive at a point E so as to approach
each other within a range in which the game apparatuses
are allowed to perform local communication with each
other. At this time, the "passing connection request"
transmitted by one of the game apparatuses is received
by the other game apparatus, and a connection for "local
communication" between the game apparatuses is es-
tablished on the basis of the "passing connection re-
quest". Then, data is exchanged as follows. In other
words, data in the transmission box in the game appa-
ratus A of the user A is transmitted to the reception box
of the corresponding slot of a game in the game appa-
ratus B. Specifically, the "treasure map 1" of the game A
is transmitted to the reception box of the slot, in the game
apparatus B, which is associated with the game A. Sim-
ilarly, the "mercenary data of the fighter" of the game B
in the game apparatus A is transmitted to the reception
box of the slot of the game B in the game apparatus B.
Similarly, the "treasure map 3" and the "mercenary data
of the wizard" are transmitted from the game apparatus
B to the reception boxes of the corresponding slots, re-
spectively, in the game apparatus A.
[0118] As a result, for example, as shown at a point B
in FIG. 10, after the "passing communication", in the
game apparatus A, in the slot of the game A, the "treasure
map 1" is stored in the transmission box, and the "treas-
ure map 3" is stored in the reception box. In addition, in
the slot of the game B, the "mercenary data of the fighter"
is stored in the transmission box, and the "mercenary
data of the wizard" is stored in the reception box. Then,
the user A can use the data stored in the reception boxes,
for the corresponding games. Similarly, in the game ap-
paratus B, as shown at a point D, the "treasure map 3"
and the "mercenary data of the fighter" received from the
game apparatus A are stored, and the user B can use
these data for the corresponding games.
[0119] As described above, in the "passing communi-
cation" in the present embodiment, when the game ap-
paratus 1 is in the "sleep mode", predetermined data
stored in the storage area for the passing communication
is transmitted and received using the "local communica-
tion". Note that applications which are communication
objects are limited to games which are set in slots in both
of the game apparatuses. For example, in the case where
the user B associates only the game B with a slot as
described above and does not own the game A itself,
only data concerning the game B is transmitted and re-
ceived, and data concerning the game A is not transmit-
ted and received.
[0120] The following will describe in detail the above-
described processes performed in the game apparatus
1. First, main programs and data used in these processes
will be described, but prior to this description, compo-
nents which perform the processes in the present em-
bodiment will be described. In the present embodiment,

the microcomputer 37, the wireless communication mod-
ule 34, and the CPU 31 independently perform processes
described below, and these processes are performed in
a cooperative manner and in parallel with each other.
Describing allotment of main process contents, the mi-
crocomputer 37 mainly performs processes concerning:
detection of opening/closing of the game apparatus 1;
change control of the power control mode of the game
apparatus 1; management of task execution time; and
the like. The wireless communication module 34 mainly
performs processes such as monitoring of execution start
conditions for the passing communication, scan of a bea-
con from an AP in the Internet communication, and the
like. The CPU 31 mainly performs overall processes oth-
er than the processes performed by the microcomputer
37 and the wireless communication module 34. For ex-
ample, the CPU 31 executes applications and tasks.
[0121] For a help to the description below, FIG. 11
shows the relationships among various functions (pro-
grams) executed in the present embodiment. FIG. 11
shows that a microcomputer process performed by the
microcomputer 37, and a wireless module process per-
formed by the wireless communication module 34, and
a start-up process performed by the CPU 31 can be per-
formed in parallel with each other. Each element in FIG.
11 corresponds to each of later-described various pro-
grams shown in FIGS. 12 to 14. FIG. 11 shows that, for
example, in a program of the "microcomputer process"
performed by the microcomputer 37, a "local communi-
cation BG (BackGround) process" is called and per-
formed. In addition, FIG. 11 shows that, in the "local com-
munication BG process", an "Internet communication BG
process" is called and performed. Further, FIG. 11 shows
that the "local communication BG process" is also called
in the "wireless module process" performed by the wire-
less communication module 34 and in the "start-up proc-
ess" performed by the CPU 31.
[0122] The following will describe the main programs
and data used in these processes. FIG. 12 is a diagram
showing main data stored in a storage area (not shown)
included in a microcomputer 37. Within the microcom-
puter 37, a program area 301 and a data area 303 are
present. In the program area 301, a microcomputer proc-
ess program 302 for the microcomputer 37 to perform
the processes as described above, is stored, and in the
data area 303, a power supply state flag 304 and a next
wake-up time 305 are stored. The power supply state
flag 304 is a flag for indicating whether or not it is in the
"sleep mode". When the power supply state flag 304 is
set to be ON, it is in the "normal power mode", and when
the power supply state flag 304 is set to be OFF, it is in
the "sleep mode". The next wake-up time 305 is data
indicating a time when the "sleep mode" is cancelled.
Basically, of next execution times which are respectively
set for tasks, the earliest time is set as the next wake-up
time 305. Note that, as will be described later, when a
time period from a current time to a next execution time
is too short or too long, a slight adjustment is made.
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[0123] FIG. 13 is a diagram showing main data stored
in a storage area (not shown) included in the wireless
communication module 34. In the storage area in the
wireless communication module 34, a program area 401
and a data area 403 are present. In the program area
401, a wireless module process program 402 for the wire-
less communication module 34 to perform the processes
as described above, is stored, and in the data area 403,
dedicated AP identification information 404, communi-
cated terminal/dedicated AP information 405, and an ex-
tracted application ID 406 are stored.
[0124] The dedicated AP identification information 404
is a character string for identifying the dedicated AP 101.
By collating the vendor specific information included in
the above beacon with the dedicated AP identification
information 404, it can be determined whether or not an
AP is the dedicated AP 101. The communicated termi-
nal/dedicated AP information 405 is information for not
consecutively communicating with the same communi-
cation partner within a short time period. Specifically,
when communication is performed with a predetermined
communication partner, the MAC address of the commu-
nication partner and the communication time are stored
as the communicated terminal/dedicated AP information
405 for a predetermined time period (the communicated
terminal/dedicated AP information 405 can be stored for
a plurality of communication partners). Control is per-
formed such that no communication is performed with a
communication partner whose MAC address has been
stored, even when presence of the communication part-
ner is detected. Thus, consecutive communication with
the same communication partner can be avoided.
[0125] The extracted application ID 406 is data in which
an application ID 522 of later-described passing commu-
nication data 520 is extracted and stored. This data in-
dicates applications and games which become objects
of the "passing communication" as described above.
[0126] FIG. 14 is a diagram showing programs and da-
ta stored in the NAND flash memory 33. Note that these
data are expanded onto the main memory 32 for execu-
tion according to need. The NAND flash memory 33 has
a program area 500 and a data area 510. In the program
area 500, a menu process program 501, a task genera-
tion process program 502, a local communication BG
process program 503, an Internet communication BG
process program 504, a policy process program 505, a
task execution process program 506, an execution order
sort process program 507, an installation process pro-
gram 508, a plurality of application programs 509, and
the like, are stored.
[0127] The menu process program 501 is a program
for performing a process concerning the menu of the
game apparatus 1. The task generation process program
502 is a program for generating each task.
[0128] The local communication BG process program
503 and the Internet communication BG process pro-
gram 504 are programs for performing processes con-
cerning the above "local communication" and the above

"Internet communication", respectively.
[0129] The policy process program 505 is a program
for performing processes such as obtaining the above
"policy data" and changing the execution priorities of
tasks on the basis of the "policy data". The task execution
process program 506 is a program for executing each
task, and the execution order sort process program 507
is a program for determining the execution order of the
tasks when the tasks are executed. The installation proc-
ess program 508 is a program for performing processes
concerning installation of a trial version or a free appli-
cation of a game, and update of a system.
[0130] The application program 509 is a program for
executing various applications such as games. Note that
the term "program" is used herein for convenience, but
a part of data used for execution of the application is
included in the application program.
[0131] The following will describe the data area 510.
In the data area 510, the passing communication data
520, task data 530, application-related data 550, game
apparatus setting data 560, received policy data 570, an
installation list 580, a download list 590, and an on-the-
fly cache 600 are stored.
[0132] The passing communication data 520 is data
for performing transmission and reception in the "passing
communication" as described above. FIG. 15 is a dia-
gram showing an example of a data structure of the pass-
ing communication data 520. The passing communica-
tion data 520 is constituted of a set of slots 521. Each
slot 521 is constituted of an application ID 522, a trans-
mission box 523, and a reception box 524. The applica-
tion ID 522 is an ID for identifying an application or game
associated with the slot 521. In the transmission box 523,
data to be transmitted to another game apparatus 1 in
the "passing communication" is stored. In the reception
box 524, data received from another game apparatus 1
in the "passing communication" is stored.
[0133] Referring back to FIG. 14, the task data 530 is
data which defines the contents of a task executed in the
present embodiment. FIG. 16 is a diagram showing an
example of a data structure of the task data 530. In the
task data 530, a plurality of task settings 531 are stored.
Each task setting 531 is constituted of an application ID
532, a task ID 533, an execution priority 534, a commu-
nication destination URL 535, a file path 536, a next ex-
ecution time 537, an execution interval 538, a transmis-
sion/reception identification flag 539, a number of uses
540, an unprocessed flag 541, a temporary change flag
542, a task revision 543, a last completion time 544, a
task registration time 545, and the like.
[0134] The application ID 532 is an ID indicating an
application or game which is related to the task (typically,
an application or game based on which the task is gen-
erated). The task ID 533 is an ID for identifying the task.
[0135] The execution priority 534 is data indicating the
execution priority of the task, and information indicating
"EXPEDITE", "HIGH", "MEDIUM", "LOW", or
"STOPPED" as described above is stored therein.
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[0136] The communication destination URL 535 indi-
cates a commutation destination of the task (typically, an
upload destination of data, or a server which is a down-
load source). The file path 536 is data indicating a loca-
tion, in the game apparatus 1, for storing data to be up-
loaded or downloaded data. In other words, the file path
536 is data indicating a location, in the game apparatus
1, in which data to be uploaded to the communication
destination is present, or a location, in the game appa-
ratus 1, for storing downloaded data.
[0137] The next execution time 537 is data indicating
a time when the task is to be executed next. The execu-
tion interval 538 is data indicating an execution interval
of the task. For example, data indicating every day, every
three days, every week, or the like, is stored therein. The
execution interval 538 is used for determining the next
execution time 537.
[0138] The transmission/reception identification flag
539 is a flag indicating whether the task is a "transmission
task" of transmitting predetermined data, or a "reception
task" of receiving predetermined data. For example,
when this flag is set to be ON, it indicates that the task
is the "reception task", and when this flag is set to be
OFF, it indicates that the task is the "transmission task".
[0139] The number of uses 540 is a number of uses
for the task as described above. A task whose number
of uses becomes 0 is not executed regardless of its ex-
ecution priority 534. The unprocessed flag 541 is a flag
indicating whether or not the task has been executed.
When this flag is set to be ON, it indicates that the task
has been executed, and when this flag is set to be OFF,
it indicates that the task has not been executed yet. The
temporary change flag 542 is a flag indicating, when the
execution priority 534 of the task is changed on the basis
of later-described policy data, whether or not the change
of the execution priority 534 is temporary.
[0140] The task revision 543 is data indicating a final
revision of a policy applied to the task. The last comple-
tion time 544 is data indicating a time when the task of
the task setting 531 is executed last and completed suc-
cessfully. The task registration time 545 is data indicating
a time when the task setting 531 is generated and reg-
istered for the first time.
[0141] Referring back to FIG. 14, the application-relat-
ed data 550 is data related to various applications which
are installed in the game apparatus 1. FIG. 17 is a dia-
gram showing an example of a data structure of the ap-
plication-related data 550. The application-related data
550 includes a plurality of application areas 551. In each
application area 551, an application ID 552, a task re-
ception cache 553, a new installation flag 554, a saved
data 555 are stored. The application ID 552 is an ID in-
dicating an application corresponding to the application
area 551. The task reception cache 553 is an area in
which data which is received as a result of execution of
the "reception task" is stored. Thus, in the case of the
"reception task", information indicating the location of the
task reception cache 553 (e.g., an address) is indicated

by the file path 536 of the task setting 531.
[0142] The new installation flag 554 is a flag indicating
whether or not the application is a newly installed appli-
cation. When this flag is set to be ON, it indicates that
the application indicated by the application ID 552 is a
newly installed application (e.g., a trial version of a new
game, a new free application, and the like).
[0143] The saved data 555 is saved data concerning
the application indicated by the application ID 552, and
is constituted of task transmission data 556, task recep-
tion data 557, and passing reception data 558. In addi-
tion, for example, if the application is a game, data of
player characters, data indicating progress of the game,
and the like are included therein.
[0144] The task transmission data 556 is data to be
transmitted in the "transmission task". Information indi-
cating the location of this data (e.g., an address) is indi-
cated by the file path 536 of the task setting 531. The
task reception data 557 is data obtained by copying data
in the task reception cache 553 when the application is
executed. As a result, the copied data is handled as a
part of the saved data 555, and can be used in the process
of the application. Similarly, the passing reception data
558 is data obtained by copying data in the reception box
524 of the passing communication data 520 when the
application is executed.
[0145] Referring back to FIG. 14, the game apparatus
setting data 560 is data of various settings and the like
which are registered in the game apparatus 1. For ex-
ample, user information such as the name and the age
of the user and country information is included therein.
In addition, for example, network settings, such as a
password and an ESSID (Extended Service Set Identifi-
er) of an AP which is set at user’s home, are also included
therein. The network settings are determined as appro-
priate and stored in accordance with an operation of the
user, by a process for the network settings being per-
formed as appropriate in the game apparatus 1. In addi-
tion to the above settings determined by the user, the
network settings also include an ESSID of an AP of a
predetermined provider which is previously set as a set-
ting before shipment (e.g., a public wireless LAN spot,
and the like). In addition, the last update date and time
of the system software of the game apparatus 1 and the
like are also stored.
[0146] The received policy data 570 is policy data re-
ceived from the policy server 103 as described above
(thus, the structure of the policy data stored in the policy
server 103 is the same as that of the received policy data
570). FIG. 18 is a diagram showing an example of the
data structure of the received policy data 570. The re-
ceived policy data 570 is constituted of a policy revision
571, policy update date and time 572, AP information
573, and a plurality of policy settings 574.
[0147] The policy revision 571 is data indicating a re-
vision of the received policy data 570. The policy update
date and time 572 is data indicating date and time when
the policy data is updated (date and time when the policy
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data is uploaded to the policy server). The AP information
573 is information indicating an AP associated with the
received policy data 570.
[0148] Each policy setting 574 is data which defines a
task whose execution priority is to be changed, and the
contents of the change. Each policy setting 574 is con-
stituted of an application ID 575, a task ID 576, an exe-
cution priority 577, and task duration 578. The application
ID 575 is an ID indicating an application to which the
policy data is to be applied. The task ID 576 is data indi-
cating a task to which the policy data is to be applied. In
addition to data which designates individually the task ID
533 of the task data 530, data indicating generic desig-
nation or indicating that a plurality of tasks are designated
together may be stored therein.
[0149] The execution priority 577 indicates an execu-
tion priority after change. The task duration 578 is a flag
indicating whether the change is temporary or perma-
nent. When this flag is set to be ON, it indicates that the
change is permanent.
[0150] Referring back to FIG. 14, the installation list
580 is data indicating contents of installation when the
installation of an application such as update of the system
or installation of a trial version application is needed (this
data indicates a sort of an index of the installation con-
tents). In the present embodiment, a task of "obtaining
an installation list" is previously registered in the task data
530 as one of initial settings before shipment of the game
apparatus 1. In addition, a value which is previously de-
termined for indicating that the task is an initially-set task
is defined as the task ID 533. In the present embodiment,
the installation list 580 is periodically obtained as a part
of system functions of the game apparatus 1.
[0151] FIG. 19 is a diagram showing an example of a
data structure of the installation list 580. In FIG. 19, the
installation list 580 is constituted of latest system update
date and time 581, a list revision 582, AP information
583, and a plurality of application information 584.
[0152] The latest system update date and time 581 is
data indicating the latest update date and time of the
system program of the game apparatus 1, which is cur-
rently provided by the manufacture of the game appara-
tus 1 or the system program via the Internet. Necessity
of system update is determined on the basis of whether
or not the data indicated here agrees with the latest up-
date date and time of the system software stored in the
game apparatus 1. In addition, the list revision 582 indi-
cates a revision (version) of the installation list 580.
[0153] The AP information 583 is information indicating
an AP associated with the installation list 580. In other
words, similarly to the above policy data, the installation
list 580 can define different contents for each AP.
[0154] The application information 584 is data defined
for an application which can be an installation object.
Each application information 584 is constituted of an ap-
plication ID 585, an application version 586, an applica-
tion type 587, and rating information 588.
[0155] The application ID 585 is an ID for identifying a

to-be-installed application. The application version 586
indicates a version of the to-be-installed application or
the like. The application type 587 is data indicating a type
of the to-be-installed application. For example, it is indi-
cated whether the to-be-installed application is a system
program, a trial version, or a free application. The rating
information 588 is information indicating a rating (suitable
age) of the to-be-installed application. On the basis of
age information of the user included in the game appa-
ratus setting data 560, it is determined whether or not to
install the to-be-installed application.
[0156] Referring back to FIG. 14, the download list 590
is data which is obtained by extracting and listing what
is to be installed in the game apparatus 1, on the basis
of the installation list 580, the rating information, and the
like. FIG. 20 is a diagram showing an example of a data
structure of the download list 590. In FIG. 20, the down-
load list 590 is constituted of a plurality of item information
591. Each item information 591 is constituted of an ap-
plication ID 592, an application type 593, and an instal-
lation priority 594. The application ID 592 and the appli-
cation type 593 are obtained by copying the application
ID 585 and the application type 587 of the installation list
580. The installation priority 594 is data for indicating a
process order at installation.
[0157] Referring back to FIG. 14, the on-the-fly cache
600 is an area for, when the system update of the game
apparatus 1 is carried out, expanding data for the system
update thereon. In the present embodiment, the data for
the system update is uploaded to the server as a com-
pressed file. Then, when performing a process of the
system update, the game apparatus 1 expands the com-
pressed file on the fly in parallel with downloading of the
compressed file. The destination onto which the com-
pressed file is expanded is the on-the-fly cache 600. In
addition, a file name different from the actual file name
of the system data is assigned to the data for the update
at the expansion. For example, if the actual file name of
the system data is "firmware.bin", "firmware.upd" is as-
signed as a file name to the data for the update at the
expansion.
[0158] The following will describe in detail the above-
described processes performed by the game apparatus
1. First, the process performed by the microcomputer 37
will be described. Then, the process performed by the
wireless communication module 34 will be described,
and the process performed by the CPU 31 will be de-
scribed.

[Process Performed by Microcomputer 37]

[0159] FIG. 21 is a flowchart showing the microcom-
puter process performed by the microcomputer 37. The
process shown in FIG. 21 is repeatedly performed as a
background process at predetermined time intervals, un-
less the power of the game apparatus 1 is completely
turned off.
[0160] In FIG. 21, first, at step S1, it is determined
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whether or not the game apparatus 1 is in the "sleep
mode". Specifically, by referring to the power supply state
flag 304, it is determined whether or not the game appa-
ratus 1 is in the "sleep mode". As a result of the determi-
nation, when it is determined that the game apparatus 1
is in the "sleep mode" (YES at step S1), it is determined
at step S2 whether or not a wake-up time (a time when
the sleep mode is to be cancelled) has come. Specifically,
the determination is performed by the RTC 39 in the mi-
crocomputer 37 comparing the next wake-up time 305 in
the storage area in the microcomputer 37 to the current
time. As a result of the determination, when it is deter-
mined that the wake-up time has not come (NO at step
S2), the processing proceeds to later-described step S6.
On the other hand, when it is determined that the wake-
up time has come (YES at step S2), an instruction to
cancel the "sleep mode" to shift to the "normal power
mode" is issued at step S3 from the microcomputer 37
to the CPU 31. In addition, the power supply state flag
304 is set to be ON, and a notification that the "sleep
mode" is to be cancelled is given to the power manage-
ment IC 41. Note that, although the game apparatus 1 is
caused to shift to the "normal power mode" in this case,
the game apparatus 1 may be caused to shift to the above
"monitor off mode" in which power is not supplied to the
LCD. In other words, the game apparatus 1 may be
caused to shift to a power control mode in which power
is supplied to the CPU 31.
[0161] Next, at step S4, the local communication BG
process is performed by the CPU 31. This process will
be described in detail later, but an outline of this process
will be briefly described now. In the local communication
BG process in this flow, as a result, a connection to a
predetermined server via the general AP 102 and the
Internet by the "Internet communication", and execution
of the task, are performed. In addition, an installation
process is performed according to need. Then, when the
local communication BG process is ended, the process-
ing proceeds to later-described step S6.
[0162] On the other hand, as a result of the determi-
nation at step S1, when it is determined that the game
apparatus 1 is not in the "sleep mode" (i.e., the game
apparatus 1 is operating in the "normal power mode")
(NO at step S1), at step S5, the next wake-up time 305
and the next execution time 537 of the task data 530 are
referred to and it is determined whether or not the wake-
up time or a scheduled time, which is a designated exe-
cution time of a task, has come. As a result of the deter-
mination, when it is determined that either time has come
(YES at step S5), the processing proceeds to step S4.
On the other hand, when it is determined that both of the
times have not come (NO at step S5), the processing
proceeds to step S6.
[0163] Next, at step S6, it is determined whether or not
the game apparatus 1 has been shifted from a closed
state (a state in which the housing is closed) to an opened
state (a state in which the housing is opened) (i.e., wheth-
er or not the game apparatus 1 has been opened). Spe-

cifically, the microcomputer 37 determines whether or
not a detection signal indicating that the housing is
opened has been received from the open/close detector
40. As a result of the determination, when it is determined
that the game apparatus 1 has been shifted from the
closed state to the opened state (YES at step S6), at the
next step S7, an instruction to cancel the "sleep mode"
is issued from the microcomputer 37 to the CPU 31, the
power supply state flag 304 is set to be ON, and a noti-
fication that the "sleep mode" is to be cancelled is given
to the power management IC 41. At the subsequent step
S8, a notification that the game apparatus 1 has returned
from the "sleep mode" (the "sleep mode" has been can-
celled) is given from the microcomputer 37 to the power
management IC 41. Accordingly, the power manage-
ment IC 41 starts power supply to each component of
the game apparatus 1 as appropriate.
[0164] On the other hand, as a result of the determi-
nation at step S6, when it is determined that the game
apparatus 1 has not been shifted from the closed state
to the opened state (NO at step S6), it is determined at
step S9, on the basis of a signal from the open/close
detector 40, whether or not the game apparatus 1 has
been shifted from the opened state to the closed state
(i.e., whether or not the game apparatus 1 has been
closed). As a result, when it is determined that the game
apparatus 1 has been shifted from the opened state to
the closed state (YES at step S9), at the next step S10,
an instruction to shift to the "sleep mode" is issued from
the microcomputer 37 to the CPU 31, and the power sup-
ply state flag 304 is set to be OFF. Further, at the sub-
sequent step S11, a notification that the "sleep mode" is
to be shifted to is issued from the microcomputer 37 to
the power management IC 41. Accordingly, the power
management IC 41 stops power supply to the compo-
nents of the game apparatus 1, other than some compo-
nents, as appropriate. On the other hand, as a result of
the determination at step S9, when it is determined that
the game apparatus 1 has not been shifted from the
opened state to the closed state (NO at step S9), the
processes at the step S10 and S11 are skipped, and the
microcomputer process ends.

[Process Performed by Wireless Communication Module 
34]

[0165] The following will describe the wireless module
process performed by the wireless communication mod-
ule 34. FIGS. 22 to 23 are flowcharts showing the wireless
module process. Similarly to the above microcomputer
process, the process shown in FIG. 22 is repeatedly per-
formed as a background process at predetermined time
intervals, unless the power of the game apparatus 1 is
completely turned off.
[0166] In FIG. 22, first, at step S21, the communicated
terminal/dedicated AP information 405 in the storage ar-
ea in the wireless communication module 34 is referred
to, and it is determined whether or not an MAC address

35 36 



EP 2 394 719 B1

20

5

10

15

20

25

30

35

40

45

50

55

with which a predetermined time has elapsed from last
communication is stored therein. Since the last commu-
nication time is stored in the communicated terminal/ded-
icated AP information 405 as described above, pres-
ence/absence of an MAC address with which the prede-
termined time has elapsed is determined by comparing
this time to the current time.
[0167] As a result of the determination, when it is de-
termined that the MAC address with which the predeter-
mined time has elapsed from last communication is
stored (YES at step S21), at step S22, the MAC address
which satisfies this condition, and data of the last com-
munication time associated therewith, are deleted from
the communicated terminal/dedicated AP information
405. Then, the processing proceeds to step S23. On the
other hand, when it is determined that no MAC address
with which the predetermined time has elapsed from last
communication is stored (NO at step S21), the process
at step S22 is skipped, and the processing proceeds to
the next step S23.
[0168] At step S23, a "passing connection request" is
broadcast-transmitted. The "passing connection re-
quest" is a request signal for, when data is stored in the
passing communication data 520, notifying another
game apparatus 1 of a request for the "passing commu-
nication" as described above. The signal includes an
MAC address of the wireless communication module 34.
In addition, the signal includes an application ID indicated
by the extracted application ID 406. In other words, the
"passing connection request" includes data indicating an
application which is a transmission and reception object
of data (which is desired to be transmitted and received),
and is broadcast.
[0169] Next, at step S24, it is determined whether or
not a "passing connection response" has been received.
The "passing connection response" is a response signal
from the other game apparatus 1 which receives the
"passing connection request" which is broadcast-trans-
mitted at step S23. Reception of the response signal in-
dicates that it is possible to establish a connection to the
other game apparatus 1, which transmits back the re-
sponse signal, by the "local communication". As a result
of the determination, when it is determined that the "pass-
ing connection response" has been received from the
other game apparatus 1 (YES at step S24), it is deter-
mined at step S25 whether or not applications registered
in the game apparatuses 1 as transmission and reception
objects agree with each other. Specifically, an application
ID included in the received "passing connection re-
sponse" is collated with the extracted application ID 406.
Then, it is determined whether or not there is at least one
agreeing application ID.
[0170] As a result of the determination, when it is de-
termined that there is no agreeing application ID (NO at
step S25), the "passing communication" is not per-
formed, and the wireless module process ends. On the
other hand, when it is determined that there is at least
one agreeing application ID (YES step S25), a process

for transmitting and receiving passing communication
data concerning the application ID is performed. Specif-
ically, first, at step S26, it is determined whether or not
the game apparatus 1 is in the "sleep mode". The power
supply state flag 304 for determining whether or not the
game apparatus 1 is in the "sleep mode" is present in
the microcomputer 37, and the wireless communication
module 34 and the microcomputer 37 are connected to
each other via the CPU 31. Thus, in the state where power
is not supplied to the CPU due to the game apparatus 1
being in the "sleep mode", the wireless communication
module 34 cannot access the power supply state flag
304. Therefore, on the basis of the result that the wireless
communication module 34 cannot access the power sup-
ply state flag 304, it can be determined that the game
apparatus 1 is in the "sleep mode". As a result, when it
is determined that the game apparatus 1 is in the "sleep
mode" (YES at step S26), an instruction to cancel the
"sleep mode" is issued to the CPU 31 at step S27. In
addition, here, the game apparatus 1 is only necessarily
in a mode in which power is supplied to the CPU 31, and
thus may shift to the above "monitor off mode". Then, at
step S28, the local communication BG process is per-
formed. On the other hand, when it is determined that
the game apparatus 1 is not in the "sleep mode" (NO at
step S26), the game apparatus 1 is thought to be oper-
ating in the "normal power mode", and thus the process
at step S27 is skipped, and the processing proceeds to
step S28.
[0171] At step S28, the local communication BG proc-
ess is performed by the CPU 31. This process will be
described in detail later. Briefly describing an outline of
the local communication BG process in this flow, as a
result, the passing communication data 520 is transmit-
ted by using the "local communication", and then re-
ceived. Then, when the local communication BG process
ends, the wireless module process ends.
[0172] On the other hand, as a result of the determi-
nation at step S24, when it is not determined that the
"passing connection response" to the request signal
which is broadcast by the wireless communication mod-
ule 34 has not been received (NO at step S24), it is de-
termined at step S29 whether or not the wireless com-
munication module 34 has received a "passing connec-
tion request" transmitted from another game apparatus
1. As a result of the determination, when it is determined
that the wireless communication module 34 has received
the "passing connection request" transmitted from the
other game apparatus 1 (YES at step S29), at the next
step S30, the communicated terminal/dedicated AP in-
formation 405 is referred to, and it is determined whether
or not an MAC address of the transmission source is
stored therein. In other words, it is determined whether
or not the "passing connection request" is from a com-
munication partner with which the "passing communica-
tion" has been performed just before. As a result of the
determination, when it is determined that the MAC ad-
dress of the transmission source is stored in the commu-
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nicated terminal/dedicated AP information 405 (YES at
step S30), communication is not performed with the
transmission source, and the wireless module process
ends.
[0173] On the other hand, when it is determined that
the MAC address of the transmission source is not stored
in the communicated terminal/dedicated AP information
405 (NO at step S30), it is determined at step S31, sim-
ilarly to step S25, whether or not there is an agreeing
application ID out of the application IDs of applications
registered as objects of the "passing communication". As
a result of the determination, when it is determined that
there is no agreeing application ID (NO step S31), com-
munication is not performed with the transmission
source, and the wireless module process ends. On the
other hand, when it is determined that there is at least
one agreeing application ID (YES at step S31), it is de-
termined at step S32, similarly to step S26, whether or
not the game apparatus 1 is in the "sleep mode". As a
result, when it is determined that the game apparatus 1
is in the "sleep mode" (YES at step S32), at step S33,
similarly to step S27, an instruction to cancel the "sleep
mode" is issued to the CPU 31. Then, at step S34, the
local communication BG process is performed. On the
other hand, when it is determined that the game appa-
ratus 1 is not in the "sleep mode" (NO at step S32), it
means that the game apparatus 1 is already operating
in the "normal power mode", and thus the process at step
S33 is skipped, and the processing proceeds to step S34.
[0174] At step S34, the local communication BG proc-
ess is performed similarly to step S28. As an outline of
the process in this case, data for the passing communi-
cation is transmitted, and then received (the order of
transmission and reception is opposite to that at step
S28).
[0175] The following will describe a process performed
when it is determined at step S29 that the wireless com-
munication module 34 has not received any "passing
connection request" (NO at step S29). In this case, it is
determined whether or not a dedicated AP 101 is present
near the game apparatus 1, and when the dedicated AP
101 is present, a process for communicating with the
dedicated AP 101 is performed. Specifically, at step S35
in FIG. 23, scan of a beacon transmitted from the access
point, namely, so-called "passive scan", is performed. In
the present embodiment, a communication channel used
for communicating with the dedicated AP 101 is previ-
ously determined. Thus, in this process, by setting the
communication channel before shifting to the sleep
mode, it is possible to perform passive scan without ac-
tivating the CPU 31.
[0176] Next, at step S36, on the basis of a result of the
scan, it is determined whether or not a beacon transmit-
ted from the dedicated AP 101 has been received. Spe-
cifically, it is determined whether or not the dedicated AP
identification information 404 stored in the storage area
in the wireless communication module 34 is included in
the vendor specific information of the received beacon

obtained by the scan. As a result of the determination,
when it is determined that the beacon from the dedicated
AP 101 has not been received (NO at step S36), the
wireless module process ends.
[0177] On the other hand, when it is determined that
the beacon from the dedicated AP has been received
(YES at step S36), it is determined at step S37 whether
or not the MAC address of the dedicated AP 101 which
is the transmission source of the beacon is stored in the
communicated terminal/dedicated AP information 405.
In other words, it is determined whether or not the beacon
is from the dedicated AP 101 with which communication
has been performed just before. As a result of the deter-
mination, when it is determined that the MAC address of
the dedicated AP 101 is stored in the communicated ter-
minal/dedicated AP information 405 (YES at step S37),
the wireless module process ends.
[0178] On the other hand, when it is determined that
the MAC address of the dedicated AP 101 is not stored
in the communicated terminal/dedicated AP information
405 (NO at step S37), it is determined at step S38, sim-
ilarly to steps S26 and S32, whether or not the game
apparatus 1 is in the "sleep mode". As a result, when it
is determined that the game apparatus 1 is in the "sleep
mode" (YES at step S38), an instruction to cancel the
"sleep mode" is issued to the CPU 31 at step S39 similarly
to steps S27 and S33. Then, at step S40, the local com-
munication BG process is performed. On the other hand,
when it is determined that the game apparatus 1 is not
in the "sleep mode" (NO at step S38), the process at step
S39 is skipped, and the processing proceeds to step S40.
[0179] At step S40, the local communication BG proc-
ess is performed. This process will be described in detail
later. Briefly describing the contents executed in this flow,
as a result, a process of connecting to the policy server
103 via the dedicated AP 101, a process of changing
priorities of tasks on the basis of the policy data, and the
like, are performed, and various tasks are executed.
Then, when the local communication BG process ends,
the wireless module process ends.

[Process Performed by CPU 31]

[0180] The following will describe the process per-
formed by the CPU 31.

[Start-Up Process]

[0181] FIGS. 24 and 25 are flowcharts showing in detail
the start-up process performed when the game appara-
tus 1 is started. When the game apparatus 1 is started
for the first time after purchasing, the process in the flow-
charts is started. Then, unless the power is completely
turned off, a process loop of steps S62 to S74 shown in
FIGS. 24 and 25 is repeatedly performed as a back-
ground process. For example, even when a game proc-
ess or the like is performed, the process in the flowcharts
shown in FIGS. 24 and 25 is performed as a background
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process in parallel (this is because this process is mon-
itoring of the home button 141 being pressed during the
game process or the like and is an interrupt process at
that time).
[0182] In FIG. 24, first, at step S61, a menu process is
performed. This process will be described in detail later.
Briefly describing an outline of this process, a process
concerning display of a menu screen, a process of acti-
vating and executing an application which is selected by
the user on the menu screen, and the like, are performed.
[0183] Next, at step S62, it is determined whether or
not the CPU 31 has received an instruction to cancel the
"sleep mode". Specifically, in the following cases, it is
determined that the CPU 31 has received the instruction
to cancel the "sleep mode".

(1) When, in the "sleep mode", the wireless commu-
nication module 34 receives a "passing connection
request" or a "passing connection response" and the
CPU 31 receives an instruction to cancel the "sleep
mode" from the wireless communication module 34
(step S27 or S33 in FIG. 22).
(2) When, in the "sleep mode", the wireless commu-
nication module 34 receives a beacon from the ded-
icated AP 101 and the CPU 31 receives an instruc-
tion to cancel the "sleep mode" from the wireless
communication module 34 (step S39 in FIG. 23).
(3) When the microcomputer 37 (RTC 39) detects
coming of the next wake-up time and the CPU 31
receives an instruction to cancel the "sleep mode"
from the microcomputer 37 (step S3 in FIG. 21).
(4) When the game apparatus 1 changes from the
closed state to the opened state and the CPU 31
receives an instruction to cancel the "sleep mode"
from the microcomputer 37 (step S7 in FIG. 21).

[0184] As a result of the determination, when it is de-
termined that the CPU 31 has received an instruction to
cancel the "sleep mode" (YES at step S62, it is deter-
mined at step S63 whether or not the cancellation instruc-
tion is an instruction issued from the wireless communi-
cation module 34. As a result, when it is determined that
the cancellation instruction is the instruction issued from
the wireless communication module 34 (YES at step
S63), at step S64, a notification that the "sleep mode" is
to be cancelled is issued to the power management IC
41 via the microcomputer 37, and the power supply state
flag 304 in the microcomputer 37 is set to be ON. Ac-
cordingly, the power management IC 41 starts power
supply to the CPU 31, and the "sleep mode" is cancelled
at step S65. On the other hand, as a result of the deter-
mination at step S63, when it is determined that the can-
cellation instruction is not the instruction issued from the
wireless communication module 34 (NO at step S63),
the cancellation instruction is thought to be from the mi-
crocomputer 37. When the cancellation instruction is
from the microcomputer 37, the notification to the power
management IC 41 is already performed and the power

supply state flag 304 is already changed. Thus, the proc-
ess at the step S64 is skipped, and the processing pro-
ceeds to step S65. Then, the processing proceeds to
later-described step S69.
[0185] On the other hand, as a result of the determi-
nation at step S62, when it is determined that the CPU
31 has not received the instruction to cancel the "sleep
mode" (NO at step S62), it is determined at step S66
whether or not the CPU 31 has received an instruction
to shift to the "sleep mode". Specifically, in the following
cases, it is determined that the CPU 31 has received the
instruction to shift to the "sleep mode".

(1) When an instruction to return to the "sleep mode"
again is issued after the "sleep mode" is cancelled
and the "passing communication" is performed (step
S166 in later-described FIG. 31).
(2) When the "sleep mode" is cancelled and com-
munication is performed with the dedicated AP, and
then an instruction to return to the "sleep mode"
again is issued (step S195 in later-described FIG.
33).
(3) When an instruction to return to the "sleep mode"
again is issued after the "sleep mode" is cancelled
due to coming of the wake-up time and communica-
tion is performed (step S195 in later-described FIG.
33).
(4) When the game apparatus 1 changes from the
opened state to the closed state and the CPU 31
receives an instruction to shift to the "sleep mode"
from the microcomputer 37 (step S10 in FIG. 21).

The instructions in the above (1) to (3) are issued in the
"local communication BG process" or "Internet commu-
nication BG process" described later.
[0186] As a result of the determination at step S66,
when it is determined that the CPU 31 has received the
instruction to shift to the "sleep mode" (YES at step S66),
at step S67, a notification that the "sleep mode" is to be
shifted to is given to the power management IC 41 via
the microcomputer 37, and the power supply state flag
304 in the microcomputer 37 is set to be OFF. Then, at
step S68, the shift to the "sleep mode" is performed. On
the other hand, as a result of the determination at step
S66, when it is determined that the CPU 31 has not re-
ceived the instruction to shift to the "sleep mode" (NO at
step S66), the processes at steps S67 and S68 are
skipped, and the processing proceeds to step S69 which
will be described below.
[0187] Next, at step S69 in FIG. 25, it is determined
whether or not data has been received as a result of any
task being executed. As a result, when it is determined
that data has been received in any task (YES at step
S69), at least any one of LEDs 15A to 15C of the game
apparatus 1 is lit up at step S70. This operation corre-
sponds to a so-called "new arrival notification". On the
other hand, when it is determined that data has not been
received (NO at step S69), the process at step S70 is
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skipped, and the processing proceeds to the next step
S71.
[0188] Next, at step S71, it is determined whether or
not the game apparatus 1 is in the "sleep mode". Spe-
cifically, the determination can be performed by referring
to the power supply state flag 304. As a result, when it
is determined that the game apparatus 1 is in the "sleep
mode" (YES at step S71), the processing returns to step
S62 and the same process is repeated. On the other
hand, as a result of the determination at step S71, when
it is determined that the game apparatus 1 is not in the
"sleep mode" (NO at step S71), it is determined at step
S72 whether or not the CPU 31 has received an instruc-
tion to immediately execute a predetermined task. As a
result of the determination, when it is determined that the
CPU 31 has not received the instruction to immediately
execute the predetermined task (NO at step S72), the
processing proceeds to later-described step S74. On the
other hand, when it is determined that the CPU 31 has
received the instruction to immediately execute the pre-
determined task (YES at step S72), the local communi-
cation BG process is performed at step S73. This process
will be described in detail later. Briefly describing an out-
line of this process in this flow, a process of attempting
to connect to an AP which is previously registered in the
game apparatus 1, a process of transmitting and receiv-
ing data by using the "Internet communication" if the con-
nection is successful, and the like, are performed (i.e.,
the task is executed).
[0189] Next, at step S74, it is determined whether or
not the home button 141 has been pressed. As a result
of the determination, when it is determined that the home
button 141 has been pressed (YES at step S74), the
processing returns to step S61 and the same process is
repeated, and when it is determined that the home button
141 has not been pressed (NO step S74), the processing
returns to step S62 and the same process is repeated.
This is the end of the description of the start-up process.

[Menu Process]

[0190] The following will describe the menu process
shown at step S61. In the process, a process concerning
display of the menu screen and activation of an applica-
tion is performed. Particularly, a process of reflecting a
"new arrival element", such as a newly installed applica-
tion, in the menu screen and displaying the menu screen,
and the like, is performed. In addition, a process con-
cerning update of the system of the game apparatus 1
is also performed.
[0191] FIG. 26 is a flowchart showing in detail the menu
process. In FIG. 26, first, at step S91, it is determined
whether or not data for update of the system has been
obtained as a result of execution of a task. The determi-
nation is performed on the basis of whether or not the
data for update of the system is present in the on-the-fly
cache 600 (note that the data is generated in the later-
described "installation process"). In addition to such a

determination method, a predetermined flag may be set
to be ON when the data for update of the system is ob-
tained, and the determination may be performed by re-
ferring to this flag.
[0192] As a result of the determination, when it is de-
termined that the data for update of the system has not
been obtained (NO at step S91), the processing pro-
ceeds to later-described step S97. On the other hand,
when it is determined that the data for update of the sys-
tem has been obtained (YES at step S91), a process
concerning the update of the system of the game appa-
ratus 1 is performed. Specifically, first, the data for update
of the system, which is present in the on-the-fly cache
600, is transferred to a memory area in which the system
data is stored. As described above, a file name different
from the actual file name of the system data is assigned
to the data for update of the system, which is expanded
onto the on-the-fly cache 600. Thus, at that time, in the
memory area in which the system data is stored, two
data, for example, data having a name of "firmware.bin"
(the system data stored before update) and data having
a name of "firmware.upd" (the data for update) are
present together.
[0193] Next, at step S92, a confirmation screen for con-
firming with the user whether or not to reflect the data for
update of the system is generated and displayed on the
lower LCD 12. Then, an instruction input from the user
is received on the confirmation screen. The reason why
such a confirmation screen is provided is as follows. Up-
date of the system is related to the basis of the game
apparatus 1. Thus, depending on the contents, update
of the system may have a great effect on the user. Thus,
such a confirmation is made with the user.
[0194] Next, at step S93, it is determined whether or
not an instruction of the user on the confirmation screen
is an instruction to reflect the data for update of the sys-
tem. As a result of the determination, when it is deter-
mined that the instruction of the user is the instruction to
reflect the data for update of the system (YES at step
S93), update of the system data is reflected at step S94.
Specifically, update of the system data is reflected by
deleting the original system data (before update), and
renaming the file name of the data for update of the sys-
tem to the file name of the original system data. As de-
scribed above, after the update confirmation, the system
data is updated by a process of renaming the file name.
Thus, it seems to the user that update of the system is
performed in a moment. Conventionally, the user usually
has to wait for completion of such an update process for
a certain time period. However, as described above,
when the data for update of the system is present, the
data is downloaded and the file is expanded previously,
and then the confirmation is made with the user as de-
scribed above. By so doing, the user can be prevented
from feeling that the user waits for completion of the up-
date of the system. After the end of the process at step
S94, the menu is restarted at step S95. As a result, the
processing returns to step S91.
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[0195] Note that, since items, such as free applications
and trial version games, other than update of the system
are thought to have a small effect on the entire system,
the items are automatically installed without making a
confirmation as described above, and reflected in the
menu screen (the later-described "installation process").
[0196] On the other hand, as a result of the determi-
nation at step S93, when it is determined that the instruc-
tion of the user is an instruction not to reflect the data for
update of the system (NO at step S93), the data for up-
date of the system ("firmware.upd" in the above example)
is discarded at step S96. Then, the processing returns
to step S91.
[0197] The following will describe a process performed
when, as a result of the determination at step S91, it is
determined that the data for update of the system has
not been obtained (NO at step S91). In this case, gener-
ation of a menu screen is performed. In the present em-
bodiment, a menu screen is generated and displayed by
performing a process of scanning applications installed
in the game apparatus 1, and arranging an icon corre-
sponding to each detected application, in the menu
screen as appropriate. In addition, during the process of
the scan, a process concerning presence/absence of a
new arrival element (an application or the like installed
newly in the later-described "installation process") is also
performed.
[0198] Specifically, first, at step S97, the application-
related data 550 in the NAND flash memory 33 is referred
to, and it is determined whether or not a process (scan
of an application) as will be described below has been
performed for all the applications installed in the game
apparatus 1. As a result of the determination, when it is
determined that unprocessed applications remain (NO
at step S97), one application is selected from the unproc-
essed applications as a processing target (hereinafter,
referred to as a scan target application), and it is deter-
mined at step S98 whether or not the scan target appli-
cation is a newly installed application. The determination
is performed by referring to the application-related data
550, and on the basis of whether or not the new instal-
lation flag 554 in the application area corresponding to
the scan target application has been set to be ON.
[0199] As a result of the determination, when it is de-
termined that the scan target application is a newly in-
stalled application (YES at step S98), at step S99, a
present icon 112 as shown in FIG. 5 is generated and
arranged as appropriate in the menu screen. On the other
hand, when it is determined that the scan target applica-
tion is not a newly installed application (NO at step S98),
at step S100, an icon corresponding to the scan target
application is generated and arranged as appropriate in
the menu screen.
[0200] Next, at step S101, it is determined whether or
not data for the scan target application (e.g., an an-
nouncement, additional contents, and the like) has been
received. The determination is performed by referring to,
for example, the task reception cache 553 in the appli-

cation area 551 and/or the reception box 524 of the pass-
ing communication data 520 associated with the scan
target application. As a result of the determination, when
it is determined that there is newly received data (YES
at step S101), at step S102, a mark "NEW!" as shown in
FIG. 6 is arranged near the icon corresponding to the
scan target application. Then, the processing returns to
step S97, and the next scan target application is selected.
On the other hand, as a result of the determination at
step S101, when it is determined that there is no newly
received data (NO at step S101), the process at step
S102 is skipped, and the processing returns to step S97.
[0201] The following will describe a process performed
when it is determined at step S97 that the process (scan)
has been performed for all the applications (YES at step
S97). In this case, a process concerning activation and
execution of an application is performed. Specifically, at
step S103 in FIG. 27, it is determined whether or not any
one icon indicating an application has been selected from
the menu screen. For example, it is determined whether
or not the user performs a touch-on operation on a pre-
determined icon in the menu screen as shown in FIG. 4.
As a result of the determination, when it is determined
that no (icon of) application on the menu screen has been
selected (NO at step S103), the determination at step
S103 is repeated.
[0202] On the other hand, when it is determined that
any one (icon of) application in the menu screen has been
selected (YES at step S103), it is determined at step S104
whether or not the new installation flag 554 correspond-
ing to the selected application has been set to be ON. In
other words, it is determined whether or not the selected
application is a newly installed application. As a result,
when it is determined that the new installation flag 554
has been set to be ON (YES at step S104), an icon cor-
responding to the application is displayed as the present
icon 112, and thus, at step S105, the present icon 112
is changed to an icon which is originally defined as an
icon of the application (and which is stored as a part of
the application program). In this case, an animation dis-
play in which the box of the present icon 112 is opened
is performed.
[0203] Next, at step S106, the new installation flag 554
for the application is set to be OFF, and the processing
returns to step S103.
[0204] On the other hand, as a result of the determi-
nation at step S104, when it is determined that the new
installation flag 554 has been set to be OFF (NO at step
S104), activation and execution of an application select-
ed next time are performed. First, when the selected ap-
plication is activated, at step S107, an authentication
process is performed by using an authentication key, and
it is determined whether or not the authentication is suc-
cessful. The authentication process is a process for pre-
venting an unauthorized application, which is installed
due to a certain reason, from being executed. It is deter-
mined whether or not the application is a genuine appli-
cation, by using an authentication key downloaded to-
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gether with the application program. As a result of the
determination, when the authentication is successful
(YES at step S107), at step S108, a process concerning
the selected application (hereinafter, referred to as "proc-
ess of each application") is performed. Then, when the
process concerning the application ends, the processing
returns to step S91. On the other hand, when the authen-
tication is failed (NO at step S107), the application is not
executed, and the processing returns to step S91. This
is the end of the description of the game apparatus menu
process.

[Process of Each Application]

[0205] The following will describe the process of each
application shown at step S108. Note that specific proc-
ess contents of each application are naturally different
from that of the other applications. Thus, the description
concerning the difference is omitted, and a part related
to the present embodiment, namely, a process concern-
ing the task and a process related to each type of com-
munication described above will be described as process
contents common to the applications, namely, as a proc-
ess which is thought to be performed generally in any of
the applications.
[0206] FIGS. 28 and 29 are flowcharts showing in detail
the process of each application. First, at step S121, it is
determined whether or not, as a result of a task being
executed, newly received data for the application is
present in the task reception cache 553. As a result of
the determination, when it is determined that the newly
received data is present (YES at step S121), at step
S122, the data in the task reception cache 553 is trans-
ferred to the task reception data 557 of the saved data
555 of the application (as a result, the task reception
cache 553 becomes empty). Then, the processing pro-
ceeds to step S123. On the other hand, when no newly
received data is present (NO at step S121), the process
at step S122 is skipped, and the processing proceeds to
step S123.
[0207] Next, at step S123, it is determined whether or
not newly received data is present in the reception box
524 of the passing communication data 520 associated
with the application. As a result of the determination,
when it is determined that newly received data is present
in the reception box 524 (YES at step S123), at step
S124, the data in the reception box 524 is transferred to
the passing reception data 558 of the saved data 555 of
the application (as a result, the reception box 524 be-
comes empty). Then, the processing proceeds to step
S125. On the other hand, when no newly received data
is present in the reception box 524 (NO at step S123),
the process at step S124 is skipped, and the processing
proceeds to step S125.
[0208] Next, at step S125, various information
processing corresponding to the contents of each appli-
cation is performed. For example, game processing,
painting software processing, camera application

processing, or the like, is performed. In various informa-
tion processing, the data in the task reception data 557
and the passing reception data 558, which are newly
transferred thereto at steps S122 and S124, can be used.
[0209] Next, at step S126, it is determined whether or
not an event of newly adding a task or changing the con-
tents of a task has occurred as a result of various infor-
mation processing at step S125. As a result, when it is
determined that the event has not occurred (NO at step
S126), the processing proceeds to later-described step
S132.
[0210] On the other hand, when it is determined that
the event of new addition of the task or the event of update
of the task has occurred (YES at step S126), it is deter-
mined at step S127 whether the contents concerning the
event having occurred are related to a "transmission task"
or a "reception task". As a result of the determination,
when it is determined that the contents are addition or
update of the "transmission task" (YES at step S127), at
the subsequent step S128, data to be transmitted is pro-
duced and stored as the task transmission data 556 of
the saved data 555. In addition, at step S129, various
parameters for the "transmission task" are set. The pa-
rameters which are set here are parameters for setting
the items constituting the task setting 531 as shown in
FIG. 16. Specifically, the following parameter setting is
performed.

(1) Application ID → ID of the application.
(2) Task ID → a new value in the case of new addition
of a task, and the same value as the task ID of a task
to be updated in the case of update.
(3) Execution priority → an optional value.
(4) Communication destination URL → URL of a
server which is a transmission destination.
(5) File path → a value indicating the location of the
task transmission data 556.
(6) Next execution time → an optional value.
(7) Execution interval → an optional value.
(8) Transmission/reception identification flag → a
value representing "transmission".
(9) Number of uses → an optional value.

After the above parameter setting is performed, the
processing proceeds to later-described step S131.
[0211] On the other hand, as a result of the determi-
nation at step S127, when it is determined that the con-
tents of the event having occurred are related to the "re-
ception task" (NO at step S127), various parameters for
the "reception task" are set at step S130. This process
is s process of setting parameters for setting the items
of the task setting 531, similarly to step S129. Specifically,
the following parameter setting is performed.

(1) Application ID → the ID of the application.
(2) Task ID → a new value in the case of new addition
of a task, and the same value as the task ID of a task
to be updated in the case of update.
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(3) Execution priority → an optional value.
(4) Communication destination URL → URL of a
server which is a reception destination.
(5) File path → a value indicating a storage destina-
tion of received data (the task reception cache 553).
(6) Next execution time → an optional value.
(7) Execution interval → an optional value.
(8) Transmission/reception identification flag → a
value representing "reception".
(9) Number of uses → an optional value.

After the above parameter setting is performed, the
processing proceeds to later-described step S131.
[0212] Next, at step S131, a task generation process
is performed for performing new addition of a task or up-
date of an existing task on the basis of the above set
parameters. FIG. 30 is a flowchart showing in detail the
task generation process shown at step S131. In FIG. 30,
first, at step S151, task setting data for work is generated
on the basis of each of the above parameters. The task
setting data for work is temporary data generated in the
main memory 32 and has the same data structure as that
of the task setting 531. Note that for the items which have
optional values and whose parameters have not been
determined yet, values which are determined as initial
values are set.
[0213] Next, at step S152, it is determined whether or
not the combination of an application ID and a task ID of
the task setting data for work agrees with any combina-
tion of the application ID 532 and the any task ID 533 in
the task settings 531 stored in the task data 530. In other
words, it is determined whether a task is newly added or
an existing task is updated. As a result of the determina-
tion, when there is an agreeing combination of IDs (YES
at step S152), the contents of the agreeing task setting
531 are placed by (i.e, updated with) the task setting data
for work at step S153. On the other hand, when there is
no agreeing combination of IDs (NO at step S152), the
task setting data for work is additionally registered as a
new task setting 531 in the task data 530 at step S154.
Then, the task setting data for work is deleted, and the
task generation process ends.
[0214] Referring back to FIG. 28, after the end of the
process at step S131, at step S132 in FIG. 29, it is de-
termined whether or, as a result of the various information
processing at step S125, an event concerning transmis-
sion using the "passing communication" has occurred.
For example, in the various information processing, it is
determined whether or not an instruction to transmit data
using the "passing communication" has been made by
the user. As a result of the determination, when it is de-
termined that the event of transmitting data by using the
"passing communication" has occurred (YES at step
S132), transmission data corresponding to the event con-
tents is generated as appropriate at step S133. Then,
the generated transmission data is stored in the trans-
mission box 523 of the slot 521, in the passing commu-
nication data 520, corresponding to the application.

Then, the processing proceeds to later-described step
S134. On the other hand, as a result of the determination
at step S132, when it is determined that the event has
not occurred (NO at step S132), the process at step S133
is skipped, and the processing proceeds to step S134.
[0215] Next, at step S134, it is determined whether or
not data received from a server is present. In other words,
it is determined whether or not new data has been re-
ceived as a result of execution of a "reception task" (thus,
when it is determined as YES at step S121, it is deter-
mined as YES here). For example, when new data has
been received from a server, the new data has been
transferred to the saved data 555 at step S122. Thus,
this determination is performed by referring to the saved
data 555.
[0216] As a result of the determination, when it is de-
termined that no new data received from the server is
present (NO at step S134), the processing proceeds to
later-described step S142. On the other hand, when it is
determined that new data received from the server is
present (YES at step S134), it is determined at step S135
whether or not a notification announcing an end of a net-
work service concerning the currently executed applica-
tion is included in the received data. As a result, when it
is determined that the notification announcing the end of
the network service is not included (NO at step S135),
the processing proceeds to later-described step S141.
[0217] On the other hand, when the notification an-
nouncing the end of the network service is included (YES
at step S135), a message announcing the end of the
network service is displayed on the upper LCD 22 or the
lower LCD 12 at step S136. Next, at step S137, it is de-
termined whether or not any task setting 531 including
the application ID 532 of the currently executed applica-
tion remains in the task data 530. When it is determined
that the task setting 531 remains (YES at step S137), all
the task settings 531 including the application ID 532 of
the currently executed application are deleted. On the
other hand, when it is determined that no such a task
setting 531 remains (NO at step S137), the process at
step S138 is skipped.
[0218] Next, at step S139, the passing communication
data 520 is referred to, and it is determined whether or
not a slot 521 to which the application ID 522 of the cur-
rently executed application is assigned is present. When
it is determined that the slot 521 remains (YES at step
S139), the contents in the slot 521 corresponding to the
currently executed application are cleared at step S140.
As a result, the association of the slot 521 with the ap-
plication is cancelled. On the other hand, when it is de-
termined that no such a slot remains (NO at step S139),
the process at step S140 is skipped.
[0219] Next, at step S141, a process of displaying the
contents of the new received data is performed according
to need.
[0220] Next, at step S142, it is determined whether or
not a condition for ending the application process being
performed is satisfied. As a result, when the condition is
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not satisfied (NO at step S142), the processing returns
to step S121 and the same process is repeated. When
the condition is satisfied (YES at step S142), the appli-
cation processing is ended. This is the end of the de-
scription of the processing of each application.

[Local Communication BG Process]

[0221] The following will describe the local communi-
cation BG process (specifically, step S4 in FIG. 21, steps
S28 and S34 in FIG. 22, step S40 in FIG. 23, and step
S73 at FIG. 25) which is called as appropriate in each
process as described above. In this process, a transmis-
sion/reception process in the "passing communication",
and control such as scan of the predetermined AP and
a process of connecting to the AP, are mainly performed.
In addition, when connecting to the predetermined AP,
the "Internet communication BG process", which is a
process for performing the "Internet communication", and
the like are called as appropriate.
[0222] FIGS. 31 and 32 are flowcharts showing in detail
the local communication BG process. First, at step S161,
it is determined whether or not the wireless communica-
tion module 34 has received a passing connection re-
sponse. For example, the determination is performed by
a process of the CPU 31 inquiring of the wireless com-
munication module 34 about whether or not the wireless
communication module 34 has received a passing con-
nection response. As a result of the determination, when
it is determined that the wireless communication module
34 has not received the passing connection response
(NO at step S161), the processing proceeds to later-de-
scribed step S167. On the other hand, when it is deter-
mined that the wireless communication module 34 has
received the passing connection response (YES at step
S161), it indicates that there is another game apparatus
1 which can respond to a request issued by the game
apparatus 1 (i.e., to which a connection has been estab-
lished for local communication) (step S28 in FIG. 22
comes in this flow). Thus, at the next step S162, the data
in the transmission box 523 of the passing communica-
tion data 520 is transmitted to the other game apparatus
1 which is the communication partner. Note that, as de-
scribed above, data to be transmitted is limited to data
in a slot 521 whose application ID 522 agrees with that
in the passing communication data 520 of the communi-
cation partner.
[0223] Next, at step S163, a transmission time and the
MAC address of the other game apparatus 1, which is
the communication partner, are stored in the communi-
cated terminal/dedicated AP information 405 in the wire-
less communication module 34.
[0224] Next, at step S164, it is determined whether or
not a process of "reception" in the passing communica-
tion has been performed. In the present embodiment, in
the passing communication, as a general rule, "transmis-
sion" and "reception" are performed as a set. Thus, in
this determination, it is determined whether both of

"transmission" and "reception" or either of "transmission"
or "reception" has been performed. As a result of the
determination, when it is determined that the reception
process has not been performed (NO at step S164), the
processing proceeds to later-described step S170, and
data transmitted from the communication partner is re-
ceived.
[0225] On the other hand, when it is determined that
the reception process has already been performed (YES
at step S164), it is determined at step S165 whether or
not the "sleep mode" has been cancelled for performing
the communication (the communication includes "local
communication" as well as later-described "Internet com-
munication"). As a result of the determination, when it is
determined that the "sleep mode" has been cancelled for
the communication (YES at step S165), the game appa-
ratus 1 is thought to be in the "sleep mode" before the
communication, and thus for returning to the "sleep
mode", at step S166, an instruction to stop power supply
to the CPU 31 is sent from the CPU 31 itself, and a proc-
ess for shifting to the "sleep mode" is performed. In ad-
dition, the power supply state flag 304 in the microcom-
puter 37 is set to be OFF, and a notification that the "sleep
mode" is to be shifted to is given to the power manage-
ment IC 41. On the other hand, as a result of the deter-
mination at step S165, when it is determined that the
"sleep mode" has not been cancelled for the communi-
cation (NO at step S165), the game apparatus 1 is
thought to have been operating in the "normal power
mode", and thus the process at step S166 is skipped.
Then, the local communication BG process ends.
[0226] The following will describe a process performed
when, as a result of the determination at step S161, it is
determined that the wireless communication module 34
has not received the passing connection response. In
this case, first, at step S167, it is determined whether or
not the wireless communication module 34 has received
a passing connection request, namely, a request for
passing communication from another game apparatus
1. As a result, when it is determined that the wireless
communication module 34 has not received the request
(NO at step S167), the processing proceeds to later-de-
scribed step S173. On the other hand, when it is deter-
mined that the wireless communication module 34 has
received the request (YES at step S167), at step S168,
a passing connection response is generated and trans-
mitted to the other game apparatus 1 which is the trans-
mission source of the passing connection request (note
that the process at step S34 in FIG. 22 proceeds in this
flow). In this case, the passing connection response in-
cludes the contents of the extracted application ID 406
stored in the wireless communication module 34, and is
transmitted (in other words, an application which is an
object of the passing communication is notified to the
communication partner).
[0227] Next, at step S169, a response time and the
MAC address of the other game apparatus 1, which is
the communication partner, are stored in the communi-
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cated terminal/dedicated AP information 405 in the wire-
less communication module 34.
[0228] Next, at step S170, it is determined whether or
not data has been received from the communication part-
ner. In the present embodiment, only an item whose ap-
plication ID 522 agrees with that in the communication
partner is a transmission/reception object. Thus, in this
determination, the case is determined, where a request
for passing communication is received from another
game apparatus 1 and a connection thereto is estab-
lished, but no data to be transmitted and received is
present due to no agreeing application ID 522 in the both
apparatuses 1. In other words, when the connection re-
sponse transmitted at step S169 is received by the part-
ner terminal but it is determined as NO at step S25 in
FIG. 22 in the partner terminal, no data is transmitted.
When it is determined that no data has been received
from the partner terminal (within a predetermined time
period) (NO at step S170), this case is thought to corre-
spond to the case of no agreeing application ID 522, and
thus the processing proceeds to step S165 and it is de-
termined whether or not to return to the "sleep mode".
On the other hand, when it is determined that data has
been received from the partner terminal (YES at step
S170), at step S171, the received data is stored in the
reception box 524 of the slot 521 corresponding to the
application ID 522. Note that, when the processing pro-
ceeds from step S164 to step S170, it indicates that there
is at least one transmission/reception object having an
agreeing application ID 522, and data is transmitted from
the partner terminal. Thus, unless a transmission error
occurs during transmission, it is determined as YES at
step S170.
[0229] Next, at step S172, it is determined whether or
not the transmission process in the passing communica-
tion has already been performed. As a result, when it is
determined that the transmission process in the passing
communication has not been performed (NO at step
S172), the processing proceeds to step S162, and the
transmission process in the passing communication is
performed. On the other hand, when it is determined that
the transmission process has already been performed
(YES at step S172), the processing proceeds to step
S165.
[0230] The following will describe a process performed
when, as a result of the determination at step S167, it is
determined that the passing connection request has not
been received. In this case, a process concerning the
"Internet communication" is performed. First, at step
S173 in FIG. 32, it is determined whether or not the wire-
less communication module 34 has received a beacon
from a dedicated AP 101. As a result of the determination,
when it is determined that the wireless communication
module 34 has received the beacon from the dedicated
AP 101 (YES at step S173), a process of connecting to
the dedicated AP 101, which is the transmission source
of the beacon, is performed at step S174. Note that the
process at step S40 in FIG. 23 proceeds in this flow.

[0231] Next, at step S175, the current time and the
MAC address of the connected dedicated AP 101 are
stored in the communicated terminal/dedicated AP infor-
mation 405 in the wireless communication module 34.
[0232] Next, at step S176, the Internet communication
BG process is performed. In this process, obtaining of
policy data, a process based on the policy data, and a
process of executing a task are performed. This process
will be described in detail later. When this process ends,
the local communication BG process ends.
[0233] On the other hand, as a result of the determi-
nation at step S173, when it is determined that the wire-
less communication module 34 has not received the bea-
con from the dedicated AP 101 (NO at step S173), at
step S177, the game apparatus setting data 560 is re-
ferred to, and a process of searching for a predetermined
AP which is registered and set in the game apparatus 1
is performed. For example, a process of searching for an
AP which is set at user’s home, an AP of a public wireless
LAN service which is previously defined as a setting be-
fore shipment, or the like, is performed. The search meth-
od is typically passive scan, but the game apparatus 1
can connect directly to an AP if the ESSID of the AP and
a frequency used for communication with the AP are pre-
viously stored in the game apparatus 1.
[0234] Next, at step S178, on the basis of a result of
the search at step S177, it is determined whether or not
the AP is present. As a result, when it is determined that
the AP is not present (the AP is not detected as a result
of the search) (NO at step S178), the processing pro-
ceeds to step S165. On the other hand, when it is deter-
mined that the AP is present (YES at step S178), a proc-
ess of connecting to the searched AP is performed at
step S179. Then, at step S180, the later-described Inter-
net communication BG process is performed. When this
process ends, the local communication BG process
ends. This is the end of the description of the local com-
munication BG process.

[Internet Communication BG Process]

[0235] The following will describe the Internet commu-
nication BG process shown at step S176 and the like. In
this process, a process concerning transmission and re-
ception of various data using the "Internet communica-
tion", and the like, are performed.
[0236] FIG. 33 is a flowchart showing in detail the In-
ternet communication BG process. First, at step S191, a
policy process is performed. This process will be de-
scribed in detail later, and here, obtaining of policy data
and adjustment of the execution priorities of tasks based
on the policy data are mainly performed.
[0237] Next, at step S192, a task execution process is
performed. This process will also be described in detail
later. In this process, execution of tasks, installation proc-
ess, and the like are performed.
[0238] When the task execution process ends, cutoff
of communication with the AP 101 or 102 is performed
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at step S193. At the subsequent step S194, it is deter-
mined whether or not the "sleep mode" has been can-
celled for the communication. As a result, when it is de-
termined that the "sleep mode" has been cancelled (YES
at step S194), at step S195, for returning to the "sleep
mode", an instruction to stop power supply to the CPU
31 is sent from the CPU 31 itself, and a process for shifting
to the "sleep mode" is performed. In addition, the power
supply state flag 304 in the microcomputer 37 is set to
be OFF, and a notification that the "sleep mode" is to be
shifted to is given to the power management IC 41. On
the other hand, as a result of the determination at step
S194, when it is determined that the "sleep mode" has
not been cancelled for the communication (NO at step
S194), the process at step S195 is skipped. Then, the
Internet communication BG process ends.

[Policy Process]

[0239] The following will describe the policy process
shown at step S191. FIGS. 34 and 35 are flowcharts
showing in detail the policy process. First, at step S201,
a process of establishing a connection to the policy server
103 as described above is performed. Next, at step S202,
it is determined whether or not the AP currently used for
communication is a dedicated AP 101. The determination
is performed on the basis of whether or not vendor spe-
cific information as described above is included in the
beacon used for the connection to the AP. As a result of
the determination, when it is determined that the dedi-
cated AP 101 is used (YES at step S202), at step S203,
a request for policy data, which includes an identifier of
the used dedicated AP 101 and country information
which is set in the game apparatus 1 (and which is in-
cluded in the game apparatus setting data 560), is gen-
erated and transmitted to the policy server 103. The re-
quest is, for example, an HTTP request as described
below.
[0240] "https://xxx.net/character string indicating
country information/AP identifier/"
[0241] On the other hand, when it is determined that
the AP currently used for communication is not the ded-
icated AP 101 (NO at step S202), at step S204, a request
for policy data, which includes the country information,
is generated and transmitted to the policy server 103.
For example, this request is as follows.
[0242] "https://xxx.net/character string indicating
country information/"
[0243] In response to the request as described above,
the policy data is transmitted from the policy server 103.
Thus, next, at step S205, the policy data is downloaded
from the policy server 103 and stored as the received
policy data 570 in the main memory 32 or the NAND flash
memory 33.
[0244] After the end of the downloading, a process for
applying the downloaded received policy data 570 is per-
formed. Specifically, first, at step S206, it is determined
whether or not the following process has been performed

for all the policy settings 574 included in the received
policy data 570, in other words, change of the execution
priority and the number of uses has been applied thereto.
As a result of the determination, when it is determined
that the change has been applied to all the policy settings
574 (all the policy settings 574 have been processed)
(YES at step S206), the policy process ends. On the other
hand, when any unapplied (unprocessed) policy settings
574 remain (NO at step S206), one policy setting 574 is
selected from the unapplied policy settings 574 at step
S207. Hereinafter, the selected policy setting 574 is re-
ferred to as "process target policy setting".
[0245] Next, at step S208, it is determined whether or
not the contents of the process target policy setting are
contents which cause all tasks to be application targets.
The determination is performed on the basis of whether
or not a character string indicating that all the tasks are
caused to be application targets is indicated in the task
ID 576 of the process target policy setting. As a result of
the determination, when it is determined that the contents
of the process target policy setting are not the contents
which cause all the tasks to be application targets (NO
at step S208), the processing proceeds to later-described
step S213.
[0246] On the other hand, as a result of the determi-
nation, when it is determined that all the tasks are caused
to be application targets (YES at step S208), it is deter-
mined at step S209 whether or not the task duration 578
of the process target policy setting has been set to be
ON, namely, is contents indicating "permanent". As a re-
sult of the determination, it is determined as "permanent"
(YES at step S209), the execution priorities 534 of all the
tasks registered in the game apparatus 1 (i.e., in the task
data 530) are changed to a value indicated by the exe-
cution priority 577 of the process target policy setting, at
step S212. Then, the processing proceeds to later-de-
scribed step S218.
[0247] On the other hand, as a result of the determi-
nation at step S209, when it is determined as not "per-
manent" (NO at step S209), the current execution prior-
ities 534 of all the tasks in the task data 530 are backed
up in the main memory 32 at step S210. Then, at step
S211, the execution priorities 534 of all the tasks regis-
tered in the game apparatus 1 are changed to the value
indicated by the execution priority 577 of the process
target policy setting. Then, the processing proceeds to
later-described step S218.
[0248] The following will describe a process performed
when, as a result of the determination at step S208, it is
determined that the contents of the process target policy
setting are the contents which cause all tasks to be ap-
plication targets. In this case, at step S213, the task data
530 is referred to, and it is determined whether or not a
task setting 531 having the same values as those of the
task ID 576 and the application ID 575 of the process
target policy setting is present in the task data 530. As a
result of the determination, when it is determined that
such a task setting 531 is not present (NO step S213), it
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is determined that the process target policy setting has
been processed, and the processing returns to step
S206. As a result, an unprocessed policy setting 574 is
selected as the next process target policy setting from
the received policy data 570, and the same process is
repeated.
[0249] On the other hand, when it is determined that
the task setting 531 having the agreeing task ID and ap-
plication ID is present (YES at step S213), it is determined
at step S214 whether or not the task duration 578 of the
process target policy setting is a value indicating "per-
manent". As a result, when the task duration 578 indi-
cates "permanent" (YES at step S214), at step S215, the
execution priority 534 of the task setting 531 having the
agreeing task ID and application ID is set to be a value
indicated by the execution priority 577 of the process
target policy setting. Then, the processing proceeds to
later-described step S218.
[0250] On the other hand, as a result of the determi-
nation at step S214, when it is determined that the task
duration 578 does not indicate "permanent" (NO at step
S214), the execution priority 534 of the task setting 531
having the agreeing task ID and application ID is backed
up in the main memory 32 at step S216. Then, at step
S217, the execution priority 534 of the task setting 531
having the agreeing task ID and application ID is set to
be the value indicated by the execution priority 577 of
the process target policy setting.
[0251] Next, at step S218, it is determined whether or
not the task setting 531, which becomes an application
target of change as a result of the execution priority 534
being changed, satisfies the following conditions: (1) the
number of uses 540 is 0; (2) the execution priority 534
after the change is "EXPEDIATE": and (3) the value of
the task revision 543 agrees with that of the policy revi-
sion 571 of the received policy data 570 obtained this
time. When it is determined that all the three conditions
are not satisfied (NO at step S218), one is added to the
number of uses 540 of the task setting 531 at step S219.
In other words, in order that a task whose number of uses
becomes 0 so that the task is not executed and whose
execution priority is changed to "EXPEDIATE" is execut-
ed most preferentially, the value of the number of uses
540 is changed. Then, at step S220, the value of the
policy revision 571 of the received policy data 570 is re-
corded as the value of the task revision 543 of the applied
task setting 531. Then, the processing returns to step
S206.
[0252] On the other hand, as a result of the determi-
nation at step S218, when it is determined that all the
three conditions are satisfied (YES at step S218), it is
thought that the policy data of the same revision is pre-
viously received and the task is executed at that time. In
this case, when the policy data of the same revision is
received, addition to the number of uses 540 is not per-
formed in order not to execute the task again, and the
processing proceeds to step S220. This is the end of the
description of the policy process.

[Process of Policy Server]

[0253] Here, a process of the policy server 103, which
is a communication partner in the policy process, will also
be described. First, prior to a specific description of this
process, a memory map of the policy server 103 in which
policy data is stored will be briefly described. FIG. 36 is
a diagram showing the memory map of the policy server
103. As shown in FIG. 36, a plurality of policy data 153
is stored for each country information 152 in the policy
server 103. The structure of each policy data 153 is the
same as that of the received policy data 570 shown in
FIG. 18. In FIG. 36, for easy understanding of explana-
tion, only AP information 154 is shown. The AP informa-
tion 154 is information in which a value indicating a pre-
determined dedicated AP 101 is assigned, or information
in which a NULL value is set. In the present embodiment,
a plurality of policy data 153 in each of which a value
indicating a dedicated AP 101 is assigned are present
for each country information (note that the AP information
154 of the plurality of policy data 153 do not agree with
each other). In addition, only one policy data 153 in which
a NULL value is set in the AP information 154 is present.
On the premise that such policy data 153 is stored in the
policy server 103, the following process is performed.
[0254] FIG. 37 is a flowchart showing the process per-
formed by the policy server 103. In FIG. 37, first, at step
S231, it is determined whether or not a request for the
policy data 153 as described above has been received.
As a result, when it is determined that the request has
not been received (NO at step S231), the process at step
S231 is repeated. In other words, the request is waited
for. On the other hand, when it is determined that the
request for the policy data 153 has been received (YES
at step S231), it is determined at step S232 whether or
not the identifier of an AP has been added in the received
request. As a result, when the identifier has been added
(YES at step S232), it is thought that the game apparatus
1 accesses the policy server 103 via the dedicated AP
101. In this case, at step S233, the country information
of the game apparatus 1 which is included in the request,
and the policy data 153 corresponding to the identifier of
the AP, are read out. In other words, the country infor-
mation included in the request is collated with the country
information 152 stored in the policy server 103, and if
there is agreeing country information, the AP identifier
included in the request is collated with the AP information
154, and then, policy data 153 having the agreeing AP
information 154 is searched for and read out. Then, at
step S235, the read policy data 153 is transmitted to the
game apparatus 1 which is the transmission source of
the request.
[0255] On the other hand, as a result of the determi-
nation at step S232, when it is determined the identifier
of the AP has not been added in the request (NO at step
S232), it is thought that the game apparatus 1 accesses
the policy server 103 not via the dedicated AP 101. Thus,
in this case, at step S234, the country information includ-
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ed in the request is collated with the country information
152 of the policy server 103 to search for agreeing coun-
try information 152. Then, the policy data 153 in which
the NULL value is set in the AP information 154 is read
out. Then, at step S235, the policy data 153 is transmit-
ted. This is the end of the description of the process of
the policy server.

[Task Execution Process]

[0256] The following will describe the task execution
process shown at step S192 in FIG. 33. In this process,
transmission and reception of predetermined data are
performed on the basis of the setting contents of a task.
In addition, an installation process is also performed.
FIGS. 38 to 40 are flowcharts showing in detail the task
execution process. First, at step S251, an execution or-
der sort process is performed. In this process, a process
of: extracting to-be-executed tasks while the execution
priorities, the next execution times, the numbers of uses,
and the like, of tasks are taken into consideration; and
determining an execution order of the tasks, is per-
formed. In addition, as a result of the following process
being performed, temporary data which is an "execution
order list" is generated in the main memory 32.
[0257] FIG. 41 is a flowchart showing in detail the ex-
ecution order sort process at step S251. In FIG. 41, first,
at step S291, the task data 530 is referred to, and a task
setting 531 whose next execution time 537 is previous
to the current time and whose number of uses 540 is not
0 is extracted. The reason why the task setting 531 whose
next execution time 537 is "previous" to the current time
is extracted is that a timing of connecting to the dedicated
AP 101 is a time when a beacon is received by chance,
and thus the process of a task is hardly performed at the
same time as a scheduled execution time of the task.
Thus, even when the execution time of the task has al-
ready been passed, the task is extracted at this time.
[0258] Next, at step S292, each of the extracted task
settings 531 is evaluated. This is intended to make ad-
justment such that a task which has not been executed
for a long time period is more preferentially executed.
Thus, in the present embodiment, "evaluation point" is
used. A high value of the "evaluation point" indicates that
the task is to be preferentially executed. In this process,
the last completion time 544 of each extracted task set-
ting 531 is compared to the current time, and a higher
point is given as an "evaluation point" to an extracted
task setting 531 having a longer time period from its last
completion time 544 to the current time. In other words,
a high "evaluation point" is set for the task setting 531 of
a task which has not been executed for a long time period.
[0259] Next, at step S293, any task whose execution
priority 534 is "STOPPED" is excluded from the extracted
tasks. This is because "STOPPED" means to stop exe-
cution.
[0260] Next, at step S294, on the basis of the execution
priority 534 and the "evaluation point", each task setting

531 which is picked up in the previous process is sorted.
Specifically, each task setting 531 is sorted on the basis
of the execution priority 534. Next, sorting based on the
"evaluation point" is performed between task settings 531
having the same execution priority. As a result, ordering
is performed such that, of task settings 531 having the
same execution priority, a task which has not been exe-
cuted for a longer time period is more preferentially ex-
ecuted. Note that, for the task setting 531 of an unexe-
cuted task, namely, for a task setting 531 in which no
value is set in the last completion time 544, sorting is
performed on the basis of the task registration time 545
which is the time when the task setting 531 is registered.
In other words, sorting is performed such that a task
whose registered time is early is preferentially executed.
[0261] Next, at step S295, it is determined whether or
not a task setting 531 in which the unprocessed flag 541
has been set to be ON is present. As a result, when it is
determined that the task setting 531 in which the unproc-
essed flag 541 has been set to be ON is present (YES
at step S295), at step S296, adjustment is performed
such that the execution priority of the unprocessed task
setting 531 becomes "HIGH" and the unprocessed task
setting 531 comes to a higher rank in the execution order
than any other task settings 531 having an execution
priority of "HIGH". In other words, it is thought that a task
which is unprocessed at this time is not executed due to
a certain reason when the task is previously executable.
Thus, adjustment is performed on such a task such that
the task is executed with a priority next to "EXPEDITE",
thereby achieving a "resume"-like operation. On the other
hand, as a result of the determination at step S295, when
no task setting 531 in which the unprocessed flag 541
has been set to be ON is present (NO at step S295), the
process at step S296 is skipped, and the execution order
sort process ends. As a result, the "execution order list"
is generated in the main memory 32. In the "execution
order list", as a result of the process as described above,
the tasks picked up in the above process are sorted and
shown in the order of execution from highest.
[0262] Referring back to FIG. 38, after the execution
order sort process ends, at step S252, it is determined
whether or not all the tasks listed in the "execution order
list" have been executed. As a result of the determination,
when it is determined that all the tasks have been exe-
cuted (YES at step S252), the processing proceeds to
later-described step S275. On the other hand, when it is
determined that any unexecuted tasks remain (NO at
step S252), a task which is highest in execution order is
selected from the unexecuted tasks at step S253. Here-
inafter, the selected task is referred to as process target
task.
[0263] Next, at step S254, the unprocessed flag 541
of the task setting 531 corresponding to the selected
process target task is set to be ON.
[0264] Next, at step S255, the communication desti-
nation URL 535 of the task setting 531 corresponding to
the process target task is referred to, and an HTTP re-
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quest is generated. At the subsequent step S256, the
game apparatus setting data 560 is referred to, and the
country information which is set in the game apparatus
1 is added to a character string of the generated HTTP
request.
[0265] Next, at step S257, it is determined whether or
not the currently performed "Internet communication" is
communication using the dedicated AP 101, namely, the
game apparatus 1 connects to the Internet via the dedi-
cated AP 101. As a result, when it is determined that the
currently performed "Internet communication" is the com-
munication using the dedicated AP 101 (YES at step
S257), the AP identifier of the currently used AP is further
added to the character string of the HTTP request at step
S258. On the other hand, when it is determined that the
dedicated AP is not used (NO at step S257), the process
at step S258 is skipped.
[0266] Next, at step S259, by referring to the transmis-
sion/reception identification flag 539 of the task setting
531 corresponding to the process target task, it is deter-
mined whether or not the process target task is a "recep-
tion task". In other words, it is determined whether the
process target task is a task for receiving data or a task
for transmitting data. As a result, when it is determined
that the process target task is the "reception task" (YES
at step S259), at step S260, the HTTP request generated
in the above process is transmitted to a server which is
indicated by the communication destination URL 535 of
the task setting 531 corresponding to the process target
task. Accordingly, the server starts transmission of pre-
determined data. Thus, at step S261, downloading (here-
inafter, may be referred to DL) of the data transmitted
from the server is started. At step S262, it is determined
whether or not the downloading has been completed,
and when the downloading has not been completed (NO
at step S262), the downloading is continued until com-
pletion. When the downloading is completed (YES at step
S262), at the subsequent step S263, the downloaded
data is stored in the storage location indicated by the file
path 536 of the task setting 531 corresponding to the
process target task, namely, in the task reception cache
553 of the application area 551 of the application corre-
sponding to the application ID 532 of the task setting 531.
Then, the processing proceeds to later-described step
S267.
[0267] On the other hand, as a result of the determi-
nation at step S259, when it is determined that the proc-
ess target task is not the "reception task", namely, is the
"transmission task" (NO at step S259), at step S264, data
to be transmitted (uploaded) is obtained from the storage
location indicated by the file path 536 of the process tar-
get task, namely, in the present embodiment, from the
task transmission data 556 of the application area 551
corresponding to the process target task. Then, the data
is added to the HTTP request.
[0268] Next, at step S265, the HTTP request to which
the transmission data is added is transmitted to the serv-
er. In other words, an upload process of the data to the

URL indicated by the communication destination URL
535 is started. Then, when the uploading is completed,
a completion notification (a notification indicating that the
uploading of the data is successfully completed) trans-
mitted from the server is received at step S266. Then,
the processing proceeds to step S267.
[0269] Next, a step S267 in FIG. 39, the unprocessed
flag 541 of the task setting 531 corresponding to the proc-
ess target task is set to be OFF. At the subsequent step
S268, the current time is stored as a completion time in
the last completion time 544. Further, at step S269, one
is subtracted from the value of the number of uses 540.
[0270] Next, at step S270, the execution interval 538
of the task setting 531 is referred to, and a next execution
time is calculated and stored as the next execution time
537.
[0271] Next, at step S271, it is determined whether or
not the process target task is a task of "obtaining an in-
stallation list". As described above, the task of "obtaining
an installation list" is a task which is previously set as a
setting before shipment of the game apparatus 1. In the
task setting 531, the fixed task ID 533 which is previously
determined is assigned, and settings are made such that
the task is periodically executed. Thus, by referring to
the task ID 533, it is determined whether or not the proc-
ess target task is the task of "obtaining an installation
list". As a result of the determination, when it is deter-
mined that the process target task is the task of "obtaining
an installation list" (YES at step S271), the installation
process is performed at step S272. This process will be
described in detail later. On the other hand, when it is
determined that the process target task is not the task of
"obtaining an installation list" (NO at step S271), the proc-
ess at step S272 is skipped.
[0272] Next, at step S273, by referring to the temporary
change flag 542 of the task setting 531 corresponding to
the process target task, it is determined whether or not
the execution priority 534 of the process target task has
been temporarily changed. As a result, when it is deter-
mined that the execution priority 534 of the process target
task has been temporarily changed (YES at step S273),
at step S274, the execution priority 534 of the process
target task is changed to the original value by using back-
up execution priority data. On the other hand, when it is
determined that the execution priority 534 of the process
target task has not been temporarily changed (NO at step
S273), the process at step S274 is skipped. Then, the
processing returns to step S252 in FIG. 38, and an un-
executed task is selected as appropriate and the same
process is repeated.
[0273] The following will describe a process performed
when it is determined at step S252 in FIG. 38 that all the
tasks have been executed (YES at step S252). In this
case, a process for setting the next wake-up time 305 is
performed. Specifically, first, at step S275 in FIG. 40, the
next execution times 537 of all the task settings 531 in
the task data 530 are read in. At the subsequent step
S276, of all the tasks, a task having the earliest next
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execution time 537 is detected. Then, it is determined
whether or not the earliest next execution time 537 is
within 30 minutes from the current time. As a result of
the determination, when it is determined that the earliest
next execution time 537 is within 30 minutes (YES at step
S276), the time 30 minutes after the current time is set
as the next wake-up time 305 at step S277. In other
words, a setting is performed such that, when a task is
executed, no task is executed at least in 30 minutes there-
after. Thus, connection is prevented from being too fre-
quently performed, resulting in further power saving of
the game apparatus 1 and reduction in load of network
traffic. Then, the task execution process ends.
[0274] On the other hand, as a result of the determi-
nation at step S276, it is determined that the earliest next
execution time 537 is not within 30 minutes from the cur-
rent time (NO at step S276), it is determined at step S278
whether or not the earliest next execution time 537 is
later than the time three hours after the current time. As
a result, when it is determined that the earliest next ex-
ecution time 537 is later than the time three hours after
the current time (YES at step S278), the time three hours
after the current time is set as the next wake-up time 305
at step S279. Thus, it means that the game apparatus 1
attempts a connection at least three hours later, and the
game apparatus 1 can be caused to periodically attempt
a connection. Note that 30 minutes and three hours as
described above are merely one example, and setting
times are not limited thereto.
[0275] On the other hand, when it is determined that
the earliest next execution time 537 is not later than the
time three hours after the current time (NO at step S278),
it indicates that the earliest next execution time 537 is
between 30 minutes and three hours from the current
time, and the earliest next execution time 537 is set as
the next wake-up time 305. Then, the task execution
process ends. This is the end of the description of the
task execution process.

[Installation Process]

[0276] The following will describe in detail the installa-
tion process shown at step S272. In this process, a proc-
ess concerning update of the system, a new installation
process of a free application, a trial version game, and
the like, an update process of an existing application, and
the like are mainly performed. FIGS. 42 and 43 are flow-
charts showing in detail the installation process. First, at
step S311, it is determined whether or not the installation
list 580 has been updated. The determination is per-
formed by comparing the list revision 582 of the installa-
tion list 580 before obtained in the task execution proc-
ess, to the list revision 582 of the installation list 580 after
obtained in the task execution process.
[0277] As a result of the determination, it is determined
whether or not the installation list 580 has not been up-
dated (the list revision 582 has the same value) (NO at
step S311), the installation process ends. On the other

hand, when it is determined that the installation list 580
has been updated (YES at step S311), it is determined
at step S312 whether or not the latest system update
date and time 581 of the latest installation list 580 ob-
tained in the task execution process is more recent than
the latest update date and time of the game apparatus 1
which is stored in the game apparatus setting data 560.
As a result, when it is determined that the latest system
update date and time 581 is more recent than the latest
update date and time of the game apparatus 1 (YES at
step S312), item information 591 indicating "system up-
date" is added to the download list 590 at step S313. In
this case, the installation priority 594 is set to a value
indicating a highest priority. On the other hand, as a result
of the determination at step S312, when it is determined
that the latest system update date and time 581 is not
more recent than the latest update date and time of the
game apparatus 1 (NO at step S312), the process at step
S313 is skipped.
[0278] Next, at step S314, it is determined whether or
not it has been determined whether or not to perform
installation for all the application information 584 included
in the installation list 580. As a result, when it is deter-
mined that it is determined for all the application informa-
tion 584 (YES at step S314), the processing proceeds to
later-described step S318. On the other hand, when un-
determined application information 584 remains (NO at
step S314), at step S315, one application information
584 is selected from the application information 584 for
which the determination concerning installation has not
been performed.
[0279] Next, at step S316, on the basis of the rating
information 588 of the selected application information
584 and age information of the user which is stored in
the game apparatus setting data 560, it is determined
whether or not a condition of rating is satisfied. As a result,
when it is determined that the condition of rating is sat-
isfied (YES at step S316), the item information 591 in
which the installation priority 594 is set as appropriate is
added to the download list 590 at step S317. Note that,
for the installation priority 594 which is set here, a value
lower than a priority concerning the system update is set.
Then, the processing returns to step S314, and the same
process is repeated until the determination is performed
for all the application information 584. On the other hand,
when it is determined at step S316 that the condition of
rating is not satisfied (NO at step S316), the process at
step S317 is skipped, and the processing returns to step
S314. In other words, an application which does not sat-
isfy the condition of rating is not added to the download
list 590, and thus is not installed.
[0280] The following will describe a process performed
when, as a result of the determination at step S314, it is
determined that the determination has been performed
for all the application information 584 in the installation
list 580 (in other words, the download list 590 is complet-
ed). In this case, data of each application indicated in the
download list 590, or the like, is downloaded and installed
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as appropriate. Now, a download source of the data will
be described. In the present embodiment, an access to
a dedicated server called a shop server is performed.
Then, after an application ID is notified to the shop server,
a URL indicating a download source of the application is
sent from the shop server. Then, data (a program file or
the like) of a free application or the like is downloaded
from the predetermined server on the basis of the URL.
[0281] Next, at step S318, the item information 591
listed in the download list 590 is sorted in the order of the
installation priority 594.
[0282] Next, at step S319 in FIG. 43, it is determined
whether or not all the item information 591 listed in the
download list 590 has been downloaded. As a result,
when it is determined that all the item information 591
has been downloaded (YES at step S319), the installa-
tion process ends.
[0283] On the other hand, as a result of the determi-
nation at step S319, when it is determined that not all the
item information 591 has been downloaded (NO step
S319), at step S320, the item information 591 having the
highest installation priority 594 is selected from the item
information 591 which has not been downloaded. Here-
inafter, the selected item information 591 is referred to
as process target item information.
[0284] Next, at step S321, it is determined whether or
not the process target item information is related to up-
date of the system. As a result, when it is determined that
the process target item information is related to the up-
date of the system (YES at step S321), at step S322, an
access to the shop server is performed, and data indi-
cating a list of components of the system is obtained.
The system of the game apparatus 1 according to the
present embodiment is constituted of a plurality of pro-
grams. Thus, each of the programs constituting the sys-
tem is referred to as a component. For example, the
above menu process, the above local communication BG
process, and the like also correspond to components. In
other words, the list of components of the system is a list
of files which need to be updated, out of file (program,
data) groups constituting the system of the game appa-
ratus 1.
[0285] Next, at step S323, it is determined whether or
not installation of all the components indicated in the list
of components has been finished. When it is determined
that the installation of all the components has been fin-
ished (YES at step S323), the processing returns to step
S319 and the same process is repeated, thereby shifting
to a process for other item information other than the
system update. On the other hand, when it is determined
that not all the components has been installed (NO at
step S323), one component is selected from the unin-
stalled components at step S324. Next, at step S325, a
request for obtaining data of the selected component is
transmitted to the shop server. At the subsequent step
S326, URL information which is transmitted from the
shop server and indicates a download source of the se-
lected component is received.

[0286] Next, at step S327, a connection to the server
indicated by the URL is performed, and downloading of
the component is started. After the downloading is start-
ed, at step S328, data of the component being down-
loaded is expanded onto the on-the-fly cache 600 in par-
allel with the downloading. In other words, the data is
installed on the fly. Then, when the downloading and the
installation on the fly are finished (due to on-the-fly, they
are finished at substantially the same time), the process-
ing returns to step S323 and the same process is repeat-
ed.
[0287] The following will describe a process performed
when, as a result of the determination at step S321, it is
determined that the process target item information is
not related to the update of the system (NO at step S321).
In such a case, it is thought that the contents indicated
by the process target item information are a free appli-
cation, a trial version of an application, or the like. In this
case, first, at step S329, the application ID 592 indicated
by the process target item information is transmitted to
the shop server. Unique information (serial number and
the like) of the game apparatus 1 is transmitted together.
Next, at step S330, URL information which is transmitted
from the shop server and indicates URL of a download
source is received. Note that the shop server analyzes
the unique information of the game apparatus 1 which is
transmitted together with the application ID, and deter-
mines whether or not the request is from the game ap-
paratus 1, not from another apparatus such as PC. When
the request is from the game apparatus 1, the shop server
transmits the information indicating the URL of the down-
load source, to the game apparatus 1.
[0288] At the subsequent step S331, a connection to
the server indicated by the URL is performed, and down-
loading of data of the free application or the like is started.
In this case, a key for authenticating the application is
also downloaded prior to activation of the application.
After the downloading is started, at step S332, the data
is installed on the fly as the application program 509 in
the program area 500 of the NAND flash memory 33 (in
the case of an existing application, the application pro-
gram 509 is overwritten with the data, and in the case of
a new application, the data is expanded as a new appli-
cation program 509). In addition, at that time, if the in-
stalled application is a new application, application-relat-
ed data 550 corresponding to the newly installed appli-
cation is also generated. As a result, the new application
becomes a scan target at step S97, and is displayed in
the menu.
[0289] Next, at step S333, when the installation on the
fly is finished, the new installation flag 554 of the appli-
cation area 551 corresponding to the installed application
is set to be ON. Then, the processing returns to step
S319, and the same process is repeated. This is the end
of the description of the installation process.
[0290] This is the end of the description of various proc-
esses according to the first embodiment.
[0291] As described above, in the above embodiment,
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even when power is not supplied to the CPU 31, if the
task execution condition is satisfied, power is automati-
cally supplied to the CPU 31 and a connection to an AP
is attempted. As a result, it is possible to connect to a
network without the user realizing it. In addition, unless
the task execution condition is satisfied, power is not sup-
plied to the CPU 31, and hence power consumption can
be saved. Therefore, even an information terminal, such
as a hand-held game apparatus, which does not assume
constant connection, can behave as if being constantly
in connection, and can also save power consumption.
[0292] Further, a network connection is performed
without the user realizing it, and downloading and instal-
lation of a free application or the like are also performed
as described above. Thus, when the user operates the
game apparatus 1 next time, it is possible to provide a
surprise to the user, by a new application having been
added. In addition, since such an application has already
been installed or updated, a waiting time can be prevent-
ed for being given to the user.
[0293] Further, as a result of the "reception task" being
executed, a notification announcing an end of a network
service concerning a predetermined application can be
received, and the end of the network service is notified
to the user. In addition, in this case, a task concerning
the network service is deleted. Thus, the user can know
the end of the predetermined network service without
independently collecting information. In addition, since
the unnecessary task is deleted, the memory capacity
can be saved.
[0294] Further, in the above embodiment, it is possible
to distribute policy data different for each dedicated AP
101. Thus, the execution priorities of tasks can be
changed for each AP used for a connection to the policy
server. Therefore, tasks to be executed and the execu-
tion order thereof can be changed to some extent in ac-
cordance with various locations, and enjoyment of car-
rying the game apparatus 1 can be provided to the user.
In other words, enjoyment of going out to various places
with the game apparatus 1 can be provided to the user.
[0295] Further, in the above embodiment, when the
game apparatus 1 connects to the policy server, an iden-
tifier different for each dedicated AP 101 as well as coun-
try information which is set in the game apparatus 1 are
used for determining policy data to be distributed. Thus,
for example, even when a plurality of game apparatuses
1 connect to the same dedicated AP 101, policy data
which is different depending on the country information
which is set in each game apparatus 1 can be distributed.
[0296] Further, even when the game apparatus 1 ac-
cesses the policy server, for example, via the AP 102 at
user’s home, which is not the dedicated AP 101, it is
possible to distribute policy data which is different de-
pending on the country information.
[0297] Further, in the above embodiment, since the ap-
plication ID and the task ID are used when the policy data
is applied, the execution priorities of tasks can be
changed for each application. Thus, with the combination

of the country information and the application, it is pos-
sible to more flexibly change the execution priorities.
[0298] Further, concerning the installation process, in
the case of system update, installation is performed on
the fly, but it is confirmed with the user whether to reflect
the installation. When confirmation is obtained, the up-
date of the system is reflected by renaming the file name
and restart. Thus, a waiting time given to the user at the
update of the system can be shortened. In addition, in-
stallation of an application having a small effect, such as
a free application, other than the update of the system,
is performed without user’s confirmation. Thus, conven-
ience to the user can be enhanced further. Since instal-
lation is performed without the user realizing it and the
software configuration of the game apparatus 1 is
changed, a new surprise can be provided to the user,
and a motivation to play a newly installed application can
be provided to the user.
[0299] Further, when the next execution time of a task
(the next wake-up time) is too close to the current time,
adjustment is performed such that the task is not execut-
ed in a predetermined time period. Thus, tasks are pre-
vented from being frequently executed at time intervals
which are too short, and a wasteful process and wasteful
network traffic can be omitted. In addition, when the next
execution time is too far from the current time, time ad-
justment is performed, and thus it is possible to cause a
connection to be attempted periodically to some extent.
[0300] Further, as the execution priority, "HIGH", "ME-
DIUM", and "LOW", which simply indicate a priority, as
well as "STOPPED" indicating that the task is not exe-
cuted and "EXPEDITE" indicating a highest priority are
used. Then, the policy data is caused to be received, and
it is possible to change these execution priorities. Thus,
since "STOPPED" and "EXPEDITE" are used, tasks ex-
ecuted by the game apparatus 1 can also be controlled
to some extent by the server (the provider of the network
service).
[0301] Note that, in the above embodiment, as an op-
eration for shifting to the "sleep mode" or an operation
for cancelling the "sleep mode", an operation of closing
or opening the game apparatus 1 having the foldable
housing is exemplified. However, such operations are
not limited thereto, and shift or cancellation may be per-
formed with an operation of a button.
[0302] Further, in the above embodiment, concerning
the determination as to whether or not it is in the "sleep
mode" in the wireless module process, when it is impos-
sible to access the power supply state flag 304, it is de-
termined that it is in the "sleep mode", and an instruction
to cancel the "sleep mode" is issued to the CPU 31. Con-
cerning cancellation of the "sleep mode", in addition to
this example, the following process may be performed
without directly determining whether or not it is in the
"sleep mode". For example, regardless of whether or not
the game apparatus 1 is currently in the "sleep mode",
the wireless communication module 34 issues an instruc-
tion to cancel the "sleep mode", to the CPU 31. Then, if
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it is in the "sleep mode" when the CPU 31 receives the
instruction, the CPU 31 cancels the "sleep mode", and if
it is not in the "sleep mode" when the CPU 31 receives
the instruction, the CPU 31 neglects the instruction. In
addition, such a process can be performed not only be-
tween the wireless communication module 34 and the
CPU 31 but also between the microcomputer 37 and the
CPU 31. In other words, a process method as described
above can be used for a general process for determining
whether or not it is in the "sleep mode" and cancelling
the "sleep mode" when it is in the "sleep mode".
[0303] Further, in the above embodiment, as one
"task", a task of only "transmitting" or "receiving" prede-
termined data is exemplified. However, the present in-
vention is applicable to even the case where a process
of performing both "transmission and reception" is one
task.
[0304] Further, in the above embodiment, the next
wake-up time 305 is set on the basis of the next execution
time 537 of the task. Alternatively, regardless of the next
execution time of the task, scan of an AP may be per-
formed periodically at predetermined time intervals.
[0305] Further, in the above embodiment, the dedicat-
ed AP 101 is identified on the basis of whether or not
vendor specific information is included in a beacon as
described above. Alternatively, a general AP 102 (e.g.,
an AP at user’s home) which does not have such vendor
specific information may be caused to operate similarly
to the dedicated AP. In this case, an ESSID of such a
general AP 102 is stored as the dedicated AP identifica-
tion information 404. Then, the same process as in the
case of the dedicated AP 101 may be performed by de-
termining whether or not an ESSID included in a received
beacon agrees with the stored ESSID.
[0306] Further, concerning identification of the dedi-
cated AP 101, the MAC address or an IP address of the
dedicated AP 101 may be used instead of the vendor
specific information.
[0307] Further, in the above embodiment, when the
policy data is obtained, the country information in the
game apparatus setting data 56 is used. Alternatively,
information, such as a manufacturing number and a serial
number of the game apparatus 1, an IP address, a res-
ident area of the user, a user name, the gender and the
birthday of the user, and user’ favorite color, may be used.
These information may be stored in the game apparatus
setting data 560, and their contents may be changeable
as appropriate by the user.
[0308] Further, in the above embodiment, concerning
reception of the policy data, in the case where the policy
data is received via the dedicated AP 101, the policy data
is selected on the basis of the country information and
the AP identifier indicating the dedicated AP 101, and in
the case where the policy data is received not via the
dedicated AP 101, the policy data is selected on the basis
of only the country information. Alternatively, the infor-
mation of the game apparatus setting data 560 may not
be referred to, for example, in the case of via the dedi-

cated AP 101, the policy data may be selected on the
basis of only the AP identifier, and in the case of not via
the dedicated AP 101, common policy data which is pre-
viously prepared may be selected, or reception of policy
data may not be performed.
[0309] Further, in the above embodiment, the policy
data is stored in the policy server. Alternatively, the policy
data may be stored in the dedicated AP, and after a con-
nection to the dedicated AP 101 is established, the policy
data may be downloaded to the game apparatus 1. Still
alternatively, the policy data may be included in a beacon
transmitted from an AP. In this case, without establishing
a connection to the AP, the policy data can be received
and used while the AP is searched for. In addition, in
such a case as well, policy data which is different for each
dedicated AP 101 may be stored. Note that, in view of
management of policy data, policy data is preferably
stored in one policy server 103 such that integrated man-
agement is possible.
[0310] Concerning generation of a task, data for gen-
erating the task may be included in the policy data. In
this case, after the policy data is received, in the game
apparatus 1, a new task is generated on the basis of data
(a parameter) for task generation, which is included in
the policy data, and the new task is executed.
[0311] Further, concerning the update process of the
system, in the above embodiment, the latest update date
and time of the system are used for determining whether
or not to perform system update. However, the present
invention is not limited thereto, and version information
may be used. In this case, the version information may
be included in data for update of the system.
[0312] Further, in the above embodiment, when it is
confirmed whether or not to reflect system update, if it is
selected that the system update is not to be reflected,
data for update is discarded immediately. However, the
present invention is not limited thereto. For example, con-
firmation is performed a plurality of times, and when an
instruction not to reflect the system update is made con-
secutively predetermined times, the data for update may
be discarded. Thus, it is possible to prevent the data for
update from being discarded by an erroneous operation
of the user.
[0313] Further, in the above embodiment, the "number
of uses" is set for a task. Even for a task whose number
of uses is 0, the number of uses may be increased as a
result of policy data being applied (i.e., the task becomes
executable again). In addition, the system of the game
apparatus 1 may perform a process of: randomly select-
ing a task from tasks whose number of uses is 0; and
increasing its number of uses.
[0314] Alternatively, control may be performed such
that execution frequency of a task is gradually decreased
by using the number of uses. For example, the following
control is considered.

(1) First, it is assumed that there is a task whose
number of uses is set to be 30 as an initial value and
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is executed daily. In this case, as a method of deter-
mining whether or not the task is executed daily, it
may be confirmed daily whether or not the number
of uses is decreased, or it may be confirmed at an
elapse of 30 days whether or not the number of uses
is 0. Alternatively, it may be allowed that there are
some days when the task is not executed.
(2) After the task is executed daily and the number
of uses becomes 0, the task is caused to be executed
once in 10 days in 30 days. For example, the task
may be executed with a one-in-ten probability each
time, or execution dates may be determined as ap-
propriate, for example, the task is executed at 10th
day, 20th day, and 30th day.
(3) Further, in 90 days thereafter, the task is caused
to be executed once in 30 days. For example, the
task may be executed with a one-in-thirty probability,
or execution dates may be previously determined.
(4) Further, in 120 days thereafter, the task is caused
to be executed once in 60 days. For example, the
task may be executed with a one-in-sixty probability,
or execution dates may be previously determined.
(5) Then, after an elapse of 120 days, the task is
caused not to be executed. For example, the task
may be deleted, or the task may not be deleted and
a possibility may be left that the task will be executed
through another trigger such as control by policy da-
ta.

As described above, through a certain trigger, the
number of uses of a task concerning an application which
has not been used for a while is increased, and the task
is executed, thereby providing a surprise to the user.
[0315] Further, in the above embodiment, as a result
of the menu process being performed in the start-up proc-
ess which is performed when the game apparatus 1 is
started, the applications installed in the game apparatus
1 are scanned, and their list is displayed as menu. Thus,
for example, when the user presses the power button
14F (i.e., starts the game apparatus 1) in the state where
the game apparatus 1 is in the "sleep mode", the "sleep
mode" is cancelled, and a menu screen is immediately
displayed in which application icons are aligned as shown
in FIG. 4 and the like. In addition, the same applies to
the case where the user presses the power button 14F
to turn on the game apparatus 1 in the state where power
supply is not performed in the game apparatus 1 (the
power is off). As described above, the menu screen,
which is a list of applications, is displayed when the game
apparatus 1 is started. Concerning "start-up" of the game
apparatus 1, the present invention is not limited to the
immediate display as described above. For example, the
case is also included, where, when the game apparatus
1 is started, first, a logo of the manufacture and a notice
such as "precaution to user" are displayed, and then the
menu screen is displayed as described above. In addi-
tion, the case where the menu has a hierarchical structure
is included. For example, the case is also included,

where, when the game apparatus 1 is started, a genre
menu indicating genres of various applications installed
in the game apparatus 1, such as "game", "music", and
"picture", is displayed, and when any one of the genres
is selected, a list of applications belonging to the selected
genre is displayed. Further, the menu may have a plu-
rality of hierarchical levels.
[0316] Further, in the above embodiment, when a task
is generated (step S129 and step S130), its execution
priority is set to an optional value. However, it is not nec-
essarily necessary to set any value on the execution pri-
ority when a task is generated, and the task may be gen-
erated in a state where the execution priority has not
been set yet. Then, the execution priority may be set for
the first time by application of the policy data. Further, in
addition to the execution priority, a task may be generated
in a state where the number of uses and the like have
not been set yet, and then the number of uses and the
like may be set for the first time by application of the policy
data.
[0317] Further, in the above embodiment, the hand-
held game apparatus is used as an example of the infor-
mation terminal. However, the present invention is useful
for other portable information terminals, such as PDAs
and notebook computers which have a wireless LAN
function.

(Second Embodiment)

[0318] The following will describe a second embodi-
ment of the present invention. In the second embodiment,
an application process which is a "bottle mail application"
will be described as one example of applications using
the processes as described in the above first embodi-
ment. Note that a game apparatus according to the sec-
ond embodiment is the same as that of the above first
embodiment. Thus, the same components are designat-
ed by the same reference numerals, and the detailed
description thereof is omitted.
[0319] FIGS. 44 and 45 are diagram showing a process
outline of the bottle mail application according to the sec-
ond embodiment of the present invention. FIG. 44 sche-
matically shows the game apparatus 1, the transmission
box 523 and the reception box 524 for passing commu-
nication (hereinafter, referred to as "passing communi-
cation transmission box" and "passing communication
reception box"), which is described in the above first em-
bodiment with reference to FIG. 15, and the task recep-
tion cache 553 and the task transmission data 556 which
are used for communication in a task. In FIG. 44, the
passing communication reception box 524 is shown in
an upper left portion of a square indicating the game ap-
paratus 1, and the task reception cache 553, the task
transmission data 556, and the passing communication
transmission box 523 are aligned vertically on the right
side of the square in order from the upper side.
[0320] On the premise of such a schematic diagram,
the process outline according to the second embodiment
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will be described with referent to FIG. 45. In FIG. 45,
game apparatuses A to D are shown. In each game ap-
paratus, the bottle mail application is installed. In addi-
tion, a bottle mail server is also shown in FIG. 45. In the
bottle mail application according to the present embodi-
ment, a mail (shown as "BM" in FIG. 45) called "bottle
mail", which is created in the game apparatus A, is trans-
ferred from game apparatus to game apparatus. In other
words, this application allows a mail to be released so
as to drift.
[0321] In FIG. 45, the bottle mail is created in the game
apparatus A and stored in the passing communication
transmission box. In this case, "generation information"
is set for the bottle mail. The bottle mail can be transferred
a number of times which is indicated by the "generation
information". When the "generation information" is not
set, the bottle mail can be transferred without limiting the
number of times. Then, the bottle mail is transferred from
the game apparatus A to the game apparatus B by per-
forming passing communication. In other words, the bot-
tle mail is transferred from the passing communication
transmission box of the game apparatus A to the passing
communication reception box of the game apparatus B.
[0322] Then, when the bottle mail application is exe-
cuted in the game apparatus B, the bottle mail is trans-
ferred from the passing communication reception box of
the game apparatus B to the passing communication
transmission box thereof. At that time, in the game ap-
paratus B, a predetermined value is added to the gener-
ation information of the bottle mail. Further, in the game
apparatus B, additional information (shown as "Info" in
FIG. 45) to be transmitted to the bottle mail server is
generated. The "Info" includes the bottle mail, the name
of the owner of the game apparatus B, the generation
information after the addition, and the like. Then, a "trans-
mission task" for transmitting the "Info" to the bottle mail
server at an appropriate time is also generated and reg-
istered. As a result, the "transmission task" is executed
at an appropriate timing, and the "Info" is transmitted from
the game apparatus B to the bottle mail server. The bottle
mail server accumulates the information as history infor-
mation (shown as "Log" in FIG. 45).
[0323] Then, passing communication occurs between
the game apparatus B and the game apparatus C, and
the bottle mail is transferred from the game apparatus B
to the game apparatus C. Then, when the bottle mail
application is executed in the game apparatus C, similarly
to the case of the game apparatus B, the bottle mail is
transferred from the passing communication reception
box to the passing communication transmission box, ad-
dition is performed on the generation information, and
the "Info" and the "transmission task" concerning the "In-
fo" are also generated. Then, the "Info" is also transmitted
from the game apparatus C to the bottle mail server at
an appropriate timing, and accumulated in "Log".
[0324] Then, passing communication occurs between
the game apparatus C and the game apparatus D, and
the bottle mail is transferred from the game apparatus C

to the game apparatus D. In the game apparatus D as
well, as a result of the bottle mail application being exe-
cuted, the bottle mail is transferred from the passing com-
munication reception box to the passing communication
transmission box, addition is performed on the genera-
tion information, and the "Info" is transmitted by the
"transmission task".
[0325] As described above, the bottle mail created in
the game apparatus A is transferred from game appara-
tus to game apparatus by passing communication. Mean-
while, each of the game apparatuses B, C, and D which
have received the bottle mail transmits the "Info" to the
bottle mail server at an appropriate timing. Thus, the user
of the game apparatus A can know a later state of the
released bottle mail, such as how many people the re-
leased bottle mail is distributed to, who is the last recip-
ient, and the like, by obtaining the "Log" accumulated in
the bottle mail server. Then, in the present embodiment,
a "reception task" is generated for obtaining such "Log",
and the "Log" is received at an appropriate time.
[0326] In other words, in the second embodiment, by
performing "local communication (passing communica-
tion)" and "Internet communication" in a cooperative
manner, it is possible to provide an application by which
a new way of enjoyment is possible.
[0327] The following will describe in detail a process
according to the second embodiment. The process as
described above is implemented by performing, in a co-
operative manner, a "bottle mail application process" per-
formed in the game apparatus 1 and a "bottle mail server
process" performed in the bottle mail server. First, data
used in the process will be described. In the process per-
formed in the game apparatus 1, basically, the same data
as in the above first embodiment is used. However, as
data of the "bottle mail application", data indicating the
"bottle mail" and the additional information ("Info" in FIG.
45) is generated as appropriate.
[0328] On the other hand, in the bottle mail server, pro-
grams for performing the process as described above as
well as the above history information data ("Log" in FIG.
45) are stored. FIG. 46 is a diagram showing an example
of a data structure of the history information data. As
shown in FIG. 46, the history information data is consti-
tuted of a set of bottle mail history data 161, and each
bottle mail history data 161 is constituted of an upload
number 162 and a plurality of transfer information 163.
The upload number 162 indicates the number of times
for which the additional information or the like is uploaded
from the game apparatus 1. In other words, the value
indicates the number of times for which the bottle mail is
transferred. The transfer information 163 is information
concerning the game apparatuses 1 (the game appara-
tuses B to D in FIG. 45) which are transfer destinations
of the bottle mail, and is constituted of a set of generation
information 164, a sender name 165, AP information 166,
and mail contents 167. The generation information 164
and the sender name 165 are data transmitted as the
additional information from the game apparatus 1. The
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AP information 166 is information for indicating an AP
used when the additional information is transmitted. On
the basis of this information and a later-described AP
area table, an area in which the game apparatus 1 is
located when the additional information is transmitted
can be identified. The mail contents 167 are contents
(text) of a bottle mail transmitted together with the addi-
tional information. Specifically, the mail contents 167 are
contents of a bottle mail which is transmitted from each
transfer destination, such that, on the assumption that
the contents of the bottle mail are changed at each trans-
fer destination, it is possible to refer to the change history.
In addition, although not shown, information for uniquely
identifying each bottle mail, or the like are also included.
[0329] Further, in the bottle mail server, data for iden-
tifying an area in which an AP is set is also stored. FIG.
47 shows an example of an AP area table which defines
the corresponding relations between APs and areas in
which APs are set. On the basis of data corresponding
to the table as shown in FIG. 47, the bottle mail server
can identify an area based on the AP information 166.
[0330] FIGS. 48 and 49 are flowcharts showing in detail
the bottle mail application process performed in the game
apparatus 1. Note that, processes at steps S351 to S354
in FIG. 48 and processes at steps S367 to S373 in FIG.
49 are the same as the processes at steps S121 to S124
in FIG. 28 and steps S134 to S140 in FIG. 29 (data used
in these processes is data concerning a bottle mail as
described above). Thus, the detailed description of these
processes is omitted.
[0331] In FIG. 48, at step S355 subsequent to step
S354, a predetermined value is added to generation in-
formation which is set (appended) to a bottle mail. Next,
at step S356, it is determined whether or not the gener-
ation information is less than a threshold. For example,
the threshold is previously set as a defined value in the
bottle mail application. As a result of the determination,
when it is determined that the generation information is
not less than the threshold (NO at step S356), it is deter-
mined that the bottle mail cannot be transferred anymore,
and the processing proceeds to later-described step
S360.
[0332] On the other hand, when it is determined that
the generation information is less than the threshold
(YES at step S356), it indicates that it is possible to trans-
fer the bottle mail, and thus a process for transferring the
bottle mail to another game apparatus by using passing
communication is performed at step S357. In other
words, a value indicating the bottle mail application is
stored in the application ID 522 of a slot 521 associated
with the bottle mail application. In addition, the bottle mail
obtained at step S354 (which is stored in the passing
reception data 558 in the saved data 555) is transferred
to the transmission box 523 of the slot 521.
[0333] Next, at step S358, additional information data
("Info" in FIG. 45) to be transmitted to the bottle mail
server is generated and stored in the saved data 555. In
other words, data including the generation information

and the user name obtained from the game apparatus
setting data 560 is created and stored in the task trans-
mission data 556 together with the bottle mail. Next, at
step S359, a "transmission task" for transmitting the data
prepared at step S358 to the bottle mail server at an
appropriate time is generated.
[0334] Next, at step S360, it is determined whether or
not a newly released bottle mail has been created (by
the user). As a result, when the new bottle mail has not
been created (NO at step S360), the processing pro-
ceeds to later-described step S363. On the other hand,
when the new bottle mail has been created (YES at step
S360), preparations are made at step S361 for transfer-
ring the newly created bottle mail to another game ap-
paratus 1 by passing communication. In other words, a
value indicating the bottle mail application is stored in the
application ID 522. Further, the newly created bottle mail
is stored in the transmission box 523. Note that, when a
bottle mail is stored at step S357, the bottle mail received
from the other game apparatus 1 and the bottle mail cre-
ated by the user are stored together accordingly.
[0335] Next, at step S362, a "reception task" for ob-
taining, from the bottle mail server, history information
data ("Log" in FIG. 45) indicating a state of the released
bottle mail created by the user, is generated.
[0336] Next, at step S363 in FIG. 49, it is determined
whether or not an instruction for confirming the state of
the released bottle mail has been made by the user. As
a result, when it is determined that the instruction has
not been made (NO at step S363), the processing pro-
ceeds to later-described step S367.
[0337] On the other hand, when it is determined that
the instruction has been made by the user (YES at step
S363), an immediate-execution type task for receiving,
from the bottle mail server, the history information data
indicating the state of the released bottle mail, is gener-
ated and immediately executed at step S364. Next, at
step S365, as a result of immediate execution of the task,
it is determined whether or not new data (here, the re-
ceived history information data) for the bottle mail appli-
cation is present in the task reception cache 553. As a
result, when it is determined that such data is not present
(NO at step S365), the processing proceeds to later-de-
scribed step S367. On the other hand, when it is deter-
mined that the new data for the bottle mail application is
present (YES at step S365), the new data is transferred
to the task reception data 557 in the saved data 555 of
the bottle mail application at step S366. Since the new
data is transferred to the saved data 555 as described
above, it is possible to access the history information
data through the bottle mail application.
[0338] Then, at step S367, it is determined whether or
not new data for the bottle mail application is present as
a result of the "reception task" generated at step S362
in FIG. 48 or at step S364 in FIG. 49. As a result, when
the new data is not present (NO at step S367), the
processing returns to the step S351 and the same proc-
ess is repeated. On the other hand, when the new data
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is present (YES at step S367), at steps S368 to S373, a
process of determining whether or not a network service
concerning the bottle mail application is ended, and a
process of clearing tasks and data for passing commu-
nication when the network service is ended, are per-
formed. The processes are the same as the processes
at steps S135 to S140 in FIG. 29, and thus the detailed
description thereof is omitted.
[0339] After the end of the process at step S373, at
step S374, the received history information data is re-
ferred to, and information such as "generation informa-
tion", "name of recipient", "upload number", and "area"
is displayed. Here, the "area" is information which is de-
termined and added by the bottle mail server in the later-
described process of the bottle mail server.
[0340] Next, at step S375, it is determined whether or
not to end the bottle mail application. When it is deter-
mined that the bottle mail application is not to be ended
(NO at step S375), the processing returns to the step
S351 and the same process is repeated. When it is de-
termined that the bottle mail application is to be ended
(YES at step S375), the bottle mail application process
is ended. This is the end of the description of the bottle
mail application.
[0341] The following will describe the process per-
formed in the bottle mail server in response to the bottle
mail application. FIG. 50 is a flowchart showing in detail
the process of the bottle mail server. In FIG. 50, first, at
step S391, it is determined whether or not data ("Info" in
FIG. 45) transmitted from the game apparatus 1 by the
execution of the "transmission task" (the task generated
at step S359 in FIG. 48) as described above has been
received. As a result, when it is determined that the data
has not been received (NO at step S391), the processing
proceeds to later-described step S394. On the other
hand, when it is determined that the data has been re-
ceived (YES at step S391), the received data is stored
as the bottle mail history data 161 (stored as "Log" in
FIG. 45) at step S392.
[0342] Next, at step S393, one is added to the upload
number 162 corresponding to the received bottle mail.
[0343] Next, at step S394, it is determined whether or
not a request for the history information data has been
received from the game apparatus 1. The request is is-
sued by the "reception task" (the task generated at step
S362 in FIG. 48 or at step S364 in FIG. 49). As a result
of the determination, when it is determined that the re-
quest has not been received (NO at step S394), the
processing returns to step S391 and the same process
is repeated. On the other hand, when it is determined
that the request has been received (YES at step S394),
at step S395, the history information data is referred to,
and the bottle mail history data 161 corresponding to the
contents of the request is read out. Note that, as a method
of identifying the bottle mail history data 161, for example,
a predetermined ID number is generated on the basis of
the creator and the created date and time of the bottle
mail and a number unique to the game apparatus 1 used

for creating the bottle mail, and is buried in data of the
bottle mail. Then, when the request is issued, the ID
number is caused to be included in the request, and thus
is used for identifying the bottle mail history data 161.
[0344] Next, the AP information 166 of the read bottle
mail history data 161 is obtained and the AP area table
(see FIG. 47) is referred to, thereby obtaining an area
172 associated with the AP information 166.
[0345] Next, history information data is created on the
basis of the contents of the read bottle mail history data
161 and the area 172, and transmitted to the game ap-
paratus 1 which is the request source. Then, the process-
ing returns to step S391 and the same process is repeat-
ed. This is the end of the description of the process of
the bottle mail server.
[0346] As described above, in the second embodi-
ment, a bottle mail created in a game apparatus 1 is trans-
ferred to another game apparatus 1 by using the passing
communication. Then, in the game apparatus 1 which
has received the bottle mail by the passing communica-
tion, additional information such as user name and AP
information is added to the received data, and the re-
ceived data is transmitted to the bottle mail server. Thus,
the creator of the bottle mail can confirm a current state
of the released bottle mail created by themselves, by
inquiring of the bottle mail server. Further, in addition to
a final state, it is possible to know information concerning
users involved in transfer of the bottle mail. By performing
the "local communication" (passing communication) and
the "Internet communication" (communication with the
bottle mail server) in a cooperative manner, it is possible
to provide a new way of enjoyment to the user.
[0347] Note that, in the above embodiment, when the
creator of the bottle mail confirms the current state of the
bottle mail created by themselves, the "reception task"
is generated. However, it is not necessarily necessary to
use a "task", and an access to the bottle mail server may
be performed as appropriate in accordance with an op-
eration of the user (without using a task) for obtaining the
history information data. Here, in addition to the game
apparatus 1 which releases the bottle mail, the current
state of the bottle mail may be able to be confirmed from
other game apparatuses 1 involved in transfer of the bot-
tle mail.
[0348] Further, concerning identification of "area", in
the above embodiment, the "area" is identified in the bot-
tle mail server on the basis of the AP information 166.
Alternatively, the AP information 166 may be transmitted
from the bottle mail server to the game apparatus 1, and
the "area" may be identified in a process in the game
apparatus 1 on the basis of the AP information 166.

(Third Embodiment)

[0349] The following will describe a third embodiment
of the present invention. In the third embodiment, an ex-
ample of a process in which transmission and reception
by a task (Internet communication) and the "passing com-
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munication" (local communication) are performed in a
cooperative manner as described in the above first em-
bodiment, will be described. Specifically, an example in
which data received by a task is transmitted to another
game apparatus by using the "passing communication",
and an example in which data received from another
game apparatus by the "passing communication" is up-
loaded to a predetermined server by using a task, will be
described.
[0350] First, a process of transmitting data received
from a server or the like via an AP by execution of the
task, to another game apparatus by using the "passing
communication" will be described. For example, the case
is assumed, where a trial version, a free game, or the
like, which is obtained by the execution of the task, is
transmitted to another game apparatus 1 by using the
"passing communication". In this case, for example, it is
assumed that, as a result of the execution of the task in
the game apparatus A, the trial version, the free game,
or the like is installed. At that time, in the game apparatus
A, data of the trial version, the free game, or the like is
configured to be set in the passing communication data
520. Thus, it is possible to transmit the data to another
game apparatus by the "passing communication". Fur-
ther, in the game apparatus which receives the data, the
trial version, the free game, or the like, which is obtained
by the "passing communication", may be automatically
installed. The data which is received by the execution of
the task and transmitted to the other game apparatus 1
by the "passing communication" is not limited to the trial
version, the free game, and the like, and may be data
used for a game application.
[0351] The following will describe, as another example,
a process of uploading data obtained from another game
apparatus by the "passing communication" to a prede-
termined server by using a "transmission task". For ex-
ample, a game apparatus B is assumed, which is set so
as to be allowed to perform only the "local communica-
tion" since the user has not registered any AP in the game
apparatus B. In such a case, in the game apparatus B,
upload data to be uploaded to the predetermined server
is created, and task generation data for generating a
"transmission task" for transmitting the upload data is
created. For example, this data is considered to have the
same structure as that of the policy data. Then, both data
are configured to be stored in the passing communication
data 520. As a result, these data are transmitted to the
game apparatus A by the "passing communication". In
the game apparatus A, a "transmission task" is generated
on the basis of the task generation data received by the
"passing communication" (the same processes as those
at steps S129 and S130 are only necessarily performed).
As a result, by executing this task, for the game apparatus
B, the game apparatus A can transmit the upload data
generated in the game apparatus B to the predetermined
server.
[0352] By performing the "Internet communication"
and the "local communication" in a cooperative manner

as described above, it is possible to exchange various
data between a plurality of game apparatuses 1. Further,
even for a game apparatus 1 which is set such that the
"Internet communication" is disabled, it is possible to per-
form indirectly the "Internet communication" by transmit-
ting and receiving data via another game apparatus using
the "local communication" (passing communication).
[0353] Note that, in each of the above embodiments,
a series of processes performed in the game apparatus
1 may be performed in an information processing system
which is constituted of a plurality of information process-
ing apparatuses. For example, in an information process-
ing system which includes a terminal side apparatus and
a server side apparatus communicable with the terminal
side apparatus via a network, a part of the series of proc-
esses performed in the game apparatus 1 (e.g., a part
of a application process) may be performed by the server
side apparatus. Alternatively, in an information process-
ing system which includes a terminal side apparatus and
a server side apparatus communicable with the terminal
side apparatus via a network, a main process of the series
of the processes may be performed by the server side
apparatus, and a part of the series of the processes may
be performed by the terminal side apparatus. Still alter-
natively, in the information processing system, a server
side system may be constituted of a plurality of informa-
tion processing apparatuses, and a process to be per-
formed in the server side system may be divided and
performed by the plurality of information processing ap-
paratuses.
[0354] While the invention has been described in de-
tail, the foregoing description is in all aspects illustrative
and not restrictive. It will be understood that numerous
other modifications and variations can be devised without
departing from the scope of the invention as claimed.

Claims

1. A portable information terminal comprising:

program execution means (31, S108) for exe-
cuting a plurality of application programs;
reception means (31, S108, S126) for receiving,
from each of the application programs, process
contents of transmission or reception of data
which is performed with another information ap-
paratus using a network;
task setting means (31, S131) for registering, as
a task, the process contents of transmission or
reception of data, which are received from each
of the application programs by the reception
means;
connection means (31, 34, S35, S36, S173,
S174) for searching for a dedicated access point
transmitting vendor specific information in a
beacon and performing a connection to the
searched access point;
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task execution parameter obtaining means (31,
S191, S205) for, before the one or more tasks
are executed, obtaining,
from the beacon, an execution control parame-
ter, for at least one of the one or more tasks,
which indicates at least one of an execution in-
struction, whether or not to execute the task, and
an execution priority, in accordance with an ac-
cess point identifier which indicates the access
point, the execution control parameter being ob-
tained each time when a connection to the ac-
cess point is established by the connection
means; and
task execution means (31, S192) for performing
transmission or reception of data using the ac-
cess point by automatically executing at least
one of the one or more tasks on the basis of the
obtained execution control parameter.

2. The portable information terminal according to claim
1, wherein
the task setting means sets, for each of the one or
more tasks, an execution control parameter which
indicates at least one of: an execution instruction;
whether or not to execute the task; and an execution
priority,
the portable information terminal further comprises
execution parameter change means (31, S211,
S212, S215, S217) for changing the execution con-
trol parameter for at least one of the one or more
tasks, on the basis of the execution control param-
eter obtained by the task execution parameter ob-
taining means, and
the task execution means performs transmission or
reception of data using the access point by executing
at least one of the one or more tasks on the basis of
the execution control parameter for each of the one
or more tasks.

3. The portable information terminal according to claim
1, wherein the execution control parameter includes
information which is indicative of not executing at
least one of the one or more tasks, and
the task execution means does not execute a task
for which the information is set, which is indicative
of not executing the task.

4. The portable information terminal according to claim
1, wherein the execution control parameter includes
information which is indicative of executing at least
one of the one or more tasks, and
the task execution means executes a task for which
the information is set, which is indicative of executing
the task.

5. The portable information terminal according to claim
1, further comprising execution order determination
means (31, S251, S294) for determining an order of

executing the one or more tasks, on the basis of the
execution control parameter, wherein
the task execution means performs transmission or
reception of data via the access point by executing
the one or more tasks on the basis of the order.

6. The portable information terminal according to claim
1, wherein
the connection means repeatedly and automatically
searches for the access point,
and
the task execution parameter obtaining means au-
tomatically obtains the execution control parameter
before the one or more tasks are executed using the
access point connected by the connection means.

7. The portable information terminal according to claim
2, wherein
each of the one or more tasks includes an executable
number of times thereof, the task execution param-
eter obtaining means further obtains information
which is indicative of increasing the executable
number of times of at least one of the one or more
tasks, in accordance with the access point identifier,
the execution parameter change means increases
the executable number of times of a task for which
the information is set, which is indicative of increas-
ing the executable number of times of the task, and
the task execution means decreases the executable
number of times of an executed task.

8. The portable information terminal according to claim
7, wherein the task execution means does not exe-
cute a task whose executable number of times is o,
and
the execution parameter change means increases
the executable number of times of a task, which is
0, of tasks for each of which the information is set,
which is indicative of increasing the executable
number of times of the task.

9. The portable information terminal according to claim
2, wherein
the task execution parameter obtaining means fur-
ther obtains a durability identifier which indicates
whether a change of the execution control parameter
obtained by the task execution parameter obtaining
means is temporary or permanent, in accordance
with the access point identifier,
when the durability identifier indicates that the
change is permanent, the execution parameter
change means overwrites the execution control pa-
rameter of the task with contents indicated by the
received execution control parameter,
when the durability identifier indicates that the
change is temporary, the execution parameter
change means temporarily changes the execution
control parameter of the task to the contents indicat-
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ed by the received execution control parameter, and
after the task for which the execution control param-
eter is temporarily changed is executed, the task ex-
ecution means returns the execution control param-
eter of the task to original contents before the tem-
porary change.

10. The portable information terminal according to claim
1, further comprising: task execution timing setting
means (31, S131) for setting an execution time
and/or an execution interval of each of the one or
more tasks;
next time setting means (31, S270) for, when exe-
cution of each task using the access point by the
task execution means is completed, setting a next
connection time of connecting to the access point
next, on the basis of the execution time and/or the
execution interval of each task which are set by the
task execution timing setting means;
clocking means (31, 39, S276, S278) for measuring
an interval between a current time and the next con-
nection time; and
next time correction means (31, S277, 5279) for: cor-
recting the next connection time to a predetermined
time which is a time alter a first time period from the
current time, when the interval measured by the
clocking means is equal to or less than the first time
period; and correcting the next connection time to a
predetermined time which is a time within a second
time period from the current time, when the interval
measured by the clocking means is equal to or more
than the second time period, wherein
the connection means automatically searches for the
access point at a time which is set by the next time
correction means, and performs a connection to the
searched access point.

11. A portable information terminal control program
which is executed by a computer of a portable infor-
mation terminal, the portable information terminal
control program causing the computer to operate as:

program execution means (31, S108) for exe-
cuting a plurality of application programs;
reception means (31, S108, S126) for receiving,
from each of the application programs, process
contents of transmission or reception of data
which is performed with another information ap-
paratus using a network;
task setting means for registering, as a task, the
process contents of transmission or reception
of data which are received from each of the ap-
plication programs by the reception means;
connection means for searching a dedicated ac-
cess point transmitting vendor specific informa-
tion in a beacon and
performing a connection to the searched access
point;

task execution parameter obtaining means
(S191, S205) for, before the one or more tasks
are executed, obtaining from the beacon, an ex-
ecution control parameter, for at least one of the
one or more tasks, which indicates at least one
of an execution instruction, whether or not to ex-
ecute the task, and an execution priority, in ac-
cordance with an access point identifier which
indicates the access point, the execution control
parameter being obtained each time when a
connection to the access point is established by
the connection means; and
task execution means (S192) for performing
transmission or reception of data using the ac-
cess point by automatically executing at least
one of the one or more tasks on the basis of the
obtained execution control parameter.

12. A system that includes an access point and a port-
able terminal in accordance with any of the claims 1
to 10.

13. A method of controlling a portable information termi-
nal, the method comprising:

a program execution step (S108) for executing
a plurality of application programs;
a reception step (S108, S126) for receiving, from
each of the application programs, process con-
tents of transmission or reception of data which
is performed with another information apparatus
using a network;
a task setting step (S131) of registering, as a
task, the process contents of transmission or re-
ception of data which are received from each of
the application programs by the reception step;
a connection step (S35, S36, S173, S174) of
searching for a dedicated access point transmit-
ting vendor specific information in a beacon and
performing a connection to the searched access
point;
a task execution parameter obtaining step
(S191, S205) of, before the one or more tasks
are executed, obtaining,
from the beacon, an execution control parame-
ter, for at least one of the one or more tasks,
which indicates at least one of an execution in-
struction, whether or not to execute the task, and
an execution priority, in accordance with an ac-
cess point identifier which indicates the access
point, the execution control parameter being ob-
tained each time when a connection to the ac-
cess point is established by the connection step;
and
a task execution step (S192) of performing
transmission or reception of data using the ac-
cess point by automatically executing at least
one of the one or more tasks on the basis of the

83 84 



EP 2 394 719 B1

44

5

10

15

20

25

30

35

40

45

50

55

obtained execution control parameter.

Patentansprüche

1. Tragbares Informationsterminal, enthaltend
Programmausführungsmittel (31, S108) zum Aus-
führen einer Vielzahl von Anwendungsprogrammen;
Empfangsmittel (31, S108, S126) zum Empfangen,
von jedem der Anwendungsprogramme, von Pro-
zessinhalten des Übertragens oder Empfangens
von Daten, die mit einer anderen Informationsvor-
richtung über ein Netzwerk durchgeführt werden;
Task-Einrichtungsmittel (31, S131) zum Registrie-
ren, als ein Task, der Prozessinhalte des Übertra-
gens oder Empfangens von Daten, die von jedem
der Anwendungsprogramme durch das Empfangs-
mittel empfangen werden;
Verbindungsmittel (31, 34, S35, S36, S173, S174)
zum Suchen nach einem dedizierten Zugangspunkt,
der herstellerspezifische Information in einer Funk-
bake überträgt und Herstellen einer Verbindung mit
dem gesuchten Zugangspunkt;
Task-Ausführungsparameter-Bezugsmittel (31,
S191, S205) zum Beziehen, bevor der eine oder
mehrere Tasks ausgeführt werden, von der Funkba-
ke, eines Ausführungs-Steuerparameters für min-
destens einen der einen oder mehreren Tasks, der
mindestens eine Ausführungsinstruktion angibt, ob
der Task ausgeführt werden soll oder nicht, und eine
Ausführungspriorität, gemäß einer Zugangspunkt-
kennung, die den Zugangspunkt angibt, wobei der
Ausführungs-Steuerparameter jedes Mal bezogen
wird, wenn eine Verbindung zu dem Zugangspunkt
durch das Verbindungsmittel hergestellt wird; und
Task-Ausführungsmittel (31, S192) zum Durchfüh-
ren des Übertragens oder des Empfangens von Da-
ten unter Verwendung des Zugangspunktes durch
automatisches Ausführen mindestens eines der ei-
nen oder mehreren Tasks auf der Grundlage des
bezogenen Ausführungs-Steuerparameters.

2. Tragbares Informationsterminal nach Anspruch 1,
worin
das Task-Einrichtungsmittel für jeden der einen oder
mehreren Tasks einen Ausführungs-Steuerparame-
ter einstellt, der mindestens einen der folgenden Pa-
rameter angibt: eine Ausführungsinstruktion, ob der
Task ausgeführt werden soll oder nicht, und eine
Ausführungspriorität,
das tragbare Informationsterminal ferner Ausfüh-
rungsparameter-Änderungsmittel (31, S211, S212,
S215, S217) enthält zum Ändern des Ausführungs-
Steuerparameters für mindestens einen der einen
oder mehreren Tasks auf der Grundlage des durch
das Task-Ausführungsparameter-Bezugsmittel be-
zogenen Ausführungs-Steuerparameters, und
das Task-Ausführungsmittel das Übertragen oder

Empfangen von Daten über den Zugangspunkt
durchführt, indem es mindestens einen der einen
oder mehreren Tasks auf der Grundlage des Aus-
führungs-Steuerparameters für jeden der einen oder
mehreren Tasks ausführt.

3. Tragbares Informationsterminal nach Anspruch 1,
wobei der Ausführungs-Steuerparameter Informati-
onen enthält, die anzeigen, dass mindestens einer
der einen oder mehreren Tasks nicht ausgeführt
wird, und
das Task-Ausführungsmittel ein Task nicht ausführt,
für den die Information gesetzt ist, die anzeigt, dass
der Task nicht ausgeführt wird.

4. Tragbares Informationsterminal nach Anspruch 1,
worin der Ausführungs-Steuerparameter Informati-
on enthält, die anzeigt, dass mindestens einer der
einen oder mehreren Tasks ausgeführt wird, und
das Task-Ausführungsmittel ein Task ausführt, für
den die Information gesetzt ist, die anzeigt, dass der
Task ausgeführt wird.

5. Tragbares Informationsterminal nach Anspruch 1,
weiter enthaltend ein Ausführungsreihenfolge-Be-
stimmungsmittel (31, S251, S294) zum Bestimmen
einer Reihenfolge der Ausführung des einen oder
mehreren Tasks auf der Grundlage des Ausfüh-
rungs-Steuerparameters, worin
das Task-Ausführungsmittel das Übertragen oder
Empfangen von Daten über den Zugangspunkt
durchführt, indem es einen oder mehrere Tasks auf
der Grundlage der Reihenfolge ausführt.

6. Tragbares Informationsterminal nach Anspruch 1,
worin
das Verbindungsmittel wiederholt und automatisch
nach dem Zugangspunkt sucht, und
das Task-Ausführungsparameter-Bezugsmittel au-
tomatisch den Ausführungs-Steuerparameter be-
zieht, bevor der eine oder mehrere Tasks ausgeführt
werden unter Verwendung des durch das Verbin-
dungsmittel verbundenen Zugangspunktes.

7. Tragbares Informationsterminal nach Anspruch 2,
worin
jeder der einen oder mehreren Tasks eine Anzahl
von Ausführbarkeiten enthält, das Task-Ausfüh-
rungsparameter-Bezugsmittel ferner Informationen
bezieht, die anzeigen, dass die Anzahl von Ausführ-
barkeiten von mindestens einem der einen oder
mehreren Tasks in Übereinstimmung mit der Zu-
gangspunktkennung erhöht wird,
das Ausführungsparameter-Änderungsmittel die
Anzahl von Ausführbarkeiten eines Task erhöht, für
den die Information gesetzt ist, die anzeigt, dass die
Anzahl von Ausführbarkeiten des Task erhöht wird,
und
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das Task-Ausführungsmittel die Anzahl von Aus-
führbarkeiten eines ausgeführten Task verringert.

8. Tragbares Informationsterminal nach Anspruch 7,
bei dem das Task-Ausführungsmittel einen Task
nicht ausführt, dessen Anzahl von Ausführbarkeiten
0 ist, und
das Ausführungsparameter-Änderungsmittel die
Anzahl von Ausführbarkeiten der Tasks, die 0 ist,
erhöht von Tasks, für die die Information gesetzt ist,
die die Erhöhung der Anzahl von Ausführbarkeiten
der Tasks anzeigt.

9. Tragbares Informationsterminal nach Anspruch 2,
worin
das Task-Ausführungsparameter-Bezugsmittel fer-
ner eine Daueranzeige bezieht, die angibt, ob eine
Änderung des durch das Task-Ausführungsparame-
ter-Bezugsmittel bezogenen Ausführungs-Steuer-
parameters gemäß der Zugangspunktkennung vor-
übergehend oder dauerhaft ist,
wenn die Daueranzeige anzeigt, dass die Änderung
dauerhaft ist, überschreibt das Ausführungsparame-
ter-Änderungsmittel den Ausführungs-Steuerpara-
meter der Task mit dem Inhalt, der durch den emp-
fangenen Ausführungs-Steuerparameter angezeigt
wird,
wenn die Daueranzeige anzeigt, dass die Änderung
vorübergehend ist, ändert das Ausführungsparame-
ter-Änderungsmittel vorübergehend den Ausfüh-
rungs-Steuerparameter der Task auf den Inhalt, der
durch den empfangenen Ausführungs-Steuerpara-
meter angezeigt wird, und
nach der Ausführung des Task, für den der Ausfüh-
rungs-Steuerparameter vorübergehend geändert
wird, setzt das Task-Ausführungsmittel den Ausfüh-
rungs-Steuerparameter des Task wieder auf den ur-
sprünglichen Inhalt vor der vorübergehenden Ände-
rung zurück.

10. Tragbares Informationsterminal nach Anspruch 1,
weiter enthaltend: Task-Ausführungszeit-Einstel-
lungsmittel (31, S131), um eine Ausführungszeit
und/oder ein Ausführungsintervall für jeden der ei-
nen oder mehreren Tasks einzustellen;
Nächste-Verbindungszeit-Einstellmittel (31, S270)
zum, wenn die Ausführung jedes Task unter Ver-
wendung des Zugangspunktes durch das Task-Aus-
führungsmittel abgeschlossen ist, Einstellen der
nächsten Verbindungszeit des nächsten Verbindens
mit dem Zugangspunkt, auf der Grundlage der Aus-
führungszeit und/oder des Ausführungsintervalls je-
des Task, die durch das Taskausführungszeit-Ein-
stellmittel eingestellt sind;
Taktgebermittel (31, 39, S276, S278) zum Messen
eines Intervalls zwischen einer aktuellen Zeit und
der nächsten Verbindungszeit; und
Nächstes-Zeit-Korrekturmittel (31, S277, S279)

zum: Korrigieren der nächsten Verbindungszeit auf
eine vorbestimmte Zeit, die eine Zeitänderung einer
ersten Zeitperiode von der aktuellen Zeit ist, wenn
das durch das Taktgebermittel gemessene Intervall
gleich oder kleiner als die erste Zeitperiode ist; und
Korrigieren der nächsten Verbindungszeit auf eine
vorbestimmte Zeit, die eine Zeit innerhalb einer zwei-
ten Zeitperiode von der aktuellen Zeit ist, wenn das
durch das Taktgebermittel gemessene Intervall
gleich oder größer als die zweite Zeitperiode ist, wo-
rin
das Verbindungsmittel automatisch nach dem Zu-
gangspunkt sucht, zu einem Zeitpunkt, der durch das
Nächste-Zeit-Korrekturmittel eingestellt ist, und eine
Verbindung zum gesuchten Zugangspunkt durch-
führt.

11. Tragbares Informationsterminal-Steuerprogramm,
das von einem Computer eines tragbaren Informa-
tionsterminals ausgeführt wird, worin das tragbare
Informationsterminal-Steuerprogramm bewirkt,
dass der Computer arbeitet als:

Programmausführungsmittel (31, S108) zum
Ausführen einer Vielzahl von Anwendungspro-
grammen;
Empfangsmittel (31, S108, S126) zum Empfan-
gen, von jedem der Anwendungsprogramme,
von Prozessinhalten des Übertragens oder
Empfangens von Daten, die mit einem anderen
Informationsgerät über ein Netzwerk durchge-
führt werden;
Task-Einrichtungsmittel zum Registrieren, als
ein Task, der Prozessinhalte des Übertragens
oder Empfangens von Daten, die von jedem der
Anwendungsprogramme durch das Empfangs-
mittel empfangen werden;
Verbindungsmittel zum Suchen nach einem de-
dizierten Zugangspunkt, der herstellerspezifi-
sche Informationen in einer Funkbake überträgt
und Herstellen einer Verbindung zum gesuch-
ten Zugangspunkt;
Task-Ausführungsparameter-Bezugsmittel
(S191, S205) zum Beziehen, bevor der eine
oder mehrere Tasks ausgeführt werden, von der
Funkbake, eines Ausführungs-Steuerparame-
ters für mindestens einen der einen oder meh-
reren Tasks, der mindestens eine Ausführungs-
instruktion angibt, ob der Task ausgeführt wer-
den soll oder nicht, und eine Ausführungsprio-
rität gemäß einer Zugangspunktkennung, die
den Zugangspunkt angibt, wobei der Ausfüh-
rungs-Steuerparameter jedes Mal erhalten wird,
wenn eine Verbindung zu dem Zugangspunkt
durch das Verbindungsmittel hergestellt wird;
und
Task-Ausführungsmittel (S192) zum Durchfüh-
ren des Übertragens oder des Empfangens von
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Daten unter Verwendung des Zugangspunktes
durch automatische Ausführung mindestens ei-
nes der einen oder mehreren Tasks auf der
Grundlage des bezogenen Ausführungs-Steu-
erparameters.

12. System enthaltend einen Zugangspunkt und ein
tragbares Informationsterminal gemäß einem der
Ansprüche 1 bis 10.

13. Verfahren zur Steuerung eines tragbaren Informati-
onsterminals, worin das Verfahren enthält:

einen Programmausführungsschritt (S108) zum
Ausführen einer Vielzahl von Anwendungspro-
grammen;
einen Empfangsschritt (S108, S126) zum Emp-
fangen, von jedem der Anwendungsprogram-
me, von Prozessinhalten des Übertragens oder
Empfangens von Daten, die mit einem anderen
Informationsgerät über ein Netzwerk durchge-
führt werden;
einen Task-Einrichtungsschritt (S131) zum Re-
gistrieren, als ein Task, die Prozessinhalte des
Übertragens oder Empfangens von Daten, die
von jedem der Anwendungsprogramme durch
den Empfangsschritt empfangen werden;
einen Verbindungsschritt (S35, S36, S173,
S174) zum Suchen nach einem dedizierten Zu-
gangspunkt, der herstellerspezifische Informa-
tionen in einer Funkbake überträgt und zum Her-
stellen einer Verbindung zum gesuchten Zu-
gangspunkt;
einen Task-Ausführungsparameter-Bezugs-
schritt (S191, S205) zum Beziehen, bevor der
eine oder mehrere Tasks ausgeführt werden,
von der Funkbake, einen Ausführungs-Steuer-
parameter für mindestens einen der einen oder
mehreren Tasks, der mindestens eine Ausfüh-
rungsinstruktion angibt, ob der Task ausgeführt
werden soll oder nicht, und eine Ausführungs-
priorität, gemäß einer Zugangspunktkennung,
die den Zugangspunkt angibt, wobei der Aus-
führungs-Steuerparameter jedes Mal bezogen
wird, wenn durch den Verbindungsschritt eine
Verbindung zu dem Zugangspunkt hergestellt
wird; und
einen Task-Ausführungsschritt (S192) zum
Durchführen des Übertragens oder Empfan-
gens von Daten über den Zugangspunkt durch
automatisches Ausführen mindestens eines der
einen oder mehreren Tasks auf der Grundlage
des bezogenen Ausführungs-Steuerparame-
ters.

Revendications

1. Terminal informatique portable comprenant :

des moyens d’exécution de programme (31,
S108) pour l’exécution d’une pluralité de pro-
grammes applicatifs ;
des moyens de réception (31, S108, S126) pour
la réception, en provenance de chacun des pro-
grammes applicatifs, d’un contenu de proces-
sus d’émission ou de réception de données qui
est traité par un autre appareil informatique en
utilisant un réseau ;
des moyens de configuration de tâche (31,
S131) pour l’enregistrement, en tant que tâche,
des contenus de processus d’émission ou de
réception de données qui sont reçus en prove-
nance de chacun des programmes applicatifs
par les moyens de réception ;
des moyens de connexion (31, 34, S35, S36,
S173, S174) pour la recherche d’un point d’ac-
cès dédié émettant une information spécifique
à un vendeur dans une balise et pour l’exécution
d’une connexion au point d’accès recherché ;
des moyens d’obtention de paramètre d’exécu-
tion de tâche (31, S191, S205) pour, avant
d’exécuter les une ou plusieurs tâches, obtenir
de la balise un paramètre de contrôle d’exécu-
tion, pour au moins l’une des une ou plusieurs
tâches, qui indique au moins l’un parmi une ins-
truction d’exécution, le point de savoir s’il y a
lieu ou non d’exécuter la tâche, et une priorité
d’exécution, en fonction d’un identifiant de point
d’accès qui indique le point d’accès, le paramè-
tre de contrôle d’exécution étant obtenu à cha-
que fois qu’une connexion au point d’accès est
établie par les moyens de connexion ; et
des moyens d’exécution de tâche (31, S192)
pour l’exécution de l’émission ou de la réception
de données en utilisant le point d’accès par exé-
cution automatique d’au moins l’une des une ou
plusieurs tâches sur la base du paramètre de
contrôle d’exécution obtenu.

2. Le terminal informatique portable selon la revendi-
cation 1, dans lequel
les moyens de configuration de tâche configurent,
pour chacune des une ou plusieurs tâches, un pa-
ramètre de contrôle d’exécution qui indique au moins
l’un parmi : une instruction d’exécution ; le point de
savoir s’il y a ou non lieu d’exécuter la tâche ; et une
priorité d’exécution,
le terminal informatique portable comprend en outre
des moyens de modification de paramètre d’exécu-
tion (31, S211, S212, S215, S217) pour la modifica-
tion dudit paramètre de contrôle d’exécution pour au
moins l’une des une ou plusieurs tâches, sur la base
du paramètre de contrôle d’exécution obtenu par les
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moyens d’obtention de paramètre d’exécution de tâ-
che, et
les moyens d’exécution de tâche exécutent l’émis-
sion ou la réception des données en utilisant le point
d’accès par exécution d’au moins l’une des une ou
plusieurs tâches sur la base du paramètre de con-
trôle d’exécution pour chacune des une ou plusieurs
tâches.

3. Le terminal informatique portable selon la revendi-
cation 1, dans lequel le paramètre de contrôle d’exé-
cution comprend une information qui est représen-
tative de la non-exécution d’au moins l’une des une
ou plusieurs tâches, et
les moyens d’exécution de tâche n’exécutent pas
une tâche pour laquelle est configurée l’information
qui est représentative de la non-exécution de la tâ-
che.

4. Le terminal informatique portable selon la revendi-
cation 1, dans lequel le paramètre de contrôle d’exé-
cution comprend une information qui est représen-
tative de l’exécution d’au moins l’une des une ou
plusieurs tâches, et
les moyens d’exécution de tâche exécutent une tâ-
che pour laquelle est configurée l’information qui est
représentative de l’exécution de la tâche.

5. Le terminal informatique portable selon la revendi-
cation 1, comprenant en outre des moyens de dé-
termination d’ordre d’exécution (31, S251, S294)
pour la détermination d’un ordre d’exécution des une
ou plusieurs tâches, sur la base du paramètre de
contrôle d’exécution, dans lequel
les moyens d’exécution de tâche exécutent l’émis-
sion ou la réception des données via le point d’accès
par exécution des une ou plusieurs tâches sur la
base de l’ordre.

6. Le terminal informatique portable selon la revendi-
cation 1, dans lequel
les moyens de connexion recherchent de façon ré-
pétée et automatique le point d’accès, et
les moyens d’obtention de paramètre d’exécution de
tâche obtiennent automatiquement le paramètre de
contrôle d’exécution avant que les une ou plusieurs
tâches ne soient exécutées en utilisant le point d’ac-
cès connecté par les moyens de connexion.

7. Le terminal informatique portable selon la revendi-
cation 2, dans lequel
chacune des une ou plusieurs tâches comprend un
nombre de fois que la tâche peut être exécutée, les
moyens d’obtention de paramètre d’exécution de tâ-
che obtiennent en outre une information qui est re-
présentative de l’augmentation du nombre de fois
qu’au moins l’une des une ou plusieurs tâches peut
être exécutée, en fonction de l’identifiant de point

d’accès,
les moyens de modification de paramètre d’exécu-
tion augmentent le nombre de fois que peut être exé-
cutée une tâche pour laquelle est configurée l’infor-
mation qui est représentative de l’augmentation du
nombre de fois que la tâche peut être exécutée, et
les moyens d’exécution de tâche réduisent le nom-
bre de fois qu’une tâche exécutée peut être exécu-
tée.

8. Le terminal informatique portable selon la revendi-
cation 7, dans lequel les moyens d’exécution de tâ-
che n’exécutent pas une tâche dont le nombre de
fois que la tâche peut être exécutée vaut 0, et
les moyens de modification de paramètre d’exécu-
tion augmentent le nombre de fois, qui vaut 0, que
peuvent être exécutées des tâches pour chacune
desquelles est configurée l’information qui est repré-
sentative de l’augmentation du nombre de fois que
la tâche peut être exécutée.

9. Le terminal informatique portable selon la revendi-
cation 2, dans lequel
les moyens d’obtention de paramètre d’exécution de
tâche obtiennent en outre un identifiant de durabilité
qui indique si une modification du paramètre de con-
trôle d’exécution obtenu par les moyens d’obtention
de paramètre d’exécution de tâche est temporaire
ou permanente, en fonction de l’identifiant du point
d’accès,
lorsque l’identifiant de durabilité indique que la mo-
dification est permanente, les moyens de modifica-
tion de paramètre d’exécution réécrivent le paramè-
tre de contrôle d’exécution de la tâche avec le con-
tenu indiqué par le paramètre de contrôle d’exécu-
tion reçu,
lorsque l’identifiant de durabilité indique que la mo-
dification est temporaire, les moyens de modification
de paramètre d’exécution modifient temporairement
le paramètre de contrôle d’exécution de la tâche pour
le contenu indiqué par le paramètre de contrôle
d’exécution reçu, et
après qu’a été exécutée la tâche pour laquelle le
paramètre de contrôle d’exécution est temporaire-
ment modifié, le moyen d’exécution de tâche ramène
le paramètre de contrôle d’exécution de la tâche au
contenu d’origine d’avant la modification temporaire.

10. Le terminal informatique portable selon la revendi-
cation 1, comprenant en outre :

des moyens de configuration de séquencement
d’exécution de tâche (31, S131) pour la confi-
guration d’un temps d’exécution et/ou d’un in-
tervalle d’exécution de chacune des une ou plu-
sieurs tâches ;
des moyens de configuration de prochaine fois
(31, S270) lorsqu’a été achevée l’exécution de
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chaque tâche utilisant le point d’accès par les
moyens d’exécution de tâche, la configuration
d’un temps de prochaine connexion pour la pro-
chaine connexion au point d’accès, sur la base
du temps d’exécution et/ou de l’intervalle d’exé-
cution de chaque tâche qui sont configurés par
les moyens de configuration de séquencement
d’exécution de tâche ;
des moyens d’horloge (31, 39, S276, S278) pour
la mesure d’un intervalle entre un temps courant
et le temps de prochaine connexion ; et
des moyens de correction de prochaine fois (31,
S277, S279) pour : la correction du temps de
prochaine connexion à un temps prédéterminé
qui est un temps qui suit une première période
de temps depuis le temps courant, lorsque l’in-
tervalle mesuré par les moyens d’horloge est
égal ou inférieur à la première période de
temps ; et la correction du temps de prochaine
connexion à un temps prédéterminé qui est un
temps situé à l’intérieur d’une seconde période
temporelle depuis le temps courant, lorsque l’in-
tervalle mesuré par les moyens d’horloge est
égal ou supérieur à la seconde période de
temps, dans lequel
les moyens de connexion recherchent automa-
tiquement le point d’accès à un temps qui est
configuré par les moyens de correction de pro-
chaine fois, et exécutent une connexion au point
d’accès recherché.

11. Un programme de contrôle de terminal informatique
portable, qui est exécuté par un calculateur d’un ter-
minal informatique portable, le programme de con-
trôle de terminal informatique portable faisant en sor-
te que le calculateur opère comme :

des moyens d’exécution de programme (31,
S108) pour l’exécution d’une pluralité de pro-
grammes applicatifs ;
des moyens de réception (31, S108, S126) pour
la réception, en provenance de chacun des pro-
grammes applicatifs, d’un contenu de proces-
sus d’émission ou de réception de données qui
est traité par un autre appareil informatique en
utilisant un réseau ;
des moyens de configuration de tâche pour l’en-
registrement, en tant que tâche, des contenus
de processus d’émission ou de réception de
données qui sont reçus en provenance de cha-
cun des programmes applicatifs par les moyens
de réception ;
des moyens de connexion pour la recherche
d’un point d’accès dédié émettant une informa-
tion spécifique à un vendeur dans une balise et
pour l’exécution d’une connexion au point d’ac-
cès recherché ;
des moyens d’obtention de paramètre d’exécu-

tion de tâche (S191, S205) pour, avant d’exé-
cuter les une ou plusieurs tâches, obtenir de la
balise un paramètre de contrôle d’exécution,
pour au moins l’une des une ou plusieurs tâches,
qui indique au moins l’un parmi une instruction
d’exécution, le point de savoir s’il y a lieu ou non
d’exécuter la tâche, et une priorité d’exécution,
en fonction d’un identifiant de point d’accès qui
indique le point d’accès, le paramètre de con-
trôle d’exécution étant obtenu à chaque fois
qu’une connexion au point d’accès est établie
par les moyens de connexion ; et
des moyens d’exécution de tâche (S192) pour
l’exécution de l’émission ou de la réception de
données en utilisant le point d’accès par exécu-
tion automatique d’au moins l’une des une ou
plusieurs tâches sur la base du paramètre de
contrôle d’exécution obtenu.

12. Un système qui inclut un point d’accès et un terminal
portable selon l’une des revendications 1 à 10.

13. Un procédé de contrôle d’un terminal informatique
portable, le procédé comprenant :

une étape d’exécution de programme (S108)
pour l’exécution d’une pluralité de programmes
applicatifs ;
une étape de réception (S108, S126) pour la
réception, en provenance de chacun des pro-
grammes applicatifs, d’un contenu de proces-
sus d’émission ou de réception de données qui
est traité par un autre appareil informatique en
utilisant un réseau ;
une étape de configuration de tâche (S131) pour
l’enregistrement, en tant que tâche, des conte-
nus de processus d’émission ou de réception
de données qui sont reçus en provenance de
chacun des programmes applicatifs à l’étape de
réception ;
une étape de connexion (S35, S36, S173, S174)
pour la recherche d’un point d’accès dédié émet-
tant une information spécifique à un vendeur
dans une balise et pour l’exécution d’une con-
nexion au point d’accès recherché ;
une étape d’obtention de paramètre d’exécution
de tâche (S191, S205) pour, avant d’exécuter
les une ou plusieurs tâches, obtenir de la balise
un paramètre de contrôle d’exécution, pour au
moins l’une des une ou plusieurs tâches, qui in-
dique au moins l’un parmi une instruction d’exé-
cution, le point de savoir s’il y a lieu ou non d’exé-
cuter la tâche, et une priorité d’exécution, en
fonction d’un identifiant de point d’accès qui in-
dique le point d’accès, le paramètre de contrôle
d’exécution étant obtenu à chaque fois qu’une
connexion au point d’accès est établie à l’étape
de connexion ; et
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une étape d’exécution de tâche (S192) pour
l’exécution de l’émission ou de la réception de
données en utilisant le point d’accès par exécu-
tion automatique d’au moins l’une des une ou
plusieurs tâches sur la base du paramètre de
contrôle d’exécution obtenu.
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