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(54) DATA PROCESSING METHOD, DEVICE AND SYSTEM BASED ON BLOCK STORAGE

(57) The present invention relates to the field of in-
formation technology, and in particular, to a block stor-
age-based data processing method, apparatus, and sys-
tem. The block storage-based data processing method
provided in embodiments of the present invention is ap-
plied in a system including at least two storage nodes,
each storage node including a CPU, a cache medium,
and a non-volatile storage medium, and the cache me-
dium in each storage node forming a cache pool. Accord-
ing to the method, after receiving a data operation request

sent by a client, a service processing node sends the
data operation request to a corresponding storage node
in the system according to a logical address carried in
the data operation request, so that the data operation
request is processed in the cache medium of the storage
node under control of the CPU of the storage node. With
the method provided in the embodiments of the present
invention, the capacity of the cache medium in the system
can be increased by increasing the number of storage
nodes, thereby enhancing scalability of the cache medi-
um in the data processing system.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of in-
formation technology (Information Technology, abbrevi-
ated as IT), and in particular, to a block storage-based
data processing method, apparatus, and system.

BACKGROUND

[0002] With the development of information technolo-
gy, demands of mass data impose new challenges to
storage performance of a system, and a performance
enhancement measure is to apply cache media in devic-
es.
[0003] In the prior art, a block storage-based data
processing system generally employs a 1+N mode, that
is, one service processing node responsible for process-
ing services and N JBOD (Just a Bunch Of Disks, just a
bunch of disks), as illustrated in FIG. 1. The service
processing node includes two controllers, and a cache
medium is located in the controller and bears a read and
write caching function for the JBOD. The controllers are
connected to each other over a peripheral component
interconnect express (PCI Express, abbreviated as PCI-
E) channel, and data is transmitted between the control-
lers over the PCI-E channel. The controller is connected
to the JBOD over a limited number of serial attached
small computer system interface (Attatched Small Com-
puter System Interface, abbreviated as SAS) channels.
When a large number of disks (DISK) need to be extend-
ed, due to restriction from the SAS channel, JBOD cas-
cading is typically employed.
[0004] In the prior art, during JBOD extension in the
block storage-based data processing system, the capac-
ity of the cache medium in the service processing node
needs to be accordingly increased. With respect to the
cache medium, its scalability is limited by the develop-
ment of hardware technologies, and becomes a bottle-
neck, restricting the practical function thereof. The prior
art fails to provide an effective mechanism to solve the
problem.

SUMMARY

[0005] An objective of embodiments of the present in-
vention is to provide a block storage-based data process-
ing method, apparatus, and system, which can enhance
scalability of a cache medium in the data processing sys-
tem.
[0006] In one aspect, an embodiment of the present
invention provides a block storage-based data process-
ing method, the method being applied in a system includ-
ing at least two storage nodes, each storage node includ-
ing a CPU, a cache medium, and a non-volatile storage
medium, and the cache medium in each storage node
forming a cache pool. The method includes:

receiving, by a service processing node, a data op-
eration request sent by a client, where the data op-
eration request carries a logical address of a non-
volatile storage block which the data operation re-
quest requests to operate, the non-volatile storage
block being contained in the non-volatile storage me-
dium;
determining, by the service processing node accord-
ing to the logical address of the non-volatile storage
block, an address of a storage node where the non-
volatile storage block is located; and
sending, by the service processing node, the data
operation request to the storage node according to
the address of the storage node, so that the data
operation request is processed in the cache medium
of the storage node under control of the CPU of the
storage node.

[0007] In another aspect, an embodiment of the
present invention provides a service processing node,
which includes:

a receiver, adapted to receive a data operation re-
quest sent by a client, where the data operation re-
quest carries a logical address of a non-volatile stor-
age block which the data operation request requests
to operate;
a processor, adapted to determine, according to the
logical address of the non-volatile storage block re-
ceived by the receiver, an address of a storage node
where the non-volatile storage block is located; and
a sender, adapted to send, according to the address
of the storage node determined by the processor,
the data operation request received by the receiver
to the storage node, so that the data operation re-
quest is processed in a cache medium of the storage
node under control of a CPU of the storage node,
where the storage node includes the CPU, the cache
medium, and a non-volatile storage medium, the
non-volatile storage block being contained in the
non-volatile storage medium.

[0008] In another aspect, an embodiment of the
present invention provides a block storage-based data
processing system, including: a service processing node
and at least two storage nodes, each storage node in-
cluding a CPU, a cache medium, and a non-volatile stor-
age medium, and the cache medium in each storage
node forming a cache pool, where:

the service processing node is adapted to: receive
a data operation request sent by a client; determine,
according to a logical address of a non-volatile stor-
age block which the data operation request requests
to operate, an address of a storage node where the
non-volatile storage block is located, where the log-
ical address is carried in the data operation request;
and send, according to the address of the storage
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node, the data operation request to the storage node
where the non-volatile storage block is located; and
the storage node is adapted to receive the data op-
eration request sent by the service processing node,
and process, under control of the CPU thereof, the
data operation request in its cache medium.

[0009] According to the embodiments of the present
invention, the service processing node finds, according
to the logical address carried in the data operation re-
quest, the storage node corresponding to the data oper-
ation request in the data processing system. Each stor-
age node in the data processing system includes an in-
dependent CPU, a cache medium, and a non-volatile
storage medium, and the cache medium in each storage
node forms a cache pool, so that the capacity of the cache
pool is increased each time a storage node is added,
thereby enhancing scalability of the cache medium in the
data processing system.

BRIEF DESCRIPTION OF DRAWINGS

[0010]

FIG. 1 is an architectural diagram of a block storage-
based data processing system in the prior art;
FIG. 2 is a schematic architectural diagram of a block
storage-based data processing system according to
an embodiment of the present invention;
FIG. 3 is a flowchart of a block storage-based data
processing method according to an embodiment of
the present invention;
FIG. 4 is a flowchart of another block storage-based
data processing method according to an embodi-
ment of the present invention;
FIG. 5 is a flowchart of another block storage-based
data processing method according to an embodi-
ment of the present invention;
FIG. 6 is a schematic diagram of a service processing
node according to an embodiment of the present in-
vention; and
FIG. 7 is a schematic diagram of a block storage-
based data processing system according to an em-
bodiment of the present invention.

DESCRIPTION OF EMBODIMENTS

[0011] The following clearly and completely describes
the technical solutions in the embodiments of the present
invention with reference to the accompanying drawings
in the embodiments of the present invention.
[0012] FIG. 2 is a schematic architectural diagram of
a block storage-based data processing system according
to an embodiment of the present invention. The data
processing system includes a service processing node
and at least two storage nodes, where each storage node
includes a CPU, a cache medium, and a non-volatile stor-
age medium, the cache medium in each storage node

forming a cache pool. After receiving a data operation
request sent by a client, the service processing node for-
wards the data operation request to a storage node in
the data processing system. After the data operation re-
quest sent by the service processing node is received,
the data operation request is processed in the cache me-
dium of the storage node under control of the CPU of the
storage node.
[0013] The non-volatile storage medium in the storage
node is defined relative to a cache medium. Generally,
the capacity of the non-volatile storage medium is larger
than that of the cache medium, and the non-volatile stor-
age medium is specifically configured to store written da-
ta to avoid data loss. As an example rather than a limi-
tation, the non-volatile storage medium includes, but not
limited to, a flash memory, a CD-ROM, a digital versatile
disc (DVD) or another optical storage device, or a mag-
netic card, a magnetic tape, a magnetic disk or another
magnetic storage device. The cache medium generally
refers to a memory configured to cache data read or writ-
ten by a client, to enhance performance of the data
processing system.
[0014] As can be seen from FIG. 2, all storage nodes
in the data processing system are independent of each
other, all the storage nodes form a storage pool (Storage
Pool) of the data processing system, cache media in all
the storage nodes form a cache pool (Cache Pool) of the
data processing system, and the capacity of the cache
pool is increased each time a storage node is added.
[0015] The storage space in the embodiments of the
present invention is presented to users in the form of
logical volumes, where each logical volume corresponds
to a part of storage space in the storage pool, and each
logical volume is partitioned into a series of logical blocks.
The address (or offset) of a logical block in the logical
volume is referred to as a logical block address (Logical
Block Address, abbreviated as LBA), and each logical
block carries a piece of identification information, where
the identification information includes a logical volume
number of the logical volume where the logical block is
located, and a logical block address of the logical block.
According to the identification information of the logical
block, a non-volatile storage area (non-volatile storage
block) corresponding to the logical block may be found.
[0016] Based on the schematic diagram illustrated in
FIG. 2, an embodiment of the present invention provides
a block storage-based data processing system. As
shown in FIG. 3, the method includes:
[0017] S301. A service processing node receives a da-
ta operation request sent by a client, where the data op-
eration request carries a logical address of a non-volatile
storage block which the data operation request requests
to operate.
[0018] The non-volatile storage block is contained in
the non-volatile storage medium.
[0019] The logical address may include a logical vol-
ume number corresponding to the non-volatile storage
block, and a logical block address. For example, the data
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operation request requests to operate a logical volume
with volume number 0, and the offset of a logical block
to be operated is 1ba0 in the logical volume; in this case,
the logical address includes the volume number 0 and
the offset 1ba0.
[0020] S302. The service processing node deter-
mines, according to the logical address of the non-volatile
storage block, an address of a storage node where the
non-volatile storage block is located.
[0021] The service processing node may determine
the address of the storage node where the non-volatile
storage block is located in the following manner:

performing, by the service processing node, a hash
operation on the logical address of the non-volatile
storage block to obtain a hash value, and obtaining,
according to the hash value, the address of the stor-
age node where the non-volatile storage block is lo-
cated corresponding to the hash value.

[0022] One logical address corresponds to one non-
volatile storage block. Since the hash algorithm has a
compression feature, a same hash value may be ob-
tained after an hash operation is performed on logical
addresses of a plurality of non-volatile storage blocks.
This indicates that the plurality of non-volatile storage
blocks is located in different positions of a same storage
node.
[0023] Optionally, mapping relationships between
hash values and addresses of storage nodes may be
preconfigured in the service processing node. For exam-
ple, if the data processing system has 100 storage nodes,
100 mapping relationships between hash values and ad-
dresses of storage nodes are preconfigured.
[0024] The service processing node may obtain the
address of the storage node where the non-volatile stor-
age block is located corresponding to the hash value in
the following manner:

searching, by the service processing node according
to the hash value, in the preconfigured mapping re-
lationships for a mapping relationship between the
hash value and the address of the storage node
where the non-volatile storage block is located, and
obtaining the address of the storage node where the
non-volatile storage block is located from the found
mapping relationship.

[0025] S303. The service processing node sends the
data operation request to the storage node according to
the address of the storage node, so that the data oper-
ation request is processed in the cache medium of the
storage node under control of the CPU of the storage
node.
[0026] Under control of the CPU of the storage node,
the data operation request may be processed in the
cache medium of the storage node in the following man-
ner:

if the data operation request is a write request, under
control of the CPU of the storage node, storing, by
the cache medium of the storage node, a mapping
relationship between data carried in the write request
and the logical address; or
if the data operation request is a read request, under
control of the CPU of the storage node, obtaining,
by the storage node, from the cache medium of the
storage node according to the logical address, data
requested by the read request, and returning the da-
ta requested by the read request to the client.

[0027] Optionally, the storing, by the cache medium of
the storage node, a mapping relationship between data
carried in the write request and the logical address spe-
cifically refers to storing, by the cache medium of the
storage node, the data carried in the write request, the
logical address carried in the write request, and the map-
ping relationship between the data and the logical ad-
dress.
[0028] Herein, it should be noted that the service
processing node obtains the address of the storage node
according to the logical address carried in the data op-
eration request, and sends the data operation request to
the storage node according to the obtained address of
the storage node; after receiving the data operation re-
quest, under control of the CPU, the storage node proc-
esses the data operation request in the cache medium
thereof; after a period of time, the CPU of the storage
node will access, according to the logical address, the
non-volatile storage block which the data operation re-
quest requests to operate.
[0029] According to the block storage-based data
processing method provided in the embodiment of the
present invention, the service processing node finds, ac-
cording to the logical address carried in the received data
operation request, the storage node corresponding to the
data operation request in the data processing system.
Each storage node in the data processing system in-
cludes an independent CPU, a cache medium, and a
non-volatile storage medium, and the cache medium in
each storage node forms a cache pool, so that the ca-
pacity of the cache pool is increased each time a storage
node is added, thereby enhancing scalability of the cache
medium in the data processing system. Secondly, since
the storage node includes an independent CPU, which
is capable of independently processing the data opera-
tion request in the cache medium of the storage node,
the caching and processing capability of the data
processing system is increased each time a storage node
is added. Additionally, a separate access channel is pro-
vided between the cache medium and the non-volatile
storage medium of each storage node; from the perspec-
tive of the system, the number of access channels be-
tween the cache media and the non-volatile storage me-
dia is equal to the number of storage nodes in the data
processing system, thereby improving performance of
the data processing system in reading and writing data.
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Furthermore, the service processing node determines
the address of the storage node according to the logical
address carried in the data operation request, and for-
wards the data operation request to the storage node
according to the address of the storage node. Compared
with the prior art, tasks of caching and processing the
data operation request are distributed to the storage
nodes of the data processing system for processing,
thereby reducing load of the service processing node.
Still further, when the storage node receives the write
request sent by the service processing node, the cache
medium of the storage node stores the mapping relation-
ship between the data carried in the write request and
the logical address. Data can be written more quickly in
the cache medium than in the non-volatile storage me-
dium, thereby improving performance of the system.
[0030] FIG. 4 is a flowchart of a block storage-based
data processing method according to an embodiment of
the present invention. In this embodiment, a data oper-
ation request sent by a service processing node to a stor-
age node is, for example, a write request. This embodi-
ment specifically includes:
[0031] S401. A client sends a write request to a service
processing node, where the write request carries a logical
address of a non-volatile storage block which the write
request requests to operate.
[0032] The logical address may include a logical vol-
ume number corresponding to the non-volatile storage
block, and a logical block address. For example, the write
request requests to operate a logical volume with volume
number 0, and the offset of a logical block to be operated
is 1ba0 in the logical volume; in this case, the logical
address includes the volume number 0 and the offset
Iba0.
[0033] S402. The service processing node performs a
hash operation on the logical address carried in the write
request to obtain a hash value, and obtains, according
to the hash value, the address of the storage node where
the non-volatile storage block is located corresponding
to the hash value.
[0034] Mapping relationships between hash values
and addresses of storage nodes may be preconfigured
in the service processing node. For example, if a data
processing system has 100 storage nodes, 100 mapping
relationships between hash values and addresses of
storage nodes are preconfigured.
[0035] The service processing node may obtain the
address of the storage node where the non-volatile stor-
age block is located corresponding to the hash value in
the following manner:

searching, by the service processing node, accord-
ing to the hash value, in the preconfigured mapping
relationships for a mapping relationship between the
hash value and the address of the storage node
where the non-volatile storage block is located, and
obtaining the address of the storage node where the
non-volatile storage block is located from the found

mapping relationship.

[0036] S403. The service processing node sends the
write request to the storage node according to the ad-
dress of the storage node.
[0037] S404: Under control of a CPU of the storage
node, a cache medium of the storage node stores a map-
ping relationship between data carried in the write re-
quest and the logical address.
[0038] The storage node includes the CPU, the cache
medium, and a non-volatile storage medium, where the
non-volatile storage block is contained in the non-volatile
storage medium.
[0039] The cache medium of the storage node may
store the mapping relationship between the data carried
in the write request and the logical address in the follow-
ing manner:

if the write request hits a cache block in the cache
medium, storing the mapping relationship between
the data carried in the write request and the logical
address into the hit cache block; for example, when
the logical address carried in the write request is (vol-
ume 0, 1ba0), if the cache medium has a cache block
that stores data corresponding to the logical address,
directly updating the data in the cache block, and
storing the mapping relationship between the data
carried in the write request and the logical address; or
if the write request fails to hit a cache block in the
cache medium, when the cache medium has idle
cache blocks, storing the mapping relationship be-
tween the data carried in the write request and the
logical address into one of the idle cache blocks; for
example, when the cache medium has no cache
block that stores data corresponding to the logical
address, if the cache medium has idle cache blocks,
allocating an idle cache block from the idle cache
blocks to store the mapping relationship between the
data carried in the write request and the logical ad-
dress; otherwise, waiting until the cache medium has
idle cache blocks, and allocating an idle cache block
from the idle cache blocks to store the mapping re-
lationship between the data carried in the write re-
quest and the logical address.

[0040] The cache block is contained in the cache me-
dium, and each cache medium may be partitioned into a
plurality of cache blocks.
[0041] The idle cache blocks specifically include:
cache blocks where data associated with the logical ad-
dress is not stored, or cache blocks where the stored
data has been written into the non-volatile storage me-
dium.
[0042] Optionally, after the mapping relationship be-
tween the data carried in the write request and the logical
address is stored, the cache block that stores the map-
ping relationship stores, according to the logical address
in the mapping relationship, the data carried in the write

7 8 



EP 2 711 841 A1

6

5

10

15

20

25

30

35

40

45

50

55

request in the mapping relationship into a non-volatile
storage block corresponding to the logical address. As
an example rather than a limitation, the data carried in
the write request in the mapping relationship may be
stored into the non-volatile storage block when the CPU
of the storage node is idle.
[0043] S405. The storage node sends a write request
response to the service processing node.
[0044] S406. The service processing node sends the
write request response to the client.
[0045] The storage node may send the write request
response to the client in the following manner:

directly sending, by the storage node, the write re-
quest response to the client.

[0046] Optionally, to ensure reliability of the written da-
ta, the storage node may respectively back up data stored
in the cache blocks into cache blocks of another storage
node. If the data processing system has N storage nodes,
the storage node may have N-1 channels connected to
other storage nodes. Compared with the prior art, suffi-
cient channels are provided for redundancy backup, and
the number of channels will not become a bottleneck for
redundancy backup.
[0047] According to the method embodiment provided
in the embodiment of the present invention, the service
processing node finds, according to the logical address
carried in the received write request, the storage node
corresponding to the write request in the data processing
system. Each storage node in the data processing sys-
tem includes an independent CPU, a cache medium, and
a non-volatile storage medium, and the cache medium
in each storage node forms a cache pool, so that the
capacity of the cache pool is increased each time a stor-
age node is added, thereby enhancing scalability of the
cache medium in the data processing system. Secondly,
since the storage node includes an independent CPU,
which is capable of independently processing the read
request in the cache medium of the storage node, the
caching and processing capability of the data processing
system is increased each time a storage node is added.
Additionally, a separate access channel is provided be-
tween the cache medium and the non-volatile storage
medium of each storage node; from the perspective of
the system, the number of access channels between the
cache media and the non-volatile storage media is equal
to the number of storage nodes in the data processing
system, thereby improving performance of the data
processing system in reading and writing data. Further-
more, the service processing node determines the ad-
dress of the storage node according to the logical address
carried in the write request, and forwards the write re-
quest to the storage node according to the address of
the storage node. Compared with the prior art, tasks of
caching and processing the write request are distributed
to the storage nodes of the data processing system for
processing, thereby reducing load of the service process-

ing node. Still further, when the storage node receives
the write request sent by the service processing node,
the cache medium of the storage node stores the map-
ping relationship between the data carried in the write
request and the logical address. Data can be written more
quickly in the cache medium than in the non-volatile stor-
age medium, thereby improving performance of the sys-
tem. Still further, each storage node may be provided
with a plurality of channels connected to other storage
nodes. In this way, the number of channels will not be-
come a bottleneck for redundancy backup, thereby im-
proving performance of redundancy backup.
[0048] FIG. 5 is a flowchart of a block storage-based
data processing method according to an embodiment of
the present invention. In this embodiment, a data oper-
ation request sent by a service processing node to a stor-
age node is, for example, a read request. This embodi-
ment specifically includes:
[0049] S501. A client sends a read request to a service
processing node, where the read request carries a logical
address of a non-volatile storage block which the read
request requests to operate.
[0050] The logical address may include a logical vol-
ume number corresponding to the non-volatile storage
block, and a logical block address. For example, the write
request requests to operate a logical volume with volume
number 0, and the offset of a logical block to be operated
is 1ba0 in the logical volume; in this case, the logical
address includes the volume number 0 and the offset
1ba0.
[0051] S502. The service processing node performs a
hash operation on the logical address carried in the read
request to obtain a hash value, and obtains, according
to the hash value, the address of the storage node where
the non-volatile storage block is located corresponding
to the hash value.
[0052] Mapping relationships between hash values
and addresses of storage nodes may be preconfigured
in the service processing node. For example, if a data
processing system has 100 storage nodes, 100 mapping
relationships between hash values and addresses of
storage nodes are preconfigured.
[0053] The service processing node may obtain the
address of the storage node where the non-volatile stor-
age block is located corresponding to the hash value in
the following manner:

searching, by the service processing node, accord-
ing to the hash value, in the preconfigured mapping
relationships for a mapping relationship between the
hash value and the address of the storage node
where the non-volatile storage block is located, and
obtaining the address of the storage node where the
non-volatile storage block is located from the found
mapping relationship.

[0054] S503. The service processing node sends the
read request to the storage node according to the ad-
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dress of the storage node.
[0055] S504. Under control of a CPU of the storage
node, the storage node obtains, from a cache medium
of the storage node according to the logical address, data
requested by the read request.
[0056] The storage node may obtain, from the cache
medium of the storage node according to the logical ad-
dress, the data requested by the read request in the fol-
lowing manner:

if the read request hits a cache block in the cache
medium according to the logical address, obtaining,
from the hit cache block, the data requested by the
read requesthit; or
if the read request fails to hit a cache block in the
cache medium according to the logical address,
when the cache medium has idle cache blocks, ob-
taining, by one of the idle cache blocks from the non-
volatile storage block, the data requested by the read
request; for example, if the cache medium has idle
cache blocks, allocating an idle cache block from the
idle cache blocks to obtain, from a non-volatile stor-
age block corresponding to the logical address, the
data requested by the read request; otherwise, wait-
ing until the cache medium has idle cache blocks,
and allocating an idle cache block from the idle cache
blocks to obtain, from a non-volatile storage block
corresponding to the logical address, the data re-
quested by the read request.

[0057] Optionally, after the data requested by the read
request is obtained, the cache block that obtains the data
requested by the read request stores the mapping rela-
tionship between the data requested by the read request
and the logical address.
[0058] S505. The storage node sends the data re-
quested by the read request to the service processing
node.
[0059] S506. The service processing node returns the
data requested by the read request to the client.
[0060] The storage node may return the data request-
ed by the read request to the client in the following man-
ner:

directly returning, by the storage node, the data re-
quested by the read request to the client.

[0061] According to the method embodiment provided
in the embodiment of the present invention, the service
processing node finds, according to the logical address
carried in the received read request, the storage node
corresponding to the read request in the data processing
system. Each storage node in the data processing sys-
tem includes an independent CPU, a cache medium, and
a non-volatile storage medium, and the cache medium
in each storage node forms a cache pool, so that the
capacity of the cache pool is increased each time a stor-
age node is added, thereby enhancing scalability of the

cache medium in the data processing system. Secondly,
since the storage node includes an independent CPU,
which is capable of independently processing the read
request in the cache medium of the storage node, the
caching and processing capability of the data processing
system is increased each time a storage node is added.
Additionally, a separate access channel is provided be-
tween the cache medium and the non-volatile storage
medium of each storage node; from the perspective of
the system, the number of access channels between the
cache media and the non-volatile storage media is equal
to the number of storage nodes in the data processing
system, thereby improving performance of the data
processing system in reading and writing data. Further-
more, the service processing node determines the ad-
dress of the storage node according to the logical address
carried in the read request, and forwards the read request
to the storage node according to the address of the stor-
age node. Compared with the prior art, tasks of caching
and processing the read request are distributed to the
storage nodes of the data processing system for process-
ing, thereby reducing load of the service processing
node.
[0062] FIG. 6 illustrates a service processing node pro-
vided in an embodiment of the present invention, includ-
ing:

a receiver 601, adapted to receive a data operation
request sent by a client, where the data operation
request carries a logical address of a non-volatile
storage block which the data operation request re-
quests to operate;
a processor 602, adapted to determine, according
to the logical address of the non-volatile storage
block received by the receiver 601, an address of a
storage node where the non-volatile storage block
is located; and
a sender 603, adapted to send, according to the ad-
dress of the storage node determined by the proc-
essor 602, the data operation request received by
the receiver 601 to the storage node, so that the data
operation request is processed in a cache medium
of the storage node under control of a CPU of the
storage node, where the storage node includes the
CPU, the cache medium, and a non-volatile storage
medium, the non-volatile storage block being con-
tained in the non-volatile storage medium.

[0063] The processor 602 is specifically adapted to
perform a hash operation on the logical address of the
non-volatile storage block to obtain a hash value, and
obtain, according to the hash value, the address of the
storage node where the non-volatile storage block is lo-
cated corresponding to the hash value.
[0064] The service processing node provided in the
embodiment of the present invention may further include:

a configurator, adapted to preconfigure mapping re-
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lationships between hash values and addresses of
storage nodes;
where the processor 602 is specifically adapted to:
perform the hash operation on the logical address
of the non-volatile storage block to obtain the hash
value; search, according to the hash value, in the
mapping relationships preconfigured by the config-
urator for a mapping relationship between the hash
value and the address of the storage node where
the non-volatile storage block is located; and obtain
the address of the storage node where the non-vol-
atile storage block is located from the found mapping
relationship.

[0065] Optionally, if the data operation request is a
read request, the receiver 601 is further adapted to re-
ceive data requested by the read request and returned
by the storage node; and
the sender 603 is further adapted to send the data re-
quested by the read request and received by the receiver
601 to the client.
[0066] According to the service processing node pro-
vided in the embodiment of the present invention, the
sender sends, to the storage node, the data operation
request sent by the client. Each storage node in a data
processing system includes an independent CPU, a
cache medium, and a non-volatile storage medium, and
the cache medium in each storage node forms a cache
pool, so that the capacity of the cache pool is increased
each time a storage node is added, thereby enhancing
scalability of the cache medium in the data processing
system. Additionally, the processor determines, accord-
ing to the logical address of the non-volatile storage block
received by the receiver, the address of the storage node
where the non-volatile storage block is located; and the
sender forwards the data operation request to the storage
node according to the address of the storage node. Com-
pared with the prior art, caching and processing tasks
are distributed to the storage nodes of the data process-
ing system for processing, thereby reducing load of the
service processing node.
[0067] FIG. 7 illustrates a block storage-based data
processing system provided in an embodiment of the
present invention, including: a service processing node
701 and at least two storage nodes 702, each storage
node including a CPU, a cache medium, and a non-vol-
atile storage medium, and the cache medium in each
storage node forming a cache pool.
[0068] The service processing node 701 is adapted to:
receive a data operation request sent by a client; deter-
mine, according to a logical address of a non-volatile stor-
age block which the data operation request requests to
operate, an address of a storage node where the non-
volatile storage block is located, where the logical ad-
dress is carried in the data operation request; and send,
according to the address of the storage node, the data
operation request to the storage node where the non-
volatile storage block is located.

[0069] The storage node 702 is adapted to receive the
data operation request sent by the service processing
node, and process, under control of the CPU thereof, the
data operation request in its cache medium.
[0070] The service processing node 701 is specifically
adapted to perform a hash operation on the logical ad-
dress of the non-volatile storage block to obtain a hash
value, and obtain, according to the hash value, the ad-
dress of the storage node where the non-volatile storage
block is located corresponding to the hash value.
[0071] Optionally, the service processing node may be
the service processing node illustrated in FIG. 6.
[0072] For details of the method for specific interaction
between various devices in the system, reference may
be made to related description in the method embodi-
ments, which are not described herein any further.
[0073] According to the block storage-based data
processing method, apparatus, and system provided in
the embodiments of the present invention, the service
processing node finds, according to the logical address
carried in the data operation request, the storage node
corresponding to the data operation request in the data
processing system. Each storage node in the data
processing system includes an independent CPU, a
cache medium, and a non-volatile storage medium, and
the cache medium in each storage node forms a cache
pool, so that the capacity of the cache pool is increased
each time a storage node is added, thereby enhancing
scalability of the cache medium in the data processing
system. Secondly, since the storage node includes an
independent CPU, which is capable of independently
processing the data operation request in the cache me-
dium of the storage node, the caching and processing
capability of the data processing system is increased
each time a storage node is added. Additionally, a sep-
arate access channel is provided between the cache me-
dium and the non-volatile storage medium of each stor-
age node; from the perspective of the system, the number
of access channels between the cache media and the
non-volatile storage media is equal to the number of stor-
age nodes in the data processing system, thereby im-
proving performance of the data processing system in
reading and writing data. Furthermore, the service
processing node determines the address of the storage
node according to the logical address carried in the data
operation request, and forwards the data operation re-
quest to the storage node according to the address of
the storage node. Compared with the prior art, tasks of
caching and processing the data operation request are
distributed to the storage nodes of the data processing
system for processing, thereby reducing load of the serv-
ice processing node. Still further, when the storage node
receives the write request sent by the service processing
node, the cache medium of the storage node stores the
mapping relationship between the data carried in the
write request and the logical address. Data can be written
more quickly in the cache medium than in the non-volatile
storage medium, thereby improving performance of the
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system. Still further, each storage node may be provided
with a plurality of channels connected to other storage
nodes. In this way, the number of channels will not be-
come a bottleneck for redundancy backup, thereby im-
proving performance of redundancy backup.
[0074] As can be seen from the description of the fore-
going embodiments, a person skilled in the art may clear-
ly understand that all or a part of steps in the method
provided in the foregoing embodiments may be imple-
mented by software plus a necessary general hardware
platform. Based on such an understanding, the technical
solutions in the present invention essentially, or the part
contributing to the prior art may be embodied in a form
of a software product. The computer software product
may be stored in a storage medium, such as a
ROM/RAM, a magnetic disk, and an optical disc, and
includes several instructions for instructing a computer
device (which may be a personal computer, a server, or
a network device) to perform all or a part of the methods
described in the embodiments of the present invention.
[0075] It should be noted that each embodiment in the
specification is described in a progressive manner. For
the same or similar parts in the embodiments, reference
may be made to each other. Each embodiment illustrates
in emphasis what is different from other embodiments.
In particular, for the apparatus embodiment, since it is
basically similar to the method embodiment, the appara-
tus embodiment is described simply, and the relevant
part may be obtained with reference to the part of the
description of the method embodiment. The foregoing
described apparatus embodiments are merely exempla-
ry, where, the units described as separate parts may or
may not be physically separate, and the parts displayed
as units may or may not be physical units, and may be
located in one position, or may be distributed on a plurality
of network units. A part or all of the modules may be
selected according to actual needs to achieve the objec-
tives of the solutions of the embodiments. A person of
ordinary skill in the art may understand and implement
the present invention without creative efforts.
[0076] In conclusion, the foregoing descriptions are
merely exemplary embodiments of the technical solu-
tions of the present invention, but are not intended to limit
the protection scope of the present invention. Any mod-
ifications, equivalent replacements, or improvements
made within the spirit and principle of the present inven-
tion shall fall within the protection scope of the present
invention.

Claims

1. A block storage-based data processing method, the
method being applied in a system comprising at least
two storage nodes, each storage node comprising a
CPU, a cache medium, and a non-volatile storage
medium, and the cache medium in each storage
node forming a cache pool, the method comprising:

receiving, by a service processing node, a data
operation request sent by a client, wherein the
data operation request carries a logical address
of a non-volatile storage block which the data
operation request requests to operate, the non-
volatile storage block being contained in the
non-volatile storage medium;
determining, by the service processing node ac-
cording to the logical address of the non-volatile
storage block, an address of a storage node
where the non-volatile storage block is located;
and
sending, by the service processing node, the da-
ta operation request to the storage node accord-
ing to the address of the storage node, so that
the data operation request is processed in the
cache medium of the storage node under control
of the CPU of the storage node.

2. The method according to claim 1, wherein the deter-
mining, by the service processing node according to
the logical address of the non-volatile storage block,
an address of a storage node where the non-volatile
storage block is located comprises:

performing, by the service processing node, a
hash operation on the logical address of the non-
volatile storage block to obtain a hash value; and
obtaining, by the service processing node ac-
cording to the hash value, the address of the
storage node where the non-volatile storage
block is located corresponding to the hash value.

3. The method according to claim 2, further comprising:

preconfiguring, in the service processing node,
mapping relationships between hash values and
addresses of storage nodes;
wherein the obtaining, by the service processing
node according to the hash value, the address
of the storage node where the non-volatile stor-
age block is located corresponding to the hash
value specifically comprises:

searching, by the service processing node
according to the hash value, in the precon-
figured mapping relationships for a mapping
relationship between the hash value and the
address of the storage node where the non-
volatile storage block is located, and obtain-
ing the address of the storage node where
the non-volatile storage block is located
from the found mapping relationship.

4. The method according to any one of claims 1 to 3,
wherein the processing the data operation request
in the cache medium of the storage node under con-
trol of the CPU of the storage node specifically com-
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prises:

if the data operation request is a write request,
under control of the CPU of the storage node,
storing, by the cache medium of the storage
node, a mapping relationship between data car-
ried in the write request and the logical address;
or
if the data operation request is a read request,
under control of the CPU of the storage node,
obtaining, by the storage node from the cache
medium of the storage node according to the
logical address, data requested by the read re-
quest, and returning the data requested by the
read request to the client.

5. The method according to claim 4, wherein the stor-
ing, by the cache medium of the storage node, a
mapping relationship between data carried in the
write request and the logical address specifically
comprises:

if the write request hits a cache block in the
cache medium, storing the mapping relationship
between the data carried in the write request
and the logical address into the hit cache block;
or
if the write request fails to hit a cache block in
the cache medium, when the cache medium has
idle cache blocks, storing the mapping relation-
ship between the data carried in the write re-
quest and the logical address into one of the idle
cache blocks.

6. The method according to claim 5, wherein after the
storing a mapping relationship between data carried
in the write request and the logical address, the meth-
od further comprises:

storing, by the cache block that stores the map-
ping relationship, according to the logical ad-
dress in the mapping relationship, the data car-
ried in the write request in the mapping relation-
ship into the non-volatile storage block corre-
sponding to the logical address.

7. The method according to claim 4, wherein the ob-
taining, by the storage node from the cache medium
of the storage node according to the logical address,
data requested by the read request specifically com-
prises:

if the read request hits a cache block in the cache
medium according to the logical address, ob-
taining, from the hit cache block, the data re-
quested by the read requesthit; or
if the read request fails to hit a cache block in
the cache medium according to the logical ad-

dress, when the cache medium has idle cache
blocks, obtaining, by one of the idle cache blocks
from the non-volatile storage block, the data re-
quested by the read request.

8. The method according to claim 7, wherein after the
obtaining, by the storage node from the cache me-
dium of the storage node according to the logical
address, data requested by the read request, the
method further comprises:

storing, by the cache block that obtains the data
requested by the read request, the mapping re-
lationship between the data requested by the
read request and the logical address.

9. A service processing node, comprising:

a receiver, adapted to receive a data operation
request sent by a client, wherein the data oper-
ation request carries a logical address of a non-
volatile storage block which the data operation
request requests to operate;
a processor, adapted to determine, according
to the logical address of the non-volatile storage
block received by the receiver, an address of a
storage node where the non-volatile storage
block is located; and
a sender, adapted to send, according to the ad-
dress of the storage node determined by the
processor, the data operation request received
by the receiver to the storage node, so that the
data operation request is processed in a cache
medium of the storage node under control of a
CPU of the storage node, wherein the storage
node comprises the CPU, the cache medium,
and a non-volatile storage medium, the non-vol-
atile storage block being contained in the non-
volatile storage medium.

10. The service processing node according to claim 9,
wherein the processor is specifically adapted to per-
form a hash operation on the logical address of the
non-volatile storage block to obtain a hash value,
and obtain, according to the hash value, the address
of the storage node where the non-volatile storage
block is located corresponding to the hash value.

11. The service processing node according to claim 10,
further comprising:

a configurator, adapted to preconfigure mapping
relationships between hash values and ad-
dresses of storage nodes;
wherein the processor is specifically adapted to:
perform the hash operation on the logical ad-
dress of the non-volatile storage block to obtain
the hash value; search, according to the hash
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value, in the mapping relationships preconfig-
ured by the configurator for a mapping relation-
ship between the hash value and the address
of the storage node where the non-volatile stor-
age block is located; and obtain the address of
the storage node where the non-volatile storage
block is located from the found mapping rela-
tionship.

12. The service processing node according to any one
of claims 9 to 11, wherein if the data operation re-
quest is a read request, the receiver is further adapt-
ed to receive data requested by the read request and
returned by the storage node; and
the sender is further adapted to: if the data operation
request is a read request, send the data requested
by the read request and received by the receiver to
the client.

13. A block storage-based data processing system,
comprising: a service processing node and at least
two storage nodes, each storage node comprising a
CPU, a cache medium, and a non-volatile storage
medium, and the cache medium in each storage
node forming a cache pool, wherein:

the service processing node is adapted to: re-
ceive a data operation request sent by a client;
determine, according to a logical address of a
non-volatile storage block which the data oper-
ation request requests to operate, an address
of a storage node where the non-volatile storage
block is located, wherein the logical address is
carried in the data operation request; and send,
according to the address of the storage node,
the data operation request to the storage node
where the non-volatile storage block is located;
and
the storage node is adapted to receive the data
operation request sent by the service process-
ing node, and process, under control of the CPU
thereof, the data operation request in its cache
medium.

14. The system according to claim 13, wherein the serv-
ice processing node specifically comprises the serv-
ice processing node according to any one of claims
9 to 12.
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