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Description

FIELD OF THE INVENTION

[0001] The present invention is directed to the field of
restraint and release devices and, more particularly, to
an integrated restrain/release device suitable for use on
space-based support structures.

BACKGROUND OF THE INVENTION

[0002] Separable or deployable bodies such as satel-
lites or probes are carried on space launch vehicles for
deployment in space. Equally, solar panel arrays, anten-
nas, deployment booms, support members and the like
are commonly carried on spacecrafts as separable bod-
ies for deployment in space to perform special functions.
[0003] These bodies must be securely restrained dur-
ing launching while stowed, and, in the case of the space-
craft’s appendages, through delivery of the satellite into
its operational orbit.
[0004] The bodies are release and deployed on boar
the carrier or support structure by actuating one or more
restraint devices via remote control. Proper release and
deployment of the bodies are critical to ensure that they
are fully operational for their intended function. As failed
deployment is generally not correctable, devices that are
relied on for release and deployment functions need to
be fail-safe for one-time use.
[0005] Secure restraint of stowed bodies is important
to prevent movement of the bodies relative to the support
structure. Restraint mechanisms are known that are in-
terposed, in one or multiple locations, between the
stowed bodies and their supporting structures to inhibit
their relative movement. Known restraint mechanisms
include, for example, mating cup and cone type elements
and serrated plates attached to adjacent separable bod-
ies. A restraint mechanism is also known from WO
99/67132 which is considered being the closest prior art,
disclosing the features of the preamble of independent
claim 1.
[0006] Using multiple releasable restraint devices
(RRDs) for restraining a body from different points at dis-
tant locations on it, is a widely used solution. It provides
a very stable holding configuration regarding the body
being tied and the location of its centre of mass. On the
other hand, when representing a statically indeterminate
(hyperstatic) constraint among bodies, this same multiple
point restraining solution is subject to cause forces to be
present during release, due to either assembly-induced
loading, or to thermoelastic loading between body and
support structure caused by differences in construction
and/or temperature.
[0007] Furthermore, the analysis of this multiple point
restraining solution shows translational stiffness values
being of key relevance for the mechanical coupling of a
body and its hosting support structure. In contrast, RRD
rotational stiffness values are often undesirable because

they can not significantly contribute to any better behav-
iour of the body-support structure composite. On the con-
trary, their presence causes interface moments inter-
change at every RRD that will unnecessarily stress all
the linked parties (support structure, restrain devices,
body) with the subsequent impact on performances,
need for reinforcements or, at least, labour efforts to track
them and their effects along the different implementation
phases (e.g. engineering, assembly, testing, opera-
tion...).
[0008] Thus, it is inferred that, for the majority of appli-
cations, a preferred multiple point restraining solution for
a deployable body would be the one for which each in-
dividual restraint device better resembles an idealized
spherical joint mechanical constraint (i.e. featuring the 3
translational degrees of freedom as constrained and the
3 rotational ones as free). This preferred articulated so-
lution provides both of the desirable said advantages:
(first) the tilt misalignment adjustment of the stowed body
relative to the support structure and, (second) the pre-
ferred reduced hyperstaticity of the body to support struc-
ture restriction.
[0009] Typically, a RRD comprises a base and a brack-
et, each attached to either the deployable body or the
support structure. As introduced before, these base and
bracket have mating cup-cone surfaces which interlock
with one  another in the stowed condition to substantially
prevent lateral movement of the bodies relative to each
other. Restraining mechanisms apply, at installation, a
compressive pre-load to the cup-cone arrangement, of-
ten through the brackets. For the release, a remotely ac-
tivated release device releases the said preload, allowing
for the free separation of cup and cone surfaces and,
thus, of the mechanical link between deployable body
and support structure.
[0010] A cared preload application should be favoured.
A pure tensile application of the pre-load is the best way
of guaranteeing that no excessive torsion has been ap-
plied lo the release device during tightening, and also
that no residual torsion is left after such operation. Pre-
cise knowledge of the magnitude of the applied preload
is also of great interest, due to the relevance of this mag-
nitude with regard to the capability of the restraint function
and to the reliability of the release device operation.
[0011] Also, the capability for monitoring and/or even-
tually correcting the existing pre-load at anytime from pre-
load installation to release operation is of great interest,
especially as a mean for checking the correct status af
the HRS prior to launch. Robustness and accessibility
for the adopted pre-load measurement and/or variation
system will always be considered as advantageous as-
pects and, therefore, desirable.
[0012] Regarding the desired said availability for these
systems, built-in or embedded systems for tensioning
and/or preload measurement, would be highly attractive.
[0013] Various types of release devices/mechanisms
(RMs) for releasing restrained bodies from support struc-
tures are known. Known release devices include explo-
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sive and non-explosive actuating (NEA) mechanisms.
The explosive actuated mechanisms pyrotechnically
sever a pin, cable or bolt to release the stowed body.
[0014] Typically, during the release, due to the sudden
relief of the strain energy coming from the applied
preload, and/or to the pyrotechnical nature of the releas-
ing device, and/or to the detention of ejected parts, a high
level of shock is expected to be generated. This high
shock causes undesirable effects; in  particular, it can
cause damage to sensitive elements of the payload in-
side the deployable body.
[0015] Several enhancements on pyrotechnical re-
lease devices have been made along the years by im-
plementing in their constructions diverse techniques and
means for shock reduction. Nevertheless, these tech-
niques and means have not succeeded, in a universal
way, to contain the shock emission level for these pyro-
technical devices comfortably below the requirements re-
quested by the applications.
[0016] Conductive thermal isolation between the re-
strained body and the support structure, across the re-
straint system are, in a majority of cases highly desirable,
because it allows independent (and, therefore, modular)
thermal control treatment for both, the deployable body
and the support structure, with null or minimized conduc-
tive heat fluxes between them.
[0017] Low thermal conductance is, thus, typically pre-
ferred for a reslrainl/release device. This is typically not
satisfied in the desired extent by the existing restraint/
release devices, which appear penalised by an often
used massive metallic construction (commonly in re-
sponse to the important loading capability required).
[0018] Regarding accommodation and separable-
body to support-structure integration and verification as-
pects, a restraint/release device having the following
functionalities will also appear advantageous:

- Compactness

- Easiness of separable body integration onto support
structure

- The said pre-load sensing and tuning without the
need of demounting the HRS from the s/c

- The also said cancellaiion/minimisalion of integra-
tion induced loads.

[0019] Known devices for restraining and releasing of
deployable bodies on space vehicles are inadequate
when judged in front of all the previously identified pre-
ferred characteristics. The known devices do not incor-
porate the said  desirable features in its whole; they do
not even comprise a significantly wide extent of them.
Known devices commonly incorporate few of the said
desirable features, being the others separately provided
either by dedicated local solutions on the deployable
body or/and of the support structure at their respective

attachment locations to the HRS, or simply ignored.
[0020] Thus, there is a need for a device for restraint
and release of deployable bodies such as satellites or
probes from space launch vehicles support structures,
or such as solar arrays, antennas booms and support
members from spacecrafts support structures, that com-
plement the characteristics present in the existing devic-
es which occasionally:

i. securely restrain the body to any of these support
structures from body stowage, throughout launch
and/or cruise phases as appropriate;

ii. provide reliable release, being able to separate
under loads;

iii. provide substantially permanent monitoring, avail-
able and accessible at anytime;

iv. exhibit robust strength and stiffness values in all
three translational directions;

v. have reduced size and weight,
with any new, new combination, or the whole of the
following ones; so that additionally, the device, in an
integrated construction:

vi. substantially cancels the rotational stiffness;

vii. is able to substantially cancel integration induced
loading, by providing adjustment capability among
interfaces, in order to compensate for dimensional
imperfections;

viii. eases the integration of the deployable body onto
the support structure, by staying compatible with
simple and natural procedures, and prioritising the
use of standard tools;

ix. allows applying/modifying the pre-load in sub-
stantially pure-tension conditions via a built-in tight-
ening device;

x. comprises the said built-in pure-tension tightening
device, which further allows pre-load corrections
with the HRS assembled onto the separable body,
the support structure, or both of them;

xi. releases with low shock; and

xii. features low thermal conductance (conductive
heat fluxes between the restrained body and the sup-
port structure, across the restraint system are mini-
mized);

[0021] It can be obtained from study that new construc-
tions of HRS systems satisfying these needs, even en-
tirely, are feasible. The concepts and principles sustain-
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ing these new constructions represent the basis of the
invention that is described next.

SUMMARY OF THE INVENTION

[0022] The invention discloses an integrated restraint
and release device, also typically referred to as a Hold-
down and Release System (HRS), suitable for use with
deployable bodies preferably on a space-base support
structure, such as a launch vehicle or spacecraft as
claimed in independent claim 1.
[0023] Thus, the invention relates to an integrated de-
vice for the restraint and release of a deployable body
mounted on a support structure, this device being oper-
able between a stowed condition and a released condi-
tion, transferring restraining force to a stowed body to
substantially prevent movement of the body relative to
the support structure, this device comprising:

- a pair of differentiated parts or subassemblies, each
for being attached to either the deployable body or
the support structure. These two parts or subassem-
blies have mating, typically cup-cone, surfaces
which interlock with one another in the stowed con-
dition to substantially prevent lateral movement of
the deployable body relative to the support structure;

- a tensioned element, mechanically connected to
both of the separable subassemblies, exerting a
compressive action on the said subassemblies that
keep them together; that applies, at installation, a
compressive pre-load to the said, cup-cone or sim-
ilar, arrangement. The geometry and friction coeffi-
cients of the interlocking mating surfaces of the su-
bassemblies substantially prevent the tensioned el-
ement from working in shear, guaranteeing a solid
holding condition when the device is pre-loaded, and
a reliable separation following the release of the ten-
sioned element;

- an embedded or built-in force measurement system
that allows monitoring of the pre-load of the ten-
sioned element, this pre-load measurement system
being of any kind, typically a mechanical or electro-
mechanical transducer, embedded or built in the de-
vice. Preferably, the transducer substantially senses
the pre-load in the tensioned element that is submit-
ted to the whole of the pre-load, either in tension or
compression;

- a remotely activated releasing device for rapidly re-
leasing the tensioned element, allowing for the free
separation of the subassemblies and, thus, of the
restraining constraint between the deployable body
and the support structure. From the two differentiat-
ed separable subassemblies, the one from which the
release is activated (i.e. the one where the releasing
device is installed) is called active-assembly, whilst

the other is referred to as passive-assembly.

[0024] The device also comprising, as a first improve-
ment, relating to the pre-load application, with respect to
the known restraint and release devices, which comprise
the above-mentioned elements, a tensioning mechanism
able to apply a substantially pure-tension pre-load to the
releasable tensioned element. The tensioning mecha-
nism elongates the tensioned element by acting on the
grip distance of the separable joint rather than (for the
case of a threaded tensioned element) on the thread en-
gagement. The said action on the overall thickness of
the stack of compressed elements can be achieved by
multiple means. Among others, elastic or thermal distor-
tion, piezo-electric or magnetostrictive straining, and
moving action mechanisms, are valid principles for the
effective thickness  variation of one or some of the com-
pressed elements and, thus, of the whole stack elongat-
ing the tension element. The main advantage provided
by this tensioning mechanism being based in that no ac-
cessibility to the threaded element in the known tension-
ing mechanism is needed, something which is very diffi-
cult to obtain in launch vehicles or spacecrafts. This ten-
sioning mechanism is embedded or built-in in the inte-
grated device of the invention, remaining available and
accessible for being operated without requiring detach-
ment of the integrated device from the support structure
nor the separable body.
[0025] A preferred moving action mechanism solution
for the tensioning mechanism is based in the wedge prin-
ciple, applied by wedge-shaping an adjacent pair of the
compressed parts, from which one of them can be exter-
nally actuated to slide sideways with respect to the other,
making the overall thickness of both coupled wedges in-
crease. The adequate implementation of this principle
eases the pre-load application, due to its potential for big
mechanical advantage (force ratio) that is associated
with a big tensioning resolution and non-reversibility
(which prevents for unintended pre-load loosening).
[0026] The device also comprises, as a second im-
provement, relating to the reduction of emission of me-
chanical shock any or any combination of the following
techniques for reduction of the mechanical shock emis-
sion:

a) reduction of the mechanical shock introduced to
the integrated device of the invention from the re-
leasing device, by any of the following or any com-
bination of the following:

- allowing the releasing device to separate from
its hosting device subassembly upon release of
the tensioned element;

- interposing different piece parts and/or material
changes between the releasing device and the
device interface for which the shock needs to be
attenuated;
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- reducing the effective material section for me-
chanical shock transmission from the releasing
device to the device of the invention;

b) reduction of the mechanical shock generated in
the detention of the joining member after its release
by the releasing device, by:

- implementing shock absorbing means (e.g. col-
lapsible or crushable materials) in the area
where the released element impacts for deten-
tion;

- interposing different piece parts and/or material
changes between the said shock absorber and
the device interface for which the shock needs
to be attenuated;

- reducing the effective material section for me-
chanical shock transmission from the said shock
absorber to the device;

c) reduction of the mechanical shock generated by
the release of the strain energy stored in the inte-
grated device of the invention from the pre-load ap-
plication, by:

- containing the pre-load value to the necessary
force to reliably perform the restraining function;

- interposing different piece parts and/or material
changes between the pre-load strained material
or elements and the device interface for which
the shock needs to be attenuated;

- reducing the effective material section for me-
chanical shock transmission from pre-load
strained material or elements to the integrated
device.

[0027] Over any resulting configuration from any indi-
vidual or combined presence of the previously explained
improvements, regarding the mechanical shock reduc-
tion or the pre-loading mechanism, a further additional
improvement has been also foreseen within the scope
of the invention. Such a further improvement consists in
substantially adding a mechanical spherical articulation
capability to the integrated device of the invention. The
said capability guarantees: (i) tilt misalignment adjust-
ment of the stowed body relative to the support structure
at the moment of their mutual assembly through one or
more integrated devices, and (ii) the preferred reduced
hyperstaticity of body to support structure restriction, by
substantially cancelling the moments exchange among
them through each integrated device.
[0028] A preferred implementation of this improvement
consists in the insertion of an additional swivelling brack-
et into the device that (i) is connected by a spherical ar-

ticulation to it and (ii) accommodates the device charac-
teristics for interfacing in mechanical connection with the
separable body or support structure.
[0029] This preferred implementation also significantly
contributes to the reduction of the device mechanical
shock emission towards the body or structure to which
the inserted swivelling bracket is connected. The facts
that this swivelling bracket (i) does not accumulate any
of the strain energy caused by the pre-load and (ii) is an
added interposed part around the shock sources, makes
this implementation merge with some of the shock re-
duction techniques previously explained as participant
for this invention.
[0030] When the mating interlocking separable surfac-
es are of the kind, like for a cup-cone made of a pair of
male-female mating conical surfaces, of those for which
important contact stresses develop under bending mo-
ments, the current invention has foreseen alleviating
techniques through a further use of the spherical articu-
lation feature. For those cases, a further improved pre-
ferred implementation of the spherical articulation con-
sists in the location of the articulation point, relative to
the interlocking surfaces, so that the said contact stress
levels are comfortable for the materials involved. Typi-
cally, this is satisfied when the articulation point ap-
proaches the centroid of the interlocking surface.
[0031] The construction of the spherical articulation
can be of any kind. Preferred constructions use parts with
mating sliding spherical surfaces like plain spherical
bearings. Other constructions can be also considered,
like those based on spherical ball or roller bearings; those
based an cardan-type universal joints; or those based on
flexible elements (eg. radial beams) that, interposed be-
tween the two articulated pieces, allow, by flexing, for
their relative movement for limited spherical articulation
angular ranges.
[0032] A further additional improvement, also suitable
for implementation over any combination of the previous
ones, relates to the enhancement of the conductive  ther-
mal isolation properties for the integrate device. This fur-
ther improvement comprises the interposition of one or
more layers of lo thermal conductance materials in the
construction of the integrate device, between its attach-
ment interfaces to the deployable body and support struc-
ture. Preferred implementations of this improvement con-
sist in the adoption of low thermal conductance materials
for at least one of the trybological layers the device (typ-
ically, the mating interlocking separable surfaces of the
subassemblies and/or the spherical surfaces of a plain
spherical bearing); these inserted layers will, simultane-
ously, accomplish shock transmission reduction as ex-
plained previously.
[0033] Some other additional improvements are envis-
aged to be potentially present in any of the final construc-
tions covered by this invention. These improvements are
of modular implementation, each of the having the pos-
sibility of being added to the final construction of the in-
tegrated device with independence from the others. Said
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improvements are:

- the added capability for offset distance correction
among the mechanical connections with the sepa-
rable body or support structure: a preferred construc-
tion for this adjustability feature provides a stacking
of laminated shimming at least in one of both con-
nections; typically, the layers of laminated material
can be peeled off to get the desired offset distance;

- the added capability for integrate device separation
status monitoring, by implementing sensors into the
device that provide indication of the stowed or sep-
arated status of the integrated device: a preferred
construction consists in the implementation of con-
tact switches that, interposed between the separable
subassemblies of the integrated device, change sta-
tus upon separation. These sensors can be imple-
mented as a single component, or, preferably, re-
dundant, for improving the reliability of their feedback
function.

- the added capability of a separation initiation mech-
anism, typically known as a kick-off spring, for ap-
plying a short stroke separation force to the separa-
ble subassemblies of the integrated device in re-
sponse to actuation of the releasing mechanism to
urge the integrated device to the separated  condi-
tion, overcoming any potential adhesion that might
have developed between the mating interlocking su-
bassemblies separable surfaces.

[0034] The integrated device of the invention provides
the following advantages:

- robust strength and stiffness values in all three re-
strained translational directions;

- possibility of cancelling the rotational stiffness (be-
having as a spherical joint);

- adjustable pre-load and a tilt adjustment for the con-
nection;

- ability to cancel integration induced loading, by pro-
viding adjustment capability among interfaces, in or-
der to compensate dimensional imperfections;

- low thermal conductance (conductive heat fluxes be-
tween the restrained body and the support structure,
across the restraint system, are minimized);

- easiness of deployable body integration onto the
support structure, by staying compatible with simple
and natural procedures, and prioritising the use of
standard tools.

[0035] The deployable body can be of any kind. The

support structure can be land, sea, air or space-based.
The integrated device is particularly suitable for use on
a space launch vehicle in combination with the satellite
or probe being launched, or on a spacecraft in combina-
tion with other adjoined spacecraft or with appendages
like a solar panel array, antenna, boom, support member
or the like.
[0036] The two differentiated separable subassem-
blies can be referred as active-assembly and passive-
assembly; being the active-assembly the one from which
the release is activated (i.e. the one where the releasing
device is installed). Typically, the active-assembly will be
mechanically attached and electrically wired to the sup-
port structure system through which the integrated device
will receive an electrical release command.
[0037] The geometry and friction coefficients for the
interlocking mating surfaces substantially prevent the
tensioned element for working in shear; guarantee a solid
holding condition when the device is pre-loaded; and a
reliable separation following the release of the tensioned
element.
[0038] The tensioned element is mechanically con-
nected to both of the separable subassemblies, exerting
a compressive action on the said subassemblies that
keeps them together; and being the connection to the
active one via the releasing device.
[0039] The releasing device is preferably a separation
nut assembly, either pyrotechnically or non-explosively
actuated, compatible for releasable connection with the
tensioned element (typically a bolt or bolt like member).
The releasing device preferably provides rapid release
of the tensioned element and, preferably, also low shock
actuation, making the integrated device particularly suit-
able for the release of sensitive bodies.
[0040] To ensure complete separation of the tensioned
element from the separation nut assembly, the device
may comprise a separation bolt release assist mecha-
nism. This assist mechanism can be an integrated fea-
ture of the releasing device (e.g. a ejector piston that
pushes the released tensioned element out of the releas-
ing device) or be provided separately by the integrated
device (e.g. bolt a extractor spring that pulls the released
tensioned element out of the releasing device).
[0041] In addition, a catcher mechanism is provided
on the device for catching the tensioned element after it
is released from the releasing device, to prevent bounce
back of the said tensioned element.
[0042] The pre-load measurement system can be of
any kind, typically a mechanical or electromechanical
transducer, embedded or built in the integrated device.
Preferably the transducer will be substantially sensing
the pre-load in a member that is submitted to the whole
of it, either in tension (e.g. the releasable bolt) or com-
pression.
[0043] Other features and advantages of the present
invention will be understood from the following detailed
description of an illustrative embodiment of its object in
relation to the attached figures.
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DESCRIPTION OF THE DRAWINGS

[0044] These and other features, aspects and advan-
tages of the present invention will become better under-
stood from the following drawings, descriptions and ap-
pended claims, where:

Figures 1 a and 1 b show assemble and separated
perspective views, respectively, of a first embodi-
ment of the restraint and release device according
to the present invention.

Figures 2a and 2b show cross sections of the first
embodiment of the restraint and release device of
Figures 1 a and 1b, respectively, according to the
present invention.

Figure 3 is a further cross section of the first embod-
iment of the restraint and release device of Figure
1a according to the present invention, across the
mid-plane of the tensioning device.

Figure 4 is a cross section of a second embodiment
of the restraint and release device according to the
present invention.

Figure 5 is a cross section of a third embodiment of
the restraint and release device according to the
present invention.

Figures 6a and 6b are assembled and separated
cross sections, respectively, of a fourth embodiment
of the restraint and release device not claimed.

DETAILED DESCRIPTION OF THE INVENTION

[0045] In the following description, the invention is set
forth in the context of various embodiments for restraint
and release devices especially suitable for use on  space-
base support structures, known as Hold-down and Re-
lease Systems (HRS), which are adapted for the restraint
and selective release of deployable bodies on a space-
based support structure (e.g. a spacecraft from a space
launch vehicle, or a separable body from a spacecraft).
It will be appreciated, however, that the invention is ap-
plicable in a variety of contexts where it is desired to
maintain a deployable unit in a non-deployed state until
a desired time and then allow for separation of the de-
ployable unit from a support structure. Accordingly, it will
be understood that the following embodiments are pro-
vided for purposes of illustration and the invention is not
limited to any of such specific embodiments.
[0046] All embodiments that will be described from now
on of this invention represent solutions, in which:

- The implementation of the claimed shock attenua-
tion techniques has prioritised the reduction of me-
chanical shock emission to the passive-assembly.

This responds to a typical application demand,
where the active-assembly is attached to the support
structure and the passive-assembly to a deployable
body equipped with shock sensitive units;

- The mechanical connections to the support structure
and the separable body are made by bolted joints;
the bolting of both connections requiring only access
from the support structure side;

- The releasing device has been represented as a py-
rotechnically actuate separation nut, and, in coher-
ence, the releasable tensioned element as a thread-
ed bolt.

[0047] A first preferred embodiment of the restraint and
release device 1 (previously referred to as integrated de-
vice) of the invention is shown in Figures 1a, 1b, 2a, 2b
and 3. The restraint and release device 1 comprises two
differentiated separable subassemblies: an active-as-
sembly 2 and a passive-assembly 3, both preferably hav-
ing conical mating surfaces 4 for completing a cup-cone
arrangement in the stowed condition. This stowed as-
sembled  condition for the restraint and release device 1
is represented in Figures 1a, 2a and 3.
[0048] Preferably, the active-assembly 2 comprises
four threaded holes 8 for attachment to the support struc-
ture. The passive-assembly comprises four holes 9, to-
gether with four bolts 5 to go through, for attachment to
the deployable body.
[0049] A bolt 5 acts as tensioned element. Its head
pulls the passive-assembly 3 against the active-assem-
bly 2 with a pre-load that is also reacted at its threaded
tip by engaging the releasing device 7, preferably a sep-
aration nut 7, installed into this active-assembly 2. To
ensure complete separation of the bolt 5 from the sepa-
ration nut assembly 7, this restraint and release device
1, in its first embodiment, relies on an ejector piston (not
shown), available as an integrated feature in the state of
the art for pyrotechnical separation nuts; the said piston
axially pushes the bolt 5 out of the separation nut 7 upon
release.
[0050] Upon separation nut 7 release and bolt 5 ejec-
tion, a catcher mechanism, here represented in the form
of a set of flexible hooks 20, catches the head of the bolt
5 preventing it from bouncing back.
[0051] A preferably ring-shaped compression load cell
6 is used as embedded pre-load measurement system .
It is installed under the separation nut 7, where it is sub-
mitted, in compression, to the entire-preload. The cited
compression load cell 6 and the tensioning mechanism
are implemented in the active-assembly 2 of the device 1.
[0052] A pre-load application mechanism is embedded
into the restraint and release device 1 system. A wedge
10 seats onto another wedge 11 (see Figure 2a); by act-
ing on a set-screw 12, the lower wedge 10 can be forced
to move horizontally, driving the upper wedge 11 further
upwards, which causes the installed bolt 5 to elongate,
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increasing the pre-load of the restraint and release device
1 system. The low wedge angle makes the preload sys-
tem non-reversible and its operation from the set-screw
is comfortable and accurate. A second set-screw 13 al-
lows for intentionally reversing the tensioning action, if
needed. Thus, the tensioning mechanism elongates the
tensioned element 5  (bolt) by acting on the overall thick-
ness (30) over which the tensioning element 5 (bolt) acts,
therefore providing an effective thickness variation over
the compressed elements in the subassemblies 2, 3,
which provides an effective variation in the elongation of
the tensioned element 5 (bolt).
[0053] Availability and accessibility for pre-load moni-
toring and/or variation is provided by the permanent and
accessible implementation of:

- an electrical connector 14 for the read-out of the load-
cell 6; and

- the pre-load application set-screw 12.

[0054] The passive-assembly 3 has got permanent
spherical tilting capability by the implementation of a plain
spherical bearing 15. This spherical bearing 15 compris-
es a ball and a race-ring. In order to avoid ball to race-
ring clearances, which can cause loss of rigidity or rattling
of the restraint and release device 1 restraint function,
they may be assembled together in a pre-stresse condi-
tion yet compatible with the articulation feature. The
spherical bearing has been located relative to the conical
mating surfaces 4 verifying that applied forces at its cen-
tre do not significantly develop high bending contact
stresses on the said conical mating surfaces 4; in partic-
ular, by limiting the offset between the said centre and
the centroid of the conical mating surfaces 4.
[0055] Stacked laminated shimming 18 provides ad-
justability for offset distance between mechanical con-
nections to the support structure and the separable body.
This complements the angular adjustability provided by
the explained spherical tilting capability.
[0056] For obtaining an improved attenuation of the
mechanical shock:

- The load-cell 6 and the stacked wedges 10 and 11
are interposed between the separation nut 7 and the
restraint and release device 1 main housing of the
active-assembly 2;

- The separation nut 7 is allowed to axially separate
from the load-cell 6 in a backwards stroke. A stopping
ring 19 preferably made of soft material allows low
shock detention of the said stroke;

- A layer 17 preferably made of synthetic material is
interposed at the separable conical mating surface 4;

- The spherical plain bearing mechanically splits the
passive-assembly 3. All parts strained by the pre-

load get isolated from direct contact with the me-
chanical connection to the shock-sensitive separa-
ble body. A further layer 16 preferably made of syn-
thetic material is also interposed at the bearing sur-
face;

- A pad 21 of shock absorbing material is provided for
detention of the ejected released bolt 5. The pad 21
is installed at the end of a hollow shaft; this shaft is
attached to the ball of the spherical plain bearing 15
for improved mechanical isolation from the restraint
and release device 1 mechanical connections.

[0057] Moreover, the layers 16 and 17, preferably
made of synthetic material, provide the restraint and re-
lease device 1 with a low thermal conductivity between
its mechanical connections to the support structure and
the separable body.
[0058] A second preferred embodiment, represented
in Figure 4, is a variation of the first embodiment shown
in Figures 1a, 1b, 2a, 2b and 3, in which:

- A disc 22, put to work in flexion under the pre-load
action, and sensed for strain through gauges, be-
comes the built-in pre-load measurement system;

- The preload application mechanism is based on the
axial stroke that a radially-slotted conical washer 23
runs when seating on a conical surface and forced
to shrink in diameter. The washer’s shrinkage is
forced by the displacement of a threaded collar 24
whose conical tip exerts a wedge action on the outer
diameter of the washer;

- An extractor spring 24 safely extracts the bolt 5 out
of the separation nut 7 upon release. This implemen-
tation allows using separation nuts 7 lacking ejecting
piston feature.

[0059] Remarkable aspects for a third preferred em-
bodiment, shown in Figure 5, are:

- The cup-cone separation surface is internal to the
sphere of the plain spherical bearing 15 (in contrast
with the external configuration of the described first
and second embodiments);

- The pre-load measurement system comprises a load
cell 6 working in compression under the head of the
releasable bolt 5.

[0060] A fourth embodiment not claimed , represented
in Figures 6a and 6b, represents a non-articulated vari-
ation of the second embodiment of Figure 4.
[0061] While various embodiments and implementa-
tions of the present invention have been described in
detail, it is apparent that further modifications and adap-
tations of the invention can occur. However, it is to be
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expressly understood that such modifications and adap-
tations are within the scope of the present invention.
[0062] Therefore, the modifications described within
the scope defined by the following claims can be intro-
duced in the embodiments which have just been de-
scribed.

Claims

1. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure, the device
(1) being operable between a stowed condition and
a released condition, and comprising:

- a pair of subassemblies (2, 3), each for being
attached to either the deployable body or the
support structure, these subassemblies (2, 3)
comprising mating surfaces which interlock with
one another in the stowed condition to substan-
tially prevent lateral movement of the deployable
body relative to the support structure;
- a releasable tensioned element (5) which is
connected to both of the subassemblies (2, 3),
exerting a compressive pre-load action on the
said subassemblies (2, 3) that keep them togeth-
er;
- a force measurement system (6) that allows
monitoring the cited compressive pre-load ac-
tion applied;
- a releasing device (7) for releasing the cited
pre-load, allowing the free separation of the su-
bassemblies (2, 3);
- further comprising a tensioning mechanism
embedded in the device (1) such that it applies
a substantially pure-tension pre-load to the re-
leasable tensioned element (5),

characterized in that it further comprises substan-
tial mechanical spherical articulation capability,
guaranteeing tilt misalignment adjustment of the
stowed body relative to the support structure and the
reduced hyperstaticity of body to support structure
restriction, by substantially cancelling the moments
exchange among them.

2. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure according
to claim 1, characterized in that the spherical artic-
ulation capability is accomplished by using parts with
mating sliding spherical surfaces, like a plain spher-
ical bearing (15).

3. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure according
to claim 2, characterized in that the spherical bear-
ing (15) comprises a ball and a race-ring assembled
together in a prestressed condition compatible with

the articulation movements of the cited spherical
bearing (15), in order to avoid ball to race-ring clear-
ances, which can cause loss of rigidity or rattling of
the device (1) restraint function.

4. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure according
to claim 1, characterized in that the construction of
the spherical articulation comprises flexible ele-
ments that, interposed between the two articulated
pieces of the device (1), allow, by flexing, their rela-
tive movement for limited spherical articulation an-
gular ranges.

5. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure according
to claim 1, characterized in that the spherical artic-
ulation is located relative to the interlocking mating
surfaces of the subassemblies (2, 3) with limited off-
set between the centre of the said spherical articu-
lation and the centroid of the said surfaces, so that
it is verified that applied forces at the articulation cen-
tre do not significantly develop high bending contact
stresses on the said surfaces.

6. Device (1) for the restraint and release of a deploy-
able body mounted on a support structure according
to any of claims 1-5, characterized in that spherical
articulation is built internally or externally with re-
spect to the interlocking mating surfaces of the su-
bassemblies (2, 3).

Patentansprüche

1. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers, wobei die Vorrichtung (1) zwischen einer
Lagerposition und einer Löseposition betätigbar ist,
und mit:

- zwei jeweils an entweder dem aussetzbaren
Körper oder der Stützstruktur anbringbaren Un-
teranordnungen (2, 3), wobei diese Unteranord-
nungen (2, 3) Passflächen aufweisen, welche in
im verstauten Zustand ineinandergreifen, um ei-
ne seitwärts gerichtete Bewegung des aussetz-
baren Körpers in Bezug auf die Stützstruktur im
Wesentlichen zu verhindern;
- einem freigebbaren gespannten Element (5),
das mit beiden Unteranordnungen (2, 3) verbun-
den ist und eine zusammendrückende Vor-
spannwirkung auf die beiden Unteranordnun-
gen (2, 3) ausübt, welche diese zusammenhält;
- einem Kraftmesssystem (6), welches das
Überwachen der genannten aufgebrachten zu-
sammendrückenden Vorspannwirkung ermög-
licht;
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- einer Lösevorrichtung (7) zum Lösen der ge-
nannten Vorspannungskraft, wodurch das freie
Trennen der Unteranordnungen (2, 3) möglich
ist;
- ferner mit einem Spannmechanismus, der der-
art in der Vorrichtung (1) eingebettet ist, dass er
auf das lösbar gespannte Element (5) im We-
sentlichen eine reine Spannungs-Vorspankraft
aufbringt,

dadurch gekennzeichnet, dass sie ferner eine er-
hebliche mechanische Kugelgelenkeigenschaft auf-
weist, welche eine Korrektur einer Neigungsfehlaus-
richtung des verstauten Körpers relativ zur Stütz-
struktur und die reduzierte statische Unbestimmtheit
des Körpers in Bezug auf die Stützstrukturrestriktion
gewährleistet, indem der Momentenaustausch zwi-
schen diesen im Wesentlichen unterbunden ist.

2. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers nach Anspruch 1, dadurch gekennzeich-
net, dass die Kugelgelenkeigenschaft durch Ver-
wendung von Teilen mit passenden Gleitkugelflä-
chen, wie ein Gelenklager (15), erreicht ist.

3. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers nach Anspruch 12, dadurch gekennzeich-
net, dass das Gelenklager (15) eine Kugel und einen
Laufring, die in einem vorgespannten Zustand zu-
sammenfügt sind, der mit den Gelenkbewegungen
des genannten Gelenklagers (15) kompatibel ist, um
zwischen der Kugel und dem Laufring Spiel zu ver-
meiden, welches zu einem Verlust an Festigkeit oder
einem Klappern bei der Rückhaltefunktion der Vor-
richtung (1) führen kann.

4. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers nach Anspruch 1, dadurch gekennzeich-
net, dass die Konstruktion des Kugelgelenks flexible
Elemente aufweist, welche unter Zwischenfügung
zwischen die beiden Gelenkteile der Vorrichtung (1)
ermöglichen, diese durch Biegen in einem begrenz-
ten Kugelgelenkwinkelbereich relativ zueinander zu
bewegen.

5. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers nach Anspruch 1, dadurch gekennzeich-
net, dass das Kugelgelenk in Bezug auf die inein-
andergreifenden Passflächen der Unteranordnun-
gen (2, 3) mit einem  begrenzten Versatz zwischen
dem Mittelpunkt des Kugelgelenks und dem Flä-
chenschwerpunkt angeordnet ist, so dass sicherge-
stellt ist, dass an dem Gelenkmittelpunkt aufge-
brachte Kräfte im Wesentlichen keine hohen Biege-

Kontaktbelastungen der Flächen erzeugen.

6. Vorrichtung (1) zum Zurückhalten und Lösen eines
an einer Stützstruktur angebrachten aussetzbaren
Körpers nach einem der Ansprüche 1-5, dadurch
gekennzeichnet, dass das Kugelgelenk in Bezug
auf die ineinandergreifenden Passflächen der Un-
teranordnungen (2, 3) innerhalb oder außerhalb aus-
gebildet ist.

Revendications

1. Dispositif (1) pour la retenue et la libération d’un
corps déployable monté sur une structure de sup-
port, le dispositif (1) pouvant fonctionner entre un
état arrimé et un état libéré, et comprenant :

- une paire de sous-ensembles (2, 3), chacun
étant destiné à être attaché soit au corps dé-
ployable soit à la structure de support, ces sous-
ensembles (2, 3) comprenant des surfaces d’ap-
pariement qui se verrouillent mutuellement l’une
avec l’autre dans l’état arrimé pour empêcher
sensiblement un mouvement latéral du corps
déployable par rapport à la structure de support ;
- un élément mis sous tension libérable (5) qui
est relié aux deux sous-ensembles (2, 3), exer-
çant une action de précharge de compression
sur lesdits sous-ensembles (2, 3) qui les main-
tient ensemble ;
- un système de mesure de force (6) qui permet
une surveillance de l’action de précharge de
compression citée appliquée ;
- un dispositif de libération (7) pour libérer la pré-
charge citée, permettant la libre séparation des
sous-ensembles (2, 3) ;
- comprenant en outre un mécanisme de mise
sous tension incorporé dans le dispositif (1) de
sorte qu’il applique une précharge de tension
sensiblement pure à l’élément mis sous tension
libérable (5),

caractérisé en ce qu’il comprend en outre une ca-
pacité d’articulation sphérique mécanique substan-
tielle, garantissant un régalage de désalignement
d’inclinaison du corps arrimé par rapport à la struc-
ture de support et la restriction de l’hyperstatisme
réduit du corps par rapport à la structure de support,
en annulant sensiblement l’échange de moments
entre eux.

2. Dispositif (1) pour la retenue et la libération d’un
corps déployable monté sur une structure de  sup-
port selon la revendication 1, caractérisé en ce que
la capacité d’articulation sphérique est réalisée en
utilisant des pièces avec des surfaces d’apparie-
ment sphériques glissantes, telles qu’un palier sphé-
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rique lisse (15).

3. Dispositif (1) pour la retenue et la libération d’un
corps déployable monté sur une structure de support
selon la revendication 2, caractérisé en ce que le
palier sphérique (15) comprend une bille et une ba-
gue de chemin de roulement assemblées ensemble
dans un état précontraint compatible avec les mou-
vements d’articulation du palier sphérique (15) cité,
afin d’éviter des jeux bille à bague de chemin de
roulement, qui peuvent entraîner une perte de rigi-
dité ou un cliquetis de la fonction de retenue du Dis-
positif (1).

4. Dispositif (1) pour la retenue et la libération d’un
corps déplorable monté sur une structure de support
selon la revendication 1, caractérisé en ce que la
construction de l’articulation sphérique comprend
des éléments flexibles qui, interposés entre les deux
pièces articulées du dispositif (1), permettent, en flé-
chissant, leur mouvement relatif pour des plages an-
gulaires d’articulation sphérique limitées.

5. Dispositif (1) pour la retenue et la libération d’un
corps déployable monté sur une structure de support
selon la revendication 1, caractérisé en ce que l’ar-
ticulation sphérique est positionnée par rapport aux
surfaces d’appartement en verrouillage mutuel des
sous-ensembles (2, 3) avec un décalage limité entre
le centre de ladite articulation sphérique et le bary-
centre desdites surfaces, de sorte qu’il est vérifié
que des forces appliquées au centre d’articulation
ne développent pas significativement de contraintes
de contact par flexion élevées sur lesdites surfaces.

6. Dispositif (1) pour la retenue et la libération d’un
corps déployable monté sur une structure de support
selon l’une quelconque des revendications 1 à 5,
caractérisé en ce que l’articulation sphérique est
construite intérieurement ou extérieurement par rap-
port aux surfaces d’appariement en verrouillage mu-
tuel des sous-ensembles (2, 3).
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