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(54) CANCEL CAM STRUCTURE AND ROTARY CONNECTOR DEVICE

(57) A cancel cam structure capable of suppressing
noise of contact (hammering noise) of the cancel cam
structure and a ratchet to be small, and a rotatable con-
nector device, are provided. A cam section 12 includes
an outer circumferential cam wall 13a for allowing a ratch-
et 20 to slide thereon; an inner wall 13b located radially
inner to the outer circumferential cam wall 13a; and cou-
pling cam walls 13c and 13d for coupling the outer cir-
cumferential cam wall 13a and the inner wall 13b. The
outer circumferential cam wall 13a, the inner wall 13b,
and the coupling cam walls 13c and 13d are formed par-
allel to an axial direction X of a steering shaft; and an
enclosed space S is formed by the outer circumferential
cam wall 13a, the inner wall 13b, and the coupling cam
walls 13c and 13d. The cam section 12 also includes a
partition wall 14 or 140 for dividing the enclosed space S.



EP 2 641 781 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a cancel cam
structure for pivoting and thus returning a turn lever, for
indicating a direction in which an automobile is to be
turned, from a left turn indication pivoting position or a
right turn indication pivoting position to a neutral position
by pivoting of a steering wheel, and a rotatable connector
device.

BACKGROUND ART

[0002] For a right turn, a left turn or a lane change, a
driver of an automobile pivots a turn lever counterclock-
wise (left turn indication pivoting direction) or clockwise
(right turn indication pivoting direction) to indicate a turn-
ing direction of the automobile and pivots a steering
wheel from a neutral position to a turning direction.
[0003] Then, when the automobile finishes turning
right, turning right, or changing the lane, the driver pivots
the steering wheel in the opposite direction to the above-
mentioned pivoting operation to return the steering wheel
to the neutral position. Recently, automobiles are struc-
tured to automatically return the turn lever to the neutral
position along with the driver’s pivoting operation of re-
turning the steering wheel to the neutral position.
[0004] This is realized by, for example, as shown in
FIG. 7 and FIG. 8 (or Patent Document 1), a cancel mech-
anism 1’ including a turn lever 40 described above, a
cancel cam structure 10’, a bracket 30, and a ratchet 20.
[0005] The cancel cam structure 10’ is pivoted like a
steering wheel (not shown) by an operation of pivoting
the steering wheel. The bracket 30 is located between
the turn lever 40 and the cancel cam structure 10’ , and
is pivotable by the pivoting of the cancel cam structure
10’ and the turn lever 40. The ratchet 20 transmits a piv-
oting force of the cancel cam structure 10’, generated
when the steering wheel is pivoted and returned to a neu-
tral position N, to the bracket 30 and thus pivots and
returns the bracket 30 and the turn lever 40 to the neutral
position N.
[0006] This will be described in more detail. In a state
where the turn lever 40 and the bracket 30 are at the
neutral position N as shown in FIG. 7, the ratchet 20 is
urged toward the cancel cam structure 10’ by a ratchet
spring 22 forming urging means.
In this state, a non-cancel cam-side end 25 of the ratchet
20, which is on the opposite side to the cancel cam struc-
ture 10’, is located between two engaging sections 32
and 33 provided on the bracket 30 for cancelling. The
bracket 30 is held at the neutral position N by moderation
means (not shown).
[0007] From this state, the driver pivots the turn lever
40 as shown in FIG. 8. When the turn lever 40 and the
bracket 30 are pivoted to, for example, a left turn indica-
tion position L, an urging force of the ratchet spring 22

puts a cancel cam-side end 24 of the ratchet 20 into con-
tact with a cam section 12’ in the cancel cam structure 10’.
[0008] At this point, the non-cancel cam-side end 25
of the ratchet 20 approaches the engaging section 32
among the two engaging sections 32 and 33. Along with
the pivoting of the bracket 30, a turn signal switch is ac-
tuated to blink a turn signal lamp for left turn.
[0009] When, in this left turn indication state, the driver
pivots the steering wheel leftward (forward direction) ,
which is the same as the direction indicated by the turn
lever 40, to pivot the cancel cam structure 10’ leftward,
the cam section 12’ of the cancel cam structure 10’ con-
tacts the cancel cam- side end 24 of the ratchet 20 from
one side to swing the ratchet 20 with a ratchet shaft 21
being the swinging center.
[0010] In this case, the ratchet 20 is pivoted in a direc-
tion away from the engaging section 32 approached by
the non-cancel cam-side end 25. Therefore, the bracket
30 and the turn lever 40 are kept at the left turn indication
position L. During such forward-direction pivoting, the
turn signal switch is kept actuated and thus the turn signal
lamp for left turn is kept blinking.
[0011] By contrast, when, in the above-described left
turn indication state, the driver pivots the steering wheel
rightward, which is opposite to the direction indicated by
the turn lever 40, to pivot the cancel cam structure 10’
rightward, the cam section 12’ of the cancel cam structure
10’ contacts the cancel cam-side end 24 of the ratchet
20 from the opposite side to the above to pivot the ratchet
20 in the opposite direction to the above.
[0012] In this case, the ratchet 20 is pivoted in a direc-
tion toward the engaging section 32 approached by the
non-cancel cam-side end 25. Therefore, the bracket 30,
and thus the turn lever 40, are pivoted from the left turn
indication position L toward the neutral position N and
thus return to the neutral position N. Along with this, the
turn signal switch (not shown) is turned off and the turn
signal lamp for left turn (not shown) is put out.
[0013] The above description is regarding the case
where the bracket 30 is pivoted to the left turn indication
position L. In the case where the bracket 30 is pivoted to
a right turn indication position R, the basic operation is
substantially the same except that the pivoting direction
of each member is opposite.
[0014] The cam section 12’ of the conventional cancel
cam structure 10’ is formed of a plastic material. For ex-
ample, as shown in FIG. 9, the cam section 12’ is arc-
shaped and is enclosed by an arc-shaped outer circum-
ferential cam wall 13a’ contactable with the cancel cam-
side end 24 of the ratchet 20, an arc-shaped inner wall
13b’ having the same central axis as that of the outer
circumferential cam wall 13a’ but having a smaller diam-
eter than that of the outer circumferential cam wall 13a’,
and two coupling cam walls 13c’ and 13d’ extending in
a radial direction. The inside of the cam section 12’ is
hollow (enclosed space S’).
[0015] With such a structure of the cam section 12’ of
the cancel cam structure 10’, when the turn lever is piv-
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oted to the left turn indication position L (or right turn
indication position R) and thus the cancel cam-side end
24 contacts the cam section 12’, there is a problem that
noise of contact (hammering noise) of the cam section
12’ of the cancel cam structure 10’ and the cancel cam-
side end 24 of the ratchet 20 is large, which disturbs the
driver’s ears.

CITATION LIST

PATENT LITERATURE

[0016] Patent Document 1: Japanese Laid-Open Pat-
ent Publication No. 2010-143460

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0017] The present invention has an object of providing
a cancel cam structure capable of suppressing noise of
contact (hammering noise) of the cancel cam structure
and a ratchet to be small, and a rotatable connector de-
vice.

SOLUTION TO PROBLEM

[0018] The present invention is directed to a cancel
cam structure which includes a cam section for allowing
a ratchet to be put into contact therewith, is located ra-
dially outer to an axial direction of a steering shaft, and
is pivotable along with pivoting of a steering wheel con-
nected to the steering shaft. The cam section includes
an outer circumferential cam wall for allowing the ratchet
to slide thereon; an inner wall located radially inner to the
outer circumferential cam wall; and a coupling cam wall
for coupling ends of the outer circumferential cam wall
and the inner wall; the outer circumferential cam wall, the
inner wall, and the coupling cam wall are formed parallel
to the axial direction; and an enclosed space is formed
by the outer circumferential cam wall, the inner wall, and
the coupling cam wall; and at least one of the outer cir-
cumferential cam wall, the inner wall, and the coupling
cam wall has a projection section projecting toward the
enclosed space.
[0019] In the present invention, a wall surface of the
inner wall may be any of various shapes of wall surface
such as a circumferential surface, a flat surface or the like.
According to the present invention, the noise of contact
(hammering noise) of the cancel cam structure and the
ratchet can be suppressed to be small.
This will be described in more detail. At least one of the
outer circumferential cam wall, the inner wall, and the
coupling cam wall has a projection section projecting to-
ward the enclosed space. Owing to this, the rigidity of
the cam section is increased, and thus the range and
amplitude of vibration of the cam section caused by the
contact of the ratchet to the cam section can be reduced.

Therefore, the noise of contact (hammering noise) of the
cancel cam structure and the ratchet can be suppressed
to be small, which improves the comfort of the driver.
[0020] In the case where, for example, the outer cir-
cumferential cam wall has a projection section projecting
toward the enclosed space, the mass of the outer cir-
cumferential cam wall is increased, and the vibration of
the outer circumferential cam wall is made slow by inertia.
Therefore, the noise of contact of the cancel cam struc-
ture and the ratchet can be made low.
[0021] In an embodiment according to the present in-
vention, the outer circumferential cam wall may have an
arc shape such that any cross-section thereof perpen-
dicular to the axial direction is centered around an inter-
section of a central axis of the steering shaft and the
cross-section, the arc shape having a certain diameter,
and the outer circumferential cam wall may extend uni-
formly in the axial direction; the inner wall may have an
arc shape such that any cross-section thereof perpen-
dicular to the axial direction is centered around an inter-
section of the central axis and the cross-section, the arc
shape having a certain diameter smaller than the diam-
eter of the outer circumferential cum wall, and the inner
wall may extend uniformly in the axial direction; and the
projection section may be formed of a flat plate-like par-
tition wall standing upright in the axial direction, the par-
tition wall dividing the enclosed space.
[0022] According to the present invention, the noise of
contact (hammering noise) of the cancel cam structure
and the ratchet can be suppressed to be small.
This will be described in more detail. The projection sec-
tion is located so as to stand upright in the axial direction,
and is formed of a flat plate-like partition wall for dividing
the enclosed space. Owing to this, as compared with the
case where the projection section is not a partition wall,
in more detail, as compared with the case where the pro-
jection section projects into the enclosed space but does
not completely divide the enclosed space, the rigidity of
the cam section can be increased. Therefore, the range
and amplitude of vibration of the cam section caused by
the contact of the ratchet to the cam section can be re-
duced. Thus, the noise of contact (hammering noise) of
the cancel cam structure and the ratchet can be sup-
pressed to be smaller.
[0023] According to the present invention, the cam sec-
tion has a shape uniform with respect to the central axis.
Therefore, the cam section providing the above-de-
scribed effect can be formed easily by plastic molding.
In an embodiment according to the present invention, the
partition wall may extend straight in a radial direction.
[0024] According to the present invention, the rigidity
of the cam section is increased in the radial direction.
Therefore, the vibration of the cam section can be sup-
pressed to be significantly small when the ratchet ap-
proaches the outer circumferential cam wall of the cam
section in a direction from a radially outer side toward a
radially inner side and contacts the outer circumferential
cam wall. Thus, the contact noise (hammering noise)
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generated when the ratchet moves toward the central
axis of the cam section and contacts the cam section can
be suppressed to be significantly small.
[0025] According to the present invention, the cam sec-
tion is divided by the partition wall. Therefore, the outer
circumferential cam wall and the inner wall facing the
outer circumferential cam wall are each divided by the
partition wall in the circumferential direction. Each divided
part of the outer circumferential cam wall and a corre-
sponding divided part of the inner wall have different
lengths from each other in the circumferential direction.
Therefore, resonance of the inner wall due to vibration
of the outer circumferential cam wall does not occur eas-
ily. Thus, the contact noise (hammering noise) generated
when the ratchet contacts the cam section can be sup-
pressed to be small.
[0026] In an embodiment according to the present in-
vention, the projection section may be formed of a plu-
rality of partition walls.
According to the present invention, as compared with the
case where the cam section includes one partition wall,
the rigidity of the cam section is higher. Thus, the vibration
noise of the cancel cam structure generated when the
ratchet contacts the cancel cam structure can be sup-
pressed to be smaller. Therefore, the contact noise (ham-
mering noise) can be suppressed to be small.
[0027] In an embodiment according to the present in-
vention, the projection section may include a plurality of
partition walls at prescribed intervals, and distances be-
tween the coupling cam wall and the partition wall adja-
cent thereto and between the partition walls adjacent
thereto may include at least two types of distances.
[0028] According to the present invention, the en-
closed spaces divided by the partition walls include two
or more types of spaces having different shapes. There-
fore, the natural frequency of a cancel cam structure can
be dispersed into two or more. This can suppress the
resonance of the cam section of the cancel cam structure.
[0029] The present invention is also directed to a ro-
tatable connector device including a rotatable connector;
and the above-described cancel cam structure. The ro-
tatable connector includes a fixed case including a ring-
shaped fixed-side ring plate and an outer cylindrical sec-
tion having a cylindrical shape and extending perpendic-
ularly from an outer circumferential edge of the fixed-side
ring plate; and a rotatable case including a ring-shaped
rotatable-side ring plate and an inner cylindrical section
having a cylindrical shape and extending perpendicularly
from an inner circumferential edge of the rotatable-side
ring plate toward the fixed case. The fixed case and the
rotatable case are fit to each other so as to be rotatable
with respect to each other in a clockwise direction and a
counterclockwise direction; an accommodation section
is formed by the fixed-side ring plate and the outer cylin-
drical section of the fixed case and the rotatable-side ring
plate and the inner cylindrical section of the rotatable
case; and in the accommodation section, a flat cable for
electrically connecting the fixed case and the rotatable

case to each other is accommodated in a wound state.
[0030] According to the present invention, the cancel
cam structure can suppress the vibration thereof, caused
by the contact of the ratchet to the cancel cam structure,
to be small. Therefore, the rotatable connector device
can suppress the vibration applied on the rotatable con-
nector itself to be small.

ADVANTAGEOUS EFFECTS OF INVENTION

[0031] According to the present invention, a cancel
cam structure capable of suppressing noise of contact
(hammering noise) of the cancel cam structure and a
ratchet to be small, and a rotatable connector device can
be provided.

BRIEF DESCRIPTION OF DRAWINGS

[0032]

[FIG. 1] FIG. 1 is an isometric view of a rotatable
connector device.
[FIG. 2] FIG. 2 shows a neutral state of a cancel
mechanism.
[FIG. 3] FIG. 3 shows a left turn indication state of
the cancel mechanism.
[FIG. 4] FIG. 4 is a plan view of a cancel cam struc-
ture.
[FIG. 5] FIG. 5 provides views showing the cancel
cam structure.
[FIG. 6] FIG. 6 is a plan view of a cancel cam structure
in another embodiment.
[FIG. 7] FIG. 7 shows a neutral state of a cancel cam
structure in a conventional example.
[FIG. 8] FIG. 8 shows a left turn indication state of
the cancel cam structure in the conventional exam-
ple.
[FIG. 9] FIG. 9 is an isometric view of the cancel cam
structure in the conventional example.

DESCRIPTION OF EMBODIMENTS

[0033] Hereinafter, an embodiment of the present in-
vention will be described with reference to the drawings.
FIG. 1 is an isometric view showing a rotatable connector
device 2 including a cancel cam structure 10 in this em-
bodiment. FIG. 2 shows a neutral state of a cancel mech-
anism 1 as seen from the side of a steering wheel. FIG.
3 shows a left turn indication state of the cancel mecha-
nism 1 also as seen from the side of the steering wheel.
[0034] FIG. 4 is a plan view of the cancel cam structure
10 as seen from the side of a combination switch (vehicle
body side). FIG. 5(a) is an isometric view of the cancel
cam structure 10 as seen from the side of the combination
switch (vehicle body side), and FIG. 5 (b) is a cross-sec-
tional view taken along line A-A in FIG. 5(a).
[0035] As shown in FIG. 1, the rotatable connector de-
vice 2 in this embodiment includes a rotatable connector
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70 and the cancel cam structure 10.
Below the rotatable connector device 2 shown in FIG. 1,
a steering wheel (not shown) is provided. A top surface
of the rotatable connector device 2 shown in FIG. 1 is
attached to the combination switch (not shown) on the
vehicle body side. In a hollow space H in the rotatable
connector device 2, a steering shaft (not shown) is to be
inserted.
[0036] The rotatable connector 70 mainly includes a
fixed case 71, a rotatable case 72, and a flat cable (not
shown).
The fixed case 71 includes a ring-shaped fixed-side ring
plate 71a and an outer cylindrical section 71b extending
downward in FIG. 1 perpendicularly from an outer cir-
cumferential edge of the fixed-side ring plate 71a. The
fixed case 71 is fixed to the combination switch on the
vehicle body side provided on the rotatable connector
device 2 shown in FIG. 1.
[0037] The rotatable case 72 includes a ring-shaped
rotatable-side ring plate (not shown) and an inner cylin-
drical section 72b having a cylindrical shape and extend-
ing upward in FIG. 1 perpendicularly from an inner cir-
cumferential edge of the rotatable-side ring plate. The
rotatable case 72 is fixed to, and is pivotable with, the
steering wheel provided below the rotatable connector
device 2 shown in FIG. 1. The rotatable connector device
2 is mounted on the vehicle such that the rotatable case
72 is above the fixed case 11.
[0038] An accommodation space for accommodating
the flat cable is formed by the fixed-side ring plate 17a
and the outer cylindrical section 71b of the fixed case 71
and the rotatable-side ring plate and the inner cylindrical
section 72b of the rotatable case 72. The flat cable is
accommodated in a wound state in the accommodation
space and electrically connect the fixed-side case 71 and
the rotatable-side case 72. To the inner cylindrical section
72b of the rotatable case 72, the cancel cam structure
10 is attached. The cancel cam structure 10 is pivotable
with the steering wheel.
[0039] As shown in FIG. 2 and FIG. 3, the cancel mech-
anism 1 in this embodiment includes the cancel cam
structure 10, a bracket 30, a turn lever 40, and a ratchet
20.
[0040] The cancel cam structure 10 in this embodiment
is formed of a plastic material, and shown in FIG. 4 and
FIG. 5, has a diameter which allows the steering shaft to
be inserted thereto. The cancel cam structure 10 is cy-
lindrical and includes an inner cylinder 11a having a cy-
lindrical shape and extending generally in an axial direc-
tion X of the steering shaft, and an outer cylinder 11b
having a cylindrical shape. The outer cylinder 11b has
the same central axis as that of the inner cylinder 11a
and has a diameter larger than that of the inner cylinder
11a. The central axis of the steering shaft matches the
central axis of the inner cylinder 11a and the outer cylin-
der 11b.
[0041] The cancel cam structure 10 includes cam sec-
tions 12 projecting toward the central axis in a bilaterally

symmetrical manner. Each of the cam sections 12 in-
cludes a tube-shaped outer wall 13 and partition walls
14 for dividing an enclosed space S enclosed by the outer
wall 13.
[0042] The outer wall 13 is tube-shaped and includes
an outer circumferential cam wall 13a, an inner wall 13b,
and coupling cams 13c and 13d.
The outer circumferential cam wall 13a is contactable
with a cancel cam-side end 24 of the ratchet 20, and has
an arc shape such that any cross-section thereof per-
pendicular to the axial direction X of the steering shaft is
centered around the central axis. The arc shape has a
certain diameter, and the outer circumferential cam wall
13a extends uniformly in the axial direction.
[0043] Like the outer circumferential cam wall 13a, the
inner wall 13b has an arc shape such that any cross-
section thereof perpendicular to the axial direction X is
centered around the central axis. The arc shape has a
certain diameter smaller than the diameter of the outer
circumferential cum wall 13a, and the inner wall 13b ex-
tends uniformly in the axial direction.
The coupling cam walls 13c and 13d are each formed of
a flat plate and stand upright in the axial direction X. The
coupling cam walls 13c and 13d each couple ends of the
outer circumferential cam wall 13a and the inner wall 13b.
[0044] The partition walls 14 include a first partition wall
14a, a second partition wall 14b, and a third partition wall
14c. The partition walls 14 (first partition wall 14a, second
partition wall 14b, and third partition wall 14c) are each
formed of a flat plate and all have the same thickness.
The partition walls 14 are located so as to stand upright
in the axial direction X and extend straight in the radial
direction of the cancel cam structure 10.
[0045] As shown in FIG. 5(b), the partition walls 14 are
provided from a top end 12U to a bottom end 12D of the
cam section 12 in the axial direction X, and connect the
outer circumferential cam wall 13a and the inner wall 13b
to each other. The partition walls 14 are provided at an
equal interval in a circumferential direction of the cancel
cam structure 10 so as to equally divide the enclosed
space S enclosed by the outer wall 13 into four in the
circumferential direction.
[0046] Referring to FIG. 2, a body main section 51 of
a cancel mechanism-including body 50 having a cancel
mechanism 1 built therein is provided to the right of, and
in the vicinity of, the cancel cam structure 10. The body
main section 51 is fixed to the vehicle body side. The
cancel mechanism-including body 50 includes the body
main section 51 provided in a lower part thereof and a
cover (not shown) attached to a top surface of the body
main section 51.
[0047] In the body main section 51 of the cancel mech-
anism-including body 50, the bracket 30, the turn lever
40 and the ratchet 20 are located.
Referring to FIG. 2, the bracket 30 is pivotable in direc-
tions of arrows A1 and A2 with a bracket shaft 31 being
the pivoting center. On a top surface of the bracket 30,
a back plate 34 having the two engaging sections 32 and
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33 for cancelling is provided.
[0048] Referring to FIG. 2, the back plate 34 is movable
in directions of arrows C1 and C2 and is normally kept
by a back spring 35 at an equilibrium position of the back
spring 35. The two engaging sections 32 and 33 are lo-
cated so as to expand toward the cancel cam structure
10.
[0049] On a tip side of the bracket 30 (on the side of
the cancel cam structure 10), a guide convexed section
36 (see FIG. 3) having a mountain shape and projecting
toward the combination switch is formed. To both of the
sides of the guide convexed section 36, guide concaved
sections 37 lower than the guide convexed section 36
are formed.
[0050] On the tip side of the top surface of the bracket
30, the ratchet 20 is located. The ratchet 20 is covered
with a cover member (not shown). A ratchet shaft 21 pro-
jecting upward and downward is provided at a position
which is approximately the center of the ratchet 20 in a
longitudinal direction thereof. The ratchet shaft 21 is pro-
vided integrally with the ratchet 20. The ratchet 20 is
swingable with the ratchet shaft 21 being the swinging
center.
[0051] A bottom part of the ratchet shaft 21 is inserted
into the tip side of the bracket 30. A top part of the ratchet
shaft 21 is movably inserted into a guide groove 52a
formed in an inner surface of the cover member. The
guide groove 52a extends in a direction connecting the
center of the bracket shaft 31, which is the pivoting center
of the bracket 30, and a pivoting center of the cancel cam
structure 10.
[0052] Below the ratchet 20, a concaved section for
spring is formed. An intermediate part of the ratchet
spring 22 formed of a tension coil spring is inserted into
the concaved section for spring. Both of two ends of the
ratchet spring 22 in a longitudinal direction thereof are
hooked on the body main section 51. The ratchet 20 is
urged toward the cancel cam structure 10 (direction of
arrow D in FIG. 2) by an urging force of the ratchet spring
22.
[0053] The ratchet 20 is swingable about the ratchet
shaft 21 and also is movable along the guide groove 52a
toward and away from the cancel cam structure 10. The
cancel cam-side end 24 of the ratchet 20, which is on the
side of the cancel cam structure 10, projects from an
opening 51a of the body main section 51 toward the can-
cel cam structure 10. A non-cancel cam-side end 25 of
the ratchet 20, which is on the opposite side to the cancel
cam structure 10, is located between the two engaging
sections 32 and 33.
[0054] In the state where the turn lever 40 and the
bracket 30 are at the neutral position N shown in FIG. 2,
the bottom part of the ratchet shaft 21 of the ratchet 20
is at a position facing a tip of the guide convexed section
36 on the tip side of the bracket 30. The ratchet 20 is
displaced in a direction away from the cancel cam struc-
ture 10 (opposite to the direction of arrow D) against the
urging force of the ratchet spring 22.

[0055] In this neutral state, the cancel cam-side end
24 is outside a pivoting track E (see FIG. 2) of the cam
section 12 of the cancel cam structure 10. The non-cancel
cam-side end 25 of the ratchet 20 is located at a position
which is approximately the center between the two en-
gaging sections 32 and 33.
[0056] When the turn lever 40 is pivoted in, for exam-
ple, the direction of arrow A1, which is the left turn indi-
cation direction, from this neutral state, the bracket 30 is
pivoted in the direction of arrow A1 about the bracket
shaft 31 together with the turn lever 40. As a result, as
shown in FIG. 3, the bracket 30 reaches a left turn indi-
cation position L.
[0057] By the pivoting of the bracket 30 to the left turn
indication position L, the bottom part of the ratchet shaft
21 of the ratchet 20 is distanced from the tip of the guide
convexed section 36 and moves along an inclining sur-
face of the guide convexed section 36 toward the foot of
the mountain shape thereof. The bottom part of the ratch-
et shaft 21 is also displaced in the direction of arrow D
by the urging force of the ratchet spring 22. The cancel
cam-side end 24 of the ratchet 20 contacts an outer cam
wall 12a1 of the cam section 12 of the cancel cam struc-
ture 10 at a strong force by the urging force of the ratchet
spring 22. This contact generates hammering noise.
[0058] At this point, the non-cancel cam-side end 25
of the ratchet 20 is moved close to, or put into contact
with, the engaging section 32. Along with the pivoting of
the bracket 30 in the direction of arrow A1, a left turn
switch of a turn signal switch (not shown) is turned on
and thus a left turn signal lamp (not shown) blinks.
[0059] When the bracket 30 and the turn lever 40 are
at this left turn indication position L, the cancel cam struc-
ture 10 may be pivoted leftward (direction of arrow F1;
forward direction), which is the direction indicated by the
turn lever 40, by the pivoting of the steering wheel. When
this occurs, the cam section 12, pivoting in the direction
of arrow F1, contacts the cancel cam-side end 24.
[0060] In this case, the ratchet 20 swings about the
ratchet shaft 21 such that the non-cancel cam-side end
25, which is close to the engaging section 32, is distanced
away therefrom (swings in a direction of arrow G1).
Therefore, the cam section 12 is allowed to pivot in the
direction of arrow F1. Thus, the bracket 30 and the turn
lever 40 are kept at the left turn indication position L.
[0061] When the bracket 30 and the turn lever 40 are
at the left turn indication position L as shown in FIG. 3,
the cancel cam structure 10 may be pivoted rightward
(direction of arrow F2), which is opposite to the direction
indicated by the turn lever 40, by the pivoting of the steer-
ing wheel. When this occurs, the cam section 12, pivoting
in the direction of arrow F2, contacts the cancel cam-side
end 24.
In this case, the ratchet 20 swings and pivots about the
ratchet shaft 21 such that the non-cancel cam-side end
25, which is close to the engaging section 32, is engaged
therewith (swings in a direction of arrow G2).
[0062] Along with the pivoting of the ratchet 20 in the
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direction of arrow G2, the non-cancel cam-side end 25
is engaged with the engaging section 32, and thus a piv-
oting force of pivoting the bracket 30 in the direction of
arrow A2 is generated. Owing to this, the bracket 30 and
the turn lever 40 are pivoted in the direction of arrow A2
back to the neutral potion N shown in FIG. 2. In this man-
ner, the cancel mechanism 1 makes a self-cancel oper-
ation. Along with this, the left turn switch of the turn signal
switch is turned off and thus the left turn signal lamp is
put out.
[0063] In the above description regarding the operation
of the cancel mechanism 1, the turn lever 40 is pivoted
to the left turn indication position L. In the case where
the turn lever 40 is pivoted to the right turn indication
position R, the basic operation is substantially the same
except that the pivoting direction of each member is op-
posite. Thus, the description thereof will be omitted.
[0064] The above-described cancel cam structure 10
provides the following functions and effects.
The cam section 12 of the cancel cam structure 10 in-
cludes the partition walls 14 for dividing the enclosed
space S enclosed by the outer wall 13. Owing to this, the
rigidity of the cam section 12 is increased, and thus the
range and amplitude of vibration of the cam section 12
caused by the contact of the cancel cam-side end 24 of
the ratchet 20 to the cam section 12 of the cancel cam
structure 10 can be reduced. Therefore, the noise of con-
tact (hammering noise) of the cancel cam structure 10
and the ratchet 20 can be suppressed to be small, which
improves the comfort of the driver.
[0065] The cam section 12 has a shape uniform with
respect to the central axis. Therefore, the cam section
12 providing the above-described effect can be formed
easily by plastic molding.
The partition walls 14 are provided to extend straight in
the radial direction. Owing to this, the rigidity of the cam
section 12 is increased especially in the radial direction.
Therefore, the vibration of the cam section 12 can be
suppressed to be significantly small when the cancel
cam-side end 24 of the ratchet 20 approaches the outer
circumferential cam wall 13a of the cam section 12 of the
cancel cam structure 10 in a direction from a radially outer
side toward a radially inner side and contacts the outer
circumferential cam wall 13a. Thus, the contact noise
(hammering noise) generated when the ratchet 20 moves
toward the central axis of the cam section 12 and contacts
the cam section 12 can be suppressed to be significantly
small.
[0066] Since the cam section 12 is divided by the par-
tition walls 14, the outer circumferential cam wall 13a and
the inner wall 13b facing the outer circumferential cam
wall 13a are each divided by the partition walls 14 in the
circumferential direction. Each divided part of the outer
circumferential cam wall 13a and a corresponding divid-
ed part of the inner wall 13b have different lengths from
each other in the circumferential direction. Therefore,
resonance of the inner wall 13b due to vibration of the
outer circumferential cam wall 13a does not occur easily.

Thus, the contact noise (hammering noise) generated
when the ratchet 20 contacts the cam section 12 can be
suppressed to be small.
[0067] The cam section 12 includes a plurality of par-
tition walls 14 for dividing the enclosed space S. Owing
to this, as compared with the case where the cancel cam
structure includes one partition wall, the rigidity of the
cam section 12 of the cancel cam structure 10 is higher,
and thus the vibration noise of the cam section 12 gen-
erated when the cancel cam-side end 24 of the ratchet
20 contacts the cam section 12 of the cancel cam struc-
ture 10 can be suppressed to be smaller.
[0068] As described above, the cancel cam structure
10 can suppress the vibration, caused by the contact of
the cancel cam-side end 24 of the ratchet 20 to the cam
section 12 of the cancel cam structure 10, to be small.
Therefore, the rotatable connector device 2 can suppress
the vibration applied on the rotatable connector 70 itself
to be small.
[0069] The above-described functions and effects are
effectively exerted on the contact noise generated when
the turn lever 40 is pivoted to the left turn indication po-
sition (or right turn indication position) to put the ratchet
20 into contact with the cam section 12, and also on con-
tact noise generated by any contact between the ratchet
20 and the cam section 12 caused until the self-cancel
operation of the cancel mechanism 1 is completed.
[0070] The present invention is not limited to the above
embodiment and can be implemented in many other em-
bodiments.
For example, as shown in FIG. 6, the distance between
the coupling cam wall 13c and a first partition wall 140a
and the distance between a third partition wall 140c and
the coupling cam wall 13d may be longer than the dis-
tance between the first partition wall 140a and the second
partition wall 14b and the distance between the second
partition wall 14b and a third partition wall 140c.
[0071] In this case, inner spaces divided by partition
walls 140 include two or more types of spaces having
different shapes. Therefore, the natural frequency of a
cam section 120 of a cancel cam structure 100 can be
dispersed into two or more. This can suppress the reso-
nance of the cam section 120 of the cancel cam structure
100.
[0072] In the above-described embodiment, for exam-
ple, the cancel cam structure 10 is provided in the rotat-
able connector 70. Alternatively, the cancel cam structure
10 may be provided separately from the rotatable con-
nector 70.
The cancel cam structure 10 in the above-described em-
bodiment is usable for any other cancel mechanism in
which a ratchet and the cam section 12 or 120 are put
into contact with each other, as well as for the cancel
mechanism 1.

REFERENCE SIGNS LIST

[0073]

11 12 



EP 2 641 781 A1

8

5

10

15

20

25

30

35

40

45

50

55

2 ... Rotatable connector device
10, 100 ... Cancel cam structure
12, 120 ... Cam section
13a ... Outer circumferential cam wall
13b ... Inner wall
13c, 13d ... Coupling cam wall
14, 140 ... Partition wall
14a, 140a ... First partition wall
14b ... Second partition wall
14c, 140c ... Third partition wall
20 ... Ratchet
70 ... Rotatable connector
71 ... Fixed case
71a ... Fixed-side ring plate
71b ... Outer cylindrical section
72 ... Rotatable case
72b ... Inner cylindrical section
S ... Enclosed space
X ... Axial direction

Claims

1. A cancel cam structure which includes a cam section
for allowing a ratchet to be put into contact therewith,
is located radially outer to an axial direction of a steer-
ing shaft, and is pivotable along with pivoting of a
steering wheel connected to the steering shaft;
wherein:

the cam section includes:

an outer circumferential cam wall for allow-
ing the ratchet to slide thereon;
an inner wall located radially inner to the
outer circumferential cam wall; and
a coupling cam wall for coupling ends of the
outer circumferential cam wall and the inner
wall;

the outer circumferential cam wall, the inner wall,
and the coupling cam wall are formed parallel
to the axial direction; and an enclosed space is
formed by the outer circumferential cam wall,
the inner wall, and the coupling cam wall; and
at least one of the outer circumferential cam wall,
the inner wall, and the coupling cam wall has a
projection section projecting toward the en-
closed space.

2. The cancel cam structure according to claim 1,
wherein:

the outer circumferential cam wall has an arc
shape such that any cross-section thereof per-
pendicular to the axial direction is centered
around an intersection of a central axis of the
steering shaft and the cross-section, the arc

shape having a certain diameter, and the outer
circumferential cam wall extends uniformly in
the axial direction;
the inner wall has an arc shape such that any
cross-section thereof perpendicular to the axial
direction is centered around an intersection of
the central axis and the cross-section, the arc
shape having a certain diameter smaller than
the diameter of the outer circumferential cum
wall, and the inner wall extends uniformly in the
axial direction; and
the projection section is formed of a flat plate-
like partition wall standing upright in the axial
direction, the partition wall dividing the enclosed
space.

3. The cancel cam structure according to claim 2,
wherein the partition wall extends straight in a radial
direction.

4. The cancel cam structure according to claim 2 or 3,
wherein the projection section is formed of a plurality
of partition walls.

5. The cancel cam structure according to claim 2 or 3
or 4, wherein the projection section is formed of a
plurality of partition walls at prescribed intervals, and
distances between the coupling cam wall and the
partition wall adjacent thereto and between the par-
tition walls adjacent thereto include at least two types
of distances.

6. A rotatable connector device, comprising:

a rotatable connector; and
a cancel cam structure according to any one of
claims 1 through 5;
wherein the rotatable connector includes:

a fixed case including a ring-shaped fixed-
side ring plate and an outer cylindrical sec-
tion having a cylindrical shape and extend-
ing perpendicularly from an outer circumfer-
ential edge of the fixed-side ring plate; and
a rotatable case including a ring-shaped ro-
tatable-side ring plate and an inner cylindri-
cal section having a cylindrical shape and
extending perpendicularly from an inner cir-
cumferential edge of the rotatable-side ring
plate toward the fixed case;

wherein:

the fixed case and the rotatable case are fit
to each other so as to be rotatable with re-
spect to each other in a clockwise direction
and a counterclockwise direction;
an accommodation section is formed by the
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fixed-side ring plate and the outer cylindrical
section of the fixed case and the rotatable-
side ring plate and the inner cylindrical sec-
tion of the rotatable case; and
in the accommodation section, a flat cable
for electrically connecting the fixed case
and the rotatable case to each other are ac-
commodated in a wound state.
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