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Description

CROSS-REFERENCE TO RELATED PATENT DOCU-
MENTS

[0001] This application is related to the following U.S.
patent applications and issued patents:

(1) U.S. Patent No. 6,007,578 entitled "Scleral Pros-
thesis for Treatment of Presbyopia and Other Eye
Disorders" issued on December 28, 1999;
(2) U.S. Patent No. 6,280,468 entitled "Scleral Pros-
thesis for Treatment of Presbyopia and Other Eye
Disorders" issued on August 28, 2001;
(3) U.S. Patent No. 6,299,640 entitled "Scleral Pros-
thesis for Treatment of Presbyopia and Other Eye
Disorders" issued on October 9, 2001;
(4) U.S. Patent No. 5,354,331 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on Oc-
tober 11, 1994;
(5) U.S. Patent No. 5,465,737 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on No-
vember 14, 1995;
(6) U.S. Patent No. 5,489,299 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on
February 6, 1996;
(7) U.S. Patent No. 5,503,165 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on April
2, 1996;
(8) U.S. Patent No. 5,529,076 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on
June 25, 1996;
(9) U.S. Patent No. 5,722,952 entitled "Treatment of
Presbyopia and Other Eye Disorders" issued on
March 3, 1998;
(10) U.S. Patent No. 6,197,056 entitled "Segmented
Scleral Band for Treatment of Presbyopia and Other
Eye Disorders" issued on March 6, 2001;
(11) U.S. Patent No. 6,579,316 entitled "Segmented
Scleral Band for Treatment of Presbyopia and Other
Eye Disorders" issued on June 17, 2003;
(12) U.S. Patent No. 6,926,727 entitled "Surgical
Blade for Use with a Surgical Tool for Making Inci-
sions for Scleral Eye Implants" issued on August 9,
2005;
(13) U.S. Patent No. 6,991,650 entitled "Scleral Ex-
pansion Device Having Duck Bill" issued on January
31, 2006;
(14) U.S. Patent Application Serial No. 10/080,877
entitled "System and Method for Making Incisions
for Scleral Eye Implants" filed on February 22, 2002;
(15) U.S. Patent Application Serial No. 10/443,122
entitled "System and Method for Determining a Po-
sition for a Scleral Pocket for a Scleral Prosthesis"
filed on May 20, 2003;
(16) U.S. Patent Application Serial No. 11/137,085
entitled "Scleral Prosthesis for Treatment of Presby-
opia and Other Eye Disorders" filed on May 24, 2005;

(17) U.S. Patent Application Serial No. 11/199,591
entitled "Surgical Blade for Use with a Surgical Tool
for Making Incisions for Scleral Eye Implants" filed
on August 8, 2005;
(18) U.S. Patent Application Serial No. 11/252,369
entitled "Scleral Expansion Device Having Duck Bill"
filed on October 17, 2005;
(19) U.S. Patent Application Serial No. 11/323,283
entitled "Surgical Blade for Use with a Surgical Tool
for Making Incisions for Scleral Eye Implants" filed
on December 30, 2005;
(20) U.S. Patent Application Serial No. 11/323,284
entitled "System and Method for Making Incisions
for Scleral Eye Implants" filed on December 30,
2005;
(21) U.S. Patent Application Serial No. 11/322,728
entitled "Segmented Scleral Band for Treatment of
Presbyopia and Other Eye Disorders" filed on De-
cember 30, 2005;
(22) U.S. Patent Application Serial No. 11/323,752
entitled "Segmented Scleral Band for Treatment of
Presbyopia and Other Eye Disorders" filed on De-
cember 30, 2005;
(23) U.S. Provisional Patent Application No.
60/819,995 entitled "Apparatuses, Systems, and
Methods Related to Treating Presbyopia and Other
Eye Disorders" filed on July 11, 2006;
(24) U.S. Patent Application Serial No. 11/827,444
entitled "Apparatus and Method for Securing Ocular
Tissue" filed on July 11, 2007; and
(25) U.S. Patent Application Serial No. 11/827,382
entitled "Scleral Prosthesis for Treating Presbyopia
and Other Eye Disorders and Related Devices and
Methods" filed on July 11, 2007;

TECHNICAL FIELD

[0002] This disclosure is generally directed to surgical
devices and more specifically to apparatuses and meth-
ods for forming incisions in ocular tissue.

BACKGROUND

[0003] Various surgical procedures may be performed
on a patient’s eye to reduce or correct any number of
vision problems. For example, surgical procedures are
often performed to treat presbyopia, myopia, hyperopia,
elevated intraocular pressure, ocular hypertension, and
glaucoma. As a particular example, presbyopia can often
be treated by implanting scleral prostheses within the
scleral tissue of the patient’s eye. For each individual
scleral prosthesis, an incision can be made in the sclera
of the eye. The incision can then be extended under the
surface of the sclera to form a scleral "tunnel," and a
scleral prosthesis can be placed within the tunnel. One
or multiple scleral prostheses may be implanted in a pa-
tient’s eye to partially or completely eliminate presbyopia
in the patient’s eye. The same or similar technique can
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also be used to treat glaucoma, ocular hypertension, el-
evated intraocular pressure, or other eye disorders. This
technique is described more fully in the U.S. patents and
patent applications.
US Patent No. 6,077,287 discloses a surgical tool 30 that
uses an actuator cable (180) to physically pull a movable
jaw 34 towards a fixed jaw 32 and cut tissue.
US Patent No. 5,695,511 discloses a cutting device 1
that uses a shape-memory-effect (SME) alloy actuator
to cause movement of a blade.

SUMMARY

[0004] This disclosure provides apparatuses and
methods for forming incisions in ocular tissue.
[0005] In a first embodiment, a surgical tool includes a
surgical blade configured to be moved to form an incision.
The surgical tool also includes a wire configured to cause
movement of the surgical blade. The surgical tool further
includes an actuator configured to shorten a length of the
wire to cause the movement of the surgical blade.
[0006] In particular embodiments, the actuator is con-
figured to shorten the length of the wire by applying an
electrical current to the wire. The wire could, for example,
include flexible nitinol.
[0007] In other particular embodiments, the surgical
tool is configured to move the surgical blade in a first
direction and then in a second direction in response to a
single shortening of the wire.
[0008] In yet other particular embodiments, the wire
represents a first wire, and the surgical tool also includes
a plate coupled to a second wire that is configured to
move the surgical blade. The surgical tool further in-
cludes a locomotive wheel configured to turn in response
to the shortening of the first wire and a locomotive arm
coupled to the locomotive wheel and the plate. Rotation
of the locomotive wheel causes the locomotive arm to
move the second wire.
[0009] In other particular embodiments, the wire rep-
resents a first wire, and the surgical tool also includes a
second wire. The surgical tool is configured to move the
surgical blade in a first direction in response to shortening
the first wire and to move the surgical blade in a second
direction in response to shortening the second wire.
[0010] In still other particular embodiments, the surgi-
cal tool further includes a third wire configured to move
the surgical blade and first and second connectors. The
first connector couples the first wire to the third wire such
that the shortening of the first wire moves the surgical
blade in the first direction. The second connector couples
the second wire to the third wire such that the shortening
of the second wire moves the surgical blade in the second
direction.
[0011] In other particular embodiments, the surgical
tool also includes a third wire configured to move the
surgical blade. The surgical tool further includes a rocking
arm coupled to the third wire and configured to rotate. In
addition, the surgical tool includes first and second spring

clips. The first spring clip is coupled to the first wire and
the rocking arm such that the shortening of the first wire
rotates the rocking arm clockwise. The second spring
clip is coupled to the second wire and the rocking arm
such that the shortening of the second wire rotates the
rocking arm counter-clockwise.
[0012] In additional particular embodiments, the surgi-
cal tool also includes a third wire configured to move the
surgical blade. The surgical tool further includes a rocking
arm coupled to the first and third wires and configured to
rotate such that the shortening of the first wire rotates
the rocking arm clockwise. In addition, the surgical tool
includes a spring clip coupled to the second wire and the
rocking arm such that the shortening of the second wire
rotates the rocking arm counter-clockwise.
[0013] In a second embodiment, a method includes
shortening a length of a wire in a surgical tool by heating
the wire. The method also includes moving a surgical
blade based on the shortening of the wire.
[0014] In a third embodiment, a surgical tool includes
a surgical blade configured to be moved to form an inci-
sion and a wire configured to cause movement of the
surgical blade. The surgical tool also includes a central
axle around which the wire is wrapped and first and sec-
ond springs configured to rotate the central axle in first
and second directions, respectively. The surgical tool fur-
ther includes first and second latches configured to se-
cure and release the first and second springs, respec-
tively. The surgical tool also includes a switch assembly
configured to cause the first latch to release the first
spring so that the central axle rotates in the first direction,
where the second latch is configured to release the sec-
ond spring so that the central axle rotates in the second
direction. In addition, the surgical tool includes a plunger
configured to return at least one of the springs to a loca-
tion for re-securing by at least one of the latches.
[0015] In particular embodiments, the surgical tool fur-
ther includes first and second mechanical arms coupled
to the plunger and configured to return the first and sec-
ond springs to locations for re-securing by the first and
second latches.
[0016] Other technical features may be readily appar-
ent to one skilled in the art from the following figures,
descriptions, and claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] For a more complete understanding of this dis-
closure, reference is now made to the following descrip-
tion, taken in conjunction with the accompanying draw-
ing, in which:
[0018] FIGURES 1A through 1D illustrate a first exam-
ple surgical tool for making incisions in accordance with
this disclosure;
[0019] FIGURES 2A through 2C illustrate a second ex-
ample surgical tool for making incisions in accordance
with this disclosure;
[0020] FIGURES 3A through 3C illustrate a third ex-
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ample surgical tool for making incisions in accordance
with this disclosure;
[0021] FIGURES 4A through 4I illustrate a fourth ex-
ample surgical tool for making incisions in accordance
with this disclosure;
[0022] FIGURES 5A through 5Q illustrate a fifth exam-
ple surgical tool for making incisions in accordance with
this disclosure;
[0023] FIGURES 6A through 6E illustrate a sixth ex-
ample surgical tool for making incisions in accordance
with this disclosure;
[0024] FIGURES 7A through 7H illustrate a seventh
example surgical tool for making incisions in accordance
with this disclosure;
[0025] FIGURES 8A through 8D illustrate an eighth ex-
ample surgical tool for making incisions in accordance
with this disclosure;
[0026] FIGURES 9A through 9D illustrate an example
surgical blade assembly with an eye prosthesis for use
with a surgical tool for making incisions in accordance
with this disclosure; and
[0027] FIGURES 10A and 10B illustrate example
methods for making incisions in accordance with this dis-
closure.

DETAILED DESCRIPTION

[0028] FIGURES 1A through 10B, discussed below,
and the various embodiments used to describe the prin-
ciples of the present invention in this patent document
are by way of illustration only and should not be construed
in any way to limit the scope of the invention. Those skilled
in the art will understand that the principles of the inven-
tion may be implemented in any type of suitably arranged
device or system.
[0029] FIGURES 1A through 1D illustrate a first exam-
ple surgical tool 100 for making incisions in accordance
with this disclosure. The embodiment of the surgical tool
100 shown in FIGURES 1A through 1D is for illustration
only. Other embodiments of the surgical tool 100 could
be used without departing from the scope of this disclo-
sure.
[0030] As shown in FIGURES 1A through 1D, the sur-
gical tool 100 includes a frame 102. The frame 102 rep-
resents a support structure on which other components
of the surgical tool 100 can be mounted or secured. In
this example, the frame 102 represents a generally
straight and flat structure having various holes through
which bolts, screws, pins, or other attachment mecha-
nisms can be used to secure other various components
of the surgical tool 100 to the frame 102. The frame 102
can be formed from any suitable material or materials,
such as metal or plastic. The frame 102 can also have
any suitable size, shape, and dimensions, which could
vary depending on the layout and arrangement of the
other components of the surgical tool 100.
[0031] In this example, the surgical tool 100 also in-
cludes a surgical blade assembly 104. The surgical blade

assembly 104 includes a surgical blade 106, a rotating
wheel 108, and a footplate 110. The surgical blade 106
is used to physically form an incision in the ocular tissue
of  a patient’s eye. In this example, the surgical blade
106 includes a central portion and a curved cutting blade
coupled to the central portion. The central portion of the
surgical blade 106 can be rotated by the surgical tool
100. Rotation of the central portion of the surgical blade
106 therefore results in movement of the cutting blade.
By rotating the central portion of the surgical blade 106
in one direction, the cutting blade can be moved into the
ocular tissue of the patient’s eye. By rotating the central
portion of the surgical blade 106 in the opposite direction,
the cutting blade can be retracted from the ocular tissue
of the patient’s eye. In this example, the surgical blade
106 includes a curved cutting blade that can be used
(among other things) to form scleral tunnels in the scleral
tissue of the patient’s eye. However, the surgical blade
106 could be used to form any other suitable incision,
and the surgical blade 106 could use any suitable type
of cutting blade (curved or otherwise).
[0032] The central portion of the surgical blade 106 is
coupled to the rotating wheel 108. Because of this, rota-
tion of the rotating wheel 108 causes a corresponding
rotation of the surgical blade 106. By controlling the ro-
tation of the rotating wheel 108, the surgical tool 100 can
control the rotation of the surgical blade 106 (and there-
fore the creation of an incision). In this example embod-
iment, as described in more detail below, the surgical
tool 100 is configured to cause bi-directional rotation of
the rotating wheel 108, thereby causing bi-directional ro-
tation of the surgical blade 106 (into and then out of the
patient’s ocular tissue). The rotating wheel 108 includes
any suitable structure facilitating rotation of and control
over the surgical blade 106.
[0033] The footplate 110 represents a structure that
can  be placed onto the surface of the patient’s eye. The
footplate 110 allows the surgical tool 100 to be positioned
properly on the patient’s eye to ensure that any incisions
made with the surgical tool 100 are in the proper positions
on the patient’s eye. As shown here, the footplate 110
includes two notches, which allow the curved cutting
blade of the surgical blade 106 to pass through the foot-
plate 110 and into and out of the patient’s ocular tissue.
The footplate 110 includes any suitable structure facili-
tating placement of the surgical tool 100 on the patient’s
eye.
[0034] The surgical tool 100 also includes one or more
power supplies 111. The power supplies 111 provide op-
erating power to the surgical tool 100, such as power
used to cause rotation of the surgical blade 106. The
power supplies 111 include any suitable source of power
for the surgical tool 100, such as batteries, solar cells,
fuel cells, or any other or additional power supply or sup-
plies. As a particular example, the power supplies 111
could represent camera or camcorder batteries, such as
1.5V batteries. While the surgical tool 100 in this example
includes two power supplies 111, any suitable number
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of power supplies 111 could be used in the surgical tool
100 (including a single power supply).
[0035] A printed circuit board 112 implements various
logic for controlling the surgical tool 100. For example,
the printed circuit board 112 could include control logic
for controlling the rotation of the surgical blade 106. The
printed circuit board 112 could also include communica-
tion circuitry for communicating with external compo-
nents or systems. As a particular example, the printed
circuit board 112 could include components facilitating
wired or wireless communications, such as infrared or
radio frequency (RF) communications. The wired  or wire-
less communications could be used for any suitable pur-
pose. For instance, the printed circuit board 112 could
communicate with an audible, sensory (vibration), or vis-
ual mechanism (within or external to the surgical tool
100). The audible, sensory, or visual mechanism could
inform a surgeon or other personnel of the status of the
surgical tool 100. Example statuses could include: the
tool is properly located and ready for use, the surgical
blade is moving forward, the surgical blade is moving
backward, the surgical blade’s cycle has been interrupt-
ed, the surgical blade’s cycle has been successfully com-
pleted, and potentially other miscellaneous information.
The printed circuit board 112 could also receive signals
(such as from a foot pedal, from a switch on the tool 100,
or from a wired or wireless device) for initiating rotation
of the surgical blade 106. Any other suitable wired or
wireless communications may occur with the printed cir-
cuit board 112, and the printed circuit board 112 could
support any other or additional functions.
[0036] In this example, the surgical tool 100 includes
a wire 114, which is used to cause rotation of the rotating
wheel 108 (thereby causing rotation of the surgical blade
106). The wire 114 could be formed from any suitable
material or materials, such as Kevlar. The wire 114 could
also have any suitable shape, such as a strand of material
(s) having a circular or ovoidal cross section (although
other shapes having over cross sections could be used).
[0037] The wire 114 is inserted into, coupled to, se-
cured against, or otherwise associated with the rotating
wheel 108. In this example, the wire 114 is inserted into
a channel 116 in the rotating wheel 108. The channel
116 retains the wire 114, which allows movement of the
wire 114  to translate into rotation of the rotating wheel
108. The wire 114 is also wrapped around a wheel 118.
The wheel 118 rotates and allows back and forth move-
ment of the wire 114. In addition, a plate 120 is secured
or attached to the wire 114. As explained in more detail
below, the plate 120 can be moved generally up and
down along the frame 102, which imparts bi-directional
rotation to the wire 114. The bi-directional rotation of the
wire 114 results in bi-directional rotation of the rotating
wheel 108, which causes bi-directional rotation of the sur-
gical blade 106. The wheel 118 includes any suitable
structure allowing bi-directional rotation of the wire 114.
The plate 120 includes any suitable structure for causing
movement of the wire 114.

[0038] Another wire 122 is used to initiate the bi-direc-
tional rotation of the wire 114. The wire 122 is electrically
connected to the printed circuit board 112. The wire 122
is formed from a material or materials that allow the wire
122 to be shortened in length. For example, the wire 122
could be formed from flexinol or flexible nitinol (nickel
titanium naval ordnance). Flexinol wires shorten in length
in response to heating, and the printed circuit board 112
includes any suitable structure(s) for heating the wire
122, such as by applying an electrical current to the wire
122. As a particular example, the printed circuit board
112 could apply an electrical current to the wire 122 to
heat the wire 122 to at least approximately 100°C. This
heating causes the wire 122 to shorten in length. As de-
scribed in more detail below, this shortening of the wire
122 causes movement of the plate 120, which leads to
rotation of the surgical blade 106. The wire 122 could be
formed from any suitable material or materials, such as
flexinol. The wire 122 could also have  any suitable
shape, such as a strand of material(s) having a circular
or ovoidal cross section (although other shapes having
over cross sections could be used).
[0039] In this example, the wire 122 is wrapped around
two sets of pulleys 124-126. These sets of pulleys
124-126 allow the wire 122 to have a relatively long length
while reducing the amount of space needed for the wire
122. In this particular embodiment, each set of pulleys
124-126 includes four pulleys that are independent of
one another. Moreover, a support cover 128 is secured
over each set of pulleys 124-126, which allows a central
axle to be inserted through and allow rotation of each set
of pulleys 124-126.
[0040] The wire 122 is also wrapped around or coupled
to a central wheel 130. The central wheel 130 is attached
or secured to a locomotive wheel 132 on the opposite
side of the frame 102. A locomotive arm 134 is rotatably
attached to the locomotive wheel 132 and the plate 120.
When the wire 122 is shortened in length (such as by
applying an electrical current to the wire 122), the short-
ening of the wire 122 causes rotation of the central wheel
130. Since the central wheel 130 is coupled to the loco-
motive wheel 132, the rotation of the central wheel 130
causes a corresponding rotation of the locomotive wheel
132.
[0041] Rotation of the locomotive wheel 132 causes
the locomotive arm 134 to generally move up and down
the frame 102, which also causes the plate 120 to gen-
erally move up and down the frame 102. As noted above,
movement of the plate 120 up and down the frame 102
results in rotation of the wire 114 in one direction and
then in the other direction. The use of the locomotive
wheel 132 allows single-directional rotation of the central
wheel 130/locomotive wheel 132 to translate into bi-di-
rectional rotation of the wire 114 (and therefore bi-direc-
tional  rotation of the surgical blade 106). For instance,
the wire 122 could shorten by an amount that causes
approximately 360° of rotation of the central wheel
130/locomotive wheel 132, which results in an approxi-
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mately 180° rotation of the surgical blade 106 into the
patient’s ocular tissue followed by an approximately 180°
rotation of the surgical blade 106 out of the patient’s oc-
ular tissue. As a result, the surgical blade 106 can be
rotated into and then out of the ocular tissue of the pa-
tient’s eye to create an incision during a single application
of electrical current to the wire 122.
[0042] In particular embodiments, the central wheel
130 can only rotate in a single direction. For example,
the central wheel 130 could include a one-way clutch,
such as a clutch formed from ball bearings that permit
rotation in one direction but lock up and prevent rotation
in the opposite direction. In these embodiments, the one-
way central wheel 130 may allow rotation of the locomo-
tive wheel 132 when the wire 122 is shortened using an
electrical current, while preventing opposite rotation of
the locomotive wheel 132 later (such as after the electri-
cal current has stopped and the wire 122 has cooled).
[0043] After an incision has been made, the surgical
tool 100 can be removed from the patient’s eye. During
this time, the wire 122 may cool due to the lack of an
electrical current. In some embodiments, at this point,
the wire 122 can be stretched to regain a longer length
and approximate its precharged condition, so that the
surgical tool 100 can be reused to form another incision
in the patient’s eye. The wire 122 can be stretched to
regain a longer length in any suitable manner. For exam-
ple, the wire 122 could be manually pulled in one or more
locations  to increase the length of the wire 122. As an-
other example, the wire 122 could be detached from the
central wheel 130 and pulled to increase its length. Fur-
ther, a spring-loaded mechanism or other suitable me-
chanical mechanism could be incorporated into the sur-
gical tool 100 to pull on the wire 122 when activated by
a user. Any other suitable mechanical, electrical, or other
mechanism(s) could be used to lengthen the wire 122
after use, preparing for the next incision cycle.
[0044] The surgical tool 100 could include any other or
additional components according to particular needs. For
example, any suitable type of connector or connectors
(such as bolts, screws, pins, or other attachment mech-
anisms) can be used to couple various components of
the surgical tool 100 to the frame 102 or to one another.
Also, spacers or other suitable separating mechanisms
could be used to separate various components from one
another, such as to separate the printed circuit board 112
from the frame 102.
[0045] FIGURES 2A through 2C illustrate a second ex-
ample surgical tool 200 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 200 shown in FIGURES 2A through 2C is for illus-
tration only. Other embodiments of the surgical tool 200
could be used without departing from the scope of this
disclosure.
[0046] In this example, the surgical tool 200 includes
a body 202, a shaft 204, and a surgical blade assembly
206 at a tip of the shaft 204. The body 202 in this em-
bodiment may include various components used to op-

erate and control the surgical tool 200. For example, the
body 202 could retain or include a printed circuit board
208. The printed circuit board 208 could support various
functions performed by the surgical tool 200, such as by
enabling rotation of a surgical blade. In this example em-
bodiment, the printed  circuit board 208 includes connec-
tion blocks 210, which are used to hold or retain various
wires in the surgical tool 200.
[0047] The surgical blade assembly 206 in this exam-
ple includes a surgical blade 212 and a footplate 214. In
FIGURES 2B and 2C, the shaft 204 of the surgical tool
200 has been removed for ease of explanation. As shown
here, the surgical blade 212 includes a central portion
216 with a projection 218. The central portion 216
projects out from the actual cutting blade of the surgical
blade 212, and the projection 218 projects farther out
from the central portion 216. Each side of the surgical
blade 212 could include a projection 218, and the pro-
jections 218 could be inserted into corresponding holes
220 near the tip of the shaft 204. In this way, the surgical
blade 212 can be inserted into and retained within the
shaft 204 of the surgical tool 200. This also allows rotation
of the surgical blade 212 once inserted into the shaft 204
of the surgical tool 200.
[0048] The footplate 214 is mounted at or near the end
of the shaft 204 and can be placed on the patient’s eye.
The footplate 214 in this example includes two notches
through which the curved cutting blade of the surgical
blade 212 can pass when making an incision. The foot-
plate 214 also includes prongs for digging into the ocular
tissue of the patient’s eye to secure the footplate 214 in
place. The footplate 214 in this example could be mount-
ed so that the footplate 214 can rock back and forth on
the end of the surgical tool 200.
[0049] As shown in FIGURES 2B and 2C, the surgical
tool 200 includes two sets of wires 222a-222c and 224a-
224c. Each set of wires in this example includes three
wires. One wire 222a and 224a in each set may be formed
from  Kevlar or other material(s) and are wrapped around
the central portion 216 of the surgical blade 212. Here,
the wires 222a and 224a are wrapped around the central
portion 216 in opposite directions. Another wire 222b and
224b in each set may be formed from flexinol or other
material(s) that can be shortened in length. The third wire
222c and 224c in each set may represent ground wires.
[0050] As shown here, each set of wires includes a
connector 226. The connector 226 in each set physically
couples the wires in that set together. The connector 226
in each set of wires may also electrically couple the wires
222b and 222c or the wires 224b and 224c (thereby cou-
pling each flexinol or other wire to ground). Each of the
wires may represent any suitable strand of material(s)
having any suitable size, shape, and cross section. Each
of the connectors 226 includes any suitable structure for
coupling multiple wires together.
[0051] In this example, the surgical tool 200 uses mul-
tiple wires to cause bi-directional rotation of the surgical
blade 212. For example, an electrical current can be ap-
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plied to the wire 222b, causing that wire to contract or
shorten. Because of the connector 226 in that set of wires
222a-222c, this pulls on the wire 222a in that set of wires.
Because the wire 222a in that set of wires is wrapped
around the central portion 216 of the surgical bade 212,
this pulls the surgical blade 212 in one direction, rotating
the cutting blade into the ocular tissue of the patient’s eye.
[0052] The electrical current through the wire 222b in
the set of wires can stop, allowing that wire to cool. At
the same time or after that, an electrical current can be
applied to the wire 224b in the other set of wires 224a-
224c. This causes the wire 224b in that set of wires to
contract or shorten. Again, because of the connector 226
connecting that second set of wires 224a-224c, this pulls
on the wire 224a in that set of wires, which is wrapped
around the central portion 216 of the surgical bade 212
(but in the opposite direction). This pulls the surgical
blade 212 in the opposite direction, rotating the cutting
blade out of the ocular tissue of the patient’s eye. This
completes the formation of the incision. The electrical
current through the red wire in the second set of wires
224 can stop, allowing that wire to cool.
[0053] In this type of surgical tool 200, multiple wires
that can shorten in length (wires 222b and 224b) are used
to rotate the surgical blade 212 in opposite directions. As
a result, it may not be necessary to use any type of mech-
anism for stretching the contracting wires 222b and 224b
in the surgical tool 200. For example, the pulling caused
by shortening one wire 222b can pull the other wire 224b,
lengthening the other wire 224b. However, the use of
manual or automatic stretching of the wires 222b and
224b to a longer length, approximating its precharged
condition, could be used in the surgical tool 200.
[0054] As with the surgical tool 100, the surgical tool
200 could be controlled in any suitable manner. For ex-
ample, the printed circuit board 208 could include a wired
or wireless interface for receiving commands and trans-
mitting status information. The surgical tool 200 could
also include a manual switch that can be used to control
the surgical tool 200. For instance, a switch 228 at the
top of the surgical tool 200 could be used to control the
surgical tool 200. In some embodiments, depressing the
switch 228 could initiate rotation of the surgical blade 212
in one direction, and release of the switch 228 could in-
itiate rotation of the surgical blade  212 in the other di-
rection. In other embodiments, depressing and releasing
the switch 228 could initiate rotation of the surgical blade
212 in one direction, and depressing and releasing the
switch 228 could initiate rotation of the surgical blade 212
in the other direction. However, this represents merely
two examples of how the operation of the surgical tool
200 could be controlled. The surgical tool 200 could be
controlled in any other suitable manner.
[0055] FIGURES 3A through 3C illustrate a third ex-
ample surgical tool 300 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 300 shown in FIGURES 3A through 3C is for illus-
tration only. Other embodiments of the surgical tool 300

could be used without departing from the scope of this
disclosure.
[0056] In this example, the surgical tool 300 could rep-
resent or operate in the same or similar manner as any
of the surgical tools described in this patent document.
The surgical tool 300 could, for example, include one or
more wires formed from flexinol or other material(s) that
can contract or shorten, such as in response to an elec-
trical current. These one or more wires can be used to
impart rotation to a surgical blade in the surgical tool 300
to form an incision in the ocular tissue of a patient’s eye.
[0057] In addition, the surgical tool 300 in this example
includes a mounting projection 302, which can be used
to mount the surgical tool 300 on an ocular fixation device
304. The ocular fixation device 304 represents a device
that is attached or secured to the patient’s eye, thereby
helping to reduce or prevent movement of the patient’s
eye during a surgical procedure. Various examples of
ocular fixation devices are provided in U.S. Patent Ap-
plication No. 11/827,444, which has been incorporated
by reference. While one specific ocular fixation device
304 is shown here, any other suitable ocular fixation de-
vice 304 could be used with the surgical tool 300.
[0058] As shown here, the mounting projection 302 on
the surgical tool 300 includes two extensions 306a-306b
forming a partial circle around a dome of the ocular fix-
ation device 304. Each of the extensions 306a-306b in-
cludes an end that can be inserted into a hole in the dome
of the ocular fixation device 304. As shown in FIGURE
3B, the mounting projection 302 of the surgical tool 300
also includes a stopper 308, which can be depressed
against the ocular fixation device 304. Collectively, the
ends of the extensions 306a-306b and the stopper 308
represent three points that can be used to mount the
surgical tool 300 on the ocular fixation device 304 in one
or more specific locations to ensure the proper position-
ing of the surgical tool 300 on the patient’s eye. However,
the use of the extensions 306a-306b and the stopper 308
to mount the surgical tool 300 on the ocular fixation device
304 is for illustration only. Any other suitable technique,
structure, or mechanism could be used to mount, couple,
attach, or otherwise associate the surgical tool 300 and
the ocular fixation device 304.
[0059] In this example embodiment, the extensions
306a-306b of the surgical tool 300 form a partial circle
around the dome of the ocular fixation device 304. This
allows the surgical tool 300 to be attached or mounted
to the ocular fixation device 304 while leaving a large
portion of the ocular fixation device 304 exposed. Among
other things, this may allow the use of a positioning tool
310, which can be used to place the ocular fixation device
304 into one or  more positions on the patient’s eye. In
this example, the positioning tool 310 represents a
spring-loaded syringe, which attaches to the ocular fixa-
tion device 300 by creating a vacuum against the dome,
although any other suitable positioning tool could be
used.
[0060] FIGURES 4A through 4I illustrate a fourth ex-
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ample surgical tool 400 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 400 shown in FIGURES 4A through 4I is for illustra-
tion only. Other embodiments of the surgical tool 400
could be used without departing from the scope of this
disclosure.
[0061] As shown in FIGURE 4A, the surgical tool 400
includes a housing 402 and a blade assembly 404. The
housing 402 generally contains the various components
of the surgical tool 400 for causing rotation of a surgical
blade in the blade assembly 404. Components within the
housing 402 are shown in FIGURES 4B and 4C. For ex-
ample, a printed circuit board 406 could support various
functions performed by the surgical tool 400, such as by
enabling and controlling rotation of a surgical blade 408.
Also, one or more power supplies 410, such as one or
more batteries, can supply power to the surgical tool 400.
[0062] In this example, the surgical tool 400 creates
bi-directional rotation in the surgical blade 408 using
three wires 412-416. One wire 412 extends generally
from a position near the blade assembly 404 to a spring
clip 418a, and another wire 414 extends generally from
a position near the blade assembly 404 to a spring clip
418b (on the opposite side of the printed circuit board
406). The third wire 416 forms a loop between an upper
rocking arm 420 and a lower pulley 422. Each of the wires
412-416 could be formed from any suitable material(s).
For instance, the wires 412-414 could be formed from
flexinol or other  material(s) that can contract, and the
wire 416 could be formed from Kevlar. Each of the wires
412-416 could also have any suitable shape, such as a
strand of material(s) having a circular or ovoidal cross
section (although other shapes having over cross sec-
tions could be used).
[0063] In this example embodiment, the spring clip
418a and the spring clip 418b facilitate bi-directional
movement of the rocking arm 420 (and therefore bi-di-
rectional rotation of the wire 416) by providing tension on
the drive wires 412-414. The wire 412 is arranged to pull
on the spring clip 418a to cause movement of the rocking
arm 420 in one direction, and the wire 414 is arranged
to pull on the spring clip 418b to cause movement of the
rocking arm 420 in the opposite direction. Because of
this, the wire 412 can impart directional rotation in one
direction to the wire 416 (via the spring clip 418a and the
rocking arm 420), and the wire 414 can impart directional
rotation in the opposite direction to the wire 416 (via the
spring clip 418b and the rocking arm 420).
[0064] The wire 416 is looped around the rocking arm
420 and the pulley 422, and the pulley 422 is coupled or
secured to the surgical blade 408. Rotation of the wire
416 can therefore cause a corresponding rotation in the
surgical blade 408. The printed circuit board 406 in this
example could contain structures for causing contraction
of the wires 412-414, such as by heating the wires
412-414 through application of electrical current to the
wires 412-414. The printed circuit board 406 may there-
fore heat the wires 412-414 to impart bi-directional move-

ment to the rocking arm 420. For example, applying an
electrical current to the wire 412 could cause the surgical
blade 408 to rotate into the patient’s ocular tissue, and
applying an electrical current to the wire 414 could cause
the surgical  blade 408 to rotate out of the patient’s ocular
tissue.
[0065] Additional details regarding the arrangement of
the surgical tool 400 near the spring clip 418a, the spring
clip 418b, and the rocking arm 420 are shown in FIG-
URES 4D through 4G. In particular, FIGURES 4D and
4E illustrate the operation of the surgical tool 400 on the
side of the surgical tool 400 containing the wire 412 and
the spring clip 418a. FIGURES 4F and 4G illustrate the
operation of the surgical tool 400 on the side of the sur-
gical tool 400 containing the wire 414 and the spring clip
418b.
[0066] As shown in FIGURES 4D and 4E, the spring
clip 418a is attached or secured to the wire 412. The wire
412 can be contracted, such as by applying an electrical
current to the wire 412. In FIGURE 4D, the wire 412 has
not been contracted, and the spring clip 418a is in its
resting position. In FIGURE 4E, the wire 412 has been
contracted, which pulls down on the spring clip 418a.
This imparts directional movement (clockwise in FIG-
URES 4D and 4E) to the rocking arm 420, which causes
rotation in the wire 416, the pulley 422, and the surgical
blade 408.
[0067] Two microswitches 424a-424b are used to con-
trol the rotation of the surgical blade 408. For example,
prior to rotation of the surgical blade 408, the spring clip
418a or the rocking arm 420 may depress the microswitch
424a, which could inform the surgical tool 400 or an ex-
ternal component that the surgical tool 400 is ready for
use (the blade is in an open position). During rotation of
the surgical blade 408, the spring clip 418a or the rocking
arm 420 stops depressing the microswitch 424a and
eventually depresses the microswitch 424b. This could
inform the surgical tool 400 or an external component
that the surgical blade 408 has been rotated by a desired
amount (such as an amount adequate to form a scleral
tunnel in the  patient’s eye). The surgical tool 400 could
then initiate counter-rotation of the surgical blade 408 to
remove the surgical blade 408 from the patient’s eye.
This would cause the spring clip 418a or the rocking arm
420 to again depress the microswitch 424a. Each of the
microswitches 424a-424b represents any suitable struc-
ture that can be contacted by an external element to trig-
ger or interrupt a signal, such as any suitable switch that
completes a circuit when depressed or that interrupts a
circuit when depressed.
[0068] Two magnets 426-428 can be used as shown
here to maintain the surgical blade 408 in an opened
(unrotated) position. For example, the magnets 426-428
could be attracted to one another, and the magnets
426-428 could bias the rocking arm 420 in the position
shown in FIGURE 4D. The magnets 426-428 may main-
tain the rocking arm 420 in this position until the contrac-
tion of the wire 412 pulls the magnets 426-428 apart. As
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described below, contraction of the wire 414 may then
allow the magnets 426-428 to move closer together, at
which point the magnets 426-428 could again pull to-
wards each other and bias the rocking arm 420 in the
position shown in FIGURE 4D. In this example, the mag-
net 426 is located within the rocking arm 420, and the
magnet 428 is located within a magnet holder 430 that
can be mounted on the printed circuit board 406 or other
structure in the surgical tool 400. Also, the electrical cur-
rent heating the wire 414 could stop prior to the complete
removal of the surgical blade from the patient’s eye, and
the magnets 426-428 could complete the removal of the
surgical blade.
[0069] As shown in FIGURES 4F and 4G, the spring
clip 418b is attached or secured to the wire 414. In FIG-
URE 4F, the wire 414 has not been contracted, and the
spring clip  418b is in its resting position and is separated
from a projection of the rocking arm 420. In FIGURE 4G,
the wire 412 has been contracted, which has caused
movement of the rocking arm 420 around a pivot point
432. This therefore causes rotation of the surgical blade
408 into the patient’s eye. At this point, the projection of
the rocking arm 420 is now nearer to or in contact with
one end of the spring clip 418b. The wire 414 can then
be contracted, such as by applying an electrical current
to the wire 414. This pulls down on the end of the spring
clip 418b, which also pulls down on the projection of the
rocking arm 420. This causes movement of the rocking
arm 420 in the opposite direction and therefore rotation
of the surgical blade 408 out of the patient’s eye.
[0070] FIGURES 4H and 4I illustrate various additional
details of the surgical tool 400. For example, these figures
illustrate how various components in the surgical tool 400
are coupled together. These figures also illustrate the
structures of various components in the surgical tool 400.
[0071] In particular embodiments, any of the surgical
tools described above could include a removable portion,
such as a removable module. The removable portion may
contain various components that can be reused in mul-
tiple surgical tools. For instance, the components in a
removable module could be reused in multiple surgical
tools, while the other portions of each surgical tool could
be disposable (such as after use of a tool for a single
patient). This may, for example, eliminate the need to
sterilize the disposable portions of the surgical tool be-
tween uses on different patients. In particular embodi-
ments, the removable module of a surgical tool may in-
clude a power supply for the surgical tool, such as one
or more batteries. The removable module could also in-
clude a printed circuit board containing the logic for con-
trolling the surgical tool and wireless transmitter/receiver
components. Any other or additional components could
be contained within the removable portion of a surgical
tool.
[0072] While microswitches 424a-424b are shown
here as being used to monitor the movement of the rock-
ing arm 420, other mechanisms could also be used. For
example, the microswitches could be replaced with an

optical encoder. An example optical encoder could in-
clude a semicircular or other structure with scale mark-
ings and an optical reader for reading the scale markings.
The optical encoder could monitor the position of the
rocking arm 420 by reading the scale markings on the
structure as the rocking arm moves. This may allow the
optical encoder to continuously monitor the position of
the rocking arm 420 and thereby the position of the sur-
gical blade. The optical encoder could also provide com-
mands or data to other components of the surgical tool
400, such as upon completion or interruption of the rock-
ing arm’s rotation.
[0073] FIGURES 5A through 5Q illustrate a fifth exam-
ple surgical tool 500 for making incisions in accordance
with this disclosure. The embodiment of the surgical tool
500 shown in FIGURES 5A through 5Q is for illustration
only. Other embodiments of the surgical tool 500 could
be used without departing from the scope of this disclo-
sure.
[0074] In this example, the surgical tool 500 may con-
tain many of the same or similar components as de-
scribed above. For example, the surgical tool 500 in-
cludes a housing 502 and a blade assembly 504. A print-
ed circuit board 506 could support various functions per-
formed by the surgical tool 500, such as by enabling and
controlling  rotation of a surgical blade 508. Also, one or
more power supplies 510, such as one or more batteries,
can supply power to the surgical tool 500.
[0075] Bi-directional rotation of the surgical blade 508
is created using three wires 512-516. One wire 512 ex-
tends generally from a rocking arm 520 (as shown in
FIGURES 5D and 5I), around a pulley 522a, to the printed
circuit board 506 (as shown in FIGURES 5K and 5L).
Another wire 514 extends generally from a spring clip
518 (as shown in FIGURES 5D and 5I), around a pulley
522b, to the printed circuit board 506 (as shown in FIG-
URES 5K and 5L). The spring clip 518 and the rocking
arm 520 are pivotally mounted on a frame 521. Each of
the wires 512-514 could be formed from any suitable ma-
terial(s), such as flexinol or other material(s) that can con-
tract. The third wire 516 is connected at both ends to the
rocking arm 520 and forms a loop around the surgical
blade 508. The wire 516 could be formed from any suit-
able material(s), such as Kevlar. Each of the wires
512-516 could also have any suitable shape, such as a
strand of material(s) having a circular or ovoidal cross
section (although other shapes having over cross sec-
tions could be used).
[0076] In this example embodiment, contraction of the
wires 512-514 may cause movement of the rocking arm
520, which may then impart bi-directional rotation to the
wire 516 and therefore bi-directional rotation to the sur-
gical blade 508. For example, as shown in FIGURE 5I,
contraction of the wire 512 may cause clockwise rotation
of the rocking arm 520, which may rotate the surgical
blade 508 in one direction. Contraction of the wire 514
may pull on the spring clip 518, which then pushes
against the rocking arm 520 to cause counter-clockwise
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rotation of the rocking arm 520 and rotation of the surgical
blade 508 in another  direction. This counter-clockwise
rotation of the rocking arm 520 may stretch the first wire
512 to regain a longer length and approximate its pre-
charged condition. When an electrical current or other
cause of the contraction of the second wire 514 stops,
the spring clip 518 can then pull on the wire 514 to stretch
the wire 514 so it may regain a longer length and approx-
imate its precharged condition.
[0077] Two microswitches 524a-524b are used to con-
trol the rotation of the surgical blade 508. The micros-
witches 524a-524b could, for example, reside on the
printed circuit board 506 or in any other suitable location
(s). Two projections 526a-526b on the rocking arm 520
may move back and forth as the rocking arm 520 moves,
and each projection 526a-526b may eventually depress
one of the microswitches 524a-529b. In this way, the sur-
gical tool 500 or an external component can determine
when the surgical blade 508 has been rotated appropri-
ately. Once again, it may be noted that while microswitch-
es 524a-524b are shown here as being used to monitor
the movement of the rocking arm 520, other mechanisms
could also be used, such as an optical encoder.
[0078] The surgical tool 500 may include additional
components for performing various functions. For exam-
ple, as shown in FIGURE 5M, a wireless transceiver 528
could be provided to enable wireless communications to
and/or from the surgical tool 500. The wireless transceiv-
er 528 could, for example, perform RF or infrared com-
munications. The communications could be uni-direc-
tional (transmit only/receive only) or bi-directional.
[0079] As another example, as shown in FIGURES 5N
and 5O, a ribbon cable 530 could be used in conjunction
with the surgical blade 508. For instance, the surgical
blade 508 could have a pliable footplate 532, which could
become  more flat as the footplate 532 is depressed
against a patient’s eye. When a certain level of depres-
sion is detected (such as when the footplate 532 is gen-
erally flat), the ribbon cable 530 could carry a signal to
the printed circuit board 506, which could then trigger an
audible, visual, and/or sensory (vibration) indicator 533
or other type of signal (either in the tool 500 or in an
external component). In this way, the surgical tool 500
can inform a surgeon or other personnel when the sur-
gical tool 500 has been properly placed on a patient’s
eye. The ribbon cable 530 could also be used to detect
the position of the surgical blade in its movement/rotation
(such as to detect if the blade has been rotated fully or
gotten stuck during its rotation). As a further example,
magnets 534a-534b could be attached to the frame 521
and the rocking arm 520, respectively. The magnets
534a-534b could be pulled apart during contraction of
the wire 512. During contraction of the wire 514, after
current stops flowing through the wire 514, the magnets
534a-534b could pull towards and contact each other,
helping to facilitate removal of the surgical blade from
the patient’s eye. Any other or additional features could
also be used in the surgical tool 500.

[0080] FIGURES 6A through 6E illustrate a sixth ex-
ample surgical tool 600 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 600 shown in FIGURES 6A through 6E is for illus-
tration only. Other embodiments of the surgical tool 600
could be used without departing from the scope of this
disclosure.
[0081] In this example, the surgical tool 600 may con-
tain many of the same or similar components as de-
scribed above. For example, the surgical tool 600 in-
cludes a housing 602 and a blade assembly 604. A print-
ed circuit  board 606 could support various functions per-
formed by the surgical tool 600, such as by enabling and
controlling rotation of a surgical blade in the blade as-
sembly 604. Also, one or more power supplies 608, such
as one or more batteries, can supply power to the surgical
tool 600.
[0082] Bi-directional rotation of the surgical blade in
the blade assembly 604 is created using three wires
610-614. One wire 610 extends generally from a spring
clip 616, around a pulley 618, and up to the printed circuit
board 606. Another wire 612 extends generally from a
rocking arm 620, around a pulley 622, to the printed circuit
board 606. The spring clip 616 and the rocking arm 620
are pivotally mounted on a frame. Each of the wires
610-612 could be formed from any suitable material(s),
such as flexinol or other material(s) that can contract.
The third wire 614 is connected at both ends to the rocking
arm 620 and forms a loop around the surgical blade in
the blade assembly 604. Two additional pulleys 624-626
are used here to guide the path of the wire 614. The wire
614 could be formed from any suitable material(s), such
as Kevlar. Each of the wires 610-614 could also have
any suitable shape, such as a strand of material(s) having
a circular or ovoidal cross section (although other shapes
having over cross sections could be used).
[0083] In this example embodiment, contraction of the
wires 610-612 may cause movement of the rocking arm
620, which may then impart bi-directional rotation to the
wire 614 and therefore bi-directional rotation to the sur-
gical blade. For example, contraction of the wire 612 may
cause clockwise rotation of the rocking arm 620 (as
shown in FIGURE 6B), which may rotate the surgical
blade in one direction. Contraction of the wire 610 may
pull on the spring clip 616, which then pushes against
the rocking arm  620 to cause counter-clockwise rotation
of the rocking arm 620 and rotation of the surgical blade
in another direction. This counter-clockwise rotation of
the rocking arm 620 may stretch the wire 612 to regain
a longer length and approximate its precharged condi-
tion. When an electrical current or other cause of the
contraction of the second wire 610 stops, the spring clip
616 can then pull on the wire 610 to stretch the wire 610
so it may regain a longer length and approximate its pre-
charged condition.
[0084] The surgical tool 600 may include additional
components for performing various functions. For exam-
ple, a wireless transceiver 628 could be provided to en-
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able wireless communications to and/or from the surgical
tool 600, such as uni-directional or bi-directional RF or
infrared communications. As another example, a ribbon
cable 630 could be used in conjunction with the surgical
blade, such as to detect when a pliable footplate is de-
pressed against a patient’s eye or to detect the position
of the surgical blade in its rotation/movement. An audible,
visual, and/or sensory indicator 632 could be used to
produce notifications for an operator.
[0085] FIGURES 7A through 7H illustrate a seventh
example surgical tool 700 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 700 shown in FIGURES 7A through 7H is for illus-
tration only. Other embodiments of the surgical tool 700
could be used without departing from the scope of this
disclosure.
[0086] In this example embodiment, the surgical tool
700 includes a housing 702. The housing 702 holds or
retains various components of the surgical tool 700. The
housing 702 in this example includes a main body and a
shaft. The housing 702 could have any suitable size and
shape and be  formed from any suitable material(s), such
as plastic.
[0087] A surgical blade assembly 704 is coupled or
secured to an end of the housing 702. The surgical blade
assembly 704 includes a surgical blade 706, a footplate
708, and a blade housing 710. The surgical blade 706
includes projections that may fit through corresponding
holes in the footplate 708 and/or the blade housing 710
to secure the surgical blade 706 in place. The footplate
708 helps to facilitate placement of the surgical tool 700
on the patient’s eye and includes notches through which
a cutting blade may pass.
[0088] A wire 712 is (among other things) wound
around the surgical blade 706. Bi-directional rotation can
be imparted to the wire 712 by other components in the
surgical tool 700. The bi-directional rotation of the wire
712 causes a corresponding bi-directional rotation to the
surgical blade 706, allowing the surgical blade 706 to be
rotated into and then out of the ocular tissue of the pa-
tient’s eye to form an incision. The wire 712 could be
formed from any suitable material(s), such as Kevlar.
[0089] A switch assembly 714 can be used to control
the surgical tool 700. For example, the switch assembly
714 can be used to initiate rotation of the wire 712 to
rotate the surgical blade 706 into and out of the patient’s
ocular tissue. The switch assembly 714 includes an ex-
ternal portion that is accessible by a user outside of the
housing 702, as well as an internal portion connecting
the external portion to other internal components of the
surgical tool 700.
[0090] In this example, a central cylinder 716 is located
in the main body of the housing 702. As shown here, the
wire 712 is wound around a central portion 717 of the
cylinder 716 multiple times. As a result, the cylinder  716
can be used to impart bi-directional rotation to the wire
712, thereby helping to impart bi-directional rotation to
the surgical blade 706.

[0091] As shown in FIGURES 7C through 7F, two
springs 718-720 and two latches 722-724 are used to
control the rotation of the central cylinder 716. Here, one
end of the spring 718 is inserted through a notch in the
cylinder 716 and can be secured by the latch 722. Sim-
ilarly, one end of the spring 720 is inserted through an-
other notch in the cylinder 716 and can be secured by
the latch 724 (as shown more clearly in FIGURES 7G
and 7H). When the springs 718-720 are secured by the
latches 722-724 (as shown in FIGURES 7C and 7D), the
surgical blade 706 could be in its starting position.
[0092] A user may then move the switch assembly 714
downward. The switch assembly 714 has a projection
inserted through a slot of the latch 722. The latch 722 is
rotatable, and the switch assembly 714 may pull down
on one portion of the latch 722. This causes the portion
of the latch 722 holding the spring 718 to pivot upward,
releasing the spring 718. The spring 718 in this example
is biased and pulls upward on the notch in the cylinder
716, causing the cylinder 716 to rotate clockwise (as seen
in FIGURES 7C and 7E) or backwards (as seen in FIG-
URES 7D and 7F) while also pushing the central portion
717 closer to the spring 720 (as seen in FIGURES 7D
and 7F). This imparts directional rotation to the surgical
blade 706, causing the surgical blade 706 to rotate into
the ocular tissue of the patient’s eye.
[0093] A similar mechanism could be used with the
spring 720 and the latch 724 to rotate the surgical blade
706 out of the ocular tissue of the patient’s eye. The latch
724 could secure the spring 720 until the latch 724 is
released, which could be triggered in any suitable man-
ner (such as the movement of the central portion 717).
The spring 720 may be stronger than the spring 718,
meaning the spring 720 can provide greater rotational
force than the spring 718. As a result, even with the spring
718 unsecured by its latch 722, the spring 720 can impart
an opposite rotational force to the cylinder 716, causing
the cylinder 716 to rotate counter-clockwise (as seen in
FIGURES 7C and 7E) or forwards (as seen in FIGURES
7D and 7F). This causes the surgical blade 706 to rotate
out of the ocular tissue of the patient’s eye. Eventually,
the end of the spring 718 returns to a position where it
can be captured and secured by the latch 722. At that
point, the user can move the switch assembly 714 up,
rotating the latch 722 back into the position where the
spring 718 is captured (thus going from the position
shown in FIGURES 7E and 7F to the position shown in
FIGURES 7C and 7D).
[0094] A return plunger 726 is used as shown in FIG-
URES 7G and 7H to return the spring 720 to its secured
position. As shown here, the spring 720 can be moved
by depressing the return plunger 726, which pushes the
spring 720 down in FIGURES 7G and 7H until the spring
720 is captured by the latch 724. At this point, the return
plunger 726 can be released and returned to its starting
position. The surgical tool 700 is ready for reuse, such
as for forming another incision in the same patient’s eye
(s).
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[0095] FIGURES 8A through 8D illustrate an eighth ex-
ample surgical tool 800 for making incisions in accord-
ance with this disclosure. The embodiment of the surgical
tool 800 shown in FIGURES 8A through 8D is for illus-
tration only. Other embodiments of the surgical tool 800
could be used without departing from the scope of this
disclosure.
[0096] In this example, the surgical tool 800 includes
a body 802, a shaft 804, and a surgical blade assembly
806. The surgical blade assembly 806 includes a foot-
plate 808, which in this embodiment is similar to the foot-
plate 214 in FIGURES 2A through 2C. The footplate 808
includes notches through which a surgical blade can pass
and prongs for securing the footplate 808 to the patient’s
eye. The footplate 808 may also rock back and forth on
the surgical tool 800. However, in this example embod-
iment, the footplate 808 has a more rounded or arched
shape. The footplate 808 could have any other suitable
size, shape, or configuration.
[0097] The surgical tool 800 also includes a switch as-
sembly 810 used to control the surgical tool 800. The
surgical tool 800 further includes two springs 812, two
latches 814, two mechanical arms 816, and a return
plunger 818. The switch assembly 810, springs 812, and
latches 814 could operate in the same or similar manner
as the surgical tool 700 in FIGURES 7A through 7H. For
example, one latch 814 could release one spring 812 in
response to downward movement of the switch assembly
810, allowing a surgical blade to be rotated in one direc-
tion. Another latch 814 could then release another spring
812, allowing the surgical blade to be rotated in the op-
posite direction. The mechanical arms 816 can be used
to return the springs 812 to a desired position based on
downward movement of the return plunger 818. Upward
movement of the return plunger 818 allows the mechan-
ical arms 816 to release the springs 812.
[0098] In particular embodiments, the surgical tool 700
shown in FIGURES 7A through 7H or the surgical tool
800 shown in FIGURES 8A through 8D could represent
a disposable tool that is used on one patient and then
discarded. While  the surgical tool 700 or 800 is sterilized
prior to its use on a patient, this may help to avoid the
need to re-sterilize the tool 700 or 800.
[0099] Although FIGURES 1A through 8D illustrate
various examples of surgical tools for making incisions,
various changes could be made to these figures. For ex-
ample, the arrangement and layout of the components
in each surgical tool are for illustration only, and other
arrangements and layouts of the components in each
tool could be used. Also, various components in each
tool could be combined or omitted and additional com-
ponents could be added according to particular needs.
Further, various components in each tool could be re-
placed by other components performing the same or sim-
ilar functions. Moreover, various features shown or de-
scribed with respect to one or more of the surgical tools
could be used with others of the surgical tools. Beyond
that, other or additional mechanisms could be used to

cause rotation of a surgical blade in a surgical tool, such
as an electric motor. The surgical blade could also be
moved manually, such as by using a wheel controlled by
a surgeon’s thumb or other part of the surgeon’s hand to
manually rotate the surgical blade. In addition, some of
these figures have illustrated various surgical tools in
which a surgical blade is rotated or otherwise moved
based on changing the length of one or more flexinol or
other wires. The same or similar technique could be used
in any other suitable surgical tool (whether or not that
surgical tool is used to make incisions in a patient’s eye).
[0100] FIGURES 9A through 9D illustrate an example
surgical blade assembly 900 with an eye prosthesis for
use with a surgical tool for making incisions in accordance
with this disclosure. The embodiment of the surgical
blade assembly 900 shown in FIGURES 9A through 9D
is for  illustration only. Other embodiments of the surgical
blade assembly 900 could be used without departing
from the scope of this disclosure.
[0101] In this example, the surgical blade assembly
900 is used to form an incision and to implant a scleral
prosthesis or other implant. The surgical blade assembly
900 could be used with any of the surgical tools disclosed
in this patent document.
[0102] As shown here, the surgical blade assembly
900 includes a central portion 902, a cutting blade 904,
and hub arms 906a-906b. The central portion 902 can
be rotated in multiple directions to move the cutting blade
904 into and out of the scleral tissue of a patient’s eye.
The hub arms 906a-906b couple the central portion 902
to the cutting blade 904, helping to translate rotation of
the central portion 902 into movement of the cutting blade
904.
[0103] A scleral prosthesis 908 is engaged with the tail
end of the cutting blade 904. As shown here, the cutting
blade 904 is initially rotated through the scleral tissue of
the patient’s eye using the hub arm 906b. Eventually, the
hub arm 906a engages with the tip of the cutting blade
904, and the hub arm 906b disengages from the cutting
blade 904. The hub arm 906a then continues to rotate
the cutting blade 904 through the scleral tissue and out
of the newly formed scleral tunnel. In this example, the
scleral prosthesis 908 is pulled into the scleral tunnel
upside-down by the cutting blade 904 and then disen-
gages from the cutting blade 904. The prosthesis 908
can then be rotated (such as by a surgeon or other per-
sonnel using a surgical instrument to manually rotate the
prosthesis 908) to properly position the prosthesis 908
in the newly-formed scleral tunnel.
[0104] The technique shown in FIGURES 9A through
9D is for illustration only. Any other suitable technique
could be used to implant a scleral prosthesis into a scleral
tunnel. For example, the surgical blade assembly 900
could include a single hub arm, and the surgical blade
assembly 900 could rotate the cutting blade 904 into scle-
ral tissue and then out of the scleral tissue to form a scleral
tunnel. The prosthesis 908 could then be inserted into
the scleral tunnel using any other suitable tool or tech-
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nique.
[0105] Although FIGURES 9A through 9D illustrate
one example of a surgical blade assembly 900 with an
eye prosthesis for use with a surgical tool for making
incisions, various changes may be made to FIGURES
9A through 9D. For example, any other suitable tech-
nique could be used to form a scleral tunnel in a patient’s
eye. The formation of the scleral tunnel may or may not
include the simultaneous or near-simultaneous implan-
tation of a scleral prosthesis into the scleral tunnel.
[0106] FIGURES 10A and 10B illustrate example
methods 1000 and 1050 for making incisions in accord-
ance with this disclosure. The embodiments of the meth-
ods 1000 and 1050 shown in FIGURES 10A and 10B are
for illustration only. Other embodiments of the methods
1000 and 1050 could be used without departing from the
scope of this disclosure.
[0107] In FIGURE 10A, a surgical tool is secured to a
patient’s eye at step 1002. This could include, for exam-
ple, placing the surgical tool on the patient’s eye in the
proper location and using the footplate of the surgical
tool to maintain that position. This could also include
mounting the surgical tool on an ocular fixation device
that has been placed on the patient’s eye.
[0108] The surgical tool is activated at step 1004. This
could include, for example, moving a switch located on
the surgical tool into the proper position. This could also
include using a foot pedal or other external device or
structure to send a wired or wireless command to the
surgical tool.
[0109] The length of a contracting wire in the surgical
tool is shortened at step 1006. This could include, for
example, heating a wire formed from flexinol, such as by
using an electrical current. The heat created in the flexinol
wire by the electrical current causes the flexinol wire to
shorten or contract, reducing its overall length in the sur-
gical tool.
[0110] A surgical blade is rotated into and out of a pa-
tient’s eye at step 1008. This could include, for example,
the contracting wire causing a locomotive wheel 132 to
turn, which causes a locomotive arm 134 to move a wire
114, which causes a rotating wheel 108 to rotate a sur-
gical blade 106. The locomotive wheel 132 can be rotated
at or near 360°, which means the locomotive arm 134
imparts bi-directional rotation to the wire 114. This also
imparts bi-directional rotation to the surgical blade 106,
allowing the surgical blade 106 to move into and then out
of the patient’s ocular tissue.
[0111] The surgical tool can be removed from the pa-
tient’s eye at step 1010. This may include, for example,
moving the surgical tool from one location to another to
form another incision. This could also include removing
the surgical tool so that additional surgical steps or pro-
cedures can occur, such as the implanting of a scleral
prosthesis or other device in the incision.
[0112] In FIGURE 10B, a surgical tool is secured to a
patient’s eye at step 1052, and the surgical tool is  acti-
vated at step 1054. The length of a first contracting wire

in the surgical tool is shortened at step 1056, such as by
applying an electrical current to a first flexinol wire. A
surgical blade is rotated into a patient’s eye at step 1058.
This could include, for example, the first contracting wire
pulling on a surgical blade 212. The first contracting wire
could, for instance, be wrapped around a surgical blade
212 and pull/rotate the surgical blade 212 in one direction.
[0113] The length of a second contracting wire in the
surgical tool is shortened at step 1060, such as by ap-
plying an electrical current to a second flexinol wire. The
surgical blade is rotated out of the patient’s eye at step
1062. This could include, for example, the second con-
tracting wire pulling on the surgical blade 212. The sec-
ond contracting wire could, for instance, be wrapped
around the surgical blade 212 and pull/rotate the surgical
blade 212 in the opposite direction (compared to the di-
rection of rotation caused by the first contracting wire).
The surgical tool can be removed from the patient’s eye
at step 1064.
[0114] Although FIGURES 10A and 10B illustrate ex-
amples of methods 1000 and 1050 for making incisions,
various changes may be made to FIGURES 10A and
10B. For example, while shown as a series of steps, var-
ious steps in FIGURES 10A and 10B could overlap, occur
in parallel, occur in a different order, or occur multiple
times. Also, other mechanisms could be used to translate
contraction of one or more wires into single- or multi-
directional rotation of a surgical blade. In addition, similar
methods could be used to form incisions in other areas
and need not be limited to use with just ocular incisions.
[0115] In some embodiments, various functions  de-
scribed above are implemented or supported by a com-
puter program that is formed from computer readable
program code and that is embodied in a computer read-
able medium. The phrase "computer readable program
code" includes any type of computer code, including
source code, object code, and executable code. The
phrase "computer readable medium" includes any type
of medium capable of being accessed by a computer,
such as read only memory (ROM), random access mem-
ory (RAM), a hard disk drive, a compact disc (CD), a
digital video/ versatile disc (DVD), or any other type of
memory.
[0116] It may be advantageous to set forth definitions
of certain words and phrases used throughout this patent
document. The terms "include" and "comprise," as well
as derivatives thereof, mean inclusion without limitation.
The term "or" is inclusive, meaning and/or. The phrases
"associated with" and "associated therewith," as well as
derivatives thereof, may mean to include, be included
within, interconnect with, contain, be contained within,
connect to or with, couple to or with, be communicable
with, cooperate with, interleave, juxtapose, be proximate
to, be bound to or with, have, have a property of, or the
like.
[0117] While this disclosure has described certain em-
bodiments and generally associated methods, altera-
tions and permutations of these embodiments and meth-
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ods will be apparent to those skilled in the art. Other
changes, substitutions, and alterations are also possible
without departing from the invention as defined by the
following claims.

Claims

1. A surgical tool comprising:

a surgical blade (106) configured to be rotated
to form an incision;
a wire (122) configured to cause bidirectional
rotation of the surgical blade; and
an actuator (112) configured to shorten a length
of the wire to cause the bidirectional rotation of
the surgical blade; characterized by:

the surgical tool being configured to rotate
the surgical blade in a first direction and then
in a second direction in response to a single
shortening of the length of the wire.

2. The surgical tool of Claim 1, wherein the actuator is
configured to shorten the length of the wire by ap-
plying an electrical current to the wire.

3. The surgical tool of Claim 1, wherein the wire com-
prises a first wire, and wherein the surgical tool fur-
ther comprises:

a locomotive wheel (132) configured to turn in
response to the shortening of the length of the
first wire;
a plate (120) coupled to a second wire (114),
the second wire configured to rotate the surgical
blade; and
a locomotive arm (134) coupled to the locomo-
tive wheel and the plate, wherein rotation of the
locomotive wheel causes the locomotive arm to
move the second wire.

4. The surgical tool of Claim 1, wherein the wire com-
prises flexible nitinol.

5. The surgical tool of claim 1, wherein the surgical tool
further comprises:

a wireless transceiver (528, 628) configured to
enable wireless communication at least one of
to and from the surgical tool.

6. The surgical tool of claim 1 further comprising:

a mounting projection (302) configured to couple
the surgical tool to an ocular fixation device.

7. The surgical tool of claim 1, wherein the surgical

blade comprises a carved cutting blade configured
to form an incision in the scleral tissue of a patient’s
eye.

8. The surgical tool of claim 2 wherein the actuator com-
prises a printed circuit board configured to apply the
electrical current to the wire.

9. A method comprising:

shortening (1006) a length of a wire (122) in a
surgical tool; and
imparting (1008) bidirectional rotation to a sur-
gical blade (106) of the surgical tool based on
the shortening of the length of the wire; charac-
terized by:

imparting the bidirectional rotation to the
surgical blade comprises rotating the surgi-
cal blade in a first direction and then in a
second direction in response to a single
shortening of the length of the wire.

10. The method of claim 9, wherein shortening the length
of the wire comprises applying an electric current to
the wire by a printed circuit board.

11. The method of claim 10 wherein the wire comprises
flexible nitinol.

Patentansprüche

1. Ein chirurgisches Werkzeug, das Folgendes um-
fasst:

eine chirurgische Klinge (106), die zum Rotieren
konfiguriert ist, um eine Inzision zu bilden;
einen Draht (122), der konfiguriert ist, um eine
bidirektionale Rotation der chirurgischen Klinge
zu veranlassen; und
einen Aktuator (112), der zur Kürzung einer Län-
ge des Drahts konfiguriert ist, um die bidirektio-
nale Rotation der chirurgischen Klinge zu ver-
anlassen; dadurch gekennzeichnet:

dass das chirurgische Werkzeug so konfi-
guriert ist, um die chirurgische Klinge in eine
erste Richtung und dann in Reaktion auf ei-
ne einzige Kürzung der Länge des Drahts
in eine zweite Richtung zu rotieren.

2. Das Anspruch 1 entsprechende chirurgische Werk-
zeug, wobei der Aktuator konfiguriert ist, die Draht-
länge zu kürzen, indem am Draht ein elektrischer
Strom angelegt wird.

3. Das Anspruch 1 entsprechende chirurgische Werk-
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zeug, bei welchem der Draht einen ersten Draht um-
fasst und bei welchem das chirurgische Werkzeug
ferner Folgendes umfasst:

ein Lokomotivrad (132), das konfiguriert ist, um
sich in Reaktion auf die Längenkürzung des er-
sten Drahts zu drehen;
eine Platte (120), die an einen zweiten Draht
(114) gekoppelt ist, wobei der zweite Draht zum
Rotieren der chirurgischen Klinge konfiguriert
ist; und
einen Lokomotivarm (134), der an das Lokomo-
tivrad und die Platte gekoppelt ist, wobei die Ro-
tation des Lokomotivrads den Lokomotivarm
veranlasst, den zweiten Draht zu bewegen.

4. Das Anspruch 1 entsprechende chirurgische Werk-
zeug, dessen Draht flexibles Nitinol umfasst.

5. Das Anspruch 1 entsprechende chirurgische Werk-
zeug, wobei dieses chirurgische Werkzeug ferner
Folgendes umfasst:

einen drahtlosen Sendeempfänger (528, 628),
der konfiguriert ist, um zumindest eine drahtlose
Kommunikation zum und vom chirurgischen
Werkzeug zu ermöglichen.

6. Das Anspruch 1 entsprechende chirurgische Werk-
zeug, das ferner Folgendes umfasst:

einen Montagevorsprung (302), der konfiguriert
ist, um das chirurgische Werkzeug an eine oku-
lare Fixationsvorrichtung zu koppeln.

7. Das Anspruch 1 entsprechende chirurgische Werk-
zeug, wobei die chirurgische Klinge eine geschliffe-
ne Schneidklinge umfasst, die konfiguriert ist, um
eine Inzision im Skleragewebe eines Auges eines
Patienten zu bilden.

8. Das Anspruch 2 entsprechende chirurgische Werk-
zeug, wobei der Aktuator eine Leiterplatte umfasst,
die konfiguriert ist, um den elektrischen Strom an
den Draht anzulegen.

9. Ein Verfahren, das Folgendes umfasst:

Kürzung (1006) einer Länge eines Drahts (122)
in einem chirurgischen Werkzeug; und
das Versetzen (1008) einer chirurgischen Klinge
(106) des chirurgischen Werkzeugs in eine bi-
direktionale Rotation auf Grund der Kürzung der
Länge des Drahts; dadurch gekennzeichnet,
dass:
das Versetzen der chirurgischen Klinge in eine
bidirektionale Rotation damit verbunden ist, die
chirurgische Klinge in eine erste Richtung zu ro-

tieren und dann in Reaktion auf eine einzige Kür-
zung der Länge des Drahts in eine zweite Rich-
tung zu rotieren.

10. Das Anspruch 9 entsprechende Verfahren, wobei
die Kürzung der Länge des Drahts damit verbunden
ist, dem Draht durch eine Leiterplatte einen elektri-
schen Strom anzulegen.

11. Das Anspruch 10 entsprechende Verfahren, bei dem
der Draht flexibles Nitinol umfasst.

Revendications

1. Un outil chirurgical comprenant :

une lame chirurgicale (106) configurée pour être
mise en rotation pour former une incision ;
un fil métallique (122) configuré pour provoquer
une rotation bidirectionnelle de la lame
chirurgicale ; et
un actionneur (112) configuré pour raccourcir
une longueur du fil métallique pour provoquer la
rotation bidirectionnelle de la lame métallique ;
caractérisé en ce que ;
l’outil chirurgical étant configuré pour mettre en
rotation la lame chirurgicale dans une première
direction et ensuite dans une seconde direction
en réponse à un unique raccourcissement de la
longueur du fil métallique.

2. L’outil chirurgical de la revendication 1, dans lequel
l’actionneur est configuré pour raccourcir la longueur
du fil métallique en appliquant un courant électrique
au fil métallique.

3. L’outil chirurgical de la revendication 1, dans lequel
le fil métallique comprend un premier fil métallique,
et dans lequel l’outil comprend en outre :

une roue locomotrice (132) configurée pour
tourner en réponse au raccourcissement de la
longueur du premier fil métallique ;
une plaque (120) couplée au second fil métalli-
que (114), le second fil métallique configuré pour
mettre en rotation la lame chirurgicale ; et
un bras locomoteur (134) couplé à la roue loco-
motrice et la plaque, dans lequel la rotation de
la roue locomotrice conduit le bras locomoteur
à déplacer le second fil métallique.

4. L’outil chirurgical de la revendication 1, dans lequel
le fil métallique comprend du nitinol flexible.

5. L’outil chirurgical de la revendication 1, dans lequel
l’outil chirurgical comprend en outre :
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un émetteur-récepteur sans fil (528, 628) confi-
guré pour permettre une communication sans
fil d’au moins un de, vers et à partir de l’outil
chirurgical.

6. L’outil chirurgical de la revendication 1 comprenant
en outre :

une saillie de montage (302) configurée pour
coupler l’outil chirurgical à un dispositif de fixa-
tion oculaire.

7. L’outil chirurgical de la revendication 1, dans lequel
la lame chirurgicale comprend une lame de coupe
ciselée configurée pour former une incision dans le
tissu scléral d’un oeil de patient.

8. L’outil chirurgical de la revendication 2, dans lequel
l’actionneur comprend une carte de circuit imprimé
configurée pour appliquer le courant électrique au fil
métallique.

9. Un procédé comprenant :

raccourcir (1006) une longueur d’un fil métalli-
que (122) dans un outil chirurgical ; et
donner un mouvement de rotation (1008) bidi-
rectionnelle à une lame chirurgicale (106) de
l’outil chirurgical sur la base du raccourcisse-
ment de la longueur du fil métallique ; caracté-
risé en ce que :
donner le mouvement de rotation bidirectionnel-
le à la lame chirurgicale comprend de mettre en
rotation la lame chirurgicale dans une première
direction et ensuite dans une seconde direction
en réponse à un unique raccourcissement de la
longueur du fil métallique.

10. Le procédé de la revendication 9, dans lequel rac-
courcir la longueur du fil métallique comprend l’ap-
plication d’un courant électrique au fil métallique par
une carte de circuit imprimé.

11. Le procédé de la revendication 10 dans lequel le fil
métallique comprend du nitinol flexible.

29 30 



EP 2 514 395 B1

17



EP 2 514 395 B1

18



EP 2 514 395 B1

19



EP 2 514 395 B1

20



EP 2 514 395 B1

21



EP 2 514 395 B1

22



EP 2 514 395 B1

23



EP 2 514 395 B1

24



EP 2 514 395 B1

25



EP 2 514 395 B1

26



EP 2 514 395 B1

27



EP 2 514 395 B1

28



EP 2 514 395 B1

29



EP 2 514 395 B1

30



EP 2 514 395 B1

31



EP 2 514 395 B1

32



EP 2 514 395 B1

33



EP 2 514 395 B1

34



EP 2 514 395 B1

35



EP 2 514 395 B1

36



EP 2 514 395 B1

37



EP 2 514 395 B1

38



EP 2 514 395 B1

39



EP 2 514 395 B1

40

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 6007578 A [0001]
• US 6280468 B [0001]
• US 6299640 B [0001]
• US 5354331 A [0001]
• US 5465737 A [0001]
• US 5489299 A [0001]
• US 5503165 A [0001]
• US 5529076 A [0001]
• US 5722952 A [0001]
• US 6197056 B [0001]
• US 6579316 B [0001]
• US 6926727 B [0001]
• US 6991650 B [0001]
• US 08087702 A [0001]

• US 44312203 A [0001]
• US 13708505 A [0001]
• US 19959105 A [0001]
• US 25236905 A [0001]
• US 32328305 A [0001]
• US 32328405 A [0001]
• US 32272805 A [0001]
• US 32375205 A [0001]
• US 81999506 P [0001]
• US 82744407 A [0001]
• US 82738207 A [0001]
• US 6077287 A [0003]
• US 5695511 A [0003]
• US 827444 A [0057]


	bibliography
	description
	claims
	drawings

