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(54) SIGNAL TRANSMISSION METHOD, RELATED APPARATUS AND SYSTEM

(57) This application discloses a signal transmission
method, and the method may include: receiving first con-
figuration information from a network device, where the
first configuration information includes at least two sets
of control channel parameters, and each set of the at
least two sets of control channel parameters corresponds

to at least one time unit; and determining, based on an
index of a time unit and the first configuration information,
a control channel parameter corresponding to the time
unit represented by the index. Flexible configuration of
the control channel parameter can be implemented by
performing the foregoing solution.
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Description

TECHNICAL FIELD

[0001] This application relates to the field of wireless
communications technologies, and in particular, to a sig-
nal transmission method, a related apparatus, and a sys-
tem.

BACKGROUND

[0002] At present, during research on a new radio (New
Radio, NR) communications technology, a control re-
source set (control resource set, CORESET) concept is
introduced for a control channel resource. A CORESET
corresponds to a time-frequency resource. One CORE-
SET corresponds to one group of users. Physical down-
link control channels (Physical Downlink Control Chan-
nel, PDCCH) of the group of users are sent on the CORE-
SET. In the CORESET, each user has one search space
(search space), and a size of a time-frequency resource
in the search space is less than or equal to that of a time-
frequency resource in the CORESET.
[0003] In a future new radio communications system,
to support a plurality of scenarios such as enhanced mo-
bile broadband (Enhanced Mobile Broadband, eMBB),
massive machine type communications (Massive Ma-
chine Type Communication, mMTC), and ultra-reliable
and low latency communications (Ultra Reliable & Low
Latency Communication, URLLC), different parameters
(numerology) may be configured in the system to support
different service scenarios. A parameter (numerology)
represents an attribute of a time-frequency resource. A
group of parameters such as a time-domain scheduling
interval, a subcarrier spacing (Subcarrier spacing), sym-
bol duration (Symbol duration), and a cyclic prefix (cyclic
prefix, CP) length are included.
[0004] As shown in FIG. 1A, in a hybrid numerology
scenario, CORESETs associated with different numer-
ologies correspond to groups of users with different serv-
ice attributes. For example, a CORESET associated with
a numerology 3 corresponds to a group of URLLC users,
and the group of URLLC users send PDCCHs on the
CORESET associated with the numerology 3.
[0005] To ensure timely transmission of a URLLC serv-
ice, the URLLC service can preempt a resource associ-
ated with another numerology (for example, a resource
bearing an eMBB service). As shown in FIG. 1B, when
the URLLC service preempts a resource on first several
symbols in a resource associated with another numerol-
ogy, a conflict may occur between the CORESET asso-
ciated with the numerology 3 and a CORESET associ-
ated with the another numerology. Consequently, a user
(or some users) may fail to find an available PDCCH re-
source in a search space to transmit control information
corresponding to the URLLC service.
[0006] In the prior art, to avoid a conflict between a
CORESET associated with URLLC and a CORESET as-

sociated with another numerology, as shown in FIG. 2,
the CORESET associated with URLLC is always limited
within a relatively small frequency domain range, so that
on any symbol, there are as few conflicts as possible
between the CORESET associated with URLLC and the
CORESET associated with the another numerology.
Consequently, on each symbol, the CORESET associ-
ated with URLLC is fixedly limited within a relatively small
frequency domain range. Therefore, this resource con-
figuration method is inflexible.

SUMMARY

[0007] This application provides a signal transmission
method, a related apparatus, and a system, so that flex-
ible configuration of a control channel parameter can be
implemented.
[0008] According to a first aspect, this application pro-
vides a signal transmission method, which is applied to
a network device side. The method includes: configuring,
by a network device, at least two sets of control channel
parameters for a terminal, and then sending first config-
uration information to the terminal. The first configuration
information includes the at least two sets of control chan-
nel parameters. Each set of the at least two sets of control
channel parameters corresponds to at least one time unit.
[0009] According to a second aspect, this application
provides a signal transmission method, which is applied
to a terminal side. The method includes: receiving, by a
terminal, first configuration information from a network
device, and then determining, based on an index of a
time unit and the first configuration information, a control
channel parameter corresponding to the time unit repre-
sented by the index. The first configuration information
may include at least two sets of control channel param-
eters configured by the network device. Each set of the
at least two sets of control channel parameters corre-
sponds to at least one time unit.
[0010] In the methods described in the first aspect and
the second aspect, the terminal may select, for a time
unit (or some time units), a proper control channel pa-
rameter from the at least two sets of control channel pa-
rameters configured by the network device, so that flex-
ible configuration of the control channel parameter can
be implemented.
[0011] In this application, control channel parameters
respectively corresponding to a plurality of time units de-
termined by the network device may be control channel
parameters associated with a specified numerology. In
this application, the specified numerology may be re-
ferred to as a first numerology. The first numerology may
be a numerology that matches a URLLC service, or may
be another specified numerology, which is not limited in
this application.
[0012] On the network device side, the network device
determines, based on known resource scheduling con-
ditions in the plurality of time units, the control channel
parameters respectively corresponding to the plurality of
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time units. A resource scheduling situation in one time
unit may include: in the time unit, whether there is a
CORESET associated with another numerology, wheth-
er there is a blank resource (blank resource), or whether
there is a resource used by a common channel (such as
a synchronization channel SCH, a broadcast channel
BCH, and an uplink random access channel UL-RACH),
or the like. Herein, the CORESET associated with the
another numerology, the blank resource, the common
channel, or the like may be referred to as a first resource.
In this way, the network device may determine, based
on a resource scheduling situation in each of the plurality
of time units, a control channel parameter corresponding
to each of the plurality of time units, so that a conflict
between a CORESET associated with the first numerol-
ogy and the first resource in the plurality of time units is
avoided as far as possible.
[0013] On the terminal side, when there is a service
(such as a URLLC service) that matches the first numer-
ology, the terminal may select a proper control channel
parameter for one time unit (or some time units) currently
bearing the service. It may be understood that because
the network device has preconfigured the control channel
parameters respectively corresponding to the plurality of
time units, the terminal may directly determine, based on
the first configuration information sent by the network de-
vice, a control channel parameter corresponding to the
time unit (or the some time units). In addition, in the time
unit (or the some time units), there is no conflict between
the CORESET associated with the first numerology and
the first resource or a conflict between the CORESET
associated with the first numerology and the first re-
source is smallest.
[0014] In this application, the first configuration infor-
mation may be presented in the following two manners:
In a first presentation manner, one time unit index corre-
sponds to one set of control channel parameters. In a
second presentation manner, one set of control channel
parameters corresponds to a plurality of time unit index-
es.
[0015] In the first presentation manner, although con-
trol channel parameters corresponding to some time
units are the same, the first configuration information may
indicate a control channel parameter corresponding to
each time unit. In other words, the network device may
configure a control channel parameter corresponding to
each symbol.
[0016] In the second presentation manner, the first
configuration information may uniformly indicate a con-
trol channel parameter corresponding to a plurality of
symbols in a same resource scheduling situation, instead
of repeatedly indicating a same control channel param-
eter on the plurality of symbols. Compared with the first
presentation manner, signaling overheads may be re-
duced in the second presentation manner.
[0017] The control channel parameter (control channel
parameter) in this application may include at least one
of the following:

(1) a resource location of a control resource set
(CORESET);
(2) a mapping manner (continuous or discontinuous
mapping) between a control channel element (CCE)
and a resource element group (REG) in a control
resource set (CORESET);
(3) a mapping manner (continuous or discontinuous
mapping) between a physical downlink control chan-
nel candidate (PDCCH candidate) and a CCE;
(4) locations of resources used by physical downlink
control channel candidates (PDCCH candidate) at
different aggregation levels (AL) in a control resource
set; and
(5) a resource sharing manner (a basic nested man-
ner or a group nested manner) used by physical
downlink control channel candidates (PDCCH can-
didate) at different aggregation levels (AL) in a con-
trol resource set.

[0018] It may be understood that the control channel
parameter varies with the resource location of the CORE-
SET, the control channel parameter varies with the map-
ping manner between the CCE and the REG in the
CORESET, the control channel parameter varies with
the mapping manner between the PDCCH candidate and
the CCE in the CORESET, and the control channel pa-
rameter varies with the resource sharing manner used
by the PDCCH candidates at different aggregation levels
in the CORESET. In this application, the control channel
parameter may be adjusted to avoid a conflict as far as
possible, and a frequency diversity gain may be further
improved. For details about a method for determining a
control channel parameter in this application, refer to a
subsequent embodiment.
[0019] With reference to the first aspect or the second
aspect, in a first embodiment, the network device may
determine, depending on whether a first resource exists
in a time unit, a resource location of a CORESET in the
time unit. Specific policies are as follows:

1. If no first resource exists in a time unit, a percent-
age of a frequency domain span of the CORESET
in the time unit in full bandwidth may be greater than
a first threshold (for example, 80%), in other words,
the CORESET may occupy as large bandwidth as
possible. A value of the first threshold is not limited
in this application, and may be determined based on
an actual application requirement.
2. If a first resource exists in a time unit, the CORE-
SET occupies other frequency domain in the time
unit than the first resource.

[0020] In the first embodiment, the resource location
corresponding to the control resource set may include a
resource start location and a resource end location that
correspond to the control resource set. Optionally, the
first configuration information may also include a re-
source start location corresponding to the control re-
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source set and a frequency domain span and a time do-
main span that correspond to the control resource set.
This application is not limited thereto, and the control
channel parameter may further include other information
that may be used to indicate the resource location of the
control resource set, which is not limited herein.
[0021] In the first embodiment, the network device may
send the first configuration information by using higher
layer signaling (such as RRC signaling), or may send the
first configuration information by using physical layer sig-
naling (such as DCI). Signaling used for sending the first
configuration information is not limited in this embodi-
ment.
[0022] With reference to the first aspect or the second
aspect, in a second embodiment, the network device may
determine, depending on whether a first resource exists
in a time unit, a mapping manner between a REG and a
CCE in a CORESET in the time unit. Specific policies are
as follows:

1. If no first resource exists in a time unit, REGs in-
cluded in the CCE in the CORESET are de-centrally
distributed in the time unit.
2. If a first resource exists in a time unit, REGs in-
cluded in the CCE in the CORESET are centrally
distributed in the time unit.

[0023] In the second embodiment, a size of a REG
bundle in the CCE may be used to indicate whether the
network device configures a control channel parameter
corresponding to the first policy or a control channel pa-
rameter corresponding to the second policy. It may be
understood that, in an NR system, the REGs in the CCE
are centrally distributed when the REG bundle includes
six REGs. The REGs in the CCE are de-centrally distrib-
uted when the REG bundle includes two or three REGs.
[0024] In the second embodiment, the mapping man-
ner between the REG and the CCE may include a quan-
tity of REGs included in the REG bundle in the CCE, in
other words, a quantity of second resource groups in-
cluded in one group of second resource groups. This
application is not limited thereto, and the first configura-
tion information may further include other information that
may be used to indicate the mapping manner between
the CCE and the REG, which is not limited herein.
[0025] In the second embodiment, the network device
may send the first configuration information by using
higher layer signaling (such as RRC signaling), or may
send the first configuration information by using physical
layer signaling (such as DCI). Signaling used for sending
the first configuration information is not limited in this em-
bodiment.
[0026] With reference to the first aspect or the second
aspect, in a third embodiment, the network device may
determine, depending on whether a first resource exists
in a time unit, a mapping manner between a CCE and a
PDCCH in a CORESET in the time unit. Specific policies
are as follows:

1. If no first resource exists in a time unit, CCEs in-
cluded in the PDCCH in the CORESET are de-cen-
trally distributed in the time unit.
2. If a first resource exists in a time unit, CCEs in-
cluded in the PDCCH in the CORESET are centrally
distributed in the time unit.

[0027] In a third embodiment, the mapping manner be-
tween the CCE and the PDCCH may include indication
information used to indicate that a physical downlink con-
trol channel candidate corresponds to L first resource
groups that are consecutive in frequency domain, or in-
dication information used to indicate that a physical
downlink control channel candidate corresponds to L first
resource groups that are inconsecutive in frequency do-
main, where L is a positive integer and represents an
aggregation level of the physical downlink control chan-
nel candidate. This application is not limited thereto, and
the control channel parameter may further include other
information that may be used to indicate the mapping
manner between the CCE and the PDCCH, which is not
limited herein.
[0028] In the third embodiment, the network device
may send the first configuration information by using
higher layer signaling (such as RRC signaling), or may
send the first configuration information by using physical
layer signaling (such as DCI). Signaling used for sending
the first configuration information is not limited in this em-
bodiment.
[0029] With reference to the first aspect or the second
aspect, in a fourth embodiment, the network device may
determine, depending on whether a first resource exists
in a time unit, locations of time-frequency resources used
by PDCCH candidates at different aggregation levels in
a CORESET in the time unit, in other words, determine
a resource sharing manner used by the PDCCH candi-
dates at different aggregation levels in the CORESET in
the time unit. Specific policies are as follows:

1. If no first resource exists in a time unit, a second
resource sharing manner is used by the PDCCH can-
didates at different aggregation levels in the CORE-
SET in the time unit. In this way, a blocking probability
can be reduced.
2. If a first resource exists in a time unit, a first re-
source sharing manner is used by the PDCCH can-
didates at different aggregation levels in the CORE-
SET in the time unit. In this way, a channel estimation
can be more reused.

[0030] In the fourth embodiment, in the first resource
sharing manner, time-frequency resources used by PD-
CCH candidates at different aggregation levels are over-
lapped as much as possible. To be specific, locations of
time-frequency resources used by all PDCCH candi-
dates at different aggregation levels are some or all of
locations of time-frequency resources used by PDCCH
candidates at one aggregation level that occupy most
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resources.
[0031] In the fourth embodiment, in the second re-
source sharing manner, all PDCCH candidates at differ-
ent aggregation levels are divided into two or more
groups. The first resource sharing manner is used for
each group.
[0032] In the fourth embodiment, the control channel
parameter may specifically include an index of a resource
(such as a CCE) in the control resource set and physical
downlink control channel candidates at one or more ag-
gregation levels that are mapped to the resource. In this
way, the terminal may obtain, through analysis based on
the index of the resource, locations of resources used by
PDCCH candidates at different aggregation levels, and
finally determine which resource sharing manner is used
by the PDCCH candidates at different aggregation levels.
This application is not limited thereto, and the control
channel parameter may further include other information
that may be used to indicate the resource sharing manner
used by the PDCCH candidates at different aggregation
levels, which is not limited herein.
[0033] Optionally, the control channel parameter may
specifically also include indication information of the first
resource sharing manner or indication information of the
second resource sharing manner. For example, a flag bit
for indicating a resource sharing manner is set in the first
configuration information. The first resource sharing
manner is indicated when the flag bit is "1". The second
resource sharing manner is indicated when the flag bit
is "0". The foregoing example is merely used to explain
this application and shall not be construed as a limitation.
[0034] In the fourth embodiment, the network device
may send the first configuration information by using
higher layer signaling (such as RRC signaling), or may
send the first configuration information by using physical
layer signaling (such as DCI). Signaling used for sending
the first configuration information is not limited in this em-
bodiment.
[0035] According to a third aspect, this application pro-
vides a network device. The network device may include
a plurality of function modules, adapted to correspond-
ingly perform the method provided in the first aspect or
the method provided in any one of the possible imple-
mentations of the first aspect.
[0036] According to a fourth aspect, this application
provides a terminal. The terminal may include a plurality
of function modules, adapted to correspondingly perform
the method provided in the second aspect or the method
provided in any one of the possible implementations of
the second aspect.
[0037] According to a fifth aspect, this application pro-
vides a network device, adapted to perform the signal
transmission method described in the first aspect. The
network device may include a memory, a processor cou-
pled to the memory, and a transceiver. The transceiver
is adapted to communicate with another communications
device (such as a terminal). The memory is adapted to
store code for implementing the signal transmission

method described in the first aspect, and the processor
is adapted to execute program code stored in the mem-
ory, in other words, perform the method provided in the
first aspect or the method provided in any one of the
possible implementations of the first aspect.
[0038] According to a sixth aspect, this application pro-
vides a terminal, adapted to perform the signal transmis-
sion method described in the second aspect. The termi-
nal may include a memory, a processor coupled to the
memory, and a transceiver. The transceiver is adapted
to communicate with another communications device
(such as a network device). The memory is adapted to
store code for implementing the signal transmission
method described in the second aspect, and the proces-
sor is adapted to execute program code stored in the
memory, in other words, perform the method provided in
the second aspect or the method provided in any one of
the possible implementations of the second aspect.
[0039] According to a seventh aspect, a communica-
tions system is provided. The communications system
includes a network device and a terminal.
[0040] The network device is adapted to configure at
least two sets of control channel parameters for the ter-
minal, and then send first configuration information to the
terminal. The first configuration information includes the
at least two sets of control channel parameters. Each set
of the at least two sets of control channel parameters
corresponds to at least one time unit.
[0041] The terminal is adapted to receive the first con-
figuration information from the network device, and then
determine, based on a time unit index and the first con-
figuration information, a control channel parameter cor-
responding to the time unit index.
[0042] Specifically, the network device may be the net-
work device described in the third aspect or the fifth as-
pect. The terminal may be the terminal described in the
fourth aspect or the sixth aspect.
[0043] According to an eighth aspect, a computer read-
able storage medium is provided. The readable storage
medium stores an instruction. When the instruction is run
on a computer, the computer is enabled to perform the
signal transmission method described in the first aspect.
[0044] According to a ninth aspect, another computer
readable storage medium is provided. The readable stor-
age medium stores an instruction. When the instruction
is run on a computer, the computer is enabled to perform
the signal transmission method described in the second
aspect.
[0045] According to a tenth aspect, a computer pro-
gram product including an instruction is provided. When
the computer program product is run on a computer, the
computer is enabled to perform the signal transmission
method described in the first aspect.
[0046] According to an eleventh aspect, another com-
puter program product including an instruction is provid-
ed. When the computer program product is run on a com-
puter, the computer is enabled to perform the signal
transmission method described in the second aspect.
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DESCRIPTION OF DRAWINGS

[0047]

FIG. 1A is a schematic diagram of a resource in a
hybrid numerology scenario according to this appli-
cation;
FIG. 1B is a schematic diagram of a resource conflict
in a hybrid numerology scenario according to this
application;
FIG. 2 is a schematic diagram of resource mapping
for resolving a resource conflict in a hybrid numer-
ology scenario in the prior art;
FIG. 3 is a schematic diagram of an architecture of
a wireless communications system according to this
application;
FIG. 4 is a schematic diagram of a hardware archi-
tecture of a terminal according to an embodiment of
this application;
FIG. 5 is a schematic diagram of a hardware archi-
tecture of a base station according to an embodiment
of this application;
FIG. 6 is a schematic diagram of a control resource
set according to this application;
FIG. 7A and FIG. 7B are schematic diagrams of map-
ping relationships between search spaces, physical
downlink control channel candidates, control chan-
nel elements, and resource element groups accord-
ing to this application;
FIG. 8A and FIG. 8B are schematic diagrams of two
methods for indicating control channel parameters
according to this application;
FIG. 9A to FIG. 9C are schematic diagrams of poli-
cies for configuring control channel parameters ac-
cording to an embodiment of this application;
FIG. 10 is a schematic diagram of a policy for con-
figuring control channel parameters according to an-
other embodiment of this application;
FIG. 11 is a schematic diagram of a policy for con-
figuring control channel parameters according to still
another embodiment of this application;
FIG. 12A and FIG. 12B are schematic diagrams of
policies for configuring control channel parameters
according to yet another embodiment of this appli-
cation;
FIG. 13A and FIG. 13B are schematic diagrams of
policies for configuring control channel parameters
according to still yet another embodiment of this ap-
plication;
FIG. 14A and FIG. 14B are schematic diagrams of
policies for configuring control channel parameters
according to a further embodiment of this application;
and
FIG. 15 is a functional block diagram of a wireless
communications system, a terminal, and a network
device according to this application.

DESCRIPTION OF EMBODIMENTS

[0048] Terms used in implementations of this applica-
tion are merely used to explain specific embodiments of
this application, but are not intended to limit this applica-
tion.
[0049] FIG. 3 shows a wireless communications sys-
tem according to this application. The wireless commu-
nications system may be a long term evolution (Long
Term Evolution, LTE) system, or may be a future evolved
5th generation (the 5th Generation, 5G) mobile commu-
nications system, a new radio (NR) system, a machine-
to-machine (Machine to Machine, M2M) communications
system, or the like. As shown in FIG. 3, a wireless com-
munications system 100 may include: one or more net-
work devices 101, one or more terminals 103, and a core
network 115.
[0050] The network device 101 may be a base station.
The base station may be adapted to communicate with
one or more terminals, or may be adapted to communi-
cate with one or more base stations that have some ter-
minal functions (for example, communication between a
macro base station and a micro base station, such as an
access point). The base station may be a base transceiv-
er station (Base Transceiver Station, BTS) in a time di-
vision-synchronous code division multiple access (Time
Division Synchronous Code Division Multiple Access,
TD-SCDMA) system, or may be an evolved NodeB (Ev-
olutional Node B, eNB) in the LTE system, or a gNB in a
5G system or the new radio (NR) system. In addition, the
base station may alternatively be an access point (Ac-
cess Point, AP), a transmission node (Trans TRP), a cen-
tral unit (Central Unit, CU), or another network entity, and
may include some or all of functions of the foregoing net-
work entity.
[0051] The terminal 103 may be distributed in the entire
wireless communications system 100, may be still, or
may be mobile. In some embodiments of this application,
the terminal 103 may be a mobile device, a mobile station
(mobile station), a mobile unit (mobile unit), an M2M ter-
minal, a radio unit, a remote unit, a user agent, a mobile
client, or the like.
[0052] Specifically, the network device 101 may be
adapted to communicate with the terminal 103 through
a wireless interface 105 under control of a network device
controller (not shown). In some embodiments, the net-
work device controller may be a part of the core network
115, or may be integrated into the network device 101.
Specifically, the network device 101 may be adapted to
transmit control information or user data to the core net-
work 115 through a backhaul (backhaul) interface 113
(such as an S1 interface). Specifically, the network de-
vices 101 may directly or indirectly communicate with
each other through a backhaul (backhaul) interface 111
(such as an X2 interface).
[0053] It should be noted that the wireless communi-
cations system 100 shown in FIG. 3 is merely intended
to more clearly describe the technical solutions in this
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application, but is not intended to limit this application. A
person of ordinary skill in the art may know that as a
network architecture evolves and a new service scenario
emerges, the technical solutions provided in this appli-
cation are also applicable to a similar technical problem.
[0054] FIG. 4 shows a terminal 200 according to some
embodiments of this application. As shown in FIG. 4, the
terminal 200 may include: one or more terminal proces-
sors 201, a memory 202, a communications interface
203, a receiver 205, a transmitter 206, a coupler 207, an
antenna 208, a user interface 209, and an input/output
module (including an audio input/output module 210, a
key input module 211, a display 212, and the like). These
components may be connected by using a bus 204 or in
another manner. In FIG. 4, for example, the components
are connected by using the bus.
[0055] The communications interface 203 may be
used for communication between the terminal 200 and
another communications device, for example, a network
device. Specifically, the network device may be a network
device 300 shown in FIG. 5. Specifically, the communi-
cations interface 203 may be a communications interface
of long term evolution (LTE) (4G), or may be a commu-
nications interface of 5G or future new radio. The terminal
200 is not limited to a wireless communications interface,
and may be provided with a wired communications inter-
face 203, for example, a local access network (Local Ac-
cess Network, LAN) interface.
[0056] The transmitter 206 may be adapted to process
a signal for transmitting that is output by the terminal proc-
essor 201, for example, perform signal modulation. The
receiver 205 may be adapted to process a mobile com-
munications signal for receiving that is received by the
antenna 208, for example, perform signal demodulation.
In some embodiments of this application, the transmitter
206 and the receiver 205 may be considered as one wire-
less modem. There may be one or more transmitters 206
and receivers 205 in the terminal 200. The antenna 208
may be adapted to convert electromagnetic energy in a
transmission line into an electromagnetic wave in free
space, or convert an electromagnetic wave in free space
into electromagnetic energy in a transmission line. The
coupler 207 is adapted to divide the mobile communica-
tions signal received by the antenna 208 into a plurality
of signals and allocate the plurality of signals to a plurality
of receivers 205.
[0057] In addition to the transmitter 206 and the receiv-
er 205 shown in FIG. 4, the terminal 200 may include
another communications component, for example, a
GPS module, a Bluetooth (Bluetooth) module, or a wire-
less fidelity (Wireless Fidelity, Wi-Fi) module. The termi-
nal 200 is not limited to the foregoing described wireless
communications signal, and may support another wire-
less communications signal, for example, a satellite sig-
nal or a short wave signal. The terminal 200 is not limited
to wireless communication, and may be provided with a
wired network interface (such as a LAN interface) to sup-
port wired communication.

[0058] The input/output module may be adapted to per-
form interaction between the terminal 200 and a user/an
external environment, and may mainly include the audio
input/output module 210, the key input module 211, the
display 212, and the like. Specifically, the input/output
module may further include a camera, a touchscreen, a
sensor, and the like. All the input/output modules com-
municate with the terminal processor 201 through the
user interface 209.
[0059] The memory 202 is coupled to the terminal proc-
essor 201, and is adapted to store various software pro-
grams and/or a plurality of sets of instructions. Specifi-
cally, the memory 202 may include a high-speed random
access memory, and may include a non-volatile memory,
for example, one or more disk storage devices, flash
memory devices, or other non-volatile solid-state storage
devices. The memory 202 may store an operating system
(briefly referred to as a system in the following), for ex-
ample, an embedded operating system such as Android,
iOS, Windows, or Linux. The memory 202 may further
store a network communication program. The network
communication program may be used to communicate
with one or more additional devices, one or more terminal
devices, and one or more network devices. The memory
202 may further store a user interface program. The user
interface program may vividly display content of an ap-
plication program through a graphical operation inter-
face, and receive, by using an input control such as a
menu, a dialog box, and a button, a control operation
performed by a user on the application program.
[0060] In some embodiments of this application, the
memory 202 may be adapted to store a program for im-
plementing, on the terminal 200 side, a signal transmis-
sion method provided in one or more embodiments of
this application. For implementation of the signal trans-
mission method provided in one or more embodiments
of this application, refer to subsequent embodiments.
[0061] The terminal processor 201 may be adapted to
read and execute a computer readable instruction. Spe-
cifically, the terminal processor 201 may be adapted to
invoke a program stored in the memory 202, for example,
the program for implementing, on the terminal 200 side,
the signal transmission method provided in one or more
embodiments of this application, and execute an instruc-
tion included in the program.
[0062] It may be understood that the terminal 200 may
be the terminal 103 in the wireless communications sys-
tem 100 shown in FIG. 3, and may be implemented as a
mobile device, a mobile station (mobile station), a mobile
unit (mobile unit), a radio unit, a remote unit, a user agent,
a mobile client, or the like.
[0063] It should be noted that the terminal 200 shown
in FIG. 4 is merely an implementation of the embodiments
of this application. In actual application, the terminal 200
may also include more or fewer components, and this is
not limited herein.
[0064] FIG. 5 shows a network device 300 according
to some embodiments of this application. As shown in
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FIG. 5, the network device 300 may include: one or more
network device processors 301, a memory 302, a com-
munications interface 303, a transmitter 305, a receiver
306, a coupler 307, and an antenna 308. These compo-
nents may be connected by using a bus 304 or in another
manner. In FIG. 5, for example, the components are con-
nected by using the bus.
[0065] The communications interface 303 may be
used for communication between the network device 300
and another communications device, for example, a ter-
minal device or another network device. Specifically, the
terminal device may be the terminal 200 shown in FIG.
4. Specifically, the communications interface 303 may
be a communications interface of long term evolution
(LTE) (4G), or may be a communications interface of 5G
or future new radio. The network device 300 is not limited
to a wireless communications interface, and may be pro-
vided with a wired communications interface 303 to sup-
port wired communication. For example, a backhaul con-
nection between a network device 300 and another net-
work device 300 may be a wired communication connec-
tion.
[0066] The transmitter 305 may be adapted to process
a signal for transmitting that is output by the network de-
vice processor 301, for example, perform signal modu-
lation. The receiver 306 may be adapted to process a
mobile communications signal for receiving that is re-
ceived by the antenna 308, for example, perform signal
demodulation. In some embodiments of this application,
the transmitter 305 and the receiver 306 may be consid-
ered as one wireless modem. There may be one or more
transmitters 305 and receivers 306 in the network device
300. The antenna 308 may be adapted to convert elec-
tromagnetic energy in a transmission line into an elec-
tromagnetic wave in free space, or convert an electro-
magnetic wave in free space into electromagnetic energy
in a transmission line. The coupler 307 may be adapted
to divide the mobile communications signal into a plurality
of signals and allocate the plurality of signals to a plurality
of receivers 306.
[0067] The memory 302 is coupled to the network de-
vice processor 301, and is adapted to store various soft-
ware programs and/or a plurality of sets of instructions.
Specifically, the memory 302 may include a high-speed
random access memory, and may include a non-volatile
memory, for example, one or more disk storage devices,
flash memory devices, or other non-volatile solid-state
storage devices. The memory 302 may store an operat-
ing system (briefly referred to as a system in the follow-
ing), for example, an embedded operating system such
as uCOS, VxWorks, or RTLinux. The memory 302 may
further store a network communication program. The net-
work communication program may be used to commu-
nicate with one or more additional devices, one or more
terminal devices, and one or more network devices.
[0068] The network device processor 301 may be
adapted to manage a radio channel, establish and dis-
connect a call and communication link, provide cell

handover control for a user in a local control area, and
the like. Specifically, the network device processor 301
may include an administration module/communication
module (Administration Module/Communication Module,
AM/CM) (a center for speech channel switching and in-
formation exchanging), a basic module (Basic Module,
BM) (adapted to complete call processing, signaling
processing, radio resource management, radio link man-
agement, and circuit maintenance functions), a transcod-
er and submultiplexer (Transcoder and Submultiplexer,
TCSM) (adapted to complete multiplexing/demultiplex-
ing and transcoding functions), and the like.
[0069] In this embodiment of this application, the net-
work device processor 301 may be adapted to read and
execute a computer readable instruction. Specifically,
the network device processor 301 may be adapted to
invoke a program stored in the memory 302, for example,
a program for implementing, on the network device 300
side, the signal transmission method provided in one or
more embodiments of this application, and execute an
instruction included in the program.
[0070] It may be understood that the network device
300 may be a base station 101 in the wireless commu-
nications system 100 shown in FIG. 3, and may be im-
plemented as a base transceiver station, a wireless trans-
ceiver, a basic service set (BSS), an extended service
set (ESS), a NodeB, an eNodeB, an access point, a TRP,
or the like.
[0071] It should be noted that the network device 300
shown in FIG. 5 is merely an implementation of the em-
bodiments of this application. In actual application, the
network device 300 may also include more or fewer com-
ponents, and this is not limited herein.
[0072] Based on the embodiments corresponding to
the wireless communications system 100, the terminal
200, and the network device 300, an embodiment of this
application provides a signal transmission method. De-
tails are described below.
[0073] To help understand this application, the follow-
ing first describes basic concepts in this application.

(I) Aggregation level (Aggregation Level, AL) of a PDCCH

[0074] The aggregation level refers to a quantity of con-
trol channel elements (Control Channel Element, CCE)
used for bearing one PDCCH. The control channel ele-
ment (CCE) is a basic unit of a control channel physical
resource. One CCE includes a plurality of resource ele-
ment groups (Resource Element Group, REG). In an LTE
system, one CCE includes nine REGs, and in an NR
system, one CCE includes six REGs. One REG includes
a plurality of resource elements (resource element, RE).
In the LTE system, one REG includes four REs. In the
NR system, one REG includes one resource block (re-
source block, RB) in one OFDM symbol. An RE includes
one subcarrier in one OFDM symbol, and is a smallest
physical time-frequency resource in the LTE system and
the NR system. In this application, unless otherwise
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specified, a symbol and a time domain symbol are equiv-
alent to each other and interchangeable. An OFDM sym-
bol is an example of a time domain symbol, but a time
domain symbol is not limited to an OFDM symbol.
[0075] In the LTE system, common aggregation levels
are 1, 2, 4, and 8. In the NR system, aggregation levels
16 and 32 may also be used.
[0076] A network side determines an aggregation level
of a PDCCH based on factors such as a size of a downlink
control indicator (Downlink Control Indicator, DCI) pay-
load and quality of a radio channel. A larger DCI payload
leads to a higher aggregation level of a corresponding
PDCCH. When the quality of the radio channel is worse,
a higher aggregation level of the PDCCH is required to
ensure PDCCH transmission quality.

(II) Search space (search space) of a control channel

[0077] For a terminal, a quantity of CCEs of each PD-
CCH changes and is not notified to the terminal through
signaling, and therefore, the terminal has to perform blind
detection on PDCCH candidates at all possible aggre-
gation levels. To reduce a quantity of times of performing
blind detection and reduce complexity of blind detection
for the terminal, a system may predefine an aggregation
level set. For example, an aggregation level set {1, 2, 4,
8} may be defined, to be specific, a network side may
send a PDCCH by using one, two, four, or eight CCEs.
Correspondingly, the terminal needs to separately per-
form blind detection on PDCCHs whose aggregation lev-
els are 1, 2, 4, and 8.
[0078] To further reduce the quantity of times of per-
forming blind detection and reduce the complexity of blind
detection for the terminal, the system defines a series of
possible PDCCH locations in a control resource area for
each aggregation level, and these locations are referred
to as PDCCH candidates (PDCCH candidate). A PDCCH
candidate set that needs to be monitored by the terminal
is referred to as a search space (search space). A PD-
CCH candidate set corresponding to one aggregation
level is referred to as a search space at the aggregation
level.

(III) Control resource set (CORESET)

[0079] FIG. 6 shows a control resource set (CORE-
SET) as an example according to this application. As
shown in FIG. 6, one CORESET is one time-frequency
resource. One CORESET corresponds to one group of
users (such as UE 1, UE 2, and UE 3). Physical downlink
control channels (PDCCH) of the group of users are sent
on the CORESET. In one CORESET, each user has one
search space (search space), and a size of a resource
in the search space is less than or equal to that of a
resource in the CORESET. One user may correspond to
a plurality of CORESETs associated with different nu-
merologies, such as a CORESET of URLLC and a
CORESET of eMBB. In FIG. 6, first four of 14 time domain

symbols are used as a control area, and only some re-
sources in the first four time domain symbols may be
defined as resources corresponding to one CORESET.
[0080] FIG. 7A and FIG. 7B describe mapping relation-
ships between REGs, CCEs, PDCCH candidates, and
search spaces as an example. Details are as follows:
[0081] FIG. 7A shows a logical mapping relationship
between a search space and a PDCCH candidate as an
example. As shown in FIG. 7A, one user has search spac-
es at a plurality of different aggregation levels. A terminal
A in FIG. 7A is used as an example. The terminal A has
search spaces at four different aggregation levels. A
search space whose aggregation level is 8 (AL=8) in-
cludes two PDCCH candidates whose aggregation levels
are 8 (AL=8). A search space whose aggregation level
is 4 (AL=4) includes two PDCCH candidates whose ag-
gregation levels are 4 (AL=4). A search space whose
aggregation level is 2 (AL=2) includes six PDCCH can-
didates whose aggregation levels are 2 (AL=2). A search
space whose aggregation level is 1 (AL=1) includes six
PDCCH candidates whose aggregation levels are 1
(AL=1).
[0082] FIG. 7A also shows a logical mapping relation-
ship between a PDCCH candidate and a CCE as an ex-
ample. CCEs in the control area are all numbered by the
system. Numbers of the CCEs are logical numbers and
are used to uniquely determine physical resource loca-
tions of the CCEs. That numbers of CCEs on a PDCCH
candidate are consecutive does not represent that the
CCEs on the PDCCH candidate are consecutive on a
physical resource. For a mapping relationship between
a CCE, a PDCCH, and a search space on the physical
resource, refer to FIG. 7B.
[0083] FIG. 7B shows CCE distribution on a physical
resource as an example. As shown in FIG. 7B, when a
CCE is mapped to a physical resource, REGs in the CCE
may be de-centralized or centralized. For example,
REGs in a CCE 1, a CCE 2, and a CCE 3 are de-cen-
tralized, and REGs in a CCE 4 are centralized. In other
words, a physical resource location uniquely indicated
by one CCE number may be consecutive and centralized
resource locations, or may be a series of de-centralized
resource locations.
[0084] FIG. 7B also shows a mapping relationship be-
tween a CCE and a PDCCH candidate on a physical
resource as an example. As shown in FIG. 7B, a physical
resource location of one PDCCH candidate includes a
location set of CCEs on the PDCCH candidate that are
mapped onto a physical resource. CCEs on one PDCCH
candidate may be de-centrally or centrally distributed on
the physical resource. For example, as shown in FIG.
7B, the CCE 1 and the CCE 2 on a PDCCH candidate 1
are both de-centrally distributed on the physical resource,
the CCE 3 on a PDCCH candidate 2 is de-centrally dis-
tributed on the physical resource, and the CCE 4 on the
PDCCH candidate 2 is centrally distributed on the phys-
ical resource. The foregoing example is merely used to
explain this application and shall not be construed as a
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limitation.
[0085] FIG. 7B further shows a mapping relationship
between a search space and a PDCCH candidate on a
physical resource as an example. As shown in FIG. 7B,
a physical resource location set of PDCCH candidates
on one search space includes a physical resource loca-
tion of the search space. For example, as shown in FIG.
7B, a physical resource location of a search space of UE
1 includes a physical resource location of the PDCCH
candidate 1 and a physical resource location of the PD-
CCH candidate 2. The foregoing example is merely used
to explain this application and shall not be construed as
a limitation.
[0086] In this application, the CCE may be referred to
as a first resource group, the REG may be referred to as
a second resource group, and a REG bundle may be
referred to as a third resource group. The first resource
group includes at least one second resource group. The
first resource group includes at least one third resource
group. The third resource group includes at least one
second resource group.
[0087] In this application, a time unit may be one of a
time domain symbol, a mini-slot (mini-slot), a slot, a sub-
frame, or a frame.
[0088] It should be noted that, for resource concepts
such as the REG, the CCE, the PDCCH, and the search
space in this application, refer to existing definitions (for
example, regulations provided in an LTE standard and
an NR communications system), but the resource con-
cepts are not limited to the existing definitions. Definitions
of these resource concepts in a future communications
standard may be different, and this does not affect im-
plementation of this application.
[0089] Second, a main inventive principle of this appli-
cation may include: A network device determines control
channel parameters respectively corresponding to a plu-
rality of time units, and sends, to a terminal, indication
information used to indicate at least two sets of control
channel parameters configured by the network device
for the terminal, where each set of control channel pa-
rameters corresponds to at least one time unit. Corre-
spondingly, the terminal may determine, based on the
indication information and a time unit index (or some time
unit indexes), a control channel parameter correspond-
ing to the time unit (or the some time units). In this appli-
cation, the indication information may be referred to as
first configuration information. In this way, the terminal
may select a proper control channel parameter for a time
unit (or some time units), so that flexible configuration of
the control channel parameter can be implemented.
[0090] Herein, the control channel parameters respec-
tively corresponding to the plurality of time units deter-
mined by the network device may be control channel pa-
rameters associated with a specified numerology. In this
application, the specified numerology may be referred to
as a first numerology. The first numerology may be a
numerology that matches a URLLC service, or may be
another specified numerology, which is not limited in this

application.
[0091] For the network device, resource scheduling sit-
uations in the plurality of time units are known. A resource
scheduling situation in one time unit may include: in the
time unit, whether there is a CORESET associated with
another numerology, whether there is a blank resource
(blank resource), or whether there is a resource used by
a common channel (such as a synchronization channel
(synchronization channel, SCH), a broadcast channel
(broadcasting channel, BCH), and an uplink random ac-
cess channel (random access channel, UL-RACH)), or
the like. Herein, the CORESET associated with the an-
other numerology, the blank resource, the common chan-
nel, or the like may be referred to as a first resource. In
this way, the network device may determine, based on
a resource scheduling situation in each of the plurality of
time units, a control channel parameter corresponding
to each of the plurality of time units, so that a conflict
between a CORESET associated with the first numerol-
ogy and the first resource in the plurality of time units is
avoided as far as possible.
[0092] Herein, the blank resource (blank resource)
may include but is not limited to the following resources:
1. resources that need to be avoided by NR and that are
used by some common channels (such as a synchroni-
zation channel SCH, a broadcast channel BCH, and an
uplink random access channel UL-RACH), a pilot signal,
and the like that are in LTE when NR coexists with LTE;
and 2. resources reserved for future expansion. In sum-
mary, NR may configure some time-frequency resources
as blank resources.
[0093] On a terminal side, when there is a service (such
as a URLLC service) that matches the first numerology,
the terminal may select a proper control channel param-
eter for one time unit (or some time units) currently bear-
ing the service. It may be understood that because the
network device has preconfigured the control channel
parameters respectively corresponding to the plurality of
time units, the terminal may directly determine, based on
the first configuration information sent by the network de-
vice, a control channel parameter corresponding to the
time unit (or the some time units). In addition, in the time
unit (or the some time units), there is no conflict between
the CORESET associated with the first numerology and
the first resource or a conflict between the CORESET
associated with the first numerology and the first re-
source is smallest.
[0094] In this application, the first configuration infor-
mation may be presented in the following two manners:
In a first presentation manner, one time unit index corre-
sponds to one set of control channel parameters. In a
second presentation manner, one set of control channel
parameters corresponds to a plurality of time unit index-
es.
[0095] In the first presentation manner, as shown in
FIG. 8A, although control channel parameters corre-
sponding to some time units are the same, the first con-
figuration information may indicate a control channel pa-
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rameter corresponding to each time unit. Each time unit
herein is reflected in the foregoing correspondence as
one time unit index of the time unit in a larger time span.
For example, one time domain symbol is used as the
time unit. The network device may configure a control
channel parameter corresponding to each time domain
symbol. A corresponding time unit index may be an index
of the time domain symbol in a mini-slot, or an index in
a slot, or an index in a subframe, or an index in a radio
frame.
[0096] In the second presentation manner, as shown
in FIG. 8B, the first configuration information may uni-
formly indicate a control channel parameter correspond-
ing to a plurality of symbols in a same resource sched-
uling situation, instead of repeatedly indicating a same
control channel parameter on the plurality of symbols.
Compared with the first presentation manner, signaling
overheads may be reduced in the second presentation
manner.
[0097] The control channel parameter (control channel
parameter) in this application may include at least one
of the following:

(1) a resource location of a control resource set
(CORESET);
(2) a mapping manner (continuous or discontinuous
mapping) between a control channel element (CCE)
and a resource element group (REG) in a control
resource set (CORESET);
(3) a mapping manner (continuous or discontinuous
mapping) between a physical downlink control chan-
nel candidate (PDCCH candidate) and a CCE;
(4) locations of resources used by physical downlink
control channel candidates (PDCCH candidate) at
different aggregation levels (AL) in a control resource
set; and
(5) a resource sharing manner (a basic nested man-
ner or a group nested manner) used by physical
downlink control channel candidates (PDCCH can-
didate) at different aggregation levels (AL) in a con-
trol resource set.

[0098] It may be understood that the control channel
parameter varies with the resource location of the CORE-
SET, the control channel parameter varies with the map-
ping manner between the CCE and the REG in the
CORESET, the control channel parameter varies with
the mapping manner between the PDCCH candidate and
the CCE in the CORESET, and the control channel pa-
rameter varies with the resource sharing manner used
by the PDCCH candidates at different aggregation levels
in the CORESET. In this application, the control channel
parameter may be adjusted to avoid a conflict as far as
possible, and a frequency diversity gain may be further
improved. For details about a method for determining a
control channel parameter in this application, refer to a
subsequent embodiment.
[0099] Based on the foregoing inventive principle, the

following describes in detail a method for configuring con-
trol channel parameters provided in this application by
using several embodiments. The following Embodiment
1 to Embodiment 4 may be combined for implementation.

(I) Embodiment 1

[0100] In this embodiment, a network device may de-
termine, depending on whether a first resource exists in
a time unit, a resource location of a CORESET in the
time unit. In this embodiment, different control channel
parameters refer to different resource locations of the
CORESET. Specific policies are as follows:

1. If no first resource exists in a time unit, a percent-
age of a frequency domain span of the CORESET
in the time unit in full bandwidth may be greater than
a first threshold (for example, 80%), in other words,
the CORESET may occupy as large bandwidth as
possible. A value of the first threshold is not limited
in this application, and may be determined based on
an actual application requirement.
2. If a first resource exists in a time unit, the CORE-
SET occupies other frequency domain in the time
unit than the first resource.

[0101] Configuring a CORESET associated with a nu-
merology 3 (namely, the foregoing first numerology) is
used as an example. FIG. 9A to FIG. 9C describe the
foregoing two policies as an example. It is assumed that
both a CORESET associated with a numerology 1 and
a CORESET associated with a numerology 2 belong to
the first resource.
[0102] As shown in FIG. 9A, if no first resource (no
CORESET associated with the numerology 1 or the nu-
merology 2) exists in the time unit, the CORESET asso-
ciated with the numerology 3 may occupy as large band-
width as possible in the time unit, or may even occupy
the full bandwidth.
[0103] As shown in FIG. 9B, if one first resource (the
CORESET associated with the numerology 1) exists in
the time unit, the CORESET associated with the numer-
ology 3 may be distributed, in frequency domain, on one
side of the first resource or on two sides of the first re-
source without overlapping the first resource.
[0104] As shown in FIG. 9C, if at least two first resourc-
es (the CORESET associated with the numerology 1 and
the CORESET associated with the numerology 2) exist
in the time unit, the CORESET associated with the nu-
merology 3 may be de-centrally distributed, in frequency
domain, between the at least two first resources without
overlapping the at least two first resources.
[0105] The foregoing two policies describe how to ad-
just a frequency domain location of the CORESET, this
application is not limited thereto, and a time domain lo-
cation of the CORESET may be further adjusted. It may
be understood that when the time unit is a relatively large
time interval such as a subframe (or a frame), a mini-slot,
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or a slot, adjusting the resource location of the CORESET
may further include adjusting the time domain location
of the CORESET. When the time unit is a symbol, there
is no need to consider adjusting the time domain location
of the CORESET.
[0106] As shown in FIG. 10, it is assumed that the time
unit is a slot (slot). If a first resource (the CORESET as-
sociated with the numerology 1) exists in a slot, in addition
to configuring a location, in frequency domain, of the
CORESET associated with the numerology 3 according
to the foregoing second policy (referring to FIG. 9B or
FIG. 9C), a location, in time domain, of the CORESET
associated with the numerology 3 may be further config-
ured. Optionally, the CORESET associated with the nu-
merology 3 may occupy some or all of symbols in the slot.
[0107] In Embodiment 1, first configuration information
may include a resource start location and a resource end
location that correspond to the control resource set. Op-
tionally, the first configuration information may also in-
clude a resource start location corresponding to the con-
trol resource set and a frequency domain span and a
time domain span that correspond to the control resource
set. This application is not limited thereto, and the control
channel parameter may further include other information
that may be used to indicate the resource location of the
control resource set, which is not limited herein.
[0108] In Embodiment 1, the network device may send
the first configuration information by using higher layer
signaling (such as RRC signaling), or may send the first
configuration information by using physical layer signal-
ing (such as DCI). Signaling used for sending the first
configuration information is not limited in this embodi-
ment.
[0109] It may be understood that, in Embodiment 1,
the network device determines, depending on whether
the first resource exists in the time unit, the resource lo-
cation of the control resource set in the time unit, so that
on the symbol, there is no conflict between the control
resource set and the first resource, thereby reducing a
PDCCH blocking probability.

(II) Embodiment 2

[0110] First, it should be learned that REGs may be
grouped into a REG bundle (REG bundle), and one REG
bundle may include at least two REGs, for example, one
REG bundle may include two or three or six REGs. A
REG bundle is consecutive on a time-frequency re-
source, but REG bundles included in a CCE are not nec-
essarily consecutive on the time-frequency resource. In
an NR system, one CCE includes six REGs. It may be
understood that when one REG bundle includes six
REGs, one CCE includes only one REG bundle, and the
REG bundle is consecutive on the time-frequency re-
source. Therefore, whether REGs included in the CCE
are consecutive may be reflected by a size (two or three
or six REGs) of the REG bundle.
[0111] In this embodiment, a network device may de-

termine, depending on whether a first resource exists in
a time unit, a mapping manner between a REG and a
CCE in a CORESET in the time unit. In this embodiment,
different control channel parameters refer to different
mapping manners between the REG and the CCE in the
CORESET. In the different control channel parameters,
resource locations of the CORESET may be the same
or different. Specific policies are as follows:

1. If no first resource exists in a time unit, REGs in-
cluded in the CCE in the CORESET are de-centrally
distributed in the time unit.
2. If a first resource exists in a time unit, REGs in-
cluded in the CCE in the CORESET are centrally
distributed in the time unit.

[0112] It is assumed that a control resource set of eM-
BB belongs to the first resource, and the time unit is a
symbol. Configuring a control resource set of URLLC is
used as an example, and the two policies in Embodiment
2 are described with reference to FIG. 11.
[0113] As shown in FIG. 11, no control resource set of
eMBB exists on a third symbol and a fourth symbol, and
therefore, the REGs included in the CCE are de-centrally
distributed on the third symbol and the fourth symbol. A
REG bundle in the CCE includes two or three REGs. In
this way, more frequency diversity gains can be obtained.
[0114] As shown in FIG. 11, a control resource set of
eMBB exists on a first symbol and a second symbol, and
therefore, the REGs included in the CCE are centrally
distributed on the first symbol and the second symbol. A
REG bundle in the CCE includes six REGs. In this way,
a conflict between the REGs included in the CCE and
the control resource set of eMBB can be avoided as far
as possible.
[0115] Herein, the REGs included in the CCE may be
presented in two centralized distribution manners: 1. As
shown in a CCE 2 in FIG. 11, the REGs included in the
CCE are consecutively and centrally distributed in fre-
quency domain. 2. As shown in a CCE 1 in FIG. 11, the
REGs included in the CCE are located in a same fre-
quency domain location, and are consecutively and cen-
trally distributed in time domain.
[0116] In Embodiment 2, a size of a REG bundle in the
CCE may be used to indicate whether the network device
configures a control channel parameter corresponding
to the first policy or a control channel parameter corre-
sponding to the second policy. It may be understood that,
in the NR system, the REGs in the CCE are centrally
distributed when the REG bundle includes six REGs. The
REGs in the CCE are de-centrally distributed when the
REG bundle includes two or three REGs.
[0117] In Embodiment 2, first configuration information
may include a quantity of REGs included in the REG bun-
dle in the CCE, in other words, a quantity of second re-
source groups included in one group of second resource
groups. This application is not limited thereto, and the
first configuration information may further include other
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information that may be used to indicate the mapping
manner between the CCE and the REG, which is not
limited herein.
[0118] In Embodiment 2, the network device may send
the first configuration information by using higher layer
signaling (such as RRC signaling), or may send the first
configuration information by using physical layer signal-
ing (such as DCI). Signaling used for sending the first
configuration information is not limited in this embodi-
ment.
[0119] It may be understood that, in Embodiment 2,
the network device determines, depending on whether
the first resource exists in the time unit, the mapping man-
ner between the CCE and the REG in the control resource
set, so that a conflict between the control resource set
and the first resource is avoided as far as possible, and
a frequency diversity gain for a PDCCH may also be im-
proved.

(III) Embodiment 3

[0120] In this embodiment, a network device may de-
termine, depending on whether a first resource exists in
a time unit, a mapping manner between a CCE and a
PDCCH in a CORESET in the time unit. In this embodi-
ment, different control channel parameters refer to dif-
ferent mapping manners between the CCE and the PD-
CCH in the CORESET. In the different control channel
parameters, resource locations of the CORESET may
be the same or different. Specific policies are as follows:

1. If no first resource exists in a time unit, CCEs in-
cluded in the PDCCH in the CORESET are de-cen-
trally distributed in the time unit.
2. If a first resource exists in a time unit, CCEs in-
cluded in the PDCCH in the CORESET are centrally
distributed in the time unit.

[0121] The two policies in Embodiment 3 are described
with reference to FIG. 12A and FIG. 12B.
[0122] As shown in FIG. 12A, if no first resource (for
example, no blank resource) exists in the time unit, CCEs
included in a PDCCH whose aggregation level is 4 (AL=4)
are de-centrally distributed in frequency domain in the
time unit. In this way, more frequency diversity gains can
be obtained.
[0123] As shown in FIG. 12B, if a first resource (for
example, a blank resource) exists in the time unit, CCEs
included in a PDCCH whose aggregation level is 4 (AL=4)
or 8 (AL=8) are centrally distributed in frequency domain
in the time unit. In this way, a conflict between the CCEs
included in the PDCCH and the first resource may be
avoided as far as possible.
[0124] In Embodiment 3, first configuration information
may include indication information used to indicate that
a physical downlink control channel candidate corre-
sponds to L first resource groups that are consecutive in
frequency domain, or indication information used to in-

dicate that a physical downlink control channel candidate
corresponds to L first resource groups that are inconsec-
utive in frequency domain, where L is a positive integer
and represents an aggregation level of the physical
downlink control channel candidate. This application is
not limited thereto, and the control channel parameter
may further include other information that may be used
to indicate the mapping manner between the CCE and
the PDCCH, which is not limited herein.
[0125] In Embodiment 3, the network device may send
the first configuration information by using higher layer
signaling (such as RRC signaling), or may send the first
configuration information by using physical layer signal-
ing (such as DCI). Signaling used for sending the first
configuration information is not limited in this embodi-
ment.
[0126] It may be understood that, in Embodiment 3,
the network device determines, depending on whether
the first resource exists in the time unit, the mapping man-
ner between the CCE and the PDCCH in the control re-
source set, so that a conflict between the control resource
set and the first resource is avoided as far as possible,
and a frequency diversity gain may also be improved.
[0127] In addition, it should be understood that, if the
mapping manner between the REG and the CCE deter-
mined in Embodiment 2 is discontinuous mapping (the
mapping manner used in the first policy in Embodiment
2), the mapping manner between the CCE and the PD-
CCH may also be discontinuous mapping without imple-
menting Embodiment 3, because basic units CCEs in-
cluded in the PDCCH are de-centrally mapped on a phys-
ical resource.

(IV) Embodiment 4

[0128] It should be first learned that, in NR, to reuse a
channel estimation, a nested structure may be used
when a plurality of PDCCH candidates in a search space
of a same user are mapped to a physical resource. In
other words, to reuse the channel estimation, PDCCH
candidates at different aggregation levels share resourc-
es in a nested manner. On shared resources, the channel
estimation needs to be performed only once, and there
is no need to repeatedly perform the channel estimation.
In addition, a total search space corresponding to a plu-
rality of aggregation levels may become smaller.
[0129] FIG. 13A and FIG. 13B respectively show two
nested resource sharing manners as an example. De-
scription is separately provided below.
[0130] In a first resource sharing manner, time-fre-
quency resources used by PDCCH candidates at differ-
ent aggregation levels are overlapped as much as pos-
sible. To be specific, locations of time-frequency resourc-
es used by all PDCCH candidates at different aggrega-
tion levels are locations of time-frequency resources
used by PDCCH candidates at one aggregation level that
occupy most resources.
[0131] As shown in FIG. 13A, two PDCCH candidates
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whose aggregation levels are 8 (AL=8) occupy most time-
frequency resources, a total of 16 CCEs. In FIG. 13A,
locations of time-frequency resources used by all PD-
CCH candidates at different aggregation levels are loca-
tions of the time-frequency resources occupied by the
two PDCCH candidates whose aggregation levels are 8
(AL=8). In FIG. 13A, all the PDCCH candidates at differ-
ent aggregation levels include: the two PDCCH candi-
dates whose aggregation levels are 8 (AL=8), two PD-
CCH candidates whose aggregation levels are 4 (AL=4),
six PDCCH candidates whose aggregation levels are 2
(AL=2), and six PDCCH candidates whose aggregation
levels are 1 (AL=1).
[0132] In a second resource sharing manner, all PD-
CCH candidates at different aggregation levels are divid-
ed into two or more groups. The first resource sharing
manner is used for each group.
[0133] As shown in FIG. 13B, all PDCCH candidates
at different aggregation levels are divided into two
groups: a group A and a group B. The group A includes
PDCCH candidates whose AL=8 and AL=4, and the
group B includes PDCCH candidates whose AL=2 and
AL=1. In the group A, locations of time-frequency re-
sources used by the PDCCH candidates whose AL=8
and AL=4 are locations of time-frequency resources used
by PDCCH candidates whose AL=8. In the group B, lo-
cations of time-frequency resources used by the PDCCH
candidates whose AL=2 and AL=1 are locations of time-
frequency resources used by PDCCH candidates whose
AL=2.
[0134] It may be learned from FIG. 13A and FIG. 13B
that, in the foregoing two resource sharing manners, lo-
cations of time-frequency resources used by PDCCH
candidates at different aggregation levels are different.
When learning of the locations of the time-frequency re-
sources used by the PDCCH candidates at different ag-
gregation levels, a terminal may obtain, through analysis,
whether a resource sharing manner used by the PDCCH
candidates at different aggregation levels is the first re-
source sharing manner or the second resource sharing
manner.
[0135] It should be understood that the channel esti-
mation can be more reused in the first resource sharing
manner. A blocking probability can be reduced in the sec-
ond resource sharing manner.
[0136] In this embodiment, a network device may de-
termine, depending on whether a first resource exists in
a time unit, locations of time-frequency resources used
by PDCCH candidates at different aggregation levels in
a CORESET in the time unit, in other words, determine
a resource sharing manner used by the PDCCH candi-
dates at different aggregation levels in the CORESET in
the time unit. In this embodiment, different control chan-
nel parameters refer to different resource sharing man-
ners used by the PDCCH candidates at different aggre-
gation levels in the CORESET. In the different control
channel parameters, resource locations of the CORE-
SET may be the same or different. Specific policies are

as follows:

1. If no first resource exists in a time unit, the second
resource sharing manner is used by the PDCCH can-
didates at different aggregation levels in the CORE-
SET in the time unit. In this way, the blocking prob-
ability can be reduced.
2. If a first resource exists in a time unit, the first
resource sharing manner is used by the PDCCH can-
didates at different aggregation levels in the CORE-
SET in the time unit. In this way, the channel esti-
mation can be more reused.

[0137] In Embodiment 4, first configuration information
may include an index of a resource (such as a CCE) in
the control resource set and physical downlink control
channel candidates at one or more aggregation levels
that are mapped to the resource. In this way, the terminal
may obtain, through analysis based on the index of the
resource, locations of resources used by PDCCH candi-
dates at different aggregation levels, and finally deter-
mine which resource sharing manner is used by the PD-
CCH candidates at different aggregation levels. This ap-
plication is not limited thereto, and the control channel
parameter may further include other information that may
be used to indicate the resource sharing manner used
by the PDCCH candidates at different aggregation levels,
which is not limited herein.
[0138] Optionally, the first configuration information
may also include indication information of the first re-
source sharing manner or indication information of the
second resource sharing manner. For example, a flag bit
for indicating a resource sharing manner is set in the first
configuration information. The first resource sharing
manner is indicated when the flag bit is "1". The second
resource sharing manner is indicated when the flag bit
is "0". The foregoing example is merely used to explain
this application and shall not be construed as a limitation.
[0139] In Embodiment 4, the network device may send
the first configuration information by using higher layer
signaling (such as RRC signaling), or may send the first
configuration information by using physical layer signal-
ing (such as DCI). Signaling used for sending the first
configuration information is not limited in this embodi-
ment.
[0140] It may be understood that, in Embodiment 4,
the network device determines, depending on whether
the first resource exists in the time unit, the resource shar-
ing manner used by the PDCCH candidates at different
aggregation levels in the control resource set, so that a
frequency diversity gain can be improved as much as
possible, and the channel estimation can be more re-
used.
[0141] In addition, this application further provides two
methods for configuring control channel parameters. The
following respectively describes the two methods with
reference to FIG. 14A and FIG. 14B.
[0142] As shown in FIG. 14A, all resource locations of
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a control resource set (CORESET) in different time units
may be the same. When a first resource (for example, a
resource used by a PBCH) exists in a time unit, the control
resource set may be distributed on two sides of the first
resource on a symbol, similar to "bypassing" the first re-
source.
[0143] As shown in FIG. 14B, all resource locations of
a control resource set (CORESET) in different time units
may be the same. When a first resource (for example, a
resource used by a PBCH) exists in a time unit, data
mapped to the first resource may be discarded in the
control resource set on the symbol, similar to "puncturing"
the control resource set.
[0144] Specifically, first configuration information may
further include indication information, and the indication
information is used to indicate whether the manner
shown in FIG. 14A or the manner shown in FIG. 14B is
used by the control channel parameters in the time unit
in which the first resource exists.
[0145] FIG. 15 shows a wireless communications sys-
tem, a terminal, and a network device according to this
application. A wireless communications system 10 in-
cludes a terminal 400 and a network device 500. The
terminal 400 may be the terminal 200 in FIG. 4 in the
foregoing embodiment, the network device 500 may be
the network device 300 in FIG. 5 in the foregoing embod-
iment, and the wireless communications system 10 may
be the wireless communications system 100 described
in FIG. 3. The following separately provides descriptions.
[0146] As shown in FIG. 15, the terminal 400 may in-
clude a processing unit 401 and a communications unit
403.
[0147] The communications unit 403 may be adapted
to receive first configuration information from the network
device 500, where the first configuration information in-
cludes at least two sets of control channel parameters,
and each set of the at least two sets of control channel
parameters corresponds to information about at least one
time unit.
[0148] The processing unit 401 may be adapted to de-
termine, based on a time unit index and the first config-
uration information, a control channel parameter corre-
sponding to the time unit index. Herein, the time unit index
belongs to time units corresponding to the at least two
sets of control channel parameters.
[0149] Specifically, for detailed implementation of
function units included in the terminal 400, refer to the
foregoing embodiments. Details are not described herein
again.
[0150] As shown in FIG. 15, the network device 500
may include a communications unit 501 and a processing
unit 503.
[0151] The processing unit 503 may be adapted to con-
figure the at least two sets of control channel parameters,
where each set of the at least two sets of control channel
parameters corresponds to the information about the at
least one time unit.
[0152] The communications unit 501 may be adapted

to send the first configuration information to the terminal
400, where the first configuration information includes
the at least two sets of control channel parameters.
[0153] Specifically, for detailed implementation of
function units included in the network device 500, refer
to the foregoing embodiments. Details are not described
herein again.
[0154] In conclusion, in this application, the network
device determines the control channel parameters re-
spectively corresponding to the plurality of time units, and
sends, to the terminal, the indication information used to
indicate the at least two sets of control channel param-
eters configured by the network device for the terminal.
Correspondingly, the terminal may determine, based on
the indication information and a time unit (or some time
units), a control channel parameter corresponding to the
time unit (or the some time units). Flexible configuration
of the control channel parameter can be implemented by
performing the foregoing solution.
[0155] It may be understood that when the embodi-
ments of this application are applied to a network device
chip, the network device chip implements functions of
the network device in the foregoing method embodi-
ments. The network device chip sends the first configu-
ration information to another module (such as a radio
frequency module or an antenna) in the network device.
The first configuration information is sent to the terminal
by using the another module in the network device.
[0156] When the embodiments of this application are
applied to a terminal chip, the terminal chip implements
functions of the terminal in the foregoing method embod-
iments. The terminal chip receives the first configuration
information from another module (such as a radio fre-
quency module or an antenna) in the terminal, where the
first configuration information is sent by the network de-
vice to the terminal.
[0157] A person of ordinary skill in the art may under-
stand that all or some of the processes of the methods
in the embodiments may be implemented by a computer
program instructing relevant hardware. The program
may be stored in a computer readable storage medium.
When the program is executed, the processes of the
method embodiments may be performed. The foregoing
storage medium includes: any medium that can store pro-
gram code, such as a ROM, a random access memory
RAM, a magnetic disk, or an optical disc.

Claims

1. A signal transmission method, comprising:

receiving first configuration information from a
network device, wherein the first configuration
information comprises at least two sets of control
channel parameters, and each set of the at least
two sets of control channel parameters corre-
sponds to at least one time unit; and
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determining, based on an index of a time unit
and the first configuration information, a control
channel parameter corresponding to the time
unit represented by the index.

2. The method according to claim 1, wherein the control
channel parameter comprises a resource location
corresponding to a control resource set, and the re-
source location corresponding to the control re-
source set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

3. The method according to claim 1 or 2, wherein the
control channel parameter comprises a mapping
manner between a first resource group and a second
resource group in the control resource set, one first
resource group comprises at least one second re-
source group, and the mapping manner between a
first resource group and a second resource group
comprises a quantity of second resource groups
comprised in one third resource group in the first
resource group, wherein the first resource group
comprises at least one third resource group, and the
third resource group comprises at least one second
resource group.

4. The method according to any one of claims 1 to 3,
wherein the control channel parameter comprises a
mapping manner between a physical downlink con-
trol channel candidate and a first resource group,
one physical downlink control channel candidate is
carried on at least one first resource group, and the
mapping manner between a physical downlink con-
trol channel candidate and a first resource group
comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

5. The method according to any one of claims 1 to 4,
wherein the control channel parameter comprises
locations of resources used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises an index
of a resource in the control resource set and physical
downlink control channel candidates at one or more
aggregation levels that are mapped to the resource.

6. The method according to any one of claims 1 to 4,
wherein the control channel parameter comprises a
resource sharing manner used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises indication
information of a first resource sharing manner or in-
dication information of a second resource sharing
manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

7. The method according to any one of claims 1 to 6,
wherein the time unit is one of the following: a time
domain symbol, a mini-slot, a slot, a subframe, and
a frame.

8. A signal transmission method, comprising:

determining at least two sets of control channel
parameters, wherein each set of the at least two
sets of control channel parameters corresponds
to at least one time unit; and
sending first configuration information to a ter-
minal, wherein the first configuration information
comprises the at least two sets of control chan-
nel parameters.

9. The method according to claim 8, wherein the control
channel parameter comprises a resource location
corresponding to a control resource set, and the re-
source location corresponding to the control re-
source set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

10. The method according to claim 8 or 9, wherein the
control channel parameter comprises a mapping
manner between a first resource group and a second
resource group in the control resource set, one first
resource group comprises at least one second re-
source group, and the mapping manner between a
first resource group and a second resource group
comprises a quantity of second resource groups
comprised in one third resource group in the first
resource group, wherein the first resource group
comprises at least one third resource group, and the
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third resource group comprises at least one second
resource group.

11. The method according to any one of claims 8 to 10,
wherein the control channel parameter comprises a
mapping manner between a physical downlink con-
trol channel candidate and a first resource group,
one physical downlink control channel candidate is
carried on at least one first resource group, and the
mapping manner between a physical downlink con-
trol channel candidate and a first resource group
comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

12. The method according to any one of claims 8 to 11,
wherein the control channel parameter comprises
locations of resources used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises an index
of a resource in the control resource set and physical
downlink control channel candidates at one or more
aggregation levels that are mapped to the resource.

13. The method according to any one of claims 8 to 11,
wherein the control channel parameter comprises a
resource sharing manner used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises indication
information of a first resource sharing manner or in-
dication information of a second resource sharing
manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

14. The method according to any one of claims 8 to 13,
wherein the time unit is one of the following: a time
domain symbol, a mini-slot, a slot, a subframe, and
a frame.

15. A terminal, comprising:

a communications unit, adapted to receive first
configuration information from a network device,
wherein the first configuration information com-
prises at least two sets of control channel pa-
rameters, and each set of the at least two sets
of control channel parameters corresponds to
at least one time unit; and
a processing unit, adapted to determine, based
on a time unit index and the first configuration
information, a control channel parameter corre-
sponding to a time unit represented by the index.

16. The terminal according to claim 15, wherein the con-
trol channel parameter comprises a resource loca-
tion corresponding to a control resource set, and the
resource location corresponding to the control re-
source set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

17. The terminal according to claim 15 or 16, wherein
the control channel parameter comprises a mapping
manner between a first resource group and a second
resource group in the control resource set, one first
resource group comprises at least one second re-
source group, and the mapping manner between a
first resource group and a second resource group
comprises a quantity of second resource groups
comprised in one third resource group in the first
resource group, wherein the first resource group
comprises at least one third resource group, and the
third resource group comprises at least one second
resource group.

18. The terminal according to any one of claims 15 to
17, wherein the control channel parameter compris-
es a mapping manner between a physical downlink
control channel candidate and a first resource group,
one physical downlink control channel candidate is
carried on at least one first resource group, and the
mapping manner between a physical downlink con-
trol channel candidate and a first resource group
comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.
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19. The terminal according to any one of claims 15 to
18, wherein the control channel parameter compris-
es locations of resources used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises an index
of a resource in the control resource set and physical
downlink control channel candidates at one or more
aggregation levels that are mapped to the resource.

20. The terminal according to any one of claims 15 to
18, wherein the control channel parameter compris-
es a resource sharing manner used by physical
downlink control channel candidates at different ag-
gregation levels in the control resource set, and the
control channel parameter specifically comprises in-
dication information of a first resource sharing man-
ner or indication information of a second resource
sharing manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

21. The terminal according to any one of claims 15 to
20, wherein the time unit is one of the following: a
time domain symbol, a mini-slot, a slot, a subframe,
and a frame.

22. A network device, comprising:

a processing unit, adapted to determine at least
two sets of control channel parameters, wherein
each set of the at least two sets of control chan-
nel parameters corresponds to at least one time
unit; and
a communications unit, adapted to send first
configuration information to a terminal, wherein
the first configuration information comprises the
at least two sets of control channel parameters.

23. The network device according to claim 22, wherein
the control channel parameter comprises a resource
location corresponding to a control resource set, and
the resource location corresponding to the control
resource set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

24. The network device according to claim 22 or 23,
wherein the control channel parameter comprises a
mapping manner between a first resource group and
a second resource group in the control resource set,
one first resource group comprises at least one sec-
ond resource group, and the mapping manner be-
tween a first resource group and a second resource
group comprises a quantity of second resource
groups comprised in one third resource group in the
first resource group, wherein the first resource group
comprises at least one third resource group, and the
third resource group comprises at least one second
resource group.

25. The network device according to any one of claims
22 to 24, wherein the control channel parameter
comprises a mapping manner between a physical
downlink control channel candidate and a first re-
source group, one physical downlink control channel
candidate is carried on at least one first resource
group, and the mapping manner between a physical
downlink control channel candidate and a first re-
source group comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

26. The network device according to any one of claims
22 to 25, wherein the control channel parameter
comprises locations of resources used by physical
downlink control channel candidates at different ag-
gregation levels in the control resource set, and the
control channel parameter specifically comprises an
index of a resource in the control resource set and
physical downlink control channel candidates at one
or more aggregation levels that are mapped to the
resource.

27. The network device according to any one of claims
22 to 26, wherein the control channel parameter
comprises a resource sharing manner used by phys-
ical downlink control channel candidates at different
aggregation levels in the control resource set, and
the first configuration information comprises indica-
tion information of a first resource sharing manner
or indication information of a second resource shar-
ing manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
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downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

28. The network device according to any one of claims
22 to 27, wherein the time unit is one of the following:
a time domain symbol, a mini-slot, a slot, a subframe,
and a frame.

29. A communications system, comprising a terminal
and a network device, wherein
the terminal is the terminal according to any one of
claims 15 to 21; and
the network device is the network device according
to any one of claims 22 to 28.

Amended claims under Art. 19.1 PCT

1. A signal transmission method, comprising:

receiving first configuration information from a
network device, wherein the first configuration
information comprises at least two sets of control
channel parameters, and each set of the at least
two sets of control channel parameters corre-
sponds to at least one time unit; and
determining, based on an index of time unit and
the first configuration information, a control
channel parameter corresponding to a time unit
represented by the index.

2. The method according to claim 1, wherein that each
set of the at least two sets of control channel param-
eters corresponds to at least one time unit compris-
es:
at least one set of the at least two sets of control
channel parameters corresponds to a plurality of
time unit indexes.

3. The method according to claim 1 or 2, wherein the
control channel parameter comprises a resource lo-
cation corresponding to a control resource set, and
the resource location corresponding to the control
resource set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

4. The method according to any one of claims 1 to 3,
wherein the control channel parameter comprises a
mapping manner between a first resource group and
a second resource group in the control resource set,

one first resource group comprises at least one sec-
ond resource group, and the mapping manner be-
tween a first resource group and a second resource
group comprises a quantity of second resource
groups comprised in one third resource group in the
first resource group, wherein the first resource group
comprises at least one third resource group, and the
third resource group comprises at least one second
resource group.

5. The method according to any one of claims 1 to 4,
wherein the control channel parameter comprises a
mapping manner between a physical downlink con-
trol channel candidate and a first resource group,
one physical downlink control channel candidate is
carried on at least one first resource group, and the
mapping manner between a physical downlink con-
trol channel candidate and a first resource group
comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

6. The method according to any one of claims 1 to 5,
wherein the control channel parameter comprises
locations of resources used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises an index
of a resource in the control resource set and physical
downlink control channel candidates at one or more
aggregation levels that are mapped to the resource.

7. The method according to any one of claims 1 to 5,
wherein the control channel parameter comprises a
resource sharing manner used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises indication
information of a first resource sharing manner or in-
dication information of a second resource sharing
manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
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the first resource sharing manner is used for each
group.

8. The method according to any one of claims 1 to 7,
wherein the time unit is one of the following: a time
domain symbol, a mini-slot, a slot, a subframe, and
a frame.

9. A signal transmission method, comprising:

determining at least two sets of control channel
parameters, wherein each set of the at least two
sets of control channel parameters corresponds
to at least one time unit; and
sending first configuration information to a ter-
minal, wherein the first configuration information
comprises the at least two sets of control chan-
nel parameters.

10. The method according to claim 9, wherein that each
set of the at least two sets of control channel param-
eters corresponds to at least one time unit compris-
es:
at least one set of the at least two sets of control
channel parameters corresponds to a plurality of
time unit indexes.

11. The method according to claim 9 or 10, wherein the
control channel parameter comprises a resource lo-
cation corresponding to a control resource set, and
the resource location corresponding to the control
resource set comprises a resource start location and
a resource end location that correspond to the con-
trol resource set, or a resource start location corre-
sponding to the control resource set and a resource
span corresponding to the control resource set.

12. The method according to any one of claims 8 to 11,
wherein the control channel parameter comprises a
mapping manner between a first resource group and
a second resource group in the control resource set,
one first resource group comprises at least one sec-
ond resource group, and the mapping manner be-
tween a first resource group and a second resource
group comprises a quantity of second resource
groups comprised in one third resource group in the
first resource group, wherein the first resource group
comprises at least one third resource group, and the
third resource group comprises at least one second
resource group.

13. The method according to any one of claims 9 to 12,
wherein the control channel parameter comprises a
mapping manner between a physical downlink con-
trol channel candidate and a first resource group,
one physical downlink control channel candidate is
carried on at least one first resource group, and the
mapping manner between a physical downlink con-

trol channel candidate and a first resource group
comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

14. The method according to any one of claims 9 to 13,
wherein the control channel parameter comprises
locations of resources used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises an index
of a resource in the control resource set and physical
downlink control channel candidates at one or more
aggregation levels that are mapped to the resource.

15. The method according to any one of claims 9 to 13,
wherein the control channel parameter comprises a
resource sharing manner used by physical downlink
control channel candidates at different aggregation
levels in the control resource set, and the control
channel parameter specifically comprises indication
information of a first resource sharing manner or in-
dication information of a second resource sharing
manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

16. The method according to any one of claims 9 to 15,
wherein the time unit is one of the following: a time
domain symbol, a mini-slot, a slot, a subframe, and
a frame.

17. A communications apparatus, comprising:

a communications unit, adapted to receive first
configuration information from a network device,
wherein the first configuration information com-
prises at least two sets of control channel pa-
rameters, and each set of the at least two sets
of control channel parameters corresponds to
at least one time unit; and
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a processing unit, adapted to determine, based
on a time unit index and the first configuration
information, a control channel parameter corre-
sponding to a time unit represented by the index.

18. The communications apparatus according to claim
17, wherein that each set of the at least two sets of
control channel parameters corresponds to at least
one time unit comprises:
at least one set of the at least two sets of control
channel parameters corresponds to a plurality of
time unit indexes.

19. The communications apparatus according to claim
17 or 18, wherein the control channel parameter
comprises a resource location corresponding to a
control resource set, and the resource location cor-
responding to the control resource set comprises a
resource start location and a resource end location
that correspond to the control resource set, or a re-
source start location corresponding to the control re-
source set and a resource span corresponding to
the control resource set.

20. The communications apparatus according to any
one of claims 17 to 19, wherein the control channel
parameter comprises a mapping manner between a
first resource group and a second resource group in
the control resource set, one first resource group
comprises at least one second resource group, and
the mapping manner between a first resource group
and a second resource group comprises a quantity
of second resource groups comprised in one third
resource group in the first resource group, wherein
the first resource group comprises at least one third
resource group, and the third resource group com-
prises at least one second resource group.

21. The communications apparatus according to any
one of claims 17 to 20, wherein the control channel
parameter comprises a mapping manner between a
physical downlink control channel candidate and a
first resource group, one physical downlink control
channel candidate is carried on at least one first re-
source group, and the mapping manner between a
physical downlink control channel candidate and a
first resource group comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

22. The communications apparatus according to any
one of claims 17 to 21, wherein the control channel
parameter comprises locations of resources used by
physical downlink control channel candidates at dif-
ferent aggregation levels in the control resource set,
and the control channel parameter specifically com-
prises an index of a resource in the control resource
set and physical downlink control channel candi-
dates at one or more aggregation levels that are
mapped to the resource.

23. The communications apparatus according to any
one of claims 17 to 21, wherein the control channel
parameter comprises a resource sharing manner
used by physical downlink control channel candi-
dates at different aggregation levels in the control
resource set, and the control channel parameter spe-
cifically comprises indication information of a first re-
source sharing manner or indication information of
a second resource sharing manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

24. The communications apparatus according to any
one of claims 17 to 23, wherein the time unit is one
of the following: a time domain symbol, a mini-slot,
a slot, a subframe, and a frame.

25. A communications apparatus, comprising:

a processing unit, adapted to determine at least
two sets of control channel parameters, wherein
each set of the at least two sets of control chan-
nel parameters corresponds to at least one time
unit; and
a communications unit, adapted to send first
configuration information to a terminal, wherein
the first configuration information comprises the
at least two sets of control channel parameters.

26. The communications apparatus according to claim
25, wherein that each set of the at least two sets of
control channel parameters corresponds to at least
one time unit comprises:
at least one set of the at least two sets of control
channel parameters corresponds to a plurality of
time unit indexes.

27. The communications apparatus according to claim

39 40 



EP 3 634 056 A1

22

5

10

15

20

25

30

35

40

45

50

55

25 or 26, wherein the control channel parameter
comprises a resource location corresponding to a
control resource set, and the resource location cor-
responding to the control resource set comprises a
resource start location and a resource end location
that correspond to the control resource set, or a re-
source start location corresponding to the control re-
source set and a resource span corresponding to
the control resource set.

28. The communications apparatus according to any
one of claims 25 to 27, wherein the control channel
parameter comprises a mapping manner between a
first resource group and a second resource group in
the control resource set, one first resource group
comprises at least one second resource group, and
the mapping manner between a first resource group
and a second resource group comprises a quantity
of second resource groups comprised in one third
resource group in the first resource group, wherein
the first resource group comprises at least one third
resource group, and the third resource group com-
prises at least one second resource group.

29. The communications apparatus according to any
one of claims 25 to 28, wherein the control channel
parameter comprises a mapping manner between a
physical downlink control channel candidate and a
first resource group, one physical downlink control
channel candidate is carried on at least one first re-
source group, and the mapping manner between a
physical downlink control channel candidate and a
first resource group comprises:

mapping a physical downlink control channel
candidate to L first resource groups that are con-
secutive in frequency domain; or
mapping a physical downlink control channel
candidate to L first resource groups that are in-
consecutive in frequency domain, wherein
L is a positive integer and represents an aggre-
gation level of the physical downlink control
channel candidate.

30. The communications apparatus according to any
one of claims 25 to 29, wherein the control channel
parameter comprises locations of resources used by
physical downlink control channel candidates at dif-
ferent aggregation levels in the control resource set,
and the control channel parameter specifically com-
prises an index of a resource in the control resource
set and physical downlink control channel candi-
dates at one or more aggregation levels that are
mapped to the resource.

31. The communications apparatus according to any
one of claims 25 to 30, wherein the control channel
parameter comprises a resource sharing manner

used by physical downlink control channel candi-
dates at different aggregation levels in the control
resource set, and the first configuration information
comprises indication information of a first resource
sharing manner or indication information of a second
resource sharing manner; and
in the first resource sharing manner, locations of re-
sources used by all physical downlink control chan-
nel candidates at different aggregation levels are
some or all of locations of resources used by physical
downlink control channel candidates at one aggre-
gation level that occupy most resources; and in the
second resource sharing manner, all physical down-
link control channel candidates at different aggrega-
tion levels are divided into two or more groups, and
the first resource sharing manner is used for each
group.

32. The communications apparatus according to any
one of claims 25 to 31, wherein the time unit is one
of the following: a time domain symbol, a mini-slot,
a slot, a subframe, and a frame.

33. A communications system, comprising a terminal
and a network device, wherein
the terminal is the terminal according to any one of
claims 17 to 24; and
the network device is the network device according
to any one of claims 25 to 32.

34. A communications apparatus, adapted to perform
the method according to any one of claims 1 to 16.

35. A communications apparatus, comprising a proces-
sor, wherein the processor is coupled to a memory,
the memory is adapted to store a computer program,
and the processor is adapted to execute the compu-
ter program stored in the memory, so that the com-
munications apparatus performs the method accord-
ing to any one of claims 1 to 16.

36. A computer readable storage medium, wherein a
program or an instruction is stored in the storage
medium, and the method according to any one of
claims 1 to 16 is performed when the program or the
instruction is run.

37. A chip system, wherein the chip system comprises
a processor and an interface circuit, the interface
circuit is coupled to the processor, the processor is
adapted to execute a computer program or an in-
struction, to perform the method according to any
one of claims 1 to 16, and the interface circuit is
adapted to communicate with another module out-
side the chip system.
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