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(54) METHOD AND DEVICE FOR REALIZING ENERGY SAVING IN COMMUNICATION SYSTEM

(57) A method for realizing energy saving in a com-
munication system, wherein a base station enters an idle
state if no residence of user equipment is detected in a
cell, comprising: receiving, by the base station in the idle
state, a response signal sent from a user equipment,
wherein the response signal is sent after the user equip-
ment receives a paging signal sent by the base station
with a period which is N times a length of a radio frame;
and switching, by the base station, to an active state. An
energy saving base station and a microcell access gate-

way are also provided. Since being independent of
whether or not the user equipment has sent a signal to
a macro network, the application scope is enlarged. Be-
sides, since whether or not to enter the active state is
directly determined according to the feedback of the user
terminal, whether there is residence of user equipment
in the microcell can be sensed more accurately, which
improves the accuracy of state switching and thereby
improves the reliability of smart energy saving of the mi-
crocell.
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Description

TECHNICAL FIELD

[0001] The present invention relates to the field of com-
munication technologies and, in particular, to a method
and a device for realizing energy saving in a communi-
cation system.

BACKGROUND

[0002] A microcell-based indoor communication has a
character that there is great difference between the com-
munication traffic in day and the communication traffic in
night. Besides, a communication requirement is not al-
ways exist since the coverage of a microcell is small.
Therefore, how to realizing smart energy saving in a mi-
crocell will become one of the main research subjects of
green-communication technologies.
[0003] The prior art provides an energy saving solution
of an indoor Femto Cell (Femto Cell) AP (Access Point,
access point) based on noise power detection.
[0004] The Femto Cell AP and a macrocell base station
work on different frequency bands. The Femto Cell AP
can deem a signal sent from a user equipment to a macro
network as noise, and judge whether there is a user re-
siding in the Femto Cell based on a noise power detection
technology. If detecting that the transmission power of
the user equipment is higher than a preset noise power
detection threshold, the Femto Cell AP switches from an
idle state to an active state; otherwise, the Femto Cell
AP keeps in the idle state. Being in the idle state means
that the Femto Cell AP sends no pilot signal, and being
in the active state means that the Femto Cell AP sends
pilot signals.
[0005] During implementing the present invention, the
inventor finds that the prior art has at least the following
problems:
[0006] The application scope of the above smart en-
ergy saving solution of the Femto Cell based  on noise
power detection is limited. When the Femto Cell is not
covered by a macrocell, energy saving of the Femto Cell
cannot be realized according to the above energy saving
solution. Besides, when interference of the exterior noise
is large, the Femto Cell AP may be mis-activated since
the detected exterior noise is high, and thus, energy sav-
ing cannot be realized actually.

SUMMARY

[0007] Embodiments of the present invention provide
a method and a device for realizing energy saving in a
communication system, so as to decrease energy con-
sumption of a microcell base station effectively.
[0008] In order to achieve the foregoing objective, em-
bodiments of the present invention adopt the following
technical solutions.
[0009] A method for realizing energy saving in a com-

munication system, wherein a base station enters an idle
state if no residence of user equipment is detected in a
cell, comprising:

receiving, by the base station in the idle state, a re-
sponse signal sent from a user equipment, wherein
the response signal is sent after the user equipment
receives a paging signal sent by the base station
with a period which is N times a length of a radio
frame; and
switching, by the base station, to an active state.

[0010] An energy saving base station, wherein the
base station enters an idle state if no residence of user
equipment is detected in a cell, and the base station com-
prises:

an information receiving module, configured to re-
ceive a response signal sent from a user equipment,
and trigger a state switching module, wherein the
response signal is sent after the user equipment re-
ceives a paging signal sent by the base station with
a period which is N times a length of a radio frame;
and
the state switching module, configured to switching
the base station to an active state.

[0011] A microcell access gateway, comprising:

a request receiving module, configured to receive an
activation request information sent by a microcell
base station, wherein the activation request informa-
tion is used to request activating all base station in
neighbor cells of the microcell base station; and
an activation indicating module, configured to indi-
cate the base station in the neighbor cell of the mi-
crocell base station to switch to an active state.

[0012] It can be seen from technical solutions accord-
ing to above embodiments of the present invention, when
implementing the technical solutions according to em-
bodiments of the present invention in an indoor commu-
nication system, the microcell base station sends paging
signals with a period which is N times the length of a radio
frame, and triggers switching to the active state according
to the response signal returned by the user equipment.
Since being independent of whether or not the user
equipment has sent a signal to the macro network, the
above smart energy saving solutions of the microcell can
be implemented in areas not covered by the macro net-
work, and the application scope of the smart energy sav-
ing method of the microcell is enlarged. Besides, since
the microcell base station determines whether or not to
enter the active state directly according to the feedback
of the user terminal directly, the microcell base station
can sense residence of user equipment in the microcell
more accurately. The accuracy of state switching is im-
proved, and thus, the reliability of smart energy saving
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of the microcell is improved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] To illustrate the technical solutions in embodi-
ments of the present invention more clearly, the accom-
panying drawings used in the description of the embod-
iments are briefly described hereunder. Apparently, the
accompanying drawings illustrate only some embodi-
ments of the present invention, and persons skilled in the
art can derive other drawings from these drawings with-
out any creative effort.

FIG. 1 is a flowchart of a method according to an
embodiment of the present invention;
FIG. 2 is a flowchart of a method according to em-
bodiment 1 of the present invention;
FIG. 3 is a flowchart of a method according to em-
bodiment 2 of the present invention;
FIG. 4 is a flowchart of a method according to em-
bodiment 3 of the present invention;
FIG. 5 is a flowchart of a method according to em-
bodiment 4 of the present invention;
FIG. 6 is a structural diagram of a base station ac-
cording to an embodiment of the present invention;
FIG. 7 is a structural diagram of a microcell base
station according to an embodiment of the present
invention;
FIG. 8 is a structural diagram of a microcell access
gateway according to an embodiment of the present
invention.

DESCRIPTION OF EMBODIMENTS

[0014] The technical solutions in embodiments of the
present invention are hereinafter described clearly and
completely with reference to the accompanying draw-
ings. Evidently, the described embodiments are only a
part of embodiments of the present invention, rather than
all embodiments of the present invention. All the other
embodiments obtained by persons skilled in the art with-
out creative efforts based on embodiments of the present
invention shall fall within the protection scope of the
present invention.
[0015] An embodiment of the present invention pro-
vides a method for realizing smart energy saving in a
communication system. In the solution of smart energy
saving, the ordinary state of a base station is the idle
state. That is, the base station enters an idle state if no
residence of user equipment is detected in a cell. Being
in the idle state means that the base station sends no
pilot signal. As to switching the station in the idle state to
the active state, an embodiment of the present invention
provides a method as shown in Fig.1. The method in-
cludes the following operations:

S101: The base station in the idle state receives a
response signal sent from a user equipment;

In an embodiment of the present invention, the base
station periodically sends paging signals in a cell with
a period which is N times the length of a radio frame.
When the user equipment enters the cell and re-
ceives the paging signal, the user equipment returns
the response signal to the base station.
S102: After receiving the response signal, the base
station judges that there is a user equipment entering
the cell served by the base station, and switches
from the idle state to an active state.

[0016] In the method for smart energy saving accord-
ing to an embodiment of the present  invention, the base
station senses whether there is a user equipment resid-
ing in the cell through sending paging signals periodically,
and performs state switching. The method for smart en-
ergy saving according to an embodiment of the present
invention is easy to realize and is accurate at sensing a
user equipment.
[0017] The method according to the above embodi-
ments of the present invention, can be implemented in
an indoor communication scene based on a microcell,
and also can be implemented in a macro network. When
implementing an embodiment of the present invention in
the indoor communication scene, since the coverage of
the microcell is small, the base station may submit an
activation request information to a microcell access gate-
way after switching to the active state so as to ensure
continuous communication service for the user equip-
ment, wherein the activation request information is used
to request activating all base stations in neighbor cells
of the base station. After receiving the activation request
information, the microcell access gateway sends an ac-
tivation indication information to a corresponding micro-
cell base station to indicate the corresponding microcell
base station to switch to the active state.
[0018] Besides, after the base station enters the idle
state since no residence of user equipment is detected
in the cell, if the base station receives the activation in-
dication information sent from the microcell access gate-
way, the base station switches to the active state.
[0019] The specific implementations in actual applica-
tions of embodiments of the present invention are here-
inafter described in detail.

Embodiment 1

[0020] The coverage of a microcell is small and the
communication traffic of the microcell is non-uniformly
distributed. For example, the microcell covering a busi-
ness area or a commercial area has large communication
traffic during the day and very little communication traffic
at night; however, the microcell covering a residential
area or a hotel, and so on, has comparatively little com-
munication traffic during the day and large communica-
tion traffic at night. In order to realize smart energy saving,
a default state of the microcell base station is the idle
state.
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[0021] As shown in Fig.2, a method for smart energy
saving of a microcell base station according to embodi-
ment 1 of the present invention includes the following
operations:

S201: A microcell base station in an idle state sends
paging signals periodically;
A period of sending paging signals Tc is N times the
length of a radio frame, wherein N is a positive inte-
ger, and the specific length of Tc can be set accord-
ing to actual application scene.
S202: The microcell base station detects whether a
response signal returned by a user equipment has
been received, if yes, performs S203, or else, returns
to perform S202 (returns to perform S202 immedi-
ately or returns to perform S202 after a preset waiting
time is arrived);
After receiving the paging signal, the user equipment
returns the response signal to the microcell base sta-
tion.
S203: The microcell base station switches from the
idle state to an active state, and sends a pilot signal;

[0022] If the coverage of the microcell is also covered
by a macro network, and the user equipment returning
the response signal is in communication, performs S204,
that is, the user equipment performs a handover from a
macrocell to the microcell, and then performs S206;
[0023] If the coverage of the microcell is also covered
by a macro network, and the user equipment returning
the response signal is not in communication; or the cov-
erage of the microcell is not covered by a macro network,
performs S205, that is, the user equipment performs a
reselection procedure and accesses the microcell, and
then performs S206;
[0024] S206: The microcell base station detects
whether there is a user equipments residing in the mi-
crocell, if yes, performs S207, that is, the microcell base
station keeps in the active state; and if no, performs S208,
that is, the microcell base station switches from the active
state to the idle state and, specifically, the microcell base
station may switch to the idle state after a preset waiting
time. Wherein, S206 may be performed when a periodical
execution time arrived according to a preset period.
[0025] In order to ensure the paging signals sent by
the microcell can be received by the user equipment suc-
cessfully, the microcell base station keeps downlink
frame synchronization with the macro network whose
coverage overlaps the coverage of the microcell base
station.

Embodiment 2

[0026] Embodiment 2 of the present invention de-
scribes a method for smart energy saving of a microcell
base station in a WCDMA network. As shown in Fig. 3,
the method includes the following operations:

S301: A microcell base station A in an idle state
sends paging signals on a Paging Channel (PCH,
Paging Channel) periodically;
The default state of the microcell base station is an
IDLE (idle) mode, and the microcell base station
keeps downlink frame synchronization with a macro
network.
S302: The microcell base station A detects whether
access preamble information returned by a user
equipment has been received, and if yes, performs
S303, or else, returns to perform S302 (returns to
perform S302 immediately or returns to perform
S302 after a preset waiting time is arrived);
After receiving the paging signal, the user equipment
may return the access preamble information to the
microcell base station A.
S303: The microcell base station A switches to an
ACTIVE (active) mode, and sends a downlink pilot
signal, and then performs S304;
S304: The user equipment sending the access pre-
amble information initiates a cell handover request
or a reselection request to a macro base station cur-
rently in serving, and then performs S305;
S305: The macro base station sends a message no-
tifying initiating a cell handover or reselection proce-
dure to the microcell base station A;
After finishing the cell handover or reselection pro-
cedure for the user equipment, the microcell base
station A provides communication service to the user
equipment entering the microcell through the hando-
ver or reselection. After finishing the above process-
es, S306 may be performed according to a preset
period. S306: The microcell base station A detects
whether there is a user equipment residing in the
microcell, and if yes, performs S307, that is, the mi-
crocell base station A keeps in the active state, if no,
performs S308, that is, the microcell base station A
switches from the active state to the idle state and,
specifically, the microcell base station A may switch
to the idle state after a preset waiting time.

Embodiment 3

[0027] Since the coverage of a microcell is small, in
order to ensure the communication service for the user
equipment is continuous, the above base station may
activate all base stations in neighbor cells of the above
base station after switching to the active state. Such proc-
ess is described in detail in embodiment 3 of the present
invention. As shown in Fig. 4, an implementation includes
the following operations:
[0028] If the microcell base station A is activated by an
access gateway, or if a user equipment initiating a com-
munication service is detected by the microcell base sta-
tion A in the active state, S401 is performed, that is, the
microcell base station A submit an activation request in-
formation to a microcell access gateway;
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S402: The microcell access gateway queries states
of all base stations in neighbor cells of the microcell
base station A according to state information of mi-
crocell base stations stored locally;
S403: The microcell access gateway indicates the
microcell base station in the idle state in the neighbor
cell to switch to the active state, and modifies the
state information of microcell base stations stored
locally correspondingly.

Embodiment 4

[0029] The method according to an embodiment of the
present invention may be implemented in a macro net-
work. Since the communication traffic at night is small, a
macrocell base station may be set as being in the idle
state at night, and sends no pilot signal. A method for
smart energy saving of a macrocell base station accord-
ing to embodiment 4 of the present invention is shown in
Fig. 5. The method includes the following operations:

S501: A macrocell base station in an idle state sends
paging signals periodically;
A period of sending paging signals Tc is N times the
length of a radio frame, wherein N is a positive inte-
ger, and the specific length of Tc can be set accord-
ing to actual application scene.
S502: The macrocell base station detects whether
a response signal returned by a user equipment has
been received, if yes, performs S503, or else, returns
to perform S502 (returns  to perform S502 immedi-
ately or returns to perform S502 after a preset waiting
time is arrived);
After receiving the paging signal, the user equipment
returns the response signal to the macrocell base
station.
S503: The macrocell base station switches from the
idle state to an active state, and sends a pilot signal;

[0030] If the user equipment which returns the re-
sponse signal is in communication, then perform S504,
that is, the user equipment performs a handover from a
base station serving now to the macrocell base station;
[0031] If the user equipment returning the response
signal is not in communication, performs S505, that is,
the user equipment performs reselection procedure, and
accesses the macrocell;
[0032] After finishing the above processes, S506 may
be performed according to a preset period. S506: The
macrocell base station detects whether there is a user
equipment residing in the microcell, and if yes, performs
S507, that is, the macrocell base station keeps in the
active state, if no, performs S508, that is, the macrocell
base station switches from the active state to the idle
state and, specifically, the macrocell base station may
switch to the idle state after a preset waiting time.
[0033] All or a part of the steps of the method according
to the embodiments may be implemented by a computer

program instructing relevant hardware. The program
may be stored in a computer readable storage medium.
When the program is run, the steps of the method ac-
cording to the embodiments are performed. The storage
medium may be a magnetic disk, an optical disk, a Read-
Only Memory (Read-Only Memory, ROM), a Random
Access Memory (Read-Only Memory, RAM), and so on.
[0034] An embodiment of the present invention further
provides a base station for realizing smart energy saving.
The base station enters an idle state if no residence of
user equipment is detected in a cell. The specific struc-
ture of the base station is shown in Fig. 6. The base sta-
tion includes:

an information receiving module 601, configured to
receive a response signal sent from a user equip-
ment, and trigger a state switching module, wherein
the response signal is sent after the user equipment
receives a paging signal sent by the base station
with a period which is N  times a length of a radio
frame; and
the state switching module 602, configured to switch-
ing the base station to an active state.

[0035] The base station according the an embodiment
of the present invention senses whether there is a user
equipment residing in the cell through sending paging
signals periodically, and then performs state switching.
The above solution for smart energy saving is easy to
realize and is accurate at sensing a user equipment.
[0036] The base station according to an embodiment
of the present invention further includes a paging signal
sending module 603, which is configured to send the pag-
ing signal periodically, where the paging signal is used
to return by the user equipment after receiving the paging
signals, the response signal that acts as an activation
indication information to the base station.
[0037] The base station according to the above em-
bodiments of the present invention, can be implemented
in an indoor communication scene based on a microcell,
and also can be implemented in a macro network. When
employing the base station according to an embodiment
of the present invention in the indoor communication
scene, since the coverage of the microcell is small, in
order to ensure communication service of the user equip-
ment is continuous, the base station further includes an
activation requesting module 604, which is configured to
submit an activation request information to a microcell
access gateway after the base station switches to the
active state, wherein the activation request information
is used to request activating all base station in neighbor
cells of the base station. Correspondingly, if the above
base station is a microcell base station, the state switch-
ing module is further configured to: after the base station
enters the idle state since no residence of user equipment
is detected in the cell, receive an activation indication
information sent from a microcell access gateway, and
trigger the base station to enter the active state.

7 8 



EP 2 642 800 A1

6

5

10

15

20

25

30

35

40

45

50

55

[0038] In order to ensure the paging signals sent by
the base station can be received by the user equipment
successfully, the base station according to an embodi-
ment of the present invention may further comprise a
downlink frame synchronizing module, which is config-
ured to keep downlink frame synchronization with a mac-
rocell base station. Wherein, the macrocell base station
is a macrocell base station whose coverage is over-
lapped with the coverage of the base  station according
to embodiments of the present invention, or a neighbor
macrocell base station of the base station according to
embodiments of the present invention.
[0039] As an example but not limitation, a structure of
a specific implementation of the microcell base station
according to an embodiment of the present invention is
shown in Fig. 7. The microcell base station includes:

An AP transceiver antenna 701, configured to re-
ceive and send radio frequency signals. Commonly,
the AP transceiver antenna is an omnidirectional-
antenna.

[0040] An AP transmitter 702, configured to perform
an operation, such as power amplification, radio frequen-
cy modulation and so on, for the radio frequency signal
to be sent, perform an operation for an intermediate fre-
quency signal of the radio frequency signal to be sent,
and send the operated radio frequency signal through
the AP transceiver antenna. When the base station is in
the idle state, the AP transmitter 702 sends paging sig-
nals periodically through an AP receiver.
[0041] An AP receiver 710, configured to perform an
operation, such as filtering, synchronized receiving, radio
frequency demodulation and so on, for the radio frequen-
cy signal received by the AP transceiver, and perform an
operation for the intermediate frequency signal of the re-
ceived radio frequency signal.
[0042] A received signal detecting module 709, con-
figured to detect whether a radio frequency signal is re-
ceived by the AP receiver 710, and if yes, trigger an AP
state controlling module 707 read out baseband informa-
tion of a received video signal.
[0043] A receiving-side baseband processing module
708, configured to perform operations, such as baseband
demodulation, channel decoding, packet de-interleav-
ing, information processing and so on, for the radio fre-
quency signal received by the AP receiver 710.
[0044] The AP state controlling module 707, config-
ured to: after receiving a trigger signal sent by the re-
ceived signal detecting module 709, read out uplink in-
formation sent by the user equipment from the receiving-
side baseband processing module 708, determines
whether to send a pilot signal or not according to a preset
algorithm, send a control instruction to a transmission
channel controlling module 703 and a transmitting-side
baseband processing module 705, and report a base sta-
tion working state (the active state or the idle state) to
the AP gateway through an outside interface 706. Be-

sides, the AP state controlling module 707 is  further con-
figured to send control instruction (this control instruction
is used to instruct the base station to switch to the active
station) to the transmission channel controlling module
703 and the transmitting-side baseband processing mod-
ule 705 according to activation instruction information
sent by the AP gateway.
[0045] The outside interface 706, configured to realize
information interaction between the base station and the
AP gateway, for example, send the radio frequency sig-
nal to be transmitted, which is received from the gateway,
to the transmitting-side baseband processing module
705; send the activation instruction information sent by
the AP gateway to the AP state controlling module 707;
send the base station working state reported by the AP
state controlling module 707 to the AP gateway; send
the radio frequency signal processed by the receiving-
side baseband processing module 708 to the AP gate-
way, and so on.
[0046] The transmitting-side baseband processing
module 705, configured to: when the control instruction
sent by the AP state controlling module 707 indicates
opening a transmission channel, perform an operation,
such as baseband modulation, channel coding, packet
interleaving, channel configuring and so on, for the radio
frequency signal to be transmitted which is sent by the
AP gateway; and when the control instruction sent by the
AP state controlling module 707 indicates closing the
transmission channel, do not process the pilot signal.
[0047] The transmission channel controlling module
703, configured to: when the control instruction sent by
the AP state controlling module 707 indicates opening a
transmission channel, open the transmission channel,
and allow the AP transmitter 702 to process the pilot sig-
nal processed by the transmitting-side baseband
processing module 705; and when the control instruction
sent by the AP state controlling module 707 indicates
closing the transmission channel, close the transmission
channel, and do not allow the AP transmitter to send pilot
signals.
[0048] A downlink frame synchronizing module 704,
configured to control start time of a downlink frame of the
base station to keep synchronous to start time of a down-
link frame of a macro base station whose coverage is
overlapped with the coverage of the base station, so as
to ensure that the paging signal sent by the base station
can be received by the user equipment.
[0049] An embodiment of the present invention further
provides a microcell access gateway. The specific struc-
ture of the microcell access gateway is shown in Fig. 8.
The microcell access gateway includes:

a request receiving module 801, configured to re-
ceive an activation request information sent by a mi-
crocell base station, wherein the activation request
information is used to request activating all base sta-
tions in neighbor cells of the microcell base station;
and
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an activation indicating module 802, configured to
indicate the base station in the neighbor cell of the
microcell base station to switch to an active state.

[0050] The microcell access gateway according to an
embodiment of the present invention further includes a
querying module 803. The querying module 803 is con-
figured to: query states of the base stations in the neigh-
bor cells of the microcell base station according to state
information of microcell base stations stored locally after
the activation request information has been received by
the request receiving module. Correspondingly, the ac-
tivation indicating module 803 is specifically configured
to indicate a base station in an idle state to switch to an
active state.
[0051] The foregoing descriptions are merely exem-
plary embodiments of the present invention, but not in-
tended to limit the protection scope of the present inven-
tion. Any variation or replacement made by persons
skilled in the art without departing from the spirit and prin-
ciple of the present invention should fall within the pro-
tection scope of the present invention. Therefore, the pro-
tection scope of the present invention is subject to the
protection scope of the claims.

Claims

1. A method for realizing energy saving in a communi-
cation system, wherein a base station enters an idle
state if no residence of user equipment is detected
in a cell, comprising:

receiving, by the base station in the idle state, a
response signal sent from a user equipment,
wherein the response signal is sent after the us-
er equipment receives a paging signal sent by
the base station with a period which is N times
a length of a radio frame; and
switching, by the base station, to an active state.

2. The method according to claim 1, wherein if the base
station is a microcell base station, after the switching,
by the base station, to an active state, the method
further comprises:

submitting, by the base station, an activation re-
quest information to a microcell access gate-
way, wherein the activation request information
is used to request activating all base stations in
neighbor cells of the base station.

3. The method according to claim 1 or 2, wherein if the
base station is a microcell base station, after the base
station enters the idle state since no residence of
user equipment is detected in the cell, the method
further comprises:

receiving, by the base station, an activation in-
dication information sent from a microcell ac-
cess gateway, and switching to the active state.

4. The method according to claim 1 or 2, further com-
prises:

keeping, by the base station, downlink frame
synchronization with a macrocell base station.

5. An energy saving base station, wherein the base sta-
tion enters an idle state if no residence of user equip-
ment is detected in a cell, and the base station com-
prises:

an information receiving module, configured to
receive a response signal sent from a user
equipment, and trigger a state switching mod-
ule, wherein the response signal is sent after the
user equipment receives a paging signal sent
by the base station with a period which is N times
a length of a radio frame; and
the state switching module, configured to switch
the base station to an active state.

6. The base station according to claim 5, further com-
prises a paging signal sending module configured to
send the paging signal periodically wherein the pag-
ing signal is used to return, by the user equipment
after receiving the paging signal, the response signal
that acts as an activation indication information to
the base station.

7. The base station according to claim 5 or 6, wherein
the base station is a microcell base station, and the
base station further comprises an activation request-
ing module configured to submit an activation re-
quest information to a microcell access gateway after
the base station switches to the active state, wherein
the activation request information is used to request
activating all base stations in neighbor cells of the
base station.

8. The base station according to claim 5 or 6, wherein
the base station is a microcell base station, and the
state switching module is further configured to: after
the base station enters the idle state since no resi-
dence of user equipment is detected in the cell, re-
ceive an activation indication information sent from
a microcell access gateway, and trigger the base
station to enter the active state.

9. The method according to claim 5 or 6, wherein the
base station further comprises a downlink frame syn-
chronizing module configured to keep downlink
frame synchronization with a macrocell base station.

10. A microcell access gateway, comprising:
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a request receiving module, configured to re-
ceive an activation request information sent by
a microcell base station, wherein the activation
request information is used to request activating
all base stations in neighbor cells of the microcell
base station; and
an activation indicating module, configured to
indicate the base station in the neighbor cell of
the microcell base station to switch to an active
state.

11. The access gateway according to claim 10, further
comprises a querying module, which is configured
to: after the activation request information has been
received by the request receiving module, query
states of the base stations in the neighbor cells of
the microcell base station according to state infor-
mation of microcell base stations stored locally; and
the activation indicating module is configured to in-
dicate a base station in an idle state to switch to the
active state.
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