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Description

FIELD OF THE INVENTION

[0001] Some example embodiments relate to display
devices. Other example embodiments relate to a display
device that is a combination of an organic light-emitting
diode (OLED) display device and a liquid crystal display
(LCD) device that includes a light-emitting diode back-
light unit.

BACKGROUND OF THE INVENTION

[0002] An organic light-emitting diode (OLED) display
device is an active light-emitting display device. The
OLED utilizes a phenomenon that when current is sup-
plied to an organic emission layer formed of a fluorescent
or phosphorescent organic compound, electrons and
holes are combined in the organic emission layer to emit
light. The OLED display device is capable of performing
high-precision light emission and thus displaying a high-
quality moving picture. Also, the OLED display device
has a relatively wide viewing angle and is capable of be-
ing driven with relatively low power consumption. Also,
the OLED display device may be manufactured to be
relatively thin, thereby being easier to be manufactured
as a flexible display device.
[0003] A liquid crystal display (LCD) device is a passive
light-emitting display device in which an image is formed
when light is incident on a liquid crystal layer from a back-
light unit. Recently, a backlight unit that uses a light-emit-
ting diode (LED) as a light source has been developed
as a backlight unit for use in LCD devices. An LCD device
that employs the backlight unit using the LED has rela-
tively high color reproducibility.
[0004] US 2010/128202 teaches a pixel structure in-
cluding a red, blue, green and white sub-pixel.
[0005] CN 103091895 teaches a liquid crystal display
comprising red and green quantum dots.
[0006] EP 1762887 teaches a liquid crystal display
comprising a blue backlight and a phosphor layer.
[0007] WO 2013/126273 teaches an LCD display hav-
ing a backlight unit and photoluminescent elements.
[0008] US 8547406 teaches a display element config-
ured to compensate for ambient light.
[0009] US 2008/174721 teaches a liquid crystal panel
comprising OLEDs and colour units.

SUMMARY OF THE INVENTION

[0010] Example embodiments provide a display device
that is a combination of an organic light-emitting diode
(OLED) display device and a liquid crystal display (LCD)
device that includes a backlight unit.
[0011] Additional aspects will be set forth in part in the
description which follows and, in part, will be apparent
from the description, or may be learned by practice of
example embodiments.

[0012] According to an aspect of the invention, there
is provided a display device according to claim 1.
[0013] The plurality of OLED pixels may include a first
electrode and a second electrode spaced apart from
each other, and an organic emission layer between the
first and second electrodes and configured to emit light
of the primary color. Also, the plurality of OLED pixels
may include a first electrode and a second electrode
spaced apart from each other, a white organic emission
layer between the first and second electrodes and con-
figured to emit white light, and a color filter on the second
electrode and configured to allow light of the primary color
to pass therethrough.
[0014] The plurality of LED pixels may include a white
backlight unit configured to emit white light, and a liquid
crystal panel. The liquid crystal panel may include a liquid
crystal layer configured to allow the white light incident
thereon from the white backlight unit to pass there-
through, and a blue color filter configured to transform
the white light passing through the liquid crystal layer into
blue light. The white backlight unit may include a blue
LED light source, and red and green quantum dots ex-
cited by the blue light emitted from the blue LED light
source to emit red light and green light, respectively. Also,
the plurality of LED pixels may include a blue backlight
unit configured to emit blue light, and a liquid crystal panel
including a liquid crystal layer configured to allow the blue
light incident thereon from the blue backlight unit to pass
therethrough
[0015] According to example embodiments, a display
device includes a first substrate and a second substrate
spaced apart from and facing each other, a plurality of
organic light-emitting diode (OLED) pixels on the first
substrate, a plurality of light-emitting diode (LED) pixels
on the second substrate and a plurality of blank pixels
on the first substrate corresponding with the plurality of
LED pixels on the second substrate and configured to
allow light to pass therethrough.
[0016] Light emitted from the plurality of LED pixels
may be emitted via the plurality of blank pixels. The plu-
rality of blank pixels may include through-holes in the first
substrate.
[0017] According to example embodiments, a display
device includes a first substrate and a second substrate
spaced apart from and facing each other, a plurality of
red and green organic light-emitting diode (OLED) pixels
on the first substrate and configured to emit red light and
green light, respectively, a plurality of blank pixels on the
first substrate and configured to allow blue light to pass
therethrough, a reflecting plate between the first and sec-
ond substrates and including first through-holes corre-
sponding to the plurality of blank pixels, and a blue light
emission unit on the second substrate and configured to
emit blue light.
[0018] The blue light emission unit may include a blue
backlight unit including at least one blue LED light source,
and a liquid crystal panel including a liquid crystal layer
for allowing the blue light emitted from the blue backlight
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unit to pass therethrough.
[0019] According to example embodiments, a display
device includes a plurality of organic light-emitting diode
(OLED) pixels on a substrate, and a plurality of light-emit-
ting diode (LED) pixels between the plurality of OLED
pixels, the plurality of LED pixels including a backlight
unit including a blue LED light source, and a liquid crystal
panel including a liquid crystal layer configured to allow
the light incident thereon from the backlight unit to pass
therethrough.
[0020] The backlight unit may further include red and
green quantum dots excited by the blue light emitted from
the blue LED light source to emit red light and green light,
respectively. The backlight unit may be configured to emit
white light, and the liquid crystal panel may further include
a blue color filter configured to transform the white light
passing through the liquid crystal layer into blue light.
The backlight unit may be configured to emit blue light.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] These and/or other aspects will become appar-
ent and more readily appreciated from the following de-
scription of the embodiments, taken in conjunction with
the accompanying drawings in which:

FIG. 1 is a schematic plan view of a display device
according to example embodiments;
FIG. 2 is a cross-sectional view taken along line I-I’
of FIG. 1;
FIG. 3 is a cross-sectional view of an organic light-
emitting diode (OLED) pixel of FIG. 2;
FIG. 4 is a cross-sectional view of a modified exam-
ple of the OLED pixel of FIG. 2;
FIG. 5 is a cross-sectional view of a light-emitting
diode (LED) pixel of FIG. 2;
FIG. 6 is a cross-sectional view of a modified exam-
ple of the LED pixel of FIG. 2;
FIG. 7 is a cross-sectional view of a display device
according to example embodiments;
FIG. 8 is a cross-sectional view of an LED pixel of
FIG. 7;
FIG. 9 is a cross-sectional view of a display device
according to example embodiments;
FIG. 10 is a cross-sectional view of an OLED pixel
of FIG. 9;
FIG. 11 is a cross-sectional view of an LED pixel of
FIG. 9;
FIG. 12 is a cross-sectional view of a modified ex-
ample of the LED pixel of FIG. 9;
FIG. 13 is a schematic plan view of a display device
according to example embodiments;
FIG. 14 is a cross-sectional view taken along line II-
II’ of FIG. 13;
FIG. 15 is a cross-sectional view of an OLED pixel
of FIG. 14;
FIG. 16 is a cross-sectional view of a modified ex-
ample of the OLED pixel of FIG. 14;

FIG. 17 is a cross-sectional view of an LED pixel of
FIG. 14;
FIG. 18 is a cross-sectional view of a modified ex-
ample of the LED pixel of FIG. 14;
FIG. 19 is a schematic plan view of a display device
according to example embodiments;
FIG. 20 is a cross-sectional view of an LED pixel of
FIG. 19;
FIG. 21 is a schematic plan view of a display device
according to example embodiments;
FIG. 22 is a cross-sectional view of an OLED pixel
of FIG. 21;
FIG. 23 is a cross-sectional view of an LED pixel of
FIG. 21;
FIG. 24 is a cross-sectional view of a modified ex-
ample of the LED pixel of FIG. 21;
FIG. 25 is an exploded perspective view of a display
device according to example embodiments;
FIG. 26 is a cross-sectional view taken along line III-
III’ of FIG. 25;
FIGS. 27A and 27B illustrate cross-sections of red
and green OLED pixels of FIG. 25; and
FIG. 28 illustrates a cross-section of a blue light emis-
sion unit of FIG. 25.

DETAILED DESCRIPTION

[0022] Reference will now be made in detail to embod-
iments, examples of which are illustrated in the accom-
panying drawings, wherein like reference numerals refer
to like elements throughout. In this regard, the present
embodiments may have different forms and should not
be construed as being limited to the descriptions set forth
herein. Accordingly, the embodiments are merely de-
scribed below, by referring to the figures, to explain as-
pects of the present description.
[0023] The embodiments set forth herein are not in-
tended to limit the scope of the present inventive con-
cepts and are provided to describe the present inventive
concepts to those of ordinary skill in the art. In the draw-
ings, the size or thickness of each element may be ex-
aggerated for clarity. Also, it will be understood that when
a layer is referred to as being "on" another layer or sub-
strate, it can be directly on the other layer or substrate,
or intervening layers may also be present. Also, a mate-
rial of each layer is illustrated in the embodiments set
forth herein and other various materials may be used to
form the layer. As used herein, the term "and/or" includes
any and all combinations of one or more of the associated
listed items.
[0024] In the drawings, the thickness of layers, films,
panels, regions, etc., are exaggerated for clarity. Like
reference numerals designate like elements throughout
the specification. It will be understood that when an ele-
ment such as a layer, film, region, or substrate is referred
to as being "on" another element, it can be directly on
the other element or intervening elements may also be
present. In contrast, when an element is referred to as
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being "directly on" another element, there are no inter-
vening elements present.
[0025] It will be understood that, although the terms
first, second, third etc. may be used herein to describe
various elements, these elements should not be limited
by these terms. These terms are used to distinguish one
element from another. Thus, a first element discussed
below could be termed a second element without depart-
ing from the teachings of example embodiments. As used
herein, the term "and/or" includes any and all combina-
tions of one or more of the associated listed items.
[0026] The terminology used herein is for the purpose
of describing particular example embodiments only and
is not intended to be limiting of the present inventive con-
cepts. As used herein, the singular forms "a," "an" and
"the" are intended to include the plural forms as well,
unless the context clearly indicates otherwise. It will be
further understood that the terms "comprises" and/or
"comprising," when used in this specification, specify the
presence of stated features, integers, steps, operations,
elements, and/or components, but do not preclude the
presence or addition of one or more other features, inte-
gers, steps, operations, elements, components, and/or
groups thereof.
[0027] Unless otherwise defined, all terms (including
technical and scientific terms) used herein have the same
meaning as commonly understood by one of ordinary
skill in the art to which these inventive concepts belong.
It will be further understood that terms, such as those
defined in commonly used dictionaries, should be inter-
preted as having a meaning that is consistent with their
meaning in the context of the relevant art and will not be
interpreted in an idealized or overly formal sense unless
expressly so defined herein.
[0028] FIG. 1 is a schematic plan view of a display de-
vice 100 according to example embodiments. FIG. 2 is
a cross-sectional view taken along line I-I’ of FIG. 1.
[0029] Referring to FIGS. 1 and 2, the display device
100 includes a substrate 110, and an organic light-emit-
ting display device and a liquid crystal display (LCD) de-
vice that are placed on the substrate 110. The organic
light-emitting display device includes a plurality of organic
light-emitting diode (OLED) pixels 120 disposed on the
substrate 110, and the LCD device includes a plurality
of light-emitting diode (LED) pixels 130 disposed be-
tween the OLED pixels 120 disposed on the substrate
110. The LED pixels 130 include a backlight unit (see
FIG. 5) that uses an LED as a light source. Various types
of substrates may be used as the substrate 110. For ex-
ample, a flexible substrate (e.g., a plastic substrate) or a
hard substrate (e.g., a glass substrate) may be used as
the substrate 110. The OLED pixels 120 and the LED
pixels 130 may be disposed on the same plane of the
substrate 110. Each of the OLED pixels 120 emits light
of a given (or, alternatively predetermined) primary color
(i.e., red, green, or blue light). For example, when one of
the OLED pixels 120 is a red pixel that emits red light,
OLED pixels 120 disposed around the red pixel may be

green pixels that emit green light and blue pixels that emit
blue light. The LED pixels 130 emit blue light.
[0030] FIG. 3 is a cross-sectional view of the OLED
pixel 120 of FIG. 2. Referring to FIG. 3, the OLED pixel
120 includes a first electrode 121 and a second electrode
122 spaced apart from each other, and an organic emis-
sion layer 123 placed between the first and second elec-
trodes 121 and 122. The first and second electrodes 121
and 122 may be an anode electrode and a cathode elec-
trode, respectively. In example embodiments, the first
electrode 121 may include, for example, a transparent
conductive material (e.g., an indium tin oxide (ITO), an
indium zinc oxide (IZO), SnO2, or ZnO), but is not limited
thereto. The second electrode 122 may include, for ex-
ample, a metal (e.g., Al, Ag, Mg, Li, or Ca or an alloy
thereof), but is not limited thereto. Alternatively, the first
and second electrodes 121 and122 may be a cathode
electrode and an anode electrode, respectively. One of
the first and second electrodes 121 and 122 may be a
common electrode and the other may be a pixel elec-
trode. In example embodiments, the pixel electrode is
connected to a thin film transistor (TFT) (not shown) ca-
pable of selectively driving the OLED pixels 120.
[0031] The organic emission layer 123 that emits light
of the given (or, alternatively predetermined) primary
color is placed between the first and second electrodes
121 and 122. The organic emission layer 123 may be,
for example, a red, green, or blue light-emitting layer.
When the TFT is driven to cause current to flow between
the first and second electrodes 121 and 122, holes flow
from the first electrode 121 (which is an anode electrode)
into the organic emission layer 123 and electrons flow
from the second electrode 122 (which is a cathode elec-
trode) into the organic emission layer 123. Thus, the
holes and the electrons are combined in the organic emis-
sion layer 123 to emit light of a given (or, alternatively
predetermined) color (e.g., red, green, or blue light). The
emitted light of the given (or, alternatively predetermined)
color may be emitted to the external environment via the
second electrode 122.
[0032] A reflecting plate (not shown) may be placed on
the substrate 110 to reflect the light of the given (or, al-
ternatively predetermined) color emitted from the organic
emission layer 123 toward the second electrode 122. Al-
though not shown, a hole injection layer and/or a hole
transport layer may be further placed between the first
electrode 121 (which is an anode electrode) and the or-
ganic emission layer 123, and an electron injection layer
and/or an electron transport layer may be further placed
between the second electrode 122 (which is a cathode
electrode) and the organic emission layer 123.
[0033] FIG. 4 is a cross-sectional view of an OLED
pixel 120’ that is a modified example of the OLED pixel
120 of FIG. 2. Referring to FIG. 4, the OLED pixel 120’
includes a first electrode 121’ and a second electrode
122’ spaced apart from each other, a white organic emis-
sion layer 123’ placed between the first and second elec-
trodes 121’ and 122’, and a color filter 124’ placed on the
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second electrode 122’. The white organic emission layer
123’ emits white light when current is supplied between
the first and second electrodes 121’ and 122’, and may
have a structure in which a plurality of emission layers
(e.g., red, green, and blue emission layers) are stacked.
The color filter 124’ allows only light of a given (or, alter-
natively predetermined) color (e.g., red, green, or blue
light) in the white light incident thereon from the white
organic emission layer 123’ to pass therethrough, and
emits the light to the external environment.
[0034] FIG. 5 is a cross-sectional view of the LED pixel
130 of FIG. 2. Referring to FIG. 5, the LED pixel 130
includes a white backlight unit 131 that emits white light
and a liquid crystal panel 132 that emits blue light using
the white light incident thereon from the white backlight
unit 131. The white backlight unit 131 includes an LED
light source 131a. In detail, the white backlight unit 131
may include a blue LED light source 131a that emit blue
light, and red and green quantum dots 131b excited by
the blue light emitted from the blue LED light source 131a
to emit red light and green light, respectively. When the
white backlight unit 131 includes the blue LED light
source 131a and the red and green quantum dots 131b
as described above, the sensitivity for red may be in-
creased to improve color reproducibility. The white back-
light unit 131 may include either red, green, and blue LED
light sources 131a, or a UV LED light source 131a and
red, green, and blue fluorescent substances (not shown).
Otherwise, the white backlight unit 131 may include the
blue LED light source 131a and a yellow fluorescent sub-
stance (not shown).
[0035] White light emitted from the white backlight unit
131 is incident toward the liquid crystal panel 132. The
liquid crystal panel 132 may include a first polarizing plate
133, a liquid crystal layer 134, a second polarizing plate
135, and a blue color filter 136. The liquid crystal layer
134 acts as an optical shutter and allows white light pass-
ing through the first polarizing plate 133 to selectively
pass therethrough. Electrodes (not shown) are placed
on upper and lower surfaces of the liquid crystal layer
134 to drive the liquid crystal layer 134. One of the elec-
trodes is connected to the TFT. The blue color filter 136
allows only blue light in the white light passing through
the liquid crystal layer 134 to pass therethrough, and
emits the blue light to the external environment. Thus,
the blue light may be emitted from the LED pixel 130.
[0036] FIG. 6 is a cross-sectional view of an LED pixel
130’ that is a modified example of the LED pixel 130 of
FIG. 2. Referring to FIG. 6, the LED pixel 130’ includes
a blue backlight unit 131’ that emits blue light, and a liquid
crystal panel 132’ that allows the blue light incident ther-
eon from the blue backlight unit 131’ to selectively pass
therethrough. The blue backlight unit 131’ includes a blue
LED light source 131a’. The blue light emitted from the
blue backlight unit 131’ is incident toward the liquid crystal
panel 132’. The liquid crystal panel 132’ may include a
first polarizing plate 133’, a liquid crystal layer 134’, and
a second polarizing plate 135’. The liquid crystal layer

134’ acts as an optical shutter and allows blue light pass-
ing through the first polarizing plate 133’ to selectively
pass therethrough. Thus, the blue light may be emitted
from the LED pixel 130’.
[0037] As described above, in the display device 100
according to example embodiments, the OLED pixels
120 (or 120’) and the LED pixels 130 (or 130’) are ar-
ranged on the same substrate 110. The OLED pixels 120
and 120’ emit red light R, green light G, and blue light B,
and the LED pixels 130 and 130’ emit blue light B. In
general, an organic light-emitting display device is capa-
ble of performing relatively high-precision light emission
and being manufactured as a flexible display but has
slightly lower color reproducibility for blue, thus shorten-
ing the lifespan of a blue pixel. According to example
embodiments, a disadvantage of an organic light-emit-
ting display device with respect to a blue pixel may be
compensated for using the LED pixels 130 that emits
blue light. That is, in the display device 100 according to
example embodiments, the OLED pixels 120 that emit
red light R, green light G, and blue light B are disposed
on the substrate 110, and the LED pixels 130 that emit
blue light B are disposed between the OLED pixels 120.
[0038] The OLED pixels 120 form an image, and the
LED pixels 130 may compensate for or be replaced with
the OLED pixels 120 that emit blue light. Thus, the color
reproducibility for blue of an image may be improved and
an image that approximates a real image may be formed.
Also, the lifespan of the display device 100 may increase.
Furthermore, when the white backlight unit 131 of the
LED pixel 130 is manufactured using the blue LED light
source 131a’ and the red and green quantum dots 131b’,
color reproducibility may be improved. Although FIG. 1
illustrates a case in which the LED pixels 130 are ar-
ranged between the OLED pixels 120 in a regular pattern,
the LED pixels 130 may be arranged in a random pattern.
[0039] FIG. 7 is a cross-sectional view of a display de-
vice 200 according to example embodiments. A plan view
of the display device 200 illustrated in FIG. 7 is the same
as that of the display device 100 of FIG. 1. The display
device 200 will now be described focusing on the differ-
ences from the display device 100 according to example
embodiments.
[0040] Referring to FIG. 7, the display device 200 in-
cludes a plurality of OLED pixels 220 and a plurality of
LED pixels 230 placed on a substrate 210. The OLED
pixels 220 and the LED pixels 230 may be disposed on
the same plane of the substrate 210. The OLED pixels
220 emit red light R, green light G, and blue light B. The
OLED pixels 220 are the same as the OLED pixel 120
of FIG. 3 or the OLED pixel 120’ of FIG. 4 described
above and are thus not redundantly described here. In
example embodiments, the LED pixels 230 emit white
light W.
[0041] FIG. 8 is a cross-sectional view of the LED pixel
230 of FIG. 7. Referring to FIG. 8, the LED pixel 230
includes a white backlight unit 231 that emits white light,
and a liquid crystal panel 232 that allows the white light
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emitted from the white backlight unit 231 to selectively
pass therethrough. The white backlight unit 231 includes
an LED light source 231a. In detail, the white backlight
unit 231 may include a blue LED light source 231a that
emits blue light, and red and green quantum dots 231b
excited by the blue light emitted from the blue LED light
source 231a to emit red light and a green light. As de-
scribed above, when the white backlight unit 231 includes
the blue LED light source 231a and the red and green
quantum dots 231b, the sensitivity for red may be in-
creased to improve color reproducibility. The white back-
light unit 231 may include either red, green, and blue LED
light sources 231a, or a UV LED light source 231a and
red, green, and blue fluorescent substances (not shown).
Otherwise, the white backlight unit 231 may include the
blue LED light source 231a and a yellow fluorescent sub-
stance (not shown).
[0042] White light emitted from the white backlight unit
231 is incident toward the liquid crystal panel 232. The
liquid crystal panel 232 may include a first polarizing plate
233, a liquid crystal layer 234, and a second polarizing
plate 235. The liquid crystal layer 234 acts as an optical
shutter, and allows white light incident thereon to selec-
tively pass therethrough. Electrodes (not shown) are
placed on upper and lower surfaces of the liquid crystal
layer 234 to drive the liquid crystal layer 234, and one of
the electrodes is connected to a TFT (not shown). Thus,
white light W may be emitted from the LED pixel 230.
[0043] Because an organic light-emitting display de-
vice is limited in terms of brightness, problems (e.g., rel-
atively high power consumption and relatively low
lifespan thereof) may occur. According to example em-
bodiments, relatively low brightness and lifespan of an
organic light-emitting display device may be compensat-
ed for using the LED pixels 230 that emits white light.
That is, in the display device 200 according to example
embodiments, the OLED pixels 220 that emit red light R,
green light G, and blue light B are disposed on the sub-
strate 210, and the LED pixels 230 that emit white light
W are disposed between the OLED pixels 220. The
OLED pixels 220 form an image and the LED pixels 230
brighten the image. Thus, the brightness and lifespan of
the display device 200 may increase. Furthermore, when
the white backlight unit 231 of the LED pixel 230 is formed
using the blue LED light source 231a and the red and
green quantum dots 231b, color reproducibility for white
may be improved. The LED pixels 230 may be disposed
between the OLED pixels 220 in a regular pattern or a
random pattern.
[0044] FIG. 9 is a cross-sectional view of a display de-
vice 300 according to example embodiments. A plan view
of the display device 300 illustrated in FIG. 9 is the same
as that of the display device 100 illustrated in FIG. 1. The
display device 300 will now be described focusing on the
differences from the display devices 100 and 200 accord-
ing to the previous embodiments.
[0045] Referring to FIG. 9, the display device 300 in-
cludes a plurality of OLED pixels 320 and a plurality of

LED pixels 330 placed on a substrate 310. The OLED
pixels 320 and the LED pixels 330 may be disposed on
the same plane of the substrate 310. In example embod-
iments, the OLED pixels 320 emit white light W and the
LED pixels 330 emit red light R, green light G, and blue
light B. Each of the LED pixels 330 emits light of a given
(or, alternatively predetermined) primary color, i.e., red
light, green light, or blue light. For example, when one of
the LED pixels 330 is a red pixel that emits red light, LED
pixels 330 disposed around the red pixel may be a green
pixel that emits green light and a blue pixel that emits
blue light.
[0046] FIG. 10 is a cross-sectional view of the OLED
pixel 320 of FIG. 9. Referring to FIG. 10, the OLED pixel
320 includes a first electrode 321 and a second electrode
322 spaced apart from each other, and a white organic
emission layer 323 disposed between the first and sec-
ond electrodes 321 and 322. The first and second elec-
trodes 321 and 322 may be an anode electrode and a
cathode electrode, respectively. Alternatively, the first
and second electrodes 321 and 322 may be a cathode
electrode and an anode electrode, respectively. One of
the first and second electrodes 321 and 322 may be a
common electrode and the other may be a pixel elec-
trode. In example embodiments, the pixel electrode is
connected to a TFT (not shown) capable of selectively
driving the OLED pixel 320.
[0047] A white organic emission layer 323 that emits
white light is placed between the first and second elec-
trodes 321 and 322. The white organic emission layer
323 emits white light when current is supplied between
the first and second electrodes 321 and 322, and may
have a structure in which a plurality of emission layers
(e.g., red, green, and blue emission layers) are stacked.
A reflecting plate (not shown) that reflects white light emit-
ted from the white organic emission layer 323 toward the
second electrode 322 may be placed on the substrate
310. Although not shown, a hole injection layer and/or a
hole transport layer may be further placed between the
first electrode 321 (which is an anode electrode) and the
white organic emission layer 323, and an electron injec-
tion layer and/or an electron transport layer may be fur-
ther placed between the second electrode 322 (which is
a cathode electrode) and the white organic emission lay-
er 323.
[0048] FIG. 11 is a cross-sectional view of the LED
pixel 330 of FIG. 9. Referring to FIG. 11, the LED pixel
330 includes a white backlight unit 331 that emits white
light, and a liquid crystal panel 332 that selectively emits
light of a given (or, alternatively predetermined) primary
color (red light, green light, or blue light) by using the
white light incident thereon from the white backlight unit
331. The white backlight unit 331 includes an LED light
source 331a. In detail, the white backlight unit 331 may
include a blue LED light source 331a that emits blue light,
and red and green quantum dots 331b excited by the
blue light emitted from the blue LED light source 331a to
emit red light and green light, respectively. When the
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white backlight unit 331 includes the blue LED light
source 331a and the red and green quantum dots 331b
as described above, the sensitivity for red may be in-
creased to improve color reproducibility. Otherwise, the
white backlight unit 331 may include either red, green,
and blue LED light sources 331a, or a UV LED light
source 331a and red, green, and blue fluorescent sub-
stances (not shown). Otherwise, the white backlight unit
331 may include the blue LED light source 331a and a
yellow fluorescent substance (not shown).
[0049] White light emitted from the white backlight unit
331 is incident toward the liquid crystal panel 332. The
liquid crystal panel 332 may include a first polarizing plate
333, a liquid crystal layer 334, a second polarizing plate
335, and a color filter 336. The liquid crystal layer 334
acts as an optical shutter and allows white light passing
through the first polarizing plate 333 to selectively pass
therethrough. Electrodes (not shown) are placed on up-
per and lower surfaces of the liquid crystal layer 334 to
drive the liquid crystal layer 334, and one of the elec-
trodes is connected to a TFT (not shown). Thus, white
light W may be emitted from the LED pixel 230. The color
filter 336 allows light of a given (or, alternatively prede-
termined) primary color in white light passing through the
liquid crystal layer 334 to pas therethrough, and emits
the light to the external environment.
[0050] For example, when the color filter 336 is a red
color filter, only red light in white light passing through
the liquid crystal layer 334 passes through the color filter
336 and is then emitted to the external environment.
When the color filter 336 is a green color filter, only green
light in white light passing through the liquid crystal layer
334 passes through the color filter 336 and is then emitted
to the external environment. When the color filter 336 is
a blue color filter, only blue light in white light passing
through the liquid crystal layer 334 passes through the
color filter 336 and is then emitted to the external envi-
ronment.
[0051] FIG. 12 is a cross-sectional view of an LED pixel
330’ that is a modified example of the LED pixel of FIG.
9. Referring to FIG. 12, the LED pixel 330’ includes a
backlight unit 331’ that emits light of a given (or, alterna-
tively predetermined) primary color (red light, green light,
or blue light), and a liquid crystal panel 332’ that allows
the light of the given (or, alternatively predetermined) pri-
mary color incident thereon from the backlight unit 331’
to selectively pass therethrough. The backlight unit 331’
includes an LED light source 331a’. In detail, the backlight
unit 331’ may include a red LED light source, a green
LED light source, or a blue LED light source. The light of
the given (or, alternatively predetermined) primary color
emitted from the backlight unit 331’ is incident toward the
liquid crystal panel 332’. The liquid crystal panel 332’ may
include a first polarizing plate 333’, a liquid crystal layer
334’, and a second polarizing plate 335’. The liquid crystal
layer 334’ acts as an optical shutter, and allows the light
of the given (or, alternatively predetermined) primary
color to selectively pass through the first polarizing plate

333’. Electrodes (not shown) may be placed on upper
and lower surfaces of the liquid crystal layer 334’ to drive
the liquid crystal layer 334’ and one of the electrodes is
connected to a TFT (not shown).
[0052] In the display device 300 according to example
embodiments, the OLED pixels 320 that emit white light
W are disposed on the substrate 310, and the LED pixels
330 (or 330’) that emit red light R, green light G, and blue
light B are disposed between the OLED pixels 320. The
LED pixels 330 (or 330’) form an image, and the OLED
pixels 320 brighten an image. Thus, the brightness of the
display device 300 may increase. Furthermore, when the
white backlight unit 331 of the LED pixel 330 is manu-
factured using a blue LED light source 331a and red and
green quantum dots 331b, color reproducibility for white
may be improved. The OLED pixels 320 may be arranged
between the LED pixels 330 (or 330’) in a regular pattern
or a random pattern.
[0053] FIG. 13 is a schematic plan view of a display
device 400 according to example embodiments. FIG. 14
is a cross-sectional view taken along line II-II’ of FIG. 1.
[0054] Referring to FIGS. 13 and 14, the display device
400 includes an organic light-emitting display device 410
and an LCD device 450 that are stacked vertically. First
and second substrates 420 and 460 are spaced apart
from each other. In the display device 400, the first sub-
strate 420 may be disposed ahead of the second sub-
strate 460. A plurality of OLED pixels 430 are placed on
the first substrate 420 and a plurality of LED pixels 470
are placed on the second substrate 460. Various types
of substrates may be used as the first and second sub-
strates 420 and 460. For example, a flexible substrate
(e.g., a plastic substrate) or a hard substrate (e.g., a glass
substrate) may be used as the first and second substrates
420 and 460.
[0055] The organic light-emitting display device 410 in-
cludes a plurality of OLED pixels 430 and a plurality of
blank pixels 440 disposed on the first substrate 420. The
LCD device 450 includes a plurality of LED pixels 470
disposed on the second substrate 460. The LED pixels
470 each include a backlight unit (see FIGS. 17 and 18)
that uses an LED as a light source. The LED pixels 470
may be prepared to correspond to the blank pixels 440.
[0056] The OLED pixels 430 are arranged on the first
substrate 420 in a given (or, alternatively predetermined)
pattern, and the blank pixels 440 are arranged between
the OLED pixels 430 in a given (or, alternatively prede-
termined) pattern. Each of the OLED pixels 430 emits
light of a given (or, alternatively predetermined) primary
color (i.e., red light, green light, or blue light). For exam-
ple, when one of the OLED pixels 430 is a red pixel that
emits red light, the OLED pixels 430 disposed around
the red pixel may be a green pixel that emits green light
and a blue pixel that emits blue light. The blank pixels
440 are pixels that allow blue light emitted from the LED
pixels 470 to pass therethrough. Thus, the blue light emit-
ted from the LED pixels 470 may pass through the blank
pixels 440 and then be emitted to the external environ-
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ment. The blank pixels 440 may be manufactured by
forming through-holes 420a in the first substrate 420. The
blank pixels 440 may be arranged between the OLED
pixels 430 in a regular pattern or a random pattern.
[0057] The LED pixels 470 are arranged on the second
substrate 460 in a given (or, alternatively predetermined)
pattern. The LED pixels 470 may be prepared on loca-
tions corresponding to the blank pixels 440 described
above. Thus, the LED pixels 470 may be arranged in the
same pattern as the blank pixels 440. The LED pixels
470 emit blue light.
[0058] FIG. 15 is a cross-sectional view of the OLED
pixel 430 of FIG. 14. Referring to FIG. 15, the OLED pixel
430 includes first and second electrodes 431 and 432
spaced apart from each other, and an organic emission
layer 433 disposed between the first and second elec-
trodes 431 and 432. The first and second electrodes 431
and 432 may be an anode electrode and a cathode elec-
trode, respectively. In example embodiments, the first
electrode 431 may include, for example, a transparent
conductive material (e.g., ITO, IZO, SnO2, or ZnO), but
is not limited thereto. The second electrode 432 may in-
clude, for example, a metal (e.g., Al, Ag, Mg, Li, or Ca or
an alloy thereof), but is not limited thereto. Alternatively,
the first and second electrodes 431 and 432 may be a
cathode electrode and an anode electrode, respectively.
One of the first and second electrodes 431 and 432 may
be a common and the other may be a pixel electrode. In
example embodiments, the pixel electrode is connected
to a TFT (not shown) capable of driving the OLED pixel
430.
[0059] An organic emission layer 433 that emits light
of a given (or, alternatively predetermined) primary color
is placed between the first and second electrodes 431
and 432. The organic emission layer 433 may be, for
example, a red emission layer, a green emission layer,
or a blue emission layer. When the TFT is driven to cause
current to flow between the first and second electrodes
431 and 432, holes flow from the first electrode 431
(which is an anode electrode) into the organic emission
layer 433, and electrons flow from the second electrode
432 (which is a cathode electrode) to the organic emis-
sion layer 433. Thus, the holes and the electrons are
combined in the organic emission layer 433 to emit light
of a given (or, alternatively predetermined) color (e.g.,
red light, green light, or blue light) The emitted light of
the given (or, alternatively predetermined) color may be
emitted to the external environment via the second elec-
trode 432. A reflecting plate (not shown) may be placed
on the substrate 420 to reflect the light of the given (or,
alternatively predetermined) color emitted from the or-
ganic emission layer 433 toward the second electrode
432. Although not shown, a hole injection layer and/or a
hole transport layer may be further placed between the
first electrode 431 (which is an anode electrode) and the
organic emission layer 433, and an electron injection lay-
er and/or an electron transport layer may be further
placed between the second electrode 432 (which is a

cathode electrode) and the organic emission layer 433.
[0060] FIG. 16 is a cross-sectional view of an OLED
pixel 430’ that is a modified example of the OLED pixel
430 of FIG. 14. Referring to FIG. 16, the OLED pixel 430’
includes first and second electrodes 431’ and 432’
spaced apart from each other, a white organic emission
layer 433’ placed between the first and second electrodes
431’ and 432’, and a color filter 434’ placed on the second
electrode 432’. The white organic emission layer 433’
emits white light when current is supplied between the
first and second electrodes 431’ and 432’, and may have
a structure in which a plurality of emission layers (e.g.,
red, green, and blue emission layers) are stacked. The
color filter 434’ allows light of a given (or, alternatively
predetermined) light (e.g., red light, green light, or blue
light) in white light incident thereon from the white organic
emission layer 433’ to pass therethrough and emits the
light to the external environment.
[0061] FIG. 17 is a cross-sectional view of the LED
pixel 470 of FIG. 14. Referring to FIG. 17, the LED pixel
470 includes a white backlight unit 471 that emits white
light, and a liquid crystal panel 472 that selectively emits
blue light by using the white light incident thereon from
the white backlight unit 471. The white backlight unit 471
includes an LED light source 471a. In detail, the white
backlight unit 471 may include a blue LED light source
471a that emits blue light, and red and green quantum
dots 471b excited by the blue light emitted from the blue
LED light source 471a to emit red light and green light,
respectively. When the white backlight unit 471 includes
the blue LED light source 471a and the red and green
quantum dots 471b as described above, the sensitivity
for red may be increased to improve color reproducibility.
Otherwise, the white backlight unit 471 may include either
red, green, and blue LED light sources 471a, or a UV
LED light source 471a and red, green, and blue fluores-
cent substances (not shown). Otherwise, the white back-
light unit 471 may include a blue LED light source 471a
and a yellow fluorescent substance (not shown).
[0062] White light emitted from the white backlight unit
471 is incident toward the liquid crystal panel 472. The
liquid crystal panel 472 may include a first polarizing plate
473, a liquid crystal layer 474, a second polarizing plate
475, and a blue color filter 476. The liquid crystal layer
474 acts as an optical shutter and allows white light pass-
ing through the first polarizing plate 473 to selectively
pass therethrough. Electrodes (not shown) are placed
on upper and lower surfaces of the liquid crystal layer
474 to drive the liquid crystal layer 474. One of the elec-
trodes is connected to the TFT. The blue color filter 476
allows only blue light in the white light passing through
the liquid crystal layer 134 to pass therethrough and emits
the blue light to the external environment. Thus, the blue
light may be emitted from the LED pixel 130.
[0063] FIG. 18 is a cross-sectional view of an LED pixel
470’ that is a modified example of the LED pixel of FIG.
14. Referring to FIG. 18, the LED pixel 470’ includes a
blue backlight unit 471’ that emits blue light, and a liquid
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crystal panel 472’ that allows the blue light incident ther-
eon from the blue backlight unit 471’ to selectively pass
therethrough. The blue backlight unit 471’ includes a blue
LED light source 471a’. The blue light emitted from the
blue backlight unit 471’ is incident toward the liquid crystal
panel 472’. The liquid crystal panel 472’ may include a
first polarizing plate 473’, a liquid crystal layer 474’, and
a second polarizing plate 475’. The liquid crystal layer
474’ acts as an optical shutter and allows blue light pass-
ing through the first polarizing plate 473’ to selectively
pass therethrough. Thus, the blue light may be emitted
from the LED pixel 470’.
[0064] As described above, the display device 400 ac-
cording to example embodiments has a structure in which
the organic light-emitting display device and the LCD de-
vice are stacked vertically. In detail, the OLED pixels 430
and the blank pixels 440 are disposed on the first sub-
strate 420, and the LED pixels 470 (or 470’) are arranged
to correspond to the blank pixels 440 on the second sub-
strate 460. The OLED pixels 430 emit red light R, green
light G, and blue light B, and the LED pixels 470 (or 470’)
emit blue light B. The blue light emitted from the LED
pixels 470 (or 470’) passes through the blank pixels 440
in the first substrate 420 and is then emitted to the exter-
nal environment. An organic light-emitting display device
has slightly lower color reproducibility for blue and the
lifespan of the blue pixel thus more easily decreases.
According to example embodiments, the problem of the
organic light-emitting display device with respect to the
blue pixel may be compensated for using the LED pixels
470 (or 470’) that emit blue light. That is, in the display
device 400 according to example embodiments, the
OLED pixels 430 that emit red light R, green light G, and
blue light B and the blank pixels 440 that allow the blue
light B to pass therethrough are disposed the first sub-
strate 420, and the LED pixels 470 that emit blue light B
are arranged to correspond to the blank pixels 440 on
the second substrate 460. The blue light B emitted from
the LED pixels 470 is emitted to the external environment
via the blank pixels 440. The OLED pixels 430 form an
image, and the LED pixels 470 (or 470’) that emit the
blue light B passing through the blank pixels 440 may
compensate for or be replaced with the OLED pixels 430
that emit blue light. Thus, color reproducibility for blue of
the image may be improved and an image that approxi-
mates a real image may be formed. Also, the lifespan of
the display device 400 may increase. Furthermore, when
the white backlight unit 471 of the LED pixel 470 is man-
ufactured using a blue LED light source 471a and red
and green quantum dots 471b, the color reproducibility
may be improved.
[0065] FIG. 19 is a schematic plan view of a display
device 500 according to example embodiments. A plan
view of the display device 500 illustrated in FIG. 19 is the
same as that of the display device 400 illustrated in FIG.
13. The display device 500 will now be described focusing
on the differences from the display devices 100 to 400
according to the previous example embodiments.

[0066] Referring to FIG. 19, a first substrate 520 and
a second substrate 560 are prepared to be spaced apart
from and facing each other. In the display device 500,
the first substrate 520 may be disposed ahead of the
second substrate 560. A plurality of OLED pixels 530 are
placed on the first substrate 520, and a plurality of LED
pixels 570 are placed on the second substrate 560. An
organic light-emitting display device 510 includes the plu-
rality of OLED pixels 530 and a plurality of blank pixels
540 disposed on the first substrate 520. An LCD device
550 includes the plurality of LED pixels 570 disposed on
the second substrate 560. The LED pixels 570 each in-
clude a backlight unit (see FIG. 20) that uses an LED as
a light source. The LED pixels 570 may be prepared to
correspond to the blank pixels 540.
[0067] The OLED pixels 530 are arranged on the first
substrate 520 in a given (or, alternatively predetermined)
pattern and the blank pixels 540 are arranged between
the OLED pixels 530 in a given (or, alternatively prede-
termined) pattern. The OLED pixels 530 each emit light
of a given (or, alternatively predetermined) primary color
(i.e., red light, green light, or blue light). For example,
when one of the OLED pixels 530 is a red pixel that emits
red light, OLED pixels 530 disposed around the red pixel
may be a green pixel that emits green light and a blue
pixel that emits blue light. The OLED pixels 530 are the
same as the OLED pixel 430 of FIG. 15 or the OLED
pixel 430’ of FIG. 16 described above and are thus not
redundantly described here. The blank pixels 540 are
pixels that allow white light emitted from the LED pixels
570 (which will be described below) to pass therethrough.
Thus, the white light emitted from the LED pixels 570
may pass through the blank pixels 540 and then be emit-
ted to the external environment. The blank pixels 540
may be prepared by forming through-holes 520a in the
first substrate 520. The blank pixels 540 may be arranged
between the OLED pixels 530 in a regular pattern or a
random pattern. The LED pixels 570 may be placed on
locations on the second substrate 560 that correspond
to the blank pixels 540. Accordingly, the LED pixels 570
may be arranged in the same pattern as the blank pixels
540. The LED pixels 570 emit white light.
[0068] FIG. 20 is a cross-sectional view of the LED
pixel 570 of FIG. 19. Referring to FIG. 20, the LED pixel
570 includes a white backlight unit 571 that emits white
light, and a liquid crystal panel 572 that allows the white
light incident thereon from the white backlight unit 571 to
selectively pass therethrough. The white backlight unit
571 includes an LED light source 571a. In detail, the white
backlight unit 571 may include a blue LED light source
571a that emits blue light, and red and green quantum
dots 571b excited by the blue light emitted from the blue
LED light source 571a to emit red light and green light,
respectively. When the white backlight unit 571 includes
the blue LED light source 571a and the red and green
quantum dots 571b as described above, the sensitivity
for a red color may be increased to improve color repro-
ducibility. Otherwise, the white backlight unit 571 may
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include either red, green, and blue LED light sources
571a or a UV LED light source 571a and red, green, and
blue fluorescent substances (not shown). Otherwise, the
white backlight unit 571 may include the blue LED light
source 571a and a yellow fluorescent substance (not
shown).
[0069] White light emitted from the white backlight unit
571 is incident toward the liquid crystal panel 572. The
liquid crystal panel 572 may include a first polarizing plate
573, a liquid crystal layer 574, and a second polarizing
plate 575. The liquid crystal layer 574 acts as an optical
shutter and allows white light incident thereon to selec-
tively pass therethrough. Electrodes (not shown) are
placed on upper and lower surfaces of the liquid crystal
layer 574 to drive the liquid crystal layer 574. One of the
electrodes is connected to a TFT (not shown). Thus, the
white light may be emitted from the LED pixel 570.
[0070] According to example embodiments, relatively
low brightness and lifespan of an organic light-emitting
display device may be compensated for using the LED
pixels 570 that emits white light. That is, in the display
device 500 according to example embodiments, the
OLED pixels 530 that emit red light R, green light G, and
blue light B and the blank pixels 540 that allow white light
W to pass therethrough are disposed on the first sub-
strate 520, and the LED pixels 570 corresponding to the
blank pixels 540 are disposed on the second substrate
560. The white light emitted from the LED pixels 570 may
be emitted to the external environment via the blank pix-
els 540. The OLED pixels 530 form an image, and the
LED pixels 570 that emit the white light W passing
through the blank pixels 540 brighten the image. Thus,
the brightness and lifespan of the display device 500 may
increase. Furthermore, when the backlight units 571 of
the LED pixels 570 are manufactured using a blue LED
light source 571a and red and green quantum dots 571b,
color reproducibility for a white color may be improved.
[0071] FIG. 21 is a schematic plan view of a display
device 600 according to example embodiments. A plan
view of the display device 600 is the same as that of the
display device 400 of FIG. 13. The display device 600
will now be described focusing on the differences from
the display devices 100 to 500 according to the previous
embodiments.
[0072] Referring to FIG. 21, first and second substrates
620 and 660 are spaced apart from each other and face
each other. In the display device 600, the first substrate
620 may be disposed ahead of the second substrate 660.
A plurality of OLED pixels 630 are placed on the first
substrate 620 and a plurality of LED pixels 670 are placed
on the second substrate 660. An organic light-emitting
display device 610 includes the plurality of OLED pixels
630 and a plurality of blank pixels 640 disposed on the
first substrate 620. An LCD device 650 includes a plurality
of LED pixels 670 disposed on the second substrate 660.
The LED pixels 670 include a backlight unit (see FIGS.
23 and 24) that uses an LED as a light source. The LED
pixels 670 may be disposed to correspond to the blank

pixels 640.
[0073] The OLED pixels 630 are disposed on the first
substrate 620, and the blank pixels 640 are disposed
between the OLED pixels 630. The OLED pixels 630 emit
white light, and the blank pixels 640 allows light of a given
(or, alternatively predetermined) primary color (red light,
green light, or blue light) emitted from LED pixels 670
(which will be described below) to pass therethrough.
The LED pixels 670 are arranged on the second substrate
660 to correspond to the blank pixels 640. The LED pixels
670 emit red light R, green light G, and blue light B. Each
of the LED pixels 670 emits light of a given (or, alterna-
tively predetermined) primary color (i.e., red light, green
light, or blue light). For example, when one of the LED
pixels 670 is a red pixel that emits red light, LED pixels
670 disposed around the red pixel may be a green pixel
that emits green light and a blue pixel that emits blue light.
[0074] FIG. 22 is a cross-sectional view of the OLED
pixel 630 of FIG. 21. Referring to FIG. 22, the OLED pixel
630 includes a first electrode 631 and a second electrode
632 that are spaced apart from each other, and a white
organic emission layer 633 disposed between the first
and second electrodes 631 and 632. The first and second
electrodes 631 and 632 may be an anode electrode and
a cathode electrode, respectively. Alternatively, the first
and second electrodes 631 and 632 may be a cathode
electrode and an anode electrode, respectively. One of
the first and second electrodes 631 and 632 may be a
common electrode and the other may be a pixel elec-
trode, respectively. In example embodiments, the pixel
electrode is connected to a TFT (not shown) capable of
selectively driving the OLED pixel 630.
[0075] A white organic emission layer 633 that emits
white light is placed between the first and second elec-
trodes 631 and 632. The white organic emission layer
633 emits white light when current is supplied between
the first and second electrodes 631 and 632, and may
have a structure in which a plurality of emission layers
(e.g., red, green, and blue emission layers) are stacked.
A reflecting plate (not shown) may be placed on the first
substrate 620 to reflect the white light emitted from the
white organic emission layer 633 toward the second elec-
trode 632. Although not shown, a hole injection layer
and/or a hole transport layer may be further placed be-
tween the first electrode 631 (which is an anode elec-
trode) and the white organic emission layer 633, and an
electron injection layer and/or an electron transport layer
may be further placed between the second electrode 632
(which is a cathode electrode) and the white organic
emission layer 633.
[0076] FIG. 23 is a cross-sectional view of the LED
pixel 670 of FIG. 21. Referring to FIG. 23, the LED pixel
670 includes a white backlight unit 671 that emits white
light, and a liquid crystal panel 672 that emits light of a
given (or, alternatively predetermined) primary color
(e.g., red light, green light, or blue light) by using white
light incident thereon from the white backlight unit 671.
The white backlight unit 671 includes an LED light source
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671a. In detail, the white backlight unit 671 may include
a blue LED light source 671a that emits blue light, and
red and green quantum dots 671b excited by the blue
light emitted from the blue LED light source 671a to emit
red light and green light, respectively. When the white
backlight unit 671 includes the blue LED light source 671a
and the red and green quantum dots 671b as described
above, the sensitivity for red may be increased to improve
color reproducibility. Otherwise, the white backlight unit
671 may include either red, green, and blue LED light
sources 671a, or a UV LED light source 671a and red,
green, and blue fluorescent substances (not shown).
Otherwise, the white backlight unit 671 may include the
blue LED light source 671a and a yellow fluorescent sub-
stance (not shown).
[0077] White light emitted from the white backlight unit
671 is incident toward the liquid crystal panel 672. The
liquid crystal panel 672 may include a first polarizing plate
673, a liquid crystal layer 674, a second polarizing plate
675, and a color filter 676. The liquid crystal layer 674
acts as an optical shutter and allows white light passing
through the first polarizing plate 673 to selectively pass
therethrough. Electrodes (not shown) are placed on up-
per and lower surfaces of the liquid crystal layer 674 to
drive the liquid crystal layer 674, and one of the elec-
trodes is connected to the TFT. The color filter 676 allows
light of a given (or, alternatively predetermined) primary
color in white light passing through the liquid crystal layer
674 to pas therethrough and emits the light to the external
environment. For example, when the color filter 676 is a
red color filter, only red light in white light passing through
the liquid crystal layer 674 passes through the color filter
676 and is then emitted to the external environment.
When the color filter 676 is a green color filter, only green
light in white light passing through the liquid crystal layer
674 passes through the color filter 676 and is then emitted
to the external environment. When the color filter 676 is
a blue color filter, only blue light in white light passing
through the liquid crystal layer 674 passes through the
color filter 676 and is then emitted to the external envi-
ronment.
[0078] FIG. 24 is a cross-sectional view of an LED pixel
670’ that is a modified example of the LED pixel 670 of
FIG. 21. Referring to FIG. 24, the LED pixel 670’ includes
a backlight unit 671’ that emits light of a given (or, alter-
natively predetermined) primary color light (e.g., red light,
green light, or blue light), and a liquid crystal panel 672’
that allows the light of the given (or, alternatively prede-
termined) primary color incident thereon from the back-
light unit 671’ to selectively pass therethrough. The back-
light unit 671’ includes an LED light source 671a’. In de-
tail, the backlight unit 671’ may include a red LED light
source, a green LED light source, or a blue LED light
source. The given (or, alternatively predetermined) pri-
mary color emitted from the backlight unit 671’ is incident
toward the liquid crystal panel 672’. The liquid crystal
panel 672’ may include a first polarizing plate 673’, a
liquid crystal layer 674’, and a second polarizing plate

675’. The liquid crystal layer 674’ acts as an optical shut-
ter and allows light of the given (or, alternatively prede-
termined) primary color passing through the first polariz-
ing plate 673’ to selectively pass therethrough. Elec-
trodes (not shown) are disposed on upper and lower sur-
faces of the liquid crystal layer 674’ to drive the liquid
crystal layer 674’, and one of the electrodes is connected
to the TFT.
[0079] In the display device 600 according to example
embodiments, the OLED pixels 630 that emit white light
W and the blank pixels 640 that allow the light of the given
(or, alternatively predetermined) primary color to pass
therethrough are disposed on the first substrate 620, and
the LED pixels 670 (or 670’) that emit red light R, green
light G, and blue light B are disposed on the second sub-
strate 660 to correspond to the blank pixels 640. The light
of the given (or, alternatively predetermined) primary
color emitted from the LED pixels 670 (or 670’) passes
through the blank pixels 640 and is then emitted to the
external environment. The LED pixels 670 and 670’ form
an image, and the OLED pixels 630 brighten the image.
Thus, the brightness of the display device 600 may be
increased. Furthermore, when the white backlight unit
671 of the LED pixel 670 is manufactured using a blue
LED light source 671a and red and green quantum dots
671b, color reproducibility for a white color may be im-
proved. The OLED pixels 670 and 670’ may be arranged
in a regular pattern or a random pattern.
[0080] FIG. 25 is an exploded perspective view of a
display device 700 according to example embodiments.
FIG. 26 is a cross-sectional view taken along line III-III’
of FIG. 25.
[0081] Referring to FIGS. 25 and 26, the display device
700 includes a first substrate 720, a second substrate
760, a plurality of red OLED pixels 730R, a plurality of
green OLED pixels 730G, and a plurality of blank pixels
735 disposed on the first substrate 720, a reflecting plate
750 having first through-holes 755 disposed between the
first substrate 720 and second substrate 760, and a blue
light emission unit 770 disposed on the second substrate
760. The first and second substrates 720 and 760 are
spaced apart from each other. In the display device 700,
the first substrate 720 may be disposed ahead of the
second substrate 760. Various types of substrates may
be used as the first and second substrates 720 and 760.
For example, a flexible substrate (e.g., a plastic sub-
strate) or a hard substrate (e.g., a glass substrate) may
be used as the first and second substrates 720 and 760.
[0082] The red OLED pixels 730R, the green OLED
pixels 730G, and the blank pixels 735 are disposed on
the first substrate 720. The red OLED pixels 730R, the
green OLED pixels 730G, and the blank pixels 735 are
sequentially disposed. The red and green OLED pixels
730R and 730G emit red and green light, respectively.
The blank pixels 735 allow blue light emitted from the
blue light emission unit 770 to pass therethrough. To this
end, the blank pixels 735 may include second through-
holes 720a formed in the first substrate 720.
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[0083] FIGS. 27A and 27B illustrate cross-sections of
the red and green OLED pixels 730R and 730G of FIG.
25. Referring to FIGS. 27A and 27B, the red OLED pixel
730R includes the first and second electrodes 731 and
732, and a red organic emission layer 733R that is dis-
posed between the first and second electrodes 731 and
732 and emits red light. The green OLED pixel 730G
includes the first and second electrodes 731 and 732,
and a green organic emission layer 733G that is disposed
between the first and second electrodes 731 and 732
and emits green light.
[0084] The first and second electrodes 731 and 732
may be an anode electrode and a cathode electrode,
respectively. In example embodiments, the first electrode
731 may include, for example, a transparent conductive
material (e.g., ITO, IZO, SnO2, or ZnO) but is not limited
thereto. The second electrode 732 may include, for ex-
ample, a metal (e.g., Al, Ag, Mg, Li, or Ca or an alloy
thereof) but is not limited thereto. Alternatively, the first
and second electrodes 731 and 732 may be a cathode
electrode and an anode electrode, respectively. One of
the first and second electrodes 731 and 732 may be a
common electrode and the other may be a pixel elec-
trode. In example embodiments, the pixel electrode is
connected to a TFT (not shown) capable of driving the
OLED pixels 730R and 730G.
[0085] When the TFT is driven to cause current to flow
between the first and second electrodes 731 and 732,
holes flow from the first electrode 731 (which is an anode
electrode) to the organic emission layers 733R and 733G
and electrons flow from the second electrode 732 (which
is a cathode electrode) to the organic emission layers
733R and 733G. Thus, the holes and the electrons are
combined in the organic emission layers 733R and 733G
to emit light of a given (or, alternatively predetermined)
color (e.g., red light or green light). The emitted light of
the given (or, alternatively predetermined) color may be
emitted to the external environment via the second elec-
trode 732. Although not shown, a hole injection layer
and/or a hole transport layer may be further placed be-
tween the first electrode 731 (which is an anode elec-
trode) and the organic emission layers 733R and 733G,
and an electron injection layer and/or an electron trans-
port layer may be further placed between the second
electrode 732 (which is a cathode electrode) and the or-
ganic emission layers 733R and 733G.
[0086] Referring back to FIGS. 25 and 26, a reflecting
plate 750 is disposed below the first substrate 720. The
reflecting plate 750 reflects the red light and the green
light emitted from the red and green OLED pixels 730R
and 730G toward the second electrode 732. First
through-holes 755 corresponding to the blank pixels 735
are formed in the reflecting plate 750.
[0087] The blue light emission unit 770 that emits blue
light is disposed on the second substrate 760. FIG. 28
illustrates a cross-section of the blue light emission unit
of FIG. 25. Referring to FIG. 28, the blue light emission
unit 770 includes a blue backlight unit 771 that emits blue

light, and a liquid crystal panel 772 that allows the blue
light incident thereon from the blue backlight unit 771 to
pass therethrough. The backlight unit 771 may include
at least one blue LED light source 771a. The blue light
emitted from the backlight unit 771 is incident toward the
liquid crystal panel 772. The liquid crystal panel 772 may
include a first polarizing plate 773, a liquid crystal layer
774, and a second polarizing plate 775. The liquid crystal
layer 774 acts as an optical shutter and allows the blue
light passing through the first polarizing plate 773 to se-
lectively pass therethrough. In detail, the liquid crystal
layer 774 allows the blue light to selectively pass there-
through when liquid crystals 776 in the liquid crystal layer
774 corresponding to the blank pixels 735 are driven.
Then the blue light is emitted from the blank pixels 735
via the first and second through-holes 775 and 720a.
Electrons (not shown) are placed on upper and lower
surfaces of the liquid crystal layer 774 to drive the liquid
crystal layer 774.
[0088] Referring to FIG. 26, in the structure described
above, red lights generated by the red OLED pixel 730R
are emitted upward and downward, and the red light emit-
ted downward is reflected by the reflecting plate 750 to
move upward. Green lights generated by the green
OLED pixel 730G are emitted upward and downward and
the green light emitted downward is reflected by the re-
flecting plate 750 to move upward. Blue light emitted from
the blue light emission unit 770 passes through the first
through-holes 755 of the reflecting plate 750 and the sec-
ond through-holes 720a of the first substrate 720 and
then moves upward above the blank pixel 735. The in-
tensities of the red and green lights generated by the
OLED pixels 730R and 730G may be controlled accord-
ing to the amount of current flowing between the first and
second electrodes 731 and 732. The intensity of the blue
light generated by the blue light emission unit 770 and
passing through the blank pixel 735 may be controlled
by driving the liquid crystals 776 in the liquid crystal layer
774 corresponding to the blank pixel 735.
[0089] As described above, in the display device 700
according to example embodiments, relatively low color
reproducibility and lifespan of a blue organic emission
layer may be compensated for using a blue LED light
source 771a and liquid crystals 776. Thus, color repro-
ducibility for blue may be improved, and thus an image
that approximates a real image may be formed and the
lifespan of the display device 700 may increase.
[0090] As described above, in display devices accord-
ing to example embodiments, a plurality of OLED pixels
and a plurality of LED pixels are disposed on the same
plane or different planes. When the OLED pixels emit red
light, green light, and blue light and the LED pixels emit
blue light, color reproducibility for blue may be improved
and thus an image that approximates a real image may
be formed and the lifespan of the display device may
increase. Also, when the OLED pixels emit red light,
green light, and blue light and the LED pixels emit white
light, the LED pixels may improve the brightness of an
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image formed by the OLED pixels, and the lifespan of
the display device may increase. Also, when the OLED
pixels emit white light and the LED pixels emit red light,
green light, and blue light, the OLED pixels may improve
the brightness of an image formed by the LED pixels.
When a white backlight unit of the LED pixel is formed
using a blue LED light source and red and green quantum
dots, color reproducibility may be improved. Because rel-
atively low color reproducibility and lifespan of a blue or-
ganic emission layer may be solved using a blue LED
light source and liquid crystal, an image that approxi-
mates a real image may be formed and the lifespan of
the display device may increase.
[0091] It should be understood that example embodi-
ments described therein should be considered in a de-
scriptive sense only and not for purposes of limitation.
Descriptions of features or aspects within each embod-
iment should typically be considered as available for oth-
er similar features or aspects in other embodiments.

Claims

1. A display device comprising:

a plurality of organic light-emitting diode (OLED)
pixels on a first substrate; and
a plurality of light-emitting diode (LED)-including
pixels between the plurality of OLED pixels;
wherein the plurality of LED-including pixels
comprise a backlight unit and a liquid crystal lay-
er configured to allow the light from the backlight
unit to pass therethrough; and
characterised in that the backlight unit com-
prises an LED light source, the plurality of OLED
pixels are configured to emit red, green and blue
light, and the plurality of LED-including pixels
are configured to emit blue light.

2. A display device according to claim 1, wherein the
plurality of LED-including pixels are on a same plane
as the plurality of OLED pixels.

3. A display device according to claim 1 further com-
prising a second substrate, the first substrate and
the second substrate spaced apart from and facing
each other;
wherein the plurality of LED-including pixels are on
the second substrate; and
a plurality of blank pixels on the first substrate cor-
responding with the plurality of LED-including pixels
on the second substrate, the plurality of blank pixels
configured to allow light to pass therethrough.

4. The display device of claim 1, wherein the plurality
of OLED pixels comprise:

a first electrode and a second electrode spaced

apart from each other; and
an organic emission layer between the first and
second electrodes, the organic emission layer
configured to emit light of the primary color.

5. The display device of claim 1, wherein the plurality
of OLED pixels comprise:

a first electrode and a second electrode spaced
apart from each other;
a white organic emission layer between the first
and second electrodes, the white organic emis-
sion layer configured to emit white light; and
a color filter on the second electrode, the color
filter configured to allow light of the primary color
to pass therethrough.

6. The display device of claim 1, wherein the plurality
of LED-including pixels comprise:

the backlight unit being a white backlight unit
configured to emit white light; and
a liquid crystal panel including,
the liquid crystal layer configured to allow the
white light incident thereon from the white back-
light unit to pass therethrough; and
a blue color filter configured to transform the
white light passing through the liquid crystal lay-
er into blue light.

7. The display device of claim 6, wherein the white
backlight unit comprises:

a blue LED light source; and
red and green quantum dots excited by the blue
light emitted from the blue LED light source to
emit red light and green light, respectively.

8. The display device of claim 1, wherein the plurality
of LED-including pixels comprise:

a blue backlight unit configured to emit blue light;
and
a liquid crystal panel including a liquid crystal
layer configured to allow the blue light incident
thereon from the blue backlight unit to pass
therethrough.

9. The display device of claim 8, wherein the plurality
of OLED pixels comprise:

a first electrode and a second electrode spaced
apart from each other; and
a white organic emission layer between the first
and second electrodes, the white organic emis-
sion layer configured to emit white light.

10. The display device of claim 3, wherein light emitted
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from the plurality of LED-including pixels is emitted
via the plurality of blank pixels.

11. The display device of claim 1, wherein the plurality
of blank pixels comprise through-holes in the first
substrate.

Patentansprüche

1. Displayvorrichtung, umfassend:

eine Mehrzahl organischer Leuchtdio-
den(OLED)-Pixel auf einem ersten Substrat;
und
eine Mehrzahl Leuchtdioden(LED)-enthalten-
der Pixel zwischen der Mehrzahl von OLED-Pi-
xeln;
wobei die Mehrzahl LED-enthaltender Pixel eine
Hintergrundbeleuchtungseinheit und eine Flüs-
sigkristallschicht umfasst, die so gestaltet ist,
dass sie es ermöglicht, dass das Licht von der
Hintergrundbeleuchtungseinheit dort hindurch
tritt; und
dadurch gekennzeichnet, dass die Hinter-
grundbeleuchtungseinheit eine LED-Lichtquel-
le umfasst, wobei die Mehrzahl von OLED-Pi-
xeln so gestaltet ist, dass sie rotes, grünes und
blaues Licht emittieren, und wobei die Mehrzahl
LED-enthaltender Pixel so gestaltet ist, dass sie
blaues Licht emittieren.

2. Displayvorrichtung nach Anspruch 1, wobei sich die
Mehrzahl LED-enthaltender Pixel auf der gleichen
Ebene befindet wie die Mehrzahl von OLED-Pixeln.

3. Displayvorrichtung nach Anspruch 1, die ferner ein
zweites Substrat umfasst, wobei das erste Substrat
und das zweite Substrat beabstandet angeordnet
sind und zueinander zeigen;
wobei sich die Mehrzahl LED-enthaltender Pixel auf
dem zweiten Substrat befindet; und
wobei eine Mehrzahl leerer Pixel auf dem ersten
Substrat der Mehrzahl LED-enthaltender Pixel auf
dem zweiten Substrat entspricht, wobei die Mehr-
zahl leerer Pixel so gestaltet ist, dass sie Licht dort
hindurchtreten lassen.

4. Displayvorrichtung nach Anspruch 1, wobei die
Mehrzahl von OLED-Pixeln folgendes umfasst:

eine erste Elektrode und eine zweite Elektrode,
die beabstandet angeordnet sind; und
eine organische Emissionsschicht zwischen der
ersten und der zweiten Elektrode, wobei die or-
ganische Emissionsschicht zur Emission von
Licht der Primärfarbe gestaltet ist.

5. Displayvorrichtung nach Anspruch 1, wobei die
Mehrzahl von OLED-Pixeln folgendes umfasst:

eine erste Elektrode und eine zweite Elektrode,
die beabstandet angeordnet sind;
eine weiße organische Emissionsschicht zwi-
schen der ersten Elektrode und der zweiten
Elektrode, wobei die weiße organische Emissi-
onsschicht zur Emission von weißem Licht ge-
staltet ist; und
einen Farbfilter an der zweiten Elektrode, wobei
der Farbfilter so gestaltet ist, dass er es ermög-
licht, dass Licht der Primärfarbe dort hindurch-
treten kann.

6. Displayvorrichtung nach Anspruch 1, wobei die
Mehrzahl LED-enthaltender Pixel folgendes um-
fasst:

dass es sich bei der Hintergrundbeleuchtungs-
einheit um eine weiße Hintergrundbeleuch-
tungseinheit handelt, die zur Emission von wei-
ßem Licht gestaltet ist; und
ein Flüssigkristallpanel, das folgendes aufweist:

die Flüssigkristallschicht, die so gestaltet
ist, dass sie es ermöglicht, dass darauf ein-
fallendes weißes Licht von der weißen Hin-
tergrundbeleuchtungseinheit dort hindurch
tritt; und
einen Blaufilter, der so gestaltet ist, dass er
durch die Flüssigkristallschicht verlaufen-
des weißes Licht in blaues Licht umwandelt.

7. Displayvorrichtung nach Anspruch 6, wobei die wei-
ße Hintergrundbeleuchtungseinheit folgendes um-
fasst:

eine blaue LED-Lichtquelle; und
rote und grüne Quantenpunkte, die durch das
von der blauen LED-Lichtquelle emittierte blaue
Licht erregt werden, so dass sie entsprechend
rotes Licht bzw. grünes Licht emittieren.

8. Displayvorrichtung nach Anspruch 1, wobei die
Mehrzahl LED-enthaltender Pixel folgendes um-
fasst:

eine blaue Hintergrundbeleuchtungseinheit, die
zur Emission von blauem Licht gestaltet ist; und
ein Flüssigkristallpanel mit einer Flüssigkristall-
schicht, die so gestaltet ist, dass sie es ermög-
licht, dass darauf einfallendes blaues Licht von
der blauen Hintergrundbeleuchtungseinheit
dort hindurch tritt.

9. Displayvorrichtung nach Anspruch 8, wobei die
Mehrzahl von OLED-Pixeln folgendes umfasst:
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eine erste Elektrode und eine zweite Elektrode,
die beabstandet angeordnet sind; und
eine weiße organische Emissionsschicht zwi-
schen der ersten und der zweiten Elektrode, wo-
bei die weiße organische Emissionsschicht zur
Emission von weißem Licht gestaltet ist.

10. Displayvorrichtung nach Anspruch 3, wobei das von
der Mehrzahl LED-enthaltender Pixel emittierte Licht
über die Mehrzahl leerer Pixel emittiert wird.

11. Displayvorrichtung nach Anspruch 1, wobei die
Mehrzahl leerer Pixel Durchgangslöcher in dem ers-
ten Substrat umfasst.

Revendications

1. Dispositif d’affichage comprenant :

une pluralité de pixels de diodes électrolumines-
centes organiques (OLED) sur un premier
substrat ; et
une pluralité de pixels comprenant des diodes
électroluminescentes (LED) entre la pluralité de
pixels OLED ;
la pluralité de pixels comprenant des LED com-
prenant une unité de rétro-éclairage et une cou-
che de cristaux liquides conçue pour permettre
à la lumière de l’unité de rétro-éclairage de pas-
ser à travers celle-ci ; et
caractérisé en ce que l’unité de rétro-éclairage
comprend une source de lumière LED, la plura-
lité de pixels OLED étant conçue pour émettre
une lumière rouge, verte et bleue, et la pluralité
de pixels incluant des LED étant conçue pour
émettre une lumière bleue.

2. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels comprenant des LED étant sur un
même plan que la pluralité de pixels OLED.

3. Dispositif d’affichage selon la revendication 1, com-
prenant en outre un second substrat, le premier
substrat et le second substrat étant espacés l’un de
l’autre et se faisant face ;
la pluralité de pixels comprenant des LED se trou-
vant sur le second substrat ; et
une pluralité de pixels vides sur le premier substrat
correspondant à la pluralité de pixels comprenant
des LED sur le second substrat, la pluralité de pixels
vides étant conçue pour permettre à la lumière de
passer au travers.

4. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels OLED comprenant :

une première électrode et une seconde électro-

de espacées l’une de l’autre ; et
une couche d’émission organique entre les pre-
mière et seconde électrodes, la couche d’émis-
sion organique étant conçue pour émettre de la
lumière de la couleur primaire.

5. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels OLED comprenant :

une première électrode et une seconde électro-
de espacées l’une de l’autre ;
une couche d’émission organique blanche entre
les première et seconde électrodes, la couche
d’émission organique blanche étant conçue
pour émettre une lumière blanche ; et
un filtre couleur sur la seconde électrode, le filtre
couleur étant conçu pour permettre à la lumière
de la couleur primaire de passer au travers.

6. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels comprenant des LED comprenant :

l’unité de rétro-éclairage étant une unité de ré-
tro-éclairage blanche conçue pour émettre une
lumière blanche ; et
un panneau à cristaux liquides comprenant,
la couche de cristaux liquides conçue de sorte
à laisser passer au travers la lumière blanche
incidente provenant de l’unité de rétro-éclairage
blanche ; et
un filtre de couleur bleue conçu pour transformer
la lumière blanche passant à travers la couche
de cristaux liquides en lumière bleue.

7. Dispositif d’affichage selon la revendication 6, l’unité
de rétro-éclairage blanche comprenant :

une source de lumière LED bleue ; et
des points quantiques rouges et verts excités
par la lumière bleue émise par la source de lu-
mière LED bleue pour émettre respectivement
une lumière rouge et une lumière verte.

8. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels comprenant des LED comprenant :

une unité de rétro-éclairage bleu conçue pour
émettre une lumière bleue ; et
un panneau à cristaux liquides comprenant une
couche de cristaux liquides conçue pour per-
mettre à la lumière bleue incidente provenant
l’unité de rétro-éclairage bleu de passer au tra-
vers.

9. Dispositif d’affichage selon la revendication 8, la plu-
ralité de pixels OLED comprenant :

une première électrode et une seconde électro-
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de espacées l’une de l’autre ; et
une couche d’émission organique blanche entre
la première et la seconde électrode, la couche
d’émission organique blanche étant conçue
pour émettre de la lumière blanche.

10. Dispositif d’affichage selon la revendication 3, la lu-
mière émise par la pluralité de pixels comprenant
des LED étant émise par l’intermédiaire de la plura-
lité de pixels vides.

11. Dispositif d’affichage selon la revendication 1, la plu-
ralité de pixels vides comprenant des trous traver-
sants dans le premier substrat.
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