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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a filling port
structure for a fuel tank.

2. Description of Related Art

[0002] A filling port structure for a fuel tank of an auto-
mobile that includes an open/close valve, such as a flap
valve, which can open and close the filling port into which
a fuel nozzle is inserted is known. For example, Japanese
Patent Application Publication No. 2008-49952 (JP
2008-49952 A) discloses a structure which includes an
opening/closing member (flap valve) that is provided with
a lock member which is unlocked when a lock releasing
part is pressed by a fuel nozzle with a specific diameter.
[0003] However, in the structure that is disclosed in JP
2008-49952 A, a part of the lock member protrudes into
a fuel gun insertion region (inside the filling port) and may
interfere with a fuel gun that is inserted into or removed
from the filling port unless the lock member is held in an
unlocked state.
[0004] Filling port structures showing the features of
the preamble of claim 1 are furthermore known from doc-
uments DE 10 2009 009 998 A1, EP 1 690 727 A2, AT
009 945 U1, US 2010/0218849 A1 and WO 2008/032347
A1

SUMMARY OF THE INVENTION

[0005] The present invention provides a filling port
structure for a fuel tank that prevents an open/close valve
from being unlocked due to pressing by a fuel gun with
a diameter outside a specific range and prevents inter-
ference between a fuel gun that is inserted into or re-
moved from the filling port and a locking member.
[0006] An aspect of the invention relates to a filling port
structure for a fuel tank.
[0007] The filling port structure includes a filling port
member that defines a filling port into which a fuel gun
for supplying fuel to a fuel tank is inserted; an open/close
valve that opens and closes the filling port; a rotary mem-
ber that attaches the open/close valve to the filling port
member in a manner such that the open/close valve is
rotatable between an open position to open the filling port
and a closed position to close the filling port; a locking
member that is provided in the filling port member and is
movable between a locking position to lock the open/
close valve in the closed position to prevent rotation of
the open/close valve, and an unlocking position to unlock
the open/close valve to allow the rotation of the open/
close valve, wherein the locking member is located far-
ther from a center line of the filling port member when in
the unlocking position than when in the locking position;

an unlocking member that moves the locking member
from the locking position to the unlocking position when
pressed by the fuel gun with a diameter in a specific
range; and retention means for holding the locking mem-
ber in the unlocking position at least when the open/close
valve is in the open position. The retention means in-
cludes a guide member which is located in a guiding po-
sition to guide the fuel gun toward the open/close valve
when the fuel gun is inserted into the filling port and
moves to a retracted position in accordance with move-
ment of the open/close valve to the open position, and a
retention member which is provided on the guide member
and holds the locking member in the unlocking position
by using movement of the guide member to the retracted
position; wherein the guide member is located farther
from the fuel gun that is inserted into the filling port when
in the retracted position than when in the guiding position.
Further, the locking member includes paired lock levers,
and each of the paired lock levers includes an engaging
portion that is provided at one end of the lock lever and
that is engageable with the open/close valve to lock the
open/close valve, a contacted piece that is provided at
another end of the lock lever, and a rotary support part
that is provided at an intermediate portion of the lock
lever and that is rotatably supported on the filling port
member; wherein the retention members extend from the
guide member and are in contact with the respective con-
tacted pieces to hold the lock levers in the unlocking po-
sition when the guide member is located in the retracted
position.
[0008] In the filling port structure for a fuel tank, the
open/close valve is rotatably attached to the filling port
member by the rotary member. In a normal state, the
filling port is closed by the open/close valve and the open/
close valve is locked in the closed position by the locking
member.
[0009] The locking member is movable between the
locking position to lock the open/close valve in the closed
position to prevent rotation of the open/close valve and
the unlocking position to unlock the open/close valve to
allow rotation of the open/close valve. The unlocking
member moves the locking member to the unlocking po-
sition when pressed by the fuel gun with the diameter in
the specific range. The locking member unlocks the
open/close valve to allow the open/close valve to rotate
when in the unlocking position. Thus, when the open/
close valve is pressed by the fuel gun in this state, the
open/close valve is rotated and the filling port is opened.
When the unlocking member is pressed by a fuel gun
with a diameter outside the specific range, the locking
member does not unlock the open/close valve and the
open/close valve is not rotated. In other words, insertion
of a fuel gun with a diameter outside the specific range
can be prevented.
[0010] The filling port structure for a fuel tank also in-
cludes the retention means. The retention means holds
the locking member in the unlocking position at least
when the open/close valve is in the open position. The
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locking member according to the above aspect of the
present invention is located farther from the center line
of the filling port member when in the unlocking position
than when in the locking position. Thus, the fuel gun is
prevented from interfering with the locking member when
inserted into or removed from the filling port.
[0011] (cancelled)
[0012] In this configuration, moreover, when the fuel
gun is inserted into the filling port, the guide member is
in the guiding position and guides the fuel gun toward
the open/close valve.
[0013] The guide member is configured to move to the
retracted position as the open/close valve is moved to
the open position. The guide member is located farther
from the fuel gun that is inserted into the filling port when
in the retracted position than when in the guiding position.
In other words, when in the retracted position, the guide
member is far from the fuel gun that is inserted into the
filling port. Thus, the fuel gun is prevented from interfering
with the guide member when inserted into or removed
from the filling port.
[0014] The retention member is provided on the guide
member. The retention member holds the locking mem-
ber in the unlocking position by using the movement of
the guide member to the retracted position. In other
words, the movement of the guide member to the retract-
ed position can be effectively used to hold the locking
member in the unlocking position.
[0015] (cancelled)
[0016] In this configuration, the lock levers are rotata-
ble about rotary support parts that are provided at inter-
mediate portions of the lock levers, between the locking
position and the unlocking position. When the lock levers
are in the locking position, the engaging portions at the
one ends of the lock levers are engaged with the open/
close valve to lock the movement of the open/close valve.
When the guide member is in the retracted position, the
retention members are in contact with the respective con-
tacted pieces at the other ends of the lock levers to hold
the lock levers in the unlocking position.
[0017] Because the paired lock levers are provided,
the open/close valve can be held in the locked state more
securely compared to the configuration in which only one
lock lever is provided.
[0018] The retention members may include retaining
faces that are contactable with the respective contacted
pieces to hold the lock levers in the unlocking position,
and tilted faces that are continuous with the retaining
faces and are tilted to guide the respective contacted
pieces onto the retaining faces in accordance with move-
ment of the guide member to the retracted position.
[0019] In this configuration, the retaining faces are
brought into contact with the contacted pieces to hold the
lock levers in the unlocking position. Because the con-
tacted pieces are guided onto the retaining faces by the
tilted faces as the guide member is moved to the retracted
position, the contacted pieces can be smoothly guided
onto the retaining faces.

[0020] In the above aspect of the present invention,
the open/close valve is prevented from being unlocked
due to pressing by a fuel gun with a diameter outside a
specific range, and the interference between a fuel gun
that is inserted into or removed from the filling port and
the locking member is prevented.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] Features, advantages, and technical and indus-
trial significance of exemplary embodiments of the inven-
tion will be described below with reference to the accom-
panying drawings, in which like numerals denote like el-
ements, and wherein:

FIG. 1 is a perspective view that illustrates a filling
port structure for a fuel tank according to a first em-
bodiment of the present invention with a flap valve
in a closed position as viewed from outside;
FIGs. 2A and 2B illustrate the filling port structure for
a fuel tank according to the first embodiment of the
present invention with the flap valve in the closed
position, FIG. 2A being a front view and FIG. 2B be-
ing a sectional view that is taken along the line IIB-
IIB of FIG. 2A;
FIG. 3 is a sectional view that is taken along the line
III-III of FIG. 2A and illustrates the filling port structure
for a fuel tank according to the first embodiment of
the present invention with the flap valve in a locked
state;
FIG. 4 is an enlarged perspective view that illustrates
retention members and portions near the retention
members in the filling port structure for a fuel tank
according to the first embodiment of the present in-
vention with lock levers in a locking position;
FIG. 5 is a perspective view that illustrates the filling
port structure for a fuel tank according to the first
embodiment of the present invention with the flap
valve in an open position as viewed from outside;
FIGs. 6A and 6B illustrate the filling port structure for
a fuel tank according to the first embodiment of the
present invention with the flap valve during rotation
from the closed position to the open position, FIG 6A
being a front view and FIG. 6B being a sectional view
that is taken along the line VIB-VIB of FIG. 6A;
FIG. 7 is an enlarged perspective view that illustrates
the retention members and portions near the reten-
tion members in the filling port structure for a fuel
tank according to the first embodiment of the present
invention with the lock levers in an unlocking posi-
tion; and
FIGs. 8A to 8D are explanatory views that illustrate
the change in relative positional relationship be-
tween contacted portions and the retention members
in the filling port structure for a fuel tank according
to the first embodiment of the present invention.
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DETAILED DESCRIPTION OF EMBODIMENTS

[0022] FIG 1 illustrates the external appearance of a
filling port structure 12 for a fuel tank (which is hereinafter
referred to simply as "filling port structure 12") according
to a first embodiment of the present invention. As can be
understood from FIG 1, a structure which does not require
a cap that closes the filling port (so-called a capless struc-
ture) is adopted in this embodiment.
[0023] The lower end of an inlet pipe (not shown) is
connected to a fuel tank (not shown). The filling port struc-
ture 12 is provided at an upper part of the inlet pipe. The
fuel tank contains gasoline in this embodiment.
[0024] A filling port member 16 with a generally cylin-
drical shape is provided at an upper part of the inlet pipe.
As shown also in FIG 2B and so on, a filling port 26 is
defined in the filling port member 16, and a fuel gun 28
can be inserted into the filling port 26 through an opening
18 at the upper end thereof to refill the fuel tank.
[0025] In the following, when the term "far side" is sim-
ply used, it refers to the side in the filling port member
16, which is close to the fuel tank (right side in FIG 2B),
and when the term "near side" is simply used, it refers to
the opposite side, that is, the side from which the fuel
gun 28 is inserted (left side in FIG. 2B). The term "radial
direction" refers to a radial direction of the generally cy-
lindrical filling port member 16.
[0026] A flap valve 20 is provided at an upper part of
the filling port member 16, in other words, at the opening
18 of the filling port 26.
[0027] The flap valve 20 is rotatably attached to the
filling port member 16 by a hinge 22 provided at an upper
part of the flap valve 20. The flap valve 20 is rotatable
between a closed position TP to close the filling port 26
(position indicated by solid lines) and an open position
HP to open the filling port 26 (the position indicated by
double-dot and dash lines). When the flap valve 20 is in
the open position HP, a lower part of the flap valve 20,
in other words, the side opposite the side on which the
hinge 22 is located, has been largely moved to the far
side (right side in FIG. 2B). A stopper (not shown) is pro-
vided on an interior surface of the filling port member 16
to limit the rotatable range (open position) of the flap valve
20 within a predetermined range.
[0028] The flap valve 20 has a diameter which is larger
than that of the opening 18 as a whole. As shown in FIG
3, an annular gasket 24 (not shown in FIGs. 2A and 2B
and so on) is attached to an outer periphery of the flap
valve 20 so that the flap valve 20 can be held in tight
contact with the peripheral edge of the opening 18. When
the flap valve 20 is in the closed position TP, the gasket
24 is in close contact with the peripheral edge of the open-
ing 18 from inside of the filling port member 16 to close
the opening 18 tightly.
[0029] A flap valve spring 36 (refer to FIG. 2B) is wound
around the hinge 22. The flap valve spring 36 presses
the flap valve 20 toward the closed position TP so that
the filling port 26 cannot be opened accidentally. When

the fuel gun 28 is inserted into the opening 18, the flap
valve 20 is pressed by the fuel gun 28 and moves (rotates)
to the open position HP against the pressing force of the
flap valve spring 36.
[0030] As shown in FIG. 1 and FIG 2A, paired lock
levers 30 are attached to the filling port member 16. The
lock levers 30 are curved to surround the opening 18
when the filling port member 16 is viewed from the front.
The two lock levers 30 are located bilaterally symmetri-
cally when the filling port member 16 is viewed from the
front.
[0031] A pivot shaft 30S is provided on a longitudinal
middle portion of each lock lever 30. The pivot shaft 30S
is one example of the rotary support part in the present
invention, and the lock levers 30 are rotatably supported
by the pivot shafts 30S relative to the filling port member
16 between a locking position LP that is shown in FIG. 1
and FIG. 2A and an unlocking position UP that is shown
in FIG. 5 and FIG. 6A. A lock lever spring 32 is attached
to the filling port member 16. The lock lever spring 32
presses each of the lock levers 30 toward the locking
position LP.
[0032] Each lock lever 30 has an engaging portion 30K
that extends from its lower end toward the center line
CL1 of the filling port member 16 when the filling port
member 16 is viewed from the front thereof. The engag-
ing portions 30K are located close to the center line CL1
when the lock levers 30 are in the locking position LP.
The engaging portions 30K are engaged respectively
with engaged parts 20K that are provided on the flap
valve 20 when the flap valve 20 is in the closed position
TP. This engagement rotatably locks the flap valve 20 in
the closed position TP. In particular, in this embodiment,
the engaging portions 30K are located apart from the
hinge 22. Thus, the flap valve 20 can be tightly held in a
locked state compared to the configuration in which the
engaging portions 30K are located close to the hinge 22.
[0033] On the other hand, the engaging portions 30K
are located relatively farther from the center line CL1
when the lock levers 30 are in the unlocking position UP
(than when the lock levers 30 are in the locking position
LP).
[0034] Each lock lever 30 has a contacted portion (con-
tacted piece) 30Q that extends upward and toward the
near side from its upper end. The contacted portions 30Q
are located apart from each other when the lock levers
30 are in the locking position LP, and are located close
to each other when the lock levers 30 are in the unlocking
position UP. The contacted portions 30Q are respectively
held in contact with retaining faces 48H of retention mem-
bers 48 to hold the lock levers 30 in the unlocking position
UP as described later.
[0035] Paired unlocking pieces 38 are provided in the
flap valve 20. The paired unlocking pieces 38 are op-
posed to the engaging portions 30K of the lock levers 30
in a lateral direction of FIG 2A. Each unlocking piece 38
is supported by a support member (not shown) in a man-
ner such that the unlocking piece 38 is movable to the
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right and left in FIG. 2A. In particular, when the unlocking
pieces 38 are moved in the direction of arrows M1 in FIG
3 (away from each other), the unlocking pieces 38 press
the engaging portions 30K of the lock levers 30 to rotate
the lock levers 30 from the locking position LP to the
unlocking position UP.
[0036] As shown also in FIG. 1, each unlocking piece
38 has a tapered face 38T on its near side. The distance
between the two tapered faces 38T is suited for a fuel
gun for a fuel that should be supplied to the fuel tank
(appropriate fuel). Thus, when a fuel gun for an appro-
priate fuel is pressed toward the inside of the filling port
26 with its end in contact with the tapered faces 38T, the
unlocking pieces 38 are moved in the direction of arrows
M1 (refer to FIG. 3). As a result, the lock levers 30 are
moved from the locking position LP to the unlocking po-
sition UP. On the contrary, a fuel gun for a fuel that should
not be supplied to the fuel tank (inappropriate fuel) does
not contact the tapered faces 38T (a fuel gun for an in-
appropriate fuel may contact one of the tapered faces
38T but does not contact both the tapered faces 38T
simultaneously), and at least one of the lock levers 30
are held in the locking position LP.
[0037] As shown also in FIG 2B, in the filling port mem-
ber 16, a guide member 40 is provided above an insertion
region SE through which the fuel gun 28 for an appropri-
ate fuel is brought into contact with the flap valve 20.
Guide pieces 42 are provided on right and left sides of
the guide member 40. Each of the guide member 40 and
the guide pieces 42 has a tilted guide face 40G on its
near side, which guides the fuel gun 28 into the insertion
region SE when the fuel gun 28 is not inserted properly
into the insertion region SE toward the filling port 26.
[0038] In particular, the guide member 40 is bent at an
obtuse angle at a point between its one end 40A and
another end 40C to form a bent portion 40B. The part of
the guide member 40 on the one end 40A side from the
bent portion 40B has the tilted guide face 40G, which
guides the fuel gun 28 toward the flap valve 20. The part
of the guide member 40 on the other end 40C side has
a movement restricting face 40L that restricts the move-
ment of the fuel gun 28 in a vertical direction (direction
perpendicular to the arrow A1 in FIG. 2B) after the fuel
gun 28 has been placed against the flap valve 20.
[0039] In the filling port member 16, a pivot shaft 52
that extends parallel to the hinge 22 is provided at a lo-
cation above and on the near side of the guide member
40. The guide member 40 is rotatably attached at a part
near the one end 40A (the near side end) to the filling
port member 16 using the pivot shaft 52.
[0040] A guide member spring 54 is attached to the
pivot shaft 52. The guide member spring 54 presses the
guide member 40 to urge the other end 40C upward. The
other end 40C of the guide member 40 is always held in
contact with the flap valve 20 by the pressing force of the
guide member spring 54. At this time, as can be under-
stood from comparison between FIG 2B and FIG. 6B,
the position where the other end 40C contacts the flap

valve 20 moves (slides) upward (toward the hinge 22) as
the flap valve 20 rotates from the closed position TP to
the open position HP.
[0041] The guide member 40 is rotated from a guiding
position GP that is shown in FIG. 2B to a retracted position
EP that is shown in FIG 6B by the pressing force of the
guide member spring 54 as the flap valve 20 rotates from
the closed position TP to the open position HP.
[0042] When the guide member 40 is in the guiding
position GP, the tilted guide face 40G of the guide mem-
ber 40 is tilted toward the center of the filling port 26. The
tilted guide face 40G guides the fuel gun 28 toward the
flap valve 20, which closes the filling port 26, when the
fuel gun 28 is inserted into the filling port 26 and the end
of the fuel gun 28 contacts the tilted guide face 40G.
[0043] On the other hand, when the guide member 40
is in the retracted position EP, the entire guide member
40 is in a retraction region AE which is retracted from the
insertion region SE for the fuel gun 28 as can be under-
stood from FIG. 6B. Thus, when the fuel gun 28 is inserted
into the filling port 26, the fuel gun 28 and the guide mem-
ber 40 do not interfere with each other.
[0044] As shown in detail also in FIG. 1 and FIG 5,
paired retention members 48 are provided on the reverse
face of the guide member 40 (the face on the far side
when the guide member 40 is in the guiding position GP).
The retention members 48 are symmetrical with respect
to the center line CL1. As shown in detail also in FIGs.
8A to 8D, a retaining face 48H, a tilted face 48T and an
introducing face 48G are formed, in this order from the
bottom (the side close to the guide member 40), on each
of opposing faces of the retention members 48.
[0045] When the flap valve 20 is in the closed position
TP, the guide member 40 is also in the guiding position
GP. When the fuel gun 28 has not reached the tapered
faces 38T of the unlocking pieces 38, the lock levers 30
are in the locking position LP as shown in FIG. 2A, and
the contacted portions 30Q at the upper ends of the lock
levers 30 are apart from each other. As shown also in
FIG. 8A, each contacted portion 30Q is in contact with
the corresponding introducing face 48G or opposed to
the corresponding introducing face 48G with a small gap
therebetween. In other words, the introducing faces 48G
are positioned so as to have such a positional relationship
with the contacted portions 30Q.
[0046] The retention members 48 are positioned such
that the retaining faces 48H are in contact with the con-
tacted portions 30Q to hold the contacted portions 30Q
close to each other in order to hold the lock levers 30 in
the unlocking position when the guide member 40 is in
the retracted position EP as shown in FIG. 6B (refer to
FIG. 8D). When the retention members 48 are relatively
moved upward as the guide member 40 is moved from
the guiding position GP toward the retracted position EP,
the tilted faces 48T are brought into contact with the con-
tacted portions 30Q and guide the contacted portions
30Q onto the retaining faces 48H (refer to FIGs. 8B to
8D). The distance between the tilted faces 48T gradually
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decreases in the direction from the introducing faces 48G
to the retaining faces 48H.
[0047] The guide member 40 and the retention mem-
bers 48 constitute the retention means of the present
invention.
[0048] The advantageous effect of the filling port struc-
ture 12 of this embodiment is next described below.
[0049] In a normal state, the engaging portions 30K
are engaged with the engaged parts 20K of the flap valve
as shown in FIG 2A because the lock levers 30 are held
in the locking position LP by the pressing force of the lock
lever spring 32. Thus, the flap valve 20 is locked in the
closed position TP and cannot be rotated accidentally.
[0050] At this time, the lock levers 30 are in the locking
position. As shown in FIG 4 and FIG. 8A, the contacted
portions 30Q at the upper ends of the lock levers 30 are
apart from each other and are in contact with the corre-
sponding introducing faces 48G or opposed to the cor-
responding introducing faces 48G with a small gap ther-
ebetween.
[0051] If fuel is about to be supplied from a fuel gun for
an inappropriate fuel, the fuel gun for an inappropriate
fuel does not contact the tapered faces 38T of the two
unlocking pieces 38 simultaneously. The unlocking piec-
es 38 are not moved to the unlocking position, and the
lock levers 30 are also held in the locking position LP.
Because the flap valve 20 is held in the locked state, the
flap valve 20 cannot be rotated from the closed position.
In other words, the fuel gun for an inappropriate fuel can-
not be inserted into the filling port 26, and so-called mis-
fueling is prevented.
[0052] In contrast, when fuel is supplied from a fuel
gun for an appropriate fuel, the end of the fuel gun 28
contacts the tapered faces 38T of the unlocking pieces
38 simultaneously, and the unlocking pieces 38 are
moved away from each other (the directions of arrows
M1 in FIG 3) by further moving the fuel gun 28 to the far
side. As a result, the lock levers 30 are moved to the
unlocking position UP. The contacted portions 30Q of
the lock levers 30 are moved toward each other (refer to
FIG. 8B).
[0053] Because the movement of the lock levers 30 to
the unlocking position UP unlocks the flap valve 20, the
flap valve 20 can be moved to the open position HP by
further inserting the fuel gun 28 into the filling port 26.
Then, the fuel gun 28 can be inserted to a prescribed
position in the filling port 26 to refill the fuel tank.
[0054] As the flap valve 20 is moved to the open posi-
tion HP, the guide member 40 is moved to the retracted
position EP as shown in FIG. 6B by the pressing force
of the guide member spring 54. The retention members
48 move upwards along with the movement of the guide
member 40.
[0055] At this time, the contacted portions 30Q may
temporarily tend to move away from each other, but the
tilted faces 48T of the retention members 48, which are
moving upward, are brought into contact with the con-
tacted portions 30Q. When the tilted faces 48T further

move upward, the contacted portions 30Q are guided in
a direction toward each other by the tilted faces 48T (refer
to FIG. 8C).
[0056] Then, when the guide member 40 reaches the
retracted position EP, the contacted portions 30Q of the
lock levers 30 are brought into contact with the retaining
faces 48H and held close to each other (refer to FIG. 8D).
As a result, the paired lock levers 30 are both held in the
unlocking position UP.
[0057] When the lock levers 30 are in the unlocking
position UP, the engaging portions 30K of the lock levers
30 are located in the retraction region AE, in other words,
outside the region through which the fuel gun 28 is insert
into the filling port 26. Thus, when the fuel gun 28 is in-
serted into the filling port 26, the fuel gun 28 can be
smoothly inserted without interference with the lock le-
vers 30.
[0058] When the fuel gun 28 is removed from the filling
port 26, the flap valve 20 is in the open position HP, or
the flap valve 20 is somewhere between the open position
HP and the closed position TP, and the guide member
40 is in the retracted position EP as can be understood
from FIG. 6B. Thus, the retaining faces 48H of the reten-
tion members 48 are in contact with the contacted por-
tions 30Q of the lock levers 30 and the lock levers 30 are
held in the unlocking position UP (refer to FIG. 6A). Be-
cause the engaging portions 30K of the lock levers 30
do not interfere with the fuel gun 28, the fuel gun 28 can
be smoothly removed from the filling port 26.
[0059] When the fuel gun 28 is completely removed
from the filling port 26, the flap valve 20 has returned to
the closed position TP and the guide member 40 has
returned to the guiding position GP as shown in FIG. 2B.
The contacted portions 30Q of the lock levers 30 are
opposed to (or in contact with) the introducing faces 48G
of the retention members 48 (refer to FIG. 2A and FIG.
8A). In other words, the lock levers 30 have been returned
to the locking position LP by the pressing force of the
lock lever spring 32 and the flap valve 20 has been locked
again in the closed position TP.
[0060] As can be understood from the above descrip-
tion, in the filling port structure 12 of this embodiment,
because the lock levers 30 (locking members) are re-
tracted from the insertion region SE for the fuel gun 28
and located in the retraction region AE when the fuel gun
28 is inserted into or removed from the filling port 26, the
lock levers 30 and the fuel gun 28 do not interfere with
each other, allowing smooth insertion and removal of the
fuel gun 28.
[0061] In particular, when a fuel gun, which includes a
coil-shaped fuel gun spring 28S wound around an outer
periphery of the end thereof as shown in FIG. 6B, is used
as the fuel gun 28, and the fuel gun 28 is inserted into or
removed from the filling port 26, the spring may be caught
by the lock lever 30 and interfere with insertion and re-
moval of the fuel gun 28 if the lock levers 30 are partially
located in the insertion region SE for the fuel gun. The
filling port structure 12 of this embodiment allows smooth
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insertion and removal of the fuel gun 28 because the lock
levers 30 are held in the unlocking position UP and there
is a low possibility of the engaging portions 30K interfer-
ing with the spring of the fuel gun when the fuel gun 28
is inserted into or removed from the filling port 26.
[0062] While the guide member 40 which has a func-
tion of guiding the fuel gun 28 toward the flap valve 20
is shown in the above embodiment as a "guide member"
of the present invention, the "guide member" is not limited
to the guide member 40 in view of the principle of the
present invention. In other words, any member that
moves into the retraction region AE as the flap valve 20
is moved from the closed position TP to the open position
HP does not interfere with the insertion and removal of
the fuel gun 28, and the retention members can hold the
lock levers 30 in the unlocking position by using the move-
ment of the member.
[0063] While the members (lock levers 30) that are ro-
tatably attached at their intermediate portions to the filling
port member 16 by the pivot shafts 30S are shown in the
above embodiment as the locking member of the present
invention, the locking member has only to be attached
to the filling port member 16 and movable between a
locking position to lock the flap valve 20 in the closed
position and an unlocking position to unlock the flap valve
20. For example, a slidable lock member which is slidable
between a locking position and an unlocking position may
be used.
[0064] While the unlocking pieces 38 that are provided
on the flap valve 20 are shown in the above embodiment
as the unlocking member of the present invention, the
unlocking member has only to be able to move the lock
lever 30 (locking member) from the locking position LP
to the unlocking position UP when pressed by the fuel
gun 28 with a diameter in a specific range. For example,
the unlocking member may be constituted by tapered
faces that are formed at ends of the engaging portions
30K of the lock levers 30 and can rotate the lock levers
30 to the unlocking position UP when pressed by the fuel
gun 28. In this case, the unlocking pieces 38 of the flap
valve 20 may be omitted to reduce the number of parts.
[0065] When the unlocking member is provided sepa-
rately from the locking member as in the above embod-
iment, the limitation on the shape of the tapered faces
38T and the displacement of the unlocking pieces 38 can
be reduced and operability in unlocking can be improved.
[0066] While an example in which the retention means
of the present invention is constituted by the guide mem-
ber 40 and the retention members 48 is shown in the
above embodiment, a movable member which moves as
the flap valve 20 is moved from the closed position TP
to the open position HP (and which does not have the
function of guiding the fuel gun 28) may be provided in-
stead of the guide member 40 and the retention members
48 may be attached to the movable member.

Claims

1. A filling port structure for a fuel tank, comprising:

a filling port member (16) that defines a filling
port into which a fuel gun for supplying fuel to a
fuel tank is inserted;
an open/close valve (20) that opens and closes
the filling port;
a rotary member (22) that attaches the open/
close valve (20) to the filling port member (16)
in a manner such that the open/close valve (20)
is rotatable between an open position to open
the filling port and a closed position to close the
filling port;
a locking member that is provided in the filling
port member (16) and is movable between a
locking position to lock the open/close valve (20)
in the closed position to prevent rotation of the
open/close valve (20), and an unlocking position
to unlock the open/close valve (20) to allow the
rotation of the open/close valve (20), wherein
the locking member is located farther from a
center line of the filling port member (16) when
in the unlocking position than when in the locking
position;
an unlocking member that moves the locking
member from the locking position to the unlock-
ing position when pressed by the fuel gun with
a diameter in a specific range; and
retention means for holding the locking member
in the unlocking position at least when the open/
close valve (20) is in the open position,
characterized in that
the retention means includes a guide member
(40) which is located in a guiding position to
guide the fuel gun toward the open/close valve
(20) when the fuel gun is inserted into the filling
port and moves to a retracted position in accord-
ance with movement of the open/close valve
(20) to the open position, and a retention mem-
ber (48) which is provided on the guide member
(40) and holds the locking member in the un-
locking position by using movement of the guide
member (40) to the retracted position;
wherein the guide member (40) is located farther
from the fuel gun that is inserted into the filling
port when in the retracted position than when in
the guiding position;
and in that
the locking member includes paired lock levers
(30), and each of the paired lock levers (30) in-
cludes an engaging portion that is provided at
one end of the lock lever (30) and that is en-
gageable with the open/close valve (20) to lock
the open/close valve (20), a contacted piece that
is provided at another end of the lock lever (30),
and a rotary support part that is provided at an
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intermediate portion of the lock lever (30) and
that is rotatably supported on the filling port
member (16);
wherein the retention members (48) extend from
the guide member (40) and are in contact with
the respective contacted pieces to hold the lock
levers (30) in the unlocking position when the
guide member (40) is located in the retracted
position.

2. The filling port structure for a fuel tank according to
claim 1, wherein the unlocking member includes
paired unlocking pieces (38), and when the paired
unlocking pieces (38) are pressed by the fuel gun
with the diameter within the specific range, the paired
unlocking pieces (38) move away from each other
and press the engaging portions of the lock levers
(30) to move the lock levers (30) from the locking
position to the unlocking position.

3. The filling port structure for a fuel tank according to
claim 1, wherein the retention members (48) include
retaining faces that are contactable with the respec-
tive contacted pieces to hold the lock levers (30) in
the unlocking position, and tilted faces that are con-
tinuous with the retaining faces and are tilted to guide
the respective contacted pieces onto the retaining
faces in accordance with movement of the guide
member (40) to the retracted position.

4. The filling port structure for a fuel tank according to
claim 3, wherein: the retention members (48) are
symmetrical with respect to the center line, and the
retention members (48) further include introducing
faces which are opposed to the respective contacted
pieces when the lock levers (30) are in the locking
position; and
wherein a distance between the tilted faces gradually
decreases in a direction from the introducing faces
to the retaining faces.

5. The filling port structure for a fuel tank according to
claim 3, wherein the retention members (48) move
upward and the tilted faces are brought into contact
with the contacted pieces to guide the contacted
pieces onto the retaining faces as the guide member
(40) moves toward the retracted position.

Patentansprüche

1. Befüllöffnungsanordnung für einen Kraftstofftank,
aufweisend:

ein Befüllöffnungselement (16), das eine Befüll-
öffnung definiert, in die eine Zapfpistole einge-
führt wird, um einem Kraftstofftank Kraftstoff zu-
zuführen;

ein Öffnungs-/Schließventil (20), das die Befüll-
öffnung öffnet und schließt;
ein drehendes Element (22), das das Öffnungs-/
Schließventil (20) an dem Befüllöffnungsele-
ment (16) auf eine solche Weise befestigt, dass
das Öffnungs-/Schließventil (20) zwischen einer
offenen Position zum Öffnen der Befüllöffnung
und einer geschlossenen Position zum Schlie-
ßen der Befüllöffnung drehbar ist;
ein Verriegelungselement, das sich in dem Be-
füllöffnungselement (16) befindet und zwischen
einer Verriegelungsposition, um das Öffnungs-/
Schließventil (20) in der geschlossenen Position
zu verriegeln, um eine Drehung des Öffnungs-/
Schließventils (20) zu verhindern, und einer Ent-
riegelungsposition, um das Öffnungs-/
Schließventil (20) zu entriegeln, um die Drehung
des Öffnungs-/Schließventils (20) zu ermögli-
chen, beweglich ist, wobei das Verriegelungs-
element weiter von einer Mittellinie des Befüll-
öffnungselements (16) entfernt ist, wenn es sich
in der Entriegelungsposition befindet, als wenn
es sich in der Verriegelungsposition befindet;
ein Entriegelungselement, das das Verriege-
lungselement von der Verriegelungsposition in
die Entriegelungsposition bewegt, wenn es von
der Zapfpistole mit einem Durchmesser in ei-
nem bestimmten Bereich gedrückt wird; und
ein Rückhaltemittel zum Halten des Verriege-
lungselements in der Entriegelungsposition, zu-
mindest wenn sich das Öffnungs-/Schließventil
(20) in der offenen Position befindet,
dadurch gekennzeichnet, dass
das Rückhaltemittel ein Führungselement (40),
das sich in einer Führungsposition befindet, um
die Zapfpistole in Richtung zum Öffnungs-/
Schließventils (20) zu führen, wenn die Zapfpi-
stole in die Befüllöffnung eingeführt wird, und
sich in Übereinstimmung mit der Bewegung des
Öffnungs-/Schließventils (20) an die offene Po-
sition an eine zurückgezogene Position bewegt,
und ein Rückhalteelement (48) umfasst, das
sich auf dem Führungselement (40) befindet
und durch die Bewegung des Führungsele-
ments (40) an die zurückgezogene Position das
Verriegelungselement in der Entriegelungspo-
sition hält;
wobei sich das Führungselement (40) weiter
von der in die Befüllöffnung eingeführten Zapf-
pistole entfernt befindet, wenn es sich in der zu-
rückgezogenen Position befindet, als wenn es
sich in der Führungsposition befindet;
und dadurch, dass
das Verriegelungselement paarweise Verriege-
lungshebel (30) beinhaltet, und jeder der paar-
weisen Verriegelungshebel (30) einen Eingriffs-
abschnitt beinhaltet, der sich an einem Ende des
Verriegelungshebels (30) befindet und der mit
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dem Öffnungs-/Schließventil (20) ineinander-
greifen kann, um das Öffnungs-/Schließventil
(20), ein Kontaktstück, das sich an einem ande-
ren Ende des Verriegelungshebels (30) befin-
det, und ein drehendes Stützteil, das sich an ei-
nem Zwischenabschnitt des Verriegelungshe-
bels (30) befindet und das drehbar an dem Be-
füllöfnungselement (16) angebracht ist, zu ver-
riegeln;
wobei die Rückhalteelemente (48) von dem
Führungselement (40) aus verlaufen und die je-
weiligen Kontaktstücke berühren, um die Ver-
riegelungshebel (30) in der Entriegelungsposi-
tion zu halten, wenn sich das Führungselement
(40) in der zurückgezogenen Position befindet.

2. Befüllöffnungsanordnung für einen Kraftstofftank
nach Anspruch 1, wobei das Entriegelungselement
paarweise Entriegelungsstücke (38) beinhaltet, und
wenn die paarweisen Entriegelungsstücke (38)
durch die Zapfpistole mit dem Durchmesser inner-
halb des bestimmten Bereichs gedrückt werden, be-
wegen sich die paarweisen Entriegelungsstücke
(38) voneinander weg und drücken die Eingriffsab-
schnitte der Verriegelungshebel (30), um die Verrie-
gelungshebel (30) von der Verriegelungsposition in
die Entriegelungsposition zu bewegen.

3. Befüllöffnungsanordnung für einen Kraftstofftank
nach Anspruch 1, wobei die Rückhalteelemente (48)
Rückhalteflächen, die die jeweiligen Kontaktstücke
berühren können, um die Verriegelungshebel (30)
in der Entriegelungsposition zu halten, und geneigte
Flächen, die mit den Rückhalteflächen fortlaufend
und geneigt sind, um die jeweiligen Kontaktstücke
in Übereinstimmung mit der Bewegung des Füh-
rungselements (40) an die zurückgezogene Position
auf die Rückhalteflächen zu führen, beinhalten.

4. Befüllöffnungsanordnung für einen Kraftstofftank
nach Anspruch 3, wobei die Rückhalteelemente (48)
symmetrisch zu der Mittellinie sind, und die Rück-
halteelemente (48) ferner Einführflächen beinhalten,
die den jeweiligen Kontaktflächen gegenüberliegen,
wenn sich die Verriegelungshebel (30) in der Verrie-
gelungsposition befinden; und
wobei sich eine Entfernung zwischen den geneigten
Flächen graduell in einer Richtung von den Einführ-
flächen hin zu den Rückhalteflächen verringert.

5. Befüllöffnungsanordnung für einen Kraftstofftank
nach Anspruch 3, wobei sich die Rückhalteelemente
(48) nach oben bewegen und die geneigten Flächen
mit den Kontaktstücken in Kontakt gebracht werden,
um die Kontaktstücke auf die Rückhalteflächen zu
führen, während sich das Führungselement (40) in
Richtung der zurückgezogenen Position bewegt.

Revendications

1. Structure d’orifice de remplissage pour un réservoir
de carburant, comprenant :

un élément d’orifice de remplissage (16) qui dé-
finit un orifice de remplissage dans lequel est
introduit un pistolet à carburant destiné à alimen-
ter en carburant un réservoir de carburant ;
une soupape d’ouverture/fermeture (20) qui
ouvre et ferme l’orifice de remplissage ;
un élément rotatif (22) qui fixe la soupape
d’ouverture/fermeture (20) à l’élément d’orifice
de remplissage (16) de manière à ce que la sou-
pape d’ouverture/fermeture (20) puisse tourner
entre une position ouverte pour ouvrir l’orifice
de remplissage et une position fermée pour fer-
mer l’orifice de remplissage ;
un élément de verrouillage qui est prévu dans
l’élément d’orifice de remplissage (16) et pou-
vant se déplacer entre une position de verrouilla-
ge pour verrouiller la soupape d’ouverture/fer-
meture (20) dans la position fermée afin d’em-
pêcher une rotation de la soupape d’ouverture/
fermeture (20), et une position de déverrouillage
pour déverrouiller la soupape d’ouverture/fer-
meture (20) afin de permettre la rotation de la
soupape d’ouverture/fermeture (20), où l’élé-
ment de verrouillage est situé à un emplacement
plus éloigné d’une ligne centrale de l’élément
d’orifice de remplissage (16) lorsqu’il est dans
la position de déverrouillage que lorsqu’il est
dans la position de verrouillage ;
un élément de déverrouillage qui déplace l’élé-
ment de verrouillage depuis la position de ver-
rouillage vers la position de déverrouillage lors-
qu’il est comprimé par le pistolet à carburant
avec un diamètre dans une plage spécifique ; et
un moyen de retenue destiné à maintenir l’élé-
ment de verrouillage dans la position de déver-
rouillage au moins lorsque la soupape d’ouver-
ture/fermeture (20) est dans la position ouverte,
caractérisé en ce que
le moyen de retenue comporte un élément de
guidage (40) qui est situé dans une position de
guidage permettant de guider le pistolet à car-
burant vers la soupape d’ouverture/fermeture
(20) lorsque le pistolet à carburant est introduit
dans l’orifice de remplissage et se déplace vers
une position rétractée conformément à un dé-
placement de la soupape d’ouverture/fermeture
(20) vers la position ouverte, et un élément de
retenue (48) qui est prévu sur l’élément de gui-
dage (40) et maintient l’élément de verrouillage
dans la position de déverrouillage à l’aide d’un
déplacement de l’élément de guidage (40) vers
la position rétractée ;
dans lequel l’élément de guidage (40) est situé
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à un emplacement plus éloigné du pistolet à car-
burant qui est introduit dans l’orifice de remplis-
sage lorsqu’il est dans la position rétractée que
lorsqu’il est dans la position de guidage ;
et en ce que
l’élément de verrouillage comporte des leviers
de verrouillage appariés (30), et chacun des le-
viers de verrouillage appariés (30) comporte
une partie de mise en prise qui est prévue au
niveau d’une extrémité du levier de verrouillage
(30) et qui peut être engagée avec la soupape
d’ouverture/fermeture (20) pour verrouiller la
soupape d’ouverture/fermeture (20), une pièce
de contact qui est prévue au niveau d’une autre
extrémité du levier de verrouillage (30), et une
partie de support rotative qui est prévue au ni-
veau d’une partie intermédiaire du levier de ver-
rouillage (30) et qui est supportée en rotation
sur l’élément d’orifice de remplissage (16) ;
dans lequel les éléments de retenue (48) s’éten-
dent à partir de l’élément de guidage (40) et sont
en contact avec les pièces de contact respecti-
ves pour maintenir les leviers de verrouillage
(30) dans la position de déverrouillage lorsque
l’élément de guidage (40) est situé dans la po-
sition rétractée.

2. Structure d’orifice de remplissage pour un réservoir
de carburant selon la revendication 1, dans laquelle
l’élément de déverrouillage comporte des pièces de
déverrouillage appariées (38), et lorsque les pièces
de déverrouillage appariées (38) sont comprimées
par le pistolet à carburant avec le diamètre étant
dans la plage spécifique, les pièces de déverrouilla-
ge appariées (38) s’éloignent l’une de l’autre et com-
priment les parties de mise en prise des leviers de
verrouillage (30) pour déplacer les leviers de ver-
rouillage (30) depuis la position de verrouillage vers
la position de déverrouillage.

3. Structure d’orifice de remplissage pour un réservoir
de carburant selon la revendication 1, dans laquelle
les éléments de retenue (48) comportent des faces
de retenue qui peuvent établir un contact avec les
pièces de contact respectives pour maintenir les le-
viers de verrouillage (30) dans la position de déver-
rouillage, et des faces inclinées qui sont en continuité
avec les faces de retenue et sont inclinées pour gui-
der les pièces de contact respectives sur les faces
de retenue conformément à un déplacement de l’élé-
ment de guidage (40) vers la position rétractée.

4. Structure d’orifice de remplissage pour un réservoir
de carburant selon la revendication 3, dans laquelle :
les éléments de retenue (48) sont symétriques par
rapport à la ligne centrale, et les éléments de retenue
(48) comportent en outre des faces d’introduction
qui sont opposées aux pièces de contact respectives

lorsque les leviers de verrouillage (30) sont dans la
position de verrouillage ; et
dans laquelle une distance entre les faces inclinées
diminue progressivement dans une direction à partir
des faces d’introduction vers les faces de retenue.

5. Structure d’orifice de remplissage pour un réservoir
de carburant selon la revendication 3, dans laquelle
les éléments de retenue (48) se déplacent vers le
haut et les faces inclinées sont amenées au contact
des pièces de contact pour guider les pièces de con-
tact sur les faces de retenue à mesure que l’élément
de guidage (40) se déplace vers la position rétractée.
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