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Description

TECHNICAL FIELD

[0001] This disclosure generally relates to a grille shut-
ter apparatus according to the preamble of claim 1.

BACKGROUND DISCUSSION

[0002] A grille shutter apparatus according to the pre-
amble of claim 1 is known from US 2011/247779 A1.
Further known grille shutter apparatuses configured to
control an amount of air that flows into a vehicle body
from a grille opening portion by opening and closing mov-
able fins provided at the grille opening portion arranged
at a frontal portion of a vehicle body are disclosed, for
example, in JPS58-139519U, hereinafter referred to as
Reference 1, and JP2007-1503A, hereinafter referred to
as Reference 2.
[0003] A grille shutter apparatus improves an aerody-
namic performance, for example, a drag coefficient (Cd),
by limiting the amount of air that flows into the vehicle
body by closing the movable fins during, for example,
driving the vehicle at high speed. At an engine start, the
grille shutter apparatus reduces a warm-up time by lim-
iting the amount of air introduced to a radiator by closing
the movable fins. In a state where an engine temperature
is increasing, the grille shutter apparatus appropriately
adjusts the engine temperature by increasing the amount
of air flowing into the engine room by opening the mov-
able fins.
[0004] Many of the movable fins provided for a grille
shutter apparatus includes rotary shafts being rotation-
ally supported. The movable fins are opened and closed
based on rotational movements of the rotary shafts.
[0005] Air that flows into the vehicle body through the
grille opening portion contains water droplets of, for ex-
ample, rains and fogs. Accordingly, the water droplets
adhered to the movable fins may flow along the rotary
shafts and enter bearing portions of the grille shutter ap-
paratus. In order for the movable fins to smoothly operate,
a predetermined amount of clearance, or space, is pro-
vided between each end of a fin portion of the movable
fins and the corresponding bearing portion. In a state
where the clearances receive air, the air which in turn
hits the bearing portions, the water droplets contained in
the air may enter bearing portions. The water droplets
may contain foreign objects, for example, dusts, or may
turn into ice in the bearing portions, each of which may
interfere with a smooth rotation of the rotary shafts at the
bearing portions. The known grille shutter apparatuses
including the grille shutter apparatuses described in Ref-
erence 1 and in Reference 2 leave room for improvement
in such respect.
[0006] A need thus exists for a grille shutter apparatus
configured to prevent entering of water droplets into bear-
ing portions and provides consistently reliable smooth
opening and closing movements of movable fins.

SUMMARY

[0007] According to an aspect of this disclosure, a grille
shutter apparatus adapted to be arranged at a grille open-
ing portion at a frontal portion of a vehicle body includes
a frame shaping a flow path of air flowing into the vehicle
body from the grille opening portion, a movable fin rota-
tionally supported by the frame and configured to control
a flow amount of the air by providing an opening move-
ment and a closing movement, the movable fin including
a fin portion and rotary shafts to be rotationally supported
by the frame, the rotary shaft including exposure portions
arranged on the flow path of the air, at least one first
shielding wall extending radially outward of the rotary
shaft and provided at the exposure portion, and a second
shielding wall arranged at an upstream side of the air that
flows in relative to the exposure portion and extending in
a direction intersecting a direction of the air that flows in.
[0008] Accordingly, upon the arrangement described
herewith, each of the first shielding walls blocks the
movements of the water droplets along each of the rotary
shafts and prevents the water droplets adhered to the fin
portion to enter each of the bearing portions. Each of the
second shielding walls blocks the air that flows in from
the grille opening portion and prevents the water droplets
contained in the airflow to adhere to each of the exposure
portions. Furthermore, the direction each of the first
shielding walls extends and each of the second shielding
walls extends intersect with each other. Accordingly, the
first shielding walls and the second shielding walls form
an intricate structure referred to as a labyrinth structure.
The labyrinth structure prevents the water droplets con-
tained in the air that flows in from the grille opening portion
to contact each of the bearing portions. Accordingly, wa-
ter droplets are prevented from entering each of the bear-
ing portions, so that consistently reliable smooth opening
and closing operations of the movable fins are provided.
[0009] According to the present invention, the grille
shutter apparatus is provided with a plurality of first
shielding walls spaced apart from one another in an axial
direction of the first shielding walls.
[0010] Upon the arrangement described herewith, the
movements of the water droplets along each of the rotary
shafts are blocked more effectively. Furthermore, in a
case where the first shielding walls provided closest to
the corresponding bearing portion comes into a contact
state with the aforementioned bearing portion as a result
of a dimensional error of components or as a result of
the movement of the movable fin in the axial direction,
the first shielding wall provided outward in the direction
of the bearing portion works as a stopper that restrains
the movement of the movable fin in the axial direction so
that the first shielding walls provided inward effectively
functions as a shielding wall. As a result, entering of water
droplets into bearing portions are further effectively pre-
vented.
[0011] According to further aspect of this disclosure,
the fin portion of the grille shutter apparatus is arranged
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off-centered from a rotation axis of the rotary shafts and
provided at a gravitationally downward position relative
to the rotation axis of the rotary shafts during the rotary
shafts are at a rotational position representing an open
state of the movable fin.
[0012] Upon the arrangement described herewith, the
movement of the water droplets adhered to the fin portion
from the fin portion to each of the rotary shafts becomes
difficult. As a result, entering of water droplets into the
bearing portions are further effectively prevented.
[0013] According to another aspect of this disclosure,
the fin portion of the grille shutter apparatus is formed
with at least one groove extending in a direction inter-
secting an axis line of the rotary shafts.
[0014] By arranging the extending direction of the
grooves such that the water droplets in each of the
grooves flow down toward a central portion of the fin por-
tion from the opposing ends in the width direction of the
fin portion by gravity or by wind pressure, the water drop-
lets adhered to the fin portion is forced away from nearing
each of the rotary shafts. Accordingly, the movements of
the water droplets along each of the rotary shafts is re-
strained, and as a result, entering of water droplets into
the bearing portions are further effectively prevented.
[0015] According to further aspect of this disclosure,
the second shielding wall of the grille shutter apparatus
extends in the direction of an axis line of the rotary shafts
to a position overlapping the fin portion.
[0016] Accordingly, the flow of the air at the frontward
of each of the exposure portions is further effectively
blocked. As a result, the amount of the air that flows into
the clearances defined at the opposing ends of the fin
portions in the width direction is reduced.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] The foregoing and additional features and char-
acteristics of this disclosure will become more apparent
from the following detailed description considered with
the reference to the accompanying drawings, wherein:

Fig. 1 is a drawing illustrating a general configuration
of a grille shutter apparatus described in this disclo-
sure provided on a vehicle;
Fig. 2 is a perspective view illustrating the grille shut-
ter apparatus according to a first embodiment;
Fig. 3 is a top view of a movable fin provided on the
grille shutter apparatus according to the first embod-
iment;
Fig. 4 is a cross-sectional view of bearing portions
that receive rotary shafts of the movable fin provided
on the grille shutter apparatus according to the first
embodiment;
Fig. 5 is a cross-sectional view of the movable fin
provided on the grille shutter apparatus according to
the first embodiment;
Fig. 6 is a front view illustrating a portion of the grille
shutter apparatus according to the first embodiment

illustrating a state where the movable fins are at an
open state;
Fig. 7 is a cross-sectional view illustrating another
embodiment of flanges provided on a rotary shaft;
and
Fig. 8 is a cross-sectional view illustrating another
embodiment of a cover provided at frontward of a
rotary shaft.

DETAILED DESCRIPTION

[0018] A grille shutter apparatus 10 according to a first
embodiment will be described referring to drawings. Fig.
1 illustrates a vehicle 1 provided with an engine room 3
in a vehicle body 2. The engine room 3 contains a radiator
5a used for cooling an engine 4 and a condenser 5b used
for air conditioning. At a frontal portion of the vehicle body
2, which is illustrated at a left end in Fig. 1, a grille opening
portion 7 communicating an exterior space in a frontward
direction of the vehicle 1 and an internal space of the
vehicle body 2 is formed. The radiator 5a and the con-
denser 5b are arranged frontward of the engine 4 such
that the radiator 5a and the condenser 5b receive air that
flows into the engine room 3 from the grille opening por-
tion 7.
[0019] At a rearward position of the radiator 5a and the
condenser 5b, a fan 6 is provided, which is at a position
in a right direction of the radiator 5a and the condenser
5b in Fig. 1. The fan 6 rotates so that the air efficiently
flows to the radiator 5a and the condenser 5b.
[0020] In the grille shutter apparatus 10 according to
the first embodiment, the grille opening portion 7 is
formed at a downward position relative to a bumper 8.
At an opening end 7a of the grille opening portion 7, a
grille panel 9 providing a design surface, which is referred
to as a lower grille, is attached. The grille shutter appa-
ratus 10 according to the first embodiment provided on
the vehicle 1 is configured to control an amount of the air
flowing into the engine room 3 from the grille opening
portion 7.
[0021] In further detail, the grille shutter apparatus 10
includes a frame 13 and a multiple number of movable
fins 14. The frame 13 is fixed to a structural body 12
provided at a lower position of the vehicle body 2 such
that the frame 13 shapes flow path FP of the air that flows
into the vehicle body 2 from the grille opening portion 7.
The movable fins 14 are arranged within the framework
of the frame 13 such that the movable fins 14 are aligned
in lines.
[0022] As Fig. 2 illustrates, the frame 13 is formed in
an elongate form extending in a width direction of the
vehicle body 2, the form corresponding to the form of the
grille opening portion 7 formed as an opening arranged
at a frontal portion of a vehicle body 2. Around a center
portion in the width direction within the frame 13, an ac-
tuator portion 15 formed in a form similar to a column is
provided. The actuator portion 15 divides the frame 13
into right and left sections, which are an opening portion
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13A and an opening portion 13B. Within each of the open-
ing portions 13A, 13B, the movable fins 14 are arranged
in two rows parallel to each other in an upward and down-
ward direction of the vehicle 1.
[0023] As Fig. 3 illustrates, each of the movable fins
14 includes a fin portion 19 formed in a form similar to a
flat elongate plate form extending in the width direction
of the frame 13. Each of the fin portions 19 is provided
with rotary shafts 20, 21 at opposing ends of the fin portion
19 in the width direction. Each of the rotary shafts 20, 21
extends outward in the width direction from the corre-
sponding end of the fin portion 19. The rotary shafts 20,
21 share a same axis of rotation. More specifically, a
connecting portion 22 formed in a form similar to a circular
plate is formed at each end of the fin portion 19 in the
width direction. Each of the rotary shafts 20, 21 is pro-
vided at a central portion of the corresponding connecting
portion 22. As Figs. 2 and 4 illustrate, the movable fins
14 are provided within the opening portions 13A, 13B in
a state such that the movable fins 14 may rotate within
the opening portions 13A, 13B. The rotary shafts 20, 21
of each of the movable fins 14 are rotationally supported
to corresponding bearing portions 23, 24 arranged on
side surfaces 16 of the actuator portion 15 and on inner
surfaces 17 of the frame 13 opposing the side surfaces
16.
[0024] More specifically, as Fig. 4 illustrates, each of
the bearing portions 23 provided on the actuator portion
15 is a through-hole 25 extending through the actuator
portion 15 extending between the side surfaces 16 of the
actuator portion 15. Each of the bearing portions 24 pro-
vided on the frame 13 is a hole 26 formed on the inner
side surface 17 of the frame 13. Each of the rotary shafts
20, 21 is inserted to the corresponding through-hole 25
or hole 26 so that each of the movable fins 14 is rotation-
ally supported with the rotary shafts 20, 21 as the center
of rotation.
[0025] Inside the actuator portion 15, plate form por-
tions 28 provided with through-holes 27 are formed. At
an end portion 20a of each of the rotary shafts 20, a pair
of flanges 29a, 29b separated with a space therebetween
in the axial direction are provided. In the grille shutter
apparatus 10 according to the first embodiment, the end
portion 20a of each of the rotary shafts 20 is inserted to
the corresponding through-hole 27. The flanges 29a, 29b
sandwiches the corresponding plate form portion 28 ther-
ebetween, such that the flanges 29a, 29b restricts a
movement of each of the movable fins 14 in the axial
direction.
[0026] Each of the rotary shafts 20, 21 includes a por-
tion referred to as an exposure portion 30, 31, which is
the portion arranged on the flow path FP of the air shaped
by the frame 13. In other words, a predetermined amount
of clearance, or space, is provided between each of the
fin portions 19 and the corresponding side surface 16 of
the actuator portion 15 where the bearing portion 23 for
the rotary shaft 20 is provided and between each of the
fin portions 19 and the corresponding inner side surface

17 of the frame 13 where the bearing portion 24 for the
rotary shaft 21 is provided. The clearances of the grille
shutter apparatus 10 according to the first embodiment
are provided so that each of the movable fins 14 smoothly
rotate without the frame 13 and the actuator portion 15
interfering the rotation.
[0027] The actuator portion 15 drives each of the rotary
shafts 20 rotationally supported to the bearing portions
23, 24. Accordingly, each of the movable fins 14 rotates
integrally with the rotary shaft 20. Each of the movable
fins 14 is brought to an open state when the movable fin
14 is rotated in a clockwise direction in Fig. 1, which brings
the fin portion 19 to a state aligning the direction of the
air that flows in from the grille opening portion 7. Each of
the movable fins 14 is brought to a closed state when the
movable fin 14 is rotated in a counterclockwise direction
in Fig. 1, which brings the fin portion 19 to a state inter-
secting the direction of the air that flows in.
[0028] The grille shutter apparatus 10 according to the
first embodiment controls the rotations of each of the
movable fins 14 described herewith by controlling the
actuator portion 15. Based on the opening movement
and the closing movement, or the rotations, of each of
the movable fins 14, the grille shutter apparatus 10 con-
trols the amount of the air that flows into the engine room
3 from the grille opening portion 7.
[0029] An waterproof structure at the bearing portions
23, 24 of the grille shutter apparatus 10 according to the
first embodiment will be described next. As Figs. 3 and
4 illustrate, each of the rotary shafts 20, 21 is provided
with a multiple number of flanges 32 spaced apart from
one another in the axial direction of the flanges 32. Each
of the flanges 32 serves as a first shielding wall. More
specifically, two flanges 32 are provided at the exposure
portion 30, 31 of each of the rotary shafts 20, 21, the
exposure portion 30, 31 arranged on the flow path FP of
the air shaped by the frame 13. Each of the flanges 32
is formed in substantially annular plate form, formed to
extend radially outward around whole periphery of the
exposure portion 30, 31.
[0030] As Fig. 2 and 4 illustrate, within a framework of
the frame 13, covers 33 are arranged at an upstream
side of the air that flows in relative to the exposure por-
tions 30, 31, such that the covers 33 block the air that
flows in from the grille opening portion 7. Each of the
covers 33 serves as a second shielding wall.
[0031] More specifically, at frontward of the exposure
portion 30 of each of the rotary shaft 20, which is the
rotary shaft at right in Fig. 4, a cover 33a, which serves
as the second shielding wall, in substantially flat plate
from is arranged. Each of the covers 33a is provided at
the side surface 16 of the actuator portion 15. At frontward
of the exposure portion 31 of each of the rotary shaft 21,
which is the rotary shaft at left in Fig. 4, a cover 33c,
which serves as the second shielding wall in substantially
flat plate form is arranged. Each of the covers 33c is
provided at the inner side surface 17 of the frame 13. As
Fig. 2 illustrates, each of the aforementioned covers 33a,
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33c extends in an upward and downward direction of the
frame 13, which is the upward and downward direction
of the vehicle body 2. In other words, each of the covers
33a, 33c extends in a direction intersecting the direction
of the air that flows in, which is a direction from downward
to upward in Fig. 4.
[0032] Furthermore, cutout portions 35 are formed at
opposing ends in the width direction of each of the fin
portions 19. Each of the covers 33a, 33c extends in a
direction of axis line of the rotary shafts 20, 21 such that
a portion of each of the covers 33a, 33c is arranged at
the corresponding cutout portion 35.
[0033] In other words, movements of water droplets
that flow along the rotary shafts 20, 21 from the fin portion
19 to each of the bearing portions 23, 24 are blocked by
each of the flanges 32, which serves as the first shielding
wall, provided at the exposure portions 30, 31. The air
that flows in from the grille opening portion 7 is blocked
by each of the covers 33, 33a, 33c, so that the water
droplets contained in the airflow is prevented from ad-
hering to the exposure portions 30, 31. The direction each
of the covers 33, 33a, 33c extends, which is in the direc-
tion intersecting the direction of the air that flows in, is
also in a direction that intersect the direction each of the
flanges 32 extends, which is radially outward from each
of the rotary shafts 20, 21. In other words, each of the
flanges 32 and each of the covers 33, 33a, 33c extend
in directions such that flanges 32 and covers 33, 33a,
33c intersect with each other. Accordingly the flanges 32
and covers 33, 33a, 33c form an intricate structure re-
ferred to as a labyrinth structure. In the grille shutter ap-
paratus 10 according to the first embodiment, the laby-
rinth structure prevents the water droplets contained in
the airflow that flows in from the grille opening portion 7
to contact each of the bearing portions 23, 24.
[0034] As Fig. 5 illustrates, the fin portions 19 of each
of the movable fins 14 is arranged at a position off-cen-
tered from the rotary shafts 20, 21. More specifically, a
rotation axis P0 of each of the rotary shafts 20, 21 is
arranged at the central portion of the corresponding con-
necting portion 22 formed in a circular plate form. On the
other hand, the fin portion 19 is arranged at a position
displaced near to a rim of the connecting portion 22. As
Fig. 6 illustrates, each of the movable fins 14 is provided
at a gravitationally downward position relative to the ro-
tation axis P0 of the rotary shafts 20, 21, which is the
downward direction in Fig. 6, during the rotary shafts 20,
21 are at a rotational position representing an open state
of the movable fins 14.
[0035] As Figs. 2 to 4 illustrate, a multiple number of
grooves 37 intersecting the direction of the air that flows
in are formed on an upper surface 19a of the fin portion
19 of each of the movable fins 14. More specifically, the
grooves 37 are formed near opposing ends in the width
direction of each of the fin portions 19. In the grille shutter
apparatus 10 according to the first embodiment, each of
the movable fins 14 is arranged so that an end portion
19b of the fin portion 19, which is an edge of the fin portion

19 provided in the direction in an upstream side of the
air that flows in, is arranged at a gravitationally downward
position relative to an end portion 19c, which is an edge
of the fin portion 19 provided in the direction in a down-
stream side of the air that flows in. A downward direction
in Fig. 3 represents the upstream side of the air that flows
in and an upward direction in Fig. 3 represents the down-
stream side of the air that flows in. A downward direction
in Fig. 6 represents the gravitationally downward direc-
tion. The grille shutter apparatus 10 according to the first
embodiment is configured so that the movable fins 14
are in the open state during a vehicle speed is low where
an effect of wind generated by a running vehicle is low.
Each of the grooves 37 extends oblique to the direction
of the air that flows in such that the water droplets in each
of the grooves 37 flows down toward a central portion of
the fin portion 19 by gravity from the opposing ends of
the fin portions 19 in the width direction.
[0036] The grille shutter apparatus 10 according to the
first embodiment is advantageous in following respects.
Each of the movable fins 14 includes a fin portion19
formed in the form similar to the flat elongate plate form
and the rotary shafts 20, 21 at opposing ends of the fin
portion 19 in the width direction. Each of the rotary shafts
20, 21 includes the exposure portion 30, 31 arranged on
the flow path FP of the air. Each of the exposure portions
30, 31 is provided with annular flanges 32 extending ra-
dially outward of the rotary shafts 20, 21. At frontward of
each of the exposure portions 30, 31, a cover 33 extend-
ing in the direction that intersects with the direction of the
air that flows in.
[0037] Upon the arrangement described herewith,
each of the flanges 32, which serves as the first shielding
wall, blocks the movement of the water droplets along
each of the rotary shafts 20, 21 and prevents the water
droplets adhered to the fin portion 19 to enter each of the
bearing portions 23, 24. Each of the covers 33, which
serves as the second shielding wall, blocks the air that
flows in from the grille opening portion 7 and prevents
the water droplets contained in the airflow to adhere to
each of the exposure portions 30, 31. Furthermore, each
of the flanges 32 and each of the covers 33 extend in
directions such that the flanges 32 and the covers 33
intersect with each other. Accordingly, the flanges 32 and
the covers 33 form the intricate structure referred to as
the labyrinth structure. The labyrinth structure prevents
the water droplets contained in the air that flows in from
the grille opening portion 7 to contact each of the bearing
portions 23, 24. As a result, water droplets entering each
of the bearing portions 23, 24 is prevented so that con-
sistently reliable smooth opening and closing move-
ments of the movable fins 14 are provided.
[0038] Each of the exposure portions 30, 31 is provided
with a multiple number of flanges 32 spaced apart from
one another in the axial direction. In the grille shutter
apparatus 10 according to the first embodiment, two
flanges 32 are provide at each of the exposure portions
30, 31. Upon the arrangement described herewith, the
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movements of the water droplets along each of the rotary
shafts 20, 21 are blocked more effectively. Furthermore,
in a case where one of the flanges 32, more specifically
the flange 32 provided closer to the corresponding bear-
ing portion 23, 24, comes into a contact state with the
aforementioned bearing portion 23, 24 as a result of a
dimensional error of components or as a result of the
movement of the movable fin 14 in the axial direction,
the flange 32 provided outward in the direction of the
bearing portion 23, 24 works as a stopper that restrains
the movement of the movable fin 14 in the axial direction
so that the flange 32 provided inward effectively functions
as a shielding wall. As a result, entering of water droplets
into bearing portions 23, 24 are further effectively pre-
vented.
[0039] The fin portion 19 of each of the movable fins
14 is arranged at the position off-centered from the rota-
tion axis P0 of the corresponding rotary shafts 20, 21.
The fin portion 19 is provided at the gravitationally down-
ward position relative to the rotation axis P0 of the rotary
shafts 20, 21 during the rotary shafts 20, 21 are at the
rotational position representing the open state of the
movable fin 14.
[0040] Upon the arrangement described herewith, the
movement of the water droplets adhered to the fin portion
19 from the fin portion 19 to each of the rotary shafts 20,
21 becomes difficult. As a result, entering of water drop-
lets into bearing portions 23, 24 are further effectively
prevented.
[0041] The upper surface 19a of the fin portion 19 of
each of the movable fins 14 is formed with a multiple
number of grooves 37 extending in the direction inter-
secting the direction of the air that flows in from the grille
opening portion 7. Each of the grooves 37 extends ob-
lique to the direction of the air that flows in, such that the
water droplets in each of the grooves 37 flows down by
gravity toward the central portion of the fin portion 19
from the opposing ends of the fin portion 19 in the width
direction.
[0042] Upon the arrangement described herewith, the
water droplets adhered to the fin portion 19 is forced away
from nearing each of the rotary shafts 20, 21. Accordingly,
the movements of the water droplets along each of the
rotary shafts 20, 21 is restrained, and as a result, entering
of water droplets into bearing portions 23, 24 are further
effectively prevented.
[0043] At the opposing ends in the width direction of
each of the fin portions 19, cutout portions 35 are formed.
The covers 33 extend in the direction of axis line of each
of the rotary shafts 20, 21 such that a portion of each of
the covers 33 is arranged at the corresponding cutout
portion 35.
[0044] Extending each of the covers 33 to the portion
overlapping with the fin portion 19 along the direction of
axis line of each of the rotary shafts 20, 21 further effec-
tively blocks the airflow at the frontward of each of the
exposure portions 30, 31. As a result, the amount of the
air that flows into each of the clearances defined at the

opposing ends of the fin portions 19 in the width direction
is reduced.
[0045] The grille shutter apparatus 10 according to the
first embodiment may be altered in the following man-
ners. In the grille shutter apparatus 10 according to the
first embodiment, the air that flows in from the grille open-
ing portion 7 is taken into the engine room 3 formed in
the vehicle body 2, however, the place where the air is
taken into is not limited to the engine room 3. The air may
be taken into any internal space within the vehicle body
2 where each of the movable fins 14 may control the
intake amount of the air based on the opening and closing
movements of the movable fins 14. For example, the air
may be taken into a room for containing the radiator 5a,
the condenser 5b, or similar devices provided for ex-
changing heat. The destination of the air may be any
space having an appropriate space for taking in the air
from the grille opening portion 7. The grille shutter appa-
ratus 10 according to the first embodiment may be ap-
plied to a vehicle with an engine arranged in a middle
portion or a rearward portion of the vehicle, or to an elec-
tric car, or a similar vehicle, which is provided with an
apparatus other than an engine in a room in the direction
frontward of the vehicle compartment.
[0046] In the grille shutter apparatus 10 according to
the first embodiment, the through-hole 25 that extends
through the actuator portion 15 between the opposing
surfaces of the actuator portion 15 and the holes 26 pro-
vided on the inner side surfaces 17 of the frame 13 are
configured to provide the bearing portions 23, 24, where
the rotary shafts 20, 21 of each of the movable fins 14
are inserted, however, the bearing portions 23, 24 of the
rotary shafts 20, 21 may be provided with bearings of
other types, for example, plain bearings or rolling bear-
ings.
[0047] In the grille shutter apparatus 10 according to
the first embodiment, each of the movable fins 14 are
configured such that the fin portion 19 of each of the
movable fins 14 integrally rotate with the rotary shafts
20, 21 with the rotary shafts 20, 21 as the center of rota-
tion, however, the center of rotation of the movable fins
14 is not limited to the rotary shafts 20, 21. Each of the
movable fins 14 of the grille shutter apparatus 10 is pro-
vided with rotationally supported rotary shafts and pro-
vides opening and closing movements by the rotation of
the rotary shafts, however, the opening and closing
movements, or the rotation, of the movable fins 14 may
be initiated via a swinging arrangement, a sliding ar-
rangement, or other similar arrangements.
[0048] In the grille shutter apparatus 10 according to
the first embodiment, the movable fins 14 are arranged
in two rows in the upward and downward of the vehicle
1 as a set and two sets of the movable fins 14 are ar-
ranged side by side with each set arranged in each of
the opening portions 13A, 13B of the frame 13 divided
by the actuator portion 15. Number of the movable fins
is not limited to the arrangement described here. The
movable fins may be arranged in three rows or more, for
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example, or may be arranged in a single row. Further-
more, the amount of airflow may be controlled by opening
and closing of a single movable fin.
[0049] Furthermore, the position of the actuator portion
15 or the arrangement of movable fins may be altered
appropriately. For example, the actuator portion 15 may
be arranged at an edge portion of the frame 13 in the
width direction. Furthermore, each of the movable fins
may be arranged to rotate about the axes at the rotary
shafts arranged in the upward and downward direction
of the frame 13.
[0050] In the grille shutter apparatus 10 according to
the first embodiment, each of the flanges 32, serving as
the first shielding wall, is formed in the annular form and
provided at the exposure portion 30, 31 of each of the
rotary shafts 20, 21, however, the form of the first shield-
ing wall is not limited to the form as described. The form
of each of the first shielding walls provided on the rotary
shaft 41 may be an umbrella form, an example of which
is illustrated as flanges 42 in Fig. 7, the form that blocks
the movements of the water droplets along each of the
rotary shafts 20, 21. Furthermore, the shape of each of
the first shielding walls viewed in the axial direction of
the rotary shafts 20, 21 is not limited to a circle. In order
to block the movements of the water droplets along each
of the rotary shafts 20, 21, the annular form extending
radially outward at the entire periphery of the rotary shafts
20, 21 is effective, however, other arrangements provid-
ing a similar shielding characteristic is also allowed. For
example, the movements of the water droplets may be
shielded by the first shielding walls provided with a form
such that restrains the movements of the water droplets
by gravitational means or by providing a multiple number
of first shielding walls separately provided to block the
water droplet movements in every peripheral directions
are also allowed.
[0051] In the grille shutter apparatus 10 according to
the first embodiment, two flanges 32 are provided as the
first shielding walls, however, the number of the first
shielding walls may be one, three or more. Considering
that a state where the flanges 32 coming into contact with
the bearing portions 23, 24 may occur, providing the
flanges 32 in numbers equal to or more than two is ad-
vantageous. Instead of making the flanges 32 come into
contact with the bearing portions 23, 24, providing sep-
arate stoppers, for example, to make the flanges 32 avoid
contact with the bearing portions 23, 24 is also allowed,
so that the arrangement for preventing the movements
of the water droplets works with a single first shielding
wall.
[0052] In the grille shutter apparatus 10 according to
the first embodiment, each of the rotary shafts 20, the
rotary shaft in the direction of the actuator portion 15, and
each of the rotary shafts 21, the rotary shaft in the direc-
tion of the frame 13, are provided with the flanges 32 and
the cover 33 corresponding to each of the rotary shafts
20, 21, however, any one of the rotary shafts may be
arranged such that the rotary shaft is provided without

the portion serving as the first shielding walls or the sec-
ond shielding walls. For example, in an arrangement
where the length in the width direction of the frame 13 of
the grille shutter apparatus 10 is appropriately longer
than the length in the width direction of the grille opening
portion 7, the bearing portions 24 provided at opposing
ends in the width direction of the frame 13 becomes the
portion where the air that flows in from the grille opening
portion 7, furthermore the water droplets contained in the
airflow, is not easily makes contact. Upon the arrange-
ment described herewith, the rotary shaft 21 rotationally
supported to the bearing portion 24 may be omitted with
the flanges 32 and the cover 33.
[0053] In the grille shutter apparatus 10 according to
the first embodiment, the covers 33, 33a, 33c, each of
which is formed in substantially flat plate form, are pro-
vided at frontward of the exposure portions 30, 31 of the
rotary shafts 20, 21 as the second shielding walls, how-
ever, the form of each of the second shielding walls is
not limited to substantially flat plate form. The form of the
second shielding wall may be appropriately formed, for
example, in a curved plate form, in order to block the air
that flows in from the grille opening portion 7 by having
a portion that extends in the direction intersecting the
direction of the air that flows in from the grille opening
portion 7.
[0054] In the grille shutter apparatus 10 according to
the first embodiment, the cover 33a is formed at each of
the side surfaces 16 of the actuator portion 15 and the
cover 33c is formed at each of the inner side surfaces 17
of the frame 13, however, the portions where the second
shielding walls are formed or fixed to are not limited to
the aforementioned locations. For example, the movable
fins 14 may be provided with the portions corresponding
to the covers 33a, 33c.
[0055] In the grille shutter apparatus 10 according to
the first embodiment, the cutout portions 35 are formed
at the opposing ends in the width direction of each of the
fin portions 19. Furthermore, each of the covers 33, which
serves as the second shielding wall, extends along the
direction of axis line of each of the rotary shafts 20, 21
to the position overlapping with the fin portion 19 such
that a portion of each of the covers 33 is arranged at the
corresponding cutout portion 35. Each of the covers 33
is arranged frontward of the corresponding exposure por-
tion 30, 31 so that the covers 33 block the airflow in front
of the exposure portions 30, 31, however, the cutout por-
tions 35 may or may not be formed on the fin portion for
the covers 33 to serve the purpose described herewith.
Likewise, the second shielding walls may or may not be
provided in a state where each of the second shielding
walls overlap with the fin portion 19. Each of the second
shielding walls described herewith prevents adhering of
the water droplets contained in the airflow that flows in
from the grille opening portion 7 at least at the portion on
each of the rotary shaft in the direction toward the corre-
sponding bearing portion relative to the first shielding
wall. The second shielding walls such that prevent ad-
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hering of the water droplets at the entire exposure por-
tions are favorable.
[0056] As Fig. 8 illustrates, the grille shutter apparatus
10 according to the first embodiment may be altered by
forming an auxiliary wall 44 that extends in the direction
toward the rotary shaft 21 on the cover 43 serving as the
second shielding wall. Each of the movable fins 14 may
be arranged so that the auxiliary wall 44 is arranged be-
tween the flanges 32 serving as the first shielding wall.
Upon the arrangement herewith, the labyrinth structure
formed by the first shielding walls and the second shield-
ing wall becomes a further intricate structure. As a result,
the labyrinth structure further effectively prevents the wa-
ter droplets contained in the air that flows in from the grille
opening portion 7 to contact each of the bearing portions
23, 24. The auxiliary wall 44 may be provided in multiple
numbers. Each of the auxiliary walls 44 may be provided
at a position other than between the flanges 32.
[0057] In the grille shutter apparatus 10 according to
the embodiment described herewith, each of the grooves
37 formed on the upper surface 19a of the fin portion 19
extends oblique to the direction of the air that flows in
such that the water droplets in each of the grooves 37
flows down toward the central portion of the fin portion
19 by gravity from the opposing ends of the fin portion
19 in the width direction. Nevertheless, the direction that
each of the grooves 37 extends relative to the direction
of the air that flows in from the grille opening portion 7 is
not limited to the direction illustrated in Figs. 2 to 4. The
direction that the grooves 37 extend may be altered ap-
propriately according to, for example, the slant angle of
the fin portion 19 during the opening movement of the
movable fin 14, or according to the condition of the wind
that is generated when the vehicle runs. As an alternative,
the grooves 37 may be formed with a slanting angle such
that the groove 37 allows the water droplets to flow toward
the central portion of the fin portion 19 from each of the
opposing end portions in the width direction of the fin
portion 19 by wind pressure the fin portion 19 receives.
[0058] The grille shutter apparatus 10 according to the
first embodiment may be provided with a multiple number
of protrusions on the upper surface 19a of the fin portion
19, the protrusions extending in the direction that inter-
sect with the direction of the air that flows in. The water
droplets may flow in between the protrusions so that the
protrusions may function similarly as the grooves 37
where the water droplets flow.
[0059] The grille shutter apparatus 10 according to the
first embodiment may be provided with a single groove
37 or without grooves 37 on the upper surface 19a of the
fin portion 19. The grille shutter apparatus 10 according
to the first embodiment may be provided with fin portion
19 that is not arranged at the position off-centered from
the rotational axis P0 of the rotary shafts 20, 21. Even
without providing the grooves 37 or without the off-cen-
tered arrangement of the fin portion 19 being described,
providing the first shielding walls and the second shield-
ing walls provide advantages to a certain degree.

Claims

1. A grille shutter apparatus (10) adapted to be ar-
ranged at a grille opening portion (7) at a frontal por-
tion of a vehicle body (2), comprising:

a frame (13) shaping a flow path (FP) of air flow-
ing into the vehicle body (2) from the grille open-
ing portion (7);
a movable fin (14) rotationally supported by the
frame (13) and configured to control a flow
amount of the air by providing an opening move-
ment and a closing movement;
the movable fin (14) including a fin portion (19)
and rotary shafts (20, 21, 41) to be rotationally
supported by the frame (13);
the rotary shafts (20, 21, 41) including exposure
portions (30, 31) arranged on the flow path (FP)
of the air;
at least one first shielding wall (32, 42) extending
radially outward of the rotary shaft (20, 21, 41)
and provided at the exposure portion (30, 31);
and
a second shielding wall (33, 33a, 33c, 43) ar-
ranged at an upstream side of the air that flows
in relative to the exposure portion (30, 31) and
extending in a direction intersecting a direction
of the air that flows in, characterized in that
a plurality of the first shielding walls (32, 42)
spaced apart from one another in an axial direc-
tion of the first shielding walls (32, 42) are pro-
vided.

2. The grille shutter apparatus (10) according to Claim
1, wherein the fin portion (19) is arranged off-cen-
tered from a rotation axis (P0) of the rotary shafts
(20, 21, 41) and provided at a gravitationally down-
ward position relative to the rotation axis (P0) of the
rotary shafts (20, 21, 41) during the rotary shafts (20,
21, 41) are at a rotational position representing an
open state of the movable fin (14).

3. The grille shutter apparatus (10) according to Claim
1 or 2, wherein the fin portion (19) is formed with at
least one groove (37) extending in a direction inter-
secting an axis line of the rotary shafts (20, 21, 41).

4. The grille shutter apparatus (10) according to any
one of Claims 1 to 3, wherein the second shielding
wall (33, 33a, 33c, 43) extends in the direction of an
axis line of the rotary shafts (20, 21, 41) to a position
overlapping the fin portion (19).

Patentansprüche

1. Lüftungsgitterschließvorrichtung (10) dafür geeig-
net, an einem Lüftungsgitteröffnungsabschnitt (7) an
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einem Frontabschnitt eines Fahrzeugkörpers (2) an-
gebracht zu werden, mit
einem Rahmen (13), der einen Strömungspfad (FP)
für Luft, welche vom Lüftungsgitteröffnungsab-
schnitt (7) in den Fahrzeugkörper (2) strömt, ausbil-
det;
einer beweglichen, rotatorisch am Rahmen (13) ge-
lagerten Lamelle (14), die dafür ausgelegt ist, eine
Menge an einströmender Luft durch Vorsehen einer
Öffnungsbewegung und einer Schließbewegung zu
steuern, und die einen Lamellenabschnitt (19) und
Drehwellen (20, 21, 41) aufweist, um rotatorisch am
Rahmen (13) gelagert zu sein, wobei die Drehwellen
(20, 21, 41) Expositionsabschnitte (30,31) aufwei-
sen, die auf dem Strömungsweg (FP) der Luft ange-
ordnet sind;
zumindest einer sich radial von der Drehwelle (20,
21, 41) nach außen erstreckenden, an dem Exposi-
tionsabschnitt (30, 31) vorgesehenen ersten Ab-
schirmungswand (32, 42); und mit
einer zweiten Abschirmungswand (33, 33a, 33c, 43),
die bezüglich der einströmenden Luft stromaufwärts
zum Expositionsabschnitt (30, 31) angeordnet ist
und sich in eine Richtung erstreckt, welche die ein-
strömende Luftstromrichtung schneidet;
dadurch gekennzeichnet, dass
mehrere, zueinander in axialer Richtung der ersten
Abschirmungswände (32, 42) beabstandete, erste
Abschirmungswände (32, 42) bereitgestellt sind.

2. Lüftungsgitterschließvorrichtung (10) nach An-
spruch 1, wobei der Lamellenabschnitt (19) exzent-
risch von einer Drehachse (P0) der Drehwellen (20,
21, 41) angeordnet ist und sich bezüglich eines
Schwerefelds in einer Position unterhalb der Dreh-
achse (P0) der Drehwellen (20, 21, 41 befindet,
wenn die Drehwellen (20, 21, 41) rotatorisch so aus-
gerichtet sind, dass sich die bewegliche Lamelle (14)
in einem offenen Zustand befindet.

3. Lüftungsgitterschließvorrichtung (10) nach An-
spruch 1 oder 2, wobei der Lamellenabschnitt (19)
mit mindestens einer Nut (37) geformt ist, die sich in
einer Richtung erstreckt, welche eine Achslinie der
Drehwellen (20, 21, 41) schneidet.

4. Lüftungsgitterschließvorrichtung (10) nach einem
der Ansprüche 1 bis 3, wobei sich die zweite Ab-
schirmungswand (33, 33a, 33c, 43) in Richtung einer
Achslinie der Drehwellen (20, 21, 41) bis zu einer
Position, die den Lamellenabschnitt (19) überlappt,
erstreckt.

Revendications

1. Dispositif de fermeture à grille (10) adapté pour être
agencé au niveau d’une partie d’ouverture de grille

(7) en une partie avant d’une carrosserie de véhicule
(2), comprenant :

un cadre (13) formant un chemin d’écoulement
(FP) de l’air s’écoulant dans la carrosserie de
véhicule (2) depuis la partie d’ouverture de grille
(7) ;
un ailette mobile (14) supportée à rotation par
le cadre (13) et configurée pour commander un
débit d’air en permettant un mouvement
d’ouverture et un mouvement de fermeture ;
l’ailette mobile (14) incluant une partie formant
ailette (19) et des arbres tournants (20, 21, 41)
destinés à être supporté en rotation par le cadre
(13) ;
les arbres tournants (20, 21, 41) incluant des
parties exposées (30, 31) agencées sur le che-
min d’écoulement (FP) de l’air ;
au moins une première paroi de protection (32,
42) s’étendant radialement vers l’extérieur de
l’arbre tournant (20, 21; 41) et placée au niveau
de la partie exposée (30, 31) ; et
une seconde paroi de protection (33, 33a, 33c,
43) agencée en un côté amont de l’air qui s’écou-
le relativement à la partie exposée (30, 31) et
s’étendant dans une direction coupant une di-
rection de l’air entrant, caractérisé en ce que
une pluralité des premières parois de protection
(32, 42) espacées les unes des autres dans une
direction axiale des premières parois de protec-
tion (32, 42) sont fournies.

2. Dispositif de fermeture à grille (10) selon la revendi-
cation 1, dans lequel la partie formant ailette (19) est
agencée décentrée d’un axe de rotation (P0) des
arbres tournant (20, 21, 41) et placée en une position
gravitationnellement vers le bas relativement à l’axe
de rotation (P0) des arbres tournant (20, 21, 41) pen-
dant que les arbres tournants (20, 21, 41) sont dans
une position de rotation représentant un état ouvert
de l’ailette mobile (14).

3. Dispositif de fermeture à grille (10) selon la revendi-
cation 1 ou 2, dans lequel la partie formant ailette
(19) est formée avec au moins une rainure (37)
s’étendant dans une direction coupant une ligne
axiale des arbres tournants (20, 21, 41).

4. Dispositif de fermeture à grille (10) selon l’une quel-
conque des revendications 1 à 3, dans lequel la se-
conde paroi de protection (33, 33a, 33c, 43) s’étend
dans la direction d’une ligne axiale des arbres tour-
nants (20, 21, 41) jusqu’à une position recouvrant la
partie formant ailette (19).

15 16 



EP 2 583 850 B1

10



EP 2 583 850 B1

11



EP 2 583 850 B1

12



EP 2 583 850 B1

13



EP 2 583 850 B1

14



EP 2 583 850 B1

15



EP 2 583 850 B1

16

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 2011247779 A1 [0002] • JP 2007001503 A [0002]


	bibliography
	description
	claims
	drawings
	cited references

