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Description

TECHNICAL FIELD

[0001] The present disclosure generally relates to a
vehicle comprising a rear lamp combination.

BACKGROUND

[0002] A vehicle is an apparatus that moves into a spe-
cific direction as a driver operates. A common example
of a vehicle is a car.
[0003] A vehicle is equipped with various lamps includ-
ing a headlamp and a rear combination lamp. The rear
combination lamp delivers information, such as braking
and turning, to pedestrians or other drivers.
[0004] German Patent Application Publication No. DE
10 2010 039164 A1 discloses a vehicle lamp including
multiple lamp bodies which are controlled individually or
in groups, an interface that is provided at an input device,
and a memory and a control unit, which controls the lamp
bodies corresponding to the selected light pattern. The
data are stored in the memory over the light pattern that
is selected by the user.
[0005] Further prior art related to a rear combination
light for vehicle includes the following documents: DE 10
2011 119558 A1, WO 2006/095118 A1, DE 196 24 046
A1, DE 100 11 843 A1, DE 20 2013 103655 U and WO
2016/050503 A1.

SUMMARY

[0006] A rear combination lamp for a vehicle includes
a display to implement exterior styling. A user can change
the design of the rear combination lamp without replacing
the rear combination lamp. In addition, the rear combi-
nation lamp includes a display to deliver various informa-
tion to other vehicles.
[0007] All the below described embodiment may com-
bined cumulatively or alternatively to be an object of the
present invention.
In accordance with the present invention, a vehicle com-
prises the features of claim 1. In an embodiment, the rear
combination lamp may comprise: a display disposed on
a vehicle, the display comprising a plurality of light emit-
ting devices and being oriented to display information
toward one or more other vehicles located to a rear of
the vehicle on which the display is disposed; and a proc-
essor configured to control the display to perform exterior
styling using the plurality of light emitting devices by: de-
termining at least one condition related to driving of the
vehicle on which the display is disposed, selecting, from
among multiple exterior style images, at least one exte-
rior style image to display based on the determined at
least one condition related to driving of the vehicle, and
controlling the display to display the at least one exterior
style image selected.
[0008] In a possible embodiment, the display may in-

clude organic light emitting diodes (OLED).
[0009] In a possible embodiment, the processor may
be configured to control the display to present an image
corresponding to a stop lamp, taillight, turn signal lamp,
fog light, sidelight or reverse light on at least one part of
the display.
[0010] In a possible embodiment, the processor may
be configured to set a maximum value and a minimum
value of an intensity of light outputted from the display,
and is configured to control the plurality of light emitting
devices to output light with an intensity between the max-
imum value and the minimum value.
[0011] In a possible embodiment, the processor may
be configured to control the display to adjust an intensity
of light outputted from the display based on a driving en-
vironment.
[0012] In a possible embodiment, the processor may
be configured to set the intensity of light outputted from
the display to be higher in daytime than at night.
[0013] In a possible embodiment, the processor may
be configured to control the display to adjust the intensity
of light outputted from the display based on weather.
[0014] In a possible embodiment, the rear combination
may further comprise an interface unit configured to re-
ceive distance information that indicates a distance be-
tween the vehicle and another vehicle that follows the
vehicle. The processor may be configured to, based on
the distance information, adjust an intensity of light gen-
erated by the plurality of light emitting devices or the proc-
essor is configured to, based on the distance information,
control a pattern of light generated by turning on or off
the plurality of light emitting devices.
[0015] In a possible embodiment, the rear combination
may further comprise a memory configured to store ex-
terior style data. The processor may be configured to
control the display to perform the exterior styling based
on the exterior style data stored in the memory.
[0016] In a possible embodiment, the memory may
store default exterior style data or exterior style data ap-
plied in response to user input.
[0017] In a possible embodiment, the rear combination
may further comprise an interface unit configured to re-
ceive sensed user facial expression information from an
internal camera. The processor may be configured to de-
termine the at least one condition related to driving of the
vehicle by determining the sensed user facial expression
information, select, from among multiple exterior style
images, the at least one exterior style image to display
by selecting, from among multiple exterior style images,
at least one exterior style image to display based on the
sensed user facial expression information.
[0018] In a possible embodiment, the rear combination
may further comprise an interface unit configured to re-
ceive exterior style data. The processor may be config-
ured to control the display to perform the exterior styling
based on the received exterior style data.
[0019] In a possible embodiment, exterior style data
may be received from an external server based on pay-
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ment of a fee for use of the exterior style data.
[0020] In a possible embodiment, exterior style data
may be received from a mobile terminal based on pay-
ment of a fee for use of the exterior style data.
[0021] In a possible embodiment, exterior style data
may be generated in response to user input.
[0022] According to the invention, at least some of the
exterior style data are generated from an image of one
or more vehicles detected by a camera.
[0023] According to the invention, the camera is pro-
vided in the vehicle. The camera may be configured to
acquire a front view image of the vehicle or a surrounding
image of the vehicle, and wherein the camera is config-
ured to detect the one or more vehicles in the front view
image or the surrounding image of the vehicle.
In a possible embodiment, the rear combination may fur-
ther comprise an interface unit configured to receive lo-
cation information about a road. The processor may be
configured to determine the at least one condition related
to driving of the vehicle by determining traffic laws applied
to the road, select, from among multiple exterior style
images, the at least one exterior style image to display
by selecting, from among multiple exterior style images,
at least one exterior style image to display based on the
traffic laws applied to the road.
[0024] In a possible embodiment, the processor may
be configured to control the display to present an image
corresponding to a stop lamp, taillight, turn signal lamp,
fog light, sidelight or reverse light on at least one part of
the display. The processor may be configured to control
the display to perform the exterior styling based on the
traffic laws for a size, disposition, light intensity, or color
of a display.
[0025] In a possible embodiment, the display may be
located on a rear window glass of the vehicle.
[0026] In a possible embodiment, the processor may
be configured to control the display to present an image
corresponding to a stop lamp, taillight, turn signal lamp,
fog light, sidelight or reverse light on at least one area of
the display.
[0027] In a possible embodiment, an image corre-
sponding to the stop lamp may comprise an image cor-
responding to a center high mounted stop lamp
(CHMSL).
[0028] In a possible embodiment, the display may com-
prise a first display unit adapted to face outward of the
vehicle and a second display unit adapted to face inward
of the vehicle. The processor may be configured to con-
trol the first display unit to perform the exterior styling.
The processor may be configured to control the second
display unit to provide predetermined content.
[0029] In accordance with one embodiment of the
present invention, the vehicle is comprising a rear com-
bination lamp, wherein the rear combination lamp com-
prising a display disposed on a vehicle, the display com-
prising a plurality of light emitting devices and being ori-
ented to display information toward one or more other
vehicles located to a rear of the vehicle on which the

display is disposed; and a processor configured to control
the display to perform exterior styling using the plurality
of light emitting devices by: determining at least one con-
dition related to driving of the vehicle on which the display
is disposed, selecting, from among multiple exterior style
images, at least one exterior style image to display based
on the determined at least one condition related to driving
of the vehicle, and controlling the display to display the
at least one exterior style image selected.
[0030] In a possible embodiment, the vehicle may fur-
ther comprise a driver assistance system configured to:
acquire a front view image of the vehicle or a surrounding
image of the vehicle; detect one or more vehicles in the
front view image or in the surrounding image; generate
exterior style data based on one or more rear combination
lamps of the detected one or more vehicles; and provide
the exterior style data to the rear combination lamp of
the vehicle.
[0031] In a possible embodiment, the vehicle may fur-
ther comprise a display apparatus configured to display,
when a plurality of exterior styles is generated by the
driver assistance system, the plurality of exterior styles,
and receive user input that selects one of the displayed
exterior styles. The processor may be configured to con-
trol the display to perform the exterior styling based on
an image of the selected exterior style
[0032] In a possible embodiment, the vehicle may fur-
ther comprise a display apparatus for vehicles configured
to display at least one exterior style image generated
based on user input, and provide, to the rear combination
lamp and based on the exterior style image being select-
ed, an exterior style datum corresponding to the exterior
style image.
[0033] In a possible embodiment, the vehicle may fur-
ther comprise a communication unit configured to com-
municate with an external server to receive exterior style
data from the external server, and provide the received
exterior style data to the rear combination lamp.
[0034] In a possible embodiment, the vehicle may fur-
ther comprise a display apparatus configured to display
a plurality of exterior style images based on the exterior
style data being received from the external server, and
receive user input that selects one of the displayed ex-
terior style images. The processor may be configured to
control the display to perform the exterior styling based
on the selected exterior style image.
[0035] In a possible embodiment, the communication
unit may exchange payment information with the external
server.
[0036] In a possible embodiment, the vehicle may fur-
ther comprise a communication unit configured to com-
municate with a mobile terminal to receive exterior style
data from the mobile terminal, and provide the received
exterior style data to the rear combination lamp.
[0037] In a possible embodiment, the vehicle may fur-
ther comprise a display apparatus configured to display,
based on the exterior style data being received from the
mobile terminal, a plurality of exterior style images, and
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receive user input that selects one of the displayed ex-
terior style images. The processor may be configured to
control the display such that exterior styling is implement-
ed according to the selected exterior style image.
[0038] In a possible embodiment, the vehicle may fur-
ther comprise a display apparatus configured to display,
based on a plurality of exterior style data being stored,
images of a plurality of exterior styles corresponding to
the plurality of exterior style data, and receive user input
that selects one of the displayed exterior styles. The proc-
essor is configured to control the display to perform the
exterior styling based on the selected exterior style.

BRIEF DESCRIPTION OF THE DRAWINGS

[0039]

FIG. 1A is a diagram illustrating an example exterior
of a vehicle including a rear combination lamp.
FIG. 1B is a diagram illustrating an example exterior
of a vehicle including a rear combination lamp.
FIG. 2 is a diagram illustrating an example rear com-
bination lamp, taken along line A-A in FIG. 1B.
FIG. 3 is a diagram illustrating an example rear com-
bination lamp.
FIG. 4 is a diagram illustrating an example vehicle.
FIG. 5 is a diagram illustrating an example camera
attached to the vehicle.
FIG. 6A is a diagram illustrating an example camera
attached to the vehicle.
FIG. 6B is a diagram illustrating an example camera
attached to the vehicle.
FIG. 7A is a diagram illustrating an example interior
of a driver assistance system.
FIG. 7B is a diagram illustrating an example interior
of a driver assistance system.
FIG. 7C is a diagram illustrating an example interior
of a driver assistance system.
FIG. 8A is a diagram illustrating an example rear
combination lamp controlling the light intensity of
light output from a display based on a driving envi-
ronment.
FIG. 9A is a diagram illustrating an example rear
combination lamp controlling the light intensity of
light output from a display based on a driving envi-
ronment.
FIG. 9B is a diagram illustrating an example rear
combination lamp controlling the light intensity of
light output from a display based on a driving envi-
ronment.
FIG. 10A is a diagram illustrating an example rear
combination lamp controlling a display based on dis-
tance-to-following vehicle information.
FIG. 10B is a diagram illustrating an example rear
combination lamp controlling a display based on dis-
tance-to-following vehicle information.
FIG. 11A is a diagram illustrating an example flow
of exterior style data. FIG. 11B is a diagram illustrat-

ing an example flow of exterior style data.
FIG. 12A is a diagram illustrating an example rear
combination lamp controlling a display based on user
facial expression information.FIG. 12B is a diagram
illustrating an example rear combination lamp con-
trolling a display based on user facial expression in-
formation.
FIG. 13 is a diagram illustrating an example rear
combination lamp displaying predetermined infor-
mation on a display.
FIG. 14 is a diagram illustrating an example rear
combination lamp displaying predetermined infor-
mation on a display.
FIG. 15 is a diagram illustrating an example rear
combination lamp displaying predetermined infor-
mation on a display.
FIG. 16 is a diagram illustrating an example display
formed on a rear window glass of a vehicle.FIG. 17
is a diagram illustrating an example display formed
on a rear window glass of a vehicle.
FIG. 18 is a diagram illustrating an example vehicle
receiving exterior style data.FIG. 19 is a diagram il-
lustrating an example operation of selecting one of
a plurality of rear combination data.
FIG. 20 is a diagram illustrating an example display
apparatus for generating exterior style data based
on a user input.FIG. 21 is a diagram illustrating an
example exterior styling performed based on an im-
age acquired through a driver assistance system.
FIG. 22 is a diagram illustrating an example exterior
styling performed based on an image acquired
through a driver assistance system.FIG. 23 is a di-
agram illustrating an example exterior styling per-
formed based on exterior style data received from
an external device.

[0040] Like reference numbers and designations in the
various drawings indicate like elements.

DETAILED DESCRIPTION

[0041] A vehicle described in this specification may in-
clude a car and a motorcycle. Hereinafter, description
will be given focusing on a car as the vehicle.
[0042] The vehicle described in this specification may
include a motor vehicle equipped with an internal com-
bustion engine as a power source, a hybrid vehicle
equipped with both an engine and an electric motor as a
power source, and an electric vehicle equipped with an
electric motor as a power source.
[0043] In the description given below, the left side of a
vehicle means the left side with respect to the forward
driving direction of the vehicle, and the right side of the
vehicle means the right side with respect to the forward
driving direction of the vehicle.
[0044] In the description given below, the term "front"
indicates the forward driving direction of the vehicle, and
"rear" indicates the rearward driving direction of the ve-
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hicle.
[0045] FIG. 1A illustrates an example exterior of a ve-
hicle including a rear combination lamp. FIG. 1B illus-
trates an example exterior of a vehicle including a rear
combination lamp.
[0046] Referring to FIG. 1, a vehicle 700 may include
wheels 103FR, 103FL, 103RR rotated by a power
source, a driver assistance system 100 provided in the
vehicle 700, and a rear combination lamp 200.
[0047] The driver assistance system 100 may be pro-
vided with at least one camera, and images acquired by
the at least one camera may be signal-processed in a
processor 170 (see FIGS. 7A to 7C).
[0048] In the illustrated example, the driver assistance
system 100 is provided with two cameras.
[0049] The rear combination lamp includes various
lamps attached to the back of the vehicle 700. The rear
combination lamp may include at least one of a stop lamp,
a taillight, a turn signal lamp, a fog light, a sidelight and
a reverse light.
[0050] Meanwhile, the overall length refers to the
length of the vehicle 700 from the front to back of the
vehicle, the width refers to width of the vehicle 700, and
the height refers to the distance from the bottom of a
wheel to the roof of the vehicle. In the description below,
the overall-length direction L may indicate a direction in
which measurement of overall length of the vehicle 700
is performed, the width direction W may indicate a direc-
tion in which measurement of width of the vehicle 700 is
performed, and the height direction H may indicate a di-
rection in which measurement of height of the vehicle
700 is performed.
[0051] FIG. 2 is a diagram illustrating an example rear
combination lamp, taken along line A-A in FIG. IB.
[0052] Referring to FIG. 2, the rear combination lamp
may include a display 250.
[0053] The display 250 may include a plurality of light
emitting devices. The display 250 may display various
images in respective areas according to the control op-
eration of a processor 270 (see FIG. 3). The display 250
may be divided into a plurality of areas, such that images
corresponding to a stop lamp, a taillight, a turn signal
lamp, a fog light, a sidelight and a reverse light are dis-
played in the respective areas.
[0054] Meanwhile, a lens 320 may be formed at the
rear end of the display 250. The lens 320 may cause light
generated in the display 250 to be refracted or transmitted
therethrough.
[0055] An amplification unit (e.g., a light amplifier) for
amplifying the light generated in the display 250 may be
further provided.
[0056] FIG. 3 is a diagram illustrating an example rear
combination lamp.
[0057] Referring to FIG. 3, the rear combination lamp
200 for vehicles may include a communication unit 205,
an input unit 210, a memory 230, a display 250, a proc-
essor 270, an interface unit 280, and a power supply 290.
[0058] The communication unit 205 may include at

least one communication module enabling wireless com-
munication with an external device. The communication
unit 205 may also include a communication module for
connecting the rear combination lamp 200 to at least one
network. The communication unit 205 may exchange da-
ta with the external device. For example, the external
device may be a mobile terminal 600, an external server
510, or another vehicle 520.
[0059] The communication unit 205 is configured to
receive exterior style data of the rear combination lamp
from the external device. For example, the exterior style
data may be image data provided to enable exterior styl-
ing of the rear combination lamp.
[0060] The input unit 210 may include an input device
capable of receiving user input for controlling operation
of the rear combination lamp 200. The input unit 210 may
be disposed in the vehicle 700. The input unit 210 may
include a touch input device or a mechanical input device.
The input unit 210 is configured to receive user inputs
for controlling various operations of the rear combination
lamp 200.
[0061] The input unit 210 is configured to receive a
user input for generating exterior style data of the rear
combination lamp. For example, the exterior style data
may be image data provided to allow implementation of
exterior styling of the rear combination lamp.
[0062] The memory 230 may store basic data for each
unit of the rear combination lamp 200, control data for
controlling operation of each unit, and data input to and
output from the rear combination lamp 200.
[0063] When implemented through hardware, the
memory 230 may include various storage devices such
as a ROM, RAM, EPROM, flash drive, and hard drive.
[0064] The memory 230 may store various kinds of da-
ta for overall operation of the rear combination lamp 200
including a program for processing or controlling opera-
tion of the processor 270.
[0065] The memory 230 may include at least one ex-
terior style datum. For example, the exterior style data
may be image data provided to allow implementation of
exterior styling of the rear combination lamp. In some
implementations, the processor 270 is configured to con-
trol the display 250 based on the exterior style data stored
in the memory 230, thereby performing exterior styling
of the rear combination lamp.
[0066] The memory 230 may store exterior style data
applied as the default. The memory 230 may store exte-
rior style data applied as the default when the vehicle
700 is released from the factory. The memory 230 may
store a plurality of exterior style data. One of the exterior
style data stored in the memory 230 may be selected and
applied according to user input. In other words, the proc-
essor 270 may perform a control operation such that the
exterior style datum selected from among the plurality of
exterior style data stored in the memory 230 is displayed
on the display 250.
[0067] The display 250 may be disposed on the rear
side of the vehicle 700. The display 250 may include a
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plurality of light emitting devices.
[0068] The display 250 may include one of a liquid crys-
tal display (LCD), a plasma display panel (PDP), an elec-
troluminescence display (ELD), an organic light-emitting
diode (OLED), a light-emitting diode (LED), a field emis-
sion display (FED), a vacuum fluorescent display (VFD)
and an electrophoretic display (EPD). Preferably, the dis-
play 250 may be an OLED display.
[0069] The display 250 may operate based on a control
signal received from the processor 270.
[0070] Predetermined content may be displayed in one
area of the display 250. For example, the content may
be configuration of the rear combination lamp. Specifi-
cally, the display 250 may be divided into a plurality of
areas. An image corresponding to a stop lamp, taillight,
turn signal lamp, fog light, sidelight or reverse light may
be formed in at least one divided area of the display 250.
In addition, the function of the stop lamp, taillight, turn
signal lamp, fog light, sidelight or reverse light may be
performed by emission of light from light emitting devices
corresponding to the respective areas.
[0071] The display 250 may be a transparent display.
[0072] The display 250 may form a rear window glass
705 of the vehicle 700.
[0073] The display 250 may include a first display unit
and a second display unit. The first display unit may be
adapted to face outward of the vehicle 700. The second
display unit may be adapted to face inward of the vehicle
700. The first display unit may display an image for im-
plementing exterior styling of the rear combination lamp.
The second display unit may display content to be pro-
vided to the user.
[0074] The display 250 is controlled by the processor
270.
[0075] The processor 270 is configured to control over-
all operation of each unit in the rear combination lamp
200.
[0076] The processor 270 may implement exterior styl-
ing of the rear combination lamp using light generated
by the plurality of light emitting devices included in the
display 250. The processor 270 is configured to control
the display 250 to enable exterior styling.
[0077] The processor 270 may receive condition relat-
ed to driving of the vehicle. The condition may include at
least one of forward objects information, rearward objects
information, navigation information, road information, ve-
hicle condition information, vehicle driving information,
in-vehicle situation information and driving environment
information.
[0078] The processor 270 may determine at least one
condition related to driving of the vehicle on which the
display is disposed.
[0079] The processor 270 may select, from among
multiple exterior style images, at least one exterior style
image to display based on the determined at least one
condition related to driving of the vehicle.
[0080] The processor 270 may control the display to
display the at least one exterior style image selected.

[0081] The processor 270 is configured to control the
display 250 such that the image of the rear combination
lamp is displayed on the display 250. The processor 270
may divide the display 250 into a plurality of areas.
[0082] The processor 270 may perform a control op-
eration such that a plurality of an image corresponding
to a stop lamp, taillight, turn signal lamp, fog light, side-
light or reverse light is displayed in the plurality of divided
areas of the display 250.
[0083] The processor 270 may perform a control op-
eration such that the rear combination lamp image dis-
played on the display 250 performs the function of the
rear combination lamp.
[0084] For example, when the brakes are put on the
vehicle 700, an image corresponding to the stop lamp in
the rear combination lamp image may be controlled to
be displayed and to function as the stop lamp.
[0085] For example, when sensed illuminance infor-
mation is received and the sensed illuminance is less
than or equal to a reference value, the processor 270 is
configured to control an image corresponding to the tail-
light in the rear combination lamp image to be displayed
and to function as the taillight.
[0086] For example, when a turn signal is received, the
processor 270 is configured to control an image corre-
sponding to the turn signal lamp in the rear combination
lamp image to be displayed in a flickering manner and
function as the turn signal lamp.
[0087] For example, when fog information about a road
on which the vehicle is traveling is received, the proces-
sor 270 is configured to control an image corresponding
to the fog light in the rear combination lamp image to be
displayed and function as the fog light. For example, the
fog information may be detected by the driver assistance
system 100. Alternatively, the fog information may be
received through a communication unit 710 of the vehi-
cle.
[0088] For example, the processor 270 is configured
to control an image corresponding to the sidelight in the
rear combination lamp image to be displayed and func-
tion as the sidelight.
[0089] For example, when gear shift information cor-
responding to the backup state is received, the processor
270 is configured to control an image corresponding to
the reverse light in the rear combination lamp image and
function as the reverse light.
[0090] The processor 270 may set the maximum and
minimum values of the intensity of light output from the
display 250. The processor 270 is configured to control
a plurality of light emitting devices included in the display
250 such that light whose intensity is between the max-
imum and minimum values is output.
[0091] The processor 270 may adjust the intensity of
light output from the display 250 according to the driving
situation or driving environment. The processor 270 is
configured to receive information about the driving situ-
ation or driving environment through the interface unit
280.
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[0092] The processor 270 is configured to control the
display 250 such that the intensity of light output from the
display 250 in the daytime is higher than the intensity of
light output from the display 250 at night. For example,
determining whether it is daytime or night may be based
on illuminance information sensed through an illumi-
nance sensor.
[0093] The processor 270 is configured to control the
display 250 such that intensity of light output from the
display in accordance with the weather information is ad-
justed. In this case, the processor 270 is configured to
receive the weather information through the interface unit
280. The weather information may be detected by the
driver assistance system 100. Alternatively, the weather
information may be received through the communication
unit 710 of the vehicle.
[0094] The processor 270 may adjust the intensity of
output light of the display 250 according to the illuminance
information received through the interface unit 280.
[0095] The processor 270 is configured to receive dis-
tance-from-following vehicle information through the in-
terface unit 280. For example, the distance-from-follow-
ing vehicle information may be detected by the driver
assistance system 100.
[0096] The processor 270 may adjust the intensity of
light generated by the plurality of light emitting devices
included in the display 250, based on the distance-from-
following vehicle information. For example, the processor
270 may adjust the intensity of light in proportion to a
distance between the vehicle 700 and a following vehicle.
For example, the processor 270 may cause the intensity
of light to decrease as the distance between the vehicle
700 and the following vehicle decreases. For example,
the processor 270 may cause the intensity of light to in-
crease as the distance between the vehicle 700 and the
following vehicle increases.
[0097] The processor 270 is configured to control the
pattern of generated light by turning on/off the plurality
of light emitting devices included in the display 250 based
on the distance-from-following vehicle information. For
example, the processor 270 is configured to control the
number of light emitting devices which are turned on such
that the number increases in proportion to the distance
between the vehicle 700 and the following vehicle. For
example, the processor 270 is configured to control the
number of light emitting devices which are turned off such
that the number increase in proportion to the distance
between the vehicle 700 and the following vehicle.
[0098] The processor 270 is configured to control the
display 250 to implement exterior styling based on the
exterior style data stored in the memory 230.
[0099] The processor 270 is configured to control the
display 250 such that exterior styling is performed based
on the user’s facial expression sensed through an inter-
nal camera 195c (see FIG.12A). For example, if a smiling
expression of the user is sensed through the internal
camera 195c (see FIG. 12A), the user facial expression
information may be delivered to the processor 270

through the interface unit 280. The processor 270 is con-
figured to control the display 250 such that exterior styling
corresponding to the smiling expression information is
performed.
[0100] The processor 270 determine the at least one
condition related to driving of the vehicle by determining
the sensed user facial expression information.
[0101] The processor 270 select, from among multiple
exterior style images, the at least one exterior style image
to display by selecting, from among multiple exterior style
images, at least one exterior style image to display based
on the sensed user facial expression information.
[0102] The processor 270 is configured to receive ex-
terior style data through the interface unit 280. For ex-
ample, the exterior style data may be image data provid-
ed such that exterior styling of the rear combination lamp
is performed.
[0103] The processor 270 is configured to control the
display 250 such that exterior styling is performed based
on the received exterior style data.
[0104] The exterior style data received through the in-
terface unit 280 may be data received from an external
device 600, 510 or 520 by payment of a fee for use of
the exterior style data or for free. For example, the ex-
ternal device may be a mobile terminal 600, an external
server 510 or another vehicle 520.
[0105] The exterior style data received through the in-
terface unit 280 may be data generated according to a
user input. The user input may be received through a
user input unit 720 or display apparatus 400 of the vehi-
cle.
[0106] The exterior style data received through the in-
terface unit 280 may be data generated from an image
of another vehicle acquired from a camera 195. For ex-
ample, the camera 195 may include a mono camera,
stereo cameras 195a and 195b, or around view cameras
195d, 195e, 195f and 195g included in the driver assist-
ance system 100. For example, the camera 195 may
acquire a vehicle front view image or a vehicle surround-
ings image. The camera 195 is configured to detect an-
other vehicle in the vehicle front view image or a vehicle
surroundings image.
[0107] The processor 270 is configured to receive lo-
cation information about a road on which the vehicle is
traveling, through the interface unit 280. The processor
270 is configured to control the display 250 such that
exterior styling is performed in consideration of traffic
laws applied to the road.
[0108] The processor 270 may determine the at least
one condition related to driving of the vehicle by deter-
mining traffic laws applied to the road.
[0109] The processor 270 may select, from among
multiple exterior style images, the at least one exterior
style image to display by selecting, from among multiple
exterior style images, at least one exterior style image to
display based on the traffic laws applied to the road.
[0110] As described above, the processor 270 is con-
figured to control the display 250 such that an image cor-
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responding to a stop lamp, taillight, turn signal lamp, fog
light, sidelight or reverse light is formed in at least one
area of the display 250. In some implementations, the
processor 270 is configured to control the display 250 to
implement exterior styling such that the size, disposition,
light intensity or color of each area for displaying an image
of the stop lamp, taillight, turn signal lamp, fog light, side-
light or reverse light complies with the traffic laws.
[0111] In the case where the display 250 defines the
rear window glass 705 of the vehicle, the processor 270
is configured to control the display 250 such that images
corresponding to the stop lamp, taillight, turn signal lamp,
fog light, sidelight or reverse light are displayed in at least
one area of the display 250. In some implementations,
the images corresponding to the stop lamp may include
an image corresponding to a center high mounted stop
lamp (CHMSL).
[0112] In the case where the display 250 defines the
rear window glass 705 of the vehicle, the processor 270
may display the image of the rear combination lamp for
exterior styling on the first display unit of the display 250.
The processor 270 is configured to control the second
display unit of the display 250 to display predetermined
content for a user positioned inside the vehicle 700.
[0113] The processor 270 is configured to receive,
through the interface unit 280, forward objects informa-
tion, rearward objects information, navigation informa-
tion, road information, vehicle condition information, ve-
hicle driving information, in-vehicle situation information
or driving environment information.
[0114] The processor 270 is configured to control the
display 250 to display the received forward objects infor-
mation, rearward objects information, navigation infor-
mation, road information, vehicle condition information,
vehicle driving information, in-vehicle situation informa-
tion or driving environment information.
[0115] The forward objects information may include
traffic sign recognition (TSR) information and speed
bump detection information.
[0116] The processor 270 is configured to control the
display 250 to display TSR information and speed bump
detection information.
[0117] The TSR information may include detection in-
formation on a design or text indicated on a traffic sign-
board, detection information on a signal output from a
traffic light, and detection information on a design or text
indicated on a road surface.
[0118] The processor 270 is configured to control the
display 250 to display information corresponding to a de-
sign or text indicated on a traffic signboard, a signal out-
put from a traffic light, or a design or text indicated on a
road surface.
[0119] The processor 270 is configured to control the
display 250 to display a bump image corresponding to
the speed bump detection information.
[0120] The forward objects information may include
another-vehicle detection information, two-wheeled ve-
hicle detection information, pedestrian detection informa-

tion, traffic accident information, construction information
or road congestion information. For example, another ve-
hicle, a two-wheeled vehicle, a pedestrian, a traffic acci-
dent situation, construction or a road congestion situation
may be called an obstacle.
[0121] The processor 270 is configured to control the
display 250 to display the another-vehicle detection in-
formation, two-wheeled vehicle detection information,
pedestrian detection information, traffic accident infor-
mation, construction information, or road congestion in-
formation.
[0122] The rearward objects information may be infor-
mation about another vehicle traveling behind the vehicle
700.
[0123] The navigation information may include driving
route information, predetermined destination informa-
tion, remaining distance information, driving area infor-
mation, driving road information, and speed camera in-
formation.
[0124] The processor 270 is configured to control the
display 250 to display the driving route information, pre-
determined destination information, remaining distance
information, driving area information, driving road infor-
mation or speed camera information.
[0125] The processor 270 may display driving route
information through turn-by-turn (TBT) navigation. The
processor 270 is configured to control the display 250 to
display the driving route information with a straight arrow,
a left turn arrow, a right turn arrow or a U-turn arrow.
[0126] The road information may include information
about the inclination or curvature of the road on which
the vehicle is traveling.
[0127] The processor 270 is configured to control the
display 250 to display the inclination or curvature infor-
mation.
[0128] The vehicle condition information may be On
Board Diagnostics (OBD) information. The vehicle con-
dition information may include parking brake state infor-
mation, high beam on/off information, washer liquid level
information, engine oil level information, power source
temperature information, remaining energy information,
tire pressure information, brake oil level information or
door opening information.
[0129] The processor 270 is configured to control the
display 250 to display the OBD information. The proces-
sor 270 is configured to control the display 250 to display
the parking brake state information, high beam on/off in-
formation, washer liquid level information, engine oil level
information, power source temperature information, re-
maining energy information, tire pressure information,
brake oil level information, or door opening information.
[0130] The vehicle driving information may include
driving speed information, gear shift information or turn
signal information delivered to the turn signal lamp.
[0131] The processor 270 is configured to control the
display 250 to display the driving speed information, gear
shift information or turn signal information.
[0132] Meanwhile, the processor 270 is configured to
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receive, through the interface unit 280, a user input that
is input through the input unit 720 of the vehicle 700. In
some implementations, the processor 270 is configured
to control the display 250 to display information corre-
sponding to the user input.
[0133] The in-vehicle situation information may be pa-
tient evacuation situation information, emergency aid re-
quest information, infant-on-board information or inexpe-
rienced driver information. For example, the in-vehicle
situation information may be generated through the input
unit 720 of the vehicle 700 according to user input.
[0134] The driving environment information may in-
clude weather information or time information.
[0135] The processor 270 is configured to control the
display 250 to display the weather information or time
information.
[0136] The processor 270 may be controlled by the
controller 770.
[0137] The processor 270 may be implemented as
hardware using at least one of application specific inte-
grated circuits (ASICs), digital signal processors (DSPs),
digital signal processing devices (DSPDs), programma-
ble logic devices (PLDs), field programmable gate arrays
(FPGAs), processors, controllers, micro-controllers, mi-
croprocessors, and electric units for performing other
functions.
[0138] The interface unit 280 may exchange date with
the controller 770, sensing unit 760 or driver assistance
system 100 of the vehicle 700.
[0139] The interface unit 280 is configured to receive
vehicle-related data or user inputs or transmit, to the out-
side, a signal processed or generated by the processor
270. To this end, the interface unit 280 may perform data
communication with the controller 770, the sensing unit
760, or the driver assistance system 100 provided in the
vehicle in a wired or wireless manner.
[0140] The interface unit 280 is configured to receive
sensor information from the controller 770 or the sensing
unit 760.
[0141] For example, the sensor information may in-
clude at least one of vehicle direction information, vehicle
location information (GPS information), vehicle orienta-
tion information, vehicle speed information, vehicle ac-
celeration information, vehicle inclination information, ve-
hicle drive/reverse information, battery information, fuel
information, tire information, vehicular lamp information,
interior temperature information, interior humidity infor-
mation, and exterior illuminance information.
[0142] Such sensor information may be acquired from
a heading sensor, a yaw sensor, a gyro sensor, a position
module, a vehicle drive/reverse sensor, a wheel sensor,
a vehicle speed sensor, a vehicle body tilt sensor, a bat-
tery sensor, a fuel sensor, a tire sensor, a steering sensor
based on turning of the steering wheel, an interior tem-
perature sensor, an interior humidity sensor, and an illu-
minance sensor. The position module may include a GPS
module for receiving GPS information.
[0143] Among the pieces of sensor information, the ve-

hicle direction information, vehicle location information,
vehicle orientation information, vehicle speed informa-
tion and vehicle inclination information, which are related
to traveling of the vehicle, may be called vehicle travel
information.
[0144] The interface unit 280 is configured to receive
user facial expression information acquired by the inter-
nal camera 195c (see FIG. 4).
[0145] The interface unit 280 is configured to receive
user’s emotion information. For example, the emotion
information may be generated based on the information
input through the input unit 720 of the vehicle 700. For
example, the emotion information may be generated by
analyzing the user’s facial expression or voice input
through the internal camera 195c or a microphone 723.
[0146] Meanwhile, the interface unit 280 is configured
to receive, from the controller 770 or the driver assistance
system 100, object information detected by the driver as-
sistance system 100.
[0147] The driver assistance system 100 may perform
lane detection (LD), vehicle detection (VD), pedestrian
detection (PD), bright spot detection (BD), traffic sign rec-
ognition (TSR), and road surface detection, based on an
acquired front view image of the vehicle 700. The driver
assistance system 100 may generate information about
a distance to a detected object.
[0148] The interface unit 280 is configured to receive
the detected object information from the driver assistance
system 100. Alternatively, the interface unit 280 is con-
figured to receive the detected object information via the
controller 770.
[0149] The interface unit 280 is configured to receive
forward objects information, rearward objects informa-
tion, navigation information, road information, vehicle
condition information, vehicle driving information, in-ve-
hicle situation information or driving environment infor-
mation.
[0150] The interface unit 280 is configured to receive
information about a distance to an object in front of or
behind the vehicle.
[0151] The interface unit 280 is configured to receive
a user input that is input through the input unit 720 of the
vehicle 700.
[0152] The interface unit 280 is configured to receive
exterior style data. For example, the exterior style data
may be image data provided to enable implementation
of exterior styling of the rear combination lamp. Exterior
style data may be received from an external device 600,
510 or 520 (see FIG. 4) by payment or for free. For ex-
ample, the external device may be a mobile terminal 600,
a server 510, or another vehicle 520. Additionally, exte-
rior style data may be generated by user input. According
to the invention, exterior style data are generated from
an image of another vehicle detected by the camera 195
for photographing the outside of the vehicle 700.
[0153] The interface unit 280 is configured to receive
navigation information through data communication with
the controller 770, the display apparatus 400 or a sepa-
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rate navigation device. For example, the navigation in-
formation may include predetermined destination infor-
mation, route information according to the destination,
map information, and current location information,
wherein the map information and the current location in-
formation are related to traveling of the vehicle. The nav-
igation information may include information about the lo-
cation of the vehicle on the road.
[0154] The driver assistance system 100 will be de-
scribed in more detail with reference to FIGS. 5 to 7C.
[0155] The power supply 290 may be controlled by the
processor 270 to supply electric power necessary for op-
eration of each unit of the rear combination lamp 200. In
particular, the power supply 290 is configured to receive
power from, for example, a battery in the vehicle 700.
[0156] FIG. 4 is a diagram illustrating an example ve-
hicle.
[0157] Referring to FIG. 4, the vehicle 700 may include
a communication unit 710, an input unit 720, a sensing
unit 760, an output unit 740, a vehicle drive unit 750, a
memory 730, an interface unit 780, a controller 770, a
power supply 790, a driver assistance system 100, a rear
combination lamp 200 and a display apparatus 400.
[0158] The communication unit 710 may include at
least one module enabling wireless communication be-
tween the vehicle 700 and the mobile terminal 600, be-
tween the vehicle 700 and the external server 510 or
between the vehicle 700 and another vehicle 520. The
communication unit 710 may also include at least one
module for connecting the vehicle 700 to at least one
network.
[0159] The communication unit 710 is configured to
receive exterior style data from an external device 600,
510 or 520 by communicating with the external device.
The communication unit 710 may provide the received
exterior style data to the rear combination lamp 200.
[0160] The communication unit 710 is configured to
receive the exterior style data from the external device
600, 510 or 520 by payment or for free.
[0161] If the exterior style data is received from the
external device 600, 510 or 520 by payment, the com-
munication unit 710 may exchange payment information
with the external devices 600, 510 and 520.
[0162] If the external device is the mobile terminal 600,
the communication unit 710 is configured to receive the
exterior style data through a short-range communication
module 713.
[0163] If the external device is the server 510 or an-
other vehicle 520, the communication unit 710 is config-
ured to receive the exterior style data through a wireless
Internet module 712.
[0164] The communication unit 710 is configured to
receive traffic accident information, construction informa-
tion or road congestion information from the external de-
vices 600, 510 and 520. For example, the communication
unit 710 is configured to receive traffic accident informa-
tion, construction information or road congestion infor-
mation through the wireless Internet module 712.

[0165] The communication unit 710 may include a
broadcast reception module 711, the wireless Internet
module 712, the short-range communication module
713, the location information module 714 and an optical
communication module 715.
[0166] The broadcast reception module 711 receives
a broadcast signal or broadcast-related information from
an external broadcast management server over a broad-
cast channel. For example, the broadcast includes radio
broadcast or TV broadcast.
[0167] The wireless Internet module 712, which refers
to a module for wireless Internet access, may be inter-
nally or externally installed on the vehicle 700. The wire-
less Internet module 712 is configured to transmit and
receive a radio signal on a communication network ac-
cording to wireless Internet technologies.
[0168] Examples of wireless Internet technologies in-
clude Wireless LAN (WLAN), Wi-Fi, Wi-Fi Direct, Digital
Living Network Alliance (DLNA), Wireless Broadband
(WiBro), World Interoperability for Microwave Access
(WiMAX), High Speed Downlink Packet Access (HSD-
PA), High Speed Uplink Packet Access (HSUPA), Long
Term Evolution (LTE), and Long Term Evolution-Ad-
vanced (LTE-A). The wireless Internet module 712 trans-
mits and receives data according to at least one wireless
Internet technology selected from among wireless Inter-
net technologies including the aforementioned technol-
ogies. For example, the wireless Internet module 712
may wirelessly exchange data with the external server
510. The wireless Internet module 712 is configured to
receive weather information and traffic situation informa-
tion (e.g., TPEG (Transport Protocol Expert Group)) from
the external server 510.
[0169] The short-range communication module 713,
which is intended for short-range communication, may
support short-range communication using at least one of
Bluetooth™, Radio Frequency Identification (RFID), In-
frared Data Association (IrDA), Ultra Wideband (UWB),
ZigBee, Near Field Communication (NFC), Wi-Fi, Wi-Fi
Direct, and Wireless Universal Serial Bus (Wireless USB)
technologies.
[0170] The short-range communication module 713
may establish a wireless local area network to implement
short-range communication between the vehicle 700 and
at least one external device. For example, the short-
range communication module 713 may wirelessly ex-
change data with the mobile terminal 600. The short-
range communication module 713 is configured to re-
ceive weather information, and traffic situation informa-
tion (e.g., TPEG (Transport Protocol Expert Group)) from
the mobile terminal 600. For example, when a user enters
the vehicle 700, the mobile terminal 600 of the user may
be paired with the vehicle 700 automatically or by exe-
cution of an application by the user.
[0171] A typical example of the location information
module 714, which serves to acquire the location of the
vehicle 700, is a global positioning system (GPS) module.
For example, if the vehicle utilizes the GPS module, the
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location of the vehicle may be acquired using a signal
from a GPS satellite.
[0172] The optical communication module 715 may in-
clude a light transmitter and a light receiver.
[0173] The light receiver may covert a light signal to
an electrical signal to receiver information. The light re-
ceiver may include a photodiode (PD) for receiving light.
The PD is capable of converting light into an electrical
signal. For example, the light receiver is configured to
receive information on a foregoing vehicle through light
emitted from a light source included in the foregoing ve-
hicle.
[0174] The light transmitter may include at least one
light emitting device for converting an electrical signal to
a light signal. Preferably, the light emitting device is a
light emitting diode (LED). The light transmitter coverts
an electrical signal into a light signal and transmits the
light signal outside. For example, the light transmitter
transmits a light signal by blinking a light emitting device
at a predetermined frequency. In some implementations,
the light transmitter may include an array of a plurality of
light emitting devices. In some implementations, the light
transmitter may be integrated with a lamp provided to the
vehicle 700. For example, the light transmitter may be at
least one of a headlight, a taillight, a stop lamp, a turn
signal lamp and a sidelight. For example, the optical com-
munication module 715 may exchange data with another
vehicle 520 through optical communication.
[0175] The input unit 720 may include a driving manip-
ulation device 721, a camera 195, a microphone 723 and
a user input unit 724.
[0176] The driving manipulation device 721 receives
user input for driving the vehicle 700. The driving manip-
ulation device 721 may include a steering input device
721a, a shift input device 721b, an acceleration input
device 721c, and a brake input device 721d.
[0177] The steering input device 721a receives a travel
direction input of the vehicle 700 from the user. The steer-
ing input device 721a is preferably formed in the shape
of a wheel such that steering can be input by a turning
operation. In some implementations, the steering input
device 721a may be defined in the form of a touchscreen,
touch pad, or button.
[0178] The shift input device 721b receives, from the
user, inputs of Park (P), Drive (D), Neutral (N) and Re-
verse (R) of the vehicle 700. Preferably, the shift input
device 721b is formed in the shape of a lever. In some
implementations, the shift input device 721b may be de-
fined in the form of a touchscreen, touch pad, or button.
[0179] The acceleration input device 721c receives an
input for accelerating the vehicle 700 from the user. The
brake input device 721d receives an input for decelerat-
ing the vehicle 700 from the user. Preferably, the accel-
eration input device 721c and the brake input device 721d
are formed in the shape of a pedal. In some implemen-
tations, the acceleration input device 721c or the brake
input device 721d may be defined in the form of a touch-
screen, touch pad, or button.

[0180] The camera 195 may include an image sensor
and an image processing module. The camera 195 may
process a still image or a moving image obtained by the
image sensor (e.g., CMOS or CCD). The image process-
ing module may process the still image or moving image
acquired through the image sensor to extract necessary
information and deliver the extracted information to the
controller 770. Meanwhile, the vehicle 700 may include
a camera 195 for capturing an image of a front view or
surroundings of the vehicle and an internal camera 195c
for capturing an image of the inside of the vehicle.
[0181] The internal camera 195c may acquire an im-
age of a person on board. The internal camera 195c may
obtain an image for biometric identification of the person.
[0182] While FIG. 4 illustrates the camera 195 as being
included in the input unit 720, the camera 195 may be
included in the driver assistance system 100.
[0183] The microphone 723 may process an external
sound signal to create electrical data. The data created
through the processing may be utilized for various pur-
poses according to a function in execution in the vehicle
700. The microphone 723 may convert a voice command
from the user into electrical data. The electrical data may
be delivered to the controller 770.
[0184] In some implementations, the camera 722 or
the microphone 723 may be included in the sensing unit
760 rather than in the input unit 720.
[0185] The user input unit 724 is intended to receive
information input by the user. When information is input
through the user input unit 724, the controller 770 is con-
figured to control operation of the vehicle 700 in accord-
ance with the input information. The user input unit 724
may include a touch input device or a mechanical input
device. In some implementations the user input unit 724
may be disposed in one area of the steering wheel. In
some implementations, the driver may manipulate the
user input unit 724 with fingers while holding the steering
wheel.
[0186] The sensing unit 760 senses a signal related to
traveling of the vehicle 700. To this end, the sensing unit
760 may include a collision sensor, a wheel sensor, a
speed sensor, a tilt sensor, a weight sensor, a heading
sensor, a yaw sensor, a gyro sensor, a position module,
a vehicle drive/reverse sensor, a battery sensor, a fuel
sensor, a tire sensor, a steering sensor based on turning
of the steering wheel, an interior temperature sensor, an
interior humidity sensor, an ultrasonic sensor, radar,
lidar, and an illuminance sensor.
[0187] Thereby, the sensing unit 760 may acquire ve-
hicle collision information, vehicle direction information,
vehicle location information (GPS information), vehicle
orientation information, vehicle speed information, vehi-
cle acceleration information, vehicle inclination informa-
tion, vehicle drive/reverse information, battery informa-
tion, fuel information, tire information, vehicular lamp in-
formation, interior temperature information, interior hu-
midity information, a sensing signal for an angle by which
the steering wheel is rotated, and illuminance information
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on the exterior of the vehicle.
[0188] The sensing unit 760 may further include an ac-
celerator pedal sensor, a pressure sensor, an engine
speed sensor, an air flow sensor (AFS), an intake air
temperature sensor (ATS), a water temperature sensor
(WTS), a throttle position sensor (TPS), a TDC sensor,
and a crankshaft angle sensor (CAS).
[0189] The sensing unit 760 may include a biometric
identification information sensing unit. The biometric
identification information sensing unit senses and ac-
quires biometric identification information of a passen-
ger. The biometric identification information may include
fingerprint information, iris-scan information, retina-scan
information, hand geometry information, facial recogni-
tion information, and voice recognition information. The
biometric identification information sensing unit may in-
clude a sensor for sensing biometric identification infor-
mation of a passenger. For example, the internal camera
195c and the microphone 723 may operate as sensors.
The biometric identification information sensing unit may
acquire hand geometry information and facial recognition
information through the internal camera 195c.
[0190] The output unit 740, which serves to output in-
formation processed by the controller 770, may include
a display unit 741, a sound output unit 742 and a haptic
output unit 743.
[0191] The display unit 741 may display information
processed by the controller 770. For example, the display
unit 741 may display vehicle-related information. For ex-
ample, the vehicle-related information may include vehi-
cle control information for direction control of the vehicle
or vehicle driving assistance information for assisting the
driver in driving. The vehicle-related information may also
include vehicle condition information indicating the cur-
rent condition of the vehicle or vehicle driving information
related to driving of the vehicle.
[0192] The display unit 741 may include at least one
of a liquid crystal display (LCD), a thin film transistor-
liquid crystal display (TFT LCD), an organic light-emitting
diode (OLED), a flexible display, a 3D display, and an e-
ink display.
[0193] The display unit 741 may form a layered archi-
tecture together with a touch sensor or be integrated with
the touch sensor, thereby implementing a touchscreen.
Such touchscreen may function as the user input unit
724 providing an input interface between the vehicle 700
and the user and also as an output interface between the
vehicle 700 and the user. In some implementations, the
display unit 741 may include a touch sensor for sensing
a touch applied to the display unit 741 in order to receive
a control command in a touch manner. Thereby, when
the display unit 741 is touched, the touch sensor may
sense the touch, and the controller 770 may generate a
control command corresponding to the touch. Content
input through touch may include characters, numbers, or
menu items which can be indicated or designated in var-
ious modes.
[0194] Meanwhile, the display unit 741 may include a

cluster to allow a driver to check the vehicle condition
information or vehicle driving information while driving
the engine. The cluster may be positioned on the dash-
board. In some implementations, the driver can check
the information displayed on the cluster while looking for-
ward of the vehicle.
[0195] In some implementations, the display unit 741
may be implemented as a head up display (HUD). If the
display unit 741 is implemented as the HUD, information
may be output through a transparent display provided to
the windshield. Alternatively, the display unit 741 may be
provided with a projection module, thereby, outputting
information through an image projected on the wind-
shield.
[0196] Meanwhile, a display unit 141 may be integrated
with the display apparatus 400, which will be described
later.
[0197] The sound output unit 742 converts an electrical
signal from the controller 770 into an audio signal and
outputs the audio signal. To this end, the sound output
unit 742 may be provided with a speaker. The sound
output unit 742 may output a sound corresponding to an
operation of the user input unit 724.
[0198] The haptic output unit 743 generates a haptic
output. For example, the haptic output unit 743 may vi-
brate the steering wheel, a seat belt and a seat to allow
the user to recognize the output.
[0199] The vehicle drive unit 750 is configured to con-
trol operation of various vehicular devices. The vehicle
drive unit 750 may include a power source drive unit 751,
a steering drive unit 752, a brake drive unit 753, a lamp
drive unit 754, an air conditioning drive unit 755, a window
drive unit 756, an airbag drive unit 757, a sunroof drive
unit 758 and a suspension drive unit 759.
[0200] The power source drive unit 751 may perform
electronic control of the power source in the vehicle 700.
[0201] For example, if a fossil fuel-based engine is the
power source, the power source drive unit 751 may per-
form electric control on the engine. Thereby, the output
torque of the engine may be controlled. If the power
source drive unit 751 is an engine, the output torque of
the engine may be controlled by the controller 770 to limit
the speed of the vehicle.
[0202] As another example, if an electricity-based mo-
tor is the power source, the power source drive unit 751
may perform control operation on the motor. Thereby,
the rotational speed and torque of the motor may be con-
trolled.
[0203] The steering drive unit 752 may perform elec-
tronic control of the steering apparatus in the vehicle 700.
Thereby, the travel direction of the vehicle may be
changed.
[0204] The brake drive unit 753 may perform electronic
control of a brake apparatus in the vehicle 700. For ex-
ample, by controlling the operation of the brakes dis-
posed on the wheels, the speed of the vehicle 700 may
be reduced. In another example, the brake disposed on
a left wheel may be operated differently from the brake
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disposed on a right wheel in order to adjust the travel
direction of the vehicle 700 to the left or right.
[0205] The air conditioning drive unit 755 may perform
electronic control of an air conditioner in the vehicle 700.
For example, if the temperature of the inside of the vehicle
is high, the air conditioning drive unit 755 is configured
to control the air conditioner to supply cool air to the inside
of the vehicle.
[0206] The window drive unit 756 may perform elec-
tronic control of a window apparatus in the vehicle 700.
For example, the unit is configured to control opening or
closing of the left and right windows on both sides of the
vehicle.
[0207] The airbag drive unit 757 may perform electron-
ic control of an airbag apparatus in the vehicle 700. For
example, the unit is configured to control the airbag ap-
paratus such that the airbags are inflated when the ve-
hicle is exposed to danger.
[0208] The sunroof drive unit 758 may perform elec-
tronic control of a sunroof apparatus in the vehicle 700.
For example, the unit is configured to control opening or
closing of the sunroof.
[0209] The suspension drive unit 759 may perform
electronic control of a suspension apparatus in the vehi-
cle 700. For example, when a road surface is uneven,
the unit is configured to control the suspension apparatus
to attenuate vibration of the vehicle 700.
[0210] The memory 730 is electrically connected to the
controller 770. The memory 730 may store basic data for
each unit, control data for controlling operation of each
unit, and input/output data. When implemented through
hardware, the memory 730 may include various storage
devices such as a ROM, RAM, EPROM, flash drive, and
hard drive. The memory 730 may store various kinds of
data for overall operation of the vehicle 700 including a
program for processing or controlling operation of the
controller 770.
[0211] The interface unit 780 may serve as a path be-
tween the vehicle 700 and various kinds of external de-
vices connected thereto. For example, the interface unit
780 may be provided with a port connectable to the mo-
bile terminal 600, and thus be connected to the mobile
terminal 600 through the port. In some implementations,
the interface unit 780 may exchange data with the mobile
terminal 600.
[0212] The interface unit 780 may also serve as a path
through which electric energy is supplied to the mobile
terminal 600 connected thereto. If the mobile terminal
600 is electrically connected to the interface unit 780, the
interface unit 780 is controlled by the controller 770 to
provide the mobile terminal 600 with electric energy sup-
plied from the power supply 790.
[0213] The controller 770 is configured to control over-
all operations of the respective units in the vehicle 700.
The controller 770 may be called an electronic control
unit (ECU).
[0214] The controller 770 may be implemented as
hardware using at least one of application specific inte-

grated circuits (ASICs), digital signal processors (DSPs),
digital signal processing devices (DSPDs), programma-
ble logic devices (PLDs), field programmable gate arrays
(FPGAs), processors, controllers, micro-controllers, mi-
croprocessors, and electric units for performing other
functions.
[0215] The power supply 790 may be controlled by the
controller 770 to supply electric power necessary for op-
eration of respective constituents. In particular, the power
supply 790 is configured to receive power from, for ex-
ample, a battery in the vehicle.
[0216] The driver assistance system 100 may ex-
change data with the controller 770. A signal or data from
the driver assistance system 100 may be output to the
controller 770. Alternatively, a signal or data from the
driver assistance system 100 may be output to the rear
combination lamp 200.
[0217] The rear combination lamp 200 may be the rear
combination lamp for vehicles described above with ref-
erence to FIGS. 1 to 3.
[0218] The display apparatus 400 may exchange data
with the controller 770. A signal or data from the display
apparatus 400 may be output to the controller 770. Al-
ternatively, a signal or data from the display apparatus
400 may be output to the rear combination lamp 200.
[0219] The display apparatus 400 may be integrated
with the user input unit 724 and the display unit 741 de-
scribed above. In some implementations, the display ap-
paratus 400 is configured to receive user input according
to a touch gesture. In addition, the display apparatus 400
may display predetermined content.
[0220] The display apparatus 400 may display a plu-
rality of exterior style images. The display apparatus 400
is configured to receive user input of selecting one of the
displayed exterior style images. In some implementa-
tions, the exterior style data include exterior style images.
The exterior style data may be image data provided to
enable implementation of exterior styling of the rear com-
bination lamp. In some implementations, the processor
270 of the rear combination lamp 200 for vehicles is con-
figured to control the display 250 to perform the exterior
styling based on the selected exterior style image.
[0221] The exterior style data may be data received
from an external device 600, 510 or 520 by payment or
for free. For example, the external device may be a mo-
bile terminal 600, an external server 510 or another ve-
hicle 520.
[0222] The exterior style data may be data generated
according to user input. The user input may be received
through the user input unit 720 or display apparatus 400
of the vehicle.
[0223] The exterior style data may be data generated
from an image of another vehicle acquired from the cam-
era 195. For example, the camera 195 may include a
mono camera, stereo cameras 195a and 195b, or around
view cameras 195d, 195e, 195f and 195g as included in
the driver assistance system 100.
[0224] The display apparatus 400 for vehicles may dis-
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play at least one exterior style image generated by a user
input. If the exterior style image is selected, the display
apparatus 400 may provide exterior style data corre-
sponding to the exterior style image to the rear combi-
nation lamp 200.
[0225] When a plurality of exterior style data is received
from the external server 510, the display apparatus 400
may display a plurality of exterior style images. The dis-
play apparatus 400 is configured to receive user input of
selecting one of the displayed exterior style images. In
some implementations, the processor 270 of the rear
combination lamp 200 is configured to control the display
250 such that exterior styling is performed according to
the selected exterior style image.
[0226] When a plurality of exterior style data is received
from the mobile terminal 600, the display apparatus 400
may display a plurality of exterior style images. The dis-
play apparatus 400 is configured to receive user input of
selecting one of the displayed exterior style images. In
some implementations, the processor 270 of the rear
combination lamp 200 is configured to control the display
250 such that exterior styling is performed according to
the selected exterior style image.
[0227] When a plurality of exterior style data is stored
in the memory 230 of the rear combination lamp 200, the
display apparatus 400 may display a plurality of exterior
style images corresponding to the plurality of exterior
style data. The display apparatus 400 is configured to
receive user input of selecting one of the displayed ex-
terior style images. In some implementations, the proc-
essor 270 of the rear combination lamp 200 is configured
to control the display 250 such that exterior styling is per-
formed according to the selected exterior style image.
[0228] Meanwhile, the display apparatus 400 may be
controlled by the controller 770.
[0229] FIG. 5 is a diagram illustrating an example cam-
era attached to the vehicle. FIG. 6A is a diagram illus-
trating an example camera attached to the vehicle. FIG.
6B is a diagram illustrating an example camera attached
to the vehicle.
[0230] Hereinafter, description will be given of a driving
assistance system including cameras 195a and 195b for
acquiring an image of the front view of the vehicle, with
reference to FIG. 5.
[0231] While the driver assistance system 100 is illus-
trated as including two cameras in FIG. 5, it is apparent
that the number of cameras is not limited thereto.
[0232] Referring to FIG. 5, the driver assistance sys-
tem 100 may include a first camera 195a provided with
a first lens 193a and a second camera 195b provided
with a second lens 193b. In some implementations, the
camera 195 may be called a stereo camera.
[0233] The driver assistance system 100 may include
a first light shield 192a and a second light shield 192b,
which are intended to shield light incident on the first lens
193a and the second lens 193b, respectively.
[0234] The driver assistance system 100 shown in the
figure may be detachably attached to the ceiling or wind-

shield of the vehicle 700.
[0235] The driver assistance system 100 may acquire
stereo images of the front view of the vehicle from the
first and second cameras 195a and 195b, perform dis-
parity detection based on the stereo images, perform ob-
ject detection in at least one stereo image based on the
disparity information, and continuously track movement
of an object after the object detection.
[0236] Hereinafter, description will be given of a driving
assistance system including cameras 195d, 195e, 195f
and 195g for acquiring images of the surroundings of the
vehicle with reference to FIGS. 6A and 6B.
[0237] While FIGS. 6A and 6B illustrate the driver as-
sistance system 100 as including four cameras, it is ap-
parent that the number of cameras is not limited thereto.
[0238] Referring to FIGS. 6A and 6B, the driver assist-
ance system 100 may include a plurality of cameras
195d, 195e, 195f and 195g. In some implementations,
the camera 195 may be called an around view camera.
[0239] The cameras 195d, 195e, 195f and 195g may
be disposed at the left, back, right and front of the vehicle,
respectively.
[0240] The left camera 195d may be disposed in a case
surrounding the left side-view mirror. Alternatively, the
left camera 195d may be disposed at the exterior of the
case surrounding the left side-view mirror. Alternatively,
the left camera 195d may be disposed in one outer area
of the left front door, left rear door or left fender.
[0241] The right camera 195f may be disposed in a
case surrounding the right side-view mirror. Alternatively,
the right camera 195f may be disposed at the exterior of
the case surrounding the right side-view mirror. Alterna-
tively, the right camera 195f may be disposed at one outer
area of the right front door, right rear door or right fender.
[0242] The rear camera 195e may be disposed near
the rear license plate or trunk switch.
[0243] The front camera 195g may be disposed near
the badge or radiator grille.
[0244] Images captured by the plurality of cameras
195d, 195e, 195f and 195g may be delivered to the proc-
essor 170, and the processor 170 may synthesize the
images to generate an image of the surroundings of the
vehicle.
[0245] FIG. 6B shows an exemplary image of the sur-
roundings of the vehicle. A vehicle surroundings image
201 may include a first image area 195di of an image
captured by the left camera 195d, a second image area
195ei of an image captured by the rear camera 195e, the
third image area 195fi of an image captured by the right
camera 195f, and the fourth image area of an image cap-
tured by the front camera 195g.
[0246] When an around view image is generated from
the plurality of cameras, boundary parts may be pro-
duced among the respective image areas. The boundary
parts may be processed through image blending to ex-
pression natural when they are displayed.
[0247] Meanwhile, boundary lines 202a, 202b, 202c,
and 202d may be displayed on the respective boundaries
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of a plurality of images.
[0248] The vehicle surroundings image 201 may in-
clude a vehicle image 700i. For example, the vehicle im-
age 700i may be generated by the processor 170.
[0249] The vehicle surroundings image 201 may be
displayed through the display unit 741 of the vehicle or
the display unit 180 of the driver assistance system.
[0250] FIG. 7A is a diagram illustrating an example in-
terior of a driver assistance system. FIG. 7B is a diagram
illustrating an example interior of a driver assistance sys-
tem. FIG. 7C is a diagram illustrating an example interior
of a driver assistance system.
[0251] In FIGS. 7A and 7B, the driver assistance sys-
tem 100 may generate vehicle-related information by per-
forming signal processing of an image received from the
camera 195 based on computer vision. For example, the
vehicle-related information may include vehicle control
information for direction control of the vehicle or vehicle
driving assistance information for assisting the driver in
driving.
[0252] For example, the camera 195 may be a mono
camera for capturing images of the front view or rear view
of the vehicle. Alternatively, the camera 195 may include
stereo cameras 195a and 195b for capturing images of
the front view or rear view of the vehicle. Alternatively,
the camera 195 may include around view cameras 195d,
195e, 195f and 195g for capturing images of surround-
ings of the vehicle.
[0253] FIG. 7A is a block diagram illustrating the inte-
rior of the driver assistance system 100.
[0254] Referring to FIG. 7A, the driver assistance sys-
tem 100 may include an input unit 110, a communication
unit 120, an interface unit 130, a memory 140, a proces-
sor 170, a power supply 190, a camera 195, a display
unit 180 and an audio output unit 185.
[0255] The input unit 110 may be equipped with a plu-
rality of buttons or a touchscreen attached to the driver
assistance system 100, in particular, the internal camera
195c. The driver assistance system 100 may be turned
on and operated through the plurality of buttons or the
touchscreen. Various input operations may also be per-
formed through the buttons or touchscreen.
[0256] The communication unit 120 may wirelessly ex-
change data with the mobile terminal 600 or the server
500. In particular, the communication unit 120 may wire-
lessly exchange data with a mobile terminal of the vehicle
driver. Wireless data communication schemes may in-
clude Bluetooth, Wi-Fi Direct, Wi-Fi, APiX, and NFC.
[0257] The communication unit 120 is configured to
receive weather information and traffic situation informa-
tion (e.g., TPEG (Transport Protocol Expert Group)) from
the mobile terminal 600 or the server 500. The driver
assistance system 100 may transmit recognized real-
time information to the mobile terminal 600 or the server
500.
[0258] When a user enters the vehicle, the mobile ter-
minal 600 of the user may be paired with the driver as-
sistance system 100 automatically or by execution of an

application by the user.
[0259] The communication unit 120 is configured to
receive change-of-traffic light information from the exter-
nal server 510. For example, the external server 510 may
be a server positioned at a traffic control center that con-
trols traffic.
[0260] The interface unit 130 is configured to receive
vehicle-related data or transmit a signal processed or
generated by the processor 170. To this end, the interface
unit 130 may perform data communication with the con-
troller 770, the display apparatus 400, the sensing unit
760 and the like which are included in the vehicle through
wired or wireless communication.
[0261] The interface unit 130 is configured to receive
navigation information through data communication with
the controller 770, the display apparatus 400 or a sepa-
rate navigation apparatus. For example, the navigation
information may include predetermined destination infor-
mation, route information according to the destination,
map information, and current location information,
wherein the map information and the current location in-
formation are related to traveling of the vehicle. The nav-
igation information may include information about the lo-
cation of the vehicle on the road.
[0262] Meanwhile, the interface unit 130 is configured
to receive sensor information from the controller 770 or
the sensing unit 760.
[0263] For example, the sensor information may in-
clude at least one of vehicle direction information, vehicle
location information (GPS information), vehicle orienta-
tion information, vehicle speed information, vehicle ac-
celeration information, vehicle inclination information, ve-
hicle drive/reverse information, battery information, fuel
information, tire information, vehicular lamp information,
and interior temperature information, interior humidity in-
formation.
[0264] Such sensor information may be acquired from
a heading sensor, a yaw sensor, a gyro sensor, a position
module, a vehicle drive/reverse sensor, a wheel sensor,
a vehicle speed sensor, a vehicle body tilt sensor, a bat-
tery sensor, a fuel sensor, a tire sensor, a steering sensor
based on turning of the steering wheel, a interior temper-
ature sensor, and a interior humidity sensor. The position
module may include GPS module for receiving GPS in-
formation.
[0265] Among the pieces of sensor information, the ve-
hicle direction information, vehicle location information,
vehicle orientation information, vehicle speed informa-
tion and vehicle inclination information, which are related
to traveling of the vehicle, may be called vehicle travel
information.
[0266] The memory 140 may store various kinds of da-
ta for overall operation of the driver assistance system
100 including a program for processing or controlling op-
eration of the processor 170.
[0267] The memory 140 may store data for identifying
an object. For example, if a predetermined object is de-
tected in an image acquired through the camera 195, the
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memory 140 may store data for identifying the object ac-
cording to a predetermined algorithm.
[0268] The memory 140 may store traffic information
data. For example, if predetermined traffic information is
detected in an image acquired through the camera 195,
the memory 140 may store data for identifying the traffic
information according to a predetermined algorithm.
[0269] When implemented through hardware, the
memory 140 may include various storage devices such
as a ROM, RAM, EPROM, flash drive, and hard drive.
[0270] The processor 170 is configured to control over-
all operation of each unit in the driver assistance system
100.
[0271] The processor 170 may process an image of
the vehicle front view image or a vehicle surroundings
image acquired by the camera 195. In particular, the proc-
essor 170 performs signal processing based on compu-
ter vision. Thereby, the processor 170 may acquire an
image of the front view or surroundings of the vehicle
from the camera 195, and is configured to detect and
track an object based on the image. In particular, in de-
tecting an object, the processor 170 may perform lane
detection (LD), vehicle detection (VD), pedestrian detec-
tion (PD), bright spot detection (BD), traffic sign recog-
nition (TSR), and road surface detection.
[0272] A traffic sign may represent predetermined in-
formation which can be delivered to the driver of the ve-
hicle 700. The traffic sign may be delivered to the deriver
through a traffic light, a traffic signboard or a road surface.
For example, the traffic sign may be a Go or Stop signal
output from a traffic light for a vehicle or pedestrian. For
example, the traffic sign may include various designs or
texts marked on traffic signboards. For example, the traf-
fic sign may include various designs or texts marked on
the road surface.
[0273] The processor 170 is configured to detect infor-
mation in a vehicle front view image, vehicle rear view
image or surroundings-of-vehicle image acquired by the
camera 195.
[0274] The information may include forward objects in-
formation, rearward objects information, and road infor-
mation.
[0275] The processor 170 may compare the detection
information with information stored in the memory 140 to
identify the information.
[0276] Meanwhile, the processor 170 is configured to
control zoom of the camera 195. For example, the proc-
essor 170 is configured to control zoom of the camera
195 according to a result of the object detection. For ex-
ample, if a traffic signboard is detected, but details
marked on the traffic signboard are not detected, the
processor 170 is configured to control the camera 195
such that the camera 195 zooms in.
[0277] The processor 170 is configured to receive
weather information and traffic situation information (e.g.,
TPEG (Transport Protocol Expert Group)) through the
communication unit 120.
[0278] The processor 170 may recognize, in real time,

information about a traffic situation around the vehicle
recognized by the driver assistance system 100 based
on stereo images.
[0279] The processor 170 is configured to receive nav-
igation information from the display apparatus 400 or a
separate navigation apparatus through the interface unit
130.
[0280] The processor 170 is configured to receive sen-
sor information from the controller 770 or the sensing unit
760 through the interface unit 130. For example, the sen-
sor information may include at least one of vehicle direc-
tion information, vehicle location information (GPS infor-
mation), vehicle orientation information, vehicle speed
information, vehicle acceleration information, vehicle in-
clination information, vehicle drive/reverse information,
battery information, fuel information, tire information, ve-
hicular lamp information, interior temperature informa-
tion, interior humidity information and steering wheel ro-
tation information.
[0281] The processor 170 is configured to receive nav-
igation information from the controller 770, the display
apparatus 400, or a separate navigation apparatus
through the interface unit 130.
[0282] The processor 170 is configured to detect a rel-
ative distance to an object based on change in size of
the object detected in time. The processor 170 is config-
ured to detect a relative speed of the detected object
based on the detected relative distance and vehicle
speed.
[0283] For example, if the camera 195 captures a front
view image of the vehicle 700, the processor 170 is con-
figured to detect a front object. The processor 170 is con-
figured to detect a relative distance to the front object
based on change in size of the front object detected in
time. For example, the front object may be a foregoing
vehicle.
[0284] For example, if the camera 195 captures a rear
view image of the vehicle 700, the processor 170 is con-
figured to detect a rear object. The processor 170 is con-
figured to detect a relative distance to the rear object
based on change in size of the rear object detected in
time. For example, the rear object may be a following
vehicle.
[0285] The processor 170 is configured to detect an-
other vehicle in a vehicle front view image or surround-
ings-of-vehicle image. The processor 170 may generate
exterior style data based on the rear combination lamp
of the detected vehicle. The processor 170 may provide
the exterior style data to the rear combination lamp 200.
[0286] In some implementations, the processor 170
may provide an image of the detected vehicle to the rear
combination lamp 200. In some implementations, the
processor 270 of the rear combination lamp 200 may
generate exterior style data based on the received image
of the vehicle.
[0287] Meanwhile, the processor 170 may be imple-
mented using at least one of application specific integrat-
ed circuits (ASICs), digital signal processors (DSPs), dig-
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ital signal processing devices (DSPDs), programmable
logic devices (PLDs), field programmable gate arrays
(FPGAs), processors, controllers, micro-controllers, mi-
croprocessors, and electric units for performing other
functions.
[0288] The processor 170 may be controlled by the
controller 770.
[0289] The display unit 180 may display various kinds
of information processed by the processor 170. The dis-
play unit 180 may display an image related to operation
of the driver assistance system 100. To display such im-
age, the display unit 180 may include a cluster or HUD
on the inner front of the vehicle. If the display unit 180 is
an HUD, the unit may include a projection module for
projecting an image onto the wind shied of the vehicle
700.
[0290] The audio output unit 185 may output sound
based on an audio signal processed by the processor
170. To this end, the audio output unit 185 may include
at least one speaker.
[0291] An audio input unit is configured to receive a
user’s voice. To this end, the unit may include a micro-
phone. The received voice may be converted into an elec-
trical signal and delivered to the processor 170.
[0292] The power supply 190 may be controlled by the
processor 170 to supply electric power necessary for op-
eration of respective constituents. In particular, the power
supply 190 is configured to receive power from, for ex-
ample, a battery in the vehicle.
[0293] The camera 195 acquires a vehicle front view
image, a vehicle rear view image or a surroundings-of-
vehicle image. The camera 195 may be a mono camera
or stereo camera 195a, 195b for capturing the vehicle
front view image or rear view image. Alternatively, the
camera 195 may include a plurality of cameras 195d,
195e, 195f and 195g for capturing a surroundings-of-ve-
hicle image.
[0294] The camera 195 may include an image sensor
(e.g., CMOS or CCD) and an image processing module.
[0295] The camera 195 may process a still image or a
moving image obtained by the image sensor. The image
processing module may process the still image or moving
image acquired through the image sensor. In some im-
plementations, the image processing module may be
configured separately from the processor 170 or integrat-
ed with the processor 170.
[0296] Zoom of the camera 195 may be controlled by
the processor 170. For example, a zoom barrel included
in the camera 195 may be moved as controlled by the
processor 170, thereby setting the zoom.
[0297] The camera 195 may be controlled by the proc-
essor 170 to set the focus. For example, a focus barrel
included in the camera 195 may be moved as controlled
by the processor 170, thereby setting the focus. The fo-
cus may be automatically set based on the zoom setting.
[0298] Meanwhile, the processor 170 may automati-
cally control the focus according to zoom control of the
camera 195.

[0299] The camera 195 is configured to detect a front
object or rear object of the vehicle.
[0300] FIG. 7B is a block diagram illustrating the inte-
rior of the driver assistance system 100.
[0301] Referring to FIG. 7B, the driver assistance sys-
tem 100 of FIG. 7B differs from the driver assistance sys-
tem 100 of FIG. 7A in that the system of FIG. 7B includes
stereo cameras 195a and 195b. Hereinafter, description
will be given focusing on this difference.
[0302] The driver assistance system 100 may include
first and second cameras 195a and 195b. For example,
the first and second cameras 195a and 195b may be
called stereo cameras.
[0303] The stereo camera 195a and 195b may be de-
tachably formed on the ceiling or windshield of the vehicle
700. The stereo camera 195a and 195b may include a
first lens 193a and a second lens 193b.
[0304] The stereo camera 195a and 195b may include
a first light shield 192a and a second light shield 192b,
which are intended to shield light incident on the first lens
193a and the second lens 193b, respectively.
[0305] The first camera 195a acquires a first image of
the front view of the vehicle. the second camera 195b
acquires a second image of the front view of the vehicle.
The second camera 195b is spaced a predetermined dis-
tance from the first camera 195a. As the first and second
cameras 195a and 195b are spaced a predetermined
distance from each other, a disparity therebetween is pro-
duced, and a distance to an object may be detected ac-
cording to the disparity.
[0306] If the driver assistance system 100 includes the
stereo cameras 195a and 195b, the processor 170 per-
forms signal processing based on computer vision.
Thereby, the processor 170 may acquire stereo images
of the front view of the vehicle from the stereo cameras
195a and 195b, perform disparity calculation based on
the stereo images, perform object detection in at least
one of the stereo images based on the calculated dis-
parity information, and continuously track movement of
an object after object detection. For example, the stereo
images are based on the first image received from the
first camera 195a and the second image received from
the second camera 195b.
[0307] In particular, in detecting an object, the proces-
sor 170 may perform lane detection (LD), vehicle detec-
tion (VD), pedestrian detection (PD), bright spot detection
(BD), traffic sign recognition (TSR), and road surface de-
tection.
[0308] In addition, the processor 170 may calculate the
distance to a detected vehicle, the speed of the detected
vehicle, and difference in speed from the detected vehi-
cle.
[0309] The processor 170 is configured to control zoom
of the first and second cameras 195a and 195b individ-
ually. The processor 170 may periodically change the
zoom ratio of the second camera 195b, keeping the zoom
ratio of the first camera 195a constant. The processor
170 may periodically change the zoom ratio of the first
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camera 195a, keeping the zoom ratio of the second cam-
era 195b constant.
[0310] The processor 170 is configured to control the
first or second camera 195a or 195b to zoom in or out
with a predetermined periodicity.
[0311] The processor 170 may set a high zoom ratio
of the first camera 195a to readily detect a distant object.
The processor 170 may also set a low zoom ratio of the
second camera 195b to readily detect a nearby object.
The processor 170 is configured to control the first cam-
era 195a and the second camera 195b such that the first
camera 195a zooms in and the second camera 195b
zooms out.
[0312] Alternatively, the processor 170 may set a low
zoom ratio of the first camera 195a to readily detect a
nearby object. The processor 170 may also set a high
zoom ratio of the second camera 195b to readily detect
a distant object. The processor 170 is configured to con-
trol the first camera 195a and the second camera 195b
such that the first camera 195a zooms out and the second
camera 195b zooms in.
[0313] For example, the processor 170 is configured
to control zoom of the first camera 195a or the second
camera 195b according to a result of the object detection.
For example, if a traffic signboard is detected, but details
marked on the traffic signboard are not detected, the
processor 170 is configured to control the first camera
195a or the second camera 195b to zoom in.
[0314] Meanwhile, the processor 170 may automati-
cally control the focus according to zoom control of the
camera 195.
[0315] FIG. 7C is a block diagram illustrating the inte-
rior of the driver assistance system 100.
[0316] The driver assistance system 100 of FIG. 7C
differs from the driver assistance system 100 of FIG. 7A
in that the driver assistance system 100 of FIG. 7C in-
cludes around view cameras 195d, 195e, 195f and 195g.
Hereinafter, description will be given focusing on this dif-
ference.
[0317] The driver assistance system 100 may include
around view cameras 195d, 195e, 195f and 195g.
[0318] Each of the around view cameras 195d, 195e,
195f and 195g may include a lens and a light shield for
shielding light incident on the lens.
[0319] The around view cameras may include a left
camera 195d, a rear camera 195e, a right camera 195f
and a front camera 195g.
[0320] The left camera 195d acquires an image of the
left side view of the vehicle. The rear camera 195e ac-
quires an image of the rear view of the vehicle. The right
camera 195f acquires an image of the right side view of
the vehicle. The front camera 195g acquires an image
of the front view of the vehicle.
[0321] Images acquired by the around view cameras
195d, 195e, 195f and 195g are delivered to the processor
170.
[0322] The processor 170 may synthesize a left view
image, rear view image, right view image and front view

image of the vehicle to generate a surroundings-of-vehi-
cle image. In some implementations, the surroundings-
of-vehicle image may be a top view image or bird’s eye
view image. The processor 170 is configured to receive
and synthesize the left view image, rear view image, right
view image and front view image of the vehicle, and con-
vert the synthesize image into a top view image to gen-
erate a surroundings-of-vehicle image.
[0323] The processor 170 is configured to detect an
object based on the surroundings-of-vehicle image. In
particular, in detecting an object, the processor 170 may
perform lane detection (LD), vehicle detection (VD), pe-
destrian detection (PD), bright spot detection (BD), traffic
sign recognition (TSR), and road surface detection.
[0324] The processor 170 is configured to detect a rel-
ative distance to the detected object or a relative speed
of the object. Detection of the relative distance or relative
speed may be performed as described above with refer-
ence to FIG. 7A or 7B.
[0325] The processor 170 may individually control
zoom of the around view cameras 195d, 195e, 195f and
195g. Zoom control of the processor 170 may be per-
formed in the same manner as zoom control of stereo
cameras described above with reference to FIG. 7B.
[0326] FIG. 8A is a diagram illustrating an example rear
combination lamp controlling the light intensity of light
output from a display based on a driving environment.
FIG. 9A is a diagram illustrating an example rear combi-
nation lamp controlling the light intensity of light output
from a display based on a driving environment. FIG. 9B
is a diagram illustrating an example rear combination
lamp controlling the light intensity of light output from a
display based on a driving environment. FIG. 8A shows
a vehicle 700 traveling in the daytime, and FIG. 8B shows
the vehicle 700 traveling at night.
[0327] The processor 270 of the rear combination lamp
200 for vehicles is configured to control the display 250
such that intensity of light output from the display 250 is
adjusted according to a driving environment. The proc-
essor 270 may adjust the intensity of light output from
the display 250 by controlling a plurality of light emitting
devices included in the display 250.
[0328] When the vehicle is traveling in the daytime as
shown in FIG. 8A, the processor 270 is configured to
control the display 250 such that the intensity of light out-
put from the display 250 is higher than at night.
[0329] On the other hand, when the vehicle is traveling
at night as shown in FIG. 8B, the processor 270 is con-
figured to control the display 250 such that the intensity
of light output from the display 250 is lower than in the
daytime.
[0330] Since visibility of light output from the rear com-
bination lamp of the vehicle 700 in the daytime is lower
than at night, a higher intensity of light should be output
in the daytime than at night. According to this operation,
information or signals output from the rear combination
lamp 200 can be effectively provided to the driver of a
following vehicle in the daytime.
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[0331] Meanwhile, the processor 270 may determine
whether it is daytime or night based on the illuminance
information sensed by an illuminance sensor included in
the sensing unit 760 of the vehicle. For example, if the
sensed illuminance is greater or equal to a first reference
value, the processor 270 may determine that it is daytime.
For example, if the sensed illuminance is less than or
equal to a second reference value, the processor 270
may determine that it is daytime.
[0332] FIG. 9A shows the vehicle 700 traveling in clear
weather, and FIG. 9B shows the vehicle 700 traveling
when it rains, snows or is foggy.
[0333] The processor 270 of the rear combination lamp
is configured to control the display 250 such that the in-
tensity of light output from the display 250 is adjusted
according to the weather information.
[0334] As shown in FIGS. 9A and 9B, when the vehicle
700 is traveling in rainy, snowy or foggy weather, the
processor 270 is configured to control the display 250
such that the intensity of light output from the display 250
is higher than when the vehicle is traveling in clear weath-
er.
[0335] In rainy, snowy or foggy weather, visibility of
signals or information output from the rear combination
lamp of the vehicle 700 to the driver of a following vehicle
is lowered, and thus higher intensity of light needs to be
output than in clear weather. According to this operation,
information or signals output from the rear combination
lamp 200 can be effectively provided to the driver of a
following vehicle in rainy, snowy or foggy weather.
[0336] The weather information may be received from
the external devices 600, 510 and 520 through the com-
munication unit 710 of the vehicle. Alternatively, the
weather information may be detected in an image ac-
quired by the driver assistance system 100.
[0337] FIG. 10A is a diagram illustrating an example
rear combination lamp controlling a display based on dis-
tance-to-following vehicle information. FIG. 10B is a di-
agram illustrating an example rear combination lamp
controlling a display based on distance-to-following ve-
hicle information.
[0338] Referring to FIGS. 10A and 10B, the processor
270 of the rear combination lamp 200 is configured to
receive detection information on a following vehicle 1010
through the interface unit 280. For example, the following
vehicle detection information may include information on
a distance 1020, 1025 between the vehicle 700 and the
following vehicle 1010.
[0339] The camera 195 of the driver assistance system
100 may be installed to face rearward of the vehicle. In
some implementations, the camera 195 may acquire a
vehicle rear view image. The driver assistance system
100 is configured to detect the following vehicle 1010 in
the acquired vehicle rear view image. The driver assist-
ance system 100 is configured to detect the distance
1020, 1025 to the detected following vehicle 1010. The
driver assistance system 100 may acquire information
on the distance to the following vehicle 1010 based on

change in size of the following vehicle 1010 which is de-
tected in time. Alternatively, if the stereo cameras 195a
and 195b are provided, information on the distance to
the following vehicle 1010 may be acquired based on the
disparity information detected in acquired stereo images.
The following vehicle detection information including the
distance information may be delivered to the rear com-
bination lamp 200.
[0340] The processor 270 of the rear combination lamp
200 may adjust the intensity of light generated by a plu-
rality of light emitting devices included in the display 250,
based on the information on the distance 1020, 1025 to
the following vehicle 1010. For example, the processor
270 may adjust the intensity of light in proportion to the
distance between the vehicle 700 and the following ve-
hicle. For example, the processor 270 may decrease the
intensity of light as the distance between the vehicle 700
and the following vehicle decreases. For example, the
processor 270 may increase the intensity of light as the
distance between the vehicle 700 and the following ve-
hicle increases. As shown in FIGS. 10A and 10B, if the
distance to the following vehicle is a second distance
1025, the processor 270 of the rear combination lamp
200 may adjust the intensity of light such that the intensity
is higher than when the distance is a first distance 1020.
[0341] The processor 270 of the rear combination lamp
200 is configured to control the pattern of generated light
by turning on/off the plurality of light emitting devices in-
cluded in the display 250 based on the information on
the distance 1020, 1025 to the following vehicle 1010.
For example, the processor 270 is configured to control
the number of light emitting devices which are turned on
such that the number increases in proportion to the dis-
tance between the vehicle 700 and the following vehicle.
For example, the processor 270 is configured to control
the number of light emitting devices which are turned off
such that the number increases in proportion to the dis-
tance between the vehicle 700 and the following vehicle.
As shown in FIGS. 10A and 10B, if the distance to the
following vehicle is the second distance 1025, the proc-
essor 270 of the rear combination lamp 200 increases
the number of light emitting devices which are turned on
over the number in the case of the first distance 1020.
[0342] As the intensity of light or the number of light
emitting devices which are turned on/off is controlled in
accordance with the distance 1020, 1025 to the following
vehicle 1010, signals or information with good visibility
may be provided to the driver of the following vehicle
1010, and driving may not interrupted.
FIG. 11A is a diagram illustrating an example flow of ex-
terior style data. FIG. 11B is a diagram illustrating an
example flow of exterior style data.
[0343] Exterior style data may be image data provided
to allow implementation of exterior styling of the rear com-
bination lamp.
[0344] Referring to FIG. 11A, the memory 230 of the
rear combination lamp 200 may store at least one exterior
style datum. The memory 230 may store exterior style
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data applied as the default when the vehicle 700 is re-
leased from the factory. The memory 230 may also store
exterior style data received through the interface unit 280.
[0345] The memory 230 may store a plurality of exterior
style data. One of the exterior style data stored in the
memory 230 may be selected and applied according to
user input. For example, the user input may be received
through the input unit 210 of the rear combination lamp
200, the input unit 720 of the vehicle 700 or the display
apparatus 400 of the vehicle.
[0346] The processor 270 of the rear combination lamp
200 is configured to control the display 250 to perform
the exterior styling based on the exterior style data stored
in the memory 230 (1110). In other words, the processor
270 of the rear combination lamp 200 is configured to
control the display 250 such that the exterior style datum
selected from among the plurality of exterior style data
stored in the memory 230 is displayed on the display 250.
[0347] The interface unit 280 of the rear combination
lamp 200 is configured to receive exterior style data from
the outside. As shown in FIG. 11A, the interface unit 280
is configured to receive exterior style data from the con-
troller 770 of the vehicle 700. The processor 270 of the
rear combination lamp 200 is configured to control the
display 250 such that exterior styling is performed based
on the received exterior style data. In other words, the
processor 270 of the rear combination lamp 200 is con-
figured to control the display 250 such that an exterior
style image corresponding to the exterior style data re-
ceived through the interface unit 280 is displayed on the
display 250.
[0348] Exterior style data may be transmitted from the
driver assistance system 100, the display apparatus 400,
the mobile terminal 600, the external server 510 or an-
other vehicle 520 to the controller 770.
[0349] The exterior style data received from the driver
assistance system 100 may be exterior style data gen-
erated based on an image acquired by the camera 195.
[0350] The exterior style data received from the display
apparatus 400 may be exterior style data generated by
user input.
[0351] Exterior style data may be received from the
mobile terminal 600 or the external server 510 by pay-
ment or for free.
[0352] As shown in FIG. 11B, if the rear combination
lamp 200 includes a communication unit 205, exterior
style data may be directly received from the mobile ter-
minal 600, the external server 510 or another vehicle 520.
[0353] In addition, the interface unit 280 of the rear
combination lamp 200 is configured to receive exterior
style data not via the controller 770 of the vehicle 700,
but directly from the driver assistance system 100 or the
display apparatus 400.
[0354] The exterior style data received through the in-
terface unit 280 of the rear combination lamp 200 may
be stored in the memory 230 of the rear combination
lamp 200.
[0355] FIG. 12A is a diagram illustrating an example

rear combination lamp controlling a display based on us-
er facial expression information. FIG. 12B is a diagram
illustrating an example rear combination lamp controlling
a display based on user facial expression information.
[0356] Referring to FIGS. 12A and 12B, the vehicle
700 may include an internal camera 195c. The internal
camera 195c may capture an image of the user’s face
1210, and acquire user’s emotion or facial expression
information based the captured face image. Specifically,
the internal camera 195c is configured to detect the eyes
and mouth in the face image and track change of the
shapes and positions of the eyes and mouth to acquire
the user’s emotion or facial expression information.
[0357] The acquired emotion information or facial ex-
pression information may be delivered to the rear com-
bination lamp 200.
[0358] As shown in FIG. 12B, the processor 270 of the
rear combination lamp 200 is configured to control the
display 250 based on the emotion information or facial
expression information.
[0359] For example, if the facial expression information
indicates smile, the processor 270 is configured to control
the display 250 such that an exterior style image 1220
corresponding to smile is displayed on the display 250.
[0360] For example, if the facial expression information
indicates a blank face, the processor 270 is configured
to control the display 250 such that an exterior style image
1230 corresponding to absence of expression is dis-
played on the display 250.
[0361] For example, if the facial expression information
indicates anger, the processor 270 is configured to con-
trol the display 250 such that an exterior style image 1240
corresponding to anger is displayed on the display 250.
[0362] For example, if the facial expression information
indicates surprise, the processor 270 is configured to
control the display 250 such that an exterior style image
1250 corresponding to surprise is displayed on the dis-
play 250.
[0363] For example, if the facial expression information
indicates sadness, the processor 270 is configured to
control the display 250 such that an exterior style image
1260 corresponding to sadness is displayed on the dis-
play 250.
[0364] FIG. 13 is a diagram illustrating an example rear
combination lamp displaying predetermined information
on a display. FIG. 14 is a diagram illustrating an example
rear combination lamp displaying predetermined infor-
mation on a display. FIG. 15 is a diagram illustrating an
example rear combination lamp displaying predeter-
mined information on a display.
[0365] The processor 270 of the rear combination lamp
200 is configured to receive forward objects information,
rearward objects information, navigation information,
road information, vehicle condition information, vehicle
driving information, in-vehicle situation information or
driving environment information through the interface
unit 280.
[0366] The processor 270 is configured to control the
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display 250 such that the received forward objects infor-
mation, rearward objects information, navigation infor-
mation, road information, vehicle condition information,
vehicle driving information, in-vehicle situation informa-
tion or driving environment information is displayed on
the display 250.
[0367] The forward objects information may include
traffic sign recognition (TSR) information and speed
bump detection information.
[0368] As shown in FIGS. 13 and 14, the processor
270 is configured to control the display 250 to display the
TSR information and speed bump detection information.
[0369] The TSR information indicated on a traffic sign-
board, detection information on a signal output from a
traffic light, and detection information on a design or text
indicated on a road surface.
[0370] The processor 270 is configured to control the
display 250 to display information 1310 corresponding
to a design or text indicated on a traffic signboard, a signal
output from a traffic light, or a design or text indicated on
a road surface.
[0371] The processor 270 is configured to control the
display 250 to display a bump image 1410 corresponding
to the speed bump detection information.
[0372] The forward objects information may include
another-vehicle detection information, two-wheeled ve-
hicle detection information, pedestrian detection informa-
tion, traffic accident information, construction information
or road congestion information. For example, another ve-
hicle, a two-wheeled vehicle, a pedestrian, a traffic acci-
dent situation, construction or a road congestion situation
may be called an obstacle.
[0373] The processor 270 is configured to control the
display 250 to display the another-vehicle detection in-
formation, two-wheeled vehicle detection information,
pedestrian detection information, traffic accident infor-
mation, construction information, and road congestion
information.
[0374] The rearward objects information may be infor-
mation about another vehicle traveling behind the vehicle
700.
[0375] The navigation information may include driving
route information, predetermined destination informa-
tion, remaining distance information, driving area infor-
mation, road information, and speed camera information.
[0376] The processor 270 is configured to control the
display 250 to display the driving route information, pre-
determined destination information, remaining distance
information, driving area information, road information or
speed camera information.
[0377] The processor 270 may display driving route
information through turn-by-turn (TBT) navigation. The
processor 270 is configured to control the display 250 to
display the driving route information with a straight arrow,
a left turn arrow, a right turn arrow or a U-turn arrow.
[0378] The road information may include information
about the inclination or curvature of the road on which
the vehicle is traveling.

[0379] The processor 270 is configured to control the
display 250 to display the information about the inclina-
tion or curvature of the road.
[0380] The vehicle condition information may be On
Board Diagnostics (OBD) information. The vehicle con-
dition information may include parking brake state infor-
mation, high beam on/off information, washer liquid level
information, engine oil level information, power source
temperature information, remaining energy information,
tire pressure information, brake oil level information or
door opening information.
[0381] The processor 270 is configured to control the
display 250 to display the OBD information. The proces-
sor 270 is configured to control the display 250 to display
the parking brake state information, high beam on/off in-
formation, washer liquid level information, engine oil level
information, power source temperature information, re-
maining energy information, tire pressure information,
brake oil level information, or door opening information.
[0382] The vehicle driving information may include
driving speed information, gear shift information or turn
signal information delivered to the turn signal lamp.
[0383] The processor 270 is configured to control the
display 250 to display the driving speed information 1510,
gear shift information or turn signal information.
[0384] Meanwhile, the processor 270 is configured to
receive, through the interface unit 280, a user input that
is input through the input unit 720 of the vehicle 700. In
some implementations, the processor 270 is configured
to control the display 250 to display information corre-
sponding to the user input.
[0385] The in-vehicle situation information may be pa-
tient evacuation situation information, emergency aid re-
quest information, infant-on-board information or inexpe-
rienced driver information. For example, the in-vehicle
situation information may be generated through the input
unit 720 of the vehicle 700 according to a user input.
[0386] The driving environment information may in-
clude weather information or time information.
[0387] The processor 270 is configured to control the
display 250 to display the weather information or time
information.
[0388] FIG. 16 is a diagram illustrating an example dis-
play formed on a rear window glass of a vehicle. FIG. 17
is a diagram illustrating an example display formed on a
rear window glass of a vehicle.
[0389] Referring to FIG. 16, the display 250 may form
a part or the entirety of the rear window glass 705 of the
vehicle 700. In some implementations, the display 250
may serve not only as the window glass 705 but also as
the rear combination lamp 200.
[0390] With the display 250 forming the rear window
glass 705, the processor 270 of the rear combination
lamp 200 is configured to control the display 250 to dis-
play an image 200 corresponding to a stop lamp, taillight,
turn signal lamp, fog light, sidelight or reverse light in at
least one area of the display 250.
[0391] The processor 270 is configured to control the
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rear combination lamp image displayed on the display
250 to perform the function of the rear combination lamp.
[0392] For example, when the vehicle 700 brakes, an
image corresponding to the stop lamp in the rear combi-
nation lamp image may be controlled to be displayed and
to function as the stop lamp.
[0393] For example, when sensed illuminance infor-
mation is received and the sensed illuminance is less
than or equal to a reference value, the processor 270 is
configured to control an image corresponding to the tail-
light in the rear combination lamp image to be displayed
and to function as the taillight.
[0394] For example, when a turn signal is received, the
processor 270 is configured to control an image corre-
sponding to the turn signal lamp in the rear combination
lamp image to be displayed in a blinking manner and
function as the turn signal lamp.
[0395] For example, when fog information about a road
on which the vehicle is traveling is received, the proces-
sor 270 is configured to control an image corresponding
to the fog light in the rear combination lamp image to be
displayed and function as the fog light. For example, the
fog information may be detected by the driver assistance
system 100. Alternatively, the fog information may be
received through a communication unit 710 of the vehi-
cle.
[0396] For example, the processor 270 is configured
to control an image corresponding to the sidelight in the
rear combination lamp image to be displayed and func-
tion as the sidelight.
[0397] For example, when gear shift information cor-
responding to the backup state is received, the processor
270 is configured to control an image corresponding to
the reverse light in the rear combination lamp image and
function as the reverse light.
[0398] Images 200 and 201 corresponding to the stop
lamp may include an image 201 corresponding to a cent-
er high mounted stop lamp (CHMSL).
[0399] In some implementations, the rear combination
lamp 200 may also perform the function of the CHMSL
such that the following vehicle readily recognizes the ve-
hicle even though a separate CHMSL is not provided.
[0400] Meanwhile, the display 250 may include a first
display unit 705a and a second display unit 705b. The
first display unit 705a may be adapted to face outward
of the vehicle 700 as shown in FIG. 16. The second dis-
play unit 705b may be adapted to face inward of the ve-
hicle 700 as shown in FIG. 17.
[0401] As described above, the first display unit 705a
may display an image for implementing exterior styling
of the rear combination lamp.
[0402] The second display unit 705b may display con-
tent to be provided to the user as exemplarily shown in
FIG. 17.
[0403] The content provided through the second dis-
play unit 705b may include content related to various
kinds of images, SNS, Internet, a telephone call, an in-
stant message, navigation, an email, a document or a

schedule.
[0404] Meanwhile, the processor 270 of the rear com-
bination lamp 200 is configured to control the second
display unit 705b and make the second display unit turn
dark to block external light. Alternatively, the processor
270 of the rear combination lamp 200 is configured to
control the second display unit 705b and make the sec-
ond display unit turn dark such that the inside of the ve-
hicle cannot be seen from the outside.
[0405] FIG. 18 is a diagram illustrating an example ve-
hicle receiving exterior style data.
[0406] Referring to FIG. 18, the vehicle 700 is config-
ured to receive exterior style data from an external device
600, 510 and 520 through the communication unit 710.
In some implementations, the exterior style data may be
received for free or by payment. The external device may
be a mobile terminal 600, an external server 510 or an-
other vehicle 520.
[0407] If the external device is the mobile terminal 600,
the vehicle 700 is configured to receive the exterior style
data through a short-range communication module 713.
[0408] If the external device is the server 510 or an-
other vehicle 520, the vehicle 700 is configured to receive
the exterior style data through a wireless Internet module
712.
[0409] Meanwhile, exterior style data may be generat-
ed through user input using the display apparatus 400.
The display apparatus 400 may display an exterior style
image corresponding to the exterior style data generated
according to the user input. When the exterior style image
is selected, the display apparatus 400 may provide ex-
terior style data corresponding to the exterior style image
to the rear combination lamp 200.
[0410] Exterior style data may be generated based on
an image acquired through the driver assistance system
100. Alternatively, exterior style data may be pre-stored
in the memory 730 of the vehicle 700 or the memory 230
of the rear combination lamp 200.
[0411] FIG. 19 is a diagram illustrating an example op-
eration of selecting one of a plurality of rear combination
data.
[0412] Referring to FIG. 19, the display apparatus 400
is configured to receive user input 1905 for selecting an
exterior style design. For example, if a touch input to a
button 1910 for selecting an exterior style is received,
the display apparatus 400 displays a plurality of exterior
style images.
[0413] Exterior style data corresponding to the exterior
style images may be pre-stored in the memory 230 of
the rear combination lamp 200 or the memory 730 of the
vehicle 700.
[0414] Exterior style data corresponding to the exterior
style images may be generated by user input through the
display apparatus 400.
[0415] Exterior style data corresponding to the exterior
style images may be received from the external devices
600, 510 and 520.
[0416] Exterior style data corresponding to the exterior
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style images may be generated based on an image ac-
quired by the driver assistance system 100.
[0417] With the plurality of exterior style images dis-
played, the display apparatus 400 is configured to receive
user input 1925 for selecting a first exterior style image
1920 from among the exterior style images.
[0418] If the first exterior style image 1920 is selected,
the display apparatus 400 may display an image the ve-
hicle 700 with the first exterior style image applied. The
display apparatus 400 may display a selection complete
message 1940.
[0419] Thereafter, the display apparatus 400 may
transmit exterior style data corresponding to the first ex-
terior style image to the rear combination lamp 200. The
processor 270 of the rear combination lamp 200 is con-
figured to control the display 250 based on the received
exterior style data to perform styling.
[0420] FIG. 20 is a diagram illustrating an example dis-
play apparatus for generating exterior style data based
on a user input.
[0421] Referring to FIG. 20, the display apparatus 400
is configured to receive a user input for generating an
exterior style image. For example, if touch input to a but-
ton 2010 for generating an exterior style image is re-
ceived, the display apparatus 400 may display a screen
2015 for generating the exterior style image.
[0422] With the screen 2015 displayed, the display ap-
paratus 400 is configured to receive user input 2017 for
creating an exterior style image. Icon type tools 2030 for
creating an exterior style image may be displayed in one
area of the screen 2015.
[0423] The display apparatus 400 may create an ex-
terior style image according to the user input 2017.
[0424] With an exterior style image created, the display
apparatus 400 may display an image of the vehicle 700
with the created exterior style image applied. The display
apparatus 400 may display a creation complete message
2040.
[0425] The display apparatus 400 may transmit exte-
rior style data corresponding to the created exterior style
image to the rear combination lamp 200. The processor
270 of the rear combination lamp 200 is configured to
control the display 250 based on the received exterior
style data to perform styling.
[0426] FIG. 21 is a diagram illustrating an example ex-
terior styling performed based on an image acquired
through a driver assistance system. FIG. 22 is a diagram
illustrating an example exterior styling performed based
on an image acquired through a driver assistance sys-
tem.
[0427] Referring to FIG. 21, the driver assistance sys-
tem 100 may acquire a front view image or surroundings
image of the vehicle. For example, the camera 195 may
include a mono camera, stereo cameras 195a and 195b,
or around view cameras 195d, 195e, 195f and 195g.
[0428] The driver assistance system 100 is configured
to detect other vehicles 2110, 2120 and 2130 in the ac-
quired front view image or surroundings image of the

vehicle. In particular, the driver assistance system 100
is configured to detect rear combination lamps 2115,
2125 and 2135 of other vehicles. The detection operation
may be performed by the processor 170 of the driver
assistance system 100.
[0429] The driver assistance system 100 may gener-
ate exterior style data based on the detected rear com-
bination lamps 2115, 2125 and 2135 of other vehicles.
The driver assistance system 100 may transmit the gen-
erated exterior style data to the rear combination lamp
200. The exterior style data generated by the driver as-
sistance system 100 may be transmitted to the display
apparatus 400.
[0430] The driver assistance system 100 may perform
only operations leading up to the detection operation,
and then transmit data for the detected vehicles 2110,
2120 and 2130 or the detected rear combination lamps
2115, 2125 and 2135 of other vehicles to the rear com-
bination lamp 200. In some implementations, the proc-
essor 270 of the rear combination lamp 200 may generate
exterior style data based on the received data. The ex-
terior style data generated by the rear combination lamp
200 may be transmitted to the display apparatus 400.
[0431] Referring to FIG. 22, the display apparatus 400
is configured to receive exterior style data generated by
the driver assistance system 100 or the rear combination
lamp 200.
[0432] The display apparatus 400 may display at least
one exterior style image corresponding to the received
exterior style data.
[0433] If a first exterior style image 2210 is selected
according to user input, the display apparatus 400 may
magnify and display the selected first exterior style image
2210. The display apparatus 400 may be display a se-
lection complete message 2220.
[0434] Thereafter, the display apparatus 400 may dis-
play an image 2230 of the vehicle 700 with the first ex-
terior style image applied.
[0435] Thereafter, the display apparatus 400 is config-
ured to receive a user selection input 2240 for determin-
ing whether to perform rear combination lamp styling of
the vehicle 700 based on the first exterior style image.
[0436] Once the selection input is received, the display
apparatus 400 may transmit exterior style data corre-
sponding to the first exterior style image to the rear com-
bination lamp 200. The processor 270 of the rear com-
bination lamp 200 is configured to control the display 250
to display an exterior style image corresponding to the
received exterior style data, thereby performing exterior
styling.
[0437] FIG. 23 is a diagram illustrating an example ex-
terior styling performed based on exterior style data re-
ceived from an external device. Referring to FIG. 23, the
vehicle 700 is configured to receive exterior style data
from the external devices 600, 510 and 520.
[0438] The display apparatus 400 may display a
screen for indicating progress in receiving the exterior
style data.
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[0439] The display apparatus 400 may display at least
one exterior style image corresponding to the received
exterior style data.
[0440] If a first exterior style image 2310 is selected
according to user input, the display apparatus 400 may
magnify and display the selected first exterior style image
2310. The display apparatus 400 may display a selection
complete message 2320.
[0441] Thereafter, the display apparatus 400 may dis-
play an image 2330 of the vehicle 700 with the first ex-
terior style image applied.
[0442] If receiving an exterior style image is charged,
the display apparatus 400 may display a price 2340 for
downloading the selected first exterior style image. The
display apparatus 400 may display a screen 2340 for
confirming whether or not to purchase the first exterior
style image.
[0443] When a purchase selection 2350 of the user is
received, the display apparatus 400 is configured to re-
ceive a user selection input 2360 for confirming whether
or not to perform rear combination lamp styling of the
vehicle 700 based on the first exterior style image.
[0444] If a select input is received, the display appara-
tus 400 may transmit exterior style data corresponding
to the first exterior style image to the rear combination
lamp 200. The processor 270 of the rear combination
lamp 200 is configured to control the display 250 to dis-
play an exterior style image corresponding to the re-
ceived exterior style data, thereby performing exterior
styling.
[0445] The methods, techniques, systems, and appa-
ratuses described herein may be implemented in digital
electronic circuitry or computer hardware, for example,
by executing instructions stored in tangible computer-
readable storage media.
[0446] Apparatuses implementing these techniques
may include appropriate input and output devices, a com-
puter processor, and/or tangible computer-readable stor-
age media storing instructions for execution by a proc-
essor.
[0447] A process implementing techniques disclosed
herein may be performed by a processor executing in-
structions stored on a tangible computer-readable stor-
age medium for performing desired functions by operat-
ing on input data and generating appropriate output. Suit-
able processors include, by way of example, both general
and special purpose microprocessors. Suitable compu-
ter-readable storage devices for storing executable in-
structions include all forms of non-volatile memory, in-
cluding, by way of example, semiconductor memory de-
vices, such as Erasable Programmable Read-Only Mem-
ory (EPROM), Electrically Erasable Programmable
Read-Only Memory (EEPROM), and flash memory de-
vices; magnetic disks such as fixed, floppy, and remov-
able disks; other magnetic media including tape; and op-
tical media such as Compact Discs (CDs) or Digital Video
Disks (DVDs). Any of the foregoing may be supplement-
ed by, or incorporated in, specially designed application-

specific integrated circuits (ASICs).
[0448] Although the operations of the disclosed tech-
niques may be described herein as being performed in
a certain order and/or in certain combinations, in some
implementations, individual operations may be rear-
ranged in a different order, combined with other opera-
tions described herein, and/or eliminated, and desired
results still may be achieved. Similarly, components in
the disclosed systems may be combined in a different
manner and/or replaced or supplemented by other com-
ponents and desired results still may be achieved.
[0449] As is apparent from the above description, at
least one of the following effects can be obtained.
[0450] First, user convenience can be provided by
changing styling of a rear combination lamp according
to user selection based on a plurality of exterior style data
stored in a memory.
[0451] Second, styling of the rear combination lamp
can be changed in compliance with traffic laws.
[0452] Third, user convenience can be provided by ap-
plying a rear combination lamp style of another vehicle
acquired through a camera.
[0453] Fourth, user convenience can be provided by
performing rear combination lamp styling based on styl-
ing data received from an external device.
[0454] Fifth, user convenience can be provided by per-
forming rear combination lamp styling based on styling
data generated by a user.
[0455] Sixth, various kinds of information can be pro-
vided to following vehicles by displaying the information
on the rear combination lamp.
[0456] Seventh, information can be provided to the
driver of a following vehicle with visibility of the informa-
tion enhanced by adaptively changing the intensity or
pattern of light output from the rear combination lamp
based on the driving environment or a distance to a near-
by vehicle.

Claims

1. Vehicle (700) comprising a camera (195) and a rear
combination lamp (200),
the rear combination lamp (200), comprising:

a display (250) disposed on a vehicle (700), the
display (250) comprising a plurality of light emit-
ting devices;
an interface unit (280) configured to receive ex-
terior style data; and
a processor (270) configured to control the dis-
play to perform exterior styling using the plurality
of light emitting devices,
wherein the processor (270) is configured to
control the display (250) to perform the exterior
styling based on the received exterior style data,
characterized in that the exterior style data are
generated from an image of one or more vehi-
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cles detected by the camera (195).

2. Vehicle (700) according to claim 1, wherein the dis-
play (270) includes organic light emitting diodes
(OLED).

3. Vehicle (700) according to claim 1 or 2, wherein the
processor (270) is configured to control the display
(250) to present an image corresponding to a stop
lamp, taillight, turn signal lamp, fog light, sidelight or
reverse light on at least one part of the display.

4. Vehicle (700) according to anyone of claims 1 to 3,
wherein the processor (270) is configured to set a
maximum value and a minimum value of an intensity
of light outputted from the display, and is configured
to control the plurality of light emitting devices to out-
put light with an intensity between the maximum val-
ue and the minimum value.

5. Vehicle (700) according to anyone of claims 1 to 4,
wherein the processor (270) is configured to control
the display (250) to adjust an intensity of light out-
putted from the display based on a driving environ-
ment.

6. Vehicle (700) according to anyone of claims 1 to 5,
wherein the interface unit (280) is further configured
to receive distance information that indicates a dis-
tance between the vehicle (700) and another vehicle
that follows the vehicle,
wherein the processor (270) is configured to, based
on the distance information, adjust an intensity of
light generated by the plurality of light emitting de-
vices or the processor (270) is configured to, based
on the distance information, control a pattern of light
generated by turning on or off the plurality of light
emitting devices.

7. Vehicle (700) according to anyone of claims 1 to 6,
wherein the rear combination lamp (200) is further
comprising:

a memory (230) configured to store exterior style
data,
wherein the processor (270) is configured to
control the display (250) to perform the exterior
styling based on the exterior style data stored in
the memory (230).

8. Vehicle (700) according to claim 1, wherein some
additional exterior style data are received from an
external server (510).

9. Vehicle (700) according to claim 1, wherein some
additional exterior style data are received from a mo-
bile terminal (600).

10. Vehicle (700) according to claim 1, wherein some
additional exterior style data are generated in re-
sponse to user input.

11. Vehicle (700) according to claim 1, wherein the cam-
era (100) is configured to acquire a front view image
of the vehicle or a surrounding image of the vehicle,
and wherein the camera (100) is configured to detect
the one or more vehicles in the front view image or
the surrounding image of the vehicle.

12. Vehicle (700) according to anyone of claims 1 to 5,
wherein the rear combination lamp (200) is further
comprising:

an interface unit configured to receive location
information about a road, wherein the processor
is configured to:

determine the at least one condition related
to driving of the vehicle by determining traf-
fic laws applied to the road,
select, from among multiple exterior style
images, the at least one exterior style image
to display by selecting, from among multiple
exterior style images, at least one exterior
style image to display based on the traffic
laws applied to the road.

13. Vehicle (700) according to claim 1, wherein the dis-
play (250) is located on a rear window glass (705)
of the vehicle (700).

Patentansprüche

1. Fahrzeug (700) mit einer Kamera (195) und einer
hinteren Kombinationsleuchte (200), wobei die hin-
tere Kombinationsleuchte (200) umfasst:

eine Anzeige (250), die an einem Fahrzeug
(700) angeordnet ist, wobei die Anzeige (250)
eine Vielzahl von lichtemittierenden Vorrichtun-
gen umfasst;
eine Schnittstelleneinheit (280), die so konfigu-
riert ist, dass sie Daten für die äußere Formge-
bung empfängt; und
einen Prozessor (270), der so konfiguriert ist,
dass er die Anzeige so steuert, dass sie die äu-
ßere Formgebung 10 unter Verwendung der
Vielzahl von lichtemittierenden Vorrichtungen
durchführt, wobei der Prozessor (270) so konfi-
guriert ist, dass er die Anzeige (250) so steuert,
dass sie die äußere Formgebung auf der Grund-
lage der empfangenen Daten für die äußere
Formgebung durchführt,
dadurch gekennzeichnet, dass
die Daten für die äußere Formgebung aus einem
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Bild von einem oder mehreren Fahrzeugen er-
zeugt werden, die von der Kamera (195) erfasst
werden.

2. Fahrzeug (700) nach Anspruch 1, wobei die Anzeige
(270) organische Leuchtdioden (OLEO) enthält.

3. Fahrzeug (700) nach Anspruch 1 oder 2, wobei der
Prozessor (270) so konfiguriert ist, dass er die An-
zeige (250) so steuert, dass ein Bild entsprechend
einem Bremslicht, Schlusslicht, Blinklicht, Nebel-
licht, Seitenlicht oder Rückfahrlicht auf mindestens
einem Teil der Anzeige dargestellt wird.

4. Fahrzeug (700) nach einem der Ansprüche 1 bis 3,
wobei der Prozessor (270) so konfiguriert ist, dass
er einen Maximalwert und einen Minimalwert einer
Lichtintensität, die von der Anzeige ausgegeben
wird, einstellt, und so konfiguriert ist, dass er die
Mehrzahl von lichtemittierenden Vorrichtungen so
steuert, dass sie Licht mit einer Intensität zwischen
dem Maximalwert und dem Minimalwert ausgeben.

5. Fahrzeug (700) nach einem der Ansprüche 1 bis 4,
wobei der Prozessor (270) so konfiguriert ist, dass
er die Anzeige (250) so steuert, dass eine von der
Anzeige ausgegebene Lichtintensität auf der Grund-
lage einer Fahrumgebung eingestellt wird.

6. Fahrzeug (700) nach einem der Ansprüche 1 bis 5,
wobei die Schnittstelleneinheit (280) 1 ferner so kon-
figuriert ist, dass sie Abstandsinformationen emp-
fängt, die einen Abstand zwischen dem Fahrzeug
(700) und einem anderen Fahrzeug angibt, das dem
Fahrzeug folgt,
wobei der Prozessor (270) konfiguriert ist, um, ba-
sierend auf der Abstandsinformation, eine Intensität
von Licht einzustellen, das durch die Vielzahl von
lichtemittierenden Vorrichtungen erzeugt wird, oder
der Prozessor (270) konfiguriert ist, um, basierend
auf der Abstandsinformation, ein Muster von Licht
zu steuern, das durch Ein- oder Ausschalten der
Vielzahl von lichtemittierenden Vorrichtungen er-
zeugt wird.

7. Fahrzeug (700) nach einem der Ansprüche 1 bis 6,
1 wobei die hintere Kombinationsleuchte (200) fer-
ner umfasst:

einen Speicher (230), der so konfiguriert ist,
dass er Daten über die äußere Form speichert,
wobei der Prozessor (270) so konfiguriert ist,
dass er die Anzeige (250) steuert, um die äußere
Formgebung auf der Grundlage der im Speicher
(230) gespeicherten Daten der äußeren Form-
gebung durchzuführen.

8. Fahrzeug (700) nach Anspruch 1, wobei einige zu-

sätzliche Daten der äußeren Formgebung von ei-
nem externen Server (510) empfangen werden.

9. Fahrzeug (700) nach Anspruch 1, wobei- einige zu-
sätzliche Daten der äußeren Formgebung von ei-
nem mobilen Terminal (600) empfangen werden.

10. Fahrzeug (700) nach Anspruch 1, wobei einige zu-
sätzliche Daten über die äußere Form als Antwort
auf eine Benutzereingabe erzeugt werden.

11. Fahrzeug (700) nach Anspruch 1, - wobei die Kame-
ra (100) konfiguriert ist, um ein Vorderansichtsbild
des Fahrzeugs oder ein Umgebungsbild des Fahr-
zeugs zu erfassen, und wobei die Kamera (100) kon-
figuriert ist, um das eine oder die mehreren Fahrzeu-
ge in dem Vorderansichtsbild oder dem Umge-
bungsbild des Fahrzeugs zu erfassen.

12. Fahrzeug (700) nach einem der Ansprüche 1 bis 5,
wobei die hintere Kombinationsleuchte (200) ferner
umfasst:

eine Schnittstelleneinheit, die so konfiguriert ist,
dass sie Standortinformationen über eine Stra-
ße empfängt,
wobei der Prozessor so konfiguriert ist:

Bestimmen mindestens einer auf das Fah-
ren des Fahrzeugs bezogene Bedingung,
indem die auf die Straße angewandten Ver-
kehrsregeln bestimmt werden,
Auswählen unter mehreren Bildern im Au-
ßenstil das mindestens eine Bild im Außen-
stil aus, das angezeigt werden soll, indem
Sie unter mehreren Bildern im Außenstil
mindestens ein Bild im Außenstil auswäh-
len, das auf der Grundlage der auf die Stra-
ße angewandten Verkehrsgesetze ange-
zeigt werden soll.

13. Fahrzeug (700) nach Anspruch 1, wobei sich die An-
zeige (250) auf einer Heckscheibe (705) des Fahr-
zeugs (700) befindet.

Revendications

1. Véhicule (700) comprenant une caméra (195) et un
feu combiné arrière (200), le feu combiné arrière
(200) comprenant :

un affichage (250) disposé sur un véhicule
(700), l’affichage (250) comprenant une pluralité
de dispositifs d’émission de lumière ;
une unité d’interface (280) configurée pour re-
cevoir des données de style extérieur ; et
un processeur (270) configuré pour commander
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l’affichage pour effectuer un style extérieur (10)
en utilisant la pluralité de dispositifs d’émission
de lumière, dans lequel le processeur (270) est
configuré pour commander l’affichage (250)
pour effectuer le style extérieur sur la base des
données de style extérieur reçues, caractérisé
en ce que les données de style extérieur sont
générées à partir d’une image d’un ou plusieurs
véhicules détectés par la caméra (195).

2. Véhicule (700) selon la revendication 1, dans lequel
l’affichage (270) comprend des diodes électrolumi-
nescentes organiques (OLEO).

3. Véhicule (700) selon la revendication 1 ou 2, dans
lequel le processeur (270) est configuré pour com-
mander l’affichage (250) afin de présenter une image
correspondant à un feu stop, un feu arrière, un feu
clignotant, un feu de brouillard, un feu latéral ou un
feu de recul sur au moins une partie de l’affichage.

4. Véhicule (700) selon l’une quelconque des revendi-
cations 1 à 3, dans lequel le processeur (270) est
configuré pour définir une valeur maximale et une
valeur minimale d’une intensité de lumière émise par
l’affichage, et est configuré pour commander la plu-
ralité de dispositifs d’émission de lumière pour émet-
tre de la lumière avec une intensité comprise entre
la valeur maximale et la valeur minimale.

5. Véhicule (700) selon l’une des revendications 1 à 4,
dans lequel le processeur (270) est configuré pour
commander l’affichage (250) afin d’ajuster une in-
tensité de lumière émise par l’affichage en fonction
d’un environnement de conduite.

6. Véhicule (700) selon l’une des revendications 1 à 5,
dans lequel l’unité d’interface (280) 1 est en outre
configurée pour recevoir des informations de distan-
ce qui
indique une distance entre le véhicule (700) et un
autre véhicule qui le suit,
dans lequel le processeur (270) est configuré pour,
sur la base des informations de distance, ajuster une
intensité de lumière générée par la pluralité de dis-
positifs d’émission de lumière ou le processeur (270)
est configuré pour, sur la base des informations de
distance, contrôler un motif de lumière généré en
allumant ou en éteignant la pluralité de dispositifs
d’émission de lumière.

7. Véhicule (700) selon l’une des revendications 1 à 6,
1 dans lequel le feu combiné arrière (200) comprend
en outre :

une mémoire (230) configurée pour stocker des
données sur le style extérieur,
dans lequel le processeur (270) est configuré

pour commander l’affichage (250) afin d’effec-
tuer le style extérieur en fonction des données
de style extérieur stockées dans la mémoire
(230).

8. Véhicule (700) selon la revendication 1, dans lequel
certaines données supplémentaires sur le style ex-
térieur sont reçues d’un serveur externe (510).

9. Véhicule (700) selon la revendication 1, dans lequel-
certaines données supplémentaires sur le style ex-
térieur sont reçues d’un terminal mobile (600).

10. Véhicule (700) selon la revendication 1, dans lequel
certaines données supplémentaires sur le style ex-
térieur sont générées en réponse à une entrée de
l’utilisateur.

11. Véhicule (700) selon la revendication 1, dans lequel
la caméra (100) est configurée pour acquérir une
image de vue frontale du véhicule ou une image en-
vironnante du véhicule, et dans lequel la caméra
(100) est configurée pour détecter un ou plusieurs
véhicules dans l’image de vue frontale ou l’image
environnante du véhicule.

12. Véhicule (700) selon l’une des revendications 1 à 5,
dans lequel le feu combiné arrière (200) comprend
en outre :

une unité d’interface configurée pour recevoir
des informations de localisation concernant une
route,
dans lequel le processeur est configuré pour :

déterminer au moins une condition liée à la
conduite du véhicule en déterminant les lois
de circulation appliquées à la route,
sélectionner, parmi plusieurs images de
style extérieur, au moins une image de style
extérieur à afficher en sélectionnant, parmi
plusieurs images de style extérieur, au
moins une image de style extérieur à affi-
cher en fonction du code de la route appli-
qué à la route.

13. Véhicule (700) selon la revendication 1, dans lequel
l’affichage (250) est situé sur une vitre de lunette
arrière (705) du véhicule (700).
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