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(54) Electric power steering system

(57) An electric power steering system includes: an
electric motor (21) that generates assist torque; an aux-
iliary power supply device (40) including a capacitor (45)
connected to a main power supply (4) and discharging
electric power to the electric motor (21); and a control
device (30) that controls the auxiliary power supply de-

vice (40). There is a plurality of modes of connection be-
tween the main power supply (4) and the auxiliary power
supply device (40). The control device (30) switches the
mode of connection between the main power supply (4)
and the auxiliary power supply device (40), depending
on the situation.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The invention relates to an electric power steer-
ing system including an auxiliary power supply.

2. Description of the Related Art

[0002] One of the conventional electric power steering
system includes an auxiliary power supply device con-
nected in series with a main power supply. The electric
power steering system makes a switchover between
charging to a capacitor serving as an auxiliary power sup-
ply from the main power supply and discharging to a mo-
tor driving circuit from the main power supply and the
capacitor, based on a charging and discharging threshold
changed on the basis of an energy residual amount in
the capacitor. Japanese Patent Application Publication
No. 2009-166679 (JP 2009-166679 A) describes an ex-
ample of the configuration of such a conventional electric
power steering system.
[0003] The conventional electric power steering sys-
tem is configured such that the capacitor discharges elec-
tric power to the motor driving circuit, and is not config-
ured such that the capacitor discharges electric power
to the main power supply. Thus, it is not possible to supply
electric power to the main power supply from the capac-
itor.

SUMMARY OF THE INVENTION

[0004] One object of the invention is to provide an elec-
tric power steering system configured such that an aux-
iliary power supply device is able to supply electric power
to a main power supply.
[0005] An electric power steering system according to
an aspect of the invention includes: an electric motor that
generates assist torque based on steering torque; a main
power supply that supplies electric power to the electric
motor; an auxiliary power supply device including an aux-
iliary power supply connected to the main power supply
and capable of discharging electric power to the electric
motor; and a control device that controls an operation of
the auxiliary power supply device. The control device
switches a mode, as a mode of connection between the
main power supply and the auxiliary power supply device,
among a first supply mode in which the main power sup-
ply and the auxiliary power supply are connected in series
with each other and a high-potential side of the auxiliary
power supply is connected to the electric motor, a second
supply mode in which the main power supply and the
auxiliary power supply are connected in series with each
other and a low-potential side of the auxiliary power sup-
ply is connected to the electric motor, and a main power
supply charging mode in which the main power supply

and the auxiliary power supply are connected in parallel
to each other.
[0006] In the above-described electric power steering
system, when the connection mode is switched to the
main power supply charging mode by the control device,
the main power supply and the auxiliary power supply
are connected in parallel to each other. Accordingly,
when the voltage of the main power supply is lower than
the voltage of the auxiliary power supply, electric power
can be supplied from the auxiliary power supply to the
main power supply, in the electric power steering system.
[0007] In the electric power steering system according
to the above-described aspect, when an engine of a ve-
hicle is stopped and a starter that starts the engine is
driven, the control device may switch the connection
mode to the main power supply charging mode.
[0008] Generally, when an engine of a vehicle is
stopped and a starter is driven, the voltage of a main
power supply abruptly decreases. In contrast to this, in
the electric power steering system according to the
above-described aspect, when the engine of the vehicle
is stopped and the starter that starts the engine is driven,
the control device switches the connection mode to the
main power supply charging mode. As a result, the volt-
age of the main power supply is boosted. Hereby, a drop
of the voltage of the main power supply is suppressed.
[0009] In the electric power steering system according
to the above-described aspect, when a rate of drop of
the voltage of the main power supply is equal to or higher
than a threshold, the control device may switch the con-
nection mode to the main power supply charging mode.
[0010] In the above electric power steering system,
when the rate of drop of the voltage of the main power
supply is equal to or higher than the threshold, the con-
nection mode is switched to the main power supply charg-
ing mode by the control device. Thus, the voltage of the
main power supply is boosted by the auxiliary power sup-
ply, so that a drop of the voltage of the main power supply
is suppressed.
[0011] In the electric power steering system according
to the above-described aspect, the control device may
switch the connection mode to the main power supply
charging mode when power-supply electric power con-
sumed by the electric power steering system due to assist
control for assisting steering is less than a charging and
discharging threshold, which is a reference value for
making a switchover between charging from the main
power supply to the auxiliary power supply and discharg-
ing from the auxiliary power supply to the electric motor.
[0012] In the above electric power steering system,
when the power-supply electric power consumed by the
electric power steering system is less than the charging
and discharging threshold, the connection mode is
switched to the main power supply charging mode by the
control device. That is, even in a case where the engine
of the vehicle is stopped and the starter is driven or even
in a case where the rate of drop of the voltage of the main
power supply is equal to or higher than the threshold, if
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the power-supply electric power consumed by the electric
power steering system is equal to or greater than the
charging and discharging threshold, the control device
does not switch the connection mode to the main power
supply charging mode. Accordingly, in the above electric
power steering system, higher priority is given to supply-
ing electric power from the auxiliary power supply to the
electric motor than charging the main power supply with
the use of the auxiliary power supply.
[0013] The electric power steering system according
to the above-described aspect may further include
a first switching element that makes a switchover be-
tween an on-state in which the main power supply and
the auxiliary power supply are in a conductive state and
an off-state in which the main power supply and the aux-
iliary power supply are in a non-conductive state;
and a second switching element of which one end is con-
nected to a connecting point between the first switching
element and the auxiliary power supply and of which the
other end is grounded, the second switching element
making a switchover between an on-state in which the
connecting point between the first switching element and
the auxiliary power supply is in a grounded state and an
off-state in which the connecting point is not in the
grounded state.
In the first supply mode and the second supply mode,
the control device may place the first switching element
in the on-state and the second switching element in the
off-state. In the main power supply charging mode, the
control device may place the first switching element in
the off-state and the second switching element in the on-
state.
[0014] The electric power steering system is config-
ured such that the auxiliary power supply is able to supply
electric power to the main power supply.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015] The foregoing and further features and advan-
tages of the invention will become apparent from the fol-
lowing description of example embodiments with refer-
ence to the accompanying drawings, wherein like numer-
als are used to represent like elements and wherein:

FIG. 1 is a schematic diagram illustrating the config-
uration of an electric power steering system accord-
ing to an embodiment of the invention;
FIG. 2 is a circuit diagram illustrating the circuit con-
figuration of the electric power steering system ac-
cording to the embodiment;
FIG. 3 is a table illustrating the relationship between
the connection modes of the electric power steering
system and the states of each switching element ac-
cording to the embodiment;
FIG. 4A is a circuit diagram illustrating the simplified
circuit configuration of the electric power steering
system according to the embodiment, and illustrating
the circuit configuration in a first connection mode;

FIG. 4B is a circuit diagram illustrating the simplified
circuit configuration of the electric power steering
system according to the embodiment, and illustrating
a circuit configuration in a second connection mode;
FIG. 4C is a circuit diagram illustrating the simplified
circuit configuration of the electric power steering
system according to the embodiment, and illustrating
a circuit configuration in a third connection mode;
FIG. 4D is a circuit diagram illustrating the simplified
circuit configuration of the electric power steering
system according to the embodiment, and illustrating
a circuit configuration in a fourth connection mode;
FIG. 5 is a graph related to the electric power steering
system according to the embodiment, and illustrating
a transition of a required power-supply electric pow-
er;
FIG. 6 is a graph related to the electric power steering
system according to the embodiment, and illustrating
a transition of the battery voltage;
FIG. 7 is a flowchart illustrating the procedure of a
connection mode setting control executed by a con-
trol device according to the embodiment; and
FIG. 8 is a circuit diagram illustrating the circuit con-
figuration of an electric power steering system ac-
cording to another embodiment of the invention.

DETAILED DESCRIPTION OF EMBODIMENTS

[0016] With reference to FIG. 1, the configuration of an
electric power steering system 1 (hereinafter, referred to
as "EPS 1") according to an embodiment of the invention
will be described below. The EPS 1 includes an EPS
main body 10, an assist device 20, a control device 30,
an auxiliary power supply device 40, a torque sensor 50,
and a vehicle speed sensor 60. The EPS 1 is configured
such that electric power is supplied to the assist device
20 from a main power supply 4 and the auxiliary power
supply device 40 via the control device 30. The EPS 1
assists an operation of a steering wheel 2 with the use
of the assist device 20, based on signals output from the
torque sensor 50 and the vehicle speed sensor 60.
[0017] The EPS main body 10 includes a column shaft
11, an intermediate shaft 12, a pinion shaft 13, a rack
shaft 14, a rack-and-pinion mechanism 15, and two tie
rods 16. The EPS main body 10 rotates the column shaft
11, the intermediate shaft 12, and the pinion shaft 13
together with each other in response to the rotation of
the steering wheel 2. The EPS main body 10 changes
the steered angle of wheels 3 by causing the rack shaft
14 to make a reciprocating motion with the rotation of the
pinion shaft 13.
[0018] The rack-and-pinion mechanism 15 has a con-
figuration in which a pinion gear (not shown) of the pinion
shaft 13 and a rack gear (not shown) of the rack shaft 14
mesh with each other. The rack-and-pinion mechanism
15 converts the rotation of the pinion shaft 13 into a re-
ciprocating motion of the rack shaft 14 due to the mesh
between the pinion gear and the rack gear.
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[0019] The assist device 20 includes an electric motor
21, which is a three-phase brushless motor, and a speed
reduction mechanism 22. The assist device 20 applies,
to the column shaft 11, a force (hereinafter referred to as
"assist torque") for rotating the column shaft 11 by trans-
mitting the rotation of the electric motor 21 to the column
shaft 11 via the speed reduction mechanism 22. As de-
scribed above, the EPS 1 according to the present em-
bodiment has a column-assist type configuration.
[0020] The output level of a voltage signal output from
the torque sensor 50 changes on the basis of the torsion
of a torsion bar 51 connected to an intermediate portion
of the column shaft 11, that is, the magnitude of a torque
(hereinafter, referred to as "steering torque τ") applied to
the column shaft 11 in response to the operation of the
steering wheel 2. The torque sensor 50 outputs the volt-
age signal to the control device 30.
[0021] The output level of a voltage signal output from
the vehicle speed sensor 60 changes on the basis of the
rotational speed of a drive shaft (not shown) of a vehicle,
that is, a vehicle travelling speed (hereinafter referred to
as "vehicle speed V"). The vehicle speed sensor 60 out-
puts the voltage signal to the control device 30.
[0022] The control device 30 calculates the magnitude
of the steering torque τ and the direction thereof based
on the voltage signal from the torque sensor 50. The con-
trol device 30 calculates the vehicle speed V based on
the voltage signal from the vehicle speed sensor 60. The
control device 30 executes assist control for assisting
steering. More specifically, the control device 30 calcu-
lates a target assist torque based on the steering torque
τ and the vehicle speed V. Then, the control device 30
controls the operation of the electric motor 21 by supply-
ing the electric motor 21 with electric power correspond-
ing to the target assist torque. The electric motor 21 gen-
erates an assist torque based on the target assist torque.
[0023] With reference to FIG. 2, the detailed configu-
rations of the main power supply 4, the control device
30, and the auxiliary power supply device 40 will be de-
scribed. The main power supply 4 includes an in-vehicle
battery 4A and an alternator 4B. The main power supply
4 has a configuration in which the in-vehicle battery 4A
and the alternator 4B are connected in parallel to each
other. One end of the main power supply 4 is connected
in series with the auxiliary power supply device 40 and
a starter motor 5, and the other end thereof is grounded.
Note that the starter motor 5 corresponds to a starter.
[0024] The alternator 4B generates electric power
when an output shaft of the alternator 4B rotates with the
rotation of a crankshaft (not shown) of an internal com-
bustion engine (not shown) of the vehicle. The alternator
4B supplies the electric power thus generated to the in-
vehicle battery 4A. When the electric power is supplied
from the main power supply 4 to the starter motor 5 in
order to start the internal combustion engine, the starter
motor 5 rotates the crankshaft.
[0025] The control device 30 includes a microcomputer
31, a motor driving circuit 34, a current sensor 35, and a

voltage sensor 36. The control device 30 controls an op-
eration of the motor driving circuit 34 and an operation
of the auxiliary power supply device 40 with the use of
the microcomputer 31.
[0026] The output level of a voltage signal output from
the current sensor 35 changes on the basis of the mag-
nitude of actual current (hereinafter referred to as "motor
current IM") supplied to the electric motor 21. The current
sensor 35 outputs the voltage signal to a motor control
unit 33 of the microcomputer 31.
[0027] The output level of a voltage signal output from
the voltage sensor 36 changes on the basis of the mag-
nitude of the voltage between the auxiliary power supply
device 40 and the motor driving circuit 34, that is, the
voltage that is applied to the motor driving circuit 34 (here-
inafter, referred to as "motor drive voltage VMD"). The
voltage sensor 36 outputs the voltage signal to a power
supply management unit 32 of the microcomputer 31.
[0028] The microcomputer 31 includes the power sup-
ply management unit 32 and the motor control unit 33.
The microcomputer 31 controls the charging and dis-
charging operation of the auxiliary power supply device
40 with the use of the power supply management unit
32. The microcomputer 31 controls the operation of the
motor driving circuit 34 with the use of the motor control
unit 33.
[0029] The power supply management unit 32 controls
the operations of a relay 41, a booster circuit 43, a charg-
ing and discharging circuit 44, and a switching circuit 46
of the auxiliary power supply device 40. The power supply
management unit 32 outputs, to the relay 41, a relay sig-
nal SR for controlling the operation of the relay 41. The
power supply management unit 32 outputs, to the booster
circuit 43, booster signals SB1, SB2 for controlling the
operation of the booster circuit 43. The power supply
management unit 32 outputs, to the charging and dis-
charging circuit 44, charging and discharging signals
SCD1, SCD2 for controlling the operation of the charging
and discharging circuit 44. The power supply manage-
ment unit 32 outputs, to the switching circuit 46, switching
signals SS1, SS2 for controlling the operation of the
switching circuit 46.
[0030] The motor control unit 33 calculates the target
assist torque based on the steering torque τ and the ve-
hicle speed V. The motor control unit 33 executes current
feedback control such that the motor current IM coincides
with a current command value corresponding to the tar-
get assist torque. The motor control unit 33 outputs, to
the motor driving circuit 34, a motor control signal SM
generated through execution of the current feedback
control. Note that the motor control signal SM functions
also as a signal for executing PWM control on the motor
driving circuit 34. Further, the target assist torque in-
creases as the absolute value of the steering torque τ
increases or as the absolute value of the vehicle speed
V decreases.
[0031] The motor driving circuit 34 has a known con-
figuration in which two switching elements (MOSFETs)
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are connected in series with each of the phases of the
electric motor 21. In the motor driving circuit 34, the two
switching elements of each of the phases of the motor
driving circuit 34 are alternately switched between the
on-state and the off-state based on the motor control sig-
nal SM from the motor control unit 33. The motor driving
circuit 34 applies the motor drive voltage VMD to the elec-
tric motor 21, through PWM driving, on the basis of the
switching of each of the switching elements between the
on-state and the off-state.
[0032] The auxiliary power supply device 40 is formed
separately from the main power supply 4. The auxiliary
power supply device 40 includes the relay 41, a current
sensor 42, the booster circuit 43, the charging and dis-
charging circuit 44, and a capacitor 45 as an auxiliary
power supply, the switching circuit, 46, and a voltage
sensor 47. The auxiliary power supply device 40 is ca-
pable of discharging electric power to the electric motor
21 and is capable of discharging electric power to the
main power supply 4 with the use of the capacitor 45.
[0033] The relay 41 is arranged between the main pow-
er supply 4 and the booster circuit 43. The relay 41 switch-
es the power supply state between the on-state in which
the main power supply 4 supplies electric power to the
motor driving circuit 34 and the off-state in which the main
power supply 4 does not supply electric power to the
motor driving circuit 34.
[0034] The current sensor 42 is arranged between the
relay 41 and the booster circuit 43. The output level of a
voltage signal output from the current sensor 42 changes
on the basis of the magnitude of a current (hereinafter
referred to "battery current IB") output from the main pow-
er supply 4. The current sensor 42 outputs the voltage
signal to the power supply management unit 32.
[0035] The booster circuit 43 boosts the output voltage
based on the voltage (battery voltage) of the main power
supply 4, that is, the output voltage at a connecting point
P1 between the main power supply 4 and the booster
circuit 43 (hereinafter referred to as "output voltage V1"),
and applies the boosted output voltage to a connecting
point P2, which is an positive terminal of the capacitor
45, thereby charging the capacitor 45.
[0036] The booster circuit 43 includes a pair of switch-
ing elements (hereinafter referred to as "a FET 3 and a
FET 4"), and a boosting coil 43A. The booster circuit 43
has a configuration in which the FET 3 and the FET 4
are connected in series with each other. The booster cir-
cuit 43 has a configuration in which one end of the boost-
ing coil 43A is connected to a connecting point P3 be-
tween the FET 3 and the FET 4. The booster circuit 43
has a configuration in which the output voltage V1 is ap-
plied to the other end of the boosting coil 43A.
[0037] As the FET 3 and the FET 4, MOSFETs are
employed. One end of the FET 3 on the upper side is
connected to the positive terminal (the connecting point
P2) of the capacitor 45. One end of the FET 4 on the
lower side is grounded. The FET 3 and the FET 4 are
switched between the on-state and the off-state based

on the booster signals SB1, SB2 from the power supply
management unit 32, respectively.
[0038] The charging and discharging circuit 44 is con-
nected in parallel with the booster circuit 43. The charging
and discharging circuit 44 includes a pair of switching
elements (hereinafter referred to as "a FET 1 and a FET
2"). The charging and discharging circuit 44 has a con-
figuration in which the FET 1 and the FET 2 are connected
in series with each other. The charging and discharging
circuit 44 is connected to the motor driving circuit 34 at
a connecting point P4 between the FET 1 and FET 2.
[0039] As the FET 1 and the FET 2, MOSFETs are
employed. One end of the FET 1 on the upper side is
connected to the positive terminal (the connecting point
P2) of the capacitor 45. One end of the FET 2 on the
lower side is connected to the main power supply 4 via
the relay 41 and the current sensor 42. The FET 1 and
FET 2 are periodically switched between the on-state,
which is a conductive state, and the off-state, which is a
nonconductive state, based on the charging and dis-
charging signals SCD1, SCD2 from the power supply
management unit 32, respectively. In the on-state, the
FET 1 is in a state where electric power can be discharged
from the capacitor 45 (the auxiliary power supply device
40) to the motor driving circuit 34 (the electric motor 21).
In the off-state, the FET 1 is in a state where electric
power cannot be discharged from the capacitor 45 (the
auxiliary power supply device 40) to the motor driving
circuit 34 (the electric motor 21). In the on-state, the FET
2 is in a state where electric power can be supplied from
the main power supply 4 to the motor driving circuit 34
via the FET 2. In the off-state, the FET 2 is in a state
where electric power cannot be supplied from the main
power supply 4 to the motor driving circuit 34 via the FET
2.
[0040] Between the booster circuit 43 and the charging
and discharging circuit 44, the capacitor 45 is connected
in parallel with the booster circuit 43 and the charging
and discharging circuit 44. One end of the capacitor 45
is connected to the connecting point P2, and the other
end of the capacitor 45 is connected to the switching
circuit 46. In the capacitor 45, the connecting point P2-
side is a high-potential side, and the switching circuit 46-
side is a low-potential side. As the capacitor 45, an elec-
tric double layer capacitor is used.
[0041] The voltage sensor 47 is connected in parallel
to the capacitor 45. The voltage sensor 47 outputs a sig-
nal corresponding to the voltage of the capacitor 45 (here-
inafter referred to as "output voltage V2") to the power
supply management unit 32. The switching circuit 46 is
located between the capacitor 45 and the main power
supply 4. The switching circuit 46 includes two switching
elements (hereinafter referred to "a FET 5 and a FET 6").
The switching circuit 46 changes the mode of connection
between the capacitor 45 and the main power supply 4.
Note that the FET 5 corresponds to a first switching ele-
ment. The FET 6 corresponds to a second switching el-
ement.
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[0042] The FET 5 is connected in series with the main
power supply 4 and the capacitor 45. One end of the FET
5 is connected to the capacitor 45, and the other end of
the FET 5 is connected to a connecting point P5 between
the current sensor 42 and the FET 2. When the FET 5 is
in the on-state, the main power supply 4 and the capacitor
45 are brought into a conductive state via the FET 5.
When the FET 5 is in the off-state, the main power supply
4 and the capacitor 45 are brought into a non-conductive
state (conduction between the main power supply 4 and
the capacitor 45 via the FET 5 is interrupted).
[0043] The FET 6 is located on an electric power supply
line that branches off from a connecting point P6 between
the FET 5 and the capacitor 45. One end of the FET 6 is
connected in series with the connecting point P6, and
the other end of the FET 6 is grounded. When the FET
6 is in the on-state, the connecting point P6 is grounded
via the FET 6. When the FET 6 is in the off-state, the
connecting point P6 is not grounded via the FET 6.
[0044] The operation of the relay 41 will be described
below. The relay 41 is switched between the on-state
and the off-state based on the relay signal SR from the
power supply management unit 32. When an ignition
switch (not shown) of the vehicle is turned on, the relay
41 is switched from the off-state to the on-state. When
the ignition switch is turned off, the relay 41 is switched
from the on-state to the off-state.
[0045] The operation of the booster circuit 43 will be
described below. The booster circuit 43 applies, to the
positive terminal (the connecting point P2) of the capac-
itor 45, a boosted voltage V3 generated when the FET 4
on the lower side is switched from the on-state to the off-
state. In the booster circuit 43, the FET 4 becomes con-
ductive in the on-state, so that one end of the boosting
coil 43C is grounded. Then, the booster circuit 43 super-
imposes, on the output voltage V1, an induced voltage
generated in the boosting coil 43A when the FET 4 is
switched from the off-state to the on-state, and outputs
the thus obtained voltage. Note that the FET 3 on the
upper side has a function of preventing a current from
flowing from the capacitor-45 side to the booster-circuit-
43 side (back-flow).
[0046] The operation of the charging and discharging
circuit 44 will be described below. The charging and dis-
charging circuit 44 switches the power supply mode be-
tween a first power supply mode in which the capacitor
45 can be charged with electric power from the main pow-
er supply 4 and a second power supply mode in which
the capacitor 45 can discharge electric power to the motor
driving circuit 34, based on a combination of the on-state
and the off-state of the FET 1 and the FET 2. Note that
the FET 1 and the FET 2 are controlled by the power
supply management unit 32 so as not to be in the on-
state at the same time.
[0047] In the first power supply mode, the FET 1 on
the upper side is in the off-state and the FET 2 on the
lower side is in the on-state. In the first power supply
mode, the battery current IB from the main power supply

4 is supplied to the capacitor 45 and is supplied to the
motor driving circuit 34 via the FET 2. In the first power
supply mode, the FET 1 is in the off-state, so that the
capacitor 45 does not discharge electric power to the
motor driving circuit 34. In the first power supply mode,
the motor drive voltage VMD is the output voltage V1.
[0048] In the second power supply mode, the FET 1
on the upper side is in the on-state and the FET 2 on the
lower side is in the off-state. In the second power supply
mode, the main power supply 4 and the auxiliary power
supply device 40 (the capacitor 45) are connected in se-
ries with each other. In the second power supply mode,
the motor driving circuit 34 is supplied with current dis-
charged from the capacitor 45 in addition to the electric
power from the main power supply 4. In the second power
supply mode, the motor drive voltage VMD is the sum of
the output voltage V1 and the output voltage V2 from the
capacitor 45.
[0049] The operation of the switching circuit 46 will be
described below. The switching circuit 46 makes a
switchover between a first switching mode in which the
main power supply 4 and the capacitor 45 are connected
in series with each other and a second switching mode
in which the main power supply 4 and the capacitor 45
are connected in parallel to each other, based on a com-
bination of the on-state and the off-state of the FET 5 and
the FET 6. The FET 5 and the FET 6 are controlled by
the power supply management unit 32 so as not to be in
the on-state at the same time.
[0050] In the first switching mode, the FET 5 is in the
on-state and the FET 6 is in the off-state. In the first
switching mode, discharging from the capacitor 45 to the
main power supply 4 is interrupted by the switching circuit
46.
In the second switching mode, the FET 5 is in the off-
state and the FET 6 is in the on-state. In the second
switching mode, discharging from the capacitor 45 to the
main power supply 4 is allowed by the switching circuit 46.
[0051] With reference to FIG. 3 and FIG. 4, the mode
of connection between the main power supply 4 and the
auxiliary power supply device 40 (hereinafter referred to
as "connection mode") will be described below. FIG. 4
illustrates the simplified circuit configuration of the EPS
1 and the main power supply 4. In the following descrip-
tion, the components related to the EPS 1 (not shown)
indicate the components illustrated in FIG. 2.
[0052] The EPS 1 has a first connection mode, a sec-
ond connection mode, a third connection mode, and a
fourth connection mode as the connection modes. The
second connection mode corresponds to a first supply
mode. The first connection mode and the third connection
mode correspond to a second supply mode. The fourth
connection mode corresponds to a main power supply
charging mode.
[0053] The first connection mode is set when the ca-
pacitor 45 is fully charged and when electric power is
supplied from the main power supply 4 to the motor driv-
ing circuit 34. In the first connection mode, the booster
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circuit 43 is in a stopped state, the charging and discharg-
ing circuit 44 is in the first power supply mode, and the
switching circuit 46 is in the first switching mode. More
specifically, as illustrated in FIG. 3, in the first connection
mode, the FET 1 is in the off-state, the FET 2 is in the
on-state, the FET 3 is in the off-state, the FET 4 is in the
off-state, the FET 5 is in the on-state, and the FET 6 is
in the off-state.
[0054] As illustrated in FIG. 4A, in the first connection
mode, the electric power is supplied from the main power
supply 4 to the motor driving circuit 34 via the FET 2. In
the first connection mode, the electric power is not sup-
plied from the main power supply 4 to the capacitor 45
because the capacitor 45 is fully charged. In the first con-
nection mode, the motor drive voltage VMD is the output
voltage V1.
[0055] The second connection mode is set when the
electric power is supplied from the main power supply 4
and the capacitor 45 to the motor driving circuit 34. In the
second connection mode, the booster circuit 43 is in the
stopped state, the charging and discharging circuit 44 is
in the second power supply mode, and the switching cir-
cuit 46 is in the first switching mode. More specifically,
as illustrated in FIG. 3, in the second connection mode,
the FET 1 is in the on-state, the FET 2 is in the off-state,
the FET 3 is in the off-state, the FET 4 is in the off-state,
the FET 5 is in the on-state, and the FET 6 is in the off-
state.
[0056] As illustrated in FIG. 4B, in the second connec-
tion mode, the electric power from the main power supply
4 passes through the capacitor 45 via the FET 5. At this
time, the output voltage V2 of the capacitor 45 is super-
imposed on the output voltage V1 from the main power
supply 4. The electric power from the main power supply
4 is then supplied to the motor driving circuit 34 via the
FET 1. In the second power supply mode, the motor drive
voltage VMD is the sum of the output voltage V1 and the
output voltage V2.
[0057] The third connection mode is set when the ca-
pacitor 45 is charged with the electric power from the
main power supply 4 and the electric power from the main
power supply 4 is supplied to the motor driving circuit 34.
In the third connection mode, the booster circuit 43 is in
a driving state, the charging and discharging circuit 44 is
in the first power supply mode, and the switching circuit
46 is in the first switching mode. More specifically, as
illustrated in FIG. 3, in the third connection mode, the
FET 1 is in the off-state, the FET 2 is in the on-state, the
FET 4 is in a PWM driving state, the FET 3 is in a state
where PWM driving is executed on the FET 3 such that
the FET 3 and the FET 4 are not in the on-state at the
same time, the FET 5 is in the on-state, and the FET 6
is in the off-state.
[0058] As illustrated in FIG. 4C, in the third connection
mode, the electric power from the main power supply 4
is supplied to the capacitor 45 via the booster circuit 43.
At this time, the output voltage V1 is boosted in the boost-
er circuit 43, and the boosted voltage is applied to the

capacitor 45. Therefore, the charging rate at which the
capacitor 45 is charged is higher than that in the config-
uration in which the main power supply 4 and the capac-
itor 45 are connected in parallel to each other, that is, the
configuration in which the booster circuit 43 is omitted.
This reduces the time required to fully charge the capac-
itor 45. Further, the electric power from the main power
supply 4 is supplied to the motor driving circuit 34 via the
FET 2. In the third connection mode, the motor drive volt-
age VMD is the output voltage V1.
[0059] The fourth connection mode is set when the
main power supply 4 is charged with electric power from
the capacitor 45. In the fourth connection mode, the
booster circuit 43 is in the stopped state, the capacitor
45 and the main power supply 4 are in the conductive
state, the charging and discharging circuit 44 is in the
first power supply mode, and the switching circuit 46 is
in the second switching mode. More specifically, as illus-
trated in FIG. 3, in the fourth connection mode, the FET
1 is in the off-state, the FET 2 is in the on-state, the FET
3 is in the on-state, the FET 4 is in the off-state, the FET
5 is in the off-state, and the FET 6 is in the on-state.
[0060] As illustrated in FIG. 4D, the main power supply
4 and the capacitor 45 are connected in parallel to each
other in the fourth connection mode. Accordingly, when
the voltage of the capacitor 45 is higher than the voltage
of the main power supply 4, the electric power from the
capacitor 45 is supplied to the main power supply 4 via
the booster circuit 43. Because the FET 5 is in the off-
state and the FET 1 is in the off-state, the electric power
is not supplied from the capacitor 45 to the motor driving
circuit 34.
[0061] With reference to FIG. 5 and FIG. 6, the control
for changing the connection mode, which is executed by
the control device 30, will be described below. In the fol-
lowing description with reference to FIG. 5 and FIG. 6,
the components related to the EPS 1 to which the refer-
ence symbols are assigned indicate the components il-
lustrated in FIG. 1 or FIG. 2.
[0062] FIG. 5 illustrates a transition of power-supply
electric power that the EPS 1 requires the main power
supply 4 to supply in order to execute assist control. In
FIG. 5, a first discharging period TD1 indicates a period
from time t11 to time t12. A first charging period TC1
indicates a period from time t12 to time t13. A second
discharging period TD2 indicates a period from time t13
to time t14. A second charging period TC2 indicates a
period from time t14 to time t15. A third discharging period
TD3 indicates a period from time t15 to time t16. A third
charging period TC3 indicates a period from time t16 to
time t17.
[0063] Hereinafter, actual power-supply electric power
supplied from the main power supply 4 to the EPS 1 is
referred to as power-supply electric power PS. The pow-
er-supply electric power PS is calculated by the power
supply management unit 32 based on the battery current
IB detected by the current sensor 42.
[0064] The control device 30 changes the connection
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mode to the first connection mode, the second connec-
tion mode, or the third connection mode, based on the
relationship between the power-supply electric power PS
and a charging and discharging threshold KE. More spe-
cifically, when the power-supply electric power PS is less
than the charging and discharging threshold KE, that is,
when the capacitor 45 is fully charged in the first charging
period TC1, the second charging period TC2, and the
third charging period TC3, the control device 30 sets the
connection mode to the first connection mode. When the
capacitor 45 is not fully charged in the first charging pe-
riod TC1, the second charging period TC2, and the third
charging period TC3, the control device 30 sets the con-
nection mode to the third connection mode. When the
power-supply electric power PS is equal to or greater
than the charging and discharging threshold KE, that is,
in the first discharging period TD1, the second discharg-
ing period TD2, and the third discharging period TD3, the
control device 30 sets the connection mode to the second
connection mode. Note that examples of a case where
the power-supply electric power PS is equal to or greater
than the charging and discharging threshold KE include
a case where a driver performs stationary steering (steer-
ing operation performed while a vehicle is not travelling)
of the steering wheel 2 while the vehicle is being placed
in a garage or the vehicle is being parked. Further, the
power-supply electric power PS is equal to or greater
than the charging and discharging threshold KE, for ex-
ample, in a period from time t11, t13, or t15, in which the
connection mode is changed to the second connection
mode.
[0065] When the control device 30 changes the con-
nection mode to the first connection mode, the second
connection mode, or the third connection mode, the peak
of the power-supply electric power PS (the battery current
IB) is restricted at the charging and discharging threshold
KE (peak-cut). Consequently, a load on the main power
supply 4 is reduced.
[0066] FIG. 6 illustrates a transition of the voltage of
the main power supply 4 (hereinafter referred to as a
battery voltage VB) in a case where the vehicle is
switched from the state where stop-start (idling reduction)
is executed to the state where stop-start is cancelled. In
FIG. 6, stop-start is executed in the vehicle in a period
from time t21 to time t22, and the stop-start is cancelled
at time t22. That is, in the vehicle, the alternator 4B is
stopped in the period from time t21 to time t22. Therefore,
the battery voltage VB is the voltage of the in-vehicle
battery 4A in the period from time t21 to time t22. In the
vehicle, driving of the starter motor 5 is started at time
t22. In the vehicle, after time t23, the alternator 4B of the
main power supply 4 generates electric power as the
crankshaft is rotated by the driving of the starter motor
5. The electric power is supplied from the alternator 4B
to the in-vehicle battery 4A of the main power supply 4.
[0067] At time t22, the electric power from the in-vehi-
cle battery 4A is consumed by the driving of the starter
motor 5. Because the internal combustion engine is

stopped at time t22, the alternator 4B does not supply
electric power to the in-vehicle battery 4A. Accordingly,
the battery voltage VB abruptly decreases in a period
from time t22 to time t23. After time t23, the electric power
is supplied from the alternator 4B to the in-vehicle battery
4A, so that the voltage of the in-vehicle battery 4A is
boosted as time passes from time t23. After time t25, the
voltage of the main power supply 4 is constant. Note that,
in the following description, the period from time t22 to
time t23 is referred to as a voltage drop period.
[0068] Because the voltage of the in-vehicle battery 4A
decreases in the voltage drop period, the voltage applied
to auxiliaries (not shown) for driving an air conditioner
and acoustic equipment of the vehicle decreases. There-
fore, there is a possibility that the electric power for driving
the auxiliaries will not be supplied sufficiently from the in-
vehicle battery 4A.
[0069] In order to deal with this problem, a booster cir-
cuit such as a DC-DC converter may be added to driving
circuits (not shown) for driving the auxiliaries. However,
in a case where the booster circuit is added to the driving
circuit of each auxiliary, the number of components of
each auxiliary increases, resulting in cost increase.
[0070] The EPS 1 according to the present embodi-
ment is configured such that, in the voltage drop period,
that is, when the starter motor 5 is driven, the control
device 30 executes connection mode setting control for
setting the connection mode to the fourth connection
mode. In the voltage drop period, the electric power is
supplied from the capacitor 45 to the in-vehicle battery
4A. This suppresses an abrupt decrease in the battery
voltage VB. Accordingly, a decrease in the voltage to be
applied to each auxiliary is suppressed, so that sufficient
electric power is supplied to each auxiliary without adding
any booster circuit to each auxiliary.
[0071] After the connection mode is set to the fourth
connection mode, in the EPS 1, the fourth connection
mode is maintained until the battery voltage VB reaches
a reference value KX. When the battery voltage VB
reaches the reference value KX (at time t24), the con-
nection mode is changed from the fourth connection
mode to the third connection mode, in the EPS 1. Thus,
in the EPS 1, the capacitor 45 is charged. The reference
value KX indicates a battery voltage VB at which required
electric power can be supplied to the auxiliaries. The ref-
erence value KX is set in advance through testing or the
like.
[0072] With reference to FIG. 7, a process of the con-
nection mode setting control will be described. Note that
in the following description with reference to FIG. 7, the
components related to the EPS 1, to which the reference
symbols are assigned, indicate the components illustrat-
ed in FIG. 1 or FIG. 2. The connection mode setting con-
trol is executed repeatedly at predetermined intervals.
[0073] In the connection mode setting control, the con-
trol device 30 sets the connection mode to one of the first
to fourth connection modes in corresponding one of step
S21 to S24 based on a determination in the steps S11
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to S13.
[0074] In step S11, the control device 30 determines
whether the power-supply electric power PS is equal to
or greater than the charging and discharging threshold
KE. In step S12, the control device 30 determines wheth-
er the capacitor 45 is fully charged. The power supply
management unit 32 of the control device 30 calculates
the output voltage V2 based on an output signal from the
voltage sensor 47. When the output voltage V2 is equal
to or greater than a threshold corresponding to the full
charge of the capacitor 45, the power supply manage-
ment unit 32 determines that the capacitor 45 is fully
charged. When the output voltage V2 is smaller than the
threshold, the power supply management unit 32 deter-
mines that the capacitor 45 is not fully charged. Note that
the threshold is set in advance on the basis of the type
of the capacitor 45.
[0075] In step S13, the control device 30 determines
whether the starter motor 5 is being driven. The control
device 30 receives a signal indicating the driving state of
the starter motor 5 from a control device (not shown) of
the vehicle, for example, via a CAN communication.
When the control device 30 receives a signal indicating
that the starter motor 5 is being driven (hereinafter re-
ferred to as "self-starter driving signal SSD"), the control
device 30 determines that the starter motor 5 is being
driven. When the control device 30 has not received the
self-starter driving signal SSD, the control device 30 de-
termines that the starter motor 5 is in a stopped state.
[0076] If an affirmative determination is made in step
S11, the control device 30 sets the connection mode to
the second connection mode, in step S21. If a negative
determination is made in each of step S11 and step S12,
the control device 30 sets the connection mode to the
third connection mode, in step S22.
[0077] If a negative determination is made in step S11,
an affirmative determination is made in step S12, and an
affirmative determination is made in step S13, the control
device 30 sets the connection mode to the fourth con-
nection mode, in step S23.
[0078] If a negative determination is made in step S11,
an affirmative determination is made in step S12, and a
negative determination is made in step S13, the control
device 30 sets the connection mode to the first connec-
tion mode, in step S24.
[0079] The EPS 1 according to the present embodi-
ment produces the following advantageous effects. The
EPS 1 includes the switching circuit 46 capable of switch-
ing the connection mode to a mode in which the auxiliary
power supply device 40 and the main power supply 4 are
connected in parallel to each other. With this configura-
tion, in the EPS 1, the electric power can be supplied
from the capacitor 45 to the in-vehicle battery 4A.
[0080] In the connection mode setting control, the con-
nection mode is set to the fourth connection mode at the
time of driving the starter motor 5, in the EPS 1. With this
configuration, it is possible to suppress an abrupt de-
crease in the battery voltage VB, which would be caused

due to the driving of the starter motor 5. Accordingly,
required electric power is supplied to each auxiliary even
if a booster circuit is not added to each auxiliary.
[0081] In the connection mode setting control, the con-
nection mode is set to the second connection mode in
the EPS 1, when the power-supply electric power PS is
equal to or greater than the charging and discharging
threshold KE. With this configuration, when the EPS 1
requires a large amount of electric power in order to ex-
ecute, for example, stationary steering, the peak of the
battery current IB of the power-supply electric power PS
is restricted (peak-cut) by boosting the motor drive volt-
age VMD. This accordingly reduces a load on the main
power supply 4.
[0082] The auxiliary power supply device 40 includes
the booster circuit 43. With this configuration, the capac-
itor 45 is charged more quickly in the EPS 1 than in a
configuration in which the electric power is supplied from
the main power supply 4 to the capacitor 45 by connecting
the capacitor 45 in parallel to the main power supply 4,
that is, a configuration in which the booster circuit 43 is
omitted.
[0083] The electric power steering system according
to the invention may be implemented in embodiments
other than the aforementioned embodiment. Modified ex-
amples of the above-described embodiment will be de-
scribed as the other embodiments of the electric power
steering system according to the invention. Note that the
following modified examples may be combined with each
other.
[0084] In the EPS 1 according to the aforementioned
embodiment, the electric power is supplied from the ca-
pacitor 45 to the in-vehicle battery 4A of the main power
supply 4 via the boosting coil 43A of the booster circuit
43 when the connection mode is the fourth connection
mode. However, the supply passage of the electric power
from the capacitor 45 to the in-vehicle battery 4A is not
limited to the one described in the aforementioned em-
bodiment. For example, in an EPS 1 according to a mod-
ified example, electric power is supplied from the capac-
itor 45 to the in-vehicle battery 4A without passing
through the booster circuit 43. More specifically, as illus-
trated in FIG. 8, the EPS 1 according to the modified
example includes an electric power supply line PL that
connects the main power supply 4 to a connecting point
P7 with the FET 3 of the booster circuit 43, and a switching
element (hereinafter referred to as "FET 7") connected
in series with the main power supply 4 and the capacitor
45 via the electric power supply line PL. In the EPS 1
according to the modified example, when the connection
mode is the first connection mode, the second connection
mode, or the third connection mode, the FET 7 is in the
off-state, that is, the main power supply 4 and the capac-
itor 45 are not electrically connected to each other via
the electric power supply line PL. In the EPS 1 according
to the modified example, when the connection mode is
the fourth connection mode, the FET 7 is in the on-state,
that is, the main power supply 4 and the capacitor 45 are
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electrically connected to each other via the electric power
supply line PL. Accordingly, the electric power is supplied
from the capacitor 45 to the in-vehicle battery 4A via the
electric power supply line PL. In the EPS 1 according to
the modified example, the FET 3 is in the off-state when
the connection mode is the fourth connection mode.
[0085] In the EPS 1 according to the aforementioned
embodiment, when the connection mode is the first con-
nection mode, the FET 5 may be placed in the off-state.
In the vehicle in the aforementioned embodiment, the
crankshaft of the internal combustion engine may be ro-
tated by the alternator 4B instead of the starter motor 5.
When the crankshaft is rotated by the alternator 4B, it is
determined whether the alternator 4B is being driven,
instead of making a determination on whether the starter
motor 5 is being driven, in step S13 in the connection
mode setting control.
[0086] In the connection mode setting control, upon
reception of the self-starter driving signal SSD, it is de-
termined that the stator motor 5 is being driven, in the
EPS 1 according to the aforementioned embodiment.
However, the configuration in which it is determined that
the starter motor 5 is being driven is not limited to the
one described in the aforementioned embodiment. For
example, in an EPS 1 according to a modified example,
it is determined that the starter motor 5 is being driven,
when the control device 30 receives a driving signal by
which a control device of the vehicle controls driving of
the starter motor 5.
[0087] After the connection mode is set to the fourth
connection mode, in the EPS 1 according to the afore-
mentioned embodiment, the connection mode is
changed from the fourth connection mode to the third
connection mode when the battery voltage VB reaches
the reference value KX. However, the timing at which the
connection mode is changed from the fourth connection
mode to the third connection mode is not limited to the
one described in the aforementioned embodiment. For
example, in an EPS 1 according to a modified example,
the connection mode is changed from the fourth connec-
tion mode to the third connection mode, when a prede-
termined period of time has passed after the connection
mode is set to the fourth connection mode.
[0088] In the EPS 1 according to the aforementioned
embodiment, it is determined whether the starter motor
5 is being driven, in step S13 in the connection mode
setting control. However, the content of step S13 in the
connection mode setting control is not limited to the one
described in the aforementioned embodiment. For ex-
ample, in an EPS 1 according to a modified example, it
is determined whether the rate of drop of the battery volt-
age VB is equal to or higher than a threshold, instead of
making a determination on whether the starter motor 5
is being driven, in step S13 in the connection mode set-
ting control. Note that the threshold is a voltage drop rate
at which there is a possibility that sufficient electric power
will not be supplied due to a decrease in the battery volt-
age VB. The threshold is set in advance through testing

or the like.
[0089] The EPS 1 according to the aforementioned
embodiment may include a plurality of the auxiliary power
supply devices 40.
The auxiliary power supply device 40 according to the
aforementioned embodiment includes the capacitor 45
as an auxiliary power supply. However, the configuration
of the auxiliary power supply device 40 is not limited to
the one described in the aforementioned embodiment.
For example, an auxiliary power supply device 40 ac-
cording to a modified example includes a secondary bat-
tery such as a lithium ion battery instead of the capacitor
45.
[0090] As the capacitor 45 according to the aforemen-
tioned embodiment, an electric double layer capacitor is
used. However, the type of the capacitor 45 is not limited
to the one described in the aforementioned embodiment.
For example, as a capacitor 45 in a modified example, a
lithium ion capacitor is employed instead of the electric
double layer capacitor.
[0091] In the charging and discharging circuit 44 ac-
cording to the aforementioned embodiment, MOSFETs
are employed as the FET 1 and the FET 2. However, the
type of the FET 1 and the FET 2 is not limited to the one
described in the aforementioned embodiment. For ex-
ample, in a charging and discharging circuit 44 according
to a modified example, switching elements having other
configurations, such as IGBTs, are used as the FET 1
and the FET 2. Note that the FET 5 and the FET 6 of the
switching circuit 46 may be modified in a similar manner.
[0092] The electric motor 21 according to the afore-
mentioned embodiment has a configuration of a three-
phase brushless motor. However, the configuration of
the electric motor 21 is not limited to the one described
in the aforementioned embodiment. For example, an
electric motor 21 according to a modified example has a
configuration of a motor with brush.
[0093] The EPS 1 according to the aforementioned
embodiment has a column-assist type configuration.
However, the configuration of the EPS 1 is not limited to
the one described in the aforementioned embodiment.
For example, an EPS 1 in a modified example has a
configuration of a pinion assist type, a dual pinion assist
type, a rack coaxial type, or a rack parallel type.

Claims

1. An electric power steering system, comprising:

an electric motor that generates assist torque
based on steering torque;
a main power supply that supplies electric power
to the electric motor;
an auxiliary power supply device including an
auxiliary power supply connected to the main
power supply and capable of discharging elec-
tric power to the electric motor; and
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a control device that controls an operation of the
auxiliary power supply device, wherein:

the control device switches a mode, as a
mode of connection between the main pow-
er supply and the auxiliary power supply de-
vice, among a first supply mode in which
the main power supply and the auxiliary
power supply are connected in series with
each other and a high-potential side of the
auxiliary power supply is connected to the
electric motor, a second supply mode in
which the main power supply and the aux-
iliary power supply are connected in series
with each other and a low-potential side of
the auxiliary power supply is connected to
the electric motor, and a main power supply
charging mode in which the main power
supply and the auxiliary power supply are
connected in parallel to each other.

2. The electric power steering system according to
claim 1, wherein when an engine of a vehicle is
stopped and a starter that starts the engine is driven,
the control device switches the connection mode to
the main power supply charging mode.

3. The electric power steering system according to
claim 1, wherein when a rate of drop of a voltage of
the main power supply is equal to or higher than a
threshold, the control device switches the connec-
tion mode to the main power supply charging mode.

4. The electric power steering system according to
claim 2, wherein the control device switches the con-
nection mode to the main power supply charging
mode when power-supply electric power consumed
by the electric power steering system due to assist
control for assisting steering is less than a charging
and discharging threshold, which is a reference val-
ue for making a switchover between charging from
the main power supply to the auxiliary power supply
and discharging from the auxiliary power supply to
the electric motor.

5. The electric power steering system according to
claim 3, wherein the control device switches the con-
nection mode to the main power supply charging
mode when power-supply electric power consumed
by the electric power steering system due to assist
control for assisting steering is less than a charging
and discharging threshold, which is a reference val-
ue for making a switchover between charging from
the main power supply to the auxiliary power supply
and discharging from the auxiliary power supply to
the electric motor.

6. The electric power steering system according to any

one of claims 1 to 5, further comprising:

a first switching element that makes a switcho-
ver between an on-state in which the main power
supply and the auxiliary power supply are in a
conductive state and an off-state in which the
main power supply and the auxiliary power sup-
ply are in a non-conductive state; and
a second switching element of which one end is
connected to a connecting point between the
first switching element and the auxiliary power
supply and of which the other end is grounded,
the second switching element making a switch-
over between an on-state in which the connect-
ing point between the first switching element and
the auxiliary power supply is in a grounded state
and an off-state in which the connecting point is
not in the grounded state, wherein
in the first supply mode and the second supply
mode, the control device places the first switch-
ing element in the on-state and the second
switching element in the off-state, and in the
main power supply charging mode, the control
device places the first switching element in the
off-state and the second switching element in
the on-state.
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