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(54) REDUNDANT COMPUTATION PROCESSING SYSTEM

(57) The invention relates to a redundant computing
system which can execute the same computation using
a first and second CPUs 11 and 12, and the redundant
computing system includes a first power supply circuit
51 which supplies a power source to the first CPU 11 via
a first switch 31; a second power supply circuit 52 which
supplies a power source to the second CPU 12 via a
second switch 32; a first voltage anomaly detection circuit
21 which detects that the voltage of the power supply
circuit 51 is out of the range of an allowable power supply
voltage of the CPU 11, and outputs a voltage anomaly

detection signal; and a second voltage anomaly detection
circuit 22 which detects that the voltage of the power
supply circuit 52 is out of the range of an allowable power
supply voltage of the CPU 12, and outputs a voltage
anomaly detection signal. The CPU 11 shuts off the sec-
ond switch 32 based on the voltage anomaly detection
signal output from the voltage anomaly detection circuit
22, and the CPU 12 shuts off the first switch 31 based
on the voltage anomaly detection signal output from the
voltage anomaly detection circuit 21.
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Description

Technical Field

[0001] The present invention relates to a redundant
computing system which monitors a power source anom-
aly, overheat, or the like, of computing devices, and ex-
ecutes predetermined processing, and particularly to a
redundant computing system for realizing a safety func-
tion of a power converter, such as an inverter or a servo
amplifier, which drives an electric motor, or a controlled
device such as a PLC.

Background Art

[0002] Fig. 4 shows a heretofore known technology of
a monitoring and protection device for monitoring a power
source anomaly of a CPU and protecting the CPU. In Fig.
4, 10 is a CPU, 20 is an overvoltage detection circuit, 30
is a switch, and 50 is a power supply circuit (the rated
voltage is, for example, direct current 5V).
[0003] In the heretofore known technology, the over-
voltage detection circuit 20 constantly monitors a power
supply voltage supplied to the CPU 10 from the power
supply circuit 50 via the switch 30. Further, when the
power supply voltage exceeds an allowable power supply
voltage of the CPU 10, the switch 30 is shut off in re-
sponse to an output signal from the overvoltage detection
circuit 20 to shut off the supply of a power source to the
CPU 10, thus protecting the CPU 10.
[0004] Meanwhile, a computing system which is pro-
vided with redundant CPUs in order to comply with pre-
determined function safety standards is widely known.
In this kind of computing system too, various monitoring
and protection measures are taken in order to protect
circuit components including the CPUs.
[0005] For example, Fig. 5 is a block diagram of a com-
puting system described in PTL 1.
[0006] In Fig. 5, a control device 100 includes a main
CPU 101 and a sub-CPU 102. A power supply voltage
is supplied to the CPUs 101 and 102 from a direct current
power supply 108 via a power supply circuit 103. Also,
loads 201 and 202 are connected, via respective load
drive elements 106 and 107, to the main CPU 101 and
sub-CPU 102. The power supply voltage from the direct
current power supply 108 is supplied to the load drive
elements 106 and 107.
[0007] Furthermore, internal temperature sensors 104
and 105 are connected, via resistors, between the power
supply circuit 103 and the ground, and voltages equiva-
lent to temperature detection values from the internal
temperature sensors 104 and 105 are input into the re-
spective main CPU 101 and sub-CPU 102. Herein, in
order to detect the ambient temperature of the main CPU
101 and sub-CPU 102, the internal temperature sensor
104 and 105 are disposed close to the respective CPUs.
[0008] In the heretofore known technology, when the
internal temperature sensor 104 fails, or when the tem-

perature detection value from the internal temperature
sensor 104 exceeds an allowable operation temperature
of the CPU, and the main CPU 101 fails or is out of control,
the sub-CPU 102 executes predetermined processing
based on the temperature detection value from the inter-
nal temperature sensor 105, and thus controls the load
drive elements 106 and 107, thereby carrying out a so-
called fail safe operation.

Citation List

Patent Literature

[0009] PTL 1: JP-A-2010-146135 (Paragraphs [0010],
[0018], and [0019], Fig. 1, and the like)

Summary of Invention

Technical Problem

[0010] The heretofore known technology shown in Fig.
4 is a monitoring and protection technology solely when
a single CPU is used, wherein neither a computing sys-
tem made redundant using a plurality of CPUs, nor over-
heat protection measures, nor the like, is taken into ac-
count.
[0011] Also, the heretofore known technology of Fig.
5 has a problem that it is vulnerable to a power source
anomaly because an anomaly of the direct current power
supply 108 or power supply circuit 103 has a direct impact
on the main CPU 101 and sub-CPU 102.
[0012] Furthermore, the heretofore known technology
is on the premise that the sub-CPU 102 operates nor-
mally, based on the temperature detection value from
the internal temperature sensor 105, when in a fail safe
operation. In the event that the internal temperature sen-
sor 105 is disposed in the vicinity of the sub-CPU 102,
however, when the ambient temperature of the sensor
105 and sub-CPU 102 reaches a high temperature, there
is a possibility that the ambient temperature exceeds the
allowable operation temperature, and the sub-CPU 102
does not operate normally, even though the internal tem-
perature sensor 105 is operating normally.
[0013] Therefore, an object of the invention is to pro-
vide a redundant computing system which can reliably
execute a computation, a protection operation, an alarm
output operation, and the like, even when there is a power
source anomaly or a temperature anomaly.
[0014] Also, another object of the invention is to pro-
vide a redundant computing system which is reduced in
hardware and software expenses and can be realized at
low cost.

Solution to Problem

[0015] In order to solve the heretofore described prob-
lems, as according to claim 1, the invention, being applied
to a redundant computing system which can execute the
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same computation using a first computing device and
second computing device, includes a first anomaly de-
tection circuit which detects an anomaly on the first com-
puting device side; and a second anomaly detection cir-
cuit which detects an anomaly on the second computing
device side, wherein the first computing device, based
on an anomaly signal output from the second anomaly
detection circuit, executes anomaly protection process-
ing on the second computing device side, and the second
computing device, based on an anomaly signal output
from the first anomaly detection circuit, executes anom-
aly protection processing on the first computing device
side.
[0016] Specifically, as according to claim 2, the inven-
tion includes a first power supply circuit which supplies
a power source to a first computing device via a first
switch; and a second power supply circuit which supplies
a power source to a second computing device via a sec-
ond switch. Also, the invention includes a first voltage
anomaly detection circuit which detects that the power
supply voltage of the first power supply circuit is out of
the range of an allowable power supply voltage of the
first computing device, and outputs a voltage anomaly
detection signal; and a second voltage anomaly detection
circuit which detects that the power supply voltage of the
second power supply circuit is out of the range of an
allowable power supply voltage of the second computing
device, and outputs a voltage anomaly detection signal.
[0017] In the heretofore described configuration, the
first computing device shuts off the second switch based
on the voltage anomaly detection signal output from the
second voltage anomaly detection circuit, and the second
computing device shuts off the first switch based on the
voltage anomaly detection signal output from the first
voltage anomaly detection circuit.
[0018] As according to claim 5, the invention is such
that it is desirable that when the first computing device
shuts off the second switch, the first computing device,
as well as outputting an alarm, executes a subsequent
computation in place of the second computing device,
and that when the second computing device shuts off the
first switch, the second computing device, as well as out-
putting an alarm, executes a subsequent computation in
place of the first computing device.
[0019] Also, as according to claim 6, the invention in-
cludes a first temperature sensor, disposed in the vicinity
of the first computing device, which detects an ambient
temperature of the first computing device and sends a
temperature detection value of the ambient temperature
to the second computing device; and a second temper-
ature sensor, disposed in the vicinity of the second com-
puting device, which detects an ambient temperature of
the second computing device and sends a temperature
detection value of the ambient temperature to the first
computing device.
[0020] Further, when the temperature detection value
from the second temperature sensor is out of the range
of an allowable operation temperature of the second

computing device, the first computing device stops the
operation of the second computing device, and when the
temperature detection value from the first temperature
sensor is out of the range of an allowable operation tem-
perature of the first computing device, the second com-
puting device stops the operation of the first computing
device.
[0021] In this case, as according to claim 9, it is desir-
able that when the first computing device stops the op-
eration of the second computing device, the first comput-
ing device, as well as outputting an alarm, executes a
subsequent computation in place of the second comput-
ing device, and that when the second computing device
stops the operation of the first computing device, the sec-
ond computing device, as well as outputting an alarm,
executes a subsequent computation in place of the first
computing device.
[0022] Furthermore, as according to claim 10, the in-
vention may include the first and second switches, first
and second power supply circuits, and first and second
voltage anomaly detection circuits in claim 2, and the first
and second temperature sensors in claim 6.
[0023] In this case, the first computing device shuts off
the second switch based on the voltage anomaly detec-
tion signal output from the second voltage anomaly de-
tection circuit, and when the temperature detection value
from the second temperature sensor is out of the range
of an allowable operation temperature of the second
computing device, stops the operation of the second
computing device. Also, the second computing device
shuts off the first switch based on the voltage anomaly
detection signal output from the first voltage anomaly de-
tection circuit, and when the temperature detection value
from the first temperature sensor is out of the range of
an allowable operation temperature of the second com-
puting device, stops the operation of the first computing
device.
[0024] As according to claim 11, a configuration may
be such that when the temperature detection value from
the second temperature sensor is out of the range of the
allowable operation temperature of the second comput-
ing device, the first computing device shuts off the second
switch, and that when the temperature detection value
from the first temperature sensor is out of the range of
the allowable operation temperature of the first comput-
ing device, the second computing device shuts off the
first switch.

Advantageous Effects of Invention

[0025] According to the invention, when an anomaly
occurs in one computing device, specifically, when the
power supply voltage of the one computing device is an
overvoltage or a low voltage and is out of the range of
the allowable power supply voltage, or when the ambient
temperature is overheat or a low temperature and is out
of the range of the allowable operation temperature, the
other computing device can carry out anomaly protection
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processing such as a subsequent computation and alarm
output, a protection operation for the one computing de-
vice, and the like. By so doing, it is possible to continue
the computation of the redundant computing system with-
out any problem, and it is possible to prevent damage to
circuit components due to various anomalies such as a
voltage anomaly, such as an overvoltage or a low voltage,
and a temperature anomaly, such as overheat or a low
temperature.
[0026] Furthermore, the invention, the circuit configu-
ration and processing details being comparatively sim-
ple, is reduced in hardware and software expenses, and
can be realized at low cost.

Brief Description of Drawings

[0027]

[Fig. 1] Fig. 1 is a block diagram showing a first em-
bodiment of the invention.
[Fig. 2] Fig. 2 is a block diagram showing a second
embodiment of the invention.
[Fig. 3] Fig. 3 is a block diagram showing a third
embodiment of the invention.
[Fig. 4] Fig. 4 is a block diagram showing a heretofore
known monitoring and protection device.
[Fig. 5] Fig. 5 is a block diagram showing a heretofore
known technology described in PTL 1.

Description of Embodiments

[0028] Hereafter, a description will be given, along the
drawings, of embodiments of the invention.
[0029] Fig. 1 is a block diagram showing a first embod-
iment of the invention. In Fig. 1, 11 and 12 are first and
second CPUs respectively, and computation outputs
from the CPUs 11 and 12 are given to a common load
via load control elements or the like shown in Fig. 5. Here-
in, the first and second CPUs 11 and 12 can execute the
same computation and configure a redundant computing
system.
[0030] A power supply voltage is supplied to the first
CPU 11 from a first power supply circuit 51 via a first
switch 31, and a power supply voltage is supplied to the
second CPU 12 from a second power supply circuit 52
via a second switch 32. Herein, it is in order to comply
with predetermined function safety standards that power
sources are individually supplied one to each of the first
and second CPUs 11 and 12 from the respective power
supply circuits 51 and 52.
[0031] The power supply voltage supplied to the first
CPU 11 is input into a first voltage anomaly detection
circuit 21, and a voltage anomaly detection signal x1 out-
put from the voltage anomaly detection circuit 21 is input
into the second CPU 12. In the same way, the power
supply voltage supplied to the second CPU 12 is input
into a second voltage anomaly detection circuit 22, and
a voltage anomaly detection signal x2 output from the

voltage anomaly detection circuit 22 is input into the first
CPU 11.
[0032] Also, the first switch 31 can be shut off by a
shutoff signal y1 output from the second CPU 12, and
the second switch 32 can be shut off by a shutoff signal
y2 output from the first CPU 11. The first and second
CPUs 11 and 12, using respective signals a1 and a2,
can transmit and receive operation information for one
CPU’s own, control information for the other, and the like,
to and from each other.
[0033] Next, a description will be given of an operation
of the first embodiment.
[0034] Now assume that a power source is supplied to
the first CPU 11 from the power supply circuit 51 via the
switch 31, and that a power source is supplied to the
second CPU 12 from the power supply circuit 52 via the
switch 32. Herein, assume that it is predetermined that
one (for example, the first CPU 11) of the first or second
CPU 11 or 12 is used as a main CPU, and the other (for
example, the second CPU 12) as a sub-CPU.
[0035] Now, when an anomaly occurs in, for example,
the power supply circuit 51 on the side of the first CPU
11 which is the main CPU, and the power supply voltage
of the power supply circuit 51 exceeds a preset prede-
termined allowable power supply voltage of the CPU 11,
the first voltage anomaly detection circuit 21 detects the
anomaly and sends the voltage anomaly detection signal
x1 to the second CPU 22. The second CPU 22 which is
the sub-CPU, upon receiving the voltage anomaly detec-
tion signal x1, outputs the shutoff signal y1, shuts off the
first switch 31, shuts off the power source supply to the
first CPU 11 from the power supply circuit 51, and stops
the operation of the CPU 11.
[0036] By so doing, it is possible to prevent the first
CPU 11 from failure or breakage due to an excessive
power supply voltage, and thus possible to protect the
CPU 11 and prevent a malfunction of the load, or the like,
from occurring.
[0037] Subsequently, a predetermined computation is
executed on the load by the operation of the second CPU
12 which has newly become the main CPU.
[0038] An event such as a power source anomaly or
power source shutoff on the first CPU 11 side only has
to be displayed or transmitted to the external as an alarm
output by the operation of the second CPU 12, and it is
possible to easily realize these display technology and
communication technology.
[0039] Also, the CPUs 11 and 12 can mutually recog-
nize an event, such as switching between the main CPU
and the sub-CPU or alarm generation, by the transmis-
sion and reception of the signals a1 and a2 between the
CPUs 11 and 12.
[0040] As the operation when an anomaly occurs in
the power supply circuit 52 on the second CPU 12 side
is substantially the same as heretofore described and
can be easily inferred, a description is omitted.
[0041] In the heretofore described embodiment, a de-
scription has been given, as a power source anomaly, of
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a case in which the power supply voltage exceeds the
preset predetermined allowable power supply voltage
and becomes an overvoltage, but a configuration may
be such as to carry out the same protection operation
even when the power supply voltage drops below the
preset predetermined reference power supply voltage
and becomes a low voltage. At a low voltage, the first
CPU 11 or the second CPU 12 is less likely to break, but
there is no difference in that the first CPU 11 or the second
CPU 12 cannot operate (is out of operation guarantee).
[0042] Therefore, the first voltage anomaly detection
circuit 21 detects that the power supply voltage of the
first power supply circuit 51 has dropped below the preset
predetermined reference power supply voltage of the first
CPU 11, and outputs the voltage anomaly detection sig-
nal x1, while the second voltage anomaly detection circuit
22 detects that the power supply voltage of the second
power supply circuit 52 has dropped below a preset pre-
determined reference power supply voltage of the sec-
ond CPU 12, and outputs the voltage anomaly detection
signal x2.
[0043] Further, the first CPU 11 shuts off the second
switch 32, in response to the shutoff signal y2, based on
the voltage anomaly detection signal x2 output from the
second voltage anomaly detection circuit 22, while the
second CPU 12 shuts off the first switch 31, in response
to the shutoff signal y1, based on the voltage anomaly
detection signal x1 output from the first voltage anomaly
detection circuit 21.
[0044] By so doing, it is possible to prevent the first
CPU 11 or second CPU 12 from not being able to operate
due to a low voltage, and thus possible to protect the first
CPU 11 or second CPU 12 and prevent a malfunction of
the load, or the like, from occurring.
[0045] According to the first embodiment, by detecting
a power source anomaly of one CPU in the redundant
computing system and the other CPU carrying out power
source shutoff, alarm output, or the like, it is possible to
continue to carry out a predetermined computation while
protecting the one CPU and the load.
[0046] Next, Fig. 2 is a block diagram showing a sec-
ond embodiment of the invention. The second embodi-
ment relates to an overheat protection function in the
redundant computing system.
[0047] In Fig. 2, a first temperature sensor 41 is dis-
posed in the vicinity of the first CPU 11, and a second
temperature sensor 42 is disposed in the vicinity of the
second CPU 12. Also, a temperature detection signal z1
from the first temperature sensor 41 is input into the sec-
ond CPU 12, and a temperature detection signal z2 from
the second temperature sensor 42 is input into the first
CPU 11.
[0048] Herein, assume that the set of first CPU 11 and
first temperature sensor 41 and the set of second CPU
12 and second temperature sensor 42 are disposed in-
side the system so as to be spaced some distance from
each other. Furthermore, a configuration may be such
that the set of first CPU 11 and first temperature sensor

41 and the set of second CPU 12 and second tempera-
ture sensor 42 are thermally separated from each other
by providing a heat insulating layer between the two sets.
Also, it is in order to comply with the predetermined func-
tion safety standards, in the same as in the power supply
circuits 51 and 52 of the first embodiment, that the tem-
perature sensors 41 and 42 are individually disposed in
the first and second CPUs 11 and 12 respectively.
[0049] Next, a description will be given of an operation
of the second embodiment.
[0050] For example, assume that the ambient temper-
ature of the first CPU 11 and first temperature sensor 41
has risen due to an internal failure of the first CPU 11
which is the main CPU, a failure of a peripheral circuit,
or the like. At this time, as the temperature detection sig-
nal z1 from the first temperature sensor 41 is input into
the second CPU 12, the second CPU 12 can recognize
that an input temperature detection value is a value so
high as to exceed the preset predetermined allowable
operation temperature of the CPU 11, and that the am-
bient temperature of the CPU 11 is in an overheat con-
dition.
[0051] Even when the ambient temperature of the first
CPU 11 exceeds the allowable operation temperature,
the second CPU 12, by being disposed some distance
away from the first CPU 11, can operate normally without
being affected by the overheat.
[0052] Therefore, the second CPU 12 sends the signal
a2 to the first CPU 11 and stops the operation of the CPU
11, and subsequently, the second CPU 12 itself executes
a predetermined computation on the load as the main
CPU.
[0053] An overheat anomaly on the first CPU 11 side
only has to be displayed or transmitted to the external as
alarm output by the operation of the second CPU 12.
Also, in the same way as in the first embodiment, the
CPUs 11 and 12 can mutually recognize an event, such
as switching between the main CPU and the sub-CPU
or alarm generation, by transmitting and receiving the
signals a1 and a2 between the CPUs 11 and 12.
[0054] As an operation when an overheat anomaly oc-
curs on the second CPU 12 side can be easily inferred,
a description is omitted here.
[0055] According to the second embodiment, by de-
tecting an overheat anomaly on the side of one CPU in
the redundant computing system and the other CPU car-
rying out alternate processing, alarm output, or the like,
it is possible to continue to carry out a predetermined
computation while protecting the one CPU and the load.
[0056] In the heretofore described second embodi-
ment, a description has been given of a case in which
there occurs a temperature anomaly wherein the ambient
temperature exceeds the preset predetermined allowa-
ble operation temperature and is in an overheat condi-
tion, but a configuration may be such as to carry out the
same protection operation even when the ambient tem-
perature is in a low temperature condition (for example,
a condition in which the ambient temperature is lower
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than minus 10°) wherein the ambient temperature drops
below the preset predetermined reference operation
temperature. In the low temperature condition, the first
CPU 11 or the second CPU 12 is less likely to break, but
there is no difference in that the first CPU 11 or the second
CPU 12 cannot operate (is out of operation guarantee),
and when the ambient temperature is low, there is also
a possibility that dew condensation occurs and a problem
occurs in the CPU.
[0057] Therefore, when the temperature detection val-
ue from the second temperature sensor 42 drops below
the preset predetermined allowable operation tempera-
ture of the second CPU 12, the first CPU 11 stops the
operation of the second CPU 12 based on the tempera-
ture detection signal z2, and when the temperature de-
tection value from the first temperature sensor 41 drops
below the preset predetermined reference operation
temperature of the first CPU 11, the second CPU 12 stops
the operation of the first CPU 11 based on the tempera-
ture detection signal z1.
[0058] By so doing, it is possible to prevent the first
CPU 11 or the second CPU 12 from not being able to
operate due to the low temperature condition, and thus
possible to protect the first CPU 11 or the second CPU
12 and prevent a malfunction of the load, or the like, from
occurring.
[0059] Fig. 3 is a block diagram showing a third em-
bodiment of the invention.
[0060] The third embodiment corresponds to a combi-
nation of the first embodiment of Fig. 1 and the second
embodiment of Fig. 2. In Fig. 3, the same reference signs
are given to the same components, circuits and signals
as in Figs. 1 and 2.
[0061] In the third embodiment, the voltage anomaly
detection signal x2 and temperature detection signal z2
on the second CPU 12 side are input into the first CPU
11, and the voltage anomaly detection signal x1 and tem-
perature detection signal z1 on the first CPU 11 side are
input into the second CPU 12.
[0062] Further, in the same way as in the first embod-
iment, a configuration is such that the shutoff signal y2
is output to the second switch 32 from the first CPU 11,
and the shutoff signal y1 is output to the first switch 31
from the second CPU 12. The power source may be shut
off by generating the shutoff signals y1 and y2 only when
the voltage anomaly detection signals x1 and x2 on the
other CPU side are detected, and in addition to this, the
power source may also be shut off by generating the
shutoff signals y1 and y2 when a temperature anomaly,
such as overheat or a low temperature, is detected from
the temperature detection signals z1 and z2 on the other
CPU side, too.
[0063] According to the third embodiment, it is possible
to provide a redundant computing system capable of re-
sponding to both a power source anomaly, such as an
overvoltage or a low voltage, and a temperature anomaly,
such as overheat or a low temperature, on the other CPU
side.

[0064] In the first to third embodiments, a description
has been given of the redundant computing system
formed of the duplicated CPUs 11 and 12, but the inven-
tion can be applied to a redundant computing system
wherein various computing devices including MPUs,
DSPs, or the like, are duplicated.

Industrial Applicability

[0065] The invention can be utilized as a redundant
computing system for various control devices, measuring
devices, or the like.

Reference Signs List

[0066]

11, 12: CPU
21, 22: Voltage anomaly detection circuit
31, 32: Switch
41, 42: Temperature sensor
51, 52: Power supply circuit

Claims

1. A redundant computing system which can execute
the same computation using a first computing device
and second computing device, comprises:

a first anomaly detection circuit which detects
an anomaly on the first computing device side;
and
a second anomaly detection circuit which de-
tects an anomaly on the second computing de-
vice side, the system being characterized in
that
the first computing device, based on an anomaly
signal output from the second anomaly detec-
tion circuit, executes anomaly protection
processing on the second computing device
side, and
the second computing device, based on an
anomaly signal output from the first anomaly de-
tection circuit, executes anomaly protection
processing on the first computing device side.

2. A redundant computing system which can execute
the same computation using a first computing device
and second computing device, comprises:

a first power supply circuit which supplies a pow-
er source to a first computing device via a first
switch;
a second power supply circuit which supplies a
power source to a second computing device via
a second switch;
a first voltage anomaly detection circuit which
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detects that the power supply voltage of the first
power supply circuit is out of the range of an
allowable power supply voltage of the first com-
puting device, and outputs a voltage anomaly
detection signal; and
a second voltage anomaly detection circuit
which detects that the power supply voltage of
the second power supply circuit is out of the
range of an allowable power supply voltage of
the second computing device, and outputs a
voltage anomaly detection signal, the system
being characterized in that
the first computing device shuts off the second
switch based on the voltage anomaly detection
signal output from the second voltage anomaly
detection circuit, and
the second computing device shuts off the first
switch based on the voltage anomaly detection
signal output from the first voltage anomaly de-
tection circuit.

3. The redundant computing system according to claim
2, characterized in that
the first voltage anomaly detection circuit detects that
the power supply voltage of the first power supply
circuit has exceeded the allowable power supply
voltage of the first computing device, and outputs a
voltage anomaly detection signal, and
the second voltage anomaly detection circuit detects
that the power supply voltage of the second power
supply circuit has exceeded the allowable power
supply voltage of the second computing device, and
outputs a voltage anomaly detection signal.

4. The redundant computing system according to claim
2, characterized in that
the first voltage anomaly detection circuit detects that
the power supply voltage of the first power supply
circuit has dropped below the allowable power sup-
ply voltage of the first computing device, and outputs
a voltage anomaly detection signal, and
the second voltage anomaly detection circuit detects
that the power supply voltage of the second power
supply circuit has dropped below the allowable pow-
er supply voltage of the second computing device,
and outputs a voltage anomaly detection signal.

5. The redundant computing system according to any
one of claims 2 to 4, characterized in that
when the first computing device shuts off the second
switch, the first computing device, as well as output-
ting an alarm, executes a subsequent computation
in place of the second computing device, and
when the second computing device shuts off the first
switch, the second computing device, as well as out-
putting an alarm, executes a subsequent computa-
tion in place of the first computing device.

6. A redundant computing system which can execute
the same computation using a first computing device
and second computing device, comprises:

a first temperature sensor, disposed in the vicin-
ity of the first computing device, which detects
an ambient temperature of the first computing
device and sends a temperature detection value
of the ambient temperature to the second com-
puting device; and
a second temperature sensor, disposed in the
vicinity of the second computing device, which
detects an ambient temperature of the second
computing device and sends a temperature de-
tection value of the ambient temperature to the
first computing device, the system being char-
acterized in that
when the temperature detection value from the
second temperature sensor is out of the range
of an allowable operation temperature of the
second computing device, the first computing
device stops the operation of the second com-
puting device, and
when the temperature detection value from the
first temperature sensor is out of the range of an
allowable operation temperature of the first com-
puting device, the second computing device
stops the operation of the first computing device.

7. The redundant computing system according to claim
6, characterized in that
when the temperature detection value from the sec-
ond temperature sensor exceeds the allowable op-
eration temperature of the second computing device,
the first computing device stops the operation of the
second computing device, and
when the temperature detection value from the first
temperature sensor exceeds the allowable operation
temperature of the first computing device, the sec-
ond computing device stops the operation of the first
computing device.

8. The redundant computing system according to claim
6, characterized in that
when the temperature detection value from the sec-
ond temperature sensor drops below the allowable
operation temperature of the second computing de-
vice, the first computing device stops the operation
of the second computing device, and
when the temperature detection value from the first
temperature sensor drops below the allowable op-
eration temperature of the first computing device,
the second computing device stops the operation of
the first computing device.

9. The redundant computing system according to any
one of claims 6 to 8, characterized in that
when the first computing device stops the operation
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of the second computing device, the first computing
device, as well as outputting an alarm, executes a
subsequent computation in place of the second com-
puting device, and
when the second computing device stops the oper-
ation of the first computing device, the second com-
puting device, as well as outputting an alarm, exe-
cutes a subsequent computation in place of the first
computing device.

10. A redundant computing system which can execute
the same computation using a first computing device
and second computing device, comprises:

a first power supply circuit which supplies a pow-
er source to a first computing device via a first
switch;
a second power supply circuit which supplies a
power source to a second computing device via
a second switch;
a first voltage anomaly detection circuit which
detects that the power supply voltage of the first
power supply circuit is out of the range of an
allowable power supply voltage of the first com-
puting device, and outputs a voltage anomaly
detection signal;
a second voltage anomaly detection circuit
which detects that the power supply voltage of
the second power supply circuit is out of the
range of an allowable power supply voltage of
the second computing device, and outputs a
voltage anomaly detection signal;
a first temperature sensor, disposed in the vicin-
ity of the first computing device, which detects
an ambient temperature of the first computing
device and sends a temperature detection value
to the second computing device;and
a second temperature sensor, disposed in the
vicinity of the second computing device, which
detects an ambient temperature of the second
computing device and sends a temperature de-
tection value to the first computing device, the
system being characterized in that
the first computing device shuts off the second
switch based on the voltage anomaly detection
signal output from the second voltage anomaly
detection circuit, and when the temperature de-
tection value from the second temperature sen-
sor is out of the range of an allowable operation
temperature of the second computing device,
stops the operation of the second computing de-
vice, and that
the second computing device shuts off the first
switch based on the voltage anomaly detection
signal output from the first voltage anomaly de-
tection circuit, and when the temperature detec-
tion value from the first temperature sensor is
out of the range of an allowable operation tem-

perature of the first computing device, stops the
operation of the first computing device.

11. The redundant computing system according to claim
10, characterized in that
when the temperature detection value from the sec-
ond temperature sensor is out of the range of the
allowable operation temperature of the second com-
puting device, the first computing device shuts off
the second switch, and
when the temperature detection value from the first
temperature sensor is out of the range of the allow-
able operation temperature of the first computing de-
vice, the second computing device shuts off the first
switch.
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