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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of U.S. Pro-
visional Application Nos. 62/296,030 filed on February
16, 2016, and 62/306,738 filed on March 11, 2016.

BACKGROUND

[0002] The types of use cases in a 5G network are
expected to be diverse and one more of the use cases
may be associated with relatively extreme and/or inflex-
ible service requirements. In order to support many di-
verse use cases that have differing requirements within
a (e.g., 3GPP) cellular communication network, network
slices (e.g., a 5G slice) may be defined to support, for
example, communication services of a particular connec-
tion type. The network slice may comprise a collection
of one or more network functions (e.g., 5G network func-
tions) and/or one or more radio access technology (RAT)
settings than can be used to provide service for a given
application. The use of network slicing may allow the 5G
network architecture to be more flexible and/or scalable.
[0003] Previous core network architectures utilized a
relatively monolithic network and transport framework.
Such a framework was relatively limited in terms of pro-
viding differentiated service to different wireless trans-
mit/receive units (WTRUs). Although the use of network
slicing may allow for network flexibility, such a scheme
allowed for relatively uniform procedures and systems in
terms of need for assigning network resources to a
WTRU. The introduction of 5G network slicing may create
numerous potential issues related to discovering which
network slices are being provided by the operator, se-
lecting network slices for one or more WTRU, and/or con-
necting to a particular network slice.

SUMMARY

[0004] The invention is embodied in the independent
claim 1 related to a network node configured to connect
a wireless transmit/receive unit to a network slice in a
network and in the corresponding independent method
claim 10. Systems, methods, and instrumentalities are
provided for a network control node for connecting a wire-
less transmit/receive unit (WTRU) to a network slice in a
network. The network control node may receive service
information associated with a service being requested
by the WTRU, wherein the service information comprises
one or more of a service class, a quality of service (QoS)
requirement, or a mobility characteristic. The network
control node may determine slice information associated
with a plurality of network slices, wherein the slice infor-
mation comprises one or more of an identifier of the net-
work slice, priority of the network slice, a service class
served by the network slice, a target device class, a QoS
target, mobility support, security service, charging infor-

mation, and/or performance information. The network
control node may determine subscriber information for
the WTRU. The network control node may select at least
a first network slice of the plurality of network slices to
serve the WTRU, wherein the network control node se-
lects the first network slice based on the service informa-
tion, the slice information associated with the first network
slice, and the subscriber information for the WTRU. The
network control node may determine whether the net-
work control node or another network control node should
service the WTRU for accessing the first network slice.
On condition that the network control node determines
that the network control node should service the WTRU
for accessing the first network slice, the network control
node may provide at least one network service associ-
ated with the first network slice to the WTRU. Or, on con-
dition that the network control node determines that the
another network control node should service the WTRU
for accessing the first network slice, the network control
node may send a request to the another network control
node that indicates that the another network control node
should service the WTRU for accessing the first network
slice. [message for the printer: please substitute in the
following part of the description the terms "embodi-
ment"/"embodiments" with "aspect"/"aspects"]

BRIEF DESCRIPTION OF THE DRAWINGS

[0005]

FIG. 1 depicts a diagram illustrating example net-
work slices implemented on a same infrastructure
(e.g., by employing various RATs and/or combina-
tions of nodes).
FIG. 2 depicts a diagram illustrating network slice
information being provided by the network when a
wireless transmit/receive unit (WTRU) initially at-
taches or registers with the network.
FIG. 3 depicts a diagram illustrating network slice
information retrieval upon request, e.g., after initial
connection to a network slice.
FIG. 4A depicts a diagram illustrating an example
network slice selection made on a per-WTRU basis.
FIG. 4B depicts a diagram illustrating an example
network slice selection made on a per-service basis.
FIG. 5 depicts a diagram illustrating an example net-
work-controlled slice selection.
FIG. 6 depicts a diagram illustrating an example in-
itial network slice connection.
FIG. 7 depicts a diagram illustrating an example mul-
tiple network slice connection forking.
FIG. 8A depicts a diagram of an example communi-
cations system in which one or more disclosed em-
bodiments may be implemented.
FIG. 8B depicts a diagram of an example WTRU that
may be used within the communications system il-
lustrated in FIG. 8A.
FIG. 8C depicts a diagram of an example radio ac-
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cess network (RAN) and an example core network
that may be used within the communications system
illustrated in FIG. 8A.
FIG. 8D depicts a diagram of another example RAN
and an example core network that may be used with-
in the communications system illustrated in FIG. 8A.
FIG. 8E depicts a diagram of another example RAN
and an example core network that may be used with-
in the communications system illustrated in FIG. 8A.

DETAILED DESCRIPTION

[0006] A detailed description of illustrative embodi-
ments will now be described with reference to the various
Figures. Although this description provides a detailed ex-
ample of possible implementations, it should be noted
that the details are intended to be exemplary and in no
way limit the scope of the application.
[0007] 3GPP is in the process of designing the next
generation core network to cater to future 5G require-
ments. Example requirements may include control
plane/user place (CP/UP) separation, access agnostic
services, integration of cross-domain networks, and in-
troduction of technology enablers such as Network-func-
tion virtualization (NFV), SDN and network slicing.
[0008] NFV is a network architecture concept that may
use the technologies of IT virtualization to virtualize entire
classes of network node functions into building blocks
that may connect, or chain together, to create communi-
cation services.
[0009] NFV relies upon, but differs from, traditional
server-virtualization techniques, such as those used in
enterprise IT. A virtualized network function (VNF), may
include one or more virtual machines running different
software and processes on top of standard high-volume
servers, switches and storage, or even cloud computing
infrastructure, rather than or in addition to having custom
hardware appliances for each network function.
[0010] An example NFV framework may include three
components: virtualized network functions (VNFs), net-
work function virtualization infrastructure (NFVI), and
network functions virtualization management and or-
chestration architectural framework (NFV-MANO Archi-
tectural Framework). For example, VNFs may be soft-
ware-based implementations of network functions that
may be deployed on one or more NFVI. The NFVI may
correspond to the hardware and software components
used to build the environment where VNFs are deployed.
For example, the NFV infrastructure may span several
locations, and the network providing connectivity be-
tween these locations may be regarded as part of the
NFV infrastructure. NFV-MANO Architectural Frame-
work may correspond to the collection of functional
blocks, data repositories used by the functional blocks,
and reference points and interfaces through which these
functional blocks exchange information for the purpose
of managing and orchestrating NFVI and VNFs.
[0011] The building block for both the NFVI and the

NFV-MANO may be the NFV platform. In the NFVI role,
the NFV platform may include virtual and physical
processing and storage resources, and virtualization
software. In its NFV-MANO role, the NFV platform may
include VNF and NFVI managers and virtualization soft-
ware operating on a hardware controller. The NFV plat-
form may implement carrier-grade features used to man-
age and monitor the platform components, recover from
failures and provide effective security (which may be re-
quired for a public carrier network).
[0012] Software-defined networking (SDN) is an ap-
proach to computer networking that may allow network
administrators to manage network services through ab-
straction of higher-level functionality. This may be done
by decoupling the system that makes decisions about
where traffic may be sent (the control plane) from the
underlying systems that forward traffic to the selected
destination (the data plane).
[0013] SDN allows creation of an architecture that may
be dynamic, manageable, cost-effective, and adaptable,
suitable for the high-bandwidth and dynamic nature of
today’s applications. SDN architecture may decouple
network control and forwarding functions, enabling net-
work control to become directly programmable and the
underlying infrastructure to be abstracted from applica-
tions and network services.
[0014] SDN architecture may include one or more of
the following features in any combination. For example,
an SDN architecture may be directly programmable (e.g.,
network control may be directly programmable because
it may be decoupled from forwarding functions). An SDN
architecture may be agile (e.g., abstracting control from
forwarding may let administrators dynamically adjust net-
work-wide traffic flow to meet changing needs). SDN ar-
chitecture may be centrally managed (e.g., network in-
telligence may be (logically) centralized in software-
based SDN controllers that maintain a global view of the
network, which may appear to applications and policy
engines as a single, logical switch. SDN architecture may
be programmatically configured relatively quickly, which
may allow network managers to configure, manage, se-
cure, and optimize network resources via dynamic and/or
automated SDN programs. SDN architecture may be
open standards-based and/or vendor-neutral.
[0015] When implemented through open standards,
SDN may simplify network design and operation because
instructions may be provided by SDN controllers instead
of multiple, vendor-specific devices and protocols.
[0016] A network slice (e.g., a 5G slice) may span some
one or more or all domains of a given network, including,
for example, software modules running on cloud nodes,
specific configurations of the transport network that sup-
port flexible location of functions, a dedicated radio con-
figuration, a specific radio access technology (RAT), con-
figuration of a network device (e.g., a 5G device), and/or
the like. Different network slices may contain the same
or different functions. Some functions for a mobile net-
work may not be included in some of the network slices
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while other functions may be included in all network slices
provided by a given network. The network slices may be
designed to provide traffic treatment for a use case. For
example, some network slices may be targeted to sup-
port massive broadband (e.g., high-speed, high band-
width applications), others may be designed to support
massive machine-type communications (e.g., Internet-
of-Things (IoT) use cases), while still others may support
ultra-reliable low-latency communications (e.g., for criti-
cal infrastructure communications). The network slices
may be designed to share some or all underlying network
resources while being relatively functionally independent
for service of different WTRUs using the different use
cases. The network slices may be designed to avoid un-
necessary functionalities. The slice concept may be flex-
ible and may enable the expansion of existing businesses
and/or the creation of new businesses, for example.
Third-party entities may be given permission to control
certain aspects of slicing, e.g., via a suitable application
program interface (API). Tailored services may be pro-
vided.
[0017] Methods and apparatus associated with net-
work slicing operations are provided. For example, a
WTRU and/or one more network nodes may be config-
ured to discover one or more network slices for use by
the WTRU. For example, information broadcasted by a
radio access network (RAN) may facilitate network slice
selection. The information may include identifiers for the
network slices, priorities of the network slices, service
classes served by the network slices, and/or the like.
When multiple network slices are discovered that serve
different target user groups and/or services, the methods
may be used by a WTRU and/or one or more network
nodes to select an appropriate network slice to serve the
WTRU. The selection may be made by the WTRU au-
tonomously, may be made by one or more network
nodes, and/or may involve a selection procedure involv-
ing both the WTRU and/or one or more network nodes.
The selection may be made on a per-WTRU basis and/or
on a per-service basis. A WTRU may utilize multiple net-
work slices, for example for different types of services.
[0018] FIG. 1 illustrates an example in which multiple
5G slices may be operated (e.g., concurrently operated)
on the same network infrastructure. As an example and
for purposes of illustration, a 5G slice supporting a certain
smartphone use case may be realized by distributing
functions (e.g., CP functions and/or UP functions) to mul-
tiple nodes across the network. Concurrently, a 5G slice
supporting automotive (e.g., autonomous vehicle) use
cases may emphasize security, reliability, and/or latency
requirements. For such a slice, functions (e.g., all of the
necessary and/or potentially dedicated functions) may
be instantiated at the cloud edge node, for example to
allow performance targets to be met. Vertical applications
may be included, for example, due to latency constraints.
To allow on-boarding of such vertical applications on a
cloud node, sufficient open interfaces may be defined.
For a 5G slice supporting massive machine type devices

(e.g., sensors, IoT, etc.), basic C-plane functions may be
configured, for example, with contention-based resourc-
es for the access. One or more mobility functions may
be omitted, for example where it is known that a given
device is relatively stationary. Other dedicated slices may
be operating in parallel. A generic slice providing basic
connectivity (e.g., best-effort connectivity) may be used,
for example, to cope with unknown use cases and/or traf-
fic. Irrespective of the slices supported by the network
(e.g., a 5G network), the network may contain function-
ality for controlling and/or securing the operation of the
network, e.g., from end-to-end and/or at any circum-
stance.
[0019] Dedicated infrastructure resources may be
used for certain slices. Infrastructure resources and func-
tions may be shared among multiple slices. An example
of a shared function may be a radio scheduler. The
scheduler of a RAT may be shared among multiple slices.
For example, the scheduler may play a role in allocating
resources and/or setting the performance of a network
slice (e.g., a 5G slice). The role may include determining
the extent to which consistent user experience may be
realized. The scheduler implementation of a network may
be proprietary, but a level of openness may be defined,
for example, to exercise sufficient control over the sched-
uler’s functions in order to meet scheduling requirements
for a given network slice.
[0020] In an example system architecture (e.g., a 5G
system architecture), the C- and U-plane functions (con-
trol plane-and user-plane functions, respectively) may be
separated. Open interfaces may be defined between the
C- and U-plane functions, for example, in accordance
with SDN principles. Open interfaces may be defined be-
tween access-specific and access-agnostic functions so
that additional access technologies (e.g., fixed/wired
and/or radio) may be integrated into the network. The
fronthaul interface(s) between remote radio units and
baseband units may be open and/or flexible. Multi-vendor
operation and/or forward and backward compatibility
may be offered. Options for transport bandwidth reduc-
tion may be provided. The interfacing between functions
may allow for multi-vendor provisioning of different func-
tions.
[0021] To support such a flexible and open architec-
ture, the granularity at which functions are defined may
be considered in system architecture design. Finer gran-
ularity may improve flexibility, but may lead to additional
network complexity and/or load. For example, testing ef-
forts for different function combinations and/or slice im-
plementations may become cumbersome and functional
interworking issues among different networks may arise.
A granularity level that balances the goals of flexibility
with complexity may be identified. The granularity level
may influence how the eco-system delivers solutions.
[0022] Network slice operation may be made transpar-
ent or visible to end users/devices. The devices may be
configured to discover what network slices are being pro-
vided by the operator (e.g., in the devices’ current location
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and/or radio access network). In an example, network
slices may encompass core network functions, underly-
ing resources, radio access resources, and/or the like. A
radio access network may belong to various network slic-
es. In such a situation, knowledge about the network slic-
es may enable a wireless transmit/receive unit (WTRU)
to select an appropriate radio access technology (RAT)
or radio access network (RAN) for a target network slice.
In another example, a serving network slice may be sub-
ject to dynamic changes according to certain criteria,
such as a device’s mobility state. The device may initiate
the changes, for example, since the mobility state infor-
mation may be available at the device side (e.g., more
conveniently available to the device compared to other
network components). In an example, the network may
select one or more network slice on behalf of the WTRU
based on information stored about the WTRU (e.g., sub-
scription information, capability information, etc.) and/or
based on information provided by a WTRU (e.g., mobility
information, service information, etc.).
[0023] A 5G system or next generation core network
architecture may allow a third party application server
(AS) to access information regarding services provided
by the network (e.g., connectivity information, quality of
service (QoS), mobility, power saving etc.) and to dynam-
ically customize the network capability for different di-
verse use cases. The core network may provide such
exchange of network capabilities to the third party service
provider via the API or the service capability exposure
function (SCEF) in the core network. If network configu-
ration and connectivity information is exchanged, the AS
may request a particular network slice or provide infor-
mation to assist the core network to make a decision to
select a particular slice. Methods may be defined for such
application server triggered or assisted selection of a
core network slice.
[0024] A WTRU may operate in different modes when
discovering network slices, as illustrated by the following
examples. The WTRU may operate in an early discovery
mode. In this mode, the WTRU may discover available
or supported network slices before it accesses or con-
nects to a radio access network. In an example, a RAN
may belong to one or more network slices but not all
available network slices. The WTRU may decide whether
to access this RAN or select another RAN based on dis-
covered network slices that are supported by the RAN.
The WTRU may employ one or more of the following
methods for discovering the network slices.
[0025] For example, the RAN may broadcast informa-
tion associated with available network slices that the RAN
belongs to or is connected to. The RAN may broadcast
the information using air interface signaling (e.g., such
as system information and/or beacon message). The net-
work slice information for a particular network slice may
include one or more of the following example fields or
parameters: an identifier of the network slice, priority of
the network slice, service class(es) served by the network
slice, target device class, QoS targets, mobility support,

security service, charging information, and/or perform-
ance information.
[0026] The WTRU and/or network node may utilize the
network slice information parameters in order to select
an appropriate slice for the WTRU. The device perform-
ing slice selection for a WTRU (e.g., one or more network
nodes, the WTRU, a combination of one or more network
nodes and the WTRU, etc.) may utilize some or all of the
examples of network slice information parameters in or-
der to perform slice selection. Various combinations may
be used and the identity of the set of parameters utilized
for selection of a given slice may be based on the service,
the identity of the WTRU, network capabilities, etc. The
selecting device (e.g., network node and/or WTRU) may
ensure that the values for the network slice information
parameters are sufficient (or are supported at all) to sup-
port the expected services to be used by the WTRU over
that network slice.
[0027] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include the network slice identifier. The network slice
identifier may be unique (e.g., globally unique or unique
in an operator’s network). Where the slice identifier is
unique in an operator’s network, the combination of the
network ID (e.g., such as a Public Land Mobile Network
or PLMN ID) and the network slice identifier may uniquely
identify a network slice. The slice identifiers broadcasted
for discovery purposes may be the same as or different
from the slice identifiers used in core network slice op-
erations. For example, the broadcasted network slice
identifiers may be human-readable texts, while the iden-
tifiers used in the slice operations may be L2 network
identifiers such as Multiprotocol Label Switching (MPLS)
labels or virtual LAN (VLAN) IDs.
[0028] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include a slice priority. An available network slice
may be assigned a selection priority. In an example, the
WTRU may not have a particular target network slice.
The WTRU may follow a priority order in selecting net-
work slices. For example, the highest priority network
slice may be considered as a default network slice. Other
network slice information, such as slice identifier or serv-
ice class, may be associated with a certain priority. The
presence of those information (e.g., the slice identifier
and/or service class) may indicate the priority and explicit
priority information may not be necessary.
[0029] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include a service class. A service class may indicate
the target service type and/or user group that a network
slice is intended to serve. The service class may indicate
the general performance parameters (e.g., such as de-
lay, throughput, service continuity, security, etc.) of the
network slice. An example list of service classes may
include the following: mission critical service, general
broadcast service, delay tolerant service, and/or high mo-
bility service. In an example, a network slice may support
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multiple service classes so the broadcasted slice infor-
mation may include more than one service class.
[0030] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include an association with certain types of WTRUs.
A network slice may be deployed to serve a specific target
group of WTRUs (e.g., not all WTRUs). For example, a
mission critical service may be accessible only to WTRUs
that belong to an emergency service group (e.g., such
as police, fire brigade, medical aids, etc.). The WTRUs
may be preconfigured to be associated with a certain
access class. A network slice (e.g., each network slice)
may indicate a range of device access classes that are
allowed to access the network slice.
[0031] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include one or more QoS metrics. QoS metrics (e.g.,
minimum or maximum delay, minimum or maximum
throughput) may be indicated. For example, the QoS
metrics may reflect what a network slice promises to
achieve. Such metrics may be used by mission critical
devices (e.g., devices with stringent QoS requirements).
[0032] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include an indication of support for types of mobility
management mechanisms. Different network slices may
employ different mobility management mechanisms. De-
tails of the mobility management mechanism may be in-
dicated via mobility support information. For example,
one or more of the following may be indicated in the mo-
bility support information: the supported mobility protocol
(e.g., GTP, PMIP, DSMIP, etc.), whether IP address
preservation may be supported, whether service conti-
nuity (with or without IP address preservation) may be
supported, whether distributed mobility may be support-
ed, and/or the like.
[0033] An example of a network slice information pa-
rameter that may be utilized for network slice selection
may include a security mechanism. Different network
slice may employ different security mechanisms. The
mobility support information may indicate the details of
the security mechanism. Charging rate related informa-
tion may be indicated for a network slice (e.g., each net-
work slice). Performance related information such as the
load percentage, congestion status, and/or the like, may
be indicated.
[0034] A WTRU may acquire the broadcast network
slice information, for example if the WTRU is performing
or assisting with network slice selection. For example,
the WTRU may acquire the information from air interface
signaling (e.g., such as system information or beacon
messages). The WTRU may store the acquired network
slice information in its memory. The WTRU may pass the
acquired slice information to higher layers, for example,
to decide whether to choose a particular network slice.
The acquired network slice information may be presented
to the user via a user interface.
[0035] A WTRU may serve as a relay node and provide

communication relay services to the other WTRUs. For
example, the WTRU may serve as a relay WTRU for
proximity services (ProSe) and/or for device to device
(D2D) communication. A WTRU may serve as a relay for
a Road Side Unit (RSU) in a vehicular communication
system. The WTRU may broadcast the network slice in-
formation of the slice the WTRU is currently served by
or belongs to. The broadcast may prompt other WTRUs
(e.g., remote WTRUs) to choose the relay WTRU for de-
sired services. For example, the broadcast may be sent
over a D2D/ProSe interface such as the PC5 interface.
[0036] A WTRU may receive network slice information
from a network server (e.g., using Web APIs such as
XML-based APIs or JSON). The network service may
identify available network slices and/or may provide net-
work slice information parameters for one or more slices
(e.g., slice identifier, service classes, etc.). The slice in-
formation provided by the network server may be organ-
ized in different ways. In an example, the slice information
may be organized based on the geographical locations
in which the slices are available (e.g., such as an RAN
IDs, cell IDs, various area IDs, network IDs, GPS coor-
dinates, etc.). In an example, the slice information may
be organized based on the time periods in which the slic-
es are available (e.g., "always", "8:00am-10:00am each
day", "every Saturday", etc.). In an example, the slice
information may be organized based on the radio access
technologies or networks of the slices (e.g., LTE access,
WLAN access, etc.).
[0037] Detailed network slice information may be pre-
configured in a non-volatile memory (e.g., of a WTRU).
Slice identifiers may be used as indices to the preconfig-
ured information. In such cases, the network may provide
the network slice identifier(s) that are available. The
WTRU may use the slice identifier(s) provided by the
network to retrieve the corresponding slice information
that has been stored. The preconfigured network slice
information in the WTRU may be subject to modification
by the network (e.g., using Over the Air (OTA) methods).
[0038] For example, after the WTRU has selected and
connected to a RAN, the WTRU’s initial network mes-
sage, such as Attach or location area update or PDN
connectivity request, may be directed to a network func-
tion/entity that has the knowledge of the available net-
work slices through that RAN. Such a network function
may be the mobility management control function or the
network slice selection function. The WTRU may provide
the connected RAN ID, the RAT of the connected RAN,
selected PLMN, desired services or other information re-
lated to network slice selection in the initial network mes-
sages. The network function that receives the message
may either select an appropriate network slice for the
WTRU or it will return the available network slice infor-
mation to the WTRU in a response message.
[0039] The network function that provides the network
slice information may be independent from any network
slices, or it may belong to a default network slice that
handles the WTRU’s initial network messages if no other
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network slice has been selected for the WTRU. Each
RAN may be able to direct the WTRU’s initial network
messages to this network function, for example if no other
specific network slice is indicated in the WTRU’s mes-
sage. The received network slice information may be
used by the WTRU to autonomously select the network
slice, or may be presented to the user via the user inter-
face for further human intervened network slice selection.
[0040] FIG. 2 is a diagram illustrating example network
slice information being provided by the network when the
WTRU (or UE) initially attaches or registers with the net-
work.
[0041] The WTRU may initially select or connect to a
network slice, such as the default network slice. The
WTRU may requests further information of the other
available slice information. The WTRU may use the (fur-
ther) information to reselect the network slice for current
or future services. The additional network slice informa-
tion may be provided by the RAN, the mobility control
function, or the network slice selection function, etc. The
WTRU’s request may be directly sent to a network-slice-
independent centralized control function/database and
the requested information may be provided by that func-
tion/database; or the request may be sent to some control
function in its currently connected network slice and for-
warded from there to a centralized control function, such
as a common network slice selection function. Similarly
the WTRU may provide information related to network
slice selection in the request.
[0042] FIG. 3 is a diagram illustrating network slice in-
formation retrieval after initial connection to a network
slice.
[0043] Other network slice discovery modes may be
possible. For example, a late discovery mode may be
used. In this mode, a WTRU may discover available or
supported network slices after the WTRU has selected
and connected to a RAN. A transparent mode may be
used. In this mode, the network may choose (e.g., arbi-
trarily choose) a suitable serving network slice for a
WTRU (e.g., the WTRU may not conduct slice discovery).
The network slice operation may be transparent to the
WTRU. The WTRU may provide information, such as its
service class, QoS requirements, mobility characteris-
tics, etc., to help the network choose the slice.
[0044] When a network supports network slicing and
multiple network slices are deployed (e.g., to serve dif-
ferent target user groups and/or services), a WTRU may
select (or be served by) a network slice, for example,
based on the WTRU’s services and/or characteristics.
For example, the WTRU may connect to a network slice
that is optimized for the WTRU’s services and/or char-
acteristics. In an example, both the WTRU and the net-
work may participate in network slice selection, and an
agreement may be reached between the WTRU and the
network with respect to the selection. In an example, a
WTRU connects to multiple network slices simultaneous-
ly for its various applications.
[0045] FIGS. 4A and 4B illustrate example network

slice selection methods. As shown in FIG. 4A, network
slice selection may be conducted on a per-WTRU basis.
In an example per-WTRU selection implementation, the
WTRU may connect to a network slice and all the services
and/or applications running on the WTRU may be served
by the selected network slice.
[0046] Network slice selection may be conducted on a
per-service basis, as shown in FIG. 4B. In an example
per-service selection implementation, the WTRU may
choose different network slices for different services
and/or applications. The WTRU may be served by mul-
tiple network slice instances at the same time.
[0047] A WTRU may be configured to select one or
more network slices autonomously. In an example, the
WTRU may autonomously select the network slice(s) by
matching the WTRU’s pre-configured designated or tar-
get serving network slices against discovered available
network slices. The WTRU may be preconfigured with
target or preferred network slice(s). For example, the
WTRU may be configured with a list of preferred or target
network slice identifiers and/or an order of selection pri-
ority in the WTRU’s non-volatile memory. The WTRU
may discover one or more available network slice in-
stances. The WTRU may search in its configured list of
preferred network slices to determine whether any of
those slices are available. The WTRU may select the
highest priority slice that is available. The WTRU may be
configured with other relevant information such as, for
example, one or more of the following: the service
class(es) that the WTRU belongs to, the mobility mech-
anisms that the WTRU supports and/or prefers, the se-
curity mechanisms that the WTRU supports and/or pre-
fers, the QoS targets, and/or the like. The WTRU may
use one or more pieces of the information described here-
in to match the preconfigured/target network slices with
the discovered network slice information, and choose the
serving network slice accordingly. In an example, the net-
work (e.g., a node of the network) may obtain the one or
more pieces of the information described herein (e.g.,
the service class(es) that the WTRU belongs to, the mo-
bility mechanisms that the WTRU supports and/or pre-
fers, the security mechanisms that the WTRU supports
and/or prefers, the QoS targets, and/or the like) to use
for choosing a suitable serving network slice for the
WTRU.
[0048] The WTRU may have a set of configurations
(e.g., such as those described herein) for a Home Net-
work. The WTRU may have a set of configurations (e.g.,
such as those described herein) for a Visiting Network.
The WTRU may have the configurations on a per-service
basis. The WTRU may have the configurations on a per-
Session basis. The WTRU may select different network
slices for various services or sessions. The WTRU may
simultaneously select multiple network slices if those
services/sessions are run at the same time. The WTRU
may be configured to have a default or fallback network
slice. The WTRU may fall back to select the default net-
work slice, for example, when the WTRU’s preferred net-
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work slices are not available. The default network slice
may be configured on a per-service basis or a per-net-
work operator basis, for example.
[0049] A WTRU may receive network slice selection
policies from the network. For example, the network slice
selection policy may describe what network slices may
be selected under certain conditions/criteria. For exam-
ple, the selection policy may be based on one or more
of the following conditions: geographical locations, which
may specify what specific network slice(s) may be se-
lected in a specific geographical area and which may be
identified by RAN IDs, cell IDs, various area IDs, network
IDs, GPS coordinates, and/or the like; access technolo-
gies, which may specify what specific network slice(s)
may be selected if the WTRU employs a specific radio
access technology such as LTE or WLAN; services,
which may specify what network slices may be selected
for specific services (e.g., if multiple services are running
on the WTRU, multiple network slices may be selected
according to the policy); and/or mobility level, which may
indicate that the WTRU may select slice A when in low
mobility and select slice B when in high mobility.
[0050] After the WTRU selects (e.g., autonomously se-
lects) one or more network slices, the WTRU may indi-
cate the selection result. In an example, the indication
may include targeted network slice identifiers in the
WTRU-Network signaling (e.g., such as initial Attach,
PDN connectivity request, etc.). In an example, discov-
ered network slices may be presented to the user, e.g.,
via user interfaces, and the user may manually select the
desired network slices. Results of the user selection may
be passed to relevant radio access modules and/or other
high-layer modules. The WTRU may make slice selection
recommendations to the user. The user may select the
slices on a per service basis and may thus select multiple
slices at the same time.
[0051] The network may be configured to control the
selection of network slices. For example, the network
may be configured to select one or more network slices
for a WTRU (e.g., the WTRU may be assigned multiple
network slices and may have simultaneous access to
these slices).
[0052] FIG. 5 illustrates example network-controlled
slice selection. Multiple techniques may be used for as-
signing a WTRU to at least one network slice. The term
"slice" used herein may refer to a complete network slice
or a sub-network slice.
[0053] In an example, a main control node may be used
to perform slice selection among a set of network slices.
This main control node may receive a message from a
higher layer (e.g., a Non-Access Stratum (NAS) message
or an equivalent thereof, which may be referred to herein
as a NAS message). The main control node may process
the message to determine which slice is to be assigned
for the WTRU. The main control node may utilize one or
more network slice information parameters in order to
select a network slice. The main control node may utilize
information provided by the WTRU for selecting a net-

work slice. For example, the WTRU may indicate serv-
ices that the WTRU wants to use and the main control
node may utilize the provided service information to se-
lect a slice. The main control node may utilize subscrip-
tion information for the WTRU to select a slice. The main
control node may use local policy information to select a
network slice.
[0054] In an example, the WTRU may send a NAS
message for its initial registration to the system. When
sending the first NAS message to register (e.g., when
the WTRU has not registered before), the WTRU may
indicate in the radio layer (e.g., via a RRC message) that
the NAS message or the connection established is for
registering the WTRU for the first time. In an example,
the WTRU may indicate that it has not been assigned a
network slice. Based on the indication, the RAN may send
a NAS message to the main control node and the NAS
message may include a set of information related to the
services that the WTRU desires to get. Once the NAS
message gets to the main control node (e.g., shown as
1A in FIG. 5), the node may use the information com-
prised in the NAS message and/or other information
(e.g., local policy information, subscriber information,
etc.) to determine the set of network slices (and/or the
addresses of these nodes) that may be assigned to the
WTRU. For example, the main control node may use the
provided service information from the WTRU to select
the network slice that has appropriate network slice in-
formation parameters in order to provide the service on
behalf of the WTRU.
[0055] Upon making the determination, the main con-
trol node may take one or more of the following example
actions. The main control node may contact one or more
network slices that may serve the WTRU (e.g., based on
services requested by the WTRU). The main control node
may forward the NAS message as received from the
WTRU. The main control node may forward a sub-set of
the NAS message, e.g., to include information related to
the service type that the slice can offer but not include
other information unrelated to the service(s) that can be
provided by the network slice. The main control node
may forward a new NAS message. The main control
mode may send another type (e.g., a different protocol
type) of message, e.g., based on the interface that exists
between the main control node and the control entity
nodes in the slices. The main control node may include
service information, e.g., service information allowed for
the WTRU (e.g., as shown as 1B and 1C).
[0056] In an example, the WTRU may be allowed to
get service from a single slice. In those cases, the main
control node may contact a control entity of the selected
slice. Further, although FIG. 5 shows just two network
slices (e.g., pointed by 1B and 1C), more network slices
may be contacted or assigned by the main control node.
The main control node may send subscriber information
for the relevant WTRU. The main control node may send
a response NAS message to the WTRU, e.g., to acknowl-
edge the receipt of the NAS message. The main control
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mode may inform the WTRU (e.g., via the response mes-
sage) about the number of slices that have been assigned
for the WTRU. The main control mode may inform the
WTRU (e.g., via the response message) that the network
slices are processing the WTRU’s request(s).
[0057] A control entity in a network slice may receive
a request to serve a WTRU. For example, the control
entity may receive a NAS message or another message
from a main control node. The control entity may verify
whether it may serve the WTRU based on information
comprised in the message (e.g., service related informa-
tion from the WTRU) and/or other information (e.g., sub-
scriber information, local policies, etc.). Once the control
entity determines that it may serve the WTRU, the control
entity may send a NAS message to the WTRU and indi-
cate that the WTRU is registered for a particular set of
services. The network slice that comprises the control
entity (e.g., the control entity in the slice) may provide
the WTRU with an identity and/or address that points to
the particular network slice.
[0058] There may be a main control node for network
selection and/or the slice control/network nodes may not
have a "main" or "master" node. the RAN may forward a
NAS message to a control entity within a network slice
(e.g., any network slice), using the RAN’s normal meth-
ods for selecting a core network. Once the NAS message
reaches a control entity of the network slice for the core
network connection selected by the RAN, the control en-
tity may verify whether it may serve the WTRU for some
or all of the required services. The verification may be
made based on information included in the NAS message
and/or other information (e.g., subscriber information, lo-
cal policies, etc.). If the control entity determines that one
or more of its supported slices can serve the WTRU serv-
ice and that control entity is able to serve the WTRU for
all of the services, the control entity may process the NAS
message and respond to the WTRU. If the control entity
determines that it may not serve the WTRU and/or that
at least one service should be served by a network slice
associated with a different control entity, then the control
entity may take one or more the following actions. The
control entity may forward the NAS message to the main
control node (e.g., as shown in 2A). The control entity
may send the NAS message to another network slice
(e.g., as shown in 2B). The control entity may use the
(Enhanced) Dedicated Core Network Selection (eDE-
COR) method to forward the NAS message to another
network slice (e.g., as shown in 2C). The control entity
may be configured with information regarding which other
slices may serve the WTRU (e.g., the addresses of those
slices or the control entities of those slices).
[0059] If the control entity determines that it may serve
part of the WTRU’s required services, the control entity
may process the NAS message for the services that it
may offer. In an example, for the services that the control
entity is unable to and/or determines not to serve, the
control entity may forward the NAS message to other
network slices. The control entity may also forward a new

NAS message to the other network slices. The new NAS
message may include information about the services that
may be provided for the WTRU by the other slices. The
control entity may forward the message (e.g., existing or
new) directly (e.g., as shown in 2B) or using eDECOR
(e.g., as shown in 2C). In an example, for the services
that a particular network slice may not offer, the network
slice (or the control entity of that slice) may forward the
message to the main control node (e.g., as shown in 2A).
The main control node may take any of the actions de-
scribed herein.
[0060] An Application Server (AS) may trigger or may
assist slice selection. For example, a third party AS may
request a new network slice or may provide certain ap-
plication level criteria or characteristics which may assist
the network in making slice selection decision. The AS
may communicate with the network directly, for example,
via an API exposed through an exposure functions, or
via an application client in the WTRU. The AS may send
information to the WTRU via application level signaling.
Information may be passed on the network via WTRU to
network signaling protocol. For example, an application
running on the WTRU may indicate service information
to network signaling layers (e.g., NAS, RRC, etc.) which
may send the service information to the network control
node for slice selection. When described herein, the AS
providing information to assist in slice selection should
be understood to refer to both the AS providing the infor-
mation directly to the network node (e.g., via an API, via
an SCEF, without WTRU involvement, etc.) and/or via
the WTRU (e.g., the WTRU application layer providing
lower layers the service information which deliver the in-
formation to the network node via a RAN). One or more
of the following information may be to the network to as-
sist the selection of a network slice (e.g., via the WTRU
and/or to the network backend from the AS): application
QoS requirements; type of application; and/or frequency
of sending application data.
[0061] In an example of application QoS requirements,
the AS may send application level QoS requirements to
the network for slice selection purposes. The QoS re-
quirement may include the level of application priority.
The AS may (e.g., may also) include the user priority
within the application. Other QoS parameters may be
included e.g. required bit rate, type of expected flows
(voice, video, etc.).
[0062] In an example of type of application, there may
be various types of applications running on the WTRU.
The network slice decision may be made based on the
category of the application. These categories may in-
clude machine type applications or internet of things (IoT)
applications, health care applications, emergency or
public safety applications etc. The application type or cat-
egory may be determined by the application ID, or the
AS may explicitly indicate the application type in the API
request to the exposure layer or the network.
[0063] In an example of frequency of sending applica-
tion data, the third party AS may indicate the expected
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data rate for a particular application to the network. This
may in the form sending expected time intervals when
the data is being sent or average amount data in a given
amount of time (e.g., average data (bits) to be sent within
an hour or within one day). Such information may also
be on to passed the network for slice selection purposes
as described herein.
[0064] The third party AS may play a role in slice se-
lection in multitudes of capacities. For example, the AS
may assist the network slice selection node in the network
while making the initial decision (referred to herein as
early discovery) to assign one or more network slices to
the WTRU. The network may request the AS to provide
the information to make the appropriate slice assignment
decision. The AS may provide the information which may
be taken an as input by the network to make the final
selection. The network node may obtain the application
information from various application servers and may
make the final decision of the assigning one or more net-
work slices to the WTRU after taking into consideration
the application specific information from multiple appli-
cation servers. The network may assign one or more net-
work slices which best serve the need of these AS’s, for
example, in the case of multiple application servers pro-
viding slice selection assistance information. The net-
work may be able to contact application servers based
on Application ID’s or other application information pro-
vided to the network in the initial service template by the
WTRU.
[0065] The network may expose slice selection or a
similar service to the third party AS. Certain API’s may
be available to AS to be able to request a particular slice
(or, for example, at least which enable the AS to inform
the network that the current network slice does not meet
the application requirements, or that the AS is not satis-
fied with the services provided by the current network
slice). The AS may initiate an API request if accessing
the service via the exposure function or may send a re-
quest directly to the network (e.g., if there is a direct in-
terface between the AS and the network to request a new
network slice). The AS may include the application pa-
rameters in the request to the network. The network may
make a new slice decision, for example, based on the
received request from the AS. The network decision may
also take into account the requirements from the other
application server’s transmitting data to the WTRU. The
network may accept or reject the request from the AS to
assign a new network slice to the WTRU. If the request
is accepted, the new slice information may be commu-
nicated to the WTRU. The network may inform the WTRU
directly via WTRU to network. The network may inform
the AS that the API request has been accepted. The AS
may inform the WTRU via the application level signaling
about new slice(s) that need to be selected by the WTRU.
This procedure may be used in "late discovery." The in-
formation sent to the WTRU to be able connect to the
appropriate slice(s) may include one or more of the fol-
lowing: slice information; PLMN or Network ID; and/or

time/occasion to disconnect.
[0066] In an example of Slice information (e.g., Slice
id number, slice name), multiple slice information (id
number, name, etc.) may be provided for the case where
the WTRU is required to connect to multiple network slic-
es.
[0067] In an example of PLMN or Network ID, the home
or the serving network may be unable to meet the
WTRU/application requirement, so the WTRU may be
asked to connect to network slice of a roaming partner.
[0068] In an example of the time or the occasion when
the WTRU should disconnect from the current serving
slice and attach/connect to the new slice, it may be im-
mediately or the WTRU may be told to change network
slices when the WTRU goes to idle mode or when the
next time it has data to be sent for a particular application.
The WTRU may be given a time (e.g., in seconds or min-
utes) after which the WTRU should disconnect/detach
from the current network and send a request to con-
nect/attach to the new slice.
[0069] The third party AS may be charged by the net-
work to use the slice selection services. There may be
different levels of charging based on the type of request.
A request that an application is not satisfied with the cur-
rent slice may be charged differently from an explicit re-
quest that the application server may prefer a new net-
work slice.
[0070] FIG. 6 is a diagram illustrating an example initial
network slice connection. If the WTRU autonomously se-
lects the network slice, the WTRU may explicitly initiate
Attach or PDN connection procedure towards the select-
ed network slice. The WTRU may directly include the
identifier of the selected network slice or the service name
(e.g., akin to APN), which can be mapped to a target
network slice, in the Attach or PDN connection request.
The initial Attach or PDN connection procedure may be
handled by the control function in the selected network
slice. There may be a "Portal Function" in each network
slice which handles the initial connection request from
the WTRUs. The "Portal Function" may have the capa-
bility to download the user subscription profile from the
central database, and may invoke other necessary con-
trol functions in the same network slice to complete the
connection procedure.
[0071] There may be different ways that such messag-
es may be forwarded to the portal function of the target
network slice. For example, the RAN may have the ca-
pability to ascertain the target network slice of such mes-
sages, either by parsing the network slice identifier or
service name in the messages, or the selected network
slice had been stored in the RAN’s WTRU context in the
previous signaling. The RAN may be configured with the
address of the portal function of each network slice so
the RAN is able to forward the message to the portal
function of the target network slice. For example, the
message may be invariably forwarded by the RAN to a
common control function that may be independent of net-
work slices, and the common control function may have
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the capability to analyze the target network slice and for-
ward it to the portal function in the target network slice.
For example, the message may be invariably forwarded
by the RAN to the common control function or the portal
function in a default network slice. The common control
function or the portal function in the default network slice
may analyze the real target network slice and instruct the
RAN to redirect it to the portal function in the target net-
work slice.
[0072] Upon receiving the initial attach or PDN con-
nection request, the handling control function may initiate
interaction with other network functions to complete the
connection. For example, the portal function may invoke
one or more of the following: the network-slice-specific
authentication function to perform additional authentica-
tion on the WTRU (the WTRU may have been generally
authenticated when it accesses the RAN and the net-
work); the gateway control function in the same slice to
establish the initial PDN connection (e.g. default bearer)
for the WTRU; and/or the QoS control function to install
the QoS profile for the connection.
[0073] Network slice connection may be proxyed by
the same common control function. Network slice con-
nection may happen directly between the WTRU and the
network slice. Interactions between the WTRU and the
network functions in the network slice may be through
the portal function, for example, the messages from the
WTRU to a particular network function (such as, e.g.,
Auth Function) may be forwarded by RAN to the portal
function. The portal function may forward them to the
proper function that will handle the messages. For ex-
ample, messages to the WTRU from the various network
functions inside the network slice may go to the portal
function. The portal function may forward the messages
to the RAN and WTRU. The RAN may need to store the
address of the portal function of the network slice.
[0074] FIG. 7 is a diagram illustrating multiple network
slice connection forking. The WTRU may be (e.g., initial-
ly) connected to multiple network slices. The WTRU may
decide to connect to multiple network slices based on
the configuration on the device, the network policy of the
network slice selection, etc. The WTRU may sequentially
initiate the single connection to each selected network
slice using a procedure described herein. Each connec-
tion request (initial attach or PDN connection request)
may contain a single slice identifier or service name. The
WTRU may include multiple network slice identifiers or
service names in a single initial connection request and
send it to a common control function. The common con-
trol function may "fork" multiple individual connection re-
quests to the multiple target network slices.
[0075] FIG. 8A is a diagram of an example communi-
cations system 500 in which one or more examples dis-
closed herein may be implemented. The communica-
tions system 500 may be a multiple access system that
provides content, such as voice, data, video, messaging,
broadcast, etc., to multiple wireless users. The commu-
nications system 500 may enable multiple wireless users

to access such content through the sharing of system
resources, including wireless bandwidth. For example,
the communications systems 500 may employ one or
more channel access methods, such as code division
multiple access (CDMA), time division multiple access
(TDMA), frequency division multiple access (FDMA), or-
thogonal FDMA (OFDMA), single-carrier FDMA (SC-FD-
MA), and the like.
[0076] As shown in FIG. 8A, the communications sys-
tem 500 may include wireless transmit/receive units
(WTRUs) 502a, 502b, 502c, and/or 502d (which gener-
ally or collectively may be referred to as WTRU 502), a
radio access network (RAN) 503/504/505, a core network
506/507/509, a public switched telephone network
(PSTN) 508, the Internet 510, and other networks 512,
though it will be appreciated that the disclosed embodi-
ments contemplate any number of WTRUs, base sta-
tions, networks, and/or network elements. Each of the
WTRUs 502a, 502b, 502c, and/or 502d may be any type
of device configured to operate and/or communicate in
a wireless environment. By way of example, the WTRUs
502a, 502b, 502c, and/or 502d may be configured to
transmit and/or receive wireless signals and may include
user equipment (UE), a mobile station, a fixed or mobile
subscriber unit, a pager, a cellular telephone, a personal
digital assistant (PDA), a smartphone, a laptop, a net-
book, a personal computer, a wireless sensor, consumer
electronics, and the like.
[0077] The communications systems 500 may also in-
clude a base station 514a and a base station 514b. Each
of the base stations 514a, 514b may be any type of device
configured to wirelessly interface with at least one of the
WTRUs 502a, 502b, 502c, and/or 502d to facilitate ac-
cess to one or more communication networks, such as
the core network 506/507/509, the Internet 510, and/or
the networks 512. By way of example, the base stations
514a and/or 514b may be a base transceiver station
(BTS), a Node-B, an eNode B, a Home Node B, a Home
eNode B, a site controller, an access point (AP), a wire-
less router, and the like. While the base stations 514a,
514b are each depicted as a single element, it will be
appreciated that the base stations 514a, 514b may in-
clude any number of interconnected base stations and/or
network elements.
[0078] The base station 514a may be part of the RAN
503/504/505, which may also include other base stations
and/or network elements (not shown), such as a base
station controller (BSC), a radio network controller
(RNC), relay nodes, etc. The base station 514a and/or
the base station 514b may be configured to transmit
and/or receive wireless signals within a particular geo-
graphic region, which may be referred to as a cell (not
shown). The cell may further be divided into cell sectors.
For example, the cell associated with the base station
514a may be divided into three sectors. Thus, in one
embodiment, the base station 514a may include three
transceivers, i.e., one for each sector of the cell. In an-
other embodiment, the base station 514a may employ
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multiple-input multiple output (MIMO) technology and,
therefore, may utilize multiple transceivers for each sec-
tor of the cell.
[0079] The base stations 514a and/or 514b may com-
municate with one or more of the WTRUs 502a, 502b,
502c, and/or 502d over an air interface 515/516/517,
which may be any suitable wireless communication link
(e.g., radio frequency (RF), microwave, infrared (IR), ul-
traviolet (UV), visible light, etc.). The air interface
515/516/517 may be established using any suitable radio
access technology (RAT).
[0080] More specifically, as noted above, the commu-
nications system 500 may be a multiple access system
and may employ one or more channel access schemes,
such as CDMA, TDMA, FDMA, OFDMA, SC-FDMA, and
the like. For example, the base station 514a in the RAN
503/504/505 and the WTRUs 502a, 502b, and/or 502c
may implement a radio technology such as Universal Mo-
bile Telecommunications System (UMTS) Terrestrial Ra-
dio Access (UTRA), which may establish the air interface
515/516/517 using wideband CDMA (WCDMA). WCD-
MA may include communication protocols such as High-
Speed Packet Access (HSPA) and/or Evolved HSPA
(HSPA+). HSPA may include High-Speed Downlink
Packet Access (HSDPA) and/or High-Speed Uplink
Packet Access (HSUPA).
[0081] In another embodiment, the base station 514a
and the WTRUs 502a, 502b, and/or 502c may implement
a radio technology such as Evolved UMTS Terrestrial
Radio Access (E-UTRA), which may establish the air in-
terface 515/516/517 using Long Term Evolution (LTE)
and/or LTE-Advanced (LTE-A).
[0082] In other embodiments, the base station 514a
and the WTRUs 502a, 502b, and/or 502c may implement
radio technologies such as IEEE 802.16 (i.e., Worldwide
Interoperability for Microwave Access (WiMAX)),
CDMA2000, CDMA2000 IX, CDMA2000 EV-DO, Interim
Standard 2000 (IS-2000), Interim Standard 95 (IS-95),
Interim Standard 856 (IS-856), Global System for Mobile
communications (GSM), Enhanced Data rates for GSM
Evolution (EDGE), GSM EDGE (GERAN), and the like.
[0083] The base station 514b in FIG. 8A may be a wire-
less router, Home Node B, Home eNode B, or access
point, for example, and may utilize any suitable RAT for
facilitating wireless connectivity in a localized area, such
as a place of business, a home, a vehicle, a campus, and
the like. In one embodiment, the base station 514b and
the WTRUs 502c, 502d may implement a radio technol-
ogy such as IEEE 802.11 to establish a wireless local
area network (WLAN). In another embodiment, the base
station 514b and the WTRUs 502c, 502d may implement
a radio technology such as IEEE 802.15 to establish a
wireless personal area network (WPAN). In yet another
embodiment, the base station 514b and the WTRUs
502c, 502d may utilize a cellular-based RAT (e.g., WCD-
MA, CDMA2000, GSM, LTE, LTE-A, etc.) to establish a
picocell or femtocell. As shown in FIG. 8A, the base sta-
tion 514b may have a direct connection to the Internet

510. Thus, the base station 514b may not be required to
access the Internet 510 via the core network
506/507/509.
[0084] The RAN 503/504/505 may be in communica-
tion with the core network 506/507/509, which may be
any type of network configured to provide voice, data,
applications, and/or voice over internet protocol (VoIP)
services to one or more of the WTRUs 502a, 502b, 502c,
and/or 502d. For example, the core network 506/507/509
may provide call control, billing services, mobile location-
based services, pre-paid calling, Internet connectivity,
video distribution, etc., and/or perform high-level security
functions, such as user authentication. Although not
shown in FIG. 8A, it will be appreciated that the RAN
503/504/505 and/or the core network 506/507/509 may
be in direct or indirect communication with other RANs
that employ the same RAT as the RAN 503/504/505 or
a different RAT. For example, in addition to being con-
nected to the RAN 503/504/505, which may be utilizing
an E-UTRA radio technology, the core network
506/507/509 may also be in communication with another
RAN (not shown) employing a GSM radio technology.
[0085] The core network 506/507/509 may also serve
as a gateway for the WTRUs 502a, 502b, 502c, and/or
502d to access the PSTN 508, the Internet 510, and/or
other networks 512. The PSTN 508 may include circuit-
switched telephone networks that provide plain old tele-
phone service (POTS). The Internet 510 may include a
global system of interconnected computer networks and
devices that use common communication protocols,
such as the transmission control protocol (TCP), user
datagram protocol (UDP) and the internet protocol (IP)
in the TCP/IP internet protocol suite. The networks 512
may include wired or wireless communications networks
owned and/or operated by other service providers. For
example, the networks 512 may include another core net-
work connected to one or more RANs, which may employ
the same RAT as the RAN 503/504/505 or a different
RAT.
[0086] Some or all of the WTRUs 502a, 502b, 502c,
and/or 502d in the communications system 500 may in-
clude multi-mode capabilities, i.e., the WTRUs 502a,
502b, 502c, and/or 502d may include multiple transceiv-
ers for communicating with different wireless networks
over different wireless links. For example, the WTRU
502c shown in FIG. 8A may be configured to communi-
cate with the base station 514a, which may employ a
cellular-based radio technology, and with the base sta-
tion 514b, which may employ an IEEE 802 radio tech-
nology.
[0087] FIG. 8B depicts a system diagram of an exam-
ple WTRU 502. As shown in FIG. 8B, the WTRU 502
may include a processor 518, a transceiver 520, a trans-
mit/receive element 522, a speaker/microphone 524, a
keypad 526, a display/touchpad 528, non-removable
memory 530, removable memory 532, a power source
534, a global positioning system (GPS) chipset 536, and
other peripherals 138. It will be appreciated that the
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WTRU 502 may include any subcombination of the fore-
going elements while remaining consistent with an em-
bodiment. Also, embodiments contemplate that the base
stations 514a and 514b, and/or the nodes that base sta-
tions 514a and 514b may represent, such as but not lim-
ited to transceiver station (BTS), a Node-B, a site con-
troller, an access point (AP), a home node-B, an evolved
home node-B (eNodeB), a home evolved node-B
(HeNB), a home evolved node-B gateway, and proxy
nodes, among others, may include some or all of the
elements depicted in FIG. 8B and described herein.
[0088] The processor 518 may be a general purpose
processor, a special purpose processor, a conventional
processor, a digital signal processor (DSP), a plurality of
microprocessors, one or more microprocessors in asso-
ciation with a DSP core, a controller, a microcontroller,
Application Specific Integrated Circuits (ASICs), Field
Programmable Gate Array (FPGAs) circuits, any other
type of integrated circuit (IC), a state machine, and the
like. The processor 518 may perform signal coding, data
processing, power control, input/output processing,
and/or any other functionality that enables the WTRU
502 to operate in a wireless environment. The processor
518 may be coupled to the transceiver 520, which may
be coupled to the transmit/receive element 522. While
FIG. 8B depicts the processor 518 and the transceiver
520 as separate components, it may be appreciated that
the processor 518 and the transceiver 520 may be inte-
grated together in an electronic package or chip.
[0089] The transmit/receive element 522 may be con-
figured to transmit signals to, or receive signals from, a
base station (e.g., the base station 514a) over the air
interface 515/516/517. For example, in one embodiment,
the transmit/receive element 522 may be an antenna
configured to transmit and/or receive RF signals. In an-
other embodiment, the transmit/receive element 522
may be an emitter/detector configured to transmit and/or
receive IR, UV, or visible light signals, for example. In yet
another embodiment, the transmit/receive element 522
may be configured to transmit and receive both RF and
light signals. It will be appreciated that the transmit/re-
ceive element 522 may be configured to transmit and/or
receive any combination of wireless signals.
[0090] In addition, although the transmit/receive ele-
ment 522 is depicted in FIG. 8B as a single element, the
WTRU 502 may include any number of transmit/receive
elements 522. More specifically, the WTRU 502 may em-
ploy MIMO technology. Thus, in one embodiment, the
WTRU 502 may include two or more transmit/receive el-
ements 522 (e.g., multiple antennas) for transmitting and
receiving wireless signals over the air interface
515/516/517.
[0091] The transceiver 520 may be configured to mod-
ulate the signals that are to be transmitted by the trans-
mit/receive element 522 and to demodulate the signals
that are received by the transmit/receive element 522.
As noted above, the WTRU 502 may have multi-mode
capabilities. Thus, the transceiver 520 may include mul-

tiple transceivers for enabling the WTRU 502 to commu-
nicate via multiple RATs, such as UTRA and IEEE
802.11, for example.
[0092] The processor 518 of the WTRU 502 may be
coupled to, and may receive user input data from, the
speaker/microphone 524, the keypad 526, and/or the dis-
play/touchpad 528 (e.g., a liquid crystal display (LCD)
display unit or organic light-emitting diode (OLED) dis-
play unit). The processor 518 may also output user data
to the speaker/microphone 524, the keypad 526, and/or
the display/touchpad 528. In addition, the processor 518
may access information from, and store data in, any type
of suitable memory, such as the non-removable memory
530 and/or the removable memory 532. The non-remov-
able memory 530 may include random-access memory
(RAM), read-only memory (ROM), a hard disk, or any
other type of memory storage device. The removable
memory 532 may include a subscriber identity module
(SIM) card, a memory stick, a secure digital (SD) memory
card, and the like. In other embodiments, the processor
518 may access information from, and store data in,
memory that is not physically located on the WTRU 502,
such as on a server or a home computer (not shown).
[0093] The processor 518 may receive power from the
power source 534, and may be configured to distribute
and/or control the power to the other components in the
WTRU 502. The power source 534 may be any suitable
device for powering the WTRU 502. For example, the
power source 534 may include one or more dry cell bat-
teries (e.g., nickel-cadmium (NiCd), nickel-zinc (NiZn),
nickel metal hydride (NiMH), lithium-ion (Li-ion), etc.), so-
lar cells, fuel cells, and the like.
[0094] The processor 518 may also be coupled to the
GPS chipset 536, which may be configured to provide
location information (e.g., longitude and latitude) regard-
ing the current location of the WTRU 502. In addition to,
or in lieu of, the information from the GPS chipset 536,
the WTRU 502 may receive location information over the
air interface 515/516/517 from a base station (e.g., base
stations 514a, 514b) and/or determine its location based
on the timing of the signals being received from two or
more nearby base stations. It will be appreciated that the
WTRU 502 may acquire location information by way of
any suitable location-determination method while re-
maining consistent with an embodiment.
[0095] The processor 518 may further be coupled to
other peripherals 538, which may include one or more
software and/or hardware modules that provide addition-
al features, functionality and/or wired or wireless connec-
tivity. For example, the peripherals 138 may include an
accelerometer, an e-compass, a satellite transceiver, a
digital camera (for photographs or video), a universal se-
rial bus (USB) port, a vibration device, a television trans-
ceiver, a hands free headset, a Bluetooth® module, a
frequency modulated (FM) radio unit, a digital music play-
er, a media player, a video game player module, an In-
ternet browser, and the like.
[0096] FIG. 8C depicts a system diagram of the RAN
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503 and the core network 506 according to an embodi-
ment. As noted above, the RAN 503 may employ a UTRA
radio technology to communicate with the WTRUs 502a,
502b, and/or 502c over the air interface 515. The RAN
503 may also be in communication with the core network
506. As shown in FIG. 8C, the RAN 503 may include
Node-Bs 540a, 540b, and/or 540c, which may each in-
clude one or more transceivers for communicating with
the WTRUs 502a, 502b, and/or 502c over the air interface
515. The Node-Bs 540a, 540b, and/or 540c may each
be associated with a particular cell (not shown) within the
RAN 503. The RAN 503 may also include RNCs 542a
and/or 542b. It will be appreciated that the RAN 503 may
include any number of Node-Bs and RNCs while remain-
ing consistent with an embodiment.
[0097] As shown in FIG. 8C, the Node-Bs 540a and/or
540b may be in communication with the RNC 542a. Ad-
ditionally, the Node-B 540c may be in communication
with the RNC542b. The Node-Bs 540a, 540b, and/or
540c may communicate with the respective RNCs 542a,
542b via an Iub interface. The RNCs 542a, 542b may be
in communication with one another via an Iur interface.
Each of the RNCs 542a, 542b may be configured to con-
trol the respective Node-Bs 540a, 540b, and/or 540c to
which it is connected. In addition, each of the RNCs 542a,
542b may be configured to carry out or support other
functionality, such as outer loop power control, load con-
trol, admission control, packet scheduling, handover con-
trol, macrodiversity, security functions, data encryption,
and the like.
[0098] The core network 506 shown in FIG. 8C may
include a media gateway (MGW) 544, a mobile switching
center (MSC) 546, a serving GPRS support node (SGSN)
548, and/or a gateway GPRS support node (GGSN) 550.
While each of the foregoing elements are depicted as
part of the core network 506, it will be appreciated that
any one of these elements may be owned and/or oper-
ated by an entity other than the core network operator.
[0099] The RNC 542a in the RAN 503 may be con-
nected to the MSC 546 in the core network 506 via an
IuCS interface. The MSC 546 may be connected to the
MGW 544. The MSC 546 and the MGW 544 may provide
the WTRUs 502a, 502b, and/or 502c with access to cir-
cuit-switched networks, such as the PSTN 508, to facil-
itate communications between the WTRUs 502a, 502b,
and/or 502c and traditional land-line communications de-
vices.
[0100] The RNC 542a in the RAN 503 may also be
connected to the SGSN 548 in the core network 506 via
an IuPS interface. The SGSN 548 may be connected to
the GGSN 550. The SGSN 548 and the GGSN 550 may
provide the WTRUs 502a, 502b, and/or 502c with access
to packet-switched networks, such as the Internet 510,
to facilitate communications between and the WTRUs
502a, 502b, and/or 502c and IP-enabled devices.
[0101] As noted above, the core network 506 may also
be connected to the networks 512, which may include
other wired or wireless networks that are owned and/or

operated by other service providers.
[0102] FIG. 8D depicts a system diagram of the RAN
504 and the core network 507 according to an embodi-
ment. As noted above, the RAN 504 may employ an E-
UTRA radio technology to communicate with the WTRUs
502a, 502b, and/or 502c over the air interface 516. The
RAN 504 may also be in communication with the core
network 507.
[0103] The RAN 504 may include eNode-Bs 560a,
560b, and/or 560c, though it will be appreciated that the
RAN 504 may include any number of eNode-Bs while
remaining consistent with an embodiment. The eNode-
Bs 560a, 560b, and/or 560c may each include one or
more transceivers for communicating with the WTRUs
502a, 502b, and/or 502c over the air interface 516. In
one embodiment, the eNode-Bs 560a, 560b, and/or 560c
may implement MIMO technology. Thus, the eNode-B
560a, for example, may use multiple antennas to transmit
wireless signals to, and receive wireless signals from,
the WTRU 502a.
[0104] Each of the eNode-Bs 560a, 560b, and/or 560c
may be associated with a particular cell (not shown) and
may be configured to handle radio resource management
decisions, handover decisions, scheduling of users in the
uplink and/or downlink, and the like. As shown in FIG.
8D, the eNode-Bs 560a, 560b, and/or 560c may commu-
nicate with one another over an X2 interface.
[0105] The core network 507 shown in FIG. 8D may
include a mobility management gateway (MME) 562, a
serving gateway 564, and a packet data network (PDN)
gateway 566. While each of the foregoing elements are
depicted as part of the core network 507, it will be appre-
ciated that any one of these elements may be owned
and/or operated by an entity other than the core network
operator.
[0106] The MME 562 may be connected to each of the
eNode-Bs 560a, 560b, and/or 560c in the RAN 504 via
an S1 interface and may serve as a control node. For
example, the MME 562 may be responsible for authen-
ticating users of the WTRUs 502a, 502b, and/or 502c,
bearer activation/deactivation, selecting a particular
serving gateway during an initial attach of the WTRUs
502a, 502b, and/or 502c, and the like. The MME 562 may
also provide a control plane function for switching be-
tween the RAN 504 and other RANs (not shown) that
employ other radio technologies, such as GSM or WCD-
MA.
[0107] The serving gateway 564 may be connected to
each of the eNode-Bs 560a, 560b, and/or 560c in the
RAN 504 via the S1 interface. The serving gateway 564
may generally route and forward user data packets
to/from the WTRUs 502a, 502b, and/or 502c. The serving
gateway 564 may also perform other functions, such as
anchoring user planes during inter-eNode B handovers,
triggering paging when downlink data is available for the
WTRUs 502a, 502b, and/or 502c, managing and storing
contexts of the WTRUs 502a, 502b, and/or 502c, and
the like.
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[0108] The serving gateway 564 may also be connect-
ed to the PDN gateway 566, which may provide the
WTRUs 502a, 502b, and/or 502c with access to packet-
switched networks, such as the Internet 510, to facilitate
communications between the WTRUs 502a, 502b,
and/or 502c and IP-enabled devices.
[0109] The core network 507 may facilitate communi-
cations with other networks. For example, the core net-
work 507 may provide the WTRUs 502a, 502b, and/or
502c with access to circuit-switched networks, such as
the PSTN 508, to facilitate communications between the
WTRUs 502a, 502b, and/or 502c and traditional land-
line communications devices. For example, the core net-
work 507 may include, or may communicate with, an IP
gateway (e.g., an IP multimedia subsystem (IMS) server)
that serves as an interface between the core network 507
and the PSTN 508. In addition, the core network 507 may
provide the WTRUs 502a, 502b, and/or 502c with access
to the networks 512, which may include other wired or
wireless networks that are owned and/or operated by oth-
er service providers.
[0110] FIG. 8E depicts a system diagram of the RAN
505 and the core network 509 according to an embodi-
ment. The RAN 505 may be an access service network
(ASN) that employs IEEE 802.16 radio technology to
communicate with the WTRUs 502a, 502b, and/or 502c
over the air interface 517. As will be further discussed
below, the communication links between the different
functional entities of the WTRUs 502a, 502b, and/or
502c, the RAN 505, and the core network 509 may be
defined as reference points.
[0111] As shown in FIG. 8E, the RAN 505 may include
base stations 580a, 580b, and/or 580c, and an ASN gate-
way 582, though it will be appreciated that the RAN 505
may include any number of base stations and ASN gate-
ways while remaining consistent with an embodiment.
The base stations 580a, 580b, and/or 580c may each be
associated with a particular cell (not shown) in the RAN
505 and may each include one or more transceivers for
communicating with the WTRUs 502a, 502b, and/or 502c
over the air interface 517. In one embodiment, the base
stations 580a, 580b, and/or 580c may implement MIMO
technology. Thus, the base station 580a, for example,
may use multiple antennas to transmit wireless signals
to, and receive wireless signals from, the WTRU 502a.
The base stations 580a, 580b, and/or 580c may also pro-
vide mobility management functions, such as handoff
triggering, tunnel establishment, radio resource manage-
ment, traffic classification, quality of service (QoS) policy
enforcement, and the like. The ASN gateway 582 may
serve as a traffic aggregation point and may be respon-
sible for paging, caching of subscriber profiles, routing
to the core network 509, and the like.
[0112] The air interface 517 between the WTRUs
502a, 502b, and/or 502c and the RAN 505 may be de-
fined as an R1 reference point that implements the IEEE
802.16 specification. In addition, each of the WTRUs
502a, 502b, and/or 502c may establish a logical interface

(not shown) with the core network 509. The logical inter-
face between the WTRUs 502a, 502b, and/or 502c and
the core network 509 may be defined as an R2 reference
point, which may be used for authentication, authoriza-
tion, IP host configuration management, and/or mobility
management.
[0113] The communication link between each of the
base stations 580a, 580b, and/or 580c may be defined
as an R8 reference point that includes protocols for fa-
cilitating WTRU handovers and the transfer of data be-
tween base stations. The communication link between
the base stations 580a, 580b, and/or 580c and the ASN
gateway 582 may be defined as an R6 reference point.
The R6 reference point may include protocols for facili-
tating mobility management based on mobility events as-
sociated with each of the WTRUs 502a, 502b, and/or
502c.
[0114] As shown in FIG. 8E, the RAN 505 may be con-
nected to the core network 509. The communication link
between the RAN 505 and the core network 509 may
defined as an R3 reference point that includes protocols
for facilitating data transfer and mobility management ca-
pabilities, for example. The core network 509 may include
a mobile IP home agent (MIP-HA) 584, an authentication,
authorization, accounting (AAA) server 586, and a gate-
way 588. While each of the foregoing elements are de-
picted as part of the core network 509, it will be appreci-
ated that any one of these elements may be owned and/or
operated by an entity other than the core network oper-
ator.
[0115] The MIP-HA may be responsible for IP address
management, and may enable the WTRUs 502a, 502b,
and/or 502c to roam between different ASNs and/or dif-
ferent core networks. The MIP-HA 584 may provide the
WTRUs 502a, 502b, and/or 502c with access to packet-
switched networks, such as the Internet 510, to facilitate
communications between the WTRUs 502a, 502b,
and/or 502c and IP-enabled devices. The AAA server
586 may be responsible for user authentication and for
supporting user services. The gateway 588 may facilitate
interworking with other networks. For example, the gate-
way 588 may provide the WTRUs 502a, 502b, and/or
502c with access to circuit-switched networks, such as
the PSTN 508, to facilitate communications between the
WTRUs 502a, 502b, and/or 502c and traditional land-
line communications devices. In addition, the gateway
588 may provide the WTRUs 502a, 502b, and/or 502c
with access to the networks 512, which may include other
wired or wireless networks that are owned and/or oper-
ated by other service providers.
[0116] Although not shown in FIG. 8E, the RAN 505
may be connected to other ASNs and the core network
509 may be connected to other core networks. The com-
munication link between the RAN 505 the other ASNs
may be defined as an R4 reference point, which may
include protocols for coordinating the mobility of the
WTRUs 502a, 502b, and/or 502c between the RAN 505
and the other ASNs. The communication link between
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the core network 509 and the other core networks may
be defined as an R5 reference, which may include pro-
tocols for facilitating interworking between home core
networks and visited core networks.
[0117] Although features and elements are described
above in particular combinations, one of ordinary skill in
the art will appreciate that each feature or element can
be used alone or in any combination with the other fea-
tures and elements. In addition, the methods described
herein may be implemented in a computer program, soft-
ware, or firmware incorporated in a computer-readable
medium for execution by a computer or processor. Ex-
amples of computer-readable media include electronic
signals (transmitted over wired or wireless connections)
and computer-readable storage media. Examples of
computer-readable storage media include, but are not
limited to, a read only memory (ROM), a random access
memory (RAM), a register, cache memory, semiconduc-
tor memory devices, magnetic media such as internal
hard disks and removable disks, magneto-optical media,
and optical media such as CD-ROM disks, and digital
versatile disks (DVDs). A processor in association with
software may be used to implement a radio frequency
transceiver for use in a WTRU, UE, terminal, base station,
RNC, or any host computer.

Claims

1. A network control node configured to connect a wire-
less transmit/receive unit, WTRU, to a network slice
in a network, the network node comprising:
a processor configured to:

receive service information associated with a
service being requested by the WTRU;
determine, based on the received service infor-
mation and subscription information for the
WTRU, slice information associated with a net-
work slice to serve the WTRU, wherein the slice
information comprises one or more of an iden-
tifier of the network slice, priority of the network
slice, a service class served by the network slice,
a target device class, a quality of service, QoS,
target, mobility support, security service, charg-
ing information, or performance information; and
determine whether the network control node or
another network control node should service the
WTRU for accessing the network slice, wherein:

on condition that the network control node
determines that the network control node
should service the WTRU for accessing the
network slice, the network control node pro-
vides at least one network service associ-
ated with the network slice to the WTRU, or
on condition that the network control node
determines that another network control

node should service the WTRU for access-
ing the network slice, the network control
node sends a request to the another net-
work control node that indicates that the an-
other network control node should service
the WTRU for accessing the network slice.

2. The network control node of claim 1, wherein the
service information is received based on a network
slice selection policy configured for the WTRU.

3. The network control node of claim 1, wherein the
service information is received via a non-access stra-
tum, NAS, message.

4. The network control node of claim 3, wherein the
processor being configured to send the request to
the another network control node that indicates that
the another network control node should service the
WTRU for accessing the network slice comprises
the processor being configured to forward at least
part of the NAS message to the another network con-
trol node.

5. The network control node of claim 3, wherein the
NAS message is part of a registration request by the
WTRU.

6. The network control node of claim 1, wherein the
service information indicates one or more of an ap-
plication quality of service, QoS, requirement, an ap-
plication type, or a mobility characteristic of the
WTRU.

7. The network control node of claim 1, wherein the
subscription information is retrieved by the network
control node from a central database.

8. The network control node of claim 1, wherein the
processor being configured to determine whether
the network control node or another network control
node should service the WTRU for accessing the
network slice comprises the processor being config-
ured to determine whether the network slice is
among a set of allowed network slices for the WTRU.

9. The network control node of claim 1, wherein the
processor being configured to send a request to the
another network control node that indicates that the
another network control node should service the
WTRU for accessing the network slice comprises
the processor being configured to contact a radio
access network (RAN) entity to forward the request
to the another network control node.

10. A method implemented by a network control node
for connecting a wireless transmit/receive unit,
WTRU, to a network slice in a network, the method
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comprising:

the network control node receiving service infor-
mation associated with a service being request-
ed by the WTRU;
the network control node determining, based on
the received service information and subscrip-
tion information for the WTRU, slice information
associated with a network slice to serve the
WTRU; wherein the slice information comprises
one or more of an identifier of the network slice,
priority of the network slice, a service class
served by the network slice, a target device
class, a QoS target, mobility support, security
service, charging information, and/or perform-
ance information; and
the network control node determining whether
the network control node or another network
control node should service the WTRU for ac-
cessing the network slice, wherein:

on condition that the network control node
determines that the network control node
should service the WTRU for accessing the
network slice, the network control node pro-
viding at least one network service associ-
ated with the network slice to the WTRU, or
on condition that the network control node
determines that another network control
node should service the WTRU for access-
ing the network slice, the network control
node sending a request to the another net-
work control node that indicates that the an-
other network control node should service
the WTRU for accessing the network slice.

11. The method of claim 10, wherein the service infor-
mation is received based on a network slice selection
policy configured for the WTRU.

12. The method of claim 10, wherein the service infor-
mation is received via a non-access stratum, NAS,
message that is comprised in a registration request
of the WTRU.

13. The method of claim 12, wherein sending the request
to the another network control node that indicates
that the another network control node should service
the WTRU for accessing the network slice comprises
forwarding at least part of the NAS message to the
another network control node.

14. The method of claim 10, wherein the service infor-
mation indicates one or more of an application quality
of service, QoS, requirement, an application type, or
a mobility characteristic of the WTRU.

15. The method of claim 10, wherein the network control

node determining whether the network control node
or another network control node should service the
WTRU for accessing the network slice comprises
the network control node determining whether the
network slice is among a set of allowed network slic-
es for the WTRU.

Patentansprüche

1. Netzwerksteuerknoten, der konfiguriert ist, eine
drahtlose Sende-/Empfangseinheit, WTRU, mit ei-
nem Netzwerk-Slice in einem Netzwerk zu verbin-
den, wobei der Netzwerkknoten umfasst:
einen Prozessor, der konfiguriert ist:

Dienstinformationen im Zusammenhang mit ei-
nem Dienst, der durch die WTRU angefordert
wird, zu empfangen;
basierend auf den empfangenen Dienstinforma-
tionen und Teilnehmerinformationen für die
WTRU Slice-Informationen im Zusammenhang
mit einem Netzwerk-Slice, der die WTRU bedie-
nen soll, zu ermitteln, wobei die Slice-Informa-
tionen eines oder mehrere von einer Kennung
des Netzwerk-Slice, einer Priorität des Netz-
werk-Slice, einer durch den Netzwerk-Slice be-
dienten Dienstklasse, einer Zielvorrichtungs-
klasse, einem Dienstgüteziel (QoS-Ziel), einer
Mobilitätsunterstützung, einem Sicherheits-
dienst, Abrechnungsinformationen oder Leis-
tungsinformationen umfassen; und
zu ermitteln, ob der Netzwerksteuerknoten oder
ein anderer Netzwerksteuerknoten die WTRU
für einen Zugriff auf den Netzwerk-Slice bedie-
nen soll, wobei:

unter der Bedingung, dass der Netzwerk-
steuerknoten ermittelt, dass der Netzwerk-
steuerknoten die WTRU für einen Zugriff
auf den Netzwerk-Slice bedienen soll, der
Netzwerksteuerknoten mindestens einen
Netzwerkdienst im Zusammenhang mit
dem Netzwerk-Slice für die WTRU bereit-
stellt, oder
unter der Bedingung, dass der Netzwerk-
steuerknoten ermittelt, dass ein anderer
Netzwerksteuerknoten die WTRU für einen
Zugriff auf den Netzwerk-Slice bedienen
soll, der Netzwerksteuerknoten eine Anfor-
derung an den anderen Netzwerksteuer-
knoten sendet, die anzeigt, dass der andere
Netzwerksteuerknoten die WTRU für einen
Zugriff auf den Netzwerk-Slice bedienen
soll.

2. Netzwerksteuerknoten nach Anspruch 1, wobei die
Dienstinformationen basierend auf einer für die
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WTRU konfigurierten Netzwerk-Slice-Auswahlricht-
linie empfangen werden.

3. Netzwerksteuerknoten nach Anspruch 1, wobei die
Dienstinformationen über eine Nichtzugriffsschicht-
Nachricht (NAS-Nachricht) empfangen werden.

4. Netzwerksteuerknoten nach Anspruch 3, wobei ein
Konfigurieren des Prozessors dafür, die Anforde-
rung, die anzeigt, dass der andere Netzwerksteuer-
knoten die WTRU für einen Zugriff auf den Netzwerk-
Slice bedienen soll, an den anderen Netzwerksteu-
erknoten zu senden, umfasst, dass der Prozessor
konfiguriert ist, zumindest einen Teil der NAS-Nach-
richt an den anderen Netzwerksteuerknoten weiter-
zuleiten.

5. Netzwerksteuerknoten nach Anspruch 3, wobei die
NAS-Nachricht Teil einer Registrierungsanforde-
rung durch die WTRU ist.

6. Netzwerksteuerknoten nach Anspruch 1, wobei die
Dienstinformationen eines oder mehrere von einer
Dienstgüte-Anforderung (QoS-Anforderung) für ei-
ne Anwendung, einem Anwendungstyp oder einem
Mobilitätsmerkmal der WTRU anzeigen.

7. Netzwerksteuerknoten nach Anspruch 1, wobei die
Teilnehmerinformationen durch den Netzwerksteu-
erknoten aus einer zentralen Datenbank abgerufen
werden.

8. Netzwerksteuerknoten nach Anspruch 1, wobei ein
Konfigurieren des Prozessors dafür, zu ermitteln, ob
der Netzwerksteuerknoten oder ein anderer Netz-
werksteuerknoten die WTRU für einen Zugriff auf
den Netzwerk-Slice bedienen soll, umfasst, dass der
Prozessor konfiguriert ist, zu ermitteln, ob der Netz-
werk-Slice zu einem Satz zulässiger Netzwerk-Sli-
ces für die WTRU gehört.

9. Netzwerksteuerknoten nach Anspruch 1, wobei ein
Konfigurieren des Prozessors dafür, eine Anforde-
rung, die anzeigt, dass der andere Netzwerksteuer-
knoten die WTRU für einen Zugriff auf den Netzwerk-
Slice bedienen soll, an den anderen Netzwerksteu-
erknoten zu senden, umfasst, dass der Prozessor
konfiguriert ist, Kontakt mit einer Funkzugangsnetz-
Entität (RAN-Entität) aufzunehmen, um die Anforde-
rung an den anderen Netzwerksteuerknoten weiter-
zuleiten.

10. Verfahren, implementiert von einem Netzwerksteu-
erknoten, zum Verbinden einer drahtlosen Sen-
de-/Empfangseinheit, WTRU, mit einem Netzwerk-
Slice in einem Netzwerk, wobei das Verfahren um-
fasst:

Empfangen, durch den Netzwerksteuerknoten,
von Dienstinformationen im Zusammenhang
mit einem Dienst, der von der WTRU angefor-
dert wird;
Ermitteln, durch den Netzwerksteuerknoten, ba-
sierend auf den empfangenen Dienstinformati-
onen und Teilnehmerinformationen für die
WTRU, von Slice-Informationen im Zusammen-
hang mit einem Netzwerk-Slice, der die WTRU
bedienen soll; wobei die Slice-Informationen ei-
nes oder mehrere von einer Kennung des Netz-
werk-Slice, einer Priorität des Netzwerk-Slice,
einer durch den Netzwerk-Slice bedienten
Dienstklasse, einer Zielvorrichtungsklasse, ei-
nem Dienstgüteziel (QoS-Ziel), einer Mobilitäts-
unterstützung, einem Sicherheitsdienst, Ab-
rechnungsinformationen und/oder Leistungsin-
formationen umfassen; und
Ermitteln, durch den Netzwerksteuerknoten, ob
der Netzwerksteuerknoten oder ein anderer
Netzwerksteuerknoten die WTRU für einen Zu-
griff auf den Netzwerk-Slice bedienen soll, wo-
bei:

unter der Bedingung, dass der Netzwerk-
steuerknoten ermittelt, dass der Netzwerk-
steuerknoten die WTRU für einen Zugriff
auf den Netzwerk-Slice bedienen soll, der
Netzwerksteuerknoten mindestens einen
Netzwerkdienst im Zusammenhang mit
dem Netzwerk-Slice für die WTRU bereit-
stellt, oder
unter der Bedingung, dass der Netzwerk-
steuerknoten ermittelt, dass ein anderer
Netzwerksteuerknoten die WTRU für einen
Zugriff auf den Netzwerk-Slice bedienen
soll, der Netzwerksteuerknoten eine Anfor-
derung an den anderen Netzwerksteuer-
knoten sendet, die anzeigt, dass der andere
Netzwerksteuerknoten die WTRU für einen
Zugriff auf den Netzwerk-Slice bedienen
soll.

11. Verfahren nach Anspruch 10, wobei die Dienstinfor-
mationen basierend auf einer für die WTRU konfi-
gurierten Slice-Auswahlrichtlinie empfangen wer-
den.

12. Verfahren nach Anspruch 10, wobei die Dienstinfor-
mationen über eine Nichtzugriffsschicht-Nachricht
(NAS-Nachricht), die in einer Registrierungsanfor-
derung der WTRU enthalten ist, empfangen werden.

13. Verfahren nach Anspruch 12, wobei das Senden der
Anforderung, die anzeigt, dass der andere Netz-
werksteuerknoten die WTRU für einen Zugriff auf
den Netzwerk-Slice bedienen soll, an den anderen
Netzwerksteuerknoten ein Weiterleiten zumindest
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eines Teils der NAS-Nachricht an den anderen Netz-
werksteuerknoten umfasst.

14. Verfahren nach Anspruch 10, wobei die Dienstinfor-
mationen eines oder mehrere von einer Dienstgüte-
Anforderung (QoS-Anforderung) für eine Anwen-
dung, einem Anwendungstyp oder einem Mobilitäts-
merkmal der WTRU anzeigen.

15. Verfahren nach Anspruch 10, wobei das Ermitteln,
durch den Netzwerksteuerknoten, ob der Netzwerk-
steuerknoten oder ein anderer Netzwerksteuerkno-
ten die WTRU für einen Zugriff auf den Netzwerk-
Slice bedienen soll, ein Ermitteln, durch den Netz-
werksteuerknoten, ob der Netzwerk-Slice zu einem
Satz von zulässigen Netzwerk-Slices für die WTRU
gehört, umfasst.

Revendications

1. Nœud de commande de réseau configuré pour con-
necter une unité d’émission/réception sans fil, WTE-
RU, à une tranche de réseau dans un réseau, le
nœud de réseau comprenant :
un processeur configuré pour :

recevoir une information de service associée à
un service étant demandé par la WTRU ;
déterminer, sur la base de l’information de ser-
vice reçue et d’une information d’abonnement
pour la WTRU, une information de tranche as-
sociée à une tranche de réseau pour desservir
la WTRU, dans lequel l’information de tranche
comprend un ou plusieurs d’un identifiant de la
tranche de réseau, une priorité de la tranche de
réseau, une classe de services desservie par la
tranche de réseau, une classe de service cible,
une qualité de service QoS cible, une prise en
charge de mobilité , un service de sécurité, une
information de facturation ou une information de
performance ; et
déterminer si le nœud de commande de réseau
ou un autre nœud de commande de réseau de-
vrait desservir la WTRU pour accéder à la tran-
che de réseau, dans lequel :

à la condition que le nœud de commande
de réseau détermine que le nœud de com-
mande de réseau devrait desservir la
WTRU pour accéder à la tranche de réseau,
le nœud de commande de réseau fournit au
moins un service de réseau associé à la
tranche de réseau à la WTRU, ou
à la condition que le nœud de commande
de réseau détermine qu’un autre nœud de
commande de réseau devrait desservir la
WTRU pour accéder à la tranche de réseau,

le nœud de commande de réseau envoie
une demande à un autre nœud de comman-
de de réseau qui indique que un autre nœud
de commande de réseau devrait desservir
la WTRU pour accéder à la tranche de ré-
seau.

2. Nœud de commande de réseau selon la revendica-
tion 1, dans lequel l’information de service est reçue
sur la base d’une politique de sélection de réseau
configurée pour la WTRU.

3. Nœud de commande de réseau selon la revendica-
tion 1, dans lequel l’information de service est reçue
via un message de strate non accès, NAS.

4. Nœud de commande de réseau selon la revendica-
tion 3, dans lequel le processeur est configuré pour
envoyer la demande à un autre nœud de commande
de réseau qui indique qu’un autre nœud de com-
mande de réseau devrait desservir la WTRU pour
accéder à la tranche de réseau comprend le proces-
seur et configuré pour acheminer au moins une par-
tie du message NAS vers un autre nœud de com-
mande de réseau.

5. Nœud de commande de réseau selon la revendica-
tion 3, dans lequel le message NAS fait partie d’une
demande d’enregistrement par la WTRU.

6. Nœud de commande de réseau selon la revendica-
tion 1, dans lequel l’information de service indique
un ou plusieurs d’une exigence de qualité de service
QoS d’application, un type d’application ou une ca-
ractéristique de mobilité de la WTRU.

7. Nœud de commande de réseau selon la revendica-
tion 3, dans lequel l’information d’abonnement est
extraite par le nœud de commande de réseau à partir
d’une base de données centrale.

8. Nœud de commande de réseau selon la revendica-
tion 1, dans lequel le processeur étant configuré pour
déterminer si le nœud de commande de réseau ou
un autre noeud de commande de réseau devrait des-
servir la WTRU pour accéder à la tranche de réseau
comprend le processeur étant configuré pour déter-
miner si la tranche de réseau est parmi un ensemble
de tranches de réseau autorisées pour la WTRU.

9. Nœud de commande de réseau selon la revendica-
tion 1, dans lequel le processeur étant configuré pour
envoyer une demande à un autre nœud de comman-
de de réseau qui indique qu’un autre nœud de com-
mande de réseau devrait desservir la WTRU pour
accéder à la tranche de réseau comprend le proces-
seur étant configuré pour contacter une entité de
nœud d’accès radio (RAN) pour acheminer la de-
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mande vers un autre nœud de commande de ré-
seau.

10. Procédé implémenté par un nœud de commande de
réseau pour connecter une unité d’émission/récep-
tion sans fil, WTRU, à une tranche de réseau dans
un réseau, le procédé comprenant de :

recevoir par le nœud de commande de réseau
une information de service associée à un service
étant demandé par la WTRU ;
déterminer par le nœud de commande de ré-
seau, sur la base de l’information de service re-
çue et d’une information d’abonnement pour la
WTRU, une information de tranche associée à
une tranche de réseau pour desservir la WTRU ;
dans lequel l’information de tranche comprend
un ou plusieurs d’un identifiant de la tranche de
réseau, une priorité de la tranche de réseau, une
classe de service desservie par la tranche de
réseau, une classe de dispositif cible, une QoS
cible, une prise en charge de mobilité, un service
de sécurité, une information de facturation et/ou
une information de performance ; et
déterminer par le nœud de commande de ré-
seau si le nœud de commande de réseau ou un
autre nœud de commande de réseau devrait
desservir la WTRU pour accéder à la tranche
de réseau, dans lequel :

à la condition que le nœud de commande
de réseau détermine que le nœud de com-
mande de réseau devrait desservir la
WTRU pour accéder à la tranche de réseau,
fournir par le nœud de commande de ré-
seau au moins un service de réseau associé
à la WTRU, ou
à la condition que le nœud de commande
de réseau détermine qu’un autre nœud de
commande de réseau devrait desservir la
WTRU pour accéder à la tranche de réseau,
envoyer par le nœud de commande de ré-
seau une demande à un autre nœud de
commande de réseau qui indique qu’un
autre nœud de commande de réseau de-
vrait desservir la WTRU pour accéder à la
tranche de réseau.

11. Procédé selon la revendication 10, dans lequel l’in-
formation de service est reçue sur la base d’une po-
litique de sélection de tranche de réseau configurée
pour la WTRU.

12. Procédé selon la revendication 10, dans lequel l’in-
formation de service est lue via un message de strate
de non accès, NAS, qui est compris dans une de-
mande d’enregistrement de la WTRU.

13. Procédé selon la revendication 12, dans lequel l’en-
voi de la demande à un autre nœud de commande
de réseau qui indique qu’un autre nœud de com-
mande de réseau devrait desservir la WTRU pour
accéder à la tranche de réseau comprend d’ache-
miner au moins une partie du message NAS vers un
autre nœud de commande de réseau.

14. Procédé selon la revendication 10, dans lequel l’in-
formation de service indique un ou plusieurs d’une
exigence de qualité de service QoS d’application, un
type d’application ou une caractéristique de mobilité
de la WTRU.

15. Procédé selon la revendication 10, dans lequel le
nœud de commande de réseau déterminant si le
nœud de commande de réseau ou un autre nœud
de commande de réseau devrait desservir la WTRU
pour accéder à la tranche de réseau comprend de
déterminer par le nœud de commande de réseau si
la tranche de réseau est parmi un ensemble de tran-
ches de réseau autorisé pour la WTRU.
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