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Description

Technical Field

[0001] This invention relates to an exhaust emission control device of an internal combustion engine, which has an
occlusion type NOx catalyst in an exhaust passage.

Background Art

[0002] In recent years, a lean burn internal combustion engine designed to be operated at a lean air-fuel ratio for
improved fuel economy has come into practical use. When this lean burn internal combustion engine is operated at a
lean air-fuel ratio, a three-way catalyst cannot fully purify NOx (nitrogen oxides) in an exhaust gas because of the
purification characteristics of the catalyst. Recently, for example, use has been made of an exhaust emission purification
catalyst device with an occlusion type NOx catalyst which occludes or adsorbs (hereinafter referred to simply as oc-
cludes) NOx in an exhaust gas during operation at a lean air-fuel ratio, and which releases and reduces the occluded
NOx during operation at a stoichiometric air-fuel ratio or a rich air-fuel ratio.
[0003] The occlusion type NOx catalyst has the properties of attracting and occluding NOx in an exhaust gas as
nitrates (X-NO3) in the presence of excess oxygen in the internal combustion engine, and releasing the occluded NOx
mainly in the presence of excess carbon monoxide (CO) to reduce it to nitrogen (N2) (and simultaneously form car-
bonates (X-CO3)). In actuality, therefore, when the operation at a lean air-fuel ratio continues for a predetermined
period of time, the air-fuel ratio in a combustion chamber is changed. Alternatively, the operation at the lean air-fuel
ratio is periodically switched to operation at a rich air-fuel ratio by such means as supply of a reducing agent to an
exhaust pipe to control the air-fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel ratio (this method is called rich
spike). As a result, a CO-abundant reducing atmosphere is produced in an oxygen concentration-poor atmosphere to
release the occluded NOx for purifying reduction (NOx purge). In this manner, the occlusion type NOx catalyst can be
regenerated. This technology is disclosed, for example, in Japanese Patent No. 2,586,738.
[0004] Such an occlusion type NOx catalyst is limited in the amount of NOx that can be occluded onto the catalyst.
When the amount of NOx, which the occlusion type NOx catalyst has occluded, reaches the limit, rich spike is performed
as stated earlier, so that a rich air-fuel ratio operation is carried out at a predetermined rich air-fuel ratio for a prede-
termined period of time.
[0005] The time point, at which the occluded amount of NOx in the occlusion type NOx catalyst reaches the limit and
rich spike is required, changes according to the degree of deterioration in the NOx purification efficiency of the occlusion
type NOx catalyst, or according to the operating conditions for the internal combustion engine that affect the flow rates
of NOx and CO. A technology for detecting that the amount of NOx occluded by such an occlusion type NOx catalyst
has reached the limit, and regenerating this catalyst is disclosed, for example, in Japanese Unexamined Patent Pub-
lication No. Hei 7-166851.
[0006] According to an "exhaust emission control device" as disclosed in this publication, an NOx absorber is disposed
in an exhaust passage of an internal combustion engine, and an NOx sensor is disposed downstream from the NOx

-

absorber. With this arrangement, the exhaust emission control device performs regenerating control (NOx purge) in
the following manner: When a detection value detected by the NOx sensor (i.e., the concentration of the NOx compo-
nent) has exceeded a judgment value, the exhaust air-fuel ratio is switched to a rich air-fuel ratio to release NOx from
an upper region of the catalyst.
[0007] The regulatory value according to the NOx emission regulations in different countries of the world is, for ex-
ample, total NOx discharge over a predetermined distance traveled by a vehicle. The aforementioned conventional
"exhaust emission control device" executes regenerating control by detecting the concentration of the NOx component
during each lean operation zone which is a certain short period. Thus, if the set judgment value allows only a narrow
margin because of a driver's way of driving, it is likely that the desired NOx discharge, e.g., the regulatory value, for
each predetermined distance traveled cannot necessarily be cleared reliably.
[0008] That is, in the above-mentioned "exhaust emission control device," whether the total NOx discharge over the
predetermined distance traveled has not exceeded a desired value, e.g., the regulatory value, is not grasped during
driving. To keep the total NOx discharge over the predetermined distance traveled at a predetermined value or less
under various driving conditions, therefore, there is need to set the aforementioned judgment value for initiation of
regenerating control (NOx purge) at a low value with a sufficient margin. By setting the judgment value in this manner,
the frequency of regenerating control (NOx purge) for making the air-fuel ratio a rich or stoichiometric value increases
because of an ample margin, thereby increasing fuel consumption. That is, the problem of increasing CO2 discharge
arises.
[0009] A technology for controlling NOx discharge over a predetermined distance traveled to be within a predeter-
mined value is disclosed, for example, in Japanese Patent No. 2,503,387. An "electronic internal combustion engine
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control device" as disclosed in this publication controls the ignition timing and the EGR amount to control NOx discharge,
only in a stoichiometric operation region. If this control device is applied to a lean burn internal combustion engine
operating at a lean air-fuel ratio as described earlier, the air-fuel ratio has to be constantly set in the stoichiometric
operation region, and fuel economy cannot be improved.
[0010] JP-A-61-234254 discloses an exhaust emission control device for an internal combustion engine equipped
with a conventional three-way catalyst without a specific catalyst for occlusion of NOx. The device includes sensors
for O2 and for NOx and controls the engine so as to cycle between rich and lean air-fuel ratios. The duration of rich
air-fuel ratio operation is adjusted so as to adjust the average air-fuel ratio so as to achieve a desired average NOx
emission per distance travelled.
[0011] The present invention has been accomplished to solve the above problems. Its object is to provide an exhaust
emission control device of an internal combustion engine, which can directly manage NOx discharge, released into the
atmosphere, under any driving conditions to keep the NOx discharge at a desired value reliably and achieve a decrease
in NOx discharge and a decrease in CO2 discharge at the same time, without deteriorating fuel economy.

Disclosure of the Invention

[0012] An exhaust emission control device of an internal combustion engine according to the present invention in-
cludes an exhaust emission purification catalyst device provided in an exhaust passage of the internal combustion
engine, and having the NOx decreasing function of purifying or occluding NOx in an exhaust gas when an exhaust air-
fuel ratio is a lean air-fuel ratio, and the reducing function of reducing hazardous substances in the exhaust gas when
the exhaust air-fuel ratio is a stoichiometric air-fuel ratio or a rich air-fuel ratio; NOx detection means for detecting or
estimating the concentration of NOx released into the atmosphere; and control means for computing an NOx discharge
released into the atmosphere based on an output from the NOx detection means, and stopping or suppressing an
operation at a lean air-fuel ratio when detecting or expecting that a total NOx discharge exceeds a predetermined value
before a vehicle reaches a predetermined driving period.
[0013] Thus, when the exhaust air-fuel ratio is a lean air-fuel ratio, NOx in the exhaust gas is purified or occluded. A
total NOx discharge is computed from the concentration of NOx released into the atmosphere, with a predetermined
driving period as a cycle. If it is detected or expected that the total NOx discharge exceeds the predetermined value
before the predetermined driving period is reached, operation at the lean air-fuel ratio is stopped or suppressed, and
the reducing function of the exhaust emission purification catalyst device is performed. Under any driving conditions,
therefore, poor fuel economy is not induced. Under any driving conditions, moreover, the NOx discharge can be re-
stricted to the desired value. Thus, a decrease in NOx discharge and a decrease in CO2 discharge can be achieved
at the same time.
[0014] In the exhaust emission control device of an internal combustion engine according to the present invention,
the control means may change the exhaust air-fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel ratio when it
detects that the total NOx discharge has exceeded the predetermined value before the vehicle reaches the predeter-
mined driving period. By so doing, hazardous substances in the exhaust gas can be reduced, and the NOx decreasing
function of the exhaust emission purification catalyst device can be regenerated immediately.
[0015] In the exhaust emission control device of an internal combustion engine according to the present invention,
after changing the exhaust air-fuel ratio to the stoichiometric air-fuel ratio or the rich air-fuel ratio when detecting that
the total NOx discharge has exceeded the predetermined value before the vehicle reaches the predetermined driving
period, the control means may maintain the exhaust air-fuel ratio at the stoichiometric air-fuel ratio or the rich air-fuel
ratio until the vehicle reaches the predetermined driving period. By so doing, NOx emission can be suppressed.
[0016] In the exhaust emission control device of an internal combustion engine according to the present invention,
the control means may also decrease an operation region at the lean air-fuel ratio if the total NOx discharge is expected
to exceed the predetermined value before the vehicle reaches the predetermined driving period. By so doing, the lean
operation can be continued in an optimal driving state, with NOx emission being suppressed. Thus, fuel economy can
be improved.
[0017] In the exhaust emission control device of an internal combustion engine according to the present invention,
the control means may also change the operation region at the lean air-fuel ratio based on the total NOx discharge
midway through the predetermined driving period. By so doing, the lean operation can be continued in an optimal
driving state, with NOx emission being suppressed. Thus, fuel economy can be improved.
[0018] In the exhaust emission control device of an internal combustion engine according to the present invention,
the control means may also reset the computation of the total NOx discharge and measurement of the predetermined
driving period when the vehicle reaches the predetermined driving period. At this time point, control for NOx suppression
is started.
[0019] In the exhaust emission control device of an internal combustion engine according to the present invention,
if the total NOx discharge does not exceed the predetermined value even when the vehicle has reached the predeter-
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mined driving period, the control means may change the exhaust air-fuel ratio to a stoichiometric air-fuel ratio or a rich
air-fuel ratio after the total NOx discharge exceeds the predetermined value, and then the control means may reset
the computation of the total NOx discharge and measurement of the predetermined driving period. At this time point,
control for NOx suppression is started.
[0020] In the exhaust emission control device of an internal combustion engine according to the present invention,
if the duration of the operation at the lean air-fuel ratio exceeds a predetermined threshold time, the control means
may change the exhaust air-fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel ratio. By so doing, the NOx
decreasing function can be regenerated, with NOx emission being suppressed.
[0021] In the exhaust emission control device of an internal combustion engine according to the present invention,
if the duration of the operation at the lean air-fuel ratio is a predetermined threshold time or more, and if the total NOx
discharge or an average NOx concentration or an instantaneous NOx concentration is a predetermined value or more
during the predetermined threshold time or more, the control means may change the exhaust air-fuel ratio to a stoi-
chiometric air-fuel ratio or a rich air-fuel ratio.
[0022] In the exhaust emission control device of an internal combustion engine according to the present invention,
the control means may change the predetermined value for the total NOx discharge according to the vehicle speed.
This makes NOx emission suppressing control possible according to the driving state of the vehicle.
[0023] In the exhaust emission control device of an internal combustion engine according to the present invention,
the exhaust air-fuel ratio may be changed to a stoichiometric air-fuel ratio or a rich air-fuel ratio in response to a driver's
acceleration action, and fuel injection into a cylinder in and after an expansion stroke may be used concomitantly at
an initial stage of changing the air-fuel ratio. By so doing, NOx can be reduced at an early stage, so that the total NOx
discharge can be decreased.

Brief Description of the Drawings

[0024]

FIG. 1 shows a schematic constitution of an exhaust emission control device of an internal combustion engine
according to a first embodiment of the present invention. FIG. 2 is a flow chart for NOx discharge control by the
exhaust emission control device of the internal combustion engine according to the present embodiment. FIG. 3
is a flow chart for forced NOx purge control. FIGS. 4 and 5 are time charts for NOx discharge control. FIG. 6 is a
time chart for NOx releasing control and NOx suppressing control. FIG. 7 is a flow chart for NOx discharge control
by an exhaust emission control device of an internal combustion engine according to a second embodiment of the
present invention. FIG. 8 is a lean zone selection map based on a distance traveled and a total NOx discharge.
FIG. 9 is a lean zone map based on an engine speed and a target mean effective pressure.

Best Mode for Carrying Out the Invention

[0025] Embodiments of the present invention will now be described in detail based on the accompanying drawings.

[First Embodiment]

[0026] An internal combustion engine (hereinafter referred to as an engine) of a first embodiment is a direct injection
type spark ignition in-line four-cylinder gasoline engine which can perform fuel injection during an intake stroke (intake
stroke injection mode) or fuel injection during a compression stroke (compression stroke injection mode), for example,
by changing a fuel injection mode (operation mode). An engine 11 of a direct injection type can easily realize an op-
eration at a stoichiometric air-fuel ratio (stoichiometric operation), an operation at a rich air-fuel ratio (rich air-fuel ratio
operation), or an operation at a lean air-fuel ratio (a lean air-fuel ratio operation). In the compression stroke injection
mode, in particular, an operation at a superlean air-fuel ratio is possible.
[0027] In the present embodiment, as shown in FIG. 1, an electromagnetic fuel injection valve 14 is attached, along
with a spark plug 13, to a cylinder head 12 of the engine 11, for each cylinder. Fuel is directly injectable to the interior
of a combustion chamber 15 by the fuel injection valve 14. Fuel supply equipment (fuel pump) is connected to the fuel
injection valve 14 via a fuel pipe (not shown) to supply fuel within a fuel tank at a high fuel pressure. This fuel is injected
from the fuel injection valve 14 toward the interior of the combustion chamber 15 at a desired fuel pressure. At this
time, a fuel injection quantity is determined by the fuel discharge pressure of the fuel pump and the valve opening time
of the fuel injection valve 14 (i.e., fuel injection time).
[0028] In the cylinder head 12, an intake port is formed in a nearly upright direction for each cylinder. An end of an
intake manifold 16 is connected to the cylinder head 12 so as to communicate with each intake port. To the other end
of the intake manifold 16, an electrically operated throttle valve 17 on a drive by wire (DBW) system is connected. On
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the throttle valve 17, a throttle sensor 18 for detecting a throttle angle (θth) is provided. In the cylinder head 12, an
exhaust port is formed in a nearly horizontal direction for each cylinder. An end of an exhaust manifold 19 is connected
to the cylinder head 12 so as to communicate with each exhaust port.
[0029] In the engine 11, a crank angle sensor 20 for detecting a crank angle is provided. The crank angle sensor 20
can detect an engine speed Ne. The above-mentioned direct injection engine 11 is already publicly known, and an
explanation for details of its constitution is omitted herein.
[0030] An exhaust pipe (exhaust passage) 21 is connected to the exhaust manifold 19 of the engine 11. A muffler
(not shown) is connected to the exhaust pipe 21 via a three-way catalyst 22 of a small size provided in proximity to the
engine 11, and an exhaust emission purification catalyst device 23. In a portion in the exhaust pipe 21 between the
three-way catalyst 22 and the exhaust emission purification catalyst device 23, a high temperature sensor 24 for de-
tecting an exhaust gas temperature is provided immediately upstream from the exhaust emission purification catalyst
device 23, i.e., immediately upstream from an occlusion type NOx catalyst 25 to be described later on.
[0031] The exhaust emission purification catalyst device 23 comprises two catalysts, the occlusion type NOx catalyst
25 and a three-way catalyst 26, in order to have the NOx decreasing function of occluding NOx in an exhaust gas when
an exhaust air-fuel ratio is a lean air-fuel ratio, and the oxidizing-reducing function of purifying hazardous substances
(HC, CO, NOx) in the exhaust gas when the exhaust air-fuel ratio is close to a stoichiometric air-fuel ratio. Downstream
from the occlusion type NOx catalyst 25, the three-way catalyst 26 is disposed. The three-way catalyst 26 plays the
role of reducing NOx which has not been reduced by the occlusion type NOx catalyst 25 itself when occluded NOx is
released from the occlusion type NOx catalyst 25. If the occlusion type NOx catalyst 25 has the full function of a three-
way catalyst (hereinafter referred to as a three-way function) which reduces NOx and oxidizes HC and CO, the exhaust
emission purification catalyst device 23 may be of an occlusion type NOx catalyst/three-way catalyst integrated type,
composed of the occlusion type NOx catalyst 25 alone. The occlusion type NOx catalyst 25 has the function of once
occluding NOx in an oxidizing atmosphere (NOx decreasing function), and the reducing function of releasing NOx in a
reducing atmosphere where CO mainly exists, to reduce it to N2 (nitrogen), etc. In detail, the occlusion type NOx catalyst
25 is composed as a catalyst containing platinum (Pt), rhodium (Rh), or the like as a noble metal, and employs an
alkali metal or an alkaline earth metal, such as barium (Ba), as an occluding material. Downstream from the exhaust
emission purification catalyst device 23, an NOx sensor (NOx detecting means) 27 for detecting the concentration of
NOx is provided.
[0032] Furthermore, an ECU (electronic control unit) 28 having an input-output device, a storage device (ROM, RAM,
nonvolatile RAM, etc.), a central processing unit (CPU), and a timer counter is provided. This ECU 28 performs inte-
grated control of the exhaust emission control device of the present embodiment including the engine 11. That is,
various sensors, such as the above-mentioned high temperature sensor 24 and NOx sensor 27, are connected to the
input side of the ECU 28 for entry of detection information from these sensors. To the output side of the ECU 28, the
above-mentioned spark plug 13 is connected via an ignition coil, and the fuel injection valve 14 is connected. Optimal
values for a fuel injection quantity and an ignition timing, which have been computed based on detection information
from the various sensors, are produced for the ignition coil and fuel injection valve 14. Based on the optimal values, a
proper amount of fuel is injected from the fuel injection valve 14 with a proper timing, and ignition is carried out by the
spark plug 13 with a proper timing.
[0033] In the ECU 28, a target cylinder pressure adapted for an engine load, i.e., a target mean effective pressure
Pe, is found based on accelerator opening information from an accelerator opening sensor (not shown) and the engine
speed information Ne from the crank angle sensor 20. Moreover, the fuel injection mode is set from a map (not shown)
in response to the target mean effective pressure Pe and the engine speed information Ne. When the target mean
effective pressure Pe and the engine speed Ne are both small, for example, the fuel injection mode is rendered the
compression stroke injection mode, whereby fuel is injected during the compression stroke. When the target mean
effective pressure Pe is great, or the engine speed Ne is high, on the other hand, the fuel injection mode is rendered
the intake stroke injection mode, whereby fuel is injected during the intake stroke.
[0034] Based on the target mean effective pressure Pe and the engine speed Ne, a target air-fuel ratio (target A/F)
as a control target is set. A proper fuel injection quantity is determined based on this target A/F. A catalyst temperature
Tcat is estimated from exhaust gas temperature information detected by the high temperature sensor 24. In detail, to
correct for an error due to the high temperature sensor 24 and the occlusion type NOx catalyst 25 being placed apart
from each other although slightly, a temperature difference map according to the target mean effective pressure Pe
and the engine speed information Ne is set beforehand by experiments. The catalyst temperature Tcat is estimated
unconditionally when the target mean effective pressure Pe and the engine speed information Ne are determined.
[0035] Actions of the so constituted exhaust emission control device of the internal combustion engine according to
the present embodiment will be described below.
[0036] In the occlusion type NOx catalyst 25 of the exhaust emission purification catalyst device 23, NOx in the
exhaust is occluded as nitrates in an excess oxygen concentration atmosphere during, for example, a superlean burn
operation in the lean mode to perform purification of the exhaust. In an oxygen concentration decreased atmosphere,
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on the other hand, the nitrates occluded onto the occlusion type NOx catalyst 25 and CO in the exhaust react to form
carbonates and release NOx. Thus, as the occlusion of NOx onto the occlusion type NOx catalyst 25 proceeds, enrich-
ment of the air-fuel ratio or additional fuel injection is performed to lower the oxygen concentration and supply CO. As
a result, NOx is released from the occlusion type NOx catalyst 25 to maintain the function.
[0037] The regulatory value according to the NOx emission regulations in different countries of the world is, for ex-
ample, a total NOx discharge over a predetermined distance traveled. In the exhaust emission control device of the
internal combustion engine according to the present embodiment, the distance traveled by a vehicle is detected (dis-
tance traveled detection means) based on signals from a vehicle speed sensor as a parameter correlated to the distance
traveled by the vehicle. The NOx sensor 27 detects the concentration of NOx released from the occlusion type NOx
catalyst 25. Based on outputs from the NOx sensor 27, the ECU 28 computes a total NOx discharge which can be
released into the atmosphere. Besides, the ECU (control means) 28 changes the exhaust air-fuel ratio to a stoichio-
metric air-fuel ratio or a rich air-fuel ratio when the total NOx discharge has exceeded a predetermined value before a
predetermined distance traveled is reached. By this measure, NOx is released from the occlusion type NOx catalyst
25 and reduced for purification to diminish the NOx discharge.
[0038] The NOx discharge control will be described based on a flow chart of FIG. 2.
[0039] As shown in FIG. 2, the engine is started by a starter at Step S1 to turn on a start switch. An activity timer t
of the NOx sensor 27 is reset at Step S2. A distance traveled CM and an NOx discharge AM kept in storage are read
in at Step S3. The distance traveled CM and the NOx discharge AM kept in storage are a distance traveled C and an
NOx discharge A stored by ECU's battery backup at a time when ignition is cut off, with NOx being occluded to some
degree into the occlusion type NOx catalyst 25 and without final NOx purge, during NOx discharge suppression after
summation of the distance traveled and NOx discharge in the preceding operation in a manner to be described later
on. The activity timer t of the NOx sensor 27 is set at Step S4. Whether the NOx sensor 27 has been activated or not
is judged at Step S5. A time elapsed until the NOx sensor 27 becomes active is summed at Step S6. When the NOx
sensor 27 becomes active, the program goes to Step S7.
[0040] At Step S7, the distance C traveled after resetting of a distance traveled counter (not shown) is computed.
Step S8 is designed to compute a total NOx discharge A including the amount of NOx discharged over a time over
which the NOx sensor 27 becomes active after resetting. In this case, the total NOx discharge A (g) can be computed
from the following Equation (1) :

where A(n) is the total NOx discharge, A(n-1) is the total NOx discharge for the preceding operation, Q is an NOx
emission flow rate (g/s), and dt is a sampling time. The NOx emission flow rate Q can be computed from the following
Equation (2):

where NOx concentration is the output value of the NOx sensor 27, and the exhaust flow rate (g/s) may be represented
by an intake air flow rate found by an air flow sensor or the like (e.g., an air flow sensor frequency in the case of a
Karman vortex air flow sensor), or may be set by a preset load/engine speed map of the engine 11.
[0041] If the output of the NOx sensor 27 is unstable, for example, because of a state immediately after switching of
a stoichiometric or rich operation to a lean operation, calculation may be made, with the NOx concentration a prede-
termined period M after switching being tentatively regarded as an output value of the NOx sensor 27 after a lapse of
the predetermined period M. Alternatively, calculation may be made on the assumption that the NOx concentration
immediately after switching was 0 and linearly increased or gradually increased to the output value of the NOx sensor
27 after a lapse of the predetermined period M.
[0042] At Step S9, it is judged whether the distance traveled C has not reached, for example, a predetermined
distance traveled C0 determined as a control unit by the NOx emission regulations. If the distance traveled C has not
reached the predetermined distance traveled C0, it is judged at Step S10 whether the total NOx discharge A determined
by the aforementioned equation (1) exceeds an NOx emission judgment amount A0 for the predetermined distance
traveled C0. In this case, the NOx emission judgment amount A0 is determined by multiplying an NOx emission allowable
amount, which has been designated by the NOx emission regulations, by a percentage allowance α which is determined
by the NOx discharge during an operation other than a lean operation, and the detection accuracy of the NOx sensor 27.
[0043] If at Step S10 the total NOx discharge A does not exceed the NOx emission judgment amount A0, Step S8 is
resumed, and the total NOx discharge A is computed again from the aforementioned equation (a), namely, the NOx

A(n) = A(n-1) + Q x dt (1)

Q = NOx concentration x exhaust flow rate (2)
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discharge is added. If at Step S9 the distance traveled C computed at Step S7 has not reached the predetermined
distance traveled C0, it is judged again at Step S10 whether the total NOx discharge A exceeds the NOx emission
judgment amount A0. In this manner, Steps S7, S8, S9 and S10 are repeated until the total NOx discharge A exceeds
the NOx emission judgment amount A0 at Step S10, or until the distance traveled C reaches the predetermined distance
traveled C0 at Step S9.
[0044] When the total NOx discharge A exceeds the NOx emission judgment amount A0 at Step S10, NOx releasing
control is performed, and then NOx suppressing control is performed, at Step S11. That is, since occlusion of NOx onto
the occlusion type NOx catalyst 25 has proceeded, the exhaust air-fuel ratio is changed to a rich air-fuel ratio to lower
the oxygen concentration, thereby efficiently releasing NOx from the occlusion type NOx catalyst 25 for reduction. When
NOx is released from the occlusion type NOx catalyst 25, the exhaust air-fuel ratio is changed to a stoichiometric air-
fuel ratio so that NOx will be reduced and purified by the three-way function of the catalyst. By this measure, the total
NOx discharge A during the predetermined distance traveled C0 can be restricted to the NOx emission judgment amount
A0.
[0045] The above-mentioned NOx releasing control, and subsequent NOx suppressing control will be explained
based on the time chart of FIG. 6. When the total NOx discharge A exceeds the NOx emission judgment amount A0,
the air-fuel ratio is changed to switch a lean operation to a rich operation for the purpose of NOx releasing control. In
this case, CO is mainly supplied to the occlusion type NOx catalyst 25. For this purpose, a rich operation is performed
for 1 to 5 seconds at A/F = 12 , for example. Initially during the rich period, NOx is released in a large amount. To supply
the catalyst with HC for reducing NOx, therefore, expansion stroke injection is performed for 0.1 to 0.5 second, for
example, at a time when A/F reaches a predetermined value. Then, since NOx is slowly released, it is sufficient to
supply CO and HC in small amounts. Hence, the air-fuel ratio is switched to a slightly rich ratio (slight rich mode), and
an operation is performed at this ratio for a time which is about 0 to 50% of the lean time immediately before this slight
rich mode. During this slight rich period, a feedback operation using an O2 sensor (not shown) may be performed.
Parameters, such as time and air-fuel ratio, are changed according to the operating state or the state of the catalyst,
for example, space velocity SV = exhaust flow rate/catalyst volume, amount of CO supply to the catalyst, amount of
NOx occluded in the catalyst, catalyst temperature, and deterioration of the catalyst. A series of the rich operation, the
expansion stroke injection operation, and the slight rich operation up to this stage constitutes NOx releasing control.
Then, until the distance traveled C reaches the predetermined distance traveled C0 at Step S12, a stoichiometric
operation is continued so that NOx can be reliably purified by the three-way function of the catalyst (NOx releasing
control). In the NOx releasing control of FIG. 6, a slight rich operation is performed after a rich operation. However, the
air-fuel ratio may be changed to a stoichiometric ratio according to the characteristics of the catalyst.
[0046] As noted above, the occlusion type NOx catalyst 25 is regenerated by NOx releasing control, and the exhaust
air-fuel ratio is changed to a stoichiometric air-fuel ratio by NOx suppressing control until the distance traveled C reaches
the predetermined distance traveled C0 at Step S12. When the distance traveled C reaches the predetermined distance
traveled C0, NOx suppressing control for changing the exhaust air-fuel ratio to a stoichiometric air-fuel ratio is stopped
at Step S13. After the total NOx discharge A is reset at Step S14, the distance traveled C is reset at Step S15.
[0047] The foregoing NOx discharge control for the predetermined distance traveled C0 will be described concretely.
As shown in FIG. 4, a total NOx discharge A increases with the increase in the distance traveled C. In regions P1 and
P2 where spontaneous acceleration takes place as a result of depression of an accelerator pedal by a driver, the
exhaust air-fuel ratio changes to a rich or stoichiometric air-fuel ratio, and NOx is naturally released from the occlusion
type NOx catalyst 25 (this type of NOx release is termed natural NOx purge in comparison with forced NOx purge),
even without performing forced NOx purge for changing the A/F ratio forcibly during continuation of a lean operation.
When the total NOx discharge A exceeds the NOx emission judgment amount A0 before the distance traveled C reaches
the predetermined distance traveled C0, the exhaust air-fuel ratio is forcibly changed to a rich air-fuel ratio at an initial
stage of a region P3 (including expansion stroke injection and slight rich or stoichiometric air-fuel ratio periods) to
release NOx from the occlusion type NOx catalyst 25. Then, when the purifying function of the occlusion type NOx
catalyst 25 is restored (regenerated) because of NOx release, the exhaust air-fuel ratio is changed to nearly a stoichi-
ometric air-fuel ratio. Until the distance traveled C exceeds the predetermined distance traveled C0, emission of NOx
into the atmosphere is prevented by the function of the three-way catalyst 26. The time when the distance traveled C
reaches the predetermined distance traveled C0 is regarded as a reference point, and the total NOx discharge A and
the distance traveled C are reset based on the reference point to restart control of NOx discharge for the predetermined
distance traveled C0.
[0048] As shown in FIG. 2, in the processings for repeating the aforementioned Steps S7, S8, S9 and S10, there
may be a case in which the total NOx discharge A does not exceed the NOx emission judgment amount A0 at Step
S10, whereas the distance traveled C reaches the predetermined distance traveled C0 at Step S9. In this case, the
program moves to Steps S14 and S15 to reset the total NOx discharge A and the distance traveled C. Alternatively, at
a time when the distance traveled C reaches the predetermined distance traveled C0, NOx releasing control may be
performed to release NOx, whereafter the total NOx discharge A and the distance traveled C may be reset. As another
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embodiment, when the total NOx discharge A does not exceed the NOx emission judgment amount A0, whereas the
distance traveled C reaches the predetermined distance traveled C0 at Step S9, only the distance traveled C may be
rest, while the total NOx discharge A may remain in a non-reset state. In this case, when processing is started again
at Step S1, the total NOx discharge A so far added up is read in as an NOx discharge AM kept in memory, and the
same processings as stated above are performed.
[0049] Such NOx discharge control will be described concretely. As shown in FIG. 5, a total NOx discharge A increases
with the increase in the distance traveled C. In regions P1, P2, P3, and P4 where spontaneous acceleration takes place
as a result of depression of the accelerator pedal by the driver, the exhaust air-fuel ratio changes to a rich or stoichi-
ometric air-fuel ratio, and NOx is naturally released from the occlusion type NOx catalyst 25 (natural NOx purge). At
this time, although the distance traveled C has reached the predetermined distance traveled C0, the total NOx discharge
A does not exceed the NOx emission judgment amount A0. Thus, only the distance traveled C is reset. Then, the
operation is started at the distance traveled C of 0. When the total NOx discharge A exceeds the NOx emission judgment
amount A0 before the distance traveled C reaches the new predetermined distance traveled C0, the exhaust air-fuel
ratio is forcibly changed to a rich air-fuel ratio in a region P5 (including expansion stroke injection and slight rich or
stoichiometric air-fuel ratio periods) to release NOx from the occlusion type NOx catalyst 25. Then, when the regener-
ation of the occlusion type NOx catalyst 25 is completed, the total NOx discharge A and the distance traveled C are
reset to restart control of NOx discharge for the predetermined distance traveled C0.
[0050] There may be a case in which the total NOx discharge A does not exceed the NOx emission judgment amount
A0 although the distance traveled C reaches the predetermined distance traveled C0. In this case, the distance traveled
C is not reset, and after the total NOx discharge A exceeds the NOx emission judgment amount A0 to perform NOx
releasing control, the total NOx discharge A and the distance traveled C may be reset.
[0051] According to the exhaust emission control device of the present embodiment, NOx discharge control may be
combined with forced NOx purge for enriching the air-fuel ratio during continuation of a lean operation as in the earlier
technologies. In detail, if the duration of the lean operation is extremely long or the catalyst is deteriorated to worsen
the purification efficiency markedly, aggravation of fuel economy is not curtailed, even if the duration of the lean oper-
ation is prolonged further. Thus, the air-fuel ratio may be changed to a rich or stoichiometric ratio to perform NOx purge
forcibly.
[0052] That is, as shown in the flow chart of FIG. 3, when signals for forced NOx purge or natural NOx purge are
entered at Step T1, a lean operation duration timer LT is set at Step T2. At Step T3, it is judged whether or not the lean
operation duration LT exceeds a maximum lean operation duration D2. If LT does not exceed D2, the program goes
to Step T4. If the lean operation duration LT exceeds the maximum lean operation duration D2, the program proceeds
to Step T6 to perform NOx releasing control, i.e., to change the exhaust air-fuel ratio to a rich air-fuel ratio, lowering
the oxygen concentration. During this period, an initial predetermined time is assigned to execution of expansion stroke
injection. After operation at a rich air-fuel ratio, a stoichiometric or slight rich operation is performed for a predetermined
period, whereby NOx is released from the occlusion type NOx catalyst 25. The maximum lean operation duration D2
is a lean time during which NOx can be purged completely by acceleration which is a common practice. Assume, for
example, that commonly performed acceleration lasts about 15 seconds, and an NOx purge time which is about 25%
of the lean time is necessary. Under these conditions, the maximum lean operation duration D2 is 60 seconds. If this
time D2 is exceeded, common acceleration performed once cannot purge NOx. In other words, natural NOx purge
alone makes reliable NOx purge difficult, and forced NOx purge is considered to be necessary. Thus, a judgment based
on the maximum lean operation duration D2 is set.
[0053] At Step T4, it is judged whether the lean operation duration LT exceeds an acceleration occurrence threshold
time D1. If LT does not exceed D1, nothing is done, and the program comes out of this routine. If the lean operation
duration LT exceeds the acceleration occurrence threshold time D1, the program goes to Step T5, judging whether the
total NOx discharge A during the instant lean operation exceeds the lean judgment amount. The acceleration occurrence
threshold time D1 corresponds to the cycle of acceleration occurrence. That is, the acceleration occurrence threshold
time D1 is a value within which acceleration can be expected. For example, it is set at about 30 seconds. If a lean
operation continues for more than this duration, acceleration is minimally likely to occur. That is, natural NOx purge
has a low possibility to take place, and forced NOx purge is considered to be necessary. Based on this ground, the
acceleration occurrence threshold time D1 is set.
[0054] The above-mentioned lean judgment amount is a judgment amount for suppressing the NOx discharge during
each lean operation period, and can be computed from the following equation (3):

Lean judgment amount = judgment value 3 lean

frequency 3 control cycle (3)



EP 1 087 119 B1

5

10

15

20

25

30

35

40

45

50

55

9

where the judgment value (g/km) is the NOx emission judgment amount A0 per km, and the control cycle is the
sum of the distance traveled during the lean operation and the distance traveled during the NOx purge operation.
[0055] When the total NOx discharge A during the instant lean operation exceeds the lean judgment amount at Step
T5, the program goes to Step T6 to perform NOx releasing control in the same manner as stated earlier, i.e., to change
the exhaust air-fuel ratio to a rich air-fuel ratio, lowering the oxygen concentration. During this period, an initial prede-
termined time is assigned to execution of expansion stroke injection. After operation at a rich air-fuel ratio, a stoichio-
metric or slight rich operation is performed for a predetermined period, whereby NOx is released from the occlusion
type NOx catalyst 25. If the total NOx discharge A does not exceed the lean judgment amount, nothing is done, and
the program comes out of this routine.
[0056] At this Step T5, NOx releasing control is executed if the total NOx discharge A during the instant lean operation
exceeds the lean judgment amount. However, NOx releasing control may be executed, when the mean NOx concen-
tration during the lean operation duration LT exceeds a predetermined value. In this case, the mean NOx concentration
may be the average of the detection values of the NOx sensor 27 during the lean operation duration LT, or may be the
instantaneous value of the NOx sensor 27 at a time when the lean operation duration LT elapses. The predetermined
value of the mean NOx concentration is a map with respect to the engine speed Ne and the target mean effective
pressure Pe. The predetermined value may be the NOx concentration multiplied by 0.5, if NOx releasing control is
assumed so that the purification efficiency of the occlusion type NOx catalyst 25 will be maintained, for example, at
50% or more; or may be set at a value close to 0 if the purification efficiency is to be 100%.
[0057] The control for forced NOx purge may be judged to be completed when the total NOx discharge A is the NOx
emission judgment amount A0 or less, and the NOx purge time is a predetermined time or more, e.g., a value not less
than the product of the preceding lean operation time and an NOx purge coefficient E1. In this case, if the NOx purge
time is required to be about 25% of the lean time, for example, the NOx purge coefficient E1 is 0.25.
[0058] In agreement with the timings with which the air-fuel ratio is switched to a lean or stoichiometric ratio by
spontaneous acceleration as in the regions P1, P2, P3 and P4 in the aforementioned embodiments, it is permissible to
perform NOx releasing control, i.e., enrichment of the air-fuel ratio to a predetermined A/F for a predetermined period
of time (or the predetermined A/F may be a stoichiometric ratio, including a slight rich ratio, depending on catalyst
characteristics), and expansion stroke injection for a predetermined period of time during an initial stage at the changed
A/F, and a stoichiometric (slight rich) operation for a predetermined period of time after enrichment (rich operation,
expansion stroke injection, and stoichiometric operation done in harmony with spontaneous acceleration are herein
termed NOx releasing control). By so doing, while NOx purge can be performed more reliably, a rich operation is done
synchronously with switching to the rich or stoichiometric air-fuel ratio due to acceleration originally intended by the
driver. Thus, the amount of fuel required for a rich operation can be decreased compared with forced NOx purge for
performing a rich operation during a process which should originally have been a lean operation.
[0059] Furthermore, when the driver expects shock associated with acceleration, the air-fuel ratio is switched ac-
cordingly. Thus, the driver feels little shock due to switching of the air-fuel ratio, in comparison with forced NOx purge
for performing a rich operation during a lean operation with a timing not expected by the driver. In addition, when NOx
releasing control is to be performed in agreement with a change in the air-fuel ratio due to spontaneous acceleration
or the like, this control may be performed only when switching from the lean mode to the stoichiometric mode. When
the lean mode is switched to the rich mode, NOx releasing control may be designed to be unexecuted, on the assumption
that the air-fuel ratio has already become rich. Besides, whether NOx releasing control should be done or not may be
judged in accordance with the degree of the rich mode during spontaneous acceleration.
[0060] That is, the target air-fuel ratio during NOx releasing control is set to be the upper limit value of the air-fuel
ratio (the limiting value of the lean side). If the degree of richness during spontaneous acceleration is low, for example,
if the target air-fuel ratio during spontaneous acceleration is set to be on a leaner side than the target air-fuel ratio
during NOx releasing control, enrichment by NOx releasing control is performed so that the air-fuel ratio will not be on
a leaner side than the target air-fuel ratio during NOx releasing control. If the operation is deemed to be fully rich, such
as to a high degree of acceleration, for example, if the target air-fuel ratio during spontaneous acceleration is set to
be on a richer side than the target air-fuel ratio during NOx releasing control, enrichment due to NOx releasing control
need not be performed. When the lean mode changes to the stoichiometric mode because of spontaneous acceleration,
only enrichment and expansion stroke injection may be carried out, and a procedure for producing the stoichiometric
(slight rich) mode may be omitted. Such a method of combining NOx releasing control with switching of the air-fuel
ration by spontaneous acceleration is herein called natural NOx purge.
[0061] With the exhaust emission control device of an internal combustion engine according to the present embod-
iment, as stated above, the NOx sensor 27 detects the concentration of NOx that can be released from the occlusion
type NOx catalyst 25 into the atmosphere. Based on the output of the NOx sensor 27, the total NOx discharge A
releasable into the atmosphere is computed. When the total NOx discharge A has exceeded the NOx emission judgment
amount A0, which corresponds to the NOx emission judgment amount designated under the NOx emission regulations,
before the distance traveled C reaches the predetermined distance traveled C0, the exhaust air-fuel ratio is changed
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to a rich air-fuel ratio to release and reduce NOx from the occlusion type NOx catalyst 25 efficiently, followed by changing
the rich air-fuel ratio to a stoichiometric air-fuel ratio. In this manner, NOx is reduced and purified by the three-way
function of the catalyst.
[0062] Hence, NOx discharge can be restricted to a desired value with good accuracy by directly managing NOx
discharge amount during a predetermined period. At the same time, there is no need to give a large margin to the
judgment value based on expectation of various driving conditions, as with the use of the earlier technologies for judging
the NOx discharge for each short lean operation zone to start NOx purge (forced NOx purge). Nor is the frequency of
NOx purge increased. Thus, aggravation of fuel economy due to NOx purge, i.e., the increase in the CO2 discharge,
is very small. The frequency of natural NOx purge varies with various factors such as the situation of the road or the
driver's driving characteristics. Forced NOx purge involves a rich or stoichiometric operation in a region which is orig-
inally a region of a lean operation, thus increasing fuel consumption considerably. The present invention, therefore,
uses forced NOx purge minimally, and makes utmost use of chances for natural NOx purge, which is free from or
minimal in poor fuel economy, to realize NOx purge. In the aforementioned embodiment in which natural NOx purge is
not combined with forced NOx purge, natural NOx purge by a driver's accelerating action or the like is waited for during
an initial stage of a predetermined driving period. As the predetermined driving period approaches an end, and only
when the total NOx discharge may exceed the judgment value in the presence of natural NOx purge alone, NOx releasing
control and NOx suppressing control are performed. Thus, aggravation of fuel economy due to NOx purge, i.e., the
increase in the CO2 discharge, is negative or minimal. Even in the embodiment in which natural NOx purge is combined
with forced NOx purge, forced NOx purge is minimally performed. Thus, aggravation of fuel economy due to NOx purge,
i.e., the increase in the CO2 discharge, is likewise very limited.
[0063] Besides, when the NOx occluding ability of the occlusion type NOx catalyst 25 is excellent depending on the
type of this catalyst, only NOx suppressing control may be performed, without execution of NOx releasing control. That
is, NOx releasing control, including forced NOx purge and NOx releasing control in agreement with spontaneous ac-
celeration, is not performed. Instead, when the total NOx discharge A reaches the NOx emission judgment amount A0,
only NOx suppressing control is performed. This is because when the NOx occluding ability is excellent, NOx may be
fully purgeable by the rich or stoichiometric mode ascribed to spontaneous acceleration intended by the driver. Even
if there is a case in which NOx cannot be purged, NOx is purified and reduced by the three-way function of the catalyst
by means of NOx suppressing control. By so doing, a further increase in fuel consumption, i.e., a further increase in
CO2 discharge, can be prevented.
[0064] According to the present embodiment, as described above, judgment of the total NOx discharge A over the
predetermined distance traveled C0 makes it possible to suppress aggravation of fuel economy, restrict the NOx dis-
charge over the predetermined period to the desired value, comply with the NOx emission regulations, and decrease
the CO2 discharge amount.

[Second Embodiment]

[0065] An exhaust emission control device of an internal combustion engine according to a second embodiment
performs control so as to change a lean operation region according to the status of NOx emission at each time point
(i.e., total NOx discharge A), thereby restricting the total NOx discharge during driving over a predetermined driving
period to a predetermined value or less. By so doing, the exhaust emission control device achieves a decrease in fuel
consumption and a decrease in NOx discharge at the same time. Even when a lean operation is performed in all or
part of a vehicle acceleration process, this device can reliably restrict the total NOx discharge during the predetermined
driving period to a predetermined value or less.
[0066] That is, as shown in FIG. 7, a distance traveled C after resetting of a distance traveled counter (not shown)
is computed at Step P1. A total NOx discharge A, including an NOx amount discharged during a period from resetting
until activation of an NOx sensor 27, is computed at Step P2. The method of computing the total NOx discharge A is
the same as in the aforementioned First Embodiment.
[0067] At Step P3, a lean region upper limit output is set based on a lean zone selection map relevant to the found
distance traveled C and the total NOx discharge A. The lean zone selection map shows a region which is defined by
a horizontal axis as a distance traveled C and a vertical axis as a total NOx discharge A, and which is divided into a
plurality of areas, for example, as shown in FIG. 8. The area below a line connecting the origin (distance traveled C =
0, total NOx discharge A = 0) to a point, at which relative to a predetermined distance traveled C0, the total NOx
discharge A reaches an NOx emission judgment amount A0, is designated as an PA1=A area. (If the distance traveled
C and the total NOx discharge A at the current time point reside in the PA1-A area, a travel continued at the current
pace of NOx discharge can be expected to result in the NOx emission judgment amount A0 or less at a time when the
distance traveled C reaches the predetermined distance traveled C0.) The other areas, defined by a plurality of lines
parallel to this line and lying below the NOx emission judgment amount A0, are designated as PA1=B , PA1=C and
PA1=D from below. The area corresponding to the total NOx discharge A = the NOx emission judgment amount A0 is
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designated as PA1=E.
[0068] Thus, at Step P3, the lean region upper limit output is set according to which area in the lean zone selection
map an intersection of the distance traveled C and the total NOx discharge A at the current time point resides in. At
Step P4, an output required by a vehicle, PSR, is computed from the following equation (4) where the coefficient M is
a coefficient for matching the units.

[0069] At Step P5, it is judged by a lean zone map whether the required output PSR is greater than the lean region
upper limit output PS1 found by the lean zone selection map. This lean zone map shows a region defined by a horizontal
axis representing an engine speed Ne and a vertical axis representing a target mean effective pressure Pe, and divided
by a plurality of equal output lines each connecting points at which engine output equals, as shown in FIG. 9. The
inside of each line is a lean operation region, and the outside of the outermost line is a W/O lean (stoichiometric or
rich) operation region.
[0070] According to this lean zone map, a boundary A representing an initial lean zone is set such that a lean operation
region can be maximally widened from the aspect of combustion, etc. without much consideration for the aspect of
fuel consumption. By so doing, even a high load region becomes a lean operation region, and a lean operation can be
made during acceleration or the like. In an actual operation, a steady operation (normally, a lean operation) is rare,
and a transient operation (an accelerated operation or a decelerated operation; normally, a stoichiometric or rich op-
eration in the case of the accelerated operation) is frequent. As a result, the frequency of the lean operation increases,
and fuel economy can be improved. When a lean operation is performed in all or part of a process which has been
judged to be an acceleration process because of a rapid change rate in accelerator depression, an all lean operation
becomes possible in the range of ordinary driving, thus enabling fuel consumption to be decreased markedly. In the
lean zone map, a boundary D is a line passing through output points necessary for a steady run at a vehicle speed of
60 km/h, if at least a lean operation, for example, at a vehicle speed of 60 km/h is desired, even when the catalyst
deteriorates, and the NOx discharge increases, thus necessitating a narrow lean operation zone.
[0071] Thus, provided that the lean region output set at Step P3 is PS1 = A, the inside of the boundary A is a lean
operation region, and the outside of the boundary A is a non-lean (W/O lean) operation region in the lean zone map
shown in FIG. 9. At Step P5, it is judged which region the required output PSR found resides in.
[0072] If the required output PSR resides in the lean operation region at Step P5, the program goes to Step S6 to
continue the lean operation. If the required output PSR resides in the non-lean operation region, the program goes to
Step S7 to prohibit the lean operation and execute NOx releasing control and then execute NOx suppressing control.
In this case, NOx releasing control may be performed, with any of a rich exhaust air-fuel ratio, a stoichiometric exhaust
air-fuel ratio, and expansion stroke injection being selected in accordance with the characteristics of the catalyst. If the
lean upper limit output set at Step P3 is PS1 = E, NOx cannot be discharged any more. This corresponds to the region
E in the lean zone map, a region in which a lean operation is prohibited no matter how much the required output PSR is.
[0073] In the lean zone selection map shown in FIG. 8 and the lean zone map shown in FIG. 9, the areas formed by
division of the region are not restricted to A to E, and the region may be divided to more or fewer areas. In the lean
zone map shown in FIG. 9, moreover, the region is divided by the engine equal output lines, but may be divided by
tailpipe NOx discharge lines, such as equal engine out NOx discharge lines.
[0074] With the exhaust emission control device of an internal combustion engine according to the present embod-
iment, as stated above, the NOx sensor 27 detects the concentration of NOx that can be released from the occlusion
type NOx catalyst 25 into the atmosphere. Based on the output of the NOx sensor 27, the total NOx discharge A
releasable into the atmosphere is computed. When the total NOx discharge A is expected to exceed the NOx emission
judgment amount A0, which corresponds to the NOx emission judgment amount designated under the NOx emission
regulations, before the distance traveled C reaches the predetermined distance traveled C0, the operation region at a
lean air-fuel ratio is decreased.
[0075] Thus, the operation region at a lean air-fuel ratio is enlarged or decreased according to the situation of NOx
emission based on the status of the purifying ability of the occlusion type NOx catalyst 25 at each time point. As a
result, the total NOx discharge during a predetermined period can be restricted to a desired value. Besides, a lean
operation can be performed in all of, or even in part of, a vehicle acceleration process. Even when the frequency of
the lean operation is increased thereby, the total NOx discharge A during a predetermined period can be restricted to
a desired value. Thus, fuel consumption can be reduced markedly.
[0076] In the above-described embodiment, the NOx emission judgment amount A0 for judging the total NOx dis-
charge A has been set at a constant value. However, the regulatory value of the NOx emission regulations has been

Required output PSR = target mean effective

pressure Pe 3 engine speed Ne 3 coefficient M (4)
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classified by the vehicle speed, for example, the NOx emission judgment amount A0 may be set according to the vehicle
speed, and may be smoothly changed according to a change in the average vehicle speed over a predetermined
period. For example, the NOx emission judgment amount A0 may be set by a map. For instance, a judgment value C1
(g/km) at a low vehicle speed, and a judgment value C2 (g/km) at a high vehicle speed may be set, and intermediate
values between them may be obtained by linear interpolation. In this case, C1 < C2.
[0077] If the NOx emission judgment amount A0 is set according to the vehicle speed, the NOx discharge A0 (g) may
be determined not by the average vehicle speed, but based on summation of the judgment values in response to the
vehicle speed at each time point, as shown by the following equation (5):

where H is the judgment value (g/km) found from a map responsive to the instantaneous vehicle speed V, and
dt is the calculation cycle.
[0078] The predetermined distance traveled C0 for judging the total NOx discharge A may be 1 km, which is the
control unit mainly used according to the NOx emission regulations in different countries of the world, or may be less
than 1 km. The shorter this distance, the better the judgment accuracy of the NOx discharge can be made. Alternatively,
the predetermined distance traveled C0 may be set at 4 km, for example. The total NOx discharge A is computed at
smaller intervals than 4 km, for example, at intervals of 1 km. That is, computation is performed in 4 patterns. By judging
the total NOx discharge A for each pattern, the accuracy of judgment of the NOx discharge can be increased.
[0079] In the aforementioned embodiment, the NOx emission judgment amount A0 has been determined by multi-
plying the NOx emission allowable amount by a percentage allowance α. However, the NOx emission judgment amount
A0 may be determined, as a difference, by subtracting the percentage allowance α from the NOx emission allowable
amount. Furthermore, the NOx emission judgment amount A0 may be changed according to the proportion of an op-
eration other than a lean operation. In addition, the percentage allowance α may be changed according to the total
distance traveled, in consideration of a change over time of the NOx sensor 27 due to deterioration. Then, the percent-
age allowance α is divided into a percentage allowance α1 by influence due to the NOx discharge during an operation
other than a lean operation, and a percentage allowance α2 by influence due to the detection accuracy of the NOx
sensor 27. These percentage allowances α1 and α2 are multiplied by, or subtracted from, the NOx emission allowable
amount, whereby the NOx emission judgment amount A0 may be determined.
[0080] Besides, the output of the NOx sensor 27 is corrected for in consideration of a change over time of the NOx
sensor 27 due to deterioration, and the corrected value may be used in computing the total NOx discharge.
[0081] Also, the maximum lean operation duration D2, the acceleration occurrence threshold time D1, and the NOx
purge coefficient E1 may be determined by the ability of the occlusion type NOx catalyst 25, or may be determined
according to deterioration of the occlusion type NOx catalyst 25. A method for judging the deterioration of the occlusion
type NOx catalyst 25 may be selected from a decrease in the lean frequency (if switch between a lean operation and
other operation is judged using the NOx sensor), the total distance traveled, the output value of the NOx sensor 27,
the difference in output between the NOx sensor disposed upstream from the occlusion type NOx catalyst 25 and the
NOx sensor 27 disposed downstream from the occlusion type NOx catalyst 25, and changes in the behavior, during
NOx releasing control, of a linear A/F sensor or O2 sensor newly disposed downstream or upstream from the occlusion
type NOx catalyst 25. Further, the maximum lean operation duration D2, and the acceleration occurrence threshold
time P1 may be determined by learning the characteristics of each driver during a travel.
[0082] However, if the maximum lean operation duration D2, and the acceleration occurrence threshold time D1 are
made two small, e.g., about 5 to 10 seconds, the frequency of forced NOx purge increases, and fuel consumption
increases. Particularly when tailing of the air-fuel ratio is carried out at the time of switching the air-fuel ratio during
forced NOx purge, an accumulation of the air-fuel ratio tailing time involved in air-fuel ratio switching, which does not
contribute greatly to NOx release, increases to increase the overall fuel consumption. At the same time, shock at
switching results in poor drivability. Thus, the lower limit value of the maximum lean operation duration D2 should be
about 20 to 30 seconds.
[0083] Also, initiation or completion of forced NOx purge may be judged using the output of an NOx sensor. Further,
an NOx sensor may also be disposed upstream from the occlusion type NOx catalyst 25. Based on the difference in
output between the NOx sensor disposed upstream from the occlusion type NOx catalyst 25 and the NOx sensor 27
disposed downstream, a decline in the catalyst purification efficiency may be judged to stop the lean operation and
perform forced NOx purge. Alternatively, the NOx concentrations during a stoichiometric operation and a rich operation
may be found from the output of the NOx sensor, and added for computation of the total NOx emission judgment amount
A, or used for judgment on completion of NOx releasing control. Further, the NOx sensor 27 is disposed downstream
from the three-way catalyst 26, but may be disposed between the occlusion type NOx catalyst 25 and the three-way

A(n) = A(n-1) + H 3 V 3 dt (5)
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catalyst 26, whereby the emission behavior of the occlusion type NOx catalyst 25 can be measured with a good re-
sponse. In this case, computation of the total NOx discharge is performed in consideration of the output of the NOx
sensor and the purification efficiency of the three-way catalyst 26 disposed downstream from the NOx sensor. Instead
of the NOx concentration output of the NOx sensor, a linear A/F output of the NOx sensor may be used for control.
Instead of the output from the NOx sensor, the output of a linear A/F sensor, or an O2 sensor, e.g., a catalyst-equipped
O2 sensor having a catalyst attached to its surface layer, may be used for control.
[0084] In connection with a rich operation, expansion stroke injection, and a stoichiometric (slight rich) operation
during NOx releasing control, their respective parameters, such as time, air-fuel ratio, etc., may be set based on a lean
operation time used immediately before these operations, or the NOx discharge during a lean operation period imme-
diately before these operations. As an optimum NOx release method for releasing NOx reliably, NOx releasing control
is performed by a combination of a rich operation, expansion stroke injection, and a stoichiometric (slight rich) operation.
However, the optimum NOx release method changes according to the releasing characteristics of the occlusion type
NOx catalyst, and the respective parameters, such as time, air-fuel ratio, etc., are determined by the type of the occlusion
type NOx catalyst, and further its combination with the three-way catalyst. Depending on the type of the catalyst or the
manner of combination, therefore, expansion stroke injection may be omitted, or the stoichiometric (slight rich) period
may be omitted, or the rich period may be omitted. Furthermore, both the rich period and expansion stroke injection
may be omitted, and only the stoichiometric (slight rich) period may be provided. Alternatively, both expansion stroke
injection and the stoichiometric (slight rich) period may be omitted, and only the rich period may be provided.
[0085] According to the present embodiment, NOx discharge control is performed using the NOx sensor 27. However,
the total NOx emission judgment amount A can be computed from the following equation (6) without use of the NOx
sensor 27 to control the NOx discharge.

where the NOx discharge (g/s) is the amount of NOx releasable into the atmosphere that is a value experimentally
found beforehand by the load/revolution speed map of the engine 11 or a vehicle speed map. Since the NOx sensor
27 is not used, this type of control is advantageous in terms of cost.
[0086] The NOx discharge varies according to the purification efficiency of the catalyst. Particularly when the occlu-
sion type NOx catalyst 25 is poisoned with S in the fuel, i.e., sulfur, the purification efficiency markedly lowers. On the
other hand, when the catalyst with the purification efficiency decreased because of S-poisoning is treated at a high
temperature (e.g., 550°C or higher) and at a rich air-fuel ratio, the amount of S accumulated in the catalyst is released
to regenerate the catalyst and restore the purification efficiency (S regeneration). Thus, in finding the total NOx dis-
charge A without using the NOx sensor 27, it is advisable to consider how much S is accumulated in the catalyst to
lower the purification efficiency, namely, to what degree S regeneration takes place, as shown in the following equation
(7):

where the NOx0 is the NOx discharge (g/s) as the amount of NOx releasable into the atmosphere when S regen-
eration cannot be performed, namely, when S is accumulated in a saturated state to lower the purification efficiency.
This may be an experimentally obtained value which can be set as a load/revolution speed map or a vehicle speed
map. On the other hand, NOx1 is the NOx discharge (g/s) as the amount of NOx releasable into the atmosphere when
S regeneration has been completed, namely, when S is not accumulated immediately after S regeneration. This value
may be set as a load/revolution speed map or a vehicle speed map, similar to NOx0. K is a parameter concerned with
an air-fuel ratio, and is 1 during a lean operation or 0 in a state other than a lean operation, provided that NOx discharge
is summed only during a lean operation. TR represents the degree of S regeneration, the degree to which S regeneration
takes place. Assume that a predetermined time Ts (e.g., a suitable value of 3 to 10 minutes) is required as a time,
during which the temperature of the occlusion type NOx catalyst 25 reaches a temperature corresponding to a prede-
termined temperature (e.g., 700°C), in order to release the amount of S accumulated in the occlusion type NOx catalyst
25 during a run over a predetermined distance traveled Cs (e.g., a suitable value of 500 to 1,000 km) (i.e., the time is
S regeneration time). In this case, TR is calculated from Equation (8), indicated below, as a ratio between the actual
distance traveled and the S regeneration time. The S regeneration speed varies with the temperature of the occlusion

A(n) = A(n-1) + NOx discharge 3 calculation

cycle (6)

A(n) = A(n-1) + K 3 {NOx0 3 (1 - TR) + NOx1 3 TR} 3

calculation cycle (7)
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type NOx catalyst 25, and as this temperature rises, the S regeneration speed increases exponentially. Thus, the S
regeneration time may be calculated as the S regeneration time at a suitable catalyst temperature (e.g., 700°C) in
consideration of the S regeneration speed at each catalyst temperature. In view of the TR, the degree of S regeneration
is judged, and the total NOx discharge A is found from the two maps on NOx discharge, i.e., NOx0 (S regeneration is
absent) and NOx1 (S regeneration is present).

[0087] The purification efficiency of the occlusion type NOx catalyst is lowered by heat deterioration as well as S
poisoning. Thus, factors representative of the degree of decline in the purification efficiency, other than S poisoning,
may include the influence of the total distance traveled.
[0088] According to the above-described embodiment, a predetermined distance traveled is a predetermined period
as a cycle of computation of the total NOx discharge A, and NOx discharge control over a predetermined distance
traveled is performed. However, the unit may be time, and control over a predetermined time may be performed. That
is, if the control unit under the NOx emission regulations is a predetermined time, the cycle of computation of the total
NOx discharge A may be a predetermined time, and NOx discharge control over a predetermined time may be per-
formed.
[0089] In the foregoing embodiment, the exhaust emission purification catalyst device having an occlusion type NOx
catalyst has been described. However, the present invention is characterized by changing the exhaust air-fuel ratio so
that the total NOx discharge A will not exceed a predetermined value before a travel period of a vehicle is reached.
The present invention is not restricted to the type or location of the catalyst. For example, the proximity three-way
catalyst may be an exhaust manifold integrated type, or the proximity three-way catalyst may be absent. In the present
embodiment, the occlusion type NOx catalyst is used in the exhaust emission purification catalyst device, but an NOx
catalyst of an adsorption type for directly reducing NOx adsorbed to the catalyst may be used as stated earlier. Fur-
thermore, a selective reduction type NOx catalyst, which can purify NOx in an exhaust gas in the presence of HC at
an exhaust air-fuel ratio being a lean air-fuel ratio, may be used. In this case, NOx releasing control is not performed.
In addition, any type of engine capable of a lean operation may be used. The engine may be a manifold fuel injection
type lean burn engine, or a diesel engine.

Industrial Applicability

[0090] As described above, the exhaust emission control device of an internal combustion engine according to the
present invention restricts the NOx discharge at a desired value reliably under any driving conditions, and achieves a
decrease in NOx discharge and a decrease in CO2 discharge at the same time. This device is preferred for use in a
lean burn engine having an occlusion type NOx catalyst in an exhaust passage.

Claims

1. An exhaust emission control device for an internal combustion engine, including:

an exhaust emission purification catalyst device (23) provided in an exhaust passage of the internal combustion
engine, and having an NOx decreasing function of purifying or occluding NOx in an exhaust gas when an
exhaust air-fuel ratio is lean , and a reducing function of reducing hazardous substances in the exhaust gas
when the exhaust air-fuel ratio is stoichiometric or rich;
NOx detection means (27) for detecting or estimating a concentration of NOx released into the atmosphere; and
control means (28) for computing an NOx discharge released into the atmosphere based on an output from
the NOx detection means (27),

characterised in that said control means (28) is adapted for stopping or suppressing an operation at a lean

TR = (actual S regeneration time/actual

distance traveled)/(predetermined S

regeneration time Ts/predetermined distance

traveled Cs) (8)
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air-fuel ratio when detecting or expecting that a total NOx discharge (A) exceeds a predetermined value (A0) before
a vehicle reaches a predetermined driving period (C0).

2. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
the control means (28) changes the exhaust air-fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel

ratio when detecting that the total NOx discharge (A) has exceeded the predetermined value (A0) before the vehicle
reaches the predetermined driving period (C0).

3. The exhaust emission control device of an internal combustion engine as claimed in claim 2, wherein
after changing the exhaust air-fuel ratio to the stoichiometric air-fuel ratio or the rich air-fuel ratio when de-

tecting that the total NOx discharge (A) has exceeded the predetermined value (A0) before the vehicle reaches
the predetermined driving period (C0), the control means (28) maintains the exhaust air-fuel ratio at the stoichio-
metric air-fuel ratio or the rich air-fuel ratio until the vehicle reaches the predetermined driving period (C0).

4. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
the control means (28) decreases an operation region at the lean air-fuel ratio if the total NOx discharge (A)

is expected to exceed the predetermined value (A0) before the vehicle reaches the predetermined driving period
(C0).

5. The exhaust emission control device of an internal combustion engine as claimed in claim 4, wherein
the control means (28) changes the operation region at the lean air-fuel ratio based on the total NO discharge

(A) midway through the predetermined driving period.

6. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
the control means (28) resets computation of the total NOx discharge (A) and measurement of the predeter-

mined driving period when the vehicle reaches the predetermined driving period (C0).

7. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
if the total NOx discharge (A) does not exceed the predetermined value (A0) even when the vehicle has

reached the predetermined driving period (C0), the control means (28) changes the exhaust air-fuel ratio to a
stoichiometric air-fuel ratio or a rich air-fuel ratio after the total NOx discharge exceeds the predetermined value
(A0), and then the control means (28) resets computation of the total NOx discharge (A) and measurement of the
predetermined driving period.

8. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
if duration of the operation at the lean air-fuel ratio exceeds a predetermined threshold time (D2), the control

means (28) changes the exhaust air-fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel ratio.

9. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
if duration of the operation at the lean air-fuel ratio is a predetermined threshold time (D1) or more, and if the

total NOx discharge or an average NOx concentration or an instantaneous NOx concentration is a predetermined
value or more during the predetermined threshold time or more, the control means (28) changes the exhaust air-
fuel ratio to a stoichiometric air-fuel ratio or a rich air-fuel ratio.

10. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
the control means (28) changes the predetermined value (A0) for the total NOx discharge according to a

vehicle speed.

11. The exhaust emission control device of an internal combustion engine as claimed in claim 1, wherein
the exhaust air-fuel ratio is changed to a stoichiometric air-fuel ratio or a rich air-fuel ratio in response to a

driver's acceleration action, and fuel injection into a cylinder in and after an expansion stroke is used concomitantly
at an initial stage of changing the air-fuel ratio.

Patentansprüche

1. Abgasemissions-Steuervorrichtung für einen Verbrennungsmotor, aufweisend:
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eine Abgasemissions- Reinigungs- Katalysatorvorrichtung (23), die im Abgastrakt des Verbrennungsmotors
angeordnet ist und eine NOx-Verringerungsfunktion unter Reinigung und Occlusion von NOx im Abgas, wenn
ein Abgas-Luft-Kraftstoff-Verhältnis mager ist, und eine Verringerungsfunktion zur Verringerung schädlicher
Substanzen im Abgas, wenn das Abgas-Luft-Kraftstoff-Verhältnis stöchiometrisch oder fett ist, aufweist,
eine NOx-Erfassungseinrichtung (27) zur Erfassung oder Abschätzung der Konzentration von in die Atmo-
sphäre abgegebenem NOx, und
eine Steuereinrichtung (28) zur Berechnung einer NOx-Abgabe in die Atmosphäre aufgrund einer Ausgabe
der NOx-Erfassungseinrichtung (27),

dadurch gekennzeichnet, daß die Steuereinrichtung (28) zum Beenden oder Unterdrücken eines Betriebs
bei magerem Luft-Kraftstoff-Verhältnis eingerichtet ist, wenn sie erfaßt oder erwartet, daß die gesamte NOx-Ab-
gabe (A) einen vorbestimmten Wert (A0) überschreitet, bevor ein Fahrzeug eine vorbestimmte Fahrtperiode (C0)
erreicht.

2. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) das Abgas-Luft-Kraftstoff-Verhältnis auf ein stöchiometrisches Luft-Kraftstoff-Ver-

hältnis oder ein fettes Luft-Kraftstoff-Verhältnis ändert, wenn erfaßt wird, daß die gesamte NOx-Abgabe (A) den
vorbestimmten Wert (A0) überschreitet, bevor das Fahrzeug die vorbestimmte Fahrtperiode (C0) erreicht.

3. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 2, wobei
die Steuereinrichtung (28) nach einer Änderung des Abgas-Luft-Kraftstoff-Verhältnisses auf das stöchiome-

trische Luft-Kraftstoff-Verhältnis oder das fette Luft-Kraftstoff-Verhältnis, wenn sie erfaßt hat, daß die gesamte
NOx-Abgabe (A) den vorbestimmten Wert (A0) überschritten hat, bevor das Fahrzeug die vorbestimmte Fahrtpe-
riode (C0) erreicht hat, das Abgas-Luft-Kraftstoff-Verhältnis beim stöchiometrischen Luft-Kraftstoff-Verhältnis oder
beim fetten Luft-Kraftstoff-Verhältnis hält, bis das Fahrzeug die vorbestimmte Fahrtperiode (C0) erreicht.

4. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) einen Betriebsbereich mit magerem Luft-Kraftstoff-Verhältnis verringert, wenn

erwartet wird, daß die gesamte NOx-Abgabe (A) den vorbestimmten Wert (A0) überschreitet, bevor das Fahrzeug
die vorbestimmte Fahrtperiode (C0) erreicht.

5. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 4, wobei
die Steuereinrichtung (28) den Betriebsbereich mit magerem Luft-Kraftstoff-Verhältnis mitten in der vorbe-

stimmten Fahrtperiode aufgrund der gesamten NOx-Abgabe (A) ändert.

6. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) die Berechnung der gesamten NOx-Abgabe (A) und die Messung der vorbestimm-

ten Fahrtperiode zurücksetzt, wenn das Fahrzeug die vorbestimmte Fahrtperiode (C0) erreicht.

7. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) dann, wenn die gesamte NOx-Abgabe (A) den vorbestimmten Wert (A0) auch

dann nicht überschreitet, wenn das Fahrzeug die vorbestimmte Fahrtperiode (C0) erreicht hat, das Abgas-Luft-
Kraftstoff-Verhältnis auf ein stöchiometrisches Luft-Kraftstoff-Verhältnis oder ein fettes Luft-Kraftstoff-Verhältnis
ändert, nachdem die gesamte NOx-Abgabe den vorbestimmten Wert (A0) überschritten hat, und die Steuerein-
richtung (28) dann die Berechnung der gesamten NOx-Abgabe (A) und die Messung der vorbestimmten Fahrtpe-
riode zurücksetzt.

8. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) dann, wenn die Dauer des Betriebs mit magerem Luft-Kraftstoff-Verhältnis eine

vorbestimmte Schwellenzeit (D2) überschreitet, das Abgas-Luft-Kraftstoff-Verhältnis auf ein stöchiometrisches
Luft-Kraftstoff-Verhältnis oder ein fettes Luft-Kraftstoff-Verhältnis ändert.

9. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) dann, wenn die Dauer des Betriebs mit magerem Luft-Kraftstoff-Verhältnis eine

vorbestimmte Schwellenzeit (D1) oder mehr beträgt und die gesamte NOx-Abgabe oder eine gemittelte NOx-Kon-
zentration oder eine momentane NOx-Konzentration während der vorbestimmten Schwellenzeit oder mehr einen
vorbestimmten Wert oder mehr beträgt, das Abgas-Luft-Kraftstoff-Verhältnis auf ein stöchiometrisches Luft-Kraft-
stoff-Verhältnis oder ein fettes Luft-Kraftstoff-Verhältnis ändert.
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10. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
die Steuereinrichtung (28) den vorbestimmten Wert (A0) für die gesamte NOx-Abgabe entsprechend der

Fahrzeuggeschwindigkeit ändert.

11. Abgasemissions-Steuervorrichtung eines Verbrennungsmotors nach Anspruch 1, wobei
das Abgas-Luft-Kraftstoff-Verhältnis in Reaktion auf die Beschleunigungstätigkeit durch einen Fahrer auf ein

stöchiometrisches Luft-Kraftstoff-Verhältnis oder ein fettes Luft-Kraftstoff-Verhältnis geändert wird und zusammen
mit dem Anfangsstadium der Änderung des Luft-Kraftstoff-Verhältnisses eine Kraftstoffeinspritzung in einen Zy-
linder in und nach einem Expansionshub ausgeführt wird.

Revendications

1. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne, comportant :

un catalyseur d'épuration d'émission de gaz d'échappement (23) agencé dans un passage d'échappement
du moteur à combustion interne, et ayant une fonction réductrice de NOx pour épurer ou absorber les NOx
dans un gaz d'échappement lorsqu'un rapport d'échappement air-carburant est pauvre, et une fonction ré-
ductrice pour réduire les substances dangereuses dans le gaz d'échappement lorsque le rapport d'échappe-
ment air-carburant est stoechiométrique ou riche,
des moyens de détection de NOx (27) pour détecter ou estimer une concentration de NOx libérés dans l'at-
mosphère, et
des moyens de commande (28) pour calculer une quantité de NOx libérés dans l'atmosphère sur la base d'une
sortie des moyens de détection de NOx (27),

caractérisé en ce que lesdits moyens de commande (28) sont adaptés pour arrêter ou supprimer un fonc-
tionnement à un rapport air-carburant pauvre lorsque l'on détecte ou que l'on s'attend à ce qu'une quantité totale
de NOx libérés (A) dépasse une valeur prédéterminée (A0) avant qu'un véhicule atteigne une période de conduite
prédéterminée (C0).

2. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

les moyens de commande (28) font passer le rapport d'échappement air-carburant à un rapport air-carburant
stoechiométrique ou à un rapport air-carburant riche lorsque l'on détecte que la quantité totale de NOx libérés (A)
a dépassé la valeur prédéterminée (A0) avant que le véhicule atteigne une période de conduite prédéterminée (C0).

3. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 2, dans lequel

après changement du rapport d'échappement air-carburant en rapport air-carburant stoechiométrique ou en
rapport air-carburant riche lorsque l'on détecte que la quantité totale de NOx libérés (A) a dépassé la valeur pré-
déterminée (A0) avant que le véhicule atteigne une période de conduite prédéterminée (C0), les moyens de com-
mande (28) maintiennent le rapport d'échappement air-carburant au rapport air-carburant stoechiométrique ou au
rapport air-carburant riche jusqu'à ce que le véhicule atteigne la période de conduite prédéterminée (C0).

4. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

les moyens de commande (28) réduisent une plage de fonctionnement au rapport air-carburant pauvre si
l'on s'attend à ce que la quantité totale de NOx libérés (A) dépasse la valeur prédéterminée (A0) avant que le
véhicule atteigne la période de conduite prédéterminée (C0).

5. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 4, dans lequel

les moyens de commande (28) font varier la plage de fonctionnement au rapport air-carburant pauvre sur
la base de la quantité totale de NOx libérés (A) à la moitié de la période de conduite prédéterminée (C0).

6. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

les moyens de commande (28) réinitialisent le calcul de la quantité totale de NOx libérés (A) et la mesure
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de la période de conduite prédéterminée lorsque le véhicule atteint la période de conduite prédéterminée (C0).

7. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

si la quantité totale de NOx libérés (A) ne dépasse pas la valeur prédéterminée (A0) même lorsque le véhicule
a atteint la période de conduite prédéterminée (C0), les moyens de commande (28) font passer le rapport d'échap-
pement air-carburant à un rapport air-carburant stoechiométrique ou à un rapport air-carburant riche après que la
quantité totale de NOx libérés dépasse la valeur prédéterminée (A0), et alors les moyens de commande (28)
réinitialisent le calcul de la quantité totale de NOx libérés (A) et la mesure de la période de conduite prédéterminée.

8. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

si la durée du fonctionnement au rapport air-carburant pauvre dépasse un temps de seuil prédéterminé (D2),
les moyens de commande (28) font passer le rapport d'échappement air-carburant à un rapport air-carburant
stoechiométrique ou à un rapport air-carburant riche.

9. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

si la durée du fonctionnement au rapport air-carburant pauvre est égale ou supérieure à un temps de seuil
prédéterminé (D1), et si la quantité totale de NOx libérés ou une concentration moyenne de NOx ou une concen-
tration instantanée de NOx est égale ou supérieure à une valeur prédéterminée pendant le temps de seuil prédé-
terminé ou plus, les moyens de commande (28) font passer le rapport d'échappement air-carburant à un rapport
air-carburant stoechiométrique ou à un rapport air-carburant riche.

10. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

les moyens de commande (28) changent la valeur prédéterminée (A0) pour la quantité totale de NOx libérés
en fonction d'une vitesse de véhicule.

11. Dispositif de commande d'émission de gaz d'échappement pour un moteur à combustion interne selon la reven-
dication 1, dans lequel

le rapport d'échappement air-carburant est changé en un rapport air-carburant stoechiométrique ou en un
rapport air-carburant riche en réponse à une action d'accélération du conducteur, et l'injection de carburant dans
un cylindre pendant et après une course de détente est utilisée de manière concomitante lors d'une phase initiale
de changement du rapport air-carburant.
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