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Description 

FIELD  OF  THE  INVENTION 

The  present  invention  relates  to  synthetic  polya- 
mide  textile  substrates  treated  with  a  modified  sul- 
fonated  phenol-formaldehyde  condensation  prod- 
uct  so  as  to  impart  stain  resistance  to  the  sub- 
strates. 

BACKGROUND  OF  THE  INVENTION 

Synthetic  polyamide  substrates,  such  as  carpet- 
ing,  upholstery  fabric  and  the  like,  are  subject  to 
staining  by  a  variety  of  agents,  e.g.,  foods  and  bev- 
erages.  An  especially  troublesome  staining  agent  is 
FD&C  Red  Dye  No.  40,  commonly  found  in  soft 
drink  preparations.  Different  types  of  treatments 
have  been  proposed  to  deal  with  staining  problems. 
One  approach  is  to  apply  a  highly  fluorinated  poly- 
mer  to  the  substrate.  Another  is  to  use  a  composi- 
tion  containing  a  sulfonated  phenol-formaldehyde 
condensation  product. 

For  example,  Blyth  and  Ucci,  in  U.S.  Patent  No. 
4,592,940,  describe  the  preparation  of  stain-re- 
sistant  nylon  carpet  by  immersing  the  carpet  in  an 
aqueous  solution  of  a  sulfonated  condensation  poly- 
mer  wherein  at  least  40%  of  the  polymer  units  con- 
tain  -SO3X  radicals  and  at  least  40%  of  the  polymer 
units  contain  sulfone  linkages. 

On  the  other  hand,  in  U.S.  Patent  4,501,591,  Ucci 
and  Blyth  disclose  continuously  dyeing  polyamide 
carpet  fibers  in  the  presence  of  an  alkali  metal  meta 
silicate  and  a  sulfonated  phenol-formaldehyde  con- 
densation  product  so  as  to  impart  stain  resistance 
to  the  dyed  carpet.  They  report  that  in  experiments 
in  which  either  the  alkali  meta  silicate  or  condensa- 
tion  product  was  omitted  from  the  dyeing  process, 
or  in  which  silicates  other  than  the  alkali  metal  meta 
silicates  were  used,  they  failed  to  obtain  stain-re- 
sistant  carpets  (Column  8,  lines  4-12). 

Frickenhaus  et  al.,  in  U.S.  Patent  No.  3,790,344, 
disclose  a  process  for  improving  fastness  to  wet 
processing  of  dyeings  of  synthetic  polyamide  textile 
materials  with  anionic  or  cationic  dye  stuffs.  After 
dyeing  the  textile  materials,  Frickenhaus  et  al.  treat- 
ed  the  dyed  materials  with  condensation  products 
prepared  from  4,4'-dioxydiphenylsulphon,  formal- 
dehyde  and  either  a  phenol  sulfonic  acid,  a  naphtha- 
lene  sulfonic  acid,  sodium  sulfite,  or  sodium  hydro- 
gen  sulfite. 

However,  sulfonated  phenol-formaldehyde  con- 
densation  products  are  themselves  subject  to  dis- 
coloration;  commonly  they  turn  yellow.  Yellowing 
problems  are  described  by  W.  H.  Hemmpel  in  a 
March  19,1982  article  in  America's  Textiles,  entitled 
Reversible  Yellowing  Not  Finisher's  Fault.  Hemmpel 
attributes  yellowing  to  exposure  of  a  phenol-based 
finish  to  nitrogen  oxides  and/or  ultraviolet  radiation. 
Critchley  et  al.,  Heat  Resistant  Polv- 
mers:Technolooicallv  Useful  Materials.  Plenum 
Press,  N.Y.  1983,  state  that  the  thermo-oxidative 
stability  of  phenol-formaldehyde  resins  can  be  im- 
proved  by  etherifying  or  esterifying  the  phenolic 
hydroxyl  group.  Orito  et  al.,  in  Japanese  Published 

Patent  Application  Topkukai  48-1214,  describe  pre- 
paring  flame-retardant  filaments  by  (A)  reacting  (i) 
a  phenol-containing  compound,  (ii)  benzoguanamine, 
melamine  or  a  methylol  derivative  thereof  and  (iii) 

5  formaldehyde;  (B)  forming  filaments  by  melt-spin- 
ning  the  resulting  polymer  and  (C)  reacting  the  fila- 
ments  with  an  esterifying  or  etherifying  agent  so  as 
to  effect  color  change  in  the  filaments.  In  an  exam- 
ple,  soaking  the  filaments  in  acetic  anhydride  for 

10  five  days  caused  their  color  to  change  from  pink  to 
pale  yellow. 

Meister  at  al,  in  U.K.  patent  specification  1  291 
784  disclose  condensation  products  of  4,4'-dihy- 
droxydiphenylsulphone,  diarylether  sulponic  acids, 

15  and  formaldehyde,  and  the  use  of  such  condensa- 
tion  products  as  tanning  agents  and  as  agents  for 
improving  the  fastness  to  wet  processing  of  dye- 
ings  obtained  on  synthetic  polyamides  with  anionic 
and/or  cationic  dyestuffs.  Meister  et  al.  disclose 

20  that  by  preparing  their  condensation  products  in  an 
acid  pH  range,  leathers  tanned  with  the  condensa- 
tion  products  showed  practically  no  yellowing  after 
100  hours  exposure  to  light  in  Xenotest  apparatus. 

25  BRIEF  SUMMARY  OF  THE  INVENTION 

The  present  invention  provides  stain-resistant, 
synthetic  polyamide  textile  substrates,  and  process- 
es  for  their  preparation.  The  stain-resistant  sub- 

30  strates  of  this  invention  do  not  suffer  from  the  yel- 
lowing  problem  to  the  extent  that  prior  art  materials 
do. 

DETAILED  DESCRIPTION  OF  THE  INVENTION 
35 

According  to  the  present  invention  there  is  pro- 
vided  a  synthetic  polyamide  textile  substrate  having 
deposited  thereon  a  modified  polymeric  sulfonated 
phenolformaldehyde  condensation  product  compris- 

40  ing  one  (a)  in  which  between  1  0  to  25%  of  the  poly- 
mer  units  contain  SO3'""'  and  90  to  75%  of  the  poly- 
mer  units  contain  sulfone  radicals  and  (b)  in  which  a 
portion  of  the  free  hydroxyl  groups  thereof  has 
been  acylated  or  etherified,  the  number  of  said  hy- 

45  droxyl  groups  which  has  been  acylated  or  etherified 
being  sufficient  to  inhibit  yellowing  of  said  conden- 
sation  product  but  insufficient  to  reduce  materially 
the  capacity  of  said  condensation  product  to  impart 
stain  resistance  to  said  synthetic  polyamide  textile 

50  substrate. 
An  amount  of  the  modified  condensation  product 

is  used  which  is  sufficient  to  impart  stain  resistance 
to  the  substrate. 

The  invention  includes  a  process  for  preparing  a 
55  modified  polymeric  sulfonated  phenol-formaldehyde 

condensation  product  having  a  reduced  tendency 
to  turn  yellow  and  which  will  provide  stain  resist- 
ance  to  synthetic  polyamide  textile  substrates  which 
comprises  acylating  or  etherifying  a  portion  fo  the 

60  free  hydroxyl  groups  in  a  sulfonated  phenol-formal- 
dehyde  condensation  product  at  a  pH  between  7 
and  13  to  provide  a  water-insoluble  modified  poly- 
meric  sulfonated  phenol-formaldehyde  condensa- 
tion  product,  in  which  10  to  25%  of  the  polymer  units 
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:ontain  SCV-)  radicals  and  90  to  75%  of  the  poly- 
ner  units  contain  sulfone  radicals,  the  number  of 
said  hydroxyl  groups  which  has  been  acylated  or 
stherified  being  sufficient  to  inhibit  yellowing  of  said 
condensation  product  but  insufficient  to  reduce  ma- 
:erially  the  capacity  of  said  condensation  product  to 
mpart  stain  resistance  to  a  synthetic  polyamide  tex- 
:ile  substrate. 

Modification  of  the  condensation  product  can  be 
accomplished  by  acylating  or  etherifying  some  of 
!he  free  hydroxyl  groups  of  the  sulfonated  phenol- 
formaldehyde  condensation  product.  The  modified 
condensation  product  can  be  used  as  made  on  the 
colyamide  substrate.  Preferably,  it  is  modified  fur- 
ther  by  separating  from  its  lower  molecular  weight 
materials  which  contribute  to  yellowing  and  which 
are  soluble  in  water  at  a  pH  between  about  4  and  8, 
and  recovering  and  applying  to  polyamide  sub- 
strates  those  portions  of  the  modified  condensation 
croduct  which  are  insoluble  in  water  under  those 
conditions.  As  one  acylates  or  etherifies  more  of 
those  phenolic  free  hydroxyl  groups,  inhibition  of 
yellowing  will  increase,  but  at  the  same  time,  stain  re- 
sistance  imparted  to  the  textile  substrate  may  de- 
crease.  Likewise,  at  lower  levels  of  etherification 
or  acylation,  stain  resistance  imparted  to  the  textile 
substrate  will  improve,  but  inhibition  against  yellow- 
ing  may  decrease.  The  extent  to  which  the  free  hy- 
droxyl  groups  should  be  acylated  or  etherified  can 
be  determined  empirically,  using  the  staining  and  yel- 
lowing  tests  described  herein.  The  identity  of  the 
acylating  or  etherifying  agent  can  also  be  a  factor. 
Thus,  the  extent  to  which  the  free  hydroxyl  groups 
are  acylated  or  etherified  will  vary  depending  upon 
the  identity  of  the  agent.  With  the  preferred  acylat- 
ing  agent,  acetic  anhydride,  between  about  50%  and 
80%  of  the  phenolic  hydroxyl  groups  in  the  conden- 
sation  product  are  converted  to  acetoxy  groups, 
usually  between  about  55  and  75%.  With  another 
acylating  agent  of  particular  interest,  ethylchloro- 
formate,  between  about  50%  and  65%  of  phenolic 
hydroxy  groups  are  converted  to  ethyl  carbonato 
groups,  usually  between  55%  and  62%.  With  a  pre- 
ferred  etherifying  agent,  chloroacetic  acid,  be- 
tween  about  40%  and  60%  of  the  phenolic  hydroxyl 
groups  in  the  condensation  product  are  converted 
to  caboxymethyl  groups,  preferably  between  45% 
and  55%.  All  the  foregoing  percentages  are  deter- 
mined  by  nuclear  magnetic  resonance. 

The  polymeric  sulfonated  phenol-formaldehyde 
condensation  products  which  can  be  used  as  start- 
ing  materials  for  the  purposes  of  this  invention  are 
any  of  those  described  in  the  prior  art  as  being 
useful  as  dye-resist  agents  or  dye-fixing  agents,  in 
other  words,  dye-reserving  agents,  or  agents 
which  improve  wetfastness  of  dyeings  on  polyamide 
fibers,  see  e.g.  the  Blyth  et  al.,  Ucci  et  al.,  and 
Frickenhaus  et  al.  patents  cited  above.  Examples  of 
commercially  available  condensation  products  suita- 
ble  for  the  invention  are  the  MESITOL  NBS 
(Registered  Trade  Mark)  product  of  Mobay  Chemi- 
cal  Corporation  (a  condensation  product  prepared 
from  bis(4-hydroxyphenyl)su!fone,  formaldehyde, 
and  phenol  sulfonic  acid;  see  U.S.  Patent  No. 

3  790  344),  as  well  as  Enonal  NW  (Registered 
rrade  Mark),  formed  by  condensing  a  mixture  of 
laphthalene  monosulfonic  acid,  bis(hydroxy- 
jhenyl)sulfone  and  formaldehyde;  see  U.S.  Patent 
Mo.  3  716  393). 

The  acylated  and  etherified  condensates  of  this 
nvention  can  be  prepared  by  dissolving  the  sul- 
bnated  phenol-formaldehyde  condensate  in  an 
aqueous  medium  having  a  pH  of  7  or  above,  prefer- 
ably  the  latter,  and  then  reacting  the  same  with  the 
acylating  or  etherifying  agent.  After  acylation  or 
stherification,  between  about  10  and  25%  of  the  wa- 
:er-inso!uble  polymeric  units  contain  S03(_)  radicals 
and  between  about  90  and  75%  contain  sulfone  radi- 
cals.  Depending  upon  the  identity  of  the  acylating  or 
stherifying  agent,  the  exact  pH  at  which  one  dis- 
solves  the  condensate  prior  to  acylating  or  etheri- 
fying  the  same  will  vary  somewhat  in  a  manner  obvi- 
aus  to  one  skilled  in  the  art.  For  example,  with  acetic 
anhydride,  a  pH  between  10  and  13  should  be  used, 
creferably  at  least  pH  1  1  .  With  dimethyl  sulfate,  the 
cH  should  be  between  10  and  13.  With  ethylchloro- 
Formate,  a  pH  of  about  7  to  1  1  should  be  used,  usual- 
ly  7.6  to  10.4.  With  chloroacetic  acid,  the  pH  should 
be  between  11  and  14,  preferably  between  11.5  and 
13.6.  Usually  the  pH  is  adjusted  before  adding  the 
acylating  or  etherifying  agent  to  the  condensation 
product.  For  example,  in  a  preferred  embodiment, 
sodium  hydroxide  is  added  to  water  to  bring  its  pH  to 
about  12-13;  following  which  acetic  anhydride  is  add- 
ed.  In  the  alternative,  one  can  adjust  the  pH  of  the 
water  to  10  or  higher  and  maintain  it  there  by  adding 
additional  base  as  the  acylating  or  etherifying  agent 
is  added. 

The  acylating  or  etherifying  reaction  should  be 
run  at  a  temperature  favoring  acylation  or  etherifi- 
cation,  as  the  case  may  be,  rather  than  those  reac- 
tions  which  can  produce  undesired  by-products. 
For  example,  there  is  some  indication  that  high  tem- 
peratures  may  favor  hydrolysis  of  acetic  anhydride 
rather  than  acylation  of  the  phenolic-free  hydroxyl 
groups;  for  the  most  part,  room  temperature  or  a  lit- 
tle  higher  is  suitable  for  acylation  and  etherifica- 
tion.  Thus,  one  could  use  a  temperature  between 
about  15  and  40°C  when  acetic  anhydride  is  used, 
preferably  about  20  to  30°C.  When  ethylchlorofor- 
mate  is  used  as  the  acylating  agent,  one  could  use 
somewhat  higher  temperatures,  viz.  about  25  to 
about  50°C,  preferably  25  to  35°C.  When  the  free 
hydroxyl  groups  are  etherified  with  dimethyl  sulfate, 
the  upper  limit  is  still  higher,  viz.,  about  20°  to  about 
70°C,  preferably  20  to  35°C.  When  chloroacetic  ac- 
id  is  used  as  the  etherifying  agent,  one  could  use  a 
temperature  between  about  80  and  100°C,  prefera- 
bly  between  about  85  and  95°C. 

There  is  no  exact  correspondence  between  the 
degree  of  acylation  or  etherification  of  the  phenolic- 
free  hydroxyls  and  the  amount  of  the  acylating 
agent  or  etherifying  agent  used  in  the  reaction.  The 
amount  of  such  agent  needed  can  be  readily  de- 
termined  empirically  without  extensive  experimen- 
tation,  however.  For  example,  one  can  use  acetic 
anhydride  in  a  weight  ratio  to  the  sulfonated  phenol- 
formaldehyde  condensation  product  in  the  range  be- 

3 
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tween  0.35:1  and  0.65:1,  with  a  weight  ratio  of  0.5:1 
being  preferred.  On  the  other  hand,  when  ethyl- 
chioroformate  is  used  as  the  acylating  agent,  a 
weight  ratio  of  0.30:1  to  0.36:1  can  be  used,  prefer- 
ably  0.33:1.  Likewise,  when  etherification  is  ef- 
fected  with  dimethyl  sulfate,  the  weight  ratio  of  di- 
methyl  sulfate:condensation  product  can  be  in  the 
range  between  about  0.35:1  and  0.45:1  ,  with  0.41  :1 
being  preferred.  When  chloroacetic  acid  is  used, 
the  weight  ratio  of  chloroacetic  acid:  condensation 
product  can  be  in  the  range  between  about  0.67:1 
and  1:1,  preferably  between  about  0.8:1  and  0.9:1. 

A  two-phase  system  is  usually  produced  in  the 
preferred  embodiment  (when  chloroacetic  acid  is 
used  as  the  acylating  agent,  a  homogeneous  system 
is  produced).  One  phase  consists  principally  of  a 
water  solution  of  lower  molecular  weight  materials 
and  the  other  a  water-insoluble  product  resulting 
from  acylation  or  etherification  .  The  water-insolu- 
ble  phase  can  be  separated  from  the  unwanted 
water  solution  by  one  or  more  conventional  means, 
such  as  filtering,  centrifuging,  decanting,  or  the 
like.  However,  because  of  the  physical  consistency 
of  the  solids  sometimes  resulting  from  acylation  or 
etherification,  somewhat  like  taffy  when  acetic  an- 
hydride  is  the  acylating  agent,  separation  by  such 
means  may  present  some  difficulties.  Heating  and 
dissolving  the  etherified  or  acylated  sulfonated 
phenol-formaldehyde  condensation  product  in  an 
organic  solvent  provides  an  effective  means  to  re- 
cover  the  modified  condensation  product  in  purified 
form.  After  the  water-insoluble  modified  condensa- 
tion  product  has  been  separated  from  the  unwanted 
water-soluble  materials  which  contribute  to  yellow- 
ing,  it  can  be  dissolved  in  the  hydroxy-containing 
material.  Alcohols  and  glycols  are  obvious  examples 
of  hydroxy-containing  materials  suitable  for  that 
purpose,  e.g.  ethylene  glycol,  1  ,3-propylene  glycol, 
1,3-butylene  glycol,  and  the  like. 

The  modified  condensation  product  (viz.  acylated 
or  etherified)  can  be  applied  to  dyed  or  undyed  tex- 
tile  substrates.  Likewise,  it  can  be  applied  to  such 
substrates  in  the  absence  of  a  polyfluoroorganic 
oil-,  water-,  and/or  soil-repellent  materials.  Alterna- 
tively,  such  a  polyfluoroorganic  material  can  be  ap- 
plied  to  the  textile  substrate  before  or  after  applica- 
tion  of  the  modified  condensation  product  thereto. 
The  quantities  of  modified  condensation  products 
applied  to  the  textile  substrate  can  be  varied  widely. 
In  general,  one  can  use  between  0.5  and  5%  by 
weight  based  on  the  weight  of  the  textile  substrate. 
Usually  the  amount  will  not  exceed  2%.  The  modified 
condensation  product  can  be  applied,  as  is  common 
in  the  art,  at  pHs  ranging  between  4  and  5.  Howev- 
er,  more  effective  exhaust  deposition  can  be  ob- 
tained  at  a  pH  as  low  as  2.  When  a  pH  of  2  is  used, 
the  preferred  level  of  application  to  the  textile  sub- 
strate  is  about  0.6%  by  weight,  based  on  the  weight 
of  the  textile  substrate. 

The  following  Examples  are  illustrative  of  the  in- 
vention.  Unless  otherwise  indicated,  all  parts  and 
percentages  are  by  weight  and  temperatures  in  the 
Examples  and  Tests  are  in  degrees  Celsius.  In  the 
examples  that  follow,  stain  resistance  and  yellowing 
were  measured  by  the  techniques  described  below. 

Stain  Test 

The  test  is  used  to  measure  the  extent  to  which 
carpeting  is  stained  by  a  commercial  beverage  com- 

5  position  which  contains  FD&C  Red  Dye  No.  40  (an 
acid  dye).  The  beverage  preparation,  in  dry,  solid 
form,  is  dissolved  in  deionized  water  so  as  to  pro- 
vide  0.1  g  of  FD&C  Red  Dye  No.  40  per  liter  of  wa- 
ter.  Sufficient  wetting  agent  (Du  Pont  Merpol,  Reg- 

10  istered  Trade  Mark,  SE  liquid  nonionic  ethylene  ox- 
ide  condensate)  is  added  to  the  dye  solution  to 
provide  0.5  g  of  the  wetting  agent  per  liter  of  dye 
solution.  The  test  samples  are  three  inch  by  three 
inch  squares  of  undyed  710  grams  (25  ounce)  level 

15  loop  nylon  6,6  which  are  tufted  through  Typar,  Reg- 
istered  Trade  Mark,  spunbonded  polypropylene 
with  no  secondary  backing. 

The  test  carpet  squares  are  placed  tufted  face 
down  in  a  shallow  pool  of  40  cc  of  the  Red  Dye  No. 

20  40  stain  mixture.  Usually,  all  of  the  stain  mixture  will 
wick  into  the  test  squares.  After  a  soaking  period 
of  one  to  two  minutes,  the  test  square  is  removed 
and  placed,  soaking  wet,  tufted  side  up  in  a  shallow 
pan.  The  test  square  is  then  heated  for  20  minutes 

25  at  121°  in  an  air  circulating  oven.  It  is  not  necessary 
that  the  test  piece  be  dry  at  the  end  of  the  heating 
period;  in  most  cases  it  will  still  be  wet.  The  test 
square  is  then  rinsed  in  warm  water,  manually 
squeezing  the  samples  to  remove  as  much  stain  as 

30  possible  in  two  to  three  minutes  of  rinsing.  The 
rinsed  sample  is  then  dried  at  121°  for  15  minutes.  If 
the  sample  is  not  dry  after  15  minutes,  it  is  heated  at 
121°  for  an  additional  15  minutes  or  so  much  longer 
as  is  needed  so  as  to  effect  drying.  The  degree  of 

35  staining  is  measured  by  use  of  a  Minolta  Chroma 
Meter  in  the  L*A*B  Difference  Mode  with  the  tar- 
get  sample  set  for  the  unstained  carpet.  The  "a"  val- 
ue  is  a  measure  of  redness,  with  a  value  of  43  equal 
to  that  obtained  on  an  untreated  carpet. 

40 
Yellowing  Test 

Up  to  four  of  the  nylon  carpet  samples  described 
above  are  mounted  face  up  on  heavy  cardboard  sc 

45  that  they  present  a  planar  surface  for  exposure  to 
ultraviolet  light  supplied  by  two  Sylvania  "Blacklight 
Blue",  Registered  Trade  Mark,  15-watt,  16-inch  ul- 
traviolet  lamps,  catalog  F15T8/BLB,  fitted  into  a 
standard  cantilevered  desk  lamp  with  a  white  reflec- 

50  tor.  The  mounted  samples  are  centered  under  the 
lamps  so  that  the  vertical  distance  from  the  lamps  to 
the  surface  of  each  sample  is  one  inch.  The  samples 
are  exposed  to  the  ultraviolet  light  continuously  for 
20  hours.  The  degree  of  yellowing  is  determined  by 

55  light  reflectance  measurements  of  the  exposed  sur- 
face  of  the  sample  with  the  Minolta  Chroma  Meter 
CR-110,  Registered  Trade  Mark,  and  its  associated 
DP-100  data  processor  set  for  L*A*B  tristimulus 
color  difference  values  with  the  unexposed,  un- 

60  treated  carpet  samples  as  the  target  for  compari- 
son.  The  value  of  "b"  is  reported  as  the  measure  of 
yellowing  with  increasing  positive  values  of  "b"  cor- 
responding  to  increased  degrees  of  yellowing. 

The  Minolta  Chroma  Meter  is  used  in  the  Hunter 
65  L*a*b  color-deviation  measuring  mode  [Richard 

4 
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Hunter,  "Photoelectric  Colorimetry  with  Three  Fil- 
ters,"  J.  Opt.  Soc.  Am.,  32,  509-538  (1942)].  In  the 
measuring  mode,  the  instrument  measures  the  color 
differences  between  a  "target"  color,  whose  tristim- 
ulus  color  values  have  been  entered  into  the  micro- 
processor  as  a  reference,  and  the  sample  color 
presented  to  the  measuring  head  of  the  instrument. 
In  examining  carpet  samples  for  yellowing  and  for 
FD&C  Red  Dye  No.  40  staining,  the  "target"  color 
entered  is  that  of  the  carpet  before  yellowing  or 
staining.  The  color  reflectance  of  the  yellowed  or 
stained  carpet  is  then  measured  with  the  instrument 
and  reported  as: 
*E,  the  total  color  difference, 
*L,  the  lightness  value, 
*a,  the  redness  value,  if  positive,  or  greenness,  if 
negative,  and 
*b,  the  yellowness  value,  if  positive,  or  blueness,  if 
negative. 

Example  1 

MESITOL  NBS,  249  kilograms,  (550  lbs)  was  dis- 
solved  at  about  20°  in  aqueous  sodium  hydroxide, 
409.4  kilograms  (902.6  lbs)  of  water  and  2.45  kilo- 
grams  (5.4  lbs)  of  sodium  hydroxide.  Additional  wa- 
ter  558  kilograms  (1230  lbs)  was  added  at  the  same 
temperature.  Then  aqueous  sodium  hydroxide  158 
kilograms  (350  lbs)  of  a  30%  solution  was  added  at 
about  the  same  temperature.  Using  cooling  water  to 
keep  the  temperature  of  the  solution  below  30°,  ace- 
tic  anhydride  127  kilograms  (280  lbs)  was  added.  The 
resulting  slurry  of  acetylated  product  was  stirred 
for  about  one  hour  at  25-30°  to  complete  the  reac- 
tion,  giving  a  pH  between  about  5  and  6  (for  product 
stability  at  this  point,  the  pH  should  be  6  or  less;  if  it 
had  been  greater  than  6,  it  would  have  been  adjust- 
ed  by  adding  acetic  acid  or  acetic  anhydride).  The 
slurry  was  heated  to  55°.  Agitation  was  discontin- 
ued  and  heating  was  continued  to  70°  causing  the 
off-white  precipitate  to  settle  and  soften  to  a  taffy- 
like  consistency.  The  product  was  cooled  to  below 
55°  and  the  top  salt  water  layer  1  134  kilograms  (2500 
lbs)  was  removed.  NMR  (13C)  showed  that  73  to 
79%  of  the  phenolic  hydroxyl  groups  in  the  product 
were  acetylated.  Ethylene  glycol  41  7  kilograms  (920 
lbs)  was  added  to  the  taffy-like  product,  and  heat- 
ing  was  resumed  to  melt  the  product  at  about  70°. 
The  product  was  dissolved  in  the  ethylene  glycol  by 
agitating  at  80-90°  for  one-half  to  one  hour,  and 
then  cooled  below  55°  for  packing.  The  resulting 
product  had  a  pH  between  5  and  6.  About  15%  of  its 
units  contained  SO3H  radicals  and  about  85%  con- 
tained  sulfone  radicals. 

Example  2 

To  a  vigorously  agitated  solution  of  MESITOL 
NBS  (150  g)  in  1  N  sodium  hydroxide  (740  ml)  was  add- 
ed  acetic  anhydride  (75.5  g)  in  about  four  minutes  at 
20-30°.  The  mixture  was  then  agitated  for  about  30 
minutes  at  25-30°.  At  the  end  of  that  time,  the  pH 
was  6.7.  The  solid  which  formed  was  filtered  off  on 
a  Buchner  funnel  and  washed  with  three  100  ml  por- 
tions  of  water.  The  resulting  filter  cake  was  dried 

under  vacuum  at  about  40°C,  and  the  dried  cake 
was  pulverized. 

Example  3 
5 

To  a  vigourously  agitated  solution  of  MESITOL 
NBS  (15  g)  in  1  N  sodium  hydroxide  (74  ml)  was  added 
acetic  anhydride  (7.55  g)  in  about  three  minutes  at 
26-37°.  The  mixture  was  then  agitated  for  about  27 

10  minutes  at  29-37°.  At  the  end  of  that  time,  the  pH 
was  7.2  The  solid  which  formed  was  filtered  off  on  a 
Buchner  funnel  and  washed  with  three  100  ml  por- 
tions  of  water.  The  resulting  filter  cake  was  dried 
under  vacuum  at  about  40°,  and  the  dried  cake  was 

15  pulverized. 

Example  4 

To  a  vigorously  agitated  solution  of  MESITOL 
20  NBS  (1  5  g)  in  1  N  sodium  hydroxide  (49  ml)  was  added 

acetic  anhydride  (5.4  g).  The  temperature  rose  to 
32°.  After  about  40  minutes,  the  pH  was  adjusted  to 
7.0  by  adding  acetic  acid.  The  reaction  mass  was 
then  concentrated  to  dryness  under  vacuum,  and 

25  the  dried  cake  was  pulverized. 

Example  5 

To  a  vigorously  agitated  solution  of  MESITOL 
30  NBS  (15  g)  in  1  N  NaOH  (49  ml)  was  added  dropwise 

dimethyl  sulfate  (6.2  g)  over  about  a  25  minute  peri- 
od.  After  one  hour  of  agitation,  the  mixture  was 
heated  to  70-75°  and  held  at  that  temperature  for 
two  hours.  The  water  was  then  removed  under  vac- 

35  uum  at  40°,  and  the  residue  was  pulverized. 

Example  6 

To  liquid  Erional  NW  (40  ml)  was  added  sufficient 
40  1N  sodium  hydroxide  to  raise  the  pH  to  10.4.  To  the 

mixture  was  added  with  vigorous  agitation  acetic  an- 
hydride  (4.4  g).  After  two  hours  the  water  was  re- 
moved  under  vacuum  at  40°,  and  the  dried  cake 
was  pulverized. 

45 
Example  7 

To  a  vigorously  agitated  solution  of  MESITOL 
NBS  (30  g)  in  2N  sodium  hydroxide  (46  ml)  was 

50  added  dropwise  ethyl  chloroformate  (10  g)  at  29- 
39°.  The  temperature  was  then  raised  to  and  held  at 
50°  for  about  one  hour.  The  water  was  then  re- 
moved  under  vacuum,  and  the  dried  cake  was  pul- 
verized. 

55  The  products  of  Examples  3  through  7  were  ap- 
plied  to  the  nylon  6,6  carpeting  described  above  at 
a  level  of  2%  by  weight  of  the  products  of  those  ex- 
amples,  based  on  the  weight  of  the  nylon  carpeting. 
They  were  then  evaluated  for  yellowing  and  staining 

60  in  accordance  with  the  test  methods  described 
above.  In  the  yellowing  test,  the  carpet  samples 
were  compared  with  a  carpet  sample  containing 
Mesitol  NBS  powder  applied  at  a  level  of  0.5%  by 
weight,  based  on  the  weight  of  the  carpeting.  A  UVb 

65  value  of  two  or  less  is  considered  to  be  a  meaning- 

5 
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ful  improvement.  In  the  staining  test,  the  treated 
carpet  samples  were  compared  with  untreated,  un- 
dyed  carpet  samples.  In  practical  terms  (as  judged 
visually),  a  material  with  a  KAa  value  of  24  or  less 
has  commercial  value.  Control  A  is  a  carpet  sample 
to  which  unmodified  Mesitol  NBS  has  been  applied 
at  a  level  of  0.5%.  Control  B  is  a  carpet  sample 
which  is  untreated  for  stain  or  yellowing  resistance. 

Table! 
Color  measurement  in  L*A*B  difference  mode 
Example  Yellowing  UVb  Staining  KAa 
3  0.3  21.6 
4  1.2  19.5 
5  2.0  20.1 
6  0.7  22.6 
7  1.8  15.6 
Control  A  3.0 
Control  B  43.0 

Example  8 

A  solution  of  1  1  .5  g  of  NaOH  pellets  and  30  g  of 
MESITOL  NBS  in  60  ml  of  water  was  heated  to  90°. 
To  that  solution  was  added  dropwise  with  agitation  a 
solution  of  25  g  of  sodium  chloroacetate  in  45  ml  of 
water.  Heating  at  90°  with  agitation  was  contenued 
for  8  hours.  The  resulting  solution  was  cooled  to 
room  temperature  and  acidified  with  a  3/1 
(volume/volume)  water/sulfuric  acid  mixture  to  pH 
7.7.  Solids  which  separated  were  filtered,  dry 
weight  =  27.9  g,  UV  Yellowing  =  1.9,  Staining  =  1.4. 
The  filtrate  was  acidified  with  the  same  acid  solution 
to  pH  4.4  to  afford  a  second  solids  fraction,  dry 
weight  =  4.1  g,  UV  Yellowing  =  1  .5,  Staining  =  1  .7. 

Example  9  (Best  Mode) 

MESITOL  NBS  (923  kilograms  (2035  lbs)  was  dis- 
solved  at  about  20°  in  aqueous  30%  sodium  hydrox- 
ide  616.9  kilograms  (1360  lbs).  Additional  water  3700 
kilograms  (81  57  lbs)  was  added  at  the  same  tempera- 
ture.  Using  cooling  water  to  keep  the  temperature 
of  the  solution  below  40°,  acetic  anhydride  488  kilo- 
grams  (1077  lbs)  was  added.  The  resulting  slurry  of 
acetylated  product  was  stirred  for  about  one  hour 
at  25-30°  to  complete  the  reaction,  giving  a  pH  of 
about  5.7  (for  product  stability  at  this  point,  the  pH 
should  be  6  or  less;  if  it  had  been  greater  than  6,  it 
would  have  been  adjusted  by  adding  acetic  acid  or 
acetic  anhydride).  The  slurry  was  heated  to  55°.  Ag- 
itation  was  discontinued  and  heating  was  continued 
to  70°  causing  the  off-white  precipitate  to  settle  and 
soften  to  a  taffy-like  consistency.  The  product  was 
cooled  to  below  55°  and  the  top  salt  water  layer  4128 
kilograms  (9100  lbs)  was  removed.  Ethylene  glycol 
1349  kilograms  (2975  lbs)  was  added  to  the  taffy- 
like  product,  and  heating  was  resumed  to  melt  the 
product  at  about  70°.  The  product  was  dissolved  in 
the  ethylene  glycol  by  agitating  at  80-90°  for  one- 
half  to  one  hour,  and  then  cooled  below  55°  for 

packing.  The  resulting  product  had  a  pH  of  about 
5.3,  Staining  =  0.9,  UV  Yellowing  =  1  .4. 

Claims 
5 

1.  A  synthetic  polyamide  textile  substrate  having 
deposited  thereon  a  modified  polymeric  sulfonated 
phenolformaldehyde  condensation  product  compris- 
ing  one  (a)  in  which  between  1  0  to  25%  of  the  poly- 

10  mer  units  contain  SO3B  and  90  to  75%  of  the  poly- 
mer  units  contain  sulfone  radicals  and  (b)  in  which  a 
portion  of  the  free  hydroxyl  groups  thereof  has 
been  acylated  or  etherified,  the  number  of  said  hy- 
droxyl  groups  which  has  been  acylated  or  etherified 

15  being  sufficient  to  inhibit  yellowing  of  said  conden- 
sation  product  but  insufficient  to  reduce  materially 
the  capacity  of  said  condensation  product  to  impart 
stain  resistance  to  said  synthetic  polyamide  textile 
substrate. 

20  2.  The  textile  substrate  of  claim  1  wherein  said 
portion  of  said  free  hydroxy!  groups  has  been 
acylated  with  acetic  anhydride. 

3.  The  textile  substrate  of  claim  1  wherein  said 
portion  of  said  free  hydroxyl  groups  has  been 

25  acylated  with  ethyl  chloroformate. 
4.  The  textile  substrate  of  claim  1  wherein  said 

portion  of  said  free  hydroxyl  groups  has  been  eth- 
erified  with  dimethylsulfate. 

5.  The  textile  substrate  of  claim  1  wherein  said 
30  portion  of  said  free  hydroxyl  groups  has  been  eth- 

erified  with  chloroacetic  acid. 
6.  The  textile  substrate  of  claim  2  in  which  the  wa- 

ter  layer  formed  in  acylation  or  etherification  has 
been  separated  from  said  modified  polymeric 

35  sulfonated  phenolformaldehyde  condensation  pro- 
duct. 

7.  The  textile  substrate  of  claim  6  wherein  said 
modified  polymeric  sulfonated  phenol-formaldehyde 
condensation  has  been  dissolved  in  a  hydroxy-con- 

40  taining  material. 
8.  The  textile  substrate  of  claim  7  wherein  said  hy- 

droxy-containing  material  is  ethylene  glycol. 
9.  A  process  for  preparing  a  modified  polymeric 

sulfonated  phenol-formaldehyde  condensation 
45  product  having  a  reduced  tendency  to  turn  yellow 

and  which  will  provide  stain  resistance  to  synthetic 
polyamide  textile  substrates  which  comprises  acylat- 
ing  or  etherifying  a  portion  of  the  free  hydroxyl 
groups  in  a  sulfonated  phenol-formaldehyde  con- 

50  Sensation  product,  at  a  pH  between  7  and  13  to  pro- 
vide  a  water-insoluble  modified  polymeric  sulfonat- 
ed  phenol-formaldehyde  condensation  product,  in 
which  10  to  25%  of  the  polymer  units  contain  SO3B 
radicals  and  90  to  75%  of  the  polymer  units  contain 

55  sulfone  radicals,  the  number  of  said  hydroxyl 
groups  which  has  been  acylated  or  etherified  being 
sufficient  to  inhibit  yellowing  of  said  condensation 
product  but  insufficient  to  reduce  materially  the  ca- 
pacity  of  said  condensation  product  to  impart  stain 

60  resistance  to  a  synthetic  polyamide  textile  sub- 
strate. 

10.  The  process  of  claim  9  further  characterised 
in  that  following  acylation  or  etherification,  said  wa- 
ter-insoluble  etherified  or  acylated  condensation 

6 
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product  is  separated  from  the  aqueous  layer  that 
forms  in  the  etherification  or  acylation  reaction. 

1  1  .  The  process  of  claim  10  in  which  said  etherified 
Dr  acylated  condensation  product  is  heated  and  dis- 
solved  in  a  hydroxy-containing  material. 

12.  The  process  of  claim  1  1  wherein  said  hydroxy- 
containing  material  is  ethylene  glycol. 

13.  The  process  of  claim  9  wherein  said  portion  of 
said  free  hydroxyl  groups  has  been  acylated  with 
acetic  anhydride. 

14.  The  process  of  claim  9  wherein  said  portion  of 
said  free  hydroxy  groups  has  been  acylated  with 
ethyl  chloroformate. 

15.  The  process  of  claim  9  wherein  said  portion  of 
said  free  hydroxyl  groups  has  been  etherified  with 
dimethylsulfate. 

16.  The  process  of  claim  9  wherein  said  portion  of 
said  free  hydroxyl  groups  has  been  etherified  with 
chloroacetic  acid. 

Patentanspriiche 

1  .  Textiles  Substrat  aus  synthetischem  Polyamid, 
auf  dem  ein  modifiziertes  polymeres  sulfoniertes 
Phenol-Formaldehyd-Kondensationsprodukt  nie- 
dergeschalgen  ist,  von  dem  (a)  zwischen  1  0  bis  25% 
der  Polymereinheiten  S03(_)  und  90  bis  75%  der  Po- 
lymereinheiten  Sulfonreste  enthalten,  und  (b)  in  wel- 
chem  ein  Teil  der  freien  Hydroxylgruppen  davon 
acyliert  oder  verethert  ist,  wobei  die  Zahl  der  Hy- 
droxylgruppen,  welche  acyliert  oder  verethert  sind, 
ausreicht,  urn  das  Vergilben  des  Kondensationspro- 
duktes  zu  inhibieren,  aber  nicht  ausreicht,  urn  das 
Vermogen  des  Kondensationsproduktes  wesentlich 
zu  reduzieren,  urn  dem  textilen  Substrat  aus  synthe- 
tischem  Polyamid  Fleckenabweisungsvermogen  zu 
erteilen. 

2.  Textiles  Substrat  nach  Anspruch  1  ,  in  welchem 
der  genannte  Teil  der  freien  Hydroxylgruppen  mit 
Essigsaureanhydrid  acyliert  worden  ist. 

3.  Textiles  Substrat  nach  Anspruch  1  ,  in  welchem 
der  genannte  Teil  der  freien  Hydroxylgruppen  mit 
Ethylchlorformiat  acyliert  worden  ist. 

4.  Textiles  Substrat  nach  Anspruch  1,  worin  der 
genannte  Teil  der  freien  Hydroxylgruppen  mit  Dime- 
thylsulfat  verethert  worden  ist. 

5.  Textiles  Substrat  nach  Anspruch  1,  worin  der 
genannte  Teil  der  freien  Hydroxylgruppen  mit 
Chloressigsaure  verethert  worden  ist. 

6.  Textiles  Substrat  nach  Anspruch  2,  worin  die 
bei  der  Acylierung  oder  Veretherung  gebildete  waB- 
rige  Schicht  von  dem  modifizierten  polymeren  sul- 
fonierten  Phenol-Formaldehyd-Kondensationspro- 
dukt  abgetrennt  worden  ist. 

7.  Textiles  Substrat  nach  Anspruch  6,  worin  das 
modifizierte  polymere  sulfonierte  Phenol-Formalde- 
hyd-Kondensationprodukt  in  einem  Hydroxyl  enthal- 
tenden  Material  gelost  worden  ist. 

8.  Textiles  Substrat  nach  Anspruch  7,  worin  das 
Hydroxyl  enthaltende  material  Ethylenglykol  ist. 

9.  Verfahren  zur  Herstellung  eines  modifizierten 
polymeren  sulfonierten  Phenol-Formaldehyd-Kon- 
densationsproduktes  mit  reduzierter  Neigung  zum 
Vergilben,  welches  textilen  Substraten  aus  syntheti- 

schem  Polyamid  Fleckenabweisungsvermogen  er- 
teilt,  bei  dem  ein  Teil  der  freien  Hydroxylgruppen  in 
einem  sulfonierten  Phenol-Formaldehyd-Kondensa- 
tionsprodukt  bei  einem  pH  zwischen  7  und  13  acy- 

5  liert  oder  verethert  wird,  urn  ein  wasserunlosliches 
modifiziertes  polymeres  sulfoniertes  Phenol-For- 
maldehyd-Kondensationsprodukt  zu  erhalten,  in 
welchem  10  bis  25%  der  Polymereinheiten  S03(_)- 
Reste  und  90  bis  75%  der  Polymereinheiten  Sulfon- 

ic  reste  enthalten,  wobei  die  Zahl  der  Hydroxylgrup- 
pen,  die  acyliert  oder  verethert  worden  sind,  aus- 
reicht,  urn  das  Vergilben  des  Kondensations- 
produktes  zu  inhibieren,  aber  nicht  ausreicht,  urn 
das  Vermogen  des  Kondensationsproduktes  we- 

15  sentlich  zu  reduzieren,  einem  textilen  Substrat  aus 
synthetischem  Polyamid  Fleckenabweisungsvermo- 
gen  zu  erteilen. 

10.  Verfahren  nach  Anspruch  9,  weiter  dadurch 
gekennzeichnet,  daB,  folgend  der  Acylierung  oder 

20  Veretherung,  das  wasserunlosliche  veretherte 
oder  acylierte  Kondensationsprodukt  von  der  waB- 
rigen  Schicht  abgetrennt  wird,  die  sich  bei  der  Vere- 
sterungs-  oder  Acylierungsreaktion  bildet. 

11.  Verfahren  nach  Anspruch  10,  bei  dem  das  ver- 
25  etherte  oder  acylierte  Kondensationsprodukt  er- 

hitzt  und  in  einem  Hydroxylgruppen  enthaltenden 
Material  gelost  wird. 

12.  Verfahren  nach  Anspruch  11,  worin  das  Hy- 
droxylgruppen  enthaltende  Material  Ethylenglykol 

30  ist. 
13.  Verfahren  nach  Anspruch  9,  worin  der  ge- 

nannte  Teil  der  freien  Hydroxylgruppen  mit  Essig- 
saureanhydrid  acyliert  worden  ist. 

14.  Verfahren  nach  Anspruch  9,  worin  der  ge- 
35  nannte  Teil  der  freien  Hydroxylgruppen  mit 

Ethylchlorformiat  acyliert  worden  ist. 
15.  Verfahren  nach  Anspruch  9,  worin  der  ge- 

nannte  Teil  der  freien  Hydroxylgruppen  mit  Dime- 
thylsulfat  verethert  worden  ist. 

40  16.  Verfahren  nach  Anspruch  9,  worin  der  ge- 
nannte  Teil  der  freien  Hydroxylgruppen  mit  Chlores- 
sigsaure  verethert  worden  ist. 

45  Revendications 

1.  Un  substrat  textile  en  polyamide  synthetique 
sur  lequel  est  depose  un  produit  de  condensation 
phenolformaldehyde  sulfone  polymere  modifie  com- 

50  prenant  un  tel  produit  de  condensation  (a)  dans  le- 
quel  entre  1  0  et  25%  des  motifs  du  polymere  contien- 
nent  SO3H  et  90  a  75%  des  motifs  du  polymere  con- 
tiennent  des  radicaux  sulfones  et  (b)  dans  lequel 
une  partie  des  groupes  hydroxyles  libres  a  et6  acy- 

55  |ee  ou  etherifiee,  le  nombre  desdits  groupes  hy- 
droxyles  qui  a  ete  acyle  ou  etheerifie  etant  suffi- 
sant  pour  inhiber  le  jaunissement  dudit  produit  de 
condensation  mais  insuffisant  pour  reduire  materiel- 
lement  la  capacite  dudit  produit  de  condensation  a 

60  conferer  de  la  resistance  aux  taches  audit  substrat 
textile  en  polyamide  synthitique. 

2.  Le  substrat  textile  de  la  revendication  1  ,  dans 
lequel  ladite  partie  desdits  groupes  hydroxyles  li- 
bres  a  ete  acylee  avec  de  I'anhydride  acetique. 
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3.  Le  substrat  textile  de  la  revindication  1  ,  dans 
lequel  Iadite  partie  desdits  groupes  hydroxyles  li- 
bres  a  ete  acylee  avec  du  chloroformiate  d'ethyle. 

4.  Le  substrat  textile  de  la  revendication  1,  dans 
lequel  Iadite  partie  desdits  groupes  hydroxyles  li-  5 
bres  a  ete  etherifiee  avec  du  sulfate  de  dimethyle. 

5.  Le  substrat  textile  de  la  revendication  1  ,  dans 
lequel  Iadite  partie  desdits  groupes  hydroxyles  li- 
bres  a  ete  etherifiee  avec  de  I'acide  chloroacetique. 

6.  Le  substrat  textile  de  la  revendication  2,  dans  10 
lequel  la  couche  d'eau  formee  au  cours  de  I'acyla- 
tion  ou  de  I'etherification  a  ete  separee  dudit  produit 
de  condensation  phenol-formaldehyde  sulfone  poly- 
mere  modifie. 

7.  Le  substrat  textile  de  la  revendication  6,  dans  15 
lequel  ledit  produit  de  condensation  phenol-formal- 
dehyde  sulfone  polymere  modifie  a  ete  dissous  dans 
une  matiere  hydroxylee. 

8.  Le  substrat  textile  de  la  revendication  7,  dans 
lequel  Iadite  matiere  hydroxylee  est  de  I'ethylenegly-  20 
col. 

9.  Un  precede  de  preparation  d'un  produit  de  con- 
densation  phenol-formaldehyde  sulfone  polymere 
modifie  ayant  une  tendance  reduite  a  jaunir  et  qui 
confere  de  la  resistance  aux  taches  a  des  subs-  25 
trats  textiles  en  polyamide  synthetique,  qui  com- 
prend  ('acylation  ou  I'etherification  d'une  partie  des 
groupes  hydroxyles  libres  d'un  produit  de  conden- 
sation  phenol-formaldehyde  sulfone,  a  un  pH  com- 
pris  entre  7  et  13,  pour  former  un  produit  de  conden-  30 
sation  phenol-formaldehyde  sulfone  polymere,  modi- 
fie,  insoluble  dans  I'eau,  dans  lequel  10  a  25%  des 
motifs  du  polymere  contiennent  des  radicaux  SOs^ 
et  90  a  75%  des  motifs  du  polymere  contiennent  des 
radicaux  sulfones,  le  nombre  desdits  groupes  hy-  35 
droxyles  acyles  ou  etherifies  etant  suffisants  pour 
inhiber  le  jaunissement  dudit  produit  de  condensa- 
tion  mais  insuffisant  pour  reduire  materiellement  la 
capacite  dudit  produit  de  condensation  a  conferer 
de  la  resistance  aux  taches  a  un  substrat  textile  en  40 
polyamide  synthetique. 

10.  Le  procede  de  la  revendication  9,  caracterise 
en  ce  que,  on  outre,  apres  I'acylation  ou  I'etherifica- 
tion,  le  produit  de  condensation,  acyle  ou  etherifie, 
insoluble  dans  I'eau  est  separe  de  la  couche  aqueu-  45 
se  qui  se  forme  pendant  la  reaction  d'acylation  ou 
d'etherification. 

1  1.  Le  procede  de  la  revendication  10,  dans  lequel 
le  produit  de  condensation  acyle  ou  etherifie  est 
chauffe  et  dissous  dans  une  matiere  hydroxylee.  50 

12.  Le  procede  de  la  revendication  11,  dans  lequel 
la  matiere  hydroxylee  est  Pethylene-glycol. 

13.  Le  proced§  de  la  revendication  9,  dans  lequel 
Iadite  partie  desdits  groupes  hydroxyles  libres  a  ete 
acylee  avec  de  I'anhydride  acetique.  55 

14.  Le  procede  de  la  revendication  9,  dans  le- 
quels  Iadite  partie  desdits  groupes  hydroxyles  li- 
bres  a  ete  acylee  avec  du  chloroformiate  d'ethyle. 

15.  Le  procede  de  la  revendication  9,  dans  le- 
quels  Iadite  partie  desdits  groupes  hydroxyles  li-  60 
bres  a  ete  etherifiee  avec  du  sulfate  de  dimethyle. 

16.  Le  procede  de  la  revendication  9,  dans  le- 
quels  Iadite  partie  desdits  groupes  hydroxyles  li- 
bres  a  ete  etherifiee  avec  de  I'acide  chloroacetique. 
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