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Description

TECHNICAL FIELD OF THE INVENTION

[0001] This invention relates in general to the field of electronic devices and, more particularly, to a method for as-
signing a data packet to one of a plurality of DMA channels, a circuit for assigning a data packet to a DMA channel,
and to a personal computer system.

BACKGROUND OF THE INVENTION

[0002] For many multimedia applications, not only is processor speed important, but also input/output bandwidth is
a critical factor that limits applications on personal computers. To address this limitation, the IEEE 1394 standard
enables high-performance multimedia connections with camcorders, televisions, stereos, CD changers, set-top boxes,
mixing consoles and music keyboards, as well as traditional personal computer devices. Also known as the "FireWire"
standard, IEEE 1394 provides a bus interface standard for portable and desktop computing environments. The IEEE
1394 Standard serves as an important linking technology that bridges the consumer and computer markets and de-
scribes a serial bus driven by an advanced communication protocol. The IEEE 1394 serial bus is designed for low
system cost, while providing the data transfer rates needed for high-performance peripheral buses.
[0003] Developed by then Institute of Electrical and Electronic Engineers (IEEE) and its list of member computer
companies, the IEEE 1394 standard is a serial bus interface that enables low-cost, high-speed digital data transfer
and communication. Transfer speeds between devices can reach up to 400 megabits per second (mbps) via both
asynchronous and isochronous data transfer modes. The IEEE 1394 Standard interface lends itself to video applica-
tions because it operates an isochronous time-slice system. For example, if the system was configured to output one
frame per 1/15 second, at least one frame will exist in every packet that is sent out. This results in smooth looking
video. For that reason, the IEEE 1394 Standard interface is highly compatible with technologies like asynchronous
transfer mode (ATM) which also operates in an isochronous mode.
[0004] Benefits of the IEEE 1394 Standard are a real-time transmission of data that provides the benefit of an ideal
interconnect for multimedia applications. Using a small, durable and flexible cable and cable connectors, the IEEE
1394 Standard generates cost savings and eliminates certain cable requirements. The IEEE 1394 Standard provides
universal input/output interconnects that integrate input/output ports while consolidating printed circuit board space.
Moreover, the IEEE 1394 Standard provides peer-to-peer communication structure that permits peripherals to com-
municate directly with each other without burdening the host unit.
[0005] The IEEE 1394 Standard provides a high speed serial bus that uses packetized data that includes a header.
The header includes routing information. In addition, the packetized data includes payload data. Physical characteristics
of the media are not necessarily designed for a long transmission distance. The IEEE 1394 Standard is designed for
short distances such as local area networks that operate on a desktop bus. The distances are often longer than simply
the desktop, but the IEEE 1394 Standard is not intended to be used for local area network operations. In essence,
therefore, the IEEE 1394 Standard provides a high speed interconnect to replace serial buses and parallel buses for
accessing devices such as workstations, home computers, televisions, VCRs, and camcorders with various media
types such as audio, video and text.
[0006] To satisfy the requirements of an interface device for communicating according to the IEEE 1394 Standard,
there is the requirement to identify that a given packet is to be received by a particular node. The IEEE 1394 Standard
does this in a programmable fashion. To ensure that only desired packets are transferred from peripherals to the
personal computer requires that only the desired packets are released and forwarded to the personal computer. To
the knowledge of the applicant, existing technology does not permit narrowly selecting packets in a programmable,
flexible and adaptable way. To the knowledge of the applicant, existing interface devices for the 1394 bus cannot handle
reserved operational codes or tcodes in the packet header in a programmable way. To the knowledge of the applicant,
no existing interface device for an IEEE 1394 bus permits selecting a highest priority channel from ones that match
data patterns. To the knowledge of the applicant, no existing system permits matching a data pattern with match data
pattern and assigning the data pattern to a particular channel. Nor do existing interface devices provide a way to specify
multiple sets of desired patterns for matching and assigning a given data pattern to a given data channel.
[0007] US Patent No. 5,434,976 describes a circuit with a four channel DMA controller and dual CPU's for managing
communications, with various high and low level functionality allocated to each of the CPU's. The arrangement has a
dedicated DMA controller which can be accessed by either CPU simultaneously. However, the arrangement disclosed
by US 5,434,976 suffers some of the above-mentioned shortcomings.
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SUMMARY OF THE INVENTION

[0008] Therefore, a need exists for identifying that a given packet is to be received by a particular node in a com-
munications interface such as the IEEE 1394 Standard interface.
[0009] A need exists for a method and system for identifying that a given packet is to be received by a particular
node in a programmable fashion.
[0010] A need exists for a method and apparatus that eliminates certain packets or excludes them, thus permitting
narrow selection of data packets that are assigned to a given DMA channel. Moreover, this need should be satisfied
by a method and apparatus that is programmable, flexible, and adaptive and, in particular, applicable to the IEEE 1394
Standard.
[0011] A need exists for a method and apparatus for handling reserve operational codes or transfer codes in a data
packet header.
[0012] A further need exists for a method and apparatus that are able to select highest priority channels from ones
that match desired header data patterns. A need exists for a way to match a data pattern in a data packet and assign
to that data packet a particular channel.
[0013] Still a further need exists for a method and apparatus for specifying multiple sets of desired data patterns for
matching and assigning a given match data pattern to a given data channel.
[0014] In accordance with the present invention, a method and apparatus for assigning a data packet to one of a
plurality of DMA channels is provided that substantially eliminates or reduces disadvantages and problems associated
with previously developed methods and apparatus for assigning data packets to a data communications DMA channel.
[0015] According to one aspect of the present invention, there is provided a method for assigning a data packet to
one of a plurality of DMA channels, which method comprising the steps of: receiving at least a portion of said data
packet, comparing at least said portion of said data packet to a predetermined match data set, at least a portion of
said match data set comprising programmably variable data regions corresponding to at least one of said plurality of
DMA channels; and directing a channel select signal to said at least one of said plurality of DMA channels in the event
of a predetermined correspondence between at least said portion of said received data packet and said match data set.
[0016] According to a second aspect of the invention there is provided a circuit for assigning a data packet to a DMA
channel comprising: a comparator for receiving at least a portion of a data packet; circuitry associated with said com-
parator for comparing at least said portion of said data packet to a predetermined match data set, at least a portion of
said match data set comprising programmably variable data regions corresponding to at least one of a plurality of DMA
channels; and circuitry for directing a channel select signal to said at least one DMA channel in the event of a prede-
termined correspondence between said at least said portion and said match data set.
[0017] According to a third aspect of the invention there is provided a personal computer system, comprising: at
least one peripheral employing a data packet transfer bus; a computer, said computer comprising: a host cpu comprising
a PCI bus; and a PCI-interface device for providing an interface between said PCI bus and said peripheral, said PCI-
interface device comprising a circuit for assigning a data packet to a DMA channel in accordance with the second
aspect.
[0018] A technical advantage of the present invention is that it provides a programmable, flexible and adaptable way
of determining that a particular data packet should go to a particular DMA communications channel.
[0019] Another technical advantage of the present invention is that it provides a programmable, flexible and adaptable
way of selecting and excluding certain data packets from particular data channels.
[0020] Still another technical advantage of the present invention is that it provides a convenient mechanism or method
for using operational code or transfer codes and other codes in data packet headers in a flexible and programmable
way to determine the assignment and priority of given data packets.
[0021] Yet another technical advantage of the present invention is that it provides a rapid, efficient, and practical way
to prioritize which data packets go to which DMA channels.
[0022] Another technical advantage of the present invention is that it provides a way to designate that data packets
matching particular matched data sets should go to a particular DMA channel.
[0023] Still another technical advantage of the present invention is that it provides a way to designate that several
types of data packets that correspond to several matched data sets should go to a single DMA channel.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024] A more complete understanding of the present invention and advantages thereof may be acquired by referring
to the following description taken in conjunction with the accompanying drawings in which like referenced numerals
indicate like features and wherein:

FIGURE 1 illustrates an operational overview of the personal computer environment incorporating the present
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invention;

FIGURE 2 provides a general operational overview of the functional logic of the present invention;

FIGURE 3 illustrates a conceptual view of the comparator logic for the present invention;

FIGURE 4 provides a more detailed conceptual representation of the comparator logic of the present invention;

FIGURE 5 illustrates in further detail the header comparator functions for packet receiver logic of the present
invention;

FIGUREs 6 through 9 illustrate possible data values for matched data set fields applicable to the present invention;

FIGURE 10 illustrates the one embodiment of the programmably selective write enable data flip flops of the present
invention;

FIGURE 11 provides an address field example for implementing the programmable bit select aspect of the present
invention;

FIGURE 12 provides an illustration of a direct memory access, multi-channel environment that is multiplexed in
time to illustrate the DMA command processing operation of the present invention;

FIGURE 13 provides a table for illustrating the assignment of priority based on the currently active channel;

FIGURE 14 shows a portion of the interface device architecture for the present invention applicable to the autoboot
function;

FIGURE 15 provides a table of PCI master bus commands corresponding to bits 31 and 30 of the internal PCI
address bus when the autoboot pin of FIGURE 14 is set active;

FIGURE 16 depicts the local bus interface of the present invention in block diagram form;

FIGURE 17 diagrammatically shows the logic of the interface device of the present invention in detecting the
presence of horizontal and vertical synch signals;

FIGURE 18 illustrates another aspect of the present invention including the operation of directing a single data
packet to a single scan line;

FIGURE 19 shows the operation of the present embodiment for mapping a single data packet into multiple video
scan lines;

FIGURE 20 illustrates a memory map of packet control list data structures and data buffers used by the DMA
packet processor of the present invention;

FIGURE 21 shows a partial flow diagram of the DMA machine showing the packet processor operation of the
present invention;

FIGURE 22 provides a partial flow diagram of the DMA machine showing the asynchronous transmit operation of
the present invention;

FIGURE 23 is a partial flow diagram of the DMA machine showing an isochronous transmit operation of the present
invention;

FIGURE 24 provides an exemplary auxiliary function flow diagram of the present invention;

FIGURE 25 shows a partial flow diagram of the DMA machine showing the local bus to/from PCI bus operation of
the present invention; and
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FIGURE 26 conceptually diagrams, at a high level, the functions occurring in the FIFO circuits of the present
invention.

DETAILED DESCRIPTION OF THE INVENTION

[0025] Preferred embodiments of the present invention are illustrated in the FIGUREs wherein like numerals refer
to like and corresponding parts of the various drawings.
[0026] FIGURE 1 conceptually illustrates personal computer environment 10 that includes a personal computer 12
(indicated by the dash-lined box) and associated peripheral devices 14 (indicated by dash-lined box). Within personal
computer 12 there are various buses and nodes that control personal computer operations. For example, interface
bus 16 supports communication with three-port physical layer interface 18 and interface device 20 of the present
invention. Serial EPROM 22 supports operation of PCI-interface device 20. PCI-interface device 20 further interfaces
with PCI bus 24 and auxiliary port local bus 26. Also communicating with PCI bus 24 are local bus 28 and PCI agents
30 and 32. PCI host bridge 34 performs host bridge functions between local bus 28 and PCI bus 24. Auxiliary port local
bus 26 communicates with flash PROM (or RPL ROM) 36, direct memory access (DMA) channel control static RAM
(SRAM) 38, user-defined function (AUX) 40, and zoom video (ZV) port 42 for video input and output. Host local bus
28 communicates with host CPU 44 and local memory 46.
[0027] Peripheral devices 14 that may communicate with physical layer interface device 18 may include CD ROM
device 48, laser printer 50, desktop camera 52, and digital video cassette recorder (VCR) that interfaces with video
cable set top box 56.
[0028] In FIGURE 1, PCI-interface ASIC 20 performs a primary function of controlling transfer of data packets be-
tween devices operating in an environment that supports PCI bus 24 and devices operating in a high-speed input/
output peripheral environment such as that which the IEEE 1394-1995 standard environment establishes. PCI-interface
ASIC 20 of the present embodiment complies with IEEE standard 1394-1995 and with PCI specification revision 2.0.
Moreover, PCI-interface ASIC 20 performs the function of a cycle master, particularly in the IEEE 1394-1995 environ-
ment, and has the ability to detect lost cycle start messages. PCI-interface ASIC 20 has the ability to generate 32-bit
cyclical redundancy check (CRC) signals for transmission of IEEE 1394 standard packets, as well as to perform 32-bit
CRC checking on receipt of IEEE 1394 packets. PCI-interface ASIC 20 supports a barrier between PCI-interface ASIC
20 and physical interface layer 18. Moreover, PCI-interface ASIC 20 supports IEEE 1394 transfer rates of 100, 200
and 400 mbps, as well as provides three size programmable FIFOs (e.g., ASynch transmit, Isochronous transmit, and
general receive).
[0029] As discussed below, PCI-interface ASIC 20 provides programmable channel address comparator logic for
receiving incoming data packets and assigning them to a DMA channel. The present invention provides, in at least
one embodiment, five scatter-gather DMA channels where the data packet operation of each channel may be pro-
grammed to support (1) asynchronous packet transmissions, (2) isochronous packet transmissions, (3) asynchronous
packet receive, and (4) isochronous packet receive functions.
[0030] PCI-interface ASIC 20 also provides PCI master bus functions to support DMA operations, as well as PCI
slave functions for read and write access to internal registers. Implementing a 32-bit PCI address-data path, PCI-
interface ASIC 20 provides, not only PCI address-data parity checking, but also software control for interrupt events.
PCI-interface ASIC 20 provides a programmable external local bus for implementing a dedicated path to external logic.
In addition, PCI-interface ASIC 20 provides an 8-bit or 16-bit interface to zoom video (ZV) port for transferring video
data directly to an external motion video memory carrier.
[0031] FIGURE 2 provides block diagram 58 that shows the functional partitioning of PCI-interface ASIC 20 of the
present invention. The logic within PCI-interface ASIC 20 includes PCI bus logic 60 that includes serial EPROM inter-
face 62 for communicating with serial EPROM 22. PCI master logic 64 and PCI slave logic 66, as well as PCI config-
uration and control status register 68 provide the necessary logic for communications with PCI bus 24. Local bus
interface logic 70 provides the necessary control logic for interfacing to auxiliary port local bus 26.
[0032] Within PCI-interface ASIC 20, DMA logic 72 includes DMA engine 74 and DMA control and status register
76 for controlling operations and communications with PCI bus logic 60 and FIFO logic 78. FIFO logic 78 includes
general received FIFO 80, asynchronous transmit FIFO 82, isochronous transmit FIFO 84, pointer address mapping
logic 86, and FIFO control and status registers 88.
[0033] Link layer control logic 90 includes control and status registers 92 that control and report status of all functions
within the link layer control logic 90. Packet transmit control logic 98 and packet receive control logic 102 work with
logic, and cycle timer 94 and cycle monitor 96. Physical link interface logic 104 includes parallel-to-serial and serial-
to-parallel functions.
[0034] In FIGURE 2, PCI bus logic 60 implements the logic for interfacing PCI-interface ASIC 20 to PCI bus 24. PCI
slave logic 66 provides the ability for external PCI agents to read and write slave interface control logic for assessing
all of the PCI-interface 20 control and status registers 68, 76, 88, and 92 which are required by application software
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to control the operation of PCI-interface ASIC 20 and monitor its operational status. PCI master logic 64 provides to
DMA logic 72 with the ability to initiate data transfers over the PCI bus 24 as a master device. PCI configuration control
and status registers 68 are usable by personal computer system 12 application software for configuring and program-
ming PCI-interface ASIC 20. This includes the PCI-required control and base registers, as well as an interrupt control
and status signal for PCI-interface ASIC 20 and miscellaneous control and status registers. Local bus interface logic
70 includes an auxiliary port to interface and control RAM, ROM, auxiliary functions, zoom video port, and four GPIO
interfaces. Moreover, serial EEPROM interface 62 provides certain required PCI configuration data and constant sys-
tem control register information after power-up.
[0035] Serial EEPROM interface 62 provides communication between PCI-interface ASIC 20 and serial EEPROM
22 (FIGURE 1). In power up, serial EEPROM interface 62 initializes a small number of locations in the PCI configuration
registers 68 from serial EEPROM 22. While the serial EEPROM state machine is accessing serial EEPROM 22, any
incoming PCI slave access is terminated with retry status.
[0036] Serial EEPROM 22 also includes configuration data for PCI configuration control and status register 68. This
information is read and written by host CPU 44 emulating a two-wire serial bus protocol through the control register
for serial EEPROM 22. The two-wire serial bus is manipulated from host processor 44 by setting the serial EEPROM
22 output enable bit to a "1" in value, and then accessing the data and clock bits to emulate the two-wire serial bus
protocol. PCI configuration control and status register 68 includes a timer bit for providing a time reference for timing
the two-wire serial bus protocol events.
[0037] PCI master logic 64 implements the control required for PCI-interface ASIC 20 to operate on PCI bus 24 as
a master device. This logic permits the operation of memory reads, memory writes, memory read line, and memory
write line and write-invalidate instructions. For the memory read function, PCI-interface ASIC 20 DMA read operation
results in a memory read of memory read line command on the PCI bus. For the memory write operation, PCI-interface
ASIC 20 DMA write operation results in a PCI memory write, memory write line or a memory write invalidate command
on the PCI bus.
[0038] PCI slave logic 66 performs the control logic necessary for PCI-interface ASIC 20 to operate on the PCI bus
as a slave device. When enabled, PCI slave function 66 responds to memory read or write commands at PCI memory
address ranges specified by base address registers contained in 68. PCI slave logic 66 performs slave burst transfers
when enabled by the slave burst bit in the miscellaneous control register. PCI slave logic 66 performs posted write
operations when enabled by a control bit in the miscellaneous control register.
[0039] PCI configuration control and status registers 68 provide system and application software with the capability
to perform the PCI operational configuration of PCI-interface ASIC 20.
[0040] Local bus interface logic 70 provides a group of special input/output ports that share common logic. These
ports are accessible from either PCI bus 24 or DMA engine 74. External devices on these ports cannot function as
master devices. These ports allow PCI-interface ASIC 20 to connect to external devices or interfaces for providing
autonomous data transfers between such devices. All local bus interfaces, except the zoom video bus interface, are
synchronous to a local clock, which is an offered version of the PCI clock. The ZV port clock is programmed to be
based on versions of the PCI clock, the IEEE 1394 clock, or an external clock.
[0041] Local bus interface logic 70 provides a shared local address bus which, in the present embodiment, is a 16-bit
address bus, and a shared 8-bit or 16-bit read or write data bus with programmable wait-states and ready conditions.
The local bus addresses and data buses are shared among the ROM, RAM, AUX, and ZOOM port functions. Also, the
ZV output port provides horizontal synch, vertical synch data valid, and ZV-PIXEL.CLK. Other input and output for local
bus interface logic 70 includes four general purpose I/O (GPIO) pins that feature programmable direction and polarity
functions. Miscellaneous signals in the present embodiment of local bus interface logic 70 include local bus clock
output, reset output, interrupt input, and external ready input. PCI configuration control and status registers 68 provide
the necessary control instructions and information for operational configuration of local bus interface logic 70.
[0042] PCI interface ASIC 20 includes a remote program load (RPL) read-only memory (ROM) that provides to
personal computer 12 the ability to read boot code from an attached RPL ROM. This allows the system to boot from
an IEEE 1394 device, even though the system may lack specific IEEE 1394 boot code at power-reset. Additionally,
ROM interface will be generalized to provide functionality beyond accessing the RPL ROM alone. Local bus interface
logic 70 supports PCI slave and internal DMA read/write access to devices such as flash PROM 36, SRAM 38 and
other RAM-like devices that appears in FIGURE 1. ROM access is controlled by PCI configuration control and status
registers 68 and is enabled by writing a 1 to the least significant bit of ROM base address register. A ROM interface
may be configured as either an 8-bit or 16-bit wide data, a specified number of wait-states or similar functions. ROM
options are configured at power-reset via serial PROM 22 and enter via PCI slave accesses.
[0043] RAM interface is accessed through a second PCI memory based register within PCI configuration control and
status register 68. This memory may be used for DMA control structures or data buffers or shared memory interface
to other functions such as a digital signal processor. The RAM interface may be configured as either a 16-bit or 8-bit
wide data, a specified number of wait-states, or external ready paced.
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[0044] The auxiliary interface is a generic input/output port that may be accessed through a third PCI memory-based
address register within PCI configuration control and status register 68. This port may be used to implement a high
speed data path to external dedicated resources such as compression/decompression logic or video processor/frame
buffers. If the ZV port is enabled, then a portion of the AUX address space is mapped to the ZV port. Otherwise, this
space is available as part of the auxiliary address base in the preferred embodiment. In the present embodiment,
auxiliary interface may be configured as either an 8-bit or 16-bit wide data, a specified number of wait-states, or external
ready paced.
[0045] FIFO logic is designed around a single 256 X 33 clocked dual-port ram in the preferred embodiment, which
is partitioned into three logical FIFOs. Each FIFO is programmable in size from 0 to 256 words. For a given combination
of FIFO sizes, the sum total of the three FIFO sizes shall be less than or equal to 256 words.
[0046] General receive FIFO (GRF) 80 includes a read and write pointer pair for use in accessing the FIFO dual port
RAM. Each pointer counts in the range from 0 to its fifo_size_value minus 1. The FIFO RAM addressing range for each
pointer is set by logic which generates an offset value. The offset shall be added to the value of the pointer to map it
to a unique range of RAM addresses. The read pointer shall be used by the active DMA channel to read asynchronous
or isochronous packets from the PCI-side of the RAM, and write them into host memory. The IEEE 1394 receiver uses
the write pointer to write asynchronous or isochronous packets - received over the IEEE 1394 bus - into the link-side
of the FIFO RAM. The two pointers are communicated to both sides of the FIFO RAM through synchronizer logic, since
either side of the FIFO dual port RAM resides in different clock domains.
[0047] Asynchronous transmit FIFO 82 includes a read and write pointer pair for accessing the FIFO dual port RAM.
Each pointer counts in the range from 0 to its fifo_size_value minus 1. The FIFO RAM addressing range for each
pointer is set by logic which generates an offset value. The offset is added to the value of the pointer to map it to a
unique range of addresses. The active DMA channel uses the write pointer to write asynchronous packets - that it
reads from host memory - into the PCI-side of the RAM. The read pointer shall be used by the IEEE 1394 transmitter
which uses the read pointer to read asynchronous packets from the link-side of the FIFO RAM, and transmit them over
the IEEE 1394 bus. The two pointers are communicated to both sides of the FIFO RAM through a synchronizer logic,
since either side of the FIFO dual port RAM resides in different clock domains.
[0048] Isochronous transmit FIFO 84 includes a read and write pointer for accessing the FIFO dual port RAM. Each
pointer counts in the range from 0 to its fifo_size_value minus 1. The FIFO RAM addressing range for each pointer is
set by logic which generates an offset value. The offset is added to the value of the pointer to map it to a unique range
of addresses. The active DMA channel uses the write pointer to write isochronous packets - that it reads from host
memory - into the PCI-side of the FIFO RAM. The IEEE 1394 transmitter uses the read pointer to read isochronous
packets from the link-side of the FIFO RAM and transmit them over the IEEE 1394 bus. The read and write pointers
are communicated to both sides of the FIFO RAM through a synchronizer logic, since either side of the FIFO dual port
RAM resides in different clock domains.
[0049] Pointer dual-port address mapping logic 86 uses the three size values from the FIFO size register to map
each of the FIFO read-write pointer pairs to a unique range of addresses in the FIFO dual port RAM. The pointer
address mapping function shall be generated in accordance with the equations as shown in the table below:

[0050] FIFO Control and Status Registers 88 implement the control and status register set of the FIFO logic 78. FIFO
Control and Status Registers 88 include a FIFO size register for setting the size of each logical FIFO. This register
provides three size parameters for programming the size of isochronous transmit FIFO 84, asynchronous transmit
FIFO 82 and General Receive FIFO 80. This register is accessed via a PCI-slave 66 read or write operation. A PCI-
side FIFO pointer Write-Read port provides a PCI-slave 66 write-read port for software to fetch the current value of
the PCI-side pointers or write a value to them. A link-side FIFO pointer Write-Read port provides a PCI-slave read port
for software to fetch the current value of the link-side pointers or write a value to them. A General Receive FIFO
POP-PUSH port may receive a 32-bit slave write to cause the data quadlet to be pushed onto the top of GRF 80. A
32-bit slave read from this port causes a data quadlet to pop off the top of GRF 80. An Asynchronous Transmit FIFO
POP-PUSH port may receive a 32-bit slave write to this port to cause the data quadlet to be pushed onto the top of
asynchronous transmit FIFO. A 32-bit slave read from this port causes a data quadlet to pop off the top of asynchronous

Read-Write Pointer Address Mapping Logic
let ITF = Isochronous Transmit FIFO
let ATF = Asynchronous Transmit FIFO
let GRF = General Receive FIFO
Isochronous Transmit FIFO pointer RAM address = ITF_pointer_value (0 to (ITF_size-1)) + 0x00
Asynchronous Transmit FIFO pointer RAM address = ATF_pointer_value (0 to (ATF_size-1)) + ITF_size
General Receive FIFO pointer RAM address = GRF_pointer_value (0 to (GRF_size-1)) + (ITF_size + ATF_size)
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transmit FIFO 82. An Isochronous Transmit FIFO POP-PUSH port may receive a 32-bit slave write to this port to cause
the data quadlet to be pushed onto the top of isochronous transmit FIFO 84. A 32-bit slave read from this port causes
a data quadlet to pop off the top of isochronous transmit FIFO 84. A FIFO Control Token Status Read Port provides a
slave read to return the value of bit 33 of the last data quadlet that was popped from one of the three FIFO's that was
previously accessed. FIFO Diagnostic test and control register provides a PCI-slave read-write port for software to
configure the FIFO logic for diagnostic testing and control it's operation. Also, a Transmit FIFO Threshold register
provides a PCI-slave read-write port for software to set the Transmit threshold for the ASynch and Isochronous transmit
FIFO's.
[0051] CRC Logic 100 implements the logic for performing the functions, including generating a 32 bit auto-DIN CRC
error code on the header part of the packet data stream generated by the transmitter logic. The transmitter inserts this
code into data stream after the header. For packets which have a data payload, CRC logic 100 generates a 32 bit
auto-DIN CRC error code on the data payload portion of the packet stream generated by the transmitter logic. The
transmitter inserts this code at the end of the packet stream. CRC logic 100 generates a 32 bit auto-DIN CRC error
code on the header part of an incoming packet data stream. If the computed code is equal to the header CRC code
sent with the packet, then the receiver considers the header correct. In addition, CRC logic 100 generates a 32 bit
auto-DIN CRC error code on the payload section of an incoming packet data stream. If the computed code is equal to
the data CRC code sent with the packet, then the receiver considers the data payload correct.
[0052] The 1394 link layer logic 90 implements the IEEE 1394 Link Layer Control Logic (LLC) as specified in the
IEEE 1394-1995 standard. This function controls the transmission and reception of IEEE 1394 packet data between
the FIFO logic 78 and other devices on the IEEE 1394 bus.
[0053] The 1394 link layer control and status register 92 implement the control and status register logic required by
application software to control the operation of the LLC and monitor its operation. A 1394 bus number-node number
register provides the interface for application software to program the bus and node numbers. A 1394 link layer control
register provides the interface for application software to control the operating mode of the LLC. A 1394 Link Layer
Interrupt Status Register provides the interface for application software to decode the cause of interrupts generated
by the LLC and provide a mechanism for clearing the interrupt status. A 1394 Link Layer Interrupt Enable register
provides the interface for application software to selectively enable the status bits in the interrupt status register to
generate a LLC interrupt or disable them from generating a LLC interrupt. A 1394 Cycle Timer Register provides the
interface for application software to program the cycle timer with an initial value or to read its current value. When the
LLC is operating as a cycle master, this timer shall be used to time the transmission of cycle start packets every 125
microseconds. A 1394 Physical Layer Access Register provides the interface for application software to write data to
or read data from the Physical Layer I/F 18 control and status registers.
[0054] A 1394 diagnostic test control register provides the interface for application software to perform diagnostic
testing of the 1394 LLC logic. The 1394 link layer control and status registers 92 also include DMA Channel 4-0 Word
0 receive packet compare value registers. Each register is assigned to a DMA channel comparator logic function. The
DMA channel comparator matches a selected set of bit positions in the compare value register, to corresponding bit
positions of the first quadlet(word 0) of the incoming packet. The bit positions to match are specified by the mask value
contained in the word 0 receive packet compare mask register. A DMA channel 4-0 word 0 receive packet compare
mask register is assigned to a corresponding DMA channel comparator. The DMA channel compare logic uses the
mask value in this register to select the bit positions in word 0 that will be matched against corresponding bit positions
in the word 0 receive compare value register. The DMA Channel 4-0 Word 1 receive packet compare value registers
are assigned to a DMA channel comparator logic function. The DMA channel comparator matches a selected set of
bit positions in the compare value register to corresponding bit positions of the second quadlet (word 1) of the incoming
packet. The bit positions to match are specified by the mask value contained in the word 1 receive packet compare
mask register. Also, a DMA channel 4-0 word 1 receive packet compare mask register is assigned to the corresponding
DMA channel comparator. The DMA channel compare logic uses the mask value in this register to select the bit positions
in word 1 that is matched against corresponding bit positions in the word 1 receive compare value register.
[0055] Moreover, 1394 link layer control and status registers 92 include a busy retry count register, the contents of
which specify the number of times the 1394 transmitter should re-try the transmission of an ASynch packet when a
busy acknowledge is received from the destination node. This register shall be read-write by application software via
PCI slave access. A busy retry transmit time interval register contains the time interval that the transmitter must delay
between successive re-try attempts, when a busy acknowledge signal is received for each attempt. This register is
read-written by application software via PCI slave access. Also, there is a state machine vector register that provides
software with the capability to monitor the state vector of each state machine implemented in the LLC. Furthermore,
FIFO error counters count the under-runs that occur on the ASynch and Isochronous transmit FIFO's 82 and 84 during
packet transmissions and the over-runs occurring on GRF 80 during packet reception.
[0056] Packet receiver control logic 102 implements the logic required to receive incoming IEEE 1394 packets. Re-
ceiver control logic conforms to the detail functional requirements as specified in IEEE 1394-1995. These include the
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following functions of using the bus and node ID registers and/or the DMA channel receive packet comparators to
determine if an incoming asynchronous or isochronous packet is to be accepted. The CRC logic function verifies correct
reception of an incoming packet by checking the header CRC. If the packet has a payload, the data CRC shall be
checked, and received packets loaded into the GRF 80 if the packet passes the addressing and CRC checks. Packet
receiver control logic 102 generates acknowledge on asynchronous receive packets.
[0057] Cycle timer logic 94 implements the logic for performing the cycle timer function. Cycle timer logic 94 conforms
to the requirements of a cycle time function as specified in the IEEE 1394-1995 standard. The cycle timer contains the
cycle counter and the cycle offset timer. The offset timer is free running, or reloaded on a low-to-high transition on a
selected signal pin, or takes a reload value from the receiver, based on the state of the cyclemaster and cyclesource
bits in 1394 LLC control and status registers 92. The cycle timer shall be used to support isochronouschronous data
transfers. The cycle time shall be 32 bits wide. In the present embodiment, the low order 12 bits count as a modulo
3072 counter, which increments once every 24.576 MHZ clock period, or (40.69ns). The next 13 high order bits shall
be a count of 8khz (or 125 usec), and the highest 7 bits count in seconds.
[0058] Cycle monitor logic 96 implements the logic for performing the cycle monitor function. Cycle monitor logic 96
supports isochronous data transfers to monitor the LLC activity and handle the scheduling of isochronous activity.
When cycle monitor logic 96 receives or transmits a cycle start packet, cycle monitor logic 96 indicates the occurrence
of these events by generating a cycle started or cycle received interrupt. Cycle monitor logic 96 also detects missing
cycle start packets and generates a cycle lost interrupt. When an isochronous cycle is completed, cycle monitor logic
96 asserts a cycle done interrupt. Cycle monitor logic 96 signals the transmitted to send a cycle start packet when the
cyclemaster enable bit is asserted in 1394 LLC control and status register 92.
[0059] Packet transmit control logic implements the logic to control the movement of IEEE 1394 packets from either
isochronous transmit FIFO 82 or asynchronous transmit FIFO 84 to PHY-LINK interface logic 104 for transmission
over the IEEE 1394 bus. Transmit control logic 98 conforms to the functional requirements specified in the IEEE
1394-1995 Standard. Transmit control logic 98 formats the transmit packet formats.
[0060] The 1394 packet transmit control logic 98 unloads quadlets from asynchronous transmit FIFO 84, and correctly
formats them into a 32-bit parallel 1394 asynchronous packet stream. Control logic 98 unloads quadlets from iso-
chronous transmit FIFO 82 and correctly formats them into a 32-bit parallel 1394 isochronous packet stream. Using
the CRC logic to compute a CRC code for the header and payload sections of a packet, control logic 98 inserts the
CRC codes into packet stream in the time slot as required by the format of the packet being transmitted. The 1394
packet transmit control logic 98 inputs the parallel packet streams to the PHY-LINK interface logic for conversion from
a parallel to a serial data stream format for transmission to the PHY.
[0061] The 1394 packet transmit control logic 98 transmits the cycle start packet when the LLC is programmed to
operate as the cycle master. The 1394 packet transmit control logic 98 sends the 1394 transmit bus requests to the
PHY. The PHY layer will arbitrate for the bus and send the indication to the transmitter to start transmitting when the
BUS grant is received. The 1394 packet transmit control logic 98 executed re-try transmissions using the single phase
retry X protocol as specified in the IEEE 1394-1995 Standard when a busy acknowledge is returned in response to an
ASynch transmitted packet. In addition, the 1394 packet transmit control logic 98 sets the speed of packet transmission.
[0062] PHY-LINK interface logic 104 implements the logic for interfacing PCI-interface ASIC 20 to the physical layer
chip. PHY-LINK interface logic 104 conforms to the requirements of the link-PHY interface specification in the IEEE
1394-1995 standard. This function provides PCI-interface ASIC 20 with access to the physical layer services. The
PHY-LINK interface logic 104 uses packet speed code from the transmitter to select the number of serial data streams
to generate. If the speed code is set for 100 mbps, the parallel data stream is converted into two serial data streams,
each running at 50 mbps. If the speed code is set for 200 mbps, the parallel data stream is converted into four serial
data streams each running at 50 mbps. PHY-LINK interface logic 104 uses a PHY receive speed indication to convert
the incoming serial data streams from the PHY into a parallel data stream for input into the receiving control logic. For
any incoming packet, the PHY will generate two serial data streams to PCI-interface ASIC 20, if it is receiving the
packet at 100 mbps or four serial data streams, if it is receiving the packet at 200 mbps. The serial data streams are
each clocked at 50 MHZ. PHY-LINK interface logic 104 detects and receives serial status responses from the PHY
and converts them into a parallel format. The status responses convey PHY interrupt indications and/or return data in
response to a PHY register read access request. PHY-LINK interface logic 104 detects and receives serial acknowledge
packets and converts them into a parallel format. In addition, PHY-LINK interface logic 104 accepts transmitter packet
transmit requests or PHY register read-write access requests and formats them into a serial request stream for trans-
mission to the PHY. Moreover, PHY-LINK interface logic 104 may optionally operate with an electrical barrier between
the PHY and PCI-LYNX devices.
[0063] DMA logic 74 uses PCI master logic 64 to acquire the PCI bus 24 and function as a master device. DMA logic
72 includes DMA engine 74 which includes a common state machine which is priority-time multiplexed. The DMA
engine also contains arbitration logic for activating the channel based on assigned priority level. In addition, DMA
control and status registers 76 provide each DMA channel along with the PCI slave 66 data path control for accessing



EP 0 803 819 B1

5

10

15

20

25

30

35

40

45

50

55

10

these registers from PCI interface ASIC 20.
[0064] DMA engine 74 implements the state machine logic for fetching control parameters and data buffer pointers
from the PCL. The state machine logic or packet processor uses these parameters to control the transfer of data to
and from the data buffers.
[0065] FIGURE 3 illustrates header compare logic contained in the 1394 packet receive logic 102, that receives
32-bit packet data stream 106 from PHY-LINK interface logic 104. 32-bit packet data stream 106 goes to IEEE 1394
receiver logic 102 and to the header compare logic indicated by reference numeral 110. Also, PCI slave 66 provides
32-bit read/write access to the comparator control registers contained in number 110. Line 117 indicates the header
compare match output for DMA channel 0. Line 119 indicates the header compare match for DMA channel one. Line
121 shows the header compare match for DMA channel two. Line 123 shows the header compare match for channel
three. Each of these outputs go to priority encoder 128 and logical OR circuit 129. Priority encoder 128 generates DMA
channel output 130 that goes to 1394 receiver logic 102. The OR logic circuit 129 provides a comparator match to
receiver control logic signal as a 0 indicating no match, or 1 indicating a match at line 132 which goes to 1394 receiver
logic 102.
[0066] DMA engine 74 may be viewed as five (5) or more independent DMA channels that all run concurrently. The
actual implementation uses one main control state machine to multiplex between the DMA channels over time. Priority
super-isochronous logic continuously examines the current context of all channels and assigns the channel with the
highest priority having pending activity to the state machine for execution.
[0067] FIGURE 4 illustrates in more detail the general concepts that FIGURE 3 describes. In FIGURE 4, receive
data 106 includes header data 108 having words WD0 and WD1. Words WD0 and WD1 are provided to each of the
N DMA channel header compare blocks of logic 110 (e.g., such as the four channels 0-3 of FIGURE 3). DMA header
compare registers for each DMA channel in logic 110 includes instructions in circuitry for comparing header WD 0 at
108 to match select register contents 120 and control values logic 122. Likewise, WD 1 at 109 is compared using
compare instructions as indicated by content of register 124 and the contents of select register 126. The output of DMA
header compare registers and logic is represented as channel select [0] through channel select [N - 1]. FIGURE 4
further indicates that priority encoder 128 receives these channel select outputs to produce a channel number at DMA
channel selected line 130 and an address match output 132. As FIGURE 3 and the accompanying text describe DMA
channel selected output 130 and address match output 132 flow to IEEE 1394 receiver logic 102.
[0068] DMA header compare registers and logic 110 and priority encoder 128 implement the logic required to deter-
mine if an incoming packet is to be accepted and loaded into the GRF 80. FIGURE 3 shows four DMA channels, that
five or more DMA channels are within the scope of the invention. Each DMA header compare register and logic circuit
110 is assigned to service a DMA channel. A comparator includes a WD 0 field select register 122, a WD 1 select
register 126, a WD 0 compare value register 120, a WD 1 compare value register 124 and comparison logic. The two
field select mask registers specify the bit fields in WD 0 and WD 1 of the incoming packet, that will be matched to an
expected value by the comparator logic. The two compare value registers specify the expected bit patterns that will be
matched against the selected bit fields in word 0 and word 1 of the incoming packet. Priority encoder 128 collects the
DMA channel match indications from each DMA header compare register and logic 110 and generates a bit code that
maps the incoming packet to a particular DMA channel. The OR logic circuit 129 combines the select indications from
the DMA header compare registers and logic 110 and generates a single comparator match indication to IEEE 1394
receiver logic 102. The IEEE 1394 receiver logic uses the DMA channel number, and comparator match indication to
determine if the incoming packet is to be received into GRF 80.
[0069] In the present embodiment, the DMA packet processor may operate as independent DMA channels all running
concurrently. The actual implementation utilizes one main control state machine which multiplexes between the multiple
DMA channels (e.g., five DMA channels) over time. Priority super-isochronous logic continuously examines the current
context of all channels and assigns the channel with the highest priority of pending activity to the state machine for
execution. A DMA channel initializes after reset to a static condition where it is waiting for a valid PCL pointer to be
written to the packet control list start address register, and the channel enable and link bits to be set in the DMA control
register. A valid PCL pointer is determined by the state of bit zero of the packet control list start address register. A
one indicates an invalid address, and a zero indicates a valid address. The DMA will then go to the address pointed
to by the packet control list start address register, fetch the new address, and, if valid, will make this the current PCL
address and begin execution.
[0070] If this address is invalid, the link bit is cleared in the DMA control register, a DMA halted interrupt is generated
for this channel with associated status in the interrupt status register, and the channel goes inactive. This mechanism
provides a sanity check on the PCL memory structures as well as provides a relatively easy way to continue channel
PCL execution in the event that a next address link is missed. When a valid next PCL address is detected, the DMA
will then set the BUSY bit in the DMA control register and fetch the first control words at the PCL offset. A check is
then made to determine whether the command is a receive, transmit, PCI to/from local bus, or auxiliary command.
From priority encoder 128, depending on which DMA channel has a match, the highest priority channel that has a
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match identifies a particular DMA channel to be selected.
[0071] FIGURE 5 shows in yet further detail the operation of a given DMA channel header compare logic 120 ac-
cording to the present embodiment. For example, receive data that includes words WD0 and WD1 goes to header
compare logic 120. This includes having code segment 134 of word WD0 go to destination ID compare logic 136. WD0
portion 138 goes to tcode compare logic 140. WD0 portion 142 goes to compare logic 144 for WD0 bits 15:6 and 3:0.
In addition, compare logic 146 receives bits 31:16 as indicated by WD1 portion 148. Compare logic outputs from
destination ID compare logic 136, tcode compare logic 140, compare logic 144 operating on WD0 bits 3:0 and WD0
bits 15:6, as well as compare logic 146 output for WD1 bits 31:16 go to AND function 150. The output of AND function
150 is a channel select output [x] that may be channel select [0] through channel select [N - 1] which priority encoder
128 receives as described above to produce DMA channel selected signal 130 and address match signal 132.
[0072] FIGUREs 6, 7, 8 and 9 provide detailed views of the receive data bits that go to DMA channel header compare
logic 120. In particular, FIGURE 6 shows that T code 160 includes [7:4] of asynchronous header 162. Similarly, tcode
bits 164 form bits [7:4] of isochronous header 166. In a given DMA channel, the match data set 168 includes match
data header for WD0 at 170 corresponding to header WD 0 at 162 and select match data set 172 corresponding to
header WD 0 at 166. As FIGURE 6 illustrates, the [7:4] compare bits 174, as modified by [7:4] bits 176 of compare
select WD 0 at 172, determines the match results for receive header WD 0, bits [7:4]. The output from this comparison
is ANDed with other partial comparison results to determine the match value 117 for a particular DMA channel.
[0073] FIGURE 6 shows a possible target data value layout for particular fields. The present invention takes receive
data, one field at a time, and tries to show possible ways of setting the compare words and select words to receive a
particular result. In particular, FIGURE 6 shows the comparison against the tcode 160 field. One of the tcodes 160 or
164 provides an operational code that identifies the data type on receive data bus 16 and 1394 serial data [need a
number??] as isochronous or asynchronous data. In the example of FIGURE 6, tcodes are in the same field. This
comparison operates on both asynchronous headers and isochronous headers in the same way. There may be different
ways to decode isochronous and asynchronous headers. They may be as shown or may be merged together. Actual
encoding may range, but behavior is similar in that we end up with a compare or not compare.
[0074] FIGURE 7 highlights [3:0] bits 178 and [15:8] bits 180 of asynchronous header 162, as well as [3:0] synch
bits 182 and [15:8] channel bits 184 of isochronous header 166. The [3:0] bits of header WD 0, either primary bits 178
or synch bits 182 are compared with [3:0] bits 186 of WD 0 at 170 as modified by [3:0] bits 188 of compare select WD
0 at 172. Moreover, [15:7] bits of header WD 0 at 170, either asynchronous header 162, [15:7] bits 180, or isochronous
header 166, [15:7] bits 184, are compared to the [15:7] bits 190 of compare WD 0 at 170 as modified by [15:7] bits of
compare select WD 0 at 172. The output from these matches occurring per FIGURE 7 corresponds to the WD 0 bits
[3:0] and [15:7] of compare logic 144 of circuit 110.
[0075] FIGURE 8 shows a further comparison corresponding to the destination ID compare logic circuit 136 of DMA
channel compare logic 110. Asynchronous header 162 includes destination ID bits [31:15] designated by reference
numeral 200. These same bit positions, [31:16] bits of header WD 0 at 166 contain data length bits [31:16] designated
by reference numeral 202 for isochronouschronous data packets. Likewise, bits [31:16] of a particular link layer control
register 92, here designated by reference numeral 204 contain node number and bus number data. FIGURE 8 depicts
the comparison of asynchronous receive header WD 0 at 162 or isochronous receive header WD 0 at 166 with match
data set 170 bits 206 for [31:16] bits as modified by data set 172 bits 208. Match data set 210 includes bits [15:11] as
destination ID set bits 212. Based on the comparison that FIGURE 8 produces, a DMA channel number is derived in
logic block 146 that goes to AND function 150 of DMA channel compare logic 110.
[0076] The high order bits [31:16] of asynchronous header WD 0 can have special meaning because of the way that
the IEEE 1394 Standard treats destination identifiers. For example, IEEE 1394 encoding designates broadcast type
of messages to different headers. For the receive header, there is a compare word 0 and a bit select word 0 that allows
one to select a specific receive header word. In addition, each bit in compare select word 1 [15:11] 212 selects indi-
vidually a particular destination ID comparison equation.
[0077] FIGURE 9 shows asynchronous header 162 that includes sourceID bits [31:16] at 220. These bit locations
222 in an isochronous header 166 are part of variable data. In WD 1 compare logic 146, DMA channel 120 compares
bits 16 through 31 of match data set 170 as modified by compare select word 1 bits [31:16] at 226 to header WD 1 bits
[31:16] at 220 or 222.
[0078] FIGURE 10 shows register write circuitry 250 for writing an arbitrary number of data register bits with a single
register write operation. Circuitry 250 shows one of an arbitrary number of similar circuits. Each circuit controlling a
particular bit out of the arbitrary number of data bits. In register write circuitry 250, general purpose I/O (GPIO) write
data input 252 goes to data flip flop 254. Data flip flop 254 also receives clock signal 256 and write enable input 258
from AND function 260. AND function 260 receives GPIO address okay signal 262, write standard signal 264 and GPIO
address bit input 266. AND function 260 provides the AND output 258 to write enable bit 268 of data flip flop 250. Only
flip-flops 250 with a 1 in their particular assigned address bit 266 will be written with its respective GPIO write data 252.
[0079] Register write circuitry 250 permits writing only to bits that must change in a register, while preserving the
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previous value of the remainder of bits. Register write circuitry 250 also permits software to modify critical data bits
without having to recall, specify, or operate on register bits not related to a particular action.
[0080] When there is an address of a register to which the write enable bit 258, 1 to 4 GPIOs may be written to based
on the address field. The Ax's in [GPIO] address number input 266 represent the address bit that would base this write
on to determine if there is a write to this bit or not. The write strobe 264 says that this is a write operation. The GPIO
Address OK 262 is a basic address decode for the entire register. The write enable 258 to flip-flop 250 is the AND
function output. When the write enable is active, input write data 252 is written to flip-flop 254 and appears on flipflop
output 270.
[0081] FIGURE 11 shows address field 272 that includes GPIO register address bits 274 and individual bit select
field 276 addresses bits A0, A1, A2, and A3 according to the bit value, 0 or 1, of the associated bits in address field
272. The latter two bits 278 of address field 272 generally assume a zero value. In address 272, the two least significant
bits assume a zero value. This is due to the bus architecture. The next four bits specified as A0, A1, A2, and A3 permit
addressing four bits individually or in different combinations. The higher order or most significant bits are the particular
addresses specified or allocated for this particular function. Therefore, there is a fixed set of bit pattern addresses for
the given GPIO address value to select the particular addresses. The result is a whole array of addresses from 0000
to 1111 (i.e., 16 different possible combinations) that could be addressed.
[0082] The DMA priority selector is responsible for activating the context of the channel which has the most urgent
need for PCI data movement. The DMA is achitected as a main state machine (dma_fsm.v) which executes states of
a selected channel. The selected channel has a number of stored conditions at any one point in time. These stored
conditions are called its context. Part of a channel's context is the current state of its execution by the main state
machine.
[0083] The state machine has several potential spin states where the execution of a channel must wait until certain
conditions are such that the execution can continue. One obvious case is when a channel is idle and waiting for a valid
PCL address to be loaded, the channel enable bit to be set, and the link bit to be set. Another case is when a receive
channel is waiting for data in the receive FIFO. If a channel is waiting for receive data and another channel is ready to
transfer data into the transmit FIFO then we need to service the transmit. These kind of scenarios can happen in a
number of cases.
[0084] Each one of these spin states present "windows of opportunity" where another channel's execution can pro-
ceed. The priority selector looks at all of these possible spin states and selects which state and channel has the highest
priority at that time.
[0085] FIGURE 12 shows an example of DMA command processing within environment 300. In FIGURE 12, PCI
register write data 302 goes to multiplexer 304. Multiplexer 304 also receives DMA register write data 306. The appro-
priate data source is selected 308, depending on the operation to be performed. The output from multiplexer 304 goes
to DMA registers 310 which, in the illustrated example, include the six channels, channel 0 through channel 5. With
each channel, DMA fields include previous address or temporary field 312, current PCI address field 314, data buffer
address 316, status 320, command 322, current state 324, and ready bits 326. DMA register write arbitration select
circuit 328 also provides input to DMA registers 310 that are responsive to PCI slave signal 330, PCI master signal
332, DMA PCI master cycle input 334 and slave done input 336. DMA channel arbitrator 340 receives lock channel
input 342 and provides input to multiplexer 346. Slave register read address input 348 controls the operation of mul-
tiplexer 344. DMA register read data output 350 returns DMA register data to the PCI interface. Multiplexer 346 provides
output to DMA state machine next state logic 352. DMA state machine next state values 354 are written back to the
state register and other output registers via multiplexer 304. Output from DMA command processing environment 300
includes FIFO read, write, and select signals 356 and numerous signals.
[0086] DMA channel arbitrator 340 controls which channel will be in execution. This arbitration is based on signals
from the FIFO 358 such as "FIFO active channel requires data" and "FIFO active channel," as well as which FIFO is
ready to transfer data and what channels are enabled and active.
[0087] DMA Registers 310 implement a control and status register set for controlling and monitoring the status of
each DMA channel. DMA registers 310 support each DMA channel with numerous functions. For example, previous
packet control list start address/Temp register 312 provides a register that is updated by the DMA engine 74 as it
processes a queue of packets during asynchronous transmits. It is also used during auxiliary commands as a temporary
holding register for load and store data. Packet control list start address register 314 is initialized by application software
to point to the start of the first (dummy) PCL in a PCL chain. DMA engine 74 uses the Next Address loaded in this PCL
to link to the first actual PCL. Packet control list start address register 314 is updated by the active DMA channel as
PCLs are processed. DMA buffer start address register 316 is loaded with the data buffer pointers fetched from the
PCL as the active DMA channel processes the PCL. DMA status register 320 stores an ongoing count of the number
of bits transferred during this PCL and contains the completion status of the transfer. After processing of the PCL is
completed, the active DMA channel writes the status information of this register back into PCL at offset 0xC.
[0088] DMA control register 322 contains control bits to allow application software to enable or disable the operation
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of the DMA channel and re-fetch the next address of a PCL for linkage. DMA control register 322 stores the data buffer
transfer control, transfer bit count, and commands that are fetched from the PCL. The least significant bit of DMA ready
register 326 can cause the DMA channel to wait for a ready condition before it continues execution of a XMT, RCV,
LOAD, STORE, STORE0 or STORE1 command. This ready condition is selected by the control word(s) of the PCL.
The least significant bit of DMA ready register 326 can cause the DMA channel to conditionally branch during execution
of a BRANCH command. This condition is selected by the control word(s) of the PCL. Current DMA state register 324
stores the state vector for the DMA channel. This register is updated during the active time of the DMA channel and
maintains the last state vector generated when the channel goes inactive.
[0089] DMA registers 310 also may include a Receive Packet Count Register (not shown) that contains the current
received packet count. DMA engine 74 loads this register with the receive packet count passed in GRF 80 token words.
This count is then decremented as the data is transferred to PCI bus 24. Also, a DMA global register (not shown) may
be included that contains state flags for use by the state machine to track the execution of an asynchronous transmit
packet. The DMA global register may store the lower bound bits used in conjunction with the cache line size register
to determine the burst size requested of the PCI master.
[0090] FIGURE 21 shows how a DMA channel initializes after reset to a static condition at section 135. Each DMA
channel 310 waits for a valid PCL pointer to be written to a packet control list start address register 314, and the channel
enable and link bits are set in the DMA control register. A valid PCL pointer is determined by the state of bit 0 of the
current packet control list (PCL) address register. A value of 1 indicates an invalid address, a value of 0 indicates a
valid address. The DMA will then go to the address pointed to by the current PCL address register start address register,
get the next PCL address and if valid will make this the current PCL address and begin execution. If this address is
invalid, the link bit is cleared in the DMA control register, a DMA halted interrupt is generated for this channel with
associated status in the interrupt status register and the channel goes inactive. This mechanism provides a sanity
check on the PCL memory structures, as well as provides a relatively easy way to continue to channel PCL execution
in the event a next address link is missed (i.e., invalid). When DMA engine 74 detects a valid next PCL address, DMA
engine 74 sets BSY bit in DMA control and status registers 76 and gets the words at the appropriate PCL. A check is
then made to determine whether the command is a receive, transmit, PCI to/from local bus, or auxiliary command.
[0091] FIGURE 21 continues to illustrate how, at section 137, DMA engine 74 performs Receive Operation for iso-
chronous and asynchronous data in GRF 80. DMA engine 74 proceeds by checking to see if a wait condition exists.
Once the wait condition no longer exists, the processor enters a data movement phase. Here, DMA engine 74 enters
a loop where the current transfer count is checked to see if it has gone to zero. If so, a check is made to see if this is
the last data buffer of the PCL buffer list. If it is the last buffer and a packet boundary has not been indicated by the
link layer control logic 90 writing a special control token word in GRF 80, then an error has occurred because more
packet data is to be transferred than the buffer can hold. In this case, the PKT ERR bit is set in the DMA control and
status registers 76 and DMA engine 74 flushes the remaining data up to the packet boundary. If the current transfer
count has decremented to zero, and there is another buffer in the PCL list, then DMA engine 74 acquires the new
buffer address and transfer count and proceeds with the transfer.
[0092] While moving data from GRF 80 to the PCI interface logic 70, DMA engine 74 waits for GRF 80 to have
sufficient data before requesting the PCI bus master to perform a transfer. This transfer threshold is reached whenever
one of two conditions is met. DMA engine 74 will request a transfer of the PCI master whenever the number of bits in
the receive FIFO reaches a "high water mark". This high water mark is equal to the greater of the cache line size
register or the lower bound field of the DMA global register.
[0093] The DMA gets information of a packet's data size from the link when the packet is first being written into GRF
80 by the link layer control logic 90. It uses this transfer count to determine if the data in GRF 80 is the remaining data
in the packet and, if so and the size is less than the high water mark, it will request a transfer of PCI Master logic 64
where the transfer count is equal to this remainder. While DMA engine 74 is transferring data, the data buffer start
address register and the data buffer transfer length bits in the DMA control and status registers 76 are updated to
reflect the current state of the transfer.
[0094] As section 139 of FIGURE 21 indicates, when link layer control logic 90 encounters the end of a packet, it
writes a special control token word into GRF 80 to mark the end of a packet. Embedded in this control word are status
bits that indicate the completion state of the packet on the bus. DMA engine 74 uses this end of packet marker to
terminate the transfer of data from GRF 80 to PCI bus 24. If the end of packet marker indicates a IEEE 1394 busy
acknowledge signal is present, DMA engine 74 reacquires the PCL's first buffer address and transfer count and starts
the packet's transfer all over. If there was no busy acknowledge status indicated from the end of packet marker then
DMA control and status registers 76 are loaded with the acknowledge status passed from link layer control logic 90 in
the end of packet marker, a packet complete bit is set. The packet completion status is then written to memory in the
PCL status word and an interrupt is signaled and latched in the corresponding bit in the Interrupt Status register. If the
command was a receive-and-update command, then the remaining transfer count and next buffer address are written
to appropriate PCL offsets.
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[0095] FIGURE 13 shows table 360 to indicate the operation of DMA channel arbitration circuit 340. Table 360 shows
that, if a channel is currently active on the IEEE Standard 1394 bus, that channel has the highest priority to be scheduled
for execution in the DMA channel. Otherwise, channel priority is in order of channel number, with 0 being the highest
priority. A "don't care" value is assigned as the value "X" at 362. This means that no matter what other values may be,
the currently active channel is the highest priority. That is the channels that get scheduled at the earliest possible
convenience.
[0096] The operation of DMA command processing may be seen through the following example. Suppose the DMA
is currently operating on channel 3. All registers for channel 3, therefore, are selected via multiplexer 346 within the
DMA. The DMA selects the particular slice of registers to appear on the DMA state machine current state and next
state logic.
[0097] FIGURE 14 provides a simplified diagram of the personal computer environment 12 of the present embodiment
that includes the auto boot function 370. Pin 370 of PCI-interface ASIC 20 provides a direct input to auto boot PCI-
interface ASIC 20. As a result, PCI-interface ASIC 20 may operate as a host device for PCI device #1, at reference
numeral 30, PCI device #2, at reference numeral 31, through PCI bus 24. Commands, for autonomous operation of
PCI-interface ASIC 20 may use RPL ROM 36 and SRAM 38. In addition, through interface bus 16, PCI-interface ASIC
20 may communicate with PHY interface 18.
[0098] When the autoboot pin 370 is active (i.e., tied high), the autoboot mode of the present invention is selected.
The autoboot mode enables a number of features which allow PCI-interface ASIC 20 to function autonomously. Au-
tonomous operation includes the feature of, after power reset, fetching the address of the first packet control list using
DMA channel 0. After power reset, also, the autoboot mode makes possible enabling the DMA master access to
external RPL ROM. Moreover, after power reset, the autoboot mode enables the feature of DMA master access to
internal link registers.
[0099] Once enabled as master on the PCI bus 24, PCI-interface ASIC 20 can issue PCI configuration, input/output,
and memory read and write commands on PCI bus 24 by specifying the appropriate address range in the controlling
packet control list. In the autoboot mode of operation, the external PCI address space is limited to 30 bits. The two
most significant address bits are always at a 0 value. Internally, these two bits are used to select the PCI command.
[0100] The state of autoboot pin 370 can be read from a special bit in a miscellaneous control register for diagnostic
purposes. With the autoboot mode selected and an external ROM, the present invention may operate PCI-interface
ASIC 20 as the local processor to set up all internal PCI-interface ASIC 20 registers, to initialize other devices on PCI
bus 24 and to build and queue other PCLs. The various DMA channels may be enabled to execute these PCLs to
transfer data across the IEEE 1394 bus.
[0101] By adding external local bus RAM to PCI interface device 20, PCI slave memory is provided for devices on
PCI bus 24 to obtain control information and have local memory for data transfer. PCL programs can then transfer
device control/data via IEEE 1394 to another system. Accordingly, an environment that employs the autoboot mode
of the present invention could be used for peripheral devices, where there may not be a suitable processor available
to manage the PCI interface environment.
[0102] Circuitry of FIGURE 14 provides another mode of operation for the chip via an external pin. The effect is to
enable and prespecify a portion of the memory map to allow enough resources to be accessible to the DMA engine
74 on power-up to execute and have access to all required functions to perform useful work. Also, the effect is to modify
the behavior of the DMA engine 74 so that, when the DMA machine is in a particular mode, the machine requires new
instructions from a dedicated ROM instead of becoming inactive.
[0103] DMA engine 74 comes up active and acquires a certain address for obtaining instructions. This permits PCI-
interface ASIC 20 to operate in a stand-alone mode. This also allows the generation of PCI memory commands, and
input/output commands all from PCI-interface ASIC 20.
[0104] Using autoboot pin 370, the present invention permits reconfiguring the power-up memory map by enabling
access and initializing ROM and RAM base address registers. This allows the DMA machine read and write access
after power-up. Moreover, the present invention modifies the behavior of DMA engine 74 when the autoboot mode is
selected. This permits acquiring a new instruction from a dedicated ROM address upon power-up. The initial access
address is exactly 0 in the present implementation. The invention further provides a method to generate bus commands
and protocol not required in a normal environment.
[0105] DMA engine 74 can acquire and execute instructions from RPL ROM 36 when the autoboot option is selected.
This permits DMA engine 74 to generate required commands to act as a master agent on an external PCI bus to
configure, initialize and manage other PCI devices on this external bus.
[0106] Table 380 of FIGURE 15 depicts the mapping of internal PCI address bus [31:30] bits to commands on the
PCI bus, when the autoboot input 370 is active. For example, in the event that bit 31 assumes a value of 0 and bit 30
assumes any value, PCI memory command is activated. Thereafter, with address bit 31 assuming a 1 value and address
bit 30 assuming a 0 value, PCI I/O command occurs. With an address bit 31 value of 1 and address bit 30 value of 1,
the PCI configuration command goes to PCI interface ASIC 20.
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[0107] FIGURE 16 shows a diagram of a local bus interface block 390 according to one aspect of the present inven-
tion. Local bus interface block 390 includes local bus configuration registers 392, zoom video (ZV) decode interface
block 394 that communicates with ZV machine 396. Pack/unpack state machines 398 include address/data/ bit enable
holding registers 398. Local bus interface block 390 also includes local bus interface state machine 400 and slave
acknowledge interrupt block 402.
[0108] ZV port of FIGURE 2 is an output-only port designed to transfer data from the IEEE 1394 Standard bus to an
external device on PCI-interface ASIC 20. When correctly programmed, the ZV interface logic provides a method for
receiving IEEE 1394 digital camera packets and transfer the payload to an external ZV-compliant device with the
appropriate control signals.
[0109] ZV decode circuit 394 is accessed via a subset of the third PCI memory based address register. When ZV
decode circuit 394 is enabled, auxiliary addresses between 0xF000 and 0xFFFF map to the ZV port. The ZV port is
enabled when one of six available clock sources 395 is selected as the ZV pixel clock. If none of the six clocks are
selected, the ZV port is disabled and the auxiliary interface claims the entire address space. When the ZV port is
disabled, all ZV-related outputs are tri-stated with the exception of the data bus, which will still be driven during auxiliary,
RAM and ROM accesses.
[0110] With the ZV port, a vertical synch signal is generated on detecting the IEEE 1394 isochronous packet header
synch field equal to 0X1. In the present embodiment, data bit 24 contains the significant synch field data. Upon detection
of this vertical synch bit, a vertical synch output is generated. For the remainder of the frame, a horizontal synch output
is generated whenever a special address is accessed when transferring video data to the zoom port. By properly
programming the packet control list, all IEEE 1394 digital camera packets may be transferred via the ZV port.
[0111] FIGURE 17 shows one embodiment of the synch detect circuitry 405 of the present invention for generating
vertical synch detected signal 407 and horizontal synch detected signal 409. When PCI slave address bits [15:0] as-
sume a value of 0XF000 and slave data bit 28 assumes the value of binary 1, the compare circuitry 411 and 413 send
signals to AND gate 415. This produces a vertical synch detected signal on line 407. Similarly, when slave address
bits [15:0] provide the 0XF004 to compare circuitry 417, a horizontal synch detected signal appears on line 409.
[0112] FIGURE 18 shows one video scan line for packet zoom port address map 410 according to the present
invention. Zoom port address map 410 includes Isochronous packet header 412 beginning at address 0XF000 and
Isochronous packet data space starting at address 0XF004 and ending at 0XFFFF as reference numerals 414 through
424 detail. Each isochronous packet is transferred to the zoom port address space, with the header quadlet being
transferred to address 0XF000, the first data payload quadlet 428 being transferred to address 0XF004 and the re-
maining quadlets in the packet being transferred to sequential addresses until the end of the packet payload data is
transferred to address (0XF000 + (N-1)) for packets N quadlets long.
[0113] FIGURE 18 shows that the present invention permits autonomously displaying the video image displayed in
a hardware managed window without any software support. The present invention permits raw data to be shipped
across the IEEE 1394 bus and to flow into the zoom port in a compatible format that goes into the video controller
chips as input data. This permits autonomously displaying data, while maintaining horizontal and vertical frame synch.
[0114] In operation, zoom video port is mapped into a certain address space. The headers contain frame synch
information or signals. By building up the correct control structures to make the header packet data transfer to a par-
ticular address based on the address, the logic will look for certain fields. In the case of the Sony camera complying
with IEEE P1394 Digital Camera Specification, a bit in the isochronous header synch field indicates start of a video
frame. By decoding this particular isochronous header synch field bit, a vertical synch signal is generated. One can
use that information to synchronize the receipt of zoom port data to the zoom port.
[0115] There are two cases of this implementation, one for horizontal synch and the other for vertical synch. For the
vertical synch, the decode requires a particular address, and a particular isochronous header synch bit. Horizontal
synch is generated by decoding another particular address.
[0116] The video zoom aspect of the present invention provides the ability to autonomously extract control informa-
tion, such as horizontal or vertical synch signals, from packetized data containing embedded control information such
as encoded video. Comparison logic 411 and 413 detect transfers to a specific destination address of specific data
values.
[0117] The present invention also provides software or hardware control structures that specify appropriate destina-
tion addresses for different segments of the packet data. The DMA architecture allows the data to be gathered or
scattered so that a particular packet can be broken up into different destination addresses of different lengths. Accord-
ingly, the present invention can write header fields to a particular address and data fields to another address. Using
this feature the present invention controls what portions of the PCI interface device see what addresses.
[0118] The present invention further provides programmable counters that may be used to base control signal gen-
eration on multiple accesses to particular address locations and/or data patterns. This occurs through the use of
counters to give the option of multiple packets per horizontal line or between horizontal synchs. Accordingly, immedi-
ately after vertical synch there may be generated a horizontal synch signal. This permits counting the number of times
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that a system goes through a particular address. The system only generates another horizontal synch signal for example
after four iterations through the address. This permits packing four packets through the horizontal line, according to
the particular camera, resolution, etc.
[0119] FIGURE 19 shows the process of mapping a single video packet to multiple video scan lines using the zoom
port address map 410. Zoom port address map 410 includes Isochronous packet header 412 that adjoins Isochronous
packet data 414. Memory spaces 416 through 424 are as described in FIGURE 17. Zoom video Isochronous packet
440 includes header quadlet 0 which may contain a start of frame bit in the isochronous header synch field. Quadlet
1 is the first video data payload quadlet which indicates the beginning of video scan A. A horizontal synch signal is
generated by the write of this quadlet to address 0XF004. Similarly, the write of data quadlet 442 to address 0XF004
indicates the beginning of video scan A + 1 by generating a horizontal synch. Data writes starting at 0XF000, going to
[0XF000 + (N-1)] will actually be the data that is output through the zoom video port, (i.e., the zoom data). The header
is stripped off and not part of the data field.
[0120] Accordingly, this case generates a vertical synch and a horizontal synch for the first packet in a video frame.
The following packets signify following scan lines that fill out the rest of the video frame headers, but the headers do
not contain the synch fields. The data flows the same way for all packets, each starting at the point OXF000, where
the header is and, if there is no synch bit in the header, then the vertical synch will not be set. When it writes to F004,
the horizontal synch will be generated. This generates the start of a scan line, so that the remaining data will flow out
as part of the scan line.
[0121] Even further there is the situation of multiple scan lines per packet. To handle this, the packet control lists are
used.
[0122] DMA engine 74 of the present invention is controlled by data structures called packet control lists or PCLs.
The PCL contains command information command information which the DMA fetches from memory as needed. These
commands tell the DMA the sources and destinations for the data and how many bytes it is to transfer. Some commands
move chunks of data between the IEEE 1394 transmit FIFOs and PCI bus 24, or between the general receive FIFO
80 and PCI bus 24. Another command moves data between PCI bus 24 and auxiliary port local bus 26. Other commands
are for secondary functions and are called auxiliary commands. These auxiliary commands allow the DMA to peek
and poke quadlets of specified data to any PCI address and permit some conditional branching using the PCLs. The
intended use is to permit the DMA to perform special data movement controls and to function as a stand-alone processor
which can build PCLs in an autoboot sequence. The entire scope of this functionality is not regimented, and other uses
of the DMA will evolve.
[0123] Application software of the present invention programs the operation of a DMA channel using the PCL data
structure, which resides in host memory. The application software is responsible for constructing PCL and allocating
memory for their storage. A PCL may be organized as a contiguous set of memory locations that contain the commands,
control parameters, and data buffer pointers required by a DMA channel to transfer one IEEE 1394 data packet, or to
move data between PCI bus 24 and auxiliary port local bus 26, or to execute one or more auxiliary commands. The
total number of memory locations required by a PCL is generally limited to 32 quadlets in the current implementation.
[0124] As a minimal requirement, the PCL starting address is aligned to a quadlet boundary. For optimum DMA
performance, the PCL start address is recommended to be a line on a cache line boundary. The data buffer pointers
may be aligned to an arbitrary byte boundary. For optimal DMA performance, the present invention aligns data buffer
pointers on a cache line boundary. If this is not possible, the next optimal data buffer pointer alignment should be on
a quadlet boundary. The sum of the sizes of the data buffers pointed to by the PCL are approximately limited to one
kilobit for an IEEE 1394 bit rate of 100 mbps or 2 kilobits for an IEEE 1394 bit rate of 200 mbps.
[0125] In the present embodiment, the active DMA channel fetches the commands and control parameters from the
PCL and uses them to configure the channel itself to perform the command in transfer.
[0126] Application software programs allow the DMA channel to transfer multiple IEEE 1394 data packets by chaining
together multiple packet control lists into a PCL list queue. The present invention constructs the queue by setting the
next address field of each PCL to point to the starting address in memory of the next PCL. The last PCL in the queue
can be programmed to either halt DMA processing, point back to the start of the queue, or point to a new queue. PCLs
containing auxiliary commands may be embedded anywhere in a PCL queue, but not both. A PCL queue may mix
receive and transmit and auxiliary commands together; however, an asynchronous transmit command must be followed
by another asynchronous transmit command due to the potential pipelined nature transmits and the possibility of a
packet retry. On the other hand, setting the "wait for status" bit in the asynchronous transmit command precludes this
requirement.
[0127] FIGURE 20 illustrates an example of a linked list of packet control lists, according to the present embodiment
of the invention. In FIGURE 20, PCI queue 450 begins at start address 452. From start address 452 process flow goes
to dummy packet control list 454. Dummy packet control list 454 sends process flow to transfer command packet control
list 456. In transfer command packet control list 0, data buffer count command and data buffer address information
goes to data buffers 460, 462, on to, for example, data buffer 464 indicating, in this example, fourteen data buffers in use.
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[0128] Transfer command packet control list 0, at reference number 456, includes next list address 466 that goes to
auxiliary command packet control list 1, at reference numeral 470. Auxiliary command packet control list 1, at reference
numeral 470, includes load command 472, source address at location 474 and store command and location 476. Load
command 472 goes to data register 478 which supplies DMA register 480. Store 1 command 476 provides input to
memory location 482. Auxiliary command packet control list 1, at reference numeral 470, also includes if true destination
address 484 that conditionally sends PCI process control to transfer command packet control list 2, at reference numeral
486. Transfer command packet control list 2, at reference numeral 486, includes next list address 488 that goes to
other PCIs, as indicated by reference numeral 490, while data count and data buffer addresses 492 and the like go to
data buffer 494 and the like. In the event that if true destination address 484 controls process flow of the PCI queue,
next list address 468 goes to transfer command packet control list 2, at reference numeral 486. This information then
goes from next list address 488 to other PCIs, as indicated by reference numeral 490, and data buffer 0 address and
count command information go to data buffer 1 and the like.
[0129] Typically, in operation host CPU 44 allocates memory for building a packet control list and a dummy next PCL
address, because there is no previous PCL in existence. The dummy next PCL address provides a memory location
that is a pointer to the start of the first full PCL, i.e. PCL 0. The host processor then builds up the desired list of PCLs
for doing the operation with the data transfer or some type of auxiliary command, such as the auxiliary commands that
do actual processor-like instructions.
[0130] The spaces in the next PCL address, include an error address, a reserve location, and status. The next pair
is the control stat, transfer count. The next one after that is the data buffer address. These two long words constitute
one instruction or data transfer to one data buffer. The transfer example is a buffer address that points to a data buffer
location in the memory to which the data is to be transferred to or from. If data is to be continually transferred, the
present embodiment makes possible forming a large control loop for continuous data transfer.
[0131] FIGUREs 21 through 25 and the following discussion describe the operation of the present invention for a
receive, transmit, PCI to/from local bus, or auxiliary operation. In a receive operation, as FIGURE 21 shows, for iso-
chronous and asynchronous data in GRF 80, process flow begins by checking to see whether a wait condition exists.
For an isochronous transmission, as FIGURE 23 shows, if the channel enable equals 1, the transmit function is ready,
and the cycle start bit is OK, there is no wait condition. A wait condition is determined by the wait selector bits of the
data buffer control word zero. Once a wait condition no longer exists, the processor enters a data movement phase.
Here a loop is entered where the current transfer count is checked to see if it has gone to zero. If so, a check is made
to see if this is the last data buffer of the PCL buffer list. If the data buffer is the last data buffer and a packet boundary
has not been indicated by the link layer controller writing a special control token word into GRF FIFO, then an error
has occurred because more packet data is to be transferred than the buffer can hold. In this case, the packet error bit
is set in the DMA status register, and the DMA will flush the remaining data up to the packet boundary. If the current
transfer count has decremented to zero and there is another buffer in the PCL list, then the DMA acquires the new
buffer address and transfer count and proceeds with the transfer.
[0132] While moving data from the receive FIFO in the PCI interface, the DMA waits for the FIFO to have sufficient
data before requesting the PCI bus master to perform a transfer. This transfer threshold is reached whenever one of
two conditions is met. The DMA will request transfer of the PCI master whenever the number of bytes in the receive
FIFO reaches a "high watermark." This high watermark is equal to the greater of the cache line size register or the
lower bound field of the DMA global register. The DMA gets information of a packet's data size from the link when the
packet is first being written into the FIFO by the length layer controller. It uses this transfer count to determine if the
data in the FIFO is the remaining data in the packet and, if the size is less than the high watermark, it requests a transfer
of the PCI master where the transfer count is equal to this remainder. While the DMA is transferring data, the data
buffer start address register in the data buffered transfer length bits in the DMA control register are updated to reflect
the current state of the transfer.
[0133] When the link layer controller encounters the end of a packet, it writes a special control token word into the
FIFO to mark the end of a packet. Embedded in this control word are status bits that indicate the completion state of
the packet on the bus. The DMA uses this end of packet marker to terminate the transfer of data from the FIFO to the
PCI bus. If the end of packet marker indicates an IEEE 1394 busy acknowledge, the DMA reacquires the PCL's first
buffer address and transfer count, and starts the packet's transfer over again. If there is no busy status indicated from
the end of packet marker, the DMA status register is loaded with the acknowledge status passed from the link layer
controller in the end of packet marker, the packet complete is set. It is then written to memory in the PCL status word
along with the number of bits transferred for this PCL. If the INT bit is set for the data buffer control/byte count command
in the PCL, then an interrupt is signaled and latched in the corresponding DMA PCL bit in the interrupt status register.
If the command was a receive and update command, then the remaining transfer count and next buffer address are
written to the PCL. The DMA then determines whether another PCL has been linked to the current PCL by fetching
the next list address field of the current PCL. If there is a linked PCL, the DMA makes the linked PCL the current PCL
and continues execution. If another PCL has not been linked to the current PCL, then the link and busy bits are cleared
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in the DMA control register, a DMA halted interrupt is generated for this channel with associated status in the interrupt
status register, and the channel becomes idle.
[0134] For the DMA asynchronous transmit operation, as FIGURE 22 shows, an asynchronous transmit is determined
after a valid PCL pointer has been written to the packet control list start address register and the channel enable and
link bits have been set. The overall goal of the asynchronous packet processor is to remain one packet ahead of the
current packet being transferred from the FIFO to the IEEE 1394 bus by the link layer controller. From the DMA's point-
of-view, this packet on the bus was a previous packet. Any status reported by the link layer controller is assumed to
be for this previous packet; however, setting "wait for status" bit in the "data buffer/byte count/command" in the PCL
will prevent this pipelining operation. The DMA keeps the address of the previous packet control list start address in
the previous packet control list start address/temporary register. The flag called "previous PCL valid" is kept by the
DMA in the DMA global register to keep track of whether it has a stored valid address. A transmit operation for an
asynchronous channel proceeds by checking to see if a wait condition exists. A wait condition is determined by the
wait select bits of the "data buffer control/byte count/command" in the PCL. A flag called "retry" is kept by the DMA in
the DMA global register. The DMA uses this flag to keep track of when the wait condition should be evaluated as these
wait conditions are ignored during retries.
[0135] Once the wait condition no longer exists, the DMA writes a control token to the FIFO indicating the beginning
of a packet and enters a data movement phase. Here, a loop is entered where the current transfer count is checked
to see if it has gone to zero. If so, a check is made to see if this is the last data buffer of the PCL buffer list. If there is
another buffer in the PCL list, then the DMA will acquire the new buffer address and transfer count and proceed with
transfer. While moving data into the asynchronous transmit FIFO from the PCI interface, the DMA will wait for the FIFO
to have sufficient room before requesting the PCI bus master to perform a read transfer. The DMA will request a transfer
of the PCI master with the bit count equal to the high watermark as defined with regard to the DMA receive operation.
While the DMA is transferring data, the data buffer start address register and the data buffer transfer link bits in the
DMA control register are updated to reflect the current state of the transfer.
[0136] When the last bit of data from a buffer has been transferred to the asynchronous transmit FIFO and the buffer
is the last of the PCL list as indicated by the last buffer bit in the control/byte count PCL word, then the DMA knows
that the end of the packet has been reached. If the previous packet address is valid, the DMA will delay checking status
until there is a full packet queued in the transmit FIFO. This way, the return status is always for the previous packet,
unless the wait for status bit is set. If there is only one packet in the transfer, then the previous and current packets
are the same. If the previous packet address is valid, then the DMA will look at the packet counter. When a packet has
been transmitted to the IEEE 1394 bus by the link layer controller and status for this packet is valid, the link layer
controller will decrement the packet counter. The DMA will spin waiting for packet counter to go to zero indicating valid
status is available for the previous packet. If the status indicates that the previous packet is to be retried, then the DMA
sets a flush FIFO request to the link layer controller and then waits for the link layer controller to indicate the completion
of the FIFO flush by the removal of the retry indication. The DMA then "backs up to" the previous packet and starts
the transfer all over. If no retry occurred, then the DMA will update the DMA status register with the acknowledged
status passed from the link layer controller, sets packet complete, and then write the completion status to memory in
the previous PCL status word along with the number of bits transferred for the currently active PCL, which may not be
relevant for the previous PCL. If the interrupt bit is set in the PCL, then an interrupt is signaled and latched in the
corresponding interrupt status register bit.
[0137] When the status has been checked, the DMA writes a special control token to the transmit FIFO to mark the
end of the packet. The packet count is incremented to one to indicate to the link layer controller that the end of packet
has been written by the DMA. The current PCL address is saved as the previous PCL address, and the previous packet
control list start address register and a "previous valid" flag is set in the DMA global register. The DMA then determines
whether another PCL has been linked to the current PCL by fetching the next list address value. If it is valid, then the
DMA will make this the current PCL address and continue execution. If it is not valid or if the wait for status bit is set,
then the DMA waits for the current packet to be transferred by the link layer controller. When valid status is available,
as indicated by the packet counter decrementing to zero, the DMA checks to see if the packet is to be retried as
indicated by a IEEE 1394 busy status. If so, the FIFO is flushed as before mentioned and the transmit is attempted again.
[0138] If there was a transmit timeout, retry overrun, or FIFO underrun, as indicated by the link layer controller, then
the packet error bit is set in the DMA status register, along with the acknowledge status. The status is then updated in
the PCL. In the event of a transmit timeout or retry overrun, it may be possible that the target node is no longer re-
sponding. The DMA addresses this situation by making it possible to skip around the PCL(s) which form the stream
of data to this particular target note. Software can set the next PCL stream entry of the PCL to point to the first PCL to
the next stream of transmit data (i.e., the next asynchronous transmits to another 1394 node). If the next PCL stream
address is valid, then the DMA will continue execution with that PCL. If this address is not valid, then the DMA channel
will go idle at any time it encounters the next PCL address marked invalid. If this next stream feature is not to be used,
then this value should be set to the same value as the next list address. If the DMA halts posting a DMA halt interrupt
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status and the next PCL stream entry is invalid, then rewriting the next PCL stream is necessary, since the DMA is in
the get-next-stream state and the DMA is ignoring the next list address. Always setting the "next list address" and the
"next PCL stream" to the same address is, therefore, required if the next stream feature is not to be used to prevent a
hang in any asynchronous transmit channel that invokes the next PCL stream entry due to an error.
[0139] FIGURE 24 shows a flow diagram similar to that described above for the asynchronous and isochronous
transmit operations, but as applied to the auxiliary operations of DMA Engine 74.
[0140] The PCI to LOCAL Bus and LOCAL Bus to PCI Transfer operation, as FIGURE 25 shows, controls the transfer
of data between the PCI bus and the LOCAL Bus. The PCI address and the number of bits to transfer is derived from
the PCL data buf ctl/bit_cnt/cmd word(s) in the PCL as for other transfer commands such as transmits. The difference
is that the destination or source of the transfer is not the FIFO but rather the LOCAL bus. The LOCAL bus address is
generated from the AUX_ADR register (see hardware register definitions).
[0141] A PCI to/from LOCAL operation will proceed by checking to see a wait condition exists. The wait condition is
determined by the Wait Select bits of the data buf0 ctl/bit_cnt/cmd at PCL offset 0x18. When the wait conditions no
longer exist, the DMA enters a loop where the current transfer count is checked to see if it has gone to zero. If so, a
check is made to see if this is the last data buffer of the PCL buffer list. If there is another buffer in the PCL list then
the DMA will acquire the new buffer address and transfer count and proceed with the transfer. While the DMA is
transferring data, the Data buffer start address register and the data buffer transfer length bits in the DMA control
register are updated to reflect the current state of the transfer.
[0142] When the last bit of data from a buffer has been transferred to/from the LOCAL bus and the buffer is the last
of the PCL list as indicated by the LAST BUF bit of the ctl/bit_cnt PCL word then the DMA knows that the end of the
transfer has been reached. The DMA will update the DMA status register with status of 0x0001, the PKT CMP is set,
and it is then written to the PCL status word at PCL offset 0xC along with the number of bytes transferred. If the INT
bit is set in the data buf0 ctl/bit_cnt/cmd at PCL offset 0x18 then an interrupt is signaled and latched in the corresponding
(DMA_PCL[x]) bit in the Interrupt Status register.
[0143] The DMA then determines whether another PCL has been linked to the current PCL by fetching the Next List
Adr (PCL offset 0x00). If it is valid as indicated by bit 0=0 then the DMA will make this the current PCL address and
continue execution as shown. If another PCL had not been linked to the current PCL as indicated by bit 0=1 the Link
and BSY bits are cleared in the DMA control register, a DMA halted interrupt is generated for this channel with asso-
ciated status (DMA_HLT[x]) in the Interrupt Status register, and the channel becomes idle.
[0144] FIGURE 26 shows a FIFO high level functional block diagram 500 to describe the operation of FIFOs for GRF
80, asynchronous transmit FIFO 82, and isochronous transmit FIFO 84. The FIFO logic of the present invention includes
a link-side clock domain 502 and a PCI-side clock domain 504. In PCI-side clock domain 504, FIFO control and status
registers 88 are real and written by the PCI bus interface logic. Also, FIFO controller status registers 88 provide input
to pointer address mapping logic 86. Pointer address mapping logic 86 generates RAM address mapping offsets to
FIFO read-write pointer pairs.
[0145] The dual port RAM 501 provides data storage for GRF 80, asynchronous transmit FIFO 82, and isochronous
FIFO 84, and straddles the demarcation between link-side clock domain 502 and PCI-side clock domain 504. One
PCI-side clock domain 504, clock domain pointer translation logic 506 generates an input to DMA FIFO occupancy
status logic 508. DMA FIFO occupancy status logic 508 generates FIFO status to DMA logic signal 510. On link-side
clock domain 502, clock domain pointer translation logic 512 provides input to 1394 FIFO transmitter and receiver
occupancy status logic 514, which generates a FIFO status to 1394 transmit-receive logic signal 516.
[0146] Dual port RAM 501 receives address inputs from multiplexer 518 and multiplexer 520. Multiplexer 518 receives
input from general receive write pointer 522, asynchronous transmit read pointer 524 and isochronous transmit read
pointer 526. General receive write pointer 522 receives control from 1394 receiver and address mapping logic. Asyn-
chronous transmit read pointer 524 and isochronous transmit read pointer 526 receive control from 1394 transmitter
and address mapping logic. Output from general receive write pointer 522, asynchronous transmit read pointer 524,
and isochronous transmit read pointer 526 all go to transmitter and receive occupancy status logic 514, clock domain
pointer translation logic 506, and multiplexer 518.
[0147] General receive pointer 528, asynchronous transmit write pointer 530, and Isochronous transmit write pointer
532 all receive control from DMA logic and address mapping logic. General receive read pointer 528, asynchronous
transmit write pointer 530, and isochronous transmit write pointer 532 all provide output to DMA FIFO status logic 508,
clock domain pointer translation logic 512, and multiplexer 520.
[0148] Dual sort RAM 501 also receives data in from 1394 receive logic along 33-bit data bus 534, link clock 25 MHz
signal 536, and control from 1394 transmit/receive logic at line 538. Also, control from 1394 transmit/receive logic 538
goes to link-side address multiplexer 518. Byte pack logic 540 receives DMA read data from host memory via control
from DMA logic to provide output on 33-bit data bus 542 that goes to dual port RAM 501 PCI-side data input. Byte
unpack logic 544 receives data out from dual port RAM 501 PCI-side data output 33-bit bus 546 to provide DMA write
data to host memory. Also, control from DMA logic goes to byte unpack logic 544, multiplexer 520 and Dual port RAM
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501. A zero to 33 MHz PCI clock signal goes to dual port RAM 501.
[0149] In conjunction with the description given in FIGURE 2 in the accompanying text, the following description
further detail regarding the function of the FIFOs, GRF 80, asynchronous transmit FIFO 82, and isochronous transmit
FIFO 84.
[0150] FIFO status logic 514 and 516 implement the logic required to generate an occupancy status for each logical
FIFO. In computing the PCI-side FIFO status, the link-to-PCI clock domain translation logic samples the current value
of each pointer on the link side of the FIFO and translate these samples from the link clock domain over to the PCI
clock domain. Each translated link-side pointer is compared to its corresponding PCI-side pointer to generate an oc-
cupancy status for each FIFO. This status is used by the DMA logic to pace the transfer of data between host memory
and the FIFO. Similarly, in computing the link-side FIFO status, the PCI-to-link clock domain translation logic samples
the current value of each pointer on the PCI-side of the FIFO and translate these samples from the PCI clock domain
over to the link clock domain. Each translated PCI-side pointer is compared to its corresponding link-side pointer to
compute an occupancy status for each FIFO. This status is used by the 1394 transmit-receive logic to pace the transfer
of data between the 1394 bus and the FIFO.
[0151] Byte pack logic 540 implements the logic to assemble a full quadlet using data read from host memory on
byte aligned addresses by the active DMA channel. The logic preferably includes four 8 bit-wide registers and four
8-to-1 multiplexers. Each register-mux pair corresponds to a byte lane. The input of each register connects to an input
byte lane which is switched by the active DMA channel to host memory. The output of each mux connects to an output
byte lane which drives the FIFO.For each 8-to-1 multiplexer, four inputs shall connect in a one-to-one correspondence
to each register output. The remaining four inputs connect in a one-to-one correspondence to each register input. This
configuration allows bit-aligned DMA read data from the four input byte lanes to be cross-point switched in a different
order to the four output byte lanes. Control of the byte lane multiplexers is by the active DMA read channel.
[0152] Byte unpack logic 544 implements the logic required to disassemble the quadlet data read from the FIFO into
individually selectable bytes for writing to host memory on byte-aligned addresses by the active DMA channel. This
logic consists of four 8-bit-wide registers and four 8-to-1 multiplexers. Each register-mux pair corresponds to a byte
lane. The input of each register connects to an input byte lane, which is driven from the FIFO. The output of each
multiplexer connects to an output byte lane which is switched by the DMA channel to the host memory. For each of
the 8-to-1 multiplexers, four inputs connect in a one-to-one correspondence to each register output. The remaining
four inputs connect in a one-to-one correspondence to each register input. This configuration allows the quadlet read
from the FIFO to be cross-point switched in a different order onto the output byte lanes. The control of the byte lane
multiplexers is by the active DMA write channel.
[0153] Although the present invention has been described in detail, it should be understood that various changes,
substitutions and alterations can be made hereto without departing from the scope of the claimed invention.

Claims

1. A method for assigning a data packet to one of a plurality of DMA channels, which method comprising the steps of:

receiving at least a portion of said data packet (162,166,108),

characterized in that said method further comprises:

comparing at least said portion of said data packet to a predetermined match data set (168), at least a portion
of said match data set comprising programmably variable data regions corresponding to at least one of said
plurality of DMA channels; and
directing a channel select signal to said at least one of said plurality of DMA channels in the event of a pre-
determined correspondence between at least said portion of said received data packet (162,166,108) and
said match data set (168).

2. The method of Claim 1, wherein the step of receiving at least a portion of said data packet (162,166,108) comprises
receiving at least a portion of a data packet associated with a plurality of similar data packets.

3. The method of Claim 2, wherein the step of comparing at least said portion of said data packet (162,166,108)
comprises comparing at least a portion of each of said plurality of data packets with a respective data match set.

4. The method of Claim 3, wherein the step of directing said channel select signal comprises directing a plurality of
channel select signals to at least one of said plurality of DMA channels in the event of correspondence between



EP 0 803 819 B1

5

10

15

20

25

30

35

40

45

50

55

21

a portion of one or more of said plurality of data packets (108,162,166) and respective data match sets.

5. The method of any preceding claim, wherein the step of directing said channel select signal comprises directing
at least one channel select signal to at least one of a plurality of DMA channels in accordance with a predetermined
priority associated with a plurality of channel select signals.

6. The method of Claim 4 or Claim 5, further comprising:

combining said plurality of data select signals for providing a logically OR'ed comparator match signal (132)
to receiver control logic (102) associated with said at least one DMA channels.

7. The method of any of Claims 1 to 6, wherein said comparing step comprises the step of comparing the contents
of a word 0 field select register content (122) with the contents of a word 0 compare value register (120).

8. The method of any of Claims 1 to 6, wherein said comparing step comprise the step of comparing the contents of
a word 1 field select register contents (126) with the contents of a word 1 compare value register contents (124).

9. The method of any of Claims 1 to 6, wherein said comparing step comprises the step of comparing said portion
of said data packet comprising a word 0 and a word 1 of a received data packet to a match data set.

10. The method of any preceding Claim, wherein said comparing step comprises the step of comparing said portion
of said data packet to a match data set, said match data set comprising a word 0 and a word 1 expected value.

11. A circuit for assigning a data packet to a DMA channel comprising:

a comparator (110) for receiving at least a portion of a data packet (108),

characterized in that said circuit further comprises:

circuitry associated with said comparator for comparing at least said portion of said data packet to a prede-
termined match data set, at least a portion of said match data set comprising programmably variable data
regions corresponding to at least one of a plurality of DMA channels; and
circuitry for directing a channel select signal to said at least one DMA channel in the event of a predetermined
correspondence between said at least said portion and said match data set.

12. The circuit of Claim 11, wherein said data packet is associated with plurality of similar data packets.

13. The circuit of Claim 12, wherein the directing circuitry is arranged for directing a plurality of channel select signals
to at least one DMA channel.

14. The circuit of Claim 13 further comprising:

a priority encoder (128) for receiving said channel select signal and said plurality of respective channel select
signals;
directing circuitry (130,102) associated with said priority encoder (128) for directing at least one of said channel
select signal and said plurality of respective channel select signals to at least one DMA channel according to
a predetermined priority data value associated with the channel select signal.

15. The circuit of any of Claims 11 to 14, further comprising circuitry (129) for combining said plurality of respective
channel select signals for providing a logically OR-ed comparator match signal (132) to receiver control logic (102)
associated with at least one of said DMA channels.

16. The circuit of any of Claims 11 to 15, wherein said circuitry associated with said comparator (110) further comprises
circuitry for comparing a word 0 field select register content (122) with a word 0 compare value register contents
(120).

17. The circuit of any of Claims 11 to 15, wherein said circuitry associated with said comparator (110) further comprises
circuitry for comparing a word 1 field select register contents (126) with a word 1 compare value register contents.
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18. The circuit of any of Claims 11 to 15, wherein said comparing circuitry for comparing said portion of said data
packet comprising word 0 and word 1 of a received data packet to a match data set.

19. The circuit of any of Claims 11 to 18, wherein said comparing circuitry further comprises circuitry for comparing
said portion of said data packet to a match data set, said match data set comprising a word 0 and a word 1 expected
value.

20. A personal computer system, comprising:

at least one peripheral (14) employing a data packet transfer bus;
a computer (12), said computer comprising:

a host cpu (44) comprising a PCI bus (24); and
a PCI-interface device (20) for providing an interface between said PCI bus and said peripheral, said PCI-
interface device comprising a circuit for assigning a data packet to a DMA channel in accordance with
claim 11.

21. The system of Claim 20, wherein said circuit further comprises circuitry (129) for combining said plurality of channel
select signals for providing a logically OR-ed comparator match signal (132) to receiver control logic (102) asso-
ciated with at least one of said DMA channels.

22. The system of Claim 21, wherein said comparing circuitry further comprises circuitry (110) for comparing a word
0 field select register content (122) with a word 0 compare value register contents (120).

23. The system of Claim 21, wherein said comparing circuitry further comprises circuitry (110) for comparing a word
1 field select register contents (126) with a word 1 compare value register contents (124).

24. The system of Claim 21, wherein said comparing circuitry further comprises circuitry for comparing said portion of
said data packet comprising word 0 and word 1 of an incoming data packet to a match data set.

25. The system of any of Claims 21 to 24, wherein said comparing circuitry further comprises circuitry for comparing
said portion of said data packet to a match data set, said match data set comprising a word 0 and a word 1 expected
value.

Patentansprüche

1. Verfahren zum Zuweisen eines Datenpakets zu einem von mehreren DMA-Kanälen, wobei das Verfahren die
folgenden Schritte umfasst:

Empfangen wenigstens eines Abschnitts des Datenpakets (162, 166, 108),

dadurch gekennzeichnet, dass das Verfahren ferner umfasst:

Vergleichen des wenigstens einen Abschnitts des Datenpakets mit einer vorgegebenen Übereinstimmungs-
datenmenge (168), wobei wenigstens ein Anschnitt der Übereinstimmungsdatenmenge programmierbar va-
riable Datenbereiche aufweist, die wenigstens einem der mehreren DMA-Kanäle entsprechen; und

Zuführen eines Kanalauswahlsignals zu wenigstens einem der mehreren DMA-Kanäle, falls eine vorgegebene
Korrespondenz zwischen dem wenigstens einen Abschnitt des empfangenen Datenpakets (162, 166, 108)
und der Übereinstimmungsdatenmenge (168) vorhanden ist.

2. Verfahren nach Anspruch 1, bei dem der Schritt des Empfangens wenigstens eines Abschnitts des Datenpakets
(162, 166, 108) das Empfangen wenigstens eines Abschnitts des Datenpakets, dem mehrere gleiche Datenpakete
zugeordnet sind, umfasst.

3. Verfahren nach Anspruch 2, bei dem der Schritt des Vergleichens des wenigstens einen Abschnitts des Datenpa-
kets (162, 166, 108) das Vergleichen wenigstens eines Abschnitts jedes der mehreren Datenpakete mit einer
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entsprechenden Datenübereinstimmungsmenge umfasst.

4. Verfahren nach Anspruch 3, bei dem der Schritt des Zuführens des Kanalauswahlsigmals das Zuführen mehrerer
Kanalauswahlsignale zu wenigstens einem der mehreren DMA-Kanäle umfasst, falls eine Korrespondenz zwi-
schen einem Abschnitt eines oder mehrerer der mehreren Datenpakete (108, 162, 166) und entsprechenden Da-
tenübereinstimmungsmengen vorhanden ist.

5. Verfahren nach einem vorhergehenden Anspruch, bei dem der Schritt des Zuführens des Kanalauswahlsignals
das Zuführen wenigstens eines Kanalauswahlsignals zu wenigstens einem von mehreren DMA-Kanälen in Über-
einstimmung mit einer vorgegebenen Priorität, die mehreren Kanalauswahlsignalen zugeordnet ist, umfasst.

6. Verfahren nach Anspruch 4 oder Anspruch 5, das ferner umfasst:

Kombinieren der mehreren Datenauswahlsignale, um ein logisch ODER-verknüpftes Vergleichsübereinstim-
mungssignal (132) für eine dem wenigstens einen der DMA-Kanäle zugeordnete Empfängersteuerlogik (102)
zu schaffen.

7. Verfahren nach einem der Ansprüche 1 bis 6, bei dem der Vergleichsschritt den Schritt des Vergleichens der Inhalte
eines Wort-0-Feldauswahlregisterinhalts (122) mit den Inhalten eines Wort-0-Vergleichswertregisters (120) um-
fasst.

8. Verfahren nach einem der Ansprüche 1 bis 6, bei dem der Vergleichsschritt den Schritt des Vergleichens der Inhalte
eines Wort-1-Feldauswahlregisterinhalts (126) mit den Inhalten eines Wort-1-Vergleichswertregisterinhalts (124)
umfasst.

9. Verfahren nach einem der Ansprüche 1 bis 6, bei dem der Vergleichsschritt den Schritt des Vergleichens des
Abschnitts des Datenpakets, der ein Wort-0 und ein Wort-1 eines empfangenen Datenpakets enthält, mit einer
Übereinstimmungsdatenmenge umfasst.

10. Verfahren nach einem vorhergehenden Anspruch, bei dem der Vergleichsschritt den Schritt des Vergleichens des
Abschnitts des Datenpakets mit einer Übereinstimmungsdatenmenge umfasst, wobei die Übereinstimmungsda-
tenmenge einen erwarteten Wert für ein Wort-0 und ein Wort-1 enthält.

11. Schaltung zum Zuweisen eines Datenpakets zu einem DMA-Kanal, mit:

einem Komparator (110), der wenigstens einen Abschnitt eines Datenpakets (108) empfängt,

dadurch gekennzeichnet, dass die Schaltung ferner umfasst:

eine Schaltungsanordnung, die dem Komparator zugeordnet ist, um wenigstens den Abschnitt des Datenpa-
kets mit einer vorgegebenen Übereinstimmungsdatenmenge zu vergleichen, wobei wenigstens ein Abschnitt
der Übereinstimmungsdatenmenge programmierbar variable Datenbereiche aufweist, die wenigstens einem
von mehreren DMA-Kanälen entsprechen; und

eine Schaltungsanordnung zum Zuführen eines Kanalauswahlsignals zu dem wenigstens einen DMA-Kanal,
falls eine vorgegebene Entsprechung zwischen dem wenigstens einen Abschnitt und der Übereinstimmungs-
datenmenge vorhanden ist.

12. Schaltung nach Anspruch 11, bei der dem Datenpaket mehrere ähnliche Datenpakete zugeordnet sind.

13. Schaltung nach Anspruch 12, bei der die Lenkungsschaltungsanordnung so beschaffen ist, dass sie mehrere
Kanalauswahlsignale für wenigstens einen DMA-Kanal lenkt.

14. Schaltung nach Anspruch 13, ferner mit:

einem Prioritätscodierer (128), der das Kanalauswahlsignal und die mehreren entsprechenden Kanalauswahl-
signale empfängt;
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einer Zuführschaltungsanordnung (130, 102), die dem Prioritätscodierer (128) zugeordnet ist, um das wenig-
stens eine Kanalauswahlsignal und die mehreren entsprechenden Kanalauswahlsignale in Übereinstimmung
mit einem vorgegebenen Prioritätsdatenwert, der dem Kanalauswahlsignal zugeordnet ist, wenigstens einem
DMA-Kanal zuzuführen.

15. Schaltung nach einem der Ansprüche 11 bis 14, ferner mit einer Schaltungsanordnung (129) zum Kombinieren
der mehreren jeweiligen Kanalauswahlsignale, um ein logisch ODER-verknüpftes Vergleichsübereinstimmungs-
signal (132) für eine wenigstens einem der DMA-Kanäle zugeordnete Empfängersteuerlogik (102) zu schaffen.

16. Schaltung nach einem der Ansprüche 11 bis 15, bei der die dem Komparator (110) zugeordnete Schaltungsan-
ordnung ferner eine Schaltungsanordnung umfasst, die einen Wort-0-Feldauswahlregisterinhalt (122) mit einem
Wort-0-Vergleichswertregisterinhalt (120) vergleicht.

17. Schaltung nach einem der Ansprüche 11 bis 15, bei der die dem Komparator (110) zugeordnete Schaltungsan-
ordnung ferner eine Schaltungsanordnung umfasst, die einen Wort-1-Feldauswahlregisterinhalt (126) mit einem
Wort-1-Vergleichswertregisterinhalt vergleicht.

18. Schaltung nach einem der Ansprüche 11 bis 15, bei der die Vergleichsschaltung den Abschnitt des Datenpakets,
der ein Wort-0 und ein Wort-1 eines empfangenen Datenpakets enthält, mit einer Übereinstimmungsdatenmenge
vergleicht.

19. Schaltung nach einem der Ansprüche 11 bis 18, bei der die Vergleichsschaltungsanordnung ferner eine Schal-
tungsanordnung umfasst, die den Abschnitt des Datenpakets mit einer Übereinstimmungsdatenmenge vergleicht,
wobei die Übereinstimmungsdatenmenge einen erwarteten Wert für ein Wort-0 und für ein Wort-1 enthält.

20. Personalcomputersystem, mit:

wenigstens einem Peripheriegerät (14), das einen Datenpaket-Übertragungsbus verwendet;

einem Computer (12), der umfasst:

eine Host-CPU (44), die einen PCI-Bus (24) umfasst; und

eine PCI-Schnittstellenvorrichtung (20), die eine Schnittstelle zwischen dem PCI-Bus und dem Periphe-
riegerät schafft, wobei die PCI-Schnittstellenvorrichtung eine Schaltung zum Zuweisen eines Datenpakets
zu einem DMA-Kanal nach Anspruch 11 umfasst.

21. System nach Anspruch 20, bei dem die Schaltung ferner eine Schaltungsanordnung (129) umfasst, um die meh-
reren Kanalauswahlsignale zu kombinieren, um ein logisch ODER-verknüpftes Vergleichsüberinstimmungssignal
(132) für eine wenigstens einem der DMA-Kanäle zugeordnete Empfängersteuerlogik (102) zu schaffen.

22. System nach Anspruch 21, bei dem die Vergleichsschaltungsanordnung ferner eine Schaltungsanordnung (110)
umfasst, die einen Wort-0-Feldauswahlregisterinhalt mit einem Wort-0-Vergleichswertregisterinhalt (120) ver-
gleicht.

23. System nach Anspruch 21, bei dem die Vergleichsschaltungsanordnung ferner eine Schaltungsanordnung (110)
umfasst, die einen Wort-1-Feldauswahlregisterinhalt (126) mit einem Wort-1-Vergleichswertregisterinhalt (124)
vergleicht.

24. System nach Anspruch 21, bei dem die Vergleichsschaltungsanordnung ferner eine Schaltungsanordnung um-
fasst, die den Abschnitt des Datenpakets, das ein Wort-0 und ein Wort-1 eines ankommenden Datenpakets enthält,
mit einer Übereinstimmungsdatenmenge vergleicht.

25. System nach einem der Ansprüche 21 bis 24, bei dem die Vergleichsschaltungsanordnung ferner eine Schaltungs-
anordnung umfasst, die den Abschnitt des Datenpakets mit einer Übereinstimmungsdatenmenge vergleicht, wobei
die Übereinstimmungsdatenmenge einen erwarteten Wert für ein Wort-0 und ein Wort-1 enthält.



EP 0 803 819 B1

5

10

15

20

25

30

35

40

45

50

55

25

Revendications

1. Un procédé pour attribuer un paquet de données à un canal d'une pluralité de canaux DMA, lequel procédé com-
prend les étapes consistant à :

recevoir au moins une partie dudit paquet de données (162, 166, 108),

caractérisé en ce que ce procédé comprend également les étapes consistant à :

comparer au moins ladite partie dudit paquet de données à un ensemble de données de correspondance
prédéterminé (168), au moins une partie dudit ensemble de données de correspondance comprenant des
régions de données variables de façon programmable correspondant à au moins un canal de ladite pluralité
de canaux DMA ; et
diriger un signal de sélection de canal vers ledit au moins un canal de ladite pluralité de canaux DMA en cas
de correspondance prédéterminée entre au moins une partie dudit paquet de données reçu (162, 166, 108)
et ledit ensemble de données de correspondance (168).

2. Le procédé de la revendication 1, dans lequel l'étape de réception d'au moins une partie dudit paquet de données
(162, 166, 108) comprend la réception d'au moins une partie d'un paquet de données associé à une pluralité de
paquets de données similaires.

3. Le procédé de la revendication 2, dans lequel l'étape de comparaison d'au moins une partie dudit paquet de
données (162, 166, 108) comprend la comparaison d'au moins une partie de chacun des paquets de ladite pluralité
de paquets de données à un ensemble de correspondance de données respectif.

4. Le procédé de la revendication 3, dans lequel l'étape de direction dudit signal de sélection de canal comprend la
direction d'une pluralité de signaux de sélection de canal vers au moins un canal de ladite pluralité de canaux
DMA en cas de correspondance entre une partie d'un ou de plusieurs paquets de ladite pluralité de paquets de
données (108, 162, 166) et les ensembles de correspondance de données respectifs.

5. Le procédé de l'une quelconque des revendications précédentes, dans lequel l'étape de direction dudit signal de
sélection de canal comprend la direction d'au moins un signal de sélection de canal vers au moins un canal d'une
pluralité de canaux DMA conformément à une priorité prédéterminée associée à une pluralité de signaux de sé-
lection de canal.

6. Le procédé de la revendication 4 ou 5, comprenant également l'étape consistant à :

combiner ladite pluralité de signaux de sélection de canal pour fournir un signal de correspondance de com-
parateur défini sur la fonction OU de façon logique (132) à une logique de contrôle de récepteur (102) associée
audit au moins un des canaux DMA.

7. Le procédé de l'une quelconque des revendications 1 à 6, dans lequel ladite étape de comparaison comprend
l'étape de comparaison du contenu d'un contenu de registre de sélection de champ de mot 0 (122) au contenu
d'un registre de valeurs de comparaison de mot 0 (120).

8. Le procédé de l'une quelconque des revendications 1 à 6, dans lequel ladite étape de comparaison comprend
l'étape de comparaison du contenu d'un contenu de registre de sélection de champ de mot 1 (126) au contenu
d'un contenu de registre de valeurs de comparaison de mot 1 (124).

9. Le procédé de l'une quelconque des revendications 1 à 6, dans lequel ladite étape de comparaison comprend
l'étape de comparaison de ladite partie dudit paquet de données comprenant un mot 0 et un mot 1 d'un paquet
de données reçu à un ensemble de données de correspondance.

10. Le procédé de l'une quelconque des revendications précédentes, dans lequel ladite étape de comparaison com-
prend l'étape de comparaison de ladite partie dudit paquet de données à un ensemble de données de correspon-
dance, ledit ensemble de données de correspondance comprenant une valeur attendue de mot 0 et de mot 1.

11. Un circuit pour attribuer un paquet de données à un canal DMA comprenant :
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un comparateur (110) pour recevoir au moins une partie d'un paquet de données (108),

caractérisé en ce que ledit circuit comprend ensuite :

un ensemble de circuits associé audit comparateur pour comparer au moins ladite partie dudit paquet de
données à un ensemble de données de correspondance prédéterminé, au moins une partie dudit ensemble
de données de correspondance comprenant des régions de données variables par programme correspondant
à au moins un canal d'une pluralité de canaux DMA ; et
un ensemble de circuits pour diriger un signal de sélection de canal vers ledit au moins un canal DMA en cas
de correspondance prédéterminée entre lesdits au moins ladite partie et ledit ensemble de données de cor-
respondance.

12. Le circuit de la revendication 11, dans lequel ledit paquet de données est associé à une pluralité de paquets de
données similaires.

13. Le circuit de la revendication 12, dans lequel l'ensemble de circuits de direction est arrangé pour diriger une pluralité
de signaux de sélection de canal vers au moins un canal DMA.

14. Le circuit de la revendication 13 comprenant ensuite :

un encodeur de priorité (128) pour recevoir ledit signal de sélection de canal et ladite pluralité de signaux de
sélection de canal respectifs ;
un ensemble de circuits de direction (130, 102) associé audit encodeur de priorité (128) pour diriger au moins
un desdits signaux de sélection de canal et de ladite pluralité de signaux de sélection de canal respectifs vers
au moins un canal DMA selon une valeur de données de priorité prédéterminée associée au signal de sélection
de canal.

15. Le circuit de l'une quelconque des revendications 11 à 14, comprenant ensuite l'ensemble de circuits (129) pour
combiner ladite pluralité de signaux de sélection de canal respectifs pour fournir un signal de correspondance de
comparateur défini sur la fonction OU de façon logique (132) à une logique de contrôle de récepteur (102) associée
à au moins un desdits canaux DMA.

16. Le circuit de l'une quelconque des revendications 11 à 15, dans lequel ledit ensemble de circuits associé audit
comparateur (110) comprend également l'ensemble de circuits pour comparer un contenu de registre de sélection
de champ de mot 0 (122) à un contenu de registre de valeurs de comparaison de mot 0 (120).

17. Le circuit de l'une quelconque des revendications 11 à 15, dans lequel ledit ensemble de circuits associé audit
comparateur (110) comprend également l'ensemble de circuits pour comparer un contenu de registre de sélection
de champ de mot 1 (126) à un contenu de registre de valeurs de comparaison de mot 1.

18. Le circuit de l'une quelconque des revendications 11 à 15, dans lequel ledit ensemble de circuits de comparaison
pour comparer ladite partie dudit paquet de données comprend le mot 0 et le mot 1 d'un paquet de données reçu
à un ensemble de données de correspondance.

19. Le circuit de l'une quelconque des revendications 11 à 18, dans lequel ledit ensemble de circuits de comparaison
comprend également un ensemble de circuits pour comparer ladite partie dudit paquet de données à un ensemble
de données de correspondance, ledit ensemble de données de correspondance comprenant une valeur attendue
de mot 0 et de mot 1.

20. Un système d'ordinateur personnel comprenant :

au moins un périphérique (14) utilisant un bus de transfert de paquets de données ;
un ordinateur (12), ledit ordinateur comprenant :

une UC hôte (44) comprenant un bus PCI (24) ; et
un dispositif d'interface PCI (20) pour fournir une interface entre ledit bus PCI et ledit périphérique, ledit
dispositif d'interface PCI comprenant un circuit pour attribuer un paquet de données à un canal DMA
conformément à la revendication 11.



EP 0 803 819 B1

5

10

15

20

25

30

35

40

45

50

55

27

21. Le système de la revendication 20, dans lequel ledit circuit contient également l'ensemble de circuits (129) pour
combiner ladite pluralité de signaux de sélection de canal pour fournir un signal de correspondance de comparateur
défini sur la fonction OU de façon logique (132) à une logique de contrôle de récepteur (102) associée à au moins
un desdits canaux DMA.

22. Le système de la revendication 21, dans lequel ledit ensemble de circuits de comparaison comprend également
un ensemble de circuits (110) pour comparer un contenu de registre de sélection de champ de mot 0 (122) à un
contenu de registre de valeurs de comparaison de mot 0 (120).

23. Le système de la revendication 21, dans lequel ledit ensemble de circuits de comparaison comprend également
un ensemble de circuits (110) pour comparer un contenu de registre de sélection de champ de mot 1 (126) à un
contenu de registre de valeurs de comparaison de mot 1 (124).

24. Le système de la revendication 21, dans lequel ledit ensemble de circuits de comparaison comprend également
un ensemble de circuits pour comparer ladite partie dudit paquet de données comprend le mot 0 et le mot 1 d'un
paquet de données entrant à un ensemble de données de correspondance.

25. Le système de l'une quelconque des revendications 21 à 24, dans lequel ledit ensemble de circuits de comparaison
comprend également un ensemble de circuits pour comparer ladite partie dudit paquet de données à un ensemble
de données de correspondance, ledit ensemble de données de correspondance comprenant une valeur attendue
de mot 0 et de mot 1.
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