
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

80
6 

56
8

B
1

TEPZZ 8Z6568B_T
(11) EP 2 806 568 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
30.12.2015 Bulletin 2015/53

(21) Application number: 14167577.7

(22) Date of filing: 30.01.2009

(51) Int Cl.:
H04B 1/16 (2006.01)

(54) System and method for uplink timing synchronization in conjunction with discontinuous 
reception

System und Verfahren zur Uplink-Zeitpunktsynchronisation in Zusammenhang mit dem nicht 
kontinuierlichen Empfang

Système et procédé de synchronisation temporelle de liaison montante en conjonction avec une 
réception discontinue

(84) Designated Contracting States: 
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR 
HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL 
PT RO SE SI SK TR

(30) Priority: 01.02.2008 US 25485 P

(43) Date of publication of application: 
26.11.2014 Bulletin 2014/48

(60) Divisional application: 
15194137.4

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
09708667.2 / 2 248 270

(73) Proprietor: BlackBerry Limited
Waterloo, ON N2K 0A7 (CA)

(72) Inventors:  
• Womack, James

Irving, TX Texas 75039 (US)
• Cai, Zhijun

Irving, TX Texas 75039 (US)
• Yu, Yi

Irving, TX Texas 75039 (US)

(74) Representative: Finnie, Peter John
Gill Jennings & Every LLP 
The Broadgate Tower 
20 Primrose Street
London EC2A 2ES (GB)

(56) References cited:  
WO-A-2007/149993 WO-A1-2007/145006
WO-A1-2007/148458  



EP 2 806 568 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

FIELD OF APPLICATION

[0001] The application relates to uplink timing synchro-
nization in a wireless communication system.

BACKGROUND

[0002] In traditional wireless telecommunications sys-
tems, transmission equipment in a base station transmits
signals throughout a geographical region known as a cell.
As technology has evolved, more advanced network ac-
cess equipment has been introduced that can provide
services that were not possible previously. This ad-
vanced network access equipment might include, for ex-
ample, an enhanced node-B (eNB) rather than a base
station or other systems and devices that are more highly
evolved than the equivalent equipment in a traditional
wireless telecommunications system. Such advanced or
next generation equipment is typically referred to as long-
term evolution (LTE) equipment. For LTE equipment, the
region in which a wireless device can gain access to a
telecommunications network might be referred to by a
name other than "cell", such as "hot spot". As used herein,
the term "cell" will be used to refer to any region in which
a wireless device can gain access to a telecommunica-
tions network, regardless of whether the wireless device
is a traditional cellular device, an LTE device, or some
other device.
[0003] Devices that might be used by users in a tele-
communications network can include both mobile termi-
nals, such as mobile telephones, personal digital assist-
ants, handheld computers, portable computers, laptop
computers, tablet computers and similar devices, and
fixed terminals such as residential gateways, televisions,
set-top boxes and the like. Such devices will be referred
to herein as user equipment or UE.
[0004] In wireless communication systems, transmis-
sion from the network access equipment (e.g., eNB) to
the UE is referred to as a downlink transmission. Com-
munication from the UE to the network access equipment
is referred to as an uplink transmission. Wireless com-
munication systems generally require maintenance of
timing synchronization to allow for continued communi-
cations. Maintaining uplink synchronization can be prob-
lematic, wasting throughput and/or decreasing battery
life of an UE given that a UE may not always have data
to transmit.
[0005] WO-A-2007/145006, see Figure 21 with related
text, discloses a method for communication between a
base station and a mobile station including DRX- and
DTX- cycles and the transmission of an uplink sounding
reference signal.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] For a more complete understanding of this dis-

closure, reference is now made to the following brief de-
scription, taken in connection with the accompanying
drawings and detailed description, wherein like reference
numerals represent like parts.

Figure 1 is a schematic diagram of a cellular network
according to an embodiment of the disclosure;
Figure 2 is a schematic diagram of a cell in a cellular
network according to an embodiment of the disclo-
sure;
Figure 3 is a schematic diagram of a possible uplink
transmission channel;
Figure 4 is a signaling diagram between Network
Access Equipment and a User Equipment;
Figure 5A is a timing diagram showing a first example
of uplink timing reference signal timing having regard
to discontinuous reception timing;
Figure 5B is a timing diagram showing a second ex-
ample of uplink timing reference signal timing having
regard to discontinuous reception timing;
Figure 6A is a flowchart corresponding to one UE
embodiment;
Figure 6B is a flowchart corresponding to one net-
work access equipment embodiment;
Figure 7 is a diagram of a wireless communications
system including a mobile device operable for some
of the various embodiments of the disclosure;
Figure 8 is a block diagram of a mobile device oper-
able for some of the various embodiments of the dis-
closure;
Figure 9 is a block diagram of a software environment
that may be implemented on a mobile device oper-
able for some of the various embodiments of the dis-
closure;
Figure 10 is a block diagram of an exemplary general
purpose computer according to one embodiment of
the present disclosure;
Figure 11 is an exemplary block diagram of modules
in the User Equipment; and
Figure 12 is an exemplary block diagram of modules
in the network access equipment.

DETAILED DESCRIPTION

[0007] It should be understood at the outset that al-
though illustrative implementations of one or more em-
bodiments of the present disclosure are provided below,
the disclosed systems and/or methods may be imple-
mented using any number of techniques, whether cur-
rently known or in existence. The disclosure should in no
way be limited to the illustrative implementations, draw-
ings, and techniques illustrated below, including the ex-
emplary designs and implementations illustrated and de-
scribed herein, but may be modified within the scope of
the appended claims along with their full scope of equiv-
alents.
[0008] Figure 1 illustrates an exemplary cellular net-
work 100 according to an embodiment of the disclosure.
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The cellular network 100 may include a plurality of cells
1021, 1022, 1023, 1024, 1025, 1026, 1027, 1028, 1029,
10210, 10211, 10212, 10213, and 10214 (collectively re-
ferred to as cells 102). As is apparent to persons of or-
dinary skill in the art, each of the cells 102 represents a
coverage area for providing cellular services of the cel-
lular network 100 through communication from a network
access equipment (e.g., eNB). While the cells 102 are
depicted as having non-overlapping coverage areas,
persons of ordinary skill in the art will recognize that one
or more of the cells 102 may have partially overlapping
coverage with adjacent cells. In addition, while a partic-
ular number of the cells 102 are depicted, persons of
ordinary skill in the art will recognize that a larger or small-
er number of the cells 102 may be included in the cellular
network 100.
[0009] One or more UEs 10 may be present in each of
the cells 102. Although only one UE 10 is depicted and
is shown in only one cell 10212, it will be apparent to one
of skill in the art that a plurality of UEs 10 may be present
in each of the cells 102. A network access equipment 20
in each of the cells 102 performs functions similar to those
of a traditional base station. That is, the network access
equipments 20 provide a radio link between the UEs 10
and other components in a telecommunications network.
While the network access equipment 20 is shown only
in cell 10212, it should be understood that network access
equipment would be present in each of the cells 102. A
central control 110 may also be present in the cellular
network 100 to oversee some of the wireless data trans-
missions within the cells 102.
[0010] Figure 2 depicts a more detailed view of the cell
10212. The network access equipment 20 in cell 10212
may promote communication via a transmitting antenna
27 connected to a transmitter, a receiving antenna 29
connected to a receiver, and/or other well known equip-
ment. Similar equipment might be present in the other
cells 102. A plurality of UEs 10 (10a, 10b, 10c) are present
in the cell 10212, as might be the case in the other cells
102. In the present disclosure, the cellular systems or
cells 102 are described as engaged in certain activities,
such as transmitting signals; however, as will be readily
apparent to one skilled in the art, these activities would
in fact be conducted by components comprising the cells.
[0011] In each cell, the transmissions from the network
access equipment 20 to the UEs 10 are referred to as
downlink transmissions, and the transmissions from the
UEs 10 to the network access equipment 20 are referred
to as uplink transmissions. The UE may include any de-
vice that may communicate using the cellular network
100. For example, the UE may include devices such as
a cellular telephone, a laptop computer, a navigation sys-
tem, or any other devices known to persons of ordinary
skill in the art that may communicate using the cellular
network 100.
[0012] The format of an uplink channel is shown sche-
matically in Figure 3. The uplink channel is representative
of a two dimensional time-frequency resource, in which

frequency is indicated along the vertical axis and time,
in the form of OFDM symbols, slots, sub-frames and
frames are indicated on the horizontal axis. The trans-
mission can be one of a number of different bandwidths
(e.g., 1.25, 5, 15, or 20 MHz). In the time domain, the
uplink is broken into frames, sub-frames and slots. Each
slot 201 (shown as slots 2011, 2012,..., 20119, 20120, col-
lectively slots 201) is made up of seven orthogonal fre-
quency division multiplexed (OFDM) symbols 203. Two
slots 201 make up a sub-frame 205 (sub-frames 2051,
2052,..., 20510, collectively are sub-frames 205). A frame
is a collection of 10 contiguous sub-frames. Because the
exact details of a sub-frame 205 may vary depending
upon the exact implementation, the following description
is provided as an example only. The UE will transmit us-
ing a constant-amplitude and zero-autocorrelation
(CAZAC) sequence so that more than one UE may trans-
mit simultaneously. The demodulation (DM) reference
symbol (RS) is placed on the fourth symbol 209 of each
slot; and a control channel 211 is taken up by at least
one resource block on the very outside edges of the fre-
quency band.
[0013] In some embodiments, a sounding reference
signal (SRS) is considered to be an uplink timing refer-
ence signal transmission. SRS are made available at the
beginning, or end, of each sub-frame 205 and is broken
down into several blocks of 12 sub-carriers (not individ-
ually shown) that correspond to the same frequency
bandwidth as a resource block. A UE may use one or all
of those frequency blocks depending on the transmission
bandwidth selected. The UE may also use every other
sub-carrier in one or more multiple frequency blocks. In
the illustrated example, the SRS is shown in the first sym-
bol 207 of the sub-frame 2051 and of sub-frame 20119.
The transmission of SRSs is based on the time between
subsequent SRS transmission by a single UE. Figure 3
also shows where in time and frequency that the physical
uplink control channel (PUCCH), which occurs on control
channel 211, is placed. Control signaling takes place in
the PUCCH. In one embodiment, the system implements
a hybrid automatic repeat request (HARQ) acknowledge-
ment (ACK)/negative acknowledgement (NACK) feed-
back. An ACK or NACK is sent on the PUCCH 211 by
the UE to the eNB to indicate whether a packet transmit-
ted from the eNB was received at that UE. A physical
uplink shared channel (PUSCH) is used to send user
data.
[0014] The above description of the uplink channel is
one implementation of an uplink channel. It will be ap-
preciated that other uplink channel configurations may
be used wherein an uplink timing reference signal trans-
mission (e.g., SRS) is sent during any portion of the uplink
message, not necessarily only at the beginning or end
of a specified time interval (e.g., slot).
[0015] In order to maintain uplink synchronization, it is
desirable for the network access equipment 20 (shown
in Figure 1) to calculate the uplink channel conditions by
analyzing signals sent from the UE 10. One possible sig-
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naling diagram of signals sent between the network ac-
cess equipment 20 and the UE 10 is shown in Figure 4,
In this embodiment, the network access equipment 20
instructs the UE 10 when to send an uplink timing refer-
ence signal transmission (e.g., SRS), through use of an
uplink timing reference signal transmission instruction
message 241. The uplink timing reference signal trans-
mission instruction message 241 may include any one
of a variety of instructions. For example, the network ac-
cess equipment 20 may instruct the UE 10 via the timing
reference signal transmission instruction message 241
to send the timing reference signal transmissions at a
constant rate, or in bursts depending on the velocity of
the UE 10 relative to the network access equipment 20.
In a response 243, the UE 10 may send the timing ref-
erence signal transmissions (e.g., SRS) in accordance
with the instructions of the network access equipment 20.
[0016] In order to conserve battery power in the UE,
the UE may operate with discontinuous reception (DRX).
Typically, the UE will turn its reception capability on and
off in a repeating fashion. The network is aware of the
DRX behavior and makes its transmission to the UE dur-
ing periods that the reception capability is on. An "On"
period followed by an "Off" period is a DRX cycle.
[0017] DRX in Connected Mode will be configured by
the network. Part of the configuration is the setting of the
DRX-cycle "On" Duration, inactivity timers and HARQ
timer. During the "On" periods (periods the receiver is on
each having a length specified by the "On Duration"), the
UE will monitor the PDCCH (packet data control channel)
or configured resource for the possible downlink trans-
missions. When a PDCCH is decoded successfully, an
inactivity timer will be started. At the end of the "On" pe-
riod, the UE may go back to sleep according to the DRX
configuration.

SRS Transmission During DRX "On" Periods

[0018] In a first embodiment, the UE will transmit the
SRS (more generally an uplink timing reference signal)
only during DRX "On" periods. During DRX "Off" periods,
the UE does not transmit SRS. In some embodiments,
this involves signalling the UE to transmit the SRS with
a desired repetition period, and the UE transmitting the
SRS for each repetition period only if it occurs during a
DRX "On" period. Depending on the alignment or lack of
alignment between the SRS repetition period and the
DRX "On" periods, there may or may not be SRS repe-
tition periods for which no SRS is transmitted. If the SRS
is to be transmitted during each and every SRS repetition
period, this will require that the DRX cycle be as frequent,
or more frequent than the desired SRS repetition period.
[0019] Figure 5A shows a simple example of this where
the SRS repetition period is a multiple (in this case the
multiple is two) of the DRX cycle. In addition, for the ex-
ample of Figure 5A the SRS is less frequent than the
CQI. Indicated at 800 is DRX timing in which there is a
DRX cycle 802 that includes a DRX "On" Duration (indi-

cated at 804) and a DRX "Off" Duration. The receiver is
alternately turned on for "On" periods having the DRX
"On" Duration and off for "Off" periods having the DRX
"Off" Duration. Indicated at 810 is the CQI timing. The
CQI has a CQI period 812 that is aligned with the DRX
cycle. Specifically, the CQI is sent during the DRX "On"
periods. Indicated at 820 is the timing of the SRS. The
SRS has an SRS period 822. In this case, the SRS period
822 is double the DRX cycle 802. As such, so long as
these cycle durations are in place, the SRS can be sent
at the desired SRS period during DRX "On" periods.

SRS Transmission Irrespective of DRX "On" Periods

[0020] In some embodiments, the UE makes its SRS
transmission irrespective of DRX in certain conditions.
This is particularly appropriate in order to maintain the
uplink time alignment for different UE’s with high velocity.
This will allow an SRS period to be established that is
shorter than the DRX cycle as might be the case when
the DRX cycle is particularly long, and/or when the SRS
period has become particularly short due to mobility of
the UE.
[0021] Figure 5B shows an example of an SRS period
that is smaller than the DRX cycle. As discussed above,
this situation may be more common when the UE moves
to the longer DRX cycles. If UL synchronization is to be
maintained even during the longer DRX cycle (for exam-
ple the 640 ms DRX cycle), then the SRS needs to still
be transmitted, and depending on the mobility of the UE,
it may need to be transmitted at a higher frequency than
the DRX cycle. With reference to Figure 5B, the DRX
timing 800 and CQI timing 810 are the same as in Figure
5A. In this case, the SRS timing 820 has an SRS period
840 that is half that of the CQI period 812, and that is
shorter than the DRX cycle 802. In this case, the UE will
need to turn its transmitter on outside the normal DRX
"On" periods in order to be able to transmit all of the SRS
transmissions.

Resource Release

[0022] In some embodiments, to avoid frequent reas-
signment or release, a resource is allocated for the UE
to transmit the SRS, and this SRS resource is not re-
leased when the UE is not transmitting the SRS.
[0023] In some embodiments, an uplink timing align-
ment timer is employed. The timer represents the amount
of time the UE is expected to be able to maintain uplink
synchronization, after which it can be assumed that the
UE should not transmit on the UL. The network transmits
a timing alignment update command to the UE each time
it computes new uplink timing based on received SRS
from the UE to instruct the UE how to adjust its timing
alignment. Once alignment has been lost, the UE will
need to regain alignment when it next needs to transmit.
[0024] In some embodiments, the uplink timing align-
ment timer is run by the network. If no timing alignment
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update command has been sent within the period that
the timer is running, then the timer will expire, and it is
assumed that alignment is lost. In this event, some or all
resources (e.g. CQI, SRS) allocated for UL communica-
tion are released. The network will inform the UE of when
the timer expires.
[0025] In another embodiment, the timer may run on
the UE in which case the network may inform the UE of
the timer value. The timer is reset by the reception of a
timing alignment (TA) update command.

Sub-Frame Selection

[0026] For the example of Figure 5A, the CQI and SRS
are both transmitted during DRX "On" Durations, al-
though not necessarily with the same frequency. In an-
other embodiment, to further save battery consumption,
transmission of SRS and CQI is configured to be in the
same sub-frame whenever feasible. An example of this
is shown in Figure 3 where the CQI 213 is sent in the
same sub-frame 2011 as the SRS 207. For the example
of Figure 5A, this should be possible for every SRS trans-
mission since the SRS period is twice that of the CQI
period. For the example of Figure 5B, the SRS and CQI
can be transmitted in the same sub-frame for every sec-
ond SRS transmission.
[0027] In some embodiments, for the case where the
UE is transmitting SRS only during DRX "On" durations,
the CQI is also only transmitted during DRX "On" dura-
tions. In some embodiments, for the case where the UE
is transmitting SRS irrespective of DRX "On" durations,
the CQI is allowed to be transmitted during DRX "On"
durations and can be transmitted during periods that the
transmitter has been turned on irrespective of DRX "On"
durations for the purpose of transmitting SRS.
[0028] The DTX (discontinuous transmission) periods
do not necessarily align with the DRX periods. Once the
SRS and CQI have been transmitted, the transmitter can
be turned off, even though the receiver may still be on.

Scheduling Request Timing

[0029] Figures 5A and 5B also each show timing of
scheduling requests (SR), generally indicated at 830. A
scheduling request is an indication sent by the UE to the
base station to request the UL resource. In some em-
bodiments, the UE transmits scheduling requests only
during DRX "On" periods. In a further enhancement, the
UE transmits scheduling requests during a sub-frame
that the transmitter is already on to transmit the CQI, the
SRS or both. This can occur through network configura-
tion of the UE, or at the initiative of the UE. Data may be
sent from the UE during the DRX "On" period.

Combination of Methods

[0030] In some embodiments, a combination of the
above-described methods is employed in which some-

times the UE only transmits SRS during DRX "On" peri-
ods, referred to hereinafter as a first operational mode,
and other times the UE transmits SRS irrespective of
DRX "On" periods, referred to hereinafter as a second
operational mode. Figure 6A illustrates a flow chart of a
specific example of such a method for SRS transmission
in a UE 10. The method of Figure 6A might be executed
continuously, or when there is a change in SRS period
and/or DRX cycle for example. The SRS period may
change as a function of mobility of the UE, whereas the
DRX cycle may change as a function of level of commu-
nications activity involving the UE. In block 6A-1, the UE
receives an instruction from the network. If the instruction
is to operate in the first operational mode (yes path, block
6A-2), the UE operates in the first operational mode at
block 6A-3. If there are no instructions to operate in the
first operational mode (no path, block 6A-2), a subse-
quent decision involves determining whether there is an
instruction to operate in the second operational mode. If
the instruction is to operate in the second operational
mode (yes path, block 6A-4), the UE operates in the sec-
ond operational mode at block 6A-5. More generally, in
a first operational mode, the UE executes block 6A-3 and
in a second operational mode, the UE executes block
6A-5. The conditions for executing the first or second
operational mode may be as described above, or may
be different. In some implementations, only the first op-
erational mode is provided, or only the second operation-
al mode is provided.
[0031] A flowchart of such an embodiment from the
network perspective is shown in Figure 6B. In block 6B-
1, the network determines whether the UE should oper-
ate in the first operational mode or the second operational
mode. This can be done as a function of mobility of the
UE and/or channel utilization to name a few examples.
At block 6B-2, the network sends an instruction to the
UE to operate in the determined operational mode.
[0032] In order to carry out the above processes, the
UE 10 comprises a processor capable of performing the
above process. For simplicity, the different functions
have been broken out into different modules. These mod-
ules may be implemented separately or together. Fur-
ther, these modules may be implemented in hardware,
software, or some combination. Finally, these modules
may reside in different portions of the UE memory. As
illustrated in Figure 11, the UE processor comprises a
receive module 801, a determination module 803, and a
transmission module 807. The receive module 801 re-
ceives a message or messages indicating an operational
mode for SRS transmission. The determination module
803 determines the manner of transmitting the SRS hav-
ing regard to the message. The determination module
informs the transmission module 807 to send the SRS in
accordance with the determination made by the determi-
nation module 803.
[0033] In some embodiments, the UE runs an uplink
timing alignment timer as described above in which case
the UE further comprises an uplink timing alignment timer
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module 809. The timer is reset upon receipt of a timing
alignment update message by the receive module 801.
If the timer expires, the UE releases the resource used
for SRS transmission by the transmission module 807.
In other embodiments, rather than the UE running a timer,
the receive module 801 of the UE receives an instruction
from the network that indicates timing has been lost in
which case the UE releases the resource used for SRS
transmission.
[0034] Referring now to Figure 12, the network access
equipment 20 also comprises a processor. The proces-
sor comprises a receive module 901, an evaluation mod-
ule 903 and a transmission module 905. Again, these
modules are defined for simplicity, and may be executed
in software, hardware, firmware, or both. Additionally,
these modules may be stored in the same or different
memories. The receiver module 901 receives SRS mes-
sages, CQI and other signals from the UE. The evaluation
module 903 evaluates an appropriate DRX period and a
desired SRS period. This may for example be done hav-
ing regard to the activity of the UE, the mobility of the UE,
and/or activity of the UE. The evaluation module deter-
mines an appropriate SRS transmission behavior having
regard to the DRX behavior and SRS repetition period
and instructs the transmission module 905 to signal this
to the UE.
[0035] In some embodiments, the network runs an up-
link timing alignment timer as described above in which
case the processor further comprises an uplink timing
alignment timer module 907. The timer is reset upon
transmission of a timing alignment update message by
the transmission module 905. In one embodiment, if the
timer expires, the network sends an instruction to the UE
to release the resource used for SRS transmission, and
the network also releases the resource used for SRS
transmission. In another embodiment, if the timer ex-
pires, the network released the resource used for SRS
transmission without sending a message to the UE. In
this second embodiment, the network may have previ-
ously sent a timer value to the UE. Because the UE may
have used that timer value to start its own uplink align-
ment timer, the UE would not need a message from the
network informing the UE that the timer had expired and
the SRS resource is to be released.
[0036] Figure 7 illustrates a wireless communications
system including an embodiment of the UE 10. The UE
10 is operable for implementing aspects of the disclosure,
but the disclosure should not be limited to these imple-
mentations. Though illustrated as a mobile phone, the
UE 10 may take various forms including a wireless hand-
set, a pager, a personal digital assistant (PDA), a portable
computer, a tablet computer, or a laptop computer. Many
suitable devices combine some or all of these functions.
In some embodiments of the disclosure, the UE 10 is not
a general purpose computing device like a portable, lap-
top or tablet computer, but rather is a special-purpose
communications device such as a mobile phone, a wire-
less handset, a pager, a PDA, or a telecommunications

device installed in a vehicle. In another embodiment, the
UE 10 may be a portable, laptop or other computing de-
vice. The UE 10 may support specialized activities such
as gaming, inventory control, job control, and/or task
management functions, and so on.
[0037] The UE 10 includes a display 402. The UE 10
also includes a touch-sensitive surface, a keyboard or
other input keys generally referred as 404 for input by a
user. The keyboard may be a full or reduced alphanu-
meric keyboard such as QWERTY, Dvorak, AZERTY,
and sequential types, or a traditional numeric keypad with
alphabet letters associated with a telephone keypad. The
input keys may include a track wheel, an exit or escape
key, a trackball, and other navigational or functional keys,
which may be inwardly depressed to provide further input
function. The UE 10 may present options for the user to
select, controls for the user to actuate, and/or cursors or
other indicators for the user to direct.
[0038] The UE 10 may further accept data entry from
the user, including numbers to dial or various parameter
values for configuring the operation of the UE 10. The
UE 10 may further execute one or more software or
firmware applications in response to user commands.
These applications may configure the UE 10 to perform
various customized functions in response to user inter-
action. Additionally, the UE 10 may be programmed
and/or configured over-the-air, for example from a wire-
less base station, a wireless access point, or a peer UE
10.
[0039] Among the various applications executable by
the UE 10 are a web browser, which enables the display
402 to show a web page. The web page may be obtained
via wireless communications with a wireless network ac-
cess node, a cell tower, a peer UE 10, or any other wire-
less communication network or system 400. The network
400 is coupled to a wired network 408, such as the In-
ternet. Via the wireless link and the wired network, the
UE 10 has access to information on various servers, such
as a server 410. The server 410 may provide content that
may be shown on the display 402. Alternately, the UE 10
may access the network 400 through a peer UE 10 acting
as an intermediary, in a relay type or hop type of connec-
tion.
[0040] Figure 8 shows a block diagram of the UE 10.
While a variety of known components of UEs 10 are de-
picted, in an embodiment a subset of the listed compo-
nents and/or additional components not listed may be
included in the UE 10. The UE 10 includes a digital signal
processor (DSP) 502 and a memory 504. As shown, the
UE 10 may further include an antenna and front end unit
506, a radio frequency (RF) transceiver 508, an analog
baseband processing unit 510, a microphone 512, an
earpiece speaker 514, a headset port 516, an input/out-
put interface 518, a removable memory card 520, a uni-
versal serial bus (USB) port 522, a short range wireless
communication sub-system 524, an alert 526, a keypad
528, a liquid crystal display (LCD), which may include a
touch sensitive surface 530, an LCD controller 532, a
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charge-coupled device (CCD) camera 534, a camera
controller 536, and a global positioning system (GPS)
sensor 538. In an embodiment, the UE 10 may include
another kind of display that does not provide a touch sen-
sitive screen. In an embodiment, the DSP 502 may com-
municate directly with the memory 504 without passing
through the input/output interface 518.
[0041] The DSP 502 or some other form of controller
or central processing unit operates to control the various
components of the UE 10 in accordance with embedded
software or firmware stored in memory 504 or stored in
memory contained within the DSP 502 itself. In addition
to the embedded software or firmware, the DSP 502 may
execute other applications stored in the memory 504 or
made available via information carrier media such as
portable data storage media like the removable memory
card 520 or via wired or wireless network communica-
tions. The application software may comprise a compiled
set of machine-readable instructions that configure the
DSP 502 to provide the desired functionality, or the ap-
plication software may be high-level software instructions
to be processed by an interpreter or compiler to indirectly
configure the DSP 502.
[0042] The antenna and front end unit 506 may be pro-
vided to convert between wireless signals and electrical
signals, enabling the UE 10 to send and receive informa-
tion from a cellular network or some other available wire-
less communications network or from a peer UE 10. In
an embodiment, the antenna and front end unit 506 may
include multiple antennas to support beam forming
and/or multiple input multiple output (MIMO) operations.
As is known to those skilled in the art, MIMO operations
may provide spatial diversity which can be used to over-
come difficult channel conditions and/or increase chan-
nel throughput. The antenna and front end unit 506 may
include antenna tuning and/or impedance matching com-
ponents, RF power amplifiers, and/or low noise amplifi-
ers.
[0043] The RF transceiver 508 provides frequency
shifting, converting received RF signals to baseband and
converting baseband transmit signals to RF. In some de-
scriptions a radio transceiver or RF transceiver may be
understood to include other signal processing function-
ality such as modulation/demodulation, coding/decod-
ing, interleaving/deinterleaving, spreading/despreading,
inverse fast Fourier transforming (IFFT)/fast Fourier
transforming (FFT), cyclic prefix appending/removal, and
other signal processing functions. For the purposes of
clarity, the description here separates the description of
this signal processing from the RF and/or radio stage and
conceptually allocates that signal processing to the an-
alog baseband processing unit 510 and/or the DSP 502
or other central processing unit. In some embodiments,
the RF Transceiver 508, portions of the Antenna and
Front End 506, and the analog baseband processing unit
510 may be combined in one or more processing units
and/or application specific integrated circuits (ASICs).
[0044] The analog baseband processing unit 510 may

provide various analog processing of inputs and outputs,
for example analog processing of inputs from the micro-
phone 512 and the headset 516 and outputs to the ear-
piece 514 and the headset 516. To that end, the analog
baseband processing unit 510 may have ports for con-
necting to the built-in microphone 512 and the earpiece
speaker 514 that enable the UE 10 to be used as a cell
phone. The analog baseband processing unit 510 may
further include a port for connecting to a headset or other
hands-free microphone and speaker configuration. The
analog baseband processing unit 510 may provide dig-
ital-to-analog conversion in one signal direction and an-
alog-to-digital conversion in the opposing signal direc-
tion. In some embodiments, at least some of the func-
tionality of the analog baseband processing unit 510 may
be provided by digital processing components, for exam-
ple by the DSP 502 or by other central processing units.
[0045] The DSP 502 may perform modulation/demod-
ulation, coding/decoding, interleaving/deinterleaving,
spreading/despreading, inverse fast Fourier transform-
ing (IFFT)/fast Fourier transforming (FFT), cyclic prefix
appending/removal, and other signal processing func-
tions associated with wireless communications. In an em-
bodiment, for example in a code division multiple access
(CDMA) technology application, for a transmitter function
the DSP 502 may perform modulation, coding, interleav-
ing, and spreading, and for a receiver function the DSP
502 may perform despreading, deinterleaving, decoding,
and demodulation. In another embodiment, for example
in an orthogonal frequency division multiplex access
(OFDMA) technology application, for the transmitter
function the DSP 502 may perform modulation, coding,
interleaving, inverse fast Fourier transforming, and cyclic
prefix appending, and for a receiver function the DSP
502 may perform cyclic prefix removal, fast Fourier trans-
forming, deinterleaving, decoding, and demodulation. In
other wireless technology applications, yet other signal
processing functions and combinations of signal
processing functions may be performed by the DSP 502.
[0046] The DSP 502 may communicate with a wireless
network via the analog baseband processing unit 510.
In some embodiments, the communication may provide
Internet connectivity, enabling a user to gain access to
content on the Internet and to send and receive e-mail
or text messages. The input/output interface 518 inter-
connects the DSP 502 and various memories and inter-
faces. The memory 504 and the removable memory card
520 may provide software and data to configure the op-
eration of the DSP 502. Among the interfaces may be
the USB interface 522 and the short range wireless com-
munication sub-system 524. The USB interface 522 may
be used to charge the UE 10 and may also enable the
UE 10 to function as a peripheral device to exchange
information with a personal computer or other computer
system. The short range wireless communication sub-
system 524 may include an infrared port, a Bluetooth
interface, an IEEE 802.11 compliant wireless interface,
or any other short range wireless communication sub-
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system, which may enable the UE 10 to communicate
wirelessly with other nearby mobile devices and/or wire-
less base stations.
[0047] The input/output interface 518 may further con-
nect the DSP 502 to the alert 526 that, when triggered,
causes the UE 10 to provide a notice to the user, for
example, by ringing, playing a melody, or vibrating. The
alert 526 may serve as a mechanism for alerting the user
to any of various events such as an incoming call, a new
text message, and an appointment reminder by silently
vibrating, or by playing a specific pre-assigned melody
for a particular caller.
[0048] The keypad 528 couples to the DSP 502 via the
interface 518 to provide one mechanism for the user to
make selections, enter information, and otherwise pro-
vide input to the UE 10. The keyboard 528 may be a full
or reduced alphanumeric keyboard such as QWERTY,
Dvorak, AZERTY and sequential types, or a traditional
numeric keypad with alphabet letters associated with a
telephone keypad. The input keys may include a track
wheel, an exit or escape key, a trackball, and other nav-
igational or functional keys, which may be inwardly de-
pressed to provide further input function. Another input
mechanism may be the LCD 530, which may include
touch screen capability and also display text and/or
graphics to the user. The LCD controller 532 couples the
DSP 502 to the LCD 530.
[0049] The CCD camera 534, if equipped, enables the
UE 10 to take digital pictures. The DSP 502 communi-
cates with the CCD camera 534 via the camera controller
536. In another embodiment, a camera operating accord-
ing to a technology other than Charge Coupled Device
cameras may be employed. The GPS sensor 538 is cou-
pled to the DSP 502 to decode global positioning system
signals, thereby enabling the UE 10 to determine its po-
sition. Various other peripherals may also be included to
provide additional functions, e.g., radio and television re-
ception.
[0050] Figure 9 illustrates a software environment 602
that may be implemented by the DSP 502. The DSP 502
executes operating system drivers 604 that provide a
platform from which the rest of the software operates.
The operating system drivers 604 provide drivers for the
wireless device hardware with standardized interfaces
that are accessible to application software. The operating
system drivers 604 include application management
services ("AMS") 606 that transfer control between ap-
plications running on the UE 10. Also shown in Figure 9
are a web browser application 608, a media player ap-
plication 610, and Java applets 612. The web browser
application 608 configures the UE 10 to operate as a web
browser, allowing a user to enter information into forms
and select links to retrieve and view web pages. The me-
dia player application 610 configures the UE 10 to retrieve
and play audio or audiovisual media. The Java applets
612 configure the UE 10 to provide games, utilities, and
other functionality. A component 614 might provide func-
tionality related to the present disclosure.

[0051] The UEs 10, ENBs 20, and central control 110
of Figure 1 and other components that might be associ-
ated with the cells 102 may include any general-purpose
computer with sufficient processing power, memory re-
sources, and network throughput capability to handle the
necessary workload placed upon it. Figure 10 illustrates
a typical, general-purpose computer system 700 that
may be suitable for implementing one or more embodi-
ments disclosed herein. The computer system 700 in-
cludes a processor 720 (which may be referred to as a
central processor unit or CPU) that is in communication
with memory devices including secondary storage 750,
read only memory (ROM) 740, random access memory
(RAM) 730, input/output (I/O) devices 710, and network
connectivity devices 760. The processor may be imple-
mented as one or more CPU chips.
[0052] The secondary storage 750 is typically com-
prised of one or more disk drives or tape drives and is
used for non-volatile storage of data and as an over-flow
data storage device if RAM 730 is not large enough to
hold all working data. Secondary storage 750 may be
used to store programs which are loaded into RAM 730
when such programs are selected for execution. The
ROM 740 is used to store instructions and perhaps data
which are read during program execution. ROM 740 is a
non-volatile memory device which typically has a small
memory capacity relative to the larger memory capacity
of secondary storage. The RAM 730 is used to store vol-
atile data and perhaps to store instructions. Access to
both ROM 740 and RAM 730 is typically faster than to
secondary storage 750.
[0053] I/O devices 710 may include printers, video
monitors, liquid crystal displays (LCDs), touch screen dis-
plays, keyboards, keypads, switches, dials, mice, track
balls, voice recognizers, card readers, paper tape read-
ers, or other well-known input devices.
[0054] The network connectivity devices 760 may take
the form of modems, modem banks, ethernet cards, uni-
versal serial bus (USB) interface cards, serial interfaces,
token ring cards, fiber distributed data interface (FDDI)
cards, wireless local area network (WLAN) cards, radio
transceiver cards such as code division multiple access
(CDMA) and/or global system for mobile communica-
tions (GSM) radio transceiver cards, and other well-
known network devices. These network connectivity 760
devices may enable the processor 720 to communicate
with an Internet or one or more intranets. With such a
network connection, it is contemplated that the processor
720 might receive information from the network, or might
output information to the network in the course of per-
forming the above-described method steps. Such infor-
mation, which is often represented as a sequence of in-
structions to be executed using processor 720, may be
received from and outputted to the network, for example,
in the form of a computer data signal embodied in a carrier
wave.
[0055] Such information, which may include data or
instructions to be executed using processor 720 for ex-

13 14 



EP 2 806 568 B1

9

5

10

15

20

25

30

35

40

45

50

55

ample, may be received from and outputted to the net-
work, for example, in the form of a computer data base-
band signal or signal embodied in a carrier wave. The
baseband signal or signal embodied in the carrier wave
generated by the network connectivity 760 devices may
propagate in or on the surface of electrical conductors,
in coaxial cables, in waveguides, in optical media, for
example optical fiber, or in the air or free space. The
information contained in the baseband signal or signal
embedded in the carrier wave may be ordered according
to different sequences, as may be desirable for either
processing or generating the information or transmitting
or receiving the information. The baseband signal or sig-
nal embedded in the carrier wave, or other types of sig-
nals currently used or hereafter developed, referred to
herein as the transmission medium, may be generated
according to several methods well known to one skilled
in the art.
[0056] The processor 720 executes instructions,
codes, computer programs, scripts which it accesses
from hard disk, floppy disk, optical disk (these various
disk-based systems may all be considered secondary
storage 750), ROM 740, RAM 730, or the network con-
nectivity devices 760. While only one processor 720 is
shown, multiple processors may be present. Thus, while
instructions may be discussed as executed by a proces-
sor, the instructions may be executed simultaneously,
serially, or otherwise executed by one or multiple proc-
essors.
[0057] RAN1 and RAN2 are standards related to Radio
Layer 1 and Radio Layer 2, respectively. Radio Layer 1
generally pertains to, but is not limited to, the physical
layer of the radio interface for UE, UTRAN (UMTS Ter-
restrial Radio Access Network), Evolved UTRAN, and
beyond and may cover both frequency divisional duplex
(FDD) and time divisional duplex (TDD) modes of radio
interface. Radio Layer 2 generally pertains to, but is not
limited to, radio interface architecture and protocols such
as media access control (MAC), radio link control (RLC)
and packet data convergence protocol (PDCP), specifi-
cation of the Radio Resource Control protocol, and strat-
egies of Radio Resource Management and the services
provided by the physical layer to the upper layers).
[0058] Several contributions in RAN2 are considering
configurations of CQI reports during DRX. The contribu-
tions are also considering what should happen to sign-
aling resources when timing alignment is lost on the up-
link. These contributions have not taken fully into consid-
eration the role of sounding reference signals (SRS) and
scheduling request (SR) and scheduling indicators (SRI).
[0059] It has been agreed in RAN1 that SRS periods
will be 2, 5, 10, 20, 40, 80, 160, 320 ms. SRS is used in
support of CQI and uplink timing estimation by a base
station. RAN2 has introduced as a discussion point how
to operate CQI while a mobile has been configured for
DRX.
[0060] In some embodiments, as described above,
DRX in Connected Mode will be configured by the eNB.

Part of the configuration is the setting of the DRX-cycle
"On" Duration, inactivity timers and HARQ timer. During
the "On" Duration, UE will monitor the PDCCH or config-
ured resource for the possible downlink transmissions.
When a PDCCH is decoded successfully, an inactivity
timer will be started. At the end of the active period, UE
may go back to sleep according to the configurations.
[0061] In some embodiments, a length of long DRX
cycle is a determiner in how to allow the UE to move into
an unsynchronized state. It is conceivable that a DRX
cycle greater than 1 second could lead to loss of UL syn-
chronization. At such a point, all SRS and CQI transmis-
sions on the UL should be terminated and the UE should
access the random access channel (RACH) whenever
data needs to flow in the UL. In some embodiments, mo-
bility has a direct impact on UL synchronization loss. If
the unsynchronized state has not been entered, the SRS
transmission must continue as needed. Under modest
mobility conditions (e.g. 30 kilometers/hour), the SRS pe-
riod may be on the order of 50 ms. This is less than several
of the shorter DRX cycles. Synchronization is to be main-
tained if any uplink transmissions are to take place.
[0062] In some embodiments, the UE will transmit the
SRS during the appropriate "On" Duration. In the "Off"
Duration, the UE may not transmit SRS. Furthermore, to
simplify the procedure by avoiding frequent reassign-
ment or release, the SRS resource should not be re-
leased when the UE is not transmitting the SRS. In some
embodiments, the SRS resource is only released when
an uplink timing alignment timer expires.
[0063] In some embodiments, the UE transmits the
SRS during the DRX "On" Duration, and SRS transmis-
sions may be stopped during the off duration. The re-
source for the SRS is maintained during the DRX and
released only when the uplink timing alignment timer has
expired.
[0064] In some embodiments, as a matter of saving
battery power, transmission of SRS and CQI occur in the
same sub-frame whenever feasible. Also, in order to
maintain the uplink time alignment for different UE’s with
high velocity, the eNB is enabled to configure the UE for
the SRS transmission irrespective of DRX in certain con-
ditions.
[0065] In some embodiments, transmission of SRS
and CQI is in the same sub-frame whenever feasible to
save UE’s battery power. To maintain uplink timing align-
ment, the eNB configures the UE to transmit SRS irre-
spective of the DRX.
[0066] Figure 5A shows the case when the SRS period
is less frequent than CQI. Figure 5B shows the opposite
case. In Figure 5B the eNB selects an SRS transmission
periodicity that is smaller than the DRX cycle. This situ-
ation will be more common when the UE moves to the
longer DRX cycles. If UL synchronization must be main-
tained even during the longer DRX cycle, for example
640 ms or more, then the SRS is transmitted.
[0067] In some embodiments, methods and devices
described herein are for use in long term evolution (LTE)
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networks. However, the devices and methods described
herein are not intended to be limited to only LTE net-
works. In some embodiments, the methods and devices
described herein are for use with other types of commu-
nication networks.
[0068] While several embodiments have been provid-
ed in the present disclosure, it should be understood that
the disclosed systems and methods may be embodied
in many other specific forms without departing from the
spirit or scope of the present disclosure. The present ex-
amples are to be considered as illustrative and not re-
strictive, and the intention is not to be limited to the details
given herein. For example, the various elements or com-
ponents may be combined or integrated in another sys-
tem or certain features may be omitted, or not implement-
ed.
[0069] Also, techniques, systems, subsystems and
methods described and illustrated in the various embod-
iments as discrete or separate may be combined or in-
tegrated with other systems, modules, techniques, or
methods without departing from the scope of the present
disclosure. Other items shown or discussed as coupled
or directly coupled or communicating with each other may
be indirectly coupled or communicating through some
interface, device, or intermediate component, whether
electrically, mechanically, or otherwise. Other examples
of changes, substitutions, and alterations are ascertain-
able by one skilled in the art and could be made without
departing from the scope disclosed herein.

Claims

1. A method in a user equipment, UE, comprising:

receiving an instruction;
determining from the instruction whether to op-
erate in a first operation mode or a second op-
eration mode;
wherein when operating with discontinuous re-
ception, DRX, in the first operation mode, the
UE refrains from transmitting a sounding refer-
ence signal, SRS, when not in DRX active time;
and,
wherein when operating with DRX in the second
operation mode, the UE transmits a SRS irre-
spective of DRX active time.

2. The method of claim 1, wherein the determining com-
prises operating in the first operation mode when the
received instruction includes an instruction to oper-
ate in the first operation mode.

3. The method of claim 1 or 2, wherein the determining
comprises operating in the second operation mode
when the received instruction includes an instruction
to operate in the second operation mode.

4. The method of any preceding claim, wherein the UE
operates in the second operation mode in the ab-
sence of an instruction to operate in the first opera-
tion mode.

5. The method of any preceding claim, wherein the UE
operates in the first operation mode in the absence
of an instruction to operate in the second operation
mode.

6. The method of any preceding claim, wherein the re-
ceived instruction is from a network.

7. The method of any preceding claim, wherein the
method is repeated continuously.

8. The method of any of claims 1 to 6, wherein the meth-
od executes when there is a change in SRS period.

9. The method of claim 8, wherein the SRS period
changes as a function of mobility of the UE.

10. The method of any of claims 1 to 6, wherein the meth-
od executes when there is a change in DRX cycle.

11. The method of claim 10, wherein the DRX cycle
changes as a function of channel utilization.

12. A user equipment for a wireless telecommunications
system, comprising:

a receiver for receiving instructions;
a transmitter for transmitting SRS; and,
a processor configured to perform the method
of any preceding claim.

13. A computer readable medium comprising instruc-
tions which when executed by one or more proces-
sors of an electronic device, cause the device to im-
plement the method of any of claims 1 to 11.

Patentansprüche

1. Verfahren in einer Benutzerausrüstung (UE - user
equipment), das aufweist:

Empfangen einer Anweisung;
Bestimmen aus der Anweisung, ob in einem ers-
ten Betriebsmodus oder
einem zweiten Betriebsmodus zu arbeiten ist;
wobei bei einem Betrieb mit diskontinuierlichem
Empfang (DRX - discontinuous reception) in
dem ersten Betriebsmodus die UE von einem
Senden eines SRS (Sounding Reference Sig-
nal) absieht, wenn nicht in DRX-aktiv-Zeit; und
wobei bei einem Betrieb mit DRX in dem zweiten
Betriebsmodus die UE ein SRS ungeachtet ei-
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ner DRX-aktiv-Zeit sendet.

2. Das Verfahren gemäß Anspruch 1, wobei das Be-
stimmen einen Betrieb in dem ersten Betriebsmodus
aufweist, wenn die empfangene Anweisung eine An-
weisung für einen Betrieb in dem ersten Betriebs-
modus umfasst.

3. Das Verfahren gemäß Anspruch 1 oder 2, wobei das
Bestimmen einen Betrieb dem zweiten Betriebsmo-
dus aufweist, wenn die empfangene Anweisung eine
Anweisung für einen Betrieb in dem zweiten Be-
triebsmodus umfasst.

4. Das Verfahren gemäß einem vorhergehenden An-
spruch, wobei die UE in dem zweiten Betriebsmodus
arbeitet bei Abwesenheit einer Anweisung für einen
Betrieb in dem ersten Betriebsmodus.

5. Das Verfahren gemäß einem vorhergehenden An-
spruch, wobei die UE in dem ersten Betriebsmodus
arbeitet bei Abwesenheit einer Anweisung für einen
Betrieb in dem zweiten Betriebsmodus.

6. Das Verfahren gemäß einem vorhergehenden An-
spruch, wobei die empfangene Anweisung von ei-
nem Netzwerk ist.

7. Das Verfahren gemäß einem vorhergehenden An-
spruch, wobei das Verfahren kontinuierlich wieder-
holt wird.

8. Das Verfahren gemäß einem der Ansprüche 1 bis
6, wobei das Verfahren ausführt wird, wenn es eine
Änderung der SRS-Periode gibt.

9. Das Verfahren gemäß Anspruch 8, wobei sich die
SRS-Periode als eine Funktion einer Mobilität der
UE ändert.

10. Das Verfahren gemäß einem der Ansprüche 1 bis
6, wobei das Verfahren ausführt wird, wenn es eine
Änderung des DRX-Zyklus gibt.

11. Das Verfahren gemäß Anspruch 10, wobei sich der
DRX-Zyklus als eine Funktion einer Kanalnutzung
ändert.

12. Eine Benutzerausrüstung für ein drahtloses Tele-
kommunikationssystem, die aufweist:

einen Empfänger zum Empfangen von Anwei-
sungen;
einen Sender zum Senden von SRS; und
einen Prozessor, der konfiguriert ist zum Durch-
führen des Verfahrens gemäß einem vorherge-
henden Anspruch.

13. Ein computerlesbares Medium, das Anweisungen
aufweist, die bei Ausführung durch einen oder meh-
rere Prozessor(en) einer elektronischen Vorrichtung
die Vorrichtung veranlassen zum Implementieren
des Verfahrens gemäß einem der Ansprüche 1 bis
11.

Revendications

1. Procédé dans un équipement d’utilisateur, UE,
comprenant :

la réception d’une instruction ;
la détermination à partir de l’instruction de si
fonctionner dans un premier mode de fonction-
nement ou un second mode de fonctionnement ;
dans lequel lors du fonctionnement avec récep-
tion discontinue, DRX, dans le premier mode de
fonctionnement, l’UE s’abstient d’émettre un si-
gnal de référence de sondage, SRS, lorsqu’il
n’est pas en temps actif DRX ; et,
dans lequel lors du fonctionnement avec DRX
dans le second mode de fonctionnement, l’UE
émet un SRS indépendamment du temps actif
DRX.

2. Procédé selon la revendication 1, dans lequel la dé-
termination comprend le fonctionnement dans le
premier mode de fonctionnement lorsque l’instruc-
tion reçue inclut une instruction pour fonctionner
dans le premier mode de fonctionnement.

3. Procédé selon la revendication 1 ou 2, dans lequel
la détermination comprend le fonctionnement dans
le second mode de fonctionnement lorsque l’instruc-
tion reçue inclut une instruction pour fonctionner
dans le second mode de fonctionnement.

4. Procédé selon l’une quelconque des revendications
précédentes, dans lequel l’UE fonctionne dans le se-
cond mode de fonctionnement en l’absence d’une
instruction pour fonctionner dans le premier mode
de fonctionnement.

5. Procédé selon l’une quelconque des revendications
précédentes, dans lequel l’UE fonctionne dans le
premier mode de fonctionnement en l’absence d’une
instruction pour fonctionner dans le second mode de
fonctionnement.

6. Procédé selon l’une quelconque des revendications
précédentes, dans lequel l’instruction reçue est en
provenance d’un réseau.

7. Procédé selon l’une quelconque des revendications
précédentes, dans lequel le procédé est répété en
continu.
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8. Procédé selon l’une quelconque des revendications
1 à 6, dans lequel le procédé s’exécute lorsqu’il y a
un changement de période SRS.

9. Procédé selon la revendication 8, dans lequel la pé-
riode SRS change en fonction de la mobilité de l’UE.

10. Procédé selon l’une quelconque des revendications
1 à 6, dans lequel le procédé s’exécute lorsqu’il y a
un changement de cycle DRX.

11. Procédé selon la revendication 10, dans lequel le
cycle DRX change en fonction de l’utilisation de ca-
nal.

12. Equipement d’utilisateur pour un système de télé-
communications sans fil, comprenant :

un récepteur pour recevoir des instructions ;
un émetteur pour émettre SRS ; et,
un processeur configuré pour effectuer le pro-
cédé selon l’une quelconque des revendications
précédentes.

13. Support lisible par ordinateur comprenant des ins-
tructions qui, lorsqu’elles sont exécutées par un ou
plusieurs processeurs d’un dispositif électronique,
amènent le dispositif à mettre en oeuvre le procédé
selon l’une quelconque des revendications 1 à 11.
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