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Description

Technical Field

[0001] The present invention relates to a radio com-
munication system, a radio base station apparatus and
a mobile terminal apparatus in a next-generation mobile
communication system.

Background Art

[0002] In a UMTS (Universal Mobile Telecommunica-
tions System) network, for the purposes of improving
spectral efficiency and improving the data rates, system
features based on W-CDMA (Wideband Code Division
Multiple Access) are maximized by adopting HSDPA
(High Speed Downlink Packet Access) and HSUPA (High
Speed Uplink Packet Access). For this UMTS network,
for the purposes of further increasing spectral efficiency
and peak data rates, providing low delay and so on, long-
term evolution (LTE) has been under study (Non Patent
Literature 1). In LTE, as the multi access scheme different
from W-CDMA, OFDMA (Orthogonal Frequency Division
Multiple Access) is adopted on the downlink and SC-
FDMA (Single Carrier Frequency Division Multiple Ac-
cess) is adopted on the uplink.
[0003] In a third-generation system (W-CDMA), it is
possible to achieve a transmission rate of maximum ap-
proximately 2 Mbps on the downlink by using a fixed band
of approximately 5 MHz. Meanwhile, in the LTE system,
it is possible to achieve a transmission rate of about max-
imum 300 Mbps on the downlink and about 75 Mbps on
the uplink by using a variable band which ranges from
1.4 MHz to 20 MHz. Furthermore, in the UMTS network,
for the purpose of achieving further improvement of spec-
tral efficiency and peak data rates and so on, successor
systems to LTE have been under study (such a system
is called, for example, LTE Advanced or LTE Enhance-
ment, and hereinafter, this system is referred to as LTE-
A).
[0004] In LTE-A, for the purposes of further improving
spectral efficiency and peak throughputs, allocation of a
broader frequency band than that in LTE has been under
study. And, in LTE-A (for example, Rel. 10), one of re-
quirements is backward compatibility with LTE and a
study has been made about adoption of a frequency band
having a plurality of fundamental frequency blocks (com-
ponent carriers: CCs) where the bandwidth of a funda-
mental frequency block can be also used in LTE.

Citation List

[0005] According to US 7,773,635 B2 resources of two
frequency division duplex (FDD) frequency bands at a
distance from each other are allocated for transmissions
by a time division duplex (TDD) transmission method.
[0006] WO 2009/113836 A1 contains further relevant
prior art, where a method for allocating uplink and down-

link physical channels to improve throughput of a wireless
access system is disclosed.

Non Patent Literature

[0007] Non-Patent Literature 1: 3GPP, TR25.912
(V7.1.0), "Feasibility study for Evolved UTRA and
UTRAN", Sept. 2006

Summary of Invention

Technical Problem

[0008] By the way, the duplex schemes adopted in the
radio communication system between a mobile station
apparatus and a base station include FDD (Frequency
Division Duplexing) scheme and TDD (Time Division Du-
plexing) scheme. The FDD scheme is such that uplink
communication and downlink communication are per-
formed with mutually different frequencies (pair band)
and the TDD scheme is such that uplink communication
and downlink communication are performed with mutu-
ally different frequencies (pair band) and the TDD
scheme is such that uplink communication and downlink
communication are performed with the same frequencies
but separated in time from each other.
[0009] In the LTE system, the same radio access
scheme is adopted in FDD and TDD and maximum com-
monality between FDD and TDD is assured. Hence, in
the LTE system, either scheme of FDD and TDD can be
applied. In the meantime, aggregating a plurality of fun-
damental frequency blocks into a wide frequency band
by adding or deleting fundamental frequency blocks of
the frequency band is called "carrier aggregation", and
in a system to which the carrier aggregation is applied,
it is a subject to be studied in the future which duplex
scheme is applied to each fundamental frequency block
to control the fundamental frequency block and there is
a demand for a radio communication system to which
the duplex scheme is applied in an effective manner.
[0010] The present invention was carried out in view
of the foregoing and aims to provide a radio communi-
cation system, a radio base station apparatus and a mo-
bile terminal apparatus to which duplex schemes are ap-
plied in an effective manner in a system of which a fre-
quency band is configured by adding or deleting funda-
mental frequency blocks.

Solution to Problem

[0011] The problem of the invention is solved by the
subject-matter of the independent claims. Advantageous
embodiments are disclosed by the dependent claims.
[0012] An example provides a radio communication
system having a radio base station apparatus and a mo-
bile terminal apparatus, of which a frequency band allo-
cated to radio communication between the radio base
station apparatus and the mobile terminal apparatus is
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configured by adding or deleting fundamental frequency
blocks, wherein when the fundamental frequency blocks
of the frequency band has a first fundamental frequency
block and a second fundamental frequency block, the
radio base station apparatus performs FDD-based radio
communication with the first fundamental frequency
block and performs TDD-based radio communication or
half duplex FDD-based radio communication with the
second fundamental frequency block.
[0013] According to this structure, as different duplex
schemes are adopted in the communication system hav-
ing a frequency band formed with a plurality of funda-
mental frequency blocks, it is possible to transmit infor-
mation with efficiency by controlling the duplex schemes
applied to transmission and reception of information piec-
es transmitted and received between the radio base sta-
tion apparatus and the mobile terminal apparatus.

Advantageous Effects of Invention

[0014] According to the present invention, it is possible
to provide a radio communication system, a radio base
station apparatus and a mobile terminal apparatus to
which duplex schemes are applied in an effective man-
ner.

Brief Description of Drawings

[0015]

Fig. 1 is a diagram illustrating a hierarchical band-
width structure agreed in LTE-A;
Fig. 2 is a diagram for explaining the FDD scheme
and the TDD scheme;
Fig. 3 is a diagram illustrating an example of a radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 4 is a diagram illustrating an example of a radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 5 is a diagram illustrating an example of the radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 6 is a diagram illustrating an example of the radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 7 is a diagram illustrating an example of the radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 8 is a diagram illustrating an example of the radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;

Fig. 9 is a diagram illustrating an example of the radio
communication system to which the FDD and TDD
schemes are applied according to the present em-
bodiment;
Fig. 10 is a diagram illustrating an example of the
radio communication system to which the FDD and
TDD schemes are applied according to the present
embodiment;
Fig. 11 is a diagram illustrating an example of the
radio communication system to which the FDD and
TDD schemes are applied according to the present
embodiment;
Fig. 12 is a diagram illustrating an example of the
radio communication system to which the FDD and
TDD schemes are applied according to the present
embodiment;
Fig. 13 is a diagram for explaining a configuration of
the mobile communication system having mobile ter-
minal apparatuses and a radio base station appara-
tus according to the present embodiment;
Fig. 14 is a diagram illustrating an overall configura-
tion of the radio base station apparatus according to
the embodiment of the present invention; and
Fig. 15 is a diagram illustrating an overall configura-
tion of the mobile terminal apparatus according to
the embodiment of the present invention.

Description of Embodiments

[0016] In a radio communication system to which the
present invention is applied, carrier aggregation is per-
formed in which a frequency band (system band) is con-
figured by adding or deleting a plurality of fundamental
frequency blocks (component carriers). First description
is made about a carrier aggregation system with refer-
ence to Fig. 1.
[0017] Fig. 1 is a diagram illustrating a hierarchical
band structure agreed in the LTE-A system. In the hier-
archical band structure in the example illustrated in Fig.
1, there coexist an LTE-A system which is a first mobile
communication system having a first system band
formed with a plurality of component carriers (CCs) and
an LTE system which is a second mobile communication
system having a second system band formed with one
comportment carrier. For example, in the LTE-A system,
radio communication is performed with use of a variable
system band width of maximum 100 MHz and in the LTE
system, radio communication is performed with use of a
variable system band width of maximum 20 MHz. The
system band of the LTE-A system include at least one
component carrier which is the unit of system band of
the LTE system, and the number of component carriers
is increased or decreased dynamically or semistatically.
This band broadening with a plurality of component car-
riers is called carrier aggregation.
[0018] For example, in Fig. 1, the system band of the
LTE-A system is a system band (20 MHz x 5 = 100 MHz)
including bands of five component carriers where one
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component carrier is a system band of the LTE system
(baseband: 20 MHz). In Fig. 1, a mobile terminal appa-
ratus #1 (UE: User Equipment #1) is a user terminal sup-
porting the LTE-A system (also supporting the LTE sys-
tem) and can support the system band up to 100 MHz.
UE #2 is a user terminal supporting the LTE-A system
(also supporting the LTE system) and can support the
system band up to 40 MHz (20 MHz x 2 = 40 MHz). UE
#3 is a user terminal supporting the LTE system (not sup-
porting the LTE-A system) and can support the system
band up to 20 MHz (baseband).
[0019] Besides, as described above, the duplex
schemes applied to the radio communication system
formed with the mobile station apparatus and the radio
base station apparatus include the FDD scheme and the
TDD scheme (see Fig. 2). For example, when the FDD
scheme is applied to the LTE system, in view of backward
compatibility, the FDD scheme is considered to be ap-
plied to each fundamental frequency block (CC) in the
LTE-A. However, in the LTE-A system, it is necessary to
extend the frequency bandwidth so as to realize high
speed transmission and the FDD has difficulty in ensuring
pair bands for uplink and downlink. And, in the TDD
scheme, the period where uplink and downlink transmis-
sions are both allowed is restricted and there is consid-
ered to be a problem of increase in transmission delay
and reduction in coverage. Therefore, if the same
scheme is applied to all the CCs, there may arise com-
munication failure.
[0020] On the other hand, in the FDD scheme, different
frequency bands are allocated to uplink and downlink
communications and transmission is always possible in
both of uplink and downlink (various information such as
control information and data can be allocated to uplink
and downlink radio resources in all transmission time in-
tervals (TTIs) (subframes in LTE)). Therefore, this
scheme has advantages of being able to set the timings
of transmission and reception of various information piec-
es flexibly while suppressing transmission delay. And, in
the TDD scheme, the uplink communication and the
downlink communication use the same frequency band,
and the transmission and reception lines have the same
propagation properties including instantaneous fluctua-
tions of fading on the uplink and downlink. In view of this,
the TDD scheme has advantageous of being able to re-
duce feedback of channel state information from a re-
ceiving section by applying a weighting factor (channel
factor) used in reception to weighting in transmission
(Channel reciprocity).
[0021] Then, the present inventors have conceived
that, in the carrier aggregation system in which a plurality
of fundamental frequency blocks are aggregated into a
wide band, the FDD scheme and the TDD scheme (or
half duplex FDD scheme) are applied in combination to
the different fundamental frequency blocks and complet-
ed the present invention. And, the present inventors have
also conceived that, in the carrier aggregation system in
which a plurality of component carriers are aggregated

into a wide band, when the different duplex schemes are
applied, allocation of information of a control system re-
quired for communication control (control information)
and allocation of information of a data system (data in-
formation) are set in consideration of the duplex schemes
thereby to control transmission of the information and
completed the present invention.
[0022] The following description is made, with refer-
ence to the drawings, about an embodiment of the
present invention. Here, in the present embodiment, de-
scription is made of the example where the present in-
vention is applied to LTE-A, however, the present inven-
tion is not limited to the case where it is applied to LTE-
A. In carrier aggregation where a plurality of fundamental
frequency blocks are aggregated into a wide frequency
band, the preset invention may be applied to any radio
communication system as far as different duplex
schemes are applied to the radio communication system.
[0023] In the following description, it is assumed that
there are two fundamental frequency blocks (CCs), how-
ever the present invention is not limited to this. Even when
there are three or more CCs, the FDD scheme and the
TDD scheme may be applied in combination as appro-
priate.

<RADIO COMMUNICATION SYSTEM CONFIGURED 
WITH FDD scheme/TDD scheme>

[0024] The radio communication system illustrated in
the present embodiment is a radio communication sys-
tem of which a frequency band to be allocated to radio
communication between a radio base station apparatus
and a user terminal (mobile terminal apparatus) is con-
figured by adding or deleting fundamental frequency
blocks. When the frequency band is formed with a plu-
rality of fundamental frequency blocks, the frequency
band has a first fundamental frequency block for perform-
ing FDD based radio communication and a second fun-
damental frequency block for performing TDD based ra-
dio communication (see Fig. 3) .
[0025] In Fig. 3, FDD based radio communication is
performed in the first fundamental frequency block (CC
#1) and TDD based radio communication is performed
in the second fundamental frequency block (CC #2). In
the CC #1 to which the FDD scheme is applied, uplink
communication and downlink communication are per-
formed with mutually different frequencies (pair bands)
and in the CC #2 to which the TDD scheme is applied,
uplink communication and the downlink communication
are performed with the same frequencies.
[0026] In the CC #1, different frequency bands are as-
signed to uplink and downlink communications so that
transmission is always possible on the uplink and down-
link. Therefore, it is possible to determine the timings of
transmission and reception of various information pieces
while suppressing the transmission delay. On the other
hand, in the CC #2, the same frequency bands are used
in uplink communication and downlink communication

5 6 



EP 2 613 600 B1

5

5

10

15

20

25

30

35

40

45

50

55

and therefore, and radio communication can be per-
formed using channel reciprocity.
[0027] Hence, transmission of information can be per-
formed with efficiency by controlling allocation of various
information such as data, control information to control
radio communication between the radio base station ap-
paratus and the mobile terminal apparatus and so on to
each CC from the viewpoint of backward compatibility
with the LTE system and advantages of the two duplex
schemes. The control information includes a synchroni-
zation channel information, a PBCH signal, a PRACH
signal, a downlink L1/L2 control channel signal, an uplink
L1/L2 control channel signal and so on.
[0028] The following is concrete description about an
allocation method of various information pieces (channel
signal, reference signal and son on) to plural fundamental
frequency blocks when different duplex schemes are ap-
plied to the fundamental frequency blocks.

<SYNCHRONIZATION CHANNEL/PBCH/PRACH>

[0029] Fig. 4 illustrates an example of setting of various
information about initial accesses of the mobile terminal
apparatus to the radio base station apparatus in the radio
communication system which is formed with the first fun-
damental frequency block (CC #1) to which the FDD
scheme is applied and the second fundamental frequen-
cy block (CC #2) to which the TDD scheme is applied.
[0030] Channels relating to the initial accesses of the
mobile terminal apparatus to the radio base station ap-
paratus include, for example, a synchronization channel
(SS: synchronization signal), a PBCH (Physical Broad-
cast CHannel), a PRACH (Physical Random Access
CHannel) and so on.
[0031] The synchronization channel is used for cell
search by the mobile terminal apparatus to detect a base
station apparatus to connect. The mobile terminal appa-
ratus does not know a frequency band width of a cell to
connect at time of cell search, and therefore, it is trans-
mitted with use of a center frequency (for example, 72
subcarriers (in fact, 63 subcarriers out of 72 subcarriers)
irrespective of the system frequency bandwidth. And, the
synchronization channel may be configured to be multi-
plexed and transmitted in each of the 1st subframe #1
and the 6th subframe #6 in a radio frame (1st subframe
#1 to 10th subframe #10) of 10 ms at intervals of 5 ms.
[0032] The PBCH is a shared control channel to broad-
cast system-specific and cell-specific control information
to the entire cell and is a physical channel which is gen-
erally received by the mobile terminal just after the cell
search. As the mobile terminal apparatus after cell search
does not know the frequency bandwidth of the cell to
connect, the PBCH is transmitted using the center fre-
quency of the frequency band (for example, 72 subcar-
riers (6 RBs) irrespective of the system frequency band-
width. And, the PBCH signal may be configured to be
multiplexed to first 4 OFDM symbols of the second slot
in the first subframe #1 and transmitted at intervals of 40

ms.
[0033] The PRACH is a physical channel for initial ac-
cesses for performing setting to start communication,
which channel is transmitted from each of mobile terminal
apparatuses at the start of communication and establish-
ing synchronization between uplink mobile terminal ap-
paratuses. The PRACH signal is transmitted with a pre-
determined subframe (the transmission bandwidth is 72
subcarriers) indicated by the radio base station appara-
tus.
[0034] In this embodiment, transmission and reception
of information relating to these initial accesses are per-
formed using either of the first fundamental frequency
block (CC #1) to which the FDD is applied and the second
fundamental frequency block (CC #2) to which the TDD
is applied.
[0035] In Fig. 4, the synchronization channel (SS) and
the PBCH are allocated to downlink radio resources of
the CC #1 to which the FDD scheme is applied (for ex-
ample, 72 subcarriers of the center frequency in the used
frequency band) to transmit information, and the PRACH
is allocated to uplink radio resources of the CC #1 to
which the FDD scheme is applied to transmit information.
That is, the synchronization channel and PBCH, and the
PRACH are allocated to the pair bands of the first fun-
damental frequency block to which the FDD scheme is
applied for information transmission.
[0036] On the other hand, centering on the TDD
scheme, the synchronization channel and PBCH may be
allocated to downlink radio resources of the CC #2 to
which the TDD scheme is applied (for example, 72 sub-
carriers of the center frequency in the used frequency
band) for information transmission and the PRACH may
be allocated to the uplink radio resources of the CC #2
to which the TDD scheme is applied for information trans-
mission.

<DOWNLINK L1/L2 CONTROL SIGNAL>

[0037] Fig. 5 illustrates an example of transmission of
a downlink L1/L2 control signal in the radio communica-
tion system formed with the first fundamental frequency
block (CC #1) to which the FDD scheme is applied and
the second fundamental frequency block (CC #2) to
which the TDD scheme is applied.
[0038] The downlink L1/L2 control signal is a signal for
controlling the layers 1 and 2 and is formed with RB al-
location information in the PDSCH to each mobile termi-
nal apparatus, control information such as retransmis-
sion related information, data modulation scheme and
channel coding rate and so on. And, the downlink L1/L2
control signal is controlled in transmission by using a PC-
FICH (Physical Control Format Indicator CHannel), a PD-
CCH (Physical Downlink Control CHannel) and a PHICH
(Physical Hybrid-ARQ Indicator CHannel).
[0039] The PDCCH is a control channel to indicate
scheduling information of PUSCH (Physical Uplink
Shared CHannel) and PDSCH (Physical Downlink
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Shared CHannel) and format information such as mod-
ulation scheme and channel coding rate and so on. This
PDCCH is allocated to downlink radio resources.
[0040] The PCFICH is a physical channel to use in
communicating the number of radio resources used in
transmission of PDCCHs in each of subframes, with use
of OFDM symbol number, and this channel is allocated
to the first (3 OFDM symbols at the maximum) of each
subframe on the downlink.
[0041] The PHICH is a control channel to transmit
ACK/NACK (Acknowledgement/Negative Acknowledge-
ment) of HARQ (Hybrid Automatic Repeat ReQuest) for
the PUSCH and is allocated to the first of each subframe
on the downlink.
[0042] In this embodiment, the downlink L1/L2 control
signal corresponding to the first fundamental frequency
block (CC #1) and the downlink L1/L2 control signal cor-
responding to the second fundamental frequency block
(CC #2) are allocated together to either of the CC #1 to
which the FDD scheme is applied and the CC #2 to which
the TDD scheme is applied.
[0043] Fig. 5 illustrates the case where the PDCCHs
corresponding to the CC #1 and the PDCCHs corre-
sponding to the CC #2 are allocated together to the down-
link radio resources of the CC #1 to transmit information.
In this case, each of the PDCCHs corresponding to the
CC #2 may be allocated to the area of first symbols of
one frame and transmitted like the PDCCHs correspond-
ing to the CC #1 or may be frequency division multiplexed
to the area where the PDSCH of the CC #1 is allocated
to transmit information as illustrated in Fig. 5. In this way,
as the PDCCHs corresponding to the CC #2 are allocated
to the downlink radio resources of the CC #1 and trans-
mitted, control information corresponding to the CC #2
to which the TDD scheme is applied can be always trans-
mitted on the uplink and downlink, thereby setting the
timings of transmission and reception of various informa-
tion pieces flexibly while preventing the transmission de-
lay.
[0044] On the other hand, centering on the TDD
scheme, the PDCCHs and so on corresponding to the
CC #1 and the PDCCHs and so on corresponding to the
CC #2 may be allocated to downlink radio resources of
the CC #2 to transmit information. In this case, in the CC
#2 to which the TDD scheme is applied, as downlink TTIs
are reduced in the time direction as compared with the
CC #1 to which the FDD scheme is applied, it is preferable
that PDCCHs for plural TTIs are allocated to one downlink
TTI of the CC #2 to transmit information (see Fig. 6).

<UPLINK L1/L2 CONTROL SIGNAL>

[0045] Fig. 7 illustrates an example of transmission of
an uplink L1/L2 control signal in the radio communication
system formed with the first fundamental frequency block
(CC #1) to which the FDD scheme is applied and the
second fundamental frequency block (CC #2) to which
the TDD scheme is applied.

[0046] The uplink L1/L2 control signal is a signal for
controlling layers 1 and 2, and is formed to include control
information such as channel quality information (CQI:
Channel Quality Indicator) report for downlink frequency
scheduling, ACK/NACK for downlink transmission data,
scheduling request to show the mobile terminal appara-
tus needs uplink resources for data transmission and so
on.
[0047] And, the control signal to be transmitted on the
uplink is time division multiplexed with a PUSCH when
it is transmitted together with user data. Or, when the
control signal is transmitted alone, it is allocated to the
uplink control channel (PUCCH: Physical Uplink Control
CHannel).
[0048] The PUCCH is used to transmit reception chan-
nel information measured by the mobile terminal appa-
ratus and acknowledgement information of the downlink
PDSCH. The subframe structure is such that 7 SC-FDMA
symbols are contained in one slot (1/2 subframe) and
data signals and reference signals are time division mul-
tiplexed so as to prevent the increase in peak power.
And, the reception channel quality information (CQI)
measured by the mobile terminal apparatus mentioned
above, and the acknowledgement information
(ACK/NACK) of the downlink PDSCHs are both trans-
mitted in a 12-subcarrier band. Specifically, different sub-
frame structures are adopted for CQI and ACK/NACK
and the ACK/NACK subframe structure (ACK/NACK for-
mat) is such that RSs are multiplexed to the 3rd to 5th

symbols in a slot and control information (ACK/NACK) is
multiplexed to the other symbols (1st, 2nd, 6th and 7th

symbols) . The above-mentioned slot is repeated twice
in one subframe. The PUCCH is multiplexed to radio re-
sources at each of both ends of the system band and
inter-slot frequency hopping (Inter-slot FH) is applied to
two slots of different frequency bands in one subframe.
[0049] In the present embodiment, uplink L1/L2 control
signals for the first fundamental frequency block (CC #1)
and uplink L1/L2 control signals for the second funda-
mental frequency block (CC #2) are allocated together
to radio resources of either the CC #1 to which the FDD
scheme is applied and the CC #2 to which the TDD
scheme is applied.
[0050] Fig. 7 illustrates the PUCCHs corresponding to
the CC #1 and the PUCCHs corresponding to the CC #2
which are allocated together to uplink radio resources of
the CC #1 thereby to transmit information. Specifically,
the uplink control signals corresponding to the CC #2 are
allocated to the PUCCHs of the CC #1 thereby to transmit
the information.
[0051] In the second fundamental frequency block to
which the TDD scheme is applied, uplink and downlink
are separated in time and uplink control signals need not
to be transmitted in subframes corresponding to the up-
link of the TDD scheme (UL time in the figure). That is,
in the uplink PUCCHs of the CC #1, there are two cases:
one is such that uplink control signals corresponding to
the CC #1 and the CC #2 are allocated and the other is
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such that uplink control signals of the CC #1 are only
allocated. In this case, in the uplink PUCCHs of the CC
#1, bit information varies whether the uplink control sig-
nals corresponding to both the CC #1 and the CC #2 are
allocated or the uplink control signals of the CC #1 are
only allocated. Therefore, different PUCCH formats of
different spread rates, signal structures and so on may
be applied to these cases.
[0052] And, if the control signals to be transmitted on
the uplink are transmitted simultaneously with user data,
the PUCCHs corresponding to the CC #1 and the
PUCCHs corresponding to the CC #2 may be multiplexed
to PUSCHs of the CC #1 and/or the CC #2 and transmit-
ted. If the number of CCs to transmit control signals needs
to be restricted to one, the PUCCHs corresponding to
the CC #1 and the PUCCHs corresponding to the CC #2
are preferably transmitted together (time division multi-
plexed) in the PUSCHs of the CC #1 or the CC #2.
[0053] On the other hand, centering on the TDD
scheme, the PUCCHs corresponding to the CC #1 and
PUCCHs corresponding to the CC #2 may be allocated
together to uplink radio resources of the CC #2. In this
case, in the CC #2 to which the TDD scheme is applied,
uplink TTIs are reduced in the time direction as compared
with the CC #1 to which the FDD scheme is applied, and
therefore, it is preferable that PUCCHs for plural TTIs are
allocated together to one uplink TTI of the CC #2 and
transmitted (see Fig. 8).

<SHARED DATA CHANNEL>

[0054] Fig. 9 illustrates an example of transmission of
shared data channel (PDSCH, PUSCH) signals in the
radio communication system formed with the first funda-
mental frequency block (CC #1) to which the FDD
scheme is applied and the second fundamental frequen-
cy block to which the TDD scheme is applied.
[0055] The shared data channel signals include not on-
ly data traffic that requires high data rates but also broad-
cast information (SI: System Information), voice data
(VoIP: Voice over IP) and so on that have higher priority
on coverage than on the transmission speed.
[0056] The broadcast information used in the LTE sys-
tem is classified into MIBs (Master Information Blocks)
that are transmitted with use of PBCHs and SIBs (System
Information Blocks) that are transmitted with use of PD-
SCHs. In this case, the MIBs contain information required
for downlink reception (downlink bandwidth, downlink
control channel structure and so on). On the other hand,
the SIBs are divided into SIB 1 to SIB x and the SIB 1
contains scheduling information of following SIBs and
SIBs 2 and later contain system information of broadcast
information and so on per cell. And, change to the system
information is recognized by the mobile terminal appa-
ratus by a PCH (Paging Channel) flag or tag information
(System Info Value Tag) contained in the SIB 1.
[0057] And, in order to realize voice data (VoIP), ap-
plication of semi persistent scheduling (SPS) is under

study. SPS on the downlink is such that the radio base
station apparatus allocates downlink radio resources
(PDSCHs) to the mobile terminal apparatus fixedly at pre-
determined intervals, starting at a subframe (allocation
starting point) in which downlink scheduling information
is transmitted to the mobile terminal apparatus via the
PDCCSs. And, SPS on the uplink is such that starting at
a subframe (allocation starting point) 4 ms after the sub-
frame that is transmitted with uplink scheduling grant to
the user apparatus via the PDCCHs, the uplink radio re-
sources (PUSCHs) are allocated to the user apparatus
fixedly at predetermined intervals.
[0058] In this embodiment, shared data channel sig-
nals are transmitted with use of either the first fundamen-
tal frequency block (CC #1) to which the FDD scheme is
applied or the second fundamental frequency block (CC
#2) to which the TDD scheme is applied.
[0059] In Fig. 9, the broadcast information to be trans-
mitted by use of PDSCHs is allocated to downlink radio
resources of the CC #1 to which the FDD scheme is ap-
plied (by way of PDSCHs of the CC #1) and transmitted.
With this structure, there is an advantageous effect of
being able to ensure the coverage.
[0060] And, VoIP is allocated to downlink and uplink
radio resources of the CC #1 to which the FDD scheme
is applied (by way of PDSCHs and PUSCHs of the CC
#1) and semi persistent scheduling is adopted. That is,
VoIp is performed with use of pair bands of the first fun-
damental frequency block to which the FDD scheme is
applied. In this case, there is an advantageous effect of
being able to ensure the coverage.
[0061] On the other hand, centering on the TDD
scheme, the broadcast information is allocated to down-
link radio resources of the CC #2 to which the TDD is
applied (by way of PDSCHs of the CC #2) and the VoIP
is allocated to uplink and downlink radio resources of the
CC #2 to which the TDD is applied (by way of PDSCHs
and PUSCHs of the CC #2).
[0062] Further, different scrambles may be applied to
the CC #1 to which the FDD scheme is applied and the
CC #2 to which the TDD scheme is applied. For example,
a cell-specific scramble may be applied to the CC #1 and
a UE-specific scramble may be applied to the CC #2.

<DOWNLINK REFERENCE SIGNAL>

[0063] Fig. 10 illustrates an example of transmission
of downlink reference signals in the radio communication
system formed with the first fundamental frequency block
(CC #1) to which the FDD scheme is applied and the
second fundamental frequency block (CC #2) to which
the TDD is applied.
[0064] The downlink reference signals include a cell-
common reference signal CRS (Common Reference Sig-
nal), a DM-RS (Demodulation Reference Signal), a CSI-
RS (Channel State Information-Reference Signal) and
the like.
[0065] The CRS is used in demodulation of transmis-
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sion data, downlink channel quality (CQI) measurement
for scheduling and adaptive control, and downlink aver-
age propagation path state measurement (mobility
measurement) for cell search and handover.
[0066] In the downlink of the LTE-A system, there are
defined not only the CRS but also the CSI-RS specially
for CQI measurement. The CSI-RS is provided for CQI
measurement for plural cells in consideration of trans-
mission and reception of data channel signals at CoMP
(Coordinated Multiple Point). The CSI-RS is used in CQI
measurement of adjacent cells and is different from the
CRS used for CQI measurement of only a serving cell.
[0067] In this embodiment, transmission may be per-
formed in such a manner that CRSs are allocated to the
downlink radio resources of the first fundamental fre-
quency block (CC #1) and CSI-RSs are allocated to the
downlink resources of the second fundamental frequen-
cy block (CC #2). In this case, on the uplink of the CC #2
to which the TDD scheme is applied, adaptive transmis-
sion may be employed using Channel reciprocity based
on received CSI-RSs.
[0068] And in the downlink radio resources of the CC
#2, CRSs may be allocated to some of them or may not
be allocated at all. Or, the DM-RSs may be allocated to
downlink radio resources of both of the CC #1 and the
CC #2 and transmitted.
[0069] Besides, transmission may be performed in
such a manner that CRSs are allocated to the downlink
radio resources of the CC #2 and CSI-RSs are allocated
to the downlink radio resources of the CC #1.

<UPLINK REFERENCE SIGNAL>

[0070] Fig. 11 illustrates an example of transmission
of uplink reference signals in the radio communication
system formed with the first fundamental frequency block
(CC #1) to which the FDD scheme is applied and the
second fundamental frequency block (CC #2) to which
the TDD is applied.
[0071] As uplink reference signals, there are demod-
ulation reference signals (DM RSs) of physical uplink
shared channels and uplink control channels, and sound-
ing reference signals (SRSs).
[0072] In Release 8 LTE, SRSs are multiplexed to last
symbols of subframes that form a uplink radio frame and
transmitted from the mobile terminal apparatus to the ra-
dio base station apparatus periodically. The radio base
station apparatus measures uplink channel quality based
on SRSs for channel quality measurement transmitted
from the mobile terminal apparatus, performs scheduling
for the mobile terminal apparatus to transmit data chan-
nel signals (PUSCHs) and gives instructions with use of
PDCCHs.
[0073] In the present embodiment, SRSs are allocated
to the uplink radio resources of the first fundamental fre-
quency block (CC #1) and uplink radio resources of the
second fundamental frequency block (CC #2). In this
case, the SRSs allocated to the CC #1 and the CC #2

may be controlled separately. For example, the trans-
mission cycle of SRSs in the CC #1 may be shorter than
that of the CC #2. And, on the downlink of the CC #2 to
which the TDD scheme is applied, adaptive transmission
may be performed using channel reciprocity based on
the received SRSs. With this structure, it is possible to
reduce overhead of SRS transmission.
[0074] And, DM-RSs may be allocated to downlink ra-
dio resources of both of the CC #1 and the CC #2 and
transmitted.

<RADIO COMMUNICATION SYSTEM FORMED WITH 
FDD SCHEME AND HALF DUPLEX FDD SCHEME>

[0075] In Figs. 3 to 11 above, the radio communication
system formed with the first fundamental frequency block
(CC #1) to which the FDD scheme is applied and the
second fundamental frequency block (CC #2) to which
the TDD scheme is applied has been described. Howev-
er, the present invention is not limited to this. As illustrated
in Fig. 12, a half duplex FDD scheme may be applied
instead of the TDD scheme. Specifically, Fig. 12 illus-
trates a radio communication system formed with the first
fundamental frequency block (CC #1) to which the FDD
scheme is applied and the second fundamental frequen-
cy block (CC #2) to which the half duplex FDD scheme
is applied.
[0076] The half duplex FDD scheme is a communica-
tion scheme in which different frequency bands are set
in uplink and downlink like in the FDD scheme and the
transmission side and the reception side perform data
transmission by turns. That is, the uplink and downlink
radio resources are not allocated with information simul-
taneously and the uplink and downlink are separated not
only in frequency but also in time. When the half duplex
FDD scheme is applied, separation of the uplink and
downlink signals is facilitated thereby producing an ad-
vantageous effect of being able to simplify the configu-
ration of the mobile terminal apparatus.
[0077] The radio communication system formed with
the first fundamental frequency block (CC #1) to which
the FDD scheme is applied and the second fundamental
frequency block (CC #2) to which the TDD scheme is
applied is also applied with the channel and signal allo-
cation method illustrated in Figs. 4 to 11 described above.
Specifically, in the method illustrated in Figs. 4 to 11 de-
scribed above, the TDD scheme may be replaced with
the half duplex FDD scheme.

<SYSTEM CONFIGURATION>

[0078] The following is description about configura-
tions of a mobile terminal apparatus, a radio base station
apparatus and so on to which the above-described radio
communication system is applied. Here, it is assumed
that the radio base station and the mobile terminal ap-
paratus have a plurality of antennas supporting the LTE-
A system.
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[0079] First, with reference to Fig. 13, a radio commu-
nication system 1 having a radio base station apparatus
100 and mobile terminal apparatuses 200 will be de-
scribed. Fig. 13 is a diagram for explaining the configu-
ration of the radio communication system 10 having the
radio base station apparatus 100 and the mobile terminal
apparatuses 200 according to an embodiment of the
present invention. Note that the radio communication
system 10 illustrated in Fig. 13 is a system subsuming
the LTE system.
[0080] As illustrated in Fig. 13, the radio communica-
tion system 10 is configured to include the radio base
station apparatus 100 and the mobile terminal appara-
tuses 200 (2001, 2002, 2003, ..., 200n where n is an inte-
ger greater than 0) that communicate with the radio base
station apparatus 100. The radio base station apparatus
100 is connected to a core network 40. The mobile ter-
minal apparatuses 200 communicate with the radio base
station 100 in a cell 50. Note that the core network 40
includes, but is not limited to, an access gateway appa-
ratus, a radio network controller (RNC), a mobility man-
agement entity (MME) and so on.
[0081] In the radio communication system 10, as radio
access schemes, OFDMA is applied to the downlink and
SC-FDMA is applied to the uplink.
[0082] OFDMA is a multicarrier transmission scheme
in which communication is performed by dividing a fre-
quency band into a plurality of narrow frequency bands
(subcarriers) and mapping data to each of the subcarri-
ers. SC-FDMA is a single carrier transmission scheme
in which communication is performed by mapping data
to continuous bands per terminal and making terminals
use mutually different bands thereby to realize multi ac-
cess.
[0083] Here, description is made about communication
channels in the LTE system. On the downlink, there are
used PDSCHs for transmitting traffic data of each mobile
terminal apparatus 200, PDCCHs for reporting RB allo-
cation information in the PDSCHs and L1/L2 control in-
formation such as data modulation scheme and channel
coding rate retransmission related information, and so
on to the mobile terminal apparatus 200. And, reference
signals used in channel estimation, reception quality
measurement or the like are transmitted with these chan-
nels.
[0084] On the uplink, there are used PUSCHs for trans-
mitting traffic data of each mobile terminal apparatus 200,
PUCCHs for transmitting L1/L2 control information such
as channel quality information (CQI) report for downlink
frequency scheduling and ACK/NACK for downlink trans-
mission data and so on. And, demodulation reference
signals used in channel estimation and channel quality
measurement reference signals used in channel quality
measurement are transmitted with these channels.
[0085] Next description is made, with reference to Fig.
14, about an example of a functional configuration of the
radio base station apparatus that makes up the radio
communication system described above.

[0086] The radio base station apparatus illustrated in
Fig. 14 has a transmitting section and a receiving section.
The transmitting section has a synchronization channel
generating section 101, a broadcast channel generating
section 102, a downlink L1/L2 control channel generating
section 103, a downlink shared channel generating sec-
tion 104, resource mapping sections 111 to 114 for allo-
cating signals to radio resources, IFFT sections 121 and
122 for performing inverse fast Fourier transform on the
mapped signals, CP inserting sections 131 and 132 for
inserting CPs, a first transmission circuit section 141 for
transmitting information to which the FDD scheme is ap-
plied and a second transmission circuit section 142 for
transmitting information to which the TDD scheme is ap-
plied. And, the radio base station apparatus includes a
memory for storing software programs and various data
and a processor for executing software programs. Each
processing may be implemented with use of a hardware
or software module such as a memory or processor.
[0087] The synchronization channel generating sec-
tion 101 generates synchronization channel signals to
be allocated to downlink radio resources. The broadcast
channel generating section 102 generates broadcast
channels (PBCH and so on) to be allocated to downlink
radio resources. The downlink L1/L2 control channel
generating section 103 generates signals (PDCCH sig-
nals and so on) to be transmitted with use of downlink
L1/L2 control channels. The downlink shared channel
generating section 104 generates information (VoIP and
so on) to be allocated to downlink radio resources.
[0088] The resource mapping sections 111 to 114 per-
form allocation to radio resources of signals generated
by the synchronization channel generating section 101,
the broadcast channel generating section 102, the down-
link L1/L2 control channel generating section 103 and
the downlink shared channel generating section 104.
Specifically, signals are mapped to the first fundamental
frequency block to which the FDD scheme is applied and
to the second fundamental frequency block to which the
TDD scheme is applied. Here, it is assumed that the con-
trol information required for communication control is al-
located to the first fundamental frequency block and other
data information is allocated to the second fundamental
frequency block, however, this is by no means limiting.
Allocation illustrated in Figs. 4 to 11 described above may
be applied. In Fig. 14, no reference signal is shown. How-
ever, generated reference signals may be allocated to
either fundamental frequency block with use of a re-
source mapping section.
[0089] The receiving section has a first reception circuit
section 191 for receiving information to which the FDD
scheme is applied, a second reception circuit section 192
for receiving information to which the TDD scheme is
applied, CP removing sections 181 and 182 for removing
CPs, FFT sections 171 and 172 for performing fast Fou-
rier transform (FFT) on reception signals, resource dem-
apping sections 161 to 163 for separating multiplexed
signals, an uplink shared channel receiving section 151
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for receiving uplink shared channel signals, an uplink
L1/L2 control channel signal receiving section 152 for
receiving uplink L1/L2 control channel signals and a ran-
dom access channel detecting section 153 for detecting
random access channels.
[0090] The scheduler 110 controls resource allocation
to each fundamental frequency block. And, the scheduler
110 performs scheduling of LTE terminal users and LTE-
A terminal users separately. Further, the scheduler 110
receives as input retransmission instructions and trans-
mission data from a higher apparatus and channel esti-
mation values and resource block CQIs from the receiv-
ing section having measured the uplink signals. The
scheduler 110 performs scheduling of uplink and down-
link control signals and uplink and downlink shared chan-
nel signals with reference to retransmission instructions,
channel estimation values and CQIs received as input
from the higher apparatus. Transmission paths in mobile
communication are different in fluctuation per frequency
due to frequency selective fading. Then, when transmit-
ting the user data to mobile terminal apparatuses, adap-
tive frequency scheduling is applied in which resource
blocks of excellent communication quality per subframe
are allocated to respective mobile terminal apparatuses.
In the adaptive frequency scheduling, a user terminal of
excellent propagation path quality is selected and allo-
cated to each resource block. Therefore, the scheduler
110 allocates resource blocks with use of CQIs of the
respective resource blocks fed back from the mobile ter-
minal apparatuses. And, a MCS (coding rate and mod-
ulation scheme) to fulfill a predetermined block error rate
may be determined for allocated resource blocks. Fur-
ther, as with the second fundamental frequency block to
which the TDD scheme is applied, it is preferable that a
weighting factor (channel factor) used in reception is ap-
plied to weighting in transmission (Channel reciprocity)
thereby to control transmission and reception of the in-
formation.
[0091] Next description is made, with reference to Fig.
15, about an example of a functional configuration of a
mobile terminal apparatus that makes up the above-de-
scribed radio communication system.
[0092] The mobile terminal apparatus illustrated in Fig.
15 has a transmitting section and a receiving section.
The transmitting section has an uplink shared channel
generating section 201, an uplink L1/L2 control channel
generating section 202, a random access channel gen-
erating section 203, resource mapping sections 211 to
213 for allocating signals to radio resources, IFFT sec-
tions 221 and 222 for performing inverse fast Fourier
transform on the mapped information, CP inserting sec-
tions 231 and 232 for inserting CPs, a first transmission
circuit section 241 for transmitting information to which
the FDD scheme is applied and a second transmission
circuit section 242 for transmitting information to which
the TDD scheme is applied. And, the mobile terminal
apparatus includes a memory for storing software pro-
grams and various data and a processor for executing

software programs. Each processing may be implement-
ed with use of a hardware or software module such as a
memory or processor.
[0093] The uplink shared channel generating section
201 generates a signal (PUSCH signal) that is transmit-
ted with an uplink shared channel on the uplink radio
resources. The uplink L1/L2 control channel generating
section 202 generates a signal (PUCCH signal or the
like) that is transmitted with an uplink L1/L2 control chan-
nel. The random access channel generating section 203
generates a signal (PLACH signal) that is transmitted
with a random access channel on the uplink radio re-
sources.
[0094] The resource mapping sections 211 to 213 per-
form allocation to radio resources of signals generated
by the uplink shared channel generating section 201, the
uplink L1/L2 control channel generating section 202 and
the random access channel generating section 203. Spe-
cifically, signals are mapped to the first fundamental fre-
quency block to which the FDD scheme is applied and
to the second fundamental frequency block to which the
TDD scheme is applied. Here, illustrated is the case
where control information required for communication
control is allocated to the first fundamental frequency
block and other data information is allocated to the sec-
ond fundamental frequency block. This is by no means
limiting, allocation illustrated in Figs. 4 to 11 described
above may be applied. In Fig. 14, no reference signal is
shown. However, generated reference signals may be
allocated to any fundamental frequency block with use
of the resource mapping section.
[0095] The receiving section has a first reception circuit
section 291 for receiving information to which the FDD
scheme is applied, a second reception circuit section 292
for receiving information to which the TDD scheme is
applied, CP removing sections 281 and 282 for removing
CPs, FFT sections 271 and 272 for performing fast Fou-
rier transform (FFT) on reception signals, resource dem-
apping sections 261 to 264 for separating multiplexed
signals, a synchronization channel detecting section 251,
a broadcast channel receiving section 252, a downlink
L1/L2 control channel receiving section 253 and a down-
link shared channel receiving section 254.
[0096] Note that the number of processing sections
and the processing procedure in the above description
may be modified as appropriate without departing from
the scope of the present invention. And, elements illus-
trated indicates respective functions and functional
blocks may be implemented by hardware or software.
Other modifications may be also made as appropriate
without departing from the scope of the present invention.

Claims

1. A radio communication system (10) having a radio
base station apparatus (100) and a mobile terminal
apparatus (200), of which a frequency band allocat-
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ed to radio communication between the radio base
station apparatus (100) and the mobile terminal ap-
paratus (200) is configured by adding or deleting fun-
damental frequency blocks, wherein
Frequency Division Duplexing, FDD, -based radio
communication is applied to a first fundamental fre-
quency block,
Time Division Duplexing, TDD, -based or half duplex
FDD-based radio communication is applied to a sec-
ond fundamental frequency block that is different in
frequency from the first fundamental frequency
block,
carrier aggregation is performed by configuring the
frequency band with a plurality of fundamental fre-
quency blocks having at least the first fundamental
frequency block and the second fundamental fre-
quency block,
the mobile terminal apparatus (200) is configured to
allocate first uplink Layer 1/ Layer 2, L1/L2, control
signals corresponding to the first fundamental fre-
quency block and second uplink L1/L2 control sig-
nals corresponding to the second fundamental fre-
quency block to PUCCHs set in uplink radio resourc-
es in the first fundamental frequency block,
the mobile terminal apparatus (200) is configured to
allocate, to the Physical Uplink Control Channels,
PUCCHs, the first uplink L1/L2 control signals and
the second uplink L1/L2 control signals in a first sub-
frame, and the first uplink L1/L2 control signals and
not the second uplink L1/L2 control signals in a sec-
ond subframe, and
the mobile terminal apparatus (200) is configured to
use different PUCCH formats in the first subframe
and the second subframe.

2. The radio communication system (10) of claim 1,
wherein
the radio base station apparatus (100) is configured
to allocate synchronization channels and Physical
Broadcast CHannels, PBCHs, to downlink radio re-
sources in the first fundamental frequency block and
the mobile terminal apparatus (200) is configured to
allocate Physical Random Access CHannels,
PRACHs, to uplink radio resources in the first fun-
damental frequency block thereby to transmit infor-
mation.

3. The radio communication system (10) of claim 1 or
2, wherein
the radio base station apparatus (100) is configured
to allocate first downlink L1/L2 control signals corre-
sponding to the first fundamental frequency block
and second downlink L1/L2 control signals corre-
sponding to the second fundamental frequency
block to downlink radio resources in the first funda-
mental frequency block.

4. The radio communication system (10) of claim 3,

wherein the radio base station apparatus (100) is
configured to allocate the first downlink L1/L2 control
signals to first symbols of respective subframes in
the downlink radio resources in the first fundamental
frequency block, and to frequency-division-multiplex
the second downlink L1/L2 control signals to down-
link shared channel areas of the first fundamental
frequency block.

5. The radio communication system (10) of claim 1,
wherein
the radio base station apparatus (100) is configured
to allocate broadcast information to be transmitted
with use of shared data channels, to downlink radio
resources in the first fundamental frequency block
and
the radio base station apparatus (100) and the mo-
bile terminal apparatus (200) are configured to allo-
cate Voice over IPs, VoIPs, to the downlink radio
resources and uplink radio resources in the first fun-
damental frequency block.

6. The radio communication system (10) of claim 1,
wherein the radio base station apparatus (100) is
configured to allocate Common Reference Signals,
CRSs, to downlink radio resources in the first funda-
mental frequency block and Channel State Informa-
tion-Reference Signals, CSI-RSs, to downlink radio
resources in the second fundamental frequency
block.

7. The radio communication system (10) of claim 1,
wherein the mobile terminal apparatus (200) is con-
figured to allocate Sounding Reference Signals,
SRSs, to uplink radio resources in the first funda-
mental frequency block and to uplink radio resources
in the second fundamental frequency block inde-
pendently.

8. A mobile terminal apparatus (200) for performing ra-
dio communication with a radio base station appa-
ratus (100) with use of a communication system of
which a frequency band is configured by adding or
deleting fundamental frequency blocks, the mobile
terminal apparatus (200) comprising:

a first transmission circuit section (241) config-
ured to control transmission of information to a
first fundamental frequency block to which Fre-
quency Division Duplexing, FDD, -based radio
communication is applied;
a second transmission circuit section (242) con-
figured to control transmission of information to
a second fundamental frequency block to which
Time Division Duplexing, TDD, -based or half
duplex FDD-based radio communication is ap-
plied, the second fundamental frequency block
being different in frequency from the first funda-
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mental frequency block; and
a resource mapping section (211 to 213) con-
figured to perform mapping to the first funda-
mental frequency block and the second funda-
mental frequency block of the frequency band
to which carrier aggregation is applied,
wherein
the resource mapping section is configured to
allocate first uplink Layer 1/ Layer 2, L1/L2, con-
trol signals corresponding to the first fundamen-
tal frequency block and second uplink L1/L2
control signals corresponding to the second fun-
damental frequency block to PUCCHs set in up-
link radio resources in the first fundamental fre-
quency block,
the resource mapping section is configured to
allocate, to the Physical Uplink Control Chan-
nels, PUCCHs, the first uplink L1/L2 control sig-
nals and the second uplink L1/L2 control signals
in a first subframe, and the first uplink L1/L2 con-
trol signals and not the second uplink L1/L2 con-
trol signals in a second subframe, and
different PUCCH formats are used in the first
subframe and the second subframe.

9. A radio base station apparatus (100) for performing
radio communication with a mobile terminal appara-
tus (200) with use of a communication system of
which a frequency band is configured by adding or
deleting fundamental frequency blocks, the radio
base station apparatus (100) comprising:

a first reception circuit section configured to re-
ceive information to a first fundamental frequen-
cy block to which Frequency Division Duplexing,
FDD, -based radio communication is applied;
a second reception circuit section configured to
receive information to a second fundamental fre-
quency block to which Time Division Duplexing,
TDD, -based or half duplex FDD-based radio
communication is applied, the second funda-
mental frequency block being different in fre-
quency from the first fundamental frequency
block; and
a resource demapping section configured to
perform demapping to the first fundamental fre-
quency block and the second fundamental fre-
quency block of the frequency band to which
carrier aggregation is applied,
wherein the resource demapping section is con-
figured to separate first uplink Layer 1/ Layer 2,
L1/L2, control signals corresponding to the first
fundamental frequency block and second uplink
L1/L2 control signals corresponding to the sec-
ond fundamental frequency block from Physical
Uplink Control Channels, PUCCHs, set in uplink
radio resources in the first fundamental frequen-
cy block,

the first reception circuit section is configured to
receive, from the PUCCHs, the first uplink L1/L2
control signals and the second uplink L1/L2 con-
trol signals in a first subframe, and the first uplink
L1/L2 control signals and not the second uplink
L1/L2 control signals in a second subframe, and
different PUCCH formats are used in the first
subframe and the second subframe.

Patentansprüche

1. Funkkommunikationssystem (10), das eine Funkba-
sisstationseinrichtung (100) und eine mobile Endge-
räteinrichtung (200) aufweist, von welcher ein Fre-
quenzband, welches Funkkommunikation zwischen
der Funkbasisstationseinrichtung (100) und der mo-
bilen Endgeräteinrichtung (200) zugeordnet ist,
durch Hinzufügen oder Löschen von Grundfre-
quenzblöcken konfiguriert ist, wobei
Funkkommunikation auf Basis von Frequency Divi-
sion Duplexing, FDD, auf einen ersten Grundfre-
quenzblock angewendet wird,
Funkkommunikation auf Basis von Time Division
Duplexing, TDD, oder Halbduplex-FDD auf einen
zweiten Grundfrequenzblock angewendet wird, wel-
cher sich in der Frequenz von dem ersten Grundfre-
quenzblock unterscheidet,
Trägeraggregation durch Konfigurieren des Fre-
quenzbands mit einer Vielzahl von Grundfrequenz-
blöcken durchgeführt wird, die zumindest den ersten
Grundfrequenzblock und den zweiten Grundfre-
quenzblock aufweisen,
die mobile Endgeräteinrichtung (200) konfiguriert ist,
um erste Uplink-Schicht 1/Schicht 2, L1/L2-Steuer-
signale, welche dem ersten Grundfrequenzblock
entsprechen, und zweite Uplink-L1/L2-Steuersigna-
le, welche dem zweiten Grundfrequenzblock ent-
sprechen, einem PUCCHs-Satz in Uplink-Funkres-
sourcen in dem ersten Grundfrequenzblock zuzu-
ordnen,
die mobile Endgeräteinrichtung (200) konfiguriert ist,
um den Physischen Uplink-Steuerkanälen,
PUCCHs, die ersten Uplink-L1/L2-Steuersignale
und die zweiten Uplink-L1/L2-Steuersignale in ei-
nem ersten Subframe, und die ersten Uplink-L1/L2-
Steuersignale und nicht die zweiten Uplink-L1/L2-
Steuersignale in einem zweite Subframe zuzuord-
nen, und
die mobile Endgeräteinrichtung (200) konfiguriert ist,
um unterschiedliche PUCCH-Formate in dem ersten
Subframe und dem zweiten Subframe zu verwen-
den.

2. Funkkommunikationssystem (10) nach Anspruch 1,
wobei
die Funkbasisstationseinrichtung (100) konfiguriert
ist, um Synchronisationskanäle und physikalische
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Rundfunkkanäle, PBCHs, Downlink-Funkressour-
cen in dem ersten Grundfrequenzblock zuzuordnen
und
die mobile Endgeräteinrichtung (200) konfiguriert ist,
um physikalische Direktzugriffskanäle, PRACHs,
Uplink-Funkressourcen in dem ersten Grundfre-
quenzblock zuzuordnen, um dadurch Informationen
zu übertragen.

3. Funkkommunikationssystem (10) nach Anspruch 1
oder 2, wobei
die Funkbasisstationseinrichtung (100) konfiguriert
ist, um erste Downlink-L1/L2-Steuersignale, welche
dem ersten Grundfrequenzblock entsprechen, und
zweite Downlink-L1/L2-Steuersignale, welche dem
zweiten Grundfrequenzblock entsprechen, Down-
link-Funkressourcen in dem ersten Grundfrequenz-
block zuzuordnen.

4. Funkkommunikationssystem (10) nach Anspruch 3,
wobei die Funkbasisstationseinrichtung (100) konfi-
guriert ist, um die ersten Downlink-L1/L2-Steuersig-
nale ersten Symbolen von entsprechenden Subfra-
mes in den Downlink-Funkressourcen in dem ersten
Grundfrequenzblock zuzuordnen, und die zweiten
Downlink-L1/L2-Steuersignale auf geteilte Down-
link-Kanalbereiche des ersten Grundfrequenzblocks
zu frequenzteilungsmultiplexen.

5. Funkkommunikationssystem (10) nach Anspruch 1,
wobei
die Funkbasisstationseinrichtung (100) konfiguriert
ist, um Rundfunkinformationen, welche unter Ver-
wendung von geteilten Datenkanälen übertragen
werden sollen, Downlink-Funkressourcen in dem
ersten Grundfrequenzblock zuzuordnen und
die Funkbasisstationseinrichtung (100) und die mo-
bile Endgeräteinrichtung (200) konfiguriert sind, um
den Downlink-Funkressourcen und Uplink-Funkres-
sourcen in dem ersten Grundfrequenzblock Voice-
over-IPs, VolPs zuzuordnen.

6. Funkkommunikationssystem (10) nach Anspruch 1,
wobei die Funkbasisstationseinrichtung (100) konfi-
guriert ist, um Downlink-Funkressourcen in dem ers-
ten Grundfrequenzblock gemeinsame Referenzsig-
nale, CRSs, und Downlink-Funkressourcen in dem
zweiten Grundfrequenzblock Signale zur Referenz
von Kanalzustandsinformationen, CSI-RSs, zuzu-
ordnen.

7. Funkkommunikationssystem (10) nach Anspruch 1,
wobei die mobile Endgeräteinrichtung (200) konfi-
guriert ist, um Uplink-Funkressourcen in dem ersten
Grundfrequenzblock, und Uplink-Funkressourcen in
dem zweiten Grundfrequenzblock unabhängig klin-
gende Referenzsignale, SRSs, zuzuordnen.

8. Mobile Endgeräteinrichtung (200) zum Durchführen
von Funkkommunikation mit einer Funkbasisstati-
onseinrichtung (100) unter Verwendung eines Kom-
munikationssystems, von welchem ein Frequenz-
band durch Hinzufügen oder Löschen von Grundfre-
quenzblöcken konfiguriert ist, wobei die mobile End-
geräteinrichtung (200) Folgendes umfasst:

eine erste Übertragungsschaltungseinheit
(241), welche konfiguriert ist, um eine Übertra-
gung von Informationen an einen ersten Grund-
frequenzblock, auf den Funkkommunikation auf
Basis von Frequency Division Duplexing, FDD,
angewendet ist, zu steuern;
eine zweite Übertragungsschaltungseinheit
(242), welche konfiguriert ist, um eine Übertra-
gung von Informationen an einen zweiten
Grundfrequenzblock, auf welchen Funkkommu-
nikation auf Basis von Time Division Duplexing,
TDD, oder Halbduplex-FDD angewendet wird,
zu steuern, wobei der zweite Grundfrequenz-
block sich in der Frequenz von dem ersten
Grundfrequenzblock unterscheidet; und
eine Ressourcenzuweisungseinheit (211 bis
213), welche konfiguriert ist, um Zuweisung des
Frequenzbands, auf welches Trägeraggregati-
on angewendet wird, zu dem ersten Grundfre-
quenzblock und dem zweiten Grundfrequenz-
block durchzuführen.
wobei
die Ressourcenzuweisungseinheit konfiguriert
ist, um erste Uplink-Schicht 1/Schicht 2, L1/L2-
Steuersignale, welche dem ersten Grundfre-
quenzblock entsprechen, und zweite Uplink-
L1/L2-Steuersignal, welche dem zweiten
Grundfrequenzblock entsprechen, einem
PUCCHs-Satz in Uplink-Funkressourcen in
dem ersten Grundfrequenzblock zuzuordnen,
die Ressourcenzuweisungseinheit konfiguriert
ist, um den Physischen Uplink-Steuerkanälen,
PUCCHs, die ersten Uplink-L1/L2-Steuersigna-
le und die zweiten Uplink-L1/L2-Steuersignale
in einem ersten Subframe, und die ersten
Uplink-L1/L2-Steuersignale und nicht die zwei-
ten Uplink-L1/L2-Steuersignale in einem zweite
Subframe zuzuordnen, und
in dem ersten Subframe und dem zweiten Sub-
frame unterschiedliche PUCCH-Formate ver-
wendet werden.

9. Funkbasisstationseinrichtung (100) zum Durchfüh-
ren von Funkkommunikation mit einer mobilen End-
geräteinrichtung (200) unter Verwendung eines
Kommunikationssystems, von welchem ein Fre-
quenzband durch Hinzufügen oder Löschen von
Grundfrequenzblöcken konfiguriert ist, wobei die
Funkbasisstationseinrichtung (100) Folgendes um-
fasst:
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eine erste Empfangsschaltungseinheit, welche
konfiguriert ist, um Informationen an einen ers-
ten Grundfrequenzblock zu empfangen, auf den
Funkkommunikation auf Basis von Frequency
Division Duplexing, FDD, angewendet wird;
eine zweite Empfangsschaltungseinheit, wel-
che konfiguriert ist, um Informationen an einen
zweiten Grundfrequenzblock zu empfangen,
auf welchen Funkkommunikation auf Basis von
Time Division Duplexing, TDD, oder Halbdup-
lex-FDD angewendet wird, wobei der zweite
Grundfrequenzblock sich in der Frequenz von
dem ersten Grundfrequenzblock unterscheidet;
und
eine Ressourcenentflechtungseinheit, welche
konfiguriert ist, um Entflechtung des Frequenz-
bands, auf welches Trägeraggregation ange-
wendet wird, zu dem ersten Grundfrequenz-
block und dem zweiten Grundfrequenzblock
durchzuführen,
wobei die Ressourcenentflechtungseinheit kon-
figuriert ist, um erste Uplink-Schicht 1/Schicht
2, L1/L2-Steuersignale, welche dem ersten
Grundfrequenzblock entsprechen, und zweite
Uplink-L1/L2-Steuersignal, welche dem zweiten
Grundfrequenzblock entsprechen, von Physi-
schen Uplink-Steuerkanälen, PUCCHs, welche
in Uplink-Funkressourcen in dem ersten Grund-
frequenzblock festgelegt sind, zu entflechten,
die erste Empfangsschaltungseinheit konfigu-
riert ist, um von den PUCCHs die ersten Uplink-
L1/L2-Steuersignale und die zweiten Uplink-
L1/L2-Steuersignale in einem ersten Subframe,
und die ersten Uplink-L1/L2-Steuersignale und
nicht die zweiten Uplink-L1/L2-Steuersignale in
einem zweite Subframe zu empfangen, und
in dem ersten Subframe und dem zweiten Sub-
frame unterschiedliche PUCCH-Formate ver-
wendet werden.

Revendications

1. Système de communication radio (10) comportant
un appareil de station de base radio (100) et un ap-
pareil de terminal mobile (200), dont une bande de
fréquence allouée à une communication radio entre
l’appareil de station de base radio (100) et l’appareil
de terminal mobile (200) est configurée par ajout ou
suppression de blocs de fréquence fondamentale,
dans lequel
une communication radio basée sur le duplexage
par répartition en fréquence (FDD) est appliquée à
un premier bloc de fréquence fondamentale,
une communication radio basée sur le duplexage
par répartition dans le temps (TDD) ou basée sur le
FDD semi-duplex est appliquée à un second bloc de
fréquence fondamentale qui a une fréquence diffé-

rente de celle du premier bloc de fréquence fonda-
mentale,
une agrégation de porteuses est effectuée par con-
figuration de la bande de fréquence avec la pluralité
de blocs de fréquence fondamentale comportant au
moins le premier bloc de fréquence fondamentale et
le second bloc de fréquence fondamentale,
l’appareil de terminal mobile (200) est configuré pour
allouer des premiers signaux de commande de cou-
che 1/couche 2 (L1/L2) en liaison montante corres-
pondant au premier bloc de fréquence fondamentale
et des seconds signaux de commande L1/L2 en
liaison montante correspondant au second bloc de
fréquence fondamentale à des PUCCH établis dans
des ressources radio de liaison montante dans le
premier bloc de fréquence fondamentale,
l’appareil de terminal mobile (200) est configuré pour
allouer, aux canaux physiques de commande en
liaison montante (PUCCH), les premiers signaux de
commande L1/L2 en liaison montante et les seconds
signaux de commande L1/L2 en liaison montante
dans une première sous-trame, et les premiers si-
gnaux de commande L1/L2 en liaison montante et
pas les seconds signaux de commande L1/L2 en
liaison montante dans une seconde sous-trame, et
l’appareil de terminal mobile (200) est configuré pour
utiliser différents formats de PUCCH dans la premiè-
re sous-trame et la seconde sous-trame.

2. Système de communication radio (10) selon la re-
vendication 1, dans lequel
l’appareil de station de base radio (100) est configuré
pour allouer des canaux de synchronisation et des
canaux physiques de diffusion (PBCH), à des res-
sources radio de liaison descendante dans le pre-
mier bloc de fréquence fondamentale et
l’appareil de terminal mobile (200) est configuré pour
allouer des canaux physiques d’accès aléatoire
(PRACH) à des ressources radio de liaison montante
dans le premier bloc de fréquence fondamentale de
façon à transmettre des informations.

3. Système de communication radio (10) selon les re-
vendications 1 ou 2, dans lequel
l’appareil de station de base radio (100) est configuré
pour allouer des premiers signaux de commande
L1/L2 en liaison descendante correspondant au pre-
mier bloc de fréquence fondamentale et des seconds
signaux de commande L1/L2 en liaison descendante
correspondant au second bloc de fréquence fonda-
mentale à des ressources radio de liaison descen-
dante dans le premier bloc de fréquence fondamen-
tale.

4. Système de communication radio (10) selon la re-
vendication 3, dans lequel l’appareil de station de
base radio (100) est configuré pour allouer les pre-
miers signaux de commande L1/L2 en liaison des-
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cendante à des premiers symboles de sous-trames
respectives dans les ressources radio de liaison des-
cendante dans le premier bloc de fréquence fonda-
mentale, et pour multiplexer par répartition en fré-
quence des seconds signaux de commande L1/L2
en liaison descendante dans des zones de canaux
partagés de liaison descendante du premier bloc de
fréquence fondamentale.

5. Système de communication radio (10) selon la re-
vendication 1, dans lequel
l’appareil de station de base radio (100) est configuré
pour allouer des informations de diffusion destinées
à être transmises au moyen de canaux de données
partagés, à des ressources radio de liaison descen-
dante dans le premier bloc de fréquence fondamen-
tale et
l’appareil de station de base radio (100) et l’appareil
de terminal mobile (200) sont configurés pour allouer
de la voix sur IP (VoIP) aux ressources radio de
liaison descendante et aux ressources radio de
liaison montante dans le premier bloc de fréquence
fondamentale.

6. Système de communication radio (10) selon la re-
vendication 1, dans lequel l’appareil de station de
base radio (100) est configuré pour allouer des si-
gnaux de référence communs (CRS), à des ressour-
ces radio de liaison descendante dans le premier
bloc de fréquence fondamentale et des signaux de
référence d’informations d’état de canal (CSI-RS) à
des ressources radio de liaison descendante dans
le second bloc de fréquence fondamentale.

7. Système de communication radio (10) selon la re-
vendication 1, dans lequel l’appareil de terminal mo-
bile (200) est configuré pour allouer des signaux de
référence sonores (SRS) à des ressources radio de
liaison montante dans le premier bloc de fréquence
fondamentale et à des ressources radio de liaison
montante dans le second bloc de fréquence fonda-
mentale de façon indépendante.

8. Appareil de terminal mobile (200) pour effectuer une
communication radio avec un appareil de station de
base radio (100) au moyen d’un système de com-
munication dont une bande de fréquence est confi-
gurée par ajout ou suppression de blocs de fréquen-
ce fondamentale, l’appareil de terminal mobile (200)
comprenant :

une première section formant circuit de trans-
mission (241) configurée pour commander la
transmission d’informations à un premier bloc
de fréquence fondamentale auquel est appli-
quée une communication radio basée sur le du-
plexage par répartition en fréquence (FDD) ;
une seconde section formant circuit de trans-

mission (242) configurée pour commander la
transmission d’informations à un second bloc de
fréquence fondamentale auquel est appliquée
une communication radio basée sur le duplexa-
ge par répartition dans le temps (TDD) ou basée
sur le FDD semi-duplex, le second bloc de fré-
quence fondamentale ayant une fréquence dif-
férente de celle du premier bloc de fréquence
fondamentale ; et
une section de mappage de ressources (211 à
213) configurée pour effectuer un mappage
avec le premier bloc de fréquence fondamentale
et le second bloc de fréquence fondamentale de
la bande de fréquence à laquelle est appliquée
une agrégation de porteuse, dans lequel
la section de mappage de ressources est con-
figurée pour allouer des premiers signaux de
commande de couche 1/couche 2 (L1/L2) en
liaison montante correspondant au premier bloc
de fréquence fondamentale et des seconds si-
gnaux de commande L1/L2 en liaison montante
correspondant au second bloc de fréquence
fondamentale à des PUCCH établis dans des
ressources radio de liaison montante dans le
premier bloc de fréquence fondamentale,
la section de mappage de ressources est con-
figurée pour allouer, aux canaux physiques de
commande en liaison montante (PUCCH), les
premiers signaux de commande L1/L2 en
liaison montante et les seconds signaux de com-
mande L1/L2 en liaison montante dans une pre-
mière sous-trame, et les premiers signaux de
commande L1/L2 en liaison montante et pas les
seconds signaux de commande L1/L2 en liaison
montante dans une seconde sous-trame, et
différents formats de PUCCH sont utilisés dans
la première sous-trame et la seconde sous-tra-
me.

9. Appareil de station de base radio (100) pour effec-
tuer une communication radio avec un appareil de
terminal mobile (200) au moyen d’un système de
communication dont une bande de fréquence est
configurée par ajout ou suppression de blocs de fré-
quence fondamentale, l’appareil de station de base
radio (100) comprenant :

une première section formant circuit de récep-
tion configurée pour recevoir des informations
destinées à un premier bloc de fréquence fon-
damentale auquel est appliquée une communi-
cation radio basée sur le duplexage par répar-
tition en fréquence (FDD) ;
une seconde section formant circuit de récep-
tion configurée pour recevoir des informations
destinées à un second bloc de fréquence fon-
damentale auquel est appliquée une communi-
cation radio basée sur le duplexage par répar-
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tition dans le temps (TDD) ou basée sur le FDD
semi-duplex, le second bloc de fréquence fon-
damentale ayant une fréquence différente de
celle du premier bloc de fréquence
fondamentale ; et
une section de démappage de ressources con-
figurée pour effectuer un démappage avec le
premier bloc de fréquence fondamentale et le
second bloc de fréquence fondamentale de la
bande de fréquence à laquelle est appliquée une
agrégation de porteuse,
dans lequel la section de démappage de res-
sources est configurée pour séparer des pre-
miers signaux de commande de couche 1/cou-
che 2 (L1/L2) en liaison montante correspon-
dant au premier bloc de fréquence fondamen-
tale et des seconds signaux de commande
L1/L2 en liaison montante correspondant au se-
cond bloc de fréquence fondamentale, de ca-
naux physiques de commande en liaison mon-
tante (PUCCH) établis dans des ressources ra-
dio de liaison montante dans le premier bloc de
fréquence fondamentale,
la première section formant circuit de réception
est configurée pour recevoir, des PUCCH, les
premiers signaux de commande L1/L2 en
liaison montante et les seconds signaux de com-
mande L1/L2 en liaison montante dans une pre-
mière sous-trame, et les premiers signaux de
commande L1/L2 en liaison montante et pas les
seconds signaux de commande L1/L2 en liaison
montante dans une seconde sous-trame, et
différents formats de PUCCH sont utilisés dans
la première sous-trame et la seconde sous-tra-
me.
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