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©  The  invention  relates  to  a  conveyor  provided 
with  an  inclined  conveyor  track  (1)  having  a  bearing 
surface  (4)  along  which  objects  can  move  down- 
wards  under  the  action  of  gravity.  At  least  one 
means  that  can  move  with  respect  to  the  bearing 
surface  (4)  is  provided,  which  means  can  be  placed 
in  the  path  of  movement  of  an  object  moving  across 
the  bearing  surface  (4)  so  as  to  slow  down  said 
object.  For  this  purpose  the  installation  may,  for 
instance  be  provided  with  plates  (5),  which  can  move 
up  and  down  with  respect  to  the  bearing  surface  (4). 
Another  possibility  is  e.g.  that  the  bearing  surface  (4) 
is  formed  by  a  load-bearing  belt  (10)  made  of  a 
flexible  material,  which  can  be  pushed  up  locally  by 
means  of  said  plates  (5)  which  can  move  up  and 
down. 
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The  invention  relates  to  a  conveyor  provided 
with  an  inclined  conveyor  track  having  a  bearing 
surface  along  which  objects  can  move  downwards 
under  the  action  of  gravity. 

In  particular  for  the  internal  transport  of  objects 
use  is  e.g.  made  of  more  or  less  complicated 
conveyors,  by  means  of  which  randomly  supplied 
objects  can  each  be  led  to  a  certain  selected 
discharge  station.  In  many  cases  a  conveyor  track, 
functioning  as  the  end  portion  of  the  conveyor,  is 
thereby  arranged  near  each  discharge  station,  said 
conveyor  track  having  a  bearing  surface,  along 
which  objects  can  slide  downwards  under  the  ac- 
tion  of  gravity.  At  the  bottom  end  of  said  conveyor 
track  the  objects  are  taken  off  manually  or  by 
mechanical  means,  e.g.  so  as  to  be  forwarded  to 
users  or  the  like.  In  many  cases  there  is  a  possibil- 
ity  of  some  objects  piling  up  near  the  bottom  end 
of  the  conveyor  track.  Thereby  it  is  often  a  problem 
that  such  objects  differ  from  each  other  as  regards 
size,  weight,  strength  and  the  like,  with  the  con- 
sequent  risk  that  a  heavy  object  sliding  down  the 
conveyor  track  will  bump  against  a  vulnerable  ob- 
ject  already  present  near  the  bottom  end  of  the 
conveyor  track,  in  such  a  manner  that  damage  is 
caused. 

The  object  of  the  invention  is  to  obtain  a  con- 
veyor,  and  more  in  particular  a  conveyor  track  of 
the  above  kind,  wherein  the  above-described 
drawback  can  be  simply  overcome  while  maintain- 
ing  a  simple  construction  of  the  conveyor  track. 

According  to  the  invention  this  can  be  achieved 
in  that  the  conveyor  includes  at  least  one  means 
that  can  move  with  respect  to  the  bearing  surface, 
which  means  can  be  placed  in  the  path  of  move- 
ment  of  an  object  moving  across  the  bearing  sur- 
face  so  as  to  slow  down  said  object. 

By  using  the  construction  according  to  the  in- 
vention  the  movement  of  an  object  across  the 
bearing  surface  can  be  controlled  by  simple 
means,  in  such  a  manner  that  e.g.  the  occurrence 
of  undesirably  high  velocities  of  the  objects  is 
avoided. 

The  invention  will  be  explained  in  more  detail 
hereafter  with  reference  to  a  few  possible  embodi- 
ments  of  the  construction  according  to  the  inven- 
tion  diagrammatically  illustrated  in  the  accompany- 
ing  Figures. 

Figure  1  shows  a  first  embodiment  of  the  con- 
struction  according  to  the  invention. 

Figure  2  shows  a  second  embodiment  of  the 
construction  according  to  the  invention. 

Figure  3  shows  a  third  embodiment  of  the 
construction  according  to  the  invention. 

Figure  4  shows  a  fourth  embodiment  of  the 
construction  according  to  the  invention. 

Figure  5  shows  a  fifth  embodiment  of  the  con- 
struction  according  to  the  invention. 

Figure  6  shows  a  larger-scale  view  of  the  encir- 
cled  detail  VI  of  Figure  5. 

Figure  7  shows  a  sixth  embodiment  of  the 
construction  according  to  the  invention. 

5  Figure  1  diagrammatically  illustrates  a  convey- 
or  track  or  chute  1,  which  may  form  part  of  a 
conveyor  and  which  may  be  arranged  in  such  a 
manner  thereby,  that  objects  to  be  displaced  can 
move  downwards  across  the  conveyor  track  1  un- 

io  der  the  action  of  gravity,  in  the  direction  according 
to  the  arrow  A.  Of  course  guide  means  may  be 
provided  at  the  side  of  the  conveyor  track  or  chute, 
so  as  to  prevent  the  objects  in  question  from  falling 
sideways  from  the  conveyor  track  1  . 

75  As  is  furthermore  illustrated  flaps  2  are  pro- 
vided  regularly  spaced  from  each  other,  when  seen 
in  the  longitudinal  direction  of  the  conveyor  track  1  , 
said  flaps  being  pivotable  with  respect  to  the  other 
part  of  the  conveyor  track  1,  about  pivot  pins  3 

20  which,  when  seen  in  the  direction  of  movement  of 
the  objects  across  the  conveyor  track  in  the  direc- 
tion  according  to  the  arrow  A,  are  located  at  the 
downstream  side  of  the  flaps  2  and  extend  trans- 
versely  to  the  longitudinal  direction  of  the  conveyor 

25  track.  The  flaps  2  are  thereby  pivotable  between  a 
first  position,  in  which  the  upper  sides  of  the  flaps 
lie  in  one  plane  with  the  further  part  of  the  bearing 
surface  4  of  the  conveyor  track  1  ,  across  which  the 
objects  move,  and  a  second  position,  in  which  the 

30  flaps  project  above  said  bearing  surface  4,  as  is 
drawn  in  Figure  1  for  the  centre  one  of  the  three 
flaps  that  are  shown. 

It  will  be  apparent  that  a  flap  2  thus  projecting 
above  the  bearing  surface  4  of  the  conveyor  track 

35  1  will  bring  an  arriving  object  to  a  stop. 
The  flaps  2  can  be  pivoted  by  suitable  setting 

means,  e.g.  setting  cylinders  or  the  like.  The  flaps 
may  thereby  be  controlled  by  means  not  shown, 
which  e.g.  detect  the  velocity  of  arriving  objects 

40  and/or  the  pile-up  of  objects  near  the  discharge 
end  of  the  conveyor  track. 

Those  parts  of  the  embodiments  yet  to  be 
discussed  hereafter  with  reference  to  Figures  2  -  7 
that  correspond  with  parts  of  the  embodiment  dis- 

45  cussed  above  with  reference  to  Figure  1  have  been 
given  the  same  reference  numerals  as  in  Figure  1  . 

In  the  embodiment  according  to  Figure  2  the 
pivotable  flaps  2  are  replaced  by  partitions  or  guide 
plates  5  extending  transversely  to  the  longitudinal 

50  direction  of  the  conveyor  track  and  being  movable 
up  and  down  in  the  direction  according  to  the 
arrows  B,  which  partitions  or  guide  plates  can  be 
moved  by  means  not  shown,  such  as  e.g.  setting 
cylinders  or  the  like,  between  a  first  position,  in 

55  which  the  upper  edge  of  the  partition  or  guide  plate 
5  lies  in  one  plane  with  the  bearing  surface  4  or 
slightly  below  said  bearing  surface,  and  a  second 
position,  in  which  the  partition  of  guide  plate  5 
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projects  above  the  bearing  surface  4,  so  as  to  stop 
an  arriving  object. 

In  the  embodiment  according  to  Figure  3 
groups  of  adjacent  pivotable  flaps  6  and  7  are 
disposed  at  regular  intervals  in  the  longitudinal 
direction  of  the  conveyor  track  1  .  The  flap  6,  which 
is  disposed  upstream  of  the  flap  7,  when  seen  in 
the  intended  direction  of  movement  of  the  objects 
according  to  the  arrow  A,  is  pivotable  with  respect 
to  the  other  part  of  the  conveyor  track,  about  pivots 
8  extending  perpendicularly  to  the  longitudinal  di- 
rection  of  the  conveyor  track,  said  pivots  being 
disposed  at  the  upstream  side  of  the  flap  6.  The 
flap  7  is  similarly  pivotable  about  pivots  9  extend- 
ing  parallel  to  the  pivots  8,  said  pivots  9  being 
disposed  at  the  downstream  edge  of  the  flap  7. 

It  will  be  apparent  that  in  the  turned-up  position 
of  the  flaps  6  and  7,  as  is  illustrated  for  the  middle 
one  of  the  three  sets  of  flaps  that  are  shown  in 
Figure  3,  arriving  objects  will  run  against  the  up- 
wardly  inclined  flap  6  and  thus  be  slowed  down  or 
stopped.  When  an  object  moves  along  over  the 
upwardly  extending  flap  6,  said  object  will  be 
caught  by  the  flap  7  and  be  gradually  passed  along 
in  the  direction  of  the  other  part  of  the  flat  bearing 
surface  4. 

In  the  embodiment  of  Figure  4  the  bearing 
surface  of  the  conveyor  track  is  formed  by  a  flat 
belt  10  made  of  a  flexible  material,  e.g.  flexible 
plastic  material,  which  rests  on  a  flat  bearing  plate 
1  1  forming  part  of  the  conveyor  track. 

Near  its  upper  end  the  load-bearing  belt  10 
may  e.g.  be  fixed  to  the  frame  of  the  conveyor 
track,  whilst  near  its  bottom  end  means  are  pro- 
vided  that  keep  the  load-bearing  belt  10  tensioned 
in  such  a  manner,  that  said  belt  tends  to  bed  down 
smoothly  on  the  flat  bearing  plate  1  1  . 

Vertically  movable  plates  12,  extending  per- 
pendicularly  to  the  longitudinal  direction  of  the  con- 
veyor  track,  are  provided  at  regular  intervals  under 
the  load-bearing  belt  10.  Said  plates  12  can  be 
moved  up  and  down  by  suitable  setting  means, 
between  a  position  in  which  the  upper  edges  of  the 
plates  12  lie  in  one  plane  with  or  below  the  bearing 
plate  1  1  ,  and  a  position  in  which  said  plates  project 
above  the  bearing  plate  11,  as  is  illustrated  for  a 
few  of  the  plates  12,  as  a  result  of  which  the  load- 
bearing  belt  10  will  locally  exhibit  an  upwardly 
extending  elevation,  so  as  to  cause  an  object  arriv- 
ing  from  the  direction  indicated  by  the  arrow  A  to 
slow  down,  in  a  similar  manner  as  with  the  preced- 
ing  embodiment. 

The  embodiment  illustrated  in  Figures  5  and  6 
includes  a  wavy  bearing  surface  13  of  the  conveyor 
track,  with  peaks  and  valleys  extending  in  the  lon- 
gitudinal  direction  of  the  conveyor  track.  Strips  14, 
which  are  made  of  a  flexible  material  and  which 
extend  in  the  longitudinal  direction  of  the  load- 

bearing  belt  13,  are  placed  in  the  valleys  of  said 
load-bearing  belt.  If  desired  said  strips  can  be 
moved  upwards  by  lifting  means  (not  shown)  at 
regularly  spaced  locations,  so  that  the  parts  14' 

5  and  14"  respectively  project  above  the  peaks  of 
the  bearing  surface  13,  so  as  to  be  able  to  slow 
down  arriving  objects  in  this  manner. 

In  the  embodiment  shown  in  Figure  7  the  bear- 
ing  surface  is  formed  by  a  number  of  flaps  15 

io  disposed  one  behind  the  other,  said  flaps  being 
pivotable  with  respect  to  the  other  part  of  the 
conveyor  track,  about  pivot  pins  extending  per- 
pendicularly  to  the  longitudinal  direction  of  the  con- 
veyor  track,  said  pivot  pins  being  disposed  near 

is  the  downstream  sides  of  the  respective  flaps  15. 
Each  of  said  flaps  may  thereby  be  arranged  in 
such  a  manner,  that  the  upper  boundary  faces  of 
said  flaps  lie  in  one  plane,  so  that  an  object  can 
move  across  the  bearing  surface  formed  by  said 

20  flaps  without  impediment.  From  this  position  each 
flap  may  be  pivoted  upwards  as  desired,  so  as  to 
slow  down  an  object.  It  will  be  apparent  that  such  a 
slowed-down  object  will  then  come  to  rest  on  a  flap 
located  downstream  of  the  upwardly  pivoted  flap. 

25  When  the  turned-up  flap  is  pivoted  back  again,  so 
as  to  allow  the  object  to  pass,  the  flap  on  which  the 
object  is  present  may  be  pivoted  upwards  again, 
so  as  to  assist  in  setting  the  object  on  said  flap  in 
motion. 

30 
Claims 

1.  A  conveyor  provided  with  an  inclined  conveyor 
track  having  a  bearing  surface  along  which 

35  objects  can  move  downwards  under  the  action 
of  gravity,  characterized  in  that  the  conveyor 
includes  at  least  one  means  that  can  move 
with  respect  to  the  bearing  surface,  which 
means  can  be  placed  in  the  path  of  movement 

40  of  an  object  moving  across  the  bearing  surface 
so  as  to  slow  down  said  object. 

2.  A  conveyor  according  to  claim  1  ,  characterized 
in  that  said  conveyor  is  provided  with  partitions 

45  or  guide  plates  which  can  move  up  and  down. 

3.  A  conveyor  according  to  claim  2,  characterized 
in  that  the  bearing  surface  is  formed  by  a  load- 
bearing  belt  made  of  a  flexible  material,  which 

50  can  be  moved  up  locally  by  means  of  said 
partitions  or  guide  plates  which  can  move  up 
and  down. 

4.  A  conveyor  according  to  claim  1  ,  characterized 
55  in  that  flaps  are  provided,  which  are  pivotable 

about  pivot  pins  extending  transversely  to  the 
longitudinal  direction  of  the  conveyor  track, 
between  a  position  in  which  the  upper  sides  of 

3 
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the  flaps  lie  in  one  plane  with  or  below  the 
bearing  surface,  and  a  position  in  which  said 
flaps  project  above  said  bearing  surface 

A  conveyor  according  to  claim  4,  characterized  5 
in  that  said  conveyor  is  provided  with  a  plural- 
ity  of  flaps,  which  are  pivotable  about  pivot 
pins  located  at  the  downstream  sides  of  the 
flaps,  when  seen  in  the  intended  direction  of 
movement  of  the  objects.  10 

A  conveyor  according  to  claim  5,  characterized 
in  that  said  conveyor  is  provided  with  a  plural- 
ity  of  adjacent  flaps. 

75 
A  conveyor  according  to  claim  4,  characterized 
in  that  said  flaps  are  arranged  in  pairs,  where- 
by  the  upstream  flap,  when  seen  in  the  direc- 
tion  of  movement  of  the  objects,  is  pivotable 
about  a  pivot  pin  disposed  at  the  upstream  20 
side  of  the  flap  in  question,  and  whereby  the 
downstream  flap  is  pivotable  about  a  pivot  pin 
disposed  at  the  downstream  side  of  said  flap. 

A  conveyor  according  to  claim  1  ,  characterized  25 
in  that  said  bearing  surface  has  a  waved  pro- 
file,  when  seen  in  section,  such  that  the  bear- 
ing  surface  has  peaks  and  valleys  extending  in 
the  longitudinal  direction  of  the  conveyor  track, 
whilst  in  the  valleys  means  are  located  which  30 
can  be  moved  upwards  from  a  position  where 
said  means  lie  in  the  valleys  into  a  position  in 
which  said  means  project  above  said  peaks. 

A  conveyor  according  to  claim  8,  characterized  35 
in  that  said  means  are  formed  by  flexible  strips 
located  in  the  valleys  and  extending  in  the 
longitudinal  direction  of  the  conveyor  track, 
which  strips  can  be  moved  up  and  down  lo- 
cally.  40 

45 
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