
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
EP

3 
37

6 
70

4
B

1
*EP003376704B1*

(11) EP 3 376 704 B1
(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
08.04.2020 Bulletin 2020/15

(21) Application number: 18171485.8

(22) Date of filing: 12.05.2015

(51) Int Cl.:
H04W 52/02 (2009.01) H04L 5/00 (2006.01)

(54) METHOD OF PERFORMING A COMMUNICATION OPERATION VIA A CELL FOR A 
COMMUNICATION DEVICE

VERFAHREN ZUR DURCHFÜHRUNG EINES KOMMUNIKATIONSVORGANGS ÜBER EINE ZELLE 
FÜR EINE KOMMUNIKATIONSVORRICHTUNG

PROCÉDÉ DE RÉALISATION D’UNE OPÉRATION DE COMMUNICATION PAR L’INTERMÉDIAIRE 
D’UNE CELLULE POUR UN DISPOSITIF DE COMMUNICATION

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 13.05.2014 US 201461992262 P
11.05.2015 US 201514709448

(43) Date of publication of application: 
19.09.2018 Bulletin 2018/38

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
15167269.8 / 2 953 288

(73) Proprietor: Acer Incorporated
New Taipei City 221 (TW)

(72) Inventor: HSIEH, Chia-Wen
New Taipei City 221 (TW)

(74) Representative: Straus, Alexander et al
2K Patent- und Rechtsanwälte Dr. Alexander 
Straus 
Keltenring 9
82041 München / Oberhaching (DE)

(56) References cited:  
WO-A1-2012/154955  

• HTC: "Control Signalling Reduction for Improved 
Spectral Efficiency", 3GPP DRAFT; R1-131208, 
3RD GENERATION PARTNERSHIP PROJECT 
(3GPP), MOBILE COMPETENCE CENTRE ; 650, 
ROUTE DES LUCIOLES ; F-06921 
SOPHIA-ANTIPOLIS CEDEX ; FRANCE , vol. RAN 
WG1, no. Chicago, USA; 20130415 - 20130419 6 
April 2013 (2013-04-06), XP050697120, Retrieved 
from the Internet: 
URL:http://www.3gpp.org/ftp/tsg_ran/WG1_RL 
1/TSGR1_72b/Docs/ [retrieved on 2013-04-06]



EP 3 376 704 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

Field of the Invention

[0001] The present invention relates to a method of
performing a communication operation via a cell and re-
lated communication device.

Background of the Invention

[0002] A long-term evolution (LTE) system supporting
the 3rd Generation Partnership Project (3GPP) Rel-8
standard and/or the 3GPP Rel-9 standard are developed
by the 3GPP as a successor of the universal mobile tel-
ecommunication system (UMTS) for further enhancing
performance of the UMTS to satisfy increasing needs of
users. The LTE system includes a new radio interface
and a new radio network architecture that provides high
data rate, low latency, packet optimization, and improved
system capacity and coverage. In the LTE system, a radio
access network known as an evolved universal terrestrial
radio access network (E-UTRAN) includes multiple
evolved Node-Bs (eNBs) for communicating with multiple
user equipments (UEs), and for communicating with a
core network including a mobility management entity
(MME), a serving gateway, etc., for Non-Access Stratum
(NAS) control.
[0003] A LTE-advanced (LTE-A) system, as its name
implies, is an evolution of the LTE system. The LTE-A
system targets faster switching between power states,
improves performance at the coverage edge of an eNB,
increases peak data rate and throughput, and includes
advanced techniques, such as carrier aggregation (CA),
coordinated multipoint (CoMP) transmissions/reception,
uplink (UL) multiple-input multiple-output (UL-MIMO), li-
censed-assisted access (LAA) using LTE, etc. For a UE
and an eNB to communicate with each other in the LTE-
A system, the UE and the eNB must support standards
developed for the LTE-A system, such as the 3GPP Rel-
10 standard or later versions.
[0004] The UE may need to monitor control channels
of cells of the eNB, when the UE communicates with the
eNB via the cells, i.e., carrier aggregation (CA) is sup-
ported. In certain situations, one or more of the cells may
be turned off by the eNB, and the UE does not need to
monitor the cell(s) which is turned off and power con-
sumption of the UE can be reduced. The cell(s) which is
turned off may be turned on again or a new cell may be
turned on (i.e., added) to improve throughput of the UE.
However, tens of milliseconds (e.g., 10-60 ms) are need-
ed for switching on-off states of the cells via a higher
layer signaling (i.e., network coordination time and/or me-
dia access control (MAC) delay). A transition time (i.e.,
delay) needed for switching the on-off states of the cells
is great, and operations of the UE and the eNB are not
efficient. Accordingly, throughput of the UE is degraded.
[0005] Thus, how to improve efficiency of the switching
of the on-off state of the cell is an important problem to

be solved.
[0006] D1 (3GPP DRAFT; R1-131208) discloses that
the multi-subframe scheduling activated pattern is used
for indicating whether the scheduling information in the
DCI message can be applied to the following consecutive
subframes or not. D2 (WO 2012/154955 A1) discloses
the contents of the fields in the MAC header. However,
neither D1 nor D2 discloses how to improve efficiency of
the switching on the on-off state of the cell. Thus, a meth-
od for the communication device to handle the on-off
state of a cell more efficiently is still unknown.

Summary of the Invention

[0007] This application aims at providing two alterna-
tive methods for performing a communication operation
via a cell to solve the abovementioned problem.
[0008] This is achieved by the methods according to
independent claims 1, 7.
[0009] The dependent claims pertain to corresponding
further development and improvements.

Brief Description of the Drawings

[0010]

Fig. 1 is a schematic diagram of a wireless commu-
nication system according to an example of the
present invention.
Fig. 2 is a schematic diagram of a communication
device according to an example of the present in-
vention.
Fig. 3 is a flowchart of a process according to an
example of the present invention.
Fig. 4 is a schematic diagram of DCIs for an on-off
state of a subframe according to an example of the
present invention.
Fig. 5 is a schematic diagram of DCIs for an on-off
state of a subframe according to an example of the
present invention.
Fig. 6 is a schematic diagram of DCIs for an on-off
state of a subframe according to an example of the
present invention.
Fig. 7 is a flowchart of a process according to an
example of the present invention.
Fig. 8 is a schematic diagram of a DCI for on-off
states of subframes according to an example of the
present invention.
Fig. 9 is a schematic diagram of DCIs for on-off states
of subframes according to an example of the present
invention.
Fig. 10 is a flowchart of a process according to an
example of the present invention.
Fig. 11 is a schematic diagram of DCIs for on-off
states of subframes according to an example of the
present invention.
Fig. 12 is a flowchart of a process according to an
example of the present invention.
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Fig. 13 is a schematic diagram of DCIs for on-off
states of subframes according to an example of the
present invention.

Detailed Description

[0011] Please refer to Fig. 1, which is a schematic di-
agram of a wireless communication system 10 according
to an example of the present invention. The wireless com-
munication system 10 is briefly composed of a network
and a plurality of communication devices. The wireless
communication system 10 may support a time-division
duplexing (TDD) mode, a frequency-division duplexing
(FDD) mode, a TDD-FDD joint operation mode or a li-
censed-assisted access (LAA) mode. That is, the net-
work and a communication device may communicate
with each other via FDD carrier(s), TDD carrier(s), li-
censed carrier(s) and/or unlicensed carrier(s). In addi-
tion, the wireless communication system 10 may support
a carrier aggregation (CA). That is, the network and a
communication device may communicate with each oth-
er via multiple cells (e.g., multiple carriers) including a
primary cell (e.g., primary component carrier) and one or
more secondary cells (e.g., secondary component carri-
ers). The abovementioned cells may be operated in the
same or different duplexing modes. For example, each
cell may be a FDD cell (or TDD cell), when the cells are
operated in the same duplexing mode. There are also
several scenarios, when the cells are operated in differ-
ent duplexing modes (e.g. TDD-FDD joint operation). For
example, the primary cell may be operated on a TDD
carrier, while a secondary cell may be operated on a FDD
carrier. In another example, the primary cell may be op-
erated on the FDD carrier, while the secondary cell may
be operated on the TDD carrier. In another example, the
primary cell may be operated on a licensed carrier, while
the secondary cell may be operated on an unlicensed
carrier. For the CA conforming to the 3rd Generation Part-
nership Project (3GPP) long-term evolution (LTE) Rel-
10/11/12, 5 cells (e.g., serving cells) may be supported
by the communication device and the network. For the
CA conforming to the 3GPP LTE Rel-13, 32 cells (e.g.,
serving cells) may be supported by the communication
device and the network.
[0012] In Fig. 1, the network and the communication
devices are simply utilized for illustrating the structure of
the wireless communication system 10. Practically, the
network may be a universal terrestrial radio access net-
work (UTRAN) comprising at least one Node-B (NB) in
a universal mobile telecommunications system (UMTS).
In another example, the network may be an evolved
UTRAN (E-UTRAN) including at least one evolved NB
(eNB) and/or at least one relay in a long term evolution
(LTE) system, a LTE-Advanced (LTE-A) system or an
evolution of the LTE-A system.
[0013] Furthermore, the network may also include both
the UTRAN/E-UTRAN and a core network, wherein the
core network may include network entities such as Mo-

bility Management Entity (MME), Serving Gateway (S-
GW), Packet Data Network (PDN) Gateway (P-GW),
Self-Organizing Networks (SON) server and/or Radio
Network Controller (RNC), etc. In other words, after the
network receives information transmitted by a communi-
cation device, the information may be processed only by
the UTRAN/E-UTRAN and decisions corresponding to
the information are made at the UTRAN/E-UTRAN. Al-
ternatively, the UTRAN/E-UTRAN may forward the infor-
mation to the core network, and the decisions corre-
sponding to the information are made at the core network
after the core network processes the information. In ad-
dition, the information may be processed by both the
UTRAN/E-UTRAN and the core network, and the deci-
sions are made after coordination and/or cooperation are
performed by the UTRAN/E-UTRAN and the core net-
work.
[0014] A communication device may be a user equip-
ment (UE), a low cost device (e.g., machine type com-
munication (MTC) device), a device-to-device (D2D) de-
vice, a mobile phone, a laptop, a tablet computer, an
electronic book, a portable computer system, or combi-
nation thereof. In addition, the network and the commu-
nication device can be seen as a transmitter or a receiver
according to direction (i.e., transmission direction), e.g.,
for an uplink (UL), the communication device is the trans-
mitter and the network is the receiver, and for a downlink
(DL), the network is the transmitter and the communica-
tion device is the receiver.
[0015] Fig. 2 is a schematic diagram of a communica-
tion device 20 according to an example of the present
invention. The communication device 20 may be a com-
munication device or the network shown in Fig. 1, but is
not limited herein. The communication device 20 may
include a processing means 200 such as a microproces-
sor or Application Specific Integrated Circuit (ASIC), a
storage unit 210 and a communication interfacing unit
220. The storage unit 210 may be any data storage de-
vice that may store a program code 214, accessed and
executed by the processing means 200. Examples of the
storage unit 210 include but are not limited to a subscriber
identity module (SIM), read-only memory (ROM), flash
memory, random-access memory (RAM), Compact Disc
Read-Only Memory (CD-ROM), digital versatile disc-
ROM (DVD-ROM), Blu-ray Disc-ROM (BD-ROM), mag-
netic tape, hard disk, optical data storage device, non-
volatile storage unit, non-transitory computer-readable
medium (e.g., tangible media), etc. The communication
interfacing unit 220 is preferably a transceiver and is used
to transmit and receive signals (e.g., data, messages
and/or packets) according to processing results of the
processing means 200.
[0016] Fig. 3 is a flowchart of a process 30 according
to an example of the present invention. The process 30
may be utilized in a communication device shown in Fig.
1, to handling an on-off state of a cell of the network. The
process 30 may be compiled into the program code 214
and includes the following steps:
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Step 300: Start.
Step 302: Receive a first DL control information (DCI)
in a first subframe from the network, wherein the first
DCI indicates at least one first on-off state of at least
one first subframe of a first cell of the network.
Step 304: Determine the on-off state of a second
subframe of the first cell according to the first DCI,
wherein the at least one first subframe comprises
the second subframe.
Step 306: End.

[0017] According to the process 30, the communica-
tion device receives a first DCI in a first subframe from
the network, wherein the first DCI indicates at least one
first on-off state of at least one first subframe of a first
cell of the network. Then, the communication device de-
termines the on-off state of a second subframe of the first
cell according to the first DCI, wherein the at least one
first subframe may include the second subframe. That
is, the at least one first on-off state indicated by the DCI
may be used for determining the on-off state of the sec-
ond subframe, if the second subframe is included in the
at least one first subframe. An on-off state of a cell can
be indicated to a communication device timely according
to the process 30, because DCI is transmitted frequently
with a short period via a physical layer. Thus, the on-off
state of the cell can be switched with a short transition
time and low overhead. As a result, throughput of the
communication device can be improved according to the
efficient switching of the on-off state of the cell.
[0018] Realization of the process 30 is not limited to
the above description.
[0019] According to the process 30, the communica-
tion device may further receive a second DCI in a third
subframe after the first subframe from the network,
wherein the second DCI indicates at least one second
on-off state of at least one second subframe of the first
cell. Then, the communication device may determine the
on-off state of the second subframe of the first cell ac-
cording to the first DCI and the second DCI, wherein the
at least one second subframe may include the second
subframe. That is, the on-off state of the second subframe
is determined according to both the first DCI and the sec-
ond DCI, and the accuracy of the determination of the
on-off state is thus improved. In one example, the method
can be further extended to the case of multiple DCIs,
where more DCIs are used for determining an on-off state
of a subframe. In this situation, a decision rule (e.g., ma-
jority rule) may be used for processing the DCIs. For ex-
ample, the on-off state may be determined according to
the DCIs and the majority rule. The majority rule makes
a decision based on which choice dominates. For exam-
ple, the communication device chooses that the network
intends to transmit a bit "1", if the number of received bits
"1" is greater than the number of received bits "0".
[0020] Fig. 4 is a schematic diagram of DCIs for an on-
off state of a subframe according to an example of the
present invention. In Fig. 4, an on-off state of the sub-

frame 4 is to be determined by the communication device.
In detail, the communication device receives a first DCI
in the subframe 0, and the first DCI indicates on-off states
of the subframes 1-4 (the at least one first subframe in
the process 30) which are "on", "on", "on", "off", respec-
tively. As shown in Fig. 4, bits of "1110" in the first DCI
are used for indicating the on-off states of the subframes
1-4. Similarly, the communication device receives a sec-
ond DCI in the subframe 1, and the second DCI indicates
on-off states of the subframes 2-5 (the at least one sec-
ond subframe stated previously) which are "on", "on",
"off", "on", respectively. Bits of "1101" in the second DCI
are used for indicating the on-off states of the subframes
2-5. The communication device receives a third DCI in
the subframe 2, and the third DCI indicates on-off states
of the subframes 3-6 which are "on", "off", "on", "off",
respectively. Bits of "1010" in the third DCI are used for
indicating the on-off states of the subframes 3-6. The
communication device receives a fourth DCI in the sub-
frame 3, and the fourth DCI indicates on-off states of the
subframes 4-7 which are "off", "on", "off", "off", respec-
tively. Bits of "0100" in the fourth DCI are used for indi-
cating the on-off states of the subframes 4-7.
[0021] Thus, the communication device may deter-
mine that the on-off state of the subframe 4 (the second
subframe in the process 30) is "off’, because all of the
DCIs indicate that the on-off state of the subframe 4
is "off". In certain situations, a DCI may not be received
correctly, e.g., due to stability of a wireless link. For ex-
ample, the third DCI in Fig. 4 may indicate that the on-
off state of the subframe 4 is "on" due to an erroneous
reception, e.g., bits of "1110" in the third DCI may be re-
ceived in the subframe 2. However, the communication
device may still determines that the on-off state of the
subframe 4 is "off" correctly according to the majority
rule, if the other 3 DCIs indicate that the on-off state
is "off".
[0022] In one example, the on-off state of the second
subframe of the first cell in the process 30 may be deter-
mined according to the second DCI, if a consistent on-
off state is not obtained according to the first DCI, the
second DCI and the majority rule are different. That is,
the latest DCI(s) may be used for determining the on-off
state, if the majority rule cannot be performed properly.
[0023] Fig. 5 is a schematic diagram of DCIs for an on-
off state of a subframe according to an example of the
present invention. In Fig. 5, an on-off state of the sub-
frame 4 is to be determined by the communication device.
Detail of Fig. 5 can be referred to the description of Fig.4,
and is not narrated herein. The communication device
receives 4 DCIs in the subframes 0-3. As shown in Fig.
5, bits received in the DCIs are "1111", "1111", "1010"
and "0100", respectively. That is, an on-off state of the
subframe 4 is indicated by the fourth bit in the bits "1111",
the third bit in the bits "1111", the second bit in the bits
"1010" and the first bit in the bits "0100". In other words,
the bits "1", "1", "0" and "0" in the DCIs are used to indicate
the on-off state of the subframe 4. The majority rule can-
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not be performed properly, because the number of the
bit "1" and the number of the bit "0" are the same. In this
situation, the communication device may determine the
on-off state of the subframe 4 according to the DCIs re-
ceived in the nearest subframes (e.g., the subframes
2-3). Thus, the communication device may determine
that the on-off state of the subframe 4 is "off’, because
the latest two DCIs indicate that the on-off state of the
subframe 4 is "off".
[0024] In one example, in the process 30, the commu-
nication device may perform a blind decoding on a DL
control channel of the second subframe of the first cell,
if the on-off state of the second subframe of the first cell
is not indicated by any DCI in a previous subframe. Then,
the communication device may determine the on-off state
of the second subframe of the first cell according to a
decoding result of the blind decoding. That is, the com-
munication device may not be able to receive any DCI
indicating the on-off state of the second subframe. The
communication device may perform the blind decoding
to obtain the on-off state. The DL control channel may
include a physical DL control channel (PDCCH) and/or
an enhanced PDCCH (ePDCCH), and is not limited here-
in.
[0025] In one example, the at least one first subframe
in the process 30 may be after the first subframe. That
is, on-off state(s) of the subframe(s) may be indicated by
using one or more previous subframes. In one example,
the first DCI may be received in the first subframe of the
first cell. That is, the on-off state of the first cell may be
indicated by the first DCI from the same cell, i.e., the first
cell may be self-scheduled. In one example, the first DCI
may be received in the first subframe of a second cell.
That is, the on-off state of the first cell may be indicated
by the first DCI transmitted via a different cell, i.e., the
first cell may be cross-carrier scheduled. Taking Fig. 4
as an example, the DCIs may be transmitted via the sec-
ond cell, while the on-off states of the subframes of the
first cell are indicated. The first cell may be a secondary
cell, and the second cell may be a primary cell. In one
example, the first cell may be a primary cell, and the
second cell may be a secondary cell. In one example,
the first cell and the second cell may both be primary
cells. In one example, the first cell and the second cell
may both be secondary cells. In addition, the first cell
may be operated in a licensed band, and the second cell
may be operated in an unlicensed band. In one example,
the first cell may be operated in an unlicensed band, and
the second cell may be operated in a licensed band. In
one example, the first cell and the second cell may both
be operated in a licensed band. In one example, the first
cell and the second cell may both be operated in an un-
licensed band.
[0026] Fig. 6 is a schematic diagram of DCIs for an on-
off state of a subframe according to an example of the
present invention. The left-hand side of Fig. 6 is an ex-
ample of cross-scheduling. The communication device
receives a DCI in the subframe 0 of a primary cell (i.e.,

scheduling cell), and the DCI indicates on-off states of
the subframes 1-4 of a secondary cell (i.e., scheduled
cell). The right-hand side of Fig. 6 is an example of self-
scheduling. The communication device receives a DCI
in the subframe 0 of a cell, and the first DCI indicates on-
off states of the subframes 1-4 of the same cell.
[0027] In one example, the first DCI in the process 30
may be configured with a newly defined DCI format. That
is, the format of the first DCI is not limited to a legacy
format defined in the 3GPP standard. In another exam-
ple, the at least one first on-off state of the at least one
first subframe of the first cell may be indicated by a new
field of the first DCI. That is, the first DCI may be config-
ured with a legacy DCI format with the new field.
[0028] In one example, the at least one first on-off state
in the process 30 may be indicated by a plurality of bits
for the at least one first on-off state and a time delay for
indicating a distance between the first subframe and an
initial subframe of the at least one first subframe. Taking
the first row of Fig. 4 as an example, the bits are "1110"
for the first DCI, and the time delay is 1. For the second
row of Fig. 4, the bits are "1101" for the first DCI, and the
time delay is 1. Note that the bits and the time delay are
simply an example for representing the subframes and
the on-off states of the subframes. Other representations
may also be used for realizing the present invention, and
is not limited herein.
[0029] In one example, the second subframe in the
process 30 is in a plurality of subframes which is prede-
termined or is configured by the network. The plurality of
subframes may be all subframes in a frame. That is, the
communication device may need to receive (e.g., detect)
a DCI in each of the subframes. In another example, the
communication device may need to receive (e.g., detect)
a DCI in each of a subset of all the subframes.
[0030] Fig. 7 is a flowchart of a process 70 according
to an example of the present invention. The process 70
may be utilized in a communication device shown in Fig.
1, to handling an on-off state of a cell of the network. The
process 70 may be compiled into the program code 214
and includes the following steps:

Step 700: Start.
Step 702: Receive a DCI in a subframe in a period
from the network, wherein the DCI indicates at least
one on-off state of at least one subframe in the period
of a first cell of the network and the at least one on-
off state is specific to the communication device.
Step 704: Perform at least one communication op-
eration in the at least one subframe according to the
at least one on-off state of the network.
Step 706: End.

[0031] According to the process 70, the communica-
tion device receives a DCI in a subframe in a period from
the network, wherein the DCI may indicate at least one
on-off state of at least one subframe in the period of a
first cell of the network and the at least one on-off state
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is specific to the communication device. Then, the com-
munication device performs at least one communication
operation in the at least one subframe according to the
at least one on-off state of the network. That is, the at
least one on-off state may not be real on-off state(s) of
the first cell, but is specific for the communication device
to perform the at least one communication operation in
the at least one subframe. For example, an on-off state
of a subframe of the first cell may be an on state (or an
off state) specific for the communication device, when
the first cell is actually in the on state. In another example,
the on-off state of the subframe of the first cell may be
the off state specific for the communication device, when
the first cell is actually in the off state.
[0032] In other words, the communication device only
needs to perform a DCI detection (e.g., blind decoding)
for receiving the DCI in the subframe, and stops perform-
ing at least one DCI detection for at least one DCI in the
at least one subframe. Thus, the at least one-off state
can be seen as data scheduling for the at least one sub-
frame. An on state of a subframe means that the sub-
frame is scheduled for a communication operation, and
an off state of a subframe means that the subframe is
not scheduled for a communication operation. As a result,
power consumption of the communication device is re-
duced because unnecessary DCI detections are avoid-
ed.
[0033] Furthermore, an on-off state of a cell can be
indicated to a communication device timely according to
the process 70, because DCI is transmitted frequently
with a short period via a physical layer. Thus, the on-off
state of the cell can be switched with a short transition
time and low overhead. As a result, throughput of the
communication device can be improved according to the
efficient switching of the on-off state of the cell.
[0034] Realization of the process 70 is not limited to
the above description.
[0035] In one example, the communication device may
determine that the at least one on-off state of the at least
one subframe is an off state, if the DCI is not received in
the subframe. That is, the communication device deter-
mines that all subframes in the period are in the off state,
if the DCI in the subframe is not detected. In one example,
the communication device may receive the DCI by per-
forming DCI detection (e.g., blind decoding) in the sub-
frame.
[0036] In one example, a communication of the at least
one communication operation may include a transmis-
sion or a reception. That is, the at least one communica-
tion operation may include transmission(s), reception(s),
or combination of transmission(s) and reception(s). In
one example, the at least one subframe in the process
70 may be after the subframe. That is, on-off state(s) of
the subframe(s) may be indicated by using a previous
subframe. In one example, the DCI may be received in
the subframe of the first cell. That is, the at least one on-
off state of the first cell may be indicated by the DCI from
the same cell, i.e., the first cell may be self-scheduled.

In one example, the DCI may be received in the subframe
of a second cell. That is, the at least one on-off state of
the first cell may be indicated by the DCI transmitted via
a different cell, i.e., the first cell may be cross-carrier
scheduled. The first cell may be a secondary cell, and
the second cell may be a primary cell. In one example,
the first cell may be a primary cell, and the second cell
may be a secondary cell. In one example, the first cell
and the second cell may both be primary cells. In one
example, the first cell and the second cell may both be
secondary cells. In addition, the first cell may be operated
in a licensed band, and the second cell may be operated
in an unlicensed band. In one example, the first cell may
be operated in an unlicensed band, and the second cell
may be operated in a licensed band. In one example, the
first cell and the second cell may both be operated in a
licensed band. In one example, the first cell and the sec-
ond cell may both be operated in an unlicensed band.
[0037] In one example, the DCI in the process 70 may
be configured with a newly defined DCI format. That is,
the format of the DCI is not limited to a legacy format
defined in the 3GPP standard. In another example, the
at least one on-off state of the at least one subframe of
the first cell may be indicated by a new field of the DCI.
That is, the DCI may be configured with a legacy DCI
format with the new field.
[0038] Fig. 8 is a schematic diagram of a DCI for on-
off states of subframes according to an example of the
present invention. In Fig. 8, 3 bits in a DCI are used for
indicating the on-off states of subframes 0-4, and each
3 bits indicate an on-off state of a corresponding sub-
frame. For example, the communication device may de-
termine that the on-off state of the subframe 2 is an on
state, if the bits "010" are included in the DCI. According
to the present invention, the communication device per-
forms a DCI detection in the subframe 0, and does not
need to perform DCI detections in the subframes 1-4. In
addition, the communication device determines the sub-
frames 1-4 are in an off state, if the DCI is not received
in the subframe 0. Thus, cross-subframe scheduling can
be realized according to the present invention, while pow-
er consumption is reduced by avoiding unnecessary DCI
detections.
[0039] In one example, the period in the process 70
may be a predetermined value or may be dynamically
configured by the network. The period may be a frame
(e.g., consist of 10 subframes) or half of the frame (e.g.,
consist of 5 subframes), and is not limited.
[0040] Fig. 9 is a schematic diagram of DCIs for on-off
states of subframes according to an example of the
present invention. In Fig. 9, the period is 5 subframes,
and the on-off states of 5 subframes are indicated peri-
odically according to the period. The DCI in the subframe
0 may indicate on-off states of the subframes 1-4 and
the DCI in the subframe 5 may indicate on-off states of
the subframes 6-9. When combining with the example in
Fig. 8, 3 bits in the DCI can be used for indicating an on-
off state of a corresponding subframe. According to the
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present invention, the communication device performs
DCI detections in the subframes 0 and 5, and does not
need to perform DCI detections in the subframes 1-4 and
6-9. Thus, cross-subframe scheduled can be realized ac-
cording to the present invention, while power consump-
tion is reduced by avoiding unnecessary DCI detections.
[0041] Fig. 10 is a flowchart of a process 100 according
to an example of the present invention. The process 100
may be utilized in a communication device shown in Fig.
1, to handling an on-off state of a cell of the network. The
process 100 may be compiled into the program code 214
and includes the following steps:

Step 1000: Start.
Step 1002: Receive information of a number of avail-
able DCIs for a first period from the network.
Step 1004: Receive a first DCI in a first subframe in
the first period from the network and determining that
the first subframe of a cell is in an on state specific
to the communication device.
Step 1006: Receive a second DCI in a second sub-
frame in the first period after the first subframe from
the network and determining that the second sub-
frame of the cell is in the on state specific to the
communication device, if the number of available
DCIs is not achieved.
Step 1008: Stop receiving any DCI in the first period
and determining that at least one first subframe of
the cell in a rest of the first period is in an off state
specific to the communication device, if the number
of available DCIs is achieved.
Step 1010: End.

[0042] According to the process 100, the communica-
tion device receives (e.g., detects) information of a
number of available DCIs for a first period from the net-
work. The communication device may receive a first DCI
(if available) in a first subframe in a first period from the
network, and may determine that the first subframe of a
cell is in an on state specific to the communication device.
Then, the communication device may receive a second
DCI in a second subframe in the first period after the first
subframe from the network and determining that the sec-
ond subframe of the cell is in the on state specific to the
communication device, if the number of available DCIs
is not achieved. The communication device may stop re-
ceiving any DCI in the first period and determining that
at least one first subframe of the cell in a rest of the first
period is in an off state specific to the communication
device, if the number of available DCIs is achieved. In
other words, the communication device receives one or
more DCIs in the first period according to the number of
available DCIs for the first period. The communication
device continues to receive (e.g., detect) the DCIs in the
first period, if the number of received DCIs is smaller than
the number of available DCIs. The communication device
stops receiving the DCIs in the first period, if the number
of received DCIs achieves the number of available DCIs.

Further, the rest of the subframe(s) in the first period
which are not processed are determined to be in the off
state.
[0043] An on-off state of a cell can be indicated to a
communication device timely according to the process
100, because DCI is transmitted frequently with a short
period via a physical layer. The on-off state of the cell
can also be determined by the communication device
efficiently. Thus, the on-off state of the cell can be
switched with a short transition time and low overhead.
As a result, throughput of the communication device can
be improved, and power consumption of the communi-
cation device can be reduced.
[0044] Realization of the process 100 is not limited to
the above description.
[0045] In one example, the communication device may
determine that on-off states of all subframes are an off
state, if the information of the number of available DCIs
is not received in the first subframe. That is, the commu-
nication device determines that all subframes in the first
period are in the off state, if the number of available DCIs
for the first period is not received.
[0046] In one example, the first subframe and the sec-
ond subframe may be consecutive subframes. That is,
the DCIs are received sequentially in the subframes with-
out skipping a certain subframe. In addition, the commu-
nication device may determine at least one second sub-
frame within the first subframe and a third subframe in
the first period is in the on state specific to the commu-
nication device, when the number of available DCIs is
achieved in the third subframe. That is, all subframe(s)
within the first subframe (where the first DCI is detected)
and the last subframe (where the last DCI is detected),
including the first subframe and the last subframe, are
determined to be in the on state specific to the commu-
nication device.
[0047] In one example, the communication device may
receive a third DCI in a fourth subframe in a second period
from the network, and may determine that the fourth sub-
frame of the cell is in the on state specific to the commu-
nication device. That is, the communication device may
repeat the process 100 to receive DCIs in one or more
periods, to obtain on-off states of subframes of a cell in
the periods, wherein the on-off states are specific to the
communication device. Detail of the operation of the com-
munication device for each of the periods can be referred
to the previous description, and is not narrated herein.
[0048] In one example, the cell in the process 100 may
be a primary cell, or the cell may be a secondary cell.
The cell may be operated in a licensed band, or may be
operated in an unlicensed band.
[0049] Fig. 11 is a schematic diagram of DCIs for on-
off states of subframes according to an example of the
present invention. Real on-off states operated by a cell
are shown at the top, and on-off states operated by (i.e.,
specific to) a communication device are shown at the
bottom. A period for receiving DCIs is a frame (i.e., 10
subframes), and the communication device receives in-
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formation of the number of available DCIs which is 3 for
the period. Starting from the subframe 0, the communi-
cation device tries to detect a DCI in each of the sub-
frames sequentially until 3 DCIs are received, and deter-
mines that the subframes that have been gone through
are in the on state. In the present example, the commu-
nication device receives DCIs DCI1-DCI3 in the sub-
frames 0, 2 and 3, respectively. The communication de-
vice stops detecting any DCI after the DCI DCI3 in the
subframe 3 is obtained, because all the available DCIs
are received. Accordingly, the communication device de-
termines that the subframes 0-3 are in the on state, and
subframes (i.e., the subframes 4-9) after the subframe 3
are in an off state. In addition, the communication device
determines the subframes 1-9 are in the off state, if in-
formation of the number of available DCIs is not received
in the subframe 0. Thus, the communication device may
perform communication operations in the subframes 0-3,
and reduces power consumption (e.g., turns off) in the
subframes 4-9.
[0050] Fig. 12 is a flowchart of a process 120 according
to an example of the present invention. The process 120
may be utilized in a communication device shown in Fig.
1, to handling an on-off state of a cell of the network. The
process 120 may be compiled into the program code 214
and includes the following steps:

Step 1200: Start.
Step 1202: Receive a first DCI in a first subframe in
a first period from a network and determining that
the first subframe of a cell is in an on state specific
to the communication device.
Step 1204: Receive a second DCI in a second sub-
frame in the first period after the first subframe from
the network and determining that the second sub-
frame of the cell is in the on state specific to the
communication device, if the first DCI indicates an
existence of the second DCI.
Step 1206: Stop receiving any DCI in the first period
and determining that at least one first subframe of
the cell in a rest of the first period is in an off state
specific to the communication device, if the first DCI
indicates that a next DCI does not exist.
Step 1208: End.

[0051] According to the process 120, the communica-
tion device may receive a first DCI in a first subframe in
a first period from a network and determining that the first
subframe of a cell is in an on state specific to the com-
munication device. Then, the communication device may
receive a second DCI in a second subframe in the first
period after the first subframe from the network and de-
termining that the second subframe of the cell is in the
on state specific to the communication device, if the first
DCI indicates an existence of the second DCI. The com-
munication device may stop receiving any DCI in the first
period and determining that at least one first subframe
of the cell in a rest of the first period is in an off state

specific to the communication device, if the first DCI in-
dicates that a next DCI does not exist. In other words,
the communication device continues to receive (e.g., de-
tect) the DCIs in the first period, if a next DCI is indicated
available. The communication device stops receiving the
DCIs in the first period, if a next DCI is indicated not avail-
able. Further, the rest of the subframe(s) in the first period
which are not processed are determined to be in the off
state.
[0052] An on-off state of a cell can be indicated to a
communication device timely according to the process
120, because DCI is transmitted frequently with a short
period via a physical layer. The on-off state of the cell
can also be determined by the communication device
efficiently. Thus, the on-off state of the cell can be
switched with a short transition time and low overhead.
As a result, throughput of the communication device can
be improved, and power consumption of the communi-
cation device can be reduced.
[0053] Realization of the process 120 is not limited to
the above description.
[0054] In one example, the first subframe and the sec-
ond subframe may be consecutive subframes. That is,
the DCIs are received sequentially in the subframes with-
out skipping a certain subframe. In addition, the commu-
nication device may determine at least one second sub-
frame within the first subframe and a third subframe in
the first period is in the on state specific to the commu-
nication device, when a third DCI in the third subframe
indicates that a next DCI does not exist. That is, all sub-
frame(s) within the first subframe (where the first DCI is
detected) and the last subframe (where the last DCI is
detected), including the first subframe and the last sub-
frame, are determined to be in the on state specific to
the communication device.
[0055] In one example, the communication device may
receive a fourth DCI in a fourth subframe in a second
period from the network, and may determine that the
fourth subframe of the cell is in the on state specific to
the communication device. That is, the communication
device may repeat the process 120 to receive DCIs in
one or more periods, to obtain on-off states of subframes
of a cell in the periods, wherein the on-off states are spe-
cific to the communication device. Detail of the operation
of the communication device for each of the periods can
be referred to the previous description, and is not narrat-
ed herein.
[0056] In one example, the cell in the process 120 may
be a primary cell, or the cell may be a secondary cell.
The cell may be operated in a licensed band, or may be
operated in an unlicensed band.
[0057] Fig. 13 is a schematic diagram of DCIs for on-
off states of subframes according to an example of the
present invention. Real on-off states operated by a cell
are shown at the top, and on-off states operated by (i.e.,
specific to) a communication device are shown at the
bottom. A period for receiving the DCIs is a frame (i.e.,
10 subframes). At the beginning, the communication de-
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vice receives a DCI in the subframe 0, and determines
that an on-off state of the subframe 0 is "on", wherein the
DCI (e.g., a bit "1" in the DCI) indicates that a next DCI
exists. Accordingly, the communication device tries to
detect a DCI in the subframe 1. The communication de-
vice receives a DCI in the subframe 1, and determines
that an on-off state of the subframe 1 is "on", wherein the
DCI (e.g., a bit "1" in the DCI) indicates that a next DCI
exists. Similarly, the communication device tries to detect
a DCI in the subframe 2. The communication device re-
ceives a DCI in the subframe 2, and determines that an
on-off state of the subframe 2 is "on", wherein the DCI
(e.g., a bit "0" in the DCI) indicates that a next DCI does
not exist. The communication device stops detecting any
DCI after the subframe 2. Accordingly, the communica-
tion device determines that the subframes 0-2 are in the
on state, and subframes after the subframe 2 (i.e., the
subframes 3-9) are in the off state. Thus, the communi-
cation device may perform communication operations in
the subframes 0-2, and reduces power consumption
(e.g., turns off) in the subframes 3-9.
[0058] Those skilled in the art should readily make
combinations, modifications and/or alterations on the
abovementioned description and examples. The above-
mentioned description, steps and/or processes including
suggested steps can be realized by means that could be
hardware, software, firmware (known as a combination
of a hardware device and computer instructions and data
that reside as read-only software on the hardware de-
vice), an electronic system, or combination thereof. An
example of the means may be the communication device
20.
[0059] Examples of the hardware may include analog
circuit(s), digital circuit(s) and/or mixed circuit(s). For ex-
ample, the hardware may include ASIC(s), field program-
mable gate array(s) (FPGA(s)), programmable logic de-
vice(s), coupled hardware components or combination
thereof. In another example, the hardware may include
general-purpose processor(s), microprocessor(s), con-
troller(s), digital signal processor(s) (DSP(s)) or combi-
nation thereof.
[0060] Examples of the software may include set(s) of
codes, set(s) of instructions and/or set(s) of functions re-
tained (e.g., stored) in a storage unit, e.g., a computer-
readable medium. The computer-readable medium may
include SIM, ROM, flash memory, RAM, CD-ROM/DVD-
ROM/BD-ROM, magnetic tape, hard disk, optical data
storage device, non-volatile storage unit, or combination
thereof. The computer-readable medium (e.g., storage
unit) may be coupled to at least one processor internally
(e.g., integrated) or externally (e.g., separated). The at
least one processor which may include one or more mod-
ules may (e.g., be configured to) execute the software in
the computer-readable medium. The set(s) of codes, the
set(s) of instructions and/or the set(s) of functions may
cause the at least one processor, the module(s), the hard-
ware and/or the electronic system to perform the related
steps.

[0061] Examples of the electronic system may include
a system on chip (SoC), system in package (SiP), a com-
puter on module (CoM), a computer program product, an
apparatus, a mobile phone, a laptop, a tablet computer,
an electronic book or a portable computer system, and
the communication device 20.
[0062] To sum up, the present invention provides a
method for performing a communication operation via a
cell. The on-off state of the cell can be switched with a
short transition time and low overhead. As a result, ac-
cording to the efficient switching of the on-off state of the
cell, throughput of the communication device can be im-
proved, and power consumption of the communication
device can be reduced.

Claims

1. A method of handling an on-off state of a cell for a
communication device, the method comprising:

receiving information of a number of available
DCIs for a first period from a network (1002);
receiving a first DCI in a first subframe in the first
period from the network and determining that
the first subframe of a cell of the network is in
an on state specific to the communication device
(1004);
receiving a second DCI in a second subframe
in the first period after the first subframe from
the network and determining that the second
subframe of the cell is in the on state specific to
the communication device, if the number of
available DCIs is not achieved (1006); and
stopping receiving any DCI in the first period and
determining that at least one first subframe of
the cell in a rest of the first period is in an off
state specific to the communication device, if the
number of available DCIs is achieved (1008).

2. The method of claim 1, further comprising:
determining that on-off states of all subframes in the
first period are the off state, if the information of the
number of available DCIs is not received in the first
subframe.

3. The method of claim 1 or 2, characterized in that
the first subframe and the second subframe are con-
secutive subframes.

4. The method of claim 3, further comprising:
determining at least one second subframe within the
first subframe and a third subframe in the first period
is in the on state specific to the communication de-
vice, when the number of available DCIs is achieved
in the third subframe.

5. The method of any of claims 1-4, further comprising:
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receiving a third DCI in a fourth subframe in a second
period from the network and determining that the
fourth subframe of the cell is in the on state specific
to the communication device.

6. The method of any of claims 1-5, characterized in
that the cell is a primary cell or a secondary cell.

7. A method of handling an on-off state of a cell for a
communication device, the method comprising:

receiving a first DCI in a first subframe in a first
period from a network and determining that the
first subframe of a cell is in an on state specific
to the communication device (1202);
receiving a second DCI in a second subframe
in the first period after the first subframe from
the network and determining that the second
subframe of the cell is in the on state specific to
the communication device, if the first DCI indi-
cates an existence of the second DCI (1204);
and
stopping receiving any DCI in the first period and
determining that at least one first subframe of
the cell in a rest of the first period is in an off
state specific to the communication device, if the
first DCI indicates that a next DCI does not exist
(1206).

8. The method of claim 7, characterized in that the
first subframe and the second subframe are consec-
utive subframes.

9. The method of claim 8, further comprising:
determining at least one second subframe within the
first subframe and a third subframe in the first period
is in the on state specific to the communication de-
vice, when a third DCI in the third subframe indicates
that a next DCI does not exist.

10. The method of any of claims 7-9, further comprising:
receiving a fourth DCI in a fourth subframe in a sec-
ond period from the network and determining that
the fourth subframe of the cell is in the on state spe-
cific to the communication device.

11. The method of any of claims 7-10, characterized in
that the cell is a primary cell or a secondary cell.

Patentansprüche

1. Verfahren zur Handhabung eines An-Aus-Zustan-
des einer Zelle für ein Kommunikationsgerät, wobei
das Verfahren umfasst:

Empfangen von Informationen von einem Netz-
werk (1002) über eine Anzahl verfügbarer DCIs

für einen ersten Zeitraum;
Empfangen einer ersten DCI von dem Netzwerk
in einem ersten Unterrahmen in dem ersten Zeit-
raum und Bestimmen, dass der erste Unterrah-
men einer Zelle des Netzwerks in einem für das
Kommunikationsgerät (1004) spezifischen An-
Zustand ist;
Empfangen einer zweiten DCI von dem Netz-
werk in einem zweiten Unterrahmen in dem ers-
ten Zeitraum nach dem ersten Unterrahmen und
Bestimmen. dass der zweite Unterrahmen der
Zelle in dem für das Kommunikationsgerät spe-
zifischen An-Zustand ist, wenn die Anzahl ver-
fügbarer DCIs nicht erreicht wird (1006); und
Stoppen des Empfangs jeglicher DCI in dem
ersten Zeitraum und Bestimmen, dass mindes-
tens ein erster Unterrahmen der Zelle in einem
Rest des ersten Zeitraumes in einem für das
Kommunikationsgerät spezifischen Aus-Zu-
stand ist, wenn die Anzahl verfügbarer DCIs er-
reicht wird (1008).

2. Verfahren nach Anspruch 1, welches weiter umfasst:
Bestimmen, dass An-Aus-Zustände aller Unterrah-
men in dem ersten Zeitraum der Aus-Zustand sind,
wenn die Information der Anzahl verfügbarer DCIs
nicht in dem ersten Unterrahmen empfangen wurde.

3. Verfahren nach Anspruch 1 oder 2, dadurch ge-
kennzeichnet, dass der erste Unterrahmen und der
zweite Unterrahmen aufeinanderfolgende Unterrah-
men sind.

4. Verfahren nach Anspruch 3, welches weiter umfasst:
Bestimmen mindestens eines zweiten Unterrah-
mens in dem ersten Unterrahmen, wobei ein dritter
Unterrahmen in dem ersten Zeitraum in dem für das
Kommunikationsgerät spezifischen An-Zustand ist,
wenn die Anzahl verfügbarer DCIs in dem dritten Un-
terrahmen erreicht wird.

5. Verfahren nach einem der Ansprüche 1-4, welches
weiter umfasst:
Empfangen einer dritten DCI von dem Netzwerk in
einem vierten Unterrahmen in einem zweiten Zeit-
raum und Bestimmen, dass der vierte Unterrahmen
der Zelle in dem für das Kommunikationsgerät spe-
zifischen An-Zustand ist.

6. Verfahren nach einem der Ansprüche 1-5, dadurch
gekennzeichnet, dass die Zelle eine Primärzelle
oder eine Sekundärzelle ist.

7. Verfahren zur Handhabung eines An-Aus-Zustan-
des einer Zelle für ein Kommunikationsgerät, wobei
das Verfahren umfasst:

Empfangen einer ersten DCI von einem Netz-
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werk in einem ersten Unterrahmen in einem ers-
ten Zeitraum und Bestimmen, dass der erste Un-
terrahmen einer Zelle in einem für das Kommu-
nikationsgerät (1202) spezifischen An-Zustand
ist;
Empfangen einer zweiten DCI von dem Netz-
werk in einem zweiten Unterrahmen in dem ers-
ten Zeitraum nach dem ersten Unterrahmen und
Bestimmen, dass der zweite Unterrahmen der
Zelle in dem für das Kommunikationsgerät spe-
zifischen An-Zustand ist, wenn die erste DCI ein
Vorliegen der zweiten DCI (1204) anzeigt; und
Stoppen des Empfangs jeglicher DCI in dem
ersten Zeitraum und Bestimmen, dass mindes-
tens ein erster Unterrahmen der Zelle in einem
Rest des ersten Zeitraumes in einem für das
Kommunikationsgerät spezifischen Aus-Zu-
stand ist, wenn die erste DCI anzeigt, dass eine
nächste DCI nicht vorliegt (1206).

8. Verfahren nach Anspruch 7, dadurch gekenn-
zeichnet, dass der erste Unterrahmen und der zwei-
te Unterrahmen aufeinanderfolgende Unterrahmen
sind.

9. Verfahren nach Anspruch 8, welches weiter umfasst:
Bestimmen mindestens eines zweiten Unterrah-
mens in dem ersten Unterrahmen und worin ein drit-
ter Unterrahmen in dem ersten Zeitraum in dem für
das Kommunikationsgerät spezifischen An-Zustand
ist, wenn eine dritte DCI in dem dritte Unterrahmen
anzeigt, dass eine nächste DCI nicht vorliegt.

10. Verfahren nach einem der Ansprüche 7-9, welches
weiter umfasst:
Empfangen einer vierten DCI von dem Netzwerk in
einem vierten Unterrahmen in einem zweiten Zeit-
raum und Bestimmen, dass der vierte Unterrahmen
der Zelle in dem für das Kommunikationsgerät spe-
zifischen An-Zustand ist.

11. Verfahren nach einem der Ansprüche 7-10, da-
durch gekennzeichnet, dass die Zelle eine Primär-
zelle oder eine Sekundärzelle ist.

Revendications

1. Procédé de prise en charge d’un état activé-désac-
tivé d’une cellule pour un dispositif de communica-
tion, le procédé comprenant :

la réception d’informations d’un nombre de DCI
disponibles pendant une première période de-
puis un réseau (1002) ;
la réception d’une première DCI dans une pre-
mière sous-trame dans la première période de-
puis le réseau et le fait de déterminer que la

première sous-trame d’une cellule du réseau est
dans un état activé spécifique du dispositif de
communication (1004) ;
la réception d’une deuxième DCI dans une
deuxième sous-trame dans la première période
après la première sous-trame depuis le réseau
et le fait de déterminer que la deuxième sous-
trame de la cellule est dans l’état activé spécifi-
que du dispositif de communication, si le nombre
de DCI disponibles n’est pas atteint (1006) ; et
l’arrêt de réception d’une quelconque DCI dans
la première période et le fait de déterminer qu’au
moins une première sous-trame de la cellule
dans un reste de la première période est dans
un état désactivé spécifique du dispositif de
communication, si le nombre de DCI disponibles
est atteint (1008).

2. Procédé selon la revendication 1, comprenant en
outre :
le fait de déterminer que des états activé-désactivé
de toutes les sous-trames dans la première période
sont l’état désactivé, si les informations du nombre
de DCI disponibles ne sont pas reçues dans la pre-
mière sous-trame.

3. Procédé selon la revendication 1 ou 2, caractérisé
en ce que la première sous-trame et la deuxième
sous-trame sont des sous-trames consécutives.

4. Procédé selon la revendication 3, comprenant en
outre :
le fait de déterminer qu’au moins une deuxième
sous-trame au sein de la première sous-trame et une
troisième sous-trame dans la première période est
dans l’état activé spécifique du dispositif de commu-
nication, lorsque le nombre de DCI disponibles est
atteint dans la troisième sous-trame.

5. Procédé selon l’une quelconque des revendications
1 à 4, comprenant en outre :
la réception d’une troisième DCI dans une quatrième
sous-trame dans une deuxième période depuis le
réseau et le fait de déterminer que la quatrième sous-
trame de la cellule est dans l’état activé spécifique
du dispositif de communication.

6. Procédé selon l’une quelconque des revendications
1 à 5, caractérisé en ce que la cellule est une cellule
primaire ou une cellule secondaire.

7. Procédé de prise en charge d’un état activé-désac-
tivé d’une cellule pour un dispositif de communica-
tion, le procédé comprenant :

la réception d’une première DCI dans une pre-
mière sous-trame dans une première période
depuis un réseau et le fait de déterminer que la

19 20 



EP 3 376 704 B1

12

5

10

15

20

25

30

35

40

45

50

55

première sous-trame d’une cellule est dans un
état activé spécifique du dispositif de communi-
cation (1202) ;
la réception d’une deuxième DCI dans une
deuxième sous-trame dans la première période
après la première sous-trame depuis le réseau
et le fait de déterminer que la deuxième sous-
trame de la cellule est dans l’état activé spécifi-
que du dispositif de communication, si la pre-
mière DCI indique une existence de la deuxième
DCI (1204) ; et
l’arrêt de réception d’une quelconque DCI dans
la première période et le fait de déterminer qu’au
moins une première sous-trame de la cellule
dans un reste de la première période est dans
un état désactivé spécifique du dispositif de
communication, si la première DCI indique
qu’une DCI suivante n’existe pas (1206).

8. Procédé selon la revendication 7, caractérisé en ce
que la première sous-trame et la deuxième sous-
trame sont des sous-trames consécutives.

9. Procédé selon la revendication 8, comprenant en
outre :
le fait de déterminer qu’au moins une deuxième
sous-trame au sein de la première sous-trame et une
troisième sous-trame dans la première période est
dans l’état activé spécifique du dispositif de commu-
nication, lorsqu’une troisième DCI dans la troisième
sous-trame indique qu’une DCI suivante n’existe
pas.

10. Procédé selon l’une quelconque des revendications
7 à 9, comprenant en outre :
la réception d’une quatrième DCI dans une quatriè-
me sous-trame dans une deuxième période depuis
le réseau et le fait de déterminer que la quatrième
sous-trame de la cellule est dans l’état activé spéci-
fique du dispositif de communication.

11. Procédé selon l’une quelconque des revendications
7 à 10, caractérisé en ce que la cellule est une
cellule primaire ou une cellule secondaire.
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