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Description

[0001] In the art, devices that generally function to pro-
vide a wire about an article are known.
[0002] By way of example, U.S. Patent No. 5,505,504
describes an apparatus that includes a mechanism for
forming a U-shaped loop of a tying wire, a mechanism
for guiding the U-shaped loop to wind it around an exter-
nal surface of a portion of an article to be tied, a mech-
anism for twisting the closed end and the other end of
the U-shaped loop, and a mechanism for cutting the tying
wire at an appropriate time to an appropriate length.
[0003] By way of further example, U.S. Patent No.
6,279,970 describes an automatic knot-tying device for
tying a discrete knot about an article, such as a bundle
of wires. The device functions by pulling a filament trans-
versely around the article and includes a hand-held hous-
ing and a knot-tying mechanism within that housing com-
prised of a hollow nozzle for leading the filament toward
the article, a wrapping ring for wrapping the filament
around the article, and a plurality of pins that extend into
and retract out of the path of the filament to form the knot.
The operation is finished by cinching and cutting the loose
filament so that the resulting knot is discrete and secure.
[0004] U.S. Patent No. 6,648,378 also describes an
automatic knot-tying device for tying a discrete knot about
an article, such as a bundle of wires. The device works
by pulling a filament, such as the FAA-approved lace,
transversely around the article. The device includes a
hand-held housing and a knot-tying mechanism within
that housing comprised of a plurality of carriage rings,
for wrapping the filament around the article, at least one
shuttle for moving the filament between the carriage rings
and along the article at the appropriate steps, and a plu-
rality of hooks for pulling the filament away from the article
at the appropriate steps. The operation is finished by
cinching, cutting, and reloading so that the resulting knot
is discrete and secure.
[0005] While the devices described in these publica-
tions generally work for their intended purpose, the fol-
lowing describes an improved knot tying device and car-
tridge system for providing tying filament thereto.

SUMMARY

[0006] The invention as claimed hereinafter is an im-
proved knot tying device for providing tying filament
thereto, such as, by way of example only and without
limitation, a multi-stranded lace, a single-stranded lace,
an FAA-approved lace, etc.
[0007] For example, the knot tying device may include
a pair of rings (which are preferably separable) that sur-
round the article where each of the pair of rings has a
continuous channel formed therein with the channels of
each of the pair of rings being located opposed to one
another, a shuttle attachable to the filament (which as-
sembly may include a filament feeding mechanism as
well as a gripping mechanism) where the shuttle is

caused to be moved during a knot tying process between
and within the channels of each of the pair of rings and
thereby around and along a length of the article, for ex-
ample by use of selectively activated electromagnets,
and at least one hook for pulling the filament away from
the article at appropriate times during the knot tying proc-
ess.
[0008] The knot-tying mechanism may alternatively in-
clude a shuttle adapted to releasably grasp the filament,
wherein the shuttle moves in a circular path on a single
knot forming plane and a device for pulling the filament
away from the article at appropriate times during a knot
tying process and for rotating the filament to thereby form
loops through which the shuttle carrying the filament is
passed.
[0009] The cartridge preferably has a housing that is
sized and arranged to be releasably attached to the knot
tying device. The housing has an opening through which
pre-cut or loosely coupled lengths of the filament can be
drawn.
[0010] While the foregoing provides a general descrip-
tion of the subject device and system, a better under-
standing of the objects, advantages, features, properties
and relationships of the subject device and system will
be obtained from the following detailed description and
accompanying drawings which set forth illustrative em-
bodiments and which are indicative of the various ways
in which the principles of the invention may be employed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] For a better understanding of the hereinafter
described knot tying device and cartridge system for pro-
viding tying filament thereto, reference may be had to the
following drawings in which:

Figure 1 is a perspective view of an exemplary knot
tying device constructed according to the description
that follows;
Figure 2 is a sectional view of the knot tying device
illustrated in Fig. 1;
Figure 3 is an exploded view of the knot tying device
illustrated in Fig. 1;
Figure 4 is a perspective view of an exemplary cable
clamp assembly of the knot tying device illustrated
in Fig. 1;
Figure 5 is a perspective view of an exemplary ten-
sioning assembly of the knot tying device illustrated
in Fig. 1;
Figures 6A and 6B are perspective views of an ex-
emplary looping hook assembly of the knot tying de-
vice illustrated in Fig. 1;
Figure 7 is a perspective view of a top half portion
of an exemplary ring assembly of the knot tying de-
vice illustrated in Fig. 1;
Figure 8 is a side view of a complete, exemplary ring
assembly of the knot tying device illustrated in Fig. 1;
Figure 9 is a perspective view of an exemplary trim-
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ming mechanism of the knot tying device illustrated
in Fig. 1;
Figure 10 is a perspective view of the knot tying de-
vice of Fig. 1 with an exemplary cartridge system for
providing tying filament thereto;
Figure 11 is a sectional view of the knot tying device
illustrated in Fig. 10;
Figure 12 is an exploded view of the knot tying device
illustrated in Fig. 10;
Figure 13 is a perspective view of the cartridge illus-
trated in Fig. 10;
Figures 14A-14N illustrate movement steps of a tying
filament by the exemplary knot tying device in form-
ing an exemplary knot;
Figure 15 illustrates a see-through perspective view
of an exemplary system for moving an electromag-
netic used to control movement of a shuttle assem-
bly;
Figure 16 illustrates a side view of the exemplary
system for moving an electromagnetic illustrated in
Fig. 15;
Figure 17 illustrates a further exemplary knot tying
device constructed according to the description that
follows;
Figures 18-20 illustrate an exemplary device for driv-
ing a shuttle about a wire bundle and for arranging
filament relative to the wire bundle for tying knots;
Figures 21A-21D illustrate the exemplary device of
Fig. 17 being used to tie a knot;
Figures 22A and 22B illustrate exemplary hooks
used to pull the filament during a knot tying process
in a latched and unlatched state, respectively;
Figures 23A and 23B illustrate an exemplary filament
feed device being moved during a knot tying process;
Figure 24 illustrates an exemplary device for holding
a knot during a knot tying process;
Figures 25A and 25B6 illustrate an exemplary gate
being used to cover a bundle accepting opening of
the device of Fig. 17;
Figure 26 illustrates an embodiment of the device of
Fig. 17 wherein a filament carrying shuttle is sized
to traverse the bundle accepting opening during a
knot tying process;
Figure 27A and 27B illustrates an exemplary device
for securing and positioning a wire bundle in the de-
vice of Fig. 17;
Figure 28 illustrates an exemplary device for feeding
filament to the shuttle of the device of Fig. 17;
Figure 29 illustrates the device of Fig. 17 using a
filament cartridge; and
Figure 30 illustrates an exemplary arm used to facil-
itate placement of a wire bundle into the device of
Fig. 17.

DETAILED DESCRIPTION

[0012] In many industries, both military and commer-
cial, such as the aircraft, automotive, and appliance in-

dustries, wire bundles, or harnesses, are used extensive-
ly in the manufacturing processes of various products.
Each bundle, or harness, generally comprises two or
more wires that are customarily tied together at various
points along their lengths to help ensure safety and du-
rability, as well as a generally clean design. The subject
knot tying device and cartridge system for providing tying
filament thereto, particularly FAA and/or military ap-
proved lace, function to allow an operator to tie required
knots around such articles.
[0013] Turning now to the Figures, illustrated in Figs.
1-13 is an exemplary knot tying device 10. Preferably,
the knot tying device 10 is incorporated into a housing
(not illustrated for the sake of clarity) and is sized and
configured to allow the device to be hand carried and
operated. As will become apparent, the knot tying device
10 is usable to tie a filament 12 about an article 14 to be
tied, such as a wire bundle. The filament 12 is supplied
to the knot tying device 10 from a user replaceable spool
16 which is mountable to the device, as illustrated in Fig.
1, or, in a further embodiment, the filament 12 can be
supplied to the knot tying device 10 from a user replace-
able cartridge 18 which is also mountable to the device,
as illustrated in Fig. 10 and described in greater detail
hereinafter.
[0014] For tying a knot around the article 14, the knot
tying device 10 includes a filament carrying shuttle as-
sembly 20 (to which is fed filament 12 from the filament
delivery device 16/18 that is being utilized), a pair of op-
positely facing, i.e., left and right, ring assemblies 22 and
24 between which the shuttle assembly 20 is moved while
carrying the filament 12, and a looping hook assembly
26 which functions to pull the filament 12 during operation
away from the article 14 to thereby provide openings
through which the shuttle assembly 20 will pass to there-
by create knots - such as illustrated by way of example
only in Fig. 14A-14L. The shuttle assembly may itself
include a feeding mechanism to assist in moving the fil-
ament 12 to a gripping mechanism which is used by the
shuttle assembly to carry the filament 12.
[0015] For moving the shuttle assembly 20 around the
exterior surface of the article 14 and between the ring
assemblies 22 and 24, i.e., across the article 14, and,
more particularly, to move the shuttle assembly 20 be-
tween and within channels 28 that are formed in the ring
assemblies 22 and 24 (which channels 28 preferably
have a depth such that, when the shuttle assembly 20 is
within a channel of one of the ring assemblies 22 and 24,
the shuttle assembly 20 will be clear of the channel of
the other of the ring assemblies 22 and 24 - which channel
depth may be at least sufficient to ensure that the shuttle
will not be allowed to fall out of the channel), each of the
ring assemblies 22 and 24 is provided with an associated
plurality of electromagnet coils which, when selectively
activated, function to attract (or repel) and thereby direct
the movement of the shuttle assembly 20 as desired to
perform the knot tying steps. The electromagnetic coils
may be embedded within the channels of the ring assem-
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blies 22 and 24, may be positioned adjacent to an exte-
rior, backside surface of the ring assemblies 22 and 24,
or the like without limitation. As will be appreciated, the
shuttle assembly 20 is thus preferably constructed with
a ferrous material (possibly even with a magnetic mate-
rial) to allow the shuttle assembly 20 to be drawn to (or
repelled from) one or more of the plurality of electromag-
netic coils that is currently being activated. While not re-
quired, the ring assemblies 22 and 24 are preferably con-
structed from a non-ferrous material. In any event, the
ring assemblies 22 and 24 are preferably constructed
from a durable material that will present minimal friction
as the shuttle assembly 20 is being drawn between and
within the channels 28 of the ring assemblies 22 and 24.
As will further be appreciated, the knot tying device 10
will include a processor and associated instructions for
selectively activating the plurality of electromagnetic coils
in a given sequence to thereby cause the shuttle assem-
bly 20 to be moved around the article 14 as desired to
form a given knot. The processor and associated instruc-
tions may also be used to control other mechanisms,
such as motors, actuators, solenoids, etc, of the knot
tying device 14 as will be readily appreciated. Accord-
ingly, the knot tying device 10 may be provided with elec-
trical power, such as from a battery, wall outlet, etc., to
provide power to the processor, any motors, actuators,
solenoids, etc. In certain circumstances, it will also be
appreciated that other power sources, such as pneumatic
power, could be used to drive any moveable/driven parts
described herein.
[0016] In a yet further embodiment, for moving the
shuttle assembly 20 around the exterior surface of the
article 14 and between the ring assemblies 22 and 24,
one or more electromagnets 60 (which would be selec-
tively activatable as needed to move the shuttle assem-
bly) may be mounted on a further driven plate 62, such
as a gear, that is positioned adjacent to the exterior back-
side of each of the ring assemblies 22 and 24. As will be
appreciated, the driven plate 62, an example of which is
shown in Figs. 15 and 16, may be controlled to rotate
about the article 14 to thereby cause the electromag-
net(s) 60 to rotate about the article 14 which electromag-
net(s) 60, when selectively activated, will cause the shut-
tle assembly to be moved within and between the sta-
tionary ring assemblies 22 and 24. In addition, to allow
for the feeding of the article into the device, the driven
plate 62 may include an opening such as illustrated in
Fig. 15, which may be separable in the manner of the
ring assemblies, or the like without limitation. Yet further,
the driven plate 62 may carry one or more counter
weights 64 as necessary to balance the driven plate 62
during rotation thereof.
[0017] For allowing the article 14 to be placed into the
knot tying device 10, the ring assemblies 22 and 24 may
be made so as to be separable. By way of example only,
the ring assemblies 22 and 24 may comprise a lower half
and an upper half wherein the upper half is moveable
relative to the lower half to thereby create a space in

which the article 14 may be inserted. To this end, the
back ends of the upper half of the ring assemblies 22 and
24 may be pivotally connected 30 to the device housing
(with, in this example, the lower half of the ring assem-
blies 22 and 24 being fixed to the device housing) with a
motor or the like driven linkage 32 - which may be trigger
operated - being further coupled the upper half of the ring
assemblies 22 and 24 where the driven linkage 32 is
moveable to cause the upper half of the ring assemblies
22 and 24 to be opened and closed relative to the lower
half of the ring assemblies 22 and 24. While this describes
one manner for opening and closing the ring assemblies,
i.e., to create a separation between the ring assembly
halves, it will be appreciated that alternatives may be
utilized, such as causing the lower half of the ring assem-
blies 22 and 24 to be moveable with the upper half of the
ring assemblies 22 and 24 being fixed, by causing both
halves of the ring assemblies 22 and 24 to be moveable,
and the like. Once the article 14 has been placed within
the knot tying device 10, e.g., the ring assemblies 22 and
24 have been opened to create a space into which the
article 14 is positioned, a driven clamping assembly 34
can be lowered onto the article 14 to thereby clamp the
article into position within the ring assemblies 22 and 24.
[0018] For tensioning the filament 12 during the knot
tying process, a driven tensioning mechanism 36 is pro-
vided. In the illustrative example, the tensioning mecha-
nism 36 comprises an arm 38 that is pivotally attached
to the housing and a hook 40 that is rotatably attached
to the arm 38. During the knot tying operation, the arm
38 of the tensioning mechanism 36 may be driven so as
to be lowered into an area between the ring assemblies
22 and 24 whereupon the hook 40 can be driven so as
to rotate and hook around the filament 12 as the filament
12 spans between the ring assemblies 22 and 24. Alter-
natively, the tensioning mechanism 36 may be driven so
as to be lowered into an area between the ring assem-
blies 22 and 24 and the hook driven to rotate with the
filament 12 being then passed over the hook. After the
filament 12 is hooked in either of these manners, the arm
38 can be driven so as to be raised to thereby provide
tension to the filament 12. As the knot tying operation
proceeds, a spring, induced motor torque, or the like as-
sociated with the tensioning mechanism 36 will function
to maintain the tension on the filament 12. After the knot
tying operation is completed, the arm 38 can be driven
back into the area between the ring assemblies 22 and
24 (if necessary) and the hook 40 driven to rotate to there-
by release or unhook the filament 12 from the tensioning
mechanism 36.
[0019] It will also be appreciated that the tensioning
mechanism can be moved tangentially to the ring assem-
blies 22 and 24 to provide tension to the filament 12. In
preferred embodiments, the tension the device applies
to the filament used to bundle the wires can be user de-
finable.
[0020] Like the tensioning mechanism, the looping
hook assembly 26 comprises at least one hook 42 that

5 6 



EP 2 625 106 B1

5

5

10

15

20

25

30

35

40

45

50

55

is to be driven into and out of the area between the ring
assemblies 22 and 24 to hook and release/unhook the
filament 12 as necessary to create space in which the
shuttle assembly 20, while carrying filament 12, may pass
to thereby create the desired knot. In addition, the looping
hook assembly 26 may be desired to be tangentially
moveable with respect to the ring assemblies 22 and 24.
For this purpose, the hook 42 may be mounted to a driven
rack and pinion assembly as particularly shown in Figs.
6A and 6B. The hook 42 may also be driven to rotate to
further provide for the hooking of and releasing/unhook-
ing of the filament 12.
[0021] For cutting the filament 12 after a knot has been
tied around the article 14 by the knot tying device 10, a
trimming mechanism 44 is provided. By way of example
only, the trimming mechanism 44 comprises a fixed blade
and a moveable blade between which the filament 12 is
positioned. To thereby cut the filament 12, the moveable
blade is driven to be moved relative to the fixed blade
whereupon the two blades will close upon the filament
12. In the exemplary trimming mechanism illustrated in
Fig. 9, the moveable blade is driven to be moved through
use of a rack and pinion assembly. As will be appreciated,
other assemblies/mechanisms for moving the moveable
blade and/or trimming the filament 12 could be employed
without limitation.
[0022] For feeding the filament 12 to the shuttle as-
sembly 20 whereupon a mechanism associated with the
shuttle assembly will function to grasp the filament 12, a
feed assembly 46 is provided. In an exemplary embodi-
ment, the feed assembly 46 comprises a pair of driven
rollers. It will be appreciated that other mechanisms ca-
pable of performing this function could also be employed.
[0023] As noted above, in a further embodiment of the
knot tying device 10, a cartridge 18, comprising an en-
closed housing and an opening through which filament
is to be drawn, can be used as the supply of tying filament.
In this regard, the cartridge 18 can be removeably insert-
able into the knot tying device 10, for example by being
snap-fit, slid-fit, post-mounted, or the like to the device
housing, and can, as desired, include pre-determined
lengths of filament 12. In one embodiment, the pre-de-
termined lengths of filament can be loosely coupled to-
gether such that, once the first filament length is drawn
into the knot tying device 10 and used to tie a knot, ad-
ditional filament lengths will be continually drawn into the
knot tying device 10, i.e., they will follow a previously
drawn filament length, until the supply of knot tying fila-
ment lengths is exhausted. Such loose coupling of the
ends of filament lengths can be accomplished through
the use of adhesives, scoring of an overall length of fila-
ment, providing a perforated leader between filament
lengths, or the like without limitation. In such an embod-
iment, the filament lengths can be placed within the car-
tridge in a fanned or stacked relation, such as illustrated
in Fig. 11. While not required, a spring mechanism or the
like can be provided to bias the filament lengths towards,
in the illustrated example, the bottom of the cartridge at

which is located the opening from which the filament
lengths are to be drawn. It is desirable that such cartridg-
es 18 be refillable. It will also be appreciated that such
filament lengths could be provided on a spool 16.
[0024] In a further embodiment, the filament lengths
are pre-cut (which may include leaders) and are intended
to be removed from the cartridge 18 one at a time.
[0025] For moving the filament lengths from the car-
tridge 18 to the shuttle assembly 20, e.g., the first filament
length in the case of loosely coupled filament lengths or
each filament length in the case of pre-cut filament
lengths, a feeding assembly 50 is provided. In the illus-
trated example, the feeding assembly 50 comprises a
driven element 52 which is adapted to grasp an end of
an exposed filament length, i.e., accessible through the
opening 54 in the cartridge 18, whereupon the driven
element 52 is driven to carry the grasped filament length
to the shuttle assembly 20 for collection thereby. For this
purpose, the driven element 52 may be carried on a rack
and pinion assembly as illustrated. It will be understood,
however, that other mechanisms can be used to move
the driven element 52 from the cartridge 18 to the shuttle
assembly 20 without limitation.
[0026] It will additionally be appreciated that, should
the filament 12 have pre-cut or loosely coupled lengths,
a trimming mechanism may not be required.
[0027] Turning to Fig. 17, a further exemplary knot ty-
ing device is illustrated. Generally, the device 10’ illus-
trated in Fig. 17 includes a filament carrying shuttle 2600
which is caused to be moved in a circular path around a
wire bundle 2602 and at least one device 2604 (of which
two are illustrated) for releasably pulling the filament
away from the wire bundle 2602 at appropriate times dur-
ing the knot tying process and for rotating the filament to
form loops through which the shuttle 2600 is passed dur-
ing the knot typing process. During the knot tying process,
the shuttle 2600 will move in the circular path in a single
plane that is generally transverse to the wire bundle. Fil-
ament is fed to the shuttle 2600 by a filament supply
device 2606.
[0028] For moving the shuttle 2600 in either direction
along the circular path, the shuttle 2600 is provided with
a toothed outer surface which is adapted to be driven by
correspondingly toothed drive gears 2608 as further il-
lustrated in Figs. 18 and 19. As the shuttle 2600 is caused
to be moved by the drive gears 2608, the shuttle is further
supported by rollers 2610. As will be appreciated, the
number of drive gears 2608 and rollers 2610 can be var-
ied as needed depending upon, for example, the size of
the shuttle 2600.
[0029] To drive the drive gears 2608, and thereby
cause the shuttle 2600 to be moved about the circular
path, the drive gears 2608 may be mounted to a wobble
plate 2612 as illustrated in Fig. 20. The wobble plate 2612
is caused to be wobbled by a driven gear 2616 and, the
wobbling motion of the wobble plate 2612, is transferred
to the drive gears 2608 via an eccentric pin 2614 and an
output shaft 2615. More particularly, as the wobble plate
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2612 wobbles, the eccentric pin 2614 is caused to rotate
and the output shaft 2615, coupled thereto, likewise ro-
tates to drive a drive gear 2608 coupled thereto. The
driven gear 2616 may be driven by a chain, belt, gears,
or the like which would be coupled to a motor. Alterna-
tively, the drive gears 2608 may be caused to rotate by
being coupled directly to a motor without the use of the
described wobble plate mechanism, such as by being
driven by a chain, belt, gears, or the like..
[0030] For tying a knot around the wire bundle 2602,
the shuttle 2600 is caused to be moved over a hook 2618
or hooks of the device 2604 whereupon the device 2604
(and hook 2618) is caused to be retracted, i.e., moved
away from the wire bundle 2602, to thereby form a loop
as illustrated in Fig. 21. To this end, the device 2604 is
mounted to a support 2620 which is adapted to move
laterally with respect to the wire bundle 2602 and to ro-
tate. As further illustrated in Figs. 21A-21D, the support
2620 is particularly rotated to thereby orient the loop at
an angle with respect to the circular path traveled by the
shuttle 2600 to thereby allow the shuttle 2600 to pass
through the loop and, accordingly, under the filament as
held by the hook 2618. The support 2620 can be rotated
both clockwise and counter-clockwise to created loops
through which the shuttle 2600 can pass by being moved
in the clockwise and counter-clockwise direction, respec-
tively. Once the shuttle 2600 has been moved through a
loop, the hook 2618 can be moved to release the filament
whereupon the filament may be tightened against the
wire bundle 2602, for example via further movement of
the shuttle 2600. To provide the hook 2618 with move-
ment, the hook 2618 is pivotally mounted to a housing
2622, which is carried by the support 2620, within which
is a positioned a reciprocating device used to pull or push
the hook 2618 with respect to the housing 2622 to thereby
move the hook 2618 between a filament latching position
and a filament releasing position as shown in Figs. 22A
and 22B, respectively.
[0031] For further controlling the position of the fila-
ment during the knot tying process, the system 2606
which is used to feed the filament to the shuttle 2600 is
also rotatable in a plane that is generally transverse to
the circular path of travel of the shuttle 2600. More par-
ticularly, as illustrated in Figs. 23A and 23B, the system
2606 can be rotated in a first direction, e.g., towards the
right as shown in Fig. 23A, to thereby cause the filament
to be applied to a right side of the area in which the knot
is being formed and the system 2606 can be rotated in
a second direction, e.g., towards the left as shown in Fig.
23B, to thereby cause the filament to be applied to the
left side of the area in which the knot is being formed. In
addition, as illustrated in Fig. 24, a positioning pin 2626
may be provided for engaging with a knot being formed
when the filament is being tightened to thereby prevent
the knot from being moved from the knot tying location
as, for example, the shuttle 2600 is being moved to tight-
en the filament about the wire bundle 2602. Preferably,
the positioning pin 2626 is arranged on a moveable de-

vice such that the pin 2626 can be retracted or otherwise
moved out of engagement with the filament during such
times as the device is being used to form the knot or
otherwise wrap the wire bundle 2602. The positioning pin
2626 is additionally preferably arranged to provide a force
upon the knot in a direction that is generally tangential
to the wire bundle 2602 at the point of the knot.
[0032] To insert and remove the wire bundle 2602 from
the device 10’, the device 10’ is provided with an opening.
To facilitate the movement of the shuttle 2600 in the cir-
cular path during the knot tying process, the opening is
preferably closed (wholly or partially) by a moveable gate
2628 as illustrated in Figs. 25A and 25B. The moveable
gate 2628 may therefore include further drive gears 2630
and a support structure 2632 (which may be rollers, a
surface, or the like) for moving and supporting the shuttle
2600 through the moveable gate 2628. In a preferred
embodiment, the moveable gate 2628 has an integrated
drive train to drive the drive gears 2630 which drive train
may be coupled to the same devices that function to drive
the driven gears 2616. As will be appreciated, a further
drive mechanism would be provided to move the move-
able gate 2628 into and out of position relative to the
opening of the device 10’. In a further embodiment, illus-
trated in Fig. 26, the moveable gate 2628 need not be
provided as the shuttle 2600 is sized to span the gap
created by the opening of the device 10’. Specifically, in
such an embodiment the shuttle 2600 would have a
length that ensures that, when the shuttle 2600 spans
the gap created by the opening of the device 10’, the
shuttle 2600 will be engaged with at least one of the drive
gears 2608.
[0033] To maintain a wire bundle 2602 in proper posi-
tion when inserted into the device 10’, the device 10’ may
additionally include a bundle securing device 2630. The
bundle securing device 2630 includes a retractable arm
2632 having disposed on one end thereof a bundle en-
gaging portion 2634. The retractable arm 2632 may be
driven, for example via use of a motor 2636 having an
output shaft which carries a worm gear 2638 which, in
turn, drives a toothed gear 2640 which engages with cor-
responding teeth formed on the retractable arm 2632.
The retractable arm 2632, and accordingly the bundle
engaging portion 2634, may thus be driven into, or re-
tracted from, a wire bundle 2620 via appropriate clock-
wise and counter-clockwise rotation of the worm gear
2638 coupled to the output shaft of the motor 2636. For
retractable arm 2632 is preferably arcuately shaped, and
thereby driven in an arc as shown in Figs. 27A and 27B,
to thereby allow the arcuately shaped, bundle engaging
portion 2634 to secure and properly orient wire bundles
2620 of various sizes against a back wall 2642 of the
housing, which is also arcuately shaped, in the vicinity
of the device 2604, i.e., a location in the vicinity of where
the knot is to be formed. Because the device 10’ may
accept wire bundles 2602 of various sizes, the device 10’
may be equipped with a further device that functions to
stop rotation of the 2636 (or to allow slippage of the arm
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2632 against the driving force of the motor 2636) when
the retractable arm 2632 securely presses a wire bundle
2602 against the back wall 2642.
[0034] For more accurately feeding the filament to the
shuttle 2600, the feeding device 2606 is arranged to be
retractable into and away from the shuttle 2600. To this
end, as illustrated in Fig. 28, the feeding device 2606
may be provided with a motor 2644 and associated drive
mechanism 2646 for drive the feeding device 2606 to-
wards and away from the shuttle 2600. In addition, to
more accurately feed the filament to the shuttle 2600,
upon arriving at the shuttle 2600 the forward end of the
feeding device 2606 will function to separate biased grip-
ping elements 2648 of the shuttle device 2600 to position
the filament between the gripping elements 2648 where-
by, upon the feeding device 2606 being retracted, the
gripping elements 2648 will close upon the fed filament
and grasp the filament for movement via movement of
the shuttle 2600. The gripping elements 2648 may be
pivotally mounted to the shuttle 2600 and may be biased
to close upon each other via use of spring or the like.
[0035] As will be appreciated, movement of the various
moveable elements of the device 10’ may be controlled
via a controller having associated instructions and, by
the controller, the elements of the device 10’ may be
moved in various different manners to cause the device
10’ to tie various different types of knots around wire bun-
dles 2602.
[0036] As described previously, the device 10’ may al-
so carrying a disposable spool or cartridge 2650 which
carries a length of filament for tying knots around one or
more wire bundles 2602 as shown in Fig. 29. In addition,
the device 10’, which may be handheld, may include a
shoe horn type arm 2652 for use in guiding a wire bundle
2602 into the opening of the device 10’ as illustrated in
Fig. 30.
[0037] While specific embodiments of the subject in-
vention have been described in detail, it will be appreci-
ated by those skilled in the art that various modifications
and alternatives to those details could be developed in
light of the overall teachings of this disclosure. For ex-
ample, it is to be appreciated that the programming can
allow for the control of the elements to thereby tie one of
multiple different types of knots, which type of knot to be
tied may be user selectable. Accordingly, the particular
arrangements disclosed are meant to be illustrative only
and not limiting as to the scope of the invention which is
to be given the full breadth of the appended claims.

Claims

1. A device for tying a filament in a knot around an ar-
ticle, comprising:

a housing; and
a knot-tying mechanism (10) disposed within the
housing, the knot-tying mechanism being com-

prised of:

a pair of rings (22, 24) surrounding the arti-
cle (14) each having a continuous channel
(28) formed therein wherein the channels
of each of the pair of rings oppose one an-
other;
a shuttle (20) adapted to releasably grasp
the filament (12), wherein the shuttle is
caused to be moved during a knot tying
process between and within the channels
of each of the pair of rings and thereby
around and along a length of the article; and
at least one device (26) for pulling the fila-
ment away from the article at appropriate
times during the knot tying process.

2. The device as recited in claim 1, comprising a plu-
rality of electromagnets (60) associated with each of
the pair of rings (22, 24) wherein the plurality of elec-
tromagnets are selectively activated to cause the
shuttle (20) to be moved between and with the chan-
nels (28) of each of the pair of rings.

3. The device as recited in claim 2, wherein the plurality
of electromagnets (60) are integrated into respective
channels (28) within each of the pair of rings (22, 24).

4. The device as recited in claim 2, wherein the plurality
of electromagnets (60) are positioned adjacent to
respective channels (28) at an exterior, backside sur-
face of each of the pair of rings (22, 24).

5. The device as recited in claim 2, comprising a proc-
essor and associated programming for selectively
activating the electromagnets (60) and the device
(26) for pulling the filament away from the article (14)
to thereby cause a desired knot to be tied about the
article.

6. The device as recited in claim 1, wherein a first half
and a second half of the pair of rings (22, 24) are
separable to provide for the article (14) to be posi-
tioned with the pair of rings.

7. The device as recited in claim 6, wherein the first
half of the pair of rings (22, 24) is pivotally attached
to the housing and a driving mechanism (32) is pro-
vided to move the first half of the pair of rings relative
to the second half of the pair of rings.

8. The device as recited in claim 1, comprising a ten-
sioning mechanism (36) for providing tension to the
filament (12) during the knot tying process.

9. The device as recited in claim 8, wherein the ten-
sioning mechanism (36) comprises a moveable arm
(38) and a hook (40) used to hook and thereafter
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release the filament (12) during the knot tying proc-
ess.

10. The device as recited in claim 1, comprising a mech-
anism (46) for feeding filament (12) from a filament
delivery device (16; 18) to the shuttle assembly (20).

11. The device as recited in claim 10, wherein the fila-
ment delivery device (46) comprises a cartridge (18)
that is removeably mountable to the housing.

12. The device as recited in claim 11, wherein the car-
tridge (18) comprises a plurality of loosely coupled,
predetermined lengths of filament (12).

13. The device as recited in claim 11, wherein the car-
tridge (18) comprises a plurality of pre-cut, predeter-
mined lengths of filament (12).

14. The device as recited in claim 1, comprising at least
one electromagnet (60) carried on a device (62)
which is rotatably driven behind each of the pair of
rings (22, 24) wherein the at least one electromagnet
is selectively activated to cause the shuttle (20) to
be moved between and with the channels (28) of
each of the pair of rings.

15. The device as recited in claim 14, wherein the at
least one electromagnet (60) is carried on a rotatably
driven gear (62).

Patentansprüche

1. Vorrichtung zum Binden eines Fadens zu einem
Knoten um einen Gegenstand, umfassend:

ein Gehäuse; und
einen Knotenbindemechanismus (10), der in-
nerhalb des Gehäuses angeordnet ist, wobei
der Knotenbindemechanismus umfasst:

ein Paar von Ringen (22, 24), das den Ge-
genstand (14) umgibt, von denen jeder ei-
nen kontinuierlichen Kanal (28) aufweist,
der darin gebildet ist, wobei die Kanäle von
jedem aus dem Paar von Ringen einander
gegenüberliegen;
ein Schiffchen (20), das dafür angepasst ist,
den Faden (12) lösbar zu ergreifen, wobei
bewirkt wird, dass sich das Schiffchen wäh-
rend eines Knotenbindeverfahrens zwi-
schen und innerhalb der Kanäle von jedem
aus dem Paar von Ringen und somit um
und entlang einer Länge des Gegenstands
bewegt, und
mindestens eine Einrichtung (26) zum Weg-
ziehen des Fadens von dem Gegenstand

zu angemessenen Zeiten während des
Knotenbindeverfahrens.

2. Vorrichtung gemäß Anspruch 1, umfassend eine
Vielzahl von Elektromagneten (60), die mit jedem
aus dem Paar von Ringen (22, 24) assoziiert sind,
wobei die Vielzahl von Elektromagneten selektiv ak-
tiviert werden, um zu bewirken, dass sich das Schiff-
chen (20) zwischen und mit den Kanälen (28) von
jedem aus dem Paar von Ringen bewegt.

3. Vorrichtung gemäß Anspruch 2, bei der die Vielzahl
von Elektromagneten (60) in entsprechende Kanäle
(28) innerhalb von jedem aus dem Paar von Ringen
(22, 24) integriert ist.

4. Vorrichtung gemäß Anspruch 2, bei der die Vielzahl
von Elektromagneten (60) angrenzend an entspre-
chende Kanäle (28) an einer äußeren, rückseitigen
Oberfläche von jedem aus dem Paar von Ringen
(22, 24) positioniert ist.

5. Vorrichtung gemäß Anspruch 2, umfassend einen
Prozessor und assoziierte Programmierung zum se-
lektiven Aktivieren der Elektromagneten (60) und der
Einrichtung (26) zum Wegziehen des Fadens von
dem Gegenstand (14), um somit zu bewirken, dass
ein gewünschter Knoten um den Gegenstand ge-
bunden wird.

6. Vorrichtung gemäß Anspruch 1, bei der eine erste
Hälfte und eine zweite Hälfte des Paars von Ringen
(22, 24) trennbar sind, um zu ermöglichen, dass der
Gegenstand (14) zu dem Paar von Ringen positio-
niert wird.

7. Vorrichtung gemäß Anspruch 6, bei der die erste
Hälfte von dem Paar von Ringen (22, 24) schwenk-
bar an dem Gehäuse angebracht ist und ein An-
triebsmechanismus (32) bereitgestellt ist, um die
erste Hälfte des Paars von Ringen relativ zur zweiten
Hälfte des Paars von Ringen zu bewegen.

8. Vorrichtung gemäß Anspruch 1, umfassend einen
Spannmechanismus (36) zum Bereitstellen von
Spannung an den Faden (12) während des Knoten-
bindeverfahrens.

9. Vorrichtung gemäß Anspruch 8, bei dem der Spann-
mechanismus (36) einen beweglichen Arm (38) und
einen Haken (40), der verwendet wird, um während
des Knotenbindeverfahrens den Faden (12) einzu-
haken und ihn danach freizugeben, umfasst.

10. Vorrichtung gemäß Anspruch 1, umfassend einen
Mechanismus (46) zum Zuführen von Faden (12)
von einer Fadenzuliefereinrichtung (16; 18) zu der
Schiffchenanordnung (20).
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11. Vorrichtung gemäß Anspruch 10, bei der die Faden-
zuliefereinrichtung (46) eine Kartusche (18) umfasst,
die entfernbar an dem Gehäuse montiert ist.

12. Vorrichtung gemäß Anspruch 11, bei der die Kartu-
sche (18) eine Vielzahl von lose gekoppelten, vor-
bestimmten Längen von Faden (12) umfasst.

13. Vorrichtung gemäß Anspruch 11, bei der die Kartu-
sche (18) eine Vielzahl von vorgeschnittenen, vor-
bestimmten Längen von Faden (12) umfasst.

14. Vorrichtung gemäß Anspruch 1, umfassend mindes-
tens einen Elektromagneten (60), der auf einer Ein-
richtung (62) getragen ist, die drehbar angetrieben
ist, hinter jedem aus dem Paar von Ringen (22, 24),
wobei der mindestens eine Elektromagnet selektiv
aktiviert wird, um zu bewirken, dass sich das Schiff-
chen (20) zwischen und mit den Kanälen (28) von
jedem aus dem Paar von Ringen bewegt.

15. Vorrichtung gemäß Anspruch 14, bei dem der min-
destens eine Elektromagnet (60) auf einem drehbar
angetriebenen Zahnrad (62) getragen ist.

Revendications

1. Dispositif pour nouer un filament par un noeud autour
d’un article, comprenant :

un logement ; et
un mécanisme de nouage de noeud (10) dispo-
sé dans le logement, le mécanisme de nouage
de noeud étant constitué des éléments
suivants :
deux anneaux (22, 24) entourant l’article (14),
chacun ayant un canal continu (28) qui y est
formé, les canaux de chacun des deux anneaux
étant en regard l’un de l’autre ;
une navette (20) qui est à même de saisir de
manière libérable le filament (12), dans lequel
la navette est amenée à se déplacer au cours
d’une opération de nouage de noeud entre et
dans les canaux de chacune des deux anneaux
et, par suite, autour et le long d’une longueur de
l’article ; et
au moins un dispositif (26) pour écarter le fila-
ment de l’article à des instants appropriés au
cours de l’opération de nouage de noeud.

2. Dispositif selon la revendication 1, comprenant une
pluralité d’électroaimants (60) associés à chacun
des deux anneaux (22, 24), dans lequel la pluralité
d’électroaimants sont sélectivement activés pour
amener la navette (20) à se déplacer entre et avec
les canaux (28) de chacun des deux anneaux.

3. Dispositif selon la revendication 2, dans lequel la plu-
ralité d’électroaimants (60) sont intégrés à des ca-
naux respectifs (28) dans chacun des deux anneaux
(22, 24).

4. Dispositif selon la revendication 2, dans lequel la plu-
ralité d’électroaimants (60) sont positionnés adja-
cents à des canaux respectifs (28) sur une surface
arrière externe de chacun de la paire d’ anneaux (22,
24).

5. Dispositif selon la revendication 2, comprenant un
processeur et une programmation associée pour ac-
tiver sélectivement les électroaimants (60) et le dis-
positif (26) afin d’écarter le filament de l’article (14)
pour amener de la sorte le nouage d’un noeud sou-
haité autour de l’article.

6. Dispositif selon la revendication 1, dans lequel une
première moitié et une seconde moitié des deux an-
neaux (22, 24) sont séparables pour faire en sorte
que l’article (14) soit positionné vis-à-vis des deux
anneaux.

7. Dispositif selon la revendication 6, dans lequel la pre-
mière moitié des deux anneaux (22, 24) est fixée à
pivotement au logement et un mécanisme d’entraî-
nement (32) est mis en oeuvre pour déplacer la pre-
mière moitié des deux anneaux par rapport à la se-
conde moitié des deux anneaux.

8. Dispositif selon la revendication 1, comprenant un
mécanisme de tension (36) pour fournir une tension
au filament (12) au cours de l’opération de nouage
de noeud.

9. Dispositif selon la revendication 8, dans lequel le mé-
canisme de tension (36) comprend un bras mobile
(38) et un crochet (40) utilisé pour accrocher et en-
suite libérer le filament (12) au cours de l’opération
de nouage de noeud.

10. Dispositif selon la revendication 1, comprenant un
mécanisme (46) pour acheminer le filament (12) d’un
dispositif de distribution de filament (16 ; 18) à l’en-
semble de navette (20).

11. Dispositif selon la revendication 10, dans lequel le
dispositif de distribution de filament (46) comprend
une cartouche (18) qui peut être montée sur le loge-
ment de manière amovible.

12. Dispositif selon la revendication 11, dans lequel la
cartouche (18) comprend une pluralité de tronçons
de filament (12) prédéterminés couplés de manière
lâche.

13. Dispositif selon la revendication 11, dans lequel la
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cartouche (18) comprend une pluralité de tronçons
de filament (12) prédéterminés pré-coupés.

14. Dispositif selon la revendication 1, comprenant au
moins un électroaimant (60) porté sur un dispositif
(62) qui est entraîné en rotation derrière chacun de
deux anneaux (22, 24), dans lequel le au moins un
électroaimant est sélectivement activé pour amener
la navette (20) à se déplacer entre et avec les canaux
(28) de chacun des deux anneaux.

15. Dispositif selon la revendication 14, dans lequel le
au moins un électroaimant (60) est porté sur une
roue dentée (62) entraînée en rotation.
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