
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

82
1 

00
4

B
1

TEPZZ 8 _ZZ4B_T
(11) EP 2 821 004 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
05.08.2015 Bulletin 2015/32

(21) Application number: 14180292.6

(22) Date of filing: 27.03.2012

(51) Int Cl.:
A61B 1/06 (2006.01) A61B 1/00 (2006.01)

A61B 19/00 (2006.01)

(54) Exoscope

Exoskop

Exoscope

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 18.04.2011 US 201161476660 P

(43) Date of publication of application: 
07.01.2015 Bulletin 2015/02

(62) Document number(s) of the earlier application(s) in 
accordance with Art. 76 EPC: 
12161540.5 / 2 514 357

(73) Proprietor: Karl Storz GmbH & Co. KG
78532 Tuttlingen (DE)

(72) Inventors:  
• Berci, George

Los Angeles, CA 90035 (US)
• Köhler, Benedikt

78573 Wurmlingen (DE)

• Leidolt, Christoph
78224 Singen (DE)

• Lederer, Frank
78532 Tuttlingen (DE)

• Weiger, Ulrich
72414 Rangendingen (DE)

• Dahmen, Jan
78606 Seitingen-Oberflacht (DE)

• Lei, Fang
78591 Durchhausen (DE)

(74) Representative: Witte, Weller & Partner 
Patentanwälte mbB
Postfach 10 54 62
70047 Stuttgart (DE)

(56) References cited:  
WO-A1-02/074339 WO-A1-2008/153969
US-A- 4 727 416 US-A- 5 662 586
US-A- 5 908 294 US-A1- 2004 077 930
US-A1- 2006 198 001 US-A1- 2006 281 972
US-A1- 2009 318 758  



EP 2 821 004 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

[0001] The invention relates to an exoscope for ob-
serving and illuminating an object field on a patient from
a site outside the patient’s body, with a lens system for
observing the object field and with an illumination to illu-
minate the object field, a distance between lens system
and object field can be modified by a bracket.
[0002] Apparatuses for illuminating an object field in
an operating room (OR) and also apparatuses for ob-
serving the object field are known in a variety of config-
urations.
[0003] From WO 2004/100815 A2, a surgical field illu-
mination apparatus is known that comprises a large-sur-
face illuminating unit and an integrated optic observation
device. Here the observation device in particular can be
a surgical microscope. This makes it possible to work
with an optical observation device without requiring the
presence of a tripod and a bracket for the optical obser-
vation device in addition to the tripod and bracket for the
surgical field illumination. The apparatus is very unwieldy
in structure and occupies a relatively large amount of
space in the area above the object field.
[0004] Surgical microscopes for microsurgical disci-
plines are known under the designation M651 from the
company Leica Microsystems AG, in Heerbrugg, Swit-
zerland. These surgical microscopes are equipped with
a built-in illumination by which the surgical site can be
illuminated. This surgical microscope is also very un-
wieldy in structure, in particular because it comprises a
very wide bracket in order to be able to bring the surgical
microscope into numerous different positions relative to
the object field. Surgical microscopes have a low depth
of field, and thus in modifying the working distance it is
often necessary to refocus.
[0005] Solutions have therefore been sought to pro-
vide apparatuses for observing and illuminating an object
field that are less unwieldy and that in particular disturb
the surgeon or possibly several persons participating in
such an operation.
[0006] From WO 2008/153969 A1, an apparatus is
known that is oriented to a configuration of an endoscope
as is frequently used in minimally invasive surgery.
[0007] Endoscopes are thin elongated apparatuses
with a relatively long, thin shaft. Integrated in the shaft is
a lens system, in most cases a lens system made up of
several long, thin rod lenses, a so-called HOPKINS rod
lens system. Illumination consists in most cases of light-
ing lines fed in the shaft, said lines conducting light from
a light conductor connection on the proximal side through
the shaft as far as its proximal end.
[0008] The inner hollow spaces that are to be illumi-
nated during minimally invasive surgery are relatively
small, so that light of relatively low strengths is sufficient
to illuminate such a surgical field, whether in laparoscopy
inside an abdominal space or in arthroscopy in relatively
small areas between joints.
[0009] The surgical site can be observed by the lens

system. In visual observation, an eyepiece is provided
on the proximal end of the shaft. The applicant itself in
the past forty years has made a considerable contribution
to further developing the technology of rigid endoscopes,
with the result that the lens system makes possible a
markedly sharp observation through such a shaft with
the lens system mounted inside it.
[0010] In a refinement of this technology, a video cam-
era was connected at the proximal end of the endoscope,
said video camera recording the image and displaying it
on a monitor. This led to a transformation of minimally
invasive surgical technology in that surgeons are no long-
er required to keep their eye on the eyepiece during a
procedure and thereby to observe the processes carried
out inside the body but instead observe this on a monitor.
In difficult operations and especially those that last for
some time, it becomes less tiring for the surgeon to ob-
serve an image on a monitor rather than constantly gaz-
ing through an endoscope with one eye.
[0011] This technology requires intensive training on
the part of the surgeon, because he is observing in fact
the processes he himself performs inside a body, not
through an endoscope positioned directly in front of him
but rather via a monitor positioned outside and laterally
removed from the surgical site. This requires a relatively
lengthy practice phase, but then leads to the surgeon
being able to perform minimally invasive procedures in
a relatively relaxed position, whether standing or seated.
This applies likewise to supporting staff or assistants who
are now not required to observe the surgical site through
additional trocars placed in the body with lens systems
inserted through them, but who instead can now observe
this on one and the same monitor.
[0012] This technology now makes it possible to visu-
ally record and store the entire operation procedure. The
digitally stored image, at the same time, can also be ex-
changed with other hospitals, and in fact this is also pos-
sible live during a procedure. Consequently, specialists
can be actively involved in an operation, directly viewing
the image captured by the video camera so that they then
can lend support to the surgeon.
[0013] In the aforementioned WO 2008/153969 A1, an
attempt was made to create apparatuses for extracor-
poreal visualization in medicine on the basis of this type
of endoscope.
[0014] This apparatus is mounted by means of a brack-
et in such a way that, through the lens system, an object
field can be observed at a distance of a few centimeters,
such as in the range of 20 cm, from the distal light outlet
or image entry end. The optical properties were adjusted
accordingly for this working distance. The term "exo-
scope" is derived from this fact; that is, meaning an ob-
servation instrument based closely on successful inva-
sive endoscope technology but serving for extracorpor-
eal illumination and observation of an object field.
[0015] It was observed in practical use that endo-
scopes of this type, for reasons inherent to the system,
were subject to certain restrictions. If the distances be-
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tween the lens and the object field are relatively large,
such as more than the previously mentioned 20 cm, the
object field can no longer be sufficiently observed and
the lens no longer conveys an optimal image.
[0016] If one assumes, for example, an open heart op-
eration in the chest area, then the sternum must first be
sawed along its entire length and spread wide apart by
means of so-called rib retractors. Only then is there any
access at all to the inner sternum area and/or the still
beating heart. These rib retractors are mechanically very
stable tools, which are relatively unwieldy and accord-
ingly demand a sufficiently large space for manipulation
over the object field. This requires a certain minimum
distance from the observation lens.
[0017] In an actual open-heart surgery intervention, af-
ter the preparation, that is, once the sternum has been
sawed open, the sternum spread apart, and the heart
exposed, relatively large areas are observed and illumi-
nated. At the end of such an operation, for example after
replacement of coronary vessels, very minute manipula-
tions must be performed and relatively small areas must
be observed and illuminated, for example if vessel im-
plants must be sewed and affixed to the heart wall on
existing vessels. The observation lens is required to pro-
vide an optimal image in each case in all surgical steps.
[0018] US 5 908 294 A discloses an observation in-
strument based on endoscope technology having a lens
system to observe an object field, a shaft on whose distal
end there is positioned a head member that is widened
in comparison to the diameter of the shaft whereby the
illumination reaches into the distal-side head member,
and whereby in the head member two radiating illuminat-
ing units are positioned, and whereby power lines are
positioned in the shaft for the illuminating units.
[0019] It is therefore the object of the present invention
to further develop an exoscope for the purpose of pro-
viding a stable, robust structure and ensuring that an ob-
ject field can be sufficiently illuminated and observed at
distances that extend to the meter range.
[0020] This object is achieved according to the inven-
tion as claimed in claim 1 by means of an exoscope that
comprises a shaft on whose distal end a head member
is positioned that is wider than the diameter of the shaft,
the illumination reaches into the distal side of the head
member and it is possible to position in the head member
at least one radiating illuminating unit whose radiant char-
acteristic can be selected in that the object field can be
homogeneously illuminated at all possible distances from
the lens and power lines are positioned in the shaft for
the at least one illuminating unit.
[0021] These measures have numerous advantages
for the use of an exoscope. Providing a head part that is
wider than a shaft makes it possible to configure the shaft
in all cases as a relatively thin structure and thus not
cumbersome or of wide configuration. By providing a
head member that is wider than the shaft, it becomes
possible to integrate a sufficiently powerful illumination
therein, which can also homogeneously illuminate surgi-

cal sites in great distances up to a meter. The head mem-
ber is markedly larger and in particular wider than the
shaft, in particular by a multiple.
[0022] A radiation direction occurring under an angle
from the longitudinal axis of the shaft opens to mount the
exoscope in an inclined or horizontal extension to an ob-
ject filed. This advantageously provides more space at
the object field for the surgeon to operate and use instru-
ments without impacting a vertically positioned exo-
scope. Preferred embodiments are disclosed in the de-
pendent claims.
[0023] In one embodiment, the depth of the head mem-
ber is about the same as the diameter of the shaft. This
provides more space around the head area of the exo-
scope for the surgeons to operate.
[0024] Additionally, guiding the light conductors within
the shaft avoids unnecessary junctions for connecting
with light connectors of other parts. This results in a
marked reduction in light loss in the areas of such junc-
tions. This allows for most of the light to effectively be
used to illuminate the operation site.
[0025] Because the power lines for illumination are in-
tegrated in the shaft, there are no exposed power lines
running from the distal to the proximal end that would not
only require additional structural space but also would
include the risk that staff might become entangled there-
in. Because the head member is enlarged in comparison
with the shaft, it is possible to integrate or position therein
one or more radiating illuminating units, so that a radiant
characteristic can be selected that allows homogeneous
illumination over the entire range of variable distances.
[0026] This has the advantageous consequence that
the head member can be positioned at a relatively small
distance of just a few centimeters from the object field
and in addition that the object field can thereby be opti-
mally illuminated, in particular homogeneously, and this
is also possible even when the head member is at a con-
siderable distance, such as a meter, away, requiring
working distances preferably of 20 to 60 cm. Accordingly
powerful illuminating units must be provided that also
generate the corresponding heat, and thus the head
member must make it possible to integrate such compo-
nents, to convey them and to incorporate them in good
working order.
[0027] The head member also allows other compo-
nents to be integrated such as filters, diaphragms or the
like, to make it possible to conduct medical procedures
such as photodynamic therapy, photodynamic diagnosis,
autofluorescent methods or ICG (indocyanine green) ex-
amination. The optical system itself is designed to pro-
vide an optimal image at all times over the entire variable
working distance, whereby the working distance can vary
from about 20 cm to about 1 m, preferably up to 60 cm.
The lens system, depending on its design, can be inte-
grated into the shaft, but in such case the distal end of
the lens system likewise is positioned in the head. This
makes possible varying positions of the radiating illumi-
nation units relative to the distal end of the lens system.
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[0028] When there is only one illuminating unit, the dis-
tal end of the lens system can be positioned in the axial
direction of the shaft upstream or downstream from the
illuminating unit, or these components can also be posi-
tioned beside one another.
[0029] Assuming a configuration with two illuminating
units, they can be positioned on both sides of the distal
end of the lens system; with more than two radiating il-
luminating units, they can be positioned around the distal
end of the lens system. This depends on the purpose for
which the exoscope is being used, that is, whether it is
intended to illuminate relatively small or large object
fields. Depending on the configuration of the illuminating
units, necessary power lines can be fed through the shaft
to the head member. If illuminating light is generated di-
rectly in the head member, for example by light diodes,
the electric lines can be fed through the shaft. If the light
is fed through light conductors, they can be placed in the
shaft.
[0030] In another configuration of the invention, the ra-
diating illuminating units are equipped with focusing that
comprises condenser lenses.
[0031] This feature has the advantage that the head
member also integrates a focusing device whereby op-
timal focusing of the illuminating light can be achieved
for the particular object field. In this case each illuminating
unit can comprise its own focusing device, and with sev-
eral illuminating units, all of them or groups of them can
be equipped with a common focusing device. The radiant
characteristic or homogeneous illuminating depth can be
pre-selected as a default setting by the manufacturer.
[0032] In another configuration of the invention the light
beams, which can be emitted by the several radiating
illuminating units, can be adjusted in such a way that the
light beams overlap so that the surgical site can be illu-
minated homogeneously by the overlap area.
[0033] Not only does this contribute to an optimal illu-
mination of the surgical site or object field, but also the
control and operation are relatively simple. Correspond-
ing adjustment devices, for example focusing devices or
the like, can be mounted in or on the head member be-
cause a sufficiently stable base is present in the exo-
scope to incorporate such additional components and
also to operate them. Consequently, optimal illumination
is achieved at varying working distances, in particular in
the preferred range of 20 to 60 cm.
[0034] In another configuration of the invention the il-
luminating units comprise distal ends of light conductors,
which are fed from a proximal light conductor connection
via the shaft into the head member.
[0035] This feature has the advantage that the actual
light source can be positioned off to the side of the exo-
scope, and thus the surgical area is not encumbered and
the light can be directed by the light conductors to the
particular illuminating unit.
[0036] In another configuration of the invention the light
conductors are fed in the shaft as a skein and include
strands in the head member that lead to the particular

radiating illuminating unit.
[0037] This feature has the advantage that the shaft
makes possible a relatively slender structure, and sepa-
ration or fanning into various strands is possible in the
enlarged head member.
[0038] In an additional configuration of the invention a
viewing angle of the lens system and a radiating direction
of the illuminating unit occur in the direction of a longitu-
dinal axis of the shaft.
[0039] This feature has the advantage that the exo-
scope can be set up to stand above a surgical site, and
when the OR is suitably configured the bracket can be
configured so that the exoscope can be positioned sus-
pended from a ceiling. This arrangement is especially
favorable during an actual intervention when it is not ab-
solutely necessary to work intensively in this direction,
that is a direction standing perpendicular above the sur-
gical site. If a video camera is connected on the proximal
end of the lens system, it makes sense to select the work-
ing distance in such a way that a person standing at the
operating table can operate the camera.
[0040] In another configuration of the invention, the
viewing angle of the lens system and a radiating direction
of the illuminating units are at an angle to the longitudinal
axis of the shaft.
[0041] The advantage of this feature is that with an
exoscope in a stationary position for example, lateral ar-
eas of a body can be illuminated, for example during hip
surgery with a patient lying on the back. Another advan-
tage of this configuration consists in now positioning the
shaft itself at an incline and to leave both the viewing
direction of the lens system and the radiating direction
of the illuminating device u unchanged in vertical direc-
tion. This configuration is used when wide-ranging ma-
nipulations are required across the surgical area. With a
viewing angle of the lens system that is not equal to zero
degrees, the shaft, video camera, light conductors, ca-
bles, and so on are no longer directed toward the surgeon
but instead can run laterally. As a result, the surgeon is
less restricted in his freedom of movement and has a
freer view.
[0042] In an especially advantageous configuration of
the invention, the angle is approximately 90 degrees.
[0043] In the 90 degree configuration the exoscope or
the shaft can be directed to point approximately horizon-
tally away from the object field and nevertheless the ob-
ject field can be illuminated and observed from above,
that is in vertical direction. If a video camera is connected
to the lens system, its operating elements are positioned
at a height that is favorable for operating staff, so that it
can be controlled in ergonomic manner.
[0044] In another configuration of the invention the ra-
diating direction is diverted through at last one prism or
mirror inserted in the head member.
[0045] This feature has the advantage that the prism
or mirror provided for the diversion can be positioned
directly in the head member. As a result, the illuminating
light can be directed for example through the straight
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shaft into the head member and then diverted there
through correspondingly configured prisms.
[0046] In another configuration of the invention the ra-
diating direction is diverted through corresponding cur-
vature of the distal end areas of flexible light conductors.
[0047] The advantage of this feature is that the flexi-
bility of light conductors, for example those made of glass
fibers, can be exploited to achieve the corresponding di-
version of the illuminating light away from the longitudinal
axis of the shaft in simple manner. Here again, the con-
figuration of the head member as wider than the shaft is
favorable, because in this wider head member these
curved segments can be incorporated so as to be pro-
tected from outside.
[0048] In another configuration of the invention the lens
system is configured as a separate component that can
be inserted into the head member.
[0049] This feature has the notable advantage that the
illuminating part of the exoscope and the lens system are
configured as two different components that can be com-
bined to form the complete exoscope. It is known in the
endoscope art how to configure such lenses as autocl-
avable, and therefore one can have direct access here
to a wealth of experience with this technology. Not only
does this configuration simplify the installation, disas-
sembly, and cleaning of the exoscope, but it also opens
up numerous possible variations. Thus, the illuminating
part of the exoscope can be configured as a kind of base
member into which various lenses with different optical
properties can be inserted. Examples of these optically
diverse properties can be different depths of field or dif-
ferent enlargements of the lens systems. It is also pos-
sible of course to configure the illuminating part with cor-
responding variety and to connect it with standard lens
systems. Such a configuration will be useful when illumi-
nating systems of varying power are desired but when
basically unchanged optical properties are desired or suf-
ficient for the lens system.
[0050] This markedly increases the range of applica-
tion of such an exoscope.
[0051] This modular construction makes it possible to
provide correspondingly suitable combinations of illumi-
nating parts and lens parts for a particular operation, even
in the preparatory stage in assembling the surgical in-
struments.
[0052] In another configuration of the invention a guide
device is present on the shaft through which the lens
system can be connected to the head member.
[0053] This feature has the advantage that in modular
construction the lens system can be directed to the head
member through the guide device with accuracy and
seated precisely.
[0054] In another configuration of the invention a base
member is present that can be coupled with the lens sys-
tem.
[0055] The advantage of this feature is that the base
member can be called on during use independently of
the lens system.

[0056] The lens system can thus be mounted in a po-
sition that is most favorable for observation.
[0057] Then the base member with the illuminating
units can be installed off to the side, that is, apart from
the lens system in a position that is especially favorable
for the illumination. These parts can of course be com-
bined and also used together. Flexibility is increased pre-
cisely by the fact that these module parts can be sepa-
rated from one another and can be positioned in the sur-
gical field correspondingly separate from one another.
[0058] In another configuration of the invention the
base member is composed of modules that already com-
prise at least an illuminating unit and its power lines.
[0059] The advantage of this feature is that here the
flexibility is increased still further. Each module part com-
prises a shaft and at least one illuminating unit. Thus it
is possible to position several such module parts with
one or more illuminating units at various points in the
surgical field, depending on the which of these arrange-
ments is most favorable for an optimal illumination.
[0060] These parts too can of course be combined and,
as mentioned before, can be used in combination. They
can also be stored and kept ready in this condition, and
only when the particular application requires it can the
module parts be used singly or combined in groups, de-
pending on what is best suited to the field of application.
If one location in the surgical area must receive especially
intensive illumination during a procedure, then one mod-
ule part with one or more illuminating units can be re-
moved from the exoscope assembly and be specifically
conveyed either by hand or by a bracket to this site that
is to be illuminated. When no longer needed, it can be
combined again with the other components.
[0061] In another configuration of the invention, every
module comprises a shaft and a head member, which
can be affixed to one another by a separable fastening.
[0062] Advantageous in this feature is the fact that eve-
ry module part has the characteristic of the exoscope,
that is, the slender shaft and widened head member, and
that, by means of a fastening, all modules as well as the
lens system can be used either together or partly joined
together.
[0063] This increases the flexible uses of such an ex-
oscope.
[0064] In another configuration of the invention the
head member is configured as a closed housing, which
is connected with the shaft on the proximal side.
[0065] This feature has the advantage that this sealing
prevents penetration of contaminants into the interior of
the head member. Thanks to a corresponding hermetic
sealing, the head member can likewise be autoclavable,
whether as a modular individual part or in assembled
state or firmly positioned with a lens system.
[0066] In another configuration of the invention the lens
system comprises a video camera that is coupled to it
and that is connected with a monitor to display the images
from the video camera.
[0067] The advantage of these features is that the ob-
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servation technique that is familiar from minimally inva-
sive surgery in connection with endoscopes and has by
now become established, can also be used directly on
an exoscope. Video cameras in the meantime can be
produced in extremely small sizes and with relatively light
weight, so that coupling a video camera to the proximal
end of the exoscope is simple and can be accomplished
without disturbing stability or operating security. This po-
sition also lies, in most cases, relatively apart from the
surgical area, and thus because of the video camera and
its required power lines and cables, no adverse effects
occur. Familiar standard connections can be used here
in order to couple the video camera to the eyepiece.
[0068] The video camera can perform an enlargement
in simple manner, namely by the zoom. Complex optical
components, in addition, are required for surgical micro-
scopes and can make the device cumbersome and ex-
pensive.
[0069] In another configuration of the invention the lens
system comprises an eyepiece enlargement by which a
full-surface image can be achieved on the monitor at all
zoom settings of the video camera.
[0070] In the predominantly round optical instruments
a circular-shaped diaphragm is present. Projected onto
a rectangular monitor, parts of the monitor remain black
in the corner areas. To make full use of the monitor for
the video image, in particular at 16:9 formats, the zoom
characteristic is adjusted so that a diaphragm is not vis-
ible even at 1 x zoom.
[0071] It is understood that the characteristics cited
heretofore and those that are yet to be described can be
applied not just in the indicated combinations but also in
other combinations or independently, without departing
from the framework of the present invention.
[0072] The invention is hereinafter described in greater
detail with reference to a few embodiments in connection
with the appended drawings, which are as follows.

Fig. 1 shows a bottom view of one advantageous
embodiment of the exoscope;

Fig. 2 shows a side view of the advantageous em-
bodiment of Fig. 1;

Fig. 3 shows a perspective view of an embodiment
of an exoscope from diagonally below, that is, ap-
proximately contrary to the radiation or viewing di-
rection of the lens system;

Fig. 4 shows corresponding perspective view from
above;

Fig. 5 shows a perspective view of the base member
of the exoscope with the lens removed;

Fig. 6 shows a perspective view of the lens removed
from the base member of Fig. 5;

Fig. 7 shows a longitudinal section along the line V-
V in Fig. 6;

Fig. 8 shows a strongly schematized longitudinal
section through the base member as seen in Fig. 5,
that is, without the lens system inserted and in par-
ticular to show the guidance of the light conductors;

Fig. 9 shows a perspective view comparable with
that of Fig. 3 of a second embodiment of an exo-
scope;

Fig. 10 shows a perspective overhead view of the
exoscope of Fig. 9;

Fig. 11 shows an overhead view of the exoscope of
Fig. 9;

Fig. 12 shows a section along the line X-X in Fig. 11;

Fig. 13 shows a section along the line XI-XI in Fig. 11;

Fig. 14 shows a perspective view of a third embod-
iment of an exoscope facing straight ahead;

Fig. 15 shows, strongly schematized, a possible ar-
rangement of the exoscope of Fig. 13 held in vertical
alignment by a bracket;

Fig. 16 shows a strongly schematized view of a fourth
embodiment of an inventive exoscope with 90 de-
gree view, similar to the configuration of the second
embodiment but coupled with a video camera that
transmits an image onto a monitor;

Fig. 17 shows a fifth embodiment of an exoscope
with only one illuminating unit and 90 degree view;

Fig. 18 shows a longitudinal section in the area of
the head member of Fig. 17;

Fig. 19 shows an exploded view of a sixth embodi-
ment of an exoscope in modular structure;

Fig. 20 shows the distal end area of the exoscope
of Fig. 19 in assembled state;

Fig. 21 shows a section along the line XIX-XIX in Fig.
20;

Fig. 22 shows a possible application of the module
components in a surgical area; and

Fig. 23 shows a seventh embodiment of an exoscope
with laterally displaced illumination units.

[0073] Referring now to the drawings, wherein like ref-
erence numerals designate corresponding structure
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throughout the views.
[0074] An embodiment of the exoscope 10 is illustrated
in Figs. 1 and 2. Another embodiment of the exoscope
10 is shown in Figs. 3-8. It should be understood that the
structure and function of the exoscope 10 in Figs. 1 and
2 is similar to that illustrated in Figs. 3-8. Accordingly, the
two embodiments will be described together with the dif-
ferences between the embodiments specifically dis-
cussed.
[0075] The exoscope 10 comprises a lens system 12.
The lens system of the embodiment of Figs. 1 and 2 has
the lens system mounted fixedly. The lens system of the
embodiment of Figs. 3-8 is configured as a modular, self-
contained component.
[0076] One notable difference from the embodiment in
Figs. 1 and 2 and that of Figs. 3-8 is the low profile head
member 20. Figs. 1 and 2 illustrate a head member 20
that has a depth that is almost equal the diameter of the
shaft 16, which can be seen in Fig. 2.
[0077] Another difference from the embodiment shown
in Figs. 3-8 is that, the skein 31 of the light conductors in
Figs. 1 and 2 does not have bended branches as shown
in Fig. 4 at 32 and 34. Rather, the light guides in the
embodiment of Figs. 1 and 2 extend straight into the head
member 20 and light is directed about 90 degrees via a
prism integrated into the head member 20 (see Fig 13 in
particular for the construction of the integral prism).
[0078] One of the advantages of the low profile head
embodiment is that the head member 20 is very thin and
the fiber bundle is guided within the shaft 16 to the head
member 20. The chances of the fiber bundles becoming
damaged is therefore reduced.
[0079] In addition, the exoscope 10 comprises a base
member 13, in which the illumination 14 is integrated.
The base member 13 comprises an elongated, approx-
imately half-bowl-shaped rigid shaft 16 whose distal end
18 is connected with a head member 20.
[0080] Integrated in the head member 20 is a first illu-
minating unit 22, which emits light in a radiating direction
23. In addition, a second illuminating unit 24 is also po-
sitioned in the head member 20 and likewise emits light
in a radiating direction 25. As can be seen in particular
from the sectional view of Fig. 8, supply lines 26 are po-
sitioned inside the base member 13 to convey illuminat-
ing light to the illumination units 22 and 24. Provided for
this purpose is a light conductor connection 30, which is
positioned laterally from the proximal end of the shaft 16
and in which a skein 31 of light conductors 28 is inserted.
The skein 31 is composed of a bundle of numerous flex-
ible glass fibers, known per se from the field of endoscope
construction. This skein 31 is fed in the shaft 16 as far
as the head member 20, where it is separated, as can
be seen in particular from Fig. 4, into two branches 32
and 34, which lead respectively to the illuminating units
22 and 24. Situated on the underside, that is, on the ra-
diating side of the head member 20, is a corresponding
radiation opening 36, which is hermetically sealed off by
an optically active window 40.

[0081] The head member 20 comprises a housing 38
that is closed on all sides and firmly connected with the
rigid shaft 16.
[0082] As can be seen in particular from Fig. 8, a fo-
cusing device 44, integrated in the head member 20,
comprises slidable condenser lenses 46 in order to
achieve a focusing of the illuminating light.
[0083] The housing 38 is as a rule sealed for insulation
and thus autoclavable. The condenser lens 46 also en-
sures that the individual light conductors are not config-
ured but rather that the illumination field is homogeneous.
The producer in most cases already provides the set-
tings, which the user cannot modify. However, should a
movement of the condenser lenses be desired, integrat-
ed positioning organs can also be installed in the head
member 20, for example positioning rings or positioning
discs that can be operated from outside and whose ro-
tation produces a back-and-forth sliding of the condenser
lenses 46 in the illuminating direction 23.
[0084] It can be seen from the drawings in Figs. 3
through 5 that the radiating directions 23 and 25 of the
illuminating units 22 and 24 run diverted at an angle of
about 90 degrees from the longitudinal axis 48 of the
shaft 16.
[0085] It can be recognized in particular from Figs. 3
and 5 that a guide device 50 for the lens system 12 is
provided on the base member 13. The guide device 30
comprises on the proximal end of the shaft 16 a hollow
guide sheath 52, from which the lateral light conductor
connection 30 also extends outward. The proximal end
of the head member 20 is configured as a type of duct
54 into which the distal end section of the lens system
12 can be inserted.
[0086] During assembly, the lens system 12, as seen
in Fig. 6, is advanced from the distal to proximal side
through the housing 52 along the shaft 16 in distal direc-
tion until the distal end portion is inserted into the duct
54 as seen in Fig. 3. A coupling site 63 on the lens system
12 ensures a particular rotation direction for the lens sys-
tem 12 with respect to the base member 13.
[0087] The lens system 12 itself, as can be seen in
particular from Figs. 6 and 7, comprises an elongated
lens shaft 62 on whose proximal end an eyepiece 64 is
screw-mounted.
[0088] Enclosed within the lens shaft 62 is a lens sys-
tem 66, for example a rod lens system known from the
endoscope construction art according to HOPKINS. Po-
sitioned on the distal end 68 of the lens system 66 is a
prism 70 that ensures that a viewing direction 74 results,
at an angle 76 of approximately 90 degrees from the lon-
gitudinal axis 72 of the lens shaft 62. A corresponding
transparent window 78 closes off the lens shaft 62 later-
ally in this area of the viewing direction 74. The prism 70
can be assembled of several prisms.
[0089] As can be seen in particular from the perspec-
tive view in Fig. 3, the window 78 then is at such a position
that the viewing direction 74 is approximately aligned with
and parallel to the radiating directions 23 and 25 of the
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illuminating units 22 and 24.
[0090] This configuration of the exoscope 10 with a 90
degree angle and 90 degree illuminating direction with
respect to the longitudinal axis of the shaft 16 is applied
when, as shown in Fig. 4, an object field 56 is to be illu-
minated and observed in which the exoscope 10 is in-
tended not to take up too great an area of the object field
56. The exoscope 10 is held and directed by a bracket,
not presented in any greater detail here, in such a way
that it extends diagonally to the surface of the object field
56 away from the surgical site.
[0091] A second embodiment of an exoscope, shown
in Figs. 9 through 12, is designated in its entirety with
reference number 80. Here too the exoscope 80 com-
prises a lens 82 and an illumination 84. Here as well, an
elongated cylindrical shaft 86, closed and hollow in this
embodiment, is foreseen with a head member 90 mount-
ed on its distal end 88. A first illuminating unit 92 as well
as a second illuminating unit 94 is also positioned in the
head member 90. Here, again, the radiating direction 93
of the illuminating unit 92 as well as the radiating direction
95 of the illuminating unit 94 is directed in such a way
that it runs at an angle of approximately 90 degrees to
the longitudinal axis 87 of the shaft 86.
[0092] The lens 82 is inserted from the proximal end
into a guide tube 100 of the shaft 86 and is firmly con-
nected with the head 90, as can be seen in Fig. 12.
[0093] The lens 82 too is once again configured as a
90 degree lens, that is, its viewing direction 83, as can
be seen in particular from Fig. 9, runs at a 90 degree
angle to the longitudinal axis 87 of the shaft 86, in which
the shaft of the lens 82, not presented in greater detail
here, is inserted. Here too the arrangement is such that
the lateral window, by which the 90 degree view is made
possible, is positioned in the head member 90 and also
positioned, as can be seen in particular from Fig. 9, be-
tween the two illuminating units 92 and 94. The lens 82
is equipped with an eyepiece 98.
[0094] A light conductor connection 102 protruding lat-
erally from the proximal end of the shaft 86 serves, again,
to contain light conductors 104, which, as visible in the
sectional drawing of Fig. 12, are positioned in an inter-
mediate space 105 between the outer shaft 86 and the
guide tube 100 and are fed in distal direction to the illu-
minating units 92 and 94.
[0095] It can be seen from the sectional drawing in Fig.
13 that a prism 108 is positioned in the head member 90
and diverts illuminating light fed by the light conductors
104 at a 90 degree angle from the longitudinal axis 87
into the radiation direction 95. A lens inserted in between
ensures that this illuminating light diversion occurs with
as little divergence loss as possible. Instead of the prism
108 a mirror 109 can be used for diverting the illuminating
light.
[0096] It can be seen in particular from the perspective
drawing in Fig. 9 that the two illuminating units 92 and
94 and the inlet of the lens 82 positioned between them
are positioned in the viewing direction 83 in a row that

runs diagonally to the longitudinal axis of the shaft 87.
[0097] It is also possible to direct this row in such a
way that it runs in the direction of the longitudinal axis
87. Here the row can lie directly in the direction of the
longitudinal axis 87, or it can be displaced laterally to left
or right so that with certain operating techniques, if de-
sired, working space is made available immediately be-
side the head member 90 on one side of the longitudinal
axis 87. It is not essential here that these three structural
elements lie on a straight line but they can instead lie on
a curved line. In the embodiments in which more than
two illuminating units 92 and 94 are foreseen, for example
with three or four, they can be positioned accordingly
around the distal end of the lens 82.
[0098] Illustrated in Figs. 14 and 15 is a third embodi-
ment of an exoscope, which is designated in its entirety
with the reference number 110. The exoscope 110 also
comprises a lens 112 that is enclosed in a shat 114. The
viewing direction 113 of the lens 112 here follows the
direction of the longitudinal axis 115 of the shaft, and is
thus a lens 112 with a zero degree viewing angle. Here
too, once again, positioned on the proximal end of the
shaft 114 is a head member 116 in which two illuminating
units 118 and 120 are enclosed whose radiating direc-
tions 119 and 121 are likewise aligned in the direction of
the longitudinal axis 115. Fig. 15 shows how the exo-
scope 110 is mounted on a stationary site 142 by means
of a bracket 134. This site is usually the operating table
or a special tripod.
[0099] For this purpose the bracket 134 can comprises
a multiply jointed arm 136 that is connected with the shaft
144 by a clamp 138. A screw 140 allows a separable
connection between the bracket 134 and endoscope 110,
where the latter can be displaced upward.
[0100] As can be seen from the depiction in Fig. 15,
two light beams 123, 126 are radiated from the illuminat-
ing units 118, 120 and are directed in such a way that
they intersect. This allows illumination of both a relatively
remotely situated object field 130 and a relatively closely
situated object field 128 in optimal manner, that is homo-
geneously. The depiction in Fig. 15 is not true to scale;
the maximum distances between the illuminating units
118 and 120 and the corresponding object field can lie
in the range of 1 m. This arrangement with the zero de-
gree lens and the corresponding illuminating direction is
selected when sufficient space is available extending
over the particular object field.
[0101] In the fourth embodiment shown, in Fig. 16, an
exoscope 80’ is employed that, where the configuration
of the shaft, illumination supply, and the diversion is con-
cerned, is of the same configuration as the embodiment
of an exoscope 80 shown in Figs. 9 through 12. Contrary
to this second embodiment, there is a video camera 150
coupled on the eyepiece and connected by a cable 151
with a monitor 152. The exoscope 80’ is connected by a
bracket 156 to a wall 158. A light conductor connection
161 extending in the proximal direction is connected with
a power line 162 that leads to a light source 164 set off
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to the side. Here too the illuminating units are arranged
in such a way that a light beam 170 results that optimally
illuminates an object field 154. Located in the illustrated
embodiment in an object field 154 is an organ, for exam-
ple a beating heart, on whose outer arteries 174 a surgical
procedure is to be performed in the area of a branching
176. Arrows 166, 167, 168 indicate that the object field
154 is accessible without obstacle to a surgeon or support
staff. For all these persons there is the possibility of ob-
serving the object field 154 visualized on the monitor 152.
[0102] At the beginning of the operation, if the sternum
is first to be opened and the organ 172 to be accordingly
exposed, then the bracket 156 can hold the exoscope
80’ positioned in such a way that the entire sternum area
is illuminated over its surface. If then, for example at the
branching 176, a procedure is to be performed, then ei-
ther a corresponding focusing can be accomplished on
this site by the video camera 150 or the exoscope 80’ or
its head member 90 can be moved closer to the object
field 154 by the bracket 156. In all positions an optimal
illumination and an optimal visual monitoring of the sur-
gical process are possible.
[0103] Illustrated in Figs. 17 and 18 is a fifth embodi-
ment of an inventive exoscope, which is designated in
its entirety with reference number 180.
[0104] Here again the exoscope 180 comprises a base
member 184 in which a lens 182 is enclosed. An eyepiece
183 is present at the proximal end.
[0105] The viewing direction 185 of the lens 182 runs
at a 90 degree angle to its longitudinal axis.
[0106] The lens 182 is contained in a shaft 186 of the
exoscope 180. A head member 190 is provided on the
distal end 188 of the shaft 186.
[0107] As can be recognized in particular from the sec-
tion view in Fig. 18, the distal end of the lens 182 ends
in this head member 190.
[0108] A single illumination unit 192 is contained in the
head member 190.
[0109] Its radiating direction 193 likewise runs at an
angle of approximately 90 degrees to the longitudinal axis
187 of the shaft 186, and this longitudinal axis 187 also
extends in the direction of the longitudinal axis of the lens
182.
[0110] Contained in the shaft 186 are light conductors
194 that comprise a curvature 195 in the head member
190 so that they radiate illuminating light in the radiating
direction 193.
[0111] On the proximal side the base member 184
comprises a housing 198, from which a light conductor
connection 196 protrudes laterally. This light conductor
connection 196 is connected by a cable 200 with a light
source.
[0112] Here too a focusing device 202 is present inside
the head member 190.
[0113] Said device serves once again not to configure
the individual light conductors 194 but rather to guide the
illuminating light homogeneously to the surgical site.
[0114] It can be recognized from the sectional depic-

tion in Fig. 18 that the image input position of the lens
182 and the light outlet position of the illuminating unit
192 are situated successively in a row in the direction of
the longitudinal axis 87 of the exo-scope 180.
[0115] They can also be situated alongside one anoth-
er, viewed in the direction of the longitudinal axis 187.
[0116] The light beam of the illuminating unit 192 is
adjusted by the producer in such a way that at the cus-
tomary working distances, that is, primarily in the range
between 20 and 60 cm, there is homogeneous illumina-
tion; that is, the viewing beam of the lens intersects ac-
cordingly the illuminating beam of the illuminating light.
[0117] A sixth embodiment of an inventive exoscope,
shown in Figs. 19 through 22, is designated in its entirety
with reference number 210.
[0118] The exoscope 210 comprises a lens 212 that
as previously described makes possible a shaft 213 and
a window 211 for a 90 degree view from the longitudinal
axis of the shaft 213.
[0119] The base member of the exoscope 210 consists
of a first module 214 and a second module 222.
[0120] The first module 214 comprises an elongated
shaft 216, which comprises on its proximal end a light
conductor connection 218 bent at an angle.
[0121] On the distal end the shaft 216 comprises a wid-
ened head member 219 in which an illuminating unit 220
is contained.
[0122] Here again, as previously described, light con-
ductors 221 in the shaft 216 are conducted to the illumi-
nating unit 220.
[0123] The second module 222 likewise comprises a
shaft 224, which has on its proximal side an angled light
conductor connection 226. Present on the distal end is
a widened head member 227 in which an illuminating
unit 228 is contained.
[0124] Here again light conductors are conducted by
the light conductor connection 226 through the shaft 224
to the illuminating unit 228.
[0125] Fig. 20 shows how the three component ele-
ments, namely the lens 212, the first module 214, and a
second module 222, are combined to form the exoscope
210 as an end product.
[0126] It can be seen in connection with Fig. 19 that
the configuration of the head members 219, of the first
module 214, and of the head member 227 of the second
module 222 are configured in such a way that they can
be fused with one another and thereby consequently the
two illuminating units 220 and 228 are positioned in a
row one after the other, viewed in the longitudinal axis of
the shafts 216 and 224.
[0127] For this purpose there is present in the head
member 227 a corresponding recess, not presented in
further detail here, into which the head member 219 can
be fittingly inserted laterally, corresponding to the transi-
tion from Fig. 19 to Fig. 20.
[0128] It can be recognized from the sectional depic-
tion in Fig. 21 that the shaft 213 of the lens 212, the shaft
216 of the first module 214, and the shaft 224 of the sec-
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ond module 222 are shaped in such a way that the two
shafts 224 and 216 can be closely fitted together on an
outer side of the shaft 213.
[0129] The combined structure of the three shafts 213,
216, and 224 is held together by a fastening that encloses
them in the shape of a clamp.
[0130] The clamp 230 comprises a narrowing 231 for
better spreading on the outside.
[0131] It can be recognized from Fig. 20 that the distal
end of the shaft 213 of the lens 212 comes to rest in a
vacant area in the head member 219, in such a way that
the window 211 in a row and comes to rest, viewed from
the proximal toward the distal side, before the row of il-
luminating units 220, 228.
[0132] In practical application, the exoscope 210 can
be used, completely assembled, in the condition shown
in Fig. 20.
[0133] It is also possible, as shown in Fig. 22, to use
the exoscope 210 with components separated from one
another.
[0134] Fig. 22 indicates a surgical area that is to be
observed and illuminated by the exoscope 210.
[0135] Fig. 22 indicates that the three components,
namely the lens 212, the first module 214, and the second
module 222, are positioned approximately in star form,
each displaced by 120 degrees, around the surgical area
232. Because both the first module 214 and the second
module 222 are provided with their own light conductors
221, 229, and the latter are also conducted to a corre-
sponding illuminating source, the two modules 214 and
222 can be used completely independently of one anoth-
er but they can also both be employed contiguous with
one another.
[0136] The star-shaped arrangement is of course only
an example; these individual instruments can also be
grouped or positioned in distribution at different angles
to one another.
[0137] The intention here is merely to demonstrate the
flexibility that exists for the person conducting the oper-
ation to achieve optimal observation and equally favora-
ble illumination in a particular surgical area 232.
[0138] The embodiment indicates that each of the
modules 214, 222 comprises only one illuminating unit.
[0139] It is also possible to construct embodiments in
which two or more illuminating units exist. This modular
structure not only expands the range of applications but
also allows a simple cleaning and sterilization after a use.
By releasing the clamp 230, the individual component
elements, namely the lens 212, first module 214, and
second module 222, can then be separately cleaned,
sterilized, and further treated in preparation for another
use.
[0140] Fig. 23 shows a seventh embodiment of an in-
ventive exoscope, which is designated in its entirety with
reference number 240.
[0141] The exoscope 240 is also of modular construc-
tion.
[0142] The exoscope 240 comprises a lens 242, which

has an elongated shaft 243 as has been repeatedly de-
scribed heretofore.
[0143] Here too a window 245 is present that allows a
90 degree view from the longitudinal axis of the shaft 243
outward.
[0144] The lens 242 is mounted on a base member
244, which itself in turn consists of a first module 246 and
a second module 252.
[0145] The first module 246 here comprises once again
a shaft 248, which comprises a head member 249 posi-
tioned laterally with respect to its longitudinal axis, with
an illuminating unit 250.
[0146] The second module 252 likewise comprises an
elongated shaft 254 and is continued likewise in a head
member 255 pointing laterally in the same direction as
the head member 249, which includes an illuminating
unit 256.
[0147] The two head members 249 and 255 are con-
tiguous with one another via a straight shared surface.
Here too, light conductors, not shown in greater detail,
are conducted inside the shafts 248 and 254 to the illu-
minating units 250 and 256.
[0148] This combined structure of a lens 242, first mod-
ule 246, and second module 252 can be held together,
as previously described, by a fastening unit such as a
clamp. In this embodiment it is also possible to clip the
two modules 246 and 252 to one another or to fasten
them together. Thus it is possible to handle the two mod-
ules as a base member 244. The lens 242 can be re-
moved from the base member 244 and inserted at an-
other favorable position in the surgical area.
[0149] A particular advantage of this configuration with
illuminating units 250 and 256 pointed laterally outwards
in the same direction from the longitudinal axis of the
shafts, is that it becomes possible to work unhindered
with tools on the opposite side, that is, on the left side in
the depiction in Fig. 23.
[0150] A diameter 258 of the shaft 243 of the lens 242
measures approximately 7.5 mm.
[0151] The width 260 of the assembled head members
249 and 255 measures about 20 mm. The height 262 of
the assembled head members 249 and 255 measures
about 25 mm.
[0152] It can be seen from this that a markedly widened
head member is present in comparison with the shaft or
shafts. Nevertheless there is a relatively small, compact
configuration of the exoscope 240 in the distal end area.
[0153] The structure as shown in Fig. 23 can be ar-
ranged horizontally in a lateral configuration to the sur-
gical field; it can be used as such a compact combined
structure 240, as a composite of the two module parts
246 and 252 with separate lens 242, or as described
before in connection with the exoscope 210, also in the
form of three individual components, namely lens 242,
first module 246, and second module 252.
[0154] Although the invention has been described with
reference to a particular arrangement of parts, features
and the like, these are not intended to exhaust all possible
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arrangements or features, and indeed many other mod-
ifications and variations will be ascertainable to those of
skill in the art.

Claims

1. An exoscope for observing and illuminating an object
field (56, 154) on a patient from a site removed from
the patient’s body, with a lens system (12, 82, 112)
to observe the object field (56, 154) in a viewing di-
rection (74, 83, 113) and with an illumination (14, 84)
to illuminate the object field (56, 154), a distance
between lens system (12, 82, 112) and object field
(56, 154) can be modified by a bracket (134, 156),
with a shaft (16, 86, 114) on whose distal end there
is positioned a head member (20, 90, 116) that is
widened in comparison to the diameter of the shaft,
the illumination (14, 84) reaches into the distal-side
head member (20, 90, 116), and where in the head
member (20, 90, 116) at least one radiating illumi-
nating unit (22, 24; 92, 94; 118, 120, 192) is posi-
tioned whose radiant characteristic in the viewing
direction (74, 83, 113) can be selected in such a way
that the object field (86, 154) can be homogeneously
illuminated at all possible distances of several cen-
timeters up to a meter from the lens system (12, 82,
112), and where power lines (26) are positioned in
the shaft (16, 86, 186) for the at least one illuminating
unit (22, 24; 92, 94; 118, 120, 192), wherein at least
two radiating illuminating units (22, 24; 92, 94; 118,
120) are present, wherein the radiating illuminating
units (22, 24; 192) are provided with a focusing de-
vice (44, 2020) that comprises condenser lenses
(46), wherein the light beams (123, 125) that can be
emitted by the several radiating illuminating units
(118, 120) are configured in such a way that the light
beams (123, 125) overlap in such a way that at least
the object field (56, 154) can be illuminated homo-
geneously by the overlapping area, and wherein fil-
ters or diaphragms are integrated in the head mem-
ber to make it possible to conduct photodynamic
therapy, photodynamic diagnosis, autofluorescent
methods or ICG (indocyanine green) examination.

2. An exoscope according to Claim 1, wherein every
illuminating unit comprises distal ends of light con-
ductors (28, 194) that are guided by a proximal-side
light conductor connection (30, 196) via the shaft (16,
186) into the head member (20, 190).

3. An exoscope according to Claim 2, wherein the light
conductors (28) are guided in the shaft (16) as a
skein (31) and in the head member (20) comprise
branches (32, 34) that lead to a radiating illuminating
unit (22, 24) in each case.

4. An exoscope according to anyone of Claims 1

through 3, wherein a viewing direction (113) of the
lens system (112) and a radiating direction (119,
121) of the illuminating units (118, 120) occur in the
direction of a longitudinal axis (115) of the shaft
(114).

5. An exoscope according to anyone of Claims 1
through 3, wherein a viewing direction (74, 83, 185)
of the lens system (12, 82, 182) and a radiating di-
rection (23, 24; 93, 95, 193) of an illuminating unit
(22, 24; 92, 94, 192) occur at an angle (76) from the
longitudinal axis (72, 87, 187) of the shaft (16, 86,
180).

6. An exoscope according to Claim 5, wherein the angle
(76) measures approximately 90 degrees.

7. An exoscope according to Claim 5 or 6, wherein the
diversion of the radiating direction (95) occurs
through at least one prism (108) or mirror (109) con-
tained in the head member (90).

8. An exoscope according to Claim 5 or 6, wherein the
diversion of the radiating direction (23, 24; 193) oc-
curs by corresponding curvature (32, 34; 195) of the
distal end areas of flexible light conductors (28, 194).

9. An exoscope according to anyone of Claims 1
through 8, wherein the head member (20, 90, 116)
is configured as a closed housing (38) that on the
proximal side is connected with the shaft (10).

10. An exoscope according to anyone of Claims 1
through 9, wherein the lens system (82) comprises
a video camera (150) coupled to it, which is connect-
ed with a monitor (152) for visualizing images from
the video camera (150).

Patentansprüche

1. Exoskop zum Beobachten und Beleuchten eines
Objektfeldes (56, 154) an einem Patienten und zwar
von einer Stelle abseits vom Körper des Patienten,
mit einem Linsensystem (12, 82, 112) zum Beob-
achten des Objektfeldes (56, 154) in einer Blickrich-
tung (74, 83, 113) und mit einer Beleuchtung (14,
84) zum Beleuchten des Objektfeldes (56, 154), wo-
bei ein Abstand zwischen dem Linsensystem (12,
82, 112) und dem Objektfeld (56, 154) über einen
Haltearm (134, 156) verändert werden kann,
mit einem Schaft (16, 86, 114), an dessen distalem
Ende ein Kopfteil (20, 90, 116) angeordnet ist, das
im Vergleich zu dem Durchmesser des Schaftes er-
weitert ist, wobei die Beleuchtung (14, 84) bis in das
distalseitige Kopfteil (20, 90, 116) reicht, wobei im
Kopfteil (20, 90, 116) zumindest eine abstrahlende
Beleuchtungseinheit (22, 24; 92, 94; 118, 120, 192)
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angeordnet ist, deren Abstrahlcharakteristik in der
Blickrichtung (74, 83, 113) derart auswählbar ist,
dass das Objektfeld (86, 154) bei allen möglichen
Abständen von einigen Zentimetern bis zu einem
Meter von dem Linsensystem (12, 82, 112) homogen
beleuchtbar ist, und wobei im Schaft (16, 86, 186)
Energieleitungen (26) für die zumindest eine Be-
leuchtungseinheit (12, 24; 92, 94; 118, 120, 192) an-
geordnet sind, wobei zumindest zwei Beleuchtungs-
einheiten (22, 24; 92, 94; 118, 120) vorhanden sind,
wobei die abstrahlenden Beleuchtungseinheiten
(22, 24; 192) mit einer Fokussiervorrichtung (44) ver-
sehen sind, die Kondensorlinsen (46) aufweisen,
wobei die Lichtstrahlen (123, 125) die von den meh-
reren abstrahlenden Beleuchtungseinheiten (118,
120) abgestrahlt werden, so ausgestaltet sind, dass
die Lichtstrahlen (123, 125) derart überlappen, dass
zumindest das Objektfeld (56, 154) homogen durch
den Überlappungsbereich beleuchtbar ist, und wo-
bei Filter oder Diaphragmen in dem Kopfteil integriert
sind, die es ermöglichen, eine fotodynamische The-
rapie, eine fotodynamische Diagnose, Autofluores-
zenzverfahren oder ICG (Indozyaningrün)-Untersu-
chungen durchzuführen.

2. Exoskop nach Anspruch 1, bei jede Beleuchtungs-
einheit Enden von Lichtleitern (28, 194) aufweist, die
von einem proximalseitigen Lichtleiteranschluss
(30, 196) über den Schaft (16, 186) in das Kopfteil
(20, 190) geführt sind.

3. Exoskop nach Anspruch 2, bei dem die Lichtleiter
(28) in dem Schaft (16) als ein Bündel (31) geführt
sind, und die im Kopfteil (20) Zweige (32, 34) auf-
weisen, die jeweils zu einer abstrahlenden Beleuch-
tungseinheit (22, 24) führen.

4. Exoskop nach einem der Ansprüche 1 bis 3, bei dem
eine Blickrichtung (113) des Linsensystems (112)
und eine Beleuchtungsrichtung (119, 121) der Be-
leuchtungseinheiten (118, 120) in der Richtung der
Längsachse (115) des Schaftes (114) erfolgen.

5. Exoskop nach einem der Ansprüche 1 bis 3, bei dem
eine Blickrichtung (74, 83, 185) des Linsensystems
(12, 82, 112) und eine Abstrahlrichtung (23, 24; 93,
95, 193) einer Beleuchtungseinheit (22, 24; 92, 94,
102) unter einem Winkel (76) aus der Längsachse
(72, 87, 184) des Schaftes (16, 86, 180) verlaufen.

6. Exoskop nach Anspruch 5, wobei der Winkel (76)
etwa 90 Grad beträgt.

7. Exoskop nach Anspruch 5 oder 6, wobei eine Ab-
lenkung der Beleuchtungsrichtung (95) durch zumin-
dest ein Prisma (108) oder einen Spiegel (109) er-
folgt, die in dem Kopfteil (90) enthalten sind.

8. Exoskop nach Anspruch 5 oder 6, wobei die Ablen-
kung der Beleuchtungsrichtung (23, 24; 193) durch
entsprechende Krümmungen (32, 34; 195) von dis-
talen Endbereichen von flexiblen Lichtleitern (28,
194) erfolgt.

9. Exoskop nach einem der Ansprüche 1 bis 8, bei dem
das Kopfteil (20, 90, 116) als ein abgeschlossenes
Gehäuse (38) ausgebildet ist, das an der proximalen
Seite mit dem Schaft (10) verbunden ist.

10. Exoskop nach einem der Ansprüche 1 bis 9, bei dem
das Linsensystem (82) eine mit diesem verbundene
Videokamera (150) aufweist, die mit einem Monitor
(152) zur Visualisierung von Bildern der Videokame-
ra (150) gekoppelt ist.

Revendications

1. Exoscope destiné à observer et à illuminer un champ
objet (56, 154) sur un patient à partir d’un site éloigné
du corps du patient, avec un système à lentilles (12,
82, 112) pour observer le champ objet (56, 154) dans
une direction de visualisation (74, 83, 113) et avec
une illumination (14, 84) destinée à illuminer le
champ objet (56, 154), une distance entre le système
à lentilles (12, 82, 112) et un champ objet (56 154)
peut être modifiée par un support (134, 156),
avec un arbre (16, 86, 114) sur l’extrémité distale
duquel est positionné un élément de tête (20, 90,
116) qui est élargi par comparaison au diamètre de
l’arbre, l’illumination (14, 84) atteint l’élément de tête
du côté distal (20, 90, 116), et où dans l’élément de
tête (20, 90, 116) au moins une unité d’illumination
rayonnante (22, 24 ; 92, 94 ; 118, 120, 192) est po-
sitionnée dont les caractéristiques de rayonnement
dans la direction de visualisation (74, 83, 113) peu-
vent être sélectionnées de sorte que le champ objet
(86, 154) puisse être illuminé de manière homogène
à toutes les distances possibles de quelques centi-
mètres jusqu’à un mètre par rapport au système à
lentilles (12, 82, 112), et où les lignes d’alimentation
(26) sont positionnées dans l’arbre (16, 86, 186) pour
la au moins une unité d’illumination (22, 24 ; 92, 94 ;
118, 120, 192), dans lequel au moins deux unités
d’illumination rayonnantes (22, 24 ; 92, 94 ; 118,
120) sont présentes, dans lequel les unités d’illumi-
nation rayonnantes (22, 24 ; 192) sont dotées d’un
dispositif de focalisation (44, 2020) qui comprend
des lentilles de condenseur (46), dans lequel les fais-
ceaux lumineux (123, 125) qui peuvent être émis par
les plusieurs unités d’illumination rayonnantes (118,
120) sont configurés de sorte que les faisceaux lu-
mineux (123, 125) se superposent de sorte qu’au
moins le champ objet (56, 154) puisse être illuminé
de manière homogène sur la zone de superposition,
et dans lequel des filtres ou des diaphragmes sont
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intégrés dans l’élément de tête pour permettre de
réaliser une thérapie photodynamique, un diagnostic
photodynamique, des procédés autofluorescents ou
un examen ICG (vert d’indocyanine).

2. Exoscope selon la revendication 1, dans lequel cha-
que unité d’illumination comprend des extrémités
distales de conducteurs de lumière (28, 184) qui sont
guidées par une connexion de conducteurs de lu-
mière du côté proximal (30, 196) par le biais de l’ar-
bre (16, 186) jusque dans l’élément de tête (20, 190).

3. Exoscope selon la revendication 2, dans lequel les
conducteurs de lumière (28) sont guidés dans l’arbre
(16) sous la forme d’un écheveau (31) qui dans l’élé-
ment de tête (20) comprend des branches (32, 34)
qui conduisent à une unité d’illumination rayonnante
(22, 24) dans chaque cas.

4. Exoscope selon l’une quelconque des revendica-
tions 1 à 3, dans lequel une direction de visualisation
(113) du système à lentilles (112) et une direction
de rayonnement (119, 121) des unités d’illumination
(118, 120) se trouvent dans la direction d’un axe lon-
gitudinal (115) de l’arbre (114).

5. Exoscope selon l’une quelconque des revendica-
tions 1 à 3, dans lequel une direction de visualisation
(74, 83, 185) du système à lentilles (12, 82, 182) et
une direction de rayonnement (23, 24 ; 93, 95, 193)
d’une unité d’illumination (22, 24 ; 92, 94, 192) se
trouvent à un certain angle (76) par rapport à l’axe
longitudinal (72, 87, 187) de l’arbre (16, 86, 180).

6. Exoscope selon la revendication 5, dans lequel l’an-
gle (76) mesure approximativement 90 degrés.

7. Exoscope selon la revendication 5 ou 6, dans lequel
la déviation de la direction de rayonnement (95) se
produit à travers au moins un prisme (108) ou miroir
(109) contenu dans l’élément de tête (90).

8. Exoscope selon la revendication 5 ou 6, dans lequel
la déviation de la direction de rayonnement (23, 24 ;
193) se produit par le biais d’une courbure corres-
pondante (32, 34 ; 195) des zones d’extrémité dis-
tale des conducteurs de lumière souples (28, 194).

9. Exoscope selon l’une quelconque des revendica-
tions 1 à 8, dans lequel l’élément de tête (20, 90,
116) est configuré sous la forme d’un boîtier fermé
(38) qui du côté proximal est connecté à l’arbre (10).

10. Exoscope selon l’une quelconque des revendica-
tions 1 à 9, dans lequel le système à lentilles (82)
comprend une caméra vidéo (150) couplée à celui-
ci, qui est connectée à un moniteur (152) destiné à
visualiser des images provenant de la caméra vidéo

(150).
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