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(54) LASER OUTPUT MEASURING APPARATUS

(57) There is provided a laser output measuring ap-
paratus in which an optical separator 3 is disposed in a
position that is rotated by a predetermined angle θ1 about
an optical axis 6 of a laser beam converged by a lens 2,

and further rotated by a predetermined angle θ2 about
the optical axis 6 of the laser beam and a straight line 9
perpendicular to an incident surface of the laser beam.



EP 2 799 823 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

TECHNICAL FIELD

[0001] The present invention relates to a laser output measuring apparatus for measuring an intensity of a laser beam
in adjusting an output of the laser beam oscillated from a laser oscillator.

BACKGROUND ART

[0002] Heretofore, in adjusting an output of a laser beam oscillated from a laser oscillator, an intensity of the laser
beam oscillated from the laser oscillator is measured using a laser output measuring apparatus.
[0003] Fig. 12 is a configuration diagram showing a conventional laser output measuring apparatus disclosed in the
following Patent Document 1.
[0004] As shown in Fig. 12, the conventional laser output measuring apparatus is configured with an optical separator
102 that reflects a part of a laser beam emitted from a laser oscillator 101 as a monitoring beam, and a photodetector
103 that detects an intensity of a reflected beam from the optical separator 102.
[0005] The intensity measured by the photodetector 103 is fed back to the laser oscillator 101, and the output of the
laser beam is adjusted according to a measurement result of the intensity.
[0006] On the other hand, the laser beam transmitted through the optical separator 102 is used for an original purpose
of the laser beam.
[0007] In this case, the optical separator 102 is disposed in a state inclined at a predetermined angle (usually, inclined
at 45°) with respect to a direction of an optical axis 104 of the laser beam emitted from the laser oscillator 101.
[0008] Further, in order for a reflection surface of the optical separator 102 to have an intended reflectivity, a partially
reflective coating of a dielectric multilayer film is usually applied thereon.
[0009] Since the partially reflective coating serves to reflect the part of the laser beam for the purpose of measuring
an intensity of the laser beam, it is usually the coating in a low reflectivity region.
[0010] The dielectric film of the partially reflective coating has a property in which the reflectivity changes due to
absorption of atmospheric moisture or due to temperature.
[0011] For example, when the optical separator 102 of 1% in reflectivity (99% in transmission) is used, a change of
0.1% in reflectivity results in an output change of 10% (= 0.1%/1.0%) in the output change of the laser beam reflected
by the optical separator 102.
[0012] Accordingly, even though deterioration occurs in the dielectric film of the partially reflective coating, and the
reflectivity thereof varies slightly, a large output change in the reflected laser beam occurs.
[0013] Incidentally, the following is known: it is difficult to control a dielectric film having a low reflectivity, so that a
large variation thereof occurs, and also the formation of the film is costly.
[0014] In the conventional laser output measuring apparatus, the photodetector 103 detects the intensity of the laser
beam reflected by the optical separator 102 as mentioned above; however, when the laser beam emitted from the laser
oscillator 101 enters the optical separator 102, an incident angle of the laser beam differs depending on an incident
position thereon, so that the reflectivity of the laser beam reflected by the optical separator 102 differs depending on the
incident position. For this reason, it is difficult to measure accurately the output of the laser beam emitted from the laser
oscillator 101.
[0015] Thus, instead of the dielectric multilayer involving a larger variation in reflectivity depending on the incident
angle, a method that applies a coating of a metal film on the reflection surface of the optical separator 102 is considered;
however, even in this case, the formation of the film is costly, which makes the laser output measuring apparatus
expensive.

PRIOR ART DOCUMENTS

PATENT DOCUMENTS

[0016] Patent Document 1: Japanese Patent Application Laid-open No.H04(1992)-220535 (paragraph number [0008],
Fig. 1)

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0017] Since the conventional laser output measuring apparatus is configured as mentioned above, due to the occur-
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rence of deterioration in the dielectric film of the partially reflective coating applied on the reflection surface of the optical
separator 102, even though the reflectivity thereof changes slightly, a large output change in the reflected laser beam
occurs. For this reason, there is a problem such that an accurate measurement for the intensity of the laser beam is difficult.
[0018] In addition, it is difficult to control the dielectric film in a low reflectivity; a large variation thereof occurs, and
also the formation of the film is costly, which poses a problem to make the laser output measuring apparatus expensive.
[0019] Further, in a case where it is desired to measure the output at a beam converged position, when a lens for
convergence is disposed upstream of the optical separator, an angle of the converged laser beam incident on the optical
separator differs depending on the incident position, and thus the reflectivity of the laser beam varies depending on the
incident position. For this reason, taking into consideration, for instance, an output variation due to deterioration of the
lens for convergence, there is a problem that it is difficult to observe the output at the beam converged position.
[0020] Thus, instead of the dielectric multilayer film involving a larger variation in reflectivity depending on the incident
angle, the method that applies the coating of the metal film on the reflection surface of the optical separator 102 is taken
into consideration; however, even in this case, the formation of the film is costly, which poses a problem to make the
laser output measuring apparatus expensive.
[0021] The present invention has been made to solve the foregoing problems, and an object of the invention is to
provide a laser output measuring apparatus that can measure accurately the intensity of the converged laser beam
without using an expensive optical separator.

MEANS FOR SOLVING THE PROBLEMS

[0022] A laser output measuring apparatus according to the present invention include: a lens that converges a laser
beam incident thereon; an optical separator that reflects a part of the laser beam according to a polarization direction
of the laser beam converged by the lens and a Fresnel reflectivity that depends on an incident angle of the laser beam;
and a photodetector that measures an intensity of the laser beam reflected by the optical separator, and the optical
separator is disposed in a position that is rotated by a predetermined angle about an optical axis of the laser beam
converged by the lens, and rotated by a predetermined angle about a straight line perpendicular to the optical axis of
the laser beam and an incident surface of the laser beam.

EFFECT OF THE INVENTION

[0023] According to the present invention, it is configured to include: the lens that converges the laser beam incident
thereon; the optical separator that reflects the part of the laser beam according to a polarization direction of the laser
beam converged by the lens and the Fresnel reflectivity that depends on the incident angle of the laser beam; and the
photodetector that measures the intensity of the laser beam reflected by the optical separator, and the optical separator
is disposed in the position that is rotated by the predetermined angle about the optical axis of the laser beam converged
by the lens, and rotated by the predetermined angle about the straight line perpendicular to the optical axis of the laser
beam and the incident surface of the laser beam; thus, there is an advantageous effect that can measure accurately an
intensity of the converged laser beam without using an expensive optical separator.

BRIEF DESCRIPTION OF THE DRAWINGS

[0024]

Fig. 1 is a side view showing a laser output measuring apparatus according to Embodiment 1 of the present invention.
Fig. 2 is a side view showing a rotation about an optical axis of a laser beam by an angle adjusting mechanism 7.
Fig. 3 is a perspective view showing the rotation about the optical axis of the laser beam by the angle adjusting
mechanism 7.
Fig. 4 is an illustration diagram showing an adjustment of a ratio of a vertical polarization wave (P-wave) and a
horizontal polarization wave (S-wave) of the laser beam by the angle adjusting mechanism 7.
Fig. 5 is a top view showing a rotation about the optical axis of the laser beam, and a straight line perpendicular to
an incident surface of the laser beam by an angle adjusting mechanism 8.
Fig. 6 is a perspective view showing the rotation about the optical axis of the laser beam, and the straight line
perpendicular to the incident surface of the laser beam by the angle adjusting mechanism 8.
Fig. 7 is an illustration diagram showing that when the laser beam converged by a lens 2 is made incident on an
optical separator 3, an incident angle changes depending on an incident position thereof.
Fig. 8 is an illustration diagram showing an angle θ3 between a beam vector Vp and a normal vector N.
Fig. 9 is an illustration diagram showing a relationship between a deviation angle Δθ from the optical axis of the
laser beam made incident on the optical separator 3 and a reflectivity thereof.
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Fig. 10 is a side view showing a laser output measuring apparatus according to Embodiment 2 of the invention.
Fig. 11 is a side view showing a state in which a beam vector VN of a laser beam oscillated from a laser oscillator
10N is made incident at a deviation angle Δθ with respect to an optical axis 6.
Fig. 12 is a configuration diagram showing a conventional laser output measuring apparatus disclosed in Patent
Document 1.

BEST MODE FOR CARRYING OUT THE INVENTION

Embodiment 1.

[0025] Fig. 1 is a side view showing a laser output measuring apparatus according to Embodiment 1 of the present
invention.
[0026] In Fig. 1, a laser oscillator 1 is the oscillator that oscillates a laser beam.
[0027] However, since a P-wave and an S-wave of the laser beam oscillated from the laser oscillator 1 to be made
incident on an optical separator 3 are required to be incident thereon at a fixed ratio without a temporal change, in this
Embodiment 1, it is assumed that the laser beam oscillated from the laser oscillator 1 is a substantially linearly polarized
laser beam.
[0028] Incidentally, since the P-wave and S-wave of the laser beam except for a completely non-polarized beam are
made incident on the optical separator 3 at a fixed ratio, it is applicable to the present invention.
[0029] A lens 2 is an optical component that converges the laser beam oscillated from the laser oscillator 1.
[0030] The optical separator 3 is an optical component that reflects a part of the laser beam converged by the lens 2
according to a Fresnel reflectivity that depends on a polarization direction and an incident angle thereon of the laser beam.
[0031] A partially reflective coating is not applied on a reflection surface of the optical separator 3. Instead, the optical
separator 3 is disposed in a position that is rotated by a predetermined angle θ1 about an optical axis of the laser beam
converged by the lens 2 (in an arrow A direction), and further rotated by a predetermined angle θ2 about a straight line
(in an arrow B direction) perpendicular to the optical axis 6 of the laser beam and an incident surface of the laser beam
(reflection surface of the optical separator 3).
[0032] A diffuser plate 4 is disposed on a path of the laser beam reflected by the optical separator 3, and is an optical
component that diffuses the laser beam and makes the diffused light of the laser beam incident on a photodetector 5.
[0033] The photodetector 5 is disposed in the post stage of the diffuser plate 4,and is the detector that measures an
intensity of the laser beam diffused by the diffuser plate 4.
[0034] Note that the optical separator 3, diffuser plate 4, and photodetector 5 are integrally configured with each other,
so that the diffuser plate 4 and photodetector 5 are rotated integrally with the optical separator 3 when the optical
separator 3 is rotated by angle adjusting mechanisms 7, 8 described later.
[0035] The angle adjusting mechanism 7 that is a first angle adjusting mechanism is an actuator that rotates the optical
separator 3 by the predetermined angle θ1 about the optical axis of the laser beam converged by the lens 2 (in the arrow
A direction).
[0036] The angle adjusting mechanism 8 that is a second angle adjusting mechanism is an actuator that rotates the
optical separator by the predetermined angle θ2 about the straight line (in the arrow B direction) perpendicular to the
optical axis 6 of the laser beam converged by the lens 2 and the incident surface of the laser beam (reflection surface
of the optical separator 3).
[0037] Next, an operation thereof will be described.
[0038] When the laser oscillator 1 oscillates the laser beam, the lens 2 converges the laser beam.
[0039] The optical separator 3 reflects a part of the laser beam converged by the lens toward the diffuser plate 4, and
transmits the other laser beam.
[0040] Here, the reflection of the laser beamby the optical separator 3 is made based on the Fresnel reflectivity that
depends on the polarization direction of the laser beam and the incident angle of the laser beam.
[0041] The Fresnel reflectivity is adjusted such that the angle adjusting mechanisms 7, 8 rotate the optical separator 3.
[0042] In the following, a description will be given of an adjustment in reflectivity of the optical separator 3 by the angle
adjusting mechanisms 7, 8.
[0043] Fig. 2 is a side view showing a rotation about the optical axis of the laser beam by the angle adjusting mechanism
7, and Fig. 3 is a perspective view showing the rotation about the optical axis of the laser beam by the angle adjusting
mechanism 7.
[0044] Further, Fig. 4 is an illustration diagram showing an adjustment of a ratio of a vertical polarization wave (P-
wave) and a horizontal polarization wave (S-wave) in the laser beam by the angle adjusting mechanism 7.
[0045] The angle adjusting mechanism 7 rotates the optical separator 3 by the predetermined angle θ1 (rotation in a
range from 0° to 90°) about the optical axis of the laser beam converged by the lens 2 (in the arrow A direction) to thereby
adjust the Fresnel reflectivity of the optical separator 3.
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[0046] Here, as shown in Fig. 4, the laser beam incident on the optical separator 3 is assumed to have only a p-
polarization component when the angle θ1 = 0°.
[0047] At this time, when the angle adjusting mechanism 7 rotates the optical separator 3 in the arrow A direction, an
s-polarization component emerges, whereas the p-polarization component decreases.
[0048] Thereafter, when the angle θ1 = 90° is performed, as shown in Fig. 4, the p-polarization component vanishes,
while only the s-polarization component remains.
[0049] Thus, when the angle adjusting mechanism 7 rotates the optical separator 3 in the arrow A direction, it is
possible to adjust the ratio of the vertical polarization wave (P-wave) and the horizontal polarization wave (S-wave) in
the laser beam.
[0050] Fig. 5 is a top view showing a rotation about a straight line perpendicular to an optical axis 6 of the laser beam
and the incident surface of the laser beam by the angle adjusting mechanism 8, and Fig. 6 is a perspective view showing
a rotation about the straight line perpendicular to the optical axis 6 of the laser beam and the incident surface of the
laser beam by the angle adjusting mechanism 8.
[0051] The angle adjusting mechanism 8 rotates the optical separator by the predetermined angle θ2 (rotation in the
range from 0° to 90°) about a straight line 9 (in the arrow B direction) perpendicular to the optical axis 6 of the laser
beam converged by the lens 2 and the incident surface of the laser beam (reflection surface of the optical separator 3)
to thereby adjust a reflectivity of the p-polarization component and a reflectivity of the s-polarization component of the
optical separator 3.
[0052] That is, when the angle θ2 of the optical separator 3 is adjusted by the angle adjusting mechanism 8, the incident
angle of the laser beam incident on the reflection surface of the optical separator 3 is adjusted.
[0053] Since the reflectivity of the p-polarization component and the reflectivity of the s-polarization component are
determined according to the incident angle of the laser beam on the optical separator 3, it is possible to adjust the
reflectivity of the p-polarization component and the reflectivity of the s-polarization component when the optical separator
3 is rotated about the straight line 9 (in arrow B-direction) by the angle adjusting mechanism 8.
[0054] Here, since the partially reflective coating is not applied on the reflection surface of the optical separator 3, a
Fresnel reflection occurs on the reflection surface.
[0055] For the respective vertical polarization wave (P-wave) and horizontal polarization wave (S-wave) in the incident
laser beam, the optical separator 3 has reflectivities of RP and RS that depend on a refraction index of the material of
the reflection surface.
[0056] When the refraction index of the material of the reflection surface in the optical separator 3 is defined as "n",
and the incident angle of the laser beam to the optical separator 3 is defined as "θ0", the reflectivities of RP and RS of
the beam at the boundary between air and the optical separator 3 are represented by the following formulae (1) and (2).

·Reflectivity RP for P-wave

[0057]

·Reflectivity RS for the S-wave

[0058]

[0059] From the formulae (1) and (2), it can be seen that the reflectivities Rp, Rs in the optical separator 3 are determined
by the refraction index n of the material of the reflection surface and the incident angle θ0 of the laser beam to the optical
separator 3.
[0060] Then, the total reflectivity of the optical separator 3 is determined according to the ratio of the vertical polarization
wave (P-wave) and the horizontal polarization wave (S-wave) in the incident laser beam.
[0061] Taking into consideration the reflection on the reflection surface and the reflection light at the one-side end
face of the laser beam passing through the material of the optical separator 3, the total reflectivity of the optical separator
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3 is represented by the following formula (3). 

[0062] In the formula (3), the first and second terms represent the beams in which the P-wave and S-wave are reflected
on the reflection surface, and the third and fourth terms represent the beams that pass through the optical separator 3
to be reflected at the one-side end face.
[0063] Further, with respect to Reflectivity RP of P-wave, Transmittance TP of P-wave has a relationship of TP = 1 -
RP, and with respect to the S-wave, similarly, there is provided a relationship of TS = 1 - RS.
[0064] Fig. 7 is an illustration diagram showing that when the laser beam converged by the lens 2 is made incident
on the optical separator 3, the incident angle changes depending on the incident position.
[0065] When the laser beam converged by the lens 2 is made incident on the optical separator 3, the incident angle
changes depending on the incident position, as shown in Fig. 7.
[0066] For example, when a beam vector VO at the center position O of the optical separator 3 is compared with a
beam vector VP of the laser beam incident on a point P, it can be seen that the incident angle to the optical separator 3
differs depending on the incident position.
[0067] As mentioned above, what the incident angle to the optical separator 3 differs depending on the incident position
causes a problem that the reflectivity of the laser beam differs depending on the position of the optical separator 3, which
hinders a stable laser output measurement.
[0068] The laser beam at the center position O of the optical separator 3 has the beam vector VO along the optical
axis 6 (z-axis), whereas the laser beam at the point P of the optical separator 3 has the beam vector VP at an angle
deviated by Δθ from the optical axis 6.
[0069] Here, a polarized beam vector of the laser beam incident on the point P is defined as "ε", and a normal vector
of the optical separator 3 is defined as "N".
[0070] However, it is assumed that the beam vectors VO, VP and the polarized beam vector ε have no components
in the direction of the straight line 9 (y-axis).
[0071] As shown in Fig. 8, when an angle between the beam vector VP and the normal vector N is defined as θ3, this
angle θ3 can be determined by calculating an inner product or an outer product of the beam vector VP and the normal
vector N.
[0072] In addition, since the incident angle θ0 of the laser beam to the optical separator 3 and the angle θ3 between
the beam vector VP and the normal vector N have the following relationship, the incident angle θ0 of the laser beam is
obtained. 

[0073] Further, since the outer product VP * N of the beam vector VP and the normal vector N has a direction perpen-
dicular to the incident surface, it corresponds to an s-polarization direction of the laser beam incident on the optical
separator 3.
[0074] Here, a unit vector of VP * N is defined as "es" (unit vector in the s-polarization direction of the incident laser beam).
[0075] At this time, since a p-polarization direction thereof is perpendicular to the s-polarization direction and the
incident direction, it is represented by an outer product VP * es of the beam vector VP and the unit vector es in the s-
polarization direction.
[0076] Additionally, when a unit vector of the incident laser beam in the p-polarization direction is defined as ep (= VP
* es), a ratio of a P-wave component and an S-wave component in the incident laser beam can be determined by solving
the polarized beam vector ε into a direction of the unit vector ep in the p-polarization direction, and a direction of the unit
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vector es in the s-polarization direction.
[0077] Fig. 9 is an illustration diagram showing a relationship between the deviated angle Δθ from the optical axis 6
of the laser beam to be incident on the optical separator 3 and a reflectivity thereof.
[0078] In Fig. 9, calculation results for Δθ = -10.4° to 10.4° are shown. The reflectivity is calculated from the formula
(3) with the deviation Δθ from the optical axis.
[0079] Here, in a case where the rotation angle θ2 about the straight line 9 that is perpendicular to the optical axis 6
of the laser beam and the incident surface of the laser beam is 45°, and the rotation angle θ1 of the optical separator 3
about the optical axis 6 is 0°, the reflectivity depending on the incident position ranges from 0% to 4.5%, which varies
greatly.
[0080] When the rotation angle θ1 of the optical separator 3 about the optical axis 6 is adjusted to 20° by the angle
adjusting mechanism 7, the reflectivity depending on the incident position ranges from 2.4% to 5.9%.
[0081] Further, when the rotation angle θ2 about the straight line 9 that is perpendicular to the optical axis 6 of the
laser beam and the incident surface of the laser beam is adjusted to 53° by the angle adjusting mechanism 8, the
reflectivity depending on the incident position ranges from 3.1% to 4.7%.
[0082] As described above, when the angle θ1 of the optical separator 3 about the optical axis 6, and the angle θ2
thereof about the straight line 9 perpendicular to the optical axis 6 of the laser beam and the incident surface of the laser
beam are adjusted, it is possible to average the reflectivity of the optical separator 3 with respect to the deviation Δθ of
the laser beam from the optical axis 6.
[0083] As mentioned above, the diffuser plate 4 is disposed on the path of the laser beam reflected by the optical
separator 3 in which the angles θ1, θ2 are adjusted (the optical separator in which the reflectivity is averaged with respect
to the deviation Δθ of the laser beam from the optical axis 6) ; thus, the laser beam reflected by the optical separator 3
is uniformly diffused, and such diffused beam of the laser beam is made incident on the photodetector 5.
[0084] The photodetector 5 is disposed in the post stage of the diffuser plate 4, and measures an intensity of the laser
beam diffused by the diffuser plate 4.
[0085] According to Embodiment 1, since the photodetector 5 is disposed in the post stage of the diffuser plate 4, it
is possible to accurately make a constant fraction of the beam incident on the photodetector 5 without changing the
position of the photodetector 5, even when the optical path of the reflected beam is changed at the time of adjusting the
angle of the optical separator 3, or the spatial energy distribution of the laser beam is non-uniform. Thus, it becomes
possible to accurately measure the intensity of the laser beam.
[0086] Here, since the laser beam is diffused by the diffuser plate 4, there is no limit for the aperture area of the
photodetector 5; however, in order to measure the power accurately, it is desirable that the aperture area of the photo-
detector 5 be smaller than the diffused area of the laser beam.
[0087] In this manner, even if a slight variation occurs in the optical path of the laser beam, it becomes possible to
measure accurately the intensity of the laser beam without receiving influence thereof.
[0088] In this Embodiment 1, the optical separator 3, diffuser plate 4, and photodetector 5 are configured integrally
with each other. This is made to prevent the reflected beam from being not incident on the diffuser plate 4 and the
photodetector 5 when the optical path of the reflected beam is changed with the angle adjustment of the optical separator 3.
[0089] That is, since the optical separator 3, diffuser plate 4, and photodetector 5 are moved integrally, it is possible
to make the reflected beam incident on the diffuser plate 4 and photodetector 5, even when a deviation of the optical
path occurs with the angle adjustment of the optical separator 3.
[0090] Here, when the optical separator 3 is rotated by the angle θ1 about the optical axis 6, the reflected beam is
similarly rotated by the angle θ1 about the optical axis 6, whereas when it is rotated by the angle θ2 about the straight
line 9 perpendicular to the optical axis 6 of the laser beam and the incident surface of the laser beam, the reflected beam
is rotated by the angle 2 * θ2 about the straight line 9.
[0091] For this reason, with respect to the rotation about the straight line 9 perpendicular to the optical axis 6 of the
laser beam and the incident surface of the laser beam, it is required to adjust the angle θ2 within a range such that no
reflected beam is leaked from the diffuser plate 4.
[0092] However, practically, when the angle θ2 is adjusted, it is not conceivable that the angle is changed beyond the
range leaked from the diffuser plate 4; thus, the above never becomes a major problem.
[0093] Furthermore, when the intensity of the laser beam is measured by separating a part of the laser beam, the
optical separator 3 having a smaller reflectivity is desirable in order not to reduce as much as possible the output of the
laser beam to be originally output.
[0094] On the other hand, if the reflectivity is too small, a sufficient amount of laser beam is not made incident on the
photodetector 5 to thereby cause a measurement error thereof due to noise such as stray light.
[0095] Therefore, a rate of the laser beam to be separated by the optical separator 3 is a degree such that no meas-
urement error in the photodetector 5 occurs.
[0096] Moreover, although it is desirable that the reflectivity of the optical separator 3 be as small as possible and
adjustable for every apparatus, it becomes possible to adjust the rate of the laser beam to be separated by the optical
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separator 3 for every apparatus by changing the rotation angle of the optical separator 3 using the angle adjusting
mechanisms 7, 8.
[0097] As is clear from the above, according to Embodiment 1, since it is configured such that the optical separator 3
is disposed in the position that is rotated by the predetermined angle about the optical axis 6 of the laser beam converged
by the lens 2, and further rotated by the predetermined angle about the straight line 9 perpendicular to the optical axis
6 of the laser beam and the incident surface of the laser beam, there is rendered an advantageous effect that can
measure accurately an intensity of the laser beam without using an expensive optical separator.
[0098] That is, when the angle θ1 of the optical separator 3 about the optical axis 6 and the angle θ2 about the straight
line 9 perpendicular to the optical axis 6 of the laser beam and the incident surface of the laser beam are adjusted by
the angle adjusting mechanisms 7, 8, it becomes possible to adjust the polarization direction (ratio of the P-wave and
S-wave) of the laser beam incident on the reflection surface of the optical separator 3 and the reflectivities themselves
of the P-wave and S-wave. In such a way, even in the converged laser beam having incident angles that differ depending
on the incident positions, it becomes possible to average the differences in reflectivity according to the incident positions
by the rotation mechanisms. Further, it is possible to avoid a problem of instability in laser output measurement with a
partially reflective coating as in the prior art, and thus an accurate laser output measurement can be achieved at low cost.
[0099] Note that in this Embodiment 1, there is shown the case where the angle adjusting mechanisms 7, 8 adjust the
angles θ1, θ2 of the optical separator 3; however, if the position in which the reflectivities of the optical separator 3 are
averaged with respect to the deviations Δθ of the laser beam from the optical axis 6 is found in advance, the optical
separator 3 may be fixed at that position; thus, in this case, the angle adjusting mechanisms 7, 8 for adjusting the angles
θ1, θ2 of the optical separator 3 become unnecessary.
[0100] If it is unnecessary to equip the adjusting mechanisms 7, 8, the number of components can be reduced to
thereby achieve cost reduction. Further, since the movable parts can be reduced, it is possible to enhance reliability of
the laser output measuring apparatus.

Embodiment 2.

[0101] In the above Embodiment 1, there is shown the case where the laser beam oscillated from the single laser
oscillator 1 is made incident on the lens 2; however, it may be contemplated that laser beams oscillated from a plurality
of laser oscillators are made incident on the lens 2.
[0102] Fig. 10 is a side view showing a laser output measuring apparatus according to Embodiment 2 of the present
invention. In the figure, the same reference numerals as those in Fig. 1 represent the same or equivalent parts, so that
descriptions therefor will be omitted.
[0103] In the laser output measuring apparatus of Fig. 10, N (N is an integer of 2 or more) laser oscillators 101, 102,
···, 10N are equipped.
[0104] Fig. 11 is a side view showing a state in which a beam vector VN of the laser beam oscillated from the laser
oscillator 10N is made incident at a deviated angle Δθ with respect to the optical axis 6.
[0105] In Embodiment 2, the laser beam oscillated from the N laser oscillators 101 to 10N is made incident on the lens 2.
[0106] At this time, for example, the beam vector VN of the laser beam oscillated from the laser oscillator 10N is made
incident at the deviated angle Δθ relative to the optical axis 6, as shown in Fig. 11.
[0107] The reflectivity of the optical separator 3 is calculated as described in the above Embodiment 1 from the above
formulae (1) to (3) on the basis of the angle Δθ from the optical axis 6.
[0108] Also in this Embodiment 2, similarly to the above Embodiment 1, it is possible to average reflectivities on the
optical separator 3 of the laser beams oscillated from the N laser oscillators 101 to 10N, in such a manner that angle
adjusting mechanisms 7, 8 adjust the angles θ1, θ2 of the optical separator 3 on the basis of Fig. 9 in which calculation
results by the formula (3) are shown.
[0109] Thus, even when the N laser oscillators 101 to 10N are mounted thereon, there is rendered an advantageous
effect that an intensity of the laser beam can be measured accurately without using an expensive optical separator.
[0110] It is noted that the present invention can be implemented by a free combination of the embodiments, a modi-
fication of arbitrary components of the embodiments, or an omission of arbitrary components of the embodiments, within
the scope of the invention.

INDUSTRIAL APPLICABILITY

[0111] The laser output measuring apparatus according to the present invention is suited to a case where in adjusting
an output of the laser beam oscillated from the laser oscillator, the intensity of the laser beam needs to be measured.
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DESCRIPTION OF REFERENCE NUMERALS and SIGNS

[0112] 1: laser oscillator, 2: lens, 3: optical separator, 4: diffuser plate, 5: photodetector, 6: optical axis of laser beam,
7: angle adjusting mechanism (first angle adjusting mechanism), 8: angle adjusting mechanism (second angle adjusting
mechanism), 9: straight line, 101 to 10N: laser oscillators, 101: laser oscillator, 102: optical separator, 103: photodetector,
104: optical axis of laser beam.

Claims

1. A laser output measuring apparatus comprising:

a lens that converges a laser beam incident thereon;
an optical separator that reflects a part of the laser beam according to a polarization direction of the laser beam
converged by the lens and a Fresnel reflectivity that depends on an incident angle of the laser beam; and
a photodetector that measures an intensity of the laser beam reflected by the optical separator,
wherein the optical separator is disposed in a position that is rotated by a predetermined angle about an optical
axis of the laser beam converged by the lens, and rotated by a predetermined angle about a straight line
perpendicular to the optical axis of the laser beam and an incident surface of the laser beam.

2. The laser output measuring apparatus according to Claim 1, wherein the laser beams oscillated by a plurality of
laser oscillators are made incident on the lens.

3. The laser output measuring apparatus according to Claim 1, further comprising:

a first angle adjusting mechanism that rotates the optical separator by the predetermined angle about the optical
axis of the laser beam converged by the lens; and
a second angle adjusting mechanism that rotates the optical separator by the predetermined angle about the
straight line perpendicular to the optical axis of the laser beam and the incident surface of the laser beam.

4. The laser output measuring apparatus according to Claim 3, wherein the optical separator and the photodetector
are configured integrally, and the photodetector is rotated integrally with the optical separator when the optical
separator is rotated by the first and second angle adjusting mechanisms.

5. The laser output measuring apparatus according to Claim 1, wherein the laser beam to be made incident on the
lens is a substantially linearly polarized beam.

6. The laser output measuring apparatus according to Claim 1, further comprising a diffuser plate that is disposed
between the optical separator and the photodetector, and that diffuses the laser beam reflected by the optical
separator, and makes the diffused light from the laser beam incident on the photodetector.
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