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(57) An optical signal demodulator includes: an ob-
taining unit configured to obtain a spectrum of an optical
signal generated by a second signal being superimposed
on a first signal using frequency modulation; an identify-
ing unit configured to identify a peak wavelength which

is a wavelength corresponding to a peak position of the
spectrum; and a demodulating unit configured to demod-
ulate the second signal from the optical signal using a
wavelength-variable filter to which a transmitted wave-
length band has been set based on the peak wavelength.
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Description

FIELD

[0001] The embodiments discussed herein are related
to an optical signal demodulator, an optical signal de-
modulating method, an optical signal demodulating pro-
gram, and an optical add-drop multiplexer.

BACKGROUND

[0002] With an optical network employing optical
branching/insertion or optical cross connection or the
like, a great number of optical paths are set between
multiple transmission nodes and multiple reception
nodes. Therefore, multiple optical signals having mutu-
ally different combinations of transmission node and re-
ception node may be transmitted using the same wave-
length. Accordingly, it is difficult for a reception node to
determine, just by detecting the wavelength of a received
optical signal, whether or not the optical signal thereof
has been transmitted from a desired transmission node,
that is, whether or not the received optical signal is a
desired optical signal.
[0003] Therefore, in order to enable a reception node
to confirm a transmission source of the received optical
signal, a node ID that indicates which transmission node
a principal signal has been transmitted from may be su-
perimposed on a principal signal thereof as an auxiliary
signal. Also, in order to enable a relay node to identify
which path is an optical path where the optical signal is
transmitted from, the path ID of the optical path may be
superimposed on the principal signal as the auxiliary sig-
nal.
[0004] As a technique to superimpose an auxiliary sig-
nal on a principal signal, there is a technique to super-
impose an auxiliary signal on a principal signal using fre-
quency modulation, that is, to subject a principal signal
to frequency modulation using an auxiliary signal. More
specifically, with this technique, a center frequency of the
principal signal is slightly changed by "-Δf" or "+Δf" in
response to "0" or "1" of digital information of the auxiliary
signal. For example, in the event that a transmission fre-
quency band width of the principal signal is several tens
of GHz, the magnitude of Δf is around 0.1 to 0.5 GHz. At
a reception node or relay node, a received optical signal
is subjected to filtering using a wavelength filter, trans-
mitted light after filtering is received at a photodiode to
convert this into an electric signal, thereby converting the
auxiliary signal superimposed on the principal signal into
an intensity modulated signal. Specifically, the auxiliary
signal superimposed on the principal signal by frequency
modulation of 6Δf is detected by the filtering at the wave-
length filter as a signal of which the intensity is changed
by the worth according to 6Δf. In this manner, at a re-
ception node or relay node, of the principal signal and
auxiliary signal included in the optical signal, even without
demodulating the principal signal, the auxiliary signal

alone is demodulated.
[0005] The following non-patent literatures are exam-
ples of the related art of the present disclosure.
[0006] Tanimura, Takahito; Hoshida, Takeshi; Na-
kashima, Hisao; Akiyama, Yuichi; Yan, Meng; Tao, Zhen-
ning; Rasmussen, Jens C., "In-Band FSK Supervisory
Signaling Between Adaptive Optical Transceivers Em-
ploying Digital Signal Processing", in Proceeding of
ECOC 2011, We.7.A, September 2011.
[0007] Tanimura, Takahito; Hoshida, Takeshi; Oda,
Shoichiro; Akiyama, Yuichi; Nakashima, Hisao; Aoki,
Yasuhiko; Cao, Yinwen; Yan, Meng; Tao, Zhenning; Ras-
mussen, Jens C., "Superimposition and Detection of Fre-
quency Modulated Tone for Light Path Tracing Employ-
ing Digital Signal Processing and Optical Filter", in Pro-
ceeding of OFC 2012, OW4G.4, March 2012.
[0008] In order to demodulate the auxiliary signal su-
perimposed on the principal signal by frequency modu-
lation using a wavelength filter as described above, it is
desirable to set near the center frequency of the principal
signal, that is, near the center wavelength of the principal
signal as the center wavelength of the wavelength filter.
[0009] However, in the event that precision of a light-
emitting element that a transmission node includes to
generate the principal signal is inferior, or the like, the
center wavelength of the principal signal may be inaccu-
rate by involuntarily deviating from a nominal wavelength.
Also, the center wavelength of a laser diode to be some-
times used as a light-emitting element included in a trans-
mission node is shifted to a long wavelength side as op-
eration temperature thereof increases. Therefore, along
with increase in operation temperature of the laser diode,
the center wavelength of the principal signal involuntarily
deviates from a nominal wavelength.
[0010] According to the center wavelength of the prin-
cipal signal involuntarily deviating from a nominal wave-
length, it becomes difficult to fixedly set the optimal po-
sition on the wavelength axis of the wavelength filter as
to the principal signal. Therefore, heretofore, demodula-
tion precision of the auxiliary signal superimposed on the
principal signal by frequency modulation has sometimes
deteriorated.
[0011] It has been found to be desirable to provide an
optical signal demodulator, an optical signal demodulat-
ing method, an optical signal demodulating program, and
an optical add-drop multiplexer which improve demodu-
lation precision of a second signal superimposed on a
first signal by frequency modulation.

SUMMARY

[0012] According to an aspect of the embodiment, an
optical signal demodulator includes: an obtaining unit
configured to obtain a spectrum of an optical signal gen-
erated by a second signal being superimposed on a first
signal using frequency modulation; an identifying unit
configured to identify a peak wavelength which is a wave-
length corresponding to a peak position of the spectrum;
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and a demodulating unit configured to demodulate the
second signal from the optical signal using a wavelength-
variable filter to which a transmitted wavelength band
has been set based on the peak wavelength.

BRIEF DESCRIPTION OF DRAWINGS

[0013] FIG. 1 is a functional block diagram illustrating
an example of an optical signal demodulator in a first
embodiment;
[0014] FIG. 2 is a diagram for describing processing
of the optical signal demodulator in the first embodiment;
[0015] FIG. 3 is a diagram for describing the process-
ing of the optical signal demodulator in the first embodi-
ment;
[0016] FIG. 4 is a flowchart for describing the process-
ing of the optical signal demodulator in the first embodi-
ment;
[0017] FIG. 5 is a functional block diagram illustrating
an example of an optical signal demodulator in a second
embodiment;
[0018] FIG. 6 is a diagram for describing processing
of a peak identifying unit in the second embodiment;
[0019] FIG. 7 is a flowchart for describing the process-
ing of the optical signal demodulator in the second em-
bodiment;
[0020] FIG. 8 is a functional block diagram illustrating
an example of an optical signal demodulator in a third
embodiment;
[0021] FIG. 9 is a diagram for describing processing
of a wavelength deciding unit in the third embodiment;
[0022] FIG. 10 is a flowchart for describing processing
of the optical signal demodulator in the third embodiment;
[0023] FIG. 11 is a functional block diagram illustrating
an example of an optical signal demodulator in a fourth
embodiment;
[0024] FIG. 12 is a flowchart for describing processing
of the optical signal demodulator in the fourth embodi-
ment;
[0025] FIG. 13 is a functional block diagram illustrating
an example of an optical add-drop multiplexer in a fifth
embodiment; and
[0026] FIG. 14 is a diagram illustrating a hardware con-
figuration example of an optical signal demodulator.

DESCRIPTION OF EMBODIMENTS

[0027] Hereinafter, embodiments of an optical signal
demodulator, an optical signal demodulating method, an
optical signal demodulating program, and an optical add-
drop multiplexer disclosed in the present application will
be described in detail based on the appended drawings.
Note that an optical signal demodulator, an optical signal
demodulating method, an optical signal demodulating
program, and an optical add-drop multiplexer disclosed
in the present application are not restricted to the follow-
ing embodiments. Also, a configuration having the same
function in the embodiments, and a step for performing

the same processing are denoted with the same refer-
ence numeral, and redundant description will be omitted.
[0028] FIG. 1 is a functional block diagram illustrating
an example of an optical signal demodulator in a first
embodiment. In FIG. 1, an optical signal demodulator 10
includes a wavelength-variable filter 11, a wavelength
control unit 12, an intensity detecting unit 13, a switching
unit 14, a spectrum obtaining unit 15, a peak identifying
unit 16, a wavelength deciding unit 17, and a demodu-
lating unit 18.
[0029] Input to the wavelength-variable filter 11 is an
optical signal received from a transmission node or relay
node. This optical signal is a signal generated by an aux-
iliary signal being superimposed on a principal signal by
frequency modulation at a transmission node. Specifical-
ly, a transmission node superimposes, as described
above, the auxiliary signal on the principal signal by
slightly changing the center frequency of the principal
signal by "-Δf" or "+Δf" in response to "0" or "1" of digital
information of the auxiliary signal. Also, the auxiliary sig-
nal includes, as described above, information for man-
agement of an optical network, such as a node ID or path
ID or the like.
[0030] The wavelength-variable filter 11 has a fixed
transmitted wavelength band width. Also, the wave-
length-variable filter 11 performs filtering wherein the
wavelength-variable filter 11 changes the transmitted
wavelength band by its center wavelength being control-
led by the wavelength control unit 12 to transmit light with
some wavelength of the input optical signal. The wave-
length-variable filter 11 outputs transmitted light after the
filtering to the intensity detecting unit 13.
[0031] The wavelength control unit 12 controls, as will
be described later, the center wavelength of the wave-
length-variable filter 11. Also, the wavelength control unit
12 controls, as will be described later, the switching unit
14. Also, the wavelength control unit 12 performs notifi-
cation, such as described later, on the spectrum obtain-
ing unit 15 and peak identifying unit 16.
[0032] The intensity detecting unit 13 includes a pho-
todiode as a light-receiving element for example, re-
ceives the transmitted light of the wavelength-variable
filter 11, and converts the transmitted light thereof into
an electric signal, thereby detecting an intensity of the
transmitted light. The intensity detecting unit 13 outputs
the detection result of the intensity of the transmitted light
to the switching unit 14.
[0033] The switching unit 14 switches an output desti-
nation of the detection result input from the intensity de-
tecting unit 13 to either the spectrum obtaining unit 15 or
demodulating unit 18 in accordance with control from the
wavelength control unit 12.
[0034] The spectrum obtaining unit 15 measures and
obtains a spectrum of the optical signal input to the wave-
length-variable filter 11 based on the detection result in-
put from the switching unit 14, that is, an intensity of the
transmitted light of the wavelength-variable filter 11.
[0035] The peak identifying unit 16 references the
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spectrum obtained at the spectrum obtaining unit 15 in
accordance with an instruction from the wavelength con-
trol unit 12. The peak identifying unit 16 identifies a peak
position of the spectrum obtained at the spectrum obtain-
ing unit 15, and also identifies a peak wavelength which
is a wavelength corresponding to the peak position there-
of on the wavelength axis, and informs the identified peak
wavelength to the wavelength deciding unit 17.
[0036] The wavelength deciding unit 17 decides a
wavelength to be demodulated of the auxiliary signal
(hereinafter, also referred to as "wavelength to be de-
modulated") with the peak wavelength informed from the
peak identifying unit 16 as a reference, and informs the
decided wavelength to be demodulated to the wave-
length control unit 12.
[0037] The demodulating unit 18 demodulates the aux-
iliary signal based on the detection result input from the
switching unit 14, that is, an intensity of the transmitted
light of the wavelength-variable filter 11, and outputs de-
modulation results.
[0038] FIG. 2 and FIG. 3 are diagrams for describing
processing of the optical signal demodulator 10 in the
first embodiment.
[0039] As illustrated in FIG. 2, the wavelength control
unit 12 performs sweep processing wherein the wave-
length control unit 12 sweeps a transmitted wavelength
band 111 of the wavelength-variable filter 11 on the wave-
length axis by sequentially shifting the center wavelength
λc of the wavelength-variable filter 11 on the wavelength
axis. The wavelength control unit 12 performs this sweep
processing across a wavelength band usable for trans-
mission of an optical signal in an optical network system
to which the optical signal demodulator 10 is applied, that
is, across the entire area of the transmission wavelength
band of the optical signal. Also, the wavelength control
unit 12 sequentially shifts the center wavelength λc of the
wavelength-variable filter 11 with a predetermined wave-
length interval, and informs the wavelength of each shift
point to the spectrum obtaining unit 15. The wavelength-
variable filter 11 subjects the input optical signal to filter-
ing while the center wavelength λc is being sequentially
shifted. Thus, the intensity detecting unit 13 detects in-
tensities of the optical signal with a predetermined wave-
length interval across the entire area of the transmission
wavelength band. At the time of start of the sweep
processing, the wavelength control unit 12 sets the spec-
trum obtaining unit 15 side as an output destination of
the switching unit 14, and accordingly, intensities of the
optical signals detected by the sweep processing are se-
quentially input to the spectrum obtaining unit 15 along
with the sweep processing. The spectrum obtaining unit
15 stores each intensity of the optical signals detected
by the sweep processing in a manner correlated with
each shift point of the center wavelength λc of the wave-
length-variable filter 11.
[0040] Accordingly, at the time of completion of the
sweep processing, intensities of the optical signal across
the entire area of the transmission wavelength band have

been stored, and the spectrum obtaining unit 15 meas-
ures and obtains, for example, a spectrum 151 as illus-
trated in FIG. 2 from change in the stored intensities.
Note that, FIG. 2 illustrates, as an example, a case where
the optical signal input to the wavelength-variable filter
11 is light obtained by three optical signals having a mu-
tually different wavelength being multiplexed by wave-
length division multiplexing (WDM).
[0041] The wavelength control unit 12 switches, after
completion of the sweep processing, the output destina-
tion of the switching unit 14 to the demodulating unit 18
side, and also outputs a completion notification of the
sweep processing to the peak identifying unit 16 as a
start instruction of peak identifying processing.
[0042] When receiving a completion notification of the
sweep processing from the wavelength control unit 12,
the peak identifying unit 16 references the spectrum 151
obtained at the spectrum obtaining unit 15. For example,
as illustrated in FIG. 2, the peak identifying unit 16 iden-
tifies peak positions p1, p2, and p3 of the spectrum 151,
and also identifies peak wavelengths λp1, λp2, and λp3
which are wavelengths corresponding to these peak po-
sitions p1, p2, and p3 on the wavelength axis, respec-
tively. The peak identifying unit 16 informs the identified
peak wavelengths λp1, λp2, and λp3 to the wavelength
deciding unit 17.
[0043] The wavelength deciding unit 17 which has re-
ceived the notification of the peak wavelengths λp1, λp2,
and λp3 decides a wavelength to be demodulated with
the peak wavelengths λp1, λp2, and λp3 as a reference.
For example, in the event that the auxiliary signal super-
imposed on the principal signal having the peak position
p2 is an object to be demodulated, the wavelength de-
ciding unit 17 decides, as illustrated in FIG. 3, a wave-
length position that has been offset from the peak wave-
length λp2 by predetermined amount +Δλoff1 as a wave-
length to be demodulated with the peak wavelength λp2
as a reference. The wavelength deciding unit 17 then
informs the determined wavelength to be demodulated
"λp2 + Δλoff1" to the wavelength control unit 12.
[0044] The wavelength control unit 12 moves the cent-
er wavelength λc of the wavelength-variable filter 11 to
"λp2 + Δλoff1" which is the wavelength to be demodulated
decided by the wavelength deciding unit 17, and fixes
this. The wavelength-variable filter 11 of which the center
wavelength λc has been fixed to "λp2 + Δλoff1" subjects
the input optical signal to filtering.
[0045] The principal signal is a signal subjected to fre-
quency modulation using the auxiliary signal as de-
scribed above. Accordingly, in response to the center
frequency of the principal signal having the peak position
p2 being changed by "-Δf" or "+Δf" over time, as illustrated
in FIG. 3, the center wavelength of the principal signal is
changed by "-Δf" or "+Δf" over time. The magnitudes of
"-Δλ" and "+Δλ" correspond to the magnitudes of "-Δf" or
"+Δf". The wavelength-variable filter 11 then subjects the
principal signal of which the center wavelength is
changed by "-Δλ" and "+Δλ" to filtering. Therefore, when
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fixing the center wavelength λc of the wavelength-varia-
ble filter 11 to a wavelength position that has been offset
from the peak wavelength λp2 by predetermined amount
+Δλoff1, as illustrated in FIG. 3, an intensity pw1 is de-
tected at the intensity detecting unit 13 as an intensity of
the principal signal changed by -Δλ. Also, similarly, at the
intensity detecting unit 13, as illustrated in FIG. 3, an
intensity pw2 greater than the intensity pw1 is detected
as an intensity of the principal signal changed by +Δλ. In
this manner, the auxiliary signal superimposed on the
principal signal by frequency modulation of 6Δf is detect-
ed by the filtering at the wavelength-variable filter 11 as
a signal of which the intensity is changed by the worth
according to 6Δf. That is to say, at the intensity detecting
unit 13, the auxiliary signal superimposed on the principal
signal by frequency modulation is converted into an in-
tensity modulated signal. At this time, the output desti-
nation of the switching unit 14 is set to the demodulating
unit 18 side, and accordingly, the intensities pw1 and
pw2 sequentially detected by the intensity detecting unit
13 over time are input to the demodulating unit 18.
[0046] The demodulating unit 18 demodulates the aux-
iliary signal based on the intensities pw1 and pw2. The
magnitudes of the intensities pw1 and pw2 correspond
to the magnitudes of -Δλ and +Δλ, respectively. Also, the
magnitudes of -Δλ and +Δλ correspond to the magnitudes
of -Δf and +Δf, respectively. Also, -Δf and +Δf correspond
to "0" and "1" of the digital information of the auxiliary
signal, as described above, respectively. Therefore, the
demodulating unit 18 demodulates the auxiliary signal
with the intensity pw1 as information of "0" and with the
intensity pw2 as information of "1", and outputs demod-
ulation results made up of a bit string of "0" and "1". In
this manner, demodulation of the auxiliary signal is per-
formed with the wavelength to be demodulated decided
by the wavelength deciding unit 17 with the peak wave-
length λp2 as a reference. That is to say, the demodulating
unit 18 demodulates the auxiliary signal using the trans-
mitted light of the wavelength-variable filter 11 of which
the center wavelength λc has been fixed to "λp2 + Δλoff1".
Also, the demodulation results output from the demodu-
lating unit 18 include information for management of an
optical network such as a node ID or path ID or the like
represented with a bit string of "0" and "1".
[0047] A flow of the above series of processing may
be illustrated as follows. FIG. 4 is a flowchart for describ-
ing processing of the optical signal demodulator 10 in the
first embodiment.
[0048] First, the wavelength control unit 12 sets the
center wavelength λc of the wavelength-variable filter 11
as a start position on the wavelength axis (step S21).
This start position is a wavelength serving as the origin
of the sweep processing. Accordingly, it is desirable to
set the shortest wavelength within the transmission
wavelength band of the optical signal as the start position.
[0049] Next, the intensity detecting unit 13 detects an
intensity of the transmitted light of the wavelength-vari-
able filter 11, and the spectrum obtaining unit 15 stores

the intensity detected by the intensity detecting unit 13
(step S22).
[0050] Next, the wavelength control unit 12 determines
whether to have swept the center wavelength λc of the
wavelength-variable filter 11 across the entire area of the
transmission wavelength band of the optical signal, that
is, whether or not the sweep processing has been com-
pleted (step S23).
[0051] In the event that the sweep processing has not
been completed (No in step S23), the wavelength control
unit 12 shifts the center wavelength λc of the wavelength-
variable filter 11 on the wavelength axis by predeter-
mined amount (step S24), and the processing returns to
step S22. The processing in steps S22 to S24 is repeat-
edly performed until the sweep processing is completed.
[0052] At the time of completion of the sweep process-
ing, intensities of the optical signal across the entire area
of the transmission wavelength band have been stored
in the spectrum obtaining unit 15. In the event that the
sweep processing has been completed (Yes in step S23),
the peak identifying unit 16 measures and obtains a spec-
trum from change in the stored intensities (step S25).
[0053] Next, the peak identifying unit 16 identifies a
peak position of the spectrum, and also identifies a peak
wavelength corresponding to the peak position thereof
on the wavelength axis (step S26).
[0054] Next, the wavelength deciding unit 17 decides
a wavelength to be demodulated with the peak wave-
length as a reference, and the wavelength control unit
12 fixes the center wavelength λc of the wavelength-var-
iable filter 11 to the wavelength to be demodulated (step
S27).
[0055] Next, the intensity detecting unit 13 detects an
intensity of the transmitted light of the wavelength-vari-
able filter 11 of which the center wavelength λc has been
fixed to the wavelength to be demodulated (step S28).
The Intensity detection result in step S28 is input to the
demodulating unit 18.
[0056] Next, the demodulating unit 18 demodulates the
auxiliary signal based on the intensity detected in step
S28 (step S29).
[0057] As described above, according to the first em-
bodiment, at the optical signal demodulator 10, the spec-
trum obtaining unit 15 obtains a spectrum of the optical
signal generated by the auxiliary signal being superim-
posed on the principal signal by frequency modulation.
The peak identifying unit 16 identifies a peak wavelength
which is a wavelength corresponding to the peak position
of the spectrum obtained by the spectrum obtaining unit
15, on the wavelength axis. The wavelength deciding unit
17 decides a wavelength to be demodulated with the
peak wavelength identified by the peak identifying unit
16 as a reference. The demodulating unit 18 demodu-
lates the auxiliary signal with the wavelength to be de-
modulated of the optical signal decided by the wave-
length deciding unit 17 with the peak wavelength deter-
mined by the peak identifying unit 16 as a reference.
Thus, the peak wavelength of the spectrum is usually
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equal to the center wavelength of the principal signal,
and accordingly, even when the center wavelength of the
principal signal deviates from a nominal wavelength, the
wavelength to be demodulated may be adjusted by being
changed according to the deviation thereof, and the op-
timal wavelength position is decided for the wavelength
to be demodulated. Accordingly, demodulation precision
of the auxiliary signal superimposed on the principal sig-
nal by frequency modulation is improved. Also, the wave-
length to be demodulated is decided with the peak wave-
length identified by the peak identifying unit 16 as a ref-
erence, and accordingly, the auxiliary signal is demodu-
lated even when the nominal wavelength of the principal
signal is unknown.
[0058] Also, the intensity detecting unit 13 detects an
intensity of the transmitted light of the wavelength-vari-
able filter 11. The wavelength control unit 12 performs
sweep processing wherein the transmitted wavelength
band of the wavelength-variable filter 11 is swept on the
wavelength axis to have the spectrum obtaining unit 15
obtain a spectrum. On the other hand, the wavelength
control unit 12 fixes the center wavelength of the wave-
length-variable filter 11 to the wavelength to be demod-
ulated, after completion of the sweep processing. The
demodulating unit 18 demodulates the auxiliary signal
based on the intensity of the transmitted light of the wave-
length-variable filter 11 of which the center wavelength
has been fixed to the wavelength to be demodulated.
Thus, the auxiliary signal superimposed on the principal
signal by frequency modulation is converted into an in-
tensity modulated signal, and accordingly, the auxiliary
signal is demodulated with relatively simple processing
such as filtering by the wavelength-variable filter 11, and
intensity detection by the intensity detecting unit 13.
[0059] Also, the wavelength deciding unit 17 decides
a wavelength position that has been offset from the peak
wavelength identified by the peak identifying unit 16 by
predetermined amount as the wavelength to be demod-
ulated. Thus, width of change in the intensity of the aux-
iliary signal converted into the intensity modulated signal
increases, and accordingly, demodulation sensitivity of
the auxiliary signal is improved.
[0060] Also, the wavelength-variable filter 11 subjects
the optical signal to filtering in both at the time of obtaining
a spectrum by the spectrum obtaining unit 15 and at the
time of demodulating the auxiliary signal by the demod-
ulating unit 18. Similarly, the intensity detecting unit 13
detects an intensity of the transmitted light of the wave-
length-variable filter 11 in both at the time of obtaining a
spectrum by the spectrum obtaining unit 15 and at the
time of demodulating the auxiliary signal by the demod-
ulating unit 18. That is to say, the wavelength-variable
filter 11 is shared in both of for obtaining a spectrum and
for demodulating the auxiliary signal. Similarly, the inten-
sity detecting unit 13 is shared in both of for obtaining a
spectrum and for demodulating the auxiliary signal. In
this manner, one optical component is shared for multiple
usages, thereby reducing the number of optical compo-

nents included in the optical signal demodulator 10.
[0061] Also, the wavelength-variable filter 11 and in-
tensity detecting unit 13 are also provided to an existing
optical channel monitor (OCM). Therefore, the wave-
length-variable filter 11 and intensity detecting unit 13
are shared between the optical channel monitor and the
optical signal demodulator 10. Thus, in order to realize
the optical signal demodulator 10, additional optical com-
ponents are not used. Accordingly, it is desirable to im-
plement the first embodiment by combing an existing op-
tical channel monitor and the optical signal demodulator
10.
[0062] Also, with an existing optical channel monitor,
intensity detection of each optical channel is performed
using the wavelength-variable filter 11 and intensity de-
tecting unit 13. Therefore, the first embodiment is imple-
mented by combining an existing optical channel monitor
and the optical signal demodulator 10, thereby perform-
ing intensity detection of an optical channel by the optical
channel monitor and intensity detection for obtaining a
spectrum by the optical signal demodulator 10 at the
same time. That is to say, part of processing to be per-
formed at the optical signal demodulator 10, and part of
processing to be performed at the existing optical chan-
nel monitor are overlapped. Accordingly, both are effec-
tively operated by combining the existing optical channel
monitor and optical signal demodulator 10 to implement
the first embodiment.
[0063] Also, with the first embodiment, obtaining of a
spectrum is performed by the sweep processing of the
wavelength-variable filter 11, and after obtaining of a
spectrum, the center wavelength of the wavelength-var-
iable filter 11 is fixed to the wavelength to be demodulat-
ed, thereby performing intensity detection for demodu-
lating the auxiliary signal. Also, even with the existing
optical channel monitor, the sweep processing of the
wavelength-variable filter 11 is performed. Therefore, in
the event of implementing the first embodiment by com-
bining the existing optical channel monitor and optical
signal demodulator 10, the sweep processing for the op-
tical channel monitor and the sweep processing for the
optical signal demodulator 10 are performed at the same
time. On the other hand, intensity detection for demod-
ulating the auxiliary signal is performed separately from
the sweep processing. Therefore, with the first embodi-
ment, at the time of performing intensity detection for
demodulating the auxiliary signal, the center wavelength
of the wavelength-variable filter 11 is fixed to the wave-
length to be demodulated for a long time, and according-
ly, the intensity detecting unit 13 detects an intensity of
the optical signal with the same wavelength for many
hours. Accordingly, the first embodiment is an effective
embodiment in the even that information volume of the
auxiliary signal is relatively large.
[0064] With a second embodiment, a peak wavelength
is identified based on frequency components of an inten-
sity of an optical signal.
[0065] FIG. 5 is a functional block diagram illustrating
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an example of an optical signal demodulator in the sec-
ond embodiment. In FIG. 5, an optical signal demodulator
30 includes a peak identifying unit 31 instead of the peak
identifying unit 16 in the first embodiment (FIG. 1). Note
that a wavelength control unit 12 illustrated in FIG. 5 does
not have to output a completion notification of the sweep
processing to the peak identifying unit 31.
[0066] Sequentially input to the peak identifying unit
31 is an intensity of the optical signal detected by the
intensity detecting unit 13 along with the sweep process-
ing being performed at the wavelength-variable filter 11.
The peak identifying unit 31 extracts frequency compo-
nents from intensities being sequentially input, and ob-
serves change in the changing frequency components
along with elapse of the sweep processing. This extrac-
tion of frequency components is performed using fast
Fourier transform (FFT), for example. The peak identify-
ing unit 31 identifies a peak wavelength based on high-
harmonic components of the intensities. Specifically, the
peak identifying unit 31 identifies a peak wavelength as
follows. FIG. 6 is a diagram for describing processing of
the peak identifying unit 31 in the second embodiment.
[0067] In the event that an optical signal is generated
by the auxiliary signal being superimposed on the prin-
cipal signal by frequency modulation, the peak wave-
length agrees with a wavelength whereby a secondary
high-harmonic component of an intensity of the optical
signal becomes the maximum. Therefore, with Specific
Example 1, the peak identifying unit 31 identifies a wave-
length whereby the secondary high-harmonic compo-
nent of an intensity of the optical signal becomes the
maximum as a peak wavelength. For example, along with
the sweep processing, as illustrated in FIG. 6, let us say
that frequency components 311 to 313 of an intensity
have been observed at wavelengths of three points of λ1
to λ3 (λ1 < λ2 < λ3), respectively. The peak identifying
unit 31 identifies a frequency double a basic frequency
f0, that is, a wavelength whereby the intensity becomes
the maximum at a secondary high-harmonic 2f0 as a peak
wavelength. In FIG. 6, for example, of the frequency com-
ponents 311 to 313 of the intensity, the secondary high-
harmonic component becomes the maximum with the
frequency component 312. Therefore, the peak identify-
ing unit 31 identifies the wavelength λ2 as a peak wave-
length.
[0068] As illustrated in FIG. 6, frequency components
311 and 313 of two points on both sides of the frequency
component 312 whereby the secondary high-harmonic
component becomes the maximum are symmetric. In
other words, in the event that an optical signal is gener-
ated by the auxiliary signal being superimposed on the
principal signal by frequency modulation, frequency com-
ponents of the intensities at the wavelengths of two points
on both sides of the peak wavelength are symmetric be-
tween two points thereof. Therefore, with Specific Exam-
ple 2, the peak identifying unit 31 identifies an interme-
diate point of two points where frequency components
of an intensity of the optical signal are symmetric on the

wavelength axis as a peak wavelength. For example, in
FIG. 6, frequency components of wavelengths of two
points, that is, the frequency component 311 of the wave-
length λ1 and the frequency component 313 of the wave-
length λ3 are symmetric. Also, for example, let us say
that the wavelength λ2 is in an intermediate point between
the wavelength λ1 and wavelength λ3. Therefore, the
peak identifying unit 31 identifies the wavelength λ2 which
is an intermediate point between the wavelength λ1 and
wavelength λ3 as a peak wavelength.
[0069] FIG. 7 is a flowchart for describing processing
of the optical signal demodulator 30 in the second em-
bodiment.
[0070] The peak identifying unit 31 extracts and stores
frequency components from an intensity of the transmit-
ted light of the wavelength-variable filter 11, and ob-
serves change in the changing frequency components
along with elapse of the sweep processing (step S32).
[0071] Next, the peak identifying unit 31 identifies a
peak wavelength based on high-harmonic components
of the intensities, for example, as with Specific Example
1 or Specific Example 2 (step S33).
[0072] As described above, according to the second
embodiment, the peak identifying unit 31 identifies a peak
wavelength based on frequency components of intensi-
ties of the optical signal. Thus, the peak identifying unit
31 may identify a peak wavelength without awaiting com-
pletion of the sweep processing of the wavelength-vari-
able filter 11, that is, in the middle of the sweep process-
ing, thereby quickening timing for identifying a peak
wavelength as compared to the first embodiment.
[0073] With a third embodiment, offset amount from a
peak wavelength at the time of deciding the wavelength
to be demodulated is calculated based on a spectrum.
[0074] FIG. 8 is a functional block diagram illustrating
an example of an optical signal demodulator in the third
embodiment. In FIG. 8, an optical signal demodulator 40
includes a wavelength deciding unit 41 instead of the
wavelength deciding unit 17 (FIG. 1) in the first embod-
iment. Note that, of processing in the wavelength decid-
ing unit 41, other than described below is the same as
the processing in the wavelength deciding unit 17 in the
first embodiment.
[0075] The peak wavelength identified by the peak
identifying unit 16 is informed from the peak identifying
unit 16 to the wavelength deciding unit 41. Upon the peak
wavelength being informed from the peak identifying unit
16, the wavelength deciding unit 41 references the spec-
trum obtained at the spectrum obtaining unit 15. The
wavelength deciding unit 41 then decides the wavelength
to be demodulated based on the spectrum with the peak
wavelength as a reference.
[0076] FIG. 9 is a diagram for describing processing
of the wavelength deciding unit 41 in the third embodi-
ment.
[0077] In the event of the auxiliary signal being super-
imposed on the principal signal by frequency modulation,
a point where width of change in an intensity of the aux-
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iliary signal converted into an intensity modulated signal
as with the first embodiment becomes the maximum is
a point where inclination of the spectrum becomes the
maximum, that is, a point where a differential coefficient
in a spectrum becomes the maximum. For example, as
illustrated in FIG. 9, let us say that, with a spectrum 411
of which the peak wavelength is λp2, a differential coef-
ficient in a point 413 is greater than a differential coeffi-
cient in a point 412, and also, the differential coefficient
in the point 413 is the maximum on the spectrum 411.
Accordingly, upon the wavelength to be demodulated be-
ing decided as a wavelength λ413 corresponding to the
point 413, the width of change in an intensity of the aux-
iliary signal converted into the intensity modulated signal
becomes the maximum.
[0078] On the other hand, when deciding a wavelength
of which the intensity of the optical signal is too small as
the wavelength to be demodulated, there is a possibility
that an intensity of the auxiliary signal converted into the
intensity modulated signal will not be detected.
[0079] Therefore, the wavelength deciding unit 41 de-
cides, as illustrated in FIG. 9, the wavelength λ413 cor-
responding to the point 413 where, with the spectrum
411, of intensities equal to or greater than a threshold
Th, the differential coefficient becomes the maximum, as
the wavelength to be demodulated. Accordingly, the
wavelength to be demodulated becomes, as illustrated
in FIG. 9, a wavelength "λp2 + Δλoff2" that has been offset
from the peak wavelength λp2 by +Δλoff2 which is offset
amount. The wavelength deciding unit 41 outputs the de-
cided wavelength to be demodulated "λp2 + Δλoff2" to the
wavelength control unit 12.
[0080] The wavelength control unit 12 fixes the center
wavelength λc of the wavelength-variable filter 11 to "λp2
+ Δλoff2" which is the wavelength to be demodulated de-
cided by the wavelength deciding unit 41. The wave-
length-variable filter 11 of which the center wavelength
λc has been fixed to the wavelength to be demodulated
"λp2 + Δλoff2" subjects an optical signal to be input to
filtering.
[0081] FIG. 10 is a flowchart for describing processing
of the optical signal demodulator 40 in the third embod-
iment.
[0082] The wavelength deciding unit 41 decides the
wavelength to be demodulated with the peak wavelength
as a reference in accordance with the threshold Th of the
intensity of the spectrum, and the differential coefficient
of the spectrum, and the wavelength control unit 12 fixes
the center wavelength λc of the wavelength-variable filter
11 to the wavelength to be demodulated (step S42).
[0083] As described above, according to the third em-
bodiment, the wavelength deciding unit 41 decides a
wavelength position corresponding to a point where with
the spectrum, of intensities equal to or greater than the
threshold, the differential coefficient becomes the maxi-
mum, as the wavelength to be demodulated. Thus, the
width of change in an intensity of the auxiliary signal con-
verted into the intensity modulated signal becomes the

maximum, and accordingly, demodulation sensitivity of
the auxiliary signal is further improved as compared to
the first embodiment.
[0084] With a fourth embodiment, intensity detection
for demodulating the auxiliary signal is performed along
with the sweep processing for obtaining of a spectrum.
[0085] FIG. 11 is a functional block diagram illustrating
an example of an optical signal demodulator in the fourth
embodiment. In FIG. 11, an optical signal demodulator
50 includes a wavelength control unit 51, a peak identi-
fying unit 52, a wavelength deciding unit 53, and a de-
modulating unit 54 instead of the wavelength control unit
12, peak identifying unit 16, wavelength deciding unit 17,
and demodulating unit 18 (FIG. 1) in the first embodiment.
On the other hand, the optical signal demodulator 50
does not include the switching unit 14 (FIG. 1) in the first
embodiment.
[0086] The wavelength control unit 51 performs the
same sweep processing as the sweep processing per-
formed by the wavelength control unit 12 in the first em-
bodiment. Specifically, the wavelength control unit 51 se-
quentially shifts, in the same way as with the first embod-
iment, the center wavelength λc of the wavelength-vari-
able filter 11 with a predetermined wavelength interval,
and informs the wavelength of each shift point to the
spectrum obtaining unit 15 and demodulating unit 54.
[0087] However, the wavelength control unit 51 per-
forms sweep processing at slower speed than the speed
of the sweep processing performed by the wavelength
control unit 12 in the first embodiment. For example, with
the first embodiment, it is enough to obtain a minimum
number of intensity detection results whereby a spectrum
of the optical signal is obtainable, and accordingly, the
wavelength control unit 12 sequentially shifts the center
wavelength λc of the wavelength-variable filter 11 at high
speed. For example, the wavelength control unit 12 in
the first embodiment performs minimum time sweep
processing such that about one intensity detection result
is obtained at each point where the center wavelength
λc of the wavelength-variable filter 11 is sequentially shift-
ed. On the other hand, the wavelength control unit 51
performs sweep processing over fixed time such that
about 100 intensity detection results are obtained at each
point where the center wavelength λc of the wavelength-
variable filter 11 is sequentially shifted. That is to say,
the wavelength control unit 51 delays the speed of the
sweep processing as compared to the wavelength con-
trol unit 12 in the first embodiment. Further, it is desirable
for the wavelength control unit 51 to reduce the shift in-
terval of the center wavelength λc of the wavelength-var-
iable filter 11 as compared to the wavelength control unit
12 in the first embodiment. Thus, with the intensity de-
tecting unit 13, at each point on the wavelength axis, a
sufficient number of intensities of the optical signal are
detected such that the center wavelength is changed at
each point on the wavelength axis by 6Δλ along with
elapse of time. The intensity detecting unit 13 outputs
multiple intensities detected at the shift points on the
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wavelength axis to the spectrum obtaining unit 15 and
demodulating unit 54.
[0088] The spectrum obtaining unit 15 stores an inten-
sity first detected at each shift point of multiple intensities
detected at the shift points on the wavelength axis in a
manner correlated with each shift point. On the other
hand, the demodulating unit 54 stores all of the multiple
intensities detected at the shifts points on the wavelength
axis in a manner correlated with each shift point.
[0089] The wavelength control unit 51 outputs, after
completion of the sweep processing, a completion noti-
fication of the sweep processing to the peak identifying
unit 52 as a start instruction of peak identifying process-
ing.
[0090] Upon receiving the completion notification of
the sweep processing from the wavelength control unit
51, the peak identifying unit 52 identifies a peak wave-
length in the same way as with the first embodiment, and
informs the identified peak wavelength to the wavelength
deciding unit 53.
[0091] Upon receiving a notification of the peak wave-
length from the peak identifying unit 52, the wavelength
deciding unit 53 decides the wavelength to be demodu-
lated with the informed peak wavelength as a reference,
and informs the decided wavelength to be demodulated
to the demodulating unit 54. The wavelength deciding
unit 53 decides a wavelength position that has been offset
from the peak wavelength by predetermined amount as
the wavelength to be demodulated with the peak wave-
length as a reference.
[0092] The demodulating unit 54 demodulates the aux-
iliary signal based on multiple intensities restricted to the
wavelength to be demodulated of intensities detected
along with the sweep processing and stored in the de-
modulating unit 54.
[0093] Here, intensities detected by the intensity de-
tecting unit 13 are multiple intensities detected at the
points where the center wavelength λc of the wavelength-
variable filter 11 has sequentially been shifted. Therefore,
the multiple intensities for each shift point are, in the same
way as with the first embodiment (FIG. 3), the intensity
pw1 or intensity pw2 greater than the intensity pw1. In
this manner, the auxiliary signal superimposed on the
principal signal by frequency modulation of 6Δf is, along
with the sweep processing, by the filtering at the wave-
length-variable filter 11, detected as a signal of which the
intensity is changed by the worth according to 6Δf.
Therefore, the demodulating unit 54 demodulates, in the
same way as with the first embodiment, the auxiliary sig-
nal with the intensity pw1 as information of "0" and with
the intensity pw2 as information of "1", and outputs the
demodulation result.
[0094] FIG. 12 is a flowchart for describing processing
of the optical signal demodulator 50 in the fourth embod-
iment.
[0095] With a processing loop in step S54 to step S24,
the intensity detecting unit 13 detects an intensity of the
transmitted light of the wavelength-variable filter 11, and

the spectrum obtaining unit 15 and demodulating unit 54
store the intensity detected by the intensity detecting unit
13 (step S54).
[0096] Upon the peak wavelength being identified by
the peak identifying unit 52 (step S26), the wavelength
deciding unit 53 decides the wavelength to be demodu-
lated with the peak wavelength as a reference (step S55).
[0097] Next, the demodulating unit 54 demodulates the
auxiliary signal based on multiple intensities restricted to
the wavelength to be demodulated of the intensities
stored in step S54 (step S56).
[0098] As described above, according to the fourth em-
bodiment, with the optical signal demodulator 50, the
spectrum obtaining unit 15 obtains a spectrum of the op-
tical signal generated by the auxiliary signal being super-
imposed on the principal signal by frequency modulation.
The peak identifying unit 52 identifies a peak wavelength
which is a wavelength corresponding to a peak position
of the spectrum obtained by the spectrum obtaining unit
15, on the wavelength axis. The wavelength deciding unit
53 decides the wavelength to be demodulated with the
peak wavelength identified by the peak identifying unit
52 as a reference. The demodulating unit 54 demodu-
lates the auxiliary signal with the wavelength to be de-
modulated of the optical signal decided by the wave-
length deciding unit 53 with the peak wavelength identi-
fied by the peak identifying unit 52 as a reference. Thus,
in the same way as with the first embodiment, in order
to decide the optimal wavelength position as the wave-
length to be demodulated, demodulation precision of the
auxiliary signal superimposed on the principal signal by
frequency modulation is improved. Also, even when the
nominal wavelength of the principal signal is unknown,
the demodulating unit 54 demodulates the auxiliary sig-
nal.
[0099] Also, the intensity detecting unit 13 detects an
intensity of the transmitted light of the wavelength-vari-
able filter 11. The wavelength control unit 51 performs
sweep processing wherein the transmitted wavelength
band of the wavelength-variable filter 11 is swept on the
wavelength axis to have the spectrum obtaining unit 15
obtain a vector. The demodulating unit 54 demodulates
the auxiliary signal based on some intensities of the
wavelength to be demodulated of multiple intensities de-
tected by the intensity detecting unit 13 according to the
sweep processing. In short, with the fourth embodiment,
intensity detection for demodulating the auxiliary signal
is performed along with the sweep processing for obtain-
ing a spectrum. That is to say, intensity detection for de-
modulating the auxiliary signal, and intensity detection
for obtaining a spectrum are performed together at one-
time sweep processing. Therefore, in the event of imple-
menting the fourth embodiment by combining an existing
optical channel monitor and optical signal demodulator
50, when delaying the speed of the sweep processing,
it takes time to obtain a spectrum for the optical channel
monitor. On the other hand, the optical channel monitor
intends to obtain intensities across the entire area of the
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transmission wavelength band of the optical signal as
soon as possible, and accordingly, time taken for the
sweep processing for detecting an intensity for demod-
ulating the auxiliary signal is restricted. Now, in the event
that information volume for the auxiliary signal is relative-
ly small, time taken for detecting multiple intensities at
each point where the center wavelength λc of the wave-
length-variable filter 11 is sequentially shifted is sup-
pressed in a small amount of time. Also, when time taken
for detecting multiple intensities at each point where the
center wavelength λc of the wavelength-variable filter 11
is sequentially shifted is suppressed in a small amount
of time, the optical channel monitor may obtain intensities
across the entire area of the transmission wavelength
band of the optical signal in a relatively small amount of
time from start of the sweep processing. Accordingly, the
fourth embodiment is an embodiment advantageous to
a case where information volume of the auxiliary signal
is relatively small.
[0100] Also, with the fourth embodiment, intensity de-
tection for demodulating the auxiliary signal is performed
along with the sweep processing for obtaining a spec-
trum, and accordingly, as with the first embodiment, after
completion of the sweep processing, processing for mov-
ing the center wavelength of the wavelength-variable fil-
ter 11 to the wavelength to be demodulated and fixing
thereto is further omissible. Therefore, the wavelength
control unit 51 does not perform control of the center
wavelength of the wavelength-variable filter 11 to detect
an intensity for demodulating the auxiliary signal after
completion of the sweep processing. Therefore, accord-
ing to the fourth embodiment, processing volume used
for control of the center wavelength of the wavelength-
variable filter 11 is reduced as compared to the first em-
bodiment.
[0101] Note that, in order to suppress obtaining of a
spectrum for the optical channel monitor in a small
amount of time, as compared to time for the sweep
processing in the first embodiment, the sweep process-
ing may be performed with time equivalent thereto, or
with slightly slower time. In this case, the demodulating
unit 54 stores all of intensities detected by the intensity
detecting unit 13 along with the sweep processing. The
demodulating unit 54 then extracts modulated compo-
nents according to frequency modulation from the inten-
sities restricted to the wavelength to be demodulated of
the intensities detected along with the sweep processing
using signal processing, and demodulates the auxiliary
signal thereby. In short, in this case as well, the demod-
ulating unit 54 demodulates the auxiliary signal based on
some intensities of the wavelength to be demodulated of
multiple intensities detected by the intensity detecting
unit 13 according to the sweep processing. In this man-
ner, as compared to time for the sweep processing in the
first embodiment, the sweep processing may be per-
formed with time equivalent thereto, or with slightly slow-
er time, thereby performing obtaining of a spectrum for
the optical channel monitor in a small amount of time.

[0102] With a fifth embodiment, description will be
made regarding an optical add-drop multiplexer to which
the optical signal demodulators in the embodiments (first
to fourth embodiments) have been applied. FIG. 13 is a
functional block diagram illustrating an example of an
optical add-drop multiplexer in the fifth embodiment. In
FIG. 13, an optical add-drop multiplexer called an optical
add/drop multiplexer (OADM) 70 includes optical cou-
plers 71-1 to 71-16, optical amplifiers 72-1 to 72-8, and
optical couplers 73-1 to 73-4. Also, the optical add-drop
multiplexer 70 includes wavelength selectable switches
(WSS) 74-1to 74-4, and multicast switches (MCS) 75-1
and 75-2. Also, the optical add-drop multiplexer 70 in-
cludes an optical switch 75, an optical signal demodulator
60, and an ID detecting unit 76.
[0103] The optical add-drop multiplexer 70 is disposed
at a branching point on a ring optical network, for exam-
ple. The optical add-drop multiplexer 70 transmits an op-
tical signal obtained by multiple optical signals having a
mutually different wavelength being multiplexed by WDM
(hereinafter, may be referred to as "WDM signal") from
WEST side to EAST side of the optical network, or from
EAST side to WEST side.
[0104] The optical couplers 71-1 to 71-16 and optical
couplers 73-1 to 73-4 branch one input optical signal into
multiple routes and output these, or combine multiple in-
put optical signals and output this.
[0105] The optical amplifiers 72-1 to 72-8 amplify in-
tensity of input optical signals.
[0106] The wavelength selectable switches 74-3 and
74-4 select an optical signal having a desired wavelength
from the input WDM signal, and output this. The wave-
length selectable switches 74-1 and 74-2 output a WDM
signal obtained by inserting the optical signals output
from the couplers 73-3 and 73-4 into a desired optical
signal selected from the input WDM signal.
[0107] The multicast switches 75-1 and 75-2 have mul-
tiple input ports and multiple output ports. The multicast
switches 75-1 and 75-2 output an optical signal input to
a particular input port to a particular output port by chang-
ing a connection state of an input port and an output port
between the multiple input ports and multiple output
ports. An optical signal output to Drop side from the mul-
ticast switch 75-1 is input to a transponder (not illustrat-
ed). Also, with the multicast switch 75-2, an optical signal
output from the transponder (not illustrated) is input from
Add side.
[0108] The optical switch 76 outputs, of optical signals
input from the optical couplers 71-1 to 71-16, only an
optical signal instructed by a control signal to the optical
signal demodulator 60.
[0109] The optical signal demodulator 60 is one of the
optical signal demodulators 10, 30, 40, and 50.
[0110] The ID detecting unit 77 to which demodulation
results at the optical signal demodulator 60 are input de-
tects a node ID or path ID included in the auxiliary signal
from the demodulation results thereof.
[0111] Hereinafter, as an example, description will be
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made regarding a case where the optical add-drop mul-
tiplexer 70 receives the WDM signal transmitted from
WEST side. Also, each optical signal multiplexed in the
WDM signal includes the principal signal and the auxiliary
signal superimposed on the principal signal by frequency
modulation. Also, let us say that three principal signals
with wavelengths λ1, λ2, and λ3 have been multiplexed
in the WDM signal, the auxiliary signals include a node
ID, and the principal signal with the wavelength λ2 is se-
lected from the WDM signal and output to the optical
amplifier 72-5 by the wavelength selectable switch 74-3.
Also, let us say that, with the multicast switch 75-1, the
principal signal with the wavelength λ2 input to an input
port connected to the optical coupler 71-5 is output to an
output port connected to the optical coupler 71-9.
[0112] First, the optical switch 76 is controlled by a con-
trol signal so as to select an input WDM signal from the
optical coupler 71-1. The WDM signal input from WEST
side is branched to the optical switch 76 and optical am-
plifier 72-1 by the optical coupler 71-1. The optical switch
76 outputs the input WDM signal to the optical signal
demodulator 60. The optical signal demodulator 60 ob-
tains, as with the above embodiments, a spectrum of the
WDM signal, and identifies a peak of the obtained spec-
trum. In the event that three principal signals with wave-
lengths λ1, λ2, and λ3 have been multiplexed in the WDM
signal, the optical signal demodulator 60 identifies peak
wavelengths λp1, λp2, and λp3 of the three principal sig-
nals with wavelengths λ1, λ2, and λ3, respectively. The
optical signal demodulator 60 then demodulates, as with
the above embodiments, three auxiliary signals super-
imposed on the three principal signals with wavelengths
λ1, λ2, and λ3, respectively, and outputs the three de-
modulation results to the ID detecting unit 77. The ID
detecting unit 77 detects the path ID of each of the three
principal signals with wavelengths λ1, λ2, and λ3 from the
bit strings which are these demodulation results, and out-
puts the detection results. In this manner, first, multiple
path IDs are detected from the WDM signal.
[0113] Next, the optical switch 76 is controlled by a
control signal so as to select input optical signals from
the optical couplers 71-5 and 71-9. Accordingly, optical
signals are input from both of the optical couplers 71-5
and 71-9 to the optical signal demodulator 60. The optical
signal demodulator 60 demodulates, as with the embod-
iments, the auxiliary signal, and outputs the demodula-
tion result to the ID detecting unit 77. Accordingly, in the
event that the wavelength selectable switch 74-3 oper-
ates normally, a path ID of the principal signal with wave-
length λ2 is detected from the optical signal output from
the optical coupler 71-5. In short, in the event that the
wavelength selectable switch 74-3 operates normally, a
path ID detected from the optical signal output from the
optical coupler 71-5 corresponds to one of the multiple
path IDs detected from the WDM signal. Similarly, in the
event that the multicast switch 75-1 operates normally,
a path ID of the principal signal with wavelength λ2 is
detected from the optical signal output from the optical

coupler 71-9. In short, in the event that the multicast
switch 75-1 operates normally, a path ID detected from
the optical signal output from the optical coupler 71-9
corresponds to one of the multiple path IDs detected from
the WDM signal. On the other hand, in the event that the
wavelength selectable switch 74-3 is not in a normal op-
eration state, there is a high possibility that a path ID
detected from the optical signal output from the optical
coupler 71-5 corresponds to none of the multiple path
IDs detected from the WDM signal. Similarly, in the event
that the multicast switch 75-1 is not in a normal operation
state, there is a high possibility that a path ID detected
from the optical signal output from the optical coupler
71-9 corresponds to none of the multiple path IDs detect-
ed from the WDM signal.
[0114] Accordingly, determination may be made re-
garding whether the operation state of the wavelength
selectable switch 74-3 is normal or abnormal by compar-
ing the multiple path IDs detected from the WDM signal
with the path ID detected from the optical signal output
from the optical coupler 71-5. Similarly, determination
may be made regarding whether the operation state of
the multicast switch 75-1 is normal or abnormal by com-
paring the multiple path IDs detected from the WDM sig-
nal with the path ID detected from the optical signal output
from the optical coupler 71-9.
[0115] As described above, according to the fifth em-
bodiment, the optical add-drop multiplexer 70 includes
the optical signal demodulator 60. The optical signal de-
modulator 60 is one of the optical signal demodulators
10, 30, 40, and 50 (first embodiment to fourth embodi-
ment). Therefore, according to the fifth embodiment, with
the optical add-drop multiplexer, the same advantages
as the advantages of the first to fourth embodiments are
obtained.
[0116] The second embodiment and third embodiment
may also be implemented being combined. Also, the
fourth embodiment may also be combined with the sec-
ond embodiment and third embodiment.
[0117] The above-mentioned "auxiliary signal" may in-
clude various types of information for management of an
optical network in addition to a node ID or path ID. For
example, information indicating a modulation scheme
used for the principal signal, information indicating an
optical signal noise ratio (OSNR) in an established optical
path, information indicating wavelength dispersion, and
so forth may be included in the auxiliary signal.
[0118] The above-mentioned "principal signal" may be
any signal as long as this signal is a signal on which some
signal is superimposed, and accordingly, the appellation
of a signal on which the auxiliary signal is superimposed
is not restricted to "principal signal". Similarly, the above-
mentioned "auxiliary signal" may be any signal as long
as this signal is a signal to be superimposed on some
signal, and accordingly, the appellation of a signal to be
superimposed on the principal signal is not restricted to
"auxiliary signal". For example, "auxiliary signal" is some-
times used for management of an optical network, and
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accordingly sometimes referred to as "management sig-
nal". In short, with the disclosed technology, from an op-
tical signal generated by the other signal being superim-
posed on one of two signals by frequency modulation, at
least the other signal may be demodulated.
[0119] The above-mentioned optical signal demodula-
tors 10, 30, 40, and 50 are realized by the following hard-
ware configuration. FIG. 14 is a diagram illustrating a
hardware configuration example of an optical signal de-
modulator. As illustrated in FIG. 14, the optical signal
demodulators 10, 30, 40, and 50 includes, as hardware
components, a wavelength-variable filter 11, a photodi-
ode 10a, a processor 10b, and memory 10c. Examples
of the processor 10b include a central processing unit
(CPU), a digital signal processor (DSP), and a field pro-
grammable gate array (FPGA). Also, the optical signal
demodulators 10, 30, 40, and 50 may include a large
scale integrated circuit (LSI) including the processor 10b
and a peripheral circuit. Examples of the memory 10c
include RAM such as synchronous dynamic random ac-
cess memory (SDRAM), read-only memory (ROM), and
flash memory. The intensity detecting unit 13 is realized
by the photodiode 10a. The wavelength control units 12
and 51, switching unit 14, peak identifying units 16, 31,
and 52, wavelength deciding units 17, 41, and 53, and
demodulating unit 18 are realized by the processor 10b.
The spectrum obtaining unit 15 and demodulating unit
54 are realized by the processor 10b and memory 10c.
[0120] Various types of processing in the above de-
scription may be realized by causing the processor 10b
to execute a program prepared beforehand. For exam-
ple, there is stored in the memory 10c beforehand a pro-
gram corresponding to each process to be executed by
the wavelength control units 12 and 51, switching unit
14, peak identifying units 16, 31, and 52, wavelength de-
ciding units 17, 41, and 53, and demodulating units 18
and 54. Each program may serve as a process by being
read out from the memory 10c to the processor 10b.
[0121] Additional Note 1
[0122] An optical signal demodulator, comprising: an
obtaining unit configured to obtain a spectrum of an op-
tical signal generated by a second signal being superim-
posed on a first signal using frequency modulation; an
identifying unit configured to identify a peak wavelength
which is a wavelength corresponding to a peak position
of the spectrum; and a demodulating unit configured to
demodulate the second signal from the optical signal us-
ing a wavelength-variable filter to which a transmitted
wavelength band has been set based on the peak wave-
length.
[0123] Additional Note 2
[0124] The optical signal demodulator according to
claim 1, further comprising: a detecting unit configured
to detect an intensity of transmitted light obtained by the
optical signal transmitting the wavelength-variable filter;
and a wavelength control unit configured to perform
sweep processing to sweep the transmitted wavelength
band of the wavelength-variable filter, and to have the

obtaining unit obtain the spectrum, and after completion
of the sweep processing, to control the transmitted wave-
length band of the wavelength-variable filter based on
the peak wavelength, wherein the demodulating unit de-
modulates the second signal based on the intensity of
the transmitted light of the wavelength-variable filter.
[0125] Additional Note 3
[0126] An optical signal demodulator, comprising: a
detecting unit configured to detect an intensity of trans-
mitted light obtained by an optical signal generated by a
second signal being superimposed on a first signal using
frequency modulation, transmitting a wavelength-varia-
ble filter; an obtaining unit configured to obtain a spectrum
of the optical signal using the wavelength-variable filter
of which the transmitted wavelength band has been
swept; an identifying unit configured to identify a peak
wavelength which is a wavelength corresponding to a
peak position of the spectrum; and a demodulating unit
configured to demodulate the second signal based on an
intensity of a specific wavelength that has been set with
the peak wavelength of the intensity detected by the de-
tecting unit according to the sweep processing as a ref-
erence.
[0127] Additional Note 4
[0128] The optical signal demodulator according to
claim 3, wherein the identifying unit identifies a wave-
length with a secondary high-harmonic component of the
intensity of the optical signal exhibiting the maximum, as
the peak wavelength.
[0129] Additional Note 5
[0130] The optical signal demodulator according to
claim 3, wherein the identifying unit identifies an interme-
diate point of two points where frequency components
of the intensity of the optical signal exhibit symmetry, as
the peak wavelength.
[0131] Additional Note 6
[0132] The optical signal demodulator according to
claim 3, further comprising: a set-up unit configured to
set the transmitted wavelength band to a wavelength po-
sition offset from the peak wavelength.
[0133] Additional Note 7
[0134] The optical signal demodulator according to
claim 6, further comprising: a set-up unit configured to
set the transmitted wavelength band to the wavelength
position corresponding to a point with a differential coef-
ficient of intensities equal to or higher than a threshold
in the spectrum exhibiting the maximum.
[0135] Additional Note 8
[0136] An optical add-drop multiplexer, comprising: an
obtaining unit configured to obtain a spectrum of an op-
tical signal generated by a second signal being superim-
posed on a first signal using frequency modulation; an
identifying unit configured to identify a peak wavelength
which is a wavelength corresponding to a peak position
of the spectrum; and a demodulating unit configured to
demodulate the second signal from the optical signal us-
ing a wavelength-variable filter to which a transmitted
wavelength band has been set based on the peak wave-
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length.
[0137] Additional Note 9.
[0138] An optical signal demodulating method, com-
prising: obtaining a spectrum of an optical signal gener-
ated by a second signal being superimposed on a first
signal using frequency modulation; identifying a peak
wavelength which is a wavelength corresponding to a
peak position of the spectrum; and demodulating the sec-
ond signal from the optical signal using a wavelength-
variable filter to which a transmitted wavelength band
has been set based on the peak wavelength.
[0139] Additional Note 10
[0140] An optical signal demodulator, comprising:
memory; and a processor; wherein the processor exe-
cutes processing to obtain a spectrum of an optical signal
generated by a second signal being superimposed on a
first signal using frequency modulation, to determine a
peak wavelength which is a wavelength corresponding
to a peak position of the spectrum, and to demodulate
the second signal from the optical signal using a wave-
length-variable filter to which a transmitted wavelength
band has been set based on the peak wavelength.
[0141] According to the embodiments, the embodi-
ments improve demodulation precision of a second sig-
nal superimposed on a first signal by frequency modula-
tion.

Claims

1. An optical signal demodulator, comprising:

a detecting unit configured to detect an intensity
of transmitted light obtained by an optical signal
generated by a second signal being superim-
posed on a first signal using frequency modula-
tion, transmitting a wavelength-variable filter;
an obtaining unit configured to obtain a spectrum
of the optical signal using the wavelength-vari-
able filter of which the transmitted wavelength
band has been swept;
an identifying unit configured to identify a peak
wavelength which is a wavelength correspond-
ing to a peak position of the spectrum; and
a demodulating unit configured to demodulate
the second signal based on an intensity of a spe-
cific wavelength that has been set with the peak
wavelength of the intensity detected by the de-
tecting unit according to the sweep processing
as a reference.

2. The optical signal demodulator according to claim 1,
wherein the identifying unit identifies a wavelength
with a secondary high-harmonic component of the
intensity of the optical signal exhibiting the maxi-
mum, as the peak wavelength.

3. The optical signal demodulator according to claim 1,

wherein the identifying unit identifies an intermediate
point of two points where frequency components of
the intensity of the optical signal exhibit symmetry,
as the peak wavelength.

4. The optical signal demodulator according to claim 1,
further comprising:

a set-up unit configured to set the transmitted
wavelength band to a wavelength position offset
from the peak wavelength.

5. The optical signal demodulator according to claim 4,
further comprising:

a set-up unit configured to set the transmitted
wavelength band to the wavelength position cor-
responding to a point with a differential coeffi-
cient of intensities equal to or higher than a
threshold in the spectrum exhibiting the maxi-
mum.

6. The optical signal demodulator according to claim 1,
further comprising: a wavelength control unit config-
ured to perform sweep processing to sweep the
transmitted wavelength band of the wavelength-var-
iable filter, and to have the obtaining unit obtain the
spectrum, and after completion of the sweep
processing, to control the transmitted wavelength
band of the wavelength-variable filter based on the
peak wavelength.

7. An optical signal demodulating method, comprising:

obtaining a spectrum of an optical signal gener-
ated by a second signal being superimposed on
a first signal using frequency modulation;
identifying a peak wavelength which is a wave-
length corresponding to a peak position of the
spectrum; and
demodulating the second signal from the optical
signal using a wavelength-variable filter to which
a transmitted wavelength band has been set
based on the peak wavelength.
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