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(54) CONNECTOR

(57) A lock member is provided in a housing movably
between a standby position and a connected position. In
a state wherein the lock member is locked in the standby
position, when a pipe is inserted into an opening portion
of the housing, the lock member is unlocked so as to be
movable into the connected position; however, a tip por-
tion of a detection stopper abuts against a flange portion

of the pipe so as to prevent the lock member from moving
into the connected position. Next, when the pipe is in-
serted further, and the flange portion passes the position
of the detection stopper, the detection stopper moves
into the connected position together with the lock mem-
ber.
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Description

Field of Technology

[0001] The present invention relates to a connector
connecting a pipe.

Background Art

[0002] There is known a connector connecting a pipe.
For example, in Patent Document 1, the pipe is connect-
ed to the connector only by inserting the pipe into the
connector. Specifically, a lock member mounted on a
connector main body is locked in a standby position
wherein the pipe can be inserted into the connector main
body. By inserting the pipe, the aforementioned locking
into the connector main body is released, so that the lock
member moves into a connected position so as to prevent
the pipe from coming out.

Prior Art Document

Patent Document

[0003] Patent Document 1: Japanese Unexamined
Patent Application Publication No. 2011-174508

Summary of the Invention

Problems to be Solved by the Invention

[0004] The present invention provides a connector in
which the pipe is connected to the connector only by in-
serting the pipe into the connector, and in a connected
state of the pipe, wobbling in an insertion direction of the
pipe can be reduced.

Means for Solving the Problems

[0005] In the first aspect of the present invention, a
connector comprises a connector main body forming a
circular opening portion into which a pipe wherein an an-
nular flange portion is formed on an outer peripheral face
is inserted; a lock member provided in the connector main
body and moving between a standby position where the
flange portion of the pipe can pass through the opening
portion, and a connected position where the flange por-
tion of the pipe moves in a radial direction of the opening
portion, and the pipe is connected; a lock portion provided
in the lock member, and locking the lock member in the
connector main body at the standby position; an urging
mechanism provided in the lock member, projecting into
the opening portion, releasing a locked state of the lock
member by the lock portion by being expanded outward
when the flange portion abuts at an insertion time of the
pipe, and restoring to original state and coming around
along an outer peripheral face of the flange portion so as
to move the lock member into the connected position;

and a detection stopper provided in the lock member,
abutting against the flange portion when the locked state
is released so as to prevent the lock member from moving
into the connected position, and moving into the connect-
ed position together with the lock member when the pipe
is inserted further and the abutment against the flange
portion is released, to be positioned on a side opposite
to an insertion direction of the pipe more than the flange
portion, and to overlap with the flange portion when the
detection stopper is viewed from an axis direction of the
pipe.
[0006] In the aforementioned aspect, the connector
comprises the connector main body in which the circular
opening portion is formed, and the pipe in which the an-
nular flange portion is formed on the outer peripheral face
is inserted into the opening portion. Also, in the connector
main body, there is provided the lock member, and the
lock member moves between the standby position where
the flange portion of the pipe can pass through the open-
ing portion, and the connected position where the flange
portion of the pipe moves in the radial direction of the
opening portion and the pipe is connected.
[0007] In the lock member, there are provided the lock
portion and the urging mechanism, and the lock portion
locks the lock member in the connector main body at the
standby position. Also, the urging mechanism projects
into the opening portion of the connector main body, and
when the flange portion abuts at the insertion time of the
pipe, the urging mechanism is pressed and expanded
outward so as to release the locked state of the lock mem-
ber by the lock portion. Thereby, the urging mechanism
restores to the original state and comes around along
the outer peripheral face of the flange portion of the pipe
so as to attempt to move the lock member into the con-
nected position. Incidentally, the "restore" here also in-
cludes a case wherein urging forces slightly remain in
the urging mechanism other than a case wherein all urg-
ing forces in the urging mechanism are released so that
the urging mechanism becomes a natural state.
[0008] On the other hand, in the lock member, there is
provided the detection stopper, and the detection stopper
abuts against the flange portion of the pipe when the
locked state of the lock member by the lock portion is
released so as to prevent the lock member from moving
into the connected position.
[0009] Consequently, the pipe is inserted further, and
the abutment between the detection stopper and the
flange portion is released, so that the detection stopper
becomes movable into the connected position together
with the lock member. Then, when the lock member
moves into the connected position, the detection stopper
is positioned on the side opposite to the insertion direction
of the pipe more than the flange portion, and when the
pipe is viewed from the axis direction of the pipe, the
detection stopper and the flange portion overlap. Conse-
quently, in a state wherein the pipe is connected to the
connector, the pipe is prevented from moving toward the
side opposite to the insertion direction.
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[0010] Namely, when the flange portion of the pipe
passes the position of the detection stopper, the lock
member in which the locked state is already released
automatically moves from the standby position to the con-
nected position so as to become a connected state. Con-
sequently, compared to a conventional structure wherein
after the flange portion of the pipe passes the position of
the detection stopper, the locked state of the lock member
by the lock portion is released so as to move the lock
member into the connected position, in the connected
state of the pipe, wobbling in the insertion direction of the
pipe can be reduced.
[0011] Also, the pipe is connected to the connector only
by inserting the pipe into the opening portion of the con-
nector, i.e., a one-touch operation-type, so that a con-
necting operation of the pipe is simple, and an operator
is not required to move the lock member by hand so as
to allow workability to be excellent.
[0012] As for a second aspect of the present invention,
in the first aspect of the present invention, the urging
mechanism is an elastic piece projecting into the opening
portion from an outside of the connector main body, and
at the standby position of the lock member, the urging
mechanism may abut against the pipe at a position be-
yond an axis line of the pipe inserted into the opening
portion.
[0013] In the aforementioned aspect, in a state wherein
the pipe is not inserted, the lock member is located at
the standby position. Also, at the standby position of the
lock member, when the pipe is inserted, the urging mech-
anism abuts against the pipe at the position beyond the
axis line of the pipe so as to be pressed and expanded
outward, and the urging forces are accumulated in the
urging mechanism.
[0014] Consequently, when the locked state of the lock
portion is released, the urging mechanism restores to
original state while releasing the urging forces, and
comes around along the outer peripheral face of the
flange portion of the pipe. Thereby, the lock member can
be movable in a connected positional direction. Conse-
quently, when the flange portion of the pipe passes the
position of the detection stopper, the lock member auto-
matically moves into the connected position.
[0015] As for a third aspect of the present invention, in
the second aspect of the present invention, the lock por-
tion may include a leg piece extending parallel to the
elastic piece; a pressing portion provided at an end por-
tion of the leg piece, positioned outside the elastic piece,
and pressed by being abutted against the elastic piece;
and an engaging portion provided at an end portion of
the leg piece, and engaging with an engaged portion
formed in the connector main body at the standby position
and the connected position.
[0016] In the aforementioned aspect, in the lock por-
tion, there is provided the leg piece extending parallel to
the elastic piece, and at the end portion of the leg piece,
there are provided the pressing portion and the engaging
portion. The pressing portion is located outside the elastic

piece, and is pressed by being abutted against the elastic
piece. Also, when the flange portion of the pipe abuts,
the elastic piece is pressed and expanded outward; how-
ever, at that time, the elastic piece abuts against the
pressing portion, and presses the pressing portion so as
to press and expand the leg piece outward through the
pressing portion.
[0017] On the other hand, the engaging portion engag-
es with the engaged portion formed in the connector main
body at the standby position and the connected position
of the lock member so as to allow the lock member to be
in the locked state; however, when the leg piece is
pressed and expanded outward by the pressing portion,
an engagement state between the engaging portion and
the engaged portion is released, so that the locked state
of the lock member is released.

Effect of the Invention

[0018] The first aspect of the present invention has the
aforementioned structure, so that the pipe is connected
to the connector only by inserting the pipe into the con-
nector, and in the connected state of the pipe, the wob-
bling in the insertion direction of the pipe can be reduced.
[0019] The second aspect of the present invention has
the aforementioned structure, so that the lock member
can be reliably moved into the connected position.
[0020] The third aspect of the present invention has
the aforementioned structure, so that the lock member
can reliably be locked and unlocked.

Brief Description of the Drawings

[0021]

Fig. 1 is an exploded perspective view showing a
connector according to the first embodiment of the
present invention.
Fig. 2 is a perspective view showing a standby po-
sition of a lock member in the connector according
to the first embodiment of the present invention.
Fig. 3 is a perspective view showing the lock member
of the connector according to the first embodiment
of the present invention.
Fig. 4 is a perspective view showing the lock member
of the connector and viewed from a direction oppo-
site to Fig. 3 according to the first embodiment of the
present invention.
Fig. 5 is a cross-sectional view showing the standby
position of the lock member of the connector and
corresponding to Fig. 7 according to the first embod-
iment of the present invention.
Fig. 6 is a cross-sectional view showing an unlocked
state of the lock member of the connector and cor-
responding to Fig. 7 according to the first embodi-
ment of the present invention.
Fig. 7 is a cross-sectional view showing a connected
position of the lock member of the connector and
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taken along a cross-sectional line 7-7 in Fig. 8 ac-
cording to the first embodiment of the present inven-
tion.
Fig. 8 is a cross-sectional view taken along a cross-
sectional line 8-8 in Fig. 7.
Fig. 9 is a perspective view showing the lock member
of the connector according to a second embodiment
of the present invention.
Fig. 10 is a perspective view showing the lock mem-
ber of the connector and viewed from a direction op-
posite to Fig. 9 according to the second embodiment
of the present invention.

Best Modes of Carrying out the Invention

(First embodiment)

[0022] A connector according to the first embodiment
of the present invention will be explained according to
Fig. 1 to Fig. 8.
[0023] A connector 10 of the present embodiment
shown in Fig. 1 is used for, for example, fastening a cool-
ing water piping inside an engine room of a vehicle, a
pipe 12 made of metal is connected, and a tube 13 made
of resin is mounted. Incidentally, for the sake of expla-
nation, an arrow UP shown in Fig. 1 and Fig. 2 represents
an upward direction of the connector 10.

(Structure of the connector)

[0024] As shown in Fig. 1, the connector 10 comprises
a housing 14 (a connector main body) as the connector
main body forming approximately a cylinder shape; and
a lock member 16 mounted on an outer periphery of the
housing 14 and having approximately an inverted U
shape. On one end side of the housing 14, there is pro-
vided a connection portion 18 on which the lock member
16 is movably mounted and to which the pipe 12 is con-
nected, and on the other end side of the housing 14, there
is provided an insertion portion 20 into which the tube 13
is inserted.
[0025] As shown in Fig. 8, in a tip portion (the other
end portion of the housing 14) 20A of the insertion portion
20, there are formed tapered portions, and tips of the
tapered portions have a diameter smaller than that of the
tube 13 shown in Fig. 1, so that the tube 13 can be easily
inserted.
[0026] Between the insertion portion 20 and the con-
nection portion 18, there is provided an intermediate di-
ameter portion 24 having a diameter larger than an outer
diameter size of the insertion portion 20, and a tip face
of the tube 13 abuts against a tip face of the intermediate
diameter portion 24 so as to prevent a movement of the
tube 13. Also, in that state, although it is not shown in
the drawings, by a special clamp and the like, the tube
13 can be reliably fixed in the insertion portion 20.
[0027] As shown in Fig. 1, in the connection portion
18, one end side has approximately a cylinder shape,

and the other end side has an external shape of approx-
imately a square shape. On one end side of the connec-
tion portion 18, there is provided a large diameter portion
26 having a diameter larger than that of the intermediate
diameter portion 24 provided in the insertion portion 20,
and on an inner peripheral face of the large diameter
portion 26, there is concaved an annular concave portion
(not shown in the drawings). In the annular concave por-
tion, there are fitted O-rings 30 and 32 so as to fill and
seal a gap between the inner peripheral face of the large
diameter portion 26 and an outer peripheral face of the
pipe 12 when the pipe 12 is connected to the connection
portion 18.
[0028] Incidentally, although it is not shown in the draw-
ings, between the O-ring 30 and the O-ring 32, there may
be disposed an annular spacer forming a rectangular
shape in a cross section so as to compress the O-ring
30 and the O-ring 32 and to enhance a sealing force with
the outer peripheral face of the pipe 12.
[0029] Also, on the other end side of the connection
portion 18, there are provided a lock portion 36 and a
mounting portion 38 along an axial direction of the hous-
ing 14, and the lock portion 36 is disposed on a large
diameter portion 26 side. In the mounting portion 38,
there can be mounted the lock member 16, and in the
lock portion 36, the mounted lock member 16 is locked
at a predetermined position.
[0030] Consequently, in a side wall 36A of the lock por-
tion 36, there are respectively projected projecting por-
tions 40 and 42 (engaged portions) as the engaged por-
tions having rectangular parallelepipeds at an upper part
and a lower part of the side wall 36A. Also, between the
projecting portion 40 and the projecting portion 42, there
is provided a gap 44.
[0031] On an inner peripheral face of the lock portion
36, there is concaved an annular concave portion (not
shown in the drawings). In the annular concave portion,
there can be fitted an annular bush 48 in a state of pro-
truding from the inner peripheral face of the lock portion
36. An inner diameter size of the bush 48 is approximately
the same as an outer diameter size of the pipe 12. Inci-
dentally, the bush 48 is made of, for example, polyacetal,
nylon, and the like.
[0032] In the mounting portion 38 which is one end
portion of the housing 14, there is formed an opening
portion 50 having a circular shape along the axial direc-
tion of the housing 14. The opening portion 50 has a
diameter larger than the inner diameter of the bush 48,
and has a size in which an annular flange portion 12A
formed on the outer peripheral face of the pipe 12 can
be inserted.
[0033] In the mounting portion 38, there are formed
right-and-left through holes 54 and an upper through hole
56 leaving a lower wall portion 51 and bridged portions
52 on both upper corner portions. On the other hand,
from an inner face of a base portion 16A positioned at a
center of the lock member 16, there is drooped a detec-
tion stopper 64 corresponding to the through hole 56
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formed in the mounting portion 38, and the lock member
16 can be mounted from an upper side of the mounting
portion 38.
[0034] The base portion 16A of the lock member 16
has an arc face 72 facing an arc portion 70 formed on an
upper wall 36B of the lock portion 36 of the housing 14
and having approximately the same curvature. Also, at
a connected position of the lock member 16, the base
portion 16A of the lock member 16 can surface-contact
with the upper wall 36B of the lock portion 36.
[0035] As shown in Fig. 3, at both edges of a center
portion in a longitudinal direction in the base portion 16A
of the lock member 16, operating inclination portions 74
are formed to protrude at positions facing the upper wall
36B of the lock portion 36 in the connection portion 18.
Each operating inclination portion 74 is exposed from the
upper wall 36B of the connection portion 18 at the con-
nected position of the lock member 16 so as to allow a
flathead screwdriver or a special jig to be inserted.
[0036] As shown in Fig. 5, a tip portion 64A of each
detection stopper 64 is formed as an arc having approx-
imately the same radius as the outer diameter size of the
pipe 12, and can abut against the outer peripheral face
of the pipe 12. Also, as shown in Fig. 8, at the connected
position of the lock member 16, there is formed a gap
between the detection stopper 64 and the bush 48 in the
axial direction of the housing 14, and the flange portion
12A of the pipe 12 can be disposed inside the gap.
[0037] The inner diameter of the bush 48 and the cur-
vature radius of the tip portion of the detection stopper
64 are approximately the same as the outer diameter of
the pipe 12, and have diameters smaller than an outer
diameter of the flange portion 12A of the pipe 12. Con-
sequently, in a state wherein the flange portion 12A is
disposed inside the gap, when the pipe 12 is viewed to-
ward an insertion direction (an arrow B direction in Fig.
8) of the pipe 12, the flange portion 12A comes to a state
of being covered with the detection stopper 64. Namely,
the detection stopper 64 and the flange portion 12A over-
lap. Specifically, by the bush 48 and the detection stopper
64, the pipe 12 is prevented from moving in an axis di-
rection (an arrow A direction and the arrow B direction in
Fig. 8).
[0038] As shown in Fig. 1, corner portions of the re-
spective end faces of the lock portion 36 and the mount-
ing portion 38 in the connection portion 18 protrude out-
ward from the upper wall 36B of the lock portion 36, the
lower wall portion 51, and surfaces of the bridged portions
52, and in a state wherein the lock member 16 is mounted
on the mounting portion 38, the corner portions can re-
spectively abut against end faces in a width direction of
the lock member 16. Consequently, the lock member 16
is prevented from moving along the axial direction of the
housing 14 so as to prevent the lock member 16 from
wobbling.
[0039] From both ends in the longitudinal direction of
the base portion 16A of the lock member 16, there are
drooped elastic pieces (urging mechanisms) 80 and lock-

ing pieces 78 (leg pieces) respectively in parallel. The
locking pieces 78 are provided corresponding to the lock
portion 36, and the elastic pieces 80 are provided corre-
sponding to the mounting portion 38. Also, between each
elastic piece 80 and each locking piece 78, there is pro-
vided a slit 82, and the locking piece 78 and the elastic
piece 80 can be elastically deformed respectively.
[0040] The elastic pieces 80 are bent toward directions
in which both end sides thereof mutually approach, pass
through the through holes 54 formed on side walls of the
mounting portion 38, and project to an inner diameter
side more than the bush 48. Also, as shown in Fig. 4,
inside a center portion in a longitudinal direction of the
locking pieces 78, there are provided projections 61, and
in a state wherein the elastic pieces 80 pass through the
through holes 54 and the lock member 16 is mounted on
the mounting portion 38, the projections 61 abut against
the bridged portions 52 so as to prevent the lock member
16 from moving in an upward direction.
[0041] As shown in Fig. 3, at tip portions of the elastic
pieces 80, there are provided abutment portions 84 bend-
ing in a direction of mutually approaching along approx-
imately a horizontal direction. From the abutment por-
tions 84 to center portions in extending directions of the
elastic pieces 80, end faces on an opening portion 50
side have tapers 85 guiding the pipe 12 to a back side
of the connection portion 18.
[0042] As shown in Fig. 5, when the pipe 12 is inserted
into the opening portion 50 of the housing 14, an outer
peripheral face 12B of the pipe 12 abuts against the abut-
ment portion 84, and through the abutment portion 84,
the elastic piece 80 is pressed and expanded outward
(arrow C directions in Fig. 5). There, a position of the
abutment portion 84 is set in such a way as to contact
with the inserted pipe 12 at a downward position beyond
an axis line 12C.
[0043] As shown in Fig. 4, at tip portions of the locking
pieces 78, there are provided locking portions 86 (en-
gaging portions) as the engaging portions extending
along an inside direction. The locking portions 86 can be
inserted into the respective gaps 44 provided between
the projecting portions 40 and the projecting portions 42
provided in the lock portion 36 of the connection portion
18 of the housing 14.
[0044] As shown in Fig. 5, in a state wherein each lock-
ing portion 86 is disposed inside the gap 44 and abuts
against an upside face of the projecting portion 42, the
lock member 16 is prevented from moving in a downward
direction. In this standby position, although there is pro-
vided a gap between the locking portion 86 and a down-
side face of the projecting portion 40 (see Fig. 1), as
described hereinbefore, in the state wherein the lock
member 16 is mounted on the mounting portion 38, the
projections 61 provided in the locking pieces 78 abut
against lower faces of the bridged portions 52 so as to
prevent the lock member 16 from moving in the upward
direction.
[0045] Namely, in the standby position of the lock
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member 16, the lock member 16 is prevented from mov-
ing in an up-and-down direction, and in that standby po-
sition, the pipe 12 can be inserted into the opening portion
50.
[0046] As shown in Fig. 4, at tip portion sides of the
locking pieces 78, there are provided pressing pieces 90
(pressing portions) as the pressing portions extending
on elastic piece 80 sides. Each elastic piece 90 is dis-
posed outside the elastic piece 80 in a state wherein a
gap is provided between the pressing piece 90 and the
elastic piece 80, and the elastic piece 80 is pressed and
expanded outward so as to contact with the pressing
piece 90.
[0047] As shown in Fig. 6, when the elastic piece 80
is pressed and expanded further, through the pressing
piece 90, the locking piece 78 is pressed and expanded
outward. At that time, the elastic piece 80 and the locking
piece 78 come to a state wherein urging forces are ac-
cumulated. Also, when the locking piece 78 is pressed
and expanded outward, a locked state at the standby
position of the lock member 16 where the locking portion
86 of the locking piece 78 abuts against the projecting
portion 42 is released.
[0048] There, as mentioned above, the position of the
abutment portion 84 provided in the tip portion of the elas-
tic piece 80 is set in such a way as to contact with the
inserted pipe 12 at a position beyond the axis line 12C.
Consequently, when the locked state at the standby po-
sition of the lock member 16 is released, the elastic piece
80 and the locking piece 78 restore to original state while
releasing the urging forces, and the abutment portion 84
of the elastic piece 80 comes around along an outer pe-
ripheral face of the flange portion 12A of the pipe 12 so
as to attempt to move the lock member 16 in a connected
positional direction (an arrow D direction in Fig. 6).
[0049] However, as shown in Fig. 6, the tip portion 64A
of the detection stopper 64 abuts against an outer pe-
ripheral portion of the flange portion 12A of the pipe 12
so as to prevent the lock member 16 from moving into
the connected position.
[0050] Next, as shown in Fig. 8, the pipe 12 is inserted
further, and moves in the arrow B direction in Fig. 8, and
when the flange portion 12A passes the position of the
detection stopper 64, the tip portion 64A of the detection
stopper 64 comes out of the flange portion 12A, and the
detection stopper 64 moves into the connected position
together with the lock member 16.
[0051] At that time, as shown in Fig. 7, the locking por-
tion 86 climbs over an upper face of the projecting portion
42, and hits a downside face of the projecting portion 42
so as to prevent the lock member 16 from moving upward.
Also, in that state, the urging forces of the elastic piece
80 and the locking piece 78 are released. Then, approx-
imately at the same time when the locking portion 86 is
prevented from moving upward, the base portion 16A of
the lock member 16 abuts against the upper wall 36B of
the lock portion 36 so as to prevent the lock member 16
from moving downward. Namely, in that state, the lock

member 16 comes to the connected position where the
lock member 16 is prevented from moving in the up-and-
down direction.
[0052] Incidentally, in the present embodiment, al-
though the locking portion 86 abuts against an upside
face of the projecting portion 40 at the standby position
of the lock member 16, and abuts against the downside
face of the projecting portion 42 at the connected position
of the lock member 16, it is not limited to the above pro-
vided that the lock member 16 can be prevented from
moving at the standby position and the connected posi-
tion of the lock member 16. For example, in place of the
projecting portions 40 and 42, there may be formed a
concave portion in which the locking portion 86 can be
engaged or be locked.

(Operation and effect of the connector)

[0053] Next, an operation and an effect of the connec-
tor according to the present embodiment will be ex-
plained.
[0054] As shown in Fig. 2, at the standby position
wherein the pipe 12 is not inserted into the connection
portion 18 of the housing 14 of the connector 10, there
is provided a gap between the base portion 16A of the
lock member 16 and the upper wall 36B of the connection
portion 18 shown in Fig. 1.
[0055] Also, at the standby position, the locking portion
86 provided at the tip portion of the locking piece 78 of
the lock member 16 is disposed in the gap 44 provided
between the projecting portion 40 and the projecting por-
tion 42 of the lock portion 36, and abuts against the upside
face of the projecting portion 42 so as to prevent the lock
member 16 from moving in the downward direction. Also,
the projection 61 provided in the elastic piece 80 abuts
against the bridged portion 52 so as to prevent the lock
member 16 from moving in the upward direction. Namely,
at the standby position of the lock member 16, the lock
member 16 is prevented from moving in the up-and-down
direction.
[0056] In that state, as shown in Fig. 5, when the pipe
12 is inserted into the opening portion 50 of the connec-
tion portion 18, the outer peripheral face 12B of the pipe
12 abuts against the abutment portion 84 provided at the
tip portion of the elastic piece 80 so as to press and ex-
pand the elastic piece 80 outward through the abutment
portion 84.
[0057] Moreover, when the pipe 12 is moved to the
back side of the connection portion 18, as shown in Fig.
6, the flange portion 12A of the pipe 12 abuts against the
abutment portion 84, and presses and expands the abut-
ment portion 84 outward further. Thereby, the elastic
piece 80 is pressed and expanded outward further, and
the elastic piece 80 abuts against the pressing piece 90
so as to press and expand the locking piece 78 outward
through the pressing piece 90. Thereby, at the standby
position of the lock member 16, the locked state is re-
leased, and the lock member 16 comes into a state mov-
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able in the downward direction (the arrow D direction in
Fig. 6) of the connection portion 18.
[0058] On the other hand, the abutment portion 84 is
set so as to contact with the inserted pipe 12 at the po-
sition beyond the axis line of the pipe 12, and the urging
forces are accumulated in the locking piece 78 and the
elastic piece 80. Consequently, when the locked state at
the standby position of the lock member 16 is released,
the elastic piece 80 and the locking piece 78 restore to
original state while releasing the urging forces.
[0059] Thereby, the abutment portion 84 of the elastic
piece 80 comes around along the outer peripheral face
of the flange portion 12A of the pipe 12 so as to attempt
to move the lock member 16 downward (the arrow D
direction in Fig. 6).
[0060] However, as shown in Fig. 6, the tip portion 64A
of the detection stopper 64 abuts against the outer pe-
ripheral face of the flange portion 12A of the pipe 12 so
as to prevent the lock member 16 from moving in the
direction to the connected position (the arrow D direction
in Fig. 6).
[0061] Next, as shown in Fig. 8, the pipe 12 is inserted
further, and when the flange portion 12A passes the po-
sition of the detection stopper 64, the tip portion 64A of
the detection stopper 64 comes out of the flange portion
12A of the pipe 12. When the tip portion 64A of the de-
tection stopper 64 comes out of the flange portion 12A
of the pipe 12, as shown in Fig. 7, the detection stopper
64 moves into the connected position together with the
lock member 16.
[0062] At that time, the locking portion 86 climbs over
the upper face of the projecting portion 42, and abuts
against the downside face of the projecting portion 42 so
as to prevent the lock member 16 from moving upward,
and the pipe 12 is connected to the connector 10.
[0063] Thus, in the connector 10 of the present em-
bodiment, at the standby position of the lock member 16,
when the pipe 12 is inserted, the lock member 16 moves
into the connected position from the standby position. At
that time, the tip portion 64A of the detection stopper 64
abuts against the outer peripheral portion of the flange
portion 12A of the pipe 12 so as to prevent the lock mem-
ber 16 from moving into the connected position. Then,
when the pipe 12 is inserted further, and the flange por-
tion 12A passes the position of the detection stopper 64,
the detection stopper 64 moves into the connected po-
sition together with the lock member 16.
[0064] Consequently, in the connector 10 of the
present embodiment, as in a conventional connector, the
connector 10 does not have a structure that releases the
locked state of the lock member by the lock portion after
the flange portion of the pipe passes the position of the
stopper so as to move the lock member into the connect-
ed position. Namely, the locked state of the locking piece
78 at the standby position is released, so that in the con-
ventional structure in which the lock member 16 directly
moves into the connected position, after the flange por-
tion 12A of the pipe 12 reliably passes the position of the

detection stopper 64, the locked state is required to be
released. As a result, in order to prevent interference
between the detection stopper 64 and the flange portion
12A of the pipe 12 at an unlocking time, a size tolerance
among the elastic piece 80, the locking piece 78, and the
detection stopper 64 is accumulated. On the other hand,
in the present embodiment, the pipe 12 is inserted and
at a moment when the flange portion 12A passes the
position of the detection stopper 64, the detection stopper
64 moves into the connected position, so that the afore-
mentioned size tolerance is not accumulated. As a result,
as shown in Fig. 8, in the connected state of the pipe 12,
wobbling (an over stroke) G in the insertion direction of
the pipe 12 can be reduced. Also, since an excessive
over stroke of the pipe 12 can be eliminated, the pipe 12
becomes difficult to be removed when the pipe 12 is
strongly twisted so as to become stronger relative to a
vibration load.
[0065] Also, in the present embodiment, the pipe 12 is
connected to the connector 10 only by inserting the pipe
12 into the opening portion 50 of the connector 10, i.e.,
a one-touch operation-type, so that a connecting opera-
tion of the pipe 12 is simple, and an operator is not re-
quired to move the lock member 16 by hand so as to
allow workability to be excellent and to be convenient.
[0066] On the other hand, in a case wherein the pipe
12 is removed from the connector 10, in the connected
state, the flathead screwdriver or the special jig is inserted
into the operating inclination portion 74 provided at the
center portion of the lock member 16 so as to lift the lock
member 16 upward. Thereby, the abutment portion 84
is pressed and expanded outward along the outer pe-
ripheral face of the pipe 12, the elastic piece 80 is pressed
and expanded outward through the abutment portion 84,
and the elastic piece 80 abuts against the pressing piece
90 so as to press and expand the locking piece 78 out-
ward through the pressing piece 90.
[0067] Then, the locking portion 86 of the locking piece
78 climbs over the projecting portion 40, and the locked
state of the locking portion 86 of the locking piece 78 is
released. Consequently, the lock member 16 is held in
a state of being lifted upward by the flathead screwdriver
or the special jig. Then, in the state wherein the lock mem-
ber 16 is lifted upward, the detection stopper 64 is moved
into a position which does not interfere with the flange
portion 12A so as to allow the pipe 12 to move in a removal
direction.

(Second embodiment)

[0068] The connector according to a second embodi-
ment of the present invention will be explained according
to Fig. 9 and Fig. 10.
[0069] As shown in Fig. 9 and Fig. 10, in the present
embodiment, in place of the projections 61 in the first
embodiment, at respective tip outside portions of the de-
tection stoppers 64 divided into two by a slit 100, there
are formed claw portions 102 protruding in a direction of
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being separated from each other. Then, the claw portions
102 are engaged with a peripheral edge portion of the
through hole 56 of the housing 14 so as to prevent the
lock member 16 from moving in the upward direction.
Incidentally, the present embodiment also includes an
operational effect similar to that of the first embodiment.

(Other embodiments)

[0070] In the above, although specific embodiments of
the present invention have been explained in detail, the
present invention is not limited to the embodiments de-
scribed hereinabove, and it is obvious for one skilled in
the art that the present invention can be variously mod-
ified within the range of the present invention. For exam-
ple, in each embodiment described hereinabove, as
shown in Fig. 1, the pressing piece 90 and the locking
portion 86 are provided in the locking piece 78 provided
in the lock member 16; however, in place of that, other
structures may be used provided that in the structures,
the locked state at the standby position of the locking
portion 86 is released by being pressed and expanded
outward by the elastic piece 80.
[0071] Consequently, the elastic piece 80 and the lock-
ing piece 78 are not necessarily required to have two
pieces, and as long as there are at least one elastic piece
80 and one locking piece 78, the effect by the present
invention can be attained. Also, the shape of the locking
piece 78 is not specially limited to the aforementioned
shape.
[0072] Also, in the present embodiment, in the housing
14 shown in Fig. 1, the insertion portion 20 and the con-
nection portion 18 are coaxially provided; however, it is
not limited to the above provided that the pipe 12 and the
tube 13 can be connected through the housing 14.
[0073] For example, there may be connected an elbow
portion between the insertion portion 20 and the connec-
tion portion 18, and the insertion portion 20 and the con-
nection portion 18 may be intersected orthogonally
through the elbow portion. Thus, by diversifying the
shape of the housing 14, the connector 10 can be used
differently in consideration of a positional relationship of
the pipe 12 and the tube 13.

Claims

1. A connector, comprising:

a connector main body in which a circular open-
ing portion into which a pipe forming an annular
flange portion on an outer peripheral face is
adapted to be inserted is formed;
a lock member provided in the connector main
body and moving between a standby position
where the flange portion of the pipe is adapted
to pass through the opening portion, and a con-
nected position where the lock member is

moved in a radial direction of the opening portion
to allow the pipe to be connected;
a lock portion provided in the lock member, and
locking the lock member to the connector main
body at the standby position;
an urging mechanism provided in the lock mem-
ber, projecting into the opening portion, releas-
ing a locked state of the lock member by the lock
portion by being expanded outward when the
flange portion is adapted to abut at an insertion
time of the pipe, and restoring to original state
and coming around along an outer peripheral
face of the flange portion so as to move the lock
member into the connected position; and
a detection stopper provided in the lock member,
and adapted to abut against the flange portion
when the locked state is released so as to pre-
vent the lock member from moving into the con-
nected position, and to move into the connected
position together with the lock member when the
pipe is inserted further and an abutment against
the flange portion is released, to thereby be po-
sitioned on a side opposite to an insertion direc-
tion of the pipe more than the flange portion, and
overlapping with the flange portion when the de-
tection stopper is viewed from an axis direction
of the pipe.

2. A connector according to claim 1, wherein the urging
mechanism is an elastic piece projecting into the
opening portion from an outside of the connector
main body, and at the standby position of the lock
member, the urging mechanism is adapted to abut
against the pipe at a position beyond an axis line of
the pipe inserted into the opening portion.

3. A connector according to claim 2, wherein the lock
portion includes:

a leg piece extending parallel to the elastic
piece;
a pressing portion provided at an end portion of
the leg piece, positioned outside the elastic
piece, and pressed by being abutted against the
elastic piece; and
an engaging portion provided at an end portion
of the leg piece, and engaging with an engaged
portion formed in the connector main body at
the standby position and the connected position.
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