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(54) ARC FURNACE

(57) An arc furnace includes: a body (1) to be charged
with material (S) to be melted; a roof (4) closing an upper
opening of the body (1); an arc electrode (5) inserted into
the body (1) from above the roof (4) and energized to
form electric arcs to melt the material; and an exhaust
port (6), through which exhaust gas in the body (1) is
discharged, wherein: the arc electrode (5) is arranged so
that the center of arc heating is laterally offset from the

center of the body in a horizontal plane with respect to
the body (1); the exhaust port (6) is provided in a side
wall of the body (1) on a side opposite to the offset direc-
tion of the arc electrode (5) at a height below the level of
presence of the material (S); and the exhaust gas pro-
duced by the arc heating by the arc electrode (5) is dis-
charged from the exhaust port (6) through the material
(S) in the body (1).
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Description

[Technical Field]

[0001] The present invention relates to an arc furnace
for melting iron scrap or the like by electric arcs.

[Background Art]

[0002] An arc furnace (also referred to as "electric fur-
nace") is a facility, in which, in general, solid metal ma-
terial is charged into a furnace and electrodes are insert-
ed into the furnace and energized to melt the solid metal
material by electric arcs. In the case of a steel-making
arc furnace, which is a typical arc furnace, used as the
material are iron scrap, direct reduced iron (DRI), hot
briquetted iron (HBI) obtained by briquetting or compact-
ing the DRI at a high temperature, cold pig iron (mold pig
iron), etc.
[0003] In such an arc furnace, a large amount of electric
power is consumed to melt the material. However, in an
arc furnace, of the entire heat input given by the electric
power input, oxygen blowing burners, etc., the part of the
heat actually used is approximately 65% to 75%. Approx-
imately 15% to 25% of the entire heat input is discharged
in the form of the sensible heat of exhaust gas.
[0004] For this reason, a number of methods of melting
the scrap while preheating the scrap by the exhaust gas
produced in the furnace during melting in order to mini-
mize the required electric power have been proposed.
[0005] Patent Document 1, for example, describes a
technology, in which a preheating chamber is provided
separately from an arc furnace and material is charged
into the arc furnace after being preheated using exhaust
gas in the preheating chamber.
[0006] In Patent Document 2, a technology is pro-
posed, in which the furnace body itself of the arc furnace
is used as a preheating vessel, that is, the exhaust gas
discharged from another arc furnace is introduced
through an upper portion of the furnace body and is dis-
charged through a plurality of exhaust ports in a side
portion of the furnace body to preheat the material and
then, operation of the arc furnace is performed using the
furnace body.

[Prior Art Document]

[Patent Document]

[0007]

Patent Document 1: Japanese Patent Publication
No. S59-52359
Patent Document 2: Japanese Patent Application
Publication No. S59-122886 (JP 59-122886 A)

[Summary of Invention]

[Problems to be Solved by the Invention]

[0008] With regard to the technology described in Pat-
ent Document 1, there is a problem that it is necessary
to provide a new facility, preheating chamber, which in-
creases costs and in addition, it is necessary to introduce
the exhaust gas via water-cooled ducts, so that the sen-
sible heat of the exhaust gas cannot be fully used. More-
over, since oil etc. is attached to the material, supplying
the exhaust gas to the material causes white smoke with
a bad smell to occur, which is unfavorable for work en-
vironment.
[0009] Although such a problem does not arise in the
case of the technology described in Patent Document 2,
when the furnace body itself of the arc furnace is used
as a preheating chamber, the arc furnace cannot operate
during preheating the material, which reduces efficiency.
[0010] The present invention has been made under
such circumstances and an object of the present inven-
tion is to provide an arc furnace that makes it possible to
perform both preheating of the material and melting op-
eration in the arc furnace at the same time at low cost
without significantly changing an existing facility.

[Means for Solving the Problems]

[0011] In order to solve the above problem, the present
invention provides an arc furnace for melting material by
electric arcs formed by energizing an arc electrode, in-
cluding: a furnace body configured to be charged with
the material to be melted; a furnace roof that closes an
upper opening of the furnace body; the arc electrode that
is inserted into the furnace body from above the furnace
roof and is energized to form the electric arcs to melt the
material; and an exhaust port, through which exhaust
gas in the furnace body is discharged, wherein: the arc
electrode is arranged so that a center of arc heating is
laterally offset from a center of the furnace body in a
horizontal plane with respect to the furnace body; the
exhaust port is provided in a side wall of the furnace body
on a side opposite to an offset direction of the arc elec-
trode, in which direction the arc electrode is offset, at a
height below a level, to which the material is to be present;
and the exhaust gas produced by the arc heating by the
arc electrode is discharged from the exhaust port through
spaces between lumps of the material charged into the
furnace body.
[0012] In the present invention, it is preferable that a
plurality of the exhaust ports be provided to perform at
least one of switching among the exhaust ports and reg-
ulating of a quantity of exhaust gas discharged from each
exhaust port. It is preferable that the furnace body have
a quasi-closed structure in a state where the furnace roof
is placed. It is preferable that the arc furnace further in-
clude a lance for blowing O2 gas into molten metal formed
by the melting by the electric arcs from the arc electrode.
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It is preferable that carbon material be injected via the
lance or another lance. It is preferable that the arc furnace
further include a burner, provided in the side wall of the
furnace body, for heating the material in the furnace body.
It is preferable that the arc furnace further include a gas
blowing member, provided in a bottom portion of the fur-
nace body, for blowing agitating gas into the molten metal
formed by melting the material in the furnace body.
[0013] It is preferable that operation be performed so
that all the material of one batch is charged at a time
without additional charge. It is preferable that the arc fur-
nace further include a charging chamber, provided be-
side the furnace body, for charging the material having
a bulk density of at least 1.0 ton/m3, wherein the material
having the bulk density of at least 1.0 ton/m3 is charged
from the charging chamber into the furnace body through
the exhaust port. In this case, it is preferable that the
charging chamber be provided next to the side wall of
the furnace body, in which the exhaust port is formed,
and the material having the bulk density of at least 1.0
ton/m3 and charged therein is preheated by the exhaust
gas discharged through the exhaust port.

[Effects of Invention]

[0014] According to the present invention, the arc elec-
trode is arranged so that the center of arc heating is lat-
erally offset from the center of the furnace body in a hor-
izontal plane with respect to the furnace body and the
exhaust gas in the furnace body is discharged through
the exhaust port that is provided in the side wall of the
furnace body on the side opposite to the offset direction
of the arc electrode at a height below the level, to which
the material is present. Thus, the heat of the exhaust gas
heated to a high temperature by arc heating, supply of
O2 gas via the lance, the burner, etc., is absorbed by the
material not melted and contributes to the preheating of
the material, so that it is possible to effectively use the
high-temperature gas flow to reduce the electric power
consumption rate. Moreover, it suffices to change the
position of insertion of the arc electrode and the position
of the exhaust port as compared to the conventional arc
furnace, so that it is not required to significantly change
the existing facility.

[Brief Description of Drawings]

[0015]

[FIG. 1] FIG. 1 is a vertical section showing an arc
furnace according to an embodiment of the present
invention.
[FIG. 2] FIG. 2 is a horizontal section showing the
arc furnace according to the embodiment of the
present invention.
[FIG. 3A] FIG. 3A is a schematic vertical section for
explaining an effect of the present invention.
[FIG. 3B] FIG. 3B is a schematic horizontal section

for explaining the effect of the present invention.
[FIG. 4] FIG. 4 is a vertical section showing an arc
furnace according to another embodiment of the
present invention.
[FIG. 5] FIG. 5 is a vertical section showing an arc
furnace according to still another embodiment of the
present invention.

[Embodiment for Carrying Out the Invention]

[0016] An embodiment of the present invention will
now be described with reference to the drawings.
[0017] FIG. 1 is a vertical section showing an arc fur-
nace according to an embodiment of the present inven-
tion and FIG. 2 is a horizontal section thereof. The arc
furnace is an alternate-current (AC) steel-making arc fur-
nace. The arc furnace includes a furnace body 1 for arc-
heating and melting iron-based material, such as iron
scrap. The furnace body 1 includes a cylindrical, water-
cooled wall portion (furnace shell) 2 and a bottom portion
3 lined with a refractory material. In order to reduce heat
loss, it is preferable that the wall portion 2 be lined with
a refractory material.
[0018] An upper opening of the furnace body 1 is
closed by a furnace roof 4. In a state where the furnace
roof 4 is placed, three arc electrodes 5 are vertically in-
serted from above the furnace roof 4 to the vicinity of the
bottom portion 3 in the furnace body 1. The furnace body
1 is preferably configured so that, in a state where the
furnace roof 4 is placed, the furnace body 1 is closed
except the space between the furnace roof 4 and the wall
portion (furnace shell) 2 and the space between the arc
electrodes 5 and the electrode holes so as to cause the
furnace body 1 to have a quasi-closed structure that min-
imizes the entrance of the outside air. In order to reduce
heat loss, it is preferable that the inside of the furnace
roof 4 be lined with a refractory material. The charge of
material, such as scrap, into the furnace body 1 is per-
formed via a bucket, with the furnace roof 4 and the arc
electrodes 5 removed.
[0019] The three arc electrodes 5 are made of graphite
and are energized to generate electric arcs from the tip
portions thereof, to melt the material S, such as iron
scrap. The arc electrodes 5 are arranged so that the cent-
er of arc heating is laterally offset from the center of the
furnace body 1 in a horizontal plane with respect to the
furnace body 1.
[0020] Meanwhile, exhaust ports 6 are provided in a
side wall of the furnace body 1 on a side opposite to the
offset direction of the arc electrodes 5, in which direction
the arc electrodes 5 are offset, at a height below the level,
to which the material is to be charged. The exhaust ports
6 (three in the example shown in the figures) are arranged
along a circumferential direction of the furnace body 1.
Exhaust gas passes through the exhaust ports 6 and
exhaust ducts 7 and is sent to a dust collector (not shown)
by a fan 8. The exhaust ducts 7 for the respective exhaust
ports 6 are each provided with a damper 7a, which makes
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it possible to perform at least one of switching among the
exhaust ports 6 and regulating of the quantity of the ex-
haust gas discharged from each exhaust port 6. This
makes it possible to control the preheating of the material
S. A tap hole 9, through which molten metal is discharged
after being melt by electric arcs is provided in the bottom
portion of the furnace body 1.
[0021] The furnace body 1 is provided with lances 10
for supplying O2 gas and injecting carbon material into
the furnace body 1. Note that although two lances 10 are
drawn in FIG. 2, the number of the lances is not limited.
Although in this embodiment, the O2 gas and the carbon
material are blown or injected into the furnace body 1
through the lances 10, these may be supplied through
individual lances, separately.
[0022] The side wall of the furnace body 1 is provided
with burners 11. The arc furnace is designed so that melt-
ing the material S in a region, in which the speed of melt-
ing is slow, is accelerated by the combustion heat ob-
tained via the burners 11, so that remaining of the mate-
rial S due to the offsetting of the arc electrodes 5 is made
up for. Note that although the two burners 11 are drawn
in FIG. 2, the number of the burners is not limited.
[0023] Next, description will be given of operation of
the arc furnace configured as described above.
[0024] First of all, the material S is charged into the
furnace body 1 via a bucket (not shown), with the furnace
roof 4 removed. Iron scrap, direct reduced iron (DRI), hot
briquetted iron (HBI) obtained by briquetting or compact-
ing the DRI at a high temperature, cold pig iron (mold pig
iron), automobile shredder residue (ASR), etc. are used
as the material S. In addition to such solid material, mol-
ten iron may be additionally charged as part of the ma-
terial.
[0025] Next, the furnace roof 4 is placed and the arc
electrodes 5 are inserted into the furnace body. A con-
figuration may be adopted, in which the arc electrodes 5
are attached to the furnace roof 4 and the furnace roof 4
and the arc electrodes are together placed on the furnace
body 1.
[0026] In this state, the arc electrodes 5 are energized
to form electric arcs 12, whereby the material S is melted.
The arc electrodes 5 are arranged so that the center of
arc heating is laterally offset from the center of the furnace
body 1 in a horizontal plane with respect to the furnace
body 1. As shown in FIGS. 3A and 3B, the material S in
the region M at and near the center of arc heating, which
is laterally offset from the center of the furnace body 1,
is melted by the electric arcs 12. In the region N on the
side opposite to the arc electrodes 5 in the furnace body
1, however, this region N is apart from the arc electrodes
5 and therefore, the material S in the region N is not
melted. In this state, the exhaust gas in the furnace body
1 is discharged through the exhaust ports 6 that are pro-
vided in the side wall of the furnace body 1 on the side
opposite to the offset direction of the arc electrodes 5, at
a height below the level, to which the material is present.
For this reason, as shown in FIGS. 3A and 3B, the ex-

haust gas flow G heated to a high temperature by arc
heating flows through the spaces between lumps of the
material S not melted and is discharged through the ex-
haust ports 6. In this way, the heat of the high-tempera-
ture exhaust gas flow G is absorbed by the material S,
whereby the material S is preheated.
[0027] During the arc heating, O2 gas is supplied
through the lances 10 to help melt the material S. When
the melting proceeds and molten metal L accumulates
in the furnace, the carbon material, which serves as an
auxiliary heat source, is injected into the slag through the
lances 10, that is, operation enters the slag forming op-
eration. The tip portions of the arc electrodes 5 are then
buried in the slag to form the submerged electric arcs 12
in the slag. The carbon material, which serves as the
auxiliary heat source, reacts with the supplied oxygen to
contribute to the melting of the material S.
[0028] In this way, the material S is melted by the heat-
ing via the electric arcs 12, the heat of the molten metal
L formed by the electric arcs 12, and the high-tempera-
ture gas flow G. The material S in the region N on the
side opposite to the arc electrode 5-side in the furnace
body 1 is preheated by the high-temperature exhaust gas
and the heat transferred from the molten metal helps the
melting proceed. In view of the entire heat balance, it is
preferable that the material S be additionally heated us-
ing the burners 11 in the region, in which the residue not
melted is likely to remain. When all the material S has
been melted, the furnace body 1 is tilted to discharge the
molten metal through the tap hole 9.
[0029] In this embodiment, the arc electrodes 5 are
arranged so that the center of arc heating is offset from
the center of the furnace body 1, and the exhaust gas in
the furnace body 1 is discharged through the exhaust
ports 6 that are provided in the side wall of the furnace
body 1 on the side opposite to the offset direction of the
arc electrodes 5 at a height below the level, to which the
material S is present. Thus, the heat of the exhaust gas
heated to a high temperature by arc heating is absorbed
by the material S not melted and contributes to the pre-
heating of the material S, so that it is possible to effectively
use the high-temperature gas flow to reduce the electric
power consumption rate. In conventional arc furnaces,
the center of the heating by the arc electrodes coincides
with the center of the furnace body and the exhaust gas
is discharged upward through a duct connected to the
furnace roof and therefore, the high-temperature exhaust
gas having sensible heat is directly discharged into the
outside of the furnace body. In this embodiment, howev-
er, the sensible heat of the high-temperature exhaust gas
is effectively used in the preheating until the end of the
melting of the material S. Moreover, it suffices to change
the positions of insertion of the arc electrodes 5 and the
positions of the exhaust ports 6 as compared to the con-
ventional arc furnace, so that it is not required to signifi-
cantly change the existing facility.
[0030] As described above, in this embodiment, it is
preferable that the furnace body 1 be configured so that,
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in a state where the furnace roof 4 is placed, the furnace
body 1 has a quasi-closed structure. This facilitates for-
mation of the flow from a melting region, in which melting
by the arc electrodes 5 is performed, toward the exhaust
ports 6. Such a quasi-closed structure makes the sum of
the amount of oxygen gas from the lances 10 and the
amount of air introduced through the burners 11 and the
small spaces balance with the amount of exhaust gas
discharged through the exhaust ports 6.
[0031] It is preferable that the height of the lowermost
portion of the exhaust ports 6 be close to the surface of
the molten metal L. In particular, it is preferable that the
height of the lowermost portion of the exhaust ports 6 be
set within a range of 500 mm to 1 m above the sill level
of the molten metal surface. When the exhaust ports 6
are provided at such positions, it is made possible to
cause the high-temperature exhaust gas to flow through
the material S longer until the end of the melting, which
enhances the effect of preheating.
[0032] In order to maximize the effect of preheating the
material, it is preferable that, without additional charge
of the material, which is performed in the operation of
common arc furnaces, all the material of one batch be
charged at a time (one time charge). For this purpose, it
is preferable that the volume of the furnace body 1 be
made to be approximately twice those of common arc
furnaces by making the height of the furnace body 1 be
20% to 40% higher than common arc furnaces and mak-
ing the base area of the furnace body 1 greater than
common arc furnaces. In the case of a 70-ton furnace,
for example, the volume of the furnace body 1 is deter-
mined as if it is a 140-ton furnace. Specifically, the diam-
eter of a 70-ton furnace, which is conventionally 5,800
mmφ, is set at 7,300 mmφ.
[0033] In order to enhance the effect of preheating, it
is preferable that the center of heating performed via the
arc electrodes 5 be offset by an amount corresponding
to 20% to 30% of the diameter of the furnace body. Note
that, in order to protect the furnace wall, it is preferable
that the furnace wall and the arc electrodes 5 be spaced
apart from each other by an amount nearly equal to those
of conventional AC furnaces (multiple-time-charge fur-
naces, in which the material is charged multiple times
during one batch).
[0034] When the height of the furnace body 1 is in-
creased in order to perform the one-time charge, the
length of the arc electrodes 5 necessarily increases and
there is therefore a possibility that the arc electrodes 5
are broken by the material having high bulk density (equal
to or higher than 1.0 ton/m3; hereinafter referred to as
high-density material) during charging of the material. In
order to prevent such breakage of the arc electrodes 5,
it is preferable to provide, next to the furnace body 1, a
charging chamber 20 to charge the high-density material
S1 as shown in FIG. 4. Since the high-density material
is small in specific surface area and is hard to be oxidized,
it is preferable to provide the charging chamber 20 at the
portion of the side wall of the furnace body 1, in which

the exhaust ports 6 are formed, as described in FIG. 4.
This makes it possible to preheat the high-density mate-
rial by the exhaust gas discharged through the exhaust
ports 6 without the fear of oxidation. In this case, as shown
in FIG. 4, the arc furnace is designed so that the exhaust
gas after being used to preheat the material in the furnace
is discharged into the charging chamber 20 through the
exhaust ports 6 to make it possible to preheat the high-
density material S1 in the charging chamber 20 and the
exhaust gas in the charging chamber 20 is discharged
through a vent 21 in a side portion of the charging cham-
ber 20. The high-density material S1 can be charged from
the charging chamber 20 into the furnace body 1 with the
use of a pusher 25 through the exhaust ports 6 in a lower
portion. The material having a low bulk density (lower
than 1.0 ton/m3) may be charged via a bucket through
the upper opening of the furnace body 1 because the
possibility of breakage of the arc electrodes 5 is low in
this case.
[0035] In order to accelerate the melting of the material
S on the side opposite to the arc electrodes 5-side in the
furnace body 1, it is preferable to provide a gas blowing
plug 30 for blowing agitating gas in the furnace bottom 3
to agitate the molten metal L by gas bubbling as shown
in FIG. 5.
[0036] As a result of actually operating the arc furnace
according to this embodiment, it has been found that it
is possible to reduce the electric power consumption rate
by approximately 75 to 100 kWh/t as compared to a con-
ventional arc furnace. Specifically, it has been found that
the electric power consumption rate of a conventional
arc furnace is 350 to 400 kWh/t, whereas the electric
power consumption rate of the arc furnace of this em-
bodiment was reduced to approximately 250 to 325
kWh/t.
[0037] Note that the present invention is not limited to
the above described embodiment and various modifica-
tions can be made. For example, when it is not feared
that the residue not melted remains, there is no need to
provide the burners 11.
[0038] Although the above described embodiment il-
lustrates an example using an AC arc furnace, a direct
current (DC) arc furnace may be employed. In the case
of a DC arc furnace, a furnace-bottom electrode is pro-
vided and voltage is applied between the furnace-bottom
electrode and an arc electrode or arc electrodes. For this
reason, the number of arc electrodes is not limited and
it suffices that this number is at least one.
[0039] In the above description of the embodiment, a
steel-making arc furnace has been described. However,
the present invention is not limited to the steel-making
arc furnace, but can be applied to an arc furnace for melt-
ing another kind of metal.
[0040] In the above described embodiment, the carbon
material is injected through the lances. However, lump
coke, ASR, etc. may be charged as the carbon material
through the charging port in the furnace roof 4.
[0041] In the case of a steel-making arc furnace, a con-
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figuration may be adopted, in which an oxygen lance is
inserted in a manner similar to that of the arc electrodes
to perform oxygen blowing. In this case, the arc elec-
trodes 5 may be arranged at three apexes of a square
and the oxygen lance may be inserted at the position
corresponding to the remaining apex of the square.

[Description of Reference Numerals]

[0042]

1; furnace body
2; wall portion (furnace shell)
3; bottom portion
4; furnace roof
5; arc electrode
6; exhaust port
7; exhaust duct
7a; damper
8; fan
9; tap hole
10; lance
11; burner
12; arc
20; charging chamber
21; vent
25; pusher
30; gas blowing plug
L; molten metal
S; material

Claims

1. An arc furnace for melting material by electric arcs
formed by energizing an arc electrode, comprising:

a furnace body configured to be charged with
the material to be melted;
a furnace roof that closes an upper opening of
the furnace body;
the arc electrode that is inserted into the furnace
body from above the furnace roof and is ener-
gized to form the electric arcs to melt the mate-
rial; and
an exhaust port, through which exhaust gas in
the furnace body is discharged, wherein:

the arc electrode is arranged so that a cent-
er of arc heating is laterally offset from a
center of the furnace body in a horizontal
plane with respect to the furnace body;
the exhaust port is provided in a side wall
of the furnace body on a side opposite to an
offset direction of the arc electrode, in which
direction the arc electrode is offset, at a
height below a level, to which the material
is to be present; and

the exhaust gas produced by the arc heating
by the arc electrode is discharged from the
exhaust port through spaces between
lumps of the material charged into the fur-
nace body.

2. The arc furnace according to claim 1, wherein a plu-
rality of the exhaust ports are provided to perform at
least one of switching among the exhaust ports and
regulating of a quantity of exhaust gas discharged
from each exhaust port.

3. The arc furnace according to claim 1 or 2, wherein
the furnace body has a quasi-closed structure in a
state where the furnace roof is placed.

4. The arc furnace according to any one of claims 1 to
3, further comprising a lance for blowing O2 gas into
molten metal formed by the melting by the electric
arcs from the arc electrode.

5. The arc furnace according to claim 4, wherein carbon
material is injected via the lance or another lance.

6. The arc furnace according to any one of claims 1 to
5, further comprising a burner, provided in the side
wall of the furnace body, for heating the material in
the furnace body.

7. The arc furnace according to any one of claims 1 to
6, further comprising a gas blowing member, provid-
ed in a bottom portion of the furnace body, for blowing
agitating gas into the molten metal formed by melting
the material in the furnace body.

8. The arc furnace according to any one of claims 1 to
7, wherein operation is performed so that all the ma-
terial of one batch is charged at a time without addi-
tional charge of the material.

9. The arc furnace according to any one of claims 1 to
8, further comprising a charging chamber, provided
beside the furnace body, for charging the material
having a bulk density of at least 1.0 ton/m3, wherein
the material having the bulk density of at least 1.0
ton/m3 is charged from the charging chamber into
the furnace body through the exhaust port.

10. The arc furnace according claim 9, wherein the
charging chamber is provided next to the side wall
of the furnace body, in which the exhaust port is
formed, and the material having the bulk density of
at least 1.0 ton/m3 and charged therein is preheated
by the exhaust gas discharged through the exhaust
port.
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