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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The invention relates to a power tool according
to the preamble of claim 1 and more particularly, to a
power tool which can regulate internal pressure of a hous-
ing space for a driving mechanism. Such a power tool is
known from US 2006/0096768 A1.

Description of the Related Art

[0002] An electric hammer is known including a driving
mechanism housed within a housing and driven by a mo-
tor to drive a tool bit for performing a striking movement
in its axial direction and a rotation in its circumferential
direction. Lubricant such as grease for lubricating the
driving mechanism is provided within the housing space
that houses the driving mechanism. The housing space
is enclosed for preventing the charged lubricant from
leaking to the outside. In such a construction, when the
known hammer is operated, air within the housing is heat-
ed by an operation of the driving mechanism, such that
the air within the housing expands to increase inside
pressure. As a result, lubricant may possibly leak from
the housing to the outside.
[0003] In this respect, Japanese laid-open Patent Pub-
lication No. 2008-36754 discloses an electric hammer
which is capable of regulating the pressure of the housing
space. According to this electric hammer, a pressure reg-
ulating path is formed by a filter chamber, an inner pas-
sage that communicates the filter chamber with the hous-
ing space of the housing, and an outer passage that com-
municates the filter chamber with the outside. Further, a
filter is disposed in the filter chamber and spaced apart
from a peripheral edge of an opening of the outer passage
which is open  to the filter chamber, so that lubricant
within the housing space can be prevented from leaking
to the outside.
[0004] US 2006/0096768 A1 discloses another power
tool.
[0005] While the above-described known art prevents
leakage of lubricant from the housing space, further im-
provement is desired.

SUMMARY OF THE INVENTION

[0006] Accordingly, it is an object of the invention to
provide a power tool that effectively prevents leakage of
lubricant while regulating the internal pressure of a hous-
ing space for a driving mechanism.
[0007] Above described object can be achieved by the
claimed invention. According to the invention, a repre-
sentative power tool is provided with the features of claim
1, and includes a driving mechanism for driving a tool bit,
an enclosed housing space which houses the driving

mechanism and in which lubricant for lubricating the driv-
ing mechanism is sealed in, and a path which communi-
cates the housing space with the outside and regulates
pressure of the housing space. The "power tool" accord-
ing to this invention typically represents an impact power
tool such as an electric hammer and a hammer drill, which
performs a hammering operation or a drilling operation
on a workpiece such as concrete by causing a tool bit to
perform striking movement in its axial direction, rotation
in its circumferential direction, or both. The power tool
also widely includes various kinds of power tools, such
as a cutting power tool for use in cutting operation, a
grinding or polishing power tool for use in grinding or
polishing operation, or a tightening power tool for use in
screw-tightening operation. Further, grease is typically
used as the "lubricant". The "outside" according to this
invention includes both an internal space other than the
housing space within the power tool and an external
space (atmosphere) outside the power tool.
[0008] According to this invention, a filter chamber hav-
ing a predetermined capacity, an inner passage that com-
municates the filter chamber with the housing space, and
an outer passage that communicates the filter chamber
with the outside are formed on the path. Further, a filter
for absorbing lubricant which flows into the filter chamber
is disposed in the filter chamber. As the "filter" according
to this invention, typically, felt, sponge or cloth can be
suitably used, but any other materials which can absorb
and catch the lubricant can also be used.
[0009] Particularly according to the invention, the filter
is spaced apart from a peripheral edge of an opening of
the outer passage which is open to the filter chamber
such that a space is provided on the side of this peripheral
edge of the opening within the filter chamber. Further, a
throttle member is disposed in the space and throttles
flow of air which flows out to the outer passage through
the filter.
[0010] With such a construction, when the internal
pressure of the housing space abnormally increases dur-
ing an operation of the power tool, air within the housing
space flows out through the path, so that the internal
pressure of the housing space is regulated. Specifically,
pressure of the housing space is released. Therefore, if
the power tool is an impact power tool such as an electric
hammer or hammer drill, striking failure of the driving
mechanism which may be caused by pressure increase
within the housing space can be prevented.
[0011] According to the invention, when lubricant with-
in the housing space flows out through the path together
with air, the lubricant can be caught by the filter, so that
the outflow of the lubricant to the outside can be prevent-
ed. On the other hand, depending on the velocity of flow
of air which passes through the filter, some of the lubri-
cant may possibly pass through the filter  without being
absorbed by the filter. Therefore, in this invention, in order
to reduce the velocity of flow of air which flows through
the filter, a space is formed on the outer passage side of
the filter chamber, and a throttle member for throttling
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flow of air which flows out to the outer passage through
the filter is disposed in the space. Specifically, in this
invention, a member for reducing the outflow of the air is
provided on the downstream side of the filter with respect
to the air flow from the housing space to the outside.
Thus, the lubricant absorbing effect of the filter can be
enhanced, so that the outflow of the lubricant to the outer
passage can be prevented. According to this invention,
lubricant can be effectively prevented from leaking from
the housing space to the outside while the internal pres-
sure of the housing space is regulated.
[0012] The throttle member includes a sheet member
which is overlaid on top of the filter and throttles a pas-
sage between the filter and the space. Any material which
is impervious to air can be used as the sheet member.
[0013] The sheet member is formed of circular elastic
material. Further, a throttle passage is defined by an outer
circumferential surface of the elastic material and a pe-
ripheral wall surrounding the outer circumferential sur-
face and communicates the filter with the space. Gener-
ally, air flows through the filter straight ahead toward the
outer passage. According to this invention, however, by
providing the throttle passage radially outside the elastic
material, the elastic material serves as a blocking mem-
ber for blocking flow of air which flows through the filter
straight ahead toward the outer passage. Therefore, air
which is prevented from flowing straight ahead by the
elastic material flows radially outward from the central
portion of the filter to  the throttle passage. Thus, the
distance of air flow through the filter can be elongated.
As a result, a catch region (contact region) of the filter
which catches or contacts the lubricant is enlarged, so
that the filter can be effectively utilized in its entirety as
a region of absorbing the lubricant.
[0014] In another aspect of the disclosure, which is not
according to the invention, the throttle member may pref-
erably include a second filter which is disposed in the
space in such a manner as to be held in contact with the
opening edge of the outer passage open to the filter
chamber and spaced apart from the filter. As the "second
filter" according to this disclosure, typically, felt, sponge
or cloth may be suitably used, but any other material
which can absorb and catch the lubricant can also be
used. According to this invention, the second filter serves
as a member for throttling flow of air which flows out to
the outer passage. As a result, the velocity of flow of air
which flows through the filter can be reduced, so that the
lubricant absorbing effect of the filter can be enhanced.
Further, the second filter itself can catch the lubricant
which is flowing out to the outer passage. Therefore, lu-
bricant can be effectively prevented from leaking to the
outside.
[0015] Further, the power tool may further include a
dynamic vibration reducer having a weight elastically
held. The dynamic vibration reducer reduces vibration
caused in the power tool during the operation by means
of a reciprocating movement of the weight. The dynamic
vibration reducer utilizes the pressure which fluctuates

in the housing space as a force of driving the weight and
the throttle enhances hermeticity of the housing space.
[0016] Other objects, features and advantages of the
present invention will be readily understood after reading
the following detailed description together with the ac-
companying drawings and the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is a view, partly in section, showing an entire
electric hammer according to an embodiment of the
invention.
FIG. 2 is an enlarged sectional view showing part of
FIG. 1.
FIG. 3 is a further enlarged sectional view showing
an essential part of this invention.
FIG. 4 is a sectional exploded view showing a cap
member.
FIG. 5 is a sectional view showing another exemplary
power tool, which is not according to the invention.

DETAILED DESCRIPTION OF THE INVENTION

[0018] Each of the additional features and method
steps disclosed above and below may be utilized sepa-
rately or in conjunction with other features and method
steps to provide and manufacture improved power tools
and method for using such power tools and devices uti-
lized therein. Representative examples of the present
invention, which examples utilized many of these addi-
tional features and method steps in conjunction, will now
be described in detail with reference to the drawings. This
detailed description is merely intended to teach a person
skilled in the art further details for practicing preferred
aspects of the present teachings and is not intended to
limit the scope of the invention. Only the claims define
the scope of the claimed invention. Therefore, combina-
tions of features and steps disclosed within the following
detailed description may not be necessary to practice the
invention in the broadest sense, and are instead taught
merely to particularly describe some representative ex-
amples of the invention, which detailed description will
now be given with reference to the accompanying draw-
ings.
[0019] An embodiment of the invention is now de-
scribed with reference to FIGS. 1 to 4. In this  embodi-
ment, an electric hammer is explained as a representa-
tive example of a power tool according to the invention.
As shown in FIG. 1, a representative hammer 101 in-
cludes a body 103 that forms an outer shell of the hammer
101, a hammer bit 119 detachably coupled to a tip end
region (left end region as viewed in FIG. 1) of the body
103 via a tool holder (not shown), and a handgrip 109
that is connected to a rear end of the body 103 (on the
side opposite from the hammer bit 119) and designed to
be held by a user. The hammer bit 119 is coupled to the
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tool holder such that it can move in its axial direction with
respect to the tool holder. The hammer bit 119 is a feature
that corresponds to the "tool bit" according to the inven-
tion. For the sake of convenience of explanation, the side
of the hammer bit 119 is taken as the front and the side
of the handgrip 109 as the rear.
[0020] The body 103 mainly includes a motor housing
105 that houses a driving motor 111, and a gear housing
107 that houses a motion converting mechanism 113 and
a striking mechanism 115. The driving motor 111 is dis-
posed such that its axis of rotation runs vertically in a
direction generally perpendicular to the longitudinal di-
rection of the body 103 (the axial direction of the hammer
bit 119).
[0021] As shown in FIG. 2, the motion converting
mechanism 113 converts the rotating output of the driving
motor 111 into linear motion and transmits it to the striking
mechanism 115. Then an impact force is generated in
the axial direction of the hammer bit 119 (the horizontal
direction as viewed in FIG. 1) via the striking mechanism
115. The motion converting mechanism 113 and the strik-
ing mechanism 115 are features that correspond to the
"driving mechanism" in this invention. Further, an internal
space 107a of the gear housing 107 is formed as an
enclosed space by sealing mating faces without creating
a clearance therebetween. Lubricant (grease) for lubri-
cating a sliding part of the motion converting mechanism
113 is sealed in the internal space 107a. The  internal
space 107a of the gear housing 107 is a feature that
corresponds to the "housing space" according to the in-
vention.
[0022] The motion converting mechanism 113 is
formed by a crank mechanism including a crank shaft
121, a crank arm 125 and a driving element in the form
of a piston 127. The crank shaft 121 is rotationally driven
at a reduced speed via a plurality of gears by the driving
motor 111. The crank arm 125 is connected to the crank
shaft 125 via an eccentric pin 123 at a position displaced
from the center of rotation of the crank shaft 125, and the
piston 127 is reciprocated by the crank arm 125. The
piston 127 is slidably disposed within a cylinder 141 and
linearly moves along the cylinder 141 when the driving
motor 111 is driven.
[0023] The striking mechanism 115 mainly includes a
striking element in the form of a striker 143 which is sli-
dably disposed in the bore of the cylinder 141, and an
intermediate element in the form of an impact bolt (not
shown) which is slidably disposed in the tool holder and
transmits kinetic energy of the striker 143 to the hammer
bit 119. The striker 143 is driven via an air spring action
of an air chamber 141a of the cylinder 141 which is
caused by sliding movement of the piston 127. Then the
striker 143 collides with (strikes) the impact bolt which is
slidably disposed in the tool holder, and a striking force
is transmitted to the hammer bit 119 via the impact bolt.
[0024] As shown in FIG. 1, the handgrip 109 extends
in the vertical direction transverse to the axial direction
of the hammer bit 119 and has connecting portions pro-

truding forward from its upper and lower extending ends.
The upper and lower connecting portions are connected
to the rear end of the body 103. Thus, the handgrip 109
connected to the body 103 at the upper and lower ends
are generally D-shaped in side view. An operating mem-
ber 133 which is slid by a user is disposed in an upper
region of the handgrip 109, and when the operating mem-
ber 133 is slid, a  power switch (not shown) that energizes
the driving motor 111 is switched between an on position
and an off position.
[0025] In the hammer 101 having the above-described
construction, when the user presses the hammer bit 119
against a workpiece by applying a forward pressing force
to the body 103 and in this state, the driving motor 111
is energized, the piston 127 linearly slides along the cyl-
inder 141 via the motion converting mechanism 113
which is mainly formed by the crank mechanism. When
the piston 127 slides, the striker 143 moves forward within
the cylinder 141 via the air spring action of the air chamber
141a of the cylinder 141 and collides with the impact bolt.
The kinetic energy of the striker 143 which is caused by
the collision is transmitted to the hammer bit 119. Thus,
the hammer bit 119 performs a hammering operation on
the workpiece (concrete).
[0026] During hammering operation by the hammer
101, the internal space 107a of the gear housing 107
may be heated by driving of the motion converting mech-
anism 113 and the striking mechanism 115 so that air
within the enclosed internal space 107a expands and its
pressure increases. In this case, the pressure of a space
between the striker 143 and the impact bolt which com-
municates with the internal space 107a also increases.
As a result, when the striker 143 is linearly moved via the
air spring action of the air chamber 141a of the cylinder
141 which is caused by sliding movement of the piston
127, the air chamber 141a and the space between the
striker 143 and the impact bolt may be thrown out of bal-
ance in pressure, so that the striker 143 may not properly
perform linear movement or may cause striking failure.
Further, if the pressure of the internal space 107a of the
gear housing 107 increases, lubricant within the internal
space 107a may leak out of the gear housing 107 from
between the sealing faces. Therefore, in order to cope
with this problem, a pressure regulating passage 151 is
formed in the gear housing 107 and regulates (lowers)
the internal pressure by releasing air out of the internal
space 107a of the gear  housing 107 when the internal
pressure of the internal space 107a increases. The pres-
sure regulating passage 151 is a feature that corre-
sponds to the "path" according to this invention.
[0027] FIGS. 3 and 4 are enlarged views showing the
construction of the pressure regulating passage 151 for
regulating the internal pressure of the gear housing 107.
The pressure regulating passage 151 is designed and
provided such that the internal space 107a of the gear
housing 107 communicates with the outside. An opening
in the form of a filling opening through which lubricant is
charged into the internal space 107a of the gear housing
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107 is formed on the top side of the gear housing 107 or
in an area of the gear housing 107 which is located on
the top side when the user holds the handgrip 109 of the
hammer 101 in such a manner that the axis of the hammer
bit 119 extends generally horizontally. In this embodi-
ment, a cap member 153 which is fitted in the filling open-
ing is utilized to provide the pressure regulating passage
151.
[0028] The cap member 153 mainly includes a crank
cap 155 for closing the filling opening, a lubricant absorb-
ing filter 157 disposed in a filter housing space 154, and
a filter cap 159 which is fitted in the crank cap 155. The
filter housing space 154 is defined by the generally pot-
shaped crank cap 155 having a circular section and an
open top and the generally cylindrical filter cap 159 which
has an open bottom and is fitted in the opening of the
crank cap 155 from above. Specifically, the filter housing
space 154 is a space having a circular section and sur-
rounded by a bottom wall 155a and a peripheral wall 155b
of the crank cap 155 and a peripheral wall 159a and a
top wall 159b of the filter cap 159. The filter housing space
154 is a feature that corresponds to the "filter chamber"
according to this invention.
[0029] The crank cap 155 further has an outer cylin-
drical portion 155d on the outside of the peripheral wall
155b. The outer cylindrical portion 155d is removably fit-
ted in the filling opening  from above, and in the fitted
state, a clearance between the mating surfaces of the
filling opening and the crank cap 155 is sealed by an O-
ring 156. Further, a breathing hole 155c is formed gen-
erally in the center of a front end wall of the crank cap
155 in the fitting direction or the bottom wall 155a and
extends through the bottom wall to provide communica-
tion between the filter housing space 154 and the internal
space 107a of the gear housing 107. The breathing hole
155c of the crank cap 155 is a feature that corresponds
to the "inner passage" according to this invention.
[0030] The filter cap 159 is mounted to the crank cap
155 by fitting it into the opening of the crank cap 155 from
above. A breathing hole 159c is formed substantially in
the center of a rear end wall of the filter cap 159 in the
fitting direction or the top wall 159b and extends through
the top wall 159b in order to provide communication be-
tween the filter housing space 154 and the outside of the
gear housing 107. The breathing hole 159c of the filter
cap 159 is a feature that corresponds to the "outer pas-
sage" according to this invention. An annular groove
159d is formed in the outside surface of the peripheral
wall 159a of the filter cap 159 in the circumferential di-
rection, and an O-ring 158 is disposed in the annular
groove 159d. When the filter cap 159 is fitted in the crank
cap 155, the O-ring 158 seals a clearance between the
mating surfaces of the filter cap 159 and the crank cap
155 by elastic deformation, and at the same time, it holds
the filter cap 159 in the fitted state (position) by its fric-
tional contact with the inside surface of the peripheral
wall 155b of the crank cap 155.
[0031] The replaceable filter 157 in the filter housing

space 154 is formed of felt and absorbs and catches lu-
bricant which flows into the filter housing space 154
through the breathing hole 155c. The filter 157 has almost
the same diameter as the filter housing space 154. The
filter 157 is inserted into the opening of the crank cap 155
from above until it comes in contact with the bottom  wall
155a, and, in this state, it is housed in a lower region of
the filter housing space 154. As a result, a free space in
the form of an upper space 161 is created in an upper
region of the filter housing space 154 or between the
upper surface of the filter 157 and the inner surface (lower
surface) of the top wall 159b of the filter cap 159. The
upper space 161 is a feature that corresponds to the
"space" according to this invention.
[0032] A flexible circular rubber sheet 163 is overlaid
on top of the filter 157 in the upper space 161. The pe-
ripheral wall 155b of the crank cap 155 has a larger inside
diameter in a region in which the rubber sheet 163 is
disposed and in a region in which the filter cap 159 is
fitted than in the region in which the filter 157 is housed.
The diameter of the rubber sheet 163 is smaller than the
inside diameter of the peripheral wall 155b which sur-
rounds the rubber sheet 163. Thus, an annular throttle
passage 165 is formed between the inner circumferential
surface of the peripheral wall 155b of the crank cap 155
and the outer circumferential surface of the rubber sheet
163 and communicates the filter 157 with the upper space
161. Specifically, the rubber sheet 163 is provided as a
member for narrowing the sectional area of the passage
of air which flows from the filter 157 to the upper space
161. The throttle passage 165 is a feature that corre-
sponds to the "throttle passage" according to this inven-
tion. The rubber sheet 163 is a feature that corresponds
to the "throttle member", "sheet member" and "elastic
member" according to this invention.
[0033] When the filter cap 159 is fitted in the opening
of the crank cap 155 from above, the lower end surface
of the peripheral wall 159a of the filter cap 159 presses
a radially outer portion of the upper surface of the rubber
sheet 163 disposed on top of the filter 157. Thus, the filter
157 and the rubber sheet 163 are held from below and
above between the bottom wall 155a of the crank cap
155 and the lower end surface of the peripheral wall 159a
of the filter cap 159, so that their unnecessary movement
is prevented. Further, a passage for leading air from the
filter 157 to  the upper space 161 through the throttle
passage 165 is formed in the lower end surface of the
peripheral wall 159a of the filter cap 159 which presses
the radially outer portion of the upper surface of the rub-
ber sheet 163, or in the upper surface of the rubber sheet
163, as necessary.
[0034] Further, a tapered extension 159e having a cir-
cular section is formed on a peripheral edge of an opening
of the breathing hole 159c on the inner surface of the
upper wall 159b of the filter cap 159 and protrudes a
predetermined extent into the filter housing space 154.
The extension 159e forms a region for changing the di-
rection of flow of the lubricant.
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[0035] As described above, in this embodiment, the
pressure regulating passage 151 is formed in the gear
housing 107 such that the internal space 107a of the gear
housing 107 communicates with the outside or with a
space 108a between the gear housing 107 and an outer
cover 108 covering the gear housing 107 (see FIGS. 2
and 3). The space 108 is a feature that corresponds to
the "outside" according to this invention. Therefore, dur-
ing hammering operation by the hammer 101, when the
internal space 107a is heated by driving of the motion
converting mechanism 113 and the striking mechanism
115, so that air within the enclosed internal space 107a
expands and its pressure increases, air within the internal
space 107a flows out to the space 108a outside the gear
housing 107 via the pressure regulating passage 151.
Specifically, pressure of the internal space 107a of the
gear housing 107 is released. As a result, the internal
pressure of the gear housing 107 is regulated so as to
be prevented from increasing. Thus, striking failure which
may be caused by pressure rise within the gear housing
107 can be prevented. In FIG. 3, air flow for pressure
regulation is shown by arrow.
[0036] The pressure regulating passage 151 in this
embodiment has the filter housing space 154, the inner
breathing hole 155c that communicates the filter housing
space 154 with the internal  space 107a of the gear hous-
ing 107, and the outer breathing hole 159c that commu-
nicates the filter housing space 154 with the space 108a
outside the gear housing 107. Further, the filter 157 for
absorbing lubricant which flows into the filter housing
space 154 is housed in the filter housing space 154. With
this construction, when lubricant flows from the internal
space 107a of the gear housing 107 into the filter housing
space 154 through the inner breathing hole 155c by the
above-described pressure releasing action, the filter 157
absorbs and catches the lubricant, so that the lubricant
can be prevented from leaking out to the space 108a.
[0037] According to this embodiment, the rubber sheet
163 is overlaid on top of the filter 157, and the annular
throttle passage 165 is formed between the inner circum-
ferential surface of the peripheral wall 155b and the outer
circumferential surface of the rubber sheet 163. With this
construction, flow of air which flows out to the upper
space 161 through the filter 157 is throttled. Therefore,
the velocity of flow of air which passes through the filter
157 on the upstream side of the throttle passage 165
decreases. As a result, the filter 157 can easily absorb
the lubricant, so that the lubricant can be prevented from
flowing out to the space 108a.
[0038] Further, the rubber sheet 163 also serves as a
straight-flow blocking member for blocking flow of air
which flows into the filter 157 through the inner breathing
hole 155c and then straight ahead toward the outer
breathing hole 159a. Therefore, air which is led into a
central portion of the filter 157 through the inner breathing
hole 155c flows radially outward from the central portion
and then into the throttle passage 165 located radially
outside the rubber sheet 163. Thus, compared with a

construction without the rubber sheet 163, the flowing
distance of air through the filter 157 can be elongated.
As a result, a catch region (contact region) of the filter
157 which catches or contacts the lubricant is enlarged,
so that the lubricant absorbing performance of the filter
157 can be enhanced.
Thus, according to this embodiment, leakage of lubricant
from the internal space 107a to the space 108a can be
effectively prevented while the internal pressure of the
internal space 107a is regulated.
[0039] In the hammer 101, a dynamic vibration reducer
of a forced vibration type may be provided in the body
103 as a means for reducing vibration caused in the body
103 during hammering operation. The dynamic vibration
reducer utilizes the pressure which fluctuates in the gear
housing 107 by driving of the motion converting mecha-
nism 113 (reciprocating movement of the piston 127), as
a force of vibrating the weight. The dynamic vibration
reducer of a forced vibration type is known in the art, and
therefore its detailed description is omitted. In the pres-
sure regulating passage 151 according to this embodi-
ment, as described above, by provision of the throttle on
the downstream side of the filter 157, compared with a
construction having no such throttle, hermeticity of the
internal space 107a is enhanced so that the internal pres-
sure is not reduced more than necessary. Therefore, the
pressure of the internal space 107a can be effectively
utilized as a weight vibrating force of the dynamic vibra-
tion reducer.
[0040] In this embodiment, the peripheral wall 155b of
the crank cap 155 has a larger inside diameter in a region
in which the rubber sheet 163 is disposed than in the
region in which the filter 157 is disposed. Further, the
diameter of the rubber sheet 163 is smaller than the inside
diameter of the peripheral wall 155b. With this construc-
tion, the annular throttle passage 165 is formed between
the peripheral wall 155b and the rubber sheet 163. Alter-
natively, the region in which the rubber sheet 163 is dis-
posed may have the same inside diameter as the region
in which the filter 157 is disposed, and the rubber sheet
163 may have a smaller diameter than the filter 157, so
that the annular throttle passage 165 is formed between
the peripheral wall 155b and the rubber sheet 163.
[0041] Further, in an embodiment which is not accord-
ing to the invention, in place of the annular throttle pas-
sage 165, for example, a plurality of apertures such as
small holes or slits may be formed in the rubber sheet
163 in order to form the throttle passage. Further, in an
embodiment which is not according to the invention, the
rubber sheet 163 may be changed to a resin sheet or a
metal sheet.
[0042] Next, another exemplary power tool, which is
not according to the invention, is described with reference
to FIG. 5. In this power tool, in the throttle member of the
pressure regulating passage 151, a second filter 167 is
used in place of the rubber sheet 163 of the above-de-
scribed embodiment. In the other points, the exemplary
power tool has the same construction as the embodi-
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ment. Therefore, components in this power tool which
are substantially identical to those in the embodiment are
given like numerals as in the embodiment, and they are
not described or only briefly described.
[0043] As shown in FIG. 5, the second filter 167 is dis-
posed within the upper space 161 above the filter 157.
The second filter 167 is formed of felt, and it is spaced
apart from the filter 157 and mounted (fixed) so as to
cover the opening edge of the outer breathing hole 159c.
Further, the radially outer portion of the upper surface of
the filter 157 is pressed by the lower end surface of the
peripheral wall 159a of the filter cap 159.
[0044] According to this power tool constructed as de-
scribed above, when air within the internal space 107a
of the gear housing 107 expands and its pressure in-
creases, air within the internal space 107a flows out
through the inner breathing hole 155c, passes through
the filter 157 and is then led to the upper space 161.
Thereafter, the air passes through the second filter 167
and flows out to the space 108a through the outer breath-
ing hole 159c. In this manner, the pressure within the
internal space 107a can be regulated, so that striking
failure can be prevented. In FIG. 5, air flow for pressure
regulation is shown by arrow.
[0045] When air within the internal space 107a flows
out into the space 108a, lubricant within the internal
space 107a may flow into the filter housing space 154
through the inner breathing hole 155c together with air.
At this time, the filter 157 absorbs and catches the lubri-
cant, so that the lubricant can be prevented from leaking
to the space 108a.
[0046] In this power tool, the second filter 167 is ar-
ranged to cover the opening of the outer breathing hole
159c, so that the flow of air which flows out to the space
108a through the breathing hole 159c can be throttled.
As a result, the velocity of flow of air which flows through
the filter 157 decreases. Therefore, like in the above-
described embodiment, the filter 157 can easily absorb
the lubricant, so that the lubricant can be prevented from
flowing out to the space 108a.
[0047] Further, the second filter 167 according to this
power tool not only serves as a member for throttling the
flow of air which flows out through the breathing hole
159c, but catches lubricant which may flow out to the
space 108a through the breathing hole 159c. With such
a construction, the effect of preventing leakage of lubri-
cant can be further enhanced. Further, with the arrange-
ment in which the second filter 167 is spaced apart from
the filter 157, the flow of lubricant which has passed
through the filter 157 is once interrupted, which is also
effective in preventing leakage of lubricant.
[0048] In the above-described embodiment, a hammer
is described as being of the type which utilizes a crank
mechanism as the motion converting mechanism 113 for
converting the rotating output of the driving motor 111
into linear motion and driving the striker 143. However,
the invention may also be applied to a hammer of the
type which linearly drives the piston 127 by a swinging

mechanism that converts rotation of the driving motor
111 into swinging motion in the  axial direction of the
hammer bit 119. Further, in the above-described embod-
iment, the electric hammer 101 is described as a repre-
sentative example of a power tool, but the invention can
be applied not only to the hammer 101 but to any kind of
power tools in which lubricant for lubricating a driving
mechanism is sealed in a housing that houses the driving
mechanism.

Description of Numerals

[0049]

101 hammer (power tool)
103 body
105 motor housing
107 gear housing
107a internal space (housing space)
108 outer cover
108a space (outside)
109 handgrip
111 driving motor
113 motion converting mechanism (driving mecha-

nism)
115 striking mechanism (driving mechanism)
119 hammer bit (tool bit)
121 crank shaft
123 eccentric pin
125 crank arm
127 piston
133 operating member
141 cylinder
141a air chamber
143 striker
151 pressure regulating passage (path)
153 cap member
154 filter housing space (filter chamber)
155 crank cap
155a bottom wall
155b peripheral wall
155c breathing hole (inner passage)
155d outer cylindrical portion
156 O-ring
157 filter
158 O-ring
159 filter cap
159a peripheral wall
159b upper wall
159c breathing hole (outer passage)
159d annular groove
159e extension
161 upper space (space)
163 rubber sheet (throttle member) (sheet member)

(elastic member)
165 throttle passage
167 second filter (throttle member)
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Claims

1. A power tool comprising:

a driving mechanism (113, 115) to drive a tool
bit (119),
an enclosed housing space (107a) which hous-
es the driving mechanism and in which lubricant
to lubricate the driving mechanism is sealed in,
a path (151) which communicates the housing
space with the outside to regulate pressure of
the housing space,
a filter chamber (154) having a predetermined
capacity provided on the path,
an inner passage (155c) provided on the path
to communicate the filter chamber with the hous-
ing space,
an outer passage (159c) provided on the path
to communicate the filter chamber with the out-
side,
a filter (157) disposed in the filter chamber to
absorb lubricant, the filter spaced apart from a
peripheral edge of an opening of the outer pas-
sage which is open to the filter chamber, so that
a space (161) is formed on the opening edge
side of the filter chamber,
a throttle member (163, 167) disposed in the
space to throttle flow of air which flows out to
the outer passage through the filter, character-
ized in that
the throttle member (163, 167) includes a sheet
member (163) which is overlaid on top of the
filter (157) and throttles a passage between the
filter and the space (161), and
the sheet member (163) is formed of circular
elastic material and a throttle passage (165) is
defined by an outer circumferential surface  of
the sheet member and a peripheral wall (155b)
surrounding the outer circumferential surface
and communicates the filter (157) with the space
(161).

2. The power tool according to claim 1, further compris-
ing a dynamic vibration reducer having a weight elas-
tically held, the dynamic vibration reducer reducing
vibration caused in the power tool during the opera-
tion by means of a reciprocating movement of the
weight, wherein the dynamic vibration reducer utiliz-
es the pressure which fluctuates in the housing
space (107a) as a force of driving the weight and the
throttle member (163, 167) enhances hermeticity of
the housing space.

Patentansprüche

1. Kraftwerkzeug mit:

einem Antriebsmechanismus (113, 115) zum
Antreiben eines Werkzeugbits (119),
einem geschlossenen Aufnahmeraum (107a),
der den Antriebsmechanismus aufnimmt und in
dem ein Schmiermittel zum Schmieren des An-
triebsmechanismus eingeschlossen ist,
einem Pfad (151), der den Aufnahmeraum zum
Regulieren eines Drucks des Aufnahmeraums
mit dem Äußeren verbindet,
einer Filterkammer (154) mit einer vorbestimm-
ten Kapazität, die auf dem Pfad vorgesehen ist,
einem inneren Durchgang (155c), der zum Ver-
binden der Filterkammer mit dem Aufnahme-
raum auf dem Pfad vorgesehen ist,
einem äußeren Durchgang (159c), der zum Ver-
binden der Filterkammer mit dem Äußeren auf
dem Pfad vorgesehen ist,
einem Filter (157), das zum Absorbieren von
Schmiermittel in der Filterkammer angeordnet
ist, wobei das Filter von einem peripheren Rand
einer Öffnung des äußeren Durchgangs, die zu
der Filterkammer geöffnet ist, beabstandet ist,
so dass auf der Seite des Rands der Öffnung
der Filterkammer ein Raum (161) ausgebildet
wird,
ein Drosselelement (163, 167), das zum Dros-
seln eines Luftstroms, der durch das Filter zu
dem äußeren Durchlass strömt, in dem Raum
angeordnet ist, dadurch gekennzeichnet,
dass
das Drosselelement (163, 167) ein flaches Ele-
ment (163) aufweist, das auf dem Filter (157)
angeordnet ist und einen Durchgang zwischen
dem Filter und dem Raum (161) drosselt, und
das flache Element (163) aus einem kreisförmi-
gen elastischen Material ausgebildet ist und ein
Drosseldurchgang (165) durch eine Außenum-
fangsfläche des flachen Elements und eine pe-
riphere Wand (155b), die die Außenumfangsflä-
che umgibt, begrenzt wird und das Filter (157)
mit dem Raum (161) verbindet.

2. Kraftwerkzeug nach Anspruch 1, ferner mit einem
dynamischen Vibrationsdämpfer, der ein elastisch
gehaltenes Gewicht aufweist, wobei der dynamische
Vibrationsdämpfer eine während des Betriebs in
dem Kraftwerkzeug verursachte Vibration mittels ei-
ner Hin- und Herbewegung des Gewichts verringert,
wobei der dynamische Vibrationsdämpfer den in
dem Aufnahmeraum (107a) fluktuierenden Druck als
eine Kraft zum Antreiben des Gewichts verwendet
und das Drosselelement (163, 167) einen hermeti-
schen Verschluss des Aufnahmeraums verbessert.

Revendications

1. Outil électrique comprenant:
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un mécanisme d’entraînement (113,115) pour
entraîner un embout pour outil (119),
un espace de logement fermé (107a) qui loge
le mécanisme d’entraînement et dans lequel un
lubrifiant pour lubrifier le mécanisme d’entraîne-
ment est enfermé à étanchéité,
un chemin (151) qui fait communiquer l’espace
de logement avec l’extérieur pour régler la pres-
sion de l’espace de logement,
une chambre de filtrage (154) ayant une capa-
cité prédéterminée prévue sur le chemin,
un passage intérieur (155c) prévu sur le chemin
pour faire communiquer la chambre de filtrage
avec l’espace de logement,
un passage extérieur (159c) prévu sur le chemin
pour faire communiquer la chambre de filtrage
avec l’extérieur,
un filtre (157) disposé dans la chambre de filtra-
ge pour absorber le lubrifiant, le filtre séparé par
un espace d’un bord périphérique d’une ouver-
ture du passage extérieur qui est ouvert vers la
chambre de  filtrage, de sorte qu’un espace
(161) se forme sur le côté de bord d’ouverture
de la chambre de filtrage,
un organe d’étranglement (163,167) disposé
dans l’espace pour étrangler le flux d’air qui
s’écoule en sortant vers le passage extérieur à
travers le filtre,
caractérisé en ce que
l’organe d’étranglement (163,167) comprend un
élément en tôle (163) superposé au sommet du
filtre (157) et étrangle un passage (165) entre le
filtre et l’espace (161), et
l’élément en tôle (163) est constitué d’une ma-
tière élastique circulaire et le passage d’étran-
glement (165) est défini par une surface circon-
férentielle extérieure de l’élément en tôle et par
une cloison périphérique (155b) entourant la
surface circonférentielle extérieure et fait com-
muniquer le filtre (157) avec l’espace (161).

2. Outil électrique selon la revendication 1, comprenant
en outre un réducteur dynamique de vibrations ayant
un poids maintenu par élasticité, le réducteur dyna-
mique de vibrations réduisant les vibrations causées
dans l’outil électrique pendant le fonctionnement au
moyen d’un mouvement alternatif du poids, dans le-
quel le réducteur dynamique de vibrations utilise la
pression qui fluctue dans l’espace de logement
(107a) comme une force pour entraîner le poids, et
l’organe d’étranglement (163,1678) améliore l’étan-
chéité de l’espace de logement.
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