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(54) Interchangeable tips for surgical device

(57) A surgical device (100) including an end effector
(10) that is configured and adapted to receive an inter-
changeable tip (150) is disclosed. Also disclosed are sev-
eral interchangeable tips that are configured and adapted

for different surgical procedures. The interchangeable
tips facilitate the performance of different surgical proce-
dures while using the same device.



EP 2 777 523 A1

2

5

10

15

20

25

30

35

40

45

50

55

Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims the benefit of and priority
to U.S. Provisional Patent Application No. 61/777,269,
filed March 12, 2013, the entire disclosure of which is
incorporated by reference herein.

BACKGROUND

Technical Field

[0002] The present disclosure relates generally to a
surgical device including an end effector, and more par-
ticularly to an end effector configured and adapted to
receive and support interchangeable tips to facilitate per-
forming a thoracic surgical procedure.

Background of Related Art

[0003] Minimally invasive surgeries are becoming in-
creasingly commonplace due to their advantages, e.g.,
a faster recovery time and a better cosmetic result. One
type of minimally invasive surgical procedure is Video
Assisted Thoracic Surgery (VATS) allows doctors to per-
form chest surgery through small incisions less than an
inch long. A camera is inserted through one of the inci-
sions to view the surgical site. The images from the cam-
era are displayed on a video monitor. Other small inci-
sions may be made to receive surgical instruments there-
through.
[0004] Numerous devices are used during a thoracic
surgical procedure. Such devices include, but not limited
to, a thoracoscope, a stapler, a blunt dissector sponge
(such as a kittner), a grasper, a dissector, a scissor,
and/or a specimen retrieval bag. A continuing need exists
to facilitate the use of these varied devices during a min-
imally invasive surgical procedure while simplifying the
procedure and reducing the time to complete the proce-
dure.

SUMMARY

[0005] Disclosed herein is a surgical device including
an end effector that is configured and adapted to receive
an interchangeable tip. Various embodiments of inter-
changeable tips configured for the performance of differ-
ent surgical procedures are disclosed herein, and each
of the interchangeable tips may be used with the same
end effector. In an embodiment, the surgical device in-
cludes a handle, an elongated body portion extending
from the handle, and the end effector. The end effector
includes a cartridge assembly, an anvil assembly, and
the interchangeable tip operatively connected to one of
the cartridge and anvil assemblies.
[0006] The interchangeable tips allow for the perform-
ance of an additional procedure or step without necessi-

tating the introduction of another instrument into the sur-
gical site. The interchangeable tips can vary in geometry
and material depending on the need. The tips include but
are not limited to tips having a sponge material, rubber
material, and may also have cautery ability that can be
used throughout the procedure. The tip may be a blunt
object used to dissect tissue with or without an associated
gauze covering, such as a kittner. In embodiments, the
interchangeable tip may include a textured surface, a
hook, an electrode, and/or a blade.
[0007] The interchangeable tip may be operatively
coupled to one of the anvil or cartridge assemblies. In
embodiments, the interchangeable tip may be magneti-
cally secured to one of the cartridge and anvil assemblies.
A magnet on the proximal portion of the interchangeable
tip may facilitate proper placement and securing of the
interchangeable tip. A carrier may hold one or more in-
terchangeable tips prior to use.
[0008] The surgical device described hereinbelow may
be used during a surgery such as a minimally invasive
surgical procedure, including thoracic surgery. In an em-
bodiment, a surgeon may place an access device be-
tween adjacent ribs of a patient to access the patient’s
thoracic cavity. A plurality of interchangeable tips are pro-
vided. A surgeon selects an appropriate interchangeable
tip and operably couples the appropriate interchangeable
tip with the surgical device. The surgical device is placed
within the access device and underlying body structures
within the thoracic cavity are operated upon as desired.
Once the desired procedure is completed, the surgical
device, as well as the access device, is removed.
[0009] In another aspect of the present disclosure, a
surgical kit is disclosed. The surgical kit includes a sur-
gical device, an end effector assembly, and a carrier. The
end effector assembly may be integral to the surgical
device. The carrier includes interchangeable tips and a
plate having apertures. A proximal end of each tip is se-
cured within an aperture. The carrier may also include a
securing member to secure the proximal end of each tip
within the aperture. The interchangeable tips are each
configured for a different surgical procedure.
[0010] These and other aspects of the present disclo-
sure will be described in greater detail when read with
reference to the appended figures.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] Embodiments of the present disclosure are de-
scribed herein with reference to the accompanying fig-
ures, wherein:

Fig. 1 is a side perspective view of a surgical stapling
device including an end effector including an inter-
changeable tip;
Fig. 1B is a side cross sectional view of surgical sta-
pling device of Fig. 1 taken along section-line 1B-1B;
Fig. 1C is a side perspective view of the proximal
end of the surgical stapling device shown in Fig. 1

1 2 



EP 2 777 523 A1

3

5

10

15

20

25

30

35

40

45

50

55

with parts separated;
Fig. 2 is an enlarged view of the indicated area of
detail shown in Fig. 1;
Fig. 3A is a perspective view of an embodiment of
an interchangeable tip;
Fig. 3B is a perspective view of an embodiment of
an interchangeable tip;
Fig. 3C is a perspective view of an embodiment of
an interchangeable tip;
Fig. 3D a perspective view of a still further embodi-
ment of an interchangeable tip;
Fig. 3E is a perspective view of an embodiment of
an interchangeable tip;
Fig. 4A is a perspective view of an embodiment of a
carrier shown relative to the interchangeable tip of
Fig. 2;
Fig. 4B is a perspective view of another embodiment
of a carrier shown relative to the interchangeable tip
of Fig. 2;
Fig. 4C is a perspective view of an embodiment of a
carrier shown with the interchangeable tip of Fig. 2;
and
Fig. 5 is a front view illustrating a patient’s skeletal
structure with an embodiment of the presently dis-
closed surgical access assembly positioned within
the intercostal space defined between adjacent ribs
in accordance with the present disclosure.

DETAILED DESCRIPTION

[0012] Certain exemplary embodiments will now be
described to provide an overall understanding of the prin-
ciples of the structure, function, manufacture, and use of
the devices and methods disclosed herein. One or more
examples of these embodiments are illustrated in the ac-
companying drawings. Those skilled in the art will under-
stand that the devices and methods specifically de-
scribed herein and illustrated in the accompanying draw-
ings are non-limiting exemplary embodiments and that
the scope of the present disclosure is defined solely by
the claims. The features illustrated or described in con-
nection with one exemplary embodiment may be com-
bined with the features of other embodiments. Such mod-
ifications and variations are intended to be included with-
in the scope of the present disclosure.
[0013] As used herein, the term "distal," as is conven-
tional, will refer to that portion of the instrument, appara-
tus, device or component thereof which is farther from
the user while, the term "proximal," will refer to that portion
of the instrument, apparatus, device or component there-
of which is closer to the user. In the following description,
well-known functions or constructions are not described
in detail to avoid obscuring the present disclosure in un-
necessary detail. A surgical device 100 will now be de-
scribed with reference to Figs. 1 and 2. The surgical de-
vice 100 includes an end effector 10 having an inter-
changeable tip. The stapling device 100 includes a han-
dle assembly 16 and an elongated body 18. The end

effector 10 forms part of a disposable loading unit (DLU)
or single use loading unit (SULU) 20. The end effector
10 includes an interchangeable tip 15. Various embodi-
ments of interchangeable tips are disclosed herein. Al-
though the interchangeable tips are described and illus-
trated as being used in a surgical stapler, such inter-
changeable tips may be used with other surgical devices
including, for example, any linear stapling device of both
an endoscopic and open construction and include artic-
ulating and non-articulating device, as well as reusable
and non-reusable devices.
[0014] The handle assembly 16 includes a stationary
grip member 22, a pivotable trigger 24, an articulation
lever 26, a rotation knob 27, and return knobs 28. SULU
20 is configured and adapted to be releasably attached
to the elongated body portion 18. The SULU 20 includes
a proximal body portion 32 and the end effector 10. The
end effector 10 is pivotally attached to the proximal body
portion 32 to facilitate articulation of the end effector 10
in relation to the proximal body portion 32. Examples of
surgical stapling devices are shown and described in
U.S. Pat. No. 5,865,361; U.S. Pat. No. 7,967,178; and
U.S. Pat. Pub. No. 2004/0243151, the contents of which
are hereby incorporated by reference in their entireties.
[0015] The end effector 10 will now be described with
reference to Fig. 2. As shown in Fig. 2, the end effector
10 includes an anvil assembly 13 and a cartridge assem-
bly 11, which houses surgical fasteners or staples there-
in. The anvil assembly 13 includes a plurality of concav-
ities 19 to facilitate the formation of completed staples
as the anvil assembly 13 and the cartridge assembly 11
are approximated, i.e., in a substantially closed position
relative to one another. A channel 17 may extend longi-
tudinally through the anvil assembly 13 to receive a knife
blade therethrough.
[0016] Anvil assembly 13 and cartridge assembly 11
are movable in a pivotal relation to one another between
a substantially open position and a substantially clamped
or approximated position. Pivotable trigger 24 (FIG. 1) is
actuated through an actuation stroke or strokes to move
anvil assembly 13 in relation to cartridge assembly 11
between the open position and the clamped position and
to eject staples from the cartridge assembly 11. After the
staples have been fired, the trigger 24 may inhibit another
firing from occurring. By inhibiting the approximation of
the cartridge assembly 11 and the anvil assembly 13 rel-
ative to one another after the staples have already been
ejected form the cartridge assembly 11, the risk of unin-
tended duct or vessel damage is lessened.
[0017] The anvil assembly 13 includes a distal end
150a includes a slot 51 adapted and configured to receive
interchangeable tips therein. The particular interchange-
able tip inserted into the slot 51 will have particular char-
acteristics that will facilitate the performance of multiple
functions by the surgical device 100 that would otherwise
necessitate the introduction of another surgical instru-
ment. For example, the interchangeable tips may include,
but are not limited to, tips having a sponge, kittner, and/or

3 4 



EP 2 777 523 A1

4

5

10

15

20

25

30

35

40

45

50

55

rubber like materials. In some embodiments, the tips may
also function to cauterize tissue.
[0018] The clamping and grasping mode of operation
of the end effector 10 will now be described with reference
to Figs. 1B-1C. Slide buttons 40, 45 (FIG. 1C) may be
configured to alternate the end effector 10 (FIG. 1) be-
tween a grasping mode and a firing or clamping mode.
The trigger 24 includes a grasping pawl assembly 67 that
is operatively associated with slide buttons 40, 45. In the
grasping mode, the anvil assembly 13 (FIG. 1) is movable
in relation to the cartridge assembly 11 (FIG. 1) between
open and approximated positions to grasp tissue there-
between. In the clamping mode, the anvil assembly 13
and the cartridge assembly 11 are movable in relation to
each other to grasp tissue therebetween and apply linear
rows of staples. In the clamping mode, the retractor knobs
28 (FIG. 1) are used to move the anvil assembly 13 and
the cartridge assembly 11 apart, thereby releasing tissue
positioned therebetween. Slide buttons 40, 45 each in-
clude a raised surface 40a, 45a, respectively. Raised sur-
faces 40a, 45a are configured to be engaged by a user’s
finger to move slide buttons 40, 45 within recess 42 (FIG.
1C), respectively. Alternatives to slide buttons 40, 45 may
be utilized such as, but not limited to, knobs, levers, de-
pressible buttons, toggles, trigger assemblies, etc.
[0019] Actuation of the trigger 24 will be described with
reference to Figs. 1-1C. The trigger 24 is supported be-
tween housing half-sections 16a, 16b (Fig. 1) about a
cylindrical member (not shown) that is received within an
opening 31 within the trigger 24. A biasing member (not
shown), e.g., a torsion spring, may be included to urge
the trigger 24 away from the grip member 22 to a non-
compressed position. As shown in FIG. 1C, the trigger
24 includes a pair of throughbores 33 dimensioned to
receive pivot member 34. An advancement pawl 35 is
rotatably supported on pivot member 34 and is biased
by a spring 36 towards an actuation shaft 90. Actuation
member or actuation shaft 90 is slidably supported be-
tween retracted and advanced positions, and defines a
recess 94 configured to rotatably receive proximal end
97 of a control rod 95. Actuation shaft 90 includes a
toothed rack 92. Advancement pawl 35 has an engage-
ment finger 35a which is biased by a spring 36 towards
toothed rack 92 of actuation shaft 90. When the trigger
24 is actuated, i.e., is pivoted towards the grip member
22 against the bias of a torsion spring (not shown), en-
gagement finger 35a of pawl 35 engages toothed rack
92 of actuation shaft 90 to advance actuation shaft 90
and the control rod 95 distally.
[0020] Actuation member or actuation shaft 90 is slid-
ably supported between retracted and advanced posi-
tions within a barrel portion of housing 16 (FIG. 1) and
includes a distal end defining a recess 94 configured to
rotatably receive the proximal end 97 of a control rod 95.
Actuation shaft 90 includes a toothed rack 92. Advance-
ment pawl 35 has an engagement finger 35a which is
biased by spring 36 towards toothed rack 92 of actuation
shaft 90. When trigger 24 is actuated, i.e., is pivoted to-

wards stationary grip member 22 against the bias of a
torsion spring (not shown), engagement finger 35a of
pawl 35 engages toothed rack 92 of actuation shaft 90
to advance actuation shaft 90 and control rod 95 distally.
[0021] With continued reference to FIG. 1C, the grasp-
ing pawl assembly 67 is operatively associated with slide
buttons 40 and 45. Grasping pawl assembly 67 is con-
figured for movement with respect thereto in response
to manipulation of slide buttons 40 and 45. Grasping pawl
assembly 67 includes a slider or other engagement mem-
ber such as pawl arm 50 and grasping pawl 60. Pawl arm
50 has a sloped surface 55 defined on an outturned por-
tion 52 of a top end of pawl arm 50, and grasping pawl
60 is pivotally supported within outturned portion 52 of
pawl arm 50. A top end of slide button 45 includes an in-
turned portion 46 having an extension that defines a re-
cessed groove. The recessed groove is dimensioned and
configured to slidably receive an extension defined by a
recessed groove in a bottom end of pawl arm 50. Recip-
rocally, the recessed groove in pawl arm 50 is dimen-
sioned and configured for slidably receiving an extension
of slide button 45. A bottom end of slide button 45 includes
an opening 41a configured to receive a connector pin 44
therethrough. A cylindrical receptacle 40b extends out-
wardly from an inner surface of slide button 40 and is
configured and dimensioned to translate within a longi-
tudinal slot 42a formed in recess 42 of trigger 24. Con-
nector pin 44 is dimensioned to be received within recep-
tacle 40b to secure slide button 45 to slide button 40.
[0022] Referring to Figs. 1B-1C, movement of the trig-
ger 24 in the direction of arrow "A" (FIG. 1B) through a
grasping stroke moves engagement finger 35a of ad-
vancement pawl 35 into engagement with a shoulder 99
formed on actuation shaft 90. Subsequent movement of
trigger 24 through the grasping stroke rotates pawl arm
50 counter-clockwise. As trigger 24 returns to its initial
position, arm 80b of yoke 80 slides slide buttons 40, 45
upwardly, so that the surgical device 100 remains in
grasping mode. Sliding slide buttons 40, 45 downwardly
causes subsequent movement of trigger 24 in the direc-
tion "A" clamps cartridge assembly 11 and anvil assembly
13 onto tissue. Yoke 80 is rotatably supported within the
stationary grip member 22 about a cylindrical member
(not shown) which is received within an opening 82 within
yoke 80. A pair of arms 80a and 80b extend laterally from
opening 82. Upon movement of the trigger 24 in the di-
rection indicated by arrow "A", i.e., pivoted towards sta-
tionary grip member 22, slide buttons 40 and 45 are mov-
able from an upward position in which grasping pawl 60
is engaged in a slot 92b in toothed rack 92 of actuation
shaft 90, to a downward position in which grasping pawl
60 is spaced from toothed rack 92 of actuation shaft 90.
When grasping pawl 60 is positioned within slot 92b, only
limited advancement and retraction of the actuation shaft
90 will occur upon operation of trigger 24, allowing the
surgical device 100 to operate in the grasping mode. Slid-
ing slide buttons 40, 45 down moves grasping pawl 60
away from slot 92b and pawl arm 50 away from cam
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member 101 of locking cam assembly 107. The locking
cam assembly 107 includes cam member 101 that is
movable between a retracted and extended position to
operatively interact vertical pawl 120. The cam member
101 is biased proximally by a spring 105 that engages a
spring support 110 that is positioned between cam mem-
ber 101 and the vertical pawl 120. A spring 130 supported
between housing half-sections 16a and 16b is positioned
to bias vertical pawl 120 to the extended position. In the
extended position, vertical pawl 120 prevents advance-
ment of actuation shaft 90 to prevent firing of the surgical
device 100. When the vertical pawl 120 is in the extended
position, advancement of actuation shaft 90 is inhibited
to inhibit firing of the surgical device 100.
[0023] As seen in FIG. 1C, when retractor knobs 28
are pulled rearwardly or proximally, coupling rod 96 ini-
tially moves release plate 70 rearward in relation to ac-
tuation shaft 90 as coupling rod 96 slides in slots 98 of
actuation shaft 90. As this occurs, release plate 70 is
moved downwardly by pins 91 with respect to actuation
shaft 90 thereby covering toothed rack 92 to disengage
engaging finger 35a of advancement pawl 35 from
toothed rack 92. The release plate 70 is supported on
one side of actuation shaft 90 by a pair of spaced apart
pins 91. Pins 91 extend outwardly from a lateral face of
actuation shaft 90 to engage a pair of angled cam slots
71 formed through release plate 70. In this way, release
plate 70 is operatively associated with actuation shaft 90
and is mounted for movement with respect thereto in re-
sponse to manipulation of retractor knobs 28. Once cou-
pling rod 96 reaches a position at which it engages the
proximal end of slots 98, additional rearward movement
of retractor knobs 28 causes retraction of actuation shaft
90 and thus retraction of control rod 95 rearwardly. Ac-
tuation shaft 90 is biased proximally by spring 76 which
is secured at one end to coupling rod portion 96c via a
connector 75 and at the other end to a post 77 on actu-
ation shaft 90.
[0024] When the trigger 24 is manipulated to clamp
tissue, grasping pawl 60 moves into slot 92 such that
vertical pawl 120 engages cutout 93. Plunger 30 is
pushed and releases vertical pawl 120. When trigger 24
is manipulated, advancement pawl 35 advances toothed
rack 92, and results in the firing of staples. Multiple
strokes of trigger 24 are used to advance toothed rack
92, with advancement pawl 35 repeatedly engaging and
disengaging toothed rack 92. Yoke 80 maintains slide
buttons 40, 45 in the upward position during firing. After
retractor knobs 28 are used to retract toothed rack 92,
grasping pawl 60 is aligned with slot 92b and the surgical
device 100 is in the grasping mode again.
[0025] Exemplary embodiments of interchangeable
tips that are each operatively connectable to one of the
anvil or cartridge assemblies are shown in Fig. 2 and
Figs. 3A-3E. Each interchangeable tip 150, 195, 135,
125, 146, and 400 includes a proximal end 155 that is
releasably securable within the slot 51 of the anvil as-
sembly 13. The proximal end 155 may be frictionally se-

cured within the slot 51 of the anvil assembly 13. In an
embodiment, the proximal end 155 and the distal end
150a of the anvil 13 may alternatively, or additionally, be
formed from materials that will magnetically attract one
another to facilitate magnetic securing of the proximal
end 155 and the anvil 13. The magnetic attraction of the
proximal end 155 and the proximal end 50 may facilitate
proper alignment and a relatively easy placement of the
interchangeable tip on the distal end 150a of the anvil.
In embodiments, adhesive materials may also be used.
It is also envisioned that the proximal end 155 and the
anvil 13 may include a snap-fit configuration.
[0026] As shown in Fig. 2, the interchangeable tip 150
includes proximal end 150 and a distal portion 159. The
distal portion 159 may be formed from or coated with a
luminescent or fluorescent material and/or coating to fa-
cilitate viewing and location of the end effector 10 within
a surgical site. The luminescent or fluorescent material
and/or coating may facilitate identification of particular
tips in the surgical field or behind tissue. Such a coating
and/or material may be incorporated into any of the in-
terchangeable tips described herein. A number of other
coatings are also envisioned, such as biocompatible ma-
terial. The distal portion 159 includes a distal end 157
that is upwardly directed to facilitate proper placement
of tissue between the anvil assembly 13 and the cartridge
assembly 11, e.g., tissue placed between the anvil as-
sembly 13 and the cartridge assembly 11 is directed to-
ward the cartridge assembly 11. A surface 159a of the
distal portion 159 of the interchangeable tip 150 may be
relatively blunt to facilitate manipulation of tissue, e.g.,
dividing tissue planes, without cutting or damaging tis-
sue. The distal end 157, however, may be substantially
sharp or pointed to facilitate cutting and/or scraping of
tissue. The distal end 157 may include a substantially
sharp portion and a substantially blunt portion.
[0027] Other embodiments of interchangeable tips will
now be described will reference to Figs. 3A-3E. As shown
in Fig. 3A, interchangeable tip 195 includes the proximal
end 155 for the placement of the interchangeable tip 195
in a releasably secured relationship with the distal end
150a of the anvil 13 (FIG. 1). The interchangeable tip 195
includes a textured or roughened surface to facilitate grip-
ping of tissue. Various protrusions such as ridges 198
may also facilitate gripping and manipulation of tissue
that comes into contact with the interchangeable tip 195.
During use, the ridges 198 may facilitate scraping of tis-
sue if desired.
[0028] The presence of bodily fluids, e.g., blood, may
increase the difficulty of viewing a surgical site and may
also present other issues to the patient. It may therefore
be desirable to use a kittner tip (a gauze covering or sim-
ilarly absorbent material covering acting as a sponge for
blood and other bodily fluids that may be attached to or
used in association with a blunt dissection tip) to absorb
the bodily fluids that may be present at the surgical site.
As shown in Fig. 3B, an interchangeable tip 135 is con-
figured and adapted to function as a kittner to absorb
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minor but bothersome bleeding. The interchangeable tip
135 includes the proximal end 155 for the placement of
the interchangeable tip at the distal end 150a of the anvil
assembly 13 (FIG. 1). The interchangeable tip 135 may
include an elongated segment 138 and a distal end 136
formed from a gauze like material. The elongated seg-
ment 138 and the distal end 136 may be substantially
the same thickness as the distal end 150a of the anvil
assembly 13.
[0029] In an embodiment, as shown in Fig. 3C, inter-
changeable tip 125 includes the proximal end 155 for
releasably securing the interchangeable tip to the distal
end 150a of the anvil assembly 13 (FIG. 1). The inter-
changeable tip may include an elongated section 128
and a hook 126 to facilitate manipulation, e.g., picking,
piercing, and/or scraping, of tissue. As shown in Fig. 3D,
an interchangeable tip 145 includes a proximal portion
155 that is releasably secured within slot 51 of the anvil
assembly 13. The interchangeable tip, such as tip 145,
may includes a portion, such as head 146, that may be
formed from an impact-absorbent or rubber-like material.
The head 146 functions as a cushion to lessen impact
that may occur between the end effector 10 and tissue,
thereby minimizing the risk of injury.
[0030] The interchangeable tips described herein may
include electrodes that are operatively coupled to a gen-
erator (not shown) to facilitate cauterization of tissue,
thereby reducing potential bleeding of tissue. Electrodes
may also be used to cauterize, cut, coagulate, or seal.
In an embodiment, as show in Fig. 3E, an interchange-
able tip 400 includes a proximal end 155e that is releas-
ably securable within slot 51 (FIG. 2) of the anvil assem-
bly 13. The proximal end 155e is substantially similar to
the proximal end 155, except that it is electrically con-
nectable to a power source or a generator (not shown)
to send electrical energy, e.g., RF energy, to an electrical
blade 406. In embodiments, the proximal end 155e elec-
trically connects to the power source or generator
through a cable (not shown) that extends through a por-
tion of the elongate body. A return electrode (not shown)
may be placed elsewhere on the patient. The electrical
blade 406 may have a different configuration depending
upon the desired procedure and may be used for a variety
of procedures such as cauterization, cutting, coagulation,
and/or sealing of tissue.
[0031] The interchangeable tip may also include at
least one sensor, such as a camera. It is also envisioned
that the interchangeable tip may include any combination
of the configurations disclosed herein.
[0032] One or more interchangeable tips (e.g., inter-
changeable tip 195, 135, 125, 145, 400) may be stored
prior to use in a carrier. Embodiments of carriers will now
be described with respect to Figs. 4A-4C. As shown in
Fig. 4A, a carrier 170 includes a plate 171, which includes
one or more receptacles 174 for the releasable securing
of interchangeable tips, e.g., interchangeable tip 150.
The receptacles 174 and the proximal ends of the inter-
changeable tips, e.g., proximal ends 155 of interchange-

able tips 150, are magnetically and/or frictionally secured
within the receptacles 174. In an embodiment, as shown
in Fig. 4B, a carrier 190 includes a plate 196 and one or
more apertures 194 configured and adapted to receive
the proximal ends of the interchangeable tips, e.g., prox-
imal ends 155 of interchangeable tips 150. A securing
member 192 positioned on an opposing side of the plate
196 operatively couples the interchangeable tip to the
plate 196. In embodiments, the securing member 192
magnetically couples the interchangeable tip to the plate
196. In some embodiments, as shown in Fig. 4C, a carrier
160 includes one or more recesses 164 that are config-
ured and adapted to frictionally secure an interchange-
able tip, e.g., interchangeable tip 150, therein.
[0033] As shown in Fig. 5, an access assembly 5 may
be used to facilitate insertion and manipulation of one or
more surgical instruments, e.g., surgical device 100 (Fig.
2), within the thoracic cavity "T". The access assembly
5 is configured and dimensioned to be inserted into the
intercostal space located between the adjacent ribs "R"
of patient "P" through an opening, e.g., an incision, in the
patient’s skin. It should be understood that the access
assembly 5 may be placed within any suitable body open-
ing, whether naturally occurring (e.g., mouth, anus,
and/or vagina) or within an incision, and is not limited to
placement between ribs "R" to access the thoracic cavity
"T". It should be understood that the access assembly 5
may be formed from any suitable biocompatible material,
e.g., polymeric materials.
[0034] The surgical device 100 described above is in-
sertable into the access assembly 5 (Fig. 5) to access
underlying body structures within the thoracic cavity "T".
During use, a surgeon selects an appropriate inter-
changeable tip (e.g., interchangeable tip 195, 135, 125,
145, 400) depending upon the desired procedure, and
operatively couples that interchangeable tip to the distal
end 150a of the anvil 13 (FIG. 1). As discussed above,
the interchangeable tip is releasably secured to the anvil
13 by means that may include frictional and/or magnetic
means. As discussed above, prior to use, the inter-
changeable tips may be stored in a carrier. By facilitating
the performance of multiple surgical procedures by using
a single device, the performance of surgical procedures
is easier and faster.
[0035] Although shown and described for use during
a thoracic surgical procedure, e.g., pulmonary artery li-
gation in the thoracic cavity, the devices and methods
described herein have broad surgical applications includ-
ing endoscopic and open abdominal, gynecologic, and
thoracic, breast, and vascular surgery including vessel
ligation and tissue removal.
[0036] According to another aspect of the present dis-
closure, a surgical kit is disclosed. The surgical kit in-
cludes a surgical device, an end effector assembly, and
a carrier. The end effector assembly may be integral to
the surgical device. The carrier includes interchangeable
tips and a plate having apertures. A proximal end of each
tip is secured within an aperture. The carrier may also
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include a securing member to secure the proximal end
of each tip within the aperture. The interchangeable tips
are each configured for a different surgical procedure.
Any of the surgical devices, DLUs, SULUs, interchange-
able tips, and carriers disclosed herein may be included
in the surgical kit.
[0037] Each of the embodiments described above are
provided for illustrative purposes only. It will be under-
stood that various modifications may be made to the em-
bodiments of the present disclosure. Therefore, the
above description should not be construed as limiting,
but merely as exemplifications of embodiments. Those
skilled in the art will envision other modifications within
the scope and spirit of the present disclosure.
[0038] The invention may be described by reference
to the following numbered paragraphs:-

1. A surgical device comprising:

a handle;
an elongated body portion extending from the
handle; and
an end effector including:

a cartridge assembly;
an anvil assembly, wherein the cartridge as-
sembly and the anvil assembly are movable
relative to one another; and
an interchangeable tip operatively connect-
able to at least one of the cartridge assem-
bly or anvil assembly.

2. The surgical device of paragraph 1, wherein the
interchangeable tip includes a kittner.

3. The surgical device of paragraph 1, wherein the
interchangeable tip includes a textured surface.

4. The surgical device of paragraph 1, wherein the
interchangeable tip includes a hook.

5. The surgical device of paragraph 1, wherein the
interchangeable tip includes a blade.

6. The surgical device of paragraph 1, wherein the
interchangeable tip includes a head that is cush-
ioned.

7. The surgical device of paragraph 1, wherein the
interchangeable tip includes an electrode.

8. The surgical device of paragraph 7, wherein the
interchangeable tip is configured to at least one of
cauterize, cut, coagulate, or seal tissue.

9. The surgical device of paragraph 1, wherein the
interchangeable tip is magnetically secured to at
least on one of the anvil or cartridge assemblies.

10. The surgical device of paragraph 1, wherein the
interchangeable tip is a sensor.

11. The surgical device of paragraph 1, wherein the
interchangeable tip includes a camera.

12. A method for performing a thoracic surgical pro-
cedure comprising:

providing an access device;
providing a plurality of interchangeable tips;
providing a surgical device including:

a handle;
an elongated body portion extending from
the handle; and
an end effector including:

a cartridge assembly; and
an anvil assembly, the cartridge as-
sembly and the anvil assembly mova-
ble relative to one another;

placing the access device between adjacent ribs
of a patient;
connecting one of the plurality of interchangea-
ble tips to at least one of the cartridge assembly
or anvil assemby;
inserting the surgical device into the access de-
vice; and
performing a desired procedure.

13. The method of paragraph 12, wherein providing
the plurality of interchangeable tips includes provid-
ing a carrier having a plurality of apertures, a proxi-
mal end of each of the plurality of interchangeable
tips secured within one of the plurality of apertures.

14. The method of paragraph 13, wherein the carrier
further includes a plurality of securing members en-
gaging the proximal end of each of the plurality of
interchangeable tips to releasably secure each of
the plurality of interchangeable tips to the carrier.

15. The method of paragraph 13, wherein connecting
further includes removing one of the plurality of in-
terchangeable tips from the carrier before connect-
ing the one of the plurality of interchangeable tips to
at least one of the cartridge and anvil assemblies.

16. The method of paragraph 12, further including
the replacing the one of the plurality of interchange-
able tips with a second of the plurality of interchange-
able tips after performing a desired procedure.

17. A surgical kit, comprising:

a surgical device including a handle and an elon-
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gated body portion extending from the handle;
an end effector assembly securable to a distal
end of the elongated body portion including a
cartridge assembly and an anvil assembly,
wherein the cartridge assembly and the anvil as-
sembly are movable relative to one another; and
a carrier including a plate having at least two
apertures and at least two interchangeable tips
selectively connectable to a distal end of at least
one of the cartridge or anvil assemblies, a prox-
imal end of each of the at least two interchange-
able tips secured within at least one of the at
least two apertures.

18. The kit of paragraph 17, wherein the carrier fur-
ther includes a securing member securing the prox-
imal end of each of the at least two interchangeable
tips within one of the at least two apertures.

19. The kit of paragraph 17, wherein at least two of
the at least two interchangeable tips are configured
to perform a different surgical task.

20. The kit of paragraph 17, wherein the end effector
assembly is integral to the elongated body portion.

Claims

1. A surgical device comprising:

a handle;
an elongated body portion extending from the
handle; and
an end effector including:

a cartridge assembly;
an anvil assembly, wherein the cartridge as-
sembly and the anvil assembly are movable
relative to one another; and
an interchangeable tip operatively connect-
able to at least one of the cartridge assem-
bly or anvil assembly.

2. The surgical device of claim 1, wherein the inter-
changeable tip includes a kittner.

3. The surgical device of claim 1 or claim 2, wherein
the interchangeable tip includes a textured surface.

4. The surgical device of any preceding claim, wherein
the interchangeable tip includes a hook.

5. The surgical device of any preceding claim, wherein
the interchangeable tip includes a blade.

6. The surgical device of any preceding claim, wherein
the interchangeable tip includes a head that is cush-

ioned.

7. The surgical device of any preceding claim, wherein
the interchangeable tip includes an electrode.

8. The surgical device of claim 7, wherein the inter-
changeable tip is configured to at least one of cau-
terize, cut, coagulate, or seal tissue.

9. The surgical device of any preceding claim, wherein
the interchangeable tip is magnetically secured to at
least on one of the anvil or cartridge assemblies.

10. The surgical device of any preceding claim, wherein
the interchangeable tip is a sensor.

11. The surgical device of any preceding claim, wherein
the interchangeable tip includes a camera.

12. A surgical kit, comprising:

a surgical device including a handle and an elon-
gated body portion extending from the handle;
an end effector assembly securable to a distal
end of the elongated body portion including a
cartridge assembly and an anvil assembly,
wherein the cartridge assembly and the anvil as-
sembly are movable relative to one another; and
a carrier including a plate having at least two
apertures and at least two interchangeable tips
selectively connectable to a distal end of at least
one of the cartridge or anvil assemblies, a prox-
imal end of each of the at least two interchange-
able tips secured within at least one of the at
least two apertures.

13. The kit of claim 12, wherein the carrier further in-
cludes a securing member securing the proximal end
of each of the at least two interchangeable tips within
one of the at least two apertures.

14. The kit of claim 12 or claim 13, wherein at least two
of the at least two interchangeable tips are config-
ured to perform a different surgical task.

15. The kit of any of claims 12 to claim 14, wherein the
end effector assembly is integral to the elongated
body portion.
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