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(54) METHOD AND DEVICE FOR POWER CONTROL

(57) Embodiments of the present invention disclose
a power control method and apparatus, relate to the field
of wireless communications, and are invented for reduc-
ing power pressure of an air interface of a base station
and ensuring a stable network environment. The method
includes: determining whether received total wideband
power RTWP of an air interface exceeds a set first con-
gestion threshold value; when the RTWP of the air inter-
face exceeds the set first congestion threshold value,
sending a congestion indication to a radio network con-
troller RNC, where the congestion indication is used for
indicating that the RNC is forbidden from up-regulating
a target signal-to-interference ratio SIR; receiving a tar-
get SIR sent by the RNC; down-regulating the target SIR
sent by the RNC; and notifying, based on the down-reg-
ulated target SIR, a user equipment UE to reduce trans-
mit power. The present invention is mainly applied to the
field of power control.
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Description

[0001] This application claims priority to Chinese Pat-
ent Application No. 201110403208.4, filed with the Chi-
nese Patent Office on December 7, 2011 and entitled
"POWER CONTROL METHOD AND APPARATUS",
which is incorporated herein by reference in its entirety.

TECHNICAL FIELD

[0002] The present invention relates to the field of wire-
less communications, and in particular, to a power control
method and apparatus.

BACKGROUND

[0003] In network operation, the number of user equip-
ments (User Equipment, UE) in a hot spot cell is numer-
ous, which easily causes mutual competition among the
UEs in the cell for a power resource of an air interface of
a base station. The UEs contend for the resource of the
air interface of the base station in a manner of increasing
transmit power, and this phenomenon that the UEs mu-
tually drive up the transmit power increases received total
wideband power (Received Total Wideband Power, RT-
WP) of the air interface of the base station. When the
RTWP of the air interface of the base station exceeds a
certain limiting value, performance of the cell declines, a
system is in an unstable state, and external instantane-
ous abrupt interference or power uplift of a certain internal
UE may interfere with the UE in the cell. In an extreme
case, the avalanche effect of the air interface may even
be caused, thereby affecting experience of an edge user.
For a user sensitive to quality of service (Quality of Serv-
ice, QoS), such as a voice user, a momentary mute or
even call drop may occur.
[0004] For example, in a case that power congestion
occurs in the air interface of the base station, the UEs
undergo very strong interference, and in this case, trans-
mit power of most of the UEs is already maintained at a
high level, so that an activity, such as external instanta-
neous interference, access of an internal UE or abrupt
data transmission, may cause instantaneous and sudden
deterioration of a block error rate (Block Error Rate,
BLER) or a hybrid automatic repeat request (Hybrid Au-
tomatic Repeat Request, HARQ) retransmission rate of
the UE in the network, thereby causing uplift of outer loop
power control and resulting in that the UE uplifts the trans-
mit power; and in the case that power congestion already
occurs in the air interface of the base station, the RTWP
of the air interface of the base station is further uplifted,
and an environment of the air interface of the base station
is deteriorated.

SUMMARY

[0005] Embodiments of the present invention provide
a power control method and apparatus, which can control

RTWP of an air interface of a base station when power
congestion occurs in the air interface of the base station.
[0006] To achieve the foregoing purpose, the embod-
iments of the present invention adopt the following tech-
nical solutions.
[0007] A power control method includes:

determining whether received total wideband power
RTWP of an air interface exceeds a set first conges-
tion threshold value;
when the RTWP of the air interface exceeds the set
first congestion threshold value, sending a conges-
tion indication to a radio network controller RNC,
where the congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target
signal-to-interference ratio SIR;
receiving a target SIR sent by the RNC;
down-regulating the target SIR sent by the RNC; and
notifying, based on the down-regulated target SIR,
a user equipment UE to reduce transmit power.

[0008] A power control method includes:

determining whether received total wideband power
RTWP of an air interface exceeds a set first conges-
tion threshold value;
when the RTWP of the air interface exceeds the set
first congestion threshold value, sending a conges-
tion indication to a radio network controller RNC,
where the congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target
signal-to-interference ratio SIR;
receiving a target SIR sent by the RNC; and
notifying, based on the target SIR sent by the RNC,
a user equipment UE to limit transmit power.

[0009] A power control method includes:

receiving a target signal-to-interference ratio SIR
sent by a radio network controller RNC;
determining whether received total wideband power
RTWP of an air interface exceeds a set first conges-
tion threshold value;
when the RTWP of the air interface exceeds the set
first congestion threshold value, down-regulating the
target SIR sent by the RNC; and
notifying, based on the down-regulated target SIR,
a user equipment UE to reduce transmit power.

[0010] A power control method includes:

when a base station determines that received total
wideband power RTWP of an air interface of the base
station exceeds a set first congestion threshold val-
ue, receiving a congestion indication sent by the
base station;
forbidding, according to the congestion indication,
up-regulating of a target signal-to-interference ratio
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SIR; and
sending the target SIR without being up-regulated
to the base station.

[0011] A power control apparatus includes:

a first determining unit, configured to determine
whether received total wideband power RTWP of an
air interface exceeds a set first congestion threshold
value;
a first sending unit, configured to: when the first de-
termining unit determines that the RTWP of the air
interface exceeds the set first congestion threshold
value, send a congestion indication to a radio net-
work controller RNC, where the congestion indica-
tion is used for indicating that the RNC is forbidden
from up-regulating a target signal-to-interference ra-
tio SIR;
a first receiving unit, configured to receive a target
SIR sent by the RNC;
a first control unit, configured to down-regulate the
target SIR sent by the RNC and received by the first
receiving unit; and
a first notifying unit, configured to notify, based on
the target SIR down-regulated by the first control
unit, a user equipment UE to reduce transmit power.

[0012] A power control apparatus includes:

a second determining unit, configured to determine
whether received total wideband power RTWP of an
air interface exceeds a set first congestion threshold
value;
a second sending unit, configured to: when the sec-
ond determining unit determines that the RTWP of
the air interface exceeds the set first congestion
threshold value, send a congestion indication to a
radio network controller RNC, where the congestion
indication is used for indicating that the RNC is for-
bidden from up-regulating a target signal-to-interfer-
ence ratio SIR;
a second receiving unit, configured to receive a tar-
get SIR sent by the RNC; and a second notifying
unit, configured to notify, based on the target SIR
sent by the RNC
and received by the second receiving unit, a user
equipment UE to limit transmit power.

[0013] A power control apparatus includes:

a third receiving unit, configured to receive a target
signal-to-interference ratio SIR sent by a radio net-
work controller RNC;
a third determining unit, configured to determine
whether received total wideband power RTWP of an
air interface exceeds a set first congestion threshold
value;
a third control unit, configured to: when the third de-

termining unit determines that the RTWP of the air
interface exceeds the set first congestion threshold
value, down-regulate the target SIR sent by the RNC;
and
a third notifying unit, configured to notify, based on
the target SIR down-regulated by the third control
unit, a user equipment UE to reduce transmit power.

[0014] A power control apparatus includes:

a fourth receiving unit, configured to: when a base
station determines that received total wideband pow-
er RTWP of an air interface of the base station ex-
ceeds a set first congestion threshold value, receive
a congestion indication sent by the base station;
a processing unit, configured to forbid, according to
the congestion indication received by the fourth re-
ceiving unit, up-regulating of a target signal-to-inter-
ference ratio SIR; and
a fourth sending unit, configured to send the target
SIR without being up-regulated to the base station.

[0015] In the power control method and apparatus pro-
vided in the embodiments of the present invention, rise
of a target SIR of a UE can be limited in a case of power
congestion of an air interface of a base station, which
avoids congestion pressure formed by further rise of
transmit power of the UE on already excessively high
RTWP of the air interface of the base station. Meanwhile,
in an implementation scenario of the present invention,
a value of the target SIR which is already limited to rise
can also be down-regulated, so as to reduce the transmit
power of the UE. A problem of power congestion of the
air interface of the base station is solved, a state of a
system is stabilized, and service quality of an edge user
and a QoS-sensitive user is ensured.

BRIEF DESCRIPTION OF DRAWINGS

[0016] To describe the technical solutions in the em-
bodiments of the present invention or in the prior art more
clearly, the hollowing briefly introduces accompanying
drawings required for describing the embodiments or the
prior art. Apparently, the accompanying drawings in the
following description show merely some embodiments
of the present invention, and persons of ordinary skill in
the art may further obtain other drawings according to
these accompanying drawings without creative efforts.

FIG. 1 is a flow chart of a power control method ac-
cording to Embodiment 1 of the present invention;
FIG. 2 is a flow chart of a power control method ac-
cording to Embodiment 2 of the present invention;
FIG. 3 is a flow chart of a power control method ac-
cording to Embodiment 3 of the present invention;
FIG. 4 is a flow chart of a power control method ac-
cording to Embodiment 4 of the present invention;
FIG. 5 is a flow chart of a power control method ac-
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cording to Embodiment 5 of the present invention;
FIG. 6 is a flow chart of an exemplary solution for
power control according to Embodiment 5 of the
present invention;
FIG. 7 is a comparison table of data before and after
adopting Embodiment 5 of the present invention ac-
cording to Embodiment 5 of the present invention;
FIG. 8 is a flow chart of a power control method ac-
cording to Embodiment 6 of the present invention;
FIG. 9 is a flow chart of a power control method ac-
cording to Embodiment 7 of the present invention;
FIG. 10 is a schematic structural diagram of a power
control apparatus according to Embodiment 8 of the
present invention;
FIG. 11 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 8 of
the present invention;
FIG. 12 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 8 of
the present invention;
FIG. 13 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 8 of
the present invention;
FIG. 14 is a schematic structural diagram of a power
control apparatus according to Embodiment 9 of the
present invention;
FIG. 15 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 9 of
the present invention;
FIG. 16 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 9 of
the present invention;
FIG. 17 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 9 of
the present invention;
FIG. 18 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 9 of
the present invention;
FIG. 19 is a schematic structural diagram of a power
control apparatus according to Embodiment 10 of
the present invention;
FIG. 20 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 10 of
the present invention;
FIG. 21 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 10 of
the present invention;
FIG. 22 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 10 of
the present invention;
FIG. 23 is a schematic structural diagram of the pow-
er control apparatus according to Embodiment 10 of
the present invention; and
FIG. 24 is a schematic structural diagram of a power
control apparatus according to Embodiment 11 of
the present invention.

DESCRIPTION OF EMBODIMENTS

[0017] The following clearly and completely describes
the technical solutions in the embodiments of the present
invention with reference to the accompanying drawings
in the embodiments of the present invention. Apparently,
the embodiments to be described are merely a part rather
than all of the embodiments of the present invention. All
other embodiments obtained by persons of ordinary skill
in the art based on the embodiments of the present in-
vention without creative efforts shall fall within the pro-
tection scope of the present invention.

Embodiment 1

[0018] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 1, the
method includes the following steps.
[0019] 101: A base station determines whether RTWP
of an air interface of the base station exceeds a set first
congestion threshold value.
[0020] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, and the RTWP on the air interface of the
base station needs to be controlled.
[0021] 102: When the RTWP of the air interface of the
base station exceeds the set first congestion threshold
value, the base station sends a congestion indication to
an RNC.
[0022] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is excessively high when the UE uploads data,
the RNC up-regulates the target SIR of the UE, so as to
increase transmit power of the UE, thereby reducing the
block error rate; if the block error rate is small when the
UE uploads data, in order to save transmit power of uplink
data, the RNC down-regulates the target SIR of the UE,
so as to reduce the transmit power of the UE. When con-
gestion occurs in the air interface of the base station, in
order to ensure whole stability of the network, even if the
block error rate is high when the UE uploads data, the
RNC is not allowed to up-regulate the target SIR of the
UE, thereby ensuring that the RTWP of the air interface
of the base station does not further rise.
[0023] 103: The base station receives a target SIR sent
by the RNC.
[0024] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
base station sends a congestion indication to the RNC,
indicating that the RNC is forbidden from up-regulating
the target SIR. In a case that the target SIR needs to be
up-regulated, the RNC does not up-regulate the target
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SIR according to the congestion indication sent by the
base station, and sends the target SIR without being up-
regulated to the base station. The base station receives
the target SIR which is sent by the RNC and is limited to
rise.
[0025] 104: The base station down-regulates the target
SIR sent by the RNC.
[0026] The base station down-regulates the target SIR
limited by the RNC to rise. That the RNC limits rise of the
target SIR may ensure that the RTWP of the air interface
of the base station does not further rise, but because the
congestion phenomenon already occurs in the base sta-
tion, merely limiting the RTWP of the air interface of the
base station cannot eliminate the congestion phenome-
non of the base station. Therefore, the base station needs
to down-regulate the target SIR limited by the RNC to
rise, so as to further reduce the target SIR of the UE, and
then reduce the transmit power of the UE, thereby reduc-
ing the RTWP of the air interface of the base station to
a value lower than the first congestion threshold value.
[0027] 105: The base station notifies, based on the
down-regulated target SIR, a UE to reduce transmit pow-
er.
[0028] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR is
reduced through down-regulation of the base station, an
actual SIR of the UE for uploading data can be reduced
to the target SIR only if the transmit power of the UE is
reduced, thereby achieving a purpose of reducing the
transmit power of the UE and reducing the RTWP of the
air interface of the base station.
[0029] In the power control method provided in the em-
bodiment of the present invention, rise of a target SIR of
a UE can be limited in a case of power congestion of an
air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station. Meanwhile, in an application scenario
of the embodiment of the present invention, a value of
the target SIR which is already limited to rise can also be
down-regulated, so as to reduce the transmit power of
the UE. A problem of power congestion of the air interface
of the base station is solved, a state of a system is sta-
bilized, and service quality of an edge user and a QoS-
sensitive user is ensured.

Embodiment 2

[0030] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 2, the
method includes the following steps.
[0031] 201: A base station determines whether RTWP
of an air interface of the base station exceeds a set first
congestion threshold value.
[0032] The RTWP of the air interface is a sum of trans-

mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, and the RTWP on the air interface of the
base station needs to be controlled.
[0033] 202: When the RTWP of the air interface of the
base station exceeds the set first congestion threshold
value, the base station sends a congestion indication to
an RNC.
[0034] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is excessively high when the UE uploads data,
the RNC up-regulates the target SIR of the UE, so as to
increase transmit power of the UE, thereby reducing the
block error rate; if the block error rate is small when the
UE uploads data, in order to save transmit power of uplink
data, the RNC down-regulates the target SIR of the UE,
so as to reduce the transmit power of the UE. When con-
gestion occurs in the air interface of the base station, in
order to ensure whole stability of the network, even if the
block error rate is high when the UE uploads data, the
RNC is not allowed to up-regulate the target SIR of the
UE, thereby ensuring that the RTWP of the air interface
of the base station does not further rise.
[0035] 203: The base station receives a target SIR sent
by the RNC.
[0036] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
base station sends a congestion indication to the RNC,
indicating that the RNC is forbidden from up-regulating
the target SIR. In a case that the target SIR needs to be
up-regulated, the RNC does not up-regulate the target
SIR according to the congestion indication sent by the
base station, and sends the target SIR without being up-
regulated to the base station. The base station receives
the target SIR which is sent by the RNC and is limited to
rise.
[0037] 204: The base station notifies, based on the tar-
get SIR sent by the RNC, a UE to limit transmit power.
[0038] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR
does not rise when being limited by the RNC, the transmit
power of the UE does not rise either, thereby achieving
a purpose of limiting the transmit power of the UE.
[0039] In the power control method provided in the em-
bodiment of the present invention, rise of a target SIR of
a UE can be limited in a case of power congestion of an
air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station.
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Embodiment 3

[0040] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 1, the
method includes the following steps.
[0041] 301: Receive a target SIR sent by an RNC.
[0042] 302: A base station determines whether RTWP
of an air interface of the base station exceeds a set first
congestion threshold value.
[0043] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, and the RTWP on the air interface of the
base station needs to be controlled.
[0044] 303: When the RTWP of the air interface of the
base station exceeds the set first congestion threshold
value, the base station down-regulates the target SIR
sent by the RNC.
[0045] The base station down-regulates the target SIR
sent by the RNC, thereby reducing transmit power of a
UE, and reducing the RTWP of the air interface of the
base station to a value lower than the first congestion
threshold value.
[0046] 304: The base station notifies, based on the
down-regulated target SIR, a UE to reduce transmit pow-
er.
[0047] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR is
reduced through down-regulation of the base station, an
actual SIR of the UE for uploading data can be reduced
to the target SIR only if the transmit power of the UE is
reduced, thereby achieving a purpose of reducing the
transmit power of the UE and reducing the RTWP of the
air interface of the base station.
[0048] In the power control method provided in the em-
bodiment of the present invention, a value of the target
SIR sent by the RNC can be down-regulated, so as to
reduce the transmit power of the UE. A problem of power
congestion of the air interface of the base station is
solved, a state of a system is stabilized, and service qual-
ity of an edge user and a QoS-sensitive user is ensured.

Embodiment 4

[0049] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 4, the
method includes the following steps.
[0050] 401: When a base station detennines that RT-
WP of an air interface of the base station exceeds a set
first congestion threshold value, an RNC receives a con-
gestion indication sent by the base station.
[0051] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to

a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is high when the UE uploads data, the RNC
up-regulates the target SIR of the UE, so as to increase
transmit power of the UE, thereby reducing the block error
rate; if the block error rate is small when the UE uploads
data, in order to save transmit power of uplink data, the
RNC down-regulates the target SIR of the UE, so as to
reduce the transmit power of the UE. When congestion
occurs in the air interface of the base station, in order to
ensure whole stability of the network, even if the block
error rate is high when the UE uploads data, the RNC is
not allowed to up-regulate the target SIR of the UE, there-
by ensuring that the RTWP of the air interface of the base
station does not further rise.
[0052] 402: According to the congestion indication, the
RNC is forbidden from up-regulating the target SIR.
[0053] After the base station sends the congestion in-
dication to the RNC, the RNC is forbidden from up-reg-
ulating the target SIR of the UE, but if the block error rate
is small when the UE uploads data, the RNC may down-
regulate the target SIR of the UE. Down-regulation of the
target SIR of the UE does not further increase the RTWP
of the air interface of the base station, while instead, fur-
ther reduces the RTWP of the air interface of the base
station, so a function of down-regulating the target SIR
of the UE by the RNC is not limited.
[0054] 403: The RNC sends the target SIR to the base
station.
[0055] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
base station sends a congestion indication to the RNC,
indicating that the RNC is forbidden from up-regulating
the target SIR. In a case that the target SIR needs to be
up-regulated, the RNC does not up-regulate the target
SIR according to the congestion indication sent by the
base station, and sends the target SIR without being up-
regulated to the base station.
[0056] In an application scenario of the embodiment
of the present invention, after the RNC sends the target
SIR to the base station, the base station may further
down-regulate the target SIR sent by the RNC, so as to
reduce the target SIR, thereby reducing the transmit pow-
er of the UE, and further reducing power pressure of the
air interface of the base station.
[0057] In the power control method provided in the em-
bodiment of the present invention, rise of a target SIR of
a UE can be limited in a case of power congestion of an
air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station. Meanwhile, in an application scenario
of the embodiment of the present invention, a value of
the target SIR which is already limited to rise can also be
down-regulated, so as to reduce the transmit power of
the UE. A problem of power congestion of the air interface
of the base station is solved, a state of a system is sta-
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bilized, and service quality of an edge user and a QoS-
sensitive user is ensured.

Embodiment 5

[0058] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 5, the
method includes the following steps.
[0059] 501: A base station sets a first congestion
threshold value.
[0060] The first congestion threshold value may be set
by an operator according to a current network condition
in an actual operating environment, different first conges-
tion threshold values may also be set for cells with dif-
ferent current network conditions, and meanwhile, differ-
ent first congestion threshold values may also be set for
a cell according to different current network conditions
of the same cell in different periods of time, which is not
limited in the embodiment of the present invention.
[0061] 502: The base station determines whether RT-
WP of an air interface of the base station exceeds the
first congestion threshold value.
[0062] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be limited.
[0063] 503: When the RTWP of the air interface of the
base station exceeds the first congestion threshold value,
the base station sends a congestion indication to an RNC.
[0064] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is relatively high when the UE uploads data,
the RNC up-regulates the target SIR of the UE, so as to
increase transmit power of the UE, thereby reducing the
block error rate; if the block error rate is small when the
UE uploads data, in order to save transmit power of uplink
data, the RNC down-regulates the target SIR of the UE,
so as to reduce the transmit power of the UE. When con-
gestion occurs in the air interface of the base station, in
order to ensure whole stability of the network, even if the
block error rate is high when the UE uploads data, the
RNC is not allowed to up-regulate the target SIR of the
UE, thereby ensuring that the RTWP of the air interface
of the base station does not further rise.

[0065] It should be noted that, after the base station
sends the congestion indication to the RNC, the RNC is
forbidden from up-regulating the target SIR of the UE,
but if the block error rate is small when the UE uploads
data, the RNC may down-regulate the target SIR of the
UE. Down-regulation of the target SIR of the UE does
not further increase the RTWP of the air interface of the
base station, while instead, further reduces the RTWP
of the air interface of the base station, so a function of
down-regulating the target SIR of the UE by the RNC is
not limited.
[0066] In an application scenario of the embodiment
of the present invention, before sending the congestion
indication to the RNC, the base station may further stop
uplink packet scheduling. Compared with a circuit
switched domain service, QoS sensitivity of a packet
switched domain service is low, and when the RTWP of
the air interface of the base station exceeds the first con-
gestion threshold value, a packet switched domain may
be preferentially stopped from continuously uploading a
large data packet, so as to alleviate power pressure of
the air interface of the base station. For example, a larger
data packet of the user may be temporarily stopped from
being uploaded, and from the perspective of a user plane,
in a case that transmission time for uploading service
data is long, waiting time added by short-time uplink stop
of a large data packet cuts down marginal utility of the
user, and the cut-down does not cause more influence
on user experience.
[0067] 504: The base station receives a target SIR sent
by the RNC.
[0068] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
base station sends a congestion indication to the RNC,
indicating that the RNC is forbidden from up-regulating
the target SIR. In a case that the target SIR needs to be
up-regulated, the RNC does not up-regulate the target
SIR according to the congestion indication sent by the
base station, and sends the target SIR without being up-
regulated to the base station. The base station receives
the target SIR which is sent by the RNC and is limited to
rise.
[0069] 505: The base station down-regulates the target
SIR sent by the RNC.
[0070] The base station down-regulates the target SIR
limited by the RNC to rise. That the RNC limits rise of the
target SIR can ensure that the RTWP of the air interface
of the base station does not further rise, but because the
congestion phenomenon already occurs in the base sta-
tion, merely limiting the RTWP of the air interface of the
base station cannot eliminate the congestion phenome-
non of the base station. Therefore, the base station needs
to down-regulate the target SIR limited by the RNC to
rise, so as to further reduce the target SIR of the UE, and
then reduce the transmit power of the UE, thereby reduc-
ing the RTWP of the air interface of the base station to
a value lower than the first congestion threshold value.
[0071] In an application scenario of the embodiment
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of the present invention, the base station may periodically
and evenly down-regulate the target SIR. For example,
the target SIR may be down-regulated by 0.2 dB every
10 ms, and setting of a period length and a down-regu-
lation extent in a period are not limited in the embodiment
of the present invention.
[0072] In another application scenario of the embodi-
ment of the present invention, the base station may fur-
ther shorten a down-regulation period, and the target SIR
of the UE is down-regulated through a fast small-step
period, so as to strengthen a down-regulation effect. A
period during which the RNC adjusts the target SIR of
the UE in a manner of outer loop power control is long,
so shortening of the period during which the RNC adjusts
the target SIR of the UE easily causes a traffic impact on
an interface between the RNC and the base station.
Therefore, down-regulation of a small step period may
be performed on the target SIR of the UE through the
base station itself.
[0073] 506: The base station notifies, based on the
down-regulated target SIR, a UE to reduce transmit pow-
er.
[0074] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR is
reduced through down-regulation of the base station, an
actual SIR of the UE for uploading data can be reduced
to the target SIR only if the transmit power of the UE is
reduced, thereby achieving a purpose of reducing the
transmit power of the UE and reducing the RTWP of the
air interface of the base station. For example, in a wide-
band code division multiple access (Wideband Code Di-
vision Multiple Access, WCDMA) network, different car-
riers use a same frequency point, which generates a self-
interference phenomenon, namely, for a certain UE,
transmit power of another UE is an interference signal of
the UE. Numerous UEs exist in the cell, so for a UE, an
interference signal generated by another UE is approxi-
mately stable. Therefore, a value of an actual SIR of the
UE may be reduced by reducing the transmit power of
the UE.
[0075] In an application scenario of the embodiment
of the present invention, the base station may perform
down-regulation on the transmit power of the UE accord-
ing to the target SIR on a granularity of a time slot grade,
thereby further improving fineness and real time perform-
ance of controlling the RTWP of the air interface of the
base station.
[0076] It should be noted that, the actual SIR of the UE
measured by the base station is not strictly equal to the
target SIR, but fluctuates around the target SIR and con-
verges at the target SIR. The actual SIR is greater than
the target SIR or less than the target SIR, but the target
SIR serves as a basis on which the base station adjusts
the transmit power of the UE, and still has guiding signif-
icance for the actual SIR. When the target SIR declines,

the actual SIR also declines in a corresponding fluctua-
tion interval, thereby achieving a purpose of reducing the
transmit power of the UE.
[0077] In another application scenario of the embodi-
ment of the present invention, the RNC may be further
protected from abnonnality. After the air interface of the
base station reaches the first congestion threshold value,
the RNC is in a state of being forbidden from up-regulat-
ing the target SIR. If in a period of time, the RNC does
not receive a congestion indication resent by the base
station, the limitation of being forbidden from up-regulat-
ing the target SIR is automatically removed, and the RNC
may up-regulate or down-regulate the target SIR of the
UE according to the block error rate, the HARQ retrans-
mission rate or the air interface packet loss rate when
the UE uploads the data. The period of time is a ban lifting
duration set by the operator according to the actual op-
erating environment. A function of forbidding the RNC
from up-regulating the target SIR may limit further rise of
the RTWP of the air interface of the base station, but this
limitation is at the cost of reducing a data packet trans-
mission success ratio. In an operating procedure, at the
same time of ensuring that the RTWP of the air interface
of the base station does not exceed the first congestion
threshold value, the data packet transmission success
ratio needs to be further considered, so the RNC needs
to be protected from abnormality.
[0078] Further, in another application scenario of the
embodiment of the present invention, when the RTWP
of the air interface of the base station declines to a value
lower than the first congestion threshold value, the base
station may up-regulate the target SIR sent by the RNC.
A purpose of up-regulating the target SIR lies in that, after
the power pressure of the air interface of the base station
is alleviated, the transmit power of the UE is up-regulated
in a manner of up-regulating the target SIR, so as to im-
prove a success ratio at which the UE sends a data pack-
et. The base station steadily up-regulates the target SIR
with a small step, and that the target SIR to be sup-reg-
ulated does not exceed a target SIR when the RTWP of
the base station is equal to the first congestion threshold
value is taken as a limitation, thereby improving the suc-
cess ratio at which the UE sends a data packet as much
as possible and ensuring quality of a user service in a
case that the RTWP of the air interface of the base station
does not exceed the first congestion threshold value
again. It should be noted that, the actual SIR of the UE
for sending the data packet fluctuates around the target
SIR and converges at the target SIR, so a case that an
up-regulated target SIR does not exceed the target SIR
when the RTWP of the base station is equal to the first
congestion threshold value, but an increased RTWP of
the air interface of the base station again exceeds the
first congestion threshold value occurs. In this case, step
503 to step 506 are repetitively executed, the RTWP of
the air interface of the base station is down-regulated
again, and for a specific procedure, reference may be
made to the implementation of step 503 to step 506 in
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FIG. 5, and details are not repeatedly described herein.
[0079] Much further, in another application scenario of
the embodiment of the present invention, in the embod-
iment of the present invention, a UE on which down-reg-
ulation is preferentially performed may be further set ac-
cording to a user service feature and a user data trans-
mission state, and a second congestion threshold value
may be further set. When the RTWP of the air interface
of the base station exceeds the second congestion
threshold value, power down-regulation is first performed
on the UE on which down-regulation is preferentially per-
formed, so as to alleviate the power pressure of the air
interface of the base station. Details are as shown in FIG.
6, and on the basis of FIG. 5, the exemplary solution
further includes the following steps.
[0080] 601: A base station sets a UE on which down-
regulation is preferentially performed.
[0081] A UE on which down-regulation is preferentially
performed may be set according to a sensitivity degree
to QoS. For example, a voice service in a circuit switched
domain is sensitive to QoS, a data packet uploading serv-
ice in a packet switched domain is insensitive to QoS,
and a UE executing a packet switched domain service
may be set as a UE on which down-regulation is prefer-
entially performed. The voice service is sensitive to QoS,
so excessively small transmit power of the UE causes
transient stagnation or even a call drop of a call service,
thereby causing a large influence on user experience.
When transmit power of a service of uploading a data
packet is small, although an uploading stagnation phe-
nomenon also occurs in a procedure of data packet up-
loading, no excessively large utility cut-down is generat-
ed for a user; therefore, comparatively speaking, when
transmit power of some UEs needs to be reduced, trans-
mit power of a UE executing a circuit switched domain
service needs to be preferentially protected, and transmit
power of the UE executing the packet switched domain
service may be preferentially down-regulated.
[0082] In an application scenario of the embodiment
of the present invention, the base station may further set,
according to whether a UE is performing data transmis-
sion, a UE on which down-regulation is preferentially per-
formed. For example, a UE performing no data transmis-
sion may be set as a UE on which down-regulation is
preferentially performed. From the perspective of net-
work operation, maintaining transmit power of the UE
performing no data transmission is a waste of power of
the air interface of the base station, while from the per-
spective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially
ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0083] In another application scenario of the embodi-
ment of the present invention, a UE on which down-reg-

ulation is preferentially performed may be set by com-
bining the foregoing two setting manners. For example,
a UE performing no data transmission is further selected
from a UE executing a packet switched domain service,
and down-regulation is preferentially performed on the
UE. Furthermore, in a power down-regulating procedure,
for the UE performing no data transmission, transmit
power of the UE may be down-regulated to a power level
as long as the power level can ensure transmission qual-
ity of a control channel. The foregoing may all be set,
adjusted and combined by an operator according to an
operating policy in an actual operating environment,
which is not limited in the embodiment of the present
invention.
[0084] 602: The base station sets a second congestion
threshold value.
[0085] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value lies in that,
when the RTWP of the air interface of the base station
reaches the second congestion threshold value but has
not reached the first congestion threshold value yet,
transmit power of a part of UEs is down-regulated in ad-
vance, so as to alleviate a part of power pressure of the
air interface of the base station before the RTWP of the
air interface of the base station reaches the first conges-
tion threshold value. The part of UEs is the UE on which
down-regulation is preferentially performed set in step
601.
[0086] 603: When the RTWP of the air interface of the
base station exceeds the second congestion threshold
value, the base station down-regulates transmit power
of the UE on which down-regulation is preferentially per-
formed.
[0087] The down-regulating the transmit power in-
cludes the following steps:

(1) the base station receives a target SIR of the UE
on which down-regulation is preferentially performed
that is sent by the RNC;
(2) the base station down-regulates the target SIR
of the UE on which down-regulation is preferentially
performed that is sent by the RNC; and
(3) the base station notifies, based on the down-reg-
ulated target SIR of the UE on which down-regulation
is preferentially performed, the UE on which down-
regulation is preferentially performed to reduce
transmit power.

[0088] Execution procedures of step (1), step (2) and
step (3) may correspond to step 504, step 505 and step
506 in FIG. 5 respectively, reference may be made to
implementation of step 504, step 505 and step 506 in
FIG. 5, and details are not repeatedly described herein.
[0089] An application scenario of the embodiment of
the present invention is shown in FIG. 7, and because of
a drive-up effect of the transmit power of the UE, the
RTWP of the air interface of the base station in the prior
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art rises from a normal value -105 dB to -65 dB. After
power control optimization of the base station, the RTWP
of the air interface of the base station rises from the nor-
mal value to -88 dB, and the RTWP declines by 23 dB
compared with -65 dB in the prior art, thereby effectively
down-regulating the RTWP of the air interface of the base
station, and alleviating the power pressure of the air in-
terface of the base station.
[0090] In the power control method provided in the em-
bodiment of the present invention, rise of a target SIR of
a UE can be limited in a case of power congestion of an
air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station. Meanwhile, in an application scenario
of the embodiment of the present invention, a value of
the target SIR which is already limited to rise can also be
down-regulated, so as to reduce the transmit power of
the UE. A problem of power congestion of the air interface
of the base station is solved, a state of a system is sta-
bilized, and service quality of an edge user and a QoS-
sensitive user is ensured.
[0091] Furthermore, in an application scenario of the
embodiment of the present invention, before the RTWP
of the air interface of the base station reaches the first
congestion threshold value, transmit power of a part of
UEs executing a QoS-insensitive service and/or perform-
ing no data transmission in the cell can be further pref-
erentially down-regulated. These UEs having a small in-
fluence on the user utility make more contribution to
down-regulation of the RTWP of the air interface of the
base station, transmit power of a UE executing a QoS-
sensitive service is further ensured or increased at the
same time, and in a case of reducing the RTWP of the
air interface of the base station, it is ensured that the
service quality of the QoS-sensitive user is not affected
by the down-regulation of the RTWP of the air interface
of the base station.
[0092] Furthermore, in an application scenario of the
embodiment of the present invention, abnormality pro-
tection can be further set for the RNC, and while it is
ensured that the RTWP of the air interface of the base
station does not exceed the first congestion threshold
value, the data packet transmission success ratio can be
further considered at the same time.

Embodiment 6

[0093] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 8, the
method includes the following steps.
[0094] 801: A base station sets a first congestion
threshold value.
[0095] The first congestion threshold value may be set
by an operator according to a current network condition
in an actual operating environment, different first conges-
tion threshold values may also be set for cells with dif-
ferent current network conditions, and meanwhile, differ-

ent first congestion threshold values may also be set for
a cell according to different current network conditions
of the same cell in different periods of time, which is not
limited in the embodiment of the present invention.
[0096] 802: The base station determines whether RT-
WP of an air interface of the base station exceeds the
first congestion threshold value.
[0097] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be limited.
[0098] 803: When the RTWP of the air interface of the
base station exceeds the first congestion threshold value,
the base station sends a congestion indication to an RNC.
[0099] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is relatively high when the UE uploads data,
the RNC up-regulates the target SIR of the UE, so as to
increase transmit power of the UE, thereby reducing the
block error rate; if the block error rate is small when the
UE uploads data, in order to save transmit power of uplink
data, the RNC down-regulates the target SIR of the UE,
so as to reduce the transmit power of the UE. When con-
gestion occurs in the air interface of the base station, in
order to ensure whole stability of the network, even if the
block error rate is high when the UE uploads data, the
RNC is not allowed to up-regulate the target SIR of the
UE, thereby ensuring that the RTWP of the air interface
of the base station does not further rise.
[0100] It should be noted that, after the base station
sends the congestion indication to the RNC, the RNC is
forbidden from up-regulating the target SIR of the UE,
but if the block error rate is small when the UE uploads
data, the RNC may down-regulate the target SIR of the
UE. Down-regulation of the target SIR of the UE does
not further increase the RTWP of the air interface of the
base station, while instead, further reduces the RTWP
of the air interface of the base station, so a function of
down-regulating the target SIR of the UE by the RNC is
not limited.
[0101] In an application scenario of the embodiment
of the present invention, before sending the congestion
indication to the RNC, the base station may further stop
uplink packet scheduling. Compared with a circuit
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switched domain service, QoS sensitivity of a packet
switched domain service is low, and when the RTWP of
the air interface of the base station exceeds the first con-
gestion threshold value, a packet switched domain may
be preferentially stopped from continuously uploading a
large data packet, so as to alleviate power pressure of
the air interface of the base station. For example, a larger
data packet of the user may be temporarily stopped from
being uploaded, and from the perspective of a user plane,
in a case that transmission time for uploading service
data is long, waiting time added by short-time uplink stop
of a large data packet cuts down marginal utility of the
user, and the cut-down does not cause more influence
on user experience.
[0102] 804: The base station receives a target SIR sent
by the RNC.
[0103] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
base station sends a congestion indication to the RNC,
indicating that the RNC is forbidden from up-regulating
the target SIR. In a case that the target SIR needs to be
up-regulated, the RNC does not up-regulate the target
SIR according to the congestion indication sent by the
base station, and sends the target SIR without being up-
regulated to the base station. The base station receives
the target SIR which is sent by the RNC and is limited to
rise.
[0104] 805: The base station notifies, based on the tar-
get SIR sent by the RNC, a UE to limit transmit power.
[0105] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. If the target SIR is not
up-regulated when being limited by the RNC, the transmit
power of the UE does not further rise either, thereby
achieving a purpose of limiting the transmit power of the
UE and the RTWP of the air interface of the base station.
For example, in a WCDMA network, different carriers use
a same frequency point, which generates a self-interfer-
ence phenomenon, namely, for a certain UE, transmit
power of another UE is an interference signal of the UE.
Numerous UEs exist in the cell, so for a UE, an interfer-
ence signal generated by another UE is approximately
stable. Therefore, a value of an actual SIR of the UE may
be limited by limiting the transmit power of the UE.
[0106] It should be noted that, the actual SIR of the UE
measured by the base station is not strictly equal to the
target SIR, but fluctuates around the target SIR and con-
verges at the target SIR. The actual SIR is greater than
the target SIR or less than the target SIR, but the target
SIR serves as a basis on which the base station adjusts
the transmit power of the UE, and still has guiding signif-
icance for the actual SIR. When the target SIR is limited
to rise, the actual SIR is also limited to rise in a corre-
sponding fluctuation interval, thereby achieving a pur-
pose of limiting the transmit power of the UE.
[0107] In another application scenario of the embodi-

ment of the present invention, the base station may fur-
ther down-regulate the target SIR limited by the RNC to
rise. That the RNC limits rise of the target SIR may ensure
that the RTWP of the air interface of the base station
does not further rise, but because the congestion phe-
nomenon already occurs in the base station, merely lim-
iting the RTWP of the air interface of the base station
cannot eliminate the congestion phenomenon of the base
station. Therefore, the base station needs to down-reg-
ulate the target SIR limited by the RNC to rise, so as to
further reduce the target SIR of the UE, and then reduce
the transmit power of the UE, thereby reducing the RTWP
of the air interface of the base station to a value lower
than the first congestion threshold value.
[0108] In another application scenario of the embodi-
ment of the present invention, the RNC may be further
protected from abnormality. After the air interface of the
base station reaches the first congestion threshold value,
the RNC is in a state of being forbidden from up-regulat-
ing the target SIR. If in a period of time, the RNC does
not receive a congestion indication resent by the base
station, the limitation of being forbidden from up-regulat-
ing the target SIR is automatically removed, and the RNC
may up-regulate or down-regulate the target SIR of the
UE according to the block error rate, the HARQ retrans-
mission rate or the air interface packet loss rate when
the UE uploads the data. The period of time is a ban lifting
duration set by the operator according to the actual op-
erating enviromnent. A function of forbidding the RNC
from up-regulating the target SIR may limit further rise of
the RTWP of the air interface of the base station, but this
limitation is at the cost of reducing a data packet trans-
mission success ratio. In an operating procedure, at the
same time of ensuring that the RTWP of the air interface
of the base station does not exceed the first congestion
threshold value, the data packet transmission success
ratio needs to be further considered, so the RNC needs
to be protected from abnormality.
[0109] Much further, in another application scenario of
the embodiment of the present invention, in the embod-
iment of the present invention, a UE on which down-reg-
ulation is preferentially performed may be further set ac-
cording to a user service feature and a user data trans-
mission state, and a second congestion threshold value
may be further set. When the RTWP of the air interface
of the base station exceeds the second congestion
threshold value, power down-regulation is first performed
on the UE on which down-regulation is preferentially per-
formed, so as to alleviate the power pressure of the air
interface of the base station. Details are as shown in FIG.
6, and on the basis of FIG. 8, the exemplary solution
further includes the following steps.
[0110] 601: A base station sets a UE on which down-
regulation is preferentially performed.
[0111] A UE on which down-regulation is preferentially
performed may be set according to a sensitivity degree
to QoS. For example, a voice service in a circuit switched
domain is sensitive to QoS, a data packet uploading serv-
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ice in a packet switched domain is insensitive to QoS,
and a UE executing a packet switched domain service
may be set as a UE on which down-regulation is prefer-
entially performed. The voice service is sensitive to QoS,
so excessively small transmit power of the UE causes
transient stagnation or even a call drop of a call service,
thereby causing a large influence on user experience.
When transmit power of a service of uploading a data
packet is small, although an uploading stagnation phe-
nomenon also occurs in a procedure of data packet up-
loading, no excessively large utility cut-down is generat-
ed for a user; therefore, comparatively speaking, when
transmit power of some UEs needs to be reduced, trans-
mit power of a UE executing a circuit switched domain
service needs to be preferentially protected, and transmit
power of the UE executing the packet switched domain
service may be preferentially down-regulated.
[0112] In an application scenario of the embodiment
of the present invention, the base station may further set,
according to whether a UE is performing data transmis-
sion, a UE on which down-regulation is preferentially per-
formed. For example, a UE performing no data transmis-
sion may be set as a UE on which down-regulation is
preferentially performed. From the perspective of net-
work operation, maintaining transmit power of the UE
performing no data transmission is a waste of power of
the air interface of the base station, while from the per-
spective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially
ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0113] In another application scenario of the embodi-
ment of the present invention, a UE on which down-reg-
ulation is preferentially performed may be set by com-
bining the foregoing two setting manners. For example,
a UE performing no data transmission is further selected
from a UE executing a packet switched domain service,
and down-regulation is preferentially performed on the
UE. Furthermore, in a power down-regulating procedure,
for the UE performing no data transmission, transmit
power of the UE may be down-regulated to a power level
as long as the power level can ensure transmission qual-
ity of a control channel. The foregoing may all be set,
adjusted and combined by an operator according to an
operating policy in an actual operating environment,
which is not limited in the embodiment of the present
invention.
[0114] 602: The base station sets a second congestion
threshold value.
[0115] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value lies in that,
when the RTWP of the air interface of the base station
reaches the second congestion threshold value but has

not reached the first congestion threshold value yet,
transmit power of a part of UEs is down-regulated in ad-
vance, so as to alleviate a part of power pressure of the
air interface of the base station before the RTWP of the
air interface of the base station reaches the first conges-
tion threshold value. The part of UEs is the UE on which
down-regulation is preferentially performed set in step
601.
[0116] 603: When the RTWP of the air interface of the
base station exceeds the second congestion threshold
value, the base station down-regulates transmit power
of the UE on which down-regulation is preferentially per-
formed.
[0117] The down-regulating the transmit power in-
cludes the following steps:

(1) the base station receives a target SIR of the UE
on which down-regulation is preferentially performed
that is sent by the RNC;
(2) the base station down-regulates the target SIR
of the UE on which down-regulation is preferentially
performed that is sent by the RNC; and
(3) the base station notifies, based on the down-reg-
ulated target SIR of the UE on which down-regulation
is preferentially performed, the UE on which down-
regulation is preferentially performed to reduce
transmit power.

[0118] Execution procedures of step (1), step (2) and
step (3) may correspond to step 504, step 505 and step
506 in FIG. 5 respectively, reference may be made to
implementation of step 504, step 505 and step 506 in
FIG. 5, and details are not repeatedly described herein.
[0119] In the power control method provided in the em-
bodiment of the present invention, rise of a target SIR of
a UE can be limited in a case of power congestion of an
air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station.
[0120] Furthermore, in an application scenario of the
embodiment of the present invention, a value of the target
SIR which is already limited to rise can also be down-
regulated, so as to reduce the transmit power of the UE.
A problem of power congestion of the air interface of the
base station is solved, a state of a system is stabilized,
and service quality of an edge user and a QoS-sensitive
user is ensured.
[0121] Furthermore, in an application scenario of the
embodiment of the present invention, before the RTWP
of the air interface of the base station reaches the first
congestion threshold value, transmit power of a part of
UEs executing a QoS-insensitive service and/or perform-
ing no data transmission in the cell can be further pref-
erentially down-regulated. These UEs having a small in-
fluence on the user utility make more contribution to
down-regulation of the RTWP of the air interface of the
base station, transmit power of a UE executing a QoS-
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sensitive service is further ensured or increased at the
same time, and in a case of reducing the RTWP of the
air interface of the base station, it is ensured that the
service quality of the QoS-sensitive user is not affected
by the down-regulation of the RTWP of the air interface
of the base station.
[0122] Furthermore, in an application scenario of the
embodiment of the present invention, abnormality pro-
tection can be further set for the RNC, and while it is
ensured that the RTWP of the air interface of the base
station does not exceed the first congestion threshold
value, the data packet transmission success ratio can be
further considered at the same time.

Embodiment 7

[0123] The embodiment of the present invention pro-
vides a power control method. As shown in FIG. 9, the
method includes the following steps.
[0124] 901: A base station receives a target SIR sent
by an RNC.
[0125] 902: The base station sets a first congestion
threshold value.
[0126] The first congestion threshold value may be set
by an operator according to a current network condition
in an actual operating environment, different first conges-
tion threshold values may also be set for cells with dif-
ferent current network conditions, and meanwhile, differ-
ent first congestion threshold values may also be set for
a cell according to different current network conditions
of the same cell in different periods of time, which is not
limited in the embodiment of the present invention.
[0127] 903: The base station determines whether RT-
WP of an air interface of the base station exceeds the
first congestion threshold value.
[0128] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be down-regulated.
[0129] 904: The base station down-regulates the target
SIR sent by the RNC.
[0130] The base station down-regulates the target SIR
sent by the RNC, so as to reduce the target SIR of the
UE, and further reduce the transmit power of the UE,
thereby reducing the RTWP of the air interface of the
base station to a value lower than the first congestion
threshold value.
[0131] In an application scenario of the embodiment

of the present invention, the base station may periodically
and evenly down-regulate the target SIR. For example,
the target SIR may be down-regulated by 0.2 dB every
10 ms, and setting of a period length and a down-regu-
lation extent in a period are not limited in the embodiment
of the present invention.
[0132] In another application scenario of the embodi-
ment of the present invention, the base station may fur-
ther shorten a down-regulation period, and the target SIR
of the UE is down-regulated through a fast small-step
period, so as to strengthen a down-regulation effect. A
period during which the RNC adjusts the target SIR of
the UE in a manner of outer loop power control is long,
so shortening of the period during which the RNC adjusts
the target SIR of the UE easily causes a traffic impact on
an interface between the RNC and the base station.
Therefore, down-regulation of a small step period may
be performed on the target SIR of the UE through the
base station itself.
[0133] Further, in an application scenario of the em-
bodiment of the present invention, when determining that
the RTWP of the air interface of the base station exceeds
the first congestion threshold value, the base station may
further send a congestion indication to the RNC. After
receiving the congestion indication, the RNC limits further
rise of the target SIR, and therefore, further aggravation
of power pressure of the air interface of the base station
may be avoided.
[0134] After receiving the target SIR which is sent by
the RNC and is limited to rise, the base station down-
regulates the target SIR limited to rise, and down-regu-
lates the RTWP of the air interface of the base station to
a value lower than the first congestion threshold value.
[0135] Further, in another application scenario of the
embodiment of the present invention, before down-reg-
ulating the target SIR sent by the RNC, the base station
may further stop uplink packet scheduling. Compared
with a circuit switched domain service, QoS sensitivity of
a packet switched domain service is low, and when the
RTWP of the air interface of the base station exceeds
the first congestion threshold value, a packet switched
domain may be preferentially stopped from continuously
uploading a large data packet, so as to alleviate the power
pressure of the air interface of the base station. For ex-
ample, a larger data packet of the user may be tempo-
rarily stopped from being uploaded, and from the per-
spective of a user plane, in a case that transmission time
for uploading service data is long, waiting time added by
short-time uplink stop of a large data packet cuts down
marginal utility of the user, and the cut-down does not
cause more influence on user experience.
[0136] 905: The base station notifies, based on the
down-regulated target SIR, a UE to reduce transmit pow-
er.
[0137] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
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imately considered unchanged. When the target SIR is
reduced through down-regulation of the base station, an
actual SIR of the UE for uploading data can be reduced
to the target SIR only if the transmit power of the UE is
reduced, thereby achieving a purpose of reducing the
transmit power of the UE and reducing the RTWP of the
air interface of the base station. For example, in a WCD-
MA network, different carriers use a same frequency
point, which generates a self-interference phenomenon,
namely, for a certain UE, transmit power of another UE
is an interference signal of the UE. Numerous UEs exist
in the cell, so for a UE, an interference signal generated
by another UE is approximately stable. Therefore, a value
of an actual SIR of the UE may be reduced by reducing
the transmit power of the UE.
[0138] In an application scenario of the embodiment
of the present invention, the base station may perform
down-regulation on the transmit power of the UE accord-
ing to the target SIR on a granularity of a time slot grade,
thereby further improving fineness and real time perform-
ance of controlling the RTWP of the air interface of the
base station.
[0139] It should be noted that, the actual SIR of the UE
measured by the base station is not strictly equal to the
target SIR, but fluctuates around the target SIR and con-
verges at the target SIR. The actual SIR is greater than
the target SIR or less than the target SIR, but the target
SIR serves as a basis on which the base station adjusts
the transmit power of the UE, and still has guiding signif-
icance for the actual SIR. When the target SIR declines,
the actual SIR also declines in a corresponding fluctua-
tion interval, thereby achieving a purpose of reducing the
transmit power of the UE.
[0140] In another application scenario of the embodi-
ment of the present invention, the RNC may be further
protected from abnormality. After the air interface of the
base station reaches the first congestion threshold value,
the RNC is in a state of being forbidden from up-regulat-
ing the target SIR. If in a period of time, the RNC does
not receive a congestion indication resent by the base
station, the limitation of being forbidden from up-regulat-
ing the target SIR is automatically removed, and the RNC
may up-regulate or down-regulate the target SIR of the
UE according to the block error rate, the HARQ retrans-
mission rate or the air interface packet loss rate when
the UE uploads the data. The period of time is a ban lifting
duration set by the operator according to the actual op-
erating environment. A function of forbidding the RNC
from up-regulating the target SIR may limit further rise of
the RTWP of the air interface of the base station, but this
limitation is at the cost of reducing a data packet trans-
mission success ratio. In an operating procedure, at the
same time of ensuring that the RTWP of the air interface
of the base station does not exceed the first congestion
threshold value, the data packet transmission success
ratio needs to be further considered, so the RNC needs
to be protected from abnormality.
[0141] Further, in another application scenario of the

embodiment of the present invention, when the RTWP
of the air interface of the base station declines to a value
lower than the first congestion threshold value, the base
station may up-regulate the target SIR sent by the RNC.
A purpose of up-regulating the target SIR lies in that, after
the power pressure of the air interface of the base station
is alleviated, the transmit power of the UE is up-regulated
in a manner of up-regulating the target SIR, so as to im-
prove a success ratio at which the UE sends a data pack-
et. The base station steadily up-regulates the target SIR
with a small step, and that the target SIR to be sup-reg-
ulated does not exceed a target SIR when the RTWP of
the base station is equal to the first congestion threshold
value is taken as a limitation, thereby improving the suc-
cess ratio at which the UE sends a data packet as much
as possible and ensuring quality of a user service in a
case that the RTWP of the air interface of the base station
does not exceed the first congestion threshold value
again. It should be noted that, the actual SIR of the UE
for sending the data packet fluctuates around the target
SIR and converges at the target SIR, so a case that an
up-regulated target SIR does not exceed the target SIR
when the RTWP of the base station is equal to the first
congestion threshold value, but an increased RTWP of
the air interface of the base station again exceeds the
first congestion threshold value occurs. In this case, step
904 and step 905 are repetitively executed, the RTWP
of the air interface of the base station is down-regulated
again, and for a specific procedure, reference may be
made to the implementation of step 904 to step 905 in
FIG. 9, and details are not repeatedly described herein.
[0142] Much further, in another application scenario of
the embodiment of the present invention, in the embod-
iment of the present invention, a UE on which down-reg-
ulation is preferentially performed may be further set ac-
cording to a user service feature and a user data trans-
mission state, and a second congestion threshold value
may be further set. When the RTWP of the air interface
of the base station exceeds the second congestion
threshold value, power down-regulation is first performed
on the UE on which down-regulation is preferentially per-
formed, so as to alleviate the power pressure of the air
interface of the base station. Details are as shown in FIG.
6, and on the basis of FIG. 9, the exemplary solution
further includes the following steps.
[0143] 601: A base station sets a UE on which down-
regulation is preferentially performed.
[0144] A UE on which down-regulation is preferentially
performed may be set according to a sensitivity degree
to QoS. For example, a voice service in a circuit switched
domain is sensitive to QoS, a data packet uploading serv-
ice in a packet switched domain is insensitive to QoS,
and a UE executing a packet switched domain service
may be set as a UE on which down-regulation is prefer-
entially performed. The voice service is sensitive to QoS,
so excessively small transmit power of the UE causes
transient stagnation or even a call drop of a call service,
thereby causing a large influence on user experience.
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When transmit power of a service of uploading a data
packet is small, although an uploading stagnation phe-
nomenon also occurs in a procedure of data packet up-
loading, no excessively large utility cut-down is generat-
ed for a user; therefore, comparatively speaking, when
transmit power of some UEs needs to be reduced, trans-
mit power of a UE executing a circuit switched domain
service needs to be preferentially protected, and transmit
power of the UE executing the packet switched domain
service may be preferentially down-regulated.
[0145] In an application scenario of the embodiment
of the present invention, the base station may further set,
according to whether a UE is performing data transmis-
sion, a UE on which down-regulation is preferentially per-
formed. For example, a UE performing no data transmis-
sion may be set as a UE on which down-regulation is
preferentially performed. From the perspective of net-
work operation, maintaining transmit power of the UE
performing no data transmission is a waste of power of
the air interface of the base station, while from the per-
spective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially
ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0146] In another application scenario of the embodi-
ment of the present invention, a UE on which down-reg-
ulation is preferentially performed may be set by com-
bining the foregoing two setting manners. For example,
a UE performing no data transmission is further selected
from a UE executing a packet switched domain service,
and down-regulation is preferentially performed on the
UE. Furthermore, in a power down-regulating procedure,
for the UE performing no data transmission, transmit
power of the UE may be down-regulated to a power level
as long as the power level can ensure transmission qual-
ity of a control channel. The foregoing may all be set,
adjusted and combined by an operator according to an
operating policy in an actual operating environment,
which is not limited in the embodiment of the present
invention.
[0147] 602: The base station sets a second congestion
threshold value.
[0148] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value lies in that,
when the RTWP of the air interface of the base station
reaches the second congestion threshold value but has
not reached the first congestion threshold value yet,
transmit power of a part of UEs is down-regulated in ad-
vance, so as to alleviate a part of power pressure of the
air interface of the base station before the RTWP of the
air interface of the base station reaches the first conges-
tion threshold value. The part of UEs is the UE on which
down-regulation is preferentially performed set in step

601.
[0149] 603: When the RTWP of the air interface of the
base station exceeds the second congestion threshold
value, the base station down-regulates transmit power
of the UE on which down-regulation is preferentially per-
formed.
[0150] The down-regulating the transmit power in-
cludes the following steps:

(1) the base station receives a target SIR of the UE
on which down-regulation is preferentially performed
that is sent by the RNC;
(2) the base station down-regulates the target SIR
of the UE on which down-regulation is preferentially
performed that is sent by the RNC; and
(3) the base station notifies, based on the down-reg-
ulated target SIR of the UE on which down-regulation
is preferentially performed, the UE on which down-
regulation is preferentially performed to reduce
transmit power.

[0151] Execution procedures of step (1), step (2) and
step (3) may correspond to step 504, step 505 and step
506 in FIG. 5 respectively, reference may be made to
implementation of step 504, step 505 and step 506 in
FIG. 5, and details are not repeatedly described herein.
[0152] In the power control method provided in the em-
bodiment of the present invention, a value of the target
SIR sent by the RNC can be down-regulated, so as to
reduce the transmit power of the UE. A problem of power
congestion of the air interface of the base station is
solved, a state of a system is stabilized, and service qual-
ity of an edge user and a QoS-sensitive user is ensured.
[0153] Furthermore, in an application scenario of the
embodiment of the present invention, rise of a target SIR
of a UE can be limited in a case of power congestion of
an air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station.
[0154] Furthermore, in an application scenario of the
embodiment of the present invention, before the RTWP
of the air interface of the base station reaches the first
congestion threshold value, transmit power of a part of
UEs executing a QoS-insensitive service and/or perform-
ing no data transmission in the cell can be further pref-
erentially down-regulated. These UEs having a small in-
fluence on the user utility make more contribution to
down-regulation of the RTWP of the air interface of the
base station, transmit power of a UE executing a QoS-
sensitive service is further ensured or increased at the
same time, and in a case of reducing the RTWP of the
air interface of the base station, it is ensured that the
service quality of the QoS-sensitive user is not affected
by the down-regulation of the RTWP of the air interface
of the base station.
[0155] Furthermore, in an application scenario of the
embodiment of the present invention, abnormality pro-
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tection can be further set for the RNC, and while it is
ensured that the RTWP of the air interface of the base
station does not exceed the first congestion threshold
value, the data packet transmission success ratio can be
further considered at the same time.

Embodiment 8

[0156] With reference to implementation of the forego-
ing method embodiments, the embodiment of the present
invention provides a power control apparatus, which may
be configured to implement the foregoing method em-
bodiments of the present invention. As shown in FIG. 10,
the apparatus includes: a first determining unit 1001, a
first sending unit 1002, a first receiving unit 1003, a first
control unit 1004 and a first notifying unit 1005.
[0157] The first determining unit 1001 may be config-
ured to execute step 502 in method Embodiment 5,
namely, determine whether RTWP of an air interface of
a base station exceeds a first congestion threshold value.
[0158] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be limited.
[0159] The first sending unit 1002 may be configured
to execute step 503 in method Embodiment 5, namely,
when the first determining unit 1001 determines that the
RTWP of the air interface of the base station exceeds
the first congestion threshold value, send a congestion
indication to an RNC. The congestion indication is used
for indicating that the RNC is forbidden from up-regulat-
ing a target SIR. The RNC may adjust a target SIR of a
UE according to a block error rate, an ARQ retransmis-
sion rate or an air interface packet loss rate when the UE
uploads data. Taking the block error rate as an example:
If the block error rate is high when the UE uploads data,
the RNC up-regulates the target SIR of the UE, so as to
increase transmit power of the UE, thereby reducing the
block error rate; if the block error rate is small when the
UE uploads data, in order to save transmit power of uplink
data, the RNC down-regulates the target SIR of the UE,
so as to reduce the transmit power of the UE. When con-
gestion occurs in the air interface of the base station, in
order to ensure whole stability of the network, even if the
block error rate is high when the UE uploads data, the
RNC is not allowed to up-regulate the target SIR of the
UE, thereby ensuring that the RTWP of the air interface
of the base station does not further rise.

[0160] It should be noted that, after the first sending
unit 1002 sends the congestion indication to the RNC,
the RNC is forbidden from up-regulating the target SIR
of the UE, but if the block error rate is small when the UE
uploads data, the RNC may down-regulate the target SIR
of the UE. Down-regulation of the target SIR of the UE
does not further increase the RTWP of the air interface
of the base station, while instead, further reduces the
RTWP of the air interface of the base station, so a function
of down-regulating the target SIR of the UE by the RNC
is not limited.
[0161] The first receiving unit 1003 may be configured
to execute step 504 in method Embodiment 5, namely,
receive a target SIR sent by the RNC.
[0162] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
first sending unit 1002 sends a congestion indication to
the RNC, indicating that the RNC is forbidden from up-
regulating the target SIR. In a case that the target SIR
needs to be up-regulated, the RNC does not up-regulate
the target SIR according to the congestion indication sent
by the first sending unit 1002, and sends the target SIR
without being up-regulated to the first receiving unit 1003.
[0163] The first control unit 1004 may be configured to
execute step 505 in method Embodiment 5, namely,
down-regulate the target SIR sent by the RNC and re-
ceived by the first receiving unit 1003.
[0164] The first control unit 1004 down-regulates the
target SIR limited by the RNC to rise. That the RNC limits
rise of the target SIR can only ensure that the RTWP of
the air interface of the base station does not further rise,
but because the congestion phenomenon already occurs
in the base station, merely limiting the RTWP of the air
interface of the base station cannot eliminate the con-
gestion phenomenon of the base station. Therefore, the
first control unit 1004 needs to down-regulate the target
SIR limited by the RNC to rise, so as to further reduce
the target SIR of the UE, and then reduce the transmit
power of the UE, thereby reducing the RTWP of the air
interface of the base station to a value lower than the first
congestion threshold value.
[0165] The first notifying unit 1005 may be configured
to execute step 506 in method Embodiment 5, namely,
notify, based on the target SIR down-regulated by the
first control unit 1004, a UE to reduce the transmit power.
[0166] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR is
reduced throu down-regulation of the base station, an
actual SIR of the UE for uploading data can be reduced
to the target SIR only if the transmit power of the UE is
reduced, thereby achieving a purpose of reducing the
transmit power of the UE and reducing the RTWP of the
air interface of the base station. For example, in a WCD-
MA network, different carriers use a same frequency
point, which generates a self-interference phenomenon,
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namely, for a certain UE, transmit power of another UE
is an interference signal of the UE. Numerous UEs exist
in the cell, so for a UE, an interference signal generated
by another UE is approximately stable. Therefore, a value
of an actual SIR of the UE may be reduced by reducing
the transmit power of the UE.
[0167] In an application scenario of the embodiment
of the present invention, as shown in FIG. 11, the appa-
ratus further includes:

a first setting unit 1101, which may be configured to
execute step 601 in method Embodiment 5, namely,
set a UE executing a packet switched domain service
as a UE on which down-regulation is preferentially
performed.

[0168] The first setting unit 1101 may be further con-
figured to execute step 601 in method Embodiment 5,
namely, before the first determining unit 1001 determines
whether the RTWP of the air interface of the base station
exceeds the first congestion threshold value, set a UE
without data transmission as a UE on which down-regu-
lation is preferentially performed.
[0169] The first setting unit 1101 may set a UE on which
down-regulation is preferentially performed according to
a sensitivity degree to QoS. For example, a voice service
in a circuit switched domain is sensitive to QoS, a data
packet uploading service in a packet switched domain is
insensitive to QoS, and a UE executing a packet switched
domain service may be set as a UE on which down-reg-
ulation is preferentially performed. The voice service is
sensitive to QoS, so excessively small transmit power of
the UE causes transient stagnation or even a call drop
of a call service, thereby causing a large influence on
user experience. When transmit power of a service of
uploading a data packet is small, although an uploading
stagnation phenomenon also occurs in a procedure of
data packet uploading, no excessively large utility cut-
down is generated for a user; therefore, comparatively
speaking, when transmit power of some UEs needs to
be reduced, transmit power of a UE executing a circuit
switched domain service needs to be preferentially pro-
tected, and transmit power of the UE executing the packet
switched domain service may be preferentially down-reg-
ulated.
[0170] In an application scenario of the embodiment
of the present invention, the first setting unit 1101 may
further set, according to whether a UE is performing data
transmission, a UE on which down-regulation is prefer-
entially performed. For example, a UE performing no data
transmission may be set as a UE on which down-regu-
lation is preferentially performed. From the perspective
of network operation, maintaining transmit power of the
UE performing no data transmission is a waste of power
of the air interface of the base station, while from the
perspective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially

ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0171] In an application scenario of the embodiment
of the present invention, the first setting unit 1101 may
set, by combining the foregoing two setting manners, a
UE on which down-regulation is preferentially performed.
For example, a UE performing no data transmission is
further selected from a UE executing a packet switched
domain service, and down-regulation is preferentially
performed on the UE. Furthermore, in a power down-
regulating procedure, for the UE performing no data
transmission, transmit power of the UE may be down-
regulated to a power level as long as the power level can
ensure transmission quality of a control channel. The
foregoing may all be set, adjusted and combined by an
operator according to an operating policy in an actual
operating environment, which is not limited in the em-
bodiment of the present invention.
[0172] In an application scenario of the embodiment
of the present invention, as shown in FIG. 12, the appa-
ratus further includes:

a second setting unit 1201, which may be configured
to execute step 602 in method Embodiment 5, name-
ly, set a second congestion threshold value.

[0173] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value by the sec-
ond setting unit 1201 lies in that, when the RTWP of the
air interface of the base station reaches the second con-
gestion threshold value but has not reached the first con-
gestion threshold value yet, transmit power of a part of
UEs is down-regulated in advance, so as to alleviate a
part of power pressure of the air interface of the base
station before the RTWP of the air interface of the base
station reaches the first congestion threshold value. The
part of UEs is the UE on which down-regulation is pref-
erentially performed set by the first setting unit 1101.
[0174] The first determining unit 1001 may be further
configured to determine whether the RTWP of the air
interface of the base station exceeds the second con-
gestion threshold value set by the second setting unit
1201.
[0175] In an application scenario of the embodiment
of the present invention, when the RTWP of the air inter-
face of the base station exceeds the second congestion
threshold value:

the first receiving unit 1003 may be further configured
to execute step 603 in method Embodiment 5, name-
ly, receive a target SIR of the UE on which down-
regulation is preferentially performed that is sent by
the RNC;
the first control unit 1004 may be further configured
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to execute step 603 in method Embodiment 5, name-
ly, down-regulate the target SIR of the UE on which
down-regulation is preferentially performed that is
sent by the RNC and received by the first receiving
unit 1003; and
the first notifying unit 1005 may be further configured
to execute step 603 in method Embodiment 5, name-
ly, notify, based on the target SIR down-regulated
by the first control unit 1004, the UE on which down-
regulation is preferentially performed to reduce
transmit power.

[0176] In an application scenario of the embodiment
of the present invention, as shown in FIG. 13, the appa-
ratus further includes:

a first stop unit 1301, which may be configured to
stop uplink packet scheduling.

[0177] Compared with a circuit switched domain serv-
ice, QoS sensitivity of a packet switched domain service
is low, and when the RTWP of the air interface of the
base station exceeds the first congestion threshold value,
the first stop unit 1301 may preferentially stop a packet
switched domain from continuously uploading a large da-
ta packet, so as to alleviate power pressure of the air
interface of the base station. For example, a larger data
packet of the user may be temporarily stopped from being
uploaded, and from the perspective of a user plane, in a
case that transmission time for uploading service data is
long, waiting time added by short-time uplink stop of a
large data packet cuts down marginal utility of the user,
and the cut-down does not cause more influence on user
experience.
[0178] In an application scenario of the embodiment
of the present invention, the first control unit 1004 may
be further configured to: when the RTWP of the air inter-
face of the base station is less than the first congestion
threshold value, up-regulate the target SIR sent by the
RNC, where the sup-regulated target SIR is not greater
than the target SIR sent by the RNC when the RTWP of
the air interface of the base station exceeds the first con-
gestion threshold value.
[0179] When the RTWP of the air interface of the base
station declines to a value lower than the first congestion
threshold value, the first control unit 1004 may up-regu-
late the target SIR sent by the RNC. A purpose of up-
regulating the target SIR lies in that, after the power pres-
sure of the air interface of the base station is alleviated,
the transmit power of the UE is up-regulated in a manner
of up-regulating the target SIR, so as to improve a suc-
cess ratio at which the UE sends a data packet. The first
control unit 1004 steadily up-regulates the target SIR with
a small step, and that the target SIR to be up-regulated
does not exceed the target SIR sent by the RNC and
received by the first receiving unit 1003 is taken as a
limitation, thereby improving the success ratio at which
the UE sends a data packet as much as possible and

ensuring quality of a user service in a case that the RTWP
of the air interface of the base station does not exceed
the first congestion threshold value again.
[0180] In an actual application, the apparatus in the
embodiment of the present invention may be, but is not
limited to, a base station (Node B, NB), an evolved base
station (evolved Node B, eNB) or an access point (Access
Point, AP), which is not limited in the embodiment of the
present invention.
[0181] In the power control apparatus provided in the
embodiment of the present invention, rise of a target SIR
of a UE can be limited in a case of power congestion of
an air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station. Meanwhile, in an application scenario
of the embodiment of the present invention, a value of
the target SIR which is already limited to rise can also be
down-regulated, so as to reduce the transmit power of
the UE. A problem of power congestion of the air interface
of the base station is solved, a state of a system is sta-
bilized, and service quality of an edge user and a QoS-
sensitive user is ensured.
[0182] Furthermore, in an application scenario of the
embodiment of the present invention, the power control
apparatus provided in the embodiment of the present in-
vention is further capable of: before the RTWP of the air
interface of the base station reaches the first congestion
threshold value, preferentially down-regulating transmit
power of a part of UEs executing a QoS-insensitive serv-
ice and/or performing no data transmission in the cell.
These UEs having a small influence on the user utility
make more contribution to down-regulation of the RTWP
of the air interface of the base station, transmit power of
a UE executing a QoS-sensitive service is further en-
sured or increased at the same time, and in a case of
reducing the RTWP of the air interface of the base station,
it is ensured that the service quality of the QoS-sensitive
user is not affected by the decline of the RTWP of the air
interface of the base station.

Embodiment 9

[0183] With reference to implementation of the forego-
ing method embodiments, the embodiment of the present
invention provides a power control apparatus, which may
be configured to implement the foregoing method em-
bodiments of the present invention. As shown in FIG. 14,
the apparatus includes: a second determining unit 1401,
a second sending unit 1402, a second receiving unit 1403
and a second notifying unit 1404.
[0184] The second determining unit 1401 may be con-
figured to execute step 802 in method Embodiment 6,
namely, determine whether RTWP of an air interface of
a base station exceeds a first congestion threshold value.
[0185] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
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threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be limited.
[0186] The second sending unit 1402 may be config-
ured to execute step 803 in method Embodiment 6,
namely, when the second determining unit 1401 deter-
mines that the RTWP of the air interface of the base sta-
tion exceeds the first congestion threshold value, send
a congestion indication to an RNC. The congestion indi-
cation is used for indicating that the RNC is forbidden
from up-regulating a target SIR. The RNC may adjust a
target SIR of a UE according to a block error rate, an
HARQ retransmission rate or an air interface packet loss
rate when the UE uploads data. Taking the block error
rate as an example: If the block error rate is high when
the UE uploads data, the RNC up-regulates the target
SIR of the UE, so as to increase transmit power of the
UE, thereby reducing the block error rate; if the block
error rate is small when the UE uploads data, in order to
save transmit power of uplink data, the RNC down-reg-
ulates the target SIR of the UE, so as to reduce the trans-
mit power of the UE. When congestion occurs in the air
interface of the base station, in order to ensure whole
stability of the network, even if the block error rate is high
when the UE uploads data, the RNC is not allowed to up-
regulate the target SIR of the UE, thereby ensuring that
the RTWP of the air interface of the base station does
not further rise.
[0187] It should be noted that, after the second sending
unit 1402 sends the congestion indication to the RNC,
the RNC is forbidden from up-regulating the target SIR
of the UE, but if the block error rate is small when the UE
uploads data, the RNC may down-regulate the target SIR
of the UE. Down-regulation of the target SIR of the UE
does not further increase the RTWP of the air interface
of the base station, while instead, further reduces the
RTWP of the air interface of the base station, so a function
of down-regulating the target SIR of the UE by the RNC
is not limited.
[0188] The second receiving unit 1403 may be config-
ured to execute step 804 in method Embodiment 6,
namely, receive a target SIR sent by the RNC.
[0189] When the RTWP of the air interface of the base
station exceeds the first congestion threshold value, the
second sending unit 1402 sends a congestion indication
to the RNC, indicating that the RNC is forbidden from up-
regulating the target SIR. In a case that the target SIR
needs to be up-regulated, the RNC does not up-regulate
the target SIR according to the congestion indication sent
by the second sending unit 1402, and sends the target

SIR without being up-regulated to the second receiving
unit 1403.
[0190] The second notifying unit 1404 may be config-
ured to execute step 805 in method Embodiment 6,
namely, notify, according to the target SIR sent by the
RNC and received by the second receiving unit 1403, a
UE to limit transmit power.
[0191] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. If the target SIR is not
up-regulated when being limited by the RNC, the transmit
power of the UE does not further rise either, thereby
achieving a purpose of limiting the transmit power of the
UE and the RTWP of the air interface of the base station.
For example, in a WCDMA network, different carriers use
a same frequency point, which generates a self-interfer-
ence phenomenon, namely, for a certain UE, transmit
power of another UE is an interference signal of the UE.
Numerous UEs exist in the cell, so for a UE, an interfer-
ence signal generated by another UE is approximately
stable. Therefore, a value of an actual SIR of the UE may
be limited by limiting the transmit power of the UE.
[0192] In an application scenario of the embodiment
of the present invention, as shown in FIG. 15, the appa-
ratus further includes:

a second control unit 1501, which may be configured
to execute step 505 in method Embodiment 5, name-
ly, down-regulate the target SIR sent by the RNC
and received by the second receiving unit 1403.

[0193] The second control unit 1501 down-regulates
the target SIR limited by the RNC to rise. That the RNC
limits rise of the target SIR can only ensure that the RTWP
of the air interface of the base station does not further
rise, but because the congestion phenomenon already
occurs in the base station, merely limiting the RTWP of
the air interface of the base station cannot eliminate the
congestion phenomenon of the base station. Therefore,
the second control unit 1501 needs to down-regulate the
target SIR limited by the RNC to rise, so as to further
reduce the target SIR of the UE, and then reduce the
transmit power of the UE, thereby reducing the RTWP
of the air interface of the base station to a value lower
than the first congestion threshold value.
[0194] In an application scenario of the embodiment
of the present invention, as shown in FIG. 16, the appa-
ratus further includes:

a third setting unit 1601, which may be configured
to execute step 601 in method Embodiment 5, name-
ly, set a UE executing a packet switched domain
service as a UE on which down-regulation is prefer-
entially performed.

[0195] The third setting unit 1601 may be further con-
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figured to execute step 601 in method Embodiment 5,
namely, before the second determining unit 1401 deter-
mines whether the RTWP of the air interface of the base
station exceeds the first congestion threshold value, set
a UE without data transmission as a UE on which down-
regulation is preferentially performed.
[0196] The third setting unit 1601 may set a UE on
which down-regulation is preferentially performed ac-
cording to a sensitivity degree to QoS. For example, a
voice service in a circuit switched domain is sensitive to
QoS, a data packet uploading service in a packet
switched domain is insensitive to QoS, and a UE execut-
ing a packet switched domain service may be set as a
UE on which down-regulation is preferentially performed.
The voice service is sensitive to QoS, so excessively
small transmit power of the UE causes transient stagna-
tion or even a call drop of a call service, thereby causing
a large influence on user experience. When transmit
power of a service of uploading a data packet is small,
although an uploading stagnation phenomenon also oc-
curs in a procedure of data packet uploading, no exces-
sively large utility cut-down is generated for a user; there-
fore, comparatively speaking, when transmit power of
some UEs needs to be reduced, transmit power of a UE
executing a circuit switched domain service needs to be
preferentially protected, and transmit power of the UE
executing the packet switched domain service may be
preferentially down-regulated.
[0197] In an application scenario of the embodiment
of the present invention, the third setting unit 1601 may
further set, according to whether a UE is performing data
transmission, a UE on which down-regulation is prefer-
entially performed. For example, a UE performing no data
transmission may be set as a UE on which down-regu-
lation is preferentially performed. From the perspective
of network operation, maintaining transmit power of the
UE performing no data transmission is a waste of power
of the air interface of the base station, while from the
perspective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially
ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0198] In an application scenario of the embodiment
of the present invention, the third setting unit 1601 may
set, by combining the foregoing two setting manners, a
UE on which down-regulation is preferentially performed.
For example, a UE performing no data transmission is
further selected from a UE executing a packet switched
domain service, and down-regulation is preferentially
performed on the UE. Furthermore, in a power down-
regulating procedure, for the UE performing no data
transmission, transmit power of the UE may be down-
regulated to a power level as long as the power level can
ensure transmission quality of a control channel. The

foregoing may all be set, adjusted and combined by an
operator according to an operating policy in an actual
operating environment, which is not limited in the em-
bodiment of the present invention.
[0199] In an application scenario of the embodiment
of the present invention, as shown in FIG. 17, the appa-
ratus further includes:

a fourth setting unit 1701, which may be configured
to execute step 602 in method Embodiment 5, name-
ly, set a second congestion threshold value.

[0200] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value by the
fourth setting unit 1701 lies in that, when the RTWP of
the air interface of the base station reaches the second
congestion threshold value but has not reached the first
congestion threshold value yet, transmit power of a part
of UEs is down-regulated in advance, so as to alleviate
a part of power pressure of the air interface of the base
station before the RTWP of the air interface of the base
station reaches the first congestion threshold value. The
part of UEs is the UE on which down-regulation is pref-
erentially performed set by the third setting unit 1601.
[0201] The second determining unit 1401 may be fur-
ther configured to determine whether the RTWP of the
air interface of the base station exceeds the second con-
gestion threshold value set by the fourth setting unit 1701.
[0202] In an application scenario of the embodiment
of the present invention, when the RTWP of the air inter-
face of the base station exceeds the second congestion
threshold value:

the second receiving unit 1403 may be further con-
figured to execute step 603 in method Embodiment
5, namely, receive a target SIR of the UE on which
down-regulation is preferentially performed that is
sent by the RNC;
the second control unit 1501 may be further config-
ured to execute step 603 in method Embodiment 5,
namely, down-regulate the target SIR of the UE on
which down-regulation is preferentially performed
that is sent by the RNC and received by the second
receiving unit 1403; and
the second notifying unit 1404 may be further con-
figured to execute step 603 in method Embodiment
5, namely, notify, based on the target SIR down-reg-
ulated by the second control unit 1501, the UE on
which down-regulation is preferentially performed to
reduce transmit power.

[0203] In an application scenario of the embodiment
of the present invention, as shown in FIG. 18, the appa-
ratus further includes:

a second stop unit 1801, which may be configured
to stop uplink packet scheduling.

37 38 



EP 2 779 758 A1

21

5

10

15

20

25

30

35

40

45

50

55

[0204] Compared with a circuit switched domain serv-
ice, QoS sensitivity of a packet switched domain service
is low, and when the RTWP of the air interface of the
base station exceeds the first congestion threshold value,
the second stop unit 1801 may preferentially stop a pack-
et switched domain from continuously uploading a large
data packet, so as to alleviate power pressure of the air
interface of the base station. For example, a larger data
packet of the user may be temporarily stopped from being
uploaded, and from the perspective of a user plane, in a
case that transmission time for uploading service data is
long, waiting time added by short-time uplink stop of a
large data packet cuts down marginal utility of the user,
and the cut-down does not cause more influence on user
experience.
[0205] In an application scenario of the embodiment
of the present invention, the second control unit 1501
may be further configured to: when the RTWP of the air
interface of the base station is less than the first conges-
tion threshold value, up-regulate the target SIR sent by
the RNC, where the up-regulated target SIR is not greater
than a target SIR sent by the RNC when the RTWP of
the air interface of the base station is equal to the first
congestion threshold value.
[0206] When the RTWP of the air interface of the base
station declines to a value lower than the first congestion
threshold value, the second control unit 1501 may up-
regulate the target SIR sent by the RNC. A purpose of
up-regulating the target SIR lies in that, after the power
pressure of the air interface of the base station is allevi-
ated, the transmit power of the UE is up-regulated in a
manner of up-regulating the target SIR, so as to improve
a success ratio at which the UE sends a data packet.
The second control unit 1501 steadily up-regulates the
target SIR with a small step, and that the target SIR to
be up-regulated does not exceed the target SIR sent by
the RNC and received by the second receiving unit 1403
is taken as a limitation, thereby improving the success
ratio at which the UE sends a data packet as much as
possible and ensuring quality of a user service in a case
that the RTWP of the air interface of the base station
does not exceed the first congestion threshold value
again.
[0207] In an actual application, the apparatus in the
embodiment of the present invention may be, but is not
limited to, a base station (Node B, NB), an evolved base
station (evolved Node B, eNB) or an access point (Access
Point, AP), which is not limited in the embodiment of the
present invention.
[0208] In the power control apparatus provided in the
embodiment of the present invention, rise of a target SIR
of a UE can be limited in a case of power congestion of
an air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station.
[0209] Furthermore, in an application scenario of the
embodiment of the present invention, a value of the target

SIR which is already limited to rise can also be down-
regulated, so as to reduce the transmit power of the UE.
A problem of power congestion of the air interface of the
base station is solved, a state of a system is stabilized,
and service quality of an edge user and a QoS-sensitive
user is ensured.
[0210] Furthermore, in an application scenario of the
embodiment of the present invention, before the RTWP
of the air interface of the base station reaches the first
congestion threshold value, transmit power of a part of
UEs executing a QoS-insensitive service and/or perform-
ing no data transmission in the cell can be further pref-
erentially down-regulated. These UEs having a small in-
fluence on the user utility make more contribution to
down-regulation of the RTWP of the air interface of the
base station, transmit power of a UE executing a QoS-
sensitive service is further ensured or increased at the
same time, and in a case of reducing the RTWP of the
air interface of the base station, it is ensured that the
service quality of the QoS-sensitive user is not affected
by the down-regulation of the RTWP of the air interface
of the base station.
[0211] Furthermore, in an application scenario of the
embodiment of the present invention, abnormality pro-
tection can be further set for the RNC, and while it is
ensured that the RTWP of the air interface of the base
station does not exceed the first congestion threshold
value, the data packet trans mission success ratio can
be further considered at the same time.

Embodiment 10

[0212] With reference to implementation of the forego-
ing method embodiments, the embodiment of the present
invention provides a power control apparatus, which may
be configured to implement the foregoing method em-
bodiments of the present invention. As shown in FIG. 19,
the apparatus includes: a third determining unit 1901, a
third receiving unit 1902, a third control unit 1903 and a
third notifying unit 1904.
[0213] The third determining unit 1901 may be config-
ured to execute step 903 in method Embodiment 7,
namely, determine whether RTWP of an air interface of
a base station exceeds a first congestion threshold value.
[0214] The RTWP of the air interface is a sum of trans-
mit power of all UEs pertaining to the base station. When
the RTWP of the air interface exceeds the first congestion
threshold value, a congestion phenomenon occurs in the
base station, a state of the cell is unstable, and coverage
quality of an edge user declines. Particularly for a service
sensitive to QoS, such as voice service, a phenomenon,
such as transient call stagnation or a voice delay, is gen-
erated easily, and a call drop phenomenon is further gen-
erated in a serious case, thereby affecting service expe-
rience of a user. Therefore, when the RTWP of the air
interface of the base station exceeds the first congestion
threshold value, the RTWP on the air interface of the
base station needs to be limited.
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[0215] The third receiving unit 1902 may be configured
to execute step 901 in method Embodiment 7, namely,
receive a target SIR sent by an RNC.
[0216] The third control unit 1903 may be configured
to execute step 904 in method Embodiment 7, namely,
down-regulate the target SIR sent by the RNC and re-
ceived by the third receiving unit 1902.
[0217] The third control unit 1903 down-regulates the
target SIR sent by the RNC, so as to reduce the target
SIR of the UE, and further reduce the transmit power of
the UE, thereby reducing the RTWP of the air interface
of the base station to a value lower than the first conges-
tion threshold value. The third notifying unit 1904 may be
configured to execute step 905 in method Embodiment
7, namely, notify, according to the target SIR down-reg-
ulated by the third control unit 1903, a UE to down-reg-
ulate transmit power.
[0218] An SIR is defined as a ratio of transmit power
to an interference signal when a UE transmits uplink data.
For a certain UE, magnitude of an interference signal
generally does not greatly change, and may be approx-
imately considered unchanged. When the target SIR is
down-regulated by the RNC, the transmit power of the
UE also declines, thereby achieving a purpose of down-
regulating the transmit power of the UE and the RTWP
of the air interface of the base station. For example, in a
WCDMA network, different carriers use a same frequen-
cy point, which generates a self-interference phenome-
non, namely, for a certain UE, transmit power of another
UE is an interference signal of the UE. Numerous UEs
exist in the cell, so for a UE, an interference signal gen-
erated by another UE is approximately stable. Therefore,
a value of an actual SIR of the UE may be limited by
limiting the transmit power of the UE.
[0219] In an application scenario of the embodiment
of the present invention, as shown in FIG. 20, the appa-
ratus further includes:

a third sending unit 2001, which may be configured
to: when the RTWP of the air interface of the base
station exceeds the first congestion threshold value,
send a congestion indication to the RNC.

[0220] The congestion indication is used for indicating
that the RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is high when the UE uploads data, the RNC
up-regulates the target SIR of the UE, so as to increase
transmit power of the UE, thereby reducing the block error
rate; if the block error rate is small when the UE uploads
data, in order to save transmit power of uplink data, the
RNC down-regulates the target SIR of the UE, so as to
reduce the transmit power of the UE. When congestion
occurs in the air interface of the base station, in order to
ensure whole stability of the network, even if the block

error rate is high when the UE uploads data, the RNC is
not allowed to up-regulate the target SIR of the UE, there-
by ensuring that the RTWP of the air interface of the base
station does not further rise.
[0221] It should be noted that, after the third sending
unit 2001 sends the congestion indication to the RNC,
the RNC is forbidden from up-regulating the target SIR
of the UE, but if the block error rate is small when the UE
uploads data, the RNC may down-regulate the target SIR
of the UE. Down-regulation of the target SIR of the UE
does not further increase the RTWP of the air interface
of the base station, while instead, further reduces the
RTWP of the air interface of the base station, so a function
of down-regulating the target SIR of the UE by the RNC
is not limited.
[0222] In an application scenario of the embodiment
of the present invention, the third receiving unit 1902 may
be further configured to receive the target SIR limited by
the RNC to rise. After receiving the congestion indication
sent by the third sending unit 2001, the RNC limits further
rise of the target SIR, and sends the target SIR limited
to rise to the third receiving unit 1902.
[0223] In an application scenario of the embodiment
of the present invention, as shown in FIG. 21, the appa-
ratus further includes:

a fifth setting unit 2101, which may be configured to
execute step 601 in method Embodiment 5, namely,
set a UE executing a packet switched domain service
as a UE on which down-regulation is preferentially
performed.

[0224] The fifth setting unit 2101 may be further con-
figured to execute step 601 in method Embodiment 5,
namely, before the third determining unit 1901 deter-
mines whether the RTWP of the air interface of the base
station exceeds the first congestion threshold value, set
a UE without data transmission as a UE on which down-
regulation is preferentially performed.
[0225] The fifth setting unit 2101 may set a UE on which
down-regulation is preferentially performed according to
a sensitivity degree to QoS. For example, a voice service
in a circuit switched domain is sensitive to QoS, a data
packet uploading service in a packet switched domain is
insensitive to QoS, and a UE executing a packet switched
domain service may be set as a UE on which down-reg-
ulation is preferentially performed. The voice service is
sensitive to QoS, so excessively small transmit power of
the UE causes transient stagnation or even a call drop
of a call service, thereby causing a large influence on
user experience. When transmit power of a service of
uploading a data packet is small, although an uploading
stagnation phenomenon also occurs in a procedure of
data packet uploading, no excessively large utility cut-
down is generated for a user; therefore, comparatively
speaking, when transmit power of some UEs needs to
be reduced, transmit power of a UE executing a circuit
switched domain service needs to be preferentially pro-
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tected, and transmit power of the UE executing the packet
switched domain service may be preferentially down-reg-
ulated.
[0226] In an application scenario of the embodiment
of the present invention, the fifth setting unit 2101 may
further set, according to whether a UE is performing data
transmission, a UE on which down-regulation is prefer-
entially performed. For example, a UE performing no data
transmission may be set as a UE on which down-regu-
lation is preferentially performed. From the perspective
of network operation, maintaining transmit power of the
UE performing no data transmission is a waste of power
of the air interface of the base station, while from the
perspective of user utility, in a UE with data transmission
and a UE without data transmission, transmit power of
the UE with data transmission should be preferentially
ensured, so comparatively speaking, when transmit pow-
er of some UEs needs to be reduced, the transmit power
of the UE with data transmission needs to be preferen-
tially protected, and transmit power of the UE without
data transmission may be preferentially down-regulated.
[0227] In an application scenario of the embodiment
of the present invention, the fifth setting unit 2101 may
set, by combining the foregoing two setting manners, a
UE on which down-regulation is preferentially performed.
For example, a UE performing no data transmission is
further selected from a UE executing a packet switched
domain service, and down-regulation is preferentially
performed on the UE. Furthermore, in a power down-
regulating procedure, for the UE performing no data
transmission, transmit power of the UE may be down-
regulated to a power level as long as the power level can
ensure transmission quality of a control channel. The
foregoing may all be set, adjusted and combined by an
operator according to an operating policy in an actual
operating environment, which is not limited in the em-
bodiment of the present invention.
[0228] In an application scenario of the embodiment
of the present invention, as shown in FIG. 22, the appa-
ratus further includes:

a sixth setting unit 2201, which may be configured
to execute step 602 in method Embodiment 5, name-
ly, set a second congestion threshold value.

[0229] The second congestion threshold value is less
than the first congestion threshold value. A purpose of
setting the second congestion threshold value by the
sixth setting unit 2201 lies in that, when the RTWP of the
air interface of the base station reaches the second con-
gestion threshold value but has not reached the first con-
gestion threshold value yet, transmit power of a part of
UEs is down-regulated in advance, so as to alleviate a
part of power pressure of the air interface of the base
station before the RTWP of the air interface of the base
station reaches the first congestion threshold value. The
part of UEs is the UE on which down-regulation is pref-
erentially performed set by the fifth setting unit 2101.

[0230] The third determining unit 1901 may be further
configured to execute step 602 in method Embodiment
5, namely, determine whether the RTWP of the air inter-
face of the base station exceeds the second congestion
threshold value set by the sixth setting unit 2201.
[0231] In an application scenario of the embodiment
of the present invention, when the RTWP of the air inter-
face of the base station exceeds the second congestion
threshold value:

the third receiving unit 1902 may be further config-
ured to execute step 603 in method Embodiment 5,
namely, receive a target SIR of the UE on which
down-regulation is preferentially performed that is
sent by the RNC;
the third control unit 1903 may be further configured
to execute step 603 in method Embodiment 5, name-
ly, down-regulate the target SIR of the UE on which
down-regulation is preferentially performed that is
sent by the RNC and received by the third receiving
unit 1902; and
the third notifying unit 1904 may be further config-
ured to execute step 603 in method Embodiment 5,
namely, notify, based on the target SIR down-regu-
lated by the third control unit 1903, the UE on which
down-regulation is preferentially performed to re-
duce the transmit power.

[0232] In an application scenario of the embodiment
of the present invention, as shown in FIG. 23, the appa-
ratus further includes:

a third stop unit 2301, which may be configured to
stop uplink packet scheduling.

[0233] Compared with a circuit switched domain serv-
ice, QoS sensitivity of a packet switched domain service
is low, and when the RTWP of the air interface of the
base station exceeds the first congestion threshold value,
the third stop unit 2301 may preferentially stop a packet
switched domain from continuously uploading a large da-
ta packet, so as to alleviate power pressure of the air
interface of the base station. For example, a larger data
packet of the user may be temporarily stopped from being
uploaded, and from the perspective of a user plane, in a
case that transmission time for uploading service data is
long, waiting time added by short-time uplink stop of a
large data packet cuts down marginal utility of the user,
and the cut-down does not cause more influence on user
experience.
[0234] In an application scenario of the embodiment
of the present invention, the third control unit 1903 may
be further configured to: when the RTWP of the air inter-
face of the base station is less than the first congestion
threshold value, up-regulate the target SIR sent by the
RNC, where the sup-regulated target SIR is not greater
than the target SIR sent by the RNC when the RTWP of
the air interface of the base station exceeds the first con-
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gestion threshold value.
[0235] When the RTWP of the air interface of the base
station declines to a value lower than the first congestion
threshold value, the third control unit 1903 may up-reg-
ulate the target SIR sent by the RNC. A purpose of up-
regulating the target SIR lies in that, after the power pres-
sure of the air interface of the base station is alleviated,
the transmit power of the UE is up-regulated in a manner
of up-regulating the target SIR, so as to improve a suc-
cess ratio at which the UE sends a data packet. The third
control unit 1903 steadily up-regulates the target SIR with
a small step, and that the target SIR to be up-regulated
does not exceed the target SIR sent by the RNC and
received by the third receiving unit 1902 is taken as a
limitation, thereby improving the success ratio at which
the UE sends a data packet as much as possible and
ensuring quality of a user service in a case that the RTWP
of the air interface of the base station does not exceed
the first congestion threshold value again.
[0236] In an actual application, the apparatus in the
embodiment of the present invention may be, but is not
limited to, a base station (Node B, NB), an evolved base
station (evolved Node B, eNB) or an access point (Access
Point, AP), which is not limited in the embodiment of the
present invention. The power control apparatus provided
in the embodiment of the present invention is capable of
down-regulating a value of the target SIR sent by the
RNC, so as to reduce the transmit power of the UE. A
problem of power congestion of the air interface of the
base station is solved, a state of a system is stabilized,
and service quality of an edge user and a QoS-sensitive
user is ensured.
[0237] Furthermore, in an application scenario of the
embodiment of the present invention, rise of a target SIR
of a UE can be limited in a case of power congestion of
an air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station.
[0238] Furthermore, in an application scenario of the
embodiment of the present invention, before the RTWP
of the air interface of the base station reaches the first
congestion threshold value, transmit power of a part of
UEs executing a QoS-insensitive service and/or perform-
ing no data transmission in the cell can be further pref-
erentially down-regulated. These UEs having a small in-
fluence on the user utility make more contribution to
down-regulation of the RTWP of the air interface of the
base station, transmit power of a UE executing a QoS-
sensitive service is further ensured or increased at the
same time, and in a case of reducing the RTWP of the
air interface of the base station, it is ensured that the
service quality of the QoS-sensitive user is not affected
by the down-regulation of the RTWP of the air interface
of the base station.
[0239] Furthermore, in an application scenario of the
embodiment of the present invention, abnormality pro-
tection can be further set for the RNC, and while it is

ensured that the RTWP of the air interface of the base
station does not exceed the first congestion threshold
value, the data packet transmission success ratio can be
further considered at the same time.

Embodiment 11

[0240] With reference to implementation of the forego-
ing method embodiments, the embodiment of the present
invention provides a power control apparatus, which may
be configured to implement the foregoing method em-
bodiments of the present invention. As shown in FIG. 24,
the apparatus includes: a fourth receiving unit 2401, a
processing unit 2402 and a fourth sending unit 2403.
[0241] The fourth receiving unit 2401 may be config-
ured to execute step 401 in method Embodiment 4,
namely, when a base station determines that RTWP of
an air interface of the base station exceeds a first con-
gestion threshold value, receive a congestion indication
sent by the base station.
[0242] The congestion indication is used for indicating
that an RNC is forbidden from up-regulating a target SIR.
The RNC may adjust a target SIR of a UE according to
a block error rate, an HARQ retransmission rate or an air
interface packet loss rate when the UE uploads data.
Taking the block error rate as an example: If the block
error rate is high when the UE uploads data, the RNC
up-regulates the target SIR of the UE, so as to increase
transmit power of the UE, thereby reducing the block error
rate; if the block error rate is small when the UE uploads
data, in order to save transmit power of uplink data, the
RNC down-regulates the target SIR of the UE, so as to
reduce the transmit power of the UE. When congestion
occurs in the air interface of the base station, in order to
ensure whole stability of the network, even if the block
error rate is high when the UE uploads data, the RNC is
not allowed to up-regulate the target SIR of the UE, there-
by ensuring that the RTWP of the air interface of the base
station does not further rise.
[0243] The processing unit 2402 may be configured to
execute step 402 in method Embodiment 4, namely, for-
bid, according to the congestion indication received by
the fourth receiving unit 2401, up-regulating of the target
SIR.
[0244] After the base station sends the congestion in-
dication to the RNC, the processing unit 2402 forbids the
RNC from up-regulating the target SIR of the UE, but if
the block error rate is small when the UE uploads data,
the processing unit 2402 allows the RNC to down-regu-
late the target SIR of the UE. Down-regulation of the tar-
get SIR of the UE does not further increase the RTWP
of the air interface of the base station, while instead, fur-
ther reduces the RTWP of the air interface of the base
station, so a function of down-regulating the target SIR
of the UE is not limited.
[0245] The fourth sending unit 2403 may be configured
to execute step 403 in method Embodiment 4, namely,
send the target SIR processed by the processing unit
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2402 to the base station.
[0246] In an application scenario of the embodiment
of the present invention, the processing unit 2402 is fur-
ther configured to lift a ban on up-regulation of the target
SIR. After the air interface of the base station reaches
the first congestion threshold value, the processing unit
2402 forbids the RNC from up-regulating the target SIR.
If in a period of time, the fourth receiving unit 2401 does
not receive a congestion indication resent by the base
station, the processing unit 2402 automatically removes
the limitation of forbidding the RNC from up-regulating
the target SIR, and the RNC may sup-regulate or down-
regulate the target SIR of the UE according to the block
error rate, the HARQ retransmission rate or the air inter-
face packet loss rate when the UE uploads the data. The
period of time is a ban lifting duration set by an operator
according to an actual operating environment. A function
of forbidding the RNC from up-regulating the target SIR
by the processing unit 2402 may limit further rise of the
RTWP of the air interface of the base station, but this
limitation is at the cost of reducing a data packet trans-
mission success ratio. In an operating procedure, at the
same time of ensuring that the RTWP of the air interface
of the base station does not exceed the first congestion
threshold value, the data packet transmission success
ratio needs to be further considered, so the RNC needs
to be protected from abnormality.
[0247] In an application scenario of the embodiment
of the present invention, after receiving the target SIR
which is limited to rise and is sent by the RNC, the base
station may further down-regulate the target SIR limited
to rise, and then notify, according to the down-regulated
SIR, the UE to reduce the transmit power, thereby achiev-
ing a purpose of controlling power pressure of the air
interface of the base station.
[0248] In an actual application, the apparatus in the
embodiment of the present invention may be a radio net-
work controller (Radio Network Controller, RNC), or a
physical or logical device having a function involved in a
radio network controller, and the radio network controller
does not limit the apparatus in the embodiment of the
present invention.
[0249] In the power control apparatus provided in the
embodiment of the present invention, rise of a target SIR
of a UE can be limited in a case of power congestion of
an air interface of a base station, which avoids congestion
pressure formed by further rise of transmit power of the
UE on already excessively high RTWP of the air interface
of the base station. Meanwhile, in an application scenario
of the embodiment of the present invention, a value of
the target SIR which is already limited to rise can also be
down-regulated, so as to reduce the transmit power of
the UE. A problem of power congestion of the air interface
of the base station is solved, a state of a system is sta-
bilized, and service quality of an edge user and a QoS-
sensitive user is ensured.
[0250] Furthermore, in an application scenario of the
embodiment of the present invention, the power control

apparatus provided in the embodiment of the present in-
vention is further capable of setting abnormality protec-
tion for the RNC, and while it is ensured that the RTWP
of the air interface of the base station does not exceed
the first congestion threshold value, the data packet
transmission success ratio is further considered at the
same time.
[0251] Through the foregoing description of the imple-
mentation manners, persons skilled in the art may be
clearly understand that the present invention may be im-
plemented by software plus necessary universal hard-
ware, and definitely, may also be implemented by hard-
ware, but in many cases, the former is a preferred imple-
mentation manner. Based on such an understanding, the
technical solutions of the present invention essentially,
or the part contributing to the prior art may be embodied
in a form of a software product. The computer software
product is stored in a readable storage medium, for ex-
ample, a floppy disk, a hard disk, or an optical disk of a
computer, and includes several instructions for instruct-
ing a computer device (which may be a personal com-
puter, a server, or a network device, or the like) to perform
the methods described in the embodiments of the present
invention.
[0252] The foregoing description is merely specific im-
plementation manners of the present invention, but is not
intended to limit the protection scope of the present in-
vention. Any variation or replacement readily figured out
by persons skilled in the art within the technical scope
disclosed in the present invention shall fall within the pro-
tection scope of the present invention. Therefore, the pro-
tection scope of the present invention shall be subject to
the protection scope of the claims.

Claims

1. A power control method, comprising:

determining whether received total wideband
power RTWP of an air interface exceeds a set
first congestion threshold value;
when the RTWP of the air interface exceeds the
set first congestion threshold value, sending a
congestion indication to a radio network control-
ler RNC, wherein the congestion indication is
used for indicating that the RNC is forbidden
from up-regulating a target signal-to-interfer-
ence ratio SIR;
receiving a target SIR sent by the RNC;
down-regulating the target SIR sent by the RNC;
and
notifying, based on the down-regulated target
SIR, a user equipment UE to reduce transmit
power.

2. The power control method according to claim 1,
wherein before the determining whether received to-
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tal wideband power RTWP of an air interface ex-
ceeds a set first congestion threshold value, the
method further comprises:

setting a UE executing a packet switched do-
main service as a UE on which down-regulation
is preferentially performed; and
setting a UE without data transmission as a UE
on which down-regulation is preferentially per-
formed.

3. The power control method according to claim 2,
wherein the method further comprises:

setting a second congestion threshold value,
wherein the second congestion threshold value
is less than the first congestion threshold value;
before the determining whether received total
wideband power RTWP of an air interface ex-
ceeds a first congestion threshold value, the
method further comprises:

determining whether the RTWP of the air
interface exceeds the second congestion
threshold value; and
when the RTWP of the air interface exceeds
the second congestion threshold value, be-
fore the sending a congestion indication to
a radio network controller RNC, the method
further comprises:

receiving a target SIR of the UE on
which down-regulation is preferentially
performed that is sent by the RNC;
down-regulating the target SIR of the
UE on which down-regulation is prefer-
entially performed that is sent by the
RNC; and
notifying, based on the down-regulated
target SIR, the UE on which down-reg-
ulation is preferentially performed to re-
duce transmit power.

4. The power control method according to any one of
claims I to 3, wherein when the RTWP of the air in-
terface exceeds the set first congestion threshold
value, before the sending a congestion indication to
a radio network controller RNC, the method further
comprises:

stopping uplink packet scheduling.

5. The power control method according to any one of
claims 1 to 4, wherein after the notifying, based on
the down-regulated target SIR, a user equipment UE
to reduce transmit power, the method further com-
prises:

up-regulating the target SIR sent by the RNC
when the RTWP of the air interface is less than
the first congestion threshold value, wherein the
up-regulated target SIR is not greater than a tar-
get SIR sent by the RNC when the RTWP of the
air interface is equal to the first congestion
threshold value.

6. A power control method, comprising:

determining whether received total wideband
power RTWP of an air interface exceeds a set
first congestion threshold value;
when the RTWP of the air interface exceeds the
set first congestion threshold value, sending a
congestion indication to a radio network control-
ler RNC, wherein the congestion indication is
used for indicating that the RNC is forbidden
from up-regulating a target signal-to-interfer-
ence ratio SIR;
receiving a target SIR sent by the RNC; and
notifying, based on the target SIR sent by the
RNC, a user equipment UE to limit transmit pow-
er.

7. The power control method according to claim 6,
wherein when the RTWP of the air interface exceeds
the set first congestion threshold value, after the re-
ceiving a target SIR sent by the RNC, the method
further comprises:

down-regulating the target SIR sent by the RNC;
and
the notifying, based on the target SIR sent by
the RNC, a user equipment UE to limit transmit
power further comprises:

notifying, based on the down-regulated tar-
get SIR, the UE to reduce the transmit pow-
er.

8. The power control method according to claim 6 or 7,
wherein before the determining whether received to-
tal wideband power RTWP of an air interface ex-
ceeds a set first congestion threshold value, the
method further comprises:

setting a UE executing a packet switched do-
main service as a UE on which down-regulation
is preferentially performed; and
setting a UE without data transmission as a UE
on which down-regulation is preferentially per-
formed.

9. The power control method according to claim 8,
wherein the method further comprises:

setting a second congestion threshold value,
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wherein the second congestion threshold value
is less than the first congestion threshold value;
before the determining whether received total
wideband power RTWP of an air interface ex-
ceeds a first congestion threshold value, the
method further comprises:

determining whether the RTWP of the air
interface exceeds the second congestion
threshold value; and
when the RTWP of the air interface exceeds
the second congestion threshold value, be-
fore the sending a congestion indication to
a radio network controller RNC, the method
further comprises:

receiving a target SIR of the UE on
which down-regulation is preferentially
performed that is sent by the RNC;
down-regulating the target SIR of the
UE on which down-regulation is prefer-
entially performed that is sent by the
RNC; and
notifying, based on the down-regulated
target SIR, the UE on which down-reg-
ulation is preferentially performed to re-
duce transmit power.

10. The power control method according to any one of
claims 6 to 9, wherein when the RTWP of the air
interface exceeds the set first congestion threshold
value, before the sending a congestion indication to
a radio network controller RNC, the method further
comprises:

stopping uplink packet scheduling.

11. The power control method according to any one of
claims 6 to 10, wherein after the notifying, based on
the down-regulated target SIR, a user equipment UE
to limit transmit power, the method further compris-
es:

up-regulating the target SIR sent by the RNC
when the RTWP of the air interface is less than
the first congestion threshold value, wherein the
up-regulated target SIR is not greater than a tar-
get SIR sent by the RNC when the RTWP of the
air interface is equal to the first congestion
threshold value.

12. A power control method, comprising:

receiving a target signal-to-interference ratio
SIR sent by a radio network controller RNC;
determining whether received total wideband
power RTWP of an air interface exceeds a set
first congestion threshold value;

when the RTWP of the air interface exceeds the
set first congestion threshold value, down-reg-
ulating the target SIR sent by the RNC; and
notifying, based on the down-regulated target
SIR, a user equipment UE to reduce transmit
power.

13. The power control method according to claim 12,
wherein when the RTWP of the air interface exceeds
the set first congestion threshold value, before the
receiving a target SIR sent by the RNC, the method
further comprises:

sending a congestion indication to the RNC,
wherein the congestion indication is used for in-
dicating that the RNC is forbidden from up-reg-
ulating a target signal-to-interference ratio SIR;
and
receiving a target SIR without being up-regulat-
ed that is sent by the RNC; and
the down-regulating the target SIR sent by the
RNC further comprises:

down-regulating the target SIR without be-
ing up-regulated that is sent by the RNC.

14. The power control method according to claim 12 or
13, wherein before the determining whether received
total wideband power RTWP of an air interface ex-
ceeds a set first congestion threshold value, the
method further comprises:

setting a UE executing a packet switched do-
main service as a UE on which down-regulation
is preferentially performed; and
setting a UE without data transmission as a UE
on which down-regulation is preferentially per-
formed.

15. The power control method according to claim 14,
wherein the method further comprises:

setting a second congestion threshold value,
wherein the second congestion threshold value
is less than the first congestion threshold value;
before the determining whether received total
wideband power RTWP of an air interface ex-
ceeds a first congestion threshold value, the
method further comprises:

determining whether the RTWP of the air
interface exceeds the second congestion
threshold value; and
when the RTWP of the air interface exceeds
the second congestion threshold value, be-
fore the down-regulating the target SIR sent
by the RNC, the method further comprises:
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receiving a target SIR of the UE on which down-
regulation is preferentially performed that is sent
by the RNC;
down-regulating the target SIR of the UE on
which down-regulation is preferentially per-
formed that is sent by the RNC; and
notifying, based on the down-regulated target
SIR, the UE on which down-regulation is pref-
erentially performed to reduce transmit power.

16. The power control method according to claim 13,
wherein when the RTWP of the air interface exceeds
the set first congestion threshold value, before the
sending a congestion indication to a radio network
controller RNC, the method further comprises:

stopping uplink packet scheduling.

17. The power control method according to any one of
claims 12 to 16, wherein after the notifying, based
on the down-regulated target SIR, a user equipment
UE to reduce transmit power, the method further
comprises:

up-regulating the target SIR sent by the RNC
when the RTWP of the air interface is less than
the first congestion threshold value, wherein the
up-regulated target SIR is not greater than a tar-
get SIR sent by the RNC when the RTWP of the
air interface is equal to the first congestion
threshold value.

18. A power control method, comprising:

when a base station determines that received
total wideband power RTWP of an air interface
of the base station exceeds a set first congestion
threshold value, receiving a congestion indica-
tion sent by the base station;
forbidding, according to the congestion indica-
tion, up-regulating of a target signal-to-interfer-
ence ratio SIR; and
sending a target SIR without being up-regulated
to the base station.

19. The power control method according to claim 18,
wherein
when the base station determines that the RTWP of
the air interface of the base station exceeds the set
first congestion threshold value, receiving a conges-
tion indication sent by the base station;
forbidding, according to the congestion indication,
up-regulating of the target SIR; and sending the tar-
get SIR without being up-regulated to the base sta-
tion, and down-regulating, by the base station, the
target SIE without being up-regulated.

20. The power control method according to claim 18 or

19, wherein after the forbidding, according to the
congestion indication, up-regulating of a target sig-
nal-to-interference ratio SIR, the method further
comprises:

if a next congestion indication sent by the base
station is not received in a preset ban lifting du-
ration, lifting a ban on up-regulation of the target
SIR.

21. A power control apparatus, comprising:

a first determining unit, configured to determine
whether received total wideband power RTWP
of an air interface exceeds a set first congestion
threshold value;
a first sending unit, configured to: when the first
determining unit determines that the RTWP of
the air interface exceeds the set first congestion
threshold value, send a congestion indication to
a radio network controller RNC, wherein the con-
gestion indication is used for indicating that the
RNC is forbidden from up-regulating a target sig-
nal-to-interference ratio SIR;
a first receiving unit, configured to receive a tar-
get SIR sent by the RNC;
a first control unit, configured to down-regulate
the target SIR sent by the RNC and received by
the first receiving unit; and
a first notifying unit, configured to notify, based
on the target SIR down-regulated by the first
control unit, a user equipment UE to reduce
transmit power.

22. The power control apparatus according to claim 21,
further comprising:

a first setting unit, configured to set a UE exe-
cuting a packet switched domain service as a
UE on which down-regulation is preferentially
performed, wherein
the first setting unit is further configured to set a
UE without data transmission as a UE on which
down-regulation is preferentially performed.

23. The power control apparatus according to claim 22,
further comprising:

a second setting unit, configured to set a second
congestion threshold value, wherein the second
congestion threshold value is less than the first
congestion threshold value, wherein
the first determining unit is further configured to
determine whether the RTWP of the air interface
exceeds the second congestion threshold value
set by the second setting unit; and
when the RTWP of the air interface exceeds the
second congestion threshold value:
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the first receiving unit is further configured
to receive a target SIR of the UE on which
down-regulation is preferentially performed
that is sent by the RNC;
the first control unit is further configured to
down-regulate the target SIR of the UE on
which down-regulation is preferentially per-
formed that is sent by the RNC and received
by the first receiving unit; and
the first notifying unit is further configured
to notify, based on the target SIR down-reg-
ulated by the first control unit, the UE on
which down-regulation is preferentially per-
formed to reduce transmit power.

24. The power control apparatus according to any one
of claims 21 to 23, further comprising:

a first stop unit, configured to stop uplink packet
scheduling.

25. The power control apparatus according to any one
of claims 21 to 24, wherein the first control unit is
further configured to: when the RTWP of the air in-
terface is less than the first congestion threshold val-
ue, up-regulate the target SIR sent by the RNC,
wherein the up-regulated target SIR is not greater
than a target SIR sent by the RNC when the RTWP
of the air interface is equal to the first congestion
threshold value.

26. A power control apparatus, comprising:

a second determining unit, configured to deter-
mine whether received total wideband power
RTWP of an air interface exceeds a set first con-
gestion threshold value;
a second sending unit, configured to: when the
second determining unit determines that the RT-
WP of the air interface exceeds the set first con-
gestion threshold value, send a congestion in-
dication to a radio network controller RNC,
wherein the congestion indication is used for in-
dicating that the RNC is forbidden from up-reg-
ulating a target signal-to-interference ratio SIR;
a second receiving unit, configured to receive a
target SIR sent by the RNC; and
a second notifying unit, configured to notify,
based on the target SIR sent by the RNC and
received by the second receiving unit, a user
equipment UE to limit transmit power.

27. The power control apparatus according to claim 26,
further comprising:

a second control unit, configured to: after the
second receiving unit receives the target SIR
sent by the RNC, down-regulate the target SIR

sent by the RNC, wherein
the second notifying unit is further configured to
notify, based on the target SIR down-regulated
by the second control unit, the user equipment
UE to reduce the transmit power.

28. The power control apparatus according to claim 26
or 27, further comprising:

a third setting unit, configured to set a UE exe-
cuting a packet switched domain service as a
UE on which down-regulation is preferentially
performed, wherein
the third setting unit is further configured to set
a UE without data transmission as a UE on which
down-regulation is preferentially performed.

29. The power control apparatus according to claim 28,
further comprising:

a fourth setting unit, configured to set a second
congestion threshold value, wherein the second
congestion threshold value is less than the first
congestion threshold value, wherein
the second determining unit is further configured
to determine whether the RTWP of the air inter-
face exceeds the second congestion threshold
value set by the fourth setting unit; and
when the RTWP of the air interface exceeds the
second congestion threshold value:

the second receiving unit is further config-
ured to receive a target SIR of the UE on
which down-regulation is preferentially per-
formed that is sent by the RNC;
the second control unit is further configured
to down-regulate the target SIR of the UE
on which down-regulation is preferentially
performed that is sent by the RNC and re-
ceived by the second receiving unit; and
the second notifying unit is further config-
ured to notify, based on the target SIR
down-regulated by the second control unit,
the UE on which down-regulation is prefer-
entially performed to reduce transmit pow-
er.

30. The power control apparatus according to any one
of claims 26 to 29, further comprising:

a second stop unit, configured to stop uplink
packet scheduling.

31. The power control apparatus according to any one
of claims 26 to 30, wherein further comprising:

the second control unit is further configured to
up-regulate the target SIR sent by the RNC

55 56 



EP 2 779 758 A1

30

5

10

15

20

25

30

35

40

45

50

55

when the RTWP of the air interface is less than
the first congestion threshold value, wherein the
up-regulated target SIR is not greater than a tar-
get SIR sent by the RNC when the RTWP of the
air interface is equal to the first congestion
threshold value.

32. A power control apparatus, comprising:

a third receiving unit, configured to receive a tar-
get signal-to-interference ratio SIR sent by a ra-
dio network controller RNC;
a third determining unit, configured to determine
whether received total wideband power RTWP
of an air interface exceeds a set first congestion
threshold value;
a third control unit, configured to: when the third
determining unit determines that the RTWP of
the air interface exceeds the set first congestion
threshold value, down-regulate the target SIR
sent by the RNC; and
a third notifying unit, configured to notify, based
on the target SIR down-regulated by the third
control unit, a user equipment UE to reduce
transmit power.

33. The power control apparatus according to claim 32,
further comprising:

a third sending unit, configured to: before the
third receiving unit receives the target SIR sent
by the RNC, send a congestion indication to the
RNC, wherein the congestion indication is used
for indicating that the RNC is forbidden from up-
regulating the target signal-to-interference ratio
SIR, wherein
the third receiving unit is further configured to
receive the target SIR without being up-regulat-
ed that is sent by the RNC; and
the third control unit is further configured to
down-regulate the target SIR without being up-
regulated that is sent by the RNC and received
by the third receiving unit.

34. The power control apparatus according to claim 32
or 33, further comprising:

a fifth setting unit, configured to set a UE exe-
cuting a packet switched domain service as a
UE on which down-regulation is preferentially
performed, wherein
the fifth setting unit is further configured to set a
UE without data transmission as a UE on which
down-regulation is preferentially performed.

35. The power control apparatus according to claim 34,
further comprising:

a sixth setting unit, configured to set a second
congestion threshold value, wherein the second
congestion threshold value is less than the first
congestion threshold value, wherein
the third determining unit is further configured
to determine whether the RTWP of the air inter-
face exceeds the second congestion threshold
value set by the sixth setting unit;
the third receiving unit is further configured to
receive a target SIR of the UE on which down-
regulation is preferentially performed that is sent
by the RNC;
the third control unit is further configured to
down-regulate the target SIR of the UE on which
down-regulation is preferentially performed that
is sent by the RNC and received by the third
receiving unit; and
the third notifying unit is further configured to
notify, based on the target SIR down-regulated
by the third control unit, the UE on which down-
regulation is preferentially performed to reduce
transmit power.

36. The power control apparatus according to claim 33,
further comprising:

a third stop unit, configured to stop uplink packet
scheduling.

37. The power control apparatus according to any one
of claims 32 to 36, wherein:

the third control unit is further configured to up-
regulate the target SIR sent by the RNC when
the RTWP of the air interface is less than the
first congestion threshold value, wherein the up-
regulated target SIR is not greater than a target
SIR sent by the RNC when the RTWP of the air
interface is equal to the first congestion thresh-
old value.

38. A power control apparatus, comprising:

a fourth receiving unit, configured to: when a
base station determines that received total wide-
band power RTWP of an air interface of the base
station exceeds a set first congestion threshold
value, receive a congestion indication sent by
the base station;
a processing unit, configured to forbid, accord-
ing to the congestion indication received by the
fourth receiving unit, up-regulating of a target
signal-to-interference ratio SIR; and
a fourth sending unit, configured to send the tar-
get SIR without being up-regulated to the base
station.

39. The power control apparatus according to claim 38,
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wherein:

the processing unit is further configured to: when
the fourth receiving unit does not receive a next
congestion indication sent by the base station
in a preset ban lifting duration, lift a ban on up-
regulation of the target SIR.

59 60 



EP 2 779 758 A1

32



EP 2 779 758 A1

33



EP 2 779 758 A1

34



EP 2 779 758 A1

35



EP 2 779 758 A1

36



EP 2 779 758 A1

37



EP 2 779 758 A1

38



EP 2 779 758 A1

39



EP 2 779 758 A1

40



EP 2 779 758 A1

41



EP 2 779 758 A1

42



EP 2 779 758 A1

43



EP 2 779 758 A1

44

5

10

15

20

25

30

35

40

45

50

55



EP 2 779 758 A1

45

5

10

15

20

25

30

35

40

45

50

55



EP 2 779 758 A1

46

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• CN 201110403208 [0001]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

