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(54) SYSTEM FOR GENERATING PHOTOVOLTAIC POWER

(57) The present invention relates to a system for
generating photovoltaic power. The system for generat-
ing photovoltaic power is characterized by including: a
light collection part shaped like a dome bulged outward
and having a light condenser lens unit for condensing

incident light rays; a light diffusion part having a light dif-
fusion lens unit for diffusing the light rays collected by
the light collection part; and a solar panel for receiving
the light rays diffused by the light diffusion part.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a system for
generating photovoltaic power, and more particularly to
a system for generating photovoltaic power with im-
proved light collection efficiency which can be erected
vertically to enhance spatial availability.

BACKGROUND ART

[0002] Recently various sources of alternative energy
have been developed for environment-friendly energy re-
sources, and photovoltaic power generation is one of
those which call attention. Photovoltaic power generation
has an advantage in eliminating the fueling cost affecting
the unit price of power generation. However, photovoltaic
power generation requires the cost for construction site,
installation, maintenance and repair, which also signifi-
cantly affects the unit price of power generation.
[0003] Conventionally photovoltaic power generation
has been achieved by arranging in a given range the
solar panels for collecting light rays to generate power.
Specifically, the solar panels have been arranged in a
single layer over a wide area. They are used in a large
scale in a desert and a salt farm region, or in a small
scale on the roof of a building.
[0004] Such a conventional method suffers a limitation
in collecting light rays owing to the planar type solar pan-
els. For example, Korean Laid-Open Patent Publication
No. 2011-0087134 (Laid-Open Number) discloses a pla-
nar type solar panel. Moreover, the single layer arrange-
ment of the conventional method suffers a disadvantage
in paying a high cost to obtain a site for constructing a
photovoltaic power generation facility.

DETAILED DESCRIPTION OF THE INVENTION

Object of the Invention

[0005] The present invention has been conceived in
order to resolve such conventional problems, and an ob-
ject of the present invention is to provide a system for
generating photovoltaic power which increases the effi-
ciency of collecting light rays, and enables solar panels
to be arranged in vertical layers so as to enhance spatial
availability, thereby maximizing the efficiency of photo-
voltaic power generation.

Effects of the Invention

[0006] A system for generating photovoltaic power ac-
cording to the present invention increases the efficiency
of collecting light rays, and maximizes efficiency of pho-
tovoltaic power generation by means of the enhanced
spatial availability enabling the solar panels to be ar-
ranged in vertical layers.

Brief Description of the Drawings

[0007]

Fig. 1 is a perspective view of a system for generating
photovoltaic power according to an embodiment of
the present invention;

Fig. 2 is a split perspective view of Fig. 1;

Fig. 3 is a diagrammatic cross-sectional view of a
system for generating photovoltaic power according
to an embodiment of the present invention;

Fig. 4 is a conceptual view of collecting and diffusing
light rays;

Fig. 5 is a view for illustrating the solar panels verti-
cally arranged in a system for generating photovolta-
ic power according to an embodiment of the present
invention;

Fig. 6 is a view for illustrating an application of a
system for generating photovoltaic power according
to an embodiment of the present invention;

Fig. 7 is a cross-sectional view of a system for gen-
erating photovoltaic power according to another em-
bodiment of the present invention; and

Fig. 8 is a conceptual view of a system for generating
photovoltaic power according to yet another embod-
iment of the present invention.

BEST MODES FOR CARRYING OUT THE PRESENT 
INVENTION

[0008] In order to resolve the above mentioned prob-
lems, a system for generating photovoltaic power accord-
ing to the present invention is characterized by including:
a light collection part shaped like a dome bulged outward
and having a light condenser lens unit for condensing
incident light rays; a light diffusion part having a light dif-
fusion lens unit for diffusing the light rays collected by
the light collection part; and a solar panel for receiving
the light rays diffused by the light diffusion part.
[0009] Furthermore, the light condenser lens unit is
preferably a convex lens or Fresnel lens formed in the
inner surrounding surface of the light collection part.
[0010] Furthermore, the light condenser lens unit is a
convex lens or Fresnel lens formed in the outer surround-
ing surface of the light collection part.
[0011] Furthermore, the light diffusion lens unit is one
selected from a group of concave lens, prism lens and
rod lens.
[0012] Furthermore, a cover part is preferably ar-
ranged between the light collection part and the light dif-
fusion part so as to prevent the light rays collected by the
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light collection part from escaping outward.
[0013] Furthermore, a first reflection plate is preferably
arranged between the light collection part and the light
diffusion part so as to reflect the light rays collected by
the light collection part toward the light diffusion part.
[0014] Furthermore, a second reflection plate is pref-
erably arranged between the light diffusion part and the
solar panel so as to reflect the light rays coming through
the light diffusion part.
[0015] Furthermore, the system further includes pref-
erably a support plate for supporting the solar panel, a
first support column extended upward from the support
plate, and a second support column extended downward
from the support plate, the second support column being
formed to have an internal cavity for receiving and sup-
porting the first support column.

PREFERRED EMBODIMENTS OF THE INVENTION

[0016] Preferred embodiments of the present invention
are described in detail with reference to the attached
drawings.
[0017] Fig. 1 is a perspective view of a system for gen-
erating photovoltaic power according to an embodiment
of the present invention, Fig. 2 a split perspective view
of Fig. 1, and Fig. 3 a diagrammatic cross-sectional view
of a system for generating photovoltaic power according
to an embodiment of the present invention. Fig. 4 is a
conceptual view of collecting and diffusing light rays, Fig.
5 a view for illustrating the solar panels vertically arranged
in a system for generating photovoltaic power according
to an embodiment of the present invention, and Fig. 6 a
view for illustrating an application of a system for gener-
ating photovoltaic power according to an embodiment of
the present invention.
[0018] Firstly, referring to Figs. 1 to 3, a system for
generating photovoltaic power according to an embodi-
ment of the present invention includes a light collection
part 10, a light diffusion part 20, and a solar panel 30.
[0019] The light collection part 10 collects light rays.
The light collection part 10 has a surface area large
enough for the solar panel 30 to collect sufficient light
rays over an ordinary light amount (1-sun). The light col-
lection part 10 is shaped like a dome bulged outward
having a light condenser lens unit 11 for condensing in-
cident light rays.
[0020] As shown in Fig. 3, the light condenser lens unit
11 according to the embodiment is a convex lens or Fres-
nel lens formed in the inner surrounding surface of the
light collection part 10.
[0021] Specifically, the light condenser lens unit 11
may be a single convex lens serving as the whole inner
surrounding surface of the light collection part 10, or con-
sist of a plurality of curved convex lenses. Namely, a
plurality of small convex lenses may be combined on the
inner surrounding surface of the light collection part 10
so as to form the single light condenser lens unit 11.
[0022] The Fresnel lens (Fresnel prism lens or Fresnel

convex sphere lens) is a kind of convex lens. The shape
of the Fresnel lens may be variously formed suitable for
collecting light rays. The characteristics of the Fresnel
lens are well-known in the art, and thus detailed descrip-
tion thereof is omitted. In conclusion, the light collection
part 10 is to collect light rays by using a convex lens.
[0023] Referring to Fig. 7, the light condenser lens unit
11 may be a convex lens or Fresnel lens formed on the
outer surrounding surface of the light collection part 10.
The forming of the convex lens or Fresnel lens on the
outer surrounding surface of the light collection part 10
may be achieved in the same way as their forming on
the inner surrounding surface of the light collection part
10.
[0024] For one thing, if the light condenser lens unit 11
is formed on the inner surrounding surface of the light
collection part 10 shaped like a dome, and the outer sur-
rounding surface is designed as a smoothly curved sur-
face, the maintenance and repair of the outer surrounding
surface becomes easy after constructing the photovoltaic
power generating facility.
[0025] The maintenance and repair of the photovoltaic
power generation facility requires a considerably large
amount of cost. Thus, if the light condenser lens unit 11
is formed on the outer surrounding surface, the mainte-
nance thereof becomes difficult because of excessive
consumption of time and cost for cleaning the outer sur-
rounding surface, etc.
[0026] The light diffusion part 20 is to diffuse the light
rays collected by the light collection part 10. The light
diffusion part 20 is arranged so as to diffuse the collected
solar energy toward the solar panel 30.
[0027] The light diffusion part 20 has a light diffusion
lens unit 21 to diffuse the light rays collected by the light
collection part 10. The light diffusion lens 21 may be a
concave lens, prism lens or rod lens.
[0028] The shape of the concave lens, prism lens or
rod lens may be variously formed enough to receive the
light rays. The characteristics of the prism and the rod
lens are well-known in the art, and so the specific de-
scription thereof is omitted.
[0029] As shown in Fig. 3, the light diffusion lens unit
21 according to the present embodiment consists of a
concave lens. In the present embodiment, the light diffu-
sion lens unit 21 is made concave in the surface facing
the light condenser lens unit 11. The light diffusion lens
unit 21 and the light condenser lens unit 11 are separated
from each other by a space amounting to the sum of the
focal lengths of both lenses.
[0030] Meanwhile, referring to Fig. 7, another embod-
iment of the light diffusion lens unit 21 is shown, which
consists of a plurality of concave lenses to form a single
light diffusion part 20.
[0031] As shown in Fig. 7, the light diffusion lens unit
21 may have both surfaces made concave. As a result,
the light diffusion part 20 is provided with the light diffu-
sion lens unit 21 to diffuse the light rays collected by the
light collection part 10 toward the solar panel 30.
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[0032] Fig. 4 illustrates diagrammatically the paths of
the light rays coming in through the light collection part
10 and the light diffusion part 20. The light collection part
10 shaped like a dome can collect the incident light rays
in a wide range.
[0033] The Fresnel lens even with a constant thickness
has a good performance for collecting the light rays. The
light incident rays on the light collection part 10 are re-
fracted in respective directions toward the light diffusion
part 20 so as to be sufficiently delivered to the light dif-
fusion part 20 regardless of the sun’s position.
[0034] The light rays collected by the light collection
part 10 are diffused through the light diffusion part 20 and
transferred to the solar panel 30. Hence, compared to a
planar type light collection part, the light collection part
10 of the present invention enables the light collection in
a wider range, while the light diffusion part 20 diffuses
widely the light rays, so that the surface area performing
the photovoltaic power generation is considerably in-
creased, thus enhancing the efficiency of generating the
photovoltaic power.
[0035] The solar panel 30 receives the light rays dif-
fused through the light diffusion part 20 to generate the
photovoltaic power. The specific structure of the solar
panel 30 is well-known in the art, and so the detailed
description thereof is omitted.
[0036] Referring to Figs. 1 to 3, the solar panel 30 of
the present embodiment is arranged per light diffusion
part 20 in order to receive the light rays diffused by the
light diffusion part 20. Of course, as shown in Fig. 8, the
solar panel 30 may be made with a large size to receive
the light rays diffused by a plurality of light diffusion parts
20.
[0037] A system for generating photovoltaic power ac-
cording to an embodiment of the present invention in-
cludes a cover part 60, a first reflection plate 40, a second
reflection plate 50, a support plate 70, and a first and a
second support column 80, 90.
[0038] As shown in Fig. 2, the cover part 60 is arranged
between the light collection part 10 and the light diffusion
part 20 so as to prevent the light rays collected by the
light collection part 10 from escaping outward. The space
between the light collection part 10 and the light diffusion
part 20 is sealed by the cover part 60.
[0039] The first reflection plate 40 is arranged between
the light collection part 10 and the light diffusion part 20
so as to reflect the light rays collected by the light collec-
tion part 10 toward the light diffusion part 20.
[0040] The first reflection plate 40 is attached to the
inner peripheral surface of the cover part 60 to reflect the
light rays coming through the light collection part 10 to-
ward the light diffusion part 20. The first reflection plate
40 may be an aluminum reflection plate.
[0041] The second reflection plate 50 is arranged be-
tween the light diffusion part 20 and the solar panel 30
so as to reflect the light rays coming through the light
diffusion part 20. As shown in Fig. 1, the second reflection
plate 50 is curved from the upper side of the solar panel

30 at a given angle with regard to the solar panel 30.
[0042] The second reflection plate 50 is provided to
prevent the light rays coming in through the light diffusion
part 20 from escaping through the upper side of the solar
panel 30. The second reflection plate 50 may be an alu-
minum reflection plate.
[0043] The support plate 70 and the first and the sec-
ond support column 80, 90 are provided to enable a pho-
tovoltaic power generation system according to an em-
bodiment of the present invention to be arranged verti-
cally.
[0044] The support plate 70 is to support the solar pan-
el 30. The light collection part 10, the light diffusion part
20 and the solar panel 30 are supported on the support
plate 70.
[0045] The first support column 80 is extended upward
from the support plate 70. In the present embodiment,
the first support column 80 is extended upward from a
corner of the support plate 70.
[0046] The second support column 90 is extended
downward from the support plate 70. As in the first sup-
port column 80, the second support column 90 is extend-
ed downward from the corner of the support plate 70
corresponding to the position of the first support column
80.
[0047] The second support column 90 is formed to
have an internal cavity for receiving the first support col-
umn 80. As shown in Fig. 5, the first support column 80
is inserted in the second support column 90 so as to
enable the photovoltaic power generation system to be
arranged vertically.
[0048] The second support column 90 is so designed
that the upper photovoltaic power generation system
does not interfere with the light collection part 10 and the
second reflection plate 50 of the lower photovoltaic power
generation system when the first support column 80 is
inserted in the second support column 90.
[0049] Thus, the system for generating photovoltaic
power according to an embodiment of the present inven-
tion includes the light collection part 10 shaped like a
dome for collecting light rays and the light diffusion part
20 for diffusing the light rays over the solar panel 30 in
order to generate photovoltaic power, so that the collec-
tion of light rays is carried out throughout a wide range,
and the diffusion of the light rays also throughout a wide
range, thereby improving the efficiency of generating
power.
[0050] Moreover, because the system for generating
photovoltaic power according to an embodiment of the
present invention uses the light collection part 10 shaped
like a dome, there is no need for a device to track the
sun’s movement. Therefore, the system of the present
invention requires reduced cost compared to, and se-
cures the efficiency of generating power no less than,
that employing a method of tracking the sun’s movement,
the sun-tracking method.
[0051] In addition, because the system for generating
photovoltaic power of the present invention employs re-
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fraction of light, it is possible to reduce the overall height
of the system, and particularly to obtain a highly compact
vertical arrangement of the systems, thereby significantly
improving the generation efficiency.
[0052] Moreover, the conventional solar panel is made
by using reinforced double glass in order to prevent nat-
ural disasters, which increases the overall weight of the
photovoltaic power generation facility as well as the cost,
but the photovoltaic power generation system according
to an embodiment of the present invention does not re-
quire such reinforced double glass, thus decreasing the
cost and the weight.
[0053] Furthermore, the photovoltaic power genera-
tion system according to an embodiment of the present
invention may be arranged vertically so that the genera-
tion efficiency per unit area is considerably increased,
and the cost for obtaining a wide construction site is elim-
inated.
[0054] Besides, the system of the present invention
has no site limitation because of the vertical arrange-
ment. It is possible to install the system in various places
such as a building roof, a wall, and a flatland. Fig. 6 illus-
trates an application of a system for generating photo-
voltaic power according to an embodiment of the present
invention. As shown in Fig. 6, the system is arranged
vertically on the rooftop of a building, which provides a
high power output sufficiently performing generation of
independent power for a building. Also, the present in-
vention eradicates disadvantages of transmitting power
when a photovoltaic power generation facility is estab-
lished in a cheap site such as a desert and a salt farm
region which is far-off from urban areas.
[0055] Furthermore, the photovoltaic power genera-
tion system according to an embodiment of the present
invention may be vertically arranged simply by using the
support plate 70 and the first and the second support
column 80, 90, reducing the number of structural mate-
rials used and thus installation cost. Compared to the
conventional photovoltaic power generation system of a
single-layer type requiring an individual support column,
the system of the present invention considerably de-
creases the number of support columns and thus the
cost.
[0056] Meanwhile, as described above, the light col-
lection part 10 and the light diffusion part 20 of the present
invention may be constructed variously. As shown in Fig.
7, the light condenser lens unit 11 of the light collection
part 10 may be formed on the outer surrounding surface
of the light collection part 10, and the light diffusion lens
unit 21 of the light diffusion part 20 may consist of a plu-
rality of concave lenses combined so as to form a single
light diffusion part 20. Besides, as shown in Fig. 8, the
solar panel 30 may be formed to have a surface wide
enough to receive the light rays diffused by a plurality of
light diffusion parts 20.
[0057] While the present invention has been described
in detail in connection with preferred embodiments, the
present invention is not limited by the above embodi-

ments and may be variously modified without departing
the scope of the present invention.

<Description of Reference Numerals>

[0058]

10 light collection part
11 light condenser lens unit
20 light diffusion part
21 light diffusion lens part
30 solar panel
40 first reflection plate
50 second reflection plate
60 cover part
70 support plate
80 first support column
90 second support column

Claims

1. A system for generating photovoltaic power charac-
terized by including:

a light collection part shaped like a dome bulged
outward and having a light condenser lens unit
for condensing incident light rays;
a light diffusion part having a light diffusion lens
unit for diffusing the light rays collected by said
light collection part; and
a solar panel for receiving the light rays diffused
by said light diffusion part.

2. The system for generating photovoltaic power as
claimed in claim 1, characterized in that said light
condenser lens unit is a convex lens or Fresnel lens
formed in the inner surrounding surface of said light
collection part.

3. The system for generating photovoltaic power as
claimed in claim 1, characterized in that said light
condenser lens unit is a convex lens or Fresnel lens
formed in the outer surrounding surface of said light
collection part.

4. The system for generating photovoltaic power as
claimed in claim 1, characterized in that said light
diffusion lens unit is one selected from a group of
concave lens, prism lens and rod lens.

5. The system for generating photovoltaic power as
claimed in claim 1, characterized in that a cover
part is arranged between said light collection part
and said light diffusion part so as to prevent the light
rays collected by said light collection part from es-
caping outward.
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6. The system for generating photovoltaic power as
claimed in claim 1, characterized in that a first re-
flection plate is arranged between said light collec-
tion part and said light diffusion part so as to reflect
the light rays collected by said light collection part
toward said light diffusion part.

7. The system for generating photovoltaic power as
claimed in claim 1, characterized in that a second
reflection plate is arranged between said light diffu-
sion part and said solar panel so as to reflect the
light rays coming through said light diffusion part.

8. The system for generating photovoltaic power as
claimed in claim 1, characterized in that said sys-
tem further includes a support plate for supporting
said solar panel, a first support column extended up-
ward from said support plate, and a second support
column extended downward from said support plate,
said second support column being formed to have
an internal cavity for receiving and supporting said
first support column.
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