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(54) CHEMICAL REACTION DEVICE

(57) Provided is a chemical reaction apparatus ca-
pable of efficiently irradiating a content with microwaves
even in a case where the amount of the content changes,
including: a horizontal flow-type reactor 13 inside of
which has been partitioned into multiple chambers by a
partition plate, and a liquid content horizontally flows with
an unfilled space being provided thereabove; a micro-
wave generator 14 that generates microwaves; and at

least one waveguide 15 that transmits the microwaves
generated by the microwave generator 14 to the unfilled
space in the reactor 13; wherein the reactor 13 has a
shape in which an area of a liquid surface does not
change even in a case where a height of the liquid surface
changes according to a change in an amount of the con-
tent.
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Description

Technical Field

[0001] The present invention relates to a chemical reaction apparatus for irradiating microwaves in a reactor.

Background Art

[0002] Conventionally, chemical reaction apparatuses and chemical reaction methods are known that perform heat
treatment and the like by irradiating a reaction material with microwaves (electromagnetic waves) (see Patent Document
1, for example).

Citation List

Patent Document

[0003] [Patent Document 1] JP 2006-516008A (Tokuhyo)

Summary of Invention

Technical Problem

[0004] In such conventional chemical reaction apparatuses, there has been a demand for further facilitating a chemical
reaction by more efficiently irradiating microwaves.
[0005] The present invention was arrived at in view of these circumstances, and it is an object thereof to provide a
chemical reaction apparatus capable of more efficiently irradiating a content with microwaves even in the case where
the amount of the content changes in a horizontal flow-type reactor.

Solution to Problem

[0006] In order to achieve the above-described object, the present invention is directed to a chemical reaction apparatus,
including: a horizontal flow-type reactor inside of which has been partitioned into multiple chambers by a partition plate,
and a liquid content horizontally flows with an unfilled space being provided thereabove; a microwave generator that
generates microwaves; and at least one waveguide that transmits the microwaves generated by the microwave generator
to the unfilled space in the reactor; wherein the reactor has a shape in which an area of a liquid surface does not change
even in a case where a height of the liquid surface changes according to a change in an amount of the content.
[0007] With this configuration, even in the case where the amount of content in the reactor changes and the height of
the liquid surface increases or decreases, the area of the liquid surface that is irradiated with microwaves does not
change. As a result, the area subjected to microwave irradiation does not decrease according to the increase or decrease
in the height of the liquid surface, and the content can be efficiently irradiated with microwaves.
[0008] Furthermore, the chemical reaction apparatus of the present invention may be such that the reactor has a
shape in which the area of the liquid surface does not change according to a change in the amount of the content, as
long as the amount of the content is within a predetermined range.
[0009] With this configuration, the area of the liquid surface of a content does not change, for example, as long as the
amount of the content is within a range between a first amount and a second amount (assuming that the second amount
is larger than the first amount). Accordingly, the area of the liquid surface that is irradiated with microwaves does not
change, by controlling the amount of the content in the reactor to be within that range.
[0010] Furthermore, the chemical reaction apparatus of the present invention may be such that the reactor has a
shape in which a cross-section in a liquid surface direction of the content does not change, as long as the amount of
the content is within the predetermined range.
[0011] Furthermore, the chemical reaction apparatus of the present invention may further include at least one agitation
unit that rotationally agitates the content inside the reactor.
[0012] With this configuration, a content is agitated, and, thus, the content inside the reactor can be more uniformly
irradiated with microwaves. As a result, for example, a situation can be avoided in which only part of the content inside
the reactor is irradiated with microwaves.
[0013] Furthermore, the chemical reaction apparatus of the present invention may be such that the agitation unit
includes: a rotational shaft that extends in a flow direction in the reactor; at least one rotatable member that is rotated
about the rotational shaft; and a rotating unit that rotates the at least one rotatable member; and the reactor has a shape
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in which a cross-sectional area in the liquid surface direction does not change above the rotational shaft.
[0014] With this configuration, for example, even if the rotational shaft is made of a material not suitable for microwave
irradiation, direct microwave irradiation on the rotational shaft can be avoided, and the area subjected to microwave
irradiation can be prevented from changing, by controlling the amount of content such that the liquid surface of the
content is above the rotational shaft.
[0015] Furthermore, the chemical reaction apparatus of the present invention may be such that the reactor has, below
the rotational shaft, a semicylindrical shape elongated in the flow direction and projecting downward.
[0016] With this configuration, for example, in the case where the semicylindrical shape has a radius in accordance
with the radius of the rotatable member, efficient agitation can be performed below the rotational shaft, and the locations
not subjected to agitation can be reduced.
[0017] Furthermore, the chemical reaction apparatus of the present invention may be such that the reactor can be
opened and closed above the unfilled space.
[0018] With this configuration, accessing the inside of the reactor becomes easy.

Advantageous Effects of Invention

[0019] The present invention provides a chemical reaction apparatus in which the area subjected to microwave irra-
diation does not change even in the case where the amount of content changes, as long as the amount of the content
is within a predetermined range in a horizontal flow-type reactor. As a result, the content can be more efficiently irradiated
with microwaves.

Brief Description of Drawings

[0020]

FIG. 1 is a diagram showing the configuration of a chemical reaction apparatus according to Embodiment 1 of the
present invention.
FIG. 2 is a view showing an exemplary internal configuration of a reactor according to the embodiment.
FIG. 3A is a perspective view showing an exemplary shape of the reactor according to the embodiment.
FIG. 3B is a perspective view showing an exemplary shape of the reactor according to the embodiment.
FIG. 3C is a perspective view showing an exemplary shape of the reactor according to the embodiment.
FIG. 3D is a perspective view showing an exemplary shape of the reactor according to the embodiment.
FIG. 4A is a view showing an exemplary shape of a partition plate according to the embodiment.
FIG. 4B is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4C is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4D is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4E is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4F is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4G is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 4H is a view showing an exemplary shape of the partition plate according to the embodiment.
FIG. 5A is a view illustrating an opening and closing mechanism of the reactor according to the embodiment.
FIG. 5B is a view illustrating an opening and closing mechanism of the reactor according to the embodiment.
FIG. 6 is a graph showing a conversion rate to ester in an example according to the embodiment.
FIG. 7 is a view showing an example of the reactor installed so as to be inclined according to the embodiment.
FIG. 8 is a view showing another exemplary microwave generator and waveguide according to the embodiment.
FIG. 9A is a view illustrating a position for microwave irradiation according to the embodiment.
FIG. 9B is a view illustrating positions for microwave irradiation according to the embodiment.

Description of Embodiment

[0021] Hereinafter, a chemical reaction apparatus according to the present invention will be described by way of an
embodiment. Note that constituent elements denoted by the same reference numerals are the same or similar to each
other in the following embodiment, and, thus, a description thereof may not be repeated.

Embodiment 1

[0022] Below, a chemical reaction apparatus according to Embodiment 1 of the present invention will be described
with reference to the drawings. The chemical reaction apparatus according to this embodiment irradiates the content of
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a reactor with microwaves.
[0023] FIG. 1 is a diagram showing the configuration of a chemical reaction apparatus 1 according to this embodiment.
The chemical reaction apparatus 1 according to this embodiment includes a mixing portion 12, a reactor 13, microwave
generators 14, waveguides 15, a microwave control portion 16, a catalyst separating portion 17, and a treated liquid
storage tank 18.
[0024] The mixing portion 12 mixes a raw material and a solid catalyst. The mixing portion 12 may mix the raw material
and the like with a reactant. The raw material may contain multiple materials. For example, in the case of performing
esterification in the reactor 13, fat and oils and alcohol may be used as the raw material. The raw material and the solid
catalyst may be supplied to the mixing portion 12 by pumps 11 as shown in FIG. 1, or may be supplied to the mixing
portion 12 using other methods. The mixing portion 12 may mix two or more materials, for example, by rotating a blade-
like member, a wing-like member, or a screw-like member. Note that, although this embodiment describes the case in
which the catalyst that is to be mixed with the raw material is a solid catalyst (heterogeneous catalyst), the catalyst may
be a liquid catalyst (homogeneous catalyst). Furthermore, the solid catalyst may or may not form a fluidized bed inside
the reactor 13. Furthermore, there is no limitation on the shape of the solid catalyst. Examples of the shape of the solid
catalyst include various grains, a cylinder (that may or may not be hollow), a sphere, a pellet, a ring, a shell, and other
shapes. Furthermore, the solid catalyst may or may not be, for example, microwave-absorbing or microwave-sensitive.
If the solid catalyst is microwave-absorbing or microwave-sensitive, when microwaves are irradiated inside the reactor
13 (described later), the solid catalyst is heated by the microwaves, and the chemical reaction near the solid catalyst is
facilitated. Note that the microwave absorptivity and the microwave sensitivity depend on the frequency of microwaves
used for irradiation, the temperature inside the reactor 13, and the like. That is to say, materials that have a high dielectric
loss factor, at the frequency of microwaves used and the temperature inside the reactor 13 in which the raw material is
to undergo a reaction, provide a high microwave absorptivity. Accordingly, for example, a solid catalyst containing such
a highly microwave-absorbing material may be used. For example, if microwaves at 2.45 GHz are irradiated, examples
of the microwave-absorbing material include carbon except for fullerene (e.g., graphite, carbon nanotube, activated
carbon, etc.), iron, nickel, cobalt, ferrite, and the like. Accordingly, the solid catalyst may contain such a microwave-
absorbing material. Specifically, the solid catalyst may be a composite in which such a microwave-absorbing or micro-
wave-sensitive material and a metal or metal oxide are combined, a composite in which such a microwave-absorbing
or microwave-sensitive material and a catalyst such as alkali catalyst or acid catalyst are combined, or a composite in
which a microwave-absorbing or microwave-sensitive material, a catalyst such as alkali catalyst or acid catalyst, and a
metal or metal oxide are combined. The composite may be formed, for example, through physical adsorption, chemical
bonding, alloying, or other methods. Furthermore, in the mixing portion 12, preliminary heating may or may not be
performed for preparation for the reaction in the reactor 13. In the case of performing the preliminary heating, the
temperature in the preliminary heating in the mixing portion 12 is preferably controlled such that the raw material and
the like at the time of entering the reactor 13 are at a desired temperature or in a desired temperature range. Note that,
in the case of not performing the preliminary heating in the mixing portion 12, heating corresponding to the preliminary
heating may be performed in the reactor 13. The raw material and the solid catalyst mixed by the mixing portion 12 are
loaded into the upstream side in the reactor 13.
[0025] The reactor 13 is a horizontal flow-type reaction unit in which a liquid content horizontally flows with an unfilled
space being provided thereabove. Examples of the content include a mixture of the raw material and the catalyst. The
raw material and the catalyst mixed by the mixing portion 12 flow inside the reactor 13. Note that, since the chemical
reaction in the reactor 13 produces a product material from the raw material, the content of the reactor 13 may be
considered to contain the product material. That is to say, the content may be referred to as the raw material and/or the
product material. Furthermore, since an unfilled space is present above the content, the content is typically a material
other than gas. Furthermore, the content can flow inside the reactor 13 and has a flat liquid surface, and, thus, the
content is a material other than solid (e.g., powders or grains, etc.). Accordingly, the content is liquid. The liquid content
may be for example, a material having a high flowability such as water, oil, aqueous solution, or colloidal solution, or
may be a material having a low flowability such as slurry or suspension. It is preferable that the liquid surface of the
content inside the reactor 13 is kept horizontal, and, thus, even in the case where the flowability of the liquid content is
low, it preferably allows the liquid surface to be horizontal after a while without the application of vibration from the
outside. That is to say, the liquid content preferably has a flowability that allows the shape of the surface to be changed
without vibration from the outside. Note that the liquid surface being horizontal may refer to the state of being completely
flat, or may refer to the state of being flat on the whole although there are slightly rough portions. The reason for this is
that, if the content does not have a high flowability, the liquid surface may not be completely flat. The inner wall of the
reactor 13 is preferably made of a microwave-reflecting material. Examples of the microwave-reffecting material include
metal. The internal configuration of the reactor 13 will be described later.
[0026] The microwave generators 14 generate microwaves. The chemical reaction apparatus 1 according to this
embodiment may include one microwave generator 14, or may include two or more microwave generators 14. There is
no limitation on the frequency of the microwaves, and examples thereof include 2.45 GHz, 5.8 GHz, 24 GHz, 913 MHz,
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and other frequencies ranging from 300 MHz to 300 GHz.
[0027] The one or more waveguides 15 transmit the microwaves generated by the microwave generators 14 to the
unfilled space in the reactor 13. The number of waveguides 15 provided may be the same as the number of microwave
generators 14 as shown in FIG. 1. Furthermore, the waveguide 15 may be branched and transmit the microwaves to
two or more positions in the unfilled space. Note that the specification of the waveguides 15 is preferably in accordance
with the frequency of the microwaves generated by the microwave generators 14.
[0028] The microwave control portion 16 controls the power of microwaves used for irradiation in the reactor 13,
according to the temperature measured by temperature measuring portions 25 (described later). The control by the
microwave control portion 16 makes it possible to keep inside the reactor 13 at a desired temperature or in a desired
temperature range.
[0029] The catalyst separating portion 17 separates the catalyst from the product material after the reaction in the
reactor 13. If the catalyst that has been mixed with the raw material is a solid catalyst, for example, filtering may be used
to separate the solid catalyst, or one of the solid catalyst and the product material may be precipitated to separate the
solid catalyst. Furthermore, if the solid catalyst contains a magnetic substance, a magnet (that may be a permanent
magnet or may be an electromagnet) for attracting the solid catalyst may be used to separate the solid catalyst. Note
that the separated solid catalyst may be used again as appropriate. Furthermore, if a liquid catalyst is used, distillation,
extraction, or neutralization may be performed in the catalyst separating portion 17 to separate the catalyst.
[0030] The product material from which the catalyst has been separated by the catalyst separating portion 17 is loaded
into the treated liquid storage tank 18. Then, this product material is separated as appropriate into a final product, a by-
product, and the like. For example, if the raw material is free fatty acid, and esterification is performed in the reactor 13,
a product that is biodiesel fuel and a by-product that is water are obtained. In this case, an acid catalyst is used.
Furthermore, for example, if the raw material is triglyceride, and transesterification is performed in the reactor 13, a
product that is biodiesel fuel and a by-product that is glycerin are obtained. In this case, an alkali catalyst is used.
[0031] Note that an unshown cooler that cools down the material after the reaction in the reactor 13 may or may not
be provided on the path after the reactor 13. In the former case, for example, the cooler may use water to cool down
the material after the reaction in the reactor 13.
[0032] FIG. 2 is a view showing an exemplary internal structure of the reactor 13 according to this embodiment. In
FIG. 2, the inside of the reactor 13 is partitioned by partition plates 21 into multiple chambers 31, 32, 33, and 34. The
multiple chambers 31, 32, 33, and 34 are chambers that are continuously arranged in series. As described above, an
unfilled space 22 is present in the upper portion inside the reactor 13. The unfilled space 22 is irradiated with the
microwaves generated by the microwave generators 14 and transmitted via the waveguides 15. Note that FIG. 2 shows
the case in which a single unfilled space is present inside the reactor 13, that is, the case in which an unfilled space is
shared by all the chambers 31 to 34, but there is no limitation to this. That is to say, an unfilled space may be shared
by at least two or more chambers that are part of all chambers, or may be shared by none of the chambers (in this case,
there are unfilled spaces that have been separated from each other by the partition plates 21). The waveguides 15 may
or may not be provided respectively at the positions around the middle in the chambers 32, 33, and 34 as shown in FIG.
2. In the former case, for example, the microwaves that have been transmitted by one waveguide 15 to the unfilled space
22 are mainly irradiated on the chamber present therebelow. Since microwaves are transmitted through an unfilled
space, for example, the microwaves that have been transmitted by the waveguide 15 at the position of the chamber 32
are irradiated via the unfilled space also on the content in the chamber 31 and the chamber 33. Note that the waveguides
15 may be provided at the positions of the partition plates 21, that is, at the positions above the partition plates 21.
Accordingly, the microwaves that have been transmitted by one waveguide 15 to the unfilled space 22 are mainly
irradiated on two chambers that have been partitioned from each other by the partition plate 21 at the position corre-
sponding to that waveguide 15. If the unfilled space is shared by multiple chambers, the microwaves that have been
transmitted to the shared unfilled space are irradiated on a content 20 in the multiple chambers sharing the unfilled
space. The partition plates 21 may transmit microwaves, may absorb microwaves, or may reflect microwaves. Examples
of the microwave-transmitting material include Teflon (registered trademark), quartz glass, ceramic, silicon nitride-alu-
mina, and the like. Accordingly, the partition plates 21 that transmit microwaves may be made of such a microwave-
transmitting material. Furthermore, examples of the microwave-absorbing material include carbon except for fullerene,
and the like. Accordingly, the partition plates 21 that absorb microwaves may be made of such a microwave-absorbing
material. Furthermore, examples of the microwave-reflecting material include metal. Accordingly, the partition plates 21
that do not transmit microwaves may be made of such a microwave-reflecting material. Furthermore, the partition plates
21 may be made of a combination of two or more freely selected from the microwave-transmitting material, the microwave-
absorbing material, and the microwave-reflecting material.
[0033] Furthermore, as shown in FIG. 2, the chemical reaction apparatus 1 may further include agitation units 23. That
is to say, the chemical reaction apparatus 1 according to this embodiment may include one or more agitation units 23
that rotationally agitate the content 20 inside the reactor 13. FIG. 2 shows the case in which the chambers 31 to 34
respectively have the agitation units 23, but there is no limitation to this. One or more chambers may not have the
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agitation unit 23. Furthermore, FIG. 2 shows the case in which each of the agitation units 23 is in the shape of a blade,
but this merely schematically shows the agitation units 23. The agitation may be performed, for example, by rotating a
blade-like, wing-like, or rod-like rotatable member. The rotatable member may be made of a microwave-transmitting
material, a microwave-absorbing material, a microwave-reflecting material, or a combination of two or more freely selected
from the microwave-transmitting material, the microwave-absorbing material, and the microwave-reflecting material.
The rotation may be performed, for example, by rotating a rotatable member attached to a shaft in accordance with the
rotation of the shaft, or by rotating the rotatable member using a magnetic force as in the case of a magnetic stirrer. In
the former case, the shaft may be provided independently for each chamber, or may be shared by multiple chambers.
In the latter case, the rotatable member (magnetic stirrer) in the shape of a rod, a blade, a wing, or the like is rotated by
a magnet. The agitation of the content by the agitation units 23 may be used to cause the content to flow from the
upstream side to the downstream side, or in the opposite direction, but there is no limitation to this. Note that rotational
agitation is already known, and, thus, a detailed description thereof has been omitted.
[0034] Hereinafter, reasons why the content of the reactor 13 is rotationally agitated by the agitation units 23 will be
briefly described. A first reason why the content is agitated by the agitation units 23 is to uniformly heat the content with
microwaves. Although depending on the type of content and the temperature of the content, the depth to which microwaves
penetrate is fixed, and, thus, the agitation is performed in order to uniformly irradiate and uniformly heat the entire content
with microwaves. Furthermore, the content can be more efficiently irradiated with microwaves as the surface area of the
content at the unfilled space 22 increases. Accordingly, a second reason why the content is agitated is to increase the
area subjected to microwave irradiation. Thus, the content is agitated by the agitation units 23 preferably at an intensity
that allows the surface of the content at the unfilled space 22 to be disordered, but there is no limitation to this (if the
agitation is performed for the first reason, it may be sufficient that the entire content is eventually heated). Furthermore,
since the raw material and the like are agitated using the agitation units 23 in this manner, even in the case where a raw
material contains two or more materials having different densities, these materials can be mixed and reacted with each
other as appropriate. For example, when causing materials having different densities, such as alcohol and waste oil, to
react with each other in a vertical flow-type reactor, these materials are easily separated from each other. However, as
in this embodiment, if the reactor 13 is of a horizontal flow-type and is provided with the agitation units 23, these materials
can be mixed and reacted with each other as appropriate.
[0035] Furthermore, as shown in FIG. 2, the reactor 13 also may have the temperature measuring portions 25. That
is to say, the chemical reaction apparatus 1 according to this embodiment may have the temperature measuring portions
25 that measure the temperature inside the reactor 13. The temperature inside the reactor 13 is preferably the temperature
of the content of the reactor 13. FIG. 2 schematically shows the case in which the chambers 31 to 34 respectively have
the temperature measuring portions 25, but there is no limitation to this. One or more chambers may not have the
temperature measuring portion 25. Furthermore, FIG. 2 merely schematically shows the temperature measuring portions
25. The temperature measuring portions 25 may measure the temperature, for example, using a thermocouple, an
infrared sensor, an optical fiber, or other methods. The temperature measured by the temperature measuring portions
25 (strictly speaking, data indicating the temperature) is passed to the microwave control portion 16, and is used to
control the power of microwaves from the microwave generators 14. As described above, this control may be control
for keeping the temperature of the chambers 31 to 34 at a desired temperature or in a desired temperature range. For
example, if microwaves are irradiated on the position of each partition plate 21, the power of microwaves irradiated on
that position may be controlled, for example, using one or both of the temperatures of two chambers that have been
partitioned from each other by the partition plate 21 at the position subjected to the microwave irradiation. In the former
case, for example, the control may be performed using a lower temperature, using a higher temperature, or using a
temperature of a chamber specified in advance. In the latter case, for example, the control may be performed using an
average of these temperatures, or using a weighted average according to the capacities of both chambers (average in
consideration of weights according to the capacities of the chambers).
[0036] FIGS. 3A and 3B are views showing an exemplary shape of the reactor 13 according to this embodiment. In
FIGS. 3A and 3B, the partition plates 21, the agitation units 23, and the like have been omitted for the sake of convenience
of the description. In FIGS. 3A and 3B, the reactor 13 according to this embodiment has a shape in which the area of
the liquid surface does not change even in the case where the height of the liquid surface changes according to a change
in the amount of the content. Note that "the area of the liquid surface does not change even in the case where the height
of the liquid surface changes according to a change in the amount of the content" refers to that there is at least the range
of the content within which the area of the liquid surface does not change even in the case where the amount of the
content changes. Accordingly, it is conceivable that the area of the liquid surface does not change according to the
amount of the content regardless of the amount of the content, or that the area of the liquid surface does not change
according to the amount of the content as long as the amount of the content is within a predetermined range, that is, as
long as the amount of the content is between a first amount and a second amount (assuming that the second amount
is larger than the first amount). In this embodiment, the latter case will be mainly described. That is to say, in this
embodiment, the reactor 13 has a shape in which the area of the liquid surface does not change according to a change
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in the amount of the content as long as the amount of the content is within a predetermined range. Accordingly, the
reactor 13 may have a shape in which the cross-section in the liquid surface direction of the content does not change
as long as the amount of the content is within a predetermined range, for example, as shown in FIGS. 3A and 3B. In
this case, within the range of the height of the liquid surface when the amount of the content changes from the first
amount to the second amount, the shape in the horizontal direction inside the reactor 13 corresponding to the height of
the liquid surface does not change. Note that the above-described first amount is typically the lower limit value of the
content in the case where the area of the liquid surface does not change, and the second amount is typically the upper
limit value of the content in the case where the area of the liquid surface does not change. Furthermore, even when the
content is at the second amount, an unfilled space has to be present above the content. The reason for this is that
microwaves are irradiated via an unfilled space in the reactor 13. Furthermore, the liquid surface may be disordered
when agitation is performed inside the reactor 13 as described above, but the liquid surface described here is the liquid
surface without such disorder or the like. Note that "the height of the liquid surface" is the height of the liquid surface in
the vertical direction.
[0037] In FIG. 3A, the reactor 13 has a semicylindrical shape elongated in the flow direction and projecting downward.
That is to say, the reactor 13 in FIG. 3A has a shape in which an open-topped semicylinder projecting downward and
an open-bottomed rectangular solid having the same length as the semicylinder are joined at their openings. Note that
the opening of the semicylinder and the opening of the rectangular solid have the same size and the same shape, and
they are joined at their openings to form the reactor 13. In other words, the reactor 13 in FIG. 3A has a hollow shape
having a side face with a U-shaped cross-section and an upper face with a cross-section closing the opening of the U-
shape, wherein the openings at both ends of the hollow shape are closed by flat faces perpendicular to the length
direction. In the reactor 13 in FIG. 3A, the area of the liquid surface does not change as long as the height of the liquid
surface of the content is within a range R1 (e.g., the heights at a level 1, at a level 2, etc.). Note that the height of the
liquid surface at the lowest level in the range R1 corresponds to the lowest position in the rectangular solid forming the
upper portion of the reactor 13.
[0038] In FIG. 3B, the reactor 13 is in the shape of a rectangular solid. In the reactor 13 in FIG. 3B, the area of the
liquid surface does not change as long as the height of the liquid surface of the content is within the range R1, which
covers the entire height (e.g., the heights at the level 1, at the level 2, etc.). That is to say, the area of the liquid surface
does not change regardless of the amount of the content.
[0039] Next, the partition plates 21 will be described. The content 20 such as a raw material loaded into the reactor
13 flows through the chambers 31 to 34 and is finally discharged from the downstream side (the right end of the reactor
13 in FIG. 2). Note that a flow path that allows the content to flow is formed at the partition plates 21. The flow path
allows the content to flow mainly from the upstream side (the left side in FIG. 2) to the downstream side (the right side
in FIG. 2) in the reactor 13, but may allow part of the content to flow from the downstream side to the upstream side.
The flow path at the partition plates 21 may be, for example, a flow path that allows the content to flow over the partition
plates 21, or may be a flow path that allows the content to flow through a void of the partition plates 21. FIGS. 4A to 4H
are views showing the partition plate 21 provided in the reactor 13 in the shape as shown in FIG. 3A, in the length
direction of the reactor 13. For example, FIGS. 4A to 4E show the former type of partition plate 21, that is, the partition
plate 21 having an overflow-type flow path. The partition plate 21 does not extend to the position of the unfilled space
22, and the content flows through that position (that is, over the partition plate 21). The overflow-type flow path may be
a V-shaped flow path (triangular weir) as shown in FIG. 4A, may be a rectangular flow path (quadrangular weir) as shown
in FIG. 4B, or may be a U-shaped flow path as shown in FIG. 4C. Furthermore, the number of flow paths may be one
as shown in FIGS. 4A to 4C, or may be two or more as shown in FIG. 4D. FIG. 4D shows the case in which all of the
multiple flow paths have the same shape, but there is no limitation to this. The multiple flow paths may have different
shapes. Furthermore, the number of multiple flow paths may be two, or may be three or more. Furthermore, the flow
path may have a shape other than those described in the drawings. For example, the flow path may be semicircular,
may be trapezoidal, or may be in other shapes. Furthermore, the partition plate 21 may have a shape as in FIG. 4E in
which the partition plate 21 has, on the upper side thereof, no recess such as cutout (portion that has been cut out), and
a flow path is formed throughout the width of the reactor 13 (full-width weir). Furthermore, for example, FIGS. 4F to 4H
show the partition plate 21 having a flow path formed as a void. In this case, for example, a void 27 may be present
between the partition plate 21 and the inner wall of the reactor 13 as shown in FIG. 4G, or voids 27 may be present in
the partition plate 21 itself as shown in FIGS. 4F and 4H. Each void 27 preferably has a size that at least allows the
content to flow through the void. Note that there is no limitation on the shape and the number of voids 27. FIG. 4G shows
the case in which the void 27 is U-shaped, but examples of the shape of the void 27 include a partially closed U shape.
Furthermore, FIGS. 4F and 4H shows the case in which each of the voids 27 is in the shape of a circle, but examples
of the shape of the voids 27 include a triangle, a rectangle, and other shapes. Furthermore, the number of voids 27 may
be, for example, larger than or smaller than that shown in FIGS. 4F and 4H (i.e., may be one or may be two or more).
Even in the case where a flow path is formed as a void as shown in FIGS. 4F to 4H, when the amount of the content
increases, the content flows over the partition plate as well. Furthermore, the partition plate 21 may not extend to the
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upper side in the unfilled space 22 as shown in FIGS. 4A to 4G, or may partially extend to the upper side in the unfilled
space 22 as shown in FIG. 4H. In the case of FIG. 4H, the unfilled space 22 is shared by multiple chambers via the
opening in the upper portion of the partition plate 21. Although FIGS. 4A to 4H each show a partition plate in the case
where the unfilled space 22 is shared by two chambers that have been partitioned from each other by that partition plate
21, the partition plate 21 may extend also to the position of the unfilled space 22, in the case where the unfilled space
22 is not shared. It will be appreciated that, if the reactor 13 has a shape other than that in FIG. 3A, the partition plate
21 is shaped in accordance with that shape of the reactor 13. Furthermore, if there are multiple partition plates 21 inside
the reactor 13, the partition plates 21 may have the same shape, or may have different shapes.
[0040] Note that the height of the liquid surface inside the reactor 13 is on the whole determined by the position of the
outlet of the reactor 13. Typically, the height of the liquid surface is higher than the position of the outlet, and, thus, the
lower limit of the liquid surface can be determined by the position of the outlet. Furthermore, the height of the liquid
surface in each chamber is determined by the height of the flow path between that chamber and a next chamber adjacent
thereto. In this case, typically, the height of the liquid surface in each chamber is approximately the same as the position
of the flow path through which the content flows out from that chamber, and, thus, the height of the liquid surface can
be controlled by the position of that flow path. Typically, the height of the outlet from the reactor 13 is approximately the
same as height of the flow path through which the content flows out from each chamber to the next chamber.
[0041] Furthermore, the reactor 13 may be made openable and closable above the unfilled space 22. In that case, for
example, as shown in FIG. 5A, an upper face plate 13a of the reactor 13 may be provided openable and closable with
respect to the opening at the top of a container portion 13b in the reactor 13. Specifically, the upper face plate 13a may
be provided rotatable with respect to the container portion 13b about a hinge (shaft) in the length direction of the reactor
13. It is preferable that, when the opening at the top is closed by the upper face plate 13a, microwaves do not leak from
a gap between the upper face plate 13a and the container portion 13b. Accordingly, for example, it is preferable that the
opening at the top and the upper face plate 13a have the same shape (e.g., a rectangular shape, etc.), and there is no
gap formed when the opening at the top is closed by the upper face plate 13a. Note that, in the case where the upper
face plate 13a of the reactor 13 can be opened and closed, the waveguides 15 may transmit microwaves to the unfilled
space 22 via the upper face plate 13a, or may transmit microwaves to the unfilled space 22 via the side face of the
reactor 13. The latter configuration is better because it is preferable not to open and close the face provided with the
waveguides 15. In this case, the reactor 13 being openable and closable refers to the configuration in which the reactor
13 is provided with a lid member that can be opened and closed. The lid member may be, for example, the upper face
plate 13a, may be a door-like member, or may be another openable and closable member.
[0042] Furthermore, for example, as shown in FIG. 5B, the reactor 13 may further include a surrounding portion 13c
that extends upward from the upper end of the container portion 13b so as to reduce the opening, and the upper face
plate 13a of the reactor 13 may be provided openable and closable with respect to the opening at the top of the surrounding
portion 13c. Specifically, the upper face plate 13a may be provided rotatable with respect to the surrounding portion 13c
about a hinge in the length direction of the reactor 13. It is preferable that, when the opening at the top is closed by the
upper face plate 13a, microwaves do not leak from a gap between the upper face plate 13a and the surrounding portion
13c. Accordingly, for example, it is preferable that the opening at the top and the upper face plate 13a have the same
shape (e.g., a rectangular shape, etc.), and there is no gap formed when the opening at the top is closed by the upper
face plate 13a. Note that, in the case where the upper face plate 13a of the reactor 13 can be opened and closed, the
waveguides 15 may transmit microwaves to the unfilled space 22 via the upper face plate 13a, may transmit microwaves
to the unfilled space 22 via the surrounding portion 13c, or may transmit microwaves to the unfilled space 22 via the
side face of the reactor 13.
[0043] If the reactor 13 can be opened and closed above the unfilled space in this manner, for example, maintenance
of the reactor 13 can be easily performed. In particular, if the reactor 13 can be opened and closed above the unfilled
space 22, the content does not leak even when the upper face plate 13a is opened in a state where the content is in the
reactor 13. Accordingly, it is possible to access the inside of the reactor 13 in a state where the content is in the reactor
13. Furthermore, since the reactor 13 is made openable and closable above the unfilled space for the purpose of
accessing the inside of the reactor 13, such as checking the state inside the reactor 13 or performing maintenance of
the internal portion, the opening that can be opened and closed preferably has a length approximately the same as the
length in the length direction of the reactor 13, but there is no limitation to this.
[0044] Furthermore, the wall face of the reactor 13 may be covered by a heat insulating material. In that case, heat
inside the reactor 13 can be prevented from being dissipated to the outside.
[0045] Next, an operation of the chemical reaction apparatus 1 according to this embodiment will be briefly described.
The raw material and the catalyst are supplied by the pumps 11 to the mixing portion 12, are mixed in the mixing portion
12, and are loaded into the reactor 13. The speed of the raw material and the like supplied to the reactor 13 may be
determined in advance.
[0046] The raw material and the like supplied to the reactor 13 flow from the upstream side to the downstream side
while being agitated by the agitation units 23. At that time, the microwaves generated by the microwave generators 14
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are transmitted via the waveguides 15 to the unfilled space 22 in the reactor 13, and are irradiated on the raw material
and the like. As a result, the raw material and the like are heated, and the reaction of the raw material and the like is
facilitated. Note that the temperatures of the chambers 31 to 34 are measured by the temperature measuring portions
25, and are passed to the microwave control portion 16 via a route that is not shown. Then, the microwave control portion
16 controls the power of the microwave generators 14 such that the temperatures of the chambers 31 to 34 are at a
desired temperature or in a desired temperature range.
[0047] The product material discharged from the reactor 13 is loaded into the catalyst separating portion 17 where
the catalyst is separated therefrom. Then, the product material from which the catalyst has been separated is loaded
by the pump 11 into the treated liquid storage tank 18. In the treated liquid storage tank 18, the product material is
separated into a target product and a by-product. In this manner, a final product is obtained. Furthermore, such treatment
is repeatedly performed, and, thus, a target product is sequentially produced. During that treatment, even in the case
where the amount of the content inside the reactor 13 increases or decreases, the area subjected to microwave irradiation
does not change as long as the height of the liquid surface is within the above-described range R1. As a result, microwaves
are efficiently irradiated. Furthermore, if the reactor 13 can be opened and closed above the unfilled space as shown in
FIGS. 5A and 5B, for example, when checking the state inside the reactor 13 or performing maintenance of the internal
portion of the reactor 13, it is possible to access the inside of the reactor 13 by opening the upper face plate 13a.
[0048] Note that the treatment that separates the catalyst in the catalyst separating portion 17 and the treatment that
separates the product material into a product and a by-product in the treated liquid storage tank 18 may be performed
sequentially each time the product material is loaded, or may be performed at a time when the amount of product material
loaded accumulates and reaches a certain amount. That is to say, the treatment in the reactor 13 is of a flow-type (flow
through-type), but the treatment in the catalyst separating portion 17 and the treated liquid storage tank 18 on the path
thereafter may be of a flow-type, or may be of a batch-type.
[0049] Furthermore, there is no limitation on the chemical reaction caused to occur in the chemical reaction apparatus
1 according to this embodiment, as long as it is a chemical reaction that is caused to occur by microwave irradiation
itself or by heat due to microwave irradiation. For example, the chemical reaction may be production of biodiesel fuel
through esterification or transesterification, may be production of ink raw material that is ester, or may be other chemical
reactions.
[0050] The treatment that produces biodiesel fuel (fatty acid methyl ester) from waste oil using the chemical reaction
apparatus 1 according to this embodiment will be described by way of examples. It will be appreciated that the present
invention is not limited to these examples.

Reaction System Construction Example

[0051] In this example, as the raw material, a mixture of fat and oils and free fatty acid, and alcohol were used. The
alcohol was used as a reactant. The raw material and the catalyst were sent by the pumps 11 into the mixing portion
12, and were uniformly mixed. The mixed liquid was supplied to the reactor 13. The mixed liquid inside the reactor 13
was irradiated with the microwaves generated by the microwave generators 14, and, thus, the esterification reaction
was facilitated. Furthermore, the mixed liquid inside the reactor 13 was loaded into the chambers 31 to 34 that had been
partitioned from each other by the partition plates 21 inside the reactor 13. The mixed liquid together with the catalyst
was irradiated with microwaves while being agitated by the agitation units 23, and, thus, the reaction progresses. The
microwaves were irradiated on the unfilled space 22 inside the reactor 13, and were diffused inside the reactor 13. The
reaction liquid in each chamber moved to its next chamber through a flow path provided at the partition plates 21. The
reaction liquid was held inside the reactor 13 for a certain retention time, and then was discharged out of the reactor 13.
The mixed liquid after the reaction discharged out of the reactor 13 was supplied to the catalyst separating portion 17.
After the catalyst was separated in the catalyst separating portion 17, the mixed liquid was loaded into the treated liquid
storage tank 18. From the reaction liquid after the catalyst separation, water and glycerin that were by-products were
further separated in the treated liquid storage tank 18, and, thus, crude methyl ester that was a target product was obtained.

Esterification Reaction of Industrial Waste Oil

[0052] Hereinafter, a typical example of an esterification reaction of free fatty acid using industrial waste oil will be
described. Industrial waste oil containing 34 wt% of free fatty acid (also containing triglyceride, pitch fraction, and the
like), 2.8 molar equivalents of methanol (the molar equivalents obtained by calculating the free fatty acid in the industrial
waste oil as oleic acid) as a reactant, and 3 wt% of solid acid catalyst (the percentage by weight with respect to the
industrial waste oil) were mixed in the mixing portion 12. Then, the mixture was supplied to the reactor 13. The supply
speed to the reactor 13 was set at about 1.2/h in the space velocity described below. Note that "capacity of reaction
unit" in this example refers to a capacity obtained by subtracting the capacity of the unfilled space 22 from the full capacity
of the reactor 13. 
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[0053] The microwave power of the reactor 13 was subjected to feedback control based on the temperatures inside
the chambers 31 to 34, and, thus, the temperatures of the chambers 31 to 34 were kept constant. In this experiment,
the reaction temperature was set at 70°C. FIG. 6 shows a conversion rate to fatty acid methyl ester through the esteri-
fication reaction of fatty acid and methanol in this example. The equation for calculating the conversion rate to methyl
ester is as follows. 

[0054] As can be clearly seen from FIG. 6, the esterification reaction rapidly progressed after the start of the reaction,
and the conversion rate reached 87% in 30 minutes, after which the conversion rate gradually increased, and the reaction
reached substantially equilibrium in 1.5 hours. Note that no particular change was seen in the other components in the
waste oil. This result shows that, with the flow through-type reaction unit according to this embodiment, the esterification
reaction of free fatty acid in waste oil can efficiently progress, and the reaction can stably occur in a continuous manner.
[0055] As described above, with the chemical reaction apparatus 1 according to this embodiment, even in the case
where the height of the liquid surface increases or decreases according to a change in the amount of the content, the
area of the liquid surface does not change, so that the area subjected to microwave irradiation does not change, and
the content in the reactor 13 can be efficiently irradiated with microwaves. As a result, the chemical reaction in the reactor
13 can be facilitated. Conventionally, as the horizontal flow-type reactor, a cylindrical reactor in which the length direction
matches the flow direction is often used. In such a reactor, the area subjected to irradiation may change according to
the height of the liquid surface, resulting in a situation where microwaves cannot be efficiently irradiated. For example,
when the liquid surface comes close to the upper end and the unfilled space becomes smaller, the area subjected to
microwave irradiation may become smaller, resulting in a situation where the content cannot be efficiently heated. On
the other hand, with the reactor 13 according to this embodiment, such a situation can be avoided, and the content can
be efficiently heated. Furthermore, since the content inside the reactor 13 is agitated using the agitation units 23, the
content can be uniformly irradiated with microwaves even in the case where the depth to which microwaves penetrate
is not so deep. Furthermore, since the reactor 13 is partitioned into multiple chambers, the content undergoes a reaction
while being retained in each chamber, and, thus, the content can be effectively irradiated with microwaves in each
chamber. As a result, a situation can be avoided in which unreacted raw material is discharged from the reactor 13 (i.e.,
a situation in which the raw material flows in a shortcut from the inlet to the outlet of the reactor 13). Furthermore, if the
solid catalyst is microwave-absorbing or microwave-sensitive, the solid catalyst is efficiently heated through microwave
irradiation, and, thus, the chemical reaction near the solid catalyst can be facilitated. In this manner, the chemical reaction
inside the reactor 13 is facilitated, and, thus, a product material can be more efficiently obtained.
[0056] Note that, in this embodiment, the case has been described where the reactor 13 is installed in the horizontal
direction, but there is no limitation to this. As shown in FIG. 7, the reactor 13 may be installed so as to be inclined such
that the upstream side is positioned on the upper side and the downstream side is positioned on the lower side. Also in
that case, it is preferable that the reactor 13 has a shape in which the area of the liquid surface (in the strict sense, the
total area of the liquid surfaces of the chambers) does not change even in the case where the height of the liquid surface
changes in each chamber according to a change in the amount of the content. Accordingly, it is preferable that the
reactor 13 has a shape in which the cross-section in the liquid surface direction of the content does not change in each
chamber as long as the amount of the content is within a predetermined range. Typically, if the reactor 13 has a shape
in which the cross-section in the liquid surface direction of the content does not change in a state where the reactor 13
is installed in the horizontal direction, as long as the amount of the content is within a predetermined range, the cross-
section in the liquid surface direction of the content tends not to change also in a state where the reactor 13 is installed
so as to be inclined. Accordingly, it seems that, as long as the reactor 13 has a shape in which the cross-section in the
liquid surface direction of the content does not change in a state where the reactor 13 is installed in the horizontal
direction, typically, the area of the liquid surface does not change according to a change in the amount of the content
also in a state where the reactor 13 is installed so as to be inclined.
[0057] Furthermore, even in the case where the reactor 13 is set in the horizontal direction, it is possible to allow the
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content to readily flow, by reducing the height of the partition plates 21 from the upstream side toward the downstream
side. Also in that case, it is preferable that the reactor 13 has a shape in which the area of the liquid surface (in the strict
sense, the total area of the liquid surfaces of the chambers) does not change even in the case where the height of the
liquid surface changes in each chamber according to a change in the amount of the content. Accordingly, it is preferable
that the reactor 13 has a shape in which the cross-section in the liquid surface direction of the content does not change
in each chamber as long as the amount of the content is within a predetermined range.
[0058] In this embodiment, the case has been mainly described where the reactor 13 in which the area of the liquid
surface does not change according to a change in the amount of the content is shaped such that the side face of the
reactor 13 extends in the normal direction of the liquid surface as shown in FIGS. 3A and 3B, but there is no limitation
to this. The reactor 13 may have a shape in which the area of the liquid surface does not change according to a change
in the amount of the content also in the case where the side face of the reactor 13 extends in a direction different from
the normal direction of the liquid surface. This configuration is realized, for example, in the case where the reactor 13
is installed so as to be inclined as shown in FIG. 7.
[0059] Furthermore, in this embodiment, the case has been described where the reactor 13 has a shape in which the
cross-section in the liquid surface direction of the content does not change as long as the amount of the content is within
a predetermined range, but there is no limitation to this. If the reactor 13 has a shape that ultimately prevents the area
of the liquid surface from changing according to a change in the amount of the content as long as the amount of the
content is within a predetermined range, it is not necessary that the cross-section in the liquid surface direction of the
content does not change. Specifically, even in the case where the cross-section in the liquid surface direction of the
content changes from one shape (e.g., rectangle, etc.) to another shape (e.g., trapezoid, etc.) according to the height
of the liquid surface, as long as the cross-sectional area in the liquid surface direction of the content is the same throughout
the height of the liquid surface, it can be said that the reactor 13 has a shape in which the area of the liquid surface does
not change according to a change in the amount of the content even in the case where the cross-section in the liquid
surface direction of the content changes.
[0060] Furthermore, the case has been described with reference to FIG. 2 where each chamber has the agitation unit
23, but there is no limitation to this. Multiple chambers may have a single or multiple agitation units 23. If the chemical
reaction apparatus 1 has a single agitation unit 23, as described above, the agitation unit 23 may have a shaft (rotational
shaft) shared by multiple chambers. In that case, the agitation unit 23 may include a rotational shaft, multiple rotatable
members, and a rotating unit. The rotational shaft is a shaft extending in the flow direction of the reactor 13. For example,
in FIG. 2, the rotational shaft may extend from the left end face to the right end face of the reactor 13. The rotational
shaft may be provided in parallel to the bottom face of the reactor 13. For example, this rotational shaft may be made
of a microwave-transmitting material, a microwave-absorbing material, a microwave-reflecting material, or a combination
of two or more freely selected from these materials. If the rotational shaft is made of a microwave-reflecting material
(e.g., metal, etc.), microwaves irradiated on the rotational shaft are reflected. Accordingly, if the rotational shaft is present
above the liquid surface of the content inside the reactor 13 in this case, part of the microwaves is reflected by the
rotational shaft and is not irradiated on the content. Accordingly, in order to avoid such a situation, it is preferable that
the liquid surface of the content is positioned above the rotational shaft, that is, the rotational shaft is present inside the
content. Furthermore, if the rotational shaft is made of a microwave-absorbing material, microwaves irradiated on the
rotational shaft are absorbed. Accordingly, if the rotational shaft is present above the liquid surface of the content inside
the reactor 13 in this case, part of the microwaves is absorbed by the rotational shaft and is not irradiated on the content.
Furthermore, the heat of the rotational shaft may abnormally increase. Accordingly, in order to avoid such a situation, it
is preferable that the liquid surface of the content is positioned above the rotational shaft, that is, the rotational shaft is
present inside the content. Accordingly, the amount of the content may be controlled such that the liquid surface of the
content is above the rotational shaft, or the reactor 13 may have a shape in which the cross-sectional area in the liquid
surface direction does not change at least above the rotational shaft. For example, as shown in FIG. 3C, the height of
the liquid surface at the lowest level in the range R1 in which the area of the liquid surface does not change may be set
to the height at which the content just covers a rotational shaft 28. Accordingly, if the liquid surface is within the range
R1, the area of the liquid surface does not change, and the liquid surface is positioned above the rotational shaft 28.
Note that, in FIG. 3C, the radius of the semicylindrical shape forming the lower portion of the reactor 13 is preferably in
accordance with the rotational radius of the rotatable members rotating about the rotational shaft 28. This configuration
can effectively prevent a situation in which part of the content at the bottom of the reactor 13 fails to be agitated.
Furthermore, for example, in the case of the reactor 13 shown in FIG. 3D in which the area of the liquid surface does
not change as long as the height of the liquid surface of the content is within the range R1, which covers the entire
height, the control can be performed such that the area of the liquid surface does not change, and such that the liquid
surface is positioned above the rotational shaft 28, by keeping the height of the liquid surface within the range R2. The
height of the liquid surface at the lowest level in the range R2 is set to the height at which the content just covers the
rotational shaft 28. Note that "above" and "below" are directions along the vertical direction. The same is applicable to
"upper side" and "lower side". Furthermore, "vertical direction" is a direction perpendicular to the horizontal plane. The
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flow direction in the reactor 13 is the flow direction of the content in the reactor 13, and is typically the same as the length
direction of the reactor 13. The rotatable members are members that rotate about the rotational shaft. When the rotatable
members rotate, the content is rotationally agitated. The rotatable members may be, for example, blade-like members,
wing-like members, rod-like members, or the like, as described above. Furthermore, each chamber may have such a
rotatable member, but there is no limitation to this. There may be a chamber having no rotatable member. Furthermore,
one chamber may have two or more rotatable members. It is sufficient that the agitation units 23 have at least one or
more rotatable members. The rotating unit rotates each rotatable member. If the rotatable members are fixed to the
rotational shaft, the rotating unit may be a unit for rotating that rotational shaft. In that case, the rotating unit may be, for
example, a motor, an engine, or the like. Furthermore, the rotational shaft may not rotate, but may support the rotatable
member in a rotatable manner. In that case, for example, the rotating unit may rotate a rotatable member having a
magnet, using a magnetic force. Specifically, as in the case of a motor that rotates a rotor configured by a permanent
magnet, using a stator configured by an electromagnet provided around the rotor, it is possible to rotate the rotatable
member (rotor) using the rotating unit (stator). Note that, in that case, the rotating unit that is a stator is preferably
disposed outside the reactor 13, but there is no limitation to this. The reason for this is that, depending on the material
forming the reactor 13, the rotating unit that is a stator cannot be disposed outside the reactor 13. Furthermore, if the
agitation units 23 have a rotational shaft extending in multiple chambers, holes through which the rotational shaft extends
may be formed in the partition plates 21, or the rotational shaft may extend through recesses or the voids 27 forming
the flow paths. Note that, even in the case where the reactor 13 is inclined as shown in FIG. 7 and the agitation units
23 have a rotational shaft extending in multiple chambers, the rotational shaft can be said to extend in the flow direction
in the reactor 13. The reason for this is that, although the content seems to horizontally flow in each chamber, the content
of the reactor 13 on the whole flows in the length direction of the reactor 13. Accordingly, in this case, the direction in
which the rotational shaft extends is different from the liquid surface direction. Furthermore, for example, the position of
the outlet of the reactor 13 may be positioned above the rotational shaft such that the liquid surface of the content is
positioned above the rotational shaft.
[0061] Furthermore, in this embodiment, there is no limitation on the number of rotational shafts or rotating units in
the agitation units 23. For example, a single rotational shaft and a single rotating unit may be used to rotate one or more
rotatable members, or two or more rotational shafts and two or more rotating units may be used to rotate two or more
rotatable members.
[0062] In this embodiment, the case has been described where the mixing portion 12 that mixes the raw material and
the catalyst is provided, but there is no limitation to this. For example, if a premixure of the raw material and the catalyst
is used, if the mixing is also performed by the reactor 13, if the solid catalyst that flows inside the reactor 13 is retained
in the reactor 13, or if a solid catalyst forming a fixed bed is used instead of the solid catalyst that flows inside the reactor
13, the chemical reaction apparatus 1 does not have to be provided with the mixing portion 12. Note that, if a solid
catalyst forming a fixed bed is used, typically, the solid catalyst forming a fixed bed is provided inside the reactor 13.
The solid catalyst forming a fixed bed may be fixed, for example, by being pasted on the inner wall of the reactor 13, or
by being placed in a catalyst filled layer, a column, or the like inside the reactor 13. Examples of the shape of the solid
catalyst include various grains, a cylinder (that may or may not be hollow), a sphere, a pellet, a ring, a shell, a honeycomb,
a foam, a fiber, a cloth, a plate, and other shapes.
[0063] Furthermore, in this embodiment, the case has been described where the reactor 13 has four chambers 31 to
34 that are continuously arranged in series as shown in FIG. 2, but there is no limitation on the number of chambers.
Typically, as the number of chambers increases, a situation can be more effectively prevented in which the raw material
flows in a shortcut from the inlet to the outlet of the reactor 13. Furthermore, if the capacity of each chamber does not
change regardless of an increase or a decrease in the number of chambers, the retention time from when the content
of the reactor 13 flows into the reactor 13 to when the content flows out of the reactor 13 becomes longer as the number
of chambers increases, and the retention time becomes shorter as the number of chambers decreases. Accordingly, in
this case, the number of chambers can be adjusted such that a desired retention time is obtained.
[0064] Furthermore, in this embodiment, the case has been described where the multiple microwave generators 14
are provided, but there is no limitation to this. For example, the microwaves generated by the microwave generator 14
may be transmitted via a branched waveguide 15 to multiple locations as shown in FIG. 8. The multiple locations may
be, for example, multiple chambers. FIG. 8 shows the case in which the chemical reaction apparatus 1 is provided with
only one microwave generator 14, but, in the case where the chemical reaction apparatus 1 is provided with two or more
microwave generators 14, the microwaves generated by any one of the multiple microwave generators 14 may be
transmitted via the branched waveguide 15 to multiple locations. For example, if the microwaves generated by the
microwave generator 14 are transmitted to multiple chambers, the microwave control portion 16 may control the power
of that microwave generator 14 using any or all of the temperatures of the chambers to which the microwaves generated
by the microwave generator 14 are transmitted. For example, the microwave control portion 16 may perform the control
using an average of all temperatures of the chambers, or may perform the control using a maximum value or a minimum
value of the temperatures of the chambers.
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[0065] Furthermore, in this embodiment, the case has been described where the chemical reaction apparatus 1 is
provided with the temperature measuring portions 25 and the microwave control portion 16, but there is no limitation to
this. For example, if it is possible to keep the temperature inside the reactor 13 at a desired temperature or in a desired
temperature range by setting the power of microwaves to a predetermined value, the control of the power of microwaves
using the temperature does not have to be performed.
[0066] Furthermore, in this embodiment, the case has been described where the catalyst separating portion 17 is
provided on the path after the reactor 13, but there is no limitation to this. If the catalyst does not have to be separated
by the chemical reaction apparatus 1 according to this embodiment, as in the case in which the catalyst is separated by
another apparatus, the case in which the solid catalyst that flows inside the reactor 13 is retained in the reactor 13, the
case in which a solid catalyst forming a fixed bed is used instead of the solid catalyst that flows inside the reactor 13,
or the case in which no catalyst is used in the chemical reaction in the reactor 13, the catalyst separating portion 17
does not have to be provided.
[0067] Furthermore, in this embodiment, the case has been described where the raw material and the catalyst are
mixed and loaded into the reactor 13, but there is no limitation to this. For example, only the raw material may be loaded
into the reactor 13. Furthermore, if the raw material and the catalyst are not mixed, only the raw material may flow inside
the reactor 13. That is to say, the content of the reactor 13 may be, for example, a mixture of multiple raw materials.
Furthermore, even in the case where the raw material and the catalyst are not mixed, for example, the raw material and
the catalyst may flow inside the reactor 13 when the solid catalyst that flows inside the reactor 13 is retained in the
reactor 13. Furthermore, if the raw material and the catalyst are not mixed, the mixing portion 12 may, for example, mix
the raw material, or mix the raw material (substrate) and the reactant. Furthermore, if the raw material and the like do
not have to be mixed, the chemical reaction apparatus 1 does not have to be provided with the mixing portion 12 as
described above.
[0068] Furthermore, in this embodiment, the case has been described where one or more agitation units 23 that agitate
the raw material inside the reactor 13 are provided, but there is no limitation to this. For example, if the reactor 13 is
configured such that the entire raw material can be easily irradiated with microwaves (e.g., if the inner diameter of the
reactor 13 is small, etc.), the agitation units 23 do not have to be provided.
[0069] Furthermore, in this embodiment, the case has been described where the chemical reaction apparatus 1 is
provided with the treated liquid storage tank 18, but there is no limitation to this. For example, a mixture of the product
material and the by-product discharged from the chemical reaction apparatus 1 may be subjected to extraction of the
product material and the like in another apparatus.
[0070] Furthermore, in this embodiment, the chemical reaction apparatus 1 may be provided with two or more micro-
wave generators 14, and the two or more microwave generators 14 may generate microwaves having two or more
frequencies. That is to say, the content of the reactor 13 may be irradiated with microwaves having two or more frequen-
cies. In that case, the microwaves having two or more frequencies may be irradiated on the same position, or may be
respectively irradiated on different positions. For example, as shown in FIG. 9A, microwaves having frequencies X and
Y respectively generated by microwave generators 14a and 14d may be irradiated on the same position in the reactor
13, that is, at the midstream in the reactor 13. Note that the microwaves having the frequencies X and Y are respectively
transmitted via waveguides 15a and 15d to the reactor 13. Furthermore, for example, as shown in FIG. 9B, microwaves
having a frequency X generated by microwave generators 14a, 14b, and 14c may be irradiated on the side from the
upstream to the midstream in the reactor 13, and microwaves having a frequency Y generated by a microwave generator
14d may be irradiated on the downstream side in the reactor 13. Note that the microwaves having the frequency X are
respectively transmitted via waveguides 15a, 15b, and 15c to the reactor 13. Furthermore, the microwaves having the
frequency Y are transmitted via a waveguide 15d to the reactor 13. FIGS. 9A and 9B are both views of the reactor 13
from above, wherein the arrows in the drawings indicate the flow of the content inside the reactor 13. If microwaves
having two or more frequencies are irradiated, the number of frequencies may be two, or three or more. There is no
limitation on the combination of two or more frequencies, as long as they are selected from the range from 300 MHz to
300 GHz. For example, if microwaves having two frequencies are irradiated, examples of the combination of these
frequencies include 2.45 GHz and 5.8 GHz, 2.45 GHz and 24 GHz, 2.45 GHz and 913 MHz, 5.8 GHz and 24 GHz, 5.8
GHz and 913 MHz, and 24 GHz and 913 MHz. Furthermore, if microwaves having two or more frequencies are irradiated,
there is no limitation on the irradiation timing. For example, microwaves having two or more frequencies may be simul-
taneously irradiated, or may be irradiated respectively in different irradiation periods. For example, in the latter case,
microwaves having the frequency X may be irradiated in one period, and microwaves having the frequency Y may be
irradiated in the next period. Furthermore, if microwaves having two or more frequencies are irradiated, the microwaves
having two or more frequencies may be introduced to one unfilled space 22, or may be introduced to different unfilled
spaces 22. In the latter case, there are at least two or more unfilled spaces 22 that have been separated from each other
by the partition plate 21 inside the reactor 13. Note that if microwaves having two or more frequencies are irradiated, a
material that is not affected by the action (e.g., heating, etc.) of microwaves having one frequency can be also affected,
and, thus, a wider range of materials can be affected by the microwaves.
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[0071] Furthermore, in the foregoing embodiment, information relating to the processing performed by each constituent
element, for example, information that is to be accepted, acquired, selected, produced, transmitted, or received by each
constituent element, information such as a threshold value, a numerical expression, or an address used in each constituent
element in the processing and the like may be retained in an unshown storage medium temporarily or for a long period
of time even if not specified in the description above. Furthermore, information may be accumulated in the unshown
storage medium by each constituent element or by an unshown accumulating unit. Furthermore, information may be
read from the unshown storage medium by each constituent element or by an unshown reading unit.
[0072] Furthermore, in the foregoing embodiment, if information used in each constituent element or the like, for
example, information such as a threshold value, an address, or various setting values used in each constituent element
in the processing may be changed by a user, the user may change such information as appropriate even if not specified
in the description above, but there is no limitation to this. If the user may change such information, the change may be
realized by, for example, an unshown accepting unit that accepts a change instruction from the user and an unshown
changing unit that changes information according to the change instruction. The change instruction may be accepted
by the unshown accepting unit, for example, by accepting information from an input device, by receiving information
transmitted via a communication line, or by accepting information read from a predetermined storage medium.
[0073] Furthermore, in the foregoing embodiment, each constituent element may be configured by dedicated hardware,
or, alternatively, constituent elements that can be realized by software may be realized by executing a program. For
example, each constituent element may be realized by a program execution unit such as a CPU reading and executing
a software program stored in a storage medium such as a hard disk or a semiconductor memory.
[0074] Furthermore, it will be appreciated that the present invention is not limited to the embodiment set forth herein,
and various modifications are possible within the scope of the present invention.

Industrial Applicability

[0075] As described above, the chemical reaction apparatus according to the present invention is effective in that a
raw material and the like can be efficiently irradiated with microwaves, and, thus, it is useful, for example, as a chemical
reaction apparatus for performing chemical reaction that requires heating.

Claims

1. A chemical reaction apparatus, comprising:

a horizontal flow-type reactor inside of which has been partitioned into multiple chambers by a partition plate,
and a liquid content horizontally flows with an unfilled space being provided there above;
a microwave generator that generates microwaves; and
at least one waveguide that transmits the microwaves generated by the microwave generator to the unfilled
space in the reactor;
wherein the reactor has a shape in which an area of a liquid surface does not change even in a case where a
height of the liquid surface changes according to a change in an amount of the content.

2. The chemical reaction apparatus according to claim 1, wherein the reactor has a shape in which the area of the
liquid surface does not change according to a change in the amount of the content, as long as the amount of the
content is within a predetermined range.

3. The chemical reaction apparatus according to claim 2, wherein the reactor has a shape in which a cross-section in
a liquid surface direction of the content does not change, as long as the amount of the content is within the prede-
termined range.

4. The chemical reaction apparatus according to any one of claims 1 to 3, further comprising at least one agitation unit
that rotationally agitates the content inside the reactor.

5. The chemical reaction apparatus according to claim 4,
wherein the agitation unit includes:

a rotational shaft that extends in a flow direction in the reactor;
at least one rotatable member that is rotated about the rotational shaft; and
a rotating unit that rotates the at least one rotatable member; and
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the reactor has a shape in which a cross-sectional area in the liquid surface direction does not change above the
rotational shaft.

6. The chemical reaction apparatus according to claim 5, wherein the reactor has, below the rotational shaft, a semi-
cylindrical shape elongated in the flow direction and projecting downward.

7. The chemical reaction apparatus according to any one of claims 1 to 6, wherein the reactor can be opened and
closed above the unfilled space.
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