
Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
2 

73
3 

69
3

A
2

TEPZZ 7¥¥69¥A T
(11) EP 2 733 693 A2

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication: 
21.05.2014 Bulletin 2014/21

(21) Application number: 13193111.5

(22) Date of filing: 15.11.2013

(51) Int Cl.:
G09G 3/20 (2006.01)

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR
Designated Extension States: 
BA ME

(30) Priority: 16.11.2012 KR 20120130229

(71) Applicant: Samsung Electronics Co., Ltd
Gyeonggi-do 443-742 (KR)

(72) Inventors:  
• Jung, Eui-Chang

Seoul (KR)
• Kang, Hyuk

Gyeonggi-do (KR)
• Park, Jeong-Min

Gyeonggi-do (KR)
• Hyun, Eun-Jung

Seoul (KR)

(74) Representative: Nederlandsch Octrooibureau
P.O. Box 29720
2502 LS The Hague (NL)

(54) Electronic device for adjusting brightness of screen and method thereof

(57) An operation method of an electronic device is
provided. The operation method includes detecting a
movement speed of contents being scrolled, if the de-
tected movement speed is determined as being equal to
or greater than a set speed, changing a brightness of a
screen having been displayed at a first brightness, into
a second brightness, and changing the brightness of the
screen from the second brightness to the first brightness
according to a changing movement speed of the contents
being scrolled.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to an electronic
device. More particularly, the present disclosure relates
to an electronic device for adjusting the brightness of the
screen and a method thereof.

BACKGROUND

[0002] A user using an electronic device may feel eye-
strain due to brightness of a screen of the electronic de-
vice. For example, when the user opens contents dis-
played on a touch screen of the electronic device in a
location where the surrounding brightness of the elec-
tronic device is dark, he/she may experience a dazzling
phenomenon due to a difference between the surround-
ing brightness and the brightness of the screen of the
electronic device. Also, despite the surrounding bright-
ness of the electronic device not being too dark or bright,
the user may feel eyestrain in a process of scrolling con-
tents displayed on the touch screen of the electronic de-
vice in order to open the contents of the electronic device.
[0003] However, the related-art electronic device does
not include a way for automatically adjusting the bright-
ness of the screen of the electronic device in order to
mitigate user’s eyestrain when contents being displayed
on the touch screen of the electronic device are scrolled.
[0004] Accordingly, there is a need for an electronic
device capable of individually detecting users’ eyestrain
which can be differentiated according to each user and
automatically adjusting the brightness of the screen of
the electronic device.
[0005] The above information is presented as back-
ground information only to assist with an understanding
of the present disclosure. No determination has been
made, and no assertion is made, as to whether any of
the above might be applicable as prior art with regard to
the present disclosure.

SUMMARY

[0006] Aspects of the present disclosure are to address
at least the above-mentioned problems and/or disadvan-
tages and to provide at least the advantages described
below. Accordingly, an aspect of the present disclosure
is to provide an apparatus and method capable of de-
tecting a speed of contents being scrolled on a touch
screen of an electronic device and automatically adjust-
ing the brightness of the screen, thereby mitigating user’s
eyestrain.
[0007] Another aspect of the present disclosure is to
provide an apparatus and method capable of detecting
in real-time a changing speed of contents being scrolled
on a touch screen of an electronic device and automat-
ically stepwise adjusting the brightness of the screen,
thereby improving a user’s convenience.

[0008] A further aspect of the present disclosure is to
provide an apparatus and method capable of automati-
cally adjusting the brightness of the screen even when
at least one sensor is not provided in an electronic device.
[0009] Yet another aspect of the present disclosure is
to provide an apparatus and method capable of, even
when malfunction takes place in any one sensor provided
in an electronic device, automatically activating at least
one other sensor to prevent the occurring malfunction.
[0010] Still another aspect of the present disclosure is
to provide an apparatus and method capable of accu-
rately measuring eyestrain which can be different accord-
ing to a user.
[0011] The above aspects are addressed by providing
an electronic device for adjusting the brightness of the
screen and a method thereof.
[0012] In accordance with an aspect of the present dis-
closure, an operation method of an electronic device is
provided. The method includes detecting a movement
speed of contents being scrolled, if the detected move-
ment speed is determined as being equal to or greater
than a set speed, changing a brightness of a screen hav-
ing been displayed at a first brightness, into a second
brightness, and changing the brightness of the screen
from the second brightness to the first brightness accord-
ing to a changing movement speed of the contents being
scrolled.
[0013] The method may further include sensing that
the contents being displayed at the first brightness are
being scrolled.
[0014] The first brightness may be a set default bright-
ness.
[0015] The second brightness may be a set darkest
brightness.
[0016] If the detected movement speed is determined
as being equal to or greater than the set speed, the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the detected movement speed is
determined as being equal to or greater than the set
speed, driving a camera module to capture an image in
a set direction, if a set part is included in the captured
image, analyzing a variation of the set part, and, if the
analyzed variation of the set part is determined as being
equal to or greater than a set variation, changing the
brightness of the screen having been displayed at the
first brightness, into the second brightness.
[0017] If the detected movement speed is determined
as being equal to or greater than the set speed, the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the detected movement speed is
determined as being equal to or greater than the set
speed, driving a camera module to capture an image in
a set direction, if a set part is not comprised in the cap-
tured image, determining if at least one grip sensor pro-
vided in a set portion senses a variation of a set pressure,
and, if the at least one grip sensor senses the variation
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of the set pressure, changing the brightness of the screen
having been displayed at the first brightness, into the
second brightness.
[0018] The set part may be at least one part of a pupil
of a human, eyebrows, and a distance between the eye-
brows.
[0019] The changing of the brightness of the screen
from the second brightness to the first brightness accord-
ing to the changing movement speed of the contents be-
ing scrolled may include sensing the changing movement
speed of the contents being scrolled, identifying that the
sensed movement speed of the contents corresponds to
any one speed level among set at least two or more speed
levels, changing the brightness of the screen into any
one brightness of the screen matching to the identified
speed level among set at least two or more brightness
of the screen, and, when a scrolling status of the contents
is a stop status, changing the brightness of the screen
into the first brightness.
[0020] In accordance with another aspect of the
present disclosure, an operation method of an electronic
device is provided. The method includes sensing a var-
iation of pressure with at least one sensor provided in a
set portion, and, if the sensed variation of pressure is
equal to or is greater than a set variation, changing a
brightness of a screen having been displayed at a first
brightness, into a second brightness.
[0021] The method may further include displaying the
screen at the first brightness.
[0022] The first brightness may be a set default bright-
ness.
[0023] The second brightness may be a set darkest
brightness.
[0024] The sensor may be a grip sensor.
[0025] The method may further include counting time
from a time when the brightness of the screen is changed
into the second brightness, changing the brightness of
the screen into any one brightness of the screen matching
to the counted time among set at least two or more bright-
ness of the screen, and, when the counted time exceeds
a set time, changing the brightness of the screen into the
first brightness.
[0026] In accordance with a further aspect of the
present disclosure, an operation method of an electronic
device is provided. The method includes determining if
a measured surrounding brightness is sensed as being
equal to or greater than a set brightness, and measuring
at least one of a variation of a set part and a variation of
a set pressure according to the sensed surrounding
brightness, and changing a brightness of a screen having
been displayed at a first brightness, into a second bright-
ness.
[0027] The method may further include displaying the
screen at the first brightness.
[0028] The first brightness may be a set default bright-
ness.
[0029] The second brightness may be a set darkest
brightness.

[0030] The method may further include measuring the
surrounding brightness.
[0031] The measuring of the at least one of the varia-
tion of the set part and the variation of the set pressure
according to the sensed surrounding brightness, and the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the sensed surrounding brightness
is sensed as being equal to or greater than the set bright-
ness, driving a camera module to capture an image in a
set direction, if the set part is included in the captured
image, analyzing the variation of the set part, and, if the
analyzed variation of the set part is determined as being
equal to or greater than a set variation, changing the
brightness of the screen having been displayed at the
first brightness, into the second brightness.
[0032] The measuring of the at least one of the varia-
tion of the set part and the variation of the set pressure
according to the sensed surrounding brightness, and the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the sensed surrounding brightness
is not sensed as being equal to or greater than the set
brightness, determining whether displayed contents are
being scrolled, if the contents are being scrolled, detect-
ing a movement speed of the contents being scrolled, if
the detected movement speed is determined as being
equal to or greater than a set speed, driving a camera
module to capture an image in a set direction, if the set
part is included in the captured image, analyzing the var-
iation of the set part, and, if the analyzed variation of the
set part is determined as being equal to or greater than
a set variation, changing the brightness of the screen
having been displayed at the first brightness, into the
second brightness.
[0033] The measuring of the at least one of the varia-
tion of the set part and the variation of the set pressure
according to the sensed surrounding brightness, and the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the sensed surrounding brightness
is sensed as being equal to or greater than the set bright-
ness, sensing a variation of pressure with at least one
sensor provided in a set portion, and, if the sensed var-
iation of pressure is equal to or is greater than a set var-
iation, changing the brightness of the screen having been
displayed at the first brightness, into the second bright-
ness.
[0034] The measuring at least one of the variation of
the set part and the variation of the set pressure accord-
ing to the sensed surrounding brightness, and the chang-
ing of the brightness of the screen having been displayed
at the first brightness into the second brightness may
include, if the sensed surrounding brightness is not
sensed as being equal to or greater than the set bright-
ness, determining if displayed contents are being
scrolled, if the displayed contents are being scrolled,
sensing a variation of pressure with at least one sensor
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provided in a set portion, and, if the sensed variation of
pressure is equal to or is greater than a set variation,
changing the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
[0035] The measuring of the at least one of the varia-
tion of the set part and the variation of the set pressure
according to the sensed surrounding brightness, and the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the sensed surrounding brightness
is sensed as being equal to or greater than the set bright-
ness, driving a camera module to capture an image in a
set direction, if the set part is not included in the captured
image, determining whether at least one grip sensor pro-
vided in a set portion senses the variation of the set pres-
sure, and, if the at least one grip sensor senses the var-
iation of the set pressure, changing the brightness of the
screen having been displayed at the first brightness, into
the second brightness.
[0036] The measuring of the at least one of the varia-
tion of the set part and the variation of the set pressure
according to the sensed surrounding brightness, and the
changing of the brightness of the screen having been
displayed at the first brightness into the second bright-
ness may include, if the sensed surrounding brightness
is not sensed as being equal to or greater than the set
brightness, determining if displayed contents are being
scrolled, if the contents are being scrolled, detecting a
movement speed of the contents being scrolled, if the
detected movement speed is determined as being equal
to or greater than a set speed, driving a camera module
to capture an image in a set direction, if the set part is
not included in the captured image, determining whether
at least one grip sensor provided in a set portion senses
the variation of the set pressure, and, if the at least one
grip sensor senses the variation of the set pressure,
changing the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
[0037] The set part may be at least one part of a pupil
of a human, eyebrows, and a distance between the eye-
brows.
[0038] The method may further include counting time
from a time when the brightness of the screen is changed
into the second brightness, changing the brightness of
the screen into any one brightness of the screen matching
to the counted time among set at least two or more bright-
ness of the screen, and, when the counted time exceeds
a set time, changing the brightness of the screen into the
first brightness.
[0039] The method may further include sensing the
changing movement speed of the contents being
scrolled, identifying that the sensed movement speed of
the contents corresponds to any one speed level among
set at least two or more speed levels, changing the bright-
ness of the screen into any one brightness of the screen
matching to the identified speed level among set at least
two or more brightness of the screen, and, when a scroll-
ing status of the contents is a stop status, changing the

brightness of the screen into the first brightness.
[0040] In accordance with yet another aspect of the
present disclosure, an electronic device includes a proc-
essor unit and a memory. The processor unit is config-
ured to detect a movement speed of contents being
scrolled and, if the detected movement speed is deter-
mined as being equal to or greater than a set speed, to
change the brightness of the screen having been dis-
played at a first brightness, into a second brightness, and
changes a brightness of a screen from the second bright-
ness to the first brightness according to a changing move-
ment speed of the contents being scrolled. The memory
configured to store data controlled in the processor unit.
[0041] The processor unit may be configured to sense
that the contents being displayed at the first brightness
are being scrolled.
[0042] The first brightness may be a set default bright-
ness.
[0043] The second brightness may be a set darkest
brightness.
[0044] The device may further include a camera mod-
ule configured to, if the detected movement speed is de-
termined as being equal to or greater than the set speed,
capture an image in a set direction. If a set part is included
in the captured image, the processor unit may be config-
ured to analyze a variation of the set part. If the analyzed
variation of the set part is determined as being equal to
or greater than a set variation, the processor unit may be
configured to change the brightness of the screen having
been displayed at the first brightness, into the second
brightness.
[0045] The device may further include a camera mod-
ule configured to, if the detected movement speed is de-
termined as being equal to or greater than the set speed,
capturing an image in a set direction. If a set part is not
included in the captured image, the processor unit may
be configured to determine if at least one grip sensor
provided in a set portion senses a variation of a set pres-
sure. If the at least one grip sensor senses the variation
of the set pressure, the processor unit may be configured
to change the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
[0046] The set part may be at least one part of a pupil
of a human, eyebrows, and a distance between the eye-
brows.
[0047] The processor unit may be configured to sense
the changing movement speed of the contents being
scrolled, to identify that the sensed movement speed of
the contents corresponds to any one speed level among
set at least two or more speed levels, to change the bright-
ness of the screen into any one brightness of the screen
matching to the identified speed level among the set at
least two or more brightness of the screen and, when a
scrolling status of the contents is a stop status, to change
the brightness of the screen into the first brightness.
[0048] In accordance with still another aspect of the
present disclosure, an electronic device includes a sen-
sor unit and a processor unit. The sensor unit senses a
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variation of pressure with at least one sensor provided
in a set portion. If the sensed variation of pressure is
equal to or is greater than a set variation, the processor
unit changes the brightness of the screen having been
displayed at a first brightness, into a second brightness.
[0049] The device may further include displaying the
screen at the first brightness.
[0050] The first brightness may be a set default bright-
ness.
[0051] The second brightness may be a set darkest
brightness.
[0052] The sensor may be a grip sensor.
[0053] The processor unit may be configured to count
time from the time when the brightness of the screen is
changed into the second brightness, to change the bright-
ness of the screen into any one brightness of the screen
matching to the counted time among set at least two or
more brightness of the screen and, when the counted
time exceeds a set time, to change the brightness of the
screen into the first brightness.
[0054] In accordance with still another aspect of the
present disclosure, an electronic device includes a sen-
sor unit and a processor unit. The sensor unit is config-
ured to determine if a measured surrounding brightness
is sensed as being equal to or greater than a set bright-
ness. The processor unit is configured to measure at least
one of a variation of a set part and a variation of a set
pressure according to the sensed surrounding bright-
ness, and to change a brightness of a screen having been
displayed at a first brightness, into a second brightness.
[0055] The processor unit may be configured to display
the screen at the first brightness.
[0056] The first brightness may be a set default bright-
ness.
[0057] The second brightness may be a set darkest
brightness.
[0058] The sensor unit may be configured to measure
the surrounding brightness.
[0059] The device may further include a camera mod-
ule configured to, if the sensed surrounding brightness
is sensed as being equal to or greater than the set bright-
ness, capture an image in a set direction. If the set part
is included in the captured image, the processor unit may
be configured to analyze the variation of the set part. If
the analyzed variation of the set part is determined as
being equal to or greater than a set variation, the proc-
essor unit may be configured to change the brightness
of the screen having been displayed at the first bright-
ness, into the second brightness.
[0060] If the sensed surrounding brightness is not
sensed as being equal to or greater than the set bright-
ness, the processor unit may be configured to determine
whether displayed contents are being scrolled. If the con-
tents are being scrolled, the processor unit may be con-
figured to detect a movement speed of the contents being
scrolled. The device may further include a camera mod-
ule configured to, if the detected movement speed is de-
termined as being equal to or greater than a set speed,

capture an image in a set direction. If the set part is in-
cluded in the captured image, the processor unit may be
configured to analyze the variation of the set part. If the
analyzed variation of the set part is determined as being
equal to or greater than a set variation, the processor
unit may be configured to change the brightness of the
screen having been displayed at the first brightness, into
the second brightness.
[0061] If the sensed surrounding brightness is sensed
as being equal to or greater than the set brightness, the
sensor unit may be configured to sense a variation of
pressure with at least one sensor provided in a set por-
tion. If the sensed variation of pressure is equal to or is
greater than a set variation, the processor unit may be
configured to change the brightness of the screen having
been displayed at the first brightness, into the second
brightness.
[0062] If the sensed surrounding brightness is not
sensed as being equal to or greater than the set bright-
ness, the processor unit may be configured to determine
if displayed contents are being scrolled. If the sensed
variation of pressure is equal to or is greater than a set
variation, the processor unit may be configured to change
the brightness of the screen having been displayed at
the first brightness, into the second brightness. If the dis-
played contents are being scrolled, the sensor unit may
be configured to sense a variation of pressure with at
least one sensor provided in a set portion.
[0063] The device may further include a camera mod-
ule configured to, if the sensed surrounding brightness
is sensed as being equal to or greater than the set bright-
ness, capture an image in a set direction. If the set part
is not included in the captured image, the processor unit
may be configured to determine if at least one grip sensor
provided in a set portion senses the variation of the set
pressure. If the at least one grip sensor senses the var-
iation of the set pressure, the processor unit may be con-
figured to change the brightness of the screen having
been displayed at the first brightness, into the second
brightness.
[0064] The device may further include a camera mod-
ule configured to, if the detected movement speed is de-
termined as being equal to or greater than a set speed,
capture an image in a set direction. If the sensed sur-
rounding brightness is not sensed as being equal to or
greater than the set brightness, the processor unit may
be configured to determine if displayed contents are be-
ing scrolled. If the contents are being scrolled, the proc-
essor unit may be configured to detect a movement
speed of the contents being scrolled. If the set part is not
included in the captured image, the processor unit may
be configured to determine if at least one grip sensor
provided in a set portion senses the variation of the set
pressure. If the at least one grip sensor senses the var-
iation of the set pressure, the processor unit may be con-
figured to change the brightness of the screen having
been displayed at the first brightness, into the second
brightness.
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[0065] The set part may be at least one part of a pupil
of a human, eyebrows, and a distance between the eye-
brows.
[0066] The processor unit may be configured to count
time from the time when the brightness of the screen is
changed into the second brightness, to change the bright-
ness of the screen into any one brightness of the screen
matching to the counted time among set at least two or
more brightness of the screen and, when the counted
time exceeds a set time, to change the brightness of the
screen into the first brightness.
[0067] The processor unit may be configured to sense
the changing movement speed of the contents being
scrolled, to identify that the sensed movement speed of
the contents corresponds to any one speed level among
set at least two or more speed levels, to change the bright-
ness of the screen into any one brightness of the screen
matching to the identified speed level among the set at
least two or more brightness of the screen, and, when a
scrolling status of the contents is a stop status, to change
the brightness of the screen into the first brightness.
[0068] Other aspects, advantages, and salient fea-
tures of the disclosure will become apparent to those
skilled in the art from the following detailed description,
which, taken in conjunction with the annexed drawings,
discloses various embodiments of the present disclo-
sure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0069] The above and other aspects, features, and ad-
vantages of certain embodiments of the present disclo-
sure will be more apparent from the following description
taken in conjunction with the accompanying drawings, in
which:

FIGS. 1A, 1B, 1C, and 1D are diagrams illustrating
an embodiment of automatically adjusting a bright-
ness of a screen by detecting a movement speed of
at least one content being scrolled on a touch screen
of an electronic device according to an embodiment
of the present disclosure;
FIGS. 2A, 2B, 2C, and 2D are diagrams illustrating
an embodiment of automatically adjusting a bright-
ness of a screen by driving a camera module accord-
ing to an embodiment of the present disclosure;
FIGS. 3A, 3B, and 3C are diagrams illustrating an
embodiment of determining a variation of a set part
according to an embodiment of the present disclo-
sure;
FIGS. 4A and 4B are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of
a screen by using a grip sensor according to an em-
bodiment of the present disclosure;
FIGS. 5A, 5B, 5C, and 5D are diagrams illustrating
an embodiment of automatically adjusting a bright-
ness of a screen by using a camera module and a
grip sensor according to an embodiment of the

present disclosure;
FIGS. 6A, 6B, 6C, and 6D are diagrams illustrating
an embodiment of automatically adjusting a bright-
ness of a screen by using an illumination sensor and
a camera module according to an embodiment of
the present disclosure;
FIGS. 7A, 7B, 7C, and 7D are diagrams illustrating
an embodiment of automatically adjusting a bright-
ness of a screen by using an illumination sensor and
a grip sensor according to an embodiment of the
present disclosure;
FIGS. 8A, 8B, 8C, 8D, and 8E are diagrams illustrat-
ing an embodiment of automatically adjusting a
brightness of a screen by using an illumination sen-
sor, a camera module, and a grip sensor according
to an embodiment of the present disclosure;
FIG. 9 is a flowchart illustrating a procedure of auto-
matically adjusting a brightness of a screen in an
electronic device according to an embodiment of the
present disclosure;
FIG. 10 is a flowchart illustrating a procedure of au-
tomatically adjusting a brightness of a screen by us-
ing a camera module according to an embodiment
of the present disclosure;
FIG. 11 is a flowchart illustrating an embodiment of
automatically changing a brightness of a screen by
using a grip sensor according to an embodiment of
the present disclosure;
FIG. 12 is a flowchart illustrating a procedure of au-
tomatically changing a brightness of a screen by us-
ing a camera module and a grip sensor according to
an embodiment of the present disclosure;
FIG. 13 is a flowchart illustrating an embodiment of
automatically adjusting a brightness of a screen by
using an illumination sensor and a camera module
according to an embodiment of the present disclo-
sure;
FIG. 14 is a flowchart illustrating a procedure of au-
tomatically adjusting a brightness of a screen by us-
ing an illumination sensor and a grip sensor accord-
ing to an embodiment of the present disclosure;
FIG. 15 is a flowchart illustrating a procedure of au-
tomatically adjusting a brightness of a screen by us-
ing an illumination sensor, a camera module, and a
grip sensor according to an embodiment of the
present disclosure;
FIG. 16A is a flowchart illustrating a method of an
electronic device automatically adjusting a bright-
ness of a screen according to an embodiment of the
present disclosure;
FIG. 16B is a diagram illustrating an electronic device
for automatically adjusting a brightness of a screen
according to an embodiment of the present disclo-
sure;
FIG. 17A is a flowchart illustrating a method of an
electronic device automatically adjusting a bright-
ness of a screen by using a grip sensor according
to an embodiment of the present disclosure;
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FIG. 17B is a diagram illustrating an electronic device
for automatically adjusting a brightness of a screen
by using a grip sensor according to an embodiment
of the present disclosure;
FIG. 18A is a flowchart illustrating a method of an
electronic device automatically adjusting a bright-
ness of a screen by using an illumination sensor, a
camera module, and a grip sensor according to an
embodiment of the present disclosure;
FIG. 18B is a diagram illustrating an electronic device
for automatically adjusting a brightness of a screen
by using an illumination sensor, a camera module,
and a grip sensor according to an embodiment of
the present disclosure; and
FIG. 19 is a block diagram illustrating a construction
of an electronic device according to an embodiment
of the present disclosure.

[0070] Throughout the drawings, it should be noted
that like reference numbers are used to depict the same
or similar elements, features, and structures.

DETAILED DESCRIPTION

[0071] The following description with reference to the
accompanying drawings is provided to assist in a com-
prehensive understanding of various embodiments of the
present disclosure as defined by the claims and their
equivalents. It includes various specific details to assist
in that understanding but these are to be regarded as
merely exemplary. Accordingly, those of ordinary skill in
the art will recognize that various changes and modifica-
tions of the embodiments described herein can be made
without departing from the scope and spirit of the present
disclosure. In addition, descriptions of well-known func-
tions and constructions may be omitted for clarity and
conciseness.
[0072] The terms and words used in the following de-
scription and claims are not limited to the bibliographical
meanings, but, are merely used by the inventor to enable
a clear and consistent understanding of the present dis-
closure. Accordingly, it should be apparent to those
skilled in the art that the following description of various
embodiments of the present disclosure is provided for
illustration purpose only and not for the purpose of limiting
the present disclosure as defined by the appended claims
and their equivalents.
[0073] It is to be understood that the singular forms "a,"
"an," and "the" include plural referents unless the context
clearly dictates otherwise. Thus, for example, reference
to "a component surface" includes reference to one or
more of such surfaces.
[0074] FIGS. 1A to 1D are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by detecting a movement speed of at least one
content being scrolled on a touch screen of an electronic
device according to an embodiment of the present dis-
closure.

[0075] First, as illustrated in FIG. 1A, the electronic de-
vice can sense that at least one content being displayed
at a first brightness is being scrolled. Here, the first bright-
ness can be defined as a set default brightness. In detail,
the electronic device can sense that the at least one con-
tent being displayed on a touch screen at the first bright-
ness being the set default brightness is being scrolled.
For example, "content A" and "content B" have been dis-
played on the touch screen of the electronic device, and
the electronic device can sense a motion of scrolling up
so as to display contents that are currently unseen on
the touch screen because being located at the lower side
of the touch screen of the electronic device. After that,
as illustrated in FIG. 1B, the electronic device can detect
a movement speed of the contents being scrolled and
concurrently, sequentially display at least one content
that is currently unseen on the touch screen because
being located at the lower side of the touch screen of the
electronic device. For example, if the electronic device
senses the motion of scrolling up, the electronic device
can display on the touch screen "content C", "content D",
etc. being at least one content that is currently unseen
on the touch screen because being located at the lower
side of the touch screen of the electronic device.
[0076] Next, as illustrated in FIG. 1C, the electronic
device can detect the movement speed of the contents
being scrolled, and give a dimming effect to the bright-
ness of the screen. In detail, the electronic device can
detect the movement speed of the contents being
scrolled and, if the detected movement speed is deter-
mined as being equal to or greater than a set speed, the
electronic device can change the brightness of the screen
having been displayed at a first brightness, into a second
brightness. Here, the second brightness can be defined
as the set darkest brightness. That is, the electronic de-
vice can detect the movement speed of the contents be-
ing scrolled and, if the detected movement speed is de-
termined as being equal to or greater than the set speed,
the electronic device can adjust the brightness of the
screen to the set lowest brightness. For example, as-
sume that "brightness A" denotes the second brightness
set as the lowest brightness in the electronic device, and
"brightness B" denotes brightness set as a higher bright-
ness, and "brightness C" denotes the first brightness be-
ing a default brightness set as a much higher brightness.
Also, assume that "V3" denotes the set speed for giving
the dimming effect to the brightness of the screen in the
electronic device. Also, assume that, while displaying at
least one content at the originally set default brightness
"brightness C", the electronic device senses that the dis-
played content is being scrolled. In the aforementioned
assumption, if the movement speed of the contents being
scrolled is detected equal to or greater than the set speed
"V3" in the electronic device, the electronic device can
automatically adjust the brightness of the screen to the
set lowest brightness "brightness A". In detail, if the
movement speed of the content being scrolled is detect-
ed equal to or greater than the set speed in the electronic
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device, the electronic device can automatically adjust the
brightness of the screen from the first brightness being
the originally set default brightness to the second bright-
ness being the set lowest brightness. Accordingly, there
is an advantage of reducing the occurrence of eyestrain
caused by a color of at least one content when the user
opens at least one content of different color and size
scrolled and moved on the touch screen of the electronic
device. That is, if the electronic device senses that at
least one content being displayed is being scrolled at a
set speed or more while displaying the screen at the first
brightness being the set default brightness, the electronic
device can automatically adjust the brightness of the
screen to the second brightness being the set lowest
brightness.
[0077] After that, as illustrated in FIG. 1D, the electron-
ic device can change the brightness of the screen from
the second brightness to the first brightness according
to the changing movement speed of the contents being
scrolled. First, the electronic device can detect the chang-
ing movement speed of the contents being scrolled, and
identify that the detected movement speed of the con-
tents corresponds to any one speed level among set at
least two or more speed levels. For example, assume
that "brightness A" denotes the second brightness set as
the lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving the dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that a first speed level corresponding to
"brightness C" is set to a movement speed of contents
between 0 and V1, and a second speed level correspond-
ing to "brightness B" is set to a movement speed of con-
tents between V1 and V2, and a third speed level corre-
sponding to "brightness A" is set to a movement speed
of contents of V2 or more. In the aforementioned assump-
tion, the electronic device can detect the changing move-
ment speed of the contents being scrolled, and identify
that the detected movement speed of the contents cor-
responds to the third speed level.
[0078] Next, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time
goes. In the aforementioned example, the electronic de-
vice can identify that the initially detected movement
speed of contents corresponds to the third speed level,
and change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third

speed level. Next, the electronic device can identify that
a movement speed of contents detected after the lapse
of a predetermined time corresponds to the second
speed level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content E" and "content
F". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. That is, if at least one content is being
scrolled at the set speed or more, the electronic device
can adjust the brightness of the screen to the set lowest
brightness and then, change the brightness of the screen
into any one brightness of the screen matching to the
identified speed level among the set at least two or more
brightness of the screen. Accordingly, there is an advan-
tage that the electronic device can automatically adjust
the brightness of the screen according to a scrolling
speed of contents displayed on the touch screen, reduc-
ing user’s eyestrain.
[0079] Also, an opacity filter may be provided in the
electronic device of the present disclosure and give a
blur effect of preventing user’s dazzling. In detail, if a
movement speed of at least one content being scrolled
on the touch screen of the electronic device is determined
as being equal to or greater than a set speed, the elec-
tronic device can stepwise adjust the transparency of the
touch screen by using the opacity filter provided in the
electronic device. For example, assume that "V2" de-
notes a set speed for stepwise adjusting the transparency
of the touch screen of the electronic device by using the
opacity filter provided in the electronic device. Also, as-
sume that, while displaying at least one content at an
originally set default transparency "transparency C", the
electronic device senses that the displayed content is
being scrolled at the set speed "V2" or more. In the afore-
mentioned assumption, the electronic device can sense
that at least one content being displayed is being scrolled
at the set speed "V2" or more, and adjust the transpar-
ency of the at least one content being scrolled to the
lowest transparency "transparency 0". Next, the electron-
ic device can stepwise increase the transparency of the
at least one content being scrolled on the touch screen
of the electronic device, and adjust it to the original trans-
parency "transparency C". In conclusion, the electronic
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device of the present disclosure can give the blur effect
for preventing the user’s dazzling, by providing the opac-
ity filter in the electronic device.
[0080] FIGS. 2A to 2D are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by driving a camera module according to an em-
bodiment of the present disclosure.
[0081] First, as illustrated in FIG. 2A, the electronic de-
vice can sense that at least one content being displayed
at a first brightness is being scrolled. In detail, the elec-
tronic device can sense that the at least one content being
displayed on a touch screen at the first brightness being
a set default brightness is being scrolled. For example,
"content A" and "content B" have been displayed on the
touch screen of the electronic device, and the electronic
device can sense a motion of scrolling up so as to display
contents that are currently unseen on the touch screen
because being located at the lower side of the touch
screen of the electronic device. After that, the electronic
device can detect a movement speed of the contents
being scrolled and concurrently, sequentially display at
least one content that is currently unseen on the touch
screen because being located at the lower side of the
touch screen of the electronic device. For example, if the
electronic device senses the motion of scrolling up, the
electronic device can display on the touch screen "con-
tent C", "content D", etc. being at least one content that
is currently unseen on the touch screen because being
located at the lower side of the touch screen of the elec-
tronic device.
[0082] After that, as illustrated in FIG. 2B, the electronic
device can detect the movement speed of the contents
being scrolled, and change the brightness of the screen
having been displayed at the first brightness, into a sec-
ond brightness according to the detected movement
speed. First, if the detected movement speed of contents
being scrolled is determined as being equal to or greater
than a set speed in the electronic device, the electronic
device can drive a camera module to capture an image
in a set direction. In detail, the electronic device can de-
tect a movement speed of at least one content being
scrolled and, if the detected movement speed is deter-
mined as being equal to or greater than the set speed,
the electronic device can drive the camera module to
capture an image in the set direction. For example, as-
sume that the set movement speed is equal to "V2", and
the set direction is a front portion of the electronic device.
In the aforementioned assumption, if a movement speed
of "content C" and "content D" being scrolled is detected
equal to or greater than the set speed "V2" in the elec-
tronic device, the electronic device can capture an image
with the front being the set direction.
[0083] As illustrated in FIG. 2C, if a set part is included
in a front image captured by the electronic device, the
electronic device can analyze a variation of the set part
and, if the analyzed variation of the set part is determined
as being equal to or greater than a set variation, the elec-
tronic device can change the brightness of the screen

having been displayed at the first brightness, into the
second brightness. Here, the set part can be at least one
part among the pupil of a human, eyebrows, and a dis-
tance between the eyebrows. In detail, if it is determined
that at least one part among the set parts, which are the
pupil of a human, the eyebrows, and the distance be-
tween the eyebrows, is included in the captured image
as the result of capturing the image in the set direction
in the electronic device, the electronic device can analyze
the variation of the set part. If the variation of the set part
is determined as being equal to or greater than the set
variation, the electronic device can change the bright-
ness of the screen from the first brightness being the
original default brightness to the second brightness being
the set lowest brightness. Accordingly, there is an ad-
vantage of reducing the occurrence of eyestrain caused
by a color of at least one content when the user opens
at least one content of different color and size scrolled
and moved on the touch screen of the electronic device.
[0084] After that, as illustrated in FIG. 2D, the electron-
ic device can change the brightness of the screen from
the second brightness to the first brightness according
to the changing movement speed of the contents being
scrolled. First, the electronic device can sense the chang-
ing movement speed of the contents being scrolled, and
identify that the sensed movement speed of the contents
corresponds to any one speed level among set at least
two or more speed levels. For example, assume that
"brightness A" denotes the second brightness set as the
lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving a dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that the result of capturing an image in the
set direction in the electronic device is that the set part
is included in the captured image, and the result of ana-
lyzing the variation of the set part is that the variation of
the set part is determined as being equal to or greater
than the set variation. Also, assume that a first speed
level corresponding to "brightness C" is set to a move-
ment speed of contents between 0 and V1, and a second
speed level corresponding to "brightness B" is set to a
movement speed of contents between V1 and V2, and
a third speed level corresponding to "brightness A" is set
to a movement speed of contents of V2 or more. In the
aforementioned assumption, the electronic device can
sense the changing movement speed of the contents be-
ing scrolled, and identify that the sensed movement
speed of the contents corresponds to the third speed
level.
[0085] Next, the electronic device can change the
brightness of the screen into any one brightness of the
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screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time
goes. In the aforementioned example, the electronic de-
vice can identify that the initially sensed movement speed
of contents corresponds to the third speed level, and
change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third
speed level. Next, the electronic device can identify that
a movement speed of contents sensed after the lapse of
a predetermined time corresponds to the second speed
level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content E" and "content
F". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness.
[0086] FIGS. 3A to 3C are diagrams illustrating an em-
bodiment of determining a variation of a set part accord-
ing to an embodiment of the present disclosure. Here,
the set part can be at least one part among the pupil of
a human, eyebrows, and a distance between the eye-
brows. First, when a camera module is set to operate in
an electronic device, the electronic device can capture
an image in a set direction if the electronic device senses
that at least one content being scrolled is being scrolled
at a set speed or more. For example, assume that the
set movement speed is equal to "V2", and the set direc-
tion is a front portion of the electronic device. In the afore-
mentioned assumption, if a movement speed of "content
C" and "content D" being scrolled is detected equal to or
greater than the set speed "V2" in the electronic device,
the electronic device can capture an image in the front
being the set direction. After that, if it is determined that
the set part is included in the captured image in the elec-
tronic device, the electronic device can determine wheth-
er a variation of the set part is equal to or is greater than
a set variation.
[0087] FIG. 3A is a diagram illustrating an embodiment
of a variation of the pupil of a human being one of the set
parts according to an embodiment of the present disclo-
sure. First, a user using an electronic device can capture

an image of the pupil of a human of normal times and
then, store the captured image in the electronic device
and store the captured image into database. In detail,
the reason of capturing an image and storing the pupil
of a human of normal times in the electronic device is for
determining whether a variation of the pupil of a human
varying according to the brightness of the screen is equal
to or is greater than the set variation. That is, if a move-
ment speed of at least one content being scrolled is de-
tected equal to or greater than a set speed in the elec-
tronic device, the electronic device can capture an image
in a set direction and determine whether the variation of
the pupil being a set part included in the captured image
is equal to or is greater than the set variation. This is for
determining whether the user is feeling his/her eyestrain
by means of a variation of a size of the pupil in the elec-
tronic device, because the size of the pupil can increase
when the surrounding brightness is suddenly changed
brighter. For example, if the pupil of the user being one
of the set parts is included in the image captured by the
electronic device, the electronic device can compare a
size of the pupil of the user in the captured image with a
stored size 301 of the pupil of the user of normal times.
If the size of the pupil of the user in the captured image
is determined as being equal to or greater than a set size
302 of the pupil in the electronic device, the electronic
device can identify that the variation of the pupil being
the set part is equal to or is greater than the set variation.
[0088] FIG. 3B is a diagram illustrating an embodiment
of a variation of eyebrows of a human being one of the
set parts according to an embodiment of the present dis-
closure. First, a user using an electronic device can cap-
ture an image of the eyebrows of a human of normal
times and then, store the captured image in the electronic
device and store the captured image into database. In
detail, the reason for capture an image and storing the
captured image of the eyebrows of a human of normal
times in the electronic device is for determining whether
a variation of the eyebrows of a human varying according
to the brightness of the screen is equal to or is greater
than a set variation. That is, if a movement speed of at
least one content being scrolled is detected equal to or
greater than a set speed in the electronic device, the
electronic device can capture an image in a set direction
and determine whether the variation of the eyebrows be-
ing a set part included in the captured image is equal to
or is greater than the set variation. This is for determining
whether the user is feeling his/her eyestrain by means
of a variation of positions of the eyebrows in the electronic
device, because the positions of the eyebrows can vary
when the surrounding brightness is suddenly changed
brighter. For example, if the eyebrows of the user being
one of the set parts are included in the image captured
by the electronic device, the electronic device can com-
pare the positions of the eyebrows of the user in the cap-
tured image with stored positions 303 of the eyebrows
of the user of normal times. If the positions of the eye-
brows of the user in the captured image are varied equal
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to or greater than set positions 304 and 305 of the eye-
brows in the electronic device, the electronic device can
identify that the variation of the eyebrows being the set
part is equal to or is greater than the set variation.
[0089] FIG. 3C is a diagram illustrating an embodiment
of a variation of a distance between eyebrows of a human
being one of the set parts according to an embodiment
of the present disclosure. First, a user using an electronic
device can capture an image of the distance between
the eyebrows of the user of normal times and then, store
the captured image in the electronic device and store the
captured image into database. In detail, the reason for
capturing an image and storing the captured image of
the distance between the eyebrows of the user of normal
times in the electronic device is for determining whether
the variation of the distance between the eyebrows of
the user varying according to the brightness of the screen
is equal to or is greater than a set variation. That is, if a
movement speed of at least one content being scrolled
is detected equal to or greater than a set speed in the
electronic device, the electronic device can capture an
image in a set direction and determine whether the var-
iation of the distance between the eyebrows being a set
part included in the captured image is equal to or is great-
er than the set variation. This is for determining whether
the user is feeling his/her eyestrain by means of the var-
iation of the distance between the eyebrows, because
the distance between the eyebrows of a human can get
shorter than the normal times when the surrounding
brightness is suddenly changed brighter. For example,
if the distance between the eyebrows of the user being
one of the set parts is included in the image captured by
the electronic device, the electronic device can compare
the distance between the eyebrows of the user in the
captured image with a stored distance (d) 306 between
the eyebrows of the user of normal times. If the distance
in the captured image between the eyebrows of the user
is varied shorter than a set distance (d’) 307 between the
eyebrows in the electronic device, the electronic device
can identify that the variation of the distance between the
eyebrows being the set part is equal to or is greater than
the set variation.
[0090] FIGS. 4A and 4B are diagrams illustrating an
embodiment of automatically adjusting a brightness of a
screen by using a grip sensor according to an embodi-
ment of the present disclosure.
[0091] First, an electronic device can display a screen
at a first brightness. Here, the first brightness can be a
set default brightness. In detail, the electronic device can
display the screen at the first brightness being the set
default brightness. After that, when the electronic device
senses a variation of pressure with at least one sensor
provided in a set portion, if the sensed variation of pres-
sure is equal to or is greater than a set variation, the
electronic device can change the brightness of the screen
having been displayed at the first brightness, into a sec-
ond brightness. Here, the at least one sensor provided
in the set portion can be a grip sensor, and the second

brightness can be the set darkest brightness. In detail, if
the variation of pressure sensed in the at least one grip
sensor provided in the set portion is equal to or is greater
than the set variation, the electronic device can change
the brightness of the screen having been displayed at
the first brightness being the set default brightness, into
the second brightness being the set darkest brightness.
[0092] As illustrated in FIG. 4A and FIG. 4B, if the grip
sensors provided in left and right portions of the electronic
device sense the variation of pressure equal to or greater
than the set variation, the electronic device can change
the brightness of the screen from a manually set default
brightness to the set darkest brightness. For example,
assume that the user makes a motion of scrolling the
screen up or down in order to open a portion that is not
currently displayed on a touch screen but is located at
the lower side or upper side of contents. In the aforemen-
tioned assumption, if the user feels eyestrain due to at
least one content being scrolled, he/she can apply more
pressure than the first and makes a motion of gripping
the electronic device such that the grip sensors provided
at the left side and right side of the electronic device can
sense the variation of pressure equal to or greater than
the set variation. That is, as illustrated in FIG. 4A, if the
electronic device senses the variation of pressure equal
to or greater than the set variation from the grip sensors,
the electronic device can change the brightness of the
screen from the set default brightness to the set darkest
brightness.
[0093] Alternately, in the aforementioned assumption,
if the user feels eyestrain due to at least one content
being scrolled, he/she can make a motion of releasing
gripping of the electronic device at the left side and right
side such that the grip sensors provided at the left side
and right side of the electronic device can sense the var-
iation of pressure equal to or greater than the set varia-
tion. That is, as illustrated in FIG. 4B, if the grip sensor
senses the variation of pressure equal to or greater than
the set variation, the electronic device can change the
brightness of the screen from the set default brightness
to the set darkest brightness. That is, in this embodiment,
the brightness of the screen of the electronic device is
manually changed, but there is an advantage of being
capable of reflecting instant user’s eyestrain without us-
ing other sensors or modules. Here, the grip sensors may
be provided at the left side and right side of the electronic
device, or may be provided at the upper side and lower
side of the electronic device as well. Accordingly, even
when the electronic device is not only gripped vertically
but also is gripped horizontally, the electronic device can
sense the variation of pressure. Also, this embodiment
can be applied anytime if the user feels eyestrain due to
contents being displayed on the touch screen of the elec-
tronic device or due to a change of the surrounding bright-
ness, etc., irrespective of whether or not the screen is
being scrolled in the electronic device.
[0094] Next, the electronic device can count time from
the time when the brightness of the screen is changed
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into the second brightness, and change the brightness
of the screen into any one brightness of the screen match-
ing to the counted time among set at least two or more
brightness of the screen. In detail, the electronic device
can count time from the time when the brightness of the
screen is changed into the set darkest brightness, and
gradually change the brightness of the screen into any
one brightness of the screen matching to the counted
time among the set at least two or more brightness of the
screen. For example, assume that the electronic device
senses equal to or greater than a variation of a set pres-
sure from the grip sensor, and changes the brightness
of the screen into the set darkest brightness. Also, as-
sume that "brightness A" is set as the brightness of the
screen to a period of time of 0 second to 5 seconds, and
"brightness B" is set as the brightness of the screen to a
period of time of 6 seconds to 10 seconds, and "bright-
ness C" is set as the brightness of the screen to a period
of time of 11 seconds to 15 seconds. In the aforemen-
tioned assumption, the electronic device can start count-
ing time after changing the brightness of the screen into
the darkest brightness "brightness A". After that, if the
time counted in the electronic device is between 0 second
and 5 seconds, the electronic device can continuously
maintain the changed brightness of the screen as "bright-
ness A". Unlike this, if the time counted in the electronic
device is between 6 seconds and 10 seconds, the elec-
tronic device can change the changed brightness of the
screen from "brightness A" to "brightness B". Continu-
ously, if the time counted in the electronic device exceeds
11 seconds, the electronic device can change the bright-
ness of the screen into the originally set default bright-
ness "brightness C". That is, if it is determined that the
time counted in the electronic device exceeds 11 sec-
onds being a set time, the electronic device can change
the brightness of the screen into the originally set default
brightness "brightness C".
[0095] FIGS. 5A to 5D are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by using a camera module and a grip sensor ac-
cording to an embodiment of the present disclosure.
[0096] First, as illustrated in FIG. 5A, the electronic de-
vice can sense that at least one content being displayed
at a first brightness is being scrolled. In detail, the elec-
tronic device can sense that the at least one content being
displayed on a touch screen at the first brightness being
a set default brightness is being scrolled. For example,
"content A" and "content B" have been displayed on the
touch screen of the electronic device, and the electronic
device can sense a motion of scrolling up so as to display
contents that are currently unseen on the touch screen
because being located at the lower side of the touch
screen of the electronic device. After that, the electronic
device can detect a movement speed of the contents
being scrolled and concurrently, sequentially display at
least one content that is currently unseen on the touch
screen because being located at the lower side of the
touch screen of the electronic device. For example, if the

electronic device senses the motion of scrolling up, the
electronic device can display on the touch screen "con-
tent C" that is currently unseen on the touch screen be-
cause being located at the lower side of the touch screen
of the electronic device.
[0097] After that, as illustrated in FIG. 5B, the electronic
device can detect the movement speed of the contents
being scrolled and, If the detected movement speed is
determined as being equal to or greater than a set speed,
the electronic device can drive a camera module to cap-
ture an image in a set direction. In detail, the electronic
device can detect the movement speed of the at least
one content being scrolled and, if the detected movement
speed of the at least one content is determined as being
equal to or greater than the set speed, the electronic de-
vice can drive the camera module to capture an image
in the set direction. For example, assume that the set
movement speed is equal to "V2", and the set direction
is a front portion of the electronic device. In the afore-
mentioned assumption, if a movement speed of "content
C" being scrolled is detected equal to or greater than the
set speed "V2" in the electronic device, the electronic
device can capture an image in the front being the set
direction. If a set part is not included in the image captured
by the electronic device, the electronic device can deter-
mine whether it senses a variation of a set pressure from
at least one grip sensor provided in a set portion.
[0098] As illustrated in FIG. 5C, if the variation of pres-
sure sensed in the electronic device is equal to or is great-
er than a set variation, the electronic device can change
the brightness of the screen having been displayed at
the first brightness, into a second brightness. In detail, if
the variation of pressure sensed in the at least one grip
sensor provided in the set portion is equal to or is greater
than the set variation, the electronic device can change
the brightness of the screen having been displayed at
the first brightness being the set default brightness, into
the second brightness being the set darkest brightness.
That is, there may be a case where, although an image
is captured in the set direction using the camera module
in the electronic device, the set part may not be included
in the image captured by the electronic device. If the user
feels eyestrain due to at least one content being scrolled,
he/she enables the grip sensors provided at the left side
and right side of the electronic device to sense the vari-
ation of pressure equal to or greater than the set variation,
thereby being capable of adjusting the brightness of the
screen.
[0099] After that, as illustrated in FIG. 5D, the electron-
ic device can change the brightness of the screen from
the second brightness to the first brightness according
to the changing movement speed of the contents being
scrolled. First, the electronic device can sense the chang-
ing movement speed of the contents being scrolled, and
identify that the sensed movement speed of the contents
corresponds to any one speed level among set at least
two or more speed levels. For example, assume that
"brightness A" denotes the second brightness set as the
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lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving a dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that the electronic device senses a varia-
tion of pressure equal to or greater than a set pressure
from the grip sensors provided at the left side and right
side of the electronic device. Also, assume that a first
speed level corresponding to "brightness C" is set to a
movement speed of contents between 0 and V1, and a
second speed level corresponding to "brightness B" is
set to a movement speed of contents between V1 and
V2, and a third speed level corresponding to "brightness
A" is set to a movement speed of contents of V2 or more.
In the aforementioned assumption, the electronic device
can sense the changing movement speed of the contents
being scrolled, and identify that the sensed movement
speed of the contents corresponds to the third speed
level.
[0100] Next, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time
goes. In the aforementioned example, the electronic de-
vice can identify that the initially sensed movement speed
of contents corresponds to the third speed level, and
change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third
speed level. Next, the electronic device can identify that
a movement speed of contents sensed after the lapse of
a predetermined time corresponds to the second speed
level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content D" and "content
E". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the

screen into the first brightness being the originally set
default brightness.
[0101] FIGS. 6A to 6D are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by using an illumination sensor and a camera
module according to an embodiment of the present dis-
closure.
[0102] First, as illustrated in FIG. 6A, in a state of dis-
playing a screen being scrolled at a first brightness, the
electronic device can measure the surrounding bright-
ness of the electronic device. In detail, in a state of dis-
playing the screen being scrolled at the first brightness
being a set default brightness, the electronic device can
determine if the surrounding brightness is sensed as be-
ing equal to or greater than a set brightness by using the
illumination sensor provided in the electronic device. For
example, in a state of scrolling "content A" and "content
B" on a touch screen, the electronic device can determine
whether the surrounding brightness is sensed as being
equal to or greater than the set brightness by using the
illumination sensor provided in the electronic device.
[0103] After that, as illustrated in FIG. 6B and FIG. 6C,
if the surrounding brightness sensed in the electronic de-
vice is equal to or is greater than the set brightness, the
electronic device can drive a camera module to capture
an image in a set direction. In detail, the electronic device
can detect a movement speed of at least one content
being scrolled and, if the detected movement speed is
determined as being equal to or greater than a set speed,
the electronic device can drive the camera module to
capture an image in the set direction. For example, as-
sume that the set movement speed is equal to "V2", and
the set direction is a front portion of the electronic device.
In the aforementioned assumption, if a movement speed
of "content C" being scrolled is detected equal to or great-
er than the set speed "V2" in the electronic device, the
electronic device can capture an image in the front being
the set direction. If a set part is included in the image
captured by the electronic device, when a variation of the
set part is determined as being equal to or greater than
a set variation, the electronic device can change the
brightness of the screen having been displayed at the
first brightness being the set default brightness, into a
second brightness being the set darkest brightness.
[0104] But, if the surrounding brightness sensed in the
electronic device is not equal to or is not greater than the
set brightness, the electronic device can determine
whether displayed contents are being scrolled. If it is de-
termined that the displayed contents are being scrolled
in the electronic device, the electronic device can detect
a movement speed of the contents being scrolled and
determine whether the detected movement speed is
equal to or is greater than a set speed. If the detected
movement speed is determined as being equal to or
greater than the set speed in the electronic device, the
electronic device can drive the camera module to capture
an image in the set direction. In detail, the electronic de-
vice can detect a movement speed of at least one content
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being scrolled and, if the detected movement speed is
determined as being equal to or greater than the set
speed, the electronic device can drive the camera mod-
ule to capture an image in the set direction. For example,
assume that the set movement speed is equal to "V2",
and the set direction is a front portion of the electronic
device. In the aforementioned assumption, if a movement
speed of "content C" being scrolled is detected equal to
or greater than the set speed "V2" in the electronic device,
the electronic device can capture an image with the front
being the set direction. If a set part is included in the
image captured by the electronic device, when a variation
of the set part is determined as being equal to or greater
than a set variation, the electronic device can change the
brightness of the screen having been displayed at the
first brightness being the set default brightness, into the
second brightness being the set darkest brightness.
[0105] After that, as illustrated in FIG. 6D, the electron-
ic device can change the brightness of the screen from
the second brightness to the first brightness according
to the changing movement speed of the contents being
scrolled. First, the electronic device can sense the chang-
ing movement speed of the contents being scrolled, and
identify that the sensed movement speed of the contents
corresponds to any one speed level among set at least
two or more speed levels. For example, assume that
"brightness A" denotes the second brightness set as the
lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving a dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that the result of capturing an image in the
set direction in the electronic device is that the set part
is not included in the captured image. Also, assume that
a first speed level corresponding to "brightness C" is set
to a movement speed of contents between 0 and V1, and
a second speed level corresponding to "brightness B" is
set to a movement speed of contents between V1 and
V2, and a third speed level corresponding to "brightness
A" is set to a movement speed of contents of V2 or more.
In the aforementioned assumption, the electronic device
can sense the changing movement speed of the contents
being scrolled, and identify that the sensed movement
speed of the contents corresponds to the third speed
level.
[0106] Next, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time

goes. In the aforementioned example, the electronic de-
vice can identify that the initially sensed movement speed
of contents corresponds to the third speed level, and
change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third
speed level. Next, the electronic device can identify that
a movement speed of contents sensed after the lapse of
a predetermined time corresponds to the second speed
level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content D" and "content
E". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness.
[0107] FIGS. 7A to 7D are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by using an illumination sensor and a grip sensor
according to an embodiment of the present disclosure.
[0108] First, as illustrated in FIG. 7A, in a state of dis-
playing a screen being scrolled at a first brightness, the
electronic device can measure the surrounding bright-
ness of the electronic device. In detail, in a state of dis-
playing the screen being scrolled at the first brightness
being a set default brightness, the electronic device can
determine if the surrounding brightness is sensed as be-
ing equal to or greater than a set brightness by using the
illumination sensor provided in the electronic device. For
example, in a state of scrolling "content A" and "content
B" on a touch screen, the electronic device can determine
whether the surrounding brightness is sensed as being
equal to or greater than the set brightness by using the
illumination sensor provided in the electronic device.
[0109] After that, as illustrated in FIG. 7B and FIG. 7C,
the electronic device can change the brightness of the
screen having been displayed at the first brightness, into
the second brightness depending on whether the sensed
surrounding brightness is equal to or is greater than the
set brightness. First, if the surrounding brightness sensed
in the electronic device is equal to or is greater than the
set brightness, the electronic device can determine
whether it senses a variation of pressure equal to or
greater than a set variation from at least one grip sensor
provided in a set portion. If the electronic device senses
the variation of pressure equal to or greater than the set
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variation from the grip sensor, the electronic device can
change the brightness of the screen having been dis-
played at the first brightness being the set default bright-
ness, into the second brightness being the set darkest
brightness. That is, if the user feels eyestrain due to at
least one content being scrolled, he/she enables the grip
sensors provided at the left side and right side of the
electronic device to sense the variation of pressure equal
to or greater than the set variation, thereby being capable
of adjusting the brightness of the screen.
[0110] But, if the surrounding brightness sensed in the
electronic device is not equal to or is not greater than the
set brightness, the electronic device can determine
whether displayed contents are being scrolled. If it is de-
termined that the displayed contents are being scrolled
in the electronic device, the electronic device can sense
whether there is a variation of pressure from at least one
grip sensor provided in a set portion. If the variation of
pressure sensed in the electronic device is equal to or is
greater than a set variation, the electronic device can
change the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
In detail, if the variation of pressure sensed in the at least
one grip sensor provided in the set portion is equal to or
is greater than the set variation, the electronic device can
change the brightness of the screen from the first bright-
ness being the set default brightness to the second bright-
ness being the set darkest brightness.
[0111] After that, as illustrated in FIG. 7D, the electron-
ic device can change the brightness of the screen from
the second brightness to the first brightness according
to the changing movement speed of the contents being
scrolled. First, the electronic device can sense the chang-
ing movement speed of the contents being scrolled, and
identify that the sensed movement speed of the contents
corresponds to any one speed level among set at least
two or more speed levels. For example, assume that
"brightness A" denotes the second brightness set as the
lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving a dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that the electronic device senses a varia-
tion of pressure equal to or greater than a set pressure
from grip sensors provided at the left side and right side
of the electronic device. Also, assume that a first speed
level corresponding to "brightness C" is set to a move-
ment speed of contents between 0 and V1, and a second
speed level corresponding to "brightness B" is set to a
movement speed of contents between V1 and V2, and
a third speed level corresponding to "brightness A" is set
to a movement speed of contents of V2 or more. In the

aforementioned assumption, the electronic device can
sense the changing movement speed of the contents be-
ing scrolled, and identify that the sensed movement
speed of the contents corresponds to the third speed
level.
[0112] Next, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time
goes. In the aforementioned example, the electronic de-
vice can identify that the initially sensed movement speed
of contents corresponds to the third speed level, and
change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third
speed level. Next, the electronic device can identify that
a movement speed of contents sensed after the lapse of
a predetermined time corresponds to the second speed
level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content D" and "content
E". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness.
[0113] FIGS. 8A to 8E are diagrams illustrating an em-
bodiment of automatically adjusting a brightness of a
screen by using an illumination sensor, a camera module,
and a grip sensor according to an embodiment of the
present disclosure.
[0114] First, as illustrated in FIG. 8A, in a state of dis-
playing a screen being scrolled at a first brightness, the
electronic device can measure the surrounding bright-
ness of the electronic device. In detail, in a state of dis-
playing the screen being scrolled at the first brightness
being a set default brightness, the electronic device can
determine if the surrounding brightness is sensed as be-
ing equal to or greater than a set brightness by using the
illumination sensor provided in the electronic device. For
example, in a state of scrolling "content A" and "content
B" on a touch screen, the electronic device can determine
whether the surrounding brightness is sensed as being
equal to or greater than the set brightness by using the
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illumination sensor provided in the electronic device.
[0115] After that, as illustrated in FIG. 8B, FIG. 8C and
FIG. 8D, the electronic device can change the brightness
of the screen having been displayed at the first bright-
ness, into a second brightness depending on whether
the sensed surrounding brightness is equal to or is great-
er than the set brightness. First, if the surrounding bright-
ness sensed in the electronic device is equal to or is
greater than the set brightness, the electronic device can
drive a camera module to capture an image in a set di-
rection. For example, assume that the direction set in the
electronic device is a front portion of the electronic device.
In the aforementioned assumption, in a state where "con-
tent C" is being scrolled in the electronic device, the elec-
tronic device can capture an image in a front being the
set direction. If a set part is not included in the image
captured by the electronic device, the electronic device
can determine whether it senses a variation of pressure
equal to or greater than a set variation from at least one
grip sensor provided in a set portion. If the electronic
device senses the variation of pressure equal to or great-
er than the set variation from the grip sensor, the elec-
tronic device can change the brightness of the screen
having been displayed at the first brightness being the
set default brightness, into the second brightness being
the set darkest brightness. That is, if the user feels eye-
strain due to at least one content being scrolled, he/she
enables the grip sensors provided at the left side and
right side of the electronic device to sense the variation
of pressure equal to or greater than the set variation,
thereby being capable of adjusting the brightness of the
screen.
[0116] But, if the surrounding brightness sensed in the
electronic device is not equal to or is not greater than the
set brightness, the electronic device can determine
whether displayed contents are being scrolled. If it is de-
termined that the displayed contents are being scrolled
in the electronic device, the electronic device can drive
the camera module to capture an image in the set direc-
tion. For example, assume that "content C" is being
scrolled on a touch screen of the electronic device, and
the direction set in the electronic device is a front portion
of the electronic device. In the aforementioned assump-
tion, in a state where "content C" is being scrolled in the
electronic device, the electronic device can capture an
image in the front being the set direction. If the set part
is not included in the image captured by the electronic
device, the electronic device can determine whether it
senses a variation of pressure equal to or greater than a
set variation from at least one grip sensor provided in a
set portion. If the electronic device senses the variation
of pressure equal to or greater than the set variation from
the grip sensor, the electronic device can change the
brightness of the screen having been displayed at the
first brightness being the set default brightness, into the
second brightness being the set darkest brightness. That
is, there is an advantage that the electronic device senses
user’s eyestrain from at least one sensor by using the

illumination sensor, camera module, and grip sensor pro-
vided in the electronic device, improving a user’s con-
venience.
[0117] After that, as illustrated in FIG. 8E, the electronic
device can change the brightness of the screen from the
second brightness to the first brightness according to the
changing movement speed of the contents being
scrolled. First, the electronic device can sense the chang-
ing movement speed of the contents being scrolled, and
identify that the sensed movement speed of the contents
corresponds to any one speed level among set at least
two or more speed levels. For example, assume that
"brightness A" denotes the second brightness set as the
lowest brightness in the electronic device, and "bright-
ness B" denotes brightness set as a higher brightness,
and "brightness C" denotes the first brightness being a
default brightness set as a much higher brightness. Also,
assume that "V2" denotes a set speed for giving a dim-
ming effect to the brightness of the screen in the elec-
tronic device. Also, assume that, while displaying at least
one content at the originally set default brightness "bright-
ness C", the electronic device senses that the displayed
content is being scrolled at the set speed "V2" or more.
Also, assume that the result of capturing an image in the
set direction in the electronic device is that a set part is
not included in the captured image and thus the electronic
device senses a variation of pressure equal to or greater
than a set pressure from grip sensors provided at the left
side and right side of the electronic device. Also, assume
that a first speed level corresponding to "brightness C"
is set to a movement speed of contents between 0 and
V1, and a second speed level corresponding to "bright-
ness B" is set to a movement speed of contents between
V1 and V2, and a third speed level corresponding to
"brightness A" is set to a movement speed of contents
of V2 or more. In the aforementioned assumption, the
electronic device can sense the changing movement
speed of the contents being scrolled, and identify that
the sensed movement speed of the contents corre-
sponds to the third speed level.
[0118] Next, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to the identified speed level among the
set at least two or more brightness of the screen. In detail,
if the electronic device senses a motion of scrolling in
any direction and scrolls at least one content, a speed of
scrolling the at least one content may decrease as time
goes. In the aforementioned example, the electronic de-
vice can identify that the initially sensed movement speed
of contents corresponds to the third speed level, and
change the brightness of the screen into the second
brightness, i.e., "brightness A" matching to the third
speed level. Next, the electronic device can identify that
a movement speed of contents sensed after the lapse of
a predetermined time corresponds to the second speed
level, and change the brightness of the screen into
"brightness B" matching to the second speed level. After
that, if a scrolling status of contents is a stop status, the
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electronic device can change the brightness of the screen
into the first brightness, i.e., "brightness C" matching to
the first speed level and display "content D" and "content
E". In detail, when a scrolling status of at least one content
being scrolled in the electronic device is a stop status,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness. For example, in a case where there
is no screen scrollable at the top or bottom of a contents
page of the electronic device, in a case where a scrolling
speed becomes ’0’ and thus a scrolling status is a stop
status, in a case where the electronic device senses a
new touch input, and in a case where the electronic de-
vice senses a hovering input approaching the screen,
the electronic device can change the brightness of the
screen into the first brightness being the originally set
default brightness.
[0119] FIG. 9 is a flowchart illustrating a procedure of
automatically adjusting a brightness of a screen in an
electronic device according to an embodiment of the
present disclosure.
[0120] First, as illustrated in FIG. 9, at operation 901
the electronic device can sense that contents being dis-
played at a first brightness are being scrolled. Here, the
first brightness can be defined as a set default brightness.
In detail, the electronic device can sense that at least one
content being displayed on a touch screen at the first
brightness being the set default brightness is being
scrolled. For example, "content A" and "content B" have
been displayed on the touch screen of the electronic de-
vice, and the electronic device can sense a motion of
scrolling up so as to display contents that are currently
unseen on the touch screen because being located at
the lower side of the touch screen of the electronic device.
[0121] At operation 902, the electronic device sensing
that the content being displayed at the first brightness is
being scrolled can detect a movement speed of the con-
tent being scrolled. For example, if the electronic device
senses the motion of scrolling up, the electronic device
can display on the touch screen "content C", "content D",
etc. being at least one content that is currently unseen
on the touch screen because being located at the lower
side of the touch screen of the electronic device and con-
currently, detect a movement speed of the content being
scrolled.
[0122] Next, at operation 903, the electronic device can
determine if the detected movement speed is equal to or
is greater than a set speed. For example, if two contents
"content C" and "content D" are being scrolled on the
touch screen of the electronic device, the electronic de-
vice can detect a movement speed of the two contents
being scrolled, and determine whether the detected
movement speed is equal to or is greater than the set
speed.
[0123] If the detected movement speed is determined
as being equal to or greater than the set speed in the
electronic device, at operation 904, the electronic device
can change the brightness of the screen having been

displayed at the first brightness, into a second brightness.
For example, assume that "V1" denotes a speed set in
the electronic device. In the aforementioned assumption,
if the detected movement speed is determined as being
equal to or greater than the set speed "V1" as the result
of detecting the movement speed of at least one content
being scrolled in the electronic device, the electronic de-
vice can change the brightness of the screen from the
first brightness being a set default brightness to the sec-
ond brightness being the set darkest brightness.
[0124] Next, at operation 905, the electronic device can
change the brightness of the screen from the second
brightness to the first brightness according to the chang-
ing movement speed of the contents being scrolled. In
detail, the electronic device can change the brightness
of the screen into any one brightness of the screen match-
ing to an identified speed level among set at least two or
more brightness of the screen. That is, because the
movement speed of the contents being scrolled decreas-
es gradually as time goes in the electronic device, the
electronic device can automatically change the bright-
ness of the screen according to each movement speed
of contents. Finally, if a scrolling status of contents is a
stop status, the electronic device can change the bright-
ness of the screen into the first brightness being the set
default brightness. Accordingly, there is an advantage
that the electronic device decreases user’s eyestrain by
automatically adjusting the brightness of the screen ac-
cording to a scrolling speed of contents being displayed
on the touch screen. If the detected movement speed is
not determined as being equal to or greater than the set
speed in the electronic device in the aforementioned as-
sumption of operation 903, the procedure of automati-
cally adjusting the brightness of the screen is terminated
at once.
[0125] FIG. 10 is a flowchart illustrating a procedure of
automatically adjusting a brightness of a screen by using
a camera module according to an embodiment of the
present disclosure.
[0126] First, at operation 1001, an electronic device
can sense that contents being displayed at a first bright-
ness are being scrolled. Here, the first brightness can be
defined as a set default brightness. In detail, the elec-
tronic device can sense that at least one content being
displayed on a touch screen at the first brightness being
the set default brightness is being scrolled. For example,
"content A" and "content B" have been displayed on the
touch screen of the electronic device, and the electronic
device can sense a motion of scrolling up so as to display
contents that are currently unseen on the touch screen
because being located at the lower side of the touch
screen of the electronic device.
[0127] At operation 1002, the electronic device sens-
ing that the contents being displayed at the first bright-
ness are being scrolled can detect a movement speed
of the contents being scrolled. For example, if the elec-
tronic device senses the motion of scrolling up, the elec-
tronic device can display on the touch screen "content
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C", "content D", etc. being at least one content that is
currently unseen on the touch screen because being lo-
cated at the lower side of the touch screen of the elec-
tronic device and concurrently, detect a movement speed
of the content being scrolled.
[0128] Next, at operation 1003, the electronic device
can determine if the detected movement speed is equal
to or is greater than a set speed. For example, if two
contents "content C" and "content D" are being scrolled
on the touch screen of the electronic device, the elec-
tronic device can detect a movement speed of the two
contents being scrolled, and determine whether the de-
tected movement speed is equal to or is greater than the
set speed.
[0129] If the detected movement speed is determined
as being equal to or greater than the set speed in the
electronic device, at operation 1004, the electronic de-
vice can drive a camera module to capture an image in
a set direction. In detail, the electronic device can detect
a movement speed of at least one content being scrolled
and, if the detected movement speed of the at least one
content is determined as being equal to or greater than
the set speed, the electronic device can drive the camera
module to capture an image in the set direction. For ex-
ample, assume that the set movement speed is equal to
"V2", and the set direction is a front portion of the elec-
tronic device. In the aforementioned assumption, if a
movement speed of "content C" and "content D" being
scrolled is detected equal to or greater than the set speed
"V2" in the electronic device, the electronic device can
capture an image with the front being the set direction.
[0130] Next, if a set part is included in the captured
image, at operation 1005, the electronic device analyzes
a variation of the set part. Here, the set part can be at
least one part among the pupil of a human, eyebrows,
and a distance between the eyebrows. In detail, if it is
determined that at least one part among the set parts,
which are the pupil of a human, the eyebrows, and the
distance between the eyebrows, is included in the cap-
tured image as the result of capturing an image in the set
direction in the electronic device, the electronic device
can analyze the variation of the set part.
[0131] At operation 1006, the electronic device ana-
lyzing the variation of the set part can determine if the
analyzed variation of the set part is equal to or is greater
than a set variation. In detail, the electronic device can
determine if the analyzed variation of the pupil of the user,
the eyebrows, the distance between the eyebrows and
the like is equal to or is greater than the set variation. For
example, if a movement speed of at least one content
being scrolled is detected equal to or greater than a set
speed in the electronic device, the electronic device can
capture an image in the set direction and determine
whether the variation of the pupil being the set part in-
cluded in the captured image is equal to or is greater than
the set variation. This is for determining whether the user
is feeling his/her eyestrain by means of a variation of a
size of the pupil in the electronic device, because the size

of the pupil of a human can increase when the surround-
ing brightness is suddenly changed brighter.
[0132] If the analyzed variation of the set part is deter-
mined as being equal to or greater than the set variation
in the electronic device, at operation 1007, the electronic
device can change the brightness of the screen having
been displayed at the first brightness, into a second
brightness. In detail, if the variation of the set part is de-
termined as being equal to or greater than the set varia-
tion, the electronic device can change the brightness of
the screen from the first brightness being the original de-
fault brightness to the second brightness being the set
lowest brightness. Accordingly, there is an advantage of
reducing the occurrence of eyestrain caused by a color
of at least one content when the user opens at least one
content of different color and size scrolled and moved on
the touch screen of the electronic device.
[0133] After that, at operation 1008, the electronic de-
vice can change the brightness of the screen from the
second brightness to the first brightness according to the
changing movement speed of the contents being
scrolled. In detail, the electronic device can change the
brightness of the screen into any one brightness of the
screen matching to an identified speed level among set
at least two or more brightness of the screen. That is,
because the movement speed of contents being scrolled
decreases gradually as time goes in the electronic de-
vice, the electronic device can automatically change the
brightness of the screen according to each movement
speed of contents. Finally, if a scrolling status of contents
is a stop status, the electronic device can change the
brightness of the screen into the first brightness being
the set default brightness.
[0134] If the detected movement speed is not deter-
mined as being equal to or greater than the set speed in
the electronic device in the aforementioned determina-
tion process of operation 1003 or if the analyzed variation
of the set part is not determined as being equal to or
greater than the set variation in the aforementioned de-
termination process of operation 1006, the procedure of
automatically adjusting the brightness of the screen is
terminated at once.
[0135] FIG. 11 is a flowchart illustrating an embodiment
of automatically changing a brightness of a screen by
using a grip sensor according to an embodiment of the
present disclosure.
[0136] First, as illustrated in FIG. 11, at operation 1101,
an electronic device can display a screen at a first bright-
ness. In detail, the electronic device can display the
screen at the first brightness being a set default bright-
ness.
[0137] At operation 1102, the electronic device dis-
playing the screen at the first brightness being the orig-
inally set default brightness can sense a variation of pres-
sure with at least one sensor provided in a set portion.
In detail, the electronic device can provide grip sensors
at the left and right portions of the electronic device to
sense a variation of varying pressure. Undoubtedly, the

33 34 



EP 2 733 693 A2

19

5

10

15

20

25

30

35

40

45

50

55

electronic device may provide the grip sensors at the
upper and lower portions of the electronic device as well
as the left side and right side of the electronic device to
sense the variation of pressure.
[0138] Next, at operation 1103, the electronic device
can determine whether the variation of pressure is
sensed as being equal to or greater than a set variation.
In detail, the electronic device can determine whether
the variation of pressure sensed using the grip sensor
provided in the set portion is equal to or is greater than
the set variation. For example, if a user more applies
force to the electronic device and makes a motion of grip-
ping the electronic device, the electronic device can iden-
tify that the variation of pressure is sensed as being equal
to or greater than the set variation. In the same meaning,
if the user makes a motion of decreasing a force of grip-
ping the electronic device, the electronic device can iden-
tify that the variation of pressure is sensed as being equal
to or greater than the set variation.
[0139] If the variation of pressure is sensed as being
equal to or greater than the set variation in the electronic
device, at operation 1104, the electronic device can
change the brightness of the screen having been dis-
played at the first brightness, into a second brightness.
In detail, if the electronic device senses the variation of
pressure equal to or greater than the set variation from
the at least one grip sensor provided in the set portion,
the electronic device can change the brightness of the
screen having been displayed at the first brightness being
the set default brightness, into the second brightness be-
ing the set darkest brightness. For example, assume that
the user makes a motion of scrolling the screen up or
down in order to open a portion that is not currently dis-
played on a touch screen but is located at the lower side
or upper side of contents. In the aforementioned assump-
tion, if the user feels eyestrain due to at least one content
being scrolled, he/she can apply more pressure than the
first and makes a motion of gripping the electronic device
such that the grip sensors provided at the left side and
right side of the electronic device can sense the variation
of pressure equal to or greater than the set variation. That
is, if the electronic device senses the variation of pressure
equal to or greater than the set variation from the grip
sensors, the electronic device can change the brightness
of the screen from the set default brightness to the set
darkest brightness.
[0140] At operation 1105, the electronic device chang-
ing the brightness of the screen from the first brightness
to the second brightness can count time from the time
when the brightness of the screen is changed into the
second brightness, and change the brightness of the
screen into any one brightness of the screen matching
to the counted time among set at least two or more bright-
ness of the screen. In detail, the electronic device can
count time from the time when the brightness of the
screen is changed into the set darkest brightness, and
gradually change the brightness of the screen into any
one brightness of the screen matching to the counted

time among the set at least two or more brightness of the
screen. For example, assume that the electronic device
senses equal to or greater than a variation of a set pres-
sure from the grip sensor, and changes the brightness
of the screen into the set darkest brightness. Also, as-
sume that "brightness A" is set as the brightness of the
screen to a period of time of 0 second to 5 seconds, and
"brightness B" is set as the brightness of the screen to a
period of time of 6 seconds to 10 seconds, and "bright-
ness C" is set as the brightness of the screen to a period
of time of 11 seconds to 15 seconds. In the aforemen-
tioned assumption, the electronic device can start count-
ing time after changing the brightness of the screen into
the darkest brightness "brightness A". After that, if the
time counted in the electronic device is between 0 second
and 5 seconds, the electronic device can continuously
maintain the changed brightness of the screen as "bright-
ness A". Unlike this, if the time counted in the electronic
device is between 6 seconds and 10 seconds, the elec-
tronic device can change the changed brightness of the
screen from "brightness A" to "brightness B". Continu-
ously, if the time counted in the electronic device exceeds
11 seconds, the electronic device can change the bright-
ness of the screen into the originally set default bright-
ness "brightness C". That is, if it is determined that the
time counted in the electronic device exceeds 11 sec-
onds being a set time, the electronic device can change
the brightness of the screen into the originally set default
brightness "brightness C". If the variation of pressure is
not sensed as being equal to or greater than the set var-
iation in the electronic device in the aforementioned de-
termination process of operation 1103, the procedure of
automatically adjusting the brightness of the screen can
be terminated at once.
[0141] FIG. 12 is a flowchart illustrating a procedure of
automatically changing a brightness of a screen by using
a camera module and a grip sensor according to an em-
bodiment of the present disclosure.
[0142] First, as illustrated in FIG. 12, at operation 1201,
the electronic device can sense that contents being dis-
played at a first brightness are being scrolled. In detail,
the electronic device can sense that at least one content
being displayed on a touch screen at the first brightness
being a set default brightness is being scrolled. For ex-
ample, "content A" and "content B" have been displayed
on the touch screen of the electronic device, and the elec-
tronic device can sense a motion of scrolling up so as to
display contents that are currently unseen on the touch
screen because being located at the lower side of the
touch screen of the electronic device.
[0143] At operation 1202, the electronic device sens-
ing that the content being displayed at the first brightness
is being scrolled can detect a movement speed of the
content being scrolled. For example, if the electronic de-
vice senses the motion of scrolling up, the electronic de-
vice can display on the touch screen "content C", "content
D", etc. being at least one content that is currently unseen
on the touch screen because being located at the lower
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side of the touch screen of the electronic device and con-
currently, detect a movement speed of the content being
scrolled.
[0144] Next, at operation 1203, the electronic device
can determine if the detected movement speed is equal
to or is greater than a set speed. For example, if two
contents "content C" and "content D" are being scrolled
on the touch screen of the electronic device, the elec-
tronic device can detect a movement speed of the two
contents being scrolled, and determine whether the de-
tected movement speed is equal to or is greater than the
set speed.
[0145] If the detected movement speed is determined
as being equal to or greater than the set speed in the
electronic device, at operation 1204, the electronic de-
vice can drive a camera module to capture an image in
a set direction. In detail, the electronic device can detect
the movement speed of the at least one content being
scrolled and, if the detected movement speed of the at
least one content is determined as being equal to or
greater than the set speed, the electronic device can drive
the camera module to capture an image in the set direc-
tion. For example, assume that the set movement speed
is equal to "V2", and the set direction is a front portion of
the electronic device. In the aforementioned assumption,
if a movement speed of "content C" and "content D" being
scrolled is detected equal to or greater than the set speed
"V2" in the electronic device, the electronic device can
capture an image with the front being the set direction.
[0146] Next, if a set part is not included in the captured
image, at operation 1205, the electronic device can de-
termine whether at least one grip sensor provided in a
set portion senses a variation of a set pressure. In detail,
if it is determined that at least one part among the set
parts, which are the pupil of a human, eyebrows, and a
distance between the eyebrows, is not included in the
captured image as the result of analyzing the captured
image in the electronic device, the electronic device can
determine whether the at least one grip sensor senses
the variation of the set pressure.
[0147] If the electronic device senses the variation of
the set pressure, at operation 1206, the electronic device
can change the brightness of the screen having been
displayed at the first brightness, into a second brightness.
In detail, if the electronic device senses a variation of
pressure equal to or greater than a set variation from the
at least one grip sensor provided in the set portion, the
electronic device can change the brightness of the screen
having been displayed at the first brightness being the
set default brightness, into the second brightness being
the set darkest brightness. That is, there may be a case
where, although an image is captured in the set direction
is using the camera module in the electronic device, the
set part may not be included in the image captured by
the electronic device. If the user feels eyestrain due to
at least one content being scrolled, he/she enables grip
sensors provided at the left side and right side of the
electronic device to sense the variation of pressure equal

to or greater than the set variation, thereby being capable
of adjusting the brightness of the screen.
[0148] Next, at operation 1207, the electronic device
can change the brightness of the screen from the second
brightness to the first brightness according to the chang-
ing movement speed of the contents being scrolled. In
detail, the electronic device can change the brightness
of the screen into any one brightness of the screen match-
ing to an identified speed level among set at least two or
more brightness of the screen. That is, because the
movement speed of the contents being scrolled decreas-
es gradually as time goes in the electronic device, the
electronic device can automatically change the bright-
ness of the screen according to each movement speed
of contents. Finally, if a scrolling status of contents is a
stop status, the electronic device can change the bright-
ness of the screen into the first brightness being the set
default brightness.
[0149] If the detected movement speed is not detected
equal to or greater than the set speed in the electronic
device in the aforementioned determination process of
operation 1203 or if the set part is not included in the
captured image and thus the at least one grip sensor
provided in the set portion does not sense the variation
of the set pressure in the aforementioned determination
process of operation 1205, the procedure of automati-
cally adjusting the brightness of the screen can be all
terminated at once.
[0150] FIG. 13 is a flowchart illustrating an embodiment
of automatically adjusting a brightness of a screen by
using an illumination sensor and a camera module ac-
cording to an embodiment of the present disclosure.
[0151] First, as illustrated in FIG. 13, in operation 1301,
an electronic device can display a screen at a first bright-
ness. In detail, the electronic device can display the
screen at the first brightness being a set default bright-
ness.
[0152] After that, at operation 1302, the electronic de-
vice can determine if the measured surrounding bright-
ness is sensed as being equal to or greater than a set
brightness. In detail, in a state of displaying the screen
being scrolled at the first brightness being the set default
brightness, the electronic device can determine if the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device. For example, in a state
of scrolling "content A" and "content B" on a touch screen,
the electronic device can determine whether the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device.
[0153] If the measured surrounding brightness is
sensed as being equal to or greater than the set bright-
ness in the electronic device, at operation 1303, the elec-
tronic device can drive a camera module to capture an
image in a set direction. In detail, the electronic device
can detect a movement speed of at least one content
being scrolled and, if the detected movement speed is
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determined as being equal to or greater than a set speed,
the electronic device can drive the camera module to
capture an image in the set direction. For example, as-
sume that the set movement speed is equal to "V2", and
the set direction is a front portion of the electronic device.
In the aforementioned assumption, if a movement speed
of "content C" being scrolled is detected equal to or great-
er than the set speed "V2" in the electronic device, the
electronic device can capture an image with the front
being the set direction.
[0154] Next, if a set part is included in the captured
image, at operation 1304, the electronic device driving
the camera module to capture an image in the set direc-
tion can analyze a variation of the set part. Here, the set
part can be at least one part among the pupil of a human,
eyebrows, and a distance between the eyebrows. In de-
tail, if it is determined that at least one part among the
set parts, which are the pupil of a human, the eyebrows,
and the distance between the eyebrows, is included in
the captured image as the result of capturing an image
in the set direction in the electronic device, the electronic
device can analyze the variation of the set part.
[0155] At operation 1305, the electronic device ana-
lyzing the variation of the set part can determine if the
analyzed variation of the set part is equal to or is greater
than a set variation. In detail, the electronic device can
determine if the analyzed variation of the pupil of the user,
the eyebrows, the distance between the eyebrows and
the like is equal to or is greater than the set variation. For
example, if a movement speed of at least one content
being scrolled is detected equal to or greater than a set
speed in the electronic device, the electronic device can
capture an image in the set direction and determine
whether the variation of the pupil being the set part in-
cluded in the captured image is equal to or is greater than
the set variation. This is for determining whether the user
is feeling his/her eyestrain by means of a variation of a
size of the pupil in the electronic device, because the size
of the pupil of a human can increase when the surround-
ing brightness is suddenly changed brighter.
[0156] If the analyzed variation of the set part is deter-
mined as being equal to or greater than the set variation
in the electronic device, at operation 1306, the electronic
device can change the brightness of the screen having
been displayed at the first brightness, into a second
brightness. In detail, if the variation of the set part is de-
termined as being equal to or greater than the set varia-
tion, the electronic device can change the brightness of
the screen from the first brightness being the original de-
fault brightness to the second brightness being the set
lowest brightness. Accordingly, there is an advantage of
reducing the occurrence of eyestrain caused by a color
of at least one content when the user opens at least one
content of different color and size scrolled and moved on
the touch screen of the electronic device.
[0157] After that, at operation 1307, the electronic de-
vice can change the brightness of the screen from the
second brightness to the first brightness according to the

changing movement speed of contents being scrolled.
In detail, the electronic device can change the brightness
of the screen into any one brightness of the screen match-
ing to an identified speed level among set at least two or
more brightness of the screen. That is, because the
movement speed of contents being scrolled decreases
gradually as time goes in the electronic device, the elec-
tronic device can automatically change the brightness of
the screen according to each movement speed of con-
tents. Finally, if a scrolling status of contents is a stop
status, the electronic device can change the brightness
of the screen into the first brightness being the set default
brightness.
[0158] If the measured surrounding brightness is not
sensed as being equal to or greater than the set bright-
ness in the electronic device in the aforementioned de-
termination process of operation 1302 and if the dis-
played contents are being scrolled, at operation 1308,
the electronic device can detect a movement speed of
the contents being scrolled. For example, if the measured
surrounding brightness is not sensed as being equal to
or greater than the set brightness in the electronic device,
the electronic device can detect a movement speed of
"content A" being scrolled.
[0159] Next, if it is identified that the detected move-
ment speed is determined as being equal to or greater
than the set speed at operation 1309, the electronic de-
vice repeats the aforementioned process of operation
1303. Also, if the analyzed variation of the set part is not
determined as being equal to or greater than the set var-
iation in the aforementioned determination process of op-
eration 1305, the procedure of automatically adjusting
the brightness of the screen can be all terminated at once.
[0160] FIG. 14 is a flowchart illustrating a procedure of
automatically adjusting a brightness of a screen by using
an illumination sensor and a grip sensor according to an
embodiment of the present disclosure.
[0161] First, as illustrated in FIG. 14, at operation 1401,
an electronic device can display a screen at a first bright-
ness. In detail, the electronic device can display the
screen at the first brightness being a set default bright-
ness.
[0162] After that, at operation 1402, the electronic de-
vice can determine if the measured surrounding bright-
ness is sensed as being equal to or greater than a set
brightness. In detail, in a state of displaying the screen
being scrolled at the first brightness being the set default
brightness, the electronic device can determine if the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device. For example, in a state
of scrolling "content A" and "content B" on a touch screen,
the electronic device can determine whether the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device.
[0163] If the measured surrounding brightness is
sensed as being equal to or greater than the set bright-
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ness in the electronic device, at operation 1403, the elec-
tronic device can sense a variation of pressure with at
least one sensor provided in a set portion. In detail, the
electronic device can provide grip sensors at the left and
right portions of the electronic device to sense a variation
of varying pressure. Undoubtedly, the electronic device
may provide the grip sensors at the upper and lower por-
tions of the electronic device as well as the left side and
right side of the electronic device to sense the variation
of pressure.
[0164] Next, at operation 1404, the electronic device
can determine whether the variation of pressure is
sensed as being equal to or greater than a set variation.
In detail, the electronic device can determine whether
the variation of pressure sensed using the grip sensor
provided in the set portion is equal to or is greater than
the set variation. For example, if a user more applies
force to the electronic device and makes a motion of grip-
ping the electronic device, the electronic device can iden-
tify that the variation of pressure is sensed as being equal
to or greater than the set variation. In the same meaning,
if the user makes a motion of decreasing a force of grip-
ping the electronic device, the electronic device can iden-
tify that the variation of pressure is sensed as being equal
to or greater than the set variation.
[0165] If the variation of pressure is sensed as being
equal to or greater than the set variation in the electronic
device, at operation 1405, the electronic device can
change the brightness of the screen having been dis-
played at the first brightness, into a second brightness.
In detail, if the electronic device senses the variation of
pressure equal to or greater than the set variation from
the at least one grip sensor provided in the set portion,
the electronic device can change the brightness of the
screen having been displayed at the first brightness being
the set default brightness, into the second brightness be-
ing the set darkest brightness. For example, assume that
the user makes a motion of scrolling the screen up or
down in order to open a portion that is not currently dis-
played on a touch screen but is located at the lower side
or upper side of contents. In the aforementioned assump-
tion, if the user feels eyestrain due to at least one content
being scrolled, he/she can apply more pressure than the
first and makes a motion of gripping the electronic device
such that the grip sensors provided at the left side and
right side of the electronic device can sense the variation
of pressure equal to or greater than the set variation. That
is, if the electronic device senses the variation of pressure
equal to or greater than the set variation from the grip
sensors, the electronic device can change the brightness
of the screen from the set default brightness to the set
darkest brightness.
[0166] After that, at operation 1406, the electronic de-
vice can change the brightness of the screen from the
second brightness to the first brightness according to the
changing movement speed of contents being scrolled.
In detail, the electronic device can change the brightness
of the screen into any one brightness of the screen match-

ing to an identified speed level among set at least two or
more brightness of the screen. That is, because the
movement speed of contents being scrolled decreases
gradually as time goes in the electronic device, the elec-
tronic device can automatically change the brightness of
the screen according to each movement speed of con-
tents. Finally, if a scrolling status of contents is a stop
status, the electronic device can change the brightness
of the screen into the first brightness being the set default
brightness.
[0167] If the set surrounding brightness is not sensed
as being equal to or greater than the set brightness in
the electronic device in the aforementioned determina-
tion process of operation 1402 and if displayed contents
are being scrolled, at operation 1407, the electronic de-
vice can sense the variation of pressure with at least one
sensor provided in the set portion and then repeat the
aforementioned determination of operation 1404. Also,
if the variation of pressure is not sensed as being equal
to or greater than the set variation in the electronic device
in the aforementioned determination process of opera-
tion 1404, the electronic device can terminate at once
the procedure of automatically adjusting the brightness
of the screen.
[0168] FIG. 15 is a flowchart illustrating a procedure of
automatically adjusting a brightness of a screen by using
an illumination sensor, a camera module, and a grip sen-
sor according to an embodiment of the present disclo-
sure.
[0169] First, as illustrated in FIG. 15, at operation 1501,
an electronic device can display a screen at a first bright-
ness. In detail, the electronic device can display the
screen at the first brightness being a set default bright-
ness.
[0170] After that, at operation 1502, the electronic de-
vice can determine if the measured surrounding bright-
ness is sensed as being equal to or greater than a set
brightness. In detail, in a state of displaying the screen
being scrolled at the first brightness being the set default
brightness, the electronic device can determine if the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device. For example, in a state
of scrolling "content A" and "content B" on a touch screen,
the electronic device can determine whether the sur-
rounding brightness is sensed as being equal to or great-
er than the set brightness by using the illumination sensor
provided in the electronic device.
[0171] If the measured surrounding brightness is
sensed as being equal to or greater than the set bright-
ness in the electronic device, at operation 1503, the elec-
tronic device can drive a camera module to capture an
image in a set direction. In detail, the electronic device
can detect the movement speed of at least one content
being scrolled and, if the detected movement speed is
determined as being equal to or greater than the set
speed, the electronic device can drive the camera mod-
ule to capture an image in the set direction. For example,
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assume that the set movement speed is equal to "V2",
and the set direction is a front portion of the electronic
device. In the aforementioned assumption, if a movement
speed of "content C" being scrolled is detected equal to
or greater than the set speed "V2" in the electronic device,
the electronic device can capture an image in the front
being the set direction.
[0172] Next, if a set part is not included in the captured
image, at operation 1504, the electronic device can de-
termine whether at least one grip sensor provided in a
set portion senses a variation of a set pressure. In detail,
if it is determined that at least one part among the set
parts, which are the pupil of a human, eyebrows, and a
distance between the eyebrows, is not included in the
captured image as the result of analyzing the captured
image in the electronic device, the electronic device can
determine whether at least one grip sensor senses the
variation of the set pressure.
[0173] If the electronic device senses the variation of
the set pressure, at operation 1505, the electronic device
can change the brightness of the screen having been
displayed at the first brightness, into a second brightness.
In detail, if the electronic device senses the variation of
pressure equal to or greater than a set variation from the
at least one grip sensor provided in the set portion, the
electronic device can change the brightness of the screen
having been displayed at the first brightness being the
set default brightness, into the second brightness being
the set darkest brightness. That is, there may be a case
where, although an image is captured in the set direction
using the camera module in the electronic device, the set
part may not be included in the image captured by the
electronic device. If the user feels eyestrain due to at
least one content being scrolled, he/she enables grip
sensors provided at the left side and right side of the
electronic device to sense the variation of pressure equal
to or greater than the set variation, thereby being capable
of adjusting the brightness of the screen.
[0174] Next, at operation 1506, the electronic device
can change the brightness of the screen from the second
brightness to the first brightness according to the chang-
ing movement speed of contents being scrolled. In detail,
the electronic device can change the brightness of the
screen into any one brightness of the screen matching
to an identified speed level among set at least two or
more brightness of the screen. That is, because the
movement speed of the contents being scrolled decreas-
es gradually as time goes in the electronic device, the
electronic device can automatically change the bright-
ness of the screen according to each movement speed
of contents. Finally, if a scrolling status of contents is a
stop status, the electronic device can change the bright-
ness of the screen into the first brightness being the set
default brightness.
[0175] If the measured surrounding brightness is not
sensed as being equal to or greater than the set bright-
ness in the electronic device in the aforementioned de-
termination process of operation 1502 and if the dis-

played contents are being scrolled, at operation 1507,
the electronic device can detect a movement speed of
the contents being scrolled. For example, if the measured
surrounding brightness is not sensed as being equal to
or greater than the set brightness in the electronic device,
the electronic device can detect a movement speed of
"content A" being scrolled. Next, if it is identified that the
detected movement speed is determined as being equal
to or greater than the set speed at operation 1508, the
electronic device repeats the aforementioned process of
operation 1503.
[0176] FIG. 16A is a flowchart illustrating a method of
an electronic device automatically adjusting a brightness
of a screen according to an embodiment of the present
disclosure.
[0177] First, as illustrated in FIG. 16A, at operation
1601, the electronic device can detect a movement
speed of contents being scrolled. For example, if the elec-
tronic device senses a motion of scrolling up, the elec-
tronic device can display on a touch screen "content C",
"content D", etc. being at least one content that is cur-
rently unseen on the touch screen because being located
at the lower side of the touch screen of the electronic
device and concurrently, detect a movement speed of
the content being scrolled.
[0178] Next, if the detected movement speed is deter-
mined as being equal to or greater than a set speed, at
operation 1602, the electronic device can change the
brightness of the screen having been displayed at the
first brightness, into a second brightness. First, the elec-
tronic device can determine whether the detected move-
ment speed is equal to or is greater than the set speed.
For example, if two contents "content C" and "content D"
are being scrolled on the touch screen of the electronic
device, the electronic device can detect a movement
speed of the two contents being scrolled, and determine
whether the detected movement speed is equal to or is
greater than the set speed. If the detected movement
speed is determined as being equal to or greater than
the set speed in the electronic device, the electronic de-
vice can change the brightness of the screen having been
displayed at the first brightness, into the second bright-
ness. For example, assume that "V1" denotes a speed
set in the electronic device. In the aforementioned as-
sumption, if the detected movement speed is determined
as being equal to or greater than the set speed "VI" as
the result of detecting the movement speed of at least
one content being scrolled in the electronic device, the
electronic device can change the brightness of the screen
from the first brightness being a set default brightness to
the second brightness being the set darkest brightness.
[0179] Next, at operation 1603, the electronic device
can change the brightness of the screen from the second
brightness to the first brightness according to the chang-
ing movement speed of the contents being scrolled. In
detail, the electronic device can change the brightness
of the screen into any one brightness of the screen match-
ing to an identified speed level among set at least two or
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more brightness of the screen. That is, because the
movement speed of the contents being scrolled decreas-
es gradually as time goes in the electronic device, the
electronic device can automatically change the bright-
ness of the screen according to each movement speed
of contents. Finally, if a scrolling status of contents is a
stop status, the electronic device can change the bright-
ness of the screen into the first brightness being the set
default brightness. Accordingly, there is an advantage
that the electronic device decreases user’s eyestrain by
automatically adjusting the brightness of the screen ac-
cording to a scrolling speed of contents being displayed
on the touch screen.
[0180] FIG. 16B is a diagram illustrating an electronic
device for automatically adjusting a brightness of a
screen according to an embodiment of the present dis-
closure.
[0181] As illustrated in FIG. 16B, included is a means
1604 (e.g., a processor unit of an electronic device) that
can detect a movement speed of contents being scrolled,
if the detected movement speed is determined as being
equal to or greater than a set speed, can change the
brightness of the screen having been displayed at the
first brightness into a second brightness, and can change
the brightness of the screen from the second brightness
to the first brightness according to the changing move-
ment speed of the contents being scrolled. For example,
if two contents "content C" and "content D" are being
scrolled on the touch screen of the electronic device, the
means 1604 can detect a movement speed of the two
contents being scrolled, and determine whether the de-
tected movement speed is equal to or is greater than the
set speed. If the detected movement speed is determined
as being equal to or greater than the set speed in the
means 1604, the means 1604 can change the brightness
of the screen having been displayed at the first bright-
ness, into the second brightness. For example, assume
that "V1" denotes a speed set in the electronic device.
In the aforementioned assumption, if the detected move-
ment speed is determined as being equal to or greater
than the set speed "V1" as the result of detecting the
movement speed of at least one content being scrolled,
the means 1604 can change the brightness of the screen
from the first brightness being the set default brightness
to the second brightness being the set darkest bright-
ness. Next, the means 1604 can change the brightness
of the screen from the second brightness to the first
brightness according to the changing movement speed
of the contents being scrolled. In detail, the means 1604
can change the brightness of the screen into any one
brightness of the screen matching to an identified speed
level among set at least two or more brightness of the
screen. That is, because the movement speed of the con-
tents being scrolled decreases gradually as time goes in
the means 1604, the means 1604 can automatically
change the brightness of the screen according to each
movement speed of contents. Finally, if a scrolling status
of contents is a stop status, the means 1604 can change

the brightness of the screen into the first brightness being
the set default brightness.
[0182] A means 1605 (e.g., a memory of the electronic
device) can store data controlled by the means 1604.
Here, the means 1605 can store software. A software
constituent element can include an OS module, a com-
munication module, a graphic module, a user interface
module, a Moving Picture Experts Group (MPEG) mod-
ule, a camera module, one or more application modules
and the like.
[0183] FIG. 17A is a flowchart illustrating a method of
an electronic device automatically adjusting a brightness
of a screen by using a grip sensor according to an em-
bodiment of the present disclosure.
[0184] First, as illustrated in FIG. 17A, at operation
1701, the electronic device can sense a variation of pres-
sure with at least one sensor provided in a set portion.
In detail, the electronic device can provide grip sensors
at the left and right portions of the electronic device to
sense a variation of varying pressure. Undoubtedly, the
electronic device may provide the grip sensors at the
upper and lower portions of the electronic device as well
as the left side and right side of the electronic device to
sense the variation of pressure.
[0185] Next, if the sensed variation of pressure is equal
to or is greater than a set variation, at operation 1702,
the electronic device can change the brightness of the
screen having been displayed at a first brightness, into
a second brightness. First, the electronic device can de-
termine whether the variation of pressure is sensed as
being equal to or greater than the set variation. In detail,
the electronic device can determine whether the variation
of pressure sensed using the grip sensor provided in the
set portion is equal to or is greater than the set variation.
For example, if a user more applies force to the electronic
device and makes a motion of gripping the electronic
device, the electronic device can identify that the varia-
tion of pressure is sensed as being equal to or greater
than the set variation. In the same meaning, if the user
makes a motion of decreasing a force of gripping the
electronic device, the electronic device can identify that
the variation of pressure is sensed as being equal to or
greater than the set variation. If the variation of pressure
is sensed as being equal to or greater than the set vari-
ation in the electronic device, the electronic device can
change the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
In detail, if the electronic device senses the variation of
pressure equal to or greater than the set variation from
the at least one grip sensor provided in the set portion,
the electronic device can change the brightness of the
screen having been displayed at the first brightness being
the set default brightness, into the second brightness be-
ing the set darkest brightness. For example, assume that
the user makes a motion of scrolling the screen up or
down in order to open a portion that is not currently dis-
played on a touch screen but is located at the lower side
or upper side of contents. In the aforementioned assump-
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tion, if the user feels eyestrain due to at least one content
being scrolled, he/she can apply more pressure than the
first and make a motion of gripping the electronic device
such that the grip sensors provided at the left side and
right side of the electronic device can sense the variation
of pressure equal to or greater than the set variation. That
is, if the electronic device senses the variation of pressure
equal to or greater than the set variation from the grip
sensors, the electronic device can change the brightness
of the screen from the set default brightness to the set
darkest brightness.
[0186] FIG. 17B is a diagram illustrating an electronic
device for automatically adjusting a brightness of a
screen by using a grip sensor according to an embodi-
ment of the present disclosure.
[0187] As illustrated in FIG. 17B, included is a means
1703 (e.g., a processor unit of the electronic device) that
can sense a variation of pressure with at least one sensor
provided in a set portion and, if the sensed variation of
pressure is equal to or is greater than a set variation, can
change the brightness of the screen having been dis-
played at first brightness, into a second brightness. In
detail, the means 1703 can provide grip sensors at the
left and right portions of the electronic device to sense a
variation of varying pressure. Undoubtedly, the means
1703 may provide the grip sensors at the upper and lower
portions of the electronic device as well as the left side
and right side of the electronic device to sense the vari-
ation of pressure. Next, if the sensed variation of pressure
is equal to or is greater than the set variation, the means
1703 can change the brightness of the screen having
been displayed at the first brightness, into the second
brightness. First, the means 1703 can determine whether
the variation of pressure is sensed as being equal to or
greater than the set variation. In detail, the means 1703
can determine whether the variation of pressure sensed
using the grip sensor provided in the set portion is equal
to or is greater than the set variation. For example, if a
user more applies force to the electronic device and
makes a motion of gripping the electronic device, the
means 1703 can identify that the variation of pressure is
sensed as being equal to or greater than the set variation.
In the same meaning, if the user makes a motion of de-
creasing a force of gripping the electronic device, the
means 1703 can identify that the variation of pressure is
sensed as being equal to or greater than the set variation.
If the variation of pressure is sensed as being equal to
or greater than the set variation in the processor unit, the
means 1703 can change the brightness of the screen
having been displayed at the first brightness, into the
second brightness. In detail, if the means 1703 senses
the variation of pressure equal to or greater than the set
variation from the at least one grip sensor provided in the
set portion, the means 1703 can change the brightness
of the screen having been displayed at the first brightness
being the set default brightness, into the second bright-
ness being the set darkest brightness. For example, as-
sume that the user makes a motion of scrolling the screen

up or down in order to open a portion that is not currently
displayed on a touch screen but is located at the lower
side or upper side of contents. In the aforementioned
assumption, if the user feels eyestrain due to at least one
content being scrolled, he/she can apply more pressure
than the first and make a motion of gripping the electronic
device such that the grip sensors provided at the left side
and right side of the means 1703 can sense the variation
of pressure equal to or greater than the set variation. That
is, if the means 1703 senses the variation of pressure
equal to or greater than the set variation from the grip
sensors, the means 1703 can change the brightness of
the screen from the set default brightness to the set dark-
est brightness.
[0188] A means 1704 (e.g., a memory of the electronic
device) can store data controlled by the means 1703.
Here, the memory can store software. A software con-
stituent element can include an OS module, a commu-
nication module, a graphic module, a user interface mod-
ule, an MPEG module, a camera module, one or more
application modules and the like.
[0189] FIG. 18A is a flowchart illustrating a method of
an electronic device automatically adjusting a brightness
of a screen by using an illumination sensor, a camera
module, and a grip sensor according to an embodiment
of the present disclosure.
[0190] First, as illustrated in FIG. 18A, at operation
1801, the electronic device can determine if the meas-
ured surrounding brightness is sensed as being equal to
or greater than a set brightness. In detail, in a state of
displaying the screen being scrolled at a first brightness
being a set default brightness, the electronic device can
determine if the surrounding brightness is sensed as be-
ing equal to or greater than the set brightness by using
the illumination sensor provided in the electronic device.
For example, in a state of scrolling "content A" and "con-
tent B" on a touch screen, the electronic device can de-
termine whether the surrounding brightness is sensed
as being equal to or greater than the set brightness by
using the illumination sensor provided in the electronic
device.
[0191] Next, at operation 1802, the electronic device
can measure at least one of a variation of a set part and
a variation of a set pressure according to the sensed
surrounding brightness and change the brightness of the
screen having been displayed at the first brightness, into
a second brightness. In detail, the electronic device can
detect a movement speed of at least one content being
scrolled and, if the detected movement speed is deter-
mined as being equal to or greater than a set speed, the
electronic device can drive a camera module to capture
an image in a set direction. After that, if the set part is
not included in the captured image, the electronic device
can determine whether at least one grip sensor provided
in a set portion senses the variation of the set pressure.
In detail, if it is determined that at least one part among
the set parts, which are the pupil of a human, eyebrows,
and a distance between the eyebrows, is not included in
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the captured image as the result of analyzing the cap-
tured image in the electronic device, the electronic device
can determine whether at least one grip sensor senses
the variation of the set pressure.
[0192] If the electronic device senses the variation of
the set pressure, the electronic device can change the
brightness of the screen having been displayed at the
first brightness, into the second brightness. In detail, if
the electronic device senses a variation of pressure equal
to or greater than a set variation from the at least one
grip sensor provided in the set portion, the electronic de-
vice can change the brightness of the screen having been
displayed at the first brightness being the set default
brightness, into the second brightness being the set dark-
est brightness. That is, there may be a case where, al-
though an image is captured in the set direction using
the camera module in the electronic device, the set part
may not be included in the captured image. If the user
feels eyestrain due to at least one content being scrolled,
he/she enables grip sensors provided at the left side and
right side of the electronic device to sense the variation
of pressure equal to or greater than the set variation,
thereby being capable of adjusting the brightness of the
screen.
[0193] Next, the electronic device can change the
brightness of the screen from the second brightness to
the first brightness according to the changing movement
speed of contents being scrolled. In detail, the electronic
device can change the brightness of the screen into any
one brightness of the screen matching to an identified
speed level among set at least two or more brightness
of the screen. That is, because the movement speed of
the contents being scrolled decreases gradually as time
goes in the electronic device, the electronic device can
automatically change the brightness of the screen ac-
cording to each movement speed of contents. Finally, if
a scrolling status of contents is a stop status, the elec-
tronic device can change the brightness of the screen
into the first brightness being the set default brightness.
If the measured surrounding brightness is not sensed as
being equal to or greater than the set brightness in the
electronic device and the displayed contents are being
scrolled, the electronic device can detect a movement
speed of the contents being scrolled. Next, if it is identified
that the detected movement speed is determined as be-
ing equal to or greater than the set speed, the electronic
device repeats the process of driving the camera module
to capture an image in the set direction.
[0194] FIG. 18B is a diagram illustrating an electronic
device for automatically adjusting a brightness of a
screen by using an illumination sensor, a camera module,
and a grip sensor according to an embodiment of the
present disclosure.
[0195] As illustrated in FIG. 18B, included is a means
1803 (e.g., a processor unit of the electronic device) that
can determine if the measured surrounding brightness
is sensed as being equal to or greater than a set bright-
ness, and measure at least one of a variation of a set

part and a variation of a set pressure according to the
sensed surrounding brightness and change the bright-
ness of the screen having been displayed at a first bright-
ness, into a second brightness. In detail, in a state of
displaying the screen being scrolled at the first brightness
being a set default brightness, the means 1803 can de-
termine if the surrounding brightness is sensed as being
equal to or greater than the set brightness by using the
illumination sensor provided in the electronic device.
[0196] Next, the means 1803 can measure at least one
of the variation of the set part and the variation of the set
pressure according to the sensed surrounding brightness
and change the brightness of the screen having been
displayed at the first brightness, into the second bright-
ness. In detail, the means 1803 can detect a movement
speed of at least one content being scrolled and, if the
detected movement speed is determined as being equal
to or greater than the set speed, the means 1803 can
drive a camera module to capture an image in a set di-
rection. After that, if the set part is not included in the
captured image, the means 1803 can determine whether
at least one grip sensor provided in a set portion senses
the variation of the set pressure. In detail, if it is deter-
mined that at least one part among the set parts, which
are the pupil of a human, eyebrows, and a distance be-
tween the eyebrows, is not included in the captured im-
age as the result of analyzing the captured image in the
processor unit, the means 1803 can determine whether
at least one grip sensor senses the variation of the set
pressure.
[0197] If the means 1803 senses the variation of the
set pressure, the means 1803 can change the brightness
of the screen having been displayed at the first bright-
ness, into the second brightness. In detail, if the means
1803 senses a variation of pressure equal to or greater
than a set variation from the at least one grip sensor
provided in the set portion, the means 1803 can change
the brightness of the screen having been displayed at
the first brightness being the set default brightness, into
the second brightness being the set darkest brightness.
That is, there may be a case where, although an image
is captured in the set direction using the camera module
in the electronic device, the set part may not be included
in the captured image. If the user feels eyestrain due to
at least one content being scrolled, he/she enables grip
sensors provided at the left side and right side of the
electronic device to sense the variation of pressure equal
to or greater than the set variation, thereby being capable
of adjusting the brightness of the screen.
[0198] Next, the means 1803 can change the bright-
ness of the screen from the second brightness to the first
brightness according to the changing movement speed
of contents being scrolled. In detail, the means 1803 can
change the brightness of the screen into any one bright-
ness of the screen matching to an identified speed level
among set at least two or more brightness of the screen.
That is, because the movement speed of the contents
being scrolled decreases gradually as time goes in the
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electronic device, the means 1803 can automatically
change the brightness of the screen according to each
movement speed of contents. Finally, if a scrolling status
of contents is a stop status, the means 1803 can change
the brightness of the screen into the first brightness being
the set default brightness. If the measured surrounding
brightness is not sensed as being equal to or greater than
the set brightness in the means 1803 and the displayed
contents are being scrolled, the means 1803 can detect
the movement speed of the contents being scrolled. Next,
if it is identified that the detected movement speed is
determined as being equal to or greater than the set
speed, the means 1803 repeats the process of driving
the camera module to capture an image in the set direc-
tion.
[0199] A means 1804 (e.g., a memory of the electronic
device) can store data controlled by the means 1803.
Here, the memory can store software. A software con-
stituent element can include an OS module, a commu-
nication module, a graphic module, a user interface mod-
ule, an MPEG module, a camera module, one or more
application modules and the like.
[0200] FIG. 19 is a block diagram illustrating a con-
struction of an electronic device according to an embod-
iment of the present disclosure.
[0201] This electronic device 1900 can be a portable
electronic device, and can be a device such as a portable
terminal, a mobile phone, a mobile pad, a media player,
a tablet computer, a handheld computer, or a Personal
Digital Assistant (PDA). Also, the electronic device may
be any portable electronic device including a device com-
bining two or more functions among these devices.
[0202] The electronic device 1900 includes a memory
1910, a processor unit 1920, a first wireless communi-
cation sub system 1930, a second wireless communica-
tion sub system 1931, an audio sub system 1950, a
speaker 1951, a microphone 1952, an external port 1960,
an Input Output (IO) sub system 1970, a touch screen
1980, and other input or control devices 1990. The mem-
ory 1910 and the external port 1960 can be used in plu-
rality.
[0203] The processor unit 1920 can include a memory
interface 1921, one or more processors 1922, and a pe-
ripheral interface 1923. According to cases, the whole
processor unit 1920 is also called a processor. In the
present disclosure, the processor unit 1920 can detect a
movement speed of contents being scrolled. If the de-
tected movement speed is determined as being equal to
or greater than a set speed, the processor unit 1920 can
change the brightness of the screen having been dis-
played at a first brightness, into a second brightness and,
according to the changing movement speed of the con-
tents being scrolled, the processor unit 1920 can change
the brightness of the screen from the second brightness
to the first brightness. Also, the processor unit 1920 can
sense that the contents being displayed at the first bright-
ness are being scrolled. Also, if a set part is included in
the captured image, the processor unit 1920 can analyze

a variation of the set part. If the analyzed variation of the
set part is determined as being equal to or greater than
a set variation, the processor unit 1920 can change the
brightness of the screen having been displayed at the
first brightness, into the second brightness. Also, if the
set part is not included in the captured image, the proc-
essor unit 1920 can determine whether at least one grip
sensor provided in a set portion senses a variation of a
set pressure. If at least one grip sensor senses the var-
iation of the set pressure, the processor unit 1920 can
change the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
Also, the processor unit 1920 can sense a changing
movement speed of contents being scrolled, and identify
that the sensed movement speed of the contents corre-
sponds to any one speed level among set at least two or
more speed levels, and change the brightness of the
screen into any one brightness of the screen matching
to an identified speed level among set at least two or
more brightness of the screen. If a scrolling status of con-
tents is a stop status, the processor unit 1920 can change
the brightness of the screen into the first brightness. Also,
if a variation of pressure is sensed as being equal to or
greater than a set variation, the processor unit 1920 can
change the brightness of the screen having been dis-
played at the first brightness, into the second brightness.
Also, the processor unit 1920 can display the screen at
the first brightness, and count time from the time when
the brightness of the screen is changed into the second
brightness, and change the brightness of the screen into
any one brightness of the screen matching to the counted
time among set at least two or more brightness of the
screen. If the counted time exceeds a set time, the proc-
essor unit 1920 can change the brightness of the screen
into the first brightness. Also, the processor unit 1920
can measure at least one of a variation of the set part
and the variation of the set pressure according to the
sensed surrounding brightness and change the bright-
ness of the screen having been displayed at the first
brightness into the second brightness. Also, if the sensed
surrounding brightness is not sensed as being equal to
or greater than a set brightness, the processor unit 1920
can determine whether the displayed contents are being
scrolled. If the variation of pressure is sensed as being
equal to or greater than the set variation, the processor
unit 1920 can change the brightness of the screen having
been displayed at the first brightness into the second
brightness. Also, if the sensed surrounding brightness is
not sensed as being equal to or greater than the set
brightness, the processor unit 1920 can determine
whether the displayed contents are being scrolled. If the
contents are being scrolled, the processor unit 1920 can
detect a movement speed of the contents being scrolled.
If the set part is not included in the captured image, the
processor unit 1920 can determine if at least one grip
sensor provided in a set portion senses the variation of
the set pressure. If the at least one grip sensor senses
the variation of the set pressure, the processor unit 1920
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can change the brightness of the screen having been
displayed at the first brightness into the second bright-
ness. Also, the processor unit 1920 can count time from
the time when the brightness of the screen is changed
into the second brightness, and change the brightness
of the screen into any one brightness of the screen match-
ing to the counted time among set at least two or more
brightness of the screen. If the counted time exceeds a
set time, the processor unit 1920 can change the bright-
ness of the screen into the first brightness. Also, the proc-
essor unit 1920 can sense a changing movement speed
of contents being scrolled, and identify that the sensed
movement speed of the contents corresponds to any one
speed level among set at least two or more speed levels,
and change the brightness of the screen into any one
brightness of the screen matching to an identified speed
level among set at least two or more brightness of the
screen. If a scrolling status of contents is a stop status,
the processor unit 1920 can change the brightness of the
scree into the first brightness.
[0204] The processor 1922 executes various software
programs and performs various functions for the elec-
tronic device 1900, and also performs processing and
control for voice communication and data communica-
tion. Also, in addition to this general function, the proc-
essor 1922 plays even a role of executing a specific soft-
ware module (i.e., an instruction set) stored in the mem-
ory 1910 and performing specific various functions cor-
responding to the software module. That is, the processor
1922 interworks with the software modules stored in the
memory 1910 and carries out a method of an embodi-
ment of the present disclosure.
[0205] The processor 1922 can include one or more
data processors, image processors, or COder/DECoders
(CODECs). The data processor, the image processor, or
the CODEC may be constructed separately. Also, the
processor 1922 may be composed of several processors
performing different functions. The peripheral interface
1923 connects the IO sub system 1970 of the electronic
device 1900 and various peripheral devices thereof to
the processor 1922 and to the memory 1910 through the
memory interface 1921.
[0206] Various constituent elements of the electronic
device 1900 can be coupled with one another by one or
more communication buses (not denoted by reference
numerals) or stream lines (not denoted by reference nu-
merals).
[0207] The external port 1960 is used for direct con-
necting a portable electronic device to other electronic
devices or indirect connects the portable electronic de-
vice to other electronic devices over a network (for ex-
ample, the Internet, an intranet, a Wireless Local Area
Network (WLAN) and the like). For example, the external
port 1960 refers to, although not limited to, a Universal
Serial Bus (USB) port, a FIREWIRE port or the like.
[0208] A motion sensor 1991 and an optical sensor
1992 are coupled to the peripheral interface 1923 and
enable various functions. For instance, the motion sensor

1991 and the optical sensor 1992 can be coupled to the
peripheral interface 1923, and sense a motion of the elec-
tronic device 1900 and sense a light from the exterior,
respectively. In addition to this, other sensors such as a
global positioning system, a temperature sensor, a bio-
logical sensor or the like can be coupled to the peripheral
interface 1923 and perform related functions.
[0209] A camera sub system 1993 can perform a cam-
era function such as picture and video clip recording.
[0210] The optical sensor 1992 can use a Charged
Coupled Device (CCD) device or Complementary Metal-
Oxide Semiconductor (CMOS) device.
[0211] A communication function is performed through
one or more wireless communication sub systems 1930
and 1931. The wireless communication sub systems
1930 and 1931 can include a Radio Frequency (RF) re-
ceiver and transceiver and/or an optical (e.g., infrared)
receiver and transceiver. The first wireless communica-
tion sub system 1930 and the second wireless commu-
nication sub system 1931 can be distinguished according
to a communication network in which the electronic de-
vice 1900 communicates. For example, the communica-
tion network can include a communication sub system
designed to operate through, although not limited to, a
Global System for Mobile Communication (GSM) net-
work, an Enhanced Data GSM Environment (EDGE) net-
work, a Code Division Multiple Access (CDMA) network,
a Wireless-Code Division Multiple Access (W-CDMA)
network, a Long Term Evolution (LTE) network, an Or-
thogonal Frequency Division Multiple Access (OFDMA)
network, a Wireless Fidelity (Wi-Fi) network, a Wireless
interoperability for Microwave Access (WiMAX) network,
a Bluetooth network or/and the like. The first wireless
communication sub system 1930 and the second wire-
less communication sub system 1931 may be combined
and constructed as one wireless communication sub sys-
tem.
[0212] The audio sub system 1950 can be coupled to
the speaker 1951 and the microphone 1952, and take
charge of input and output of an audio stream such as
voice recognition, voice replication, digital recording, and
telephony function. That is, the audio sub system 1950
communicates with a user through the speaker 1951 and
the microphone 1952. The audio sub system 1950 re-
ceives a data stream through the peripheral interface
1923 of the processor unit 1920, converts the received
data stream into an electric stream, and forwards the
converted electric stream to the speaker 1951. The
speaker 1951 converts the electric stream into human-
audible sound waves and outputs the converted sound
waves. The microphone 1952 converts sound waves for-
warded from human or other sound sources into electric
streams. Also, the microphone 1952 operates if any one
of at least two or more second sensors senses that an
object is located within a set distance. The audio sub
system 1950 receives the converted electric streams
from the microphone 1952. The audio sub system 1950
converts the received electric streams into audio data
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streams, and transmits the converted audio data streams
to the peripheral interface 1923. The audio sub system
1950 can include a detachable earphone, headphone or
headset.
[0213] The IO sub system 1970 includes a touch
screen controller 1971 and/or other input controller 1972.
The touch screen controller 1971 can be coupled to the
touch screen 1980. The touch screen 1980 and the touch
screen controller 1971 can detect a contact and a motion
or an interruption thereof, by using, although not limited
to, not only capacitive, resistive, infrared and surface
acoustic wave technologies for determining one or more
contact points with the touch screen 1980 but also any
multi-touch sensing technology including other proximity
sensor arrays or other elements. The other input control-
ler 1972 can be coupled to the other input/control devices
1990. The other input/control devices 1990 can be at
least one or more buttons, a rocker switch, a thumb-
wheel, a dial, a stick, a pointer device such as a stylus
and/or the like.
[0214] The touch screen 1980 provides an input output
interface between the electronic device 1900 and a user.
That is, the touch screen 1980 forwards a user’s touch
input to the electronic device 1900. Also, the touch screen
1980 is a medium for showing an output of the electronic
device 1900 to the user. That is, the touch screen 1980
shows a visual output to the user. This visual output can
be presented in form of a text, a graphic, a video, and a
combination thereof.
[0215] The touch screen 1980 can use various dis-
plays. For example, the touch screen 1980 can use, al-
though not limited to, a Liquid Crystal Display (LCD), a
Light Emitting Diode (LED), a Light emitting Polymer Dis-
play (LPD), an Organic Light Emitting Diode (OLED), an
Active Matrix Organic Light Emitting Diode (AMOLED),
or a Flexible LED (FLED).
[0216] The memory 1910 can be coupled to the mem-
ory interface 1921. The memory 1910 can include high-
speed random access memory and/or non-volatile mem-
ory such as one or more magnetic disk storage devices,
one or more optical storage devices, and/or flash mem-
ories (for example, Not AND (NAND) memories, Not OR
(NOR) memories).
[0217] The memory 1910 stores software. A software
constituent element includes an OS module 1911, a com-
munication module 1912, a graphic module 1913, a user
interface module 1914, an CODEC module 1915, a cam-
era module 1916, one or more application modules 1917
and the like. Also, because the module, the software con-
stituent element, can be expressed as a set of instruc-
tions, the module may be expressed as an instruction
set. The module may be also expressed as a program.
The OS module 1911 represents a built-in operating sys-
tem such as WINDOWS, LINUX, Darwin, RTXC, UNIX,
OS X, or VxWorks, and includes various software con-
stituent elements controlling general system operation.
Control of the general system operation includes memory
management and control, storage hardware (device)

control and management, power control and manage-
ment and the like. Further, the OS software performs
even a function of making smooth communication be-
tween various hardware (devices) and software constit-
uent elements (modules).
[0218] The communication module 1912 can enable
communication with other electronic devices such as a
personal computer, a server, a portable terminal and/or
the like, through the first and second wireless communi-
cation sub systems 1930 and 1931 or the external port
1960.
[0219] The graphic module 1913 includes various soft-
ware constituent elements for providing and displaying
a graphic on the touch screen 1980. The term ’graphic’
is used as meaning including a text, a web page, an icon,
a digital image, a video, an animation and the like.
[0220] The user interface module 1914 includes vari-
ous software constituent elements associated with a user
interface. Further, the user interface module 1914 in-
cludes information about how a state of the user interface
is changed and in which conditions the change of the
state of the user interface is carried out, and the like.
[0221] The CODEC module 1915 can include a soft-
ware constituent element related to encoding of a video
file and decoding thereof. The CODEC module 1915 can
include a video stream module such as an MPEG module
and/or H204 module. Also, the CODEC module can in-
clude several audio file CODEC modules such as AAA,
AMR, WMA and the like. Also, the CODEC module 1915
includes an instruction set corresponding to an embodi-
ment method of the present disclosure.
[0222] The camera module 1916 includes a camera-
related software constituent element enabling camera-
related processes and functions.
[0223] The application module 1917 includes a brows-
er, an electronic mail (e-mail), an instant message, word
processing, keyboard emulation, an address book, a
touch list, a widget, Digital Right Management (DRM),
voice recognition, voice replication, a position determin-
ing function, a location-based service and the like.
[0224] Also, various functions of the electronic device
1900 according to the present disclosure mentioned
above and to be mentioned below can be executed by
hardware including one or more stream processing
and/or Application Specific Integrated Circuits (ASICs),
and/or software, and/or a combination of them.
[0225] While the present disclosure has been shown
and described with reference to various embodiments
thereof, it will be understood by those skilled in the art
that various changes in form and details may be made
therein without departing from the spirit and scope of the
present disclosure as defined by the appended claims
and their equivalents.

Claims

1. An operation method of an electronic device, the
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method comprising:

determining if a measured surrounding bright-
ness is sensed as being equal to or greater than
a set brightness; and
measuring at least one of a variation of a set
part and a variation of a set pressure according
to the sensed surrounding brightness;
changing a brightness of a screen having been
displayed at a first brightness, into a second
brightness.

2. The method of claim 1, further comprising displaying
the screen at the first brightness.

3. The method of claim 1, wherein the first brightness
is a set default brightness.

4. The method of claim 1, wherein the second bright-
ness is a set darkest brightness.

5. The method of claim 1, further comprising measuring
the surrounding brightness.

6. The method of claim 1, wherein measuring of the at
least one of the variation of the set part and the var-
iation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:

if the sensed surrounding brightness is sensed
as being equal to or greater than the set bright-
ness, driving a camera module to capture an
image in a set direction;
if the set part is comprised in the captured image,
analyzing the variation of the set part; and
if the analyzed variation of the set part is deter-
mined as being equal to or greater than a set
variation, changing the brightness of the screen
having been displayed at the first brightness, in-
to the second brightness.

7. The method of claim 1, wherein the measuring of the
at least one of the variation of the set part and the
variation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:

if the sensed surrounding brightness is not
sensed as being equal to or greater than the set
brightness, determining whether displayed con-
tents are being scrolled;
if the contents are being scrolled, detecting a
movement speed of the contents being scrolled;

if the detected movement speed is determined
as being equal to or greater than a set speed,
driving a camera module to capture an image in
a set direction;
if the set part is comprised in the captured image,
analyzing the variation of the set part; and
if the analyzed variation of the set part is deter-
mined as being equal to or greater than a set
variation, changing the brightness of the screen
having been displayed at the first brightness, in-
to the second brightness.

8. The method of claim 1, wherein the measuring of the
at least one of the variation of the set part and the
variation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:

if the sensed surrounding brightness is sensed
as being equal to or greater than the set bright-
ness, sensing a variation of pressure with at
least one sensor provided in a set portion; and
if the sensed variation of pressure is equal to or
is greater than a set variation, changing the
brightness of the screen having been displayed
at the first brightness, into the second bright-
ness.

9. The method of claim 1, wherein the measuring of the
at least one of the variation of the set part and the
variation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:

if the sensed surrounding brightness is not
sensed as being equal to or greater than the set
brightness, determining if displayed contents
are being scrolled;
if the displayed contents are being scrolled,
sensing a variation of pressure with at least one
sensor provided in a set portion; and
if the sensed variation of pressure is equal to or
is greater than a set variation, changing the
brightness of the screen having been displayed
at the first brightness, into the second bright-
ness.

10. The method of claim 1, wherein the measuring of the
at least one of the variation of the set part and the
variation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:
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if the sensed surrounding brightness is sensed
as being equal to or greater than the set bright-
ness, driving a camera module to capture an
image in a set direction;
if the set part is not comprised in the captured
image, determining whether at least one grip
sensor provided in a set portion senses the var-
iation of the set pressure; and
if the at least one grip sensor senses the varia-
tion of the set pressure, changing the brightness
of the screen having been displayed at the first
brightness, into the second brightness.

11. The method of claim 1, wherein the measuring of the
at least one of the variation of the set part and the
variation of the set pressure according to the sensed
surrounding brightness, and the changing of the
brightness of the screen having been displayed at
the first brightness into the second brightness com-
prises:

if the sensed surrounding brightness is not
sensed as being equal to or greater than the set
brightness, determining if displayed contents
are being scrolled;
if the contents are being scrolled, detecting a
movement speed of the contents being scrolled;
if the detected movement speed is determined
as being equal to or greater than a set speed,
driving a camera module to capture an image in
a set direction;
if the set part is not comprised in the captured
image, determining whether at least one grip
sensor provided in a set portion senses the var-
iation of the set pressure; and
if the at least one grip sensor senses the varia-
tion of the set pressure, changing the brightness
of the screen having been displayed at the first
brightness, into the second brightness.

12. The method of claim 11, wherein the set part is at
least one part of a pupil of a human, eyebrows, and
a distance between the eyebrows.

13. The method of claim 10, further comprising:

counting time from a time when the brightness
of the screen is changed into the second bright-
ness;
changing the brightness of the screen into any
one brightness of the screen matching to the
counted time among set at least two or more
brightness of the screen; and
when the counted time exceeds a set time,
changing the brightness of the screen into the
first brightness.

14. The method of claim 11, further comprising:

sensing the changing movement speed of the
contents being scrolled;
identifying that the sensed movement speed of
the contents corresponds to any one speed level
among set at least two or more speed levels;
changing the brightness of the screen into any
one brightness of the screen matching to the
identified speed level among set at least two or
more brightness of the screen; and
when a scrolling status of the contents is a stop
status, changing the brightness of the screen
into the first brightness.

15. An electronic device comprising a processor unit
wherein the processor is further arranged to operate
the method of any one of claims 1 to 11.
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