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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to an optical disk
and a method of playing back from an optical disk.
[0002] FIG. 29 is a block diagram showing a conven-
tional optical disk recording/playback device shown in
Japanese Patent Kokai Publication 114369/1992. An A/
D converter 1 converts a video signal, an audio signal
or the like into digital information. An information com-
pressing means 2 serves to compress the output of the
A/D converter 1. A frame sector converting means 3
converts the compressed information into sector infor-
mation equal in length to a multiple of the frame period.
An encoder 4 encodes the output of the frame sector
converting means 3. A modulator 5 modulates the out-
put of the encoder 4 into predefined modulated codes
so as to reduce interference between codes on the re-
cording medium. A laser driver 6 is for modulating the
laser light in accordance with the modulated codes. A
laser output switch 7 is driven by the laser driver 6 to
vary the current supplied to the laser in an optical head
8, for emitting laser light.
[0003] An actuator 9 is for tracking the emitted light
beam. A traverse or feed motor 10 is for moving the op-
tical head 8 in the radial direction of a disk 12 which can
record information by magneto-optical recording or
phase-change recording.
[0004] A disk motor 11 is driven by a motor driver 19
to rotate the disk 12. The motor driver 19 is controlled
by motor controllers 20. A playback amplifier 13 ampli-
fies the playback signal from the optical head 8. A de-
modulator 14 demodulates the amplified playback sig-
nal to obtain data from the recorded, modulated signal.
A decoder 15 decodes the demodulated signal, and a
frame sector inverse conversion means 16 performs
frame sector inversion conversion to restore pure origi-
nal image data with the addresses and parities having
been removed. An expanding means 17 expands the
compressed information, and a D/A converter 18 con-
verts the expanded information into an analog video or
audio signal.
[0005] FIG. 30 shows, in a simplified form, the data
arrangement structure (layer structure) of the Moving
Picture Coding Experts Group (MPEG) system which
are being standardized in connection with transfer and
storage, in the compressed form, of digital moving pic-
ture information. In the figure, reference 21 denotes a
group of pictures (hereinafter referred to as "GOPs")
consisting of information of a plurality of frames, 22 de-
notes a GOP layer formed of several pictures (screens),
23 denotes slices into which each picture is divided, 24
denotes a slice layer formed of several macroblocks, 25
denotes a microblock layer, and 26 denotes a block lay-
er formed of 8 x 8 pixels.
[0006] The microblock layer 25 is a block consisting
of 8 x 8 pixels, which is the minimum unit of encoding in

the MPEG system, and discrete cosine transform (here-
inafter referred to as "DCT") is effected taking each
block as a unit. Four adjacent Y signal blocks and one
Cb block and one Cr block which correspond, with re-
gard to position, to the four Y signal blocks, i.e., six
blocks in all form a macroblock. Several macroblocks
form a slice. The macroblock is a minimum unit for mo-
tion compensated prediction, and the motion vector for
the motion compensated prediction are determined tak-
ing each macroblock as a unit.
[0007] FIG. 31 a diagram showing the encoding struc-
ture for the case where 17 pictures form one GOP. In
the drawing, 27 denotes an I-picture which is image in-
formation for which intra-frame DCT is effected, 29 de-
notes a P-picture which is image information for which
forward motion-compensated DCT encoding is effected
using the I-picture or another P-picture (P-picture other
than the P-picture for which the forward motion-com-
pensated DCT encoding is being effected) as a refer-
ence picture. 28 denotes a B-picture for which motion
compensated DCT encoding is effected using the I-pic-
ture and/or F-pictures at preceding and succeeding po-
sitions, as reference pictures.
[0008] FIG. 32 is a diagram showing the encoding
structure for the case where 10 pictures form one GOP,
and FIG. 33 is a diagram showing the encoding structure
for the case where 15 pictures form one GOP.
[0009] In the drawings. P-, B- and I-pictures are re-
spectively represented as "P" or "P-picture," "B" or "B-
picture," and "I" or "I-picture."
[0010] The operation will next be described with ref-
erence to the drawings, with the advancement in the dig-
ital image information compression technology, it is now
possible to realize an image filing system which is very
convenient to use, by recording the compressed infor-
mation on a disk, with which search is much easier than
with a VTR with a magnetic tape. Since, such disk file
system handles digital information, there is no deterio-
ration due to dubbing, and because recording and re-
production is achieved optically and there is no direct
contact, reliability is high.
[0011] Conventionally, an optical disk recorder shown
in FIG. 29 is used for recording the digital compressed
motion information of the MPEG system shown in FIG.
30. The image information digitized by the A/D converter
1 is converted at the information compression means 2
into information of a standard compression picture sys-
tem such as an MPEG system. The compressed infor-
mation is encoded and modulated so that the effects of
the interference between the codes on the disk is re-
duced, and is then recorded on a disk 12. By making the
amount of data for each GOP substantially identical, and
by dividing information into sectors having a length
equal to a multiple of a frame period, editing and the like,
treating each GOP as a unit, is possible.
[0012] During playback, the image information repro-
duced from the optical disk 12 is amplified by the play-
back amplifier 13, and returned into a digital data by the
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demodulator 14 and the decoder, and pure original im-
age data with the addresses and parities having been
removed can be restored at the frame sector inverse
conversion means 16. Furthermore, an image signal is
restored by effecting, MPEG decoding, for example, at
the information expanding means 17, and is then con-
verted into an analog signal by the D/A converter 18 so
that display on a monitor or the like is possible.
[0013] If the MPEG system is used as the digital mo-
tion compression method as described above, the en-
coding structure comprising one or more compressed I-
pictures 27 by means of intra-frame DCT, one or more
P-pictures 29 which is formed of image information ob-
tained by DCT encoding with motion compensation in
the forward direction, and one or more B-pictures 28 ob-
tained by DCT encoding with motion compensation us-
ing I- and/or P-pictures positioned in front and at the
back along the time axis. as reference pictures, as
shown in FIG. 31 to FIG. 33.
[0014] Since an I-picture is obtained by intra-frame
DCT, it is possible to effect reproduction of the image
independently. A P-picture on the other hand is obtained
by forward motion compensation, the reproduction of
the image is not effected until after the reproduction of
the I-picture. Since the B-picture is obtained by predic-
tion from both sides, the I- and/or P-pictures must first
be reproduced before the B-picture. The amount of data
is the smallest and the efficiency of encoding is the best
with the B-picture. because it is predicted in both direc-
tions.
[0015] Because the B-picture is not reproduced inde-
pendently, it requires an I- or P-pictures, so that if the
number of the B-pictures is increased, the capacity of
the buffer memories must be increased. and the delay
time from the data input to the image playback is length-
ened. In a storage media. represented by optical disks
or the like, an encoding method with a high compression
efficiency is desired for long-time recording, the delay
in the image playback is not problematical. Accordingly,
the encoding system showing in FIG. 31 to FIG. 33 is
appropriate.
[0016] Now let us consider how the image search and
fast playback are effected from a disk receding data with
the encoding structure as described above. If the en-
coding structure is as shown in FIG. 33, and if playback
is made extracting I-pictures, fast playback is possible.
In this case, when an I-picture is reproduced, then a
track jump is conducted to access the next or preceding
GOP, and the I-picture therein is reproduced. By repeat-
ing such an operation. a fast playback or reverse play-
back is realized. The feed speed limited to the 15-time
speed in the case of FIG. 33, and 10-time speed in the
case of FIG. 32.
[0017] In the actual image search, if the speed is too
high, it is difficult to the human eyes to recognize the
image. For rough recognition. the fast search at a
10-time or more speed is appropriate, but for search with
regard to the details after the rough search, fast play-

back or reverse playback at several-time speed is nec-
essary It is therefore necessary that special playback
can be conducted over a wide range, of from several
tens of time to several times the normal speed, to permit
effective image search. Where the compressed data of
the MPEG system is used, and if it is attempted to re-
produce P-pictures in the encoding structure of FIG. 31
to FIG. 33, the B-pictures positioned before the P-pic-
tures are also read, and it is therefore difficult to realize
four to eight time speed.
[0018] Since the conventional playback method re-
produce the encoding structure on the disk as it is, spe-
cial playback can be achieved only by I-pictures, and
fast and reverse playback can be achieved only at a
speed which corresponds to the number of frames con-
tained in one GOP or a multiple thereof.
[0019] Also, with the recording format of the digital im-
age shown in connection with the prior art examples, I-
pictures, P-pictures and B-pictures are arranged in a se-
quence along the time axis, so that the special playback
is limited to the following method.
[0020] Particularly, a fundamental method for special
playback in the system for recording digital motion pic-
ture image in the prior art performs special playback us-
ing information recorded in the TOC area which is at the
inner periphery of the disk. In this case, special playback
is achieved by reading, in accordance with the head ad-
dress of the scene change (the address of a location
where a picture immediately after the scene change is
recorded) or the head address of the image file recorded
in the TOC area, the digitaI motion picture image of the
I-picture stored in the address, and reproducing them in
turn.
[0021] The operation for reading from the optical disk
in such a method is shown in the flowchart of FIG. 34.
This flowchart shows the case in which special playback
is effected on the basis of the address at the head of the
scene in the motion picture image information recorded
in the TOC area. First jump is made to the TOC area,
and the scene head address is stored in the internal
memory, and then jump is made to the address that has
been stored, and the I-picture in the GOP to which jump
has been made is reproduced, and displayed, and
movement to the next address of jump destination is
made. Such a sequence of operation is repeated.
[0022] With such a method however, a large amount
of addresses which should be search for (to which jump
is destined) need to be stored, and the TOC information
must be rewritten each time recording is made.
[0023] Moreover, during special playback, it is neces-
sary to skip B-picture data for reproducing P-pictures,
but as the I-pictures, B-pictures and P-pictures are re-
corded on the disk in sequence, waiting time may have
to be spent before reproducing a P-picture when a track
jump is conducted.
[0024] Furthermore, the amount of data of the I-pic-
ture encoded by infra-frame DCT is larger than the
amount of data of P- or B-picture, so that super-fast play-
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back, of several tens time speed cannot be realized be-
cause the time for inputting data may be insufficient.
[0025] When starting a search for a desired GOP from
an arbitrary position on the disk. search operation must
be repeated several times for finding the head of each
GOP (at which time code or address of the image is re-
corded).
[0026] Furthermore, as the scene change position in
the motion picture image information is not known, a
scene-by-scene search for finding cannot be achieved.
[0027] In addition, because only part of the data in
each GOP is read in the special playback, image play-
back may not be accomplished, or playback may be
possible only with regard to part of the display screen.

SUMMARY OF THE INVENTION

[0028] Aspects of the invention are set out in the ac-
companying claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0029] In the drawings: -

FIG. 1 is a block diagram showing the recording
system in Example 1 ;
FIG. 2A and FIG. 2B are diagrams showing the dig-
ital motion picture image data recording format in
Example 1:
FIG. 3A and FIG. 3B are diagrams showing the var-
iation of the disk rotational speed during fast play-
back of the image data in Example 1;
FIG. 4 is a flowchart showing the operation of the
special playback on the basis of the jump destina-
tion address written in the video attribute data in Ex-
ample 1;
FIG. 5 is a flowchart showing the operation of data
reading from the optical disk during special play-
back in Example 1;
FIG. 6 is a flowchart showing the operation of read-
ing data from the optical disk in special playback for
continuously reproducing I- and P-pictures in Ex-
ample 1;
FIG. 7A to FIG. 7C are diagrams showing the digital
image data recording format in Example 2;
FIG. 8 is a diagram showing the digital image data
recording format in Example 2;
FIG. 9 is a diagram showing the digital image data
recording format in Example 3;
FIG. 10 is a diagram showing the digital image data
recording format on the disk in the continuous guide
groove system in Example 3;
FIG. 11 is a diagram showing the digital image data
recording format on the disk in the sample-servo
system in Example 3;
FIG. 12 is a flowchart showing the reading operation
of Example 3, in which the disk rotation speed is
raised during special fast playback:

FIG. 13A and FIG. 13B show the arrangement of
data in a GOP of digital motion picture image data,
and the overall data arrangement including audio
data;
FIG. 14 shows data arrangement of digital motion
picture image data recorded on an optical disk in
Embodiment 1;
FIG. 15 is a block diagram showing a digital motion
picture image information recording device using an
optical disk of Embodiment 1;
FIG. 16 shows data arrangement of screen-divided
I-picture data in a GOP in Embodiment 1;
FIG. 17 is a flowchart showing the operation of Em-
bodiment 1;
FIG. 18A shows frequency-divided I-picture data ar-
rangement in a GOP of Embodiment 2, and the
paths of track jump during playback;
FIG. 18B shows how the frequency divide I-picture
data is obtained:
FIG. 19 shows frequency-divided I-picture data ar-
rangement in a GOP of another example of config-
uration of Embodiment 2, and the paths of track
jump during playback;
FIG. 20 shows frequency-divided I-picture data ar-
rangement in a GOP of another example of config-
uration of Embodiment 2, and the paths of track
jump during playback;
FIG. 21 shows frequency-divided 1-picture data ar-
rangement in a GOP of another example of config-
uration of Embodiment 2, and the paths of track
jump during playback;
FIG. 22 is a flowchart showing the operation of Em-
bodiment 2;
FIG. 23 shows data arrangement on an optical disk
of the zone CAV type of Embodiment 2, which is
preformatted in a sample-servo method;
FIG. 24 shows data arrangement on an optical disk
of the continuous groove type of Embodiment 2;
FIG. 25 is a block diagram showing an example of
circuit for restoring image from the layered data of
Example 4;
FIG. 26 is a block diagram of a digital motion picture
image information playback circuit of Example 4;
FIG. 27 shows data arrangement of I- and P-pic-
tures in layered form according to the numbers of
pixels and lines on the optical disk according to Ex-
ample 4;
FIG. 28 shows data arrangement, with only I-pic-
tures having been layered, on the optical disk ac-
cording to Example 4;
FIG. 29 is a block diagram showing the convention-
al optical disk recording and playback apparatus;
FIG. 30 is a diagram showing the data arrangement
in MPEG system;
FIG. 31 is a diagram showing the code structure in
which one GOP is formed of 17 pictures;
FIG. 32 is a diagram showing the code structure in
which one GOP is formed of 10 pictures:
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FIG. 33 is a diagram showing the code structure in
which one GOP is formed of 15 pictures: and
FIG. 34 is a flowchart showing the operation during
special playback conducted on the basis of the ad-
dress stored at the head of scene in digital motion
picture image information stored in the conventional
recording format, in the TOC area at the inner pe-
riphery of the disk.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Example 1

[0030] FIG. 1 is a block diagram showing a recording
system of an optical disk device of Example 1. In the
drawing, an A/D converter 30 converts an analog video
signal into a digital signal. A motion detector 31 detects
the motion vector of the digital video signal. A discrete
cosine transform circuit 32 divides the image informa-
tion into horizontal and vertical spatial frequency com-
ponents. Reference numeral 33 denotes an adaptive
quantizer, and 34 denotes an inverse quantizer. An in-
verse discrete cosine transform circuit 35 restores the
image Information from the frequency components. A
frame memory 36 stores the image information as ref-
erence images, on the basis of the motion vector, 37
denotes a variable-length encoder, and 38 denotes a
buffer memory. A format encoder 38 appends the ad-
dress information and attribute data.
[0031] A color information comparator 40 compares
the color information of a picture with color information
of preceding and/or succeeding picture, and in particular
compares the color components of each picture with
color components of preceding and/or succeeding pic-
ture, used as a reference picture, after motion compen-
sation by motion vector detection. A luminance informa-
tion comparator 41 compares luminance information of
each picture with luminance information of the preced-
ing and/or succeeding picture. A scene change judging
circuit 42 judges whether or not a scene change is
present on the basis of the outputs of the comparators
40 and 41. The members 40. 41 and 42 form a scene
change detector 100.
[0032] A modulating circuit 43 serves to restrain the
effect of the interference between codes, a laser mod-
ulating circuit 44 is for modulating the laser on the basis
of the information from the modulating circuit 43. A servo
circuit 45 performs focus tracking, feed control, and disk
motor control. Reference numeral 46 denotes a system
controller.
[0033] FIG. 2A and FIG. 2B show the recording format
of digital motion picture image data in Example 1. In FIG.
2A, reference numeral 47 denotes wobble pits in a sam-
ple servo format or a mirror surface part for track offset
correction in a continuous groove system, and corre-
sponds to the wobble pits preformatted in the optical
disk shown in FIG. 11 or a mirror surface part provided

in the continuous groove shown in FIG. 10, 48 denotes
a zone address for indicating the address in the disk of
a constant zone angular speed (CAV) system. 49 de-
notes a header indicating the head of the video GOP
and a video GOP address indicating the address of the
GOP, 50 denotes a video attribute data for recording the
attribute data of the video signal, 51 denotes an I-picture
header indicating the head of an I-picture, and 52 de-
notes a video header formed of the areas 49 to 51. Ref-
erence numeral 53 denotes an I-picture, 54 denotes a
second I-picture data separated by servo pits or a mirror
surface, and 55 denotes a third I-picture data separated
in the same manner as the second I-picture data 54.
Reference numeral 56 denotes a P-picture header, and
57 and 58 denote P1-picture data separated in the same
manner as the second I-picture data 54.
[0034] FIG. 2B shows the details of the format record-
ed in the video attribute data 50. Reference numeral 59
denotes a scalability mode (type of the hierarchy) of the
digital image data arrangement. 60 denotes the number
of frames in the GOP, 61 denotes the structure within
the GOP defining the arrangement of I-, B- and P-pic-
tures within the GOP, 62 denotes the structure of ar-
rangement and position of the data within the I-picture,
63 denotes attribute data indicating whether the image
within the GOP involves panning, zooming or scene
change, 64 denotes a time code of a video area formed
of a plurality of GOPs, 65 denotes an address of desti-
nation of jump during special playback, 66 denotes an
audio mode, and 67 denotes a still-picture mode, 68 de-
notes a spare area.
[0035] FIG. 3A and FIG. 3B show how the disk rota-
tion speed is varied for fast playback of the image data
recorded in the format of FIG. 2A and FIG. 2B.
[0036] FIG. 4 is a flowchart showing the operation for
the special playback using the jump destination address
for the special playback written in the video attribute da-
ta area at the head of the video GOP. FIG. 5 is a flow-
chart showing the operation for the special playback us-
ing the data indicating whether a scene change is
present or not, written in the video attribute data area at
the head of the video GOP. FIG. 6 is a flowchart showing
the operation for the special playback using in which on-
ly the I- and P-pictures within the GOP are reproduced.
[0037] The operation of Example 1 will next be de-
scribed with reference to the drawings. The video signal
represented by those of the MPEG system, is recorded
on a disk after having been digital-video encoded. The
analog video signal is first converted into digital data at
the A/D converter 30, and a motion vector is then de-
tected at the motion vector detector 31. Three-dimen-
sional compression is effected by comparison with a ref-
erence image, discrete cosine transformation is effected
in the frequency directions (two-dimensional directions)
at the DCT circuit 32, quantization is effected at the
adaptive quantizer 33, and variable-length encoding is
effected.
[0038] The compressed digital motion picture infor-
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mation thus obtained is passed through the buffer mem-
ory 38 and the format encoder 39 where address, head-
er, attribute data and the like are added, to be thereby
given a format suitable for recording on the optical disk.
Judgment on scene change is made by the use of the
frame memory 36 connected to the output of the DCT
circuit 35 for comparing successive frames, or by the
use of the motion vector detector 31 for detecting a rapid
change in the image.
[0039] In particular, an accurate judgment on the
scenes can be made at the scene change judging circuit
42 by comparing chrominance information and lumi-
nance information separately along the time axis. at the
chrominance information comparator 40 and the lumi-
nance information comparator 41, and by comparing the
amount of variation and variation speed for each picture.
[0040] The output of the scene change judging circuit
42 is stored as the presence or absence of a scene
change in the video attribute data 50 in FIG. 2A and FIG.
2B. In the format of FIG. 2A, the video attribute data 50
can be used to record, in addition to the presence or
absence of a scene change, the address of the jump
destination, the structure of the GOP and the number of
pictures within the GOP, the scalability mode, the time
code and the like, and special playback or the like can
be effected using such attribute data.
[0041] FIG. 2A and FIG. 2B show the digital motion
picture image data recording format, in which I- and P-
pictures are adjacent to each other, and video attribute
data 50 is disposed at the head of the GOP. At the time
of recording, on the basis of the result of the judgment
at the scene change judging circuit 42, the presence or
absence of a scene change is stored in the video at-
tribute data 50 in FIG. 2A, and the address of destination
of jump during special playback is also stored in the vid-
eo attribute data 50. Since the digital motion picture im-
age recording circuit is provided with a buffer memory
38, the recording data is still held in the buffer memory
38 while the image is processed, so that the jump des-
tination address can be stored.
[0042] For instance, when the GOP is of such an im-
age which does not require jump playback (e.g., it con-
sists of a succession of rapidly moving images, or still-
picture-like image which is similar to the preceding
GOP), information that the GOP need not be played
back and should be skipped over is stored in the at-
tribute data, and if the next GOP needs to be played
back, a flag to that effect is set. The special playback is
achieved by reproducing only the video attribute data
50 in sequence, and playing back the GOPs for which
this flag at the head thereof is set.
[0043] Instead of the flag, designation of the jump
destination address may be used.
[0044] In the case of the reverse playback, the buffer
memory 38 need not have a large capacity, and yet stor-
age of the jump destination address and setting of the
flag indicating whether the preceding GOP needs play-
back can be realized with ease.

[0045] The operation of reading from the optical disk
is as shown in FIG. 5. First, the address of the head of
the GOP is detected, and then the video attribute data
50 is read, an I-picture of the GOP is reproduced if a
scene change is present, and jump is made to a next
GOP if no scene change is present. In this way, the spe-
cial playback is continued.
[0046] As shown in the flowchart of FIG. 4, special
playback is also possible by reading the jump destina-
tion address stored in the video attribute data 50. In this
case, by reading the video attribute data 50. the jump
destination address is stored, and, on the basis thereof,
an I-picture is reproduced, and a track jump is also con-
ducted when the current GOP should be skipped over.
In this way, the special playback is achieved.
[0047] By the use of the above methods, it is possible
to achieve special playback in which only such GOPs of
a plurality of GOPs formed on the disk that need to be
reproduced are reproduced in turn. In these cases, still
pictures are successively reproduced or still pictures at
the heads of respective scenes are continuously repro-
duced.
[0048] In a special playback in which I- and P-pictures
are continuously reproduced, the operation is as shown
in FIG. 6. In this case, after the video header is detected,
I- and P-pictures are read. and when a B-picture header
is detected, a track jump is conducted to the video head
of the next GOP and similar operation is repeated in the
successive GOPs. However, with this method, the spe-
cial playback speed multiplier (the ratio of the time for
normal replay to the time for fast replay) is limited be-
cause the amount of data for I- and P-pictures in each
GOP is large.

Example 2

[0049] Example 2 is next described with reference to
the drawings. FIG. 7A shows the method of reading data
in which the image data recorded in the format of FIG.
2A is fast-played back by track jump, and FIG. 7B shows
the disposition of the video header 52 on the disk, and
FIG. 7C shows the track jump at the video header.
[0050] In FIG. 8, the order of I- and P-pictures is re-
versed every GOP, so that I-pic:ture reproduction at the
time of track jump is achieved with a shorter rotation
waiting time. In the drawing, reference numeral 69 de-
notes an audio header indicating the head of the audio
signal. 70 denotes audio data, 71 denotes a video data
recognition parity for recognition of the head of the video
data, 72 denotes P2-picture header indicating the head
of the second P-picture, 73 denotes P2-picture data, 74
denotes a B-picture header indicating the head of B-pic-
tures, 75 to 79 denote B1- to Bn-picture data, and 80
denotes an end mark indicating the end of the GOP.
[0051] In FIG. 9, the positions at which I- and P-picture
image information is disposed are shifted from one GOP
to another, so that I-picture reproduction at the time of
track jump is achieved with an even shorter rotation
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waiting time. In the drawing, reference numerals 81 to
88 denote B-picture (B5- to B12-picture) data.
[0052] The operation of Example 2 will next be de-
scribed with reference to the drawings. In FIG. 7A, the
data in the GOP is arranged in the order of I-, P- and B-
pictures. In this case, special playback is achieved by
repeating the steps of reading the video header 52 in-
cluding the video GOP address 49 and the video at-
tribute data 50 shown in FIG. 2A, then reproducing an
I-picture, and skipping P- and B-pictures, and then re-
producing an I-picture in the next GOP, and so on.
[0053] In such a case, because the data occupation
proportion of an I-picture in each GOP is fairly large, and
the amount of data of an I-picture is three to five times
the amount of data of a B-picture, so that even if repro-
duction of P- and B-pictures is omitted, the special play-
back efficiency (as a ratio of the amount of data which
is not read to the amount of data that is read during spe-
cial playback) is not so high. and in addition the rotation
waiting time is present. As a result, the special playback
speed multiplier is not high. If however one GOP con-
sists of 10 pictures as shown in FIG. 32 or 15 pictures
as shown in FIG. 33, special playback at about double
or triple speed is possible.
[0054] In order to reduce the rotation waiting time, the
data arrangement shown in FIG. 8 is conceived. In the
illustrated data arrangement, the order of I- and P-pic-
tures is opposite between adjacent GOPs. In the case
of FIG. 8. when reproduction of an I-picture in a first GOP
is completed, and track jump is effected, then reproduc-
tion of an I-picture in the next GOP is commenced im-
mediately or after only a certain servo stabilizing period.
[0055] Furthermore, by changing the order of the I-,
P- and B-pictures every GOP as shown in FIG. 9, it is
possible to achieve an arrangement in which I-pictures
can be read continuously for more GOPs. In the illus-
trated example. I-pictures can be read continuously for
three GOPs, so that substantially smooth special play-
back by the continuous reproduction of I-pictures for the
three GOPs is possible.
[0056] By reproducing I-picture data, playback can be
achieved without rotation waiting between GOPs. Ac-
cordingly, unlike Embodiment 1, smooth continuous mo-
tion picture special playback is possible.

Example 3

[0057] FIG. 10 shows a format arrangement on a disk
of a continuous groove type in Example 3. FIG. 11
shows a format arrangement on a disk of a sample servo
type in Example 3. FIG. 12 is a flowchart showing the
operation of reading data in which the disk rotation
speed is increased during special playback.
[0058] The operation of Example 3 will next be de-
scribed. Generally, for the purpose of increasing the re-
cording density of an optical disk, constant linear veloc-
ity (CLV) recording is advantageous over constant an-
gular velocity (CAV) recording. However, in CLV record-

ing, the head of image data and the disposition on the
I-picture on the disk is not fixed, and because in partic-
ular the angular position of the I-pictures is at random,
the operation of Example 1 or Example 2 is difficult. The
disk is therefore divided into zones, e.g., zones A to G
as illustrated in FIG. 10 or FIG. 11, and the head regions
of the GOPs within each zone are made to be aligned
in the radial direction of the disk.
[0059] The linear recording density can be made sub-
stantially equal between different zones, by varying the
disk motor rotational speed between different zones, or
by varying the frequency of the data clock during record-
ing and playback.
[0060] But in such a case, the recording capacity per
one revolution of the disk is different between different
zones. It is possible to realize the zone division by which
the recording capacity per GOP is a multiple of the re-
cording capacity per revolution. For instance, it may be
so set that one GOP is formed of five tracks in the in-
nermost zone, while one GOP is formed of two tracks
in the outermost zone.
[0061] Instead of setting the recording capacity per
GOP to be a multiple of the recording capacity per rev-
olution, it may alternatively be so set that the recording
capacity per GOP is a multiple of the recording capacity
per half a revolution. Then, finer zone division is possi-
ble. If it is so set that the recording capacity per GOP is
a multiple of the recording capacity per a quarter of one
revolution, even finer zone division is possible.
[0062] In this case, the GOP address in the video in-
formation is written immediately after the servo pits
(wobble pits) in the sample servo type or the mirror sur-
face part in the continuous guide groove type, and by
setting the length of the mirror surface part or the wobble
pits in which the GOP address is recorded to be of a
different length from other parts, the sum signal (reflec-
tion signal) from the optical head can be used as an in-
dex during search.
[0063] In the system for recording and playing back
digital motion picture image using an optical disk, such
as those described above, the special playback can be
achieved by using track jump as described in connection
with Example 1 and Example 2. It is also possible to in-
crease the disk rotation speed during continuous play-
back in order to further increase the overall playback
speed. For instance, the disk rotation speed is doubled,
and the data transfer rate is doubled, and yet the data
reproduction is possible. By reproducing I- and P-pic-
tures only, double speed playback can be achieved.
[0064] If the disk rotational speed is increased to four
or eight times, the data rate is too high, and the data
detection may be impossible. In such a case, while I-
and P-pictures are reproduced the disk rotational speed
may be lowered to such a value at which playback is
possible, and while B-pictures are reproduced the disk
rotation speed may be increased, as shown in FIG. 3B.
[0065] The operation of the optical disk drive for such
a playback is as shown in FIG. 12. The operation com-
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prising the following steps is repeated. First, the rota-
tional speed is increased to n-times, and then the video
header is detected to read an I-picture, and jump is
made to the next GOP. By disposing an I-picture in the
video attribute data 50, the disk motor acceleration re-
gion and the deceleration region can be set.

Embodiment 1

[0066] Embodiment 1 of the invention will next be de-
scribed. FIG. 13A and FIG. 13B show the data structure
of the digital motion picture image according to Embod-
iment 1. FIG. 13A shows the structure of a GOP. FIG.
13B shows the data arrangement of the entire GOP in-
cluding audio data. In the drawings, reference numerals
21 to 29 denotes data identical to those described in
connection with the prior art example with reference to
FIG. 30 to FIG. 33. Reference numeral 130 denotes a
header indicating the head of the data, 131 denotes an
address of each GOP forming a unit of editing. 132 de-
notes attribute data attendant to the digital motion pic-
ture image data, 133 denotes an audio header indicating
the head of audio data 134. Reference numeral 135 de-
notes a video header indicating the head of video data
136. Reference numeral 137 denotes a P-picture head-
er indicating the head of a P-picture 29. Reference nu-
meral 138 denotes a B-picture header indicating the
head of a B-picture 28. In the drawings, P-. B- and I-
pictures are respectively represented as "P-picture." "B-
picture." and "I-picture."
[0067] FIG. 14 shows the details of configuration of
the digital motion picture image data arrangement in
Embodiment 1. Reference numeral 139 denotes wobble
pits in the sample format or a mirror surface part for off-
set correction in the continuous guide groove type, 140
denotes a zone address in the optical disk of a zone con-
stant angular velocity (CAV) rotation system. 141 de-
notes a sector address for each sector which is a fraction
of a GOP, 142 denotes a video GOP address for each
video GOP. 143 denotes a video attribute data attendant
to a digital motion picture image, and 145 denotes an I-
picture header indicating the head of I-picture data 146.
Reference numeral 147 denotes I-picture ECC (error
correction code) recording the I-picture data error cor-
rection code, and 148 denotes a P-picture header indi-
cating the head of P-picture data 149. Reference nu-
meral 150 denotes a scalability mode, 151 denotes the
number of frames within the GOP, 152 denotes the GOP
structure showing the arrangement of I-, B- and P-pic-
tures, and the like within the GOP, 153 denotes the ar-
rangement and position of data within an I-picture, 154
denotes detailed attribute data such as presence or ab-
sence of panning. zooming and scene change, 155 de-
notes a time code, 156 denotes an address of destina-
tion of jump during special playback, 157 denotes an
audio mode, 158 denotes a still picture mode, and 159
denotes a spare area.
[0068] FIG. 15 is a block diagram showing an optical

disk recording device for use with an optical disk accord-
ing to Embodiment 1. The illustrated recording and play-
back device is identical to that shown in FIG. 1, except
that the scene change detector 100 in FIG. 1 is not pro-
vided. The reference numerals 8, 10 - 12, 30 - 39, and
43 to 46 denote members or components identical to
those in FIG. 1.
[0069] FIG. 16 shows the structure of details of the
part where I-picture data is recorded on the optical disk.
The video header 135 indicates the head of the video
data in n-th track group, 160 denotes fraction data
formed of a plurality of slices for the top 1/3 part (from
the top edge to a first horizontal dividing line 1/3 as
measured from the top edge of the screen) of the screen
of the I-picture 27. Reference numeral 162 denotes a
fraction data formed of a plurality of slices for the middle
1/3 part (from the first horizontal division line to a second
horizontal dividing line at 2/3 as measured from the top
edge of the screen) of the 1-picture 27. Reference nu-
meral 164 denotes a fraction data formed of a plurality
of slices for the bottom 1/3 part (from the second hori-
zontal dividing line to the bottom edge of the screen) of
the I-picture 27. Reference numeral 161 denotes a sub-
header indicating the head of fraction data 162. Refer-
ence numeral 163 denotes a sub-header indicating the
head of fraction data 164. Reference numeral 148 de-
notes a P-picture header, 165 denotes a first P-picture
data within the GOP, and 166 denotes a header indicat-
ing the head of a second P-picture data 167. Reference
numeral 168 denotes a header indicating the entirety of
each of the digital motion picture image of (n+1)-th and
(n+2)-th track groups, and also indicating the head of P-
picture data, 169 denotes a header indicating the part
160 where the data for the slices 23 in the upper 1/3 part
of the screen of the I-picture 27 is recorded.
[0070] FIG. 17 is a flowchart showing the operation of
special playback of a motion picture in an optical disk
device, with a system having a digital motion picture im-
age data file structure in which the screen is divided in
the vertical direction of the screen into fractions, each
comprising a multiple of slices.
[0071] The operation will next be described. A digital
motion picture image data usually is formed of a mixture
of data of I-, B- and P-pictures 27, 28 and 29, as shown
in FIG. 31 to FIG. 33 in connection with the prior art ex-
ample. An I-picture 27 can be reproduced independently
because two-dimensional compression is used. Howev-
er. P-pictures cannot be reproduced until the I-picture is
reproduced, and B-pictures cannot be reproduced until
the I- and P-pictures have been reproduced. A data ar-
rangement on the disk that is advantageous from the
view point of the signal processing is therefore, that I
and P-pictures are successively disposed first in the
GOP as shown in FIG. 13B, and B-pictures are thereaf-
ter disposed.
[0072] In this case, it is also desirable that the audio
data is also arranged for each GOP. This enables after-
recording (recording audio signal after video signal) and
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editing. Moreover, with the data structure shown in FIG.
13A and FIG. 13B by providing video GOP address 142,
headers 145 and 148 indicating the heads of I- and P-
pictures as shown in FIG. 14, to enable editing for each
GOP it is possible to extract a I-picture data of a single
picture alone, or P-picture data of a single picture alone.
[0073] By providing a region 143 in which attribute da-
ta of the digital motion picture image data is written, and
by providing scalability mode 150 indicating whether the
hierarchial structure is suitable for use with the particular
numbers of pixels and lines on the screen, the number
of frames, 151, within the GOP, the GOP structure 152
indicating the arrangement and the like of I-, B- and P-
picture data within the GOP, the disk can be used in con-
junction with a variety of signal processing systems. By
describing the I-picture data structure within the GOP
structure 152. the arrangement suitable for the special
playback which will be described below can also be
adopted.
[0074] As has been described, with the format in
which I- and P-pictures are successively disposed in the
GOP, it is possible to implement special playback by
modifying the I-picture data structure. In this case. by
dividing the I-picture data into one-third fractions, each
comprising an integer number of slices, as shown in
FIG. 16, and the positions of the file blocks correspond-
ing to the respective positions on the screen are ex-
changed between GOPs. Such a data arrangement is
possible by controlling the buffer memory 38 by means
of the format encoder 39 in the optical disk recording
and playback device shown in FIG. 15.
[0075] With the file structure shown in FIG. 16, if the
heads of the GOPs are aligned in the disk radial direc-
tion, it is possible to reproduce image of one picture from
3 GOPS, by performing track jump, as illustrated, and
adjoining the data for the fractions of I-picture. Partial
continuous reproduction of I-pictures can be achieved
with short rotation waiting times, so that the speed of the
fast playback using I-picture data can be made high
even though the amount of I-picture data is larger than
P- and B-pictures.
[0076] Moreover, with the disk format of the zone CAV
system. GOP head data can be aligned in the disk radial
direction, if the zone allocation is such that the amount
of data per GOP is a multiple of one revolution or a mul-
tiple of half a revolution.
[0077] The operation of the optical disk device during
the special playback described above is shown in the
flow chart of FIG. 17. First, when the special playback
is started, the video GOP address is detected, and the
time code and the like are displayed on the screen by
means of a character generator or the like. Next, the vid-
eo attribute data in the GOP is read, and judgment as
to whether the I-picture is of the divided type. If it is of
the divided type, the header at the top part of the screen
of an I-picture is detected, and the data is read, and track
jump is then performed, and the header for the central
part of the screen is detected and the data is read, and

jump is again made. and the header for the bottom part
of the screen is detected and the data is read. The frac-
tional data of the I-picture are adjoined by the image
memory (buffer memory 38 in FIG. 15). The above op-
erations are repeated until the special playback is com-
pleted. In this way, fast playback and reverse playback
can be achieved.
[0078] By application of the invention, the special
playback speed multiplier can be improved even in the
case of an optical disk of a CLV system. This is because
the data of the I-pictures is divided and fractions thereof
are reproduced, while in the prior art all the I-picture data
were reproduced. Note in this connection that the data
capacity of an I-picture is much larger than the B- and
P-pictures, and during special playback, an I-picture and
then P-pictures are reproduced, or only I-pictures are
reproduced successively.

Embodiment 2

[0079] FIG. 18A shows the arrangement structure of
the digital motion picture image data in Embodimeut 2.
Reference numerals 171 to 177 denote new file blocks
which are formed when the block layer 26 is of a digital
motion picture image in DCT encoding is divided with
reference to the spatial frequency as shown in FIG. 18B.
In FIG. 18A and FIG. 18B. the file structure within an I-
picture for each GOP is divided into groups of respective
spatial frequency regions in DCT codes, and the dispo-
sition is altered from one GOP to another. The frequency
of the respective groups is increased in the order of (a)
to (g).
[0080] FIG. 19 shows a data structure which is a mod-
ification of FIG. 18A. The arrangement of I- and P-pic-
ture data is altered from one GOP to another. In the
drawing, reference numeral 180 denotes an I-picture
header indicating the head of the I-picture data.
[0081] FIG. 20 shows an example in which each GOP
has four P-pictures. Reference numeral 181 denotes a
third P-picture header indicating the head of third P-pic-
ture data 178, and 182 denotes a fourth P-picture head-
er indicating the head of fourth P-picture data 179.
[0082] FIG. 21 shows the operation of special play-
back taking account of the rotation waiting with the dig-
ital motion picture image data arrangement shown in
FIG. 20. FIG. 22 is a flowchart showing the operation of
the optical disk drive for the case where I-picture data
is divided according to the frequency.
[0083] FIG. 23 shows the data arrangement on the
optical disk for the case where the optical disk of a zone
CAV system is formatted according the sample servo
system. In the drawing, reference numeral 223 denotes
a header and servo pits, 224 denotes a sector address,
225 denotes audio data, 226 denotes a sub-header for
the data block (d) to (g) in the I-picture, 227 denotes I-
picture data for the (d) to (g) of the I-picture, and 228
denotes a header for the audio data.
[0084] FIG. 24 shows the data arrangement on the
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optical disk for the continuous guide groove system. In
the drawing, reference numeral 229 shows a mirror sur-
face part for detecting the offset of the tracking sensor
during tracking in the push-pull method, and 230 de-
notes a re-sync byte for the case where a modulation
system having an intermittent data structure of the 2-7
modulation or 1-7 modulation is used. The re-sync byte
contains a reference clock for PLL for the purpose of
data detection.
[0085] The operation of Embodiment 2 will next be de-
scribed. In the standard digital motion picture image
compression system represented by MPEG, JPEG, and
the like, the data arrangement is obtained through divi-
sion according to the vertical and horizontal spatial fre-
quencies at the time of DCT encoding of each macrob-
lock 24, and scanning in zig-zag fashion as shown in
FIG. 18B. For instance, if the 64 DCT encoding data of
I-picture data are divided into blocks, seven blocks (a)
to (g), each consisting of 9 or 10 DCT encoding data are
formed. At the time of data recording, these I-picture da-
ta are not arranged taking each slice 23 as a unit, but
are arranged taking each of the blocks (a) to (g) as a
unit, as illustrated, and a header signal, a parity signal,
and the like are added to the head of the block forming
each of fractions generated by the division according to
the frequency regions, it is possible to obtain image dur-
ing special playback, by reproducing the data closer to
the DC component of the DCT encoding data. In this
way, it is not necessary to reproduce the entirety of each
1-picture data having a relatively large data amount.
[0086] Assume, for instance, that the optical disk has
the structure of the zone CAV system, and the GOP
head positions are aligned in the disk radial direction.
By re-arranging the data blocks (a) to (g) of an I-picture
for each GOP as shown in FIG. 18A, it is possible to
continuously reproduce only data block (a) in the I-pic-
ture data. If, for instance, a signal of a rate four times
that of the current standard CD (compact disk) were re-
corded at a double linear density on an optical disk of
the current CD size (the diameter being 15 cm), the disk
rotation speed would be changed from 600 rpm to 1200
rpm. and the worst rotation waiting time would be the
time corresponding to three pictures.
[0087] For this reason, where one GOP is formed of
15 pictures, and if an I-picture can be read within a time
for one picture (about 33 msec). it is possible to perform
a 15-time speed playback in which I-pictures are suc-
cessively reproduced. If a rotation waiting occurs, the
time corresponding to three pictures (about 100 msec.)
is wasted per revolution, and the maximum playback
speed will be five time the normal speed.
[0088] If a playback system in which a next GOP is
skipped and an I-picture in the next-but-one GOP is re-
produced is employed, to prevent the degradation in the
special playback speed multiplier, one out of 30 pictures
is displayed, and at the time of 15-time speed, the same
picture is displayed twice. The motion in the displayed
motion picture is awkward. Moreover, a necessary

scene may be missed as the skipping is increased.
[0089] To prevent the awkwardness and skipping, the
amount of reproduced data of the I-picture is reduced to
the extent in which image recognition is possible. That
is, only the low-frequency components in the DCT en-
coding are reproduced, for example. Moreover, position
of the low-frequency component is altered from one
GOP to another. In addition, track jump is repeated. By
these measures, the rotation waiting time is shortened.
[0090] Furthermore, if digital motion picture image da-
ta is recorded as shown in FIG. 19, instead of succes-
sively reproducing only the data block (a) of an I-picture
data as shown in FIG. 18A, data blocks (b) and (c) of
the I-picture data are also reproduced, with the result
that finer image can be reproduced even in special play-
back. If the positions of the I- and P-pictures are ex-
changed, in addition to the exchange of the positions of
the data blocks (a) to (c) within the I-picture data as
shown in FIG. 19, the rotation waiting time in special
playback is further reduced. In this case, every four
GOPs form a group for which continuous data is ob-
tained, and the fast playback is achieved by a succes-
sion of such groups each consisting of four GOPs.
[0091] Furthermore, if the number of P-pictures per
GOP is four as shown in FIG. 20, every two P-pictures
are made to form a group, and the positions of each
group and an I-picture are exchanged to achieve fast
playback in which data blocks (a) to (c) of an I-picture
data are reproduced. In this case, every six GOPs form
a group for which continuous data is obtained, and the
fast playback is achieved by a succession of such
groups each consisting of six GOPs.
[0092] Where a certain rotation waiting is permitted,
and if special playback is at a several-time speed, track
jump as shown in FIG. 21 is performed. If track jump is
performed as indicated by dotted line, reproduction of I-
pictures is effected every alternative GOPs (using data
blocks (a) to (g) of every second GOP), while if track
jump is performed as indicated by a solid line. reproduc-
tion of I-pictures is effected every GOP (using data
blocks (a) to (c) of every GOP) .
[0093] As the data arrangement within I-pictures is al-
tered as shown in FIG. 21, the operation as indicated by
the solid line is possible, and finer movement can be
realized than in the case of the dotted line.
[0094] During the special playback as described
above. the optical disk drive performs the operation as
shown in the flowchart of FIG. 22. First, the address of
the head of the GOP of the digital motion picture image
data is detected, and the time information such as time
code, disk address information, or the like is displayed
on the screen. Then. video attribute data is read, and
judgement is made as to whether the I-picture data is
frequency-divided. If it is frequency-divided, the head of
the low-frequency component of the I-picture is detect-
ed, and the I-picture low-frequency component is read,
and a corresponding picture is displayed. and track jump
over a predetermined number tracks is performed. The
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above operations are repeated until the completion of
the special playback. In this way, the data of the low-
frequency components in the DCT encoding of I-pic-
tures is sequentially reproduced, and special playback
is achieved in this way.
[0095] In an optical disk having a disk format of a sam-
ple servo system. if sectors. each formed of a part from
a header and servo pits 223 to the next header and ser-
vo pits 223, as shown in FIG. 23, are aligned in a radial
direction within each zone, and I-picture data. P-picture
data, audio data and the like are completed over a mul-
tiple of sectors of said sample servo format, the disk
structure shown in FIG. 18A to FIG. 21 is realized on the
disk.
[0096] In an optical disk having a disk format of a con-
tinuous guide groove system, it is possible to adopt a
file structure on the disk as shown in FIG. 24 to provide
similar effects, i.e., to realize the disk structure shown
in FIG. 18A to FIG. 21. In this case, a part from one mir-
ror surface part 229 to another mirror surface part 229
form a large file unit. This large file unit can be sub-di-
vided by re-sync byte 230 into sub-division file units, and
I-picture data, P-picture data, audio data and the like are
made to be of such a length which is a multiple of the
sub-division file units. In this way, it is possible to realize
the data structure on the disk as shown in FIG. 18A to
FIG. 21.
[0097] Description has been made for the case where
the optical disk is of a zone CAV format. In the case of
CLV format as well, it is possible to improve the special
playback speed multiplier by frequency-dividing the I-
pictures.

Example 4

[0098] Example 4 will next be described.
[0099] FIG. 25 is a block diagram showing a decode
circuit for restoring the image signal of 780 pixels x 480
lines from a layered information, the layered information
being obtained by layering digital motion picture com-
pressed image information into compressed information
corresponding to 780 pixels x 480 lines, and com-
pressed information corresponding to 360 pixels x 240
lines. In the drawing, reference numeral 201 denotes a
variable-length encoder, 202 denotes an inverse quan-
tizer, 203 denotes an inverse discrete cosine transform
circuit, 204 denotes a motion compensating circuit. 205
denotes a frame memory, and 206 denotes a decoder
for restoring the digital motion picture compressed im-
age data of the lower layer.
[0100] FIG. 26 is a block diagram showing an optical
disk device for decoding the digital motion picture com-
pressed image information recorded on the optical disk,
being layered, using the decode circuit shown in FIG.
25. In the drawing, reference numeral 207 denotes a
playback amplifier for reproducing digital motion picture
image information recorded on the optical disk, and 208
denotes a data-detection & PLL circuit for detecting the

data from the signal from the playback amplifier 207.
Reference numeral 209 denotes a header detection &
data discriminating circuit for detecting the header sig-
nal in the data detected by the data detection & PLL cir-
cuit 208 and discriminating the data. Reference numeral
210 denotes an error correction circuit.
[0101] FIG. 27 is a diagram showing the disposition
of layered I- and P-picture data on the disk. Reference
numeral 211 denotes a lower-layer data of an I-picture
corresponding to digital motion picture image informa-
tion of 360 pixels x 240 lines. 212 denotes an upper-
layer data of the I-picture which, in combination with the
lower-layer data 211, form data of 780 pixels x 480 lines,
and 213 denotes a header of the upper layer data 212.
Reference numeral 214 denotes a lower-layer data of a
P-picture. 215 denotes an upper-layer data of the P-pic-
ture, 217 denotes a lower-layer data of a second P-pic-
ture. 218 denotes an upper-layer data of the second P-
picture, 219 denotes denotes a header of the upper-lay-
er data of the second P-picture, 220 denotes a header
of the upper-layer data of the I-picture, 221 denotes a
header of the upper-layer data of the first P-picture, and
222 denotes a header of the lower-layer data of the sec-
ond P-picture.
[0102] FIG. 28 shows the arrangement, on the disk,
of data of which only I-picture data is layered.
[0103] The operation of Example 4 will next be de-
scribed
[0104] In the MPEG system is now established as an
international standard, there is a method in which the
data structure is layered, and divided into a lower-layer
image data of 360 pixels x 240 lines, and upper-layer
image data which, in combination with the lower-layer
image data, form data of 780 pixels x 480 lines. The up-
per-layer data and the lower-layer data are combined at
the decode circuit shown in FIG. 25 to form a synthetic
picture of 780 pixels x 480 lines which is a digital motion
picture image information of the upper layer.
[0105] Where the I- and P-pictures are layered, the
data may be arranged on the disk as shown in FIG. 27.
The upper-layer and lower-layer data of the I- and P-
pictures are disposed, being separated by headers and
the like, and the positions of the I- and P-pictures are
altered from one GOP to another. In this way, at the time
of special playback. track jump is performed, and only
the lower-layer data of the I-picture is continuously read.
[0106] Moreover, it is also possible to layer the I-pic-
tures only, to thereby simplify the configuration. In this
case as well. the positions of the I-picture data and P-
picture data may be altered from one GOP to another,
to enable continuous reading of the I-picture lower-layer
data. Generally, the amount of I-picture data occupies
a larger area in the GOP, so that if it is attempted to read
all the data, the speed multiplier of the special playback
cannot be made high. By reading only the lower-layer
data of I- and P-pictures, the special playback speed
multiplier can be made high, and the number of frames
forming the special playback picture can be increased

19 20



EP 1 189 459 B1

12

5

10

15

20

25

30

35

40

45

50

55

so as to make the motion smooth.
[0107] FIG. 26 is a block diagram showing the optical
disk recording and playing back device which can re-
store layered data. The playback signal from the optical
disk that has been amplified by the playback amplifier
207 is detected as data by the data detector 208, and
divided into the upper-layer data and lower-layer data
at the header detector/data discriminator 209. The dis-
criminated data is error-corrected at the error correction
circuit 210, and input into a layered-data decode circuit
similar to that shown in FIG. 25, to achieve reproduction
of image. With the lower-layer data alone, only the im-
age of 360 pixels x 240 lines can be obtained.

Claims

1. An optical disk recording digital image information,
the digital image information including I-picture data
of an I-picture obtained by intra-frame DCT encod-
ing, P-picture data of one or more P-pictures ob-
tained by DCT encoding with forward motion com-
pensation, and B-picture data of B-pictures ob-
tained by DCT encoding with motion compensation
using the data of the I- and/or P-pictures positioned
in front and at the back thereof as reference pic-
tures, said disk comprising:

a plurality of sectors;
tracks each corresponding to one revolution of
the optical disk; and
zones (A, B, C, D, E, F) each composed of a
plurality of tracks adjacent to each other in the
radial direction of the optical disk;
each sector being provided with a preformatted
sector address (224) and a preformatted mirror
part (229);
the sector addresses (224) and the mirror parts
(229) within each zone being aligned in the ra-
dial direction of the optical disk;
said digital image information including a plu-
rality of image information blocks (21) each said
information block (21) including a plurality of
sectors;
said image information block including the I, P
and B pictures (27, 28, 29; 146, 147).

2. A method of playing back an optical disk as set forth
in claim 1, comprising:

detecting the sector address and playing back
said digital image information.

3. A method of recording, on an optical disk, digital im-
age information, the digital image information in-
cluding I-picture data of an I-picture obtained by in-
tra-frame DCT encoding, P-picture data of one or
more P-pictures obtained by DCT encoding with for-

ward motion compensation, and B-picture data of
B-pictures obtained by DCT encoding with motion
compensation using the data of the I- and/or P-pic-
tures positioned in front and at the back thereof as
reference pictures, said disk comprising:

a plurality of sectors;
tracks each corresponding to one revolution of
the optical disk; and
zones (A, B, C, D, E, F) each composed of a
plurality of tracks adjacent to each other in the
radial direction of the optical disk;
each sector being provided with a preformatted
sector address (224) and a preformatted mirror
part (229);
the sector addresses and the mirror parts within
each zone being aligned in the radial direction
of the optical disk;
said digital image information including a plu-
rality of image information blocks (21) each said
information block (21) including a plurality of
sectors;
said image information block including the I, P
and B pictures;
said recording method comprising:

recording said digital image information on
said disk.

4. A playback device specially adapted for playing
back an optical disk as set forth in claim 1 or for
executing a method as claimed in claim 2, compris-
ing:

means for detecting the sector address and
means for playing back said digital image infor-
mation.

5. A recording device specially adapted for executing
a method as claimed in claim 3 for recording, on an
optical disk, digital image information, the digital im-
age information including I-picture data of an I-pic-
ture obtained by intra-frame DCT encoding, P-pic-
ture data of one of more P-pictures obtained by DCT
encoding with forward motion compensation, and
B-picture data of B-pictures obtained by DCT en-
coding with motion compensation using the data of
the I- and/or P-pictures positioned in front and at the
back thereof as reference pictures, said disk com-
prising:

a plurality of sectors;
tracks each corresponding to one revolution of
the optical disk; and
zones (A, B, C, D, E, F) each composed of a
plurality of tracks adjacent to each other in the
radial direction of the optical disk;
each sector being provided with a preformatted
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sector address (224) and a preformatted mirror
part (229);
the sector addresses (224) and the mirror parts
(229) within each zone being aligned in the ra-
dial direction of the optical disk;
said digital image information including a plu-
rality of image information blocks (21) each said
information block (21) including a plurality of
sectors;
said image information block including the I, P
and B pictures;
said recording device comprising:

means for recording said digital image in-
formation on said disk.

Patentansprüche

1. Optische Platte zum Aufzeichnen digitaler Bildinfor-
mationen, welche digitalen Bildinformationen I-Bild-
daten eines I-Bildes, das durch Intra-Voll-
bild-DCT-Codierung erhalten wurde, P-Bilddaten
von einem oder mehreren P-Bildern, die durch
DCT-Codierung mit Vorwärtsbewegungskompen-
sation erhalten wurden, und B-Bilddaten von B-Bil-
dern, die durch DCT-Codierung mit Bewegungs-
kompensation unter Verwendung der Daten der I-
und/oder P-Bilder, die davor und dahinter angeord-
net sind, als Bezugsbildern erhalten wurden, ent-
halten, welche Platte aufweist:

mehrere Sektoren;
Spuren, die jeweils einer Umdrehung der opti-
schen Platte entsprechen; und
Zonen (A, B, C, D, E, F), die jeweils aus meh-
reren in der radialen Richtung der optischen
Platte einander benachbarten Spuren zusam-
mengesetzt
sind;

wobei jeder Sektor mit einer vorformatierten Sekto-
radresse (224) und einem vorformatierten Spiegel-
teil (229) versehen ist;
die Sektoradressen (224) und die Spiegelteile (229)
innerhalb jeder Zone in der radialen Richtung der
optischen Platte ausgerichtet sind; die digitalen
Bildinformationen mehrere Bildinformationsblöcke
(21) enthalten, wobei jeder der Informationsblöcke
(21) mehrere Sektoren enthält;
der Bildinformationsblock die I-, P- und B-Bilder (27,
28, 29; 146, 147) enthält.

2. Verfahren zum Wiedergeben einer optischen Platte
nach Anspruch 1, welches aufweist:

Erfassen der Sektoradresse und Wiedergeben
der digitalen Bildinformationen.

3. Verfahren zum Aufzeichnen digitaler Bildinforma-
tionen auf einer optischen Platte, welche digitalen
Bildinformationen I-Bilddaten eines I-Bildes, die
durch Intra-Vollbild-DCT-Codierung erhalten wur-
den, P-Bilddaten eines oder mehrerer P-Bilder, die
durch DCT-Codierung mit Vorwärtsbewegungs-
kompensation erhalten wurden, und B-Bilddaten
von B-Bildern, die durch DCT-Codierung mit Bewe-
gungskompensation unter Verwendung der Daten
der I- und/oder P-Bilder, die davor und dahinter an-
geordnet sind, als Bezugsbildern erhalten wurden,
enthalten, welche Platte aufweist:

mehrere Sektoren;
Spuren, die jeweils einer Umdrehung der opti-
schen Platte entsprechen; und
Zonen (A, B, C, D, E, F), die jeweils aus meh-
reren in der radialen Richtung der optischen
Platte einander benachbarten Spuren zusam-
mengesetzt sind;

wobei jeder Sektor mit einer vorformatierten Sekto-
radresse (224) und einem vorformatierten Spiegel-
teil (229) versehen ist;
die Sektoradressen und die Spiegelteile innerhalb
jeder Zone in der radialen Richtung der optischen
Platte ausgerichtet sind;
die digitalen Bildinformationen mehrere Bildinfor-
mationsblöcke (21) enthalten, wobei jeder der Infor-
mationsblöcke (21) mehrere Sektoren enthält;
der Bildinformationsblock die I-, P- und B-Bilder ent-
hält;
welches Aufzeichnungsverfahren aufweist:

Aufzeichnen der digitalen Bildinformationen
auf der Platte.

4. Wiedergabevorrichtung, die insbesondere ausge-
bildet ist zum Wiedergeben von einer optischen
Platte nach Anspruch 1 oder zum Durchführen ei-
nes Verfahrens nach Anspruch 2, welche aufweist:
Mittel zum Erfassen der Sektoradresse und Mittel
zum Wiedergeben der digitalen Bildinformationen.

5. Aufzeichnungsvorrichtung, die insbesondere aus-
gebildet ist zum Durchführen eines Verfahrens
nach Anspruch 3 zum Aufzeichnen digitaler Bildin-
formationen auf einer optischen Platte, welche di-
gitalen Bildinformationen I-Bilddaten eines I-Bildes,
die durch Intra-Vollbild-DCT-Codierung erhalten
wurden, P-Bilddaten eines oder mehrerer P-Bilder,
die durch DCT-Codierung mit Vorwärtsbewegungs-
kompensation erhalten wurden, und B-Bilddaten
von B-Bildern, die durch DCT-Codierung mit Bewe-
gungskompensation unter Verwendung der Daten
der I- und/oder P-Bilder, die davor und dahinter an-
geordnet sind, als Bezugsbildern erhalten wurden,
enthalten, welche Platte aufweist:
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mehrere Sektoren;
Spuren, die jeweils einer Umdrehung der opti-
schen Platte entsprechen; und
Zonen (A, B, C, D, E, F), die jeweils aus meh-
reren in der radialen Richtung der optischen
Platte einander benachbarten Spuren zusam-
mengesetzt sind;

wobei jeder Sektor mit einer vorformatierten Sekto-
radresse (224) und einem vorformatierten Spiegel-
teil (229) versehen ist;
die Sektoradressen (224) und die Spiegelteile (229)
innerhalb jeder Zone in der radialen Richtung der
optischen Platte ausgerichtet sind;
die digitalen Bildinformationen mehrere Bildinfor-
mationsblöcke (21) enthalten, wobei jeder Informa-
tionsblock (21) mehrere Sektoren enthält;
der Bildinformationsblock die I-, P- und B-Bilder ent-
hält;
welche Aufzeichnungsvorrichtung aufweist:

Mittel zum Aufzeichnen der digitalen Bildinfor-
mationen auf der Platte.

Revendications

1. Disque optique enregistrant des informations d'ima-
ge numériques, les informations d'image numéri-
ques comprenant des données d'image 1 d'une
image I obtenues par un codage DCT intra-image,
des données d'image P d'une ou de plusieurs ima-
ges P obtenues par un codage DCT avec une com-
pensation de mouvement en avant, et des données
d'image B d'images B obtenues par un codage DCT
avec une compensation de mouvement en utilisant
les données des images I et / ou P placées à l'avant
et à l'arrière de celles-ci en tant qu'images de réfé-
rence, ledit disque comprenant :

une pluralité de secteurs ;
des pistes, chacune correspondant à une révo-
lution du disque optique ; et
des zones (A, B, C, D, E, F), chacune étant
composée d'une pluralité de pistes adjacentes
les unes aux autres dans la direction radiale du
disque optique ;
chaque secteur étant fourni avec une adresse
de secteur préformatée (224) et une partie mi-
roir préformatée (229) ;
les adresses de secteur (224) et les parties mi-
roir (229) à l'intérieur de chaque zone étant ali-
gnées dans la direction radiale du disque
optique ;
lesdites informations d'image numériques
comprenant une pluralité de blocs d'informa-
tions d'image (21), chaque dit bloc d'informa-
tions (21) comprenant une pluralité de

secteurs ;
ledit bloc d'informations d'image comprenant
les images I, P et B (27, 28, 29 ; 146.

147).

2. Procédé de reproduction d'un disque optique tel
qu'il est présenté dans la revendication 1,
comprenant :

la détection de l'adresse de secteur et la repro-
duction desdites informations d'image numéri-
ques.

3. Procédé d'enregistrement, sur un disque optique,
d'informations d'image numériques, les informa-
tions d'image numériques comprenant des don-
nées d'image I d'une image I obtenues par un co-
dage DCT intra-image, des données d'image P
d'une ou de plusieurs images P obtenues par un
codage DCT avec une compensation de mouve-
ment en avant, et des données d'image B d'images
B obtenues par un codage DCT avec une compen-
sation de mouvement en utilisant les données des
images 1 et / ou P placées à l'avant et à l'arrière de
celles-ci en tant qu'images de référence, ledit dis-
que comprenant :

une pluralité de secteurs ;
des pistes correspondant chacune à une révo-
lution du disque optique ; et
des zones (A, B, C, D, E, F), chacune étant
composée d'une pluralité de pistes adjacentes
les unes aux autres dans la direction radiale du
disque optique ;
chaque secteur étant fourni avec une adresse
de secteur préformatée (224) et une partie mi-
roir préformatée (229) ;
les adresses de secteur et les parties miroir à
l'intérieur de chaque zone étant alignées dans
la direction radiale du disque optique ;
lesdites informations d'image numériques
comprenant une pluralité de blocs d'informa-
tions d'image (21), chaque dit bloc d'informa-
tions (21) comprenant une pluralité de
secteurs ;
ledit bloc d'informations d'image comprenant
les images I, P et B ;
ledit procédé d'enregistrement comprenant :

l'enregistrement desdites informations
d'image numériques sur ledit disque.

4. Dispositif de reproduction conçu en particulier pour
reproduire un disque optique tel qu'il est présenté
dans la revendication 1 ou pour exécuter un procé-
dé selon la revendication 2, comprenant :
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des moyens pour détecter l'adresse de secteur
et des moyens pour reproduire lesdites infor-
mations d'image numériques.

5. Dispositif d'enregistrement conçu en particulier
pour exécuter un procédé tel que le revendique la
revendication 3, sur un disque optique, d'informa-
tions d'image numériques, les informations d'image
numériques comprenant des données d'image I
d'une image I obtenues par un codage DCT intra-
image, des données d'image P d'une ou de plu-
sieurs images P obtenues par un codage DCT avec
une compensation de mouvement en avant, et des
données d'image B d'images B obtenues par un co-
dage DCT avec une compensation de mouvement
en utilisant les données des images I et / ou P pla-
cées à l'avant et à l'arrière de celles-ci en tant
qu'images de référence, ledit disque comprenant :

une pluralité de secteurs ;
des pistes correspondant chacune à une révo-
lution du disque optique ; et
des zones (A, B, C, D, E, F), chacune étant
composée d'une pluralité de pistes adjacentes
les unes aux autres dans la direction radiale du
disque optique ;
chaque secteur étant fourni avec une adresse
de secteur préformaté (224) et une partie miroir
préformatée (229) ;
les adresses de secteur (224) et les parties mi-
roir (229) à l'intérieur de chaque zone étant ali-
gnées dans la direction radiale du disque
optique ;
lesdites informations d'image numériques
comprenant une pluralité de blocs d'informa-
tions d'image (21), chaque dit bloc d'informa-
tions (21) comprenant une pluralité de
secteurs ;
ledit bloc d'informations d'image comprenant
les images I, P et B ;
ledit dispositif d'enregistrement comprenant :

des moyens pour enregistrer lesdites infor-
mations d'image numériques sur ledit dis-
que.
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