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(54) POWER FLOW CONTROL SYSTEM AND POWER FLOW CONTROL METHOD

(57) A power flow control system is provided that is
capable of improving the reliability of controlling power
flow fluctuation and creating wide applicability for sys-
tems that control power flow fluctuation. A power-varying
device (101) varies the distribution line power amount,
which is a value of the power flow that flows in a distri-
bution line (112) to which is connected a plurality of power
sources (111) that each generate power. A measurement
device (102) measures an index value relating to the total

generated power amount, which is the sum total of the
amount of power generated by each of the power sourc-
es. A calculation device (103) estimates the total gener-
ated power amount from the index value, and according
to the estimation result, regulates the amount of change
in the distribution line power amount that is changed by
the power-varying device.
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Description

Technical Field

[0001] The present invention relates to a power flow control system that controls power flow, and more particularly to
a power flow control system that controls power flow that flows through a distribution line that is connected to renewable
power sources that use renewable energy to generate electric power.

Background Art

[0002] Recent years have witnessed the proliferation of renewable power sources that use renewable energy such
as solar energy to generate electric power. The electric power that is generated by a renewable power source can both
be consumed by the consumer who has installed the renewable power source, and can also be supplied by way of a
distribution line to a higher-order system such as a power transmission network. However, the amount of power generated
by a renewable power source fluctuates due to, for example, the amount of solar radiation, and the electric power that
is supplied to the higher-order system therefore fluctuates, thereby raising the problem of instability of the electric power
that flows to the higher-order system.
[0003] As a technology for solving the above-described problem, technology has been proposed for stabilizing fluc-
tuation in power flow at a higher-order system linking node at which a distribution line links with a higher-order system
(such as a microgrid or an electric power substation that is under the control of an electric power distribution business).
More specifically, a technology has been proposed for stabilizing fluctuation of power flow at a higher-order power system
linking node by measuring the fluctuation of power flow at the higher-order power system linking node, and based on
the measured value, regulating the amount of charging and discharging of a power storage device that is connected to
the distribution line or by regulating the amount of power consumption of a controllable load that is connected to the
distribution line (for example, refer to Patent Document 1).
[0004] In the above-described technology, the installation location at which a power storage device or controllable
load is installed is limited by such factors as the availability of installation space and by the degree to which voltage on
the distribution line is stable. As a result, a power storage device or controllable load may be installed at a location that
is remote from the higher-order power system linking node. In such cases, the power storage device or controllable load
will be installed at a location that is distant from the device that measures the fluctuation of power flow at the higher-
order power system linking node, and the need will therefor arise for the long-distance transmission of the control signals
for regulating the amount of charging/discharging of the power storage device or the amount of power consumption of
the controllable load. Although the transmission distance of the control signals will vary with the size of the area in which
the distribution line is installed, in general, the transmission distance will range in the order of from several hundred
meters to several kilometers or more.
[0005] When control signals are transmitted over a long-distance, they will be prone to delays or interruptions. Delays
or interruptions of the control signals will impede the accurate control of power flow fluctuation, and the reliability of the
control of power flow fluctuation will therefore drop. The installation of a dedicated circuit for control signals may be
considered as a means to limit the delay or interruption of control signals, but when the installation of power storage
devices or controllable loads is distributed among individual consumers, the number of transmission destinations of the
control signals may rise to the order of several thousand, and the installing dedicated circuits for all of these consumers
will be problematic.
[0006] In response to these problems, Non-Patent Document 1 discloses a technology in which a power storage device
or controllable load is combined with each renewable power source and the combined power storage devices or con-
trollable loads are then used to control the fluctuation of electric power that is generated at the renewable power source
for each individual renewable power source. In this technology, control of power flow fluctuation can be realized with a
high level of reliability because power flow fluctuation can be controlled without requiring long-distance transmission of
control signals.

Literature of the Prior Art

Patent Documents

[0007] Patent Document 1: Japanese Unexamined Patent Application Publication No. 2008-263706

Non-Patent Documents

[0008] Non-Patent Document 1: Senjyu Tomonobu et al. "Coordinate Control of Wind Turbine and Battery in Wind
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Turbine Generator System." IEEJ Transactions on Power and Energy 129 (5), 653-660, 2009-05-01

Summary of the Invention

Problem to be Solved by the Invention

[0009] Nevertheless, in the technology described in Non-Patent Document 1, power storage devices or controllable
loads must be combined with all renewable power sources, and it is therefore not possible to control power flow fluctuation
arising in a renewable power source that has not been combined with a power storage device or a controllable load,
such as a renewable power source that has already been installed. Accordingly, the technology disclosed in Non-Patent
Document 1 suffers from the problem of limited applicability.
[0010] When a plurality of renewable power sources is connected to a distribution line, fluctuation in the amount of
generated power of each individual renewable power source brings about a "smoothing effect" that mitigates the fluc-
tuation of the total generated power amount, which is the amount of generated power of all of the renewable power
sources. As a result, the method described in Non-Patent Document 1 entails such problems as increasing the number
of unnecessary processes such as controlling the fluctuation in the amount of generated power of each renewable power
source even though the total generated power amount is already stabilized or such as requiring power storage devices
that have more capacity than is necessary.
[0011] The present invention was realized in view of the above-described problems and has the object of providing a
power flow control system and a power flow control method that can improve the reliability and wide applicability of the
control of power flow fluctuation.

Means for Solving the Problem

[0012] The power flow control system according to the present invention is provided with: a power-varying device that
changes the distribution line power amount, which is a value of the power flow that flows in a distribution line that is
connected to a plurality of power sources that generate electric power; a measurement device that measures an index
value that relates to the total generated power amount that is the sum total of the amount of generated power that is
generated in each power source; and a calculation device that estimates the total generated power amount based on
the index value and, in accordance with the estimation result, regulates the amount of change of the distribution line
power amount that is changed by the power-varying device.
[0013] The power flow control method according to the present invention is a power flow control method realized by
a power flow control system that is provided with a power-varying device that changes the amount of distribution line
power that is a value of the power flow that flows in a distribution line connected to a plurality of power sources that
generate electric power, the power flow control method including steps of: measuring an index value that relates to the
total generated power amount that is the total amount of generated power that is generated in each power source; based
on this index value, estimating the total generated power amount; and in accordance with this estimation result, regulating
the amount of change of the amount of distribution line power that is changed by the power-varying device.

Effect of the Invention

[0014] The present invention enables an improving the reliability of controlling power flow fluctuation and creating wide
applicability for systems that control power flow of fluctuation.

Brief Description of the Drawings

[0015]

FIG. 1 shows the power flow control system of the first exemplary embodiment of the present invention.
FIG. 2 is a flow chart for describing an example of the operation of the power flow control system of the first exemplary
embodiment of the present invention.
FIG. 3 shows the power flow control system of the second exemplary embodiment of the present invention.
FIG. 4 is a flow chart for describing an example of the operation of the central control device in the power flow control
system of the second exemplary embodiment of the present invention.
FIG. 5 is a flow chart for describing an example of the operation of the local charging/discharging device in the power
flow control system of the second exemplary embodiment of the present invention.
FIG. 6 shows the power flow control system of the third exemplary embodiment of the present invention.
FIG. 7 is a flow chart for describing an example of the operation of the power flow control system of the third exemplary
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embodiment of the present invention.
FIG. 8 shows the power flow control system of the fourth exemplary embodiment of the present invention.

Mode for Carrying Out the Invention

[0016] Exemplary embodiments of the present invention are next described with reference to the accompanying
drawings. In each of the exemplary embodiments described hereinbelow, components having the same functions are
given the same reference numbers and redundant explanation of these components may be omitted.

First Exemplary Embodiment

[0017] FIG. 1 shows the power flow control system of the first exemplary embodiment of the present invention. The
power flow control system shown in FIG. 1 has a configuration in which local charging/discharging devices 100, loads
110, and photovoltaic power generation devices 111 that are installed for each consumer of commercial power are
connected to distribution line 112.
[0018] In FIG. 1, load 110 and photovoltaic power generation device 111 of each consumer are connected to a
respective node of a plurality of nodes 1-N of distribution line 112, and nodes may also be present that are not connected
to load 110 and photovoltaic power generation device 111.
[0019] Load 110 is a power-consuming device that consumes electric power. Photovoltaic power generation device
111 is a power source that uses solar energy to generate electric power. The power source is not limited to photovoltaic
power generation device 111 and may also be any device that is capable of generating electric power such as a renewable
power source including a wind power generation device that uses wind energy to generate electric power.
[0020] Distribution line 112 is a lower-order system that is connected to higher-order system 114 such as an electric
power network by way of transformer substation 113 that converts voltage. The voltage in higher-order system 114 is
assumed to be a higher voltage than the voltage in distribution line 112. In addition, transformer substation 113 is a
higher-order system linking node that links distribution line 112 to higher-order system 114.
[0021] In the present exemplary embodiment, local charging/discharging device 100 is connected to any node (shown
as node k in FIG. 1) of distribution line 112 but may also be connected to distribution line 112 at a location other than
nodes 1-N. In FIG. 1, only one local charging/discharging device 100 is shown, but there may also be a plurality of local
charging/discharging devices 100.
[0022] Local charging/discharging device 100 is fluctuation control device that controls, of the amount of fluctuation
of power flow Pt of the power flow in transformer substation 113, fluctuation relating to the total generated power amount,
which is the sum total of the amount of generated power that is generated in each of photovoltaic power generation
devices 111. If the amount of generated power of the mth photovoltaic power generation device 111 is assumed to be
PPVm, the total generated power amount PPV-TOTAL is represented by Formula 1 below:

[0023] Local charging/discharging device 100 includes power storage device 101, solar irradiance meter 102, and
charging/discharging amount calculation device 103.
[0024] Power storage device 101 is a power-varying device that is connected to distribution line 112 and that, by
carrying out charging/discharging, changes the amount of distribution line power, which is a value of the power flow that
flows in distribution line 112. More specifically, power storage device 101 receives charging/discharging commands that
indicate a charging/discharging amount that is the amount of electric power to be charged/discharged, and carries out
charging/discharging in accordance with the charging/discharging commands. Power storage device 101 can be con-
stituted using a storage cell such as a lithium-ion battery, a nickel-hydrogen battery, or a sodium-sulfur battery. The
power-varying device is not limited to power storage device 101 and may be any controllable load device that consumes
power and in which the amount of power consumption can be regulated.
[0025] Solar irradiance meter 102 is a measurement device that measures the amount of solar irradiation as an index
value that relates to the total generated power amount, which is the total amount of generated power that is generated
in each photovoltaic power generation device 111. In place of solar irradiance meter 102, local charging/discharging
device 100 may also be provided with a measurement device that measures as the index value the amount of generated
power of any photovoltaic power generation device 111 that is connected to distribution line 112 or the amount of
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generated power of a nearby photovoltaic power generation device that is not connected to distribution line 112.
[0026] Charging/discharging amount calculation device 103 estimates the total generated power amount of photovoltaic
power generation devices 111 based on the amount of solar radiation that was measured in solar irradiance meter 102.
At this time, charging/discharging amount calculation device 103 estimates the total generated power amount by calcu-
lating, for the amount of solar irradiation, a conversion coefficient such as the total equipment capacity, which is the sum
total of the equipment capacity of each photovoltaic power generation device 111, or the average conversion efficiency,
which is the average value of the conversion efficiency of each photovoltaic power generation device 111.
[0027] Having estimated the total generated power amount, charging/discharging amount calculation device 103 reg-
ulates the amount of charging/discharging that is to be charged/discharged in power storage device 101 in accordance
with this estimation result as the amount of change in distribution line power amount that power storage device 101 is
to change. When controllable load is used in place of power storage device 101, charging/discharging amount calculation
device 103 may regulate, as the amount of change in the distribution line power amount that is to be changed by power
storage device 101, the amount of power consumption that is to be consumed by the controllable load in accordance
with the estimation result of the total generated power amount.
[0028] The operation of the power flow control system of the present exemplary embodiment is next described.
[0029] FIG. 2 is a flow chart for describing an example of the operation of the power flow control system of the present
exemplary embodiment.
[0030] First, in Step S201, charging/discharging amount calculation device 103 receives the amount of solar irradiation
from solar irradiance meter 102. Solar irradiance meter 102 is assumed to measure the amount of solar irradiation at
fixed intervals and then notify charging/discharging amount calculation device 103.
[0031] In Step S202, charging/discharging amount calculation device 103 next estimates the total generated power
amount of photovoltaic power generation devices 111 from the amount of solar irradiation that was received. More
specifically, because the length of distribution line 112 in the area in which distribution line 112 is installed is normally
in the order of several kilometers, the amount of solar irradiation can be considered to be substantially uniform. As a
result, the amount of solar irradiation that is measured by solar irradiance meter 102 can be applied in common to each
of the photovoltaic power generation devices 111 that are connected to distribution line 112. Accordingly, charging/dis-
charging amount calculation device 103 can use equipment information that indicates a statistical value of each photo-
voltaic power generation device 111 to estimate the total generated power amount based on the amount of solar irradiation.
[0032] The equipment information indicates, for example, the total equipment capacity that is the sum total of the
equipment capacity of each photovoltaic power generation device 111 and the average conversion efficiency that is the
average value of the conversion efficiency of each photovoltaic power generation device 111. More specifically, the
conversion efficiency of photovoltaic power generation device 111 is the efficiency of the conversion of the solar energy
to electrical energy. In addition, the equipment information is assumed to be held in charging/discharging amount cal-
culation device 103. Still further, the equipment information that is held in charging/discharging amount calculation device
103 is assumed to be updated either at regular intervals or as necessary according to changes in the number of photo-
voltaic power generation devices 111 that are connected to distribution line 112.
[0033] When the equipment information indicates the total equipment capacity and the average conversion efficiency,
charging/discharging amount calculation device 103 estimates, for example, the product of the total equipment capacity,
the average conversion efficiency, and the amount of solar irradiation as the total generated power amount. Essentially,
if PRATED-PV-TOTAL is the total equipment capacity, RAVG is the average conversion efficiency, and IIrradiation is the amount
of solar radiation, charging/discharging amount calculation device 103 uses the following Formula 2 to estimate the total
generated power amount PPV-TOTAL.

[0034] The average conversion efficiency may be a fixed value or may be a value that varies according to circumstances.
For example, the average conversion efficiency changes according to the direction of irradiation, and the equipment
information may therefore indicate the average conversion efficiency for each irradiation direction. In this case, charg-
ing/discharging amount calculation device 103 specifies the irradiation direction based on the time and date and then
uses the average conversion efficiency that accords with the specified irradiation efficiency to estimate the total generated
power amount.
[0035] In addition, because there is a possibility that photovoltaic power generation devices 111 will be in shade,
according to the time zone, such photovoltaic power generation devices 111 may also be considered. In such cases,
the equipment information indicates average conversion efficiency as a function of time, and charging/discharging amount
calculation device 103 uses an average conversion efficiency that accords with the time to estimate the total generated
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power amount. The average conversion efficiency becomes lower in time zones in which there are photovoltaic power
generation devices 111 that are in the shade.
[0036] In the interest of simplification, the total generated power amount and the amount of solar irradiation are in a
proportional relation in Formula 2, but the total generated power amount and the amount of solar irradiation are not
necessarily proportional. As a result, charging/discharging amount calculation device 103 may use function f to estimate
the total generated power amount. Function f is determined from, for example, the properties of each photovoltaic power
generation device 111.

[0037] When the generated power amount of photovoltaic power generation device 111 is used as the index value,
this generated power amount fluctuates rapidly according to minute changes of, for example, the amount of solar irra-
diation, and the fluctuation of the generated power amount of photovoltaic power generation device 111 therefore includes
a high-frequency component. In this case, even though each photovoltaic power generation device 111 may be estab-
lished in a range in the order of the several kilometers in which distribution line 112 is provided, variations will occur in
the high-frequency component in the fluctuation of the generated power amount of each photovoltaic power generation
device 111 and the relation between the total generated power amount and the amount of solar irradiation will be complex.
Nevertheless, the "smoothing effect" that cancels out the high-frequency components contained in the fluctuation of the
generated power amount of each photovoltaic power generation device 111 will eliminate the high-frequency fluctuation
of the total generated power amount. Accordingly, a high-pass filter may be applied to the signal that indicates the
generated power amount that is measured as the index amount to improve the estimation accuracy of the total generated
power amount.

In Step

[0038] S203, charging/discharging amount calculation device 103 next, according to the estimation result that was
estimated in Step S202, calculates the charging/discharging amount of power storage device 101 so as to control, of
the amount of fluctuation of power flow Pt, the amount of fluctuation of power flow arising from the fluctuation of the total
generated power amount.
[0039] For example, charging/discharging amount calculation device 103 may calculate the charging/discharging
amount such that the electric power of the total generated power amount that is the estimation result is all charged to
power storage device 101, may take, as the charging/discharging amount, the differential electric power amount obtained
by subtracting a target amount of electric power from the total generated power amount to make the amount of electric
power supplied to higher-order system 114 the target amount of electric power, or may calculate the charging/discharging
amount by another method. When the differential electric power amount is taken as the charging/discharging amount,
the charging/discharging amount indicates charging of only the differential electric power amount when the differential
electric power amount is positive, and the charging/discharging amount indicates discharging of only an absolute value
portion of the differential electric power amount when the differential electric power amount is negative. The target
generated power amount may be a constant or may be calculated based on, for example, the result of predicting the
generated power of that day or a moving average of the total generated power amount.
[0040] In Step S204, charging/discharging amount calculation device 103 generates a charging/discharging command
that indicates the charging/discharging amount that was calculated and transmits the charging/discharging command
to power storage device 101 to regulate the charging/discharging amount of power storage device 101. Charging/dis-
charging amount calculation device 103 then returns to Step S201.
[0041] Although there was only one local charging/discharging device 100 in the above-described operations, the
same operations are carried out as described above when there is a plurality of local charging/discharging devices 100.
However, the average conversion efficiency for estimating the total generated power amount in Step S202 differs from
the above-described example. More specifically, where there is a plurality of local charging/discharging devices 100, a
value obtained by multiplying the above-described average conversion efficiency by a coefficient that is determined
according to the characteristics of power storage device 101 is used as the average conversion efficiency for use when
estimating the total generated power amount. This coefficient is set such that the total of the coefficients of each local
charging/discharging device 100 is equal to 1. According to one method that can be offered as the method of determining
this coefficient, the coefficient of each local charging/discharging device 100 is determined such that the coefficient of
each local charging/discharging device 100 is proportional to the equipment capacity of power storage device 101.
[0042] When another power source is used in place of photovoltaic power generation device 111, the index value can
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be altered according to the power source. For example, if a wind power generation device is used instead of photovoltaic
power generation device 111, local charging/discharging device 100 is provided with an anemometer that measures the
wind speed as the index value instead of solar irradiance meter 102, and charging/discharging amount calculation device
103 is able to estimate the total generated power amount based on the wind speed that is measured by the anemometer.
[0043] According to the present exemplary embodiment as described hereinabove, an index value is measured that
relates to the total generated power amount that is the sum total amount of power generated in each photovoltaic power
generation device 111, and the charging/discharging amount of power storage device 101 is regulated based on this
index value. As a result, the power flow fluctuation can be controlled even though a measurement device for measuring
power flow fluctuation is not provided at each higher-order system linking node, whereby the need for long-distance
transmission is eliminated. In addition, there is no need to combine power storage device 101 with each photovoltaic
power generation device 111. Accordingly, the reliability and wide applicability of the control of fluctuation of power flow
can be improved.

Second Exemplary Embodiment

[0044] FIG. 3 shows the configuration of the power flow control system of the second exemplary embodiment of the
present invention. The power flow control system shown in FIG. 3 differs from the configuration shown in FIG. 1 in that
ammeter 301 and central control device 302 have been added inside transformer substation 113 and local charging/dis-
charging device 100 is further provided with communication unit 104.
[0045] In addition, charging/discharging amount calculation device 103 of the present exemplary embodiment esti-
mates the total generated power amount PPV-TOTAL by calculating (more specifically, by multiplying) conversion coefficient
C by the solar irradiation amount IIrradiation that is measured by solar irradiance meter 102.

[0046] Here, C is the conversion coefficient. The conversion coefficient is altered according to an alteration command
from central control device 302. More specifically, communication unit 104 communicates with central control device
302 and receives an alteration command indicating the conversion coefficient that follows alteration from central control
device 302. Charging/discharging amount calculation device 103 then alters the conversion coefficient according to the
alteration command that was received by communication unit 104.
[0047] Ammeter 301 measures the value of the current that flows to transformer substation 113, which is the higher-
order system linking node. In other words, ammeter 301 measures the value of the current of the electric power that is
transmitted to and received from higher-order system 114 (It in FIG. 3) at regular intervals and reports the value of the
current that was measured to central control device 302.
[0048] Central control device 302 includes communication unit 303 and operation unit 304.
[0049] Communication unit 303 carries out communication with local charging/discharging device 100.
[0050] Operation unit 304 receives the current value from ammeter 301, and based on this current value, measures
the amount of fluctuation in a fixed time interval (for example, from several second to several hours) of the electric power
at the higher-order system linking node, i.e., the electric power that is transmitted to or received from higher-order system
114. Operation unit 304 then, based on the measured amount of fluctuation, alters the conversion coefficient that charg-
ing/discharging amount calculation device 103 uses for estimating the total generated power amount. More specifically,
operation unit 304 determines the conversion coefficient according to the amount of fluctuation and then alters the
conversion coefficient by generating and transmitting an alteration command that indicates the conversion coefficient
that was determined to local charging/discharging device 100 by way of communication unit 303.
[0051] FIG. 4 is a flow chart for describing an example of the operation of central control device 302 in the power flow
control system of the present exemplary embodiment.
[0052] In Step S401, operation unit 304 first receives a current value from ammeter 301, and based on this current
value, measures the amount of fluctuation of power flow Pt in a fixed time interval by monitoring power flow Pt over the
fixed time interval.
[0053] If the amounts of consumed power that are consumed by load 110 of each consumer are L1, L2, ..., LN, then
the power flow Pt will be represented by the following Formula 5.
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[0054] Of the amount of fluctuation of power flow Pt, the fluctuations of the terms of ΣLm relating to load 110 differ for
each individual consumer and therefore cancel each other out. As a result, the first term of Formula 5 can be considered
to be fixed. Accordingly, the amount of fluctuation of power flow Pt can be considered to be the amount of fluctuation
arising in the second term of Formula 5, i.e., the amount of fluctuation of the total generated power amount of photovoltaic
power generation device 111.
[0055] In Step S402, operation unit 304 next judges whether the amount of fluctuation of the power flow that was
measured in Step S401 is greater than a predetermined threshold value.
[0056] If the amount of fluctuation of power flow is equal to or less than the threshold value, operation unit 304 judges
that the present conversion coefficient is an appropriate value and returns to the process of Step S401. However, if the
amount of fluctuation of power flow is greater than the threshold value, operation unit 304 judges that the present
conversion coefficient is not an appropriate value and proceeds to the process of Step S403.
[0057] In Step S403, operation unit 304 judges whether the conversion coefficient was altered at the time of the
previous alteration of the conversion coefficient such that the total generated power amount that was estimated by
charging/discharging amount calculation device 103 will decrease.
[0058] In the present exemplary embodiment, the total generated power amount is estimated by multiplying the solar
irradiation amount by the conversion coefficient, and operation unit 304 therefore is able to judge whether the conversion
coefficient was altered such that the total generated power amount will decrease by judging whether the conversion
coefficient was decreased at the time of the previous alteration of the conversion coefficient.
[0059] Operation unit 304 proceeds to the process of Step S404 if the conversion coefficient was decreased at the
time of the previous alteration of the conversion coefficient, and proceeds to the process of Step S405 if the conversion
coefficient was increased at the time of the previous alteration of the conversion coefficient.
[0060] In Step S404, operation unit 304 judges whether the amount of fluctuation that was measured in this instance
has decreased compared to the amount of fluctuation that was previously measured. On the other hand, as in Step
S404, operation unit 304 also judges in Step S405 whether the amount of fluctuation that was measured in this instance
has decreased compared to the amount of fluctuation that was previously measured.
[0061] If operation unit 304 determines that the amount of fluctuation has decreased in Step S404, and further, if
operation unit 304 judges that the amount of fluctuation has increased in Step S405, operation unit 304 proceeds to the
process of Step S406. If operation unit 304 determines that the amount of fluctuation has increased in Step S404, and
further, determines that the amount of fluctuation has decreased in the process of Step S405, operation unit 304 proceeds
to Step S407.
[0062] In Step S406, operation unit 304 generates an alteration command indicating a conversion coefficient smaller
than the current conversion coefficient, notifies local charging/discharging device 100 by way of communication unit
303, and then returns to the process of Step S401.
[0063] On the other hand, in Step S407, operation unit 304 generates an alteration command indicating a larger
conversion coefficient than the current conversion coefficient, notifies local charging/discharging device 100 by way of
communication unit 303, and then returns to the process of Step S401.
[0064] The alteration command may indicate the amount of alteration of the conversion coefficient, or may directly
indicate the value of the conversion coefficient following alteration. Further, the amount of alteration of the conversion
coefficient may be a fixed value or may be determined in operation unit 304 according to the magnitude of the amount
of fluctuation.
[0065] FIG. 5 is a flow chart for describing the operation of local charging/discharging device 100 in the power flow
control system of the present exemplary embodiment.
[0066] First, in Step S501, charging/discharging amount calculation device 103 sets the conversion coefficient to a
predetermined initial value.
[0067] In Step S502, charging/discharging amount calculation device 103 next checks whether communication unit
104 has received an alteration command, and if communication unit 104 has received an alteration command, checks
whether the alteration command indicates decrease of the conversion coefficient.
[0068] When the alteration command indicates increase of the conversion coefficient, charging/discharging amount
calculation device 103 proceeds to the process of Step S503 and increases the conversion coefficient in accordance
with the alteration command.
[0069] When the alteration command indicates decrease of the conversion coefficient, charging/discharging amount
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calculation device 103 proceeds to the process of Step S504 and decreases the conversion coefficient in accordance
with the alteration command.
[0070] When an alteration command has not been received, after Step S503 has been completed, and after Step
S504 has been completed, the processes of Steps S201-S204 are executed as in the first exemplary embodiment.
However, the processing differs from the first exemplary embodiment regarding the point of using Formula 4 in Step
S202 when charging/discharging amount calculation device 103 estimates the total generated power amount. In addition,
after the process of Step S204 has been completed, the process of Step S502 is executed.
[0071] Where there is a plurality of local charging/discharging devices 100, a value derived by multiplying the above-
described conversion coefficient by a coefficient that is determined according to the characteristics of power storage
device 101 is used as the conversion coefficient employed when estimating the total generated power amount. This
coefficient is set such that the sum total of the coefficients of each local charging/discharging device 100 equals 1. As
a method of determining this coefficient, a method of determining the coefficient of each local charging/discharging
device 100 can be offered in which the coefficient of each local charging/discharging device 100 is proportional to the
equipment capacity of power storage device 101.
[0072] According to the present exemplary embodiment as described above, a conversion coefficient for estimating
the total generated power amount by performing a mathematical operation on the solar irradiation amount is altered
based on the amount of fluctuation of the power flow in a fixed time interval. As a result, the accuracy of estimation of
the total generated power amount can be improved, and a further improvement can be achieved in the reliability of
controlling the power flow fluctuation.
[0073] Assuming that the measurement time interval of the amount of fluctuation of the power flow is from several
seconds to several hours in duration, the alteration command is reported to local charging/discharging device 100 from
central control device 302 at the rate of on time within a period of several seconds to several hours. In this case, the
communication frequency is lower than in a case in which the charging/discharging amount is reported directly to local
charging/discharging device 100 from central control device 302, and in addition, the charging/discharging amount of
power storage device 101 is adjusted as appropriate even if the alteration command is not reported. As a result, the
effect of the controlling fluctuation of the total generated power amount is not greatly influenced despite the occurrence
of delay or interruption of the communication of the alteration command, and the reliability of the control of fluctuation
of power flow can therefore be ensured.

Third Exemplary Embodiment

[0074] FIG. 6 shows the discharging system of the third exemplary embodiment of the present invention. The power
flow control system shown in FIG. 6 differs from the power flow control system shown in FIG. 1 in that local charging/dis-
charging device 100 is provided with voltmeter 105 in place of solar irradiance meter 102.
[0075] Voltmeter 105 is a measurement device that measures, as the index value that relates to the total generated
power amount of photovoltaic power generation device 111, the distribution line voltage value that is the voltage value
of a designated location of distribution line 112. In the present exemplary embodiment, voltmeter 105 measures the
voltage value at node k as the distribution line voltage value.
[0076] The distribution line voltage value Vk of node k is represented by the following Formula 6.

[0077] In Formula 6, V0 indicates the voltage that is applied to the distribution line at transformer substation 113, Zm
indicates the impedance between node m-1 and node m, iL#m indicates the load current that is consumed at load 110
that is connected to node m, and iRE#m indicates the current that is generated in the photovoltaic power generation
equipment that is connected to node m.
[0078] In Formula 6, the first term V0 on the right side that indicates the voltage applied to the distribution line at
transformer substation 113 can be considered to be substantially constant. In addition, the term that includes iL#m that
is the second term on the right side is only the long-period fluctuation in the order of an hour due to the smoothing effect
upon the load current among consumers. This type of long-period fluctuation is considered to be a constant because it
can be eliminated through the use of technology (such as SVR (Static Voltage Regulator) or LRT (Load Ratio Control
Transformer) that changes the step-down ratio of a transformer in a substation or distribution line) that has been used
for stabilizing voltage since before the introduction of photovoltaic power generation.
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[0079] Accordingly, the fluctuation that arises in the term that includes iRE#m that is the third term on the right side
represents the fluctuation of the power flow that arises in the total generated power amount of photovoltaic power
generation device 111. In an area in the order of several kilometers, which is the length of one distribution line, the
amount of generated power of each photovoltaic power generation device 111 is considered to be synchronized, and
further, the fluctuation of this power is in the order of second periods at the shortest. As a result, in a time interval that
is sufficiently shorter than the order of an hour, the distribution line voltage value Vk that is measured by voltmeter 105
of local charging/discharging device 100 is represented by the following Formula 7.

[0080] In addition, because the voltage applied to the distribution line at transformer substation 113 is substantially
fixed, the current value It, which is the value of the current that flows in transformer substation 113, should be stabilized
in order to stabilize the power flow at transformer substation 113. Accordingly, the total generated power amount of
photovoltaic power generation device 111 is represented by the following Formula 8.

[0081] Here, conversion coefficients C1 and C2 are held in charging/discharging amount calculation device 103 and
are preferably updated periodically or according to necessity according to, for example, changes in the number of
photovoltaic power generation devices 111 that are connected to distribution line 112. As the method of deriving con-
version coefficients C1 and C2, a method can be provided in which conversion coefficients C1 and C2 are derived by
calculating the power flow based on the number and locations of photovoltaic power generation devices 111 that are
connected to distribution line 112 and then, based on these calculation results, calculating the correlation between the
total generated power amount of photovoltaic power generation devices 111 and the distribution line voltage value.
[0082] FIG. 7 is a flow chart for describing an example of the operation of power flow control system of the present
exemplary embodiment.
[0083] First, in Step S701, charging/discharging amount calculation device 103 receives the distribution line voltage
value from voltmeter 105. Voltmeter 105 is assumed to periodically measure the distribution line voltage value and report
the value to charging/discharging amount calculation device 103.
[0084] In Step S702, charging/discharging amount calculation device 103 next uses Formula 8 to estimate the total
generated power amount based on the distribution line voltage value. Charging/discharging amount calculation device
103 then executes the processes of Steps S203 and S204 as in the first exemplary embodiment.
[0085] According to the present exemplary embodiment as described above, the distribution line voltage value is
measured as the index value that relates to the total generated power amount that is the sum total of the amount of
generated power in each photovoltaic power generation device 111, and the charging/discharging amount of power
storage device 101 is regulated based on this distribution line voltage value. Accordingly, the reliability and wide appli-
cability of the control of the fluctuation of power flow can be improved, as in the first exemplary embodiment

Fourth Exemplary Embodiment

[0086] FIG. 8 shows the power flow control system of the fourth exemplary embodiment of the present invention.
[0087] The power flow control system shown in FIG. 8 differs from the power flow control system shown in FIG. 3 in
that local charging/discharging device 100 is provided with voltmeter 105 in place of solar irradiance meter 102.
[0088] In addition, operation unit 304 transmits alteration commands of coefficients C1 and C2 instead of alteration
commands of conversion coefficient C.
[0089] The operations of the power flow control system of the present exemplary embodiment may employ conversion
coefficients C1 and C2 instead of conversion coefficient C in the operations described using FIG. 4, and may add the
processes of Steps S501-S504 in FIG. 5 and use conversion coefficients C1 and C2 instead of conversion coefficient C
in the operations described using FIG. 7.
[0090] In the present exemplary embodiment, as in the second exemplary embodiment, the accuracy of estimating
the total generated power amount can be improved, whereby reliable control of power flow fluctuation can be further
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improved.
[0091] This application claims the benefits of priority based on Japanese Patent Application No. 2013-029870 for
which application was submitted on February 19, 2013 and incorporates by citation all of the disclosures of that application.

Explanation of Reference Numbers

[0092]

100 local charging/discharging device 100
101 power storage device
102 solar irradiance meter
103 charging/discharging amount calculation device
104 communication unit
110 load
111 photovoltaic power generation device
112 distribution line
113 transformer substation
114 higher-order system
301 ammeter
302 central control device
303 operation unit
304 communication unit

Claims

1. A power flow control system comprising:

a power-varying device that changes the distribution line power amount, which is a value of the power flow that
flows in a distribution line that is connected to a plurality of power sources that generate electric power;
a measurement device that measures an index value that relates to the total generated power amount that is
the sum total of the amount of generated power that is generated in each power source; and
a calculation device that estimates said total generated power amount based on said index value, and in ac-
cordance with the estimation result, regulates the amount of change of said distribution line power amount that
is changed by said power-varying device.

2. The power flow control system as set forth in claim 1, wherein said calculation device uses a conversion coefficient
to estimate said total generated power amount from said index value.

3. The power flow control system as set forth in claim 2, wherein:

said distribution line is connected to a higher-order system; and
said power flow control system further comprises a control device that measures the amount of power flow
fluctuation in a fixed time interval that is sent to or received from said higher-order system, and based on the
amount of fluctuation, alters said conversion coefficient.

4. The power flow control system as set forth in claim 3, wherein:

said control device is a component that repeatedly measures said amount of fluctuation and carries out alteration
of said conversion coefficient; and
said control device further:

judges whether the most recent amount of fluctuation, which is said amount of fluctuation that was measured
at the present time, has decreased compared to said amount of fluctuation that was previously measured;
judges whether, at the time of the previous alteration of said conversion coefficient, the conversion coefficient
was altered such that the total generated power amount that is estimated by said calculation device would
decrease; and
alters said conversion coefficient based on each judgment result.
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5. The power flow control system as set forth in claim 4, wherein:

said control device alters said conversion coefficient such that said total generated power amount will decrease
when:

said most recent amount of fluctuation has decreased, and moreover, when said control device has altered
said conversion coefficient said total generated power amount will decrease at the time of said previous
alteration, and
said most recent amount of fluctuation has increased, and moreover, when said control device has altered
said conversion coefficient said total generated power amount will increase at the time of said previous
alteration; and
said control device has alters said conversion coefficient said total generated power amount will increase
when:

said most recent amount of fluctuation has decreased, and moreover, when said control device has
altered said conversion coefficient said total generated power amount will increase at the time of said
previous alteration, and
said most recent amount of fluctuation has increased, and moreover, when said control device has
altered said conversion coefficient said total generated power amount will decrease at the time of said
previous alteration.

6. The power flow control system as set forth in any one of claims 1 to 5, wherein:

each power source is a photovoltaic power generation device; and
said measurement device measures, as said index value, the amount of solar irradiance, the amount of power
that is generated in said photovoltaic power generation device, or the voltage at a designated location of said
distribution line.

7. The power flow control system as set forth in any one of claims 1 to 5, wherein:

each power source is a wind power generation device, and
said measurement device measures, as said index value, the wind speed, the amount of generated power that
is generated in the wind power generation device, or the voltage at a designated location of said distribution line.

8. The power flow control system as set forth in any one of claims 1 to 7, wherein:

said power-varying device is power storage device that charges and discharges electric power or a controllable
load device that consumes electric power; and
said calculation device regulates as said alteration amount: the amount of charging or discharging that is charged
or discharged in said power storage device, or the amount of electric power that is consumed in said controllable
load device.

9. A power flow control method realized by a power flow control system that is provided with a power-varying device
that changes the amount of distribution line power that is a value of the power flow that flows in a distribution line
connected to a plurality of power sources that generate electric power, said power flow control method comprising
steps of:

measuring an index value that relates to the total generated power amount that is the sum total of the amount
of power that is generated in each power source;
estimating said total generated power amount based on said index value; and
in accordance with this estimation result, regulating the amount of power that is altered in said distribution line
by said power-varying device.
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