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(54) A method for providing a mobile location based information service

(57) This invention relates to the field of location-
based services, and in particular to the field of location-
based services involving mobile devices. With the dis-
closed method it is possible to provide individual infor-
mation at a certain location to individual users, wherein
said information may be based on a location profile that
may be updated depending on inputs of the user itself or
other users.
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Description

[0001] This invention relates to the field of location-
based services, and in particular to the field of location-
based services involving mobile devices.
[0002] Location systems have been developed for de-
termining and tracking the locations of the users of mobile
devices such as cellular phones. The determination of
location of such a mobile device may be based on the
global positioning systems (GPS), and as well as on var-
ious triangulation systems that use mobile devices sig-
nals, broadcast television signals, or the like.
[0003] In the alternative, dead reckoning systems also
exist for determining locations of mobile devices based
on movement in reference to a set of known coordinates.
[0004] A variety of methods and systems have been
developed that include an adaptable user interface,
which may transmit a current location of a mobile device
to another device or system, in particular a server, where-
in the other device or system may receive an electronic
storage file or other indication as location data of the cur-
rent location of the mobile device.
[0005] Nevertheless, various location based services
are known in the state of the art, the location based serv-
ices known have the disadvantage that no dynamical
presentation of data depending on a certain location, a
certain time and date and a specific user may be provid-
ed, wherein the information to be provided to the mobile
device is adapted in reaction to inputs of the user or other
users, and wherein different information may be provided
to different users depending, in particular depending on
said inputs of different users.
[0006] In contrast to, the method of the present disclo-
sure may provide the possibility to provide information
via location based services dynamically.
[0007] One example of the present disclosure is a
method, in particular a computer implemented method,
for providing a mobile location based information service
comprising the following steps, in particular in the follow-
ing sequence providing at least one user profile and at
least one location profile, the location profile containing
information relating to at least one geographic location;

a) providing at least one user profile and at least one
location profile, the location profile containing infor-
mation relating to at least one geographic location;

b) at at least one mobile device, sending location
data and/or first identification data of the at least one
mobile device to a first server;

c) at the server, based on the location data and/or
the first identification data and the date and time and
a location profile associated with the location data
and/or a location profile associated with a further lo-
cation generating at least first instructing data;

d) at the server, sending first instructing data to the

at least one mobile device and causing the at least
one mobile device to display at least one represen-
tation, to provide an audio output and/or a haptic
output related to said first instructing data;

e) at the at least one mobile device, detecting an
input representative for an acceptance, in particular
a partly acceptance, or a denial answer in response
to the displayed representation, the provided audio
output and/or the provided haptic output, of said first
instructing data and sending the acceptance, in par-
ticular the partly acceptance, or the denial answer
and the first identification data to the first server;

f) at the server, in response to the acceptance, in
particular the partly acceptance or the denial answer
updating the location profile, and preferably based
on the location data, the first identification data, the
date and time and the updated location profile asso-
ciate with the location data generating at least sec-
ond instructing data and sending said at least second
instructing data to the at least one mobile device.

[0008] The word "exemplary" is used herein to mean
"serving as an example, instance, or illustration." Any
implementation described herein as "exemplary" is not
necessarily to be construed as preferred or advanta-
geous over other implementations.
[0009] The mobile device may take various forms, such
as, without limitation, a mobile phone, a GPS enabled
mobile phone, a CDMA enabled mobile phone, a GPRS
enabled mobile phone, a mobile phone with a camera, a
mobile phone with browser capabilities, a GPS unit, a
tracking unit, a portable electronic device with a com-
pass, a laptop computer, a personal digital assistant, a
MP3 player, a camera, a handheld device, a pager, a
tablet, and/or a portable gaming device. The mobile de-
vice may of course be wearable as well like data goggles
or a smart watch.
[0010] The data between the mobile device and the
further device(s) or system(s) may be transmitted in a
format such as an XML document, a script, an HTML
document, a program, a database, a table, a message,
a folder, an application, an animation and/or a text file.
[0011] The further location may in particular not be
identical with the location provided to the server by the
location data, but a different location.
[0012] The term server is used to refer to any comput-
ing device capable of functioning as a server, such as a
master exchange server, web server, mail server, docu-
ment server, or any other type of server.
[0013] A server may be a dedicated computing device
or a computing device including a server module (e.g.,
running an application which may cause the computing
device to operate as a server). A server module (e.g.,
server application) may be a full function server module,
or a light or secondary server module (e.g., light or sec-
ondary server application) that is configured to provide
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synchronization services among the dynamic databases
on computing devices. A light server or secondary server
implemented on a computing device, such as a smart
phone, thereby enabling it to function as an Internet serv-
er (e.g., an enterprise e-mail server) only to the extent
necessary to provide the functionality described herein.
According to one preferred example of the present dis-
closure, the first server may comprise of a multitude of
servers that may communicate with each other.
[0014] The location profile may comprise tasks asso-
ciated with a certain location, in particular a building, a
ship, a train, a car, an area around a building and/or the
like, a point in time to carry out at least one of the tasks,
the time needed to complete a task and/or at least one
floorplan of at least one building, in particular comprising
the location of objects, in particular furniture, within the
building, in particular a three dimensional and/or two-di-
mensional floorplan.
[0015] As well, the location profile may contain specific
menus and graphical representations for a specific loca-
tion and/or specific allocations within a specific location.
[0016] The location profile may be updatable, wherein
the user may manually update the location profile with
information or wherein the location profile may be auto-
matically updated with information. The update may oc-
cur when a user stops at a location.
[0017] The user profile may comprise at least a total
amount of time of the a user available at a certain date
and time, in particular at a certain location, technical skills
of a user, a score of the user and/or physical extends of
the user and/or the location of a mobile device.
[0018] The instructing data may comprises at least one
task, advise, instruction and/or information and prefera-
bly a due date and time, an expected time for completion
and/or a start date and time, in particular in form of a text,
a graphical representation, a video and/ or an audio rep-
resentation.
[0019] The instructing data may be defined in relation
to an object and/or a location. The instructing data may
be a geocentric list. The instructing data may be specific
to a user and may without limitation alter the look and
feel of the mobile device, alter the functionality of the
mobile device, be in an XML format, be in a database
format, and/or be in a text file format. An alert, which may
relate to an item on a list, may be triggered in response
to the instructing data.
[0020] The first identification data may be a user name
and optionally a password, and/or an identification
number of the mobile device itself. It is obvious for those
skilled in the art that the first identification data may not
be limited to a user name, password and/or identification
number but may be any information available to identify
a certain user and/or a certain mobile device. Based on
the identification data, a certain mobile device and/or a
certain user may be identified
[0021] The representation related to the instructing da-
ta may involve audio, video, a picture related to a location,
fax, email, instant message, text message, SMS, internet

protocol, voice, voicemail, vibration, stimulation at least
one of the five senses or an alert. The alert may involve
fax, email, instant message, text message, SMS, internet
protocol, voice, voicemail, vibration or stimulation of at
least one of the five senses.
[0022] An acceptance answer may comprise the infor-
mation that an information has been recognized and/or
that a task has been completed. A partly acceptance an-
swer may be representative for partly completing a task,
while a denial answer may be representative either for a
not recognizing of an information or a denial of perform-
ance of task.
[0023] A location tracking may be provided by the
present disclosure, wherein a location of a portable elec-
tronic facility may be transmitted, stored in a file, stored
with other information in the mobile device, and reported
along with an indication of the movement of the mobile
device. The information itself may be displayed on a map
and may comprise an indication of speed and/or direc-
tion, and the time being at a certain location.
[0024] The instructing data may relate to the accuracy
of the location information. The instructing data, the lo-
cation profile and/or the user profile may refresh contin-
uously, in accordance with set preferences or in response
to a request. The frequency of the requests, in particular
the sending of location data and the user identification
to the server, may be varied in response to speed, loca-
tion, specified preferences, proximity to a point of inter-
est, or changes in a geofence.
[0025] The present disclosure may comprises meth-
ods of increasing the quality of location based information
for a mobile device involving obtaining multiple data
points for a given item of information or a location. This
may comprise the use of GPS, GPRS triangulation, WIFI
triangulation, Bluetooth, indoor location as disclosed e.g.
in EP2597423 A1, which is herewith incorporated by ref-
erence, and other methods and devices.
[0026] The server my analyze information related to at
least one mobile device involving transmitting informa-
tion from the at least one mobile device and analyzing
such information using an analysis engine. The informa-
tion from one or more mobile devices may be stored or
aggregated. The analysis engine may provide the ability
to view location history or analyze location history as well
as instructing data history. The analysis engine may also
request additional information or send alerts to a user of
the mobile device or to further users. The analysis engine
may perform analytics on location information such as
predictive analysis and descriptive analysis.
[0027] The information provided by the analysis engine
may include date and time of acceptance, partly accept-
ance or denial answers in response to received instruct-
ing data from a user, evaluation data of further users,
and other parameters. The analysis engine may tailor
information to the behavior of a user, such as observing
the behavior of a user and communicating information to
the user by the mobile device, such as information based
on the observed behavior of a user, in particular a score
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value.
[0028] The surprising finding of the present disclosure
is that with the disclosed method it is possible to provide
individual information at a certain location to individual
users, wherein said information may be based on a lo-
cation profile that may be updated depending on inputs
of the user itself or other users.
[0029] Therefore, in a first step, the user profile and at
least one location profile associated with a certain loca-
tion may be provided. A mobile device being at a certain
location may therefore send its location data and/or first
identification data to a first server. With the help of the
location data, the server is enabled to identify the location
profile associated with said certain location. Based on
the identification of the mobile device and/or the user, it
may be possible to appoint to a certain mobile device
and/or a certain user individual information. As well, the
information presented to the user is depending on a cer-
tain date and time.
[0030] For example, it may be possible to inform a user
at a certain location to complete a specific task, wherein
another user at the same location at the same time may
be informed about another task or may be provided with
other information. As well, it may be possible to determine
that no specific task has to be performed by the user at
a certain date and time a certain location based on the
location profile and the user identification and/or the cer-
tain mobile device, wherein the user may be informed to
move to another location, wherein the server determines
based on the location profile and the date and time that
a task will have to be performed at said location by the
specific user.
[0031] It may therefore be possible as one example of
the present disclosure to present a cleaning worker being
at a building or another location the respective cleaning
tasks he is in charge of depending on location he or she
stays and current the date and time dynamically. As well,
further information may be provided in combination with
said task, like cleaning instructions how to clean a specific
object.
[0032] After receiving said information, the user may
decide to accept, partly accept or denial an information
and/or a task, while the location profile may be updated
automatically depending on said reply.
[0033] For example, if the cleaning worker accepts a
task, the location profile is updated in a way that said
task may not shown to the cleaning worker anymore, nor
in particular to other cleaning workers being at the same
location, until e.g. a repeat cycle is due, in particular at
another date and time.
[0034] In the alternative, the cleaning worker may part-
ly accept the task. This may for example be the case that
it is not possible to clean a surface completely, but only
partly. In this case it may be preferred that such a partly
acceptance of a tasks results for example in a request if
the task can for sure not be completed.
[0035] It may as well be possible that not a specific
user itself is assigned with a task, but the respective task

is connected to a certain mobile device, and a user using
that mobile devices may or may not identify himself while
using the mobile device.
[0036] With the method of the present disclosure it is
therefore possible to dynamically allocate information
and tasks to different users at certain locations, depend-
ing on certain points in time and, in case, further user
being at the same location.
[0037] As well, it may be possible to inform users about
a next location to move to. For example, if it may be iden-
tified that a task is due at a certain first location according
to the respective location profile and a certain date and
time, and the user of a mobile device may be at a different
location, it may be possible to display on at least the first
mobile device to said user the next address of service,
and, in case, a map how to move to said address and/or
at which point of time the user shall be present at said
address. Moreover, it may be possible to provide further
information, in particular on the display on the mobile
device, a haptic output and/or an audio output, like how
to get access to a location, e.g. how to deactivate an
alarm system and/or to provide an access code, e.g via
near field communication or a dynamical radio frequency
tag.
[0038] According to a further example of the present
disclosure, the following steps may be comprised, in par-
ticular after step e)

g) at the server, waiting for the acceptance, in par-
ticular the partly acceptance or the denial answer
from the mobile device for a defined period of time,
and in case of not receiving said answer sending a
first reminder data to the mobile device and causing
the at least one mobile device to display at least one
representation, to provide an audio output and/or a
haptic output of said first reminder data;

h) at the server, waiting for said answer for a further
defined period of time, and in case of not receiving
said answer after said further defined period of time
sending a second reminder data to the mobile device
and causing the at least one mobile device t to dis-
play at least one representation, to provide an audio
output and/or a haptic output of said second remind-
er data; and/or

i) at the server, waiting for said answer for a further
defined period of time, and in case of not receiving
said answer after said further defined period of time
updating the location profile an/or the user based on
a denial answer, and in particular based on the up-
dated location profile, at the sending second instruct-
ing data to a at least a second mobile device and/or
to a further electronic device.

[0039] According to a further example of the present
disclosure, at least two mobile devices may send location
data and first and at least second identification data to
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the first server, at the server, based on the location data,
the first identification data and at least the second iden-
tification data, the date and time and the location profile
associate with the location data generating first and at
least second instructing data and sending first instructing
data to the first mobile device and causing the first device
to display at least one representation related to said first
instructing data and sending at least the second instruct-
ing data to the at least one second mobile device and
causing the at least one second mobile device to display
at least one representation related to said at least one
second instructing data, and in response to the accept-
ance, partly acceptance or denial answer from the first
and the at least one second mobile device updating the
location profile.
[0040] According to this example, in case of the server
receiving a denial answer, the server is sending a request
to the at least one mobile device and causing the at least
one mobile device to display said request, wherein said
request comprises information data. Then, at the at least
one mobile device, an input representative for a further
acceptance, partly acceptance or denial answer in re-
sponse to the displayed representation of said informa-
tion data is detected and the further acceptance, partly
acceptance or denial answer and the first identification
data is sent to the first server. The first server updates
the location profile in dependence of said answer, where-
in in particular sending at least second instructing data
comprising the first instructing data and, preferably, first
identification data to at least a second mobile device or
another device.
[0041] Furthermore, it may be possible to ensure that
the user has considered the information or task present-
ed to him by the server on the mobile device. If a partly
acceptance or denial answer is detected, it may be pos-
sible to re-allocate a certain information or a certain task
to a different user or to update the location profile that
the respective information or task is not considered
and/or completed by the user. It may as well be possible
to inform the user about said re-allocation of instructing
data to another user before sending further instructing
data to said further user.
[0042] As well, it may be preferred that the method may
further comprise the following steps, in particular after or
parallel to step c)

j) determining the total amount of time for completion
of the tasks associated the location profile on a cer-
tain date and time

k) requesting the available total time on a certain
date and time from the at least one user profile from
the at least one mobile device and in particular further
mobile devices at different and/or the same location
as the first mobile device; and

l) generating the first instructing data and in case
further instructing data based on the said total

amount of time for completion of the task and said
available total time of the user profile(s).

[0043] According to this example, it may be possible
to assign the instructing data based on the at least one
location profile to at least one mobile device. For exam-
ple, the location profile comprises a building having sev-
eral cleaning tasks, each of said cleaning tasks is asso-
ciated with a certain time needed for completion. As a
result, a total time for completion of all of the task due at
a certain location at a certain point of time is determina-
ble. As well, the total available time of at least one user
of at least one mobile device is known well by the server.
If the total time for completion of all tasks exceeds the
total available time of the at least one user, the server
may send instructing data to a further mobile device of a
user being at the same or a different location.
[0044] In particular referring to huge buildings, a team
of cleaning workers are present to perform the cleaning
task. If e.g. 5 cleaning workers are planned to complete
the tasks, and one of the cleaning workers may not be
available, the tasks originally assigned to the missing
cleaning worker may automatically be re-assigned to the
present cleaning workers. If the total available time of the
present cleaning workers is lower than the total time for
all of the tasks, a further cleaning worker may be informed
by sending further instructing data at the server to a fur-
ther mobile device of said cleaning worker.
[0045] According to another example of the present
disclosure, the method may comprise the following steps,
in particular parallel to step c)

m) at the server, generating the first instructing data
based on the location of the at least one mobile de-
vice within a building, in particular based on a certain
room of said building, and in particular
n) sending further instructing data to the at least one
mobile device and causing the at least one mobile
device to display at least one representation related
to said first instructing data, wherein the further in-
structing data comprises the a location information
for the user to move next.

[0046] It may be preferred according to one example
of the present disclosure that the location profile directed
to single rooms , an area and/or single objects within a
building, if appropriate. For example, if a cleaning worker
enters a certain room within a building, it may be possible
to inform the cleaning worker about the cleaning tasks
According to a further example of the present disclosure,
the method further comprises the steps, in particular par-
allel to step d)

o) at the at least one mobile device, displaying the
first instructing data with a representation of a current
view of the user of the at least one mobile device as
augmented reality, and in particular
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p) displaying the first instructing data, in particular
party, next to, on the top of and/ or at the objects.

[0047] Thereby it may be possible to present informa-
tion directly on certain objects by the help of a display of
mobile device. In the field of augmented reality a current
live view of a user of a mobile device as received via a
camera is presented on a display of the device augment-
ed by computer generated text or images. Augmented
reality is particularly beneficial in the provision of naviga-
tion guidance due to the convergence of a live view of a
user overlaid directly with relevant navigation guidance.
Thus, a user is able to relate the guidance directly to what
can be seen and the potential for ambiguity in the guid-
ance is greatly reduced. The use of augmented reality
for navigation guidance is particularly useful for assigning
tasks to users within a building. E.g. it may be possible
to assign a cleaning task to a cleaning worker directly
above the object to be cleaned while the display of the
mobile device is moved around. Besides the cleaning
task itself it may be possible to present additional infor-
mation like cleaning instructions or the like.
[0048] According to a further example of the present
disclosure the method may comprise the following steps,
in particular after or parallel to step c)

q) at the server, based on the location data, the first
identification data, at least the information data of at
least a further mobile device, the date and time and
the location profile associate with the location data
generating first instructing data and at least second
instructing data; and

r) sending first instructing data to the first mobile de-
vice and second instructing data to the at least one
further mobile device and causing the first mobile
device to display at least one representation related
to said first instructing data and causing the at least
on further mobile device to display at least one rep-
resentation related to said second instructing data.

[0049] Therewith it may be possible to assign instruct-
ing data to several different users at the same time.
[0050] According to another example of the method of
the present disclosure, the acceptance, partly accept-
ance or denial answers are received by the server, send-
ing further instructing data to the at least one mobile de-
vice comprising a new location the user shall move to.
[0051] It may therefore be possible to instruct a user
to move to another location once all information and/or
all tasks available at a first location are completed.
[0052] According to a further example, the method ac-
cording to the disclosure may further comprise the step
that at a least one further mobile device, detecting an in
input representative for the quality of completion of a task
of at least the first user and sending data representative
for said input to the first server, wherein at the first server
an analysis engine updates the score of the user profile

of at least the first user.
[0053] Thereby it may be preferred informing the user
in case of the score exceeds or falls below a predefined
value.
[0054] Moreover, it may be preferred as well that the
analysis engine determining an overall score of all users
receiving instructing data at a certain location profile and
informing the said users if the overall score exceeds or
falls below a predefined value, in particular informing
each user about each single score of each of said users.
[0055] Finally, it may be preferred that the analysis en-
gine determines the score using acceptance, partly ac-
ceptance or denial answers of a user as a further param-
eter.
[0056] According to one example, said score may be
present to a user or to another person.
[0057] Thereby it may be preferred that the analysis
engine may provide regular reports, like daily, weekly,
monthly and/or yearly reports at the first server, the at
least one mobile device or other devices, wherein said
reports in particular may vary depending on the respec-
tive identification data and/or the respective device.
[0058] As well, the method may comprise according to
one example that a further user may update the location
profile with updating data via a further mobile device,
wherein said updating data may comprise a a task, an
information, a certain location, a due date and time, a
time stamp and a further identification data of the further
user and/or the further mobile device, in particular form
of a text, a photo and/or a video.
[0059] This may allow a user to add further tasks or
information to the location profile. Such an additional in-
formation or task may comprise a general task, a request
for service, a general information, a damage report, hy-
giene report, a priority and/or the like. For example, if a
cleaning worker fails to clean an object, exemplarily a
desk, a supervisor or a custom may enter the not cleaned
object in the location profile by writing a comment and/
or taking a picture or video, which is then send as updat-
ing data to the first server together with preferably a iden-
tification of the further user, the location of the further
user and a time stamp.
[0060] It may thereby be preferred that the user may
prioritize the updating data, for example but not limited
to three or more categories. For example, updating data
of the first priority category may be the most important
updating data and therefore provide to a first groups of
users while the second and third category may be pro-
vided to restricted groups of users. Such groups of users
may be defined by the user identification and/or mobile
devices or other devices.
[0061] In particular it may be possible that updating
data of a certain category directly results in informing a
further user and assigning a task associated with said
updating data to said user.
[0062] It may be possible according to one example of
the present disclosure that at least one, in particular a
plurality of, updating data is coupled to a certain date and
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time and a specific location profile, wherein it is possible
to update the location profile.
[0063] For example, if an building like a fitness center
opens at 7 a.m., it is possible to provide update data to
the first server to update the location profile via the further
mobile device that the floors are not cleaned until e.g. 9
a.m. After two hours people are walking through the fit-
ness center it is not possible to identify it the floors have
been initially been polluted or if they have been polluted
again after cleaning.
[0064] It may as well be possible that the at least one
mobile device comprises a device for detecting a ma-
chine-readable data tag. A machine-readable data tag
according to the present disclosure is preferably a QR
code, a radio-frequency identification (RFID) -tag and/or
a near field communication (NFC) -tag. In the following,
to ease the understanding of the present disclosure, it is
only referred to a data tag without limiting the scope of
the present disclosure.
[0065] Data related to the data tag may be comprised
by the instructing data send to the at least one mobile
device by at least the first server.
[0066] With the help of said data tag it may be possible
to provide access to a building by sending e.g. tag data
to a mobile device in combination with or separate from
the instruction data. For example, a cleaning worker in-
structed to clean a certain building may receive access
information directly on his mobile device which may ac-
cording to one example of the present disclosure grant
permanent or temporally excess to said building.
[0067] The foregoing aspects and many of the attend-
ant advantages of this invention will become more readily
appreciated as the same become better understood by
reference to the following detailed description, when tak-
en in conjunction with the accompanying drawing, where-
in:

FIG. 1 is a schematic block diagram of an example of
the method according to an embodiment.

[0068] The various embodiments will be described in
detail with reference to the accompanying drawings.
Wherever possible, the same reference numbers will be
used throughout the drawings to refer to the same or like
parts. References made to particular examples and im-
plementations are for illustrative purposes, and are not
intended to limit the scope of the invention or the claims.
[0069] While illustrative examples are illustrated and
described below, it will be appreciated that various
changes can be made therein without departing from the
spirit and scope of the disclosure. In that regard, the de-
tailed description set forth below, in connection with the
appended drawings is intended only as a description of
various examples of the disclosed subject matter and is
not intended to represent the only examples. Each ex-
ample described in this disclosure is provided merely as
an example or illustration and should not be construed
as preferred or advantageous over other examples. The

illustrative examples provided herein are not intended to
be exhaustive or to limit the disclosure to the precise
forms disclosed. Similarly, any steps described herein
may be interchangeable with other steps, or combina-
tions of steps, in order to achieve the same or substan-
tially similar result.
[0070] Figure 1 shows a diagram 100 illustrating an
exemplarily example of the method according to the
present disclosure.
[0071] At first, at least one user profile and at least one
location profile associated with a user of a mobile device,
the location profile containing information relating to at
least one geographic location, is provided.
[0072] In an optional step 101, a user may at the mobile
device log into an application running on the first mobile
device or directly log into an application that is hosted on
the server, preferably with his username and password.
According to one example of the present disclosure, the
user may stay logged in or in the alternative may have
to log again at certain points within the present method
for establishing a connection.
[0073] In a step 102 at least one mobile device may
send location data and/or first identification data of the
at least one mobile device to a first server.
[0074] Therewith it is possible within a next method
step 103 for a server to generate first instructing data
based on the location data and/or the first identification
data and the date and time and the location profile asso-
ciate with the location data or another location profile.
[0075] For example it may be possible that in case the
first mobile device provides the first identification data
and the first location data to the server, the server iden-
tifies that several information and/or tasks may have to
be performed by the user at a certain point of time. In the
alternative, the server may identify that no specific task
may have to be performed by the user at the current
location of the user, but that according to a further location
profile at said further location tasks may have to be per-
formed. In this case, it may be for example possible to
include into the instructing data to inform the user to move
to said location. This may in particular be the case at the
beginning of a working day, where the location profile of
a user at home may no comprise any tasks, and the user
is informed about the location to move to to start working,
or after all tasks at a certain location may have been
completed.
[0076] In parallel to method step 102, the server may
optionally determine in a method step 103 the total
amount of time for completion of the tasks associated
the location profile on a certain date and time, and re-
quests in a subsequent or parallel method step 104 the
available total time on a certain date and time from the
at least one user profile from the at least one mobile de-
vice, and in particular further mobile devices at different
and/or the same location as the first mobile device. In a
method step 105, the first instructing data and in case
further instructing data based on the said total amount
of time for completion of the task and said available total
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time of the user profile(s) is generated by the server.
[0077] With the help of the method steps 103 to 105 it
may be possible to determine the time of completion of
all the task, the total available time of one or more users
to perform the task and to assign specific task in respect
to said information to certain users, and, in case assign
task to users at other locations if the total time available
of the user(s) is lower than the time needed for completion
of the tasks.
[0078] In a method step 106, parallel or subsequent to
the method step 102, it may be possible that at least one
further mobile device may send location data and/or fur-
ther identification data of the further mobile device to a
first server.
[0079] According to an optional method step 107, the
first instructing data and/or further instructing data may
be generated based on the location of the at least one
mobile device within a building, a location in outside a
building, a ship, a car, a train and/or a plane, in or a further
mobile device, in particular based on a certain room of
said building.
[0080] In a method step 108, at the server, first instruct-
ing data may be send to the at least one mobile device,
and in particular to the at least one further mobile device,
and causing the at least one mobile device, and optional
the at least further mobile device to display at least one
representation related to said first instructing data.
[0081] According to an optional method step 109, said
displaying of the first instructing data or the further in-
structing data may be combined with a representation of
a current view of the user of the at least one mobile device
and optional the user of the at least on further device as
augmented reality, and in particular displaying the first
instructing data, in particular party, next to, on the top of
and/or at the objects.
[0082] In a next method step 110, at the at least one
mobile device an input representative for an acceptance,
partly acceptance or denial answer may be detected in
response to the displayed representation of said first in-
structing data and sending the acceptance, partly accept-
ance or denial answer and the first identification data to
the first server.
[0083] In an optional method step 111, at the server,
it may be waited for the acceptance, partly acceptance
or denial answer from the mobile device for a defined
period of time, and in case of not receiving said answer
sending a first reminder data to the mobile device and
causing the at least one mobile device to display at least
one representation of said first reminder data. In a sub-
sequent optional method step 112 the server may wait
for said answer for a further defined period of time, and
in case of not receiving said answer after said further
defined period of time sending a second reminder data
to the mobile device and causing the at least one mobile
device to display at least one representation of said sec-
ond reminder data, and subsequently, or in the alterna-
tive, in a method step 113 the server may wait again for
said answer for a further defined period of time, and in

case of not receiving said answer after said further de-
fined period of time updating the location profile an/or the
user based on a denial answer, and in particular based
on the updated location profile, at the sending second
instructing data to a at least a second mobile device
and/or to a further electronic device.
[0084] In a further method step 114, at the server, in
response to the acceptance, partly acceptance or denial
answer the location profile may be updated, and based
on the location data, the first identification data, the date
and time and the location profile associate with the loca-
tion data generating at least second instructing data and
sending said at least second instructing data to the at
least one mobile device.
[0085] After updating the location profile, in a step 115,
further instructing data may be send to the at least one
mobile device and optional to the at least one further
mobile device comprising a new location the user shall
move to.
[0086] During performance of the method steps 101 to
115, in a step 116 a further user may update the location
profile with updating data via a further mobile device,
wherein said updating data may comprise a a task, an
information, a certain location, a due date and time, a
time stamp and a further identification data of the further
user and/or the further mobile device, in particular form
of a text, a photo and/or a video, while said update of the
location profile is recognized by the server to, in case,
update the respective location profile.
[0087] This may allow a user to add further tasks or
information to the location profile. Such an additional in-
formation or task may comprise a general task, a request
for service, a general information, a damage report, hy-
giene report, a priority and/or the like. For example, if a
cleaning worker fails to clean an object, exemplarily a
desk, a supervisor or a custom may enter the not cleaned
object in the location profile by writing a comment and/
or taking a picture or video, which is then send as updat-
ing data to the first server together with preferably a iden-
tification of the further user, the location of the further
user and a time stamp. It may thereby be preferred that
the user may prioritize the updating data, for example
but not limited to three or more categories. In particular
it may be possible that updating data of a certain category
directly results in informing a further user and assigning
a task associated with said updating data to said user.
[0088] In an optional further method step 117, at a least
one further mobile device an in input representative for
the quality of completion of a task of at least the first user
may be detected and data representative for said input
may be send to the first server, wherein at the first server
an analysis engine updates the score of the user profile
of at least the first user.
[0089] The foregoing method descriptions and the
process flow diagrams are provided merely as illustrative
examples and are not intended to require or imply that
the steps of the various embodiments must be performed
in the order presented. As will be appreciated by one of
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skill in the art the order of steps in the foregoing embod-
iments may be performed in any order. Words such as
"thereafter," "then," "next," etc. are not intended to limit
the order of the steps; these words are simply used to
guide the reader through the description of the methods.
Further, any reference to claim elements in the singular,
for example, using the articles "a," "an" or "the" is not to
be construed as limiting the element to the singular.
[0090] The various illustrative logical blocks, modules,
circuits, and algorithm steps described in connection with
the embodiments disclosed herein may be implemented
as electronic hardware, computer software, or combina-
tions of both. To clearly illustrate this interchangeability
of hardware and software, various illustrative compo-
nents, blocks, modules, circuits, and steps have been
described above generally in terms of their functionality.
Whether such functionality is implemented as hardware
or software depends upon the particular application and
design constraints imposed on the overall system. Skilled
artisans may implement the described functionality in
varying ways for each particular application, but such im-
plementation decisions should not be interpreted as
causing a departure from the scope of the present inven-
tion.
[0091] The hardware used to implement the various
illustrative logics, logical blocks, modules, and circuits
described in connection with the aspects disclosed here-
in may be implemented or performed with a general pur-
pose processor, a digital signal processor (DSP), an ap-
plication specific integrated circuit (ASIC), a field pro-
grammable gate array (FPGA) or other programmable
logic device, discrete gate or transistor logic, discrete
hardware components, or any combination thereof de-
signed to perform the functions described herein. A gen-
eral-purpose processor may be a microprocessor, but,
in the alternative, the processor may be any conventional
processor, controller, microcontroller, or state machine.
A processor may also be implemented as a combination
of computing devices, e.g., a combination of a DSP and
a microprocessor, a plurality of microprocessors, one or
more microprocessors in conjunction with a DSP core,
or any other such configuration. Alternatively, some steps
or methods may be performed by circuitry that is specific
to a given function.
[0092] In one or more exemplary aspects, the functions
described may be implemented in hardware, software,
firmware, or any combination thereof. If implemented in
software, the functions may be stored as one or more
instructions or code on a non-transitory computer-read-
able medium or non-transitory processor-readable me-
dium. The steps of a method or algorithm disclosed here-
in may be embodied in a processor-executable software
module which may reside on a non-transitory computer-
readable or processor-readable storage medium. Non-
transitory computer-readable or processor-readable
storage media may be any storage media that may be
accessed by a computer or a processor. By way of ex-
ample but not limitation, such non-transitory computer-

readable or processor- readable media may include
RAM, ROM, EEPROM, FLASH memory, CD- ROM or
other optical disk storage, magnetic disk storage or other
magnetic storage devices, or any other medium that may
be used to store desired program code in the form of
instructions or data structures and that may be accessed
by a computer. Disk and disc, as used herein, includes
compact disc (CD), laser disc, optical disc, digital versa-
tile disc (DVD), floppy disk, and blu-ray disc where disks
usually reproduce data magnetically, while discs repro-
duce data optically with lasers. Combinations of the
above are also included within the scope of non-transitory
computer-readable and processor-readable media. Ad-
ditionally, the operations of a method or algorithm may
reside as one or any combination or set of codes and/or
instructions on a non-transitory processor-readable me-
dium and/or computer-readable medium, which may be
incorporated into a computer program product.
[0093] The given examples of cleaning workers are
provided to ease the understanding of the disclosure of
the present application only. It is obvious for those skilled
in the art that other tasks might be assigned as well to
different users.
[0094] Nevertheless, according to one example of the
present disclosure it may be preferred to use the method
for assigning cleaning tasks to cleaning workers, in par-
ticular dynamically. The features of the present invention
disclosed in the description above and in the claims can
be used for implementing the invention in its different
embodiments both individually and in every possible
combination thereof. The preceding description of the
disclosed embodiments is provided to enable any person
skilled in the art to make or use the present invention.
Various modifications to these embodiments will be read-
ily apparent to those skilled in the art, and the generic
principles defined herein may be applied to other embod-
iments without departing from the spirit or scope of the
invention. Thus, the present invention is not intended to
be limited to the embodiments shown herein but is to be
accorded the widest scope consistent with the following
claims and the principles and novel features disclosed
herein.

Claims

1. A method, in particular a computer implemented
method, for providing a mobile location based infor-
mation service comprising the following steps, in par-
ticular in the following sequence:

a) providing at least one user profile and at least
one location profile, the location profile contain-
ing information relating to at least one geograph-
ic location;
b) at at least one mobile device, sending location
data and/or first identification data of the at least
one mobile device to a server;
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c) at the server, based on the location data
and/or the first identification data and the date
and time and a location profile associated with
the location data and/or a location profile asso-
ciated with a further location generating at least
first instructing data;
d) at the server, sending first instructing data to
the at least one mobile device and causing the
at least one mobile device to display at least one
representation, to provide an audio output
and/or a haptic output related to said first in-
structing data;
e) at the at least one mobile device, detecting
an input representative for an acceptance, in
particular a partly acceptance, or a denial an-
swer in response to the displayed representa-
tion, the provided audio output and/or the pro-
vided haptic output, of said first instructing data
and sending the acceptance, in particular the
partly acceptance, or the denial answer and the
first identification data to the first server;
f) at the server, in response to the acceptance,
in particular the partly acceptance or the denial
answer updating the location profile, and pref-
erably based on the location data, the first iden-
tification data, the date and time and the updated
location profile associate with the location data
generating at least second instructing data and
sending said at least second instructing data to
the at least one mobile device.

2. The method according to claim 1 further comprising
the steps, in particular after step e) g) at the server,
waiting for the acceptance, in particular the partly
acceptance or the denial answer from the mobile de-
vice for a defined period of time, and in case of not
receiving said answer sending a first reminder data
to the mobile device and causing the at least one
mobile device to display at least one representation,
to provide an audio output and/or a haptic output of
said first reminder data;

h) at the server, waiting for said answer for a
further defined period of time, and in case of not
receiving said answer after said further defined
period of time sending a second reminder data
to the mobile device and causing the at least
one mobile device t to display at least one rep-
resentation, to provide an audio output and/or a
haptic output of said second reminder data;
and/or
i) at the server, waiting for said answer for a fur-
ther defined period of time, and in case of not
receiving said answer after said further defined
period of time updating the location profile an/or
the user based on a denial answer, and in par-
ticular based on the updated location profile, at
the sending second instructing data to a at least

a second mobile device and/or to a further elec-
tronic device.

3. The method according to claim 1 or claim 2, wherein
the location profile comprises tasks associated with
a certain location, a point in time to carry out at least
one of the tasks, the time needed to complete a task
and/or at least one floorplan of at least one building,
in particular comprising the location of objects, in par-
ticular furniture, within the building, in particular a
three dimensional and/or two-dimensional floorplan.

4. The method according to any of the preceding
claims, wherein the user profile comprises at least a
total amount of time of the a user available at a certain
date and time, in particular at a certain location, tech-
nical skills of a user, a score of the user and/ or phys-
ical extends of the user and/or the location of a mo-
bile device.

5. The method according to any of the preceding
claims, wherein the instructing data comprises at
least one task, advise, instruction and/or information
and preferably a due date and time, an expected
time for completion and/or a start date and time, in
particular in form of a text, a graphical representa-
tion, a video and/or an audio representation.

6. The method according to any of the preceding
claims, wherein at least two mobile devices send lo-
cation data and first and at least second identification
data to the first server, at the server, based on the
location data, the first identification data and at least
the second identification data, the date and time and
the location profile associate with the location data
generating first and at least second instructing data
and sending first instructing data to the first mobile
device and causing the first device to display, to pro-
vide an audio output and/or a haptic output, at least
one representation related to said first instructing da-
ta and sending at least the second instructing data
to the at least one second mobile device and causing
the at least one second mobile device to display, to
provide an audio output and/or a haptic output, at
least one representation related to said at least one
second instructing data, and in response to the ac-
ceptance, in particular the partly acceptance or the
denial answer from the first and the at least one sec-
ond mobile device updating the location profile.

7. The method according to any of the preceding
claims, further comprising the steps, in particular af-
ter or parallel to step c)

j) determining the total amount of time for com-
pletion of the tasks associated the location pro-
file on a certain date and time
k) requesting the available total time on a certain
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date and time from the at least one user profile
from the at least one mobile device and in par-
ticular further mobile devices at different and/or
the same location as the first mobile device; and
l) generating the first instructing data and in case
further instructing data based on the said total
amount of time for completion of the task and
said available total time of the user profile(s).

8. The method according to any of the preceding claims
further comprising the steps, in particular parallel to
step c)

m) at the server, generating the first instructing
data based on the location of the at least one
mobile device within a building, a location in out-
side a building, a ship, a car, a train and/or a
plane, in particular based on a certain room of
said building, and in particular
n) sending further instructing data to the at least
one mobile device and causing the at least one
mobile device to display, to provide an audio out-
put and/or a haptic output, at least one repre-
sentation related to said first instructing data,
wherein the further instructing data comprises
the a location information for the user to move
next.

9. The method according to any of the preceding claims
further comprising the steps, in particular parallel to
step d)

o) at the at least one mobile device, displaying
the first instructing data with a representation of
a current view of the user of the at least one
mobile device as augmented reality, and in par-
ticular
p) displaying the first instructing data, in partic-
ular party, next to, on the top of and/ or at the
objects.

10. The method according to any of the preceding
claims, further comprising the steps, in particular af-
ter or parallel to step c)

q) at the server, based on the location data, the
first identification data, at least the information
data of at least a further mobile device, the date
and time and the location profile associate with
the location data generating first instructing data
and at least second instructing data; and
r) sending first instructing data to the first mobile
device and second instructing data to the at least
one further mobile device and causing the first
mobile device to display, to provide an audio out-
put and/or a haptic output, at least one repre-
sentation related to said first instructing data and
causing the at least on further mobile device to

display, to provide an audio output and/or a hap-
tic output, at least one representation related to
said second instructing data.

11. The method according to any of the preceding
claims, wherein acceptance, partly acceptance or
denial answers are received by the server, sending
further instructing data to the at least one mobile de-
vice comprising a new location the user shall move
to.

12. The method according to any of the preceding
claims, wherein at a least one further mobile device,
detecting an in input representative for the quality of
completion of a task of at least the first user and
sending data representative for said input to the first
server, wherein at the first server an analysis engine
updates the score of the user profile of at least the
first user.

13. The method according to claim 12, wherein informing
the user in case of the score exceeds or falls below
a predefined value. wherein in particular the analysis
engine determining an overall score of all users re-
ceiving instructing data at a certain location profile
and informing the said users if the overall score ex-
ceeds or falls below a predefined value, in particular
informing each user about each single score of each
of said users.

14. The method according to claim 12 or 13, wherein the
analysis engine determines the score using the ac-
ceptance, in particular the partly acceptance or the
denial answers of a user as a further parameter.

15. The method according to any of the preceding
claims, wherein a further user may update the loca-
tion profile with updating data via a further mobile
device, wherein said updating data may comprise a
a task, an information, a certain location, a due date
and time, a time stamp and a further identification
data of the further user and/or the further mobile de-
vice, in particular form of a text, a photo and/or a
video
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