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(54) Method of manufacturing spark plug

(57) [Object] To provide a technology such that a de-
cision about dielectric breakdown of an insulator can be
made accurately.

[Solution] A method for manufacturing a spark plug
includes: a preparation step of preparing a specimen pro-
vided with a center electrode, an insulator, a metal shell,
and a ground electrode; and an inspection step of apply-
ing a predetermined voltage between the ground elec-
trode and the center electrode of the prepared specimen,
and determining whether dielectric breakdown is caused
in the insulator. The inspection step includes a calculation
step of receiving an oscillating wave generated from the
specimen upon application of the predetermined voltage
to the specimen, obtaining a power spectrum by subject-
ing an oscillating wave signal representing the oscillating
wave to fast Fourier transform, and then calculating an
integral of a predetermined frequency range in the power
spectrum, and a judgment step of judging whether dis-
charge is caused by dielectric breakdown of the insulator
by utilizing the integral.
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Description

[Technical Field]

[0001] The present invention relates to a spark plug
technology.

[Background Art]

[0002] Conventionally, a spark plug is used for igniting
an internal combustion engine, such as a gasoline engine
(see, for example, Patent Document 1). The spark plug
includes a center electrode, an insulator disposed on the
outer periphery of the center electrode, a metal shell dis-
posed on the outer periphery of the insulator, and a
ground electrode attached to the metal shell and forming
a spark gap with the center electrode.
[0003] An inspection method for determining whether
there is damage in a structural body using an acoustic
emission method (which may be hereafter referred to as
an "AE method") is also known (see, for example, Patent
Document 2).

[Prior Art Document]

[Patent Document]

[0004]

[Patent Document 1] Japanese Patent No. 4625531
[Patent Document 2] Japanese Patent No. 4811932

[Summary of the Invention]

[Problem to be Solved by the Invention]

[0005] The dielectric strength of the insulator of the
spark plug is one of important factors of spark plug per-
formance. Conventionally, as a method for inspecting the
insulator for dielectric breakdown, a method is known by
which a predetermined voltage is applied between the
center electrode and the ground electrode of the spark
plug to make a determination based on an applied voltage
waveform indicating a potential difference between the
electrodes. Specifically, the determination is made based
on the breakdown phenomenon in which an extreme drop
in voltage value occurs in the applied voltage waveform.
However, the breakdown phenomenon is not limited to
insulator dielectric breakdown but may also occur when
air discharge is caused. Thus, it is often difficult to deter-
mine the presence or absence of insulator dielectric
breakdown based on the breakdown phenomenon. In
the present specification, air discharge refers to a dis-
charge not due to dielectric breakdown of the insulator
10 and includes normal discharge and the so-called
"flash over". The normal discharge is a discharge pro-
duced between the center electrode and the ground elec-
trode. The flash over is a phenomenon in which current

flows from the center electrode to the metal shell via the
insulator surface.
[0006] An inspection method that determines the pres-
ence or absence of insulator dielectric breakdown by the
AE method is also conceivable. However, it may be dif-
ficult to distinguish between discharge due to dielectric
breakdown and air discharge based on a raw waveform
obtained by the AE method.
[0007] Further, when the dielectric breakdown of the
insulator cannot be accurately determined as described
above, the spark plugs in which normal discharge was
caused may be eliminated from the manufacturing proc-
ess, possibly resulting in a decrease in spark plug pro-
ductivity.

[Means for Solving the Problem]

[0008] The present invention was made to solve at
least some of the problems discussed above, and may
be implemented as follows.

(1) According to an embodiment of the present in-
vention, a method for manufacturing a spark plug
including a bar-like center electrode, an insulator dis-
posed on an outer periphery of the center electrode,
a metal shell disposed on an outer periphery of the
insulator, and a ground electrode with one end at-
tached to the metal shell for forming a spark gap with
the center electrode is provided. The method for
manufacturing a spark plug includes a preparation
step of preparing a specimen including the center
electrode, the insulator, the metal shell, and the
ground electrode; and an inspection step of deter-
mining whether dielectric breakdown is caused in
the insulator by applying a predetermined voltage
between the ground electrode and the center elec-
trode of the prepared specimen. The inspection step
includes a calculation step of receiving an oscillating
wave generated from the specimen upon application
of the predetermined voltage to the specimen, de-
termining a power spectrum by subjecting an oscil-
lating wave signal representing the oscillating wave
to fast Fourier transform, and then calculating an in-
tegral of a predetermined frequency range in the
power spectrum, and a judgment step of judging
whether discharge is caused by dielectric break-
down of the insulator by utilizing the integral. In the
method for manufacturing a spark plug according to
this embodiment, the power spectrum is obtained by
subjecting the oscillating wave signal representing
the oscillating wave generated from the specimen to
fast Fourier transform, and the integral of the prede-
termined frequency range in the power spectrum is
calculated to judge the presence or absence of die-
lectric breakdown in the insulator. Namely, the judg-
ment step is performed by utilizing the integral of the
power spectrum, whereby discharge due to dielectric
breakdown in the insulator and discharge due to
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causes other than dielectric breakdown in the insu-
lator can be accurately distinguished.
(2) In the method for manufacturing a spark plug ac-
cording to the above embodiment, the judgment step
may judge whether the discharge is caused by die-
lectric breakdown of the insulator by comparing the
integral with a predetermined threshold. In the meth-
od for manufacturing a spark plug according to this
embodiment, by comparing the integral and the pre-
determined threshold, the occurrence of discharge
due to dielectric breakdown in the insulator can be
easily identified.
(3) In the method for manufacturing a spark plug ac-
cording to the above embodiment, the calculation
step may include a step of calculating a ratio of a
first integral which is the integral of a first frequency
range included in the predetermined frequency
range in the power spectrum, and a second integral
which is the integral of a second frequency range
included in the predetermined frequency range and
different from the first frequency range, and the judg-
ment step may judge whether discharge is caused
by dielectric breakdown of the insulator based on the
ratio. The intensity of the generated oscillating wave
may be varied depending on the magnitude of the
applied voltage. However, even if the magnitude of
the power spectrum is varied, its shape does not
change. Thus, in the method for manufacturing a
spark plug according to this embodiment, by per-
forming the judgment step based on the ratio of the
first and the second integrals, the occurrence of dis-
charge due to dielectric breakdown of the insulator
can be easily identified according to a certain judg-
ment criterion even when the magnitude of the volt-
age applied to the specimen is varied.
(4) In the method for manufacturing a spark plug ac-
cording to the above embodiment, the predeter-
mined frequency range may not be higher than 1
MHz. The oscillating wave produced by discharge
due to dielectric breakdown of the insulator and other
types of discharge (such as flash over) is predomi-
nantly not more than 1 MHz. Thus, in the method for
manufacturing a spark plug according to this embod-
iment, the discharge due to dielectric breakdown of
the insulator can be accurately identified while min-
imizing the data for making the judgment of dis-
charge in the inspection step.
(5) In the method for manufacturing a spark plug ac-
cording to the above embodiment, the inspection
step may include, before applying the predetermined
voltage, filling a space including a tip end of the cent-
er electrode with one of a compressed gas com-
pressed to a pressure higher than atmospheric pres-
sure and an insulating fluid. In the method for man-
ufacturing a spark plug according to this embodi-
ment, the space including the tip end of the center
electrode can be filled with one of the compressed
gas and the insulating fluid. Thus, the inspection step

can be performed while the occurrence of normal
discharge between the center electrode and the
ground electrode is suppressed.
(6) The method for manufacturing a spark plug ac-
cording to the above embodiment may further in-
clude a decision step of calculating, for each of a
plurality of different frequency ranges of the power
spectrum, a first specific integral which is the integral
determined from the oscillating wave generated from
the specimen by discharge due to dielectric break-
down of the insulator, and a second specific integral
which is the integral determined from the oscillating
wave generated from the specimen by discharge not
due to dielectric breakdown of the insulator, and de-
ciding on a specific frequency range such that the
difference between the first and the second specific
integrals is maximized from among the plurality of
different frequency ranges. The calculation step may
use the specific frequency range decided on in the
decision step as the predetermined frequency range.
In the method for manufacturing a spark plug accord-
ing to this embodiment, the specific frequency range
such that the difference between the first and the
second specific integrals is maximized is used as
the predetermined frequency range, whereby the
judgment step of judging whether discharge is
caused by dielectric breakdown in the insulator by
utilizing the integral can be more accurately per-
formed.
(7) The method for manufacturing a spark plug ac-
cording to the above embodiment may further in-
clude a step of bending the ground electrode so as
to bring another end of the ground electrode closer
to the center electrode. The bending step may be
performed after the inspection step. In the method
for manufacturing a spark plug according to this em-
bodiment, the inspection step can be performed by
using the specimen prior to the formation of the spark
gap by the bending step. Namely, according to this
embodiment, the inspection step can be performed
while the occurrence of normal discharge between
the center electrode and the ground electrode is sup-
pressed.
(8) The method for manufacturing a spark plug ac-
cording to the above embodiment may further in-
clude an assembly step of assembling a gasket to
an outer periphery of the metal shell after the inspec-
tion step. In the method for manufacturing a spark
plug according to this embodiment, the inspection
step can be performed without assembling compo-
nents not required in the inspection step. Namely,
the specimen judged to have caused discharge due
to dielectric breakdown in the inspection step is han-
dled as a defective article. Thus, the assembly of the
gasket onto the defective article can be prevented.
(9) The method for manufacturing a spark plug ac-
cording to the above embodiment may further in-
clude an elimination step of eliminating, after the in-
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spection step, the specimen judged to have caused
discharge due to dielectric breakdown of the insula-
tor in the inspection step from the manufacturing
process as a defective article. In the method for man-
ufacturing a spark plug according to this embodi-
ment, manufacturing of a defective article as a com-
pleted article can be prevented.
(10) In the method for manufacturing a spark plug
according to the above embodiment, the insulator
may include an axial hole extending in an axial line
direction with the center electrode inserted into the
axial hole on a front end side; the spark plug may
include an annular space formed by an outer periph-
eral surface of the insulator and an inner peripheral
surface of the metal shell and opened on the front
end side; and the inspection step may further include
a determination step of applying the predetermined
voltage to the specimen after the judgment step, im-
aging an area including at least the center electrode,
the insulator, and the annular space from the front
end side in the axial line direction upon application
of the predetermined voltage, and determining the
presence or absence of dielectric breakdown based
on an image obtained by the imaging. In the method
for manufacturing a spark plug according to this em-
bodiment, whether dielectric breakdown is caused
in the insulator can be more reliably determined.

[0009] The flash over is a discharge that craws over
the tip end face of the insulator. On the other hand,
through discharge is a discharge caused in the annular
space by through the insulator without crawling over the
tip end face of the insulator.
[0010] In light of this, in the method for manufacturing
a spark plug according to this embodiment, the area in-
cluding at least the center electrode, the insulator, and
the annular space is imaged from the front end side in
the axial line direction upon application of the voltage to
the center electrode, and the presence or absence of
dielectric breakdown is determined based on the cap-
tured image. For example, when the discharge is present
in an area of the captured image in which the insulator
tip end face is positioned, it can be determined that flash
over was caused and dielectric breakdown was not
caused. On the other hand, when no discharge is present
in the area of the captured image in which the insulator
tip end face is positioned while discharge is present in
the annular space, it can be determined that through dis-
charge was caused and that dielectric breakdown was
caused in the insulator.

(11) In the method for manufacturing a spark plug
according to the above embodiment, the time of ac-
quiring the image by imaging and the timing of ap-
plication of the voltage to the center electrode may
be controlled based on a single common signal.

[0011] In the method for manufacturing a spark plug

according to this embodiment, the time (timing) of acqui-
sition of the image by imaging and the timing of applica-
tion of the voltage to the center electrode can be easily
aligned, whereby the spark plug can be more reliably
imaged during the application of the voltage to the center
electrode (when the discharge is being caused momen-
tarily). Thus, the presence or absence of dielectric break-
down can be determined more accurately based on the
captured image, whereby the inspection accuracy can
be increased.

(12) In the method for manufacturing a spark plug
according to the above embodiment, the presence
or absence of dielectric breakdown may be deter-
mined on the basis of information based on the
brightness of an area of the captured image including
the insulator and the annular space, and a preset
threshold.

[0012] Because flash over and through discharge are
different modes of discharge, the information based on
brightness in the case of flash over and the information
based on brightness in the case of through discharge are
different.
[0013] In the method for manufacturing a spark plug
according to this embodiment, the presence or absence
of dielectric breakdown in the insulator can be automat-
ically determined. Thus, the inspection accuracy can be
further increased, and the inspection time can be de-
creased.
[0014] As examples of the method for determining the
presence or absence of dielectric breakdown based on
the brightness-based information and the threshold, the
following methods (13) to (16) may be cited.

(13) In the method for manufacturing a spark plug
according to the above embodiment, the information
may include the brightness of each pixel in the area,
a binarized image may be obtained by subjecting the
area to a binarization process based on the bright-
ness of each pixel and the threshold,
the coordinates of the center of gravity of a portion
of the binarized image exhibiting higher brightness
may be calculated, and the presence or absence of
dielectric breakdown may be determined based on
the coordinates of the center of gravity.

[0015] When through discharge is caused, because
the discharge is present in the area in which the annular
space is positioned, a high brightness portion is present
on a side spaced apart from the center electrode in an
area including the insulator and the annular space in the
captured image. On the other hand, when flash over is
caused, discharge is present in such a manner as to con-
nect the center electrode and the metal shell in the cap-
tured image, so that the high brightness portion is also
present on the center electrode side in the area.
[0016] In the method for manufacturing a spark plug
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according to this embodiment, the coordinates of the
center of gravity of the portion of the binarized image
exhibiting higher brightness (high brightness portion due
to discharge) are calculated, and the presence or ab-
sence of dielectric breakdown is determined based on
the coordinates of the center of gravity. For example,
when the coordinates of the center of gravity are present
on the center side of the center electrode, it can be de-
termined that flash over was caused and dielectric break-
down was not caused. On the other hand, when the co-
ordinates of the center of gravity are present at a position
spaced apart from the center of the center electrode, it
can be judged that through discharge was caused and
dielectric breakdown was caused. Namely, according to
the above configuration 4, the presence or absence of
dielectric breakdown can be accurately determined
based on the difference in the position of the generated
discharge between through discharge and flash over.

(14) In the method for manufacturing a spark plug
according to the above embodiment, the information
may include the brightness of each pixel in the area,
the area may be subjected to a binarization process
based on the brightness of each pixel and the thresh-
old to obtain a binarized image, and
the presence or absence of dielectric breakdown
may be determined based on whether a portion of
the binarized image exhibiting higher brightness is
continuous from an area in which the center elec-
trode is positioned to an area in which the annular
space is positioned.

[0017] In the method for manufacturing a spark plug
according to this embodiment, the presence or absence
of dielectric breakdown is determined based on whether
the portion (high brightness portion due to discharge) of
the binarized image exhibiting higher brightness is con-
tinuous from the area in which the center electrode is
positioned to the area in which the annular space is po-
sitioned. For example, when the portion exhibiting higher
brightness is continuous from the area in which the center
electrode is positioned to the area in which the annular
space is positioned, it can be judged that flash over was
caused and dielectric breakdown was not caused. On
the other hand, when the portion exhibiting higher bright-
ness is not continuous from the area in which the center
electrode is positioned to the area in which the annular
space is positioned, it can be judged that through dis-
charge was caused and dielectric breakdown was
caused. Namely, according to the configuration 5, the
presence or absence of dielectric breakdown can be ac-
curately determined based on the difference in the posi-
tion of the generated discharge between through dis-
charge and flash over.

(15) In the method for manufacturing a spark plug
according to the above embodiment, the information
may include an mean brightness in the area, and

the presence or absence of dielectric breakdown
may be determined by comparing the mean bright-
ness and the threshold.

[0018] In the case of through discharge, discharge is
produced in the annular space, so that the light due to
the discharge does not easily reach the front end side in
the axial line direction (i.e., the imaging device for obtain-
ing the image by imaging). Thus, when through discharge
is caused, the captured image becomes generally dark,
with a number of pixels in the area having small bright-
ness. On the other hand, in the case of flash over, the
discharge crawls over the tip end face of the insulator,
so that the light due to discharge can easily reach the
front end side in the axial line direction (the imaging de-
vice). Thus, when flash over is caused, the captured im-
age becomes generally light, and a number of pixels in
the area has high brightness.
[0019] In the method for manufacturing a spark plug
according to this embodiment, the mean brightness in
the area and the threshold are compared to determine
the presence or absence of dielectric breakdown. For
example, when the mean brightness is not less than the
threshold, it can be determined that flash over was
caused and dielectric breakdown was not caused. On
the other hand, when the mean brightness is less than
the threshold, it can be judged that through discharge
was caused and dielectric breakdown was caused.
Namely, in the method for manufacturing a spark plug
according to this embodiment, the presence or absence
of dielectric breakdown can be more reliably determined
based on the difference in brightness of the captured
image depending on the position of the generated dis-
charge.

(16) In the method for manufacturing a spark plug
according to the above embodiment, the information
may include the brightness of each pixel in the area,
and the presence or absence of dielectric breakdown
may be determined based on a total quantity of the
pixels having brightness such that a preset relation-
ship is satisfied when compared with the threshold.

[0020] In the method for manufacturing a spark plug
according to this embodiment, the presence or absence
of dielectric breakdown is determined based on the total
quantity of the pixels in the area that satisfy the prede-
termined relationship. For example, when the total quan-
tity of the pixels satisfying the preset relationship (such
as the brightness not less than the threshold) when com-
pared with the threshold is not less than a predetermined
value, it can be judged that flash over was caused and
dielectric breakdown was not caused. On the other hand,
when the total quantity of the pixels satisfying the rela-
tionship (such as the brightness not less than the thresh-
old) when compared with the threshold is less than the
predetermined value, it can be judged that through dis-
charge was caused and dielectric breakdown was
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caused. Namely, in the method for manufacturing a spark
plug according to this embodiment, the presence or ab-
sence of dielectric breakdown can be more reliably de-
termined based on the difference in brightness of each
pixel depending on the difference in the position of the
generated discharge.
[0021] For the inspection, any one of the configurations
(13) to (16) may be used, or two or more of the configu-
rations (13) to (16) may be used.
[0022] In the method for manufacturing a spark plug
according to the above embodiment, a differential value
of the voltage applied to the center electrode may be
obtained, and the presence or absence of dielectric
breakdown may be determined based on the captured
image when the differential value is not less than a preset
determination implementation threshold, or when the dif-
ferential value is more than the determination implemen-
tation threshold.
[0023] In the method for manufacturing a spark plug
according to this embodiment, the presence or absence
of dielectric breakdown is not determined for all of the
images obtained by imaging. Instead, the presence or
absence of dielectric breakdown is determined when the
differential value of the voltage applied to the center elec-
trode is not less than the determination implementation
threshold or more than the determination implementation
threshold. Namely, only the spark plugs in which dis-
charge (flash over or through discharge) was caused be-
tween the center electrode and the metal shell upon ap-
plication of the voltage to the center electrode are con-
sidered as the targets for inspection. Thus, the process-
ing burden during inspection can be decreased, and the
inspection time can be further shortened.
[0024] The present invention can be implemented in
various forms, such as in the form of a spark plug inspec-
tion method, a spark plug, or an internal combustion en-
gine of a vehicle fitted with a spark plug.

[Brief Description of the Drawings]

[0025]

[FIG. 1] FIG. 1 is a partial cross-sectional view of a
spark plug 100 according to a first embodiment of
the present invention.
[FIG. 2] FIG. 2 is a flow chart of a method for man-
ufacturing the spark plug.
[FIG. 3] FIG. 3 is a diagram illustrating an inspection
device 60 used in an inspection step.
[FIG. 4] FIG. 4 is a detailed flow of the inspection step.
[FIG. 5] FIG. 5 is a chart indicating a raw waveform
Dw of an oscillating wave and a FFT waveform DT.
[FIG. 6] FIG. 6 is a chart indicating integral and mar-
gin.
[FIG. 7] FIG. 7 is a flowchart of the inspection step
according to a second embodiment.
[FIG. 8] FIG. 8 is a chart indicating the relationship
between pressurizing force and the effective value

of an AE waveform.
[FIG. 9] FIG. 9 is a chart of integral ratio and con-
verted occurrence probability.
[FIG. 10] FIG. 10 is a schematic diagram of a con-
figuration of the inspection device according to a third
embodiment.
[FIG. 11] FIG. 11 is a timing chart indicating timings
of opening of a shutter, application of voltage with
respect to central voltage, and the like.
[FIG. 12] FIG. 12(a) is a graph indicating the voltage
applied to the center electrode and the differential
value of the applied voltage in a case where no dis-
charge was produced between the center electrode
and the metal shell, and FIG. 12(b) is a graph indi-
cating the voltage applied to the center electrode and
the differential value of the applied voltage in a case
where discharge was caused between the center
electrode and the metal shell.
[FIG. 13] FIG. 13 is a schematic diagram of a cap-
tured image in a case where flash over was caused.
[FIG. 14] FIG. 14 is a schematic diagram of a bina-
rized image in the case where flash over was caused.
[FIG. 15] FIG. 15 is a schematic diagram of a cap-
tured image in a case where through discharge was
caused.
[FIG. 16] FIG. 16 is a schematic diagram of a cap-
tured image in the case where through discharge
was caused.
[FIG. 17] FIG. 17 is a graph indicating mean bright-
ness in the case where flash over was caused, and
mean brightness in the case where through dis-
charge was caused.

[Description of Embodiments]

[0026] In the following, embodiments of the present
invention will be described in the following order: A. First
embodiment; B. Second embodiment; C. Third embodi-
ment; and D. Modification.

A. First embodiment:

A-1: Configuration of spark plug:

[0027] FIG. 1 is a partial cross-sectional view of a spark
plug 100 according to the first embodiment of the present
invention. For the purpose of description of the spark plug
100, the upper side and the lower side of the drawing
may be referred to as "one end side" (rear end side) and
the "other end side" (front end side), respectively. The
spark plug 100 includes a bar-like center electrode 20,
an insulator 10 as an insulator disposed on the outer
periphery of the center electrode 20, a metal shell 50
disposed on the outer periphery of the insulator 10, and
a ground electrode 30 with one end positioned on the
rear end side and attached to the metal shell 50.
[0028] The center electrode 20 is electrically coupled
to a terminal metal fitting 40 disposed on one end of the

9 10 
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insulator 10 through the insulator 10. The center elec-
trode 20 is held by the insulator 10. The insulator 10 is
held by the metal shell 50. The ground electrode 30 is
bent such that the other end is opposite the center elec-
trode 20 at the bottom of the center electrode 20. By the
bending of the ground electrode 30, a spark gap G for
producing a spark is formed between the ground elec-
trode 30 and the center electrode 20. The spark plug 100
is installed in an installation thread opening 601 of an
engine head 600 of an internal combustion engine via
the metal shell 50. For example, when a high voltage of
20 to 30 thousand volts is applied to the terminal metal
fitting 40, a spark is produced in the spark gap G between
the center electrode 20 and the ground electrode 30.
[0029] The insulator 10 is an insulator formed by firing
a ceramic material, such as alumina. The insulator 10 is
a tubular member with an axial hole 12 formed at the
center for housing the center electrode 20 and the termi-
nal metal fitting 40. The insulator 10 includes a middle
body portion 19 in the middle in an axial line CL direction
of the spark plug 100, with a greater external diameter
than other portions of the insulator 10. Toward the termi-
nal metal fitting 40 (the one end side) with respect to the
middle body portion 19, a rear end-side body portion 18
for insulating between the terminal metal fitting 40 and
the metal shell 50 is formed. Toward the center electrode
20 with respect to the middle body portion 19, a front end-
side body portion 17 with a smaller external diameter
than the rear end-side body portion 18 is formed. Further
beyond the front end-side body portion 17, an insulator
nose portion 13 with an external diameter smaller than
the front end-side body portion 17 and becoming smaller
toward the center electrode 20 (the other end side) is
formed.
[0030] The metal shell 50 is a cylindrical metal shell
surrounding and holding a portion of the insulator 10 from
a part of the rear end-side body portion 18 to the insulator
nose portion 13. The metal shell 50 may be formed of
metal, such as low-carbon steel as used in the present
example. The metal shell 50 includes a tool engaging
portion 51, an installation thread portion 52, and a sealing
portion 54. The tool engaging portion 51 of the metal shell
50 is configured for fitting engagement with a tool (not
shown) for installing the spark plug 100 onto the engine
head 600. The installation thread portion 52 of the metal
shell 50 has threads for threaded engagement with the
installation thread opening 601 of the engine head 600.
The sealing portion 54 of the metal shell 50 is formed in
the shape of a flange at the root of the installation thread
portion 52. Between the sealing portion 54 and the engine
head 600, an annular gasket 5 formed by bending a sheet
material is inserted.
[0031] The center electrode 20 includes a tip end 21
protruding from the axial hole 12 of the insulator 10.
Namely, the center electrode 20 is inserted into the axial
hole 12 of the insulator 10 with the tip end 21 protruding
from the axial hole 12, and is electrically coupled to the
terminal metal fitting 40 through a ceramic resistor 3 and

a sealing member 4. Further, at the tip end of the spark
plug 100, an annular space 29 is formed by an outer
peripheral surface of the insulator 10 (insulator nose por-
tion 13) and an inner peripheral surface of the metal shell
50. The annular space 29 is opened on the front end side.

A-2. Method for manufacturing spark plug

[0032] FIG. 2 is a flowchart of a method for manufac-
turing the spark plug. First, a specimen 100t used for an
inspection step to be described below (step S20) is pre-
pared (step S10). As the specimen 100t, an item of the
spark plug 100, shown as a completed article in FIG. 1,
with the ground electrode 30 extending straight from the
metal shell 50 and without the gasket 5 is used. After the
preparation step (step S10), the inspection step is per-
formed (step S20). In the inspection step, it is determined
whether dielectric breakdown is caused in the insulator
10 when a predetermined voltage (such as 40 kV) is ap-
plied between the ground electrode 30 and the center
electrode 20 of the prepared specimen 100t (step S20).
The details of the inspection step (step S20) will be de-
scribed below.
[0033] After the inspection step, an elimination step is
performed (step S30). In the elimination step, the spec-
imen 100t determined to have caused discharge due to
dielectric breakdown of the insulator 10 is eliminated from
the manufacturing process as a defective article.
[0034] After the elimination step, a bending step is per-
formed (step S40). In the bending step, the ground elec-
trode 30 of the specimen 100t is bent such that the other
end of the ground electrode 30 is located close to the
center electrode 20 until the spark gap G (FIG. 1) is
formed. After the bending step, an assembly step is per-
formed (step S50). In the assembly step, the gasket 5 is
assembled onto the outer periphery of the metal shell 50
of the specimen 100t. In this way, a completed article of
the spark plug 100 is manufactured. The order of the
bending step and the assembly step is not particularly
limited; for example, the bending step is performed after
the assembly step.
[0035] FIG. 3 is a diagram illustrating an inspection de-
vice 60 used in the inspection step. FIG. 3 also illustrates
the specimen 100t set on the inspection device 60. For
ease of understanding, the internal structure of the in-
spection device 60 and a part of the specimen 100t dis-
posed inside the inspection device 60 are also drawn by
solid lines.
[0036] The inspection device 60 includes an installa-
tion mount 62, a casing 65, a pressurizing cap 66, and
an acoustic emission sensor (which may also be referred
to as "AE sensor") 74. The installation mount 62 has a
through-hole through which the specimen 100t is in-
stalled on the inspection device 60. The pressurizing cap
66 is of a bottomed tubular shape, in which the front end-
side portion of the specimen 100t is disposed. Specifi-
cally, when the specimen 100t is mounted on the pres-
surizing cap 66, a space 72 is formed inside the pressu-
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rizing cap 66. In the space 72, the front end-side portion
of the specimen 100t including the tip end 21 of the center
electrode 20 is disposed. When the specimen 100t is
installed on the inspection device 60, the ground elec-
trode 30 is grounded.
[0037] In the pressurizing cap 66, a circulation flow
passage 68 for providing communication between the
outside and the space 72 formed inside the pressurizing
cap 66 is formed. In the inspection step, the space 72 is
filled with one of an insulating fluid and a compressed
gas (compressed air) compressed to a pressure higher
than atmospheric pressure, via the circulation flow pas-
sage 68. According to the present embodiment, com-
pressed air is used. When compressed gas is used, the
space 72 is pressurized to a predetermined pressure
(such as 0.8 MPa to 3.5 MPa).
[0038] The casing 65 is disposed around the pressu-
rizing cap 66. The casing 65 is fitted with the AE sensor
74. The AE sensor 74 is electrically connected to a per-
sonal computer (PC) (not shown). The AE sensor 65 re-
ceives an oscillating wave produced when a predeter-
mined voltage is applied between the ground electrode
30 and the center electrode 20, and converts the oscil-
lating wave into an oscillating wave signal. The oscillating
wave signal is analyzed by an analyzing program built in
the PC. The details of the analysis performed in the in-
spection step will be described below.
[0039] FIG. 4 is a detailed flow of the inspection step.
The inspection step is started after the specimen 100t is
installed on the inspection device 60. The inspection step
includes a filling step (step S22), a calculation step (step
S24), and a judgment step (step S26).
[0040] The filling step is a step in which the space 72
including the tip end 21 (FIG. 3) is filled with one of the
compressed gas and the insulating fluid via the circula-
tion flow passage 68, and is then pressurized to a pre-
determined pressure higher than atmospheric pressure
(step S22).
[0041] The calculation step is performed by the follow-
ing procedure (step S24). First, the oscillating wave gen-
erated from the specimen 100t when the predetermined
voltage is applied to the specimen 100t installed on the
inspection device 60 is received by the AE sensor 74.
The AE sensor 74 converts the received oscillating wave
into the oscillating wave signal. The oscillating wave sig-
nal is subjected to fast Fourier transform (FFT) by the
analyzing program in the PC, whereby a power spectrum
is obtained. The analyzing program then calculates an
integral of a predetermined frequency range (such as
800 kHz to 1000 kHz) of the power spectrum.
[0042] The judgment step judges whether the oscillat-
ing wave produced in the calculation step is due to dis-
charge caused by dielectric breakdown of the insulator
10, based on the integral obtained in the calculation step
(step S26). Specifically, in the judgment step, it is judged
whether the discharge was caused by dielectric break-
down of the insulator 10 by comparing the integral with
a predetermined threshold. In the present embodiment,

in the judgment step, when the integral obtained in the
calculation step is greater than the predetermined thresh-
old, it is determined that air discharge was caused. When
the integral obtained in the calculation step is smaller
than the predetermined threshold, it is determined that
discharge due to dielectric breakdown of the insulator 10
(which may be referred to as "through discharge") was
caused (step S26).

A-3. Preliminary preparation for inspection step:

[0043] FIG. 5 illustrates a raw waveform Dw of the os-
cillating wave acquired in the calculation step (step S24),
and a FFT waveform (power spectrum) DT obtained by
subjecting the raw waveform Dw to fast Fourier trans-
form. The horizontal axis of FIG. 5 illustrates time for the
raw waveform Dw and frequency for the power spectrum
DT. The vertical axis of FIG. 5 illustrates voltage (V). FIG.
5 illustrates the waveforms due to through discharge or
air discharge. However, the raw waveform Dw due to
through discharge is similar to the raw waveform Dw due
to air discharge, so that it is difficult to judge whether
through discharge or air discharge was produced.
[0044] Thus, according to the present embodiment, the
FFT waveform DT is determined from the raw waveform
Dw. an integral of the FFT raw waveform DT is calculated,
and then it is judged whether the discharge produced by
the specimen 100t in the inspection step is through dis-
charge or air discharge by utilizing the calculated integral.
Before describing the reason for this, a step (decision
step) of deciding on the predetermined threshold used
in the judgment step of the inspection step will be de-
scribed.
[0045] FIG. 6 is a chart illustrating the integral and the
margin. In FIG. 6, the left-side vertical axis represents
the integral, and the right-side vertical axis represents
the margin. The margin indicates the difference between
the integral of air discharge and the integral of through
discharge, as will be described below. According to the
present embodiment, the margin indicates the difference
between the lowest value of the mean 63σ (σ is a stand-
ard deviation) of the integrals of a plurality of air discharg-
es calculated from a plurality of specimens 100t, and the
highest value of the mean 63σ (σ is a standard deviation)
of the integrals of a plurality of through discharges cal-
culated from a plurality of specimens 100t. In FIG. 6, the
"air discharge" on the horizontal axis indicates the spec-
imen 100t in which only air discharge was produced in
the inspection step (step S20), while the "through dis-
charge" indicates the specimen 100t in which only
through discharge was produced in the inspection step
(step S20).
[0046] The graph of air discharge and through dis-
charge shown in FIG. 6 was prepared as follows. A pre-
determined voltage was applied to each of a plurality of
the specimens 100t using the inspection device 60 under
the same condition, and the oscillating wave was re-
ceived by the AE sensor 74. Then, the power spectrum
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DT was obtained using the analyzing program, and the
integral in the predetermined frequency range was cal-
culated. With respect to the specimens 100t in which dis-
charge was caused when the predetermined voltage was
applied by the inspection device 60, it was judged wheth-
er through discharge or air discharge was caused in ac-
cordance with a standard described below. Namely, it
was visually determined whether dielectric breakdown
was caused in the insulator 10. Specifically, the speci-
mens 100t in which dielectric breakdown was caused
were considered to be the specimens 100t in which
through discharge was caused, and the specimens 100t
in which no dielectric breakdown was caused were con-
sidered to be the specimens 100t in which air discharge
was caused. Then, the integrals in the specimens 100t
in which air discharge was caused were plotted as the
integrals for "air discharge" in FIG. 6. The integrals in the
specimens 100t in which through discharge was caused
were plotted as the integrals for "through discharge" in
FIG. 6. The graph of "air discharge" and "through dis-
charge" was created for each of three different frequency
ranges of the power spectrum DT. According to the
present embodiment, the graphs were prepared for the
frequency ranges of (i) 400 to 1000 kHz, (ii) 600 to 1000
kHz, and (iii) 800 to 1000 kHz. The range of the bars in
each graph of "air discharge" and "through discharge" is
the mean 63σ (σ is a standard deviation). The range of
the bars may be set in view of the variations of the inte-
grals with respect to actual measurement values, and is
not limited to the above embodiment. For example, the
upper limit value and the lower limit value of the actual
measurement value are set as the upper limit value and
the lower limit value, respectively, of the bar.
[0047] As shown in FIG. 6, in any of the frequency rang-
es, the integrals of the power spectrum DT are positioned
in different integral ranges between air discharge and
through discharge. Namely, the preparation step (step
S10), and the filling step (step S22) and the calculation
step (step S24) in the inspection step are performed in
advance, and the integrals are classified into those in the
case of through discharge (which may be referred to as
a "first specific integral") and those in the case of air dis-
charge (which may be referred to as a "second specific
integral"). In this way, a first specific integral range in
which the first specific integrals are distributed, and a
second specific integral range in which the second spe-
cific integrals are distributed can be determined. Then,
an integral between the first specific integral range and
the second specific integral range is determined as a
predetermined threshold prior to starting the inspection
step. For example, a chart such as the one shown in FIG.
6 is prepared before the start of the inspection step. In
the case of 400 to 1000 kHz of FIG. 6, for example, an
integral (such as 20 kV·Hz) positioned between the inte-
gral range for "air discharge" and the integral range for
"through discharge" is set as the predetermined thresh-
old.
[0048] Preferably, the predetermined frequency rang-

es used in the calculation step may be ranges not higher
than 1000 kHz (1 MHz). The oscillating waves produced
by through discharge or air discharge are predominantly
not more than 1000 kHz. Thus, by setting the predeter-
mined frequency ranges in ranges not more than 1000
kHz, the discharge due to dielectric breakdown can be
accurately judged while minimizing the data for making
the decision on discharge in the inspection step.
[0049] Preferably, the predetermined frequency rang-
es may be determined as follows. Namely, as shown in
FIG. 6, the first specific integral determined from the os-
cillating wave generated from the specimen 100t due to
discharge caused by dielectric breakdown of the insulator
10, and the second specific integral determined from the
oscillating wave generated from the specimen 100t due
to air discharge are calculated for each of the different
frequency ranges. Then, a specific frequency range such
that the difference (margin) between the first specific in-
tegral and the second specific integral is maximized is
decided from among the different frequency ranges (de-
cision step). For example, in FIG. 6, 400 to 1000 kHz is
decided as the specific frequency range. In this way, the
judgment step of judging whether discharge was caused
by dielectric breakdown based on the integral can be
more accurately performed. The first specific integral and
the second specific integral may be each a single integral,
or may have a predetermined numerical range in which
a plurality of integrals is distributed, as according to the
present embodiment.

A-4. Effects:

[0050] According to the first embodiment, the presence
or absence of dielectric breakdown is judged by calcu-
lating the integral of a predetermined frequency range in
the power spectrum (step S26 in FIG. 4). Namely, by
performing the judgment step by utilizing the integral of
the power spectrum, through discharge and air discharge
can be distinguished accurately.
[0051] Further, according to the first embodiment, by
comparing the integral calculated in the calculation step
with a predetermined threshold, the occurrence of
through discharge can be easily identified.
[0052] Further, according to the first embodiment, the
space 72 is filled with one of compressed air and insu-
lating fluid in the filling step (FIGS. 3 and 4). Thus, the
inspection step can be performed by applying a high volt-
age to the specimen 100t while the occurrence of normal
discharge is suppressed.
[0053] Further, according to the first embodiment, the
specimen 100t used in the inspection step is the spark
plug before the bending step. Thus, the inspection step
can be performed by using the specimen 100t prior to
the formation of the spark gap according to design. As a
result, the inspection step can be performed while the
occurrence of normal discharge between the center elec-
trode 20 and the ground electrode 30 is suppressed.
[0054] According to the first embodiment, the inspec-
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tion step (step S20) can be performed without assem-
bling components not required in the inspection step
(step S20). Namely, the specimen 100t judged to have
caused discharge due to dielectric breakdown in the in-
spection step (step S20) is handled as a defective article.
Thus, the assembling of the gasket to the defective article
can be prevented.
[0055] Further, according to the first embodiment, the
specimen 100t judged to have caused discharge due to
dielectric breakdown is eliminated as a defective article
(step S30). Thus, the defective article can be prevented
from being manufactured as a completed article, where-
by the spark plug 100 with superior dielectric strength of
the insulator 10 can be manufactured.

B. Second embodiment:

B-1. Method for manufacturing spark plug:

[0056] FIG. 7 is a flowchart of the inspection step (step
S20a) according to the second embodiment. In the meth-
od for manufacturing the spark plug, the second embod-
iment differs from the first embodiment in the contents of
the inspection step and is similar to the first embodiment
regarding the contents of the other steps (such as the
preparation step). Thus, the description of steps with sim-
ilar contents as those according to the first embodiment
will be omitted.
[0057] The calculation step according to the second
embodiment is performed by the following procedure
(step S24a). As according to the first embodiment, the
oscillating wave signal is subjected to FFT to obtain the
power spectrum DT. A predetermined frequency range
(such as 0 to 500 kHz) is divided into a first frequency
range and a second frequency range that do not overlap
with each other. For example, according to the present
embodiment, the first frequency range is 0 to 250 kHz,
and the second frequency range is 250 to 500 kHz. Then,
of the power spectrum DT, the integral of the first fre-
quency range (which may be also referred to as a "first
integral") and the integral of the second frequency range
(which may be also referred to as a "second integral")
are calculated. Thereafter, the ratio of the first integral
and the second integral is calculated. According to the
second embodiment, the ratio is (first integral)/(second
integral).
[0058] In the judgment step, based on the ratio deter-
mined in the calculation step, it is judged whether the
oscillating wave produced in the calculation step is due
to discharge caused by dielectric breakdown of the insu-
lator 10 (step S26a). Specifically, in the judgment step,
it is judged whether the discharge was caused by dielec-
tric breakdown by comparing the ratio with a predeter-
mined threshold determined in advance. According to
the second embodiment, the predetermined threshold is
the ratio of (first integral/second integral).
[0059] According to the second embodiment. the oc-
currence of discharge due to dielectric breakdown can

be easily judged according to a certain judgment criterion
even when the magnitude of the voltage applied to the
specimen 100t in the calculation step is varied. In the
following, the reason for this will be described with refer-
ence to FIGS. 8 and 9.
[0060] FIG. 8 is a chart indicating the relationship be-
tween pressurizing force and the effective value (AE ef-
fective value) of acoustic emission waveform (AE wave-
form). The AE effective value shown on the vertical axis
of FIG. 8 is generally referred to as "AE energy", indicat-
ing the relative value of the energy of the waveform. The
pressurizing force shown on the horizontal axis of FIG.
8 indicates the pressure of the compressed gas intro-
duced into the space 72. FIG. 8 is a chart of the calculated
AE effective value of the acoustic emission generated
from the specimen 100t when the pressure of the com-
pressed gas introduced into the space 72 was varied.
The AE effective value was also calculated by using a
plurality of specimens 100t for each pressure of the com-
pressed gas introduced into the space 72. In FIG. 8, the
mean of the AE effective values plotted at each pressure
is also plotted.
[0061] In FIG. 8, the AE effective value was calculated
and plotted for each of three different pressures of 0.8
MPa, 2.5 MPa, and 3.5 MPa. The greater the pressurizing
force, the more the voltage applied to the specimen 100t
was increased. It will be seen from FIG. 8 that the greater
the pressurizing force (applied voltage), the greater the
AE effective value becomes. Namely, in the calculation
step, when the magnitude of the voltage applied to the
specimen 100t is changed, the predetermined threshold
needs to be reset for each applied voltage when an in-
tegral is used as the predetermined threshold.
[0062] FIG. 9 is a chart of the integral ratio and its con-
version into occurrence probability. The horizontal axis
represents the ratio (first integral/second integral), and
the vertical axis on the left represents the occurrence
probability (%). The chart of FIG. 9 shows the occurrence
probability calculated for each ratio by Weibull analysis
by calculating the power spectrum by using a plurality of
the specimens 100t for each of the three different pres-
sures, as in FIG. 8, and determining the ratio of the first
integral and the second integral (first integral/second in-
tegral). Meanwhile, it was visually confirmed whether di-
electric breakdown was caused in the insulator 10 of the
specimen 100t after determining the ratio, and it was
judged whether through discharge or air discharge was
caused. In FIG. 9, the points plotted in the enclosed area
on the left side indicate the specimens 100t in which
through discharge was caused, and the points plotted in
the enclosed area on the right indicate the specimens
100t in which air discharge was caused.
[0063] As shown in FIG. 9, even when the pressurizing
force (i.e., the applied voltage) in the space 72 (FIG. 3)
is changed, the ratio calculated from the power spectrum
of through discharge and the ratio calculated from the
power spectrum of air discharge are distributed in differ-
ent areas. Further, even when the pressurizing force in

17 18 



EP 2 733 800 A2

11

5

10

15

20

25

30

35

40

45

50

55

the space 72 is changed, the ratio calculated from the
power spectrum of through discharge is distributed in the
same area (first area) regardless of the pressurizing
force, and the ratio calculated from the power spectrum
of air discharge is distributed in the same area regardless
of the pressurizing force. Namely, the judgment step can
be accurately performed by determining the ratio be-
tween the first area and the second area as the prede-
termined threshold used in the judgment step.
[0064] Namely, in the judgment step, the predeter-
mined threshold determined in advance and the ratio cal-
culated in the calculation step are compared. When the
calculated ratio is smaller than the predetermined thresh-
old, it is judged that through discharge was caused. When
the ratio calculated in the calculation step is greater than
the predetermined threshold, it is judged that air dis-
charge was caused (step S26a).

B-2. Effects:

[0065] According to the second embodiment, effects
similar to those according to the first embodiment can be
obtained with regard to steps or configurations similar to
those of the first embodiment. According to the second
embodiment, the judgment step is performed based on
the ratio of the first integral and the second integral (step
S26a), whereby the occurrence of through discharge can
be easily judged according to a certain judgment criterion
regardless of the magnitude of the voltage applied to the
specimen 100t.

C. Third embodiment:

C-1. Method for manufacturing spark plug:

[0066] In the method for manufacturing the spark plug,
the third embodiment is similar to the first embodiment
in the inspection step and the other steps (such as the
preparation step). Thus, the description of steps with the
same contents as those of the first embodiment will be
omitted.
[0067] According to the third embodiment, the steps
up to the judgment step are performed as in the first em-
bodiment, and then a determination step is performed as
will be described below. In the following, the determina-
tion step will be described with reference to the drawings.
FIG. 10 is a schematic diagram of a configuration of a
second inspection device 101 for the spark plug 100. The
second inspection device 101 is used in the determina-
tion step in the process of manufacturing the spark plug
100.
[0068] As shown in FIG. 10, the second inspection de-
vice 101 includes a voltage application device 51, a dif-
ferential value acquisition device 61, an imaging device
71, a processing device 81, and a signal generation de-
vice 91. The voltage application device 51 applies a high
voltage to the center electrode 20 and includes a primary
coil 152, a secondary coil 153, a core 154, an igniter 155,

and a battery 156 for electrode feeding.
[0069] The differential value acquisition device 61 is
disposed in an electricity transmitting path between the
spark plug 100 and the voltage application device 51,
and is a device for acquiring a differential value of the
voltage applied to the center electrode 20. When no dis-
charge (flash over or through discharge) is caused be-
tween the center electrode 20 and the metal shell 50
upon application of the voltage to the center electrode
20, the voltage applied to the center electrode 20 varies
relatively gradually, as shown in FIG. 12(a), so that the
absolute value of each differential value becomes rela-
tively small.
[0070] On the other hand, when discharge (flash over
or through discharge) is caused between the center elec-
trode 20 and the metal shell 50 upon application of the
voltage to the center electrode 20, the voltage applied to
the center electrode 20 is sharply changed at the time of
discharge, as shown in FIG. 12(b), so that a differential
value with a relatively large absolute value is exhibited.
According to the present embodiment, the differential val-
ue acquisition device 61 is configured to output a prede-
termined determination-implementation request signal to
the processing device 81 when the obtained differential
value is not less than a preset determination implemen-
tation threshold VT.
[0071] The imaging device 71 includes a predeter-
mined CCD camera to obtain an image by imaging the
tip end of the spark plug 100 disposed in a dark place
from the front end side in the axial line CL direction. Spe-
cifically, the imaging device 71 images an area including
at least the center electrode 20, the insulator 10, and the
annular space 29 from the front end side in the axial line
CL direction to obtain an image including the area. Based
on a common signal input from the signal generation de-
vice 91, the shutter opening timing in the imaging device
71 (i.e., the time (timing) of imaging) is controlled. Name-
ly, as shown in FIG. 11, when the common signal input
from the signal generation device 91 is on, the shutter is
opened to start imaging the spark plug 100.
[0072] In the imaging device 71, a shutter open time
(imaging time) T2 is set sufficiently longer than a time T1
between on and off of the common signal. Thus, the volt-
age is applied to the center electrode 20 from the voltage
application device 51 when the shutter is open, whereby
the imaging device 71 can image the spark plug 100 while
the voltage is being applied to the center electrode 20.
[0073] In addition, the captured image by the imaging
device 71 is input to the processing device 81. The
processing device 81 determines the presence or ab-
sence of electrical breakdown in the insulator 10 based
on the captured image only when the determination-im-
plementation request signal is input from the differential
value acquisition device 61. Namely, it is determined
whether the discharge caused is flash over (no electrical
breakdown is caused in the insulator 10) or through dis-
charge (electrical breakdown is caused in the insulator
10) only for the spark plugs 100 in which discharge was
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caused between the center electrode 20 and the metal
shell 50. According to the present embodiment, the
processing device 81 determines the presence or ab-
sence of electric breakdown in the insulator 10 on the
basis of information based on the brightness in an area
of the captured image that includes the insulator 10 and
the annular space 29, and a preset threshold.
[0074] Specifically, the processing device 81 obtains
a binarized image by subjecting the area to a binarization
process by comparing the brightness (corresponding to
the "information" in the present invention) of each pixel
in the area of the captured image including the insulator
10 and the annular space 29 with the threshold. Then,
the coordinates of the center of gravity of a portion indi-
cating higher brightness in the binarized image are cal-
culated, and the presence or absence of electrical break-
down in the insulator 10 is determined based on the cal-
culated coordinates of the center of gravity.
[0075] Specifically, when flash over is caused, as
shown in FIG. 13, in an image IM1 obtained by imaging,
a portion RA with high brightness (a high brightness por-
tion due to discharge; the portion indicated by dotted pat-
tern in FIG. 13) is continuous from the area in which the
center electrode 20 is positioned to the area in which the
annular space 29 is positioned. In a binarized image IM2
obtained by subjecting the image IM1 to the binarization
process, as shown in FIG. 14 (the portion with hatching
in FIG. 14 is a portion with lower brightness), a portion
HB indicating higher brightness is continuous from the
area in which the center electrode 20 is positioned to the
area in which the annular space 29 is positioned, and the
coordinates of the center of gravity CG of the portion HB
are at a position relatively close to the center of the center
electrode 20.
[0076] Thus, when the position of the coordinates of
the center of gravity CG is on the center electrode 20
side (for example, when the distance between the coor-
dinates of the center of gravity CG and the center of the
center electrode 20 is not more than a predetermined
value, such as when the coordinates of the center of grav-
ity CG are within the area in which the insulator 10 is
positioned), it is determined that flash over was caused
and electrical breakdown was not caused in the insulator
10 (Namely, the insulating performance of the insulator
10 is good).
[0077] On the other hand, when through discharge is
caused, as shown in FIG. 15, the high brightness portion
RA (the high brightness portion due to discharge; the
portion indicated by dotted pattern in FIG. 15) in the im-
age IM1 obtained by imaging is mainly present in the
area in which the annular space 29 is positioned. In the
binarized image IM2 obtained by subjecting the image
IM1 to the binarization process, as shown in FIG. 16 (in
FIG. 16, the portion with hatching is a portion indicating
lower brightness), the portion HB indicating higher bright-
ness is mainly present in the area in which the annular
space 29 is positioned, and the coordinates of the center
of gravity CG of the portion HB was present at a position

relatively spaced apart from the center of the center elec-
trode 20.
[0078] Thus, when the position of the coordinates of
the center of gravity CG is at the position spaced apart
from the center of the center electrode 20 (when the dis-
tance between the coordinates of the center of gravity
CG and the center of the center electrode 20 is greater
than the predetermined value, such as when the coordi-
nates of the center of gravity CG are in the area in which
the annular space 29 is positioned), it is determined that
through discharge was caused and electrical breakdown
was caused in the insulator 10 (i.e., there is a problem
in the insulating performance of the insulator 10).
[0079] The processing device 81 is configured to dis-
play the result of determination on a predetermined dis-
play means (not shown).
[0080] The signal generation device 91 outputs the
common signal input to the voltage application device 51
and the imaging device 71. According to the present em-
bodiment, as described above, the timing of application
of voltage to the center electrode 20 from the voltage
application device 51, and the time of acquisition (imag-
ing timing) of the image by the imaging device 71 are
controlled based on the single common signal.
[0081] Next, the insulating performance of the insulator
10 is inspected by using the second inspection device
101. First, as shown in FIG. 10, the spark plug 100 is
supported with the tip end facing upward, and the tip end
of the metal shell 50 is inserted into a cylindrical tube TU.
Then, insulating oil IO is poured into the tube TU until the
annular space 29 is filled with the insulating oil IO, thus
disposing the insulating oil IO around the tip ends of the
center electrode 20 and the insulator 10.
[0082] In this way, the insulating resistance value be-
tween the tip end of the center electrode 20 and the metal
shell 50 can be increased, whereby the occurrence of
flash over can be suppressed (However, this does not
mean that flash over will never be caused). According to
the present embodiment, the insulating oil IO is transpar-
ent with the turbidity of not more than 100 NTU ("NTU"
is the Formazin turbidity measurement unit according to
Formazin turbidity standard).
[0083] Then, the common signal output from the signal
generation device 91 is turned on. Thereby, the shutter
of the imaging device 71 is opened, and imaging of an
area including the center electrode 20 and the insulator
10 and the like through the insulating oil IO is started,
and transmission of electricity to the primary coil 52 from
the battery 56 is started. Then, the common signal is
switched from being on to off, whereby voltage is applied
to the center electrode 20 from the voltage application
device 51, and an image of the spark plug 100 during the
application of the voltage to the center electrode 20 is
obtained by the imaging device 71. The captured image
is input to the processing device 81.
[0084] The processing device 81 does not determine
the presence or absence of electrical breakdown in all of
the input images obtained by imaging; rather, the

21 22 



EP 2 733 800 A2

13

5

10

15

20

25

30

35

40

45

50

55

processing device 81 determines the presence or ab-
sence of electrical breakdown only in the captured image
the spark plug 100 for which the determination-imple-
mentation request signal has been input from the differ-
ential value acquisition device 61. The presence or ab-
sence of electrical breakdown is determined based on
the coordinates of the center of gravity CG of the portion
HB with higher brightness in the binarized image ob-
tained from the captured image, as described above.
Then, the result of determination is displayed on the dis-
play means.
[0085] As described above in detail, according to the
present embodiment, flash over and through discharge
(the presence or absence of electrical breakdown) can
be more reliably distinguished based on the captured im-
age from the front end side in the axial line CL direction.
As a result, the quality of insulating performance in the
insulator 10 can be more accurately determined, where-
by an improvement in yield can be achieved.

C-2. Effects:

[0086] According to the third embodiment, the deter-
mination step is additionally performed after the judgment
step, whereby the presence or absence of dielectric
breakdown in the insulator can be more accurately de-
termined.
[0087] Further, the time of acquisition of the image by
imaging and the timing of application of voltage to the
center electrode 20 are controlled based on a single com-
mon signal. Thus, the time (timing) of acquisition of the
image by imaging and the timing of application of voltage
to the center electrode 20 can be easily aligned, so that
the spark plug 100 can be more reliably imaged while
voltage is being applied to the center electrode 20 (when
discharge is being caused momentarily). As a result, the
presence or absence of electrical breakdown can be
more accurately determined based on the captured im-
age, whereby the inspection accuracy can be further in-
creased.
[0088] In addition, according to the present embodi-
ment, the presence or absence of electrical breakdown
in the insulator 10 can be automatically determined by
the processing device 81. Thus, inspection accuracy can
be further increased, and the inspection time can be de-
creased.
[0089] Further, according to the present embodiment,
the presence or absence of electrical breakdown is not
determined in all of the images obtained by imaging; rath-
er, the embodiment is configured to judge the presence
or absence of electrical breakdown when the differential
value of the voltage applied to the center electrode 20 is
not less than the determination implementation threshold
VT. Namely, only those spark plugs 100 in which dis-
charge (flash over or through discharge) was caused be-
tween the center electrode 20 and the metal shell 50
upon application of voltage to the center electrode 20 are
considered as the targets for inspection. Thus, the

processing burden for inspection can be decreased, and
the inspection time can be further shortened.

D. Modification:

[0090] The constituent elements in the foregoing em-
bodiments other than the elements recited in the claims
are additional elements and may be omitted as needed.
Further, the present invention is not limited to the above
embodiments and may be implemented in various forms
without departing from the gist of the invention. For ex-
ample, the following modifications can be made.

D1. First modification:

[0091] According to the first embodiment, a predeter-
mined value between the integral of through discharge
and the integral of air discharge is used as the predeter-
mined threshold. However, the invention is not limited to
such an embodiment. Namely, the judgment step may
be performed by using at least one of a range of integrals
of air discharge (which may also be referred to as a "first
integral range") and a range of integrals of through dis-
charge (which may also be referred to as a "second in-
tegral range") that are determined in advance. For ex-
ample, when the first integral range determined in ad-
vance is utilized in the judgment step, the integral calcu-
lated in the calculation step and the first integral range
are compared. When the calculated integral is within the
first integral range, it is judged that air discharge was
caused. When the calculated integral is outside the first
integral range, it is judged that through discharge was
caused. When the second integral range that is deter-
mined in advance is utilized in the judgment step, for
example, the ratio calculated in the calculation step and
the second integral range are compared. When the cal-
culated integral is within the second integral range, it is
judged that through discharge was caused. When the
calculated ratio is outside the second integral range, it is
judged that air discharge was caused.

D-2. Second modification:

[0092] According to the second embodiment, the pre-
determined threshold is a value between the range (first
ratio range) in which the ratios of the first and the second
integrals calculated based on the acoustic emission (AE)
caused by air discharge are distributed, and the range
(second ratio range) in which the ratios of the first and
the second integrals calculated based on the AE caused
by through discharge are distributed. However, the
present invention is not limited to such an embodiment.
Namely, the judgment step may be performed by utilizing
at least one of the first ratio range and the second ratio
range that are determined in advance. For example,
when the predetermined first ratio range is utilized in the
judgment step. it is judged that air discharge was caused
when the ratio calculated in the calculation step is within
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the first ratio range. When the ratio calculated in the cal-
culation step is outside the first ratio range, it is judged
that through discharge was caused. When the predeter-
mined second ratio range is utilized in the judgment step,
for example, it is judged that through discharge was
caused when the ratio calculated in the calculation step
is within the second ratio range. When the ratio calculated
in the calculation step is outside the second ratio range,
it is judged that air discharge was caused.

D-3. Third modification:

[0093]

(a) In the third embodiment, the differential value ac-
quisition device 61 is configured to output the deter-
mination-implementation request signal to the
processing device 81 when the obtained differential
value is not less than the judgment implementation
threshold VT. However, the differential value acqui-
sition device 61 may be configured to output the de-
termination-implementation request signal to the
processing device 81 when the differential value is
greater than the judgment implementation threshold
VT.
(b) In the third embodiment, the processing device
81 determines the presence or absence of electrical
breakdown in the insulator 10 based on the coordi-
nates of the center of gravity CG of the portion HB
with higher brightness in the binarized image IM2.
However, the presence or absence of electrical
breakdown may be determined based on whether
the portion HB with higher brightness in the binarized
image IM2 is continuous from the area in which the
center electrode 20 is positioned to the area in which
the annular space 29 is positioned.

[0094] Specifically, because flash over is caused in
such a manner as to connect the tip end of the center
electrode 20 and the metal shell 50, a high brightness
portion connecting the center electrode 20 and the metal
shell 50 is present in the captured image. In light of this,
when the portion HB with higher brightness is continuous
from the area in which the center electrode 20 is posi-
tioned to the area in which the annular space 29 is posi-
tioned, the processing device 81 determines that flash
over was caused, and that no electrical breakdown was
caused in the insulator 10 (i.e., that the insulating per-
formance of the insulator 10 is good).
[0095] On the other hand, because through discharge
penetrates the insulator 10, the portion HB with higher
brightness in the captured image is present only in the
annular space 29 and its surrounding areas, and not
around the tip end of the center electrode 20. In light of
this, when the portion HB with higher brightness in the
binarized image is not continuous from the area in which
the center electrode 20 is positioned to the area in which
the annular space 29 is positioned, the processing device

81 determines that through discharge was caused and
that electrical breakdown was caused in the insulator 10
(i.e., that there is a problem in insulating performance).

(c) In the third embodiment, the presence or absence
of electrical breakdown in the insulator 10 is deter-
mined based on the binarized image obtained from
the captured image. However, the binarized image
need not necessarily be obtained; instead, the pres-
ence or absence of electrical breakdown may be de-
termined based on the captured image.

[0096] For example, the presence or absence of elec-
trical breakdown in the insulator 10 may be determined
by determining the brightness of each pixel in the area
of the captured image including the insulator 10 and the
annular space 29, calculating the mean brightness (cor-
responding to the "information" in the present invention)
in the area, and comparing the calculated mean bright-
ness with a preset threshold.
[0097] Specifically, because flash over is caused in
such a manner as to crawl over the tip face of the insulator
10 between the tip end of the center electrode 20 and
the metal shell 50, the light reaches the imaging device
71 easily, and the brightness becomes relatively large in
the area in which the insulator 10 is positioned and in the
area in which the annular space 29 is positioned. Thus,
the brightness of each pixel in these areas becomes rel-
atively large in the captured image, so that the mean
brightness is also increased, as shown in FIG. 17. In light
of this, when the mean brightness is not less than the
threshold, or greater than the threshold, the processing
device 81 determines that flash over was caused and
that electrical breakdown was not caused in the insulator
10 (i.e., that the insulating performance of the insulator
10 is good).
[0098] On the other hand, in the case of through dis-
charge, because the discharge is caused in the annular
space 29, the light reaches the imaging device 71 less
easily, so that, although the brightness of the area in
which the annular space 29 is positioned becomes rela-
tively large, the brightness of the area in which the insu-
lator 10 is positioned is relatively small, and therefore the
mean brightness is also relatively small. In light of this,
when the mean brightness is less than the threshold, or
not more than the threshold, the processing device 81
determines that through discharge was caused and that
electrical breakdown was caused in the insulator 10 (i.e.,
that there is a problem in the insulating performance of
the insulator 10).
[0099] For example, the presence or absence of elec-
trical breakdown in the insulator 10 may be determined
by determining the brightness (corresponding to the "in-
formation" according to the present invention) of each
pixel in the area of the captured image including the in-
sulator 10 and the annular space 29, and based on the
total quantity of the pixels whose brightness satisfies a
preset relationship with a preset threshold (in the present
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additional example, based on the total quantity of the
pixels whose brightness is not less than the threshold,
or more than the threshold).
[0100] Specifically, when flash over is caused, the
number of pixels with high brightness in the area is in-
creased, so that the total quantity also becomes relatively
large. In light of this, when the total quantity is not less
than a preset judgment value, or more than the judgment
value, the processing device 81 determines that flash
over was caused and that no electrical breakdown was
caused in the insulator 10 (i.e., that the insulating per-
formance of the insulator 10 is good).
[0101] On the other hand, when through discharge is
caused, the number of pixels with high brightness is de-
creased in the area, so that the total quantity also be-
comes relatively small. In light of this, when the total
quantity is less than the judgment value, or not more than
the judgment value, the processing device 81 determines
that through discharge was caused and that electrical
breakdown was caused in the insulator 10 (i.e., that there
is a problem in the insulating performance of the insulator
10). While the relationship is that of magnitude between
the brightness and the threshold according to the present
additional example, the relationship may be modified as
needed.

(d) In the third embodiment, at the time of insulating
performance inspection, the voltage is applied to the
center electrode 20 with the insulating oil IO dis-
posed around the tip ends of the center electrode 20
and the insulator 10 so as to suppress the occurrence
of flash over. However, the voltage may be applied
to the center electrode 20 with high pressure gas
(such as high pressure air) filled around the tip ends
of the center electrode 20 and the insulator 10. The
insulating oil IO or the high pressure gas may not
necessarily be used at the time of insulating perform-
ance inspection.
(e) In the third embodiment, the processing device
81 determines the presence or absence of electrical
breakdown only in the captured image of the spark
plug 100 for which the determination-implementation
request signal is input from the differential value ac-
quisition device 61. However, the presence or ab-
sence of electrical breakdown may be determined in
all of the images obtained by imaging.

[Description of the Reference Numerals]

[0102]

3 Ceramic resistor
4 Sealing member
5 Gasket
10 Insulator (insulation)
12 Axial hole
13 Insulator nose portion
17 Front end-side body portion

18 Rear end-side body portion
19 Middle body portion
20 Center electrode
21 Tip end
29 Annular space
30 Ground electrode
40 Terminal metal fitting
50 Metal shell
51 Tool engaging portion
52 Installation thread portion
54 Sealing portion
60 Inspection device
62 Installation mount
65 Casing
66 Pressurizing cap
68 Circulation flow passage
72 Space
100 Spark plug
100t Specimen
600 Engine head
601 Installation thread opening
G Spark gap
CL Axial line
S24a Step
S26a Step
DT Power spectrum
Dw Raw waveform
IM1 Captured image
IM2 Binarized image

Claims

1. A method for m1.anufacturing a spark plug including
a bar-like center electrode, an insulator disposed on
an outer periphery of the center electrode, a metal
shell disposed on an outer periphery of the insulator,
and a ground electrode with one end attached to the
metal shell for forming a spark gap with the center
electrode,
the method comprising:

a preparation step of preparing a specimen in-
cluding the center electrode, the insulator, the
metal shell, and the ground electrode; and
an inspection step of determining whether die-
lectric breakdown is caused in the insulator by
applying a predetermined voltage between the
ground electrode and the center electrode of the
prepared specimen,

wherein the inspection step includes

a calculation step of receiving an oscillating
wave generated from the specimen upon appli-
cation of the predetermined voltage to the spec-
imen, determining a power spectrum by subject-
ing an oscillating wave signal representing the
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oscillating wave to fast Fourier transform, and
then calculating an integral of a predetermined
frequency range in the power spectrum, and
a judgment step of judging whether discharge
is caused by dielectric breakdown of the insula-
tor by utilizing the integral.

2. The method for manufacturing a spark plug accord-
ing to claim 1, wherein the judgment step judges
whether discharge is caused by dielectric break-
down of the insulator by comparing the integral with
a predetermined threshold.

3. The method for manufacturing a spark plug accord-
ing to claim 1, wherein:

the calculation step includes a step of calculating
a ratio of a first integral that is the integral of a
first frequency range included in the predeter-
mined frequency range in the power spectrum,
and a second integral that is the integral of a
second frequency range included in the prede-
termined frequency range and different from the
first frequency range; and
the judgment step judges whether discharge is
caused by dielectric breakdown of the insulator
based on the ratio.

4. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 3, wherein the prede-
termined frequency range is not higher than 1 MHz.

5. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 4, wherein the inspection
step includes, before applying the predetermined
voltage, filling a space including a tip end of the cent-
er electrode with one of a compressed gas com-
pressed to a pressure higher than atmospheric pres-
sure and an insulating fluid.

6. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 5, further comprising a
decision step of calculating a first specific integral
that is the integral determined from the oscillating
wave generated from the specimen by discharge due
to dielectric breakdown of the insulator, and a second
specific integral that is the integral determined from
the oscillating wave generated from the specimen
by discharge not due to dielectric breakdown of the
insulator, for each of a plurality of different frequency
ranges of the power spectrum, and deciding on a
specific frequency range such that the difference be-
tween the first and the second specific integrals is
maximized from among the plurality of different fre-
quency ranges; and
the calculation step uses the specific frequency
range determined in the decision step as the prede-
termined frequency range.

7. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 6, further comprising a
bending step of bending the ground electrode so as
to bring another end of the ground electrode closer
to the center electrode, wherein the bending step is
performed after the inspection step.

8. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 7, further comprising an
assembly step of assembling a gasket to an outer
periphery of the metal shell after the inspection step.

9. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 8, further comprising an
elimination step of eliminating, after the inspection
step, the specimen judged to have caused discharge
due to dielectric breakdown of the insulator in the
inspection step from the manufacturing process as
a defective article.

10. The method for manufacturing a spark plug accord-
ing to any one of claims 1 to 9, wherein:

the insulator includes an axial hole extending in
an axial line direction with the center electrode
inserted into the axial hole on a front end side;
the spark plug includes an annular space formed
by an outer peripheral surface of the insulator
and an inner peripheral surface of the metal shell
and opened on the front end side: and
the inspection step further includes a determi-
nation step of applying, after the judgment step,
the predetermined voltage to the specimen, im-
aging an area including at least the center elec-
trode, the insulator, and the annular space from
the front end side in the axial line direction upon
application of the predetermined voltage, and
determining the presence or absence of dielec-
tric breakdown based on an image obtained by
the imaging.
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