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Description

BACKGROUND OF THE RELATED ART

[0001] Geographical location, or geolocation, in-
volves determining the position of a mobile wireless de-
vice. Prior art geolocation systems use satellite-based
navigation equipment to provide accurate, three-dimen-
sional position information. One well-known satellite-
based navigation system is the Global Positioning Sys-
tem (GPS).
[0002] FIG. 12 depicts a GPS system 10 used in ac-
cordance with the prior art. GPS system 10 comprises
a plurality of satellites 12-j, at least one controlling
ground station 20, and at least one GPS receiver 30,
where j = 1, 2, ..., J. Each satellite 12-j orbits the Earth
16 at a known speed vj and is a known distance from
the other satellites 12-j. Each satellite 12-j transmits a
GPS signal 14-j, which is a carrier signal at a known fre-
quency f that is bipolar phase shift key (BPSK) modu-
lated using a unique pseudo-random noise (PN-j) code
and navigation data (ND-j) associated with that particu-
lar satellite. The PN-j code and the navigation data ND-
j are combined via modulo-two addition prior to modu-
lating the carrier signal. The navigation data ND-j in-
cludes a satellite identifier, timing information, satellite
health indicators, orbital data and parity bits.
[0003] Controlling ground station 20 comprises an an-
tenna 22 for receiving GPS signals 14-j and transmitting
correction signals 24-j, a plurality of correlators 26-m for
detecting GPS signals 14-j and a processor 28 having
software for tracking GPS satellites 12-j using detected
GPS signals and for determining correction signals 24-j
for each satellite, where m = 1...., M. Correction signals
24-j include satellite clock offsets from actual GPS sys-
tem time, such as bias and drift components, for pur-
poses of providing updated position and timing informa-
tion to GPS satellites 12-j.
[0004] FIG. 13 depicts GPS receiver 30 comprising
an antenna 32 for receiving GPS signals 14-j, a plurality
of correlators 34-k for detecting GPS signals 14-j, a
processor 36 having software for determining a geolo-
cation position using the detected GPS signals 14-j, a
preamplifier/prefilter 102 to filter and boost received
GPS signals 14-j, a frequency synthesizer 106, a refer-
ence oscillator 108 to provide timing to frequency syn-
thesizer 106. and a clock 118 to provide timing to proc-
essor 36, where k = 1,2,...,K. Correlators 34-k include a
pseudo-random noise (PN) code generator 110, multi-
pliers 104 and 112, and an integrate and dump filter 114.
GPS receiver 30 detects GPS signals 14-j via PN-j
codes. Note that PN code generator 110 may or may
not be part of correlator 34-k.
[0005] Detecting GPS signals 14-j involves a correla-
tion process wherein correlators 34-k search received
GPS signals 14-j for PN-j codes in a carrier frequency
dimension and a code phase dimension. The correlation
process is implemented using multiplier 112 to perform

real-time multiplication of received GPS signals 14-j with
phase shifted replicated PN-j codes modulated onto a
replicated carrier signal at a known frequency and using
and dump filter 114 to perform integrations on multiplier
112's output signal.
[0006] In the carrier frequency dimension, GPS re-
ceiver 30 replicates carrier signals using reference os-
cillator 108 and frequency synthesizer 106 to match the
frequencies of GPS signals 14-j as they arrive at GPS
receiver 30. Due to the Doppler effect, the frequency f
at which GPS signals 14-j are transmitted changes an
unknown amount ∆fj before GPS signal 14-j arrives at
GPS receiver 30. Thus, GPS signal 14-j has a frequency
f+∆fj upon arrival at GPS receiver 30. GPS receiver 30
accounts for the Doppler effect by replicating the carrier
signals across a frequency spectrum fspec ranging from
f+∆fmin to f+∆fmax until the frequency of the replicated
carrier signal matches the frequency of the received
GPS signal 14-j, wherein ∆fmin and ∆fmax are a minimum
and a maximum change in frequency GPS signals 14-j
will undergo due to the Doppler effect as they travel from
satellites 12-j to GPS receiver 30. In other words, ∆fmin
≤ ∆fj ≤ ∆fmax.
[0007] In the code phase dimension, GPS receiver 30
replicates the unique PN-j codes associated with each
satellite 12-j using PN code generator 110 wherein the
replicated PN-j codes are modulated onto replicated
carrier signals via multiplier 104. The phases of the rep-
licated PN-j codes are shifted across code phase spec-
trums Rj(spec) until replicated carrier signals modulated
with replicated PN-j codes correlate, if at all, with GPS
signals 14-j being received by GPS receiver 30, wherein
each code phase spectrum Rj(spec) includes every pos-
sible phase shift for the associated PN-j code. That is,
phase-shifted PN-j codes modulated onto replicated
carrier signals are multiplied using multiplier 112 with re-
ceived GPS signals 14-j to produce an output signal that
undergoes and integrate and dump process via inte-
grate and dump filter 114.
[0008] Correlators 34-k are configured to perform par-
allel searches for a plurality of PN-j codes across the
frequency spectrum fspec and their associated code
phase spectrum Rj(spec). i.e. in both the frequency and
code dimensions. Each of the plurality of correlators
34-k are dedicated to searching for a particular PN-j
code across each possible frequency along ∆fmin ≤ ∆fj
≤ ∆fmax and each possible phase shift for that PN-j code.
When a correlator 34-k completes its search for a PN-j
code, the correlator 34-k searches for another PN-j code
in the same manner. This process continues until all PN-
j codes are collectively searched for by the plurality of
correlators 34-k. For example, suppose there are twelve
satellites 12-j, thus there would be twelve unique PN-j
codes. If GPS receiver 30 has six correlators 34-k, then
GPS receiver 30 would use its correlators 34-k to search
for two sets of six different PN-j codes at a time. Specif-
ically, correlators 34-k search for the first six PN-j codes,
i.e. correlator 34-1 searches for PN-1, correlator 34-2
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searches for PN-2, etc. Upon completing the search for
the first six PN-j codes, correlators 34-k search for the
next six PN-j codes, i.e. correlator 34-1 searches for PN-
7, correlator 34-2 searches for PN-8, etc.
[0009] For correlator 34-k searching for a each PN-j
code , an integrate and dump process is performed for
each combination of frequency and phase shifts for that
PN-j code. For example, suppose the frequency spec-
trum fspec includes 50 possible frequencies for the car-
rier signal and the code phase spectrum Rj(spec) for a
PN-j code includes 2,046 possible half-chip phase
shifts. To search for every possible combination of fre-
quency and half-chip phase shifts for the PN-j code, the
correlator 34-k would need to perform 102,300 integra-
tions. A typical integration time for correlators 34-k is 1
ms, which is sufficient for GPS receiver 30 to detect GPS
signals 14-j when there is a strong signal-to-noise ratio,
such as where antenna 32 has a clear view of the sky
or a direct line-of-sight to satellites 12-j. Thus, for this
example, 102.3 seconds would be required for one cor-
relator 34-k to search every possible combination of fre-
quency and half-chip phase shifts for one PN-j code.
[0010] After GPS signals 14-j are detected by corre-
lators 34-k, processor 36 calculates pseudo-ranges for
each detected satellite 12-j by performing fast Fourier
transform (FFT), discrete Fourier transform (DFT) or
equivalent operations on the output signals of correla-
tors 34-k. Each pseudo-range corresponding to an es-
timate of the distance from detected satellite 12-j to GPS
receiver 30 based upon a propagation delay associated
with GPS signal 14-j traveling from detected satellite
12-j to GPS receiver 30 plus delays based on timing off-
sets in clocks for satellite 12-j and GPS receiver 30 from
actual GPS time. Pseudo-range measurements from
GPS receiver 30 to detected satellites 12-j are combined
using processor 36 to determine an approximate posi-
tion of GPS receiver 30, as is well known in the art.
[0011] GPS receivers 30 are now being incorporated
into mobile telephones or other types of mobile commu-
nications devices that do not always have a clear view
of the sky. In these situations, signal-to-noise ratios of
GPS signals 14-j received by GPS receiver 30 are typ-
ically much lower than when GPS receiver 30 has a
clear view of the sky, thus making it more difficult for
GPS receiver 30 to detect GPS signals 14-j. To compen-
sate for weaker signal-to-noise ratios and enhance de-
tection of GPS signals 14-j, correlators 34-k can be con-
figured with longer integration times. A sufficient inte-
gration time, in this case, would be approximately 1 sec-
ond. Thus, for the example above, 102,300 seconds
would be required for a correlator 34-k to search for eve-
ry possible combination of frequency and half-chip
phase shifts for one PN-j code. Longer integration times
result in undesirable longer acquisition times, i.e. time
needed for detecting GPS signals 14-j.
[0012] Wireless assisted GPS (WAG) systems were
developed to facilitate acquisition of GPS signals 14-j
by GPS receivers configured with short or long integra-

tion times. The WAG system facilitates acquisition of
GPS signals 14-j by reducing the number of integrations
to be performed by correlators searching for GPS sig-
nals 14-j. The number of integrations is reduced by nar-
rowing the frequency range and code phase ranges to
be searched. Specifically, the WAG system limits the
search for GPS signals 14-j to a specific frequency or
frequencies and to a range of code phases less than the
code phase spectrum Rj(spec).
[0013] FIG. 14 depicts a prior art WAG system 200
comprising a WAG server 220, a plurality of base sta-
tions 230 and at least one WAG client 240. WAG server
220 is a device for facilitating detection of GPS signals
14-j by WAG client 240, and includes a GPS receiver
260 having an antenna 270 installed in a known location
with a clear view of the sky, wherein GPS receiver 260
would typically have correlators configured with short in-
tegration times because antenna 270 has a clear view
of the sky. WAG server 220 being operable to commu-
nicate with base stations 230 either through a wired or
wireless interface. Each base station 230 has a known
location and provides communication services to WAG
clients 240 located within a geographical area or cell 250
associated with base station 230, wherein each cell 250
is a known size and is divided into a plurality of sectors.
WAG client 240 includes GPS receiver 280, GPS anten-
na 285 and perhaps a mobile-telephone 290, and is typ-
ically in motion and/or in an unknown location with or
without a clear view of the sky. GPS receiver 280 having
correlators typically configured with long integration
times. Note that the term "mobile-telephone" for purpos-
es of this application, shall be construed to include, but
is not limited to, any communication device.
[0014] WAG server 220 predicts frequencies and
code phase search ranges for visible satellites based
on detected GPS signals 14-j at WAG server 220 and a
known location of base station 230 or cell 250 which is
currently serving WAG client 240, wherein visible satel-
lites are a set of all satellites 12-j which are in view of
WAG server 220, i.e., WAG server 220 can detect GPS
signals 14-j transmitted by visible satellites. This set of
all satellites 12-j is known as a visible set. The predicted
frequencies and code phase search ranges for visible
satellites, including indications of the visible satellites,
are transmitted from WAG server 220 to WAG client 240
through base station 230. WAG client 240 uses this in-
formation to perform a focused parallel search for GPS
signals 14-j. Specifically. the correlators of GPS receiver
280 search for the indicated satellites at the predicted
frequencies and code phase search ranges. Thus, the
total number of integrations is reduced because the en-
tire frequency spectrurn fspec and code phase spectrum
Rj(spec) are not being searched, thereby reducing the
overall acquisition time.
[0015] Although WAG system 200 reduces the
number of integrations required by WAG clients 240 to
detect GPS signals 14-j, the detection of GPS signals
14-j are not enhanced in environments where GPS sig-
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nals 14-j have low signal to noise ratios. Thus, longer
integrations are still required in low signal to noise en-
vironments. Integration times longer than twenty milli-
seconds in duration may cause GPS receiver sensitivity,
i.e. the ability to detect GPS signals 14-j, to degrade.
The reason for this degradation is because each bit of
navigation data ND-j spans a duration of twenty millisec-
onds. Integrations longer than twenty milliseconds re-
sults in an integration period which includes transitions
from one bit navigation data ND-j to another bit, thereby
degrading GPS receiver sensitivity.
[0016] One way to resolve this problem is to remove
the navigation data ND-j from the received GPS signals
14-j prior to integration (e.g., points a and b) or after in-
tegration but before processing (e.g., point c) by proc-
essor 36. This technique is referred to herein as data or
modulation wipeoff.
[0017] In the prior art, data wipeoff is performed using
previously received navigation data ND-j to remove the
navigation data ND-j in currently received GPS signals
14-j. Using previously received navigation data ND-j to
perform data wipeoff may result in incomplete removal/
wipeoff of current navigation data ND-j because previ-
ously received navigation data ND-j-t would not neces-
sarily be identical to current navigation data ND-j. In-
complete data wipeoff introduces bit errors thereby re-
ducing GPS receiver sensitivity which, in turn, necessi-
tates integration times longer in duration than if data
wipeoff was complete. Accordingly, there exists a need
for a method of enhancing data wipeoff.
[0018] EP-A-1 008 862 discloses a method for esti-
mating a PRN synchronization and Doppler shift of a
satellite signal at a reference location within a cell and
sector of where a wireless terminal or WAG client is lo-
cated. The estimates are based on information con-
veyed by a GPS signal acquired by an auxiliary system
or WAG server, which may be at a location different from
the wireless terminal or WAG client. The PRN synchro-
nization and Doppler shift estimates are also based on
some reference time, which is a time that is sufficiently
far into the future to allow the WAG client to demodulate
and decode the PRN synchronization and Doppler shift
estimates from an assisting message transmitted by the
WAG server and to use such estimates to acquire GPS
signals, wherein the assisting message indicates the
PRN synchronization and Doppler shift estimates.
[0019] WO-A-9957573 discloses a method and appa-
ratus for processing satellite positioning system (SPS)
signals which are weak in level. In one embodiment, a
SPS receiver receives at least two signal samples rep-
resenting, at least in part, common information, wherein
the two signal samples are associated with one or more
satellite messages. By combining the two signal sam-
ples, navigational information (e.g., time, position, ve-
locity, etc.) may be determined based on the combina-
tion of the two signal samples. According to another em-
bodiment, the two signal samples are differentially de-
modulated and summed together to form the combina-

tion.

SUMMARY OF THE INVENTION

[0020] The present invention is a method for enhanc-
ing data wipeoff by predicting future navigation data. Da-
ta wipeoff using predicted future navigation data reduc-
es or eliminates incomplete data wipeoff, thereby en-
hancing GPS receiver sensitivity and reducing acquisi-
tion times. The present invention method for predicting
future navigation data includes receiving navigation da-
ta and using the received navigation data to generate
predicted future navigation data, wherein the predicted
future navigation data should be approximately identical
to navigation data received at a future time. The predict-
ed future navigation data is subsequently used to per-
form data wipeoff. In one embodiment, future.navigation
data is predicted by predicting a time of week message
for a time corresponding to the future navigation data,
and subsequently calculating parity bits based on the
predicted time of week message and previously re-
ceived navigation data.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] The features, aspects, and advantages of the
present invention will become better understood with re-
gard to the following description, appended claims, and
accompanying drawings where:

FIG. 1 depicts a complete navigation data set;
FIG. 2 depicts one frame of navigation data broken
into subframes and words;
FIGS. 3 and 4 depict the data bits in a Telemetry
(TLM) Word and in a Hand Over Word (HOW) for
each subframe;
FIG. 5 is a flowchart depicting a receive subframe
program;
FIG. 6 depicts a parity check algorithm for a word
in a subframe;
FIG. 7 and 8 is a flowchart depicting a subframe up-
dating algorithm;
FIG. 9 depicts the relationship between a current
subframe and a prediction subframe;
FIG. 10 is flowchart 800, showing a subframe pre-
diction algorithm;
FIG. 11 depict a parity check algorithm for word two
in a subframe;
FIG. 12 depicts a well-known satellite-based navi-
gation system referred to as the Global Positioning
System (GPS) in accordance with the prior art;
FIG. 13 depicts a GPS receiver in accordance with
the prior art; and
FIG. 14 depicts a Wireless Assisted GPS (WAG)
system in accordance with the prior art;
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DETAILED DESCRIPTION

[0022] The present invention is a method of predicting
future navigation data for enhancing data wipeoff. Pre-
dicting future navigation data requires an understanding
of the components which make up navigation data. Nav-
igation data includes navigation data bits and parity bits,
wherein navigation data bits comprise a satellite identi-
fier, timing information, satellite health indicators and or-
bital data, such as ephemeris and almanac information.
FIGS. 1 and 2 depict a high level and a detailed illustra-
tion of a complete navigation data set 38, respectively.
Navigation data set 38 comprises twenty-five frames
40-s having a total of 37,500 bits, wherein each frame
comprises fifteen hundred bits and is transmitted over
a thirty-second interval (i.e., each bit is transmitted over
a twenty millisecond interval). Thus, all twenty-five
frames of navigation data set 38 are sent over a period
of twelve and one half minutes. Navigation data set 38
is valid (or does not generally change) for a fixed or non-
fixed period (hereinafter referred to as a "data set peri-
od"), e.g. two hours. That is, the same basic twenty-five
frames of navigation data set 38 are continuously trans-
mitted during a data set period with a few exceptions,
as will be described herein.
[0023] Each frame 40-s includes five subframes 42-q,
wherein each subframe 42-q comprises three hundred
bits. Subframe one 42-1 includes parity bits and naviga-
tion data bits corresponding to a GPS week number, sat-
ellite accuracy and health, and satellite clock correction
terms. Subframes two 42-2 and three 42-3 include parity
bits and navigation data bits corresponding to
ephemeris parameters. Most of the information trans-
mitted over subframes one 42-1, two 42-2 and three
42-3 will not change from frame to frame during a data
set period.
[0024] Subframe four 42-4 includes parity bits and
navigation data bits corresponding to a page of almanac
data, special messages, ionospheric, timing data, page
ID, satellite configuration and/or reserved data. There
are a total of twenty-five such pages to be transmitted
over the fourth subframe 42-4, wherein each page is
transmitted every twenty-fifth frame. Most of the infor-
mation comprising each of the twenty five pages trans-
mitted over subframe four 42-4 will not change during a
data set period.
[0025] Subframe five 42-5 includes parity bits and
navigation data bits corresponding to almanac data, sat-
ellite health, satellite ID, almanac reference time and/or
almanac reference week number. There are a total of
twenty-five such pages to be transmitted over subframe
five 42-5, wherein each page is transmitted every twen-
ty-fifth frame. Most of the information comprising each
of the twenty five pages transmitted over subframe five
42-5 will not change during a data set period.
[0026] Each subframe 42-q includes ten words 50-p,
wherein each word 50-p comprises thirty bits, as shown
in FIG. 2. The twenty-four most significant bits of word

50-p are navigation data bits, and the six least significant
bits of word 50-p are parity bits for that word 50-p.
[0027] Word one 50-1 of each subframe 42-q is com-
monly referred to as the telemetry, or TLM word. FIG. 3
depicts TLM word 50-1. TLM word 50-1 comprises six
parity bits and twenty four navigation data bits including
an eight-bit preamble for identifying a start of a sub-
frame, fourteen bits of a TLM message and two reserved
bits. During a data set period, TLM word 50-1 of each
subframe 42-q in each frame 40-s will be the same. For
example, TLM word 50-1 in subframe one 42-1 of frame
40-1, TLM word 50-1 in subframe four 42-4 of frame
40-1 and TLM word 50-1 in subframe three 42-3 of frame
40-3 are identical during the same data set period. Thus,
predicting a future TLM word 50-1 for any subframe 42-q
for a data set period involves copying a previous TLM
word 50-1 that was transmitted during the same data
set period.
[0028] Word two 50-2 of each subframe 42-q is com-
monly referred to as a Hand Over Word (HOW). FIG. 4
depicts HOW 50-2. HOW 50-2 includes six parity bits
and twenty four navigation data bits including most sig-
nificant bits of a time of week count (TOW) message,
two reserved-bits, three bits for identifying subframe
42-q (known as a Subframe ID) and two supplemental
parity bits, wherein the last two parity bits are always
zero. The TOW message increments by one time unit,
e.g. six seconds or one bit, per subframe, and provides
a time reference to GPS time, wherein the time refer-
ence indicates a start transmission time for an immedi-
ately succeeding subframe 42-q from satellite 12-j and
can be converted to a time of week count in GPS time
using an appropriate conversion factor (e.g., six sec-
onds per time unit). For example, the TOW message in
subframe three 42-3 of a frame 40-1 is found by incre-
menting the TOW message in subframe two 42-2 of
frame 40-1 by one time unit. If each time unit represents
six seconds, then the appropriate conversion factor is
six seconds per time unit and the time reference can be
converted into a time of week count (in GPS time) by
multiplying the time reference by six. Because the TOW
message increments a time unit every subframe, the
parity bits will also change in HOW 50-2 of each sub-
frame 42-q in each frame 40-s to account for the chang-
ing TOW message. Thus, predicting a future HOW 50-2
for any subframe 42-q involves incrementing the TOW
message of a previous HOW 50-2 a time unit for every
subframe from previous HOW 50-2 to and including fu-
ture HOW 50-2 being predicted, and predicting the par-
ity bits, as will be described herein. Note that the TOW
message may be predicted for future subframes 42-q
even if such future subframes 42-q will occur after the
current data set period.
[0029] Words three 50-3 through ten 50-10 of sub-
frame one 42-1 comprise, for each word, six parity bits
and twenty four navigation data bits corresponding to a
GPS week number, satellite accuracy and health, and/
or satellite clock correction terms, including an Issue of
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Data for Clock (IODC) parameter. Words three 50-3
through ten 50-10 of subframes two 42-2 and three 42-3
comprise, for each word, six parity bits and twenty four
navigation data bits corresponding to ephemeris infor-
mation, such as Issue of Data for Ephemeris (IODE).
Like TLM word 50-1, words three 50-3 through ten 50-10
in subframes one 42-1, two 42-2 and three 42-3 do not
change from frame to frame during the data set period.
But note that words three 50-3 through ten 50-10 in sub-
frames one 42-1, two 42-2 and three 42-3 are not iden-
tical to each other. For example, word three 50-3 of sub-
frame one 42-1 in a first frame 40-1 is the same as word
three 50-3 of subframe one 42-1 in a second frame 40-2
during a data set period, but word three 50-3 of sub-
frame one 42-1 in the first frame 40-1 is different from
word ten 50-10 of subframe 42-1 in the first frame 40-1
or any other subframe in any other frame. Thus, predict-
ing future words three 50-3 through ten 50-10 for sub-
frames one 42-1, two 42-2 and three 42-3 for a data set
period involves copying words three 50-3 through ten
50-10 of previous subframes one 42-1, two 42-2 and
three 42-3, respectively, transmitted during the same
data set period.
[0030] Note that the IODC parameter is represented
by ten bits in subframe one 42-1. Specifically, the two
most significant bits of the IODC parameter are in word
three 50-3 of subframe one 42-1 and the eight least sig-
nificant bits of the IODC parameter are in word eight
50-8 of subframe one 42-1. The IODE parameter is rep-
resented in both subframes two 42-2 and three 42-3 by
eight bits; that is, the IODE parameter is represented by
eight bits in subframe two 42-2 and again by eight iden-
tical bits in subframe three 42-3. Specifically, the IODE
parameter is in word three 50-3 of subframe two 42-2
and in word ten 50-10 of subframe three 42-3. The eight
least significant bits of the IODC parameter are equal to
the eight bits of the IODE parameter in subframe two
42-2, which are equal to the eight bits of the IODE pa-
rameter in subframe three 42-3, during a data set period.
[0031] As shown in back in FIGS. 1 and 2, words three
50-3 through ten 50-10 of subframe four 42-4 comprise
six parity bits and twenty four navigation data bits cor-
responding to satellite almanac and health data, re-
served bits, satellite configuration flags and/or iono-
spheric data; and words three 50-3 through ten 50-10
of subframe five 42-5 comprise six parity bits and twenty
four navigation data corresponding to satellite almanac
and health data and/or almanac reference time and
week number.
[0032] The page of subframe four 42-4 is identified by
the page ID parameter, which is located in word three
50-3. By contrast, the page of subframe five 42-5 is iden-
tified by the satellite ID parameter, which is located in
word three 50-3. During a data set period, words three
50-3 through ten 50-10 of pages one through twenty-
five in subframes four 42-4 and five 42-5 do not change
(although the words and pages change from subframe
to subframe and from frame to frame, respectively).

Thus, predicting future words three 50-3 through ten
50-10 for subframes four 42-4 and five 42-5 for a data
set period involves copying words three 50-3 through
ten 50-10 of subframes four 42-4 and five 42-5, respec-
tively, of a frame transmitted 25x frames earlier during
the same data set period, wherein x is an integer.
[0033] Thus, if a data set period did not change, a nav-
igation data set to be transmitted by a satellite 12-j dur-
ing the same data set period can be predicted using a
previous navigation data set transmitted during the
same data set period by predicting the TOW message
and parity bits of word two 50-2, as will be described
later herein.
[0034] One way to determine whether a data set pe-
riod has changed, i.e. navigation data set 38 is no longer
valid and a new navigation data set issued, is to com-
pare the IODC and IODE parameters. If the IODC and/
or IODE parameters changed from one frame to the next
frame (or from one subframe to the next subframe), then
the data set period has changed. Otherwise, the data
set period has not changed. The specific bits being com-
pared are the eight least significant bits of the ten bits
corresponding to the IODC parameter in subframe one
42-1, the eight bits corresponding to the IODE parame-
ter in subframe two 42-2 and/or the eight bits corre-
sponding to the IODE parameter in subframe three 42-3.
A change in any one of the aforementioned bits signifies
a new data set period. For example, the eight least sig-
nificant bits of IODC in subframe one 42-1 of a current
frame 40-2 are compared to the eight least significant
bits of IODC in subframe one 42-1 of an immediately
preceding frame 40-1. If the eight least significant bits
of IODC in current frame 40-2 are not equal to the eight
least significant bits of IODC in immediate preceding
frame 40-1, then current frame 40-2 is a part of a new
data set. Similarly, the IODE parameter in subframe two
42-2 of a current frame can be compared to the IODE
parameter in subframe two 42-2 of an immediate pre-
ceding frame. If the IODE parameter in subframe two
42-2 of a current frame is not equal to the IODE param-
eter in subframe two 42-2 of an immediate preceding
frame, then the current frame is a part of a new data set.
Or, the IODE parameter in subframe three 42-3 of a cur-
rent frame can be compared to the IODE parameter in
subframe three 42-3 of an immediate preceding frame.
If the IODE parameter in subframe three 42-3 of the cur-
rent frame is not equal to the IODE parameter in sub-
frame three 42-3 of the immediate preceding frame,
then the current frame is a part of a new data set. Alter-
natively, the eight least significant bits of the ten bits cor-
responding to the IODC parameter in subframe one
42-1 are compared to the eight bits corresponding to the
IODE parameter in subframe two 42-2 and the eight bits
corresponding to the IODE parameter in subframe three
42-3 belonging to the same frame or a different frame.
[0035] Based on the above description of navigation
data, future navigation data can be predicted for some
future time, hereinafter referred to as an "action time,"
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once previous navigation data is available. In other
words, the present invention of predicting future naviga-
tion data involves receiving navigation data and predict-
ing future navigation data for the action time using the
received navigation data. In one embodiment, receiving
navigation data involves reception of navigation data,
updated stored previously received navigation data with
the received navigation data, and predicting future nav-
igation data using the updated stored previously re-
ceived navigation data. FIGS. 5, 7, 8 and 10 are flow-
charts illustrating an implementation of this embodi-
ment, and will be described in greater detail herein.
[0036] FIG. 5 is flowchart 600 illustrating a receive
subframe program, which is one manner of receiving
navigation data ND-j transmitted from a plurality of sat-
ellites 12-j. The receive subframe program performs in-
itialization, subframe reception, parity checking and sat-
ellite identification. Initialization is performed during
steps 601 to 604. In step 601, the receive subframe pro-
gram is initiated. In step 602, subframe data flags for
subframes one 42-1, two 42-2, and three 42-3 are set
to false for each satellite 12-j. A false subframe data flag
indicates system initialization of navigation data for the
associated subframe, and prediction of associated fu-
ture subframes is not currently possible. By contrast, a
true subframe data flag indicates that system initializa-
tion of the associated subframe is complete and predic-
tion of associated future subframes is currently possible.
[0037] In step 604, local and global data flags for local
and global copies of pages one to twenty five for sub-
frames four 42-4 and five 42-5 are set to false for each
satellite 12-j. Local and global copies will be described
later herein. A false local or global data flag for a local
or global copy of a page indicates system initialization
of navigation data for the associated page, and predic-
tion of associated future pages is not currently possible.
By contrast, a true local or global data flag for a local or
global copy of a page indicates that system initialization
of the associated page is complete and prediction of as-
sociated future pages is currently possible.
[0038] Subframe reception is performed in step 610.
Subframe reception may occur after step 604, after step
616, or after step 608 (when the receive subframe pro-
gram returns from a subframe updating program). In
step 610, current subframe 42-q is received from satel-
lite 12-j transmitting GPS signal 14-j. Alternatively, step
610 could receive, instead of a complete subframe, one
word at a time or even a bit stream of navigation data
ND-j.
[0039] Parity checking is performed in steps 612 to
616. Step 612 checks parity for current subframe 42-q,
i.e. parity for each word in subframe 42-q, employing a
parity algorithm. FIG. 6 depicts a flowchart 700 of a par-
ity algorithm used in accordance with one embodiment
of the present invention for performing parity check on
word 50-p. The parity algorithm shows how the six parity
bits in word 50-p are derived from modulo-two combi-
nations of navigation data bits for word 50-p and the last

two parity bits from an immediately preceding word
50-u, where u = p-1 for p> 1 and u=10 for p=1. For ease
of discussion, specific bits will hereinafter be referenced
using the following nomenclature Dbit,word, where "bit"
and "word" corresponds to a specific bit and word. For
example, bit D1,p references the first bit in word 50-p.
[0040] In step 701, a modulo two sum operation is per-
formed between received navigation bit D1.p and re-
ceived parity bit D30.u, i.e., between the received first
navigation data bit for word 50-p and the received last
parity bit (or thirtieth bit) of word 50-u. The modulo two
sum of D1.p and D30.u is represented by d1.p. Likewise,
in steps 702...724, modulo two sum operations are per-
formed between the received next navigation data bit (i.
e. D2.p, D3.p....D24.p) and parity bit D30.u to obtain the
modulo two sums (i.e. d2.p, d3.p, ...d24.p).
[0041] Once d1.p...d24.p are determined, parity bits
D25.p...D30.p are calculated for word 50-p. In step 725,
modulo two sum operations are performed between
d1.p, d2.p, d3.p, d5.p, d6.p, d10,p, d11.p, d12.p, d13.p, d14.p,
d17.p, d18.p, d20.p, d23.p and parity bit D29.u to obtain par-
ity bit D25.p. In step 726, modulo two sum operations are
performed between d2.p, d3.p, d4.p, d6.p, d7.p, d11.p, d12.p,
d13.p, d14.p, d15.p, d18.p, d19.p, d21.p, d24.p and parity bit
D30.u to obtain parity bit D26.p. In step 727, modulo two
sum operations are performed between d1.p, d3.p, d4.p,
d5.p, d7.p, d8.p, d12.p, d13.p, d14.p, d15.p, d16.p, d19.p, d20.p,
d22.p and parity bit D29.u to obtain parity bit D27.p. In step
728, modulo two sum operations are performed be-
tween d2.p, d4.p, d5.p, d6.p, d8.p, d9.p, d13.p, d14.p, d15.p,
d16.p, d17.p, d20.p, d21.p, d23.p and parity bit D30.u to obtain
parity bit D28.p. In step 729, modulo two sum operations
are performed between d1.p, d3.p, d5.p, d6.p, d7.p, d9.p,
d10.p, d14.p, d15.p, d16.p, d17.p, d18.p, d21.p, d22.p, d24.p and
parity bit D30.u to obtain parity bit D29.p. In step 730, mod-
ulo two sum operations are performed between d3.p,
d5.p, d6.p, d8.p, d9.p, d10.p, d11.p, d13.p, d15.p, d19.p, d22.p,
d23.p, d24.p and parity bit D29.u to obtain parity bit D30.p.
The calculated parity bits D25.p...D30.p (from steps 725
to 730) are compared to received parity bits D25.p...D30.p
(i.e., parity bits received along with received navigation
bits D1.p...D24.p)for word 50-p in the currently received
subframe. Any difference between the calculated parity
bits and received parity bits signifies associated re-
ceived word 50-p (and thus subframe 42-q) has failed
the parity check. Note that other parity algorithms are
possible so long as the other parity algorithms would, if
given the same bits from which to calculate parity bits,
e.g. navigation data bits of current word and last two
parity bits of preceding word, calculate identical parity
bits.
[0042] Returning to FIG. 5, in step 614, if the calcu-
lated parity bits are not equal to received parity bits for
any word 50-p, then word 50-p fails the parity check.
Failed parity checks for any word 50-p in current sub-
frame 42-q results in current subframe 42-q being dis-
carded in step 616 before returning to step 610 in order
to receive a next subframe 42-q. If current subframe
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42-q passes parity check (i.e., all words 50-p in current
subframe 42-q pass parity check), then satellite 12-j to
which current subframe 42-q belongs is identified in step
615, for example, based on PN-j codes or the satellite
ID parameter. Step 617 proceeds to updating previously
received navigation data (hereinafter referred to as
"subframe updating") for the identified satellite 12-j.
[0043] Subframe updating is a process where naviga-
tion data ND-j (stored in computer memory) is kept as
current as possible so that predictions are based on the
best or most up-to-date information available. FIGS. 7
and 8 depict flowchart 620 illustrating a subframe up-
dating program for satellite 12-j. In step 621, subframe
updating is initialized for satellite 12-j using received
current subframe 42-q (from step 617 in flowchart 600
of FIG. 5). In step 622, it is determined whether current
TLM word 50-1 (i.e. TLM word 50-1 in current subframe
42-q) is equal to previous TLM word 50-1 (i.e. TLM word
50-1 in a previous subframe 42-q), if any. If current TLM
word 50-1 is not equal to previous TLM word 50-1 (as
would be the case upon initialization), then previous
TLM word 50-1 is replaced by current TLM word 50-1,
in step 624.
[0044] After replacing previous TLM word 50-1, or
when current TLM word 50-1 is equal to previous TLM
word one 50-1, in step 626, the subframe number is de-
termined for the current subframe by checking the three-
bit Subframe ID in word two 50-2 to begin the process
of updating the appropriate subframe. If the Subframe
ID identifies the current subframe as subframe one 42-1,
two 42-3, three 42-3, four 42-4 or five 42-5, then the next
step is 632. 652, 672, 692 or 693, respectively.
[0045] Step 632 begins the process of updating sub-
frame one. In step 632, the subframe data flag for sub-
frame one 42-1 is set to true, indicating there is enough
information to predict future versions of subframe one
42-1. In step 634, a current IODC parameter (i.e. IODC
parameter in current subframe one 42-1) is compared
with a previous IODC parameter (i.e. IODC parameter
in a previous subframe one 42-1). If the current IODC
parameter is equal to the previous IODC parameter,
then previous subframe one 42-1, if any, is replaced by
current subframe one 42-1, in step 646, for purposes of
updating the TOW message in word two 50-2. Note that
step 646 is not necessary as long as the number of
frames or subframes between current subframe one
42-1 and previous subframe one 42-1 are known, there-
by enabling the TOW message to be updated or calcu-
lated. After step 646, step 648 returns to subframe re-
ception for the next subframe 42-q (in step 610 of flow-
chart 600).
[0046] If the current IODC parameter is not equal to
the previous IODC parameter (as in the case of initiali-
zation or when the data set period changed), then pre-
vious subframe one 42-1 is still replaced with current
subframe one 42-1, in step 636, in order to update sub-
frame one 42-1 to the new data set. In step 638, the
subframe data flag for subframe two 42-2 is checked. If

the subframe data flag for subframe two 42-2 is true,
(indicating there is enough information to predict future
versions of subframe two 42-2) the next step is 640,
where a previous IODE parameter for subframe two
42-2, if any, is replaced by the eight least significant bits
of the IODC parameter from current subframe one 42-1
in order to keep the IODE parameter for subframe two
42-2 as current as possible prior to receiving the next
subframe two 42-2 (i.e., subframe two 42-2 of new data
set). Once the IODE parameter in subframe two 42-2 is
updated, all words 50-p in subframe two 42-2 have their
parity bits recomputed using a parity algorithm, such as
parity algorithm 700 of FIG. 6.
[0047] Upon completion of step 640 or if the subframe
data flag for subframe two 42-2 is false (indicating there
is not enough information to predict future versions of
subframe two 42-2), in step 642, the subframe data flag
for subframe three 42-3 is checked. If the subframe data
flag for subframe three 42-3 is true indicating there is
enough information to predict future versions of sub-
frame three 42-3 then, in step 644, an IODE parameter
for subframe three 42-3, if any, is replaced by the eight
least significant bits of the IODC parameter from current
subframe one 42-1 in order to keep the IODE parameter
for subframe three 42-3 as current as possible prior to
receiving the next subframe three 42-3 (i.e., subframe
three 42-3 of new data set). Once the IODE parameter
in subframe three 42-3 is updated, all words 50-p in sub-
frame three 42-3 have their parity bits recomputed using
the parity algorithm. Upon completion of step 644. or
when the subframe data flag for subframe three 42-3 is
false indicating there is not enough information to pre-
dict future versions of subframe three 42-3. the next step
is 648, which returns to step 610 of subframe reception
in flowchart 600.
[0048] Note that steps 638 through 644 are optional
steps for updating subframes two 42-2 and three 42-3
after the data set period has changed by replacing the
IODE parameter and recalculating the parity bits based
on stored navigation data for subframes two 42-2 and
three 42-3 and the new IODC parameter. That is, after
steps 640 and 644 are executed, the updated navigation
data bits and parity bits stored in computer memory for
subframes two 42-2 and three 42-3 comprise navigation
data bits from previously received subframes two 42-2
and three 42-3 in which the IODE parameter has been
replaced with the current eight least significant bits of
the IODC parameter in the currently received subframe
one 42-1 (i.e. updated navigation data bits) and re-cal-
culated parity bits based on the updated navigation data
bits.
[0049] Step 652 begins the process of updating sub-
frame two 42-2. In step 652, the data flag for subframe
two 42-2 is set to true, indicating there is enough infor-
mation to predict future versions of subframe two 42-2.
In step 654, a current IODE parameter (i.e. IODE pa-
rameter in current subframe two 42-2) is compared with
a previous IODE parameter (i.e. IODE parameter in a
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previous subframe two 42-2). If the current IODE pa-
rameter is equal to the previous IODE parameter, then
previous subframe two 42-2, if any, is replaced by cur-
rent subframe two 42-2, in step 666, for purposes of up-
dating the TOW message in word two 50-2. Note that
step 666 is not necessary as long as the number of
frames or subframes between current subframe two
42-2 and previous subframe two 42-2 are known, there-
by enabling the TOW message to be updated or calcu-
lated. After step 666, step 668 returns to subframe re-
ception for the next subframe 42-q (in step 610 of flow-
chart 600).
[0050] If the current IODE parameter is not equal to
the previous IODE parameter (as in the case of initiali-
zation or when the data set period changed) then pre-
vious subframe two 42-2 is still replaced with current
subframe two 42-2, in step 656, in order to update sub-
frame two 42-2 to the new data set. In step 658, the sub-
frame data flag for subframe three 42-3 is checked. If
the subframe data flag for subframe three 42-3 is true
(indicating there is enough information to predict future
versions of subframe three 42-3) the next step is 660,
where the previous IODE parameter for subframe three
42-3, if any, is replaced by the IODE parameter from cur-
rent subframe two 42-2 in order to keep the IODE pa-
rameter for subframe three 42-3 as current as possible
prior to receiving the next subframe three 42-3. Once
the IODE parameter in subframe three 42-3 is updated,
all words 50-p in subframe three 42-3 have their parity
bits recomputed using the parity algorithm.
[0051] Upon completion of step 660 or if the subframe
data flag for subframe three 42-3 is false (indicating
there is not enough information to predict future versions
of subframe three 42-3), in step 662. the subframe data
flag for subframe one 42-1 is checked. If the subframe
data flag for subframe one 42-1 is true indicating there
is enough information to predict future versions of sub-
frame one 42-1, then in step 664 the eight least signifi-
cant bits of IODC in subframe one 42-1 are replaced by
the IODE parameter from current subframe two 42-2 in
order to keep-the IODC parameter for subframe one
42-1 as current as possible prior to receiving the next
subframe one 42-1. Once the eight least significant bits
of IODC in subframe one 42-1 are updated, all words
50-p in subframe one 42-1 have their parity bits recom-
puted using the parity algorithm. Upon completion of
step 664, or when the subframe data flag for subframe
one 42-1 is false indicating there is not enough informa-
tion to predict future versions of subframe one 42-1, the
next step is 668, which returns to step 610 of subframe
reception in flowchart 600.
[0052] Note that steps 658 through 664 are optional
steps for updating subframes one 42-1 and three 42-3
after the data set period has changed by replacing the
IODC parameter in subframe one 42-1 and the IODE
parameter in subframe three 42-3 and recalculating the
parity bits based on stored navigation data for sub-
frames one 42-1 and three 42-3 and the new IODE pa-

rameter. That is, after steps 660 and 664 are executed,
the updated navigation data bits and parity bits stored
in computer memory for subframes one 42-1 and three
42-3 comprise navigation data bits from previously re-
ceived subframes one 42-1 and three 42-3 in which the
IODC and IODE parameters have been replaced with
the current eight least significant bits of the IODE pa-
rameter in the currently received subframe two 42-2 (i.
e. updated navigation data bits) and re-calculated parity
bits based on the updated navigation data bits.
[0053] Step 672 begins the process of updating sub-
frame three. In step 672, the subframe data flag for sub-
frame three 42-3 is set to true, indicating there is enough
information to predict future versions of subframe three
42-3. Step 674 compares a current IODE parameter (i.
e. IODE parameter in current subframe three 42-3) with
a previous IODE parameter (i.e. IODE parameter in a
previous subframe three 42-3). If the current IODE pa-
rameter is equal to the previous IODE parameter, then
previous subframe three 42-3 is replaced by current
subframe three 42-3, in step 686, for purposes of updat-
ing the TOW message in word two 52-2. Note that step
686 is not necessary as long as the number of frames
or subframes between current subframe three 42-3 and
previous subframe three 42-3 are known, thereby ena-
bling the TOW message to be updated or calculated.
After step 686, step 688 returns to subframe reception
for the next subframe (in step 610 of flowchart 600).
[0054] If the current IODE parameter in current sub-
frame three 42-3 is not equal to the previous IODC pa-
rameter in previous subframe three 42-3 (as in the case
of initialization or when the data set period changed),
then previous subframe three 42-3 is still replaced with
current subframe three 42-3, in step 676, in order to up-
date subframe three 42-3 to the new data set. In step
678, the subframe data flag for subframe two 42-2 is
checked. If the subframe data flag for subframe two 42-2
is true (indicating there is enough information to predict
future versions of subframe two 42-2) the next step is
680, where the previous IODE parameter for subframe
two 42-2, if any, is replaced by the IODE parameter from
current subframe three 42-3 in order to keep the IODE
parameter for subframe two 42-2 as current as possible
prior to receiving the next subframe two 42-2. Once the
IODE parameter in subframe two 42-2 is updated, all
words 50-p in subframe two 42-2 have their parity bits
recomputed using the parity algorithm.
[0055] Upon completion of step 680 or if the subframe
data flag for subframe two 42-2 is false (indicating there
is not enough information to predict future versions of
subframe two 42-2), in step 682, the data flag for sub-
frame one 42-1 is checked. If the subframe data flag for
subframe one 42-1 is true indicating there is enough in-
formation to predict future versions of subframe one
42-1, then in optional step 684 the eight least significant
bits of IODC in subframe one 42-1 are replaced by the
IODE parameter from current subframe three 42-3 in or-
der to keep the IODC parameter in subframe one 42-1
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as current as possible prior to receiving the next sub-
frame one 42-1. Once the eight least significant bits of
IODC in subframe one 42-1 are updated, all words in
subframe one 42-1 have their parity bits recomputed us-
ing the parity algorithm. Upon completion of step 684,
or when the subframe data flag for subframe one 42-1
is false, indicating there is not enough information to pre-
dict future versions of subframe one 42-1, the next step
is 688, which returns to step 610 of subframe reception
in flowchart 600.
[0056] Note that steps 678 through 684 are optional
steps for updating subframes one 42-1 and two 42-2 af-
ter the data set period has changed by replacing the
IODC parameter in subframe one 42-1 and the IODE
parameter in subframe two 42-2 and recalculating the
parity bits based on stored navigation data for sub-
frames one 42-1 and two 42-2 and the new IODE pa-
rameter. That is, after steps 680 and 684 are executed,
the updated navigation data bits and parity bits stored
in computer memory for subframes one 42-1 and two
42-2 comprise navigation data bits from previously re-
ceived subframes one 42-1 and two 42-2 in which the
IODC and IODE parameters have been replaced with
the current eight least significant bits of the IODE pa-
rameter in the currently received subframe three 42-3
(i.e. updated navigation data bits) and re-calculated par-
ity bits based on the updated navigation data bits.
[0057] Step 692 begins the process of updating sub-
frame four 42-4. Updating subframe four 42-4, as well
as updating subframe five 42-5, involves updating local
and global copies of pages one to twenty five for pur-
poses of facilitating prediction of pages one to twenty
five. For each satellite 12-j in the visible set, copies of
pages one to twenty five for subframes four 42-4 and
five 42-5 are maintained. Such copies are the "local cop-
ies." Global copies are derived from the local copies.
Specifically, the global copies of pages one to twenty
five for subframes four 42-4 and five 42-5 are copies of
the most current local copies of pages one to twenty five
for subframes four 42-4 and five 42-5 for all the satellites
in the visible set. For example, if the local copy of page
three for subframe four 42-4 for satellite 12-3 in the vis-
ible set is the most current local copy of page three for
subframe four 42-4 for any satellite 12-j in the visible set
the local copy of page three for subframe four 42-4 is
included in the global copies as page three for subframe
four 42-4 for all satellites 12-j in the visible set.
[0058] The local copies for a particular satellite 12-j
are created when that satellite 12-j joins or becomes part
of the visible set. The global copies are created when
the first local copies are created. The global copies may
be updated whenever a page belonging to a satellite 12-j
in the visible set is received or some other time thereaf-
ter.
[0059] Returning to step 692, the page of current sub-
frame four 42-4 is identified using the page ID parameter
in word three 50-3 of subframe four 42-4. In step 694,
local and global data flags for the identified page of sub-

frame four 42-4 are set equal to true indicating there is
enough information to predict future versions of that
page of subframe four 42-4. In step 696, local and global
copies of the identified page of previous subframe four
42-4, if any, are replaced with the page of current sub-
frame four 42-4. Note that subframe four 42-4 does not
have an IODC or IODE parameter to check, and sub-
frame four 42-4 is merely replaced regardless of wheth-
er the data set period has changed. Note that, alterna-
tively, step 696 may be eliminated if the data set period
did not change (using the IODC or IODE parameter in
subframes one 42-1, two 42-2 or three 42-3 to determine
if the data set period changed) and if the local and global
data flags for the identified page were false prior to step
694. Step 698 returns to step 610 of subframe reception
in flowchart 600.
[0060] Step 693 begins the process of updating sub-
frame five 42-5. In step 693, the page of current sub-
frame five 42-5 is identified using the satellite ID param-
eter in word three 50-3 of subframe five 42-5. For in-
stance, if the satellite ID parameter is equal to ten, then
the page of subframe five 42-5 is ten. In step 695, local
and global data flags for the identified page of subframe
five 42-5 are set equal to true, indicating there is enough
information to predict future versions of that page of sub-
frame five 42-5. In step 697, local and global copies of
the identified page of previous subframe five 42-5, if any,
are replaced with the page of current subframe five 42-5.
Note that subframe five 42-5 does not have an IODC or
IODE parameter to check, and subframe five 42-5 is
merely replaced regardless of whether the data set pe-
riod has changed. Note that, alternatively, step 697 may
be eliminated if the data set period did not change (using
the IODC or IODE parameter in subframes one 42-1,
two 42-2 or three 42-3 to determine if the data set period
changed) and if the local and global data flags for local
and global copies of the identified page were false prior
to step 695. Step 699 returns to step 610 of subframe
reception in flowchart 600.
[0061] The data collected via the receive subframe
program and the subframe updating program is used to
predict future navigation data. The present invention is
capable of predicting any size segments of future navi-
gation data if the appropriate navigation data has been
received. For example, the present invention may pre-
dict subframes, words or bit streams of future navigation
data. For illustrative purposes, the present invention will
be described herein with respect to predicting sub-
frames of future navigation data (hereinafter referred to
as "subframe prediction"). This should not be construed
to limit the present invention in any manner.
[0062] Subframe prediction involves first determining
which subframe(s) is to be predicted for which satellite
12-j. If there is enough data to perform prediction (i.e.
data flag(s) is set to true for that subframe for satellite
12-j), then words one 50-1 through ten 50-10 can be pre-
dicted for that subframe 42-q.
[0063] In one embodiment, the present invention pre-
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dicts a future subframe (hereinafter referred to as a "pre-
diction subframe") using a current subframe (e.g. cur-
rently received subframe), a previous version of the cur-
rent subframe (hereinafter referred to as a "previous
version subframe"), and a previous version of the sub-
frame to be predicted (hereinafter referred to as a "tem-
plate subframe"). FIG. 9 depicts an example illustrating
the relationships between the aforementioned sub-
frames. In FIG. 9, subframe 90 is current subframe C;
subframe 92 is previous version subframe B; subframe
96 is template subframe Y; and subframe 94 is predic-
tion subframe Z. For example, if prediction subframe Z
is subframe four 42-4, then template subframe Y is a
previously received subframe four 42-4; if current sub-
frame C is subframe three 42-3, then previous version
subframe B is a previously received subframe three
42-3. It should be understood that the prediction sub-
frame does not have to be the immediately succeeding
subframe of current subframe C.
[0064] FIG. 10 is flowchart 800 illustrating a subframe
prediction program in accordance with one embodiment
of the present invention for predicting a subframe. Note
that the subframe prediction program could be modified
to predict one word, multiple subframes, a bit stream of
navigation data ND-j, etc.
[0065] In step 801, the subframe prediction program
is initialized. In step 802, prediction subframe Z is de-
termined. Determining which subframe is to be predic-
tion subframe Z can be achieved in a variety of manners.
For example, prediction subframe Z can be the sub-
frame after current subframe C, a requested subframe,
etc.
[0066] If prediction subframe Z is subframe four 42-4
or five 42-5, the next step is 804. In step 804, the page
of subframe four 42-4 or five 42-5 is identified, as men-
tioned earlier, by examining the page ID parameter or
satellite ID parameter, respectively. In step 806, the local
data flag for the page of the subframe corresponding to
prediction subframe Z or template subframe Y is
checked. For example, if page six of subframe four 42-4
is prediction subframe Z. then the local data flag for page
six of subframe four 42-4 is checked. If the local data
flag is true, indicating prediction is possible using the
local copy of the page for subframe four 42-4 or five
42-5, step 807 is next. In step 807, the local copy of the
page for subframe four 42-4 or five 42-5 (depending on
the particular subframe being predicted) is set to be tem-
plate subframe Y from which prediction subframe Z is
to be determined. For example, if prediction subframe
Z corresponds to subframe four 42-4, then a local copy
of subframe four 42-4 is set to be template subframe Y.
If the local data flag is false, indicating prediction is not
possible using the local copy of the page for subframe
four 42-4 or five 42-5, step 808 is next. In step 808, the
local data flag for the page of the subframe correspond-
ing to prediction subframe Z or template subframe Y, is
checked. If the global data flag is true, indicating predic-
tion is possible using the global copy of the page for sub-

frame four 42-4 or five 42-5, step 809 is next. In step
809, the global copy of the page of subframe four 42-4
or five 42-5 is set to be template subframe Y from which
prediction subframe Z is to be determined. If the global
data flag is false, indicating prediction is not possible
using the global copy of the page for subframe four 42-4
or five 42-5, the subframe prediction program returns to
step 801 via step 810.
[0067] If prediction subframe Z is subframe one 42-1,
two 42-2 or three 42-3, the next step after step 802 is
step 803. In step 803, the subframe data flag corre-
sponding to prediction subframe Z or template subframe
Y is checked. For example, if subframe two 42-2 is pre-
diction subframe Z, then the subframe data flag for sub-
frame two 42-2 is checked. If the subframe data flag is
true indicating prediction of prediction subframe Z is
possible, step 805 is next. In step 805, subframe one
42-1, two 42-2 or three 42-3 (depending on prediction
subframe Z) is set to be template subframe Y from which
prediction subframe Z is determined. If the subframe da-
ta flag is false indicating prediction is not possible, the
next step is 810. In step 810, prediction subframe Z is
not predicted and the subframe prediction program re-
turns to step 801.
[0068] Step 812 begins the process of predicting word
one 50-1 of prediction subframe Z. Current subframe C
is compared to previous version subframe B to deter-
mine whether navigation data ND-j has been comple-
mented. For ease of discussion, specific bits will here-
inafter be referenced using the following nomenclature:
Dbit,word,subframe. For example, bit D30,10,C references
the thirtieth bit of word ten 42-10 of current subframe C,
whereas bit D28,2,Y references the twenty-eighth bit of
word two 42-2 of template subframe Y. Specifically, in
step 812, parity bit D30,10,C is compared to parity bit
D30,10,B. If parity bit D30,10,C is equal to parity bit D30,10,B,
indicating current subframe C is an uncomplemented
version of previous version subframe B, then word one
50-1 of prediction subframe Z is set equal to word one
50-1 of template subframe Y, in step 814. If parity bit
D30,10,C is not equal to parity bit D30,10,B, indicating cur-
rent subframe C is a complemented version of previous
version subframe B, then word one 50-1 of prediction
subframe Z is set equal to the complement of word one
50-1 of template subframe Y, in step 816.
[0069] In step 820, which begins the process of pre-
dicting word two 50-2 of prediction subframe Z, parity
bit D30,10,Y is checked to determine whether navigation
data ND-j of template subframe Y has been comple-
mented. If parity bit D30,10,Y is a logical 0, indicating tem-
plate subframe Y is uncomplemented, then navigation
data bits D18,2,Z...D22,2,Z are set equal to navigation data
bits D18,2,Y...D22,2,Y in step 822. If parity bit D30,10,Y is a
logical 1 indicating template subframe Y is complement-
ed, then navigation data bits D18,2,Z...D22,2,Z are set
equal to the complement of navigation data bits
D18,2,Y...D22,2,Y in step 824. In step 826, navigation data
bits D1,2,Z...D17,2,Z, corresponding to the TOW mes-
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sage, are set equal to navigation data bits D1,2,C...
D17,2,C and then incremented one time unit for every
subframe from current subframe C to and including pre-
diction subframe Z. For example, if prediction subframe
Z is the subframe immediately succeeding current sub-
frame C, as shown in the example of FIG. 9, the TOW
message in current subframe C is incremented one time
unit. In step 828, supplemental parity bits D23,2,Z and
D24,2,Z and parity bits D25,2,Z...D28,2,Z are predicted ac-
cording to a parity algorithm.
[0070] FIG. 11 depicts flowchart 740 of a parity algo-
rithm used in accordance with one embodiment of the
present invention for calculating supplemental parity
bits D23,2,Z and D24,2,Z, and parity bits D25,2,Z...D28,2,Z.
Flowchart 740 depicts a manner of determining supple-
mental parity bits D23,2,Z and D24,2,Z and parity bits
D25,2,Z...D28,2,Z using navigation data bits D1,2,Z...
D22,2,Z, parity bits D29,2,Z and D30,2,Z and parity bits
D29,1,Z and D30,1,Z. Recall that parity bits D29,2,Z and
D30,2,Z are always set to zero. A modulo two sum oper-
ation is performed in step 741 between navigation data
bit D1,2,Z and parity bit D30,1,Z. The modulo two sum of
navigation data bit D1,2,Z and parity bit D30,1,Z is repre-
sented by d1,2,Z. Likewise, in steps 742...762, modulo
two sums operations are performed between the next
navigation data bits (i.e. D2,2,Z, D3,2,Z,...D24,2,Z) and par-
ity bit D30,1,Z to obtain the modulo two sums (i.e. d2,2,Z,
d3,2,Z, ...d24,2,Z).
[0071] In step 763, modulo two sum operations are
performed between D30,1,Z, d1,2,Z, d3,2,Z, d5,2,Z, d6,2,Z,
d7,2,Z, d9,2,Z, d10,2,Z, d14,2,Z, d15,2,Z, d16,2,Z, d17,2,Z,
d18,2,Z, d21,2,Z and d22,2,Z to obtain d24,2,Z. In step 764,
modulo two sum operations are performed between
D29,1,Z, d3,2,Z, d5,2,Z, d6,2,Z, d8,2,Z, d9,2,Z, d10,2,Z, d11,2,Z,
d13,2,Z, d15,2,Z, d19,2,Z, d22,2,Z and d24,2,Z to obtain
d23,2,Z. In step 765, a modulo two sum operation is per-
formed between d23,2,Z and D30,1,Z to obtain D23,2,Z. In
step 766, a modulo two sum operation is performed be-
tween d24,2,Z and D30,1,Z to obtain D24,2,Z. In step 775,
modulo two sum operations are performed between
D29,1,Z, d1,2,Z, d2,2,Z, d3,2,Z, d5,2,Z, d6,2,Z, d10,2,Z, d11,2,Z,
d12,2,Z, d13,2,Z, d14,2,Z, d17,2,Z, d18,2,Z, d20,2,Z and d23,2,Z
to obtain D25,2,Z. In step 776, modulo two sum opera-
tions are performed between D30,1,Z, d2,2,Z, d3,2,Z, d4,2,Z,
d6,2,Z, d7,2,Z, d11,2,Z, d12,2,Z, d13,2,Z, d14,2,Z, d15,2,Z,
d18,2,Z, d19,2,Z, d21,2,Z and d24,2,Z to obtain D26,2,Z. In
step 777, modulo two sum operations are performed be-
tween D29,1,Z, d1,2,Z, d3,2,Z, d4,2,Z, d5,2,Z, d7,2,Z, d8,2,Z,
d12,2,Z, d13,2,Z, d14,2,Z, d15,2,Z, d16,2,Z, d19,2,Z, d20,2,Z and
d22,2,Z to obtain D27,2,Z. In step 778, modulo two sum
operations are performed between D30,1,Z, d2,2,Z, d4,2,Z,
d5,2,Z, d6,2,Z, d8,2,Z, d9,2,Z, d13,2,Z, d14,2,Z, d15,2,Z, d16,2,Z,
d17,2,Z, d20,2,Z, d21,2,Z and d23,2,Z to obtain D28,2,Z,
D29,2,Z and D30,2,Z are zero, as mentioned earlier.
[0072] Returning to FIG. 10, navigation data bits
D1,2,Z...D17,2,Z, navigation data bits D18,2,Z...D22,2,Z,
supplemental parity bits D23,2,Z and D24,2,Z, and parity
bits D25,2,Z...D30,2,Z are concatenated, in step 829, to

form word two 50-2 for prediction subframe Z. Next, step
830 begins the process of predicting words three 50-3
through ten 50-10 of prediction subframe Z. Current
subframe C is compared to previous version subframe
B to determine whether navigation data ND-j of current
subframe C has been complemented. Specifically, par-
ity bit D30,10,C is compared to parity bit D30,10,B. If parity
bit D30,10,C is equal to parity bit D30,10,B, indicating cur-
rent subframe C is an uncomplemented version of pre-
vious version subframe B, then words three 50-3
through ten 50-10 of prediction subframe Z are set equal
to words three 50-3 through ten 50-10 of template sub-
frame Y in step 834. If parity bit D30,10,C is not equal to
parity bit D30,10,B, indicating current subframe C is a
complemented version of previous version subframe B,
then words three 50-3 through ten 50-10 of prediction
subframe Z are set equal to the complement of words
three 50-3 through ten 50-10 of template subframe Y in
step 836. Words one 50-10 through ten 50-10 are con-
catenated in step 840 to form prediction subframe Z. In
step 842, the subframe prediction program returns to
step 801 to predict a next prediction subframe Z+1.
[0073] Once future navigation data is predicted, the
future navigation data ND-j and the action time (or some
indication thereof) are transmitted by WAG server 220
to WAG client 240. Upon receipt of the transmission,
WAG client 240 performs data wipeoff of navigation data
ND-j at the action time from GPS signals 14-j using the
future navigation data ND-j. Included with the future nav-
igation data ND-j and the action time may be a satellite
indicator, such as a PN-j code, to identify the satellite
12-j to which the future navigation data ND-j is associ-
ated such that the future navigation data ND-j is only
used to perform data wipeoff of navigation data ND-j in
GPS signals 14-j transmitted by the identified satellite
12-j.
[0074] The present invention is described herein with
reference to certain embodiments. Other embodiments
are possible. For example, a copy of the TLM message
may be stored separately from other previously received
navigation data in order to simplify updating the TLM
message and reduce storage space by keeping one
copy of the TLM message for all satellite navigation data
ND-j. In addition, storage of parity bits for each word
50-p is not necessary since the parity bits can be recal-
culated according to the algorithm described in FIG. 6.
Accordingly, the present invention should not be limited
to the embodiments disclosed herein.

Claims

1. A method of predicting future Global Positioning
System navigation data comprising:

receiving navigation data (38) at a server;
CHARACTERIZED IN THAT
said navigation data includes a data flag that
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indicates whether prediction of future naviga-
tion data is possible;
said receiving step further including identifying
a source from which the received navigation
data (38) was transmitted from; predicting the
future navigation data using the received navi-
gation data if said data flag indicates that pre-
diction of future navigation data is possible;
determining a future time of week message cor-
responding to an action time using a received
time of week message in the received naviga-
tion data; and
transmitting the future navigation data, an indi-
cator representing the identified source, and
the action time to a client.

2. The method of claim 1, wherein
the received navigation data (38) includes a

received subframe (42-q) to which the received time
of week message belongs and the future navigation
data includes a prediction subframe (42-q) to which
the future time of week message belongs,

the step of determining the future time of week
message further comprising the step of:

incrementing the received time of week mes-
sage a time unit for every subframe (42-q) from
the received subframe (42-q) to and including
the prediction subframe (42-q).

3. The method of claim 1, wherein the step of predict-
ing the future navigation data further comprises the
step of:

determining parity bits based on the deter-
mined future time of week message and the re-
ceived navigation data (38).

4. The method of claim 1, wherein the step of receiving
navigation data further comprises the step of:

checking the received navigation data (38) to
determine whether the received navigation da-
ta (38) has errors.

5. The method of claim 4, wherein the step of receiving
navigation data further comprises the step of:

storing the received navigation data (38) if the
received navigation data (38) has no errors.

6. The method of claim 1, wherein the step of receiving
navigation data further comprises the step of:

storing the received navigation data (38) for the
identified source if the received navigation data
(38) has no errors.

7. The method of claim 4, wherein the step of receiving
navigation data further comprises the step of:

discarding the received navigation data (38) if
the received navigation data (38) has errors.

8. The method of claim 1, wherein the step of predict-
ing the future navigation data further comprises the
step of:

determining whether the received navigation
data (38) is a part of a new navigation data set
(38).

9. The method of 8, wherein the received navigation
data (38) is a part of the new navigation data set
(38) if a change is detected between stored naviga-
tion data and the received navigation data (38) in
one of the following parameters: issue of data for
ephemeris or issue of data for clock.

10. The method of claim 8, wherein the future naviga-
tion data is predicted if the received navigation data
(38) is not a part of the new navigation data set (38),
the future navigation data is not predicted if the re-
ceived navigation data (38) is a part of the new nav-
igation data set (38).

11. The method of claim 1, wherein the step of receiving
navigation data comprises the step of:

updating stored navigation data with the re-
ceived navigation data (38).

12. The method of claim 11, wherein the stored naviga-
tion data is updated using a complemented version
of the received navigation data (38) if the received
navigation data (38) was complemented, the stored
navigation data is updated using an uncomplement-
ed version of the received navigation data (38) if the
received navigation data (38) was uncomplement-
ed.

13. The method of claim 1, wherein the received navi-
gation data (38) is part of a GPS signal.

14. The method of claim 1, wherein the future naviga-
tion data is associated with a satellite.

15. A method of performing data wipeoffat a client in a
Global Positioning System, comprising the steps of:

receiving future navigation data and an action
time from a server;

CHARACTERIZED BY
receiving a source identifier indicating a

source associated with the future navigation data
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from the server,
performing said data wipeoff at the client us-

ing said future navigation data received at said ac-
tion time,

wherein data wipeoff is performed for signals
transmitted to the client by the indicated source us-
ing the future navigation data, and

wherein the future navigation data includes a
predicted time of week message based on received
navigation data (38) and parity bits based on the
predicted time of week message and the received
navigation data (38).

Patentansprüche

1. Verfahren zur Vorhersage von zukünftigen Naviga-
tionsdaten des Globalen Positionsbestimmungssy-
stems, umfassend:

Empfang von Navigationsdaten (38) bei einem
Server, dadurch gekennzeichnet, dass
die Navigationsdaten eine Datenmarkierung
enthalten, welche anzeigt, ob eine Vorhersage
von zukünftigen Navigationsdaten möglich ist;
der Empfangsschritt außerdem ein Identifizie-
ren einer Quelle, von der die empfangenen Na-
vigationsdaten (38) übermittelt wurden, und ei-
ne Vorhersage der zukünftigen Navigationsda-
ten unter Verwendung der empfangenen Navi-
gationsdaten einschließt, wenn die Datenmar-
kierung anzeigt, dass die Vorhersage von zu-
künftigen Navigationsdaten möglich ist;
Bestimmen einer zukünftigen Wochenzeit-
nachricht, die sich auf eine Aktionszeit bezieht,
wobei eine empfangene Wochenzeitnachricht
in den empfangenen Navigationsdaten ver-
wendet wird; und
Übermitteln der zukünftigen Navigationsdaten,
eines Indikators, der die identifizierte Quelle re-
präsentiert, und der Aktionszeit an einen Klien-
ten.

2. Verfahren nach Anspruch 1, wobei
die empfangenen Navigationsdaten (38) einen
empfangenen Unterrahmen (42-q) einschließen, zu
welchem die empfangene Wochenzeitnachricht ge-
hört, und die zukünftigen Navigationsdaten einen
Vorhersage-Unterrahmen (42-q) einschließen, zu
welchem die zukünftige Wochenzeitnachricht ge-
hört, der Schritt zum Bestimmen der zukünftigen
Wochenzeitnachricht außerdem den Schritt um-
fasst: Heraufsetzen der empfangenen Wochenzeit-
nachricht um eine Zeiteinheit für jeden Unterrah-
men (42-q) von dem empfangenen Unterrahmen
(42-q) bis zu dem und einschließlich des Vorhersa-
ge-Unterrahmens (42-q).

3. Verfahren nach Anspruch 1, wobei der Schritt zur
Vorhersage der zukünftigen Navigationsdaten au-
ßerdem den Schritt umfasst:

Bestimmen von Paritätsbits auf der Basis der
bestimmten zukünftigen Wochenzeitnachricht
und der empfangenen Navigationsdaten (38).

4. Verfahren nach Anspruch 1, wobei der Schritt zum
Empfang der Navigationsdaten außerdem den
Schritt umfasst:

Überprüfen der empfangenen Navigationsda-
ten (38), um zu bestimmen, ob die empfange-
nen Navigationsdaten (38) Fehler aufweisen.

5. Verfahren nach Anspruch 4, wobei der Schritt zum
Empfang der Navigationsdaten außerdem den
Schritt umfasst:

Speichern der empfangenen Navigationsdaten
(38), wenn die empfangenen Navigationsdaten
(38) keine Fehler aufweisen.

6. Verfahren nach Anspruch 1, wobei der Schritt zum
Empfang der Navigationsdaten außerdem den
Schritt umfasst:

Speichern der empfangenen Navigationsdaten
(38) für die identifizierte Quelle, wenn die emp-
fangenen Navigationsdaten (38) keine Fehler
aufweisen.

7. Verfahren nach Anspruch 4, wobei der Schritt zum
Empfang der Navigationsdaten außerdem den
Schritt umfasst:

Verwerfen der empfangenen Navigationsdaten
(38), wenn die empfangenen Navigationsdaten
(38) Fehler aufweisen.

8. Verfahren nach Anspruch 1, wobei der Schritt zur
Vorhersage zukünftiger Navigationsdaten außer-
dem den Schritt umfasst:

Bestimmen, ob die empfangenen Navigations-
daten (38) ein Teil eines neuen Navigationsda-
tensatzes (38) sind.

9. Verfahren nach Anspruch 8, wobei die empfange-
nen Navigationsdaten (38) ein Teil des neuen Na-
vigationsdatensatzes (38) sind, wenn eine Verän-
derung zwischen den gespeicherten Navigations-
daten (38) und den empfangenen Navigationsdaten
(38) in einem der folgenden Parameter nachgewie-
sen wird:

Ausgabe von Daten für die Ephemeriden oder
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Ausgabe von Daten für den Zeitgeber.

10. Verfahren nach Anspruch 8, wobei die zukünftigen
Navigationsdaten vorhergesagt werden, wenn die
empfangenen Navigationsdaten (38) kein Teil des
neuen Navigationsdatensatzes (38) sind, und wo-
bei die zukünftigen Navigationsdaten nicht vorher-
gesagt werden, wenn die empfangenen Navigati-
onsdaten (38) ein Teil des neuen Navigationsdaten-
satzes (38) sind.

11. Verfahren nach Anspruch 1, wobei der Schritt zum
Empfang der Navigationsdaten den Schritt um-
fasst:

Aktualisieren der gespeicherten Navigations-
daten mit den empfangenen Navigationsdaten
(38).

12. Verfahren nach Anspruch 11, wobei die gespeicher-
ten Navigationsdaten unter Verwendung einer er-
gänzten Version der empfangenen Navigationsda-
ten (38) aktualisiert werden, wenn die empfange-
nen Navigationsdaten (38) ergänzt wurden, und
wobei die gespeicherten Navigationsdaten unter
Verwendung einer nicht ergänzten Version der
empfangenen Navigationsdaten (38) aktualisiert
werden, wenn die empfangenen Navigationsdaten
(38) nicht ergänzt wurden.

13. Verfahren nach Anspruch 1, wobei die empfange-
nen Navigationsdaten (38) Teil eines GPS-Signals
sind.

14. Verfahren nach Anspruch 1, wobei die zukünftigen
Navigationsdaten (38) mit einem Satelliten ver-
knüpft sind.

15. Verfahren zum Ausführen einer Datenlöschung bei
einem Klienten in einem Globalen Positionsbestim-
mungssystem, das die Schritte umfasst:

Empfang zukünftiger Navigationsdaten und ei-
ner Aktionszeit von einem Server;

gekennzeichnet durch
den Empfang eines Quellen-Identifikators, der eine
Quelle kennzeichnet, die mit den zukünftigen Navi-
gationsdaten vom Server verbunden ist,
das Ausführen der Datenlöschung beim Klienten
unter Verwendung der zukünftigen Navigationsda-
ten, die zur Aktionszeit empfangen werden,,
wobei die Datenlöschung für Signale ausgeführt
wird, die dem Klienten durch die gekennzeichnete
Quelle unter Verwendung der zukünftigen Naviga-
tionsdaten übermittelt werden, und
wobei die zukünftigen Navigationsdaten eine vor-
hergesagte Wochenzeitnachricht auf der Basis von

empfangenen Navigationsdaten (38) und von Pari-
tätsbits einschließen, die auf der vorhergesagten
Wochenzeitnachricht und den empfangenen Navi-
gationsdaten (38) basieren.

Revendications

1. Procédé de prévision de données de navigation
d'un Système de Positionnement Mondial,
comprenant :

la réception de données de navigation (38) au
niveau d'un serveur ; CARACTERISE EN CE
QUE
lesdites données de navigation comprennent
un drapeau de données indiquant si la prévi-
sion de données de navigation futures est
possible ;
ladite étape de réception comportant l'identifi-
cation d'une source de laquelle les données de
navigation reçues (38) ont été transmises ; la
prévision des données de navigation futures à
l'aide des données de navigation reçues si ledit
drapeau de données indique que la prévision
de données de navigation futures est possible ;
la détermination d'un message de moment de
la semaine futur correspondant à un moment
d'action à l'aide d'un message de moment de
la semaine reçu dans les données de naviga-
tion reçues ; et
la transmission à un client des données de na-
vigation futures, d'un indicateur représentant la
source identifiée et du moment d'action.

2. Procédé selon la revendication 1, dans lequel
les données de navigation reçues (38) comportent
une sous-trame reçue (42-q) à laquelle appartient
le message de moment de la semaine reçu et les
données de navigation futures comportent une
sous-trame de prévision (42-q) à laquelle appartient
le message de moment de la semaine futur,
l'étape de détermination du message de moment
de la semaine futur comprenant en outre l'étape :

d'incrémentation du message de moment de la
semaine reçu d'une unité de temps pour cha-
que sous-trame (42-q) depuis la sous-trame re-
çue (42-q) jusqu'à, et y compris, la sous-trame
de prévision (42-q).

3. Procédé selon la revendication 1, dans lequel l'éta-
pe de prévision des données de navigation futures
comprend en outre l'étape :

de détermination de bits de parité sur la base
du message de moment de la semaine futur dé-
terminé et des données de navigation reçues
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(38).

4. Procédé selon la revendication 1, dans lequel l'éta-
pe de réception de données de navigation com-
prend en outre l'étape :

de vérification des données de navigation re-
çues (38) pour déterminer si les données de na-
vigation reçues (38) contiennent des erreurs.

5. Procédé selon la revendication 4, dans lequel l'éta-
pe de réception de données de navigation com-
prend en outre l'étape :

de mémorisation des données de navigation
reçues (38) si les données de navigation re-
çues (38) ne contiennent pas d'erreurs.

6. Procédé selon la revendication 1, dans lequel l'éta-
pe de réception de données de navigation com-
prend en outre l'étape :

de mémorisation des données de navigation
reçues (38) pour la source identifiée si les don-
nées de navigation reçues (38) ne contiennent
pas d'erreurs.

7. Procédé selon la revendication 4, dans lequel l'éta-
pe de réception de données de navigation com-
prend en outre l'étape :

de rejet des données de navigation reçues (38)
si les données de navigation reçues (38) con-
tiennent des erreurs.

8. Procédé selon la revendication 1, dans lequel l'éta-
pe de prévision des données de navigation futures
comprend l'étape :

de détermination quant à savoir si les données
de navigation reçues (38) font partie d'un nou-
vel ensemble de données de navigation (38).

9. Procédé selon la revendication 8, dans lequel les
données de navigation reçues (38) font partie du
nouvel ensemble de données de navigation (38) si
un changement est détecté entre les données de
navigation mémorisées et les données de naviga-
tion reçues (38) pour un des paramètres suivants :

émission de données pour les éphémérides ou
émission de données pour l'horloge.

10. Procédé selon la revendication 8, dans lequel les
données de navigation futures sont prévues si les
données de navigation reçues (38) ne font pas par-
tie du nouvel ensemble de données de navigation
(38), les données de navigation futures ne sont pas

prévues si les données de navigation reçues (38)
font partie du nouvel ensemble de données de na-
vigation (38).

11. Procédé selon la revendication 1, dans lequel l'éta-
pe de réception de données de navigation com-
prend l'étape :

de mise à jour de données de navigation mé-
morisées à l'aide des données de navigation
reçues (38).

12. Procédé selon la revendication 11, dans lequel les
données de navigation mémorisées sont mises à
jour à l'aide d'une version complétée des données
de navigation reçues (38) si les données de navi-
gation reçues (38) étaient complétées, les données
de navigation mémorisées sont mises à jour à l'aide
d'une version non complétée des données de navi-
gation reçues (38) si les données de navigation re-
çues (38) n'étaient pas complétées.

13. Procédé selon la revendication 1, dans lequel les
données de navigation reçues (38) font partie d'un
signal GPS.

14. Procédé selon la revendication 1, dans lequel les
données de navigation futures sont associées à un
satellite.

15. Procédé d'exécution d'un effacement de données
au niveau d'un client dans un Système de Position-
nement Mondial, comprenant les étapes :

de réception de données de navigation futures
et d'un moment d'action en provenance d'un
serveur ;

CARACTERISE PAR
la réception d'un identifiant de source indiquant une
source associée aux données de navigation futures
en provenance du serveur,
l'exécution dudit effacement de données au niveau
du client à l'aide desdites données de navigation fu-
tures reçues audit moment d'action,
dans lequel un effacement de données est exécuté
pour des signaux transmis au client par la source
indiquée à l'aide des données de navigation futures,
et
dans lequel les données de navigation futures com-
prennent un message de moment de la semaine
prévu sur la base de données de navigation reçues
(38) et des bits de parité sur la base du message
de moment de la semaine prévu et des données de
navigation reçues (38).
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