
Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

1 
19

7 
39

3
A

3
*EP001197393A3*
(11) EP 1 197 393 A3

(12) EUROPEAN PATENT APPLICATION

(88) Date of publication A3:
09.06.2004 Bulletin 2004/24

(43) Date of publication A2:
17.04.2002 Bulletin 2002/16

(21) Application number: 01308759.8

(22) Date of filing: 15.10.2001

(51) Int Cl.7: B60R 13/04, B60R 13/02,
F16B 5/12

(84) Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU
MC NL PT SE TR
Designated Extension States:
AL LT LV MK RO SI

(30) Priority: 13.10.2000 JP 2000314316

(71) Applicant: HASHIMOTO FORMING INDUSTRY
CO., LTD.
Yokohama-Shi Kanagawa-Ken (JP)

(72) Inventor: Yoyasu, Masae,
c/o Hashimoto Forming Industry Co
Yokohama-shi, Kanagawa-ken (JP)

(74) Representative:
Lyndon-Stanford, Edward Willoughby Brooke
MARKS & CLERK,
57/60 Lincoln’s Inn Fields
London WC2A 3LS (GB)

(54) Automobile molding and fastener therefor

(57) The present invention addresses the demand
for a technology that enables reutilization of a molding
main body (21) and the fasteners (23) for fixing the mold-
ing main body (21) to an automobile (24) following the
removal of these parts from one another. The present
invention proposes a car molding (20) and fastener (23),
in which a base plate (28) is provided to a fastener (23)
for fixing molding main body (21) to a car body, base
plate (28) being inserted into and held in place in hous-
ing space of a fastener holder (22) that is formed to

molding main body (20). Elastic pieces (34) are provided
on opposite sides of base plate (28), and have protrud-
ing portions (34b) which engage in a releasable manner
with engage-and-stop portions (36) on either side of fas-
tener holder (22). By manipulating these elastic pieces
(34), the aforementioned engagement is released, so
that fastener (23) can be separated from fastener holder
(22) in this car molding (20).
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