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(57) A determining apparatus (110) obtains distance
information that indicates distances between monitoring
apparatuses (121 to 128) provided to encompass a given
area in which wireless communications apparatuses
(102) are scattered. The determining apparatus (110)
causes a wireless signal to be transmitted and received
between monitoring apparatus (121 to 128) by multi-hop
communication among the wireless communications ap-
paratuses (102). The determining apparatus (110) cal-
culates an estimated distance between the monitoring
apparatuses (121 to 128), based on the hop count of the
wireless signal multi-hop communicated among the mon-
itoring apparatuses (121 to 128). The determining appa-
ratus (110) makes a determination concerning a vacant
area (103) in which no wireless communications appa-
ratus of a given area (101) is present, based on the dis-
tance indicated by the distance information and the cal-
culated estimated distance.
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Description

TECHNICAL FIELD

[0001] The present invention relates to a determining method, a determining program, a determining apparatus, and
a determining system.

BACKGROUND ART

[0002] A technique of using multiple receiving apparatuses and multiple wireless terminals to determine the position
of a wireless terminal is known (for example, refer to Patent Document 1). Further, a radio frequency identification (RFID)
system that uses multiple monitoring apparatuses and multiple nodes (wireless sensor, etc.) is known (for example,
refer to Patent Document 2).
[0003] According to another known technique, in an ad hoc network, the distances between a mobile terminal apparatus
and multiple base stations are estimated based on the hop counts from the mobile terminal apparatus to the base
stations, and based on a result of the estimation, the position of mobile terminal apparatus is estimated (for example,
refer to Patent Document 3). Further, a known sensor network (wireless sensor network) is a wireless network in which
multiple wireless terminals equipped with sensors are scattered and the wireless terminals cooperate to obtain an
environment or a physical state.

Patent Document 1: Japanese Laid-Open Patent Publication No.2007-221541
Patent Document 2: Japanese Laid-Open Patent Publication No.2010-213278
Patent Document 3: Japanese Laid-Open Patent Publication No.2006-229845

DISCLOSURE OF INVENTION

PROBLEM TO BE SOLVED BY THE INVENTION

[0004] Nonetheless, with the conventional techniques above, a problem arises in that the distribution of the scattered
nodes is not uniform and even if a node-vacant area occurs, the presence and/or position of the vacant area is difficult
to determine.
[0005] To solve the problems associated with the conventional techniques, one object of the present invention is to
provide a determining method, a determining program, a determining apparatus, and a determining system that can
determine node-vacant areas.

MEANS FOR SOLVING PROBLEM

[0006] To solve the problems above and achieve an object, according to one aspect of the present invention, a
determining method, a determining program, a determining apparatus, and a determining system are proposed that
obtain distance information that indicates distances between wireless communications apparatuses disposed to encom-
pass a given area in which wireless communications apparatuses are scattered; cause a wireless signal to be transmitted
and received between the monitoring apparatuses by multi-hop communication among the wireless communications
apparatuses; calculate an estimated distance between the monitoring apparatuses, based on a hop count of the wireless
signal multi-hop communicated among the monitoring apparatuses; and make a determination concerning a vacant area
in which none of the wireless communications apparatuses is present, based on a result of comparison of a distance
indicated by the obtained distance information and the calculated distance.

EFFECT OF THE INVENTION

[0007] According to one aspect of the present invention, an effect is achieved in that node-vacant areas can be
determined.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

FIG. 1 is a diagram (part 1) depicting an example of determination by a determining system according to a first
embodiment;
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FIG. 2 is a diagram (part 2) depicting an example of determination by the determining system according to the first
embodiment;
FIG. 3 is a diagram depicting an example of a hardware configuration of a determining apparatus and monitoring
apparatuses;
FIG. 4 is a diagram depicting an example of a hardware configuration of a node;
FIG. 5 is a diagram depicting an example of a configuration of the determining apparatus according to the first
embodiment;
FIG. 6 is a flowchart depicting one example of operation of the determining apparatus according to the first embod-
iment;
FIG. 7 is a sequence diagram of an example of hop count monitoring operation by the determining system;
FIG. 8 is a diagram depicting a calculation example of an estimated distance based on hop count;
FIG. 9 is a diagram depicting an example of the determining system according to a second embodiment;
FIG. 10 is a diagram (part 1) depicting an example of estimation curve correction by the determining system;
FIG. 11 is a diagram (part 2) depicting an example of estimation curve correction by the determining system;
FIG. 12 is a diagram (part 3) depicting an example of estimation curve correction by the determining system;
FIG. 13 is a diagram depicting an example of a configuration of the determining apparatus according to the second
embodiment;
FIG. 14 is a flowchart depicting an example of determination operation of the determining apparatus according to
the second embodiment; and
FIG. 15 is a flowchart depicting an example of correction operation of the determining apparatus according to the
second embodiment.

BEST MODE(S) FOR CARRYING OUT THE INVENTION

[0009] Embodiments of a determining method, a determining program, a determining apparatus, and a determining
system will be described in detail with reference to the accompanying drawings.

(First embodiment)

(Determining system according to first embodiment)

[0010] FIG. 1 is a diagram (part 1) depicting an example of determination by a determining system according to the
first embodiment. As depicted in FIG. 1, a determining system 100 according to the first embodiment includes a deter-
mining apparatus 110 and monitoring apparatuses 121 to 128.
[0011] The determining apparatus 110 is an apparatus that can communicate with the monitoring apparatuses 121 to
128. Further, the determining apparatus 110 may be an apparatus that is provided separately from the monitoring
apparatuses 121 to 128, or may be an apparatus that is provided in any one of the monitoring apparatuses 121 to 128.
In the example depicted in FIG. 1, the determining apparatus 110 is provided in the monitoring apparatus 121.
[0012] The monitoring apparatuses 121 to 128 are arranged to encompass a given area 101. The monitoring appa-
ratuses 121 to 128 monitor a signal transferred by multi-hop communication in a node group 102. Multi-hop communi-
cation, for example, is communication without an intermediate access point, by multi-step communication among nu-
merous terminals (the node group 102). In the given area 101, the nodes of the node group 102 are scattered. The given
area 101, for example, is an area filled with matter such as concrete, soil, water, air, etc. Alternatively, the given area
101 may be an area in a vacuum state such as cosmic space.
[0013] The node group 102 are wireless communications apparatuses forming a sensor network. More specifically,
each node of the node group 102 is a wireless communications apparatus capable of communicating wirelessly with a
nearby wireless communications apparatus. Further, each of the nodes of the node group 102 has sensors that detect
temperature, pressure, sound, etc. and transmit wireless signals indicating sensing results obtained by the sensor.
[0014] Each of the nodes of the node group 102 receives wireless signals transmitted from nearby nodes and by
forwarding the received wireless signals to nearby nodes, transfer the wireless signals by multi-hop. As a result, a
wireless signal transmitted by a node of the node group 102 is transferred by other nodes of the node group 102 via
multi-hop, and is transmitted by nearby wireless communications apparatuses (e.g., the monitoring apparatuses 121 to
128) in the given area 101.
[0015] The wireless signals transmitted by the nodes of the node group 102 include hop count information that indicates
the hop count from the initial transmission source. The hop count is a number that indicates the number of times a signal
is transmitted in multi-hop communication, from the initial transmission source and, for example, is a number that results
when 1 is added to the transfer count from the initial transmission source. When transferring a wireless signal, each of
the nodes of the node group 102 increment the hop count included in the wireless signal that is to be transferred. As a
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result, when receiving a wireless signal, a nearby wireless communications apparatus in the given area 101 can obtain
information indicating the number of hops for the received wireless signal to reach the nearby wireless communications
apparatus by multi-hop.
[0016] The nodes of the node group 102, for example, are arranged in the given area 101 by being strewn about in
the given area 101 or by being mixed in matter filling the given area 101. Therefore, the position of each node of the
node group 102 is unknown. Further, there is unevenness in the arrangement of the nodes of the node group 102; and
in the given area 101, a vacant area 103 may exist in which no node is present. In addition, a vacant area 103 in which
no node is present may occur consequent to an object such as a pillar in the given area 101. For example, the vacant
area 103 is an area of a size in which nodes located on opposite sides cannot directly transmit or receive wireless signals
with respect to each other since the radio waves do not reach that far.
[0017] The determining apparatus 110 uses the monitoring apparatuses 121 to 128, makes a determination concerning
vacant areas 103 in the given area 101, and outputs determination result. The determination concerning a vacant area
103, for example, is a determination of whether a vacant area 103 is present. As a result, when a determination result
is output from the determining apparatus 110 and indicates that a vacant area 103 is present in the given area 101, the
user can remix the matter filling the given area 101 and remove the vacant area 103.
[0018] The determination concerning the vacant area 103 may be a determination of the position of the vacant area
103, a determination of the range of the vacant area 103, and the like. As a result, based on the determination result
output from the determining apparatus 110 and concerning the position and/or range of the vacant area 103, the user
can add nodes to the vacant area 103 and remove the vacant area 103.
[0019] Removal of the vacant area 103 makes the arrangement of the nodes of the node group 102 in the given area
101 more uniform and enables more efficient multi-hop communication of wireless signals. Removal of the vacant area
103 enables improvement of the accuracy of the determination of node position based on the hop count described
hereinafter. If the range of the vacant area 103 is to be determined by the determining apparatus 110, in the determination
of node position based on the hop count described hereinafter, correction of the estimated position of a node, based on
the range of the vacant area 103 becomes possible. As a result, the accuracy of the determination of node position can
be improved.

<Hop count monitoring operation>

[0020] As depicted in FIG. 1, under the control of the determining apparatus 110, the monitoring apparatus 121
transmits a survey signal to nodes that are near the monitoring apparatus 121 and among the node group 102. The
survey signal is a wireless signal that includes hop count information indicating the hop count from the monitoring
apparatus that is the initial transmission source.
[0021] Each node of the node group 102, upon receiving the survey signal, increments the hop count of the hop count
information included in the received survey signal and transmits in a vicinity thereof, a survey signal in which the hop
count indicated by the hop count information has been incremented. As a result, the survey signal transmitted by the
monitoring apparatus 121 is multi-hop transferred while the hop count of the hop count information is incremented by
the node group 102, and is transmitted by the monitoring apparatuses 122 to 128. The monitoring apparatuses 122 to
128 transmit the hop count information included in the received survey signal to the determining apparatus 110.
[0022] For example, the hop count of the survey signal received by the monitoring apparatus 122 is assumed to be 4
and the hop count of the survey signal received by the monitoring apparatus 123 is assumed to be 6. If the monitoring
apparatuses 122 to 128 receive, via multiple paths, the survey signal transmitted from the monitoring apparatus 121, of
the hop count information of the received survey signals, the monitoring apparatuses 122 to 128 transmit to the determining
apparatus 110, the hop count information having the smallest hop count.
[0023] For example, the monitoring apparatuses 122 to 128 transmit to the determining apparatus 110, the hop count
information of the survey signal that is transmitted from the monitoring apparatus 121 and first received. The survey
signal having hop count information indicating the smallest hop count is frequently the survey signal transferred by multi-
hop, through the shortest path among multiple paths and therefore, the hop count information indicating the smallest
hop count can be transmitted to the determining apparatus 110.
[0024] The distances between the monitoring apparatus 121 and the monitoring apparatuses 122 to 128 are substan-
tially proportional to the hop counts of the survey signal that the monitoring apparatuses 122 to 128 receive from the
monitoring apparatus 121. However, a vacant area 103 is present between the monitoring apparatus 121 and the
monitoring apparatus 124 and therefore, the survey signal transmitted from the monitoring apparatus 121 is detoured
about the vacant area 103 and received by the monitoring apparatus 124. Consequently, the hop count of the survey
signal received by the monitoring apparatus 124 is 9 and is not proportional to the actual distance between the monitoring
apparatus 121 and the monitoring apparatus 124.
[0025] Under the control the determining apparatus 110, the monitoring apparatuses 122 to 128 also sequentially
transmit the survey signal, similar to the monitoring apparatus 121. The monitoring apparatuses 121 to 128 transmit to
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the determining apparatus 110, the hop count information included in a survey signal that is received by multi-hop
communication of the node group 102 and transmitted by another monitoring apparatus. As a result, for each monitoring
apparatus combination of the monitoring apparatuses 121 to 128, the determining apparatus 110 can obtain the hop
counts between the monitoring apparatuses.
[0026] Further, for example, the monitoring apparatuses 121 to 128 transmit the survey signal by the same transmission
power as the nodes of the node group 102. As a result, drops in the accuracy of the calculation of the estimated distance
based on hop count, occurring consequent to the reached distance of the survey signal transmitted by the monitoring
apparatuses 121 to 128 and the reached distance of the survey signal transmitted by the nodes of the node group 102
differing, can be prevented.

<Obtaining actual distance between monitoring apparatuses>

[0027] The determining apparatus 110, for each monitoring apparatus combination of the monitoring apparatuses 121
to 128, obtains distance information that indicates the actual distance between the monitoring apparatuses. The distance
information, for example, is stored to the memory of the determining apparatus 110, in advance. The determining
apparatus 110 may obtain the distance information by calculation based on information that indicates position coordinates
of the monitoring apparatuses 121 to 128. Further, the position coordinates of the monitoring apparatuses 121 to 128,
for example, may be stored in the memory of the determining apparatus 110, in advance, or may be obtained from the
monitoring apparatuses 121 to 128.

<Calculation of estimated distance based on hop count>

[0028] The determining apparatus 110, based on the obtained hop count and for each monitoring apparatus combi-
nation of the monitoring apparatuses 121 to 128, calculates an estimated distance between the monitoring apparatuses.
Calculation of the estimated distance based on hop count will be described hereinafter (for example, refer to FIG. 8).

<Extraction of monitoring apparatus combination for which estimated distance and actual distance differ>

[0029] FIG. 2 is a diagram (part 2) depicting an example of determination by the determining system according to the
first embodiment. In FIG. 2, portions identical to those in FIG. 1 are given the same reference numerals used in FIG. 1
and description thereof is omitted. The determining apparatus 110 calculates for each monitoring apparatus combination
of the monitoring apparatuses 121 to 128, the difference of the calculated estimated distance and the obtained actual
distance.
[0030] The determining apparatus 110 extracts from among the monitoring apparatus combinations of the monitoring
apparatuses 121 to 128, a combination for which the calculated difference is a given threshold or greater. As a result,
from among the monitoring apparatus combinations of the monitoring apparatuses 121 to 128, a combination of monitoring
apparatuses between which a vacant area 103 is present can be extracted. In the example depicted in FIG. 2, the
combination of the monitoring apparatuses 121 and 124, the combination of the monitoring apparatuses 122 and 125,
and the combination of the monitoring apparatuses 123 and 126 are assumed to be extracted.

<Calculation of straight line connecting extracted monitoring apparatuses>

[0031] The determining apparatus 110, as depicted in FIG. 2, calculates for each extracted monitoring apparatus
combination, a straight line connecting the monitoring apparatuses. More specifically, the position coordinates of each
monitoring apparatus are respectively assumed to be (x1, y1) and (x2, y2). The position coordinates of the monitoring
apparatuses, for example, are stored in the memory of the determining apparatus 110, in advance. The determining
apparatus 110 substitutes x1, y1, x2, and y2 into (y2-y1)x+(x2-x1)y+x2y1-x1y2=0 and thereby, calculates a straight line
connecting the monitoring apparatuses. In the example depicted in FIG. 2, straight lines 211 to 213 are calculated.

<Calculation of intersection of straight lines>

[0032] The determining apparatus 110 calculates intersections of the calculated straight lines 211 to 213. More spe-
cifically, the determining apparatus 110 calculates the solution to a system of equations of the straight lines 211 to 213
and thereby, calculates intersections of the straight lines 211 to 213. In the example depicted in FIG. 2, intersections
221 to 223 are calculated.
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<Calculation of center of gravity of intersections>

[0033] The determining apparatus 110 calculates the center of gravity of the calculated intersections 221 to 223. More
specifically, assuming the position coordinates of the intersections are (x1, y1), (x2, y2), ..., (xm, ym), the determining
apparatus 110 can calculate position coordinates of the center of gravity by ((x1+x2+...+xm)/m, (y1+y2+...+ym)/m). In
the example depicted in FIG. 2, m=3 and a center of gravity 230 is calculated.

<Vacant area determination>

[0034] The determining apparatus 110 determines that a range encompassed by a circle 240 that includes the calcu-
lated intersections 221 to 223 and has a center at the calculated center of gravity 230 is a vacant area 103. For example,
the determining apparatus 110 calculates the distance between the center of gravity 230 and the intersections 221 to
223. More specifically, the position coordinates of the center of gravity and the position coordinates of an intersection
are assumed to be (x1, y1) and (x2, y2), respectively. In this case, the determining apparatus 110 can calculate the
distance between the center of gravity and the intersection by √((x2-x1)2+(y2-y1)2).
[0035] The determining apparatus 110, with respect to (x-x1)2+(y-y1)2=r2, substitutes the position coordinates (x1, y1)
of the center of gravity 230 for x1, y1, and substitutes the greatest value of the distances between the center of gravity
230 and the intersections 221 to 223 for r. As a result, the circle 240 that includes the calculated intersections 221 to
223 and has a center at the calculated center of gravity 230 can be calculated. The determining apparatus 110, for
example, outputs the circle 240 as a determination result.

(Hardware configuration of determining apparatus and monitoring apparatus)

[0036] FIG. 3 is a diagram depicting an example of a hardware configuration of the determining apparatus and the
monitoring apparatuses. The determining apparatus 110 and the monitoring apparatuses 121 to 128 depicted in FIGs.
1 and 2, for example, can be realized by an information processing apparatus 300 depicted in FIG. 3. The determining
apparatus 110 and the monitoring apparatus 121 may be realized by respectively separate information processing
apparatuses 300 or may be realized by a single information processing apparatus 300.
[0037] The information processing apparatus 300, for example, runs on an external power source. Further, the infor-
mation processing apparatus 300 includes a CPU 301, memory 302, a communications unit 303, an antenna 304, an
input/output interface 305, and a bus 310. The CPU 301, the memory 302, the communications unit 303, and the
input/output interface 305 are connected by the bus 310.
[0038] The CPU 301 (central processing unit) governs overall control of the information processing apparatus 300.
The memory 302 is, for example, a storage apparatus that includes main memory and auxiliary memory. The main
memory, for example, is random access memory (RAM). The main memory is used as a work area of the CPU 301.
The auxiliary memory, for example, is nonvolatile memory such as a magnetic disk, an optical disk, and flash memory.
The auxiliary memory stores various programs that cause the information processing apparatus 300 to operate. The
programs stored in the auxiliary memory are loaded to the main memory and executed by the CPU 301.
[0039] The communications unit 303 wirelessly communicates with other communications apparatuses, via the antenna
304. For example, the communications unit 303 wirelessly communicates with the determining apparatus 110 and nearby
nodes among the node group 102. Further, communication between the communications unit 303 and the determining
apparatus 110 may be by a physical line. The communications unit 303 is controlled by the CPU 301.
[0040] The input/output interface 305, for example, includes an input device that receives operational input from the
user, and an output device that outputs information to the user, etc. The input device, for example, can be realized by
keys (e.g., a keyboard), a remote controller, and the like. The output device, for example, can be realized by a display,
a speaker, and the like. Further, the input device and the output device may be realized by a touch panel and the like.
The input/output interface 305 is controlled by the CPU 301.
[0041] The information processing apparatus 300 receives sensing information from the communications unit 303 and
aggregates the sensing information transmitted from the node group 102. The information processing apparatus 300
outputs the aggregated sensing information from the input/output interface 305. The information processing apparatus
300 may transmit the aggregated sensing information, from the communications unit 303, through a network such as
the Internet, to an external apparatus such as a user terminal and a server.

(Hardware configuration of node)

[0042] FIG. 4 is a diagram depicting an example of a hardware configuration of a node. Each node of the node group
102, for example, can be realized by a wireless communications apparatus 400 depicted in FIG. 4. The wireless com-
munications apparatus 400 includes a harvester 401, a battery 402, a power control unit 403, a sensor 404, a MCU 405,
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a wireless communications unit 406, an antenna 407, and a bus 410.
[0043] The harvester 401 generates power based on the external environment of the installation site of the wireless
communications apparatus 400, e.g., energy changes such as changes in light, vibration, temperature, radio waves
(received radio waves) and the like. The battery 402 stores power generated by the harvester 401. The power control
unit 403 provides the power stored in the battery 402 to components of the wireless communications apparatus 400.
[0044] The sensor 404, the MCU 405, and the wireless communications unit 406 are connected by the bus 410. The
sensor 404 detects a given displacement at the installation site of the wireless communications apparatus 400. For
example, a piezoelectric element that detects voltage at the installation site, a photoelectric element that detects light,
and the like can be used as the sensor 404.
[0045] The MCU 405 (micro control unit) processes data concerning detection by the sensor 404 and transmits the
processed data as a wireless signal to the wireless communications unit 406. Further, the MCU 405 controls the wireless
communications unit 406 to increment the hop count of the hop count information included in a wireless signal received
by the wireless communications unit 406 and to transmit to communications apparatuses near the wireless communi-
cations apparatus 400, a wireless signal having hop count information in which the hop count has been incremented.
[0046] The wireless communications unit 406, via the antenna 407, wirelessly communicates with the communications
apparatuses near the wireless communications apparatus 400. The communications apparatuses near the wireless
communications apparatus 400, for example, are the monitoring apparatuses 121 to 128, and other nodes of the node
group 102.

(Configuration of determining apparatus according to first embodiment)

[0047] FIG. 5 is a diagram depicting an example of a configuration of the determining apparatus according to the first
embodiment. As depicted in FIG. 5, the determining apparatus 110 according to the first embodiment, for example,
includes an obtaining unit 501, a control unit 502, a calculating unit 503, and a determining unit 504. The obtaining unit
501 obtains, for each monitoring apparatus combination of the monitoring apparatuses 121 to 128, distance information
indicating the actual distance between the monitoring apparatuses. The obtaining unit 501 notifies the determining unit
504 of the distance indicated by the obtained distance information.
[0048] The control unit 502 controls the monitoring apparatuses 121 to 128 by performing communication with the
monitoring apparatuses 121 to 128. The control unit 502 transmits and receives the survey signals between the monitoring
apparatuses 121 to 128, by the multi-hop communication by the node group 102. Further, the control unit 502 obtains
from the monitoring apparatuses 121 to 128, the hop count information of the transmitted and received survey signals.
The control unit 502 notifies the calculating unit 503 of the hop count indicated by the obtained hop count information.
[0049] The calculating unit 503 calculates based on the hop count notified by the control unit 502 and for each monitoring
apparatus combination of the monitoring apparatuses 121 to 128, an estimated distance between the monitoring appa-
ratuses. The calculating unit 503 notifies the determining unit 504 of the calculated estimated distance.
[0050] Based on a comparison result of the distance notified by the obtaining unit 501 and the estimated distance
notified by the calculating unit 503, the determining unit 504 makes a determination about the vacant area 103 in which
no wireless communications apparatus of the node group 102 in the given area 101 is present, and outputs a result of
the determination.
[0051] The obtaining unit 501, for example, can be realized by the CPU 301 and the memory 302 depicted in FIG. 3.
The control unit 502, for example, can be realized by the CPU 301 and the communications unit 303 depicted in FIG.
3. The calculating unit 503 and the determining unit 504, for example, can be realized by the CPU 301 depicted in FIG.
3. Further, the determination result output from the determining unit 504, for example, is output to an external destination
by the communications unit 303 and/or the input/output interface 305.

(Operation of determining apparatus according to first embodiment)

[0052] FIG. 6 is a flowchart depicting one example of operation of the determining apparatus according to the first
embodiment. The determining apparatus 110 according to the first embodiment, for example, executes the following
operations. The determining apparatus 110 determines whether a survey has been performed by each monitoring
apparatus (the monitoring apparatuses 121 to 128) (step S601). If surveys have not been performed by all of the
monitoring apparatuses (step S601: NO), the determining apparatus 110 causes a survey signal to be transmitted from
a monitoring apparatus that is among the monitoring apparatuses 121 to 128 and has not performed a survey (step S602).
[0053] The determining apparatus 110, with respect to the survey signal transmitted at step S602, obtains the hop
counts to each monitoring apparatus (step S603), and returns to step S601. At step S603, more specifically, the deter-
mining apparatus 110 obtains the hop count information included in the received survey signal, from a monitoring
apparatus that is among the monitoring apparatuses 121 to 128 and is other than the monitoring apparatus caused to
transmit the survey signal at step S602.
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[0054] At step S601, if a survey has been performed by each monitoring apparatus (step S601: YES), the determining
apparatus 110 calculates an estimated distance between the monitoring apparatuses, based on the hop counts obtained
at step S603 (step S604). The determining apparatus 110 further obtains the actual distance between the monitoring
apparatuses (step S605).
[0055] The determining apparatus 110 determines whether a monitoring apparatus combination is present for which
the difference of the estimated distance calculated at step S604 and the actual distance obtained at step S605 is a
threshold or greater (step S606), The threshold, for example, is stored in the memory of the determining apparatus 110,
in advance. If no combination is present for which the difference of the estimated distance and the actual distance is the
threshold or greater (step S606: NO), the determining apparatus 110 determines that no node-vacant area is present
in the given area 101 (step S607), and ends a series of the operations.
[0056] At step S606, if a combination is present for which the difference of the estimated distance and the actual
distance is the threshold or greater (step S606: YES), the determining apparatus 110 determines whether one combination
is present for which the difference of the estimated distance and the actual distance is the threshold or greater (step
S608). If one combination is present for which the difference of the estimated distance and the actual distance is the
threshold or greater (step S608: YES), the determining apparatus 110 determines that a node-vacant area is present
between the monitoring apparatus combination for which the difference of the estimated distance and the actual distance
is the threshold or greater (step S609), and ends a series of the operations.
[0057] At step S608, if the number of combinations for which the difference of the estimated distance and the actual
distance is the threshold or greater is not one (step S608: NO), the determining apparatus 110 determines whether two
combinations are present for which the difference of the estimated distance and the actual distance is the threshold or
greater (step S610). If two combinations are present for which the difference of the estimated distance and the actual
distance is the threshold or greater (step S610: YES), the determining apparatus 110 calculates for each of the combi-
nations, a straight line connecting the monitoring apparatuses of the combination (step S611).
[0058] The determining apparatus 110 calculates an intersection of the straight lines calculated at step S611 (step
S612). The determining apparatus 110 determines that a node-vacant area is present at the intersection calculated at
step S612 (step S613), ends a series of the operations.
[0059] At step S610, if the number of combinations for which the difference of the estimated distance and the actual
distance is the threshold or greater is three or more (step S610: NO), the determining apparatus 110 transitions to step
S614. In other words, the determining apparatus 110 calculates for each of the combinations for which the difference
of the estimated distance and actual distance is the threshold or greater, a straight line connecting the monitoring
apparatuses of the combination (step S614).
[0060] The determining apparatus 110 calculates intersections of the straight lines calculated at step S614 (step S615),
and calculates the center of gravity of the intersections calculated at step S615 (step S616). The determining apparatus
110 determines a circle that includes the intersections calculated at step S615 and has a center at the center of gravity
calculated at step S616 to be a node-vacant area (step S617), and ends a series of the operations.

(Hop count monitoring operation by determining system)

[0061] FIG. 7 is a sequence diagram of an example of hop count monitoring operation by the determining system. For
example, by providing the determining apparatus 110 in the monitoring apparatus 121, the monitoring apparatus 121
becomes a master, the monitoring apparatuses 122 to 128 become slaves, and monitoring operations are performed.
[0062] The monitoring apparatus 121 transmits to the monitoring apparatuses 122 to 128, a notification request signal
requesting notification of the hop count (step S701). The monitoring apparatus 121 wirelessly transmits a survey signal
to nodes that are of the node group 102 and near the monitoring apparatus 121 (step S702). As a result, the survey
signal transmitted by the monitoring apparatus 121 is multi-hop transferred by the node group 102, and the multi-hop
transferred survey signal is received by the monitoring apparatuses 122 to 128.
[0063] The monitoring apparatuses 122 to 128 notify the monitoring apparatus 121 of the hop count of the received
survey signal (step S703). As a result, the monitoring apparatus 121 can obtain the respective hop counts between the
monitoring apparatus 121 and the monitoring apparatuses 122 to 128.
[0064] The monitoring apparatus 121 transmits to the monitoring apparatus 122, a survey request signal requesting
performance of a survey (step S704). The monitoring apparatus 122 transmits to the monitoring apparatuses 121, 123
to 128, a notification request signal requesting notification of the hop count (step S705). The monitoring apparatus 122
wirelessly transmits a survey signal to nodes that are of the node group 102 and near the monitoring apparatus 122
(step S706). As a result, the survey signal transmitted by the monitoring apparatus 122 is multi-hop transferred by the
node group 102, and the multi-hop transferred survey signal is received by the monitoring apparatuses 121, 123 to 128.
[0065] The monitoring apparatuses 121, 123 to 128 notify the monitoring apparatus 122 of the hop count of the received
survey signal (step S707). The monitoring apparatus 122 notifies the monitoring apparatus 121 of a result of aggregation
of the hop counts notified at step S707 (step S708). As a result, the monitoring apparatus 121 can obtain the respective
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hop counts between the monitoring apparatus 122 and the monitoring apparatuses 121, 123 to 128.
[0066] The monitoring apparatus 121, similar to the monitoring apparatus 122, transmits a survey request signal to
the monitoring apparatuses 123 to 127, thereby causing surveys to be performed, and obtains the respective hop counts.
[0067] The monitoring apparatus 121 transmits to the monitoring apparatus 128, a survey request signal requesting
performance of a survey (step S709). The monitoring apparatus 128 transmits to the monitoring apparatuses 121 to
127, a notification request signal requesting notification of the hop count (step S710). The monitoring apparatus 128
wirelessly transmits a survey signal to nodes that are of the node group 102 and near the monitoring apparatus 128
(step S711). As a result, the survey signal transmitted by the monitoring apparatus 128 is multi-hop transferred by the
node group 102, and the multi-hop transferred survey signal is received by the monitoring apparatuses 121 to 127.
[0068] The monitoring apparatuses 121 to 127 notify the monitoring apparatus 128 of the hop count of the received
survey signal (step S712). The monitoring apparatus 128 notifies the monitoring apparatus 121 of a result of aggregation
of the hop counts notified at step S712 (step S713). As a result, the monitoring apparatus 121 can obtain the respective
hop counts between the monitoring apparatus 128 and the monitoring apparatuses 121 to 127.
[0069] Further, before the monitoring operations depicted in FIG. 7, each node of the node group 102 may be charged.
Charging of the nodes of the node group 102, for example, can be performed according to the type of the harvester 401
depicted in FIG. 4. For example, if the harvester 401 generates power by environmental electromagnetic waves, the
nodes of the node group 102 can be charged by providing to the given area 101, electromagnetic waves for charging
the nodes.
[0070] As a result, the nodes of the node group 102 can more assuredly and at the same power, transmit the survey
signal and therefore, the actual distance between the monitoring apparatuses and the hop count of the survey signal
become easier to proportionalize. Therefore, a more accurate estimated distance between the monitoring apparatuses
can be calculated. Charging of the nodes of the node group 102, for example, can be performed by the determining
apparatus 110.

(Calculation of estimated distance based on hop count)

[0071] FIG. 8 is a diagram depicting a calculation example of the estimated distance based on hop count. As described,
for each of the monitoring apparatus combinations of the monitoring apparatuses 121 to 128, the determining apparatus
110 calculates an estimated distance between the monitoring apparatuses, based on hop counts.
[0072] FIG. 8 depicts a partial area 801 that is in the given area 101 and between the monitoring apparatus 121 and
the monitoring apparatus 126. Nodes 811 to 816 represent nodes that are among the node group 102 and included in
the partial area 801. In FIG. 8, the nodes 811 to 816 are assumed to be arranged at even intervals in a straight line.
[0073] The determining apparatus 110 obtains an average distance 802 between the nodes of the node group 102 in
the given area 101. For example, the determining apparatus 110 calculates the distance 802 between the nodes, based
on the density [nodes/area] of the node group 102 in the given area 101. More specifically, assuming the density of the
node group 102 in the given area 101 to be p, the distance 802 between the nodes can be calculated by 1/√ρ.
[0074] The determining apparatus 110 obtains a reachable distance 803 of radio waves transmitted by the nodes of
the node group 102. The reachable distance 803 of the radio waves, for example, is stored to the memory of the
determining apparatus 110, in advance.
[0075] The determining apparatus 110 can calculate an estimated distance between the monitoring apparatuses by
(distance between nodes)x(hop count), when (distance between nodes)≤(reachable distance of radio wave)<(distance
between nodes)32 is true. Further, the determining apparatus 110 can calculate an estimated distance between the
monitoring apparatuses by (distance between nodes)323(hop count), when (distance between nodes)32≤(reachable
distance of radio wave)<(distance between nodes)33 is true.
[0076] Similarly, the determining apparatus 110 can calculate an estimated distance between the monitoring appara-
tuses by (distance between nodes)xnx(hop count), when (distance between nodes)3n≤(reachable distance of radio
wave)<(distance between nodes)3(n+1) is true. In this manner, the determining apparatus 110 calculates the estimated
distance based on a product of the distance between nodes of the node group 102, hop count, and a coefficient corre-
sponding to the reachable distance of the wireless signals transmitted by the nodes of the node group 102. As a result,
the estimated distance can be calculated with high accuracy.
[0077] Further, when (reachable distance of radio wave)<(distance between nodes) is true, transmitted wireless signals
cannot reach other nodes and the configuration fails as a sensor network. In this case, the determining apparatus 110
may output alarm information to the user.
[0078] In FIG. 8, although description has been given assuming that the nodes 811 to 816 are arranged at even
intervals in a straight line, the distance 802 between nodes may be calculated taking into consideration a case where
the nodes 811 to 816 are not arranged at even intervals or in a straight line. For example, the determining apparatus
110 calculates the area of the partial area 801. Assuming the actual distance between the monitoring apparatus 121
and the monitoring apparatus 126 is L, a length of the partial area 801 along a lateral direction is L. Further, a length of
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the partial area 801 along a longitudinal direction is assumed to be a length that is 3/2 of the average distance 802 (1/√ρ)
between nodes.
[0079] In this case, the determining apparatus 110 can calculate the area of the partial area 801 between the monitoring
apparatus 121 and the monitoring apparatus 126 by L·(1/√ρ)·(2/3). Therefore, the determining apparatus 110 can calculate
the number of nodes actually in the partial area 801 by L·(1/√ρ)·(2/3)·ρ.
[0080] The determining apparatus 110 divides the actual distance L between the monitoring apparatus 121 and the
monitoring apparatus 126 by the calculated number of nodes in the partial area 801. In other words, the determining
apparatus 110 calculates (1/√ρ)·(3/2). As a result, distances between nodes can be calculated taking into consideration
differences in the distribution of the nodes.
[0081] Thus, the determining apparatus 110 according to the first embodiment calculates an estimated distance be-
tween monitoring apparatuses based on hop counts of wireless signals transmitted and received (via the node group
102) by the nearby monitoring apparatuses 121 to 128 of the node group 102. The determining apparatus 110 compares
the estimated distance and the actual distance and thereby, can make a determination about a vacant area 103 void of
a node.
[0082] Further, the determining apparatus 110 uses the monitoring apparatuses 121 to 128 provided encompassing
the given area 101 and the node group 102 scattered in the given area 101 and thereby, for example, can make a
determination about the vacant area 103 more easily than by using a visual survey, measurement instrument such as
an X ray imaging device, a sonic survey, etc.
[0083] For example, in the determining system 100 depicted in FIGs. 1 and 2, although description of a case in which
eight monitoring apparatuses (the monitoring apparatuses 121 to 128) are used to make a determination about the
vacant area 103, two or more monitoring apparatuses may be used. For example, by using two or more monitoring
apparatuses, one or more combinations of monitoring apparatuses for which the difference of the estimated distance
and the actual distance is a threshold or greater can be extracted and therefore, the presence/absence of a vacant area
103 and a straight line that includes the position at which a vacant area 103 exists can be determined. Further, for
example, by using four or more monitoring apparatuses, position coordinates where a vacant area 103 exists can be
calculated and therefore, the position of a vacant area 103 can be determined.

(Second embodiment)

(Determining system according to second embodiment)

[0084] FIG. 9 is a diagram depicting an example of the determining system according to a second embodiment. In
FIG. 9, portions identical to those depicted in FIGs. 1 and 2 are given the same reference numerals used in FIGs. 1 and
2, and description thereof is omitted. As depicted in FIG. 9, a determining system 900 according to the second embodiment
includes a determining apparatus 910 and monitoring apparatuses 921 to 923. The monitoring apparatuses 921 to 923
respectively, for example, may be any of the monitoring apparatuses 121 to 128 depicted in FIGs. 1 and 2. The monitoring
apparatuses 921 to 923 are provided so as to encompass the given area 101.
[0085] The determining apparatus 910 is an apparatus that can communicate with the monitoring apparatuses 921 to
923. Further, the determining apparatus 910 may be an apparatus that is provided separately from the monitoring
apparatuses 921 to 923, or may be an apparatus that is provided in any one of the monitoring apparatuses 921 to 923.
In the example depicted in FIG. 9, the determining apparatus 910 is provided in the monitoring apparatus 921.
[0086] The given area 101 depicted in FIG. 9, similar to the given area 101 depicted in FIG. 1, has the node group
102 scattered therein and the vacant area 103 in which no node is present. A target node 901 included in the node group
102 is assumed to have transmitted a wireless signal in a vicinity thereof. For example, the target node 901 transmits
a wireless signal indicating sensing results obtained by a sensor of the target node 901. The wireless signal transmitted
by the target node 901 is multi-hop transferred by the node group 102 while the hop count indicated by hop count
information is incremented, and the wireless signal is received by the monitoring apparatuses 921 to 923. The monitoring
apparatuses 921 to 923 transmit to the determining apparatus 910, the hop count information of the received wireless
signal.
[0087] The determining apparatus 910 is a determining apparatus that determines the position of the target node 901.
More specifically, the determining apparatus 910 calculates based on the hop count information received from the
monitoring apparatuses 921 to 923, estimated distances between the target node 901 and the monitoring apparatuses
921 to 923. The calculation of the estimated distances based on the hop count information, for example, can be performed
by the method depicted in FIG. 8.
[0088] Based on the calculated estimated distances, the determining apparatus 910 calculates estimation curves 931
to 933 that originate at the monitoring apparatuses 921 to 923, respectively. For example, the estimation curve 931 is
centered about the monitoring apparatus 921 and is an arc whose radius is the estimated distance between the target
node 901 and the monitoring apparatus 921.



EP 2 890 185 A1

11

5

10

15

20

25

30

35

40

45

50

55

[0089] Further, the determining apparatus 910 obtains vacant area information that indicates the range of the vacant
area 103. The vacant area information, for example, is input to the determining apparatus 910 by the user and is stored
to the memory of the determining apparatus 910. For example, the user measures the position of the vacant area 103
in the given area 101. Measurement of the position of the vacant area 103, for example, can be performed using a visual
survey, a measuring instrument (X ray imaging device, etc.), sonic survey, and the like. Further, the determination result
by the determining apparatus 110 may be used as the vacant area information.
[0090] Since the vacant area 103 is present between the estimation curve 932 and the monitoring apparatus 922, the
determining apparatus 910 corrects the estimation curve 932 based on the vacant area information, which indicates the
range of the vacant area 103. Estimation curve correction based on the vacant area information will be described
hereinafter (for example, refer to FIG. 10. An estimation curve 932a is the estimation curve 932 after correction. The
determining apparatus 910 calculates intersections of the estimation curves 931, 932a, 933 and thereby, determines
the position of the target node 901. As a result, the position of the target node 901, which is the transmission source of
the wireless signal, can be determined more accurately.

(Estimation curve correction by determining system)

[0091] FIG. 10 is a diagram (part 1) depicting an example of estimation curve correction by the determining system.
In FIG. 10, portions identical to those in FIG. 9 are given the same reference numerals used in FIG. 9 and description
thereof is omitted. For example, the monitoring apparatus 921 and the monitoring apparatus 922 are assumed to be
arranged to sandwich the vacant area 103.

<Calculation of effect level per unit length of vacant area>

[0092] The determining apparatus 910 calculates for the estimated distance based on hop count, the effect level per
unit length of the vacant area 103. More specifically, the determining apparatus 910 causes a survey signal (wireless
signal) to be transmitted and received between the monitoring apparatus 921 and the monitoring apparatus 922, by
multi-hop communication by the node group 102 and thereby, obtains the hop count of the wireless signal between the
monitoring apparatus 921 and the monitoring apparatus 922. The determining apparatus 910 calculates an estimated
distance between the monitoring apparatus 921 and the monitoring apparatus 922, based on the obtained hop count.
The calculation of estimated distance based on hop count is identical to the estimated distance calculation depicted in
FIG. 8.
[0093] The determining apparatus 910 obtains distance information that indicates the actual distance between the
monitoring apparatus 921 and the monitoring apparatus 922. The distance information, for example, is stored in the
memory of the determining apparatus 910, in advance. The determining apparatus 910 may obtain the distance infor-
mation by a calculation based on information indicating the position coordinates of the monitoring apparatuses 921, 922.
The position coordinates of the monitoring apparatuses 921, 922, for example, may be stored in the memory of the
determining apparatus 910, in advance or may be obtained from the monitoring apparatuses 921, 922.
[0094] The determining apparatus 910 calculates the difference of the estimated distance and actual distance between
the monitoring apparatus 921 and the monitoring apparatus 922.
[0095] The determining apparatus 910 calculates a straight line connecting the monitoring apparatus 921 and the
monitoring apparatus 922. More specifically, the position coordinates of the monitoring apparatuses 921, 922 are as-
sumed to be (x1, y1) and (x2, y2), respectively. The determining apparatus 910 can calculate a straight line connecting
the monitoring apparatuses 921, 922 by substituting x1, y1, x2, y2 into (y2-y1)x+(x2-x1)y+x2y1-x1y2=0. In the example
depicted in FIG. 10, a straight line 1010 is calculated.
[0096] The determining apparatus 910 calculates intersections of the calculated straight line 1010 and the border of
the vacant area 103. More specifically, the determining apparatus 910 calculates the solution to a system of equations
including an equation representing the straight line 1010 and an equation representing the range of the vacant area 103
and thereby, calculates intersections of the straight line 1010 and the border of the vacant area 103. In the example
depicted in FIG. 10, intersections 1021, 1022 are calculated.
[0097] The determining apparatus 910 calculates the distance between the intersections 1021, 1022. The determining
apparatus 910 divides the difference of the estimated distance and the actual distance between the monitoring apparatus
921 and the monitoring apparatus 922 by the distance between the intersections 1021, 1022. As a result, in the estimated
distance based on hop count, the effect level per unit length of the vacant area 103 can be calculated.

<Estimation curve calculation>

[0098] FIG. 11 is a diagram (part 2) depicting an example of estimation curve correction by the determining system.
The determining apparatus 910 calculates an arc whose center is at the position coordinates of the monitoring apparatus
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922 and whose radius is the estimated distance between the target node 901 and the monitoring apparatus 922, based
on the hop count from the target node 901 (refer to FIG. 9). As a result, an estimation curve 1110 based on the monitoring
apparatus 922 can be calculated.
[0099] The determining apparatus 910 determines whether at least one portion of a vacant area 103 is present between
the position coordinates of the monitoring apparatus 922 and the estimation curve 1110. If no vacant area 103 is present
between the position coordinates of the monitoring apparatus 922 and the estimation curve 1110, the determining
apparatus 910 does not correct the estimation curve 1110.
[0100] If at least one portion of a vacant area 103 is present between the position coordinates of the monitoring
apparatus 922 and the estimation curve 1110, the determining apparatus 910 selects a point 1111 on the estimation
curve 1110 and calculates a straight line 1112 connecting the monitoring apparatus 922 and the point 1111.
[0101] For example, the position coordinates of the monitoring apparatus 922 are assumed to be (x0, y0), and a point
(x1, y1) on the perimeter of a circle whose radius is r satisfies (x1-x0)2+(y1-y0)2=r2. Therefore, a straight line passing
through the point 1111 and the position coordinates (x0, y0) of the monitoring apparatus 922 is (x-x1)/(x0-x1)=(y-y1)/(y0-
y1).
[0102] The determining apparatus 910 calculates the distance between intersections 1121, 1122 of the straight line
1112 and the vacant area 103, if the calculated straight line 1112 has a portion overlapping the vacant area 103. For
example, the position coordinates of the intersections 1121, 1122 are assumed to be (x1, y1) and (x2, y2), and the
distance between the intersections is √((x2-x1)2+(y2-y1)2). Therefore, the length of the portion of the straight line 1112
overlapping the vacant area 103 can be calculated.
[0103] The determining apparatus 910 multiplies the obtained effect level per unit length of the vacant area 103 by
the calculated distance between the intersections 1121, 1122. As a result, the effect level of the vacant area 103 at the
point 1111 can be calculated.
[0104] The determining apparatus 910 causes the point 1111 to move by the distance of the calculated product, toward
the position coordinates of the monitoring apparatus 922. The point 1111a is the point 1111 after movement toward the
position coordinates of the monitoring apparatus 922, by the distance of the calculated product. More specifically, the
determining apparatus 910 calculates the point 1111a by calculating the point (x, y), which is (x-x1)/(0-x1)=(y-y1)/(y0-
y1) and (x1-x)2+(y1-y)2=(effect level of vacant area 103 at point 1111)2. As a result, the point 1111 on the estimation
curve 1110 can be corrected based on the effect level of the vacant area 103.
[0105] FIG. 12 is a diagram (part 3) depicting an example of estimation curve correction by the determining system.
As depicted in FIG. 12, by performing the correction performed for the point 1111 on the estimation curve 1110 with
respect to other points on the estimation curve 1110, the determining apparatus 910 can obtain an estimation curve
1110a, which is the estimation curve 1110 after correction based on the effect level of the vacant area 103.

(Hardware configuration of determining apparatus and monitoring apparatus)

[0106] The determining apparatus 910 and the monitoring apparatuses 921 to 923, for example, can be realized by
the information processing apparatus 300 depicted in FIG. 3. The determining apparatus 910 and the monitoring appa-
ratuses 921 to 923 may be realized by separate information processing apparatuses 300 or may be realized by a single
information processing apparatus 300. Further, the determining apparatus 110 according to the first embodiment and
the determining apparatus 910 according to the second embodiment can be realized by a single information processing
apparatus 300.

(Configuration of determining apparatus according second embodiment)

[0107] FIG. 13 is a diagram depicting an example of a configuration of the determining apparatus according to the
second embodiment. As depicted in FIG. 13, the determining apparatus 910 according to the second embodiment
includes an obtaining unit 1301, a calculating unit 1302, a correcting unit 1303, and a determining unit 1304.
[0108] The obtaining unit 1301 regards each of the monitoring apparatuses 921 to 923 as a target monitoring apparatus
and obtains hop count information indicating the hop count for a wireless signal transmitted from a target node 901
(target wireless communications apparatus) and to be received by the target monitoring apparatus by multi-hop com-
munication by the node group. The obtaining unit 1301 notifies the calculating unit 1302 of the hop count indicated by
the obtained hop count information.
[0109] The calculating unit 1302 regards each of the monitoring apparatuses 921 to 923 as a target monitoring appa-
ratus, and calculates an estimated distance between the target monitoring apparatus and the target node 901, based
on the hop count notified from the obtaining unit 1301. The calculating unit 1302 regards each of the monitoring appa-
ratuses 921 to 923 as a target monitoring apparatus and calculates based on the calculated estimated distance, an
estimation line (estimation curve) that indicates candidates of the position of the target node 901. The calculating unit
1302 notifies the correcting unit 1303 of the calculated estimation curve.
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[0110] The correcting unit 1303 obtains vacant area information indicating the range of a vacant area 103 in which no
node of the node group 102 of the given area 101 is present. The correcting unit 1303 regards each of the monitoring
apparatuses 921 to 923 as a target monitoring apparatus and corrects based on the obtained vacant area information,
the estimation curve notified by the calculating unit 1302. The correcting unit 1303 notifies the determining unit 1304 of
the corrected estimation curve.
[0111] The determining unit 1304 determines the position of the target node 901 based on an intersection of the
estimation curves notified by the correcting unit 1303. The determining unit 1304 outputs a determination result.
[0112] The obtaining unit 1301, for example, can be realized by the CPU 301 and the communications unit 303 depicted
in FIG. 3. The calculating unit 1302, the correcting unit 1303, and the determining unit 1304, for example, can be realized
by the CPU 301 depicted in FIG. 3. Further, the determination result output from the determining unit 1304, for example,
is output to an external destination by the communications unit 303 and/or the input/output interface 305.

(Determination operation of determining apparatus according to second embodiment)

[0113] FIG. 14 is a flowchart depicting an example of determination operation of the determining apparatus according
to the second embodiment. The determining apparatus 910 according to the second embodiment, for example, executes
the following operations. The determining apparatus 910 determines whether estimation curves based on each of the
monitoring apparatuses (the monitoring apparatuses 921 to 923) have been calculated (step S1401). If an estimation
curve has not be calculated for any one of the monitoring apparatuses (step S1401: NO), the determining apparatus
910 obtains vacant area information (step S1402). The obtaining of the vacant area information may be performed before
step S1401.
[0114] The determining apparatus 910 obtains the hop count of the wireless signal, i.e., the hop count from the target
node 901 to the target monitoring apparatus for which no estimation curve has been calculated (step S1403). The
determining apparatus 910 calculates an estimated distance between the target monitoring apparatus and the target
node 901, based on the hop count obtained at step S1403 (step S1404).
[0115] The determining apparatus 910, as an estimation curve based on the target monitoring apparatus, calculates
a circle whose center is the target monitoring apparatus and whose radius is the estimated distance calculated at step
S1404 (step S1405). The determining apparatus 910 determines based on the vacant area information obtained at step
S1402, whether a vacant area is present between the target monitoring apparatus and the estimation curve calculated
at step S1405 (step S1406).
[0116] At step S1406, if no vacant area is present (step S1406: NO), the determining apparatus 910 returns to step
S1401. If a vacant area is present (step S1406: YES), the determining apparatus 910 corrects based on the vacant area
information obtained at step S1402, the estimation curve calculated at step S1405 (step S1407), and returns to step
S1401. The estimation curve correction will be described hereinafter (for example, refer to FIG. 15).
[0117] At step S1401, if estimation curves based on each of the monitoring apparatuses have been calculated (step
S1401: YES), the determining apparatus 910 calculates intersections of the calculated estimation curves (step S1408).
The determining apparatus 910 calculates the center of gravity of the intersections calculated at step S1408 and thereby,
determines the position of the target node (step S1409), and ends a series of operations.

(Correction operations of determining apparatus according to second embodiment)

[0118] FIG. 15 is a flowchart depicting an example of correction operation of the determining apparatus according to
the second embodiment. The determining apparatus 910, for example, executes the following operations as the estimation
curve correction operation at step S1407 depicted in FIG. 14.
[0119] The determining apparatus 910 obtains the effect level per unit length of the vacant area indicated by the vacant
area information (step S1501). The determining apparatus 910 determines whether points on the estimation curve based
on the target monitoring apparatus have been subject to processing at step S1503 described hereinafter (step S1502).
If the points on the estimation curve have not been processed (step S1502: NO), the determining apparatus 910 regards
an unprocessed point among the points on the estimation curve as a target point, and calculates a straight line connecting
the target point and the target monitoring apparatus (step S1503).
[0120] The determining apparatus 910 determines based on the vacant area information, whether a portion of the
straight line calculated at step S1503 overlaps the vacant area (step S1504). If no overlapping portion is present (step
S1504: NO), the determining apparatus 910 returns to step S1502. If an overlapping portion is present (step S1504:
YES), the determining apparatus 910 calculates the length of the portion of the straight line calculated at step S1503
and overlapping the vacant area (step S1505).
[0121] The determining apparatus 910 multiples the effect level per unit length obtained at step S1501 by the length
of the overlapping portion calculated at step S1505 (step S1506). The determining apparatus 910 causes the target
point on the estimation curve based on the target monitoring apparatus to move toward the target monitoring apparatus
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by the distance of the product calculated at step S1506 (step S1507), and returns to step S1502.
[0122] At step S1502, if the points on the estimation curve have been processed (step S1502: YES), the determining
apparatus 910 ends a series of the correction operations. As a result, the estimation curve can be corrected based on
the vacant area information.
[0123] Thus, based on the range of the vacant area 103, in which no node is present, the determining apparatus 910
according to the second embodiment corrects the node-position estimation curves 931 to 933 that are based on the hop
count from the target node 901 to the monitoring apparatuses 921 to 923. As a result, even if a vacant area 103 is
present between the target node 901 and any one of the monitoring apparatuses 921 to 923, the position of the target
node 901 can be determined with good accuracy.
[0124] Further, by combining the first embodiment and the second embodiment, a determining apparatus can be
realized that executes determination concerning the vacant area 103 and determination of the position of the target node
901 based on the determination result of the vacant area 103 and the hop count.
[0125] The determining method described in the present embodiment may be implemented by executing a prepared
program on a computer such as a personal computer and a workstation. The program is stored on a computer-readable
recording medium such as a hard disk, a flexible disk, a CD-ROM, an MO, and a DVD, read out from the computer-
readable medium, and executed by the computer. The program may be distributed through a network such as the Internet.
[0126] In each of the embodiments described, although a configuration has been described that determines position
based on 2-dimensional position coordinates, the configuration may be one that determines position based in 3-dimen-
sional position coordinates. For example, a straight line passing through two 3-dimensional position coordinates (x1,
y1, z1), (x2, y2, z2) can be calculated by (x-x1)/(x2-x1)=(y-y1)/(y2-y1)=(z-z1)/(z2-z1).
[0127] Further, the center of gravity of three or more 3-dimensional position coordinates (x1, y1, z1), (x2, y2, z2), ...,
(xm, ym, zm) can be calculated by ((x1+x2+...+xm)/m, (y1+y2+...+ym)/m, (z1+z2+...+zm)/m).
[0128] The distance between two 3-dimensional position coordinates (x1, y1, z1), (x2, y2, z2) can be calculated by
√((x2-x1)2+(y2-y1)2+(z2-z1)2).
[0129] A sphere whose center is at the 3-dimensional position coordinates (x1, y1, z1) and whose radius is r, can be
calculated by (x-x1)2+(y-y1)2+(z-z1)2=r2.
[0130] Further, a point (x1, y1, z1) on the surface of the sphere whose center is at the 3-dimensional position coordinates
(x0, y0, z0) and whose radius is r, can be calculated by (x1-x0)2+(y1-y0)2+(z1-z0)2=r2. A straight line passing through
the point (x1, y1, z1) on the surface of the sphere and the center of the sphere (x0, y0, z0) can be calculated by (x-
x1)/(x0-x1)=(y-y1)/(y0-y1)=(z-z1)/(z0-z1).
[0131] A point that results by moving the 3-dimensional position coordinates (x1, y1, z1) a given distance can be
calculated by calculating a point (x, y, z) that is (x-x1)/(x0-x1)=(y-y1)/(y0-y1)=(z-z1)/(z0-z1) and (x1-x)2+(y1-y)2+(z1-
z)2=(given distance)2.
[0132] Further, the distance between nodes in the given area 101 can be calculated based on the density [node/area]
of the node group 102 in the given area 101. For example, the distance between nodes in the given area 101 can be
calculated by 1/ρ1/3, where ρ is the density of the node group 102 in the given area 101.

EXPLANATIONS OF LETTERS OR NUMERALS

[0133]

100, 900 determining system
101 given area
102 node group
103 vacant area
110, 910 determining apparatus
121 to 128, 921 to 923 monitoring apparatus
211 to 213, 1010, 1112 straight line
221 to 223, 1021, 1022, 1121, 1122 intersection
230 center of gravity
300 information processing apparatus
301 CPU
302 memory
303 communications unit
304, 407 antenna
305 input/output interface
310, 410 bus
400 wireless communications apparatus
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401 harvester
402 battery
403 power control unit
404 sensor
405 MCU
406 wireless communications unit
501, 1301 obtaining unit
502 control unit
503, 1302 calculating unit
504, 1304 determining unit
801 partial area
802 distance
811 to 816 node
901 target node
931, 932, 932a, 933, 1110, 1110a estimation curve
1303 correcting unit

Claims

1. A determining method comprising:

obtaining distance information that indicates a distance between monitoring apparatuses (121-128) disposed
to encompass a given area in which wireless communications apparatuses (102) are scattered;
causing a wireless signal to be transmitted and received between the monitoring apparatuses (121-128) by
multi-hop communication among the wireless communications apparatuses (102);
calculating an estimated distance between the monitoring apparatuses (102), based on a hop count of the
wireless signal multi-hop communicated among the monitoring apparatuses (121-128); and
making a determination concerning a vacant area in which none of the wireless communications apparatuses
(102) is present, based on a result of comparison of the distance indicated by the obtained distance information
and the calculated estimated distance.

2. The determining method according to claim 1, wherein
the monitoring apparatuses (121-128) include at least four monitoring apparatuses (121-128) encompassing the
given area,
the obtaining includes obtaining the distance information for respective combinations of the monitoring apparatuses
(121-128),
the calculating includes calculating the estimated distance for the respective combinations of the monitoring appa-
ratuses, and
the making of the determination includes extracting from among the respective combinations of the monitoring
apparatuses (121-128), a combination for which a difference of the distance indicated by the distance information
and the estimated distance is at least a threshold, and determining a position of the vacant area, based on an
extraction result.

3. The determining method according to claim 2, wherein
the making of the determination includes when the combination for which the difference is at least the threshold is
extracted in plural, calculating for each extracted combination, a straight line connecting the monitoring apparatuses
(121-128) of the combination, and determining the position of the vacant area, based on an intersection of the
calculated straight lines.

4. The determining method according to claim 3, wherein
the making of the determination includes when the combination for which the difference is at least the threshold is
extracted in a plurality of at least three combinations, calculating intersections of the straight lines, and determining
a range of the vacant area, based on a center of gravity of the calculated intersections and the intersections.

5. The determining method according to claim 4, wherein
the making of the determination includes determining that a range encompassed by a circle that has a center at the
center of gravity and includes the intersections is the vacant area.
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6. The determining method according to claim 5, wherein
the making of the determination includes calculating a greatest value among distances between the center of gravity
and each of the intersections, and determining that the range encompassed by the circle that has a center at the
center of gravity and a radius of the calculated greatest value is the vacant area.

7. The determining method according to any one of claims 1 to 6, wherein
the calculating includes calculating the estimated distance based on the hop count and, a distance between the
wireless communications apparatuses (102) and calculated from a density of the wireless communications appa-
ratuses (102) in the given area.

8. The determining method according to claim 7, wherein
the calculating includes calculating the estimated distance based on a product of the distance between the wireless
communications apparatuses (102), the hop count, and a coefficient corresponding to a reachable distance of the
wireless signal transmitted by the wireless communications apparatuses (102).

9. The determining method according to any one of claims 1 to 8, wherein
the monitoring apparatuses (121-128) transmit the wireless signal at a power equal to the power at which the wireless
communications apparatuses (102) transmit the wireless signal.

10. The determining method according to any one of claims 1 to 9, wherein
each monitoring apparatus among the monitoring apparatuses (121-128), when receiving from multiple paths of the
wireless communications apparatuses (102), the wireless signal for which a transmission source is identical, obtains
the hop count that is smallest among the hop counts of the received wireless signal.

11. A determining program causing a computer to execute a process comprising:

obtaining distance information that indicates a distance between wireless communications apparatuses (102)
disposed to encompass a given area in which wireless communications apparatuses (102) are scattered;
causing a wireless signal to be transmitted and received between the monitoring apparatuses (121-128) by
multi-hop communication among the wireless communications apparatuses (102);
calculating an estimated distance between the monitoring apparatuses (121-128), based on a hop count of the
wireless signal multi-hop communicated among the monitoring apparatuses (121-128); and
making a determination concerning a vacant area in which none of the wireless communications apparatuses
(102) is present, based on a result of comparison of the distance indicated by the obtained distance information
and the calculated estimated distance.

12. A determining apparatus (110) comprising:

a storage apparatus (302) storing therein information received from wireless communications apparatuses (102)
disposed to encompass a given area in which wireless communications apparatuses (102) are scattered; and
a processing apparatus (300) that processes the information stored in the storage apparatus (302), wherein
the processing apparatus (300):

obtains distance information indicating a distance between the monitoring apparatuses (121-128),
causes a wireless signal to be transmitted and received between the monitoring apparatuses (121-128) by
multi-hop communication among the wireless communications apparatuses (102),
calculates an estimated distance between the monitoring apparatuses (121-128), based on a hop count of
the wireless signal multi-hop communicated among the monitoring apparatuses (121-128), and
makes a determination concerning a vacant area in which none of the wireless communications apparatuses
(102) is present, based on a result of comparison of the distance indicated by the obtained distance infor-
mation and the calculated estimated distance.

13. A determining system comprising:

wireless communications apparatuses (102) disposed to encompass a given area in which wireless communi-
cations apparatuses (102) are scattered; and
a determining apparatus (110) that includes:
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a storage apparatus (302) storing therein information received from the monitoring apparatuses (121-128) ;
a processing apparatus (300) that processes the information stored in the storage apparatus (302), wherein

processing apparatus (300):

obtains distance information indicating a distance between the monitoring apparatuses (121-128),
causes a wireless signal to be transmitted and received between the monitoring apparatuses (121-128) by
multi-hop communication among the wireless communications apparatuses (102),
calculates an estimated distance between the monitoring apparatuses (121-128), based on a hop count of
the wireless signal multi-hop communicated among the monitoring apparatuses (121-128), and
makes a determination concerning a vacant area in which none of the wireless communications apparatuses
(102) is present, based on a result of comparison of the distance indicated by the obtained distance infor-
mation and the calculated estimated distance.

14. A determining method comprising:

obtaining distance information that indicates a distance between first monitoring apparatuses disposed to en-
compass a given area in which wireless communications apparatuses are scattered;
causing a wireless signal to be transmitted and received between the first monitoring apparatuses by multi-hop
communication among the wireless communications apparatuses;
calculating an estimated distance between the first monitoring apparatuses, based on a hop count of the wireless
signal multi-hop communicated among the first monitoring apparatuses; and
making a determination concerning a vacant area in which none of the wireless communications apparatuses
is present, based on a result of comparison of the distance indicated by the obtained distance information and
the calculated estimated distance;
obtaining for each monitoring apparatus among second monitoring apparatuses disposed to encompass the
given area, hop count information that indicates a hop count for a wireless signal that is transmitted from a
target wireless communications apparatus included in the wireless communications apparatuses, to be received
by the monitoring apparatus by the multi-hop communication among the wireless communications apparatuses;
calculating an estimation line that indicates a candidate of a position of the target wireless communications
apparatus, the estimation line being calculated for each monitoring apparatus among the second monitoring
apparatuses, and calculated from an estimated distance between the monitoring apparatus and the target
wireless communications apparatus, the estimated distance being based on the hop count indicated by the
obtained hop count information;
correcting for each monitoring apparatus among the second monitoring apparatuses, the calculated estimation
line, based on a determination result concerning the vacant area; and
determining a position of the target wireless communications apparatus, based on intersection of the corrected
estimation line.
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