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Description

CROSS-REFERENCE

[0001] This application is related to US Patent Appli-
cation Serial No. 09/776,281, currently pending, filed
February 2, 2001, entitled "Method of Making a Flexible
Substrate Containing Self-assembling Microstructures."

BACKGROUND OF THE INVENTION

FIELD OF THE INVENTION

[0002] This invention relates to the field of Radio Fre-
quency Identification (RFID) tags and labels, and to par-
ticular methods of manufacturing them, including a roll-
to-roll method of manufacture and an alternative sheet-
to-roll method of manufacture.

PRIOR ART

[0003] RFID tags and labels have a combination of an-
tennas and analog and/or digital electronics, which may
include for example communications electronics, data
memory, and control logic. RFID tags and labels are
widely used to associate an object with an identification
code. For example, RFID tags are used in conjunction
with security-locks in cars, for access control to buildings,
and for tracking inventory and parcels. Some examples
of RFID tags and labels appear in U.S. Patent Nos.
6,107,920, 6,206,292, and 6,262,292.
[0004] RFID tags and labels include active tags, which
include a power source, and passive tags and labels,
which do not. In the case of passive tags, in order to
retrieve the information from the chip, a "base station" or
"reader" sends an excitation signal to the RFID tag or
label. The excitation signal energizes the tag or label,
and the RFID circuitry transmits the stored information
back to the reader. The "reader" receives and decodes
the information from the RFID tag. In general, RFID tags
can retain and transmit enough information to uniquely
identify individuals, packages, inventory and the like.
RFID tags and labels also can be characterized as to
those to which information is written only once (although
the information may be read repeatedly), and those to
which information may be written during use. For exam-
ple, RFID tags may store environmental data (that may
be detected by an associated sensor), logistical histories,
state data, etc.
[0005] Methods for manufacturing RFID labels are dis-
closed in PCT Publication No. WO 01/61646 by Moore
North America, Inc.. The method disclosed in PCT Pub-
lication No. WO 01/61646 uses a number of different
sources of RFID inlets, each inlet including an antenna
and a chip. A plurality of webs are matched together and
RFID labels are die cut from the webs, to produce RFID
labels with liner. Alternatively, linerless RFID labels are
produced from a composite web with a release material

on one face and pressure sensitive adhesive on the other,
the labels formed by perforations in the web. Various
alternatives are possible.
[0006] Still other RFID devices and methods for man-
ufacturing RFID labels are disclosed in United States Pat-
ent Application Publication No. US2001/0053675 by
Plettner. The devices include a transponder comprising
a chip having contact pads and at least two coupling el-
ements, which are conductively connected with the con-
tact pads. The coupling elements are touch-free relative
to each other and formed in a self-supported as well as
a free-standing way and are essentially extended parallel
to the chip plane. The total mounting height of the trans-
ponder corresponds essentially to the mounting height
of the chip. The size and geometry of the coupling ele-
ments are adapted for acting as a dipole antenna or in
conjunction with an evaluation unit as a plate capacitor.
Typically, the transponders are produced at the wafer
level. The coupling elements can be contacted with the
contact pads of the chip directly at the wafer level, i.e.,
before the chips are extracted from the grouping given
by the wafer.
[0007] In many applications, it is desirable to reduce
the size of the electronics as small as possible. Appli-
cants’ assignee Avery Dennison Corporation has been
working with Alien Technology Corporation and others
to identify materials, devise constructions, and develop
processing techniques to efficiently produce rolls of a
flexible substrate filled with "small electronic blocks".
[0008] Considering the flexible substrate filled with
"small electronic blocks," Alien Technology Corporation
("Alien"), of Morgan Hill, California, for example, has de-
veloped techniques for manufacturing microelectronic el-
ements as small electronic blocks, which Alien calls "Na-
noBlocks", and then depositing the small electronic
blocks into recesses on an underlying substrate. To re-
ceive the small electronic blocks, a planar substrate 200
(Fig. 1) is embossed with numerous receptor wells 210.
The receptor wells 210 are typically formed in a pattern
on the substrate. For instance, in Fig. 1 the receptor wells
210 form a simple matrix pattern that may extend over
only a predefined portion of the substrate, or may extend
across substantially the entire width and length of the
substrate, as desired.
[0009] To place the small electronic blocks into the re-
cesses, Alien uses a technique known as Fluidic Self
Assembly ("FSA"). The FSA method includes dispersing
the small electronic blocks in a slurry, and then flowing
the slurry over the top surface of the substrate. The small
electronic blocks and recesses have complementary
shapes, and gravity pulls the small electronic blocks
down into the recesses. The end-result is a substrate
(e.g., a sheet, a web, or a plate) that is embedded with
tiny electronic elements. Fig. 2 illustrates a small elec-
tronic block 100 disposed within a recess 210. Between
the block 100 and the substrate 220 is a metallization
layer 222. The block 100 has a top surface with a circuit
224 disposed thereon.
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[0010] Alien has a number of patents on its technique,
including U.S. Patent Nos. 5,783,856; 5,824,186;
5,904,545; 5,545,291; 6,274,508; and 6,281,036. Fur-
ther information can be found in Alien’s Patent Cooper-
ation Treaty publications, including WO 00/49421; WO
00/49658; WO 00/55915; WO 00/55916; WO 00/46854
and WO 01/33621. Other recent publications of interest
appeared in the information Display, Nov. 2000, Vol. 16,
No. 11 at pp. 12-17, and in a paper published by the MIT
Auto-ID Center, entitled, "Toward the 5 Cent Tag," pub-
lished in February 2002. Further details regarding the
manufacture of the microstructure elements and the FSA
processes may be found in U.S. Patents 5,545,291 and
5,904,545, and in PCT/US99/30391 at WO 00/46854.
[0011] As set forth in the MIT Auto-ID Center publica-
tion cited above, the electronic blocks may be located in
the openings by a vibratory feeder assembly, such as
that developed by Philips, instead of the Fluidic Self-As-
sembly method. Alternively, the electronic blocks may be
located into the openings with a deterministic pick and
place method, which can use a robot arm to pick the
electronic elements and place them one at a time into
respective openings, as described in U.S. Patent No.
6,274,508.
[0012] In yet another approach to locating the electron-
ic blocks, the webstock or sheetstock may include open-
ings that extend through the entire thickness of the sheet.
A vacuum may be applied below the webstock to pull the
electronic blocks into and to fill the openings.
[0013] WO 00/14773 A, DE 198 40 226 A, FR-A-2 775
533 and DE 196 34 473 A relate to methods and devices
for the parallel handling of a plurality of circuit chips which,
in a first configuration that corresponds to the configura-
tion of the same in the original interconnected wafers,
are arranged on the surface of an auxiliary support sub-
strate, wherein the plurality of circuit chips are received
by a plurality of receiving devices for placing the chips
on a second support.
[0014] US 6,139,664 discloses a process for producing
plastic cards with a layer structure. In each card, a flat
coil and a chip which are connected to each other, are
embedded. A subsequent web is arranged on the first
web comprising apertures of the components, i.e. for the
flat coil and the chip. At least one covering web is applied.
The different webs are joint together by lamination so as
to form a final web. The plastic cards are made from the
final web.
[0015] EP 1 039 543 A2 discloses a matrix web, on
which an array of interposers is arranged. At each inter-
poser a chip is placed, and thus form an interposer-chip
subassembly. The chip via the interposer is connected
across a gap between two antenna portions, thus creat-
ing an RFID.
[0016] WO 02/097723 discloses a smart label, which
comprises a circuitry pattern on a smart label substrate
and a structural part comprises an integrated circuit on
a chip on a structural part substrate. The material of the
smart label substrate is flexible but still has a suitable

rigidity and fulfils certain properties, such as a minor dis-
sipation factor. The dissipation factor describes the die-
lectric losses of a capacitor. Suitable materials include
for example polyolefins, such as polypropylene or poly-
ethylene. The dissipation factors of the polyolefins are
approximately equal to zero.
[0017] WO 97/03466 A1 discloses an integrated circuit
chip card made by a plurality of lamina and forming a
chip module cavity complementarily-shaped to the sides
of a contact stratum of a chip module for achieving a
nested relation. Further, a method and a system for man-
ufacturing an integrated circuit chip wherein one of sev-
eral webs forming the lamina may be processed in par-
allel wherein one of said webs has integrated chip mod-
ules premounted thereon for subsequent lamination with
the other webs, and wherein the registration of webs and
seating of the integrated circuit chip module within a cav-
ity occurs at substantially the same time, and while chem-
ical bonding media therebetween remains fluid and open.
The cards may be cut from the laminate within the chem-
ical bond has not yet cured.
[0018] The present invention addresses a significant
need in these methods involving the placement of small
electronic blocks or chips in openings of a flexible sub-
strate, as well as in more conventional surface mounting
techniques for placing chips on flexible substrates. That
is, it can be desirable to space the chips at densities
exceeding the densities of antennas to which the chips
later are bonded, e.g. antennas formed on webstock. The
present invention provides this capability, furthermore,
using techniques well suited to high speed roll-to-roll pro-
duction of RFID tags and labels.

SUMMARY OF THE INVENTION

[0019] This invention relates to a method of making
articles for RFID (Radio Frequency Identification), such
as tags or labels according to claim 1. This method proc-
esses flexible webstock or sheetstock with embedded or
surface mounted chips - herein called "RFID webstock"
or "RFID sheetstock", respectively.
[0020] As used in this patent application, the "pitch" of
elements on a webstock or sheetstock (such as chips
within an RFID webstock, or labels within a label stock)
means the center-to-center distance between adjacent
elements. In the present invention, the pitch of chips may
be different than the pitch of an array of RFID tags or
labels to be formed: (a) in the longitudinal (also called
the "down web") direction; (b) in the transverse (or "cross
web") direction, or (c) in both directions. As used in the
present patent application, the "pitch density", or the
number per unit area e.g. of chips, is determined by cal-
culating the reciprocal of the product of these pitches.
[0021] In accordance with one aspect of the roll-to-roll
manufacturing method, the pitch density of the chips in
RFID webstock or RFID sheetstock is different from (pref-
erably significantly greater than) the pitch density of the
Individual RFID tags or labels within the roll of tags or
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labels. The difference in pitch density results from a dif-
ference in pitch in the down-web direction, in the cross-
web direction, or in both directions. Typically the pitch of
the chips along each axis of the RFID webstock is less
than or equal to the pitch of antennas along the corre-
sponding axis of the antenna web. This difference in chip
density is attributable to the separation of the RFID web-
stock into "sections", and the adjustment of pitch density
("indexing") of these sections in the roll-to-roll lamination
process. In one embodiment, the RFID webstock is die
cut into a series of sections each containing a cross web
column of chips, and the down-web pitch of chips is in-
creased prior to lamination of the sections to a web con-
taining antennas to form an RFID inlay stock. In another
embodiment, the RFID webstock is die cut into a series
of sections each comprising a lane containing a down-
web row of chips, and these lanes are then spread or
separated to increase the cross-web pitch of chips prior
to lamination of the sections to a web containing anten-
nas. In a third embodiment, an RFID webstock is first slit
into lanes, and then individual sections are cut or sepa-
rated from each lane in order to adjust the down-web
pitch of the individual chip sections.
[0022] The method of the invention is adapted both to
the use of RFID webstock and RFID sheetstock as a
carrier for RFID chips, the former being highly preferred.
The term "RFID microelectronic stock" is used to encom-
pass both RFID webstock and RFID sheetstock. These
terms identify the webstock or sheetstock including RFID
chips and electrical connectors, but before joining to an-
tennas. Once the individual chips are associated with
corresponding antennas, this patent application uses
"RFID inlay" to identify individual chip-antenna assem-
blies, and the term "RFID inlay stock" to identify a web-
stock containing such RFID inlays.
[0023] In a preferred embodiment, the pitch density of
the chips in the RFID inlay stock is the same as the pitch
density of the chips in the final tag or label stock. How-
ever, it is possible further to adjust the pitch density of
the individual RFID inlays and chips as they are integrat-
ed into the final tag or label stock.
[0024] According to one embodiment of the invention,
a method of forming an RFID article includes providing
an RFID webstock having a plurality of recesses, each
of the recesses containing an RFID chip. A second web
is provided having antennas spaced thereon. The RFID
webstock is divided (e.g. severed, or separated) into a
plurality of sections, each of the sections including one
or more of the RFID chips. The pitch of the RFID sections
is indexed from a high pitch density on the RFID web-
stock, to a relatively low pitch density on an RFID inlay
stock. The sections are attached to a plurality of antennas
in an automatic continuous process, so that each of the
RFID chips is joined to (placed in ohmic communication
with) one of the antennas to form an RFID inlay stock.
[0025] According to another embodiment of the inven-
tion, a method of forming an RFID article includes pro-
viding an RFID webstock of polymeric material having

an array of RFID chips. A second web is provided having
antennas spaced thereon. The RFID webstock is divided
into a plurality of sections, each of the sections including
one or more of the RFID chips. The pitch of the RFID
sections is indexed from a relatively high density on the
RFID webstock, to a relatively low density on an RFID
inlay stock. The sections are attached to a plurality of
antennas in an automatic continuous process, so that
each of the RFID chips is adjacent to one of the antennas
to form an RFID inlay stock.
[0026] According to other embodiments, the dividing
and indexing steps may be effected using a cutter mem-
ber and a transport member, the RFID webstock being
passed through a cutting location between the cutter
member and transport member, wherein sections are cut
from the RFID webstock and engaged by the transport
member. The transport member may convey sections
from the cutting location to a transfer location at which
each of the sections is joined to an antenna. The cutter
member and transport member may be, for example, roll-
ers or belts. The transport member may engage sections
with vacuum holders or clamps.
[0027] In the indexing step the down-web spacing of
RFID chips on the RFID webstock may be increased on
the transport member, to match the spacing of antennas
to which these chips are joined at the transfer location.
The indexing step may further include the step of trans-
porting the RFID webstock so as to effect indexing of the
down-web pitch of the RFID chips relative to the pitch of
these chips on the transport member.
[0028] A step of indexing in the cross-web direction
may be done by, for example, slitting the RFID webstock
of polymeric material into lanes, and spreading the lanes
apart. The lanes once separated can travel along diverg-
ing paths, or can be realigned to be travel along parallel
paths (of increased cross-web pitch in comparison to the
original cross-web pitch).
[0029] Another embodiment of the indexing step is to
divide the RFID webstock into a series of cross-web col-
umns of chips, which can be engaged on the transport
member and indexed separately from other columns of
chips.
[0030] The attaching step may be effected by pressing
the transport member against a lamination member at
the transfer location, at which the section and antenna
web pass through a nip or an extended zone of contact
between the transport member and lamination member.
For example the transport member and lamination mem-
ber may both comprise two rollers, or a roller and a belt,
or two belts.
[0031] In another specific embodiment, the method
may further comprise unrolling a first facestock roll and
laminating the first facestock roll to the RFID inlay stock.
A second roll of facestock may be unwound, and the face-
stock from the second roll may be attached to the RFID
Inlay stock opposite the first facestock. The method may
further include the step of forming an adhesive label.
[0032] The antennas may be formed in any of a number
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of different ways such as, for example, (i) printing con-
ductive ink; (ii) sputtering metal; (iii) laminating foil; and
(iv) hot-stamping.
[0033] Considering aspects of the invention further, in
one embodiment of a converting assembly to separate
RFID sections and join them to antennas, the RFID web-
stock is severed into sections by passing the webstock
through a cutting location between a cutter member and
a transport member. Preferably, the transport member
acts as an anvil as sections are cut from the RFID web-
stock. In one embodiment, the transport member and
cutter member are rollers; alternatively one or both of
these members may comprise a belt. The transport mem-
ber may include holders for engaging the cut sections,
such as vacuum holders or clamps. The transport mem-
ber conveys the sections from the cutting location to a
transfer location, at which the sections are joined to an-
tennas to form RFID inlay stock. Preferably the antennas
are carried on a webstock.
[0034] In the preferred operation of this converting as-
sembly, the transport of the RFID webstock, the opera-
tion of the cutter member, and the engagement of the
sections by the transport member, are controlled so as
to increase the pitch of the RFID chips from a relatively
narrow pitch to a relatively wide pitch. Preferably the con-
verting assembly increases the down-web spacing of the
chips. In one embodiment, the transport of the RFID web-
stock may include a shuttle that induces periodic forward
and retrograde motions of the RFID webstock. Prefera-
bly, the motion of the transport member at the transfer
location matches the motion of an antenna-carrying web-
stock, to register the sections with respective antennas.
[0035] This converting assembly may act upon an
RFID webstock containing a single lane of chips (which
may have been slit from a webstock with a plurality of
lanes of chips). In this case, a plurality of such converting
assemblies would be provided, one for each lane of chips.
Alternatively, the converting assembly may act upon
webstock containing a plurality of lanes, wherein each
severed section would include a cross-web column of
chips.
[0036] At the transfer location of the converting assem-
bly, the sections may be subjected to one or more of the
following to facilitate joinder to antennas: heat, pressure,
and actinic radiation. Conductive or non-conductive ad-
hesive may be employed to bond chips to antennas. A
lamination member such as a roller or belt may form a
pressure nip or extended pressure zone to ensure a du-
rable bond between microelectronic elements and an-
tennas. The configuration of chips within respective sec-
tions, and the corifiguration of antennas and other struc-
tures, may be designed to minimize mechanical stress
on chips during pressure bonding.
[0037] In accordance with one illustrative method im-
plementing the present invention, a high pitch density
RFID webstock (or sheetstock) containing semiconduc-
tive chips is provided and, in a continuous process, a
web bearing relatively widely spaced antennas is provid-

ed to receive individual chips, with the pitch of the chips
being changed or greatly increased, as the input web is
die cut. The resultant individual chips are associated with
corresponding antennas forming an RFID inlay stock.
[0038] The RFID webstock includes an array of chips
each with associated circuits. In one embodiment, the
array of chips of the RFID webstock forms a regular pat-
tern such as an orthogonal pattern of down-web rows
and cross-web columns. In this method, the RFID web-
stock is severed or separated into a plurality of sections
each including one or more of the chips, and these sec-
tions are then joined or laminated to an antenna layer to
form an RFID inlay stock. This RFID inlay stock may then
be joined to other layers to form an RFID label stock or
tag stock wherein each tag or label preferably includes
a single chip. An RFID label stock or tagstock may be a
multi-layer structure. A facestock printable layer may be
an upper layer that forms a top surface of the substrate.
The label stock or tag stock may also include a bottom
layer such as a release liner or second facestock.
[0039] Features of the invention may include the use
of a special substrate for the RFID microelectronic stock,
which is easily die cut, has dimensional stability, thermal
stability and/or other desirable properties as discussed
heretofore. A preferred substrate is amorphous thermo-
plastic material that may be in the form of a flexible web
capable of being wound about a core. Alternatively, the
substrate for the RFID microelectronic stock may com-
prise paper or other thin flexible material.
[0040] In one embodiment of the invention, the RFID
webstock contains an array of recesses, nominally each
of which contains a respective chip. The recesses may
be at least about 5 mm deep in some embodiments, and
a recess may have a substantially rectangular bottom
surface and four outwardly sloping side walls. Alterna-
tively, the RFID webstock may be without recesses,
wherein the chips are secured to unindented surfaces of
the webstock.
[0041] This Summary of the Invention summarily de-
scribes certain aspects of the claimed subject matter, but
is not a complete description of the invention. The De-
tailed Description, Drawings and the Claims further iden-
tify and describe features and aspects of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0042] Fig. 1 illustrates a pattern of embossed wells on
the surface of a portion of a web, into which small elec-
tronic blocks of complementary shape may be embed-
ded;
[0043] Fig. 2 illustrates a small electronic block em-
bedded in a well in a section cut out from an embossed
substrate;
[0044] Fig. 3 illustrates an RFID label adhered to a sub-
strate;
[0045] Fig. 4 is a cross-sectional view of one embodi-
ment of a multi-layer construction formed during the man-
ufacturing process;
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[0046] Fig. 5 is a cross-sectional view of the multi-layer
construction of Fig. 4 upon die-cutting, after face material,
adhesive and liner have been added;
[0047] Figs. 6A, 6B and 6C are views of an RFID sec-
tions attached to antennas;
[0048] Fig. 7 is a perspective view of an antenna web;
[0049] Fig. 8 illustrates a process of applying RFID sec-
tions to antennas on a web;
[0050] Fig. 9 illustrates steps in a process for forming
RFID labels;
[0051] Fig. 10 illustrates a process for indexing RFID
sections to antennas in a vertical or machine direction;
[0052] Fig. 11 is a detail of the process of Fig. 10, il-
lustrating in particular a die and anvil arrangement;
[0053] Fig. 12 is a detail illustrating a die and anvil ar-
rangement;
[0054] Fig. 13 illustrates an alternative arrangement
utilizing a belt and rollers;
[0055] Fig. 14 is a simplified diagram illustrating com-
ponents of a system for manufacturing RFID labels;
[0056] Fig. 15 is another diagram illustrating compo-
nents of a system for manufacturing RFID labels; and
[0057] Fig. 16 is a further diagram illustrating compo-
nents of a system for manufacturing RFID labels.

DETAILED DESCRIPTION OF THE INVENTION

I. Introduction

[0058] In the following the units 1 inch -in- corresponds
to 2.54 cm, 1 foot -ft- corresponds to 30.48 cm, and 1 psi
corresponds to 6895 N/m2.
[0059] By way of overview, a low cost method of RFID
label or tag utilizes at least three elements. One element
is an RFID webstock or RFID sheetstock i.e. a continuous
web or sheet that contains microelectronic elements or
RFID chips in an array, as well as electrical connectors
for the chips. In the method of the invention, the webstock
or sheetstock is separated into a series of "sections" each
of which may be incorporated in a given RFID label or
tag. Typically, each section includes one of the RFID
chips, as well as electrical connectors for that chip. In
one embodiment, the RFID webstock or sheetstock in-
cludes a microembossed array of recesses with the RFID
chips secured within these recesses; alternatively the
chips may be secured to unindented surfaces of the RFID
webstock or sheetstock. Note: The present patent appli-
cation interchangeably uses the terms of RFID "chips",
"IC’s", "microelectronic elements", and in certain cases
"blocks" in reference to these elements, whether they are
embedded in the webstock or sheetstock, or mounted to
an unindented surface of the stock.
[0060] The method of the invention is adapted to the
use of RFID webstock and RFID sheetstock as a carrier
for RFID chips, the former being highly preferred. The
term "RFID microelectronic stock" is used herein to en-
compass both RFID webstock and RFID sheetstock.
These terms identify the webstock or sheetstock includ-

ing RFID chips and electrical connectors, but before join-
ing to antennas. Once the individual chips are associated
with corresponding antennas, this patent application us-
es the term "RFID inlay" to identify individual chip-anten-
na assemblies, and the term "RFID inlay stock" to identify
a webstock containing such RFID inlays.
[0061] Another element is a continuous web of a plu-
rality of antennas made from, for example, copper, silver,
aluminum or other thin conductive material (such as
etched or hot-stamped metal foil, conductive ink, sput-
tered metal, etc.). A third element is a continuous web or
sheet of selected materials used to support and protect
the RFID inlay stock, and/or to provide usable form fac-
tors and surface properties (e.g. printability, adhesive an-
chorage, weatherability, etc.) for specific applications.
[0062] The RFID microelectronic stock contains an ar-
ray of chips at a pitch density that can be considerably
higher than the pitch density in an RFID inlay stock that
is formed using this RFID microelectronic stock. This high
density can provide significant advantages, such as fa-
cilitating the placement of microelectronic elements us-
ing an FSA process, or other chip placement process.
Preferably, the pitch density of the chips in the RFID inlay
stock is the same as the pitch density of the chips in final
tag or label stock. However, it is possible further to adjust
the pitch density of the individual inlays and chips as they
are integrated into the final tag or label stock.
[0063] A series of antennas are formed on a continu-
ous web made of film, coated paper, laminations of film
and paper, or other suitable substrate. Preferably, the
pitch density of the antennas is engineered to the specific
dimensions of the label or tag within which it will be
formed, and independent of the pitch density of the sec-
tions.
[0064] The microelectronic stock and the antenna web
are transported through a converting process that index-
es and individualizes the microelectronic sections to a
position associated with each antenna. The process af-
fixes the sections to the antenna using conductive inks
or adhesives applied to the antenna web, forming the
RFID inlay stock. In the preferred embodiment, the inlay
stock includes a matrix surrounding the sections, which
may be discarded. Alternatively, the inlay stock may be
butt cut so as to eliminate a matrix between adjacent
sections (e.g. in the down web direction, or in the cross
web direction).
[0065] The RFID inlay stock is then laminated above
and/or selected label or tag materials made of films, pa-
pers, laminations of films and papers, or other flexible
sheet materials suitable for a particular end use. The re-
sulting continuous web of RFID label stock or RFID tag
stock may then be overprinted with text and/or graphics,
die-cut into specific shapes and sizes into rolls of contin-
uous labels, or sheets of single or multiple labels, or rolls
or sheets of tags.
[0066] Considering now details of specific embodi-
ments, Fig. 3 illustrates a substrate 100 onto which an
RFID label 102 has been adhered. This embodiment of
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a label includes an upper, printable surface 104, and
printed text and/or graphics 106.
[0067] Fig. 4 is a cross-section of a multi-layer label
stock or tag stock from which RFID labels and/or tags
may be formed. The embodiment includes a top web or
facestock layer 400 for carrying printing. A section 402
is provided in conjunction with a center web 404, onto
which an antenna 408 (e.g. of conductive ink or foil) is
printed, sputtered, laminated or otherwise deposited. A
layer of adhesive 406 adheres the facestock 400 to the
inlay web 404.
[0068] Fig. 5 illustrates the multi-layer structure of Fig.
4 as adapted to be cut into a label. A layer of adhesive
414 adheres the inlay web 404 to another layer of face-
stock material 412. A layer of pressure sensitive adhesive
414 urfberlies the facestock layer 412, and is covered
with a silicone-coated release liner 416. Areas at which
the label is cut are indicated by arrows 419 and 420.
[0069] A general purpose, permanent pressure sensi-
tive adhesive or a laminating adhesive is preferred for
adhering the layers of facestock together. A wide variety
of permanent pressure sensitive adhesives are well
known in the art. The pressure sensitive adhesive may
be one of any number of different types of adhesives,
such as acrylic and elastomeric pressure sensitive ad-
hesives. If the label construction illustrated in Fig. 5 is to
be printed in a printer that generates high heat, such as
a laser printer, the adhesive layer 414 may be made to
be temperature stable, such as is disclosed in Avery Den-
nison’s U.S. Patent No. 4,898,323.
[0070] As a further alternative, rather than coating the
bottom layer 412 with a pressure sensitive adhesive layer
414, the bottom layer 412 may be coated with a water
activated adhesive, a heat activated adhesive, other
types of adhesives known in the art, or no adhesive at
all (in the case of a tag). Layer 412 could be a printable
material, such as paper or a coated polymer, for use in
situations where a user wishes to print the front and/or
the back of the label in a printer by omitting the additional
layers 418 and 416 during the laminating and converting
process. In the case of a dual sided tag used, for example,
on clothing, a hole may be punched in one end of the tag
and a plastic fastener, string or other fastening means is
inserted through the hole.
[0071] The adhesive that is used in layer 418 may be
any of a variety of different types of adhesives, including
a water activated adhesive, a heat or pressure activated
adhesive, or any other adhesive known in the label art.
The adhesive layers 406 and 414 are typically permanent
adhesives, although various other adhesives may be
used.
[0072] Suitable materials for facestock 400 include, but
are not limited to metal foils, polymer films, paper, and
combinations thereof. The materials can be textiles in-
cluding woven and non-woven fabrics made of natural
or synthetic fibers. The materials can be single-layered
paper or film or they can be multi-layered constructions.
The multi-layered constructions or multi-layered poly-

meric films can have two or more layers, which can be
joined by coextrusion, lamination, or other processes.
The layers of such multi-layered constructions or multi-
layered polymeric films can have the same composition
and/or size or can have different compositions or sizes.
The facestock 400 can be any of the above sheet or film
materials.
[0073] The label of Fig. 3 is typically die cut, as with a
wedge die or other cutting method known in the label art.
In Fig. 4, the label is cut so as to include the section 410.
The die cut may extend all the way through the cross-
section of the label or the cut may extend only down to
the liner layer 416. In this instance, the liner may be kept
as a unified sheet of standard sheet size, with one or
more removable labels on top of the sheet, as is typical
in the labeling art.
[0074] For example, the liner 416 may be cut to have
dimensions of 8© by 11 inches or 8© by 14 inches so
as to conform to the size of standard paper input trays
for inkjet, laser and other types of standard home/office
printers; alternatively, the liner 416 can be cut to other
dimensions as required in specific applications. Each
sheet may include a number of die cut RFID labels, which
may have standard label sizes such as 1 by 2 inches,
1© by 3 inches, or any of the many other standard label
sizes known in the art, or even may be cut to custom size
labels.
[0075] It is noted that the adhesive layer 418 and the
corresponding release liner 416 may be omitted, in the
event that a tag rather than a label is desired. A water-
activated adhesive or other type of adhesive may be used
instead of the pressure sensitive adhesive 414, depend-
ing upon the surface to which the label is to be applied,
and/or the bonding properties that the user wishes the
label to have. For instance, a small-sized RFID label may
take the form of a stamp, such as a postage stamp, that
may include a layer of water-activated adhesive.
[0076] Figs. 6A-6C illustrate sections 450, 460 and
470, respectively, attached to respective antennas 452,
462 and 472. The sections bear respective RFID chips
454, 464 and 474. The sections may be attached to the
antennas in any of a number of different ways, such as
crimping, soldering, or bonding with a conductive or non-
conductive adhesive, for example. Preferably, the attach-
ment of sections to antennas forms an ohmic connection
between electrical contacts of the chip and leads of the
antenna. Capacitive connections are also possible.

II. PREPARATION OF THE RECEPTOR FILM

[0077] In one embodiment of the invention, the initial
step in manufacturing an RFID tag or label forms receptor
wells or holes in a polymeric film substrate, herein some-
times called a "receptor film". In the preferred embodi-
ment, the polymeric film substrate is a material selected
from the preferred class of polymeric films described in
commonly assigned International Patent Application
PCT/US02/21638, published as WO 02/93625, entitled

11 12 



EP 1 693 792 B1

8

5

10

15

20

25

30

35

40

45

50

55

"Method of Making a Flexible Substrate Containing Self-
assembling Microstructures." The receptor holes are
formed in this substrate film using the precision continu-
ous embossing process disclosed in the ’281 patent ap-
plication. These polymeric materials, and the preferred
process for forming receptor wells, are described below.
Alternatively, the polymeric film substrate may be select-
ed from the polymeric materials described in Alien Tech-
nology Corporation’s patent applications, such as PCT
International Publication WO 00/55916. Alternative tech-
niques for forming microstructure receptor wells or holes
in the polymer film substrate, as described in Alien’s pat-
ent publications, include for example stamping and in-
jection molding.
[0078] The polymer film Includes wells that are filled
with tiny electronic component chips via a Fluidic Self-
Assembly (FSA) process, such as that developed by Al-
ien Technology Corporation of Morgan Hill, California.
Then, a planarizing layer is coated on top of the filled
wells. The purpose of the planarization is to fill any gaps
that still may be present; to provide a smooth, flat surface
for later processes, such as the etching of vias; to assure
that the microelectronic block elements (i.e. chips) are
maintained in position in their recesses on the substrate
during further processing steps; and to provide mechan-
ical integrity for the laminate. "Vias" are then created with
etching techniques. The vias are then coated with alumi-
num to form a pair of pads on opposite sides of the chip
for electronic connection. The polymeric film web at this
stage of the process, with embedded chips and associ-
ated pads, is referred to in the present application as an
"RFID webstock" (or in the case of a sheet substrate,
"RFID sheetstock").
[0079] In a preferred embodiment of this invention, the
RFID webstock or sheetstock is then cut or separated
into a series of sections each of which include one or
more electronic component chips, with associated
planarization layer and conductive pads. Each cut or sep-
arated portion of the RFID microelectronic stock is re-
ferred to herein as a "section." Alien Technology Corpo-
ration recognized a principal advantage of the use of
RFID sections in this embodiment: They permit the fab-
rication using FSA techniques of RFID webstock or RFID
sheetstock with higher density of chips (and hence a low-
er manufacturing cost) than the density of arrays of RFID
devices into which the chips are to be incorporated. Thus
in the case of a grid of chips arrayed longitudinally and
transversely of the web, the pitch of chips (i.e. center-to-
center distance between adjacent chips) may be different
than the pitch of an array of RFID tags or labels to be
formed: (a) in the longitudinal (also called the "down
web") direction; (b) in the transverse (or "cross web")
direction, or (c) in both directions. The "pitch density" is
determined by calculating the reciprocal of the product
of these pitches. Thus, an example of a downweb pitch
is 5 mm, a cross web pitch could be 10 mm, and in this
example the pitch density could be 200 chips per m2.
[0080] If the sections separated from the RFID web-

stock or RFID sheetstock each contain a single electronic
component chip, with associated planarization layer and
conductive pads, these sections are then in suitable form
to incorporate in individual RFID tags or labels. Alterna-
tively, the sections may contain a plurality of electronic
component chips (with electrical connectors). For exam-
ple an RFID webstock may be slit into a series of longi-
tudinal lanes each containing a single row of microelec-
tronic blocks. At a later point in the process, individual
sections can be severed or separated from these lanes
to form individual RFID tags or labels. Handling the RFID
sections poses various manufacturing problems in sep-
arating the RFID sections from the RFID webstock and
in physically integrating the RFID sections into an RFID
inlay stock (and then, label stock or tag stock) in a roll-
to-roll lamination process. Applicants have overcome
these problems in the present invention, as described
below.
[0081] The size of each individual RFID section is
largely independent of the size of the associated finished
label, subject to the constraint that the section cannot be
larger than the label. In one embodiment, the section
measures approximately 6 mm by 2 mm. In alternative
embodiments, the section measures 10 mm by 2 mm
and 4 mm by 2 mm, respectively. The size of the section
may vary, however, and these dimensions are merely
examples.

III. METHOD OF MANUFACTURING RFID LABELS

[0082] Considering now a method of manufacturing
RFID labels, one such method utilizes large rolls of the
various layers. That is, the inputs to the process include
large rolls of facestock; a substrate roll that is processed
to form the RFID webstock; and a base material roll on
which antennas are printed or bonded, or alternatively a
base material roll with pre-formed antennas; and possibly
rolls of other materials.
[0083] Fig. 7 illustrates a web 500 into which antennas
510 are printed or otherwise formed. Once antennas are
on the web, individual sections bearing RFID chips are
affixed to the antennas, as Fig. 8 illustrates, In one ap-
proach, sections 520 are held against an anvil 530 by a
vacuum. The sections 520 are deposited onto contacts
525 for the antennas.
[0084] The sections may be affixed to the antenna con-
tacts by means of an adhesive such as a conductive
epoxy adhesive. The adhesive may be cured with heat
and/or pressure at 540.
[0085] Fig. 9 is a block diagram illustrating steps in one
method of manufacturing an RFID label using such rolls.
At step 600, a roll of base film is unwound for printing. At
step 602 antennas are printed onto the base film at a
pitch corresponding to the pitch of the labels. At step 604
the performance is tested before the manufacturing proc-
ess proceeds further. At step 606 a roll of preprinted an-
tennas is rewound.
[0086] The cross-web width of the antenna web may
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be any of a number of different widths. In one embodi-
ment, the cross-web width is 16 inches. The pitch of an-
tennas and spacing between antennas would depend on
the intended label dimensions and spacing of labels on
the final label stock, typically would be in a range from
about 0.5 inch to 32 inches. A typical spacing between
adjacent antennas is about .125 inch, but such spacing
can be greater or smaller, if desired.
[0087] In the second phase of the label manufacturing
process (which may be continuous or discontinuous with
the first phase), a roll of RFID webstock is unwound at
step 608. The configuration of small electronic block ICs
on the receptor film may vary depending on the particu-
lars of the IC placement process (such as FSA), the re-
quirements of the RFID application (and associated
specifications of the RFID chip and/or antenna), and oth-
er factors. For example, there may be a single row of
small electronic block ICs along the web, or there may
be multiple rows. For reasons of economy, it is typically
desirable to put as many ICs on the web as possible and
for this reason small, densely packed IC’s (small elec-
tronic blocks) are desirable. That is, in one embodiment,
the "pitch density" of the small electronic blocks is max-
imized. As previously noted, the "pitch density" is the re-
ciprocal of the product of the "down web" or longitudinal
pitch and the "cross-web" or lateral pitch.
[0088] Individual sections are cut or separated from
the web at step 610. The cutting may be accomplished
by die cutting or by other cutting methods in the art, such
as laser cutting, perforating, slitting, punching, or other
known means that can scribe to specific shapes and siz-
es. The cut sections are then indexed in such a way as
to match the pitch of the antennas (which typically is the
same as the eventual pitch of the labels). The pitch of
the labels depends on the size of the labels, which can
vary from application to application. Typically, as dis-
cussed previously, the sections are provided at a prede-
termined spacing, and must be "indexed" to match the
spacing that is required for the size of the particular type
of label into which the section will be incorporated. The
indexing may affect the down-web spacing of the sec-
tions, the cross-web spacing, or both.
[0089] As further background, it should be noted that
the pitch density of the ICs will generally be greater than
the pitch density of the finished label sheets. Small elec-
tronic block ICs can be packed more closely to one an-
other on their web than the labels. For example, it may
be possible to have an eight inch wide web of small elec-
tronic block ICs and a sixteen inch wide sheet of labels,
if the pitch of the sections bearing the small electronic
block ICs is adjusted after the sections are cut from the
web to match the cross-web pitch of the labels. The only
requirement is that there be a one-to-one correspond-
ence between the number of lanes of chips, and the
number of lanes of labels.
[0090] An indexing device can be used to control the
relative speed of the web that bears the ICs, relative to
the speed of the web bearing the antennas, so as to space

individual IC’s appropriately with respect to the antenna
web. This longitudinal (down-web) indexing device
brings the sections into alignment with the antennas, so
that a section is properly positioned relative to the anten-
na and can be bonded to the antenna.
[0091] Referring now to Fig. 10, the RFID Webstock
502 from the unwind 608 is tensioned and passed be-
tween the cutting die "D" and an anvil "A." The web pass-
es through rollers at an in-feed tension isolator 650 and
an in-feed drive 652 on its way to cutting die "D" and anvil
"A." The anvil "A" contains vacuum holding stations on
its surface that correspond to the layout of antennas on
an antenna web. The anvil includes a hard surface, and
is typically of the same diameter as the die so that as
they rotate together, they are in the same position relative
to one another on any plane on their surface. The die
cuts each individual RFID section out from the matrix of
surrounding RFID webstock.
[0092] Referring to Fig. 11, vacuum anvil A counter-
rotates with "D" and "B" which allows the section to be
transported from the surface of "D" to a position at which
the section is joined to an antenna, in this case a nip
between rollers "A" and "B." The antenna web passes
between anvil "A" and base anvil roll "B" which acts as
a lamination member. Roller B has a stepped surface to
accommodate the thickness of the antenna web such
that the diameters of the rollers can be matched to allow
for rotational registration and tangency of the roller’s sur-
faces with the sections and antenna web. Rollers "A" and
"B" can form a pressure nip to facilitate the formation of
a durable bond between electrical connectors of the chip,
and the antennas. Additionally, heat and/or actinic radi-
ation such as UV radiation (not shown) may be employed.
This bond may be formed or enhanced using conductive
or non-conductive adhesive. Additionally, these rollers
may be used to crimp the two metal surfaces, of the sec-
tion and of the antenna, with or without the use of adhe-
sives. Following formation of this bond, the anvil roller
"A" completes its rotation to accept the next sections.
[0093] The layout of Fig. 12 would yield a pitch at af-
fixing of approximately twice the pitch of the section.
Drawn in Fig. 12 is one half of the die face detail. There-
fore, with each die rotation, four (4) consecutive sections
are die cut. Die D is made with cutting faces to match the
dimensions of the section. Each die section that die cuts
individual sections has a leading edge L-1 and a trailing
edge L-2, such that L-1 cuts the section web at the leading
edge of the section, and L-2 completes the cut at the
section’s trailing edge.
[0094] For matching section and antenna pitch with op-
timal press speeds, it is necessary to select ratios be-
tween the number of cutting sections on die roller D rel-
ative to both the pitch of the sections and the pitch of the
antenna, and to the relative diameters of rollers D and A.
[0095] As seen in Figure 10, after passing through the
die station 610, the web passes through rollers at outfeed
drive 654 and at at-feed tension isolator 656, on its way
to rewind 658.
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[0096] Figure 13 illustrates an alternative pressure
lamination member B, i.e. a metal or polymeric belt, for
bonding antennas to sections on anvil roller A’. The use
of a rotating belt B’ provides an extended zone of elevated
pressure and/or temperature to facilitate adhesive cur-
ing, and formation of a durable, metal-to-metal bond be-
tween the antenna and IC-connector structures. One or
more additional set of belt or roller combinations (not
shown) can be provided to further extend the zone of
bond formation between the antenna and IC-connector
structures. As an option, the RFID sections may be
placed on an elastomeric band that may be stretched in
one or more dimensions relative to the antenna web to
position the RFID sections relative to the antennas.
[0097] Referring again to Figure 11, the vacuum anvil
A is generally designed to have a portion of its rotation
with positive vacuum and a second portion without vac-
uum. In addition, a sub-section of the rotational section
without vacuum, designated by P, may be engineered to
operate with positive pressure flow. Each of the three
possible air flow sections can be engineered to be acti-
vated corresponding to the position of the section relative
to rotation of A.
[0098] As L-2 completes its cutting of the section, vac-
uum is created at a surface of anvil roller A through ports
corresponding to the section size. The section is there-
fore held against the surface of roller A as it rotates away
from its tangent to die D. The matrix from the section web
continues in its plane and is rewound as waste. (Alter-
natively, the section web can be butt cut, thereby elimi-
nating the matrix).
[0099] When the RFID section, held on anvil roller A
by positive vacuum approaches the tangential section
with roller B, the vacuum is released, allowing the section
to be engaged and held by the adhesive previously ap-
plied to the antenna web. If necessary, a positive air flow
can be generated to push the section from the surface
of A in section P; this airflow also may serve to clean the
vacuum station. The section then moves with the antenna
web.
[0100] Concerning down web (or longitudinal) indexing
of the sections, the RFID webstock transport mechanism
can be engineered to direct the web in either the left-to-
right or hght-to-left direction, on commands from an elec-
tronic controller. During the period commencing when
the leading cutting die surface L1 first contacts the RFID
webstock, and ending when the trailing cutting die sur-
face L2 ends contact with the webstock, the web is trans-
ported right-to-left at the same speed as the antenna web.
In between these cutting cycles, the web transport control
provides a controlled-acceleration left-to-right motion of
the web, in order to place the next uncut section on the
RFID webstock in alignment with the next set of cutting
die surfaces L1, L2 on die D. This cycle is then repeated.
[0101] The roller D and its cutting sections can be con-
figured so that there is a space between each cutting
section that allows the section web to travel in the oppo-
site direction from the motion of the die surface without

contacting the die surface. By matching the space be-
tween cutting sections with the elapsed time to cycle the
section web from one direction to another, the position
of each section can be cut at different pitches relative to
the position of each cutting section. Each cutting section
of D can be made on the same pitch as the antenna so
that as the section web shuttles between cutting and non-
cutting sections of die D, each section is transported on
anvil roller A at a matched pitch with the antenna that is
moving between rollers A and B. This allows for high
speed roll-to-roll processing of standardized (and there-
fore lower cost) sections, in a manner that can be adapted
to a variety of custom layouts as is typically found in labels
and tags.
[0102] In one version of the apparatus of Figs. 9-12,
the apparatus operates on an RFID webstock containing
a single lane of chips, and a plurality of such apparatus
is provided corresponding to the number of lanes of chips
on the original RFID webstock. These lanes may be slit
from the original RFID webstock, and optionally may be
spread apart prior to processing by the vertical indexing
apparatus. Alternatively, the vertical indexing apparatus
may act upon an RFID webstock with multiple lanes of
chips.
[0103] The lanes of the web that bears the sections
must also be made to match the lateral (cross-web) pitch
of the lanes of the web bearing the labels and the anten-
nas. One way to ensure this "cross-web alignment" is to
use one independent web of sections for every one in-
dependent web of labels and antennae. Another ap-
proach is to slit the respective webs longitudinally, and
then align the slit lanes of sections to the cut lanes of
labels and antennae. This can be done using a series of
spreader rolls, much as is done in a conventional slitter
assembly. Slitting methods are known and are disclosed
in a number of U.S. Patents including, for example, U.S.
Patent Nos. 3,724,737, 3,989,575, 3,891,157, 4,480,742
and European Patent Publication EP 0 979 790 A2. The
spreader rolls divert the strands of small electronic block
sections to provide one lane of sections for every lane of
labels.
[0104] Another alternative approach is to cut the small
electronic block web at maximum pitch density cross-
web, and place the resulting lanes on a vacuum belt that
spreads the lanes. Using apparatus of the type illustrated
in U.S. Patent No. 4,480,742, one may utilize a continu-
ous expanding band or belt to separate the lanes in the
cross-web direction. Alternatively, a series of laterally
spaced belts may undergo increasing spacing to sepa-
rate the lanes in the cross-web direction.
[0105] Concurrent with steps 608-612, the roll of pre-
printed antenna is unwound at step 614. Adhesive for
fixing the sections onto the pre-printed antennas is ap-
plied to the pre-printed antenna roll at step 616. The sec-
tions, which are indexed in accordance with the pitch of
the labels, are affixed to the antennas at step 618.
[0106] A stabilizing resin may be applied to the bonded
sections at step 620. The resin of step 620 serves to
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protect the small electronic block components and to fix
them into place within the label. Also, the interface be-
tween the section and the antenna can be fragile. A res-
inous material may therefore be dispensed over the in-
terface area, and then cured to a hard finish that stabilizes
the interface from breaking from flexure, fatigue or the
like. Examples of suitable resinous materials include sil-
icon filled thermal curing epoxy or clear filled UV-curable
acrylic resin. The epoxy or acrylic resin may be dispensed
directly onto the interface area, or may be indirectly dis-
pensed using a transfer device.
[0107] At step 622, one or more sheets of facestock
are laminated to the web bearing the antennas and bond-
ed sections. Referring back to Fig. 4, this step would, in
the particular embodiment of Fig. 4, serve to adhere the
facestock layer 400 to inlay layer 404. Likewise, addition-
al layers such as face stock layer 412 can be laminated
in positions above and/or below the inlay layer 404 such
as is shown in Figure 5.
[0108] Once the various layers of the label stock have
been laminated together, the label stock may be die-cut
into individual labels at step 624. The labels may also be
cut into strips or into sheets, as desired. The labels may
be rewound onto a take-up roll at step 626.
[0109] In the final phase of the manufacturing the die
cut labels are unwound from the reel at step 628. Through
a slitting operation at step 630, the die cut strips of labels
are sent to individual lines for final processing. After slit-
ting the web into individual strips, the strips may be cut
into sheets. The sheets may then be packaged and
shipped at step 632.
[0110] Fig. 14 is a simplified diagram of a manufactur-
ing process for making RFID labels. The base film for
printing antenas is unwound at station 600’. The web
bearing the small electronic blocks is unwound at step
608’. Steps 610’ - 620’, which relate to die cutting and
affixing the sections to form an inlay stock, are then ac-
complished.
[0111] The inlay stock is laminated with facestock and
a bottom web at block 622’. Labels are die cut and the
label matrix is stripped from the laminated web at block
624’. The facestock is unwound at reel 636’, and the ad-
hesive-coated bottom web and release liner assembly is
unwound at reel 638’. Altematively unwind 638’ may pro-
vide only a web of release liner to be laminated to adhe-
sive coated directly onto web 500. The laid on labels are
rewound at area 626’. The label matrix, which is the extra
material left after the die cutting step, is rewound at sta-
tion 634’.
[0112] Fig. 15 is a more detailed representation of a
manufacturing process as compared to Fig. 14. Fig.15
shows a number of different stations that accomplish var-
ious subprocesses. Considering one subprocess that be-
gins at the left-hand side of the drawing, an unwind station
700 carries the RFID webstock described previously. The
RFID webstock is unwound from station 700 and enters
an in-feed station 702 and then enters a converting mod-
ule 704. At the converting module 704, the RFID web-

stock is die cut into an array of sections, which are affixed
to the pre-printed antenna web. The remainder of the
webstock (waste matrix) is fed through out feed station
706 and ultimately is rewound onto a reel at rewind station
708.
[0113] Another portion of the manufacturing process
illustrated in Fig. 15 relates to the printed antenna web
500, which is provided in a reel at station 710. The pre-
printed antenna web 500 is unwound from the reel at
station 710, then proceeds to an in-feed station 712. The
preprinted antenna web 500 proceeds to a printing or
coating station 714, at which adhesive is applied to the
web. The web 500 continues to station 704 where the
array of RFID sections are affixed to the pre-printed an-
tennas to form an RFID inlay stock 504. The RFID inlay
504 stock proceeds to station 716, at which the affixing
adhesive is post-cured (e.g. for a B-staged adhesive).
Methods for curing adhesives are known in the art and,
by way of example and not limitation, include heat curing,
UV, and infrared curing methods.
[0114] An additional stabilizing resin may be applied
at a station 718. As described previously, the resin may
serve to protect the small electronic blocks and to stabi-
lize the blocks on the web. A station 720 can serve to
inspect the RFID inlay stock, and maintain quality control.
The RFID inlay stock then continues to an out-feed sta-
tion 722, and through station 724. At station 724, a lam-
inating adhesive may be applied to the top and bottom
sides of the RFID inlay stock. A facestock laminate 506,
which may be optionally pre-printed or which may be suit-
able for printing at the user’s facility, travels through an
in-feed station 726 and then to station 724 and station
728. At station 724 and/or 728, the facestock is laminated
to the RFID inlay stock. At the same time a bottom layer
508, which may be pre-coated with a pressure sensitive
adhesive on the bottom, is unwound from a station 730.
The bottom layer 508 enters the stations 724 and 728,
where the bottom layer is laminated to the web. The bot-
tom layer that is unwound from the reel at station 730
may also include a release liner that covers the pressure
sensitive adhesive on the bottom of the layer. The face-
stock layer is unwound from reel 731.
[0115] The fully laminated construction then passes
through an out-feed unit 732. It is noted that there are
two rewind reels⎯734 and 736. Rewind reel 734 takes
up the laid-on labels. Rewind reel 736 takes up the die
cut label matrix that is essentially waste material from
the process in which the labels are cut. The die cutting
operation may be carried out at station 728. It is noted
that the cutting operation is not limited to die cutting, but
may include other cutting techniques, such as laser cut-
ting, perforating, slitting, punching or other methods
known in the art.
[0116] Fig. 16 illustrates an alternative arrangement in
which stations 750, 752 and 754 serve to print graphics
and/or text to the upper facestock after the facestock ma-
terial is unwound from the reel. Three separate print sta-
tions 750-754 are shown to illustrate that the printing can
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be done by more than one printhead, such as in multicolor
printing, if desired. However, it is also possible to print
with only one printhead, as appropriate. As compared to
the arrangement in Fig. 15, this process of Fig. 16 pro-
vides for printing onto the upper facestock in the same
manufacturing line as the other steps in preparing the
label stock. It may be desirable to print onto the facestock
during label fabrication when, for example, variable in-
formation such as the identification information that is
stored on a particular chip is to be printed on the corre-
sponding label.
[0117] However, it is clear from Fig. 15 that the faces-
tocks may be pre-printed before the facestock is wound
onto the reel. That is, the pre-printing can be accom-
plished offsite at another facility or at another location
besides the manufacturing line that accomplishes the
various specific steps in making the label. Alternatively,
the facestock may be partially preprinted offsite, with ad-
ditional printing done in-line.
[0118] The foregoing has assumed that the IC or small
electronic blocks are provided on a rolled web that is
unwound during the manufacturing process. However,
as an alternative, the receptor film with microchips may
be provided in sheet form rather than rolled web form.
The sections bearing the individual ICs would then be
cut from pre-cut sheets, rather than from a roll, and these
sections could be integrated into an RFID tag or label
stock using a pick and place operation. To regulate the
pick and place operation, the position of a section bearing
a small electronic block may be registered on a corre-
sponding label by, for example, using a CCD camera to
detect a registration or alignment mark on or near the
label. In lieu of the web-handling equipment illustrated
above (e.g. for the indexing station, and the attaching
station), sheet handling equipment may be employed.
[0119] The pick and place operation may be performed
by a pick and place device, which may include mechan-
ical and/or vacuum grips to grip a section bearing a small
electronic block while moving it into the desired location
In alignment with the label. It will be appreciated that a
wide variety of suitable pick and place devices are well
known. Examples of such devices are the devices dis-
closed in U.S. Patent Nos. 6,145,901, and 5,564,888,
both of which are Incorporated herein by reference, as
well as the prior art devices that are discussed in those
patents.
[0120] Alternatively, rotary placers may be utilized to
place the sections upon the labels. An example of such
a device is disclosed in U.S. Patent No. 5,153,983.
[0121] The integrated circuits or RFID chips may be
friction fitted in recesses in the RFID microelectronic
stock, or they may be secured therein by the use of ad-
hesives and/or solder. Electrical connection between the
RFID chips and circuitry to be connected to the antennas
may be done with wire bonding, ribbon bonding, tape-
automated bonding, lead frames, flip chip bonding,
and/or conductive gluing of leads.

IV. Material Properties - RFID Webstock and RFID Sec-
tions

[0122] It is preferred that the RFID sections be suffi-
ciently rigid so as to maintain sufficient dimensional sta-
bility and stiffness throughout the processes. Additional
requirements may be imposed on the substrate material
for the RFID microelectronic stock by process used to
form the stock (e.g. to form reception walls); and to form
conductive and dielectric materials and assorted electri-
cal interconnect structures. Other desirable properties of
the webstock are dictated by the processes for forming
the inlay stock and for converting the inlay stock to label
stock, such as: clean, sharp die cutting characteristics;
sufficient tensile modulus to avoid undue elongation un-
der tension (typically more than 500,000 psi); and ade-
quate strength to avoid web breaks during operations
such as matrix stripping.
[0123] When the planarization process of Alien Tech-
nologies, as discussed above, is used, a suitable poly-
meric film substrate is one that is dimensionally stable at
150°C for 1 hour, micro-replicable at 260°C, exhibits
good adhesion with the planarizing layer, exhibits good
chemical resistance, the property of laying flat (<0.5" lift
for a 11" sheet), ready removability from the tool, and
die-cuttability.
When supercalendered Kraft paper (SCK) is compared
with polysulfone, the tensile modulus is comparable. This
means that with the same web tension and the same
caliper, both SCK and polysulfone will stretch to the same
extent; however, elongation at break for SCK is much
less. For paper, moisture sensitivity is a concern, as this
would adversely affect the dimensional stability of an ar-
ticle according to the present invention. One preferred
alternative is polycoated paper, such as paper coated
with polyethylene or polypropylene on one or both sides
of the paper. This would reduce any dimensional insta-
bility as the result of exposure to moisture.

V. Antenna Web

[0124] The antenna portions may be formed on the an-
tenna web using a wide variety of materials and process-
es. For example, one process involves printing on the
antenna web a conductive material, such as silver con-
ductive ink, in a pattern defining multiple antennae. The
ink may be printed for example using silk screening tech-
niques, such as in a sheet fed or roll operation. The an-
tenna may be printed in a variety of shapes and patterns,
such as a symmetrical pattern, a non-symmetrical pat-
tern, a bow tie shaped pattern, a checkerboard shaped
pattern, and/or an unequal shaped pattern, or other
shapes and patterns known in the art.
[0125] The antennae are typically dried and stored on
the web in a roll. However, as an alternative, the antennae
may be wet printed during the converting process, and
the sections applied directly to the wet printed ink. When
the ink dries, the ink bonds the sections to the underlying
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web. The ink may optionally include a dopant to increase
adhesion. A layer of pressure sensitive adhesive may be
used in conjunction with the wet ink for additional stability.
[0126] Suitable methods of forming the antenna in-
clude printing conductive ink, sputtering metal, laminat-
ing foil or hot-stamping, or any method known in the art
for forming an antenna on a film.
[0127] Considering the sputtered metal approach, it is
noted that sputtered metal antennas may be made to be
very thin while still achieving desired surface resistance
or conductivity. In one preferred embodiment of a device
and method according to the present invention, the an-
tenna is formed by metallic sputter coating. Compared
to conventional coating of a 60% filled silver ink, compa-
rable surface resistance can be achieved by sputtering
1/10 thickness of silver. Additionally, there is no drying
required as in the case of a silver filled ink coating.
[0128] In one preferred embodiment in which the an-
tenna is formed by metallic sputter coating, the sputtering
occurs on a 16 in x 6 in square target at a sputter distance
of 4-5 in with a copper or aluminum target at a web speed
of up to 1 ft/min and a web width of 6-10 in. Various
alternatives exist for masking. In a first alternative, mask-
ing is applied on the substrate followed by removal after
sputtering. In a second alternative, a pattern is masked
on the web back coated with PSA which laminates to the
substrate immediately before sputtering, then stripping
immediately after sputtering. In a third alternative, a per-
manent mask is used that is very close to the substrate
web (1 cm or less) so that the divergence of sputter is
minimized.
[0129] The precision or definition of the printed ele-
ments of lines and spaces is critical to the performance
of the antenna. With some antenna designs, convention-
al printing may not provide adequate resolution,
line/space separation or other quality characteristics nec-
essary to deliver engineered performance.
[0130] Likewise, control of thickness and smoothness
of the printed areas of an antenna are critical to its per-
formance. Variability due to ink formulation, environmen-
tal conditions, substrate specifications, process condi-
tions and other factors can impact both the smoothness
and final thickness of printed antennas. Surface tension
effects underlie many of these variables and place con-
straints on the amount of ink that can be deposited, and
how closely graphic elements can be positioned to one
another.
[0131] Preferred substrates for the antenna web in-
clude, but are not limited to, high Tg polycarbonate, po-
ly(ethylene terephthalate), polyarylate, polysulfone, a
norbornene copolymer, poly phenylsulfone, polyetherim-
ide, polyethylenenaphthalate (PEN), polyethersulfone
(PES), polycarbonate (PC), a phenolic resin, polyester,
polyimide, polyetherester, polyetheramide, cellulose ac-
etate, aliphatic polyurethanes, polyacrylonitrile, polytrif-
luoroethylenes, polyvinylidene fluorides, HDPEs, po-
ly(methyl - methacrylates), or a cyclic or acyclic polyole-
fin. Particularly preferred substrates include polysulfone,

polyester polyarylate, a norbomene copolymer, high Tg
polycarbonate, and polyetherimide.
[0132] It can be desirable to utilize a material that does
not unduly stretch during the manufacturing process. For
example, it may be desirable to utilize a webstock having
a tensile modulus of more than 500,000 psi.
[0133] Considering now exemplary dimensions, pre-
sented by way of example and not limitation, in one label
embodiment, the section is approximately 7 - 8 mils thick,
the antenna coating is about 5-10 microns (0.2 - 0.4 mil).
The antenna may be coated on a plastic film such as
Mylar, having a thickness of approximately 2-5 mil. The
thickness of this particular label embodiment, including
a release-coated backing sheet, is between approxi-
mately 15 - 20 mils. The purpose of presenting these
example thickness is not to limit the thickness of any of
the layers, or of the label overall. Rather, it is to illustrate
that RFID labels according to the present invention may
be very thin.
[0134] These various embodiments of labels incorpo-
rating IC’s are just several examples of different arrange-
ments that can be imagined for an RFID label or tag.
Other arrangements are certainly possible, and are within
the scope of this patent application.

VI. Additional Aspects

[0135] It should be understood that the foregoing De-
tailed Description describes particular embodiments to
the present invention for purposes of illustration. Howev-
er, the present invention is not limited to the specific ex-
amples that this Detailed Description provides. Various
changes and modifications may be made to the labels or
to the manufacturing process within the scope of the
claims.
[0136] For example, in embodiments discussed
above, sections are cut from a web, then applied to an-
other web on which antennae are located. However, it is
possible to, for example, apply a section to a web, then
print or otherwise locate an antenna onto the section.
This may be done by, for example, printing an antenna
on the section after the section is applied to a web. Or,
altematively, sputtering metal or otherwise forming an
antenna onto the section.
[0137] Considering further alternative embodiments,
various additional layers may be included in the RFID
labels. For instance, there may be additional layers of
cushioning above or below the IC so as to cushion the
component from bumps or shocks during normal use.
Water-resistant layers such as one or more layers of wa-
ter-resistant polymer may be included in the construction.
Still other layers can be included depending on the par-
ticular properties required and the intended application
of the RFID device.
[0138] Articles according to the present invention can
be, for example; a luggage label or tag, a laundry label
or tag, a label or tag for cataloging library articles, a label
or tag for identifying an apparel product, a label or tag
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for identifying a postal article, a label or tag for identifying
a medical article, or a label or tag for a transportation
ticket. As used herein, and as recited above, the term
"label" refers to an article according to the present inven-
tion that includes at an adhesive surface for attaching
the article to another article according to its intended use.
The term "tag" refers to an article according to the present
invention that lacks an adhesive for attachment. A tag
may be combined in the roll-fed lamination process of
the invention with a flat substrate having additional func-
tionality, such as flat material for packaging.
[0139] Layers of the label may be bonded together by
means other than adhesive.
For example, the integrated circuit may be held in place
with a hot melt resin or other substance, which could also
serve as a bonding agent. The resin could then take the
place of an adhesive layer. Layers may also be bonded
together by, for example, ultrasonic welding.
[0140] The adhesive surface of the label may include
adhesive covering the entire bottom of the label, or may
be coated in a pattern, as is known in the art. The adhe-
sive may be of the sort that is removable so that the label
may be removed from the substrate after it is applied
thereto, or the adhesive may be a permanent type of
adhesive for permanently bonding the label to the sub-
strate. Alternatively, the adhesive may be repositionable,
so that the label may be repositioned on the substrate
after it is initially applied. The adhesive may be water-
activated, heat-activated, pressure-activated, and/or ac-
tivated by other means, depending on the specific appli-
cation for the particular label. Alternatively, the label may
have no adhesive on the underside whatsoever, as to
when the label (or tag) is to be attached to the substrate
by other means, which could include sewing, welding,
heat bonding, mechanical fastening or any other affixing
method known in the tag or label art.
[0141] Another alternative is to provide a label or tag
having more than one RFID chip. For example, the re-
ceptor film may have multiple recesses per section, with
one RFID chip per recess. The RFID chips may be ar-
ranged in a row, column or matrix, and may be electrically
interconnected with one another.
[0142] As another alternative, a label or tag may in-
clude electrical and/or electronic components other than
RFID chips. For instance, an RFID label or tag may in-
clude a sensor, a MEMS, or other type of component.
The components may be electrically interconnected to
form a circuit. The type of electrical and/or electronic com-
ponents to be used can be selected by one of ordinary
skill in the art and depends on the use of the label or tag.
[0143] It is again noted that the RFID chip does not
necessarily need to be positioned in a well as described
in Fig. 2, for example. The RFID chip could be atop the
substrate, rather than in a well, or could be otherwise
incorporated into or onto the substrate. For example, the
RFID IC could be a "flip chip" type, wherein the die is
made so that exposed contacts, or pads on the die have
bumps on them. In normal flip chip packaging, the die is

flipped over and contacted directly into the leads that
provide electrical contacts for a circuit including the IC.
RFID tag and label constructions using "flip chip" tech-
nology are available for example from KSW Microtec Gm-
bH, Dresden Germany.
[0144] As another example of IC packaging technolo-
gies compatible with the present invention, the manufac-
turing method of the invention may be used with "lead
frame" webs. In this embodiment, the IC would be mount-
ed to a web with a conductive metal network which may
have relatively large area portions, commonly called
pads or flags, for direct contact with semiconductor chips
or dice, and lead elements for facilitating electrical inter-
connection of the chips or dies via intermediate (e.g.,
jumper) connections to the antenna.
[0145] Consequently, it should be understood that the
Detailed Description does not describe all of the various
changes that might be made to the specific examples
given in this Detailed Description.

Claims

1. A method of forming an RFID article, the method
comprising a roll-to-roll manufacturing, including the
steps of
providing an RFID webstock (502) of polymeric ma-
terial having a plurality of recesses, each of the re-
cesses containing an RFID chip (454; 464; 474);
providing a second web having antennas (452; 462;
472) spaced thereon; dividing the RFID webstock
(502) into a plurality of sections, each of the sections
including one or more of the RFID chips (454; 464;
474);
indexing the pitch of the RFID sections from high
density on said RFID webstock (502), to a relatively
low density on an RFID inlay stock;
wherein the dividing and indexing steps are effected
using a cutter member and a transport member, the
RFID webstock (502) being passed through a cutting
location between the cutter member and transport
member, wherein sections are cut from the RFID
webstock (502) and engaged by the transport mem-
ber;
wherein the transport member is a roller (A) and con-
veys sections from the cutting location to a transfer
location at which each of the sections are joined to
an antenna (452; 462; 472); and
attaching the RFID sections to a plurality of antennas
(452; 462; 472) in an automatic continuous process,
so that each of the RFID chips (454; 464; 474) is
adjacent to one of the antennas (452; 462; 472) to
form the RFID inlay stock.

2. A method as described in claim 1, wherein the in-
dexing step comprises correlating the RFID sections
to the antennas (452; 462; 472) in a down-web di-
rection.
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3. A method as described in claim 1 or 2, wherein the
indexing step comprises correlating the RFID sec-
tions to the antennas (452; 462; 472) in a cross-web
direction.

4. A method as defined in claim 1, wherein in the in-
dexing step the down-web spacing of RFID chips
(454; 464; 474) on the RFID webstock (502) is in-
creased in the separation of corresponding sections
on the transport member, to match the spacing of
antennas to which these chips are joined at the trans-
fer location.

5. A method as defined in claim 1, wherein the indexing
step further includes the step of transporting the
RFID webstock (502) so as to effect indexing of the
down-web pitch of the RFID relative to the pitch of
these chips on the transport member.

6. The method as described in claim 1, wherein the
method further comprises the steps of: unrolling a
first facestock roll and laminating the first facestock
roll to the RFID inlay stock and unwinding a second
roll of facestock, and attaching the facestock (400)
from the second roll to the RFID inlay stock opposite
the first facestock.

7. A method as described in claim 1, wherein after the
step of attaching the sections to a plurality of anten-
nas (452; 462; 472) in an automatic continuous proc-
ess, the method further comprises the step of form-
ing an adhesive label.

8. A method as described in claim 1, wherein antennas
are formed on said second web by one of the group
constituting: (i) printing conductive ink; (ii) sputtering
metal; (iii) laminating foil; and (iv) hot-stamping.

9. A method as described in claim 3, wherein the step
of indexing in the cross-web direction comprises slit-
ting the RFID webstock (502) of polymeric material
into lanes.

Patentansprüche

1. Ein Verfahren zur Herstellung einer RFID-Ware, wo-
bei das Verfahren eine Fertigung von Rolle zu Rolle
(Roll-to-Roll) umfasst und die folgenden Schritte be-
inhaltet:

bereitstellen einer von der Rolle laufenden
RFID-Bahn (RFID webstock) (502) aus polyme-
rem Material, die eine Vielzahl an Vertiefungen
aufweist, wobei jede Vertiefung einen RFID-
Chip (454; 464; 474) enthält;
bereitstellen einer zweiten Bahn, auf der Anten-
nen (452; 462; 472) beabstandet sind;

aufteilen der von der Rolle laufenden RFID-
Bahn (502) in eine Vielzahl von Abschnitten, wo-
bei jeder der Abschnitte einen oder mehrere der
RFID-Chips (454; 464; 474) enthält;
indexieren des Abstandes der RFID-Abschnitte
von einer hohen Dichte auf der genannten von
der Rolle laufenden RFID-Bahn (502) zu einer
relativ niedrigen Dichte auf einem Bestand an
RFID-Inlays (RFID inlay stock);
wobei die Schritte des Aufteilens und Indexie-
rens unter Verwendung eines Schneideglieds
und eines Transportglieds durchgeführt wer-
den, wobei die von der Rolle laufende RFID-
Bahn (502) durch eine Schnittstelle zwischen
dem Schneideglied und dem Transportglied ge-
schickt wird, wobei Abschnitte aus der von der
Rolle laufenden RFID-Bahn (502) geschnitten
werden und mit dem Transportglied im Eingriff
stehen;
wobei das Transportglied eine Walze (A) ist und
Abschnitte von der Schnittstelle zu einer Über-
tragungsstelle überführt, an der jeder der Ab-
schnitte an eine Antenne (452; 462; 472) gefügt
wird; und
anfügen der RFID-Abschnitte in einem kontinu-
ierlichen, automatischen Prozess an eine Viel-
zahl von Antennen (452; 462; 472), sodass jeder
der RFID-Chips (454; 464; 474) unmittelbar an
einer der Antennen (452; 462; 472) anliegt, um
den Bestand an RFID-Inlays zu bilden.

2. Ein Verfahren nach Anspruch 1, wobei der Indexier-
Schritt das Korrelieren der RFID-Abschnitte mit den
Antennen (452; 462; 472) in Bahn-abwärts Richtung
umfasst.

3. Ein Verfahren nach Anspruch 1 oder 2, wobei der
Indexier-Schritt das Korrelieren der RFID-Abschnit-
te mit den Antennen (452; 462; 472) in Richtung quer
zur Bahn umfasst.

4. Ein Verfahren nach Anspruch 1, wobei im Indexier-
Schritt die Bahn-abwärts-Beabstandung der RFID-
Chips (454; 464; 474) auf der von der Rolle laufen-
den RFID-Bahn (502) bezüglich der Trennung der
entsprechenden Abschnitte im Transportglied ver-
größert wird, um der Beabstandung der Antennen
zu entsprechen, mit denen diese Chips an der Über-
tragungsstelle zusammengefügt werden.

5. Ein Verfahren nach Anspruch 1, wobei der Indexier-
Schritt des Weiteren den Schritt beinhaltet, der darin
besteht, die von der Rolle laufende RFID-Bahn (502)
derart zu transportieren, dass die Indexierung der
Beabstandung in Bahn-abwärts Richtung der RFIDs
bezüglich der Beabstandung dieser Chips auf dem
Transportglied durchgeführt wird.
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6. Das Verfahren nach Anspruch 1, wobei das Verfah-
ren des Weiteren folgenden Schritt umfasst: abwi-
ckeln einer ersten Oberflächenmaterial-Rolle (face-
stock roll) und laminieren der ersten Oberflächen-
material-Rolle an den RFID inlay stock und abspulen
einer zweiten Rolle von Oberflächenmaterial, und
anfügen der Oberfläche (400) der zweiten Rolle an
den RFID inlay stock auf der gegenüberliegenden
Seite des ersten Oberflächenmaterials.

7. Ein Verfahren nach Anspruch 1, wobei nach dem
Schritt des Anfügens der Abschnitte an eine Vielzahl
von Antennen (452; 462; 472) in einem automati-
schen, kontinuierlichen Prozess, das Verfahren des
Weiteren den Schritt der Bildung eines Klebeetiketts
umfasst.

8. Ein Verfahren nach Anspruch 1, wobei Antennen auf
der genannten zweiten Bahn durch Einen aus der
folgenden Gruppe gebildet werden: (i) drucken von
leitfähiger Tinte; (ii) sputtern von Metall; (iii) be-
schichten mit Folie; und (iv) heißprägen.

9. Ein Verfahren nach Anspruch 3, wobei der Indexier-
Schritt in Richtung quer zur Bahn umfasst, die von
der Rolle laufenden RFID-Bahn (502) aus polyme-
rem Material in Bahnen (lanes) zu schlitzen.

Revendications

1. Un procédé pour former un article RFID, le procédé
comprenant une fabrication bobine/bobine, incluant
les étapes consistant à
fournir une base en bande RFID (502) d’un matériau
polymère présentant une pluralité de renfonce-
ments, chacun des renfoncements contenant une
puce RFID (454 ; 464 ; 474) ;
fournir une deuxième bande présentant des anten-
nes (452 ; 462 ; 472) espacées sur celle-ci ;
diviser la base en bande RFID (502) en une pluralité
de sections, chacune des sections incluant une ou
plusieurs des puces RFID (454; 464; 474) ;
indexer l’écartement des sections RFID d’une haute
densité sur ladite base en bande RFID (502) à une
densité relativement faible sur une base d’incrusta-
tion RFID ;
sachant que les étapes de division et d’indexage
sont effectuées en utilisant un élément de coupe et
un élément de transport, la base en bande RFID
(502) étant passée à travers un emplacement de
coupe entre l’élément de coupe et l’élément de trans-
port, sachant que des sections sont découpées de
la base en bande RFID (502) et mises en prise par
l’élément de transport ;
sachant que l’élément de transport est un rouleau
(A) et convoie des sections de l’emplacement de
coupe à un emplacement de transfert, où chacune

des sections est jointe à une antenne (452 ; 462 ;
472) ; et
attacher les sections RFID à une pluralité d’antennes
(452 ; 462 ; 472) au cours d’un processus continu
automatique, de manière que chacune des puces
RFID (454; 464; 474) est adjacente à une ou plu-
sieurs antennes (452 ; 462 ; 472) pour former une
base d’incrustation RFID.

2. Un procédé d’après la revendication 1, sachant que
l’étape d’indexage comprend la mise en corrélation
des sections RFID avec les antennes (452 ; 462 ;
472) dans une direction en aval de bande.

3. Un procédé d’après la revendication 1 ou 2, sachant
que l’étape d’indexage comprend la mise en corré-
lation des sections RFID avec les antennes (452 ;
462 ; 472) dans une direction transversale par rap-
port à la bande.

4. Un procédé d’après la revendication 1, sachant que
dans l’étape d’indexage l’espacement en aval de
bande des puces RFID (454; 464; 474) sur la base
en bande RFID (502) est agrandi en ce qui concerne
la séparation des sections correspondantes sur l’élé-
ment de transport, pour correspondre à l’espace-
ment des antennes (452 ; 462 ; 472) auxquelles ces
puces sont jointes à l’emplacement de transfert.

5. Un procédé d’après la revendication 1, sachant que
l’étape d’indexage inclut en outre l’étape consistant
à transporter la base en bande RFID (502) de ma-
nière à effectuer l’indexage de l’espacement en aval
de bande des RFID par rapport à l’espacement de
ces puces sur l’élément de transport.

6. Le procédé d’après la revendication 1, sachant que
le procédé comprend en outre les étapes consistant
à : dérouler un premier rouleau de pellicule frontale
et laminer le premier rouleau de pellicule frontale sur
la base d’incrustation RFID et déboucler un deuxiè-
me rouleau de pellicule frontale, et attacher la pelli-
cule frontale (400) du deuxième rouleau à la base
d’incrustation RFID à l’opposé de la première pelli-
cule frontale.

7. Un procédé d’après la revendication 1, sachant
qu’après l’étape d’attache des sections à une plura-
lité d’antennes (452 ; 462 ; 472) au cours d’un pro-
cessus continu automatique, le procédé comprend
en outre l’étape consistant à former une étiquette
adhésive.

8. Un procédé d’après la revendication 1, sachant que
des antennes sont formées sur ladite deuxième ban-
de par un parmi le groupe suivant : (i) impression
d’une encre conductrice ; (ii) pulvérisation cathodi-
que d’un film métallique ; (iii) laminage de film ; et
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(iv) estampage à chaud.

9. Un procédé d’après la revendication 3, sachant que
l’étape d’indexage en direction transversale par rap-
port à la bande comprend le fait de fendre la base
en bande RFID (502) d’un matériau polymère en
couloirs (lanes).
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