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Description

TECHNICAL FIELD

[0001] The present invention pertains to an agricultural tire and particularly relates to an agricultural tire having superior
carcass ply durability.

BACKGROUND ART

[0002] In regard to the shape (carcass line) of a carcass ply in a tire axial direction cross section, structures combining
plural carcass lines having different radii of curvature have been disclosed (see patent documents 1 and 2). Further, a
technology that improves fatigue resistance with respect to compression input by optimizing the twist structure of steel
cords used in carcass plies has also been disclosed (see patent document 3).
[0003]

Patent Document 1: JP-A No. 6-156011
Patent Document 2: JP-A No. 8-142602
Patent Document 3: JP-A No. 11-11107

[0004] Reference is also made to EP-A-2103453 which discloses a tire according to the preamble of Claim 1.

SUMMARY OF INVENTION

<Technical Problem>

[0005] However, the conventional examples pertaining to patent documents 1 and 2 cited above pertain to passenger
car tires and have the object of improving uneven wear resistance, fuel economy, and riding comfort, so they have
different intended purposes and conditions of use from those of agricultural tires. Agricultural tires are tires used to travel
on soft soil, such as fields, and not hard roads. Further, agricultural tires have a lug pattern tread shape and are used
at a lower pressure than passenger car tires in order to generate traction and move forward by penetrating soft soil.
[0006] In accompaniment with the increase in the size of agricultural vehicles, the loads applied to the tires mounted
thereon have also increased. Examples of measures to cope with this include raising the internal pressure of the tire
and increasing the tire size. Of these measures, there is a limit on how much the internal pressure of the tire can be
raised, because raising the internal pressure of the tire results in lowered traction in fields and an increase in damage
to fields caused by soil compaction. Consequently, it is common to increase the tire size as a way to respond to high
applied loads on the tire.
[0007] In order to ensure traction in fields and reduce damage to fields caused by soil compaction, tires for agricultural
work vehicles are used at a low internal pressure. Consequently, it is common for the carcass plies of such tires to be
carcass plies using organic filament.
[0008] The tensile strength of the cords in an organic filament carcass ply is not very high, so in accompaniment with
the increase in the size of the tire, strength with respect to the internal pressure applied to the tire becomes insufficient.
In order to eliminate this, generally strength is ensured by disposing plural layers of carcass plies. However, when the
tire increases in size, more carcass plies become necessary, which leads to an increase in the weight of the tire.
[0009] In order to ensure carcass cord strength, there is also the means of applying steel cords that are higher in
strength. However, in agricultural work vehicles whose tires are used at a low internal pressure, compressive force acts
on the carcass cords. Steel cords are susceptible to this compressive force. In order to apply steel cords to carcass
cords, there exists the technology described in patent document 3 cited above, for example, but there is a limit on
applying steel cords to carcass cords in tires of a structure where compressive force that is larger than assumed acts.
[0010] In consideration of the above circumstances, it is an object of the present invention to ensure the strength of
a carcass line, enhance durability with respect to high applied loads, and be able to suppress the input of compressive
force with respect to a carcass ply without increasing mass and cost.

<Solution to Problem>

[0011] A first aspect of the present invention is an agricultural tire comprising: at least one carcass ply in which steel
cords are used as carcass cords and which has a carcass body portion that toroidally bridges bead portions on both tire
axial direction sides and has turn-up portions that are turned up on outer sides in the bead portions; at least two belt
layers in which steel cords are used as belt cords and which are disposed on a tire radial direction outer side of a crown
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region of the carcass ply; and a tread portion that is disposed on the tire radial direction outer side of the belt layers,
wherein a sum total of a surface area of a tire pattern is equal to or less than 40% of a product of a tire tread width and
a tire perimeter, the tire has an aspect ratio of 65% to 75%, and when, in a no-load state in which the tire is mounted
on a normal rim and no internal pressure is being applied to the tire, W denotes a distance from a tire equatorial plane
to a tire axial direction outermost point of the carcass body portion, D denotes a tire radial direction height from bead
base portions to the carcass body portion at the tire equatorial plane, R1 denotes a radius of curvature of the carcass
ply in a range from the tire equatorial plane to a position P1 located 0.6W away from the tire equatorial plane in the tire
axial direction, R2 denotes a radius of curvature of the carcass body portion in a range from the position P1 to a position
P2 located 0.7D on the tire radial direction outer side from the bead base portions, and R3 denotes a radius of curvature
of the carcass body portion in a range from the position P2 to a position P3 located 0.3D on the tire radial direction outer
side from the bead base portions, and R1, R2, and R3 are such that 0.07 ≤ R2/R1 ≤ 0.11 and 0.5 ≤ R2/R3 ≤ 0.7.
[0012] When forces acting on a tire are separated in the tire circumferential direction, the tire radial direction, and the
tire width direction, the forces in the tire circumferential direction are mainly produced by the driving/braking force of the
vehicle, the forces in the tire radial direction are mainly produced by the internal pressure applied to the tire and the
vertical direction load resulting from the weight of the vehicle, and the forces in the tire width direction are produced by
the internal pressure applied to the tire and lateral force at times when the vehicle makes a turn.
[0013] The forces in the tire circumferential direction act substantially perpendicularly with respect to the carcass ply,
so they do not produce tensile or compressive force with respect to the carcass ply.
[0014] The forces in the tire radial direction produce tensile and compressive force in the vicinity of the tire sidewall
portion, and particularly the vertical direction load produced by the weight of the vehicle produces compressive force in
the carcass ply. This acts greatly in the range of 30% to 70% of the tire radial direction height D of the carcass body
portion at the tire equatorial plane, that is, at the position where the carcass line of the carcass body portion extends in
the tire radial direction.
[0015] The forces in the tire width direction produce tensile and compressive force in the vicinity of the tire equatorial
plane, and particularly lateral force at times when the vehicle makes a turn produces compressive force in the carcass
body portion in the vicinity of the tire equatorial plane. This acts greatly right under the tread portion, where the tire comes
into contact with road surfaces, and in the range of 0% to 60% of the distance W from the tire equatorial plane to the
tire axial direction outermost point of the carcass body portion, that is, at the position where the carcass line of the
carcass body portion extends in the tire axial direction.
[0016] Further, the tire deforms because of the internal pressure applied to the tire and the vertical direction load, and
bending force also acts on the carcass ply. The bending stress of the carcass ply (carcass body portion) generally
becomes a maximum in the vicinity of the tire sidewall portion from the tire shoulder portion.
[0017] Here, the reason R2/R1 which is the radius of curvature R2 of a carcass body portion 22B in the vicinity of a
tire shoulder portion 26 divided by the radius of curvature R1 of the carcass body portion in the vicinity of the tire equatorial
plane CL is made equal to or greater than 0.07 is because when R2/R1 is less than 0.07, the radius of curvature R2 in
the vicinity of the tire shoulder portion ends up becoming relatively smaller, and tensile force acting with respect to the
carcass body portion in the vicinity of the tire shoulder portion when internal pressure is being applied to the tire becomes
smaller. In this case, because of the bending force produced by the deformation of the tire caused by the vertical direction
load, eventually compressive force acts on the section inside the bend of the carcass body portion in the vicinity of the
tire shoulder portion and causes fracturing of the carcass ply in the vicinity of the tire shoulder portion.
[0018] Further, the reason R2/R1 is made equal to or less than 0.11 is because when R2/R1 exceeds 0.11, conversely
the radius of curvature R1 of the carcass body portion in the vicinity of the tire equatorial plane CL ends up becoming
relatively smaller, and tensile force acting with respect to the carcass body portion in the vicinity of the tire equatorial
plane CL when internal pressure is being applied to the tire becomes smaller. In this case, because of lateral force
produced at times when the vehicle makes a turn, eventually compressive force acts on the carcass body portion in the
vicinity of the tire equatorial plane CL and causes fracturing of the carcass ply in the vicinity of the tire equatorial plane CL.
[0019] Next, the reason R2/R3-which is the radius of curvature R2 of the carcass body portion 22B in the vicinity of
the tire shoulder portion 26 divided by the radius of curvature R3 of the carcass body portion in the vicinity of the tire
sidewall portion-is made equal to or greater than 0.5 is because when R2/R3 is less than 0.5, the radius of curvature
R2 in the vicinity of the tire shoulder portion 26 ends up becoming relatively smaller, and tensile force acting with respect
to the carcass body portion 22B in the vicinity of the tire shoulder portion 26 when internal pressure is being applied to
the tire becomes smaller. In this case, because of the bending force produced by the deformation of the tire caused by
the vertical direction load, eventually compressive force acts on the section inside the bend of the carcass body portion
in the vicinity of the tire shoulder portion 26 and causes fracturing of the carcass ply in the vicinity of the tire shoulder
portion 26.
[0020] Further, the reason R2/R3 is made equal to or less than 0.7 is because when R2/R3 exceeds 0.7, conversely
the radius of curvature R3 in the vicinity of the tire sidewall portion ends up becoming relatively smaller, and tensile force
acting with respect to the carcass body portion in the vicinity of the tire sidewall portion when internal pressure is being
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applied to the tire becomes smaller. In this case, because of the vertical direction load, eventually compressive force
acts on the carcass body portion in the vicinity of the tire sidewall portion and causes fracturing of the carcass ply in the
vicinity of the tire sidewall portion.
[0021] The agricultural tire pertaining to the first aspect can mitigate the input of compression to the carcass ply at
times when the vehicle makes a turn and can improve turning durability by allowing large tensile tension to act with
respect to the carcass body portion in the vicinity of the tire equatorial plane CL whose radius of curvature is R1. Further,
the agricultural tire can mitigate the input of compression to the carcass ply during travel overall, including also times
when the vehicle makes a turn, and can improve durability by allowing large tensile tension to act with respect to the
carcass body portion in the vicinity of the tire shoulder portion 26 whose radius of curvature is R2 and the vicinity of the
tire sidewall portion whose radius of curvature is R3.
[0022] The sum total of the tensile tension acting on the carcass ply when internal pressure is being applied to the tire
is decided by the internal pressure, so if the tensile tension is increased only in part, the tensile tension in sections other
than that becomes smaller. By setting the carcass line (the curvature of each portion of the carcass body portion) in
consideration of compressive tension acting on each portion of the carcass ply at times when the tire is under a load
and at times when the vehicle makes a turn like in the present invention, the strength of the carcass line can be ensured,
durability with respect to high applied loads can be enhanced, and the input of compressive force with respect to the
carcass ply can be suppressed without increasing mass and cost.
[0023] A second aspect of the present invention is the agricultural tire pertaining to the first aspect, wherein in the belt
layers, belt cord angles, with respect to the tire equatorial plane, of a first layer belt on the radial direction innermost side
and a second layer belt on the outer side of the first layer belt cross each other at 10° to 30°.
[0024] In the agricultural tire pertaining to the second aspect, the belt cord angles in the belt layers are smaller than
the belt cord angles used in passenger car tires and become closer to the tire circumferential direction, so tire radial
direction deformation of the tire crown portion can be suppressed because of a hoop effect in the tire circumferential
direction.

<Advantageous Effects of Invention>

[0025] As described above, according to the agricultural tire pertaining to the first aspect of the invention, there is
obtained the superior effect that the strength of the carcass line can be ensured, durability with respect to a high applied
load can be enhanced, and the input of a compressive force with respect to the carcass ply can be suppressed without
increasing mass and cost.
[0026] According to the agricultural tire pertaining to the second aspect, there is obtained the superior effect that tire
radial direction deformation of the tire crown portion can be suppressed.

BRIEF DESCRIPTION OF DRAWING

[0027] FIG. 1 is a cross-sectional view showing an agricultural tire on one side of a tire equatorial plane CL.

DESCRIPTION OF EMBODIMENT

[0028] An embodiment of the present invention will be described below on the basis of the drawing. In FIG. 1, an
agricultural tire 10 pertaining to the present embodiment has an aspect ratio of 65% to 75% and has at least one carcass
ply 12, at least two belt layers 14, and a tread portion 16.
[0029] Steel cords (not shown in the drawing) are used as carcass cords in the carcass ply 12, and the carcass ply
12 has a carcass body portion 22 that toroidally bridges bead portions 18 on both tire axial direction sides and has turn-
up portions 24 that are turned up on outer sides of bead cores 20 in the bead portions 18. The turn-up portions 24 extend
to, and terminate at, maximum width positions of tire sidewall portions 28, for example.
[0030] When, in a no-load state in which the agricultural tire 10 is mounted on a normal rim and no internal pressure
is being applied to the tire, W denotes a distance from a tire equatorial plane CL to a tire axial direction outermost point
P of the carcass body portion 22, D denotes a tire radial direction height from bead base portions 30 to a carcass body
portion 22A at the tire equatorial plane CL, R1 denotes a radius of curvature of the carcass ply 12 in a range from the
tire equatorial plane CL to a position P1 located 0.6W away from the tire equatorial plane CL in the tire axial direction,
R2 denotes a radius of curvature of the carcass body portion 22 in a range from the position P1 to a position P2 located
0.7D on the tire radial direction outer side from the bead base portions 30, and R3 denotes a radius of curvature of the
carcass body portion 22 in a range from the position P2 to a position P3 located 0.3D on the tire radial direction outer
side from the bead base portions 30, and R1, R2, and R3 are such that 0.07 ≤ R2/R1 ≤ 0.11 and 0.5 ≤ R2/R3 ≤ 0.7.
[0031] Here, the reason R2/R1-which is the radius of curvature R2 of a carcass body portion 22B in the vicinity of a
tire shoulder portion 26 divided by the radius of curvature R1 of the carcass body portion 22A in the vicinity of the tire
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equatorial plane CL-is made equal to or greater than 0.07 is because when R2/R1 is less than 0.07, the radius of curvature
R2 in the vicinity of the tire shoulder portion 26 ends up becoming relatively smaller, and tensile force acting with respect
to the carcass body portion 22B in the vicinity of the tire shoulder portion 26 when internal pressure is being applied to
the tire becomes smaller. In this case, because of bending force produced by deformation of the tire caused by a vertical
direction load, eventually compressive force acts on the section inside the bend of the carcass body portion 22B in the
vicinity of the tire shoulder portion 26 and causes fracturing of the carcass ply 12 in the vicinity of the tire shoulder portion 26.
[0032] Further, the reason R2/R1 is made equal to or less than 0.11 is because when R2/R1 exceeds 0.11, conversely
the radius of curvature R1 of the carcass body portion 22 in the vicinity of the tire equatorial plane CL ends up becoming
relatively smaller, and tensile force acting with respect to the carcass body portion 22A in the vicinity of the tire equatorial
plane CL when internal pressure is being applied to the tire becomes smaller. In this case, because of lateral force
produced at times when the vehicle makes a turn, eventually compressive force acts on the carcass body portion 22A
in the vicinity of the tire equatorial plane CL and causes fracturing of the carcass ply 12 in the vicinity of the tire equatorial
plane CL.
[0033] Next, the reason R2/R3-which is the radius of curvature R2 of the carcass body portion 22B in the vicinity of
the tire shoulder portion 26 divided by the radius of curvature R3 of a carcass body portion 22C in the vicinity of the tire
sidewall portion 28-is made equal to or greater than 0.5 is because when R2/R3 is less than 0.5, the radius of curvature
R2 in the vicinity of the tire shoulder portion 26 ends up becoming relatively smaller, and tensile force acting with respect
to the carcass body portion 22B in the vicinity of the tire shoulder portion 26 when internal pressure is being applied to
the tire becomes smaller. In this case, because of the bending force produced by the deformation of the tire caused by
the vertical direction load, eventually compressive force acts on the section inside the bend of the carcass body portion
22B in the vicinity of the tire shoulder portion 26 and causes fracturing of the carcass ply 12 in the vicinity of the tire
shoulder portion 26.
[0034] Further, the reason R2/R3 is made equal to or less than 0.7 is because when R2/R3 exceeds 0.7, conversely
the radius of curvature R3 in the vicinity of the tire sidewall portion 28 ends up becoming relatively smaller, and tensile
force acting with respect to the carcass body portion 22C in the vicinity of the tire sidewall portion 28 when internal
pressure is being applied to the tire becomes smaller. In this case, because of the vertical direction load, eventually
compressive force acts on the carcass body portion 22C in the vicinity of the tire sidewall portion 28 and causes fracturing
of the carcass ply 12 in the vicinity of the tire sidewall portion 28.
[0035] In the present embodiment, "normal rim" means a standard rim of an applicable size specified in the 2010
YEAR BOOK published by the Tire and Rim Association, Inc. (TRA) of the United States. "Normal load" and "normal
internal pressure" mean maximum load and air pressure with respect to the maximum load in an applicable size and ply
rating specified in the same YEAR BOOK. In cases where JATMA standards or ETRTO standards are applied in the
place of use or the place of manufacture, those standards are followed.
[0036] Air is used to apply internal pressure to the tire, but it is also possible to substitute an inert gas, such as nitrogen
gas, or the like for the air.
[0037] Next, steel cords (not shown in the drawing) are used as belt cords in the belt layers 14, and the belt layers 14
are disposed on the tire radial direction outer side of a crown region of the carcass ply 12. Although it is not shown in
the drawing, in the belt layers 14, belt cord angles, with respect to the tire equatorial plane CL, of a first layer belt 31 on
the radial direction innermost side and a second layer belt 32 on the outer side of the first layer belt 31 cross each other
at 10° to 30°.
[0038] The tread portion 16 is disposed on the tire radial direction outer side of the belt layers 14. A sum total of a
surface area of a tire pattern (not shown in the drawing) in the tread portion 16 is equal to or less than 40% of a product
of a tread width and a tire perimeter.
[0039] Here, "tread width" tread width means the maximum width, in the tire axial direction, of the tire contact surface
when the agricultural tire 10 is placed perpendicularly with respect to a flat plate (not shown in the drawing) and the
normal load is applied in a state in which the tire has been mounted on the normal rim, the tire has been inflated to the
normal internal pressure, and the tire is at rest.

(Action)

[0040] The present embodiment is configured as described above, and the action thereof will be described below.
When forces acting on a tire are separated in the tire circumferential direction, the tire radial direction, and the tire width
direction, the forces in the tire circumferential direction are mainly produced by the driving/braking force of the vehicle,
the forces in the tire radial direction are mainly produced by the internal pressure applied to the tire and the vertical
direction load resulting from the weight of the vehicle, and the forces in the tire width direction are produced by the
internal pressure applied to the tire and lateral force at times when the vehicle makes a turn.
[0041] The forces in the tire circumferential direction act substantially perpendicularly with respect to the carcass ply
12, so they do not produce tensile or compressive force with respect to the carcass ply 12.
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[0042] The forces in the tire radial direction produce tensile and compressive force in the vicinity of the tire sidewall
portion 28, and particularly the vertical direction load produced by the weight of the vehicle produces compressive force
in the carcass ply 12. This acts greatly in the range of 30% to 70% of the tire radial direction height D of the carcass
body portion 22A at the tire equatorial plane CL, that is, at the position where the carcass line of the carcass body portion
22 extends in the tire radial direction.
[0043] The forces in the tire width direction produce tensile and compressive force in the vicinity of the tire equatorial
plane CL, and particularly lateral force at times when the vehicle makes a turn produces compressive force in the carcass
body portion 22A in the vicinity of the tire equatorial plane CL. This acts greatly right under the tread portion 16, where
the tire comes into contact with road surfaces, and in the range of 0% to 60% of the distance W from the tire equatorial
plane CL to the tire axial direction outermost point of the carcass body portion 22, that is, at the position where the
carcass line of the carcass body portion 22 extends in the tire axial direction.
[0044] Further, the tire deforms because of the internal pressure applied to the tire and the vertical direction load, and
bending force also acts on the carcass ply 12. The bending stress of the carcass ply 12 (the carcass body portion 22)
generally becomes a maximum in the vicinity of the tire sidewall portion 28 from the tire shoulder portion 26.
[0045] The agricultural tire 10 pertaining to the present embodiment can mitigate the input of compression to the
carcass ply 12 at times when the vehicle makes a turn and can improve turning durability by allowing large tensile tension
to act with respect to the carcass body portion 22A in the vicinity of the tire equatorial plane CL whose radius of curvature
is R1. Further, the agricultural tire 10 can mitigate the input of compression to the carcass ply 12 (the carcass body
portion 22) during travel overall, including also times when the vehicle makes a turn, and can improve durability by
allowing large tensile tension to act with respect to the carcass body portion 22B in the vicinity of the tire shoulder portion
26 whose radius of curvature is R2 and the carcass body portion 22C in the vicinity of the tire sidewall portion 28 whose
radius of curvature is R3.
[0046] The sum total of the tensile tension acting on the carcass ply 12 when internal pressure is being applied to the
tire is decided by the internal pressure, so if the tensile tension is increased only in part, the tensile tension in sections
other than that becomes smaller. By setting the carcass line (the curvature of each portion of the carcass body portion
22) in consideration of compressive tension acting on each portion of the carcass ply 12 at times when the tire is under
a load and at times when the vehicle makes a turn like in the present embodiment, the strength of the carcass line can
be ensured, durability with respect to high applied loads can be enhanced, and the input of compressive force with
respect to the carcass ply 12 can be suppressed without increasing mass and cost.
[0047] Moreover, the belt cord angles in the belt layers 14 are smaller than the belt cord angles used in passenger
car tires and become closer to the tire circumferential direction, so tire radial direction deformation of the tire crown
portion can be suppressed because of a hoop effect in the tire circumferential direction.

(Test Examples)

[0048] A test to evaluate carcass ply durability was performed in regard to a working example and comparative examples
1 to 6 of size 710/70R42 tires having the specifications shown in Table 1, and the results shown in Table 2 were obtained.
[0049] The evaluation of these tires was performed under the condition of the tires being mounted on DW23A342
rims, and for a burst pressure test, the tire inner surfaces were filled with water and the water pressures when the tires
burst were measured.
[0050] The carcass ply durability test was performed under the condition of the air pressure being 100kPa in the drum
test, the applied load was an applied load ofTRA applied load (normal load) 3 1.2 times [kgf] corresponding to the air
pressure (normal internal pressure), a 10-degree slip angle was added every 10 seconds right and left, and whether or
not there was plastic deformation and fracturing of the carcass ply cords when the tire traveled 26,000 km at 16 km per
hour was measured. When there was a failure before traveling 26,000 km, the distance traveled until the failure and
whether or not there was plastic deformation and fracturing of the ply cords at the time of the failure were measured.
[0051] The numerical values of the tire burst pressures and tire masses in Table 1 are shown using indexes where
100 represents the working example.
[0052] According to Table 2, it is clear that with the working example tire, it is possible, without lowering the tire burst
pressure or increasing the weight of the tire, to improve carcass ply durability by increasing the tensile stress acting on
the carcass ply and reducing bending stress.

Table 1

Carcass Ply Cord Material Number of Carcass Plies R2/R1 R2/R3

Working Example Steel 1 0.08 0.6

Comparative Example 1 Nylon 3 0.08 0.6
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(Reference Signs List)

[0053]

10 Agricultural Tire
12 Carcass Ply
14 Belt Layers
16 Tread Portion
18 Bead Portion
22 Carcass Body Portion
22A Carcass Body Portion
22B Carcass Body Portion
22C Carcass Body Portion
30 Bead Base Portion
31 First Layer Belt
32 Second Layer Belt
CL Tire Equatorial Plane
D Radial Direction Height
P Tire Axial Direction Outermost Point
P1 Position
P2 Position
P3 Position
R1 Radius of Curvature

(continued)

Carcass Ply Cord Material Number of Carcass Plies R2/R1 R2/R3

Comparative Example 2 Nylon 6 0.08 0.6

Comparative Example 3 Steel 1 0.06 0.6

Comparative Example 4 Steel 1 0.12 0.6

Comparative Example 5 Steel 1 0.08 0.4

Comparative Example 6 Steel 1 0.08 0.8

Table 2

Tire Burst 
Pressure

Tire Mass Drum Test Travel 
Distance

Carcass ply Deformation

Working 
Example

100 100 Completed None

Comparative 
Example 1

46 100 Completed None

Comparative 
Example 2

92 110 Completed None

Comparative 
Example 3

100 100 8,000 km Ply Cord Bending in Vicinity of Shoulder 
Portion

Comparative 
Example 4

100 100 Completed Ply Cord Bending in Vicinity of Tire 
Equatorial Plane

Comparative 
Example 5

100 100 8,000 km Ply Cord Bending in Vicinity of Shoulder 
Portion

Comparative 
Example 6

100 100 12,000 km Ply Cord Bending in Vicinity of Tire Sidewall 
Portion
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R2 Radius of Curvature
R3 Radius of Curvature
W Distance

Claims

1. An agricultural tire (10) comprising:

at least one carcass ply (12) in which steel cords are used as carcass cords and which has a carcass body
portion (22) that toroidally bridges bead portions (18) on both tire axial direction sides and has turn-up portions
(24) that are turned up on outer sides in the bead portions (18);
at least two belt layers (14) in which steel cords are used as belt cords and which are disposed on a tire radial
direction outer side of a crown region of the carcass ply (12); and
a tread portion (16) that is disposed on the tire radial direction outer side of the belt layers (14),
wherein
the tire (10) has an aspect ratio of 65% to 75%, and
when, in a no-load state in which the tire (10) is mounted on a normal rim and no internal pressure is being
applied to the tire, W denotes a distance from a tire equatorial plane (CL) to a tire axial direction outermost point
(P) of the carcass body portion (22), D denotes a tire radial direction height from bead base portions (30) to the
carcass body portion (22) at the tire equatorial plane, R1 denotes a radius of curvature of the carcass ply (12)
in a range from the tire equatorial plane (CL) to a position P1 located 0.6W away from the tire equatorial plane
(CL) in the tire axial direction, R2 denotes a radius of curvature of the carcass body portion (22) in a range from
the position P1 to a position P2 located 0.7D on the tire radial direction outer side from the bead base portions
(30), and R1 and R2 are such that 0.07 ≤ R2/R1 ≤ 0.11, characterised in that
R3 denotes a radius of curvature of the carcass body portion (22) in a range from the position P2 to a position
P3 located 0.3D on the tire radial direction outer side from the bead base portions (30), and R2 and R3 are
such that 0.5 ≤ R2/R3 ≤ 0.7, and
a sum total of a surface area of a tire pattern is equal to or less than 40% of a product of a tire tread width and
a tire perimeter.

2. The agricultural tire (10) according to claim 1, wherein, in the belt layers (14), belt cord angles, with respect to the
tire equatorial plane (CL), of a first layer belt (31) on the radial direction innermost side and a second layer belt (32)
on the outer side of the first layer belt (31) cross each other at 10° to 30°.

Patentansprüche

1. Landwirtschaftsreifen (10), der aufweist:

mindestens eine Karkassenlage (12), in der Stahlkorde als Karkassenkorde eingesetzt werden, und die einen
Karkassenkörperabschnitt (22) aufweist, der ringförmig Wulstabschnitte (18) auf beiden Seiten in der axialen
Reifenrichtung überbrückt und Umstülpbereiche (24) aufweist, die auf die äußeren Seiten der Wulstabschnitte
(18) umgestülpt werden;
mindestens zwei Gürtellagen (14), in denen Stahlkorde als Gürtelkorde verwendet werden, und die auf einer
Außenseite eines Zenitbereiches der Karkassenlage (12) in der radialen Reifenrichtung angeordnet sind; und
einen Laufflächenabschnitt (16), der auf der Außenseite der Gürtellagen (14) in der radialen Reifenrichtung
angeordnet ist,
wobei
der Reifen (10) ein Seitenverhältnis von 65 % bis 75 % aufweist, und
wobei, wenn er sich in einem unbelasteten Zustand befindet, in dem der Reifen (10) auf einer normalen Felge
montiert ist und kein Innendruck auf den Reifen angewandt wird, W einen Abstand von einer Äquatorialebene
(CL) des Reifens bis zu einem äußersten Punkt (P) des Karkassenkörperabschnittes (22) in der axialen Rei-
fenrichtung bezeichnet, D eine Höhe in der radialen Reifenrichtung von Wulstsohlenabschnitten (30) bis zum
Karkassenkörperabschnitt (22) in der Äquatorialebene des Reifens bezeichnet, R1 einen Krümmungsradius
der Karkassenlage (12) in einem Bereich von der Äquatorialebene (CL) des Reifens bis zu einer Position P1
bezeichnet, die 0,6W weg von der Äquatorialebene (CL) des Reifens in der axialen Reifenrichtung angeordnet
ist, R2 einen Krümmungsradius des Karkassenkörperabschnittes (22) in einem Bereich von der Position P1 bis
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zu einer Position P2 bezeichnet, die 0,7D auf der Außenseite der radialen Reifenrichtung von den Wulstsoh-
lenabschnitten (30) angeordnet ist, R1 und R2 so sind, dass 0,07 ≤ R2/R1 ≤ 0,11, dadurch gekennzeichnet,
dass
R3 einen Krümmungsradius des Karkassenkörperabschnittes (22) in einem Bereich von der Position P2 bis zu
einer Position P3 bezeichnet, die 0,3D auf der Außenseite in der radialen Reifenrichtung von den Wulstsohlen-
abschnitten (30) angeordnet ist, und R2 und R3 so sind, dass 0,5 ≤ R2/R3 ≤ 0,7, und
eine Gesamtsumme einer Oberfläche eines Reifenprofils gleich oder kleiner ist als 40 % eines Produktes einer
Laufflächenbreite des Reifens und eines Reifenumfanges.

2. Landwirtschaftsreifen (10) nach Anspruch 1, bei dem sich in den Gürtellagen (14) die Gürtelkordwinkel mit Bezug-
nahme auf die Äquatorialebene (CL) des Reifens einer ersten Gürtellage (31) auf der innersten Seite in der radialen
Richtung und einer zweiten Gürtellage (32) auf der Außenseite der ersten Gürtellage (31) einander unter 10° bis
30° kreuzen.

Revendications

1. Bandage pneumatique agricole (10), comprenant :

au moins une nappe de carcasse (12), dans laquelle des câblés en acier sont utilisés comme câblés de carcasse,
et comportant une partie de corps de carcasse (22) reliant toroïdalement des parties de talon (18) sur les deux
côtés dans la direction axiale du bandage pneumatique, et comportant des parties retournées (24) sur les côtés
externes dans les parties de talon (18) ;
au moins deux couches de ceinture (14), dans lesquelles des câblés en acier sont utilisés comme câblés de
ceinture, et agencées sur un côté externe d’une région de sommet de la nappe de carcasse (12), dans la
direction radiale du bandage pneumatique ; et
une partie de bande de roulement (16), agencée sur le côté externe des couches de ceinture (14), dans la
direction radiale du bandage pneumatique ;
dans lequel :

le bandage pneumatique (10) présente un rapport d’aspect compris entre 65% et 75% ; et
lorsque, dans un état sans charge, dans lequel le bandage pneumatique (10) est monté sur une jante
normale, aucune pression interne n’étant appliquée au bandage pneumatique, W désigne une distance
entre un plan équatorial du bandage pneumatique (CL) et un point externe extrême (P) de la partie de
corps de carcasse (22), dans la direction axiale du bandage pneumatique, D désignant une hauteur dans
la direction radiale du bandage pneumatique, à partir des parties de base de talon (30) vers la partie de
corps de carcasse (22) au niveau du plan équatorial du bandage pneumatique, R1 désigne un rayon de
courbure de la nappe de carcasse(12), dans un intervalle allant du plan équatorial du bandage pneumatique
(CL) vers une position P1, agencée de 0,6W à l’écart du plan équatorial du bandage pneumatique (CL),
dans la direction axiale du bandage pneumatique, R2 désignant un rayon de courbure de la partie de corps
de carcasse (22), dans un intervalle allant de la position P1 vers une position P2, agencée à 0,7D sur le
côté externe dans la direction radiale du bandage pneumatique à l’écart des parties de base de talon (30),
et R1 et R2 étant tels que 0,07 ≤ R2/R1 ≤ 0,11, caractérisé en ce que :

R3 désigne un rayon de courbure de la partie de corps de carcasse(22) dans un intervalle allant de la
position P2 vers une position P3, agencée à 0,3D sur le côté externe dans la direction radiale du
bandage pneumatique à l’écart des parties de base de talon (30), R2 et R3 étant tels que 0,5 ≤ R2/R3
≤ 0,7 ; et
une somme d’une aire de surface d’une sculpture du bandage pneumatique est égale ou inférieure à
40% d’un produit d’une largeur de la bande de roulement du bandage pneumatique et d’un périmètre
du bandage pneumatique.

2. Bandage pneumatique agricole (10) selon la revendication 1, dans lequel, dans les couches de ceinture (14), les
angles des câblés de la ceinture par rapport au plan équatorial (CL) du bandage pneumatique, d’une première
couche de ceinture (31) sur le côté interne extrême dans la direction radiale, et d’une deuxième couche de ceinture
(32) sur le côté externe de la première couche de ceinture (31), se croisent mutuellement entre 10° et 30°.
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