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(54) VEHICLE BRAKE CONTROL SYSTEM

(57) The present invention relates to a brake control
device for a semi-brake-by-wire control system that may
eliminate a feeling of discomfort of pedal operation when
the system is started after depression of the brake pedal.
The brake control system is provided with a master cyl-
inder (4); a wheel cylinder (12); a stroke simulator (6); a
wheel cylinder cut valve (8); a stroke simulator cut valve
(9); and a brake controller (14). The stroke simulator (6)
produces a pedal reaction force by a fluid pressure of the
master cylinder (4). The wheel cylinder cut valve (8) se-
lectively opens and closes the connection between the
master cylinder (4) and the wheel cylinder (12). The
stroke simulator cut valve (9) selectively opens and clos-
es the connection between the master cylinder (4) and
the stroke simulator (6). The brake controller (14) closes
the stroke simulator cut valve (9) when the system is
started after depression of the pedal, and opens the
stroke simulator cut valve (9) when the fluid pressure
generated by the master cylinder (4) increases (FIG. 2).
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Description

TECHNICAL FIELD

[0001] The present invention relates to a brake control
device for a vehicle by a so-called semi-brake-by-wire
system with the ability to secure the pedal stroke by al-
lowing the inflow of brake fluid generated by the braking
operation, while to ensure the brake fluid pressure due
to braking operation during a system failure.

BACKGROUND ART

[0002] In the brake control system of semi-brake-by-
wire system, if the system is started after depression of
a brake pedal, the stroke will be elongated or extended
(i.e. a state in which the reaction force is smaller than
normal, despite a larger stroke of pedal than normal) so
that a sense of discomfort or strange feeling is imparted
to the driver.
[0003] To avoid this strange feeling due to the elonga-
tion of the brake stroke, when the system is started or
actuated after depression of the brake pedal, such a con-
trol is known in which a second switching valve is closed
to prevent fluid from flowing into a stroke simulator (for
example, see Patent Document 1).

PRIOR ART LITERATURE

PATENT DOCUMENT

[0004] Patent Document 1: JP Patent Application Pub-
lication No. 2004-268868

SUMMARY OF THE INVENTION

PROBLEM TO BE SOLVED BY THE INVENTION

[0005] However, in the brake control device of a con-
ventional vehicle, when the system starts after the oper-
ation of the brake pedal, both a first switching valve (at
system start-up: open → closed) and a second switching
valve are closed so that the fluid flow into a valve wheel
cylinder and the fluid flow into a stroke simulator are both
shut off. Thus, the brake pedal won’t develop a further
stroke so that, although the discomfort of the elongation
or extension of pedal stroke may be eliminated, instead,
an uncomfortable feeling of stepping on hard or stiff board
will be encountered.
[0006] The present invention was made in view of the
above problems, and aims to provide a brake control de-
vice for a vehicle which can eliminate the pedal opera-
tional discomfort, when the system starts after depres-
sion of the brake pedal.

MECHANISM FOR SOLVING THE PROBLEMS

[0007] In order to achieve the above object, in the brake

control device according to the present invention, a mas-
ter cylinder, a wheel cylinder, an introduction section, a
first switching valve, a second switching valve, and a
brake control means are provided.
[0008] The master cylinder converts an operating force
of a brake pedal into a fluid pressure.
[0009] The wheel cylinder is installed in each wheel
and generates a braking force by a fluid pressure intro-
duced.
[0010] The introduction section introduces the fluid
pressure generated by the master cylinder. The first
switching valve is disposed in a fluid passage that con-
nects the master cylinder and the wheel cylinder, and is
configured to close at the system startup and to open at
the time of system non-startup/failure.
[0011] The second switching valve is disposed in a
branch fluid passage that connects the master cylinder
and the introduction section, and is configured to open
at the system startup and to close at the system non-
startup/failure.
[0012] The brake control means or unit is operative,
when the system is started after the depression operation
of the brake pedal, to close the second switching valve,
and, when the fluid pressure or fluid pressure generated
by the master cylinder increases, to cause the second
switching valve to open for flowing the brake fluid to the
introduction section.

EFFECT OF THE INVENTION

[0013] Therefore, when the system starts up after de-
pression of the brake pedal, the brake control unit is op-
erative to close a second switching valve.
[0014] By the closing operation of the second switching
valve, the flow of brake fluid to the introductory section
is cut off, and the pedal stroke is suppressed at the sys-
tem startup . Therefore, the "elongation of stroke" is pre-
vented, which would be caused by leaving the second
switching valve open and allowing the introduction of
brake fluid into the introduction section. Then, when the
fluid pressure generated by the master cylinder rises or
increases with the pedal stroke being still suppressed,
the brake control unit causes the second switching valve
to open.
[0015] By the opening operation of the second switch-
ing valve, since the brake fluid flows in the introduction
section responsive to the opening operation, a progres-
sive depressing operation of the brake is allowed with
the pedal reaction force being received. Therefore, the
"feeling of stepping on stiff board" is prevented, which
occurs due to shutting off the brake fluid from flowing into
the introduction section while leaving the second switch-
ing valve open.
[0016] As a result, when the system was started after
the brake pedal being depressed, it is possible to elimi-
nate the discomfort in the pedal operation.

1 2 
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BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

FIG. 1 is an overall system diagram showing a brake
control device of the semi-brake -by-wire system to
which a brake control apparatus for a vehicle in a
first embodiment is applied;
FIG. 2 is a flowchart showing a flow of the brake
control process executed by a brake controller of the
brake control device for a vehicle to which the brake
control system of the first embodiment is applied;
FIG. 3 is a stroke-fluid pressure diagram showing
the extension effect when the system is started after
depression operation of the pedal in a brake control
system for a vehicle in a comparative example;
FIG. 4 is a stroke-fluid pressure diagram showing
the effect of elimination of discomfort with the pedal
operation when the system is started after depres-
sion operation of the pedal in the brake control device
for a vehicle in the first embodiment; and
FIG. 5 is a stroke-fluid diagram showing the effect
of elimination of a defective return of pedal subse-
quent to the pedal depression when the system is
started after depression operation of the pedal in the
brake control device for a vehicle in the first embod-
iment.

EMBODIMENT FOR CARRYING OUT THE INVENTION

[0018] The best embodiment for carrying out the brake
control device for a vehicle according to the present in-
vention is now described with reference to the accompa-
nying drawings.

FIRST EMBODIMENT

[0019] First, description is given of a configuration.
[0020] With respect to the configuration in a brake con-
trol device in the first embodiment, "Overall System Con-
figuration" and "Brake Control Configuration" are sepa-
rately described.

[Overall System Configuration]

[0021] FIG.1 shows a brake control system (shown for
only one wheel)by a semi-brake-by-wire method to which
the brake control device for a vehicle in the first embod-
iment is applied. The overall system configuration is
shown below with reference to FIG. 1. Note that the hard-
ware configuration of the entire system for a four-wheel
vehicle is similar to that described in JP 2004-268868 A,
for example.
[0022] As shown in FIG. 1, the brake control system is
provided with a brake pedal 1, a stroke sensor 2, a piston
3, a master cylinder 4, a reservoir 5, a stroke simulator
6 (introduction section), a pressure sensor 7, a wheel
cylinder cut valve 8 (first switching valve), a stroke sim-

ulator cut valve 9 (second switching valve), an increasing
valve 10, a pressure reducing valve 11, a wheel cylinder
12, a pressure increasing or booster device 13, and a
brake controller 14 .
[0023] The master cylinder 4 converts an operating
force of the brake pedal 1 into a fluid pressure or fluid
pressure. That is, when the piston 3 which is connected
to the brake pedal 1 strokes to the left in FIG. 1 in re-
sponse to closing of a communication port with the res-
ervoir 5, a fluid pressure is generated corresponding to
the operating force to the brake pedal 1. Note that the
brake pedal 1 is provided with a stroke sensor 2 for de-
tecting the pedal stroke.
[0024] The stroke simulator 6 introduces the hydraulic
pressure generated by the master cylinder 4 and produc-
es a pedal reaction force. More specifically, by introduc-
ing the fluid pressure generated by the master cylinder
4 due to opening of the stroke simulator cut valve 9, the
stroke simulator 6 caused the piston 6a to stroke against
the urging force of the return spring 6b. The stroke-fluid
pressure characteristics (standard characteristics: see
FIGS. 3 to 5) realized by the stroke simulator 6 is deter-
mined by a quadratic characteristic curve in accordance
with a fluid pressure from the master cylinder 4, area of
receipt of the piston 6a, urging force of the return spring
6b, etc. Further, a pedal stroke is secured by an brake
fluid absorption amount due to stroke of the piston 6a,
and, at the same time, a pedal reaction force will be im-
parted to the brake pedal 1 by a fluid pressure obtained
by multiplying a fluid pressure from the master cylinder
4 and the receiving area of the piston 3.
[0025] The wheel cylinder cut valve 8 is provided in the
fluid passage 15 that connects the master cylinder 4 and
the wheel cylinder 12, and is configured in a normally
open solenoid valve that is closed during system start-
up and is open at system being in a non-startup or mal-
functions.
[0026] The stroke simulator cut valve 9 is provided in
a branch hydraulic passage16 connecting the master cyl-
inder 4 and the stroke simulator 6, and is formed in a
normally closed solenoid valve that opens at system star-
tup and closes at the time of a system non startup/failure.
[0027] The wheel cylinder 12 is provided in each wheel
and configured, in response to a hydraulic pressure in-
troduced from either the master cylinder 4 or the booster
device 13, to clamp under pressure a brake disk disposed
on the axle to generate a braking force to brake the ro-
tational movement of each wheel.
[0028] The booster device 13, when boosted after the
system startup, generates a boosted fluid pressure to be
introduced into the wheel cylinder 12 separately from the
fluid pressure from the master cylinder 4. This booster
device 13 is composed of a pump motor 13a and a fluid
pressure pump 13b. When boosting, a pressure increas-
ing valve 10 (normally closed solenoid valve) is opened
while a pressure reducing valve 11 (normally closed so-
lenoid valve) is closed so as to introduce a pump delivery
pressure to the wheel cylinder 12. On the other hand,
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when reducing pressure, the pressure increasing valve
10 is closed while the pressure reducing valve 11 is
opened to return the fluid pressure of the wheel cylinder
12 to the reservoir 5. Further, when maintaining the pres-
sure, both the pressure increasing valve 10 and the pres-
sure reducing valve 11 are closed to maintain the fluid
pressure of the wheel cylinder 12.
[0029] The brake controller 14 receives pedal stroke
information from the stroke sensor 2, the fluid pressure
information from the pressure sensor 7, and the like, and
performs a predetermined arithmetic processing. Based
on the processing results, solenoid drive commands are
output to each of the solenoids associated with the wheel
cylinder cut valve 8, the stroke simulator cut valve 9, the
pressure increasing valve 10, and the pressure decreas-
ing valve 11. At the same time, a motor drive command
is sent to the pump motor 13a of the booster device
13.This brake controller 14 is operative, responsive to a
system startup after the depressing operation of the
brake pedal 1, to close the stroke simulator cut valve 9.
Further, when the fluid pressure generated by the master
cylinder 4 is increased, in accordance with the increase
amount in the fluid pressure, the stroke simulator cut
valve 9 is opened to cause brake fluid to flow in the stroke
simulator 6. In addition, when performing a return oper-
ation of the brake pedal 1 after depression, the wheel
cylinder cut valve 8 will be closed. Subsequently, when
the fluid pressure generated by the master cylinder 4 is
reduced, in accordance with the reduction amount of fluid
pressure, the wheel cylinder cut valve 8 is opened so as
to introduce the boosted fluid pressure from the booster
device 13 to the master cylinder 4. In both operations,
both the wheel cylinder cut valve 8 and the stroke simu-
lator cut valve 9 are controlled to selectively open and
close in order to match the normal stroke-fluid pressure
characteristics.

[Brake control configuration]

[0030] FIG. 2 is a flowchart showing a flow of the brake
control process executed by a brake controller 14 of the
brake control device for a vehicle to which the brake con-
trol system of the first embodiment is applied (brake con-
trol means). Each step in FIG. 2 representing the brake
control configurations will now be described below.
[0031] In Step S101, the system is started in accord-
ance with the start of a brake control process by the brake
controller 14, and process proceeds to step S102.
[0032] In step S102, subsequent to the system startup
in step S101, it is determined whether or not the brake
pedal stroke amount (hereinafter, simply referred to as
"stroke") detected by the stroke sensor 2 exceeds a
threshold S0. The process proceeds to step S103 if YES
(the stroke > SO), whereas the process proceeds to the
end if NO (stroke % SO) and the control is terminated.
[0033] In step S103, the judgment that the stroke is
greater than S0, i.e., stroke > S0 in step S102, in other
words, the determination that the system has been start-

ed after depression of the pedal, a command to close a
wheel cylinder cut valve 8 (first switching valve) is output
and the control proceeds to step S104.
[0034] In Step S104, following the closing command
output to the wheel cylinder cut valve 8 in step S103, a
command to close the stroke simulator cut valve 9 (sec-
ond switching valve) is output and control proceeds to
step S105.
[0035] In Step S105, subsequent to the closing com-
mand output to the stroke simulator cut valve 9 in step
S104 or the determination in step S114 of the stroke be-
ing greater than S0, it is determined that a difference
pressure obtained by subtracting a normal characteristic
fluid pressure Pn from a fluid pressure P from the pres-
sure sensor 7 exceeds a threshold P1. If YES (i.e. P-
Pn>P1), control proceeds to step S106, whereas, if NO
(i.e. P-Pn%P1), control proceeds to step S108.
Note that the normal characteristic fluid pressure Pn is
determined based on an output value of the stroke signal
with reference to a map storing the "normal or standard
characteristics" shown in FIGS. 3 to 5.
[0036] In Step S106, subsequent to judging that the P-
Pn> P1 in step S105, that is, after judging that the driver
is progressively depressing the pedal stroke, a command
to close the wheel cylinder cut valve 8 (first switching
valve) and the process proceeds to step S107.
[0037] In Step S107, following the closing command
output to the wheel cylinder cut valve 8 in step S106, a
command to open the stroke simulator cut valve
9( second switching valve), the process proceeds to step
S108.
[0038] In Step S108, following the determination of P-
Pn % P1 at step S105, or the opening command output
to the stroke simulator cut valve 9 in step S107, it is de-
termined whether or not the difference pressure obtained
by subtracting the normal characteristic hydraulic pres-
sure Pn from the fluid pressure P of the pressure sensor
7 exceeds the threshold (-P2) and falls equal to or less
than the threshold P1. If YES, i.e., (-P2<P-Pn%P1), con-
trol proceeds to step S109, while if NO (i.e., P-Pn> P1,
or P-Pn %-P2), control proceeds to step S111.
[0039] In Step S109, subsequent to the judgment (-P2
<P-Pn %P1) in step S108, that is, following the determi-
nation that the braking operation of the driver is constant,
a command to close the wheel cylinder cut valve 8 (first
switching valve) is output and the control proceeds to
step S110.
[0040] In Step S110, following the closing command
output to the wheel cylinder cut valve 8 in step S109, a
command to close the stroke simulator cut valve 9 (sec-
ond switching valve) is output and the process proceeds
to step S111 .
[0041] In Step S111, following the judgment of (P-Pn>
P1) in step S108 or the judgment (P-Pn %-P2) in step
S108, or following the closing command output to the
stroke simulator cut valve 9 in step S110, it is determined
whether or not a difference pressure obtained by sub-
tracting the normal characteristic fluid pressure Pn from
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the fluid pressure P by the pressure sensor 7 is equal to
or below the threshold (-P2). If YES (i.e., P-Pn %-P2),
the process proceeds to step S114, while, if NO (i.e., P-
Pn>-P2), then control proceeds to step S114.
[0042] In Step S112, subsequent to judging that the P-
Pn %-P2 in step S111, that is, after judging that the driver
attempts to return the brake pedal 1, a command to open
the wheel cylinder cut valve 8 (first switching valve) is
output and the process proceeds to step S113.
[0043] In Step S113, following the opening command
output to the wheel cylinder cut valve 8 in step S112, a
command to close the stroke simulator cut valve 9 (sec-
ond switching valve) is output and the process proceeds
to step S114 .
[0044] In Step S114, following the determination of (P-
Pn>-P2) in step S111, or the closing command output to
the stroke simulator cut valve 9 in step S113, it is deter-
mined whether or not the stroke sensed by the stroke
sensor 2 is equal to or less than a threshold value S0. If
YES, (i.e., stroke% SO), it is determined that the brake
pedal has returned to an initial position and process pro-
ceeds to the END to conclude the present control. If NO
(stroke > SO), control returns to step S105 to continue
the present control.
[0045] Now, operation will be described.
[0046] First, description is given of the "problem of a
comparative example". Then, the operations of the brake
control device in the first embodiment are discussed by
separating a "normal brake control operation due to the
depressing operation after system startup", "control op-
eration to the side of progressive depression of the pedal
at the time of system startup after the depression", and
"control operation to the side of returning of the pedal at
the time of system startup after depression", respectively.

[Problem of Comparative Example

[0047] At the time of a system non-startup/failure, a
first switching valve to communicate the fluid pressure
of the master cylinder to flow to the wheel cylinder and
a second switching valve that limits the fluid pressure
introduction into the stroke simulator are provided. In this
brake control system of this semi-brake-by-wire method,
such a system is referred to as the comparative example
1 where the first switching valve is closed and the second
switching valve is opened.
[0048] In this comparative example 1, when the system
has been started after a depressing operation on the
brake pedal, after the brake fluid has flown into the wheel
cylinder (i.e. after being stroked), the stroke simulator is
activated. Therefore, as shown by the solid characteristic
line in FIG. 3, the stroke has already been completed by
the stroke increment or increase amount prior to system
startup. Subsequently, in spite of the pedal being de-
pressed larger than normal (normal characteristics indi-
cated by the dotted line in FIG. 3), because the brake
fluid flows into the stroke simulator, the pedal reaction
force becomes smaller than normal so that the stroke is

extended or elongated. Therefore, in the Comparative
Example 1, the stroke elongation gives the driver a feeling
of discomfort.
[0049] Then, in the brake control system of semi-
brake-by-wire method, as a counter measure to cope with
the stroke elongation, such a device is referred to as the
Comparative Example 2 in which, when the system is
started up after the depressing operation of the brake
pedal, as long as the depression of the brake pedal is
not released, the second switching valve is closed in or-
der for the brake fluid not to flow in the stroke simulator.
[0050] In this Comparative Example 2, when the sys-
tem starts after the depressing operation of the brake
pedal, after the brake fluid has flown into the wheel cyl-
inders (i.e., after being stroked), the system starts, and
both the first and the second switching valves are closed
together. Thus, as shown by the dot-chain characteristic
line in FIG. 3, after the system startup, even when the
pedal is depressed, since inflow of the brake fluid to the
stroke simulator is disconnected, the brake pedal does
no longer work to stroke at all. Therefore, although the
stroke elongation associated discomfort in the Compar-
ative Example 1 is eliminated, but another discomfort in-
volving the feeling of stepping a plate, opposite to the
discomfort associated with the elongation, will be given
to the driver.

[Normal brake control operation due to the depression 
after system startup]

[0051] When the depression operation is done after
system startup, in the flowchart of FIG 2, the process
proceeds to through steps S101, S102 up to END to con-
clude the brake control due to the system startup after
depression operation to switch over a normal brake con-
trol. Description is now made of the normal brake control
operation due to the depression operation after the sys-
tem startup, below.
[0052] In the normal brake control after the system
startup, the wheel cylinder cut valve 8 is closed and the
stroke simulator cut valve 9 is opened. Therefore, when
the driver depresses the brake pedal 1, a fluid pressure
is generated in the master cylinder 4. At this time, since
the stroke simulator cut valve 9 is being opened, the
brake fluid flows into the stroke simulator 6 from the mas-
ter cylinder 4 to cause the piston 3 subject to stroke op-
eration to thereby allow for a stroke of the brake pedal
while generating a pedal reaction force to the driver. As
a result, when the brake pedal 1 is operated after the
system startup, the stroke-fluid pressure characteristic
shown as the "normal characteristics" in FIGS. 4 and 5
may be obtained.
[0053] At this time, the brake controller or control unit
14, based on the signal values of the stroke sensor 2 and
fluid pressure 7, calculates the required fluid or hydraulic
pressure from the driver. Then, in accordance with the
required fluid pressure thus calculated, a wheel cylinder
fluid pressure control is performed in which the fluid pres-
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sure in the wheel cylinder 12 is adjusted to achiever the
required fluid pressure by actuating the booster device
13 and a combination of the increasing pressure valve
10 and pressure reducing valve 11.
[0054] In this way, during the normal brake control after
system startup, by closing the wheel cylinder cut valve
8, the pedal reaction force production control in the brak-
ing operation system is disconnected from the wheel cyl-
inder fluid or hydraulic pressure control in the brake fluid
or hydraulic pressure generating system. For this reason,
the brake control operation similar to the brake-by-wire
method will be exhibited.
[0055] On the other hand, at the time such as system
non-startup or system failure, the wheel cylinder cut valve
8 is opened while the stroke simulator cut valve 9 is
closed. Accordingly, the fluid pressure is generated in
the master cylinder 4 in response to the driver depressing
on the brake pedal 1, the generated fluid pressure will
be fed into the wheel cylinder 12 directly through the
opened wheel cylinder cut valve 8. At this time, since the
stroke simulator cut valve 9 is closed without causing
brake fluid to flow in the stroke simulator, no stroke in-
crease will be encountered.
[0056] Thus, at the time prior to the system startup or
system failure, braking is secured by feeding the fluid
pressure from the master cylinder 4 generated in re-
sponse to the pedal operation. Therefore, different from
the brake-by-wire system, in the system failure, the func-
tion of fail-safe will be ensured and a hydraulic pressure
braking is ensured in accordance with the driver’s oper-
ation.

[Brake control operation due to system startup after de-
pression in the side of progressive depression]

[0057] As described above, when the system is started
after the depression of the pedal, it is necessary to elim-
inate the discomfort with respect to elongation operation
and the discomfort associated with a feeling of a stiff
board in response to the pedal depression operation. The
brake control operation reflecting these considerations
on the side of pedal progressive depression due to sys-
tem startup after depression will now be described below
on the basis of FIGS. 2 and 4.
[0058] When a determination is made that the is great-
er than S0 (i.e. stroke > SO) and that the system has
been started after depressing pedal, in the flowchart of
FIG 2 , the process proceeds from S101, through steps
S102, S103 to Step S104. Then, in step S103, the wheel
cylinder cut valve 8, that has been held open prior to
system startup, is now closed, and in step S104, the
stroke simulator cut valve 9, that has been closed prior
to the system startup, is maintained in a closed state.
Subsequently, during the time in which any of the condi-
tions stated in steps from SS105 to S114 is not satisfied,
in the flowchart in FIG. 2, the flow from step S104 to step
S114 through steps S105, S108, and S111 will be re-
peated.

[0059] Thus, when it is detected that system has been
started after depression of the brake pedal 1, firstly
through a closing operation of the stroke simulator cut
valve 9, the inflow of the brake fluid to the stroke simulator
6 is cut off so that an increase in the pedal stroke is sup-
pressed.
Therefore, with the increase of the pedal stroke being
held suppressed, as shown by the direction from Pa to
Pb in FIG. 4, the fluid pressure P generated by the master
cylinder 4 increases and exceeds the normal character-
istic fluid pressure Pn.
[0060] Then, upon the condition P-Pn> P1 being sat-
isfied, in the flowchart of FIG 2 , the process proceeds
from step S105 to step S107 through step S106. In step
S106, while the wheel cylinder cut valve 8 is held closed,
in step S107, the command for switching the state of the
stroke simulator cut valve 9 from the closed to the open
state is outputted.
[0061] Thus, when the detection has been made that
the driver is trying to progressively advance the pedal
stroke to the side of depression (P-Pn> P1), the stroke
simulator cut valve 9 will be opened in accordance with
the fluid pressure increase amount. Along this opening
operation of the stroke simulator cut valve 9 in accord-
ance with the fluid pressure increase amount, due to the
inflow of the brake fluid into the stroke simulator 6 asso-
ciated therewith, as shown by the direction Pb → Pc in
FIG 4, the operation of progressive depression of the
brake may be allowed while receiving a pedal reaction
force.
[0062] Then, by the stroke increase, when the pressure
approaches the normal characteristic fluid pressure Pn,
and the condition of (-P2 <P-Pn % P1) is satisfied, in the
flowchart of FIG. 2, control proceeds from step S108 to
step S110 through step S109. In step S109, while the
wheel cylinder cut valve 9 is maintained to be closed, in
step S110, a command is output to switch the stroke sim-
ulator cut valve from open to closed state. Due to this
closing operation of the stroke simulator cut valve, the
inflow of the brake fluid into the stroke simulator 6 is cut
off again so that, while the pedal stroke is being sup-
pressed, as shown by the direction from Pc →Pd, the
fluid pressure generated by the master cylinder 4 increas-
es.
[0063] As described above, at the system startup after
depressing the pedal, on the side of stepping the pedal,
the "fluid pressure increase" due closing of the stroke
simulator cut valve 9 (Pa → Pb, Pc → Pd, FIG. 4) and
the "stroke increase" (Pb → Pc in FIG. 4) due to opening
of the stroke simulator cut valve 9 are repeated. When
this "fluid pressure increase" and the "stroke increase"
are repeated a plurality of times along the "normal char-
acteristics", as shown in FIG. 4, the stroke-fluid pressure
characteristics approximated along the "normal charac-
teristics" may be achieved.
[0064] Therefore, at the system startup after depres-
sion of the pedal, the "elongated stroke" will be avoided,
that would otherwise occur when allowing for the brake
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fluid to flow into the stroke simulator with the stroke sim-
ulator cut valve being maintained open. Further, at the
time of system startup after depression of the pedal, the
feeling of "stepping on stiff board" is prevented, that
would otherwise occur by preventing the inflow of brake
fluid to the stroke simulator while the stroke simulator cut
valve remains closed. Thus, the pedal depression feeling
may be obtained similar to the stroke-fluid pressure char-
acteristics in the normal start up.

[Brake control operation to the pedal returning side due 
to system startup after depression]

[0065] As described above, in the case in which the
system has been started after depression of the pedal,
when a pedal returning operation is performed subse-
quent to the pedal depressing operation, it is necessary
to resolve the shortage in pedal reaction force and a de-
fective pedal return. With reference to FIGS. 2 and 5,
description is given of the brake control operation due to
the system startup after depression of the pedal, which
reflects these situations.
[0066] At the system startup after depression of the
pedal, when the brake pedal 1 is operated from the de-
pressing operation to a pedal returning or releasing op-
eration, the condition of (-P2<P-Pn % P1) is satisfied,
and, in the flowchart in FIG.2, the control proceeds from
step S108 to step S110 through step S109. Further, in
step s109, with the wheel cylinder cut valve 8 remaining
closed, in step S110, a command is output to switch the
stroke simulator cut valve 9 from the open to the closed
state.
[0067] Thus, when a transition is made to the pedal
returning operation from the depression operation, firstly,
the communication between the booster device 13 and
the master cylinder 4 remains shut off. In addition, by the
closing operation of the stroke simulator cut valve 9, the
inflow of brake oil to the stroke simulator 6 is interrupted
so that the pedal stroke will be suppressed. Thus, as
shown by the direction Pe → Pf in FIG. 5, the fluid pres-
sure P generated by the master cylinder 4 decreased
less than the "normal characteristic" without the pedal
stroke being decreased.
[0068] Then, upon the condition (P-Pn %-P2) being
satisfied, in the flowchart of FIG 2 , the process proceeds
from step S111 to step S113 through step S112. In step
S112, a command is output to change the wheel cylinder
cut valve 8 from the closed to open state, while in step
S113, the stroke simulator cut valve 9 is maintained
closed.
[0069] Thus, when the detection was made that the
driver attempts to return the brake pedal 1 (i.e., P-Pn %-
P2), the wheel cylinder cut valve 8 is opened, and the
boosted fluid or hydraulic pressure from the booster or
pressure increasing device 13 is introduced to the master
cylinder 4. Due to the introduction to the master cylinder
4 of the boosted hydraulic pressure, as shown by the
direction, Pf → Pg in FIG 5, the fluid or hydraulic pressure

of the master cylinder 4 rises and the pedal stroke is
returned by the inflow of the brake fluid to the master
cylinder 4.
[0070] Further, due to the fluid pressure increase of
the master cylinder 4 and the stroke return, the fluid pres-
sure P approaches the "normal characteristics", and
when the condition of (-P2 <P-Pn % P1) s satisfied, in
the flowchart of FIG. 3, the control proceeds from step
S108 to step S110 through step S109. Further, in step
S109, a command is output to switch the wheel cylinder
cut valve 8 from the open to the closed state, and in step
S110, the stroke simulator cut valve 9 is maintained
closed. By this closing operation of the stroke simulator
cut valve 8, the booster device 13 and the master cylinder
4 is disconnected again, and as shown by the direction
Pg → Ph in FIG. 5, the fluid pressure P generated by the
master cylinder 4 decreased below the "normal charac-
teristics" without the pedal stroke being decreased.
[0071] As described above, at the system startup after
depression of the pedal, on the pedal return side, the
"fluid pressure decrease "(Pe → Pf, Pg→ Pf, FIG.5) due
to closing of the wheel cylinder cut valve 8 and the "fluid
pressure increase/stroke decrease (Pf → Pg, Ph → Pi in
FIG 5) due to the opening of the wheel cylinder cut valve
8 are repeated. By repeating these "fluid pressure
decrease" and the "fluid pressure increase/stroke
decrease" several times along the "normal characteris-
tic", as shown in FIG. 5, the stroke-fluid pressure char-
acteristic approximated to the "normal
characteristic" may be achieved.
[0072] Thus, when performing the pedal returning op-
eration after the operation of pedal depression, when the
generated fluid pressure decreases below the "normal
characteristics", the wheel cut valve 8 is opened to in-
crease the fluid pressure by introducing the boosted fluid
pressure into the master cylinder 4 along with maintaining
of the return stroke. Upon reaching the "normal charac-
teristics", the wheel cylinder cut valve 8 is closed, and,
when the fluid pressure decreases again below the "nor-
mal characteristics" due to the pedal return, the wheel
cylinder cut valve 8 will be opened. By reiterating these
steps, the discomfort that "the pedal reaction force is not
enough", or "the brake pedal 1 won’t return" will be re-
solved. In addition, the feeling of pedal returning opera-
tion equivalent to the stroke-fluid pressure characteristics
in the normal startup.
[0073] Then, description is given of the effects.
[0074] In the brake control device for a vehicle in the
first embodiment, it is possible to obtain the following
effects.
[0075] Specifically the brake control device for a vehi-
cle comprises:

(1) a master cylinder 4 to convert an operating force
of a brake pedal 1 into a fluid pressure,

a wheel cylinder 12 installed in each wheel for
generating a braking force by a fluid pressure
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introduced in each wheel,
an introduction section (stroke simulator 6) that
introduces the fluid pressure generated by the
master cylinder 4;
a first switching valve (wheel cylinder cut valve
8) disposed in a fluid passage 15 connecting the
master cylinder 4 and the wheel cylinder 12 and
configured to close at the system startup and to
open at the time of system non-startup/failure,
and
a second switching valve (stroke simulator cut
valve 9) disposed in a branch fluid passage 16
connecting the master cylinder 4 and the intro-
duction section and configured to open at the
system startup and to close at the system non-
startup/failure, and
a brake control means (FIG. 2) that is config-
ured, when the system is started after the de-
pression operation of the brake pedal, to close
the second switching valve (stroke simulator),
and when the fluid pressure generated by the
master cylinder 4 increases, to cause the sec-
ond switching valve (stroke simulator cut valve
9) to open in accordance with the fluid pressure
increase amount to allow for the brake fluid to
flow into the introduction section (stroke simu-
lator 6).
Thus, at a system startup after depression op-
eration of the brake pedal 1, the discomfort of
pedal operation associated with the "stroke ex-
tension" and "stepping on stiff board) may be
eliminated.

(2) The brake control means (FIG. 2) is operative,
when the system is started after the depression of
the brake pedal 1, to control to selectively open and
close the second switching valve (stroke simulator
cut valve 9) along a normal stroke-fluid pressure
characteristics shown or exhibited when the system
is started without depression operation on the brake
pedal 1 (steps S105 to S110).
Therefore, in addition to the effect of (1), even when
the system is started after the depression operation
of the pedal, the feeling of the pedal depression op-
eration may be obtained similar to the normal stroke-
fluid pressure characteristics with a normal startup.
(3) When boosted after the system startup, a booster
device 13 is provided to produce a boosted fluid pres-
sure to be introduced in the wheel cylinder 12, sep-
arately or independently from the fluid pressure from
the master cylinder 4, wherein, the brake control
means (FIG. 2) is configured, when a returning op-
eration is performed after the depression operation
of the brake pedal 1, to close the first switching valve
(wheel cylinder cut valve 8), and when the fluid pres-
sure generated by the master cylinder 4 decreases,
to open the first switching valve (wheel cylinder cut
valve 8) in accordance to the fluid pressure decrease

amount to introduce the boosted fluid pressure in the
master cylinder 4.
Thus, in addition of the effects described in (1) and
(2), when the system is started after the depression
operation of the brake pedal 1, the "pedal reaction
force shortage" on the pedal returning operation and
the pedal operational discomfort associated with the
"defective pedal return" may be eliminated.
(4) The brake control means (FIG. 2) is operative,
when the system is started after depression of the
brake pedal 1, to control to selectively open and close
the first switching valve (wheel cylinder cut valve 8)
to conform the normal stroke-fluid pressure charac-
teristics in which the system is started without the
depression operation of the brake pedal 1 (steps S18
to S113).
Thus, in addition to the effect of (3), even in the case
of system startup after depression operation of the
pedal, the operational feeling of the pedal may be
obtained similar to the stroke-fluid pressure charac-
teristics in a normal startup.
(5) The introduction section is a stroke simulator 6
that introduces the hydraulic pressure generated by
the master cylinder 4 and produces a pedal reaction
force. Therefore, it is possible in addition to the ef-
fects in (1) to (4), to ensure a good pedal feeling
which does not give an uncomfortable feeling to the
driver at the progressive pedal depression side.

[0076] The brake control device for a vehicle according
to the present invention has been described above with
reference to the first embodiment. The specific structure
is not limited to the first embodiment. Design change,
addition or the like are acceptable without departing from
the spirit of the invention defined in each of the appended
claims.
[0077] In the first embodiment, as the introduction sec-
tion, an example of stroke simulator 6 is shown in which
the fluid pressure generated by the master cylinder 4 is
introduced to produce a pedal reaction force. However,
as the introduction section, instead of the stroke simula-
tor, simply a reservoir tank may be used, which introduc-
es the fluid pressure generated by the master cylinder.
[0078] In the first embodiment, an example is shown
in which the stroke simulator 6, the wheel cylinder cut
valve 8, the stroke simulator cut valve 9 are disposed
between the master cylinder 4 and the wheel cylinder 12.
However, as long as the stroke simulator, the first switch-
ing valve (wheel cylinder cut valve), and the second
switching valve (stroke simulator cut valve) are respec-
tively disposed between the master cylinder and the
wheel cylinder so as for the present invention to be ex-
ecutable, other component may be added.
[0079] In the first embodiment, such an example has
been illustrated in which an existing wheel cylinder cut
valve 8 is used as the first switching valve while an ex-
isting stroke simulator cut valve 9 is used as the second
switching valve. However, the existing wheel cylinder cut
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valve together with a solenoid valve for open/close con-
trol added in parallel thereto may be used as the first
switching valve. Further, the existing stroke simulator cut
valve and the solenoid valve for open/close control added
in parallel thereto may be used as the second switching
valve.
[0080] The brake control device for a vehicle according
to the present invention may be applied to vehicles of
various types such as an engine driven vehicle, a hybrid
vehicle, an electric vehicle, fuel cell vehicle etc.

CROSS-REFERENCE TO RELATED APPLICATIONS

[0081] This application claims priority based on Japa-
nese Patent Application No. 2011-204133 filed in Japan
Patent Office on September 20, 2011, the content of
which is incorporated herein by reference in its entirety.

Claims

1. A brake control device for a vehicle, comprising:

a master cylinder to convert an operating force
of a brake pedal into a fluid pressure,
a wheel cylinder installed in each wheel for gen-
erating a braking force by a fluid pressure intro-
duced in each wheel,
an introduction section that introduces the fluid
pressure generated by the master cylinder;
a first switching valve disposed in a fluid pas-
sage connecting the master cylinder and the
wheel cylinder and configured to close at the
system startup and to open at the time of system
non-startup/failure,
a second switching valve disposed in a branch
fluid passage connecting the master cylinder
and the introduction section and configured to
open at the system startup and to close at the
system non-startup/failure, and
a brake control means configured, when the sys-
tem is started after the depression operation of
the brake pedal, to close the second switching
valve, and when the fluid pressure generated by
the master cylinder increases, to cause the sec-
ond switching valve to open in accordance with
the fluid pressure increase amount to allow for
the brake fluid to flow into the introduction sec-
tion.

2. The brake control device for a vehicle as claimed in
claim 1, wherein the brake control means is opera-
tive, when the system is started after the depression
of the brake pedal to control to selectively open and
close the second switching valve along a normal
stroke-fluid pressure characteristics shown when the
system is started without depression operation on
the brake pedal.

3. The brake control device for a vehicle as claimed in
either claim 2 or 3, further comprising:

a booster device to produce, when boosted after
the system startup, a boosted fluid pressure to
be introduced in the wheel cylinder, separately
from the fluid pressure from the master cylinder,
wherein, the brake control means is configured,
when a returning operation is performed after
the depression operation of the brake pedal, to
close the first switching valve, and when the fluid
pressure generated by the master cylinder de-
creases, to open the first switching valve in ac-
cordance to the fluid pressure decrease amount
to introduce the boosted fluid pressure from the
booster device into the master cylinder.

4. The brake control device for a vehicle as claimed in
claim 3, wherein the brake control means is opera-
tive, when the system is started after depression of
the brake pedal, to control to selectively open and
close the first switching valve to conform the normal
stroke-fluid pressure characteristics in which the
system is started without depression operation of the
brake pedal.

5. The brake control device for a vehicle as claimed in
any one of claims 1 to 4, wherein the introduction
section is a stroke simulator that receives a fluid pres-
sure generated by the master cylinder and produces
a pedal reaction force.
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