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Description

CROSS REFERENCE TO RELATED APPLICATIONS

[0001] The present application claims priority to U.S.
Provisional Patent Application Serial No. 62/289,702,
filed February 1, 2016, and entitled "COMPRESSION
STRIPS AND SCAFFOLDS FOR USE IN SOFT TISSUE
FIXATION," U.S. Provisional Patent Application Serial
No. 62/348,548, filed June 10, 2016, and entitled "COM-
PRESSION CONSTRUCTS AND RELATED METHODS
FOR USE IN SOFT TISSUE FIXATION," and U.S. Pro-
visional Patent Application Serial No. 62/393,277, filed
September 12, 2016, and entitled "TISSUE AUGMEN-
TATION CONSTRUCTS AND RELATED METHODS
FOR USE IN SOFT TISSUE FIXATION".

FIELD

[0002] The present disclosure relates to systems, de-
vices, and methods for securing soft tissue to bone, and
more particularly relates to systems, devices, and meth-
ods that increase the area of coverage and/or compres-
sion between suture filament and tissue during proce-
dures like rotator cuff repairs.

BACKGROUND

[0003] A common injury, especially among athletes
and people of advancing age, is the complete or partial
detachment of tendons, ligaments, or other soft tissues
from bone. Tissue detachment may occur during a fall,
by overexertion, or for a variety of other reasons. Surgical
intervention is often needed, particularly when tissue is
completely detached from its associated bone. Currently
available devices for tissue attachment include screws,
staples, suture anchors, and tacks. Currently available
devices for patients of advancing age can be particularly
insufficient due to degenerated tissue leading to inade-
quate suture-to-anchor fixation and further damage to
the soft tissue.
[0004] Repair constructs made from one or more sur-
gical filaments are typically used in soft tissue repair pro-
cedures, e.g., rotator cuff fixations, to secure the tissue
in a desired location. The repair constructs are typically
disposed through one or more portions of the tissue to
be repaired, which can cause trauma to the tissue, and
are often coupled to anchors disposed in bone to which
the tissue is to be approximated. Further, in situations
where the soft tissue has already begun to degenerate,
the added pressure applied by the sutures can cause
further damage to the tissue, for instance by causing
abrasion of the tissue or "cheese-wiring," which refers to
one or more strings of tissue peeling away from the main
tissue like a string of cheese peels away from a cheese
block when a wire cheese slicer is used to separate
cheese from the block. In other words, because the su-
ture has a small surface area, and a significant amount

of force is being applied to the soft tissue over the small
surface area of the tissue, the suture may have a ten-
dency to cut into the already compromised tissue, thus
causing further damage. Currently available solutions to
this problem include the application of a relatively large
formation of allograft or xenograft, typically about 3 cen-
timeters by about 3 centimeters, to the soft tissue after
the repair has been performed but prior to tightening the
soft tissue down with the suture. The application of the
formation, however, is often expensive, necessitates
many sutures, and requires a high skill level to operate
and is thus used by only a select few surgeons. Further,
the application of the relatively large formation can add
a significant amount of time to a surgical procedure, on
the order of an additional half hour to one hour per allo-
graft or xenograft formation applied.
[0005] It is therefore desirable to provide systems, de-
vices, and methods for use in soft tissue repair that are
robust, strong, and promote healing, yet minimize the
costs and time of the procedure. WO2012/121986 A2
describes implantable bioprosthesis and constructs hav-
ing an implantable woven ribbon with at least one inte-
grated structure. US2007/288040 A1 describes devices
and methods for fixing defects in the anulus fibrosus (ver-
tebral disc) of a patient. US2013/116710 A1 describes
an instrument for delivering a suture transfascially.
US2014/058371 A1 describes methods and systems for
accessing a pericardial space and preventing strokes
arising from the left atrial appendage. US2008/281355
A1 describes a joining element, especially a suture for
surgical use. US2013/066371 A1 describes a bone graft
placement device. WO2009/059293 A2 describes meth-
ods and apparatus for anulus repair.

SUMMARY

[0006] The invention is defined in the appended claims.
The systems, devices and methods mentioned below
and not falling within the scope of the claims do not form
part of the present invention. Systems, devices, and
methods are generally provided for performing surgical
procedures involving sutures, such as rotator cuff repairs,
among other suture repair procedures. More specifically,
the systems, devices, and methods are designed to allow
a user to quickly add one or more tissue augmentation
constructs or matrices onto suture being used to perform
the tissue repair. The tissue augmentation constructs,
which come in a variety of configurations, including but
not limited to tapes, tubes, blocks, rings, tacks, washers,
and patches, can expand a footprint of the sutures with
which they are associated. The expanded footprint helps
distribute force applied by the suture on the tissue across
a greater surface area, can protect aspects of the system
and/or tissue, provide bulk to otherwise compromised or
degenerate tissue and/or tendon, and can help promote
tissue growth and repair at the surgical site.
[0007] The tissue augmentation constructs can be as-
sociated with the suture(s) in an on-demand fashion so
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that a surgeon can quickly and easily expand the footprint
of the sutures, or similarly purposed materials such as
suture tape, being used based on the needs presented
during the procedure. The constructs can be associated
with suture using a variety of techniques, including dis-
posing the constructs on the suture and threading the
suture through the constructs, among other techniques.
In some exemplary embodiments, a tissue augmentation
construct is predisposed on a threader, and the threader
is operable to associate a suture being used in the soft
tissue repair with the tissue augmentation construct. Sur-
gical procedures that utilize the tissue augmentation con-
structs provided for in the present disclosure are also
provided, as are various manufacturing techniques and
methods for forming tissue augmentation constructs.
[0008] In one exemplary embodiment, a surgical soft
tissue repair system includes a first suture limb and a
first tissue augmentation block. The tissue augmentation
block is disposed on the first suture limb such that the
first tissue augmentation block extends along a first
length of the first suture limb. As a result, a tissue engag-
ing surface area of the system along the first length is
increased. The system can additionally include a second
suture limb and a second tissue augmentation block. The
second tissue augmentation block can be disposed on
the second suture limb such that the second tissue aug-
mentation block extends along a second length of the
second suture limb. The second tissue augmentation
block can further increase a second tissue engaging sur-
face area of the system along the second length. The
first suture limb and the second suture limb can be formed
from a single suture. Alternatively, the first suture limb
and the second suture limb can be formed from different
sutures.
[0009] The first tissue augmentation block can have a
number of different configurations. In one configuration,
the first tissue augmentation block includes an opening
that extends through the first tissue augmentation block
with the first suture limb being disposed through the open-
ing of the first tissue augmentation block such that the
first tissue augmentation block freely passes along a
length of the first suture limb in an unrestricted manner.
In a second configuration, the first tissue augmentation
block includes a tape having a substantially flat tissue-
engaging surface with a width that is at least two times
as large as a diameter of the first suture limb and a length
that is substantially greater than the width of the tape.
The first suture limb on which the tape is disposed ex-
tends through the substantially flat tissue-engaging sur-
face of the tape at a plurality of locations along the length
of the substantially flat tissue-engaging surface. Other
configurations of tissue augmentation blocks are also
provided for, including but not limited to bars and wash-
ers. In configurations where the system includes first and
second tissue augmentation blocks, the first and second
tissue augmentation blocks can have the same or differ-
ent configurations. Further, in some embodiments, the
first tissue augmentation block can include at least one

of: fabric, plastic, synthetic polymer, natural polymer, col-
lagen, collagen scaffold, reconstituted collagen, a bio-
logical autograft, allograft, allogenic, xenogeneic, or xe-
nograft, connective tissue including human dermal ma-
trix, acellular porcine dermal matrix, acellular bovine der-
mal matrix, periosteal tissue, pericardial tissue, and/or
fascia, and combinations thereof. In some embodiments,
the first tissue augmentation block includes collagen. The
blocks can be woven, non-woven, knitted, or manufac-
tured using a variety of techniques known to those skill
in the art or otherwise provided for herein.
[0010] In some embodiments, at least one additional
tissue augmentation block can be disposed on the first
suture limb. For example, each of an additional tissue
augmentation block of the at least one additional tissue
augmentation block and the first tissue augmentation
block disposed on the first suture limb can include a
washer. The washer can have an opening that extends
through a thickness of the washer, and the first suture
limb on which the washer is disposed can extend through
the washer opening. The washer can be sized such that
the thickness of the washer is substantially less than a
length of the first suture limb on which the washer is dis-
posed.
[0011] The system also includes a threader on which
the first tissue augmentation block is disposed. The
threader includes a distal end that is configured to receive
the first suture limb and dispose the first tissue augmen-
tation block onto the first suture limb as the threader is
moved with respect to the first tissue augmentation block.
The threader can more specifically include a collapsible
opening at the distal end that is configured to receive the
first suture limb, a proximal handle portion, and an elon-
gate intermediate portion that extends between the col-
lapsible opening and the proximal handle portion. The
elongate intermediate portion can have the first tissue
augmentation block disposed on it. The threader can be
configured such that applying a force to the proximal han-
dle portion advances the elongate intermediate portion
and the collapsible opening in the direction of the applied
force such that when the first suture limb is disposed
within the collapsible opening, the applied force disposes
the first tissue augmentation block onto the first suture
limb. The system further includes an installation tool that
has a handle portion and a cartridge. The cartridge has
a length and a width that is sized to receive and retain
the first tissue augmentation block disposed on the
threader, with the threader extending through the entire
length of the cartridge.
[0012] The soft tissue suture repair system includes a
tissue augmentation block and a threader. The threader
has a proximal handle, a distal receiving end, and an
intermediate portion extending between the proximal
handle and the distal receiving end. The intermediate
portion of the threader has the tissue augmentation block
disposed on it. Further, the threader is configured to dis-
pose the tissue augmentation block onto a suture by as-
sociating a suture with the distal receiving end and ap-
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plying a force to the proximal handle to advance the distal
receiving end towards the tissue augmentation block.
[0013] In some embodiments the threader can be con-
figured such that the distal receiving end, and thus a su-
ture associated therewith, passes through the tissue aug-
mentation block in response to the application of the force
to the proximal handle. Sometimes, the intermediate por-
tion is a filament portion, a fiber, a thread, a wire, a cord,
and/or some other flexible structure. Further, the system
can include a suture that can be configured to be asso-
ciated with the distal receiving end of the threader and
can be configured to have the tissue augmentation block
disposed on it.
[0014] The tissue augmentation block can have vari-
ous configurations. In one configuration, the tissue aug-
mentation block includes an opening that extends
through the block and the intermediate portion of the
threader can be disposed through the opening. In a sec-
ond configuration, the tissue augmentation block in-
cludes a tape having a substantially flat tissue-engaging
surface with a width that is at least two times as large as
a diameter of the suture on which the tape is disposed,
and a length that is substantially greater than the width
of the tape. The intermediate portion of the threader on
which the tape is disposed can extend through the sub-
stantially flat tissue-engaging surface of the tape at a
plurality of locations along the length of the substantially
flat tissue-engaging surface. Other configurations are al-
so provided for, including but not limited to the tissue
augmentation block including a bar or a washer.
[0015] The system includes an installation tool for dis-
posing the tissue augmentation block on a suture. The
installation tool includes a handle portion and a cartridge.
The cartridge has a length and a width that is sized to
receive and retain the tissue augmentation block. Fur-
ther, in some embodiments, the tissue augmentation
block can include at least one of: fabric, plastic, synthetic
polymer, natural polymer, collagen, collagen scaffold, re-
constituted collagen, biological autograft connective tis-
sue, biological allograft connective tissue, biological xe-
nograft connective tissue, human dermal matrix, porcine
dermal matrix, bovine dermal matrix, periosteal tissue,
pericardial tissue, and fascia, and in some embodiments,
the tissue augmentation block include collagen.
[0016] In still another exemplary embodiment, a surgi-
cal kit for soft tissue repair includes one or more bone
anchors, one or more sutures, one or more tissue aug-
mentation blocks, and one or more threaders. Each tis-
sue augmentation block is configured to be disposed on
a suture limb of a suture of the one or more sutures.
Further, at least one of the threaders is configured to
dispose a tissue augmentation block of the one or more
tissue augmentation blocks onto a suture of the one or
more sutures.
[0017] In some embodiments the surgical kit can also
include a drill for drilling a bone hole sized to receive a
bone anchor of the one or more bone anchors. In various
embodiments, the one or more tissue augmentation

blocks can include a plurality of tissue augmentation
blocks, and/or the one or more sutures can include a
plurality of sutures, and/or the one or more bone anchors
can include a plurality of bone anchors.
[0018] One of the one or more tissue augmentation
blocks can include an opening extending through the
block. The opening can be configured to have the suture
limb extending through the tissue augmentation block
when the tissue augmentation block is disposed on the
suture limb such that the tissue augmentation block freely
passes along a length of the suture limb in an unrestricted
manner. Alternatively, one of the one or more tissue aug-
mentation blocks can include a tape having a substan-
tially flat tissue-engaging surface with a width that is at
least two times as large as a diameter of the suture limb
on which the tissue augmentation block is disposed and
a length that is substantially greater than the width of the
tape. The substantially flat tissue-engaging surface can
be configured to have the suture limb extend through it
at a plurality of locations along the length of the substan-
tially flat tissue-engaging surface when the tissue aug-
mentation block is disposed on the suture limb. Other
configurations of the one or more tissue augmentation
blocks are also provided for, including but not limited to
bars and washers. The washers can be sized such that
a thickness of the washer is substantially less than a
length of a suture limb on which the washer is to be dis-
posed. Further, in some embodiments, a tissue augmen-
tation block of the one or more tissue augmentation
blocks can include at least one of: fabric, plastic, synthetic
polymer, natural polymer, collagen, collagen scaffold, re-
constituted collagen, a biological autograft, allograft, al-
logenic, xenogeneic, or xenograft, connective tissue in-
cluding human dermal matrix, acellular porcine dermal
matrix, acellular bovine dermal matrix, periosteal tissue,
pericardial tissue, and/or fascia, and combinations there-
of. In some embodiments, one or both of the first and
second augmentation blocks includes collagen. The
blocks can be woven, non-woven, knitted, or manufac-
tured using a variety of techniques known to those skill
in the art or otherwise provided for herein.
[0019] One or more of the threaders can include a prox-
imal handle, a distal receiving end, and an intermediate
portion extending between the proximal handle and the
distal receiving end. The threader can be configured to
dispose one or more tissue augmentation blocks onto
one or more sutures by associating one or more sutures
with the distal receiving end and applying a force to the
proximal handle to advance the distal receiving end to-
wards the one or more tissue augmentation blocks. The
distal receiving end can be configured such that the distal
receiving end, and thus one or more sutures associated
therewith, passes through one or more tissue augmen-
tation blocks in response to the application of the force
to the proximal handle.
[0020] In an exemplary method of soft tissue repair,
the method includes attaching a first suture to soft tissue
such that two suture limbs of the first suture extend from
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the soft tissue, disposing at least one tissue augmenta-
tion block on at least one of the first and second suture
limbs, coupling the two suture limbs with at least one
suture anchor disposed in bone, and tightening the suture
limbs such that the tissue augmentation block(s) is di-
rected towards the soft tissue. By disposing a tissue aug-
mentation block on at least one of the two suture limbs,
a surface area for engaging tissue associated with the
respective suture limb is increased. One or more tissue
augmentation blocks can be disposed on both suture
limbs if desired.
[0021] In some embodiments the step of attaching a
first suture to soft tissue such that two suture limbs of the
suture extend from the soft tissue further comprises in-
stalling a medial row stitch. In such embodiments, the
step of coupling the two suture limbs with at least one
suture anchor disposed in bone can include installing a
lateral row fixation.
[0022] In some embodiments the step of disposing at
least one tissue augmentation block on at least one of
the first and second limbs can include coupling a first
limb of the two suture limbs to a threader associated with
a first tissue augmentation block and applying a force to
the threader associated with the first tissue augmentation
block to dispose the first tissue augmentation block on
the first limb. The method can further include coupling a
second limb of the two suture limbs to a threader asso-
ciated with a second tissue augmentation block and ap-
plying a force to the threader associated with the second
tissue augmentation block on the second limb.
[0023] The tissue augmentation block(s) used in the
methods can have a variety of configurations. For exam-
ple, in some instances, one or more of the tissue aug-
mentation blocks can include an opening extending
through the block, and the opening can be configured to
have one of the suture limbs extending therethrough
when the tissue augmentation block is disposed on the
respective suture limb such that the tissue augmentation
block freely passes along a length of the suture limb in
an unrestricted manner. By way of further non-limiting
example, in some instances, one or more of the tissue
augmentation blocks can include a tape having a sub-
stantially flat tissue-engaging surface with a width that is
at least two times greater than a diameter of the suture
limb on which the block is disposed, and a length that is
substantially greater than the width of the tape. The sub-
stantially flat tissue-engaging surface can be configured
to have the suture limb extend through it at a plurality of
locations along the length of the substantially flat tissue-
engaging surface when the tissue augmentation block is
disposed on the suture limb. Other configurations of tis-
sue augmentation blocks are also provided for, including
but not limited to bars and washers. The washers can be
sized such that a thickness of the washer is substantially
less than a length of a suture limb on which the washer
is to be disposed. Further, in some embodiments, one or
more of the tissue augmentation blocks can include at
least one of: fabric, plastic, synthetic polymer, natural

polymer, collagen, collagen scaffold, reconstituted colla-
gen, a biological autograft, allograft, allogenic, xenoge-
neic, or xenograft, connective tissue including human
dermal matrix, acellular porcine dermal matrix, acellular
bovine dermal matrix, periosteal tissue, pericardial tis-
sue, and/or fascia, and combinations thereof. In some
embodiments, one or both of the first and second aug-
mentation blocks includes collagen. The blocks can be
woven, non-woven, knitted, or manufactured using a va-
riety of techniques known to those skill in the art or oth-
erwise provided for herein..
[0024] In some embodiments that include a second su-
ture, the step of coupling the two suture limbs with at
least one suture anchor disposed in bone can include
coupling the two suture limbs with a first suture anchor
of the at least one suture anchor. The method can addi-
tionally include attaching a second suture to the soft tis-
sue such that a third suture limb and a fourth suture limb
extend from the soft tissue. At least one second tissue
augmentation block can be can be disposed on at least
one of the third and fourth suture limbs, and the third and
fourth suture limbs can be coupled with a second anchor
of the at least one suture anchor disposed in bone. The
method can further include tightening the third and fourth
suture limbs such that the second tissue augmentation
block is directed towards the soft tissue. By disposing a
tissue augmentation block on at least one of the third and
fourth suture limbs, a surface area for engaging tissue
associated with at least one of the third and fourth suture
limbs is increased. One or more tissue augmentation
blocks can be disposed on both suture limbs if desired.
[0025] The step of disposing at least one tissue aug-
mentation block on at least one of the first and second
suture limbs can include disposing a first tissue augmen-
tation block on the first suture limb and a second tissue
augmentation block on the second suture limb in some
instances. In some of those instances, the first and sec-
ond suture limbs can be coupled together to form a mat-
tress stitch.
[0026] In yet other embodiments the method can fur-
ther include attaching a second suture to the soft tissue
such that a third suture limb and a fourth suture limb
extend from the soft tissue, disposing at least one second
tissue augmentation block on at least one of the third and
fourth suture limbs, and disposing at least one tissue aug-
mentation block on each of the first and second suture
limbs of the first suture. By disposing tissue augmentation
blocks on the first, second, and at least one of the third
and fourth suture limbs, a surface area for engaging tis-
sue associated with the respective suture limbs are in-
creased. The method can further include coupling the
first and third suture limbs with a first suture anchor dis-
posed in the bone, and coupling the second and fourth
suture limbs with a second suture anchor disposed in the
bone. In some embodiments, the second and third limbs
can cross over each other. The method can further in-
clude tightening the first, second, third, and fourth suture
limbs such that the tissue augmentation blocks are di-
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rected towards the soft tissue.
[0027] In still other embodiments, the method can fur-
ther include attaching a second suture to the soft tissue
such that a third suture limb and a fourth suture limb
extend from the soft tissue. The first and second limbs
of the first suture can be coupled together, for instance
by using a first knot to tie them together. The at least one
tissue augmentation block that is disposed on at least
one of the first and second suture limbs can be slid over
the first knot. The third and fourth suture limbs also can
be coupled together, for instance by using a second knot
to tie them together. At least one of the third and fourth
suture limbs can extend above the at least one tissue
augmentation block to help maintain a location of the at
least one tissue augmentation block with respect to the
soft tissue.
[0028] Sometimes the method can include attaching a
second suture to the soft tissue at a location that is lat-
erally displaced from a location of the first suture such
that a third suture limb and a fourth suture limb extend
from the soft tissue. Further, a tissue augmentation block
of the at least one tissue augmentation block can be dis-
posed on the first suture limb. The first and third suture
limbs can be coupled together to form a mattress stitch,
for instance by using a first knot to tie them together, and
the tissue augmentation block of the at least one tissue
augmentation block can be slid over the first knot. The
second and fourth suture limbs also can be coupled to-
gether, for instance by using a second knot to tie them
together. At least one of the second and fourth suture
limbs can extend above the tissue augmentation block
to help maintain a location of the tissue augmentation
block with respect to the soft tissue.
[0029] In other embodiments, the first tissue augmen-
tation block of the at least one tissue augmentation block
can be disposed on the first suture limb. In some such
embodiments, the method can include attaching a sec-
ond suture to the soft tissue such that a third suture limb
and a fourth suture limb extend from the soft tissue. A
second tissue augmentation block of the at least one tis-
sue augmentation block can be disposed on the fourth
suture limb, thereby increasing a surface area for engag-
ing tissue associated with the fourth suture limb. Further,
a third tissue augmentation block of the at least one tissue
augmentation block can be disposed on each of the sec-
ond and third suture limbs. The first and second suture
limbs can be coupled with a first suture anchor disposed
in the bone, and the third and fourth suture limbs can be
coupled with a second suture anchor disposed in the
bone. The first, second, third, and fourth suture limbs can
be tightened such that the first, second, and third tissue
augmentation blocks can be directed towards the soft
tissue.
[0030] Another exemplary method of soft tissue repair
includes coupling a first suture limb of a first suture to a
first threader having a first tissue augmentation block dis-
posed thereon, the first suture being attached to a first
suture implant disposed in bone in a body, and the first

suture limb being coupled to tissue, and applying a force
to the first threader to move the first threader with respect
to the first tissue augmentation block such that the first
suture limb is passed into the first tissue augmentation
block to dispose the first tissue augmentation block onto
a portion of the first suture limb. The first suture limb and
the first tissue augmentation block are then disassociated
from the first threader, and the first tissue augmentation
block is advanced towards the first suture implant. A por-
tion of the first suture limb is secured at a surgical site,
and a location of the first tissue augmentation block
and/or the first suture limb is adjusted with respect to the
tissue.
[0031] In some embodiments, the first suture can be
coupled to the tissue by forming a medial row stitch with
the first suture. Further, in some instances the method
can include coupling a second suture limb of the first
suture to a second threader having a second tissue aug-
mentation block disposed thereon, the second suture
limb being coupled to tissue, and applying a force to the
second threader to move the second threader with re-
spect to the second tissue augmentation block such that
the second suture limb is passed into the second tissue
augmentation block to dispose the second tissue aug-
mentation block onto a portion of the second limb. The
second suture limb and the second tissue augmentation
block can be disassociated from the second threader.
The second tissue augmentation block can be advanced
towards the first suture implant, and a portion of the sec-
ond suture limb can be secured at the surgical site. In
some embodiments in which the first suture includes both
a first suture limb and second suture limb, the first and
second suture limbs can be coupled together by way of
a mattress stitch.
[0032] Various methods provided for can also include
a second suture associated with a second suture implant.
More specifically, a third suture limb of a second suture
can be coupled to a third threader having a third tissue
augmentation block disposed on it. The second suture
can be attached to a second suture implant disposed in
bone in a body, and the third suture limb can be coupled
to tissue. A force can be applied to the third threader to
move the threader with respect to the third tissue aug-
mentation block. As a result, the third suture limb can be
passed into the third tissue augmentation block to dis-
pose the third tissue augmentation block onto a portion
of the third suture limb. The third suture limb and the third
tissue augmentation block can be disassociated from the
third threader, and a portion of the third suture limb can
be secured at the surgical site. A portion of the first suture
limb of the first suture can be secured at the surgical site
by coupling the first suture limb to a first lateral anchor,
a portion of the second suture limb of the first suture can
be secured at the surgical site by coupling the second
suture limb to a second lateral anchor, and a portion of
the third suture limb of the second suture can be secured
at the surgical site by coupling the third suture limb to the
second lateral anchor. Further, a portion of a fourth suture
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limb of the second suture can be secured at the surgical
site by coupling the fourth suture limb to the first lateral
anchor.
[0033] In some embodiments, the step of securing a
portion of the first suture limb at the surgical site can
include coupling a second suture limb of the first suture
with the first suture limb using a first knot. Further, the
step of adjusting a location of at least one of the first
tissue augmentation block and first suture limb with re-
spect to the tissue can include sliding the first tissue aug-
mentation block over the first knot. In such embodiments,
the method can also include coupling a third suture limb
and a fourth suture limb of a second suture that extend
from the tissue with a second knot. Further, at least one
of the third and fourth suture limbs can extend above the
first tissue augmentation block to help maintain a location
of the first tissue augmentation block with respect to the
tissue.
[0034] In some other embodiments, the step of secur-
ing a portion of the first suture limb at the surgical site
can include coupling a third suture limb of a second suture
that extends from the tissue with a first knot to form a
mattress stitch. Further, the step of adjusting a location
of at least one of the first tissue augmentation block and
first suture limb with respect to the tissue can include
sliding the first tissue augmentation block over the first
knot. In such embodiments, the method can also include
coupling the second suture limb of the first suture and a
fourth suture limb of the second suture with a second
knot. Further, at least one of the second and fourth suture
limbs can extend above the first tissue augmentation
block to help maintain a location of the first tissue aug-
mentation block with respect to the tissue. Still further, a
location of the second suture can be laterally displaced
with respect to a location of the first suture.
[0035] In still some other embodiments, the method
can include coupling a fourth suture limb of a second
suture to a third threader having a third tissue augmen-
tation block disposed on it. The fourth suture limb can be
coupled to tissue. A force can be applied to the second
threader to move the second threader with respect to the
second tissue augmentation block so that the fourth su-
ture limb is passed into the third tissue augmentation
block. As a result, the third tissue augmentation block is
disposed onto a portion of the fourth suture limb. The
fourth suture limb and the third tissue augmentation block
can be disassociated from the third threader. A portion
of a third suture limb, which is also from the second su-
ture, can be secured within the body by coupling the por-
tion to a first suture anchor that is disposed in bone. A
portion of the fourth suture limb can also be secured with-
in the body by coupling it to the first suture anchor. The
second tissue augmentation block can be disposed on
the third suture limb, in addition to being disposed on the
second suture limb. Further, securing portions of the first
and second suture limbs at the surgical site can include
coupling a portion of the respective first and second su-
ture limbs to a second suture anchor disposed in bone.

[0036] The first tissue augmentation block, or any tis-
sue augmentation block for that matter, can have a va-
riety of configurations. For example, in some instances
the first tissue augmentation block can have an opening
extending through the block, and the opening can be con-
figured to have one of the suture limbs extending there-
through when the first tissue augmentation block is dis-
posed on the respective suture limb such that the first
tissue augmentation block freely passes along a length
of the suture limb in an unrestricted manner. By way of
further non-limiting example, in some instances the first
tissue augmentation block can include a tape having a
substantially flat tissue-engaging surface with a width
that is at least two times greater than a diameter of the
suture limb on which the block is disposed, and a length
that is substantially greater than the width of the tape.
The substantially flat tissue-engaging surface can be
configured to have the suture limb extend through it at a
plurality of locations along the length of the substantially
flat tissue-engaging surface when the tissue augmenta-
tion block is disposed on the suture limb. Other configu-
rations of tissue augmentation blocks are also provided
for, including but not limited to bars and washers. The
washers can be sized such that a thickness of the washer
is substantially less than a length of a suture limb on
which the washer is to be disposed. Further, in some
embodiments, the first tissue augmentation block, or
again any tissue augmentation block for that matter, can
include at least one of: fabric, plastic, synthetic polymer,
natural polymer, collagen, collagen scaffold, reconstitut-
ed collagen, a biological autograft, allograft, allogenic,
xenogeneic, or xenograft, connective tissue including hu-
man dermal matrix, acellular porcine dermal matrix, acel-
lular bovine dermal matrix, periosteal tissue, pericardial
tissue, and/or fascia, and combinations thereof. In some
embodiments, one or both of the first and second aug-
mentation blocks includes collagen. The blocks can be
woven, non-woven, knitted, or manufactured using a va-
riety of techniques known to those skill in the art or oth-
erwise provided for herein.
[0037] In one exemplary embodiment of a soft tissue
repair system that includes a patch or scaffold, the sys-
tem has a scaffold, a first threader, and a second thread-
er. Each of the first and second threaders include a prox-
imal handle, a distal receiving end, and an intermediate
portion extending between the proximal handle and the
distal receiving end, and the intermediate portion of each
threader has the scaffold disposed on it. The first and
second threaders are configured to dispose the scaffold
onto sutures by associating respective sutures with the
respective distal receiving ends and applying a force to
the respective proximal handles to advance the respec-
tive distal receiving ends towards the scaffold.
[0038] The first and second threaders can be config-
ured so that their respective distal receiving ends, and
thus suture(s) associated therewith, pass through the
scaffold in response to the application of the force to the
proximal handles. In some embodiments, the intermedi-
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ate portion of each of the first and second threaders can
include a filament portion, a fiber, a thread, a wire, a cord,
and/or some other flexible structure. The proximal han-
dles of the first and second suture threaders can be dis-
posed on a first side of the scaffold, the distal receiving
ends of the first and second threaders can be disposed
on a second side of the scaffold, and the intermediate
portions of the first and second threaders can extend
from the first side to the second side in a pre-in stall ation
configuration.
[0039] In some embodiments, the intermediate portion
of the first threader can be disposed more proximate to
a first side of the scaffold than a second, opposite side
of the scaffold, and the intermediate portion of the second
threader can be disposed more proximate to the second,
opposite side of the scaffold than the first side. Further,
a third threader and a fourth threader can also be pro-
vided, with each including a proximal handle, a distal re-
ceiving end, and an intermediate portion extending be-
tween the proximal handle and the distal receiving end.
The intermediate portion of each of the third and fourth
threaders can have the scaffold disposed on it. Further,
the third and fourth threaders can be configured to dis-
pose the scaffold onto sutures by associating respective
sutures with the respective distal receiving ends and ap-
plying a force to the respective proximal handles to ad-
vance the respective distal receiving ends towards the
scaffold. In some embodiments, the intermediate portion
of the third threader can be disposed diagonally with re-
spect to the scaffold such that the distal receiving end of
the third threader is proximate to the distal receiving end
of the first threader and the proximal handle of the third
threader is proximate to the proximal handle of the sec-
ond threader, and the intermediate portion of the fourth
threader can be disposed diagonally with respect to the
scaffold such that the distal receiving end of the fourth
threader is proximate to the distal receiving end of the
second threader and the proximal handle of the fourth
threader is proximate to the proximal handle of the first
threader.
[0040] The system can also include multiple sutures.
For example, a first suture can be configured to be as-
sociated with the distal receiving end of the first threader
and configured to have the scaffold disposed on it, and
a second suture can similarly be configured to be asso-
ciated with the distal receiving end of the second threader
and configured to have the scaffold disposed on it. In
some embodiments, the suture(s) can be coupled to the
scaffold in a pre-installation configuration. By way of ex-
ample, a first suture can be coupled to the scaffold at a
first medial location on the scaffold and a second suture
can be coupled to the scaffold at a second medial location
on the scaffold. Each of the first and second sutures can
include a hollow self-locking mechanism, and the inter-
mediate portion of the first and second threaders can be
disposed in the hollow self-locking mechanisms of the
first and second sutures, respectively. Such a scaffold
can include a flexible zone that is located at the first and

second medial locations, with the flexible zone being con-
figured to allow the scaffold to stretch.
[0041] In embodiments having the first and second su-
tures coupled to the first and second medial locations as
described, a leading tail can extend from each of the hol-
low self-locking mechanisms of the first and second su-
tures, towards a first side of the scaffold. The leading tails
can be configured to be coupled to the distal receiving
ends of the first and second threaders disposed within
the respective hollow self-locking mechanisms of the first
and second sutures. In some embodiments, a trailing tail
can extend from each of the hollow self-locking mecha-
nisms of the first and second sutures, towards a second,
opposite side of the scaffold. Each of the trailing tails can
be configured to be coupled to a suture anchor, whether
the same anchor or different anchors. In some other em-
bodiments, the system can include trailing tails that are
separate sutures than the first and second sutures. For
example, a first trailing tail can be disposed more proxi-
mate to a second, opposite side of the scaffold than the
first side of the scaffold, and can also be disposed more
proximate to the hollow self-locking mechanism of the
first suture than the hollow self-locking mechanism of the
second suture. Similarly, a second trailing tail can be dis-
posed more proximate to the second, opposite end of
the scaffold than the first side of the scaffold, and can
also be disposed more proximate to the hollow self-lock-
ing mechanism of the second suture than the hollow self-
locking mechanism of the first suture. Each of the trailing
tails can be configured to be coupled to a suture anchor,
whether the same anchor or different anchors.
[0042] In some embodiments having the first and sec-
ond sutures coupled to the first and second medial loca-
tions as described, third and fourth threaders and third
and fourth sutures can also be provided. The third and
fourth threaders can each include a proximal handle, a
distal receiving end, and an intermediate portion extend-
ing between the proximal handle and the distal receiving
end. The intermediate portion of each of the third and
fourth threaders can have the scaffold disposed on it,
with the intermediate portion being associated with the
third and fourth sutures. More specifically, the third and
fourth sutures can be coupled to the scaffold proximate
to the first and second medial locations, respectively.
Each of the third and fourth sutures can include a hollow
self-locking mechanism, and the intermediate portions
of the third and fourth threaders can be disposed in the
hollow self-locking mechanisms of the third and fourth
sutures, respectively. Further, the third and fourth thread-
ers can be configured to dispose the scaffold onto sutures
by associating respective sutures with the respective dis-
tal receiving ends and applying a force to the respective
proximal handles to advance the respective distal receiv-
ing ends towards the scaffold. In some embodiments, a
leading tail can extend from each of the hollow self-lock-
ing mechanisms of the first, second, third, and fourth su-
tures. The leading tails of the first and second sutures
can extend towards a first side of the scaffold, and the
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leading tails of the third and fourth sutures can extend
towards a second, opposite side of the scaffold. The lead-
ing tails can be configured to be coupled to the distal
receiving ends of the first, second, third, and fourth
threaders disposed within the respective hollow self-lock-
ing mechanisms of the first, second, third, and fourth su-
tures.
[0043] In some embodiments that include a scaffold
and first and second threaders, one or more additional
threaders can be provided. For example, a third threader
and a fourth threader can be provided. Each of the third
and fourth threaders can include a proximal handle, a
distal receiving end, and an intermediate portion extend-
ing between the proximal handle and the distal receiving
end. The intermediate portion of each of the third and
fourth threaders can have the scaffold disposed on it,
with the third threader being configured to dispose the
scaffold onto the same suture as the first threader and
the fourth threader being configured to dispose the scaf-
fold onto the same suture as the second threader. More
particularly, the association of the third and fourth thread-
ers with the same suture as the first and second thread-
ers, respectively, can be configured to be achieved by
associating the respective suture with the distal receiving
end of the respective third and fourth threaders and ap-
plying a force to the proximal handle of the respective
third and fourth threaders to advance the respective distal
receiving end towards the scaffold. The third and fourth
threaders can be disposed in the scaffold such that the
distal receiving ends of the third and fourth threaders are
disposed on a tissue-engaging face of the scaffold and
the proximal handles of the third and fourth threaders are
disposed on a face of the scaffold that is opposite of the
tissue-engaging face.
[0044] A limb of the suture onto which the scaffold is
disposed by the first and third threaders can include a
first loop that extends from the tissue-engaging face,
around an edge of the scaffold to the face of the scaffold
that is opposed to the tissue-engaging face, and into the
scaffold at a first location on the scaffold, and a limb of
the suture onto which the scaffold is disposed by the sec-
ond and fourth threaders can include a second loop that
extends from the tissue-engaging face, around the edge
of the scaffold to the face of the scaffold that is opposed
to the tissue-engaging face, and into the scaffold at a
second location on the scaffold in a post-installation con-
figuration of the system. Alternatively, a limb of the suture
onto which the scaffold is disposed by the first and third
threaders can include a first loop that extends from the
tissue-engaging face of the scaffold, to the face of the
scaffold that is opposed to the tissue-engaging face, and
into the scaffold at a first location on the scaffold that is
offset from an edge of the scaffold, and a limb of the
suture onto which the scaffold is disposed by the second
and fourth threaders can include a second loop that ex-
tends from the tissue-engaging face of the scaffold, to
the face of the scaffold that is opposed to the tissue-
engaging face, and into the scaffold at a second location

that is offset from the edge of the scaffold in a post-in-
stallation configuration of the system.
[0045] The scaffold can have a variety of configura-
tions, shapes, and sizes, and can be made of a variety
of materials. In some embodiments, the scaffold can in-
clude at least one of: fabric, plastic, synthetic polymer,
natural polymer, collagen, collagen scaffold, reconstitut-
ed collagen, a biological autograft, allograft, allogenic,
xenogeneic, or xenograft, connective tissue including hu-
man dermal matrix, acellular porcine dermal matrix, acel-
lular bovine dermal matrix, periosteal tissue, pericardial
tissue, and/or fascia, and combinations thereof. In some
embodiments, the scaffold includes collagen. The scaf-
fold can be woven, non-woven, knitted, or manufactured
using a variety of techniques known to those skill in the
art or otherwise provided for herein.. Still further, in some
embodiments a first layer of the scaffold can include a
biodegradable polymer, and a second layer of the scaf-
fold can include an extracellular matrix. A thickness of
the first layer can be greater than a thickness of the sec-
ond layer. Further, in some embodiments, the scaffold
can include one or more adjustable suture loops dis-
posed on an edge of the scaffold, the adjustable suture
loop(s) being configured to prevent the scaffold from un-
intentionally sliding with respect to a suture limb passed
through the respective adjustable suture loop(s).
[0046] In another exemplary embodiment of a soft tis-
sue repair system, the system includes a scaffold and
two sets of suture limbs. The scaffold has a first layer of
material, and includes a tissue-facing surface and a sec-
ond surface that is opposed to the tissue-facing surface,
as well as a medial edge and an opposed lateral edge.
The first set of suture limbs includes a first suture limb
and a second suture limb that are disposed through the
scaffold between the tissue-facing surface and the sec-
ond surface along a length of the scaffold that extends
substantially between the medial and opposed lateral
edges. The second set of suture limbs includes a third
suture limb and a fourth suture limb that are disposed
above the tissue-facing surface of the scaffold. The sys-
tem is configured such that a terminal lateral end of one
of the first and second suture limbs and a terminal lateral
end of one or the third and fourth suture limbs are dis-
posed proximate to each other on a first side of the scaf-
fold, and a terminal lateral end of the other of the first and
second suture limbs and a terminal lateral end of the
other of the third and fourth suture limbs are disposed
proximate to each other on a second side of the scaffold.
The first and second sides of the scaffold are distin-
guished by being on opposite sides of a central longitu-
dinal axis of the scaffold that extends between the medial
and lateral edges. Further, at least one of the first and
second suture limbs extends through the scaffold from
the tissue-facing surface to the second surface and then,
for that suture limb, forms at least one stitch that passes
a terminal lateral end of the suture limb through the scaf-
fold to and through the lateral edge. Optionally, a stitch
of that nature, or similar to that nature, can also be formed
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with at least one of the third and fourth suture limbs.
[0047] The scaffold can include a second layer of ma-
terial disposed above the first layer of material such that
the second layer of material is disposed above the tissue-
facing surface of the scaffold and the second layer of
material includes the second surface of the scaffold. In
such embodiments, the first suture limb and the second
suture limb can be disposed between a topmost surface
of the first layer of material that is opposed to the tissue-
facing surface of the scaffold and a tissue-facing surface
of the second layer of material that is opposed to the
second surface of the scaffold.
[0048] In some embodiments, the first and second su-
ture limbs can be disposed on opposite sides of the cen-
tral longitudinal axis of the scaffold such that the first and
second suture limbs do not intersect at locations at which
the first and second suture limbs are disposed through
the scaffold between the tissue-facing surface and the
second surface. In some such embodiments, the third
and fourth suture limbs can be disposed with respect to
the central longitudinal axis of the scaffold such that the
third and fourth suture limbs cross over the central lon-
gitudinal axis at least once and intersect each other at
least once at a location at which the third and fourth suture
limbs are disposed above each of the tissue-facing sur-
face and the second surface. In some other such em-
bodiments, the third and fourth suture limbs can be dis-
posed on opposite sides of the central longitudinal axis
of the scaffold such that the first and fourth suture limbs
do not intersect at location at which the third and fourth
suture limbs are disposed above each of the tissue-facing
surface and the second surface and are in contact with
the second surface. The first set of the suture limbs can
be disposed further from the central longitudinal axis than
the second set of the suture limbs for portions of the limbs
that extend between the medial and lateral edges. Alter-
natively, the second set of the suture limbs can be dis-
posed further from the central longitudinal axis than the
first set of the suture limbs for portions of the limbs that
extend between the medial and lateral edges.
[0049] In some other embodiments, the first and sec-
ond suture limbs can be disposed with respect to the
central longitudinal axis of the scaffold such that the first
and second suture limbs cross over the central longitu-
dinal axis at least once and intersect each other at least
once at a location at which the first and second suture
limbs are disposed through the scaffold between the tis-
sue-facing surface and the second surface. In some such
embodiments, the third and fourth suture limbs can be
disposed with respect to the central longitudinal axis of
the scaffold such that the third and fourth suture limbs
also cross over the central longitudinal axis at least once
and intersect each other at least once at a location at
which the third and fourth suture limbs are disposed
above each of the tissue-facing surface and the second
surface. In some other such embodiments, the third and
fourth suture limbs can be disposed on opposite sides of
the central longitudinal axis of the scaffold such that the

first and fourth suture limbs do not intersect at location
at which the third and fourth suture limbs are disposed
above each of the tissue-facing surface and the second
surface and are in contact with the second surface.
[0050] The third and fourth suture limbs can be dis-
posed above the second surface of the scaffold. Further,
in some embodiments, the third and fourth suture limbs
can be in contact with the second surface of the scaffold.
Alternatively, the third and fourth suture limbs can be
disposed through the scaffold between the tissue-facing
surface and the second surface along a portion of a length
of the scaffold that extends between the medial and op-
posed lateral edges. Further alternatively, the third and
fourth suture limbs can partially extend above the second
surface of the scaffold and partially through the scaffold.
For instance, a portion of the third and fourth suture limbs
extending between the medial and opposed lateral edges
can be disposed above the second surface of the scaffold
and another portion of the third and fourth suture limbs
can be disposed through the scaffold between the tissue-
facing surface and the second surface along the portion
of the length of the scaffold that extends between the
medial and opposed lateral edges.
[0051] The at least one stitch can include a loop in
which the suture limb forming the loop passes around
the medial edge and into the scaffold such that the ter-
minal lateral end of the suture limb passes through the
scaffold from the medial edge to and through the lateral
edge. Alternatively, the at least one stitch can include a
jog in which the suture limb forming the jog passes into
the scaffold at an entry location on the second surface
that is more proximate to the medial edge than the lateral
edge along a longitudinal axis extending substantially
parallel to the central longitudinal axis of the scaffold such
that the terminal end of the suture limb passes through
the scaffold approximately from the entry location to and
through the lateral edge. At least one of the third and
fourth suture limbs can also extend through the scaffold
from the tissue-facing surface to the second surface and
then, for that suture limb, form at least one stitch that
passes a terminal lateral end of the suture limb through
the scaffold to and through the lateral edge. The stitch
can likewise be a loop or jog.
[0052] The first set of suture limbs can extend from a
first mattress stitch and a second set of suture limbs can
extend from a second mattress stitch. The system can
further include at least one additional suture having a fifth
suture limb and a sixth suture limb. In some embodi-
ments, the fifth and sixth suture limbs can extend from a
central medial mattress stitch, while in some other em-
bodiments the fifth and sixth suture limbs can extend from
a central lateral mattress stitch. In still further embodi-
ments, suture limbs can extend from each of a central
medial mattress stitch and a central lateral mattress
stitch. Whether a central medial or lateral mattress stitch,
the system can be configured such that a terminal lateral
end of one of the fifth and sixth suture limbs can be dis-
posed proximate to the terminal lateral ends of the re-
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spective first, second, third, and fourth suture limbs that
are disposed on the first side of the scaffold, and a ter-
minal lateral end of the other of the fifth and sixth suture
limbs can be disposed proximate to the terminal lateral
ends of the respective first, second, third, and fourth su-
ture limbs that are disposed on the second side of the
scaffold.
[0053] Exemplary methods of soft tissue repair that in-
clude using a patch or scaffold are also disclosed. One
exemplary method includes passing each of a first suture
limb and a second suture limb through soft tissue and
attaching a scaffold to each of the first and second suture
limbs. This results in a surface area for engaging tissue
associated with each of the first and second suture limbs
being increased. A first end of the scaffold is advanced
to a location that is proximate to locations through which
the first and second suture limbs pass through the soft
tissue, and one or more suture tails are coupled to at
least one suture anchor that is disposed in the bone to
which the soft tissue is being attached. In some embod-
iments, the one or more suture tails are part of suture
from which the first and second limbs are formed, while
in other embodiments the one or more suture tails are
separate sutures from sutures that form the first and sec-
ond suture limbs.
[0054] The step of advancing a first end of the scaffold
to a location that is proximate to locations through which
the first and second suture passes through the soft tissue
can included disposing a second, opposite end of the
scaffold beyond the soft tissue such that it extends over
bone to which the soft tissue is being attached. In some
embodiments, the step of attaching a scaffold to each of
the first and second suture limbs can include threading
each of the first and second suture limbs from the first
end of the scaffold to the second, opposite end of the
scaffold, with the first suture limb being thread at a loca-
tion that is more proximate to a first side of the scaffold
than a second, opposite side of the scaffold and the sec-
ond suture limb being thread at a location that is more
proximate to the second, opposite side of the scaffold
than the first side of the scaffold. In such embodiments,
the step of coupling one or more suture tails with at least
one suture anchor disposed in the bone to which the soft
tissue is being attached can include coupling a first tail
of the one or more suture tails with a first suture anchor
disposed in the bone to which the soft tissue is being
attached and coupling a second tail of the one or more
suture tails with a second suture anchor disposed in the
bone to which the soft tissue is being attached. The first
suture limb can be of a first suture and the second suture
limb can be of a second suture. In some embodiments,
the step of attaching a scaffold to each of the first and
second suture limbs can include disposing at least one
of the first and second suture limbs through an opening
of a loop disposed on an edge of the scaffold and col-
lapsing the opening of the loop through which the first
and/or second suture limbs are disposed around the re-
spective limb(s) to prevent the scaffold from unintention-

ally sliding with respect to the limb(s) disposed through
the opening.
[0055] In embodiments having the first suture and the
second suture, threading the first suture limb from the
first end of the scaffold to the second, opposite end of
the scaffold can include coupling the first suture limb to
a threader disposed in the scaffold and applying a force
to the threader to dispose the scaffold onto the first suture
limb. Similarly, threading the second suture limb from the
first end of the scaffold to the second, opposite end of
the scaffold can include coupling the second suture limb
to a threader disposed in the scaffold and applying a force
to the threader to dispose the scaffold onto the second
suture limb.
[0056] In embodiments having the first suture and the
second suture, the method can include installing a first
medial row stitch using the first suture, and installing a
second medial row stitch using the second suture. Fur-
ther, the step of coupling one or more suture tails with at
least one suture anchor disposed in the bone to which
the soft tissue is being attached can include installing a
lateral row fixation.
[0057] The step of attaching a scaffold to each of the
first and second suture limbs can include disposing the
first suture limb through the scaffold from a tissue-en-
gaging face of the scaffold to a face of the scaffold that
is opposed to the tissue-engaging face, with the dispos-
ing of the first suture limb occurring at a first location on
the scaffold that is proximate to a proximal edge of the
scaffold. The attachment step can further include passing
the first suture limb around the proximal edge of the scaf-
fold and into the scaffold through the proximal edge to
form a first loop, and passing the first suture limb through
the scaffold from the proximal edge to a distal edge of
the scaffold. The step can also include disposing the sec-
ond suture limb through the scaffold from the tissue-en-
gaging face of the scaffold to the face of the scaffold that
is opposed to the tissue-engaging face, with the dispos-
ing of the second suture limb occurring at a second lo-
cation on the scaffold that is proximate to the proximal
edge of the scaffold. The attachment step can still further
include passing the second suture limb around the prox-
imal edge of the scaffold and into the scaffold through
the proximal edge to form a second loop, and passing
the second suture limb through the scaffold from the prox-
imal edge to the distal edge of the scaffold.
[0058] Alternatively, the step of attaching a scaffold to
each of the first and second suture limbs can include
disposing the first suture limb through the scaffold from
a tissue-engaging face of the scaffold to a face of the
scaffold that is opposed to the tissue-engaging face, with
the disposing of the first suture limb occurring at a first
location on the scaffold that is proximate to a proximal
edge of the scaffold. The attachment step can further
include passing the first suture limb back into the scaffold
through the face of the scaffold that is opposed to the
tissue-engaging face, with the passing of the first suture
limb back into the scaffold occurring at a second location
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on the scaffold that is offset from the first location to form
a first stitch. The attachment step can also include pass-
ing the first suture limb through the scaffold from the sec-
ond location to a distal edge of the scaffold. The attach-
ment step can still further include disposing the second
suture limb through the scaffold from the tissue-engaging
surface of the scaffold to the face of the scaffold that is
opposed to the tissue-engaging face, with the disposing
of the second suture limb occurring at a third location on
the scaffold that is proximate to the proximal edge of the
scaffold. The attachment step can also include passing
the second suture limb back into the scaffold through the
face of the scaffold that is opposed to the tissue-engaging
face, with the passing of the second suture limb back into
the scaffold occurring at a fourth location on the scaffold
that is offset from the third location to form a second stitch.
Still further, the attachment step can include passing the
second suture limb through the scaffold from the fourth
location to the distal edge of the scaffold.
[0059] The first suture can include a third suture limb
and the second suture can include a fourth suture limb.
In such embodiments, which also include the first and
second suture anchors, the method can further include
passing the third suture limb over the scaffold and cou-
pling it to the second suture anchor, and passing the
fourth suture limb over the scaffold and coupling it to the
first suture anchor. Further, a first medial anchor to which
the first suture is coupled and a second medial anchor
to which the second suture is coupled can be installed
such that the first and third suture limbs extend from the
first medial anchor and the second and fourth suture
limbs extend from the second medial anchor.
[0060] In other embodiments that include the third and
fourth suture limbs, the method can include threading the
third suture limb from the first end of the scaffold to the
second, opposite end of the scaffold and coupling the
third suture limb to the second suture anchor. Similarly,
the fourth suture limb can be threaded from the first end
of the scaffold to the second, opposite end of the scaffold
and coupled to the first suture anchor. The resulting con-
figuration can be a crossed configuration between the
third and fourth suture limbs. Further, a first medial an-
chor to which the first suture is coupled and a second
medial anchor to which the second suture is coupled can
be installed such that the first and third suture limbs ex-
tend from the first medial anchor and the second and
fourth suture limbs extend from the second medial an-
chor.
[0061] Carrying forward with some embodiments hav-
ing four suture limbs, threading the first suture limb from
the first end of the scaffold to the second, opposite end
of the scaffold can include coupling the first suture limb
to a threader disposed in the scaffold and applying a force
to the threader to dispose the scaffold onto the first suture
limb. Similarly, threading each of the second, third, and
fourth suture limbs from the first end of the scaffold to
the second, opposite end of the scaffold can include cou-
pling the second, third, and fourth suture limbs to respec-

tive threaders disposed in the scaffold and applying a
force to each of the threader to dispose the scaffold onto
each of the second, third, and fourth suture limbs.
[0062] In some embodiments, the first suture limb can
be coupled to a first medial location on the scaffold and
can include a hollow self-locking mechanism with a first
threader disposed in that hollow self-locking mechanism,
and the second suture limb can be coupled to a second
medial location on the scaffold and can include a hollow
self-locking mechanism with a second threader disposed
in that hollow self-locking mechanism. In such embodi-
ments the method can include coupling a leading tail of
the first suture limb to the soft tissue and subsequently
to the first threader, and coupling a leading tail of the
second suture limb to the soft tissue and subsequently
to the second threader. The first and second threaders
can be moved with respect to the hollow self-locking
mechanisms of the respective first and second suture
limbs to pass the leading tail of the first and second suture
limbs through the hollow self-locking mechanisms of that
same limb. The step of advancing a first end of the scaf-
fold to a location that is proximate to locations through
which the first and second limbs pass through the tissue
can include applying a force to the leading tails for the
first and second suture limbs after they have passed
through the respective hollow self-locking mechanism to
advance the first end of the scaffold. Further, the step of
coupling the one or more suture tails with at least one
suture anchor disposed in the bone to which the soft tis-
sue is being attached can include coupling a first trailing
tail of the one or more suture tails to one of a first and
second suture anchor of the at least one suture anchor
disposed in the bone to which the soft tissue is being
attached, and coupling a second trailing tail of the one
or more suture tails to the other of the first and second
suture anchors of the at least one suture anchor disposed
in the bone to which the soft tissue is being attached. In
some embodiments, the first trailing tail is part of the first
suture and the second trailing tail is part of the second
suture. In some other embodiments, the first trailing tail
and the second trailing tail are separate sutures than the
first and second sutures.
[0063] In some other embodiments having four suture
limbs, the first suture limb can be coupled to the scaffold
at a first medial location on the scaffold and can include
a hollow self-locking mechanism with a first threader dis-
posed in that hollow self-locking mechanism, and the
second suture limb can be coupled to the scaffold at a
second medial location on the scaffold and can include
a hollow self-locking mechanism with a second threader
disposed in that hollow self-locking mechanism. Further,
a third suture limb of a third suture can be coupled to the
scaffold proximate to the first medial location on the scaf-
fold and a fourth suture limb of a fourth suture can be
coupled to the scaffold proximate to the second medial
location on the scaffold. The third and fourth suture limbs
can each include a hollow self-locking mechanism having
third and fourth threaders disposed in the hollow self-
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locking mechanisms of the respective third and fourth
limbs. In such embodiments the method can include cou-
pling a leading tail of the first suture limb to the soft tissue
and subsequently to the first threader, and coupling a
leading tail of the second suture limb to the soft tissue
and subsequently to the second threader. The first and
second threaders can be moved with respect to the hol-
low self-locking mechanisms of the respective first and
second suture limbs to pass the leading tail of the first
and second suture limbs through the hollow self-locking
mechanisms of that same limb. The step of advancing a
first end of the scaffold to a location that is proximate to
locations through which the first and second limbs pass
through soft tissue can include applying a force to the
leading tails for the first and second suture limbs after
they have passed through the respective hollow self-lock-
ing mechanism to advance the first end of the scaffold.
Further, the step of coupling the one or more suture tails
with at least one suture anchor disposed in the bone to
which the soft tissue is being attached can include cou-
pling the leading tail of the third suture limb to a collapsible
loop coupled to a first suture anchor of the at least one
suture anchor disposed in the bone to which the soft tis-
sue is being attached and subsequently to the third
threader, and coupling the leading tail of the fourth suture
limb to a collapsible loop coupled to a second suture an-
chor of the at least one suture anchor disposed in the
bone to which the soft tissue is being attached and sub-
sequently to the fourth threader. The third and fourth
threaders can be moved with respect to the hollow self-
locking mechanisms of the respective third and fourth
suture limbs to pass the leading tail of the third and fourth
suture limbs through the hollow self-locking mechanisms
of that same limb. A force can be applied to the leading
tails of the third and fourth suture limbs after they have
passed through the respective hollow self-locking mech-
anism to advance the second, opposite end of the scaf-
fold towards the bone to which the soft tissue is being
attached.
[0064] In some embodiments, the scaffold can include
at least one of: fabric, plastic, synthetic polymer, natural
polymer, collagen, collagen scaffold, reconstituted colla-
gen, a biological autograft, allograft, allogenic, xenoge-
neic, or xenograft, connective tissue including human
dermal matrix, acellular porcine dermal matrix, acellular
bovine dermal matrix, periosteal tissue, pericardial tis-
sue, and/or fascia, and combinations thereof. In some
embodiments, the scaffold includes collagen. The scaf-
fold can be woven, non-woven, knitted, or manufactured
using a variety of techniques known to those skill in the
art or otherwise provided for herein..
[0065] Unless otherwise specified, the steps of the
methods provided for in the present disclosure can be
performed in any order.

BRIEF DESCRIPTION OF DRAWINGS

[0066] A soft tissue suture repair system according to

the invention is shown on FIG. 3.

FIG. 1A is a top view of one exemplary embodiment
of a tissue augmentation construct;

FIG. 1B is a side view of the tissue augmentation
construct of FIG. 1A;

FIG. 2A is a perspective side view of another exem-
plary embodiment of a tissue augmentation con-
struct;

FIG. 2B is a side view of the tissue augmentation
construct of FIG. 2A having a threader disposed
therein;

FIG. 2C is a perspective view of the tissue augmen-
tation construct of FIG. 2B;

FIG. 2D is a front view of the tissue augmentation
construct of FIG. 2A;

FIG. 2E is a perspective view of yet another exem-
plary embodiment of a tissue augmentation con-
struct;

FIG. 2F is a perspective view of still another exem-
plary embodiment of a tissue augmentation con-
struct;

FIG. 2G is a side view of another exemplary embod-
iment of a tissue augmentation construct;

FIG. 2H is a side view of still another exemplary em-
bodiment of a tissue augmentation construct;

FIG. 21 is a side view of yet another exemplary em-
bodiment of a tissue augmentation construct;

FIG. 3 is a side view of one exemplary tissue aug-
mentation construct installation tool, the tool having
a tissue augmentation similar to the tissue augmen-
tation construct of FIG. 2A associated therewith;

FIG. 4 is a perspective view of another exemplary
embodiment of a tissue augmentation construct;

FIG. 5 is a perspective view of still another exemplary
embodiment of a tissue augmentation construct;

FIGS. 6A-6C are schematic sequential views of one
exemplary embodiment for installing tissue augmen-
tation constructs in a double row fixation;

FIGS. 7A-7D are schematic sequential views of an-
other exemplary embodiment for installing tissue
augmentation constructs in a double row fixation;
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FIG. 8A is a schematic view of still another exemplary
embodiment for installing tissue augmentation con-
structs in a double row fixation;

FIG. 8B is a schematic view of another exemplary
embodiment for installing tissue augmentation con-
structs in a double row fixation;

FIG. 9 is a schematic view of yet another exemplary
embodiment for installing tissue augmentation con-
structs in a double row fixation;

FIGS. 10A-10E are schematic sequential views of
one exemplary embodiment for installing the tissue
augmentation construct of FIG. 2G in a double row
fixation;

FIGS. 11A-11C are schematic sequential views of
one exemplary embodiment for installing tissue aug-
mentation constructs in a single row fixation;

FIG. 11D is a schematic view of another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIG. 11E is a schematic view of still another exem-
plary embodiment for installing tissue augmentation
constructs in a single row fixation;

FIG. 11F is a schematic view of another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIG. 12 is a schematic view of yet another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIG. 13 is a schematic view of another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIG. 14 is a schematic view of still another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIG. 15 is a schematic view of another exemplary
embodiment for installing tissue augmentation con-
structs in a single row fixation;

FIGS. 16A-16C are schematic views of yet another
exemplary embodiment for installing tissue augmen-
tation constructs in a single row fixation;

FIGS. 17A-17D are schematic sequential views of
one exemplary embodiment for repairing soft tissue;

FIGS. 18A-18C are schematic sequential views of
another exemplary embodiment for repairing soft tis-

sue;

FIG. 19 is a schematic view of still another exemplary
embodiment for repairing soft tissue;

FIGS. 20A-20C are schematic sequential views of
another exemplary embodiment for repairing soft tis-
sue;

FIGS. 20D-20F are schematic sequential views of
yet another exemplary embodiment for repairing soft
tissue;

FIG. 21A is a schematic view of an exemplary em-
bodiment of a tissue augmentation construct;

FIGS. 21B-21F are schematic sequential views of
one exemplary embodiment for installing the tissue
augmentation construct of FIG. 21A;

FIG. 21G is a schematic view of another exemplary
embodiment for installing the tissue augmentation
constructs of FIG. 21A;

FIG. 21H is a schematic view of an alternative ex-
emplary embodiment of the tissue augmentation
construct of FIG. 21A;

FIG. 21I is a schematic view of another alternative
exemplary embodiment of the tissue augmentation
construct of FIG. 21A;

FIGS. 22A-22C are schematic sequential views of
one exemplary embodiment for manufacturing the
tissue augmentation construct of FIG. 2A;

FIG. 23A is a front view of a plurality of tissue aug-
mentation constructs during an exemplary embodi-
ment for manufacturing tissue augmentation con-
structs;

FIG. 23B is a top view of the plurality of tissue aug-
mentation constructs of FIG. 23A;

FIG. 23C is a front view of one tissue augmentation
construct of the plurality of tissue augmentation con-
structs of FIG. 23A;

FIG. 24A is a front view of a plurality of tissue aug-
mentation constructs during another exemplary em-
bodiment for manufacturing tissue augmentation
constructs;

FIG. 24B is a top view of the plurality of tissue aug-
mentation constructs of FIG 23A;

FIG. 24C is a front view of one tissue augmentation
construct of the plurality of tissue augmentation con-
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structs of FIG. 23A;

FIG. 25 is a side view of one exemplary embodiment
of a distal end of a tool for manufacturing the tissue
augmentation construct of FIG. 2A;

FIGS. 26A-26C are schematic sequential views of
another exemplary embodiment for manufacturing a
tissue augmentation construct;

FIG. 26D is a side view of one tissue augmentation
construct that can result from the manufacturing
process illustrated in FIGS. 26A-26C;

FIG. 26E is a side view of an alternative tissue aug-
mentation construct that can result from the manu-
facturing process illustrated in FIGS. 26A-26C;

FIG. 26F is a top view of the tissue augmentation
construct of FIG. 26E;

FIGS. 26G-26I are schematic sequential views of yet
another exemplary embodiment for manufacturing a
tissue augmentation construct;

FIG. 27A is a schematic side view of one exemplary
embodiment of a tunneling station for use in manu-
facturing a tissue augmentation construct;

FIGS. 27B and 27C are side schematic views of a
support of the tunneling station of FIG. 27A;

27D-27I are various exemplary embodiments of dis-
tal ends of lumen formation tools that can be used
in conjunction with the tunneling station of FIG. 27A;

FIGS. 27J-27L are schematic sequential views of
one exemplary embodiment for manufacturing a tis-
sue augmentation construct using the tunneling sta-
tion of FIG. 27A;

FIG. 27M is a schematic side view of another exem-
plary embodiment of a tunneling station for use in
manufacturing a tissue augmentation construct;

FIG. 28 is a side view of one exemplary embodiment
of a tissue augmentation construct;

FIG. 29A is a perspective view of another exemplary
embodiment of a tissue augmentation construct;

FIG. 29B is a perspective view of the tissue augmen-
tation construct of FIG. 29A installed at a surgical
site;

FIG. 30A is a side view of another exemplary em-
bodiment of a tissue augmentation construct;

FIG. 30B is a top view of the tissue augmentation
construct of FIG. 30A;

FIGS. 30C-30E are schematic sequential views of
an exemplary embodiment for manufacturing the tis-
sue augmentation construct of FIG. 30A;

FIG. 30F is a schematic view of one exemplary em-
bodiment for installing the tissue augmentation con-
struct of FIG. 30A;

FIGS. 30G-30I are schematic sequential views of
one exemplary embodiment for installing a tissue
augmentation construct similar to that of FIG. 30A;

FIG. 30J is a perspective view of still another exem-
plary embodiment of a tissue augmentation con-
struct, the tissue augmentation construct having col-
lapsible loops disposed thereon;

FIG. 30K is a perspective view of the tissue augmen-
tation construct of FIG. 30J having suture limbs
passed through the collapsible loops;

FIG. 30L is a schematic view of one exemplary em-
bodiment for installing the tissue augmentation con-
struct of FIG. 30J;

FIG. 31A-31C are schematic sequential views of a
further exemplary embodiment for manufacturing a
tissue augmentation construct;

FIG. 32A is a top view of still another exemplary em-
bodiment of a tissue augmentation construct;

FIGS. 32B-32E are schematic sequential views of
one exemplary embodiment for installing the tissue
augmentation construct of FIG. 32A;

FIGS. 32F-32H are schematic sequential views of
one exemplary embodiment for installing a tissue
augmentation construct similar to that of FIG. 32A;

FIGS. 32I-32J are schematic sequential views of one
exemplary embodiment for manufacturing the tissue
augmentation construct of FIG. 32A;

FIGS. 33A-33E are schematic top views of various
exemplary embodiments of tissue augmentation
constructs and suture configurations;

FIG. 34A is a top view of another exemplary embod-
iment of a tissue augmentation construct;

FIG. 34B is a side view of the tissue augmentation
construct of FIG. 34A;

FIGS. 34C-34J are schematic sequential views of
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one exemplary embodiment for installing the tissue
augmentation construct of FIG. 34A;

FIG. 34K is a schematic view of another exemplary
embodiment for installing the tissue augmentation
construct of FIG. 34A;

FIG. 35A is a top view of still another exemplary em-
bodiment of a tissue augmentation construct;

FIG. 35B is a side view of the tissue augmentation
construct of FIG. 35A;

FIGS. 35C and 35D are schematic sequential views
of one exemplary embodiment for installing the tis-
sue augmentation construct of FIG. 35A;

FIG. 36A is a top view of another exemplary embod-
iment of a tissue augmentation construct;

FIG. 36B is a side view of the tissue augmentation
construct of FIG. 36A;

FIGS. 36C-36I are schematic sequential views of
one exemplary embodiment for installing the tissue
augmentation construct of FIG. 36A;

FIGS. 37A-37E are schematic sequential views of
one exemplary embodiment for installing a tissue
augmentation construct;

FIG. 38A is a top view of one exemplary embodiment
of a tissue augmentation construct management de-
vice;

FIG. 38B is a bottom view of the tissue augmentation
construct management device of FIG. 38A;

FIG. 38C is a schematic side view of a release mech-
anism of the tissue augmentation construct manage-
ment device of FIG. 38A;

FIG. 38D is a schematic side view of an alternative
exemplary release mechanism that can be used in
conjunction with a tissue augmentation construct
management device like the device of FIG. 38A;

FIG. 38E is a top view of another exemplary embod-
iment of a tissue augmentation construct manage-
ment device;

FIG. 38F is a perspective exploded view of the tissue
augmentation construct management device of FIG.
38E;

FIG. 38G is a top view of a threader of the tissue
augmentation construct management device of FIG.
38A;

FIG. 38H is a rear perspective view of the threader
of FIG. 38G;

FIGS. 39A-39F are schematic sequential views illus-
trating a method for using still another exemplary
embodiment of a tissue augmentation construct
management device;

FIG. 40 is a perspective view of another exemplary
embodiment of a tissue augmentation construct
management device;

FIG. 41A is a perspective view of another exemplary
embodiment of a tissue augmentation construct;

FIGS. 41B-41D are various exemplary embodiments
of distal ends of delivery tools that can be used with
the tissue augmentation construct of FIG. 41A;

FIG. 41E is a perspective view of the delivery tool of
FIG. 41B being used to deliver the tissue augmen-
tation construct of FIG. 41A;

FIG. 42A is a side cross sectional view of yet another
exemplary embodiment of a delivery tool for deliver-
ing a tissue augmentation construct;

FIGS. 42B and 42C are schematic sequential views
of the delivery tool of FIG. 42A being used to deliver
a tissue augmentation construct; and

FIG. 43 is a schematic view of one exemplary em-
bodiment of a suture leader.

DETAILED DESCRIPTION

[0067] Certain exemplary embodiments will now be
described to provide an overall understanding of the prin-
ciples of the structure, function, manufacture, and use of
the devices and methods disclosed herein. One or more
examples of these embodiments are illustrated in the ac-
companying drawings. Those skilled in the art will under-
stand that the devices and methods specifically de-
scribed herein and illustrated in the accompanying draw-
ings are non-limiting exemplary embodiments and that
the scope of the present disclosure is defined solely by
the claims. The features illustrated or described in con-
nection with one exemplary embodiment may be com-
bined with the features of other embodiments. Such mod-
ifications and variations are intended to be included with-
in the scope of the present disclosure. Further, in the
present disclosure, like-numbered components of the
embodiments generally have similar features. Addition-
ally, to the extent that linear or circular dimensions are
used in the description of the disclosed systems, devices,
and methods, such dimensions are not intended to limit
the types of shapes that can be used in conjunction with
such systems, devices, and methods. A person skilled
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in the art will recognize that an equivalent to such linear
and circular dimensions can easily be determined for any
geometric shape. Sizes and shapes of the systems and
devices, and the components thereof, can depend at
least on the anatomy of the subject in which the systems
and devices will be used, the size and shape of compo-
nents with which the systems and devices will be used,
and the methods and procedures in which the systems
and devices will be used.
[0068] The figures provided herein are not necessarily
to scale. Still further, to the extent arrows are used to
describe a direction of movement, these arrows are illus-
trative and in no way limit the direction the respective
component can or should be moved. A person skilled in
the art will recognize other ways and directions for cre-
ating the desired result in view of the present disclosure.
Additionally, a number of terms may be used throughout
the disclosure interchangeably but will be understood by
a person skilled in the art. By way of non-limiting example,
the terms suture, filament, and flexible members may be
used interchangeably, and includes other similarly pur-
posed materials, such as suture tape. Further, to the ex-
tent the term "block" is used to describe some of the
constructs and matrices provided for herein, the con-
structs and matrices are not limited to a square or a rec-
tangle, or any shape having flat surfaces for that matter.
Still further, to the extent the term "thread" is used to
describe associating one component with another, the
term is not limited to mean actually passing filament
through another material. It can also include passing it
through an opening (e.g., an opening formed in a body,
as described below at least with respect to some tissue
augmentation blocks), and thus can more generally
mean associating one component with another.
[0069] Systems, devices, and methods for soft tissue
repair are generally provided, with such systems or de-
vices including but not being limited to: one or more sur-
gical repair filaments and/or flexible members; one or
more tissue augmentation constructs or matrices, which
include strips, tubes, bars, tacks, washers, and/or patch-
es, each of which is described in greater detail below;
and one or more suture implants or similarly configured
or purposed devices. The terms "tissue augmentation
construct" and "tissue augmentation matrix" may also be
interchangeably used with the terms "suture augmenta-
tion construct" and "suture augmentation matrix," as well
as more generally with the terms "augmentation con-
struct" and "augmentation matrix," and the terms "con-
struct" and "matrix." As described herein, the term "con-
struct" refers to any implant associated with suture limbs
to expand the footprint of the limb, the term "block" refers
to a subset of constructs that includes strips or tapes,
tubes, bars, washers, and other cannulated bodies, and
the terms "tack" or "button," and "patches" or "scaffold"
are described in greater detail below (as are the terms
strips, tapes, tubes, bars, and washers, among others).
Surgical repair filaments or flexible members can come
in a variety of configurations including in typical suture

configurations and tape forms, and can be used in con-
nection with a variety of types of suture implants, e.g.,
filament anchors, suture anchors, or bone anchors, in-
cluding hard and soft anchors, to attach or reattach soft
tissue to bone. The repair filaments can pass through
soft tissue so that the soft tissue can be positioned in a
desired location. The repair filaments are secured to an-
chors which, in turn, are fixed in bone. The tissue aug-
mentation construct(s) can be associated with the surgi-
cal repair filaments to increase coverage and bulk to com-
promised or degenerate soft tissue, to increase a surface
area along which compression between the suture repair
filament and tissue being repaired is applied, and to help
promote tissue growth and repair. While each of the re-
pair filament, tissue augmentation construct, and suture
implant is described as being part of the systems or de-
vices, any one component can be provided for separately
for use with the other components or other implants and
devices used in surgical procedures.
[0070] While many different repair procedures can be
enhanced by the present disclosures, in some exemplary
embodiments the soft tissue repair devices and systems
provided for herein can be used for rotator cuff fixation
procedures. In rotator cuff fixation procedures a surgeon
can reattach the rotator cuff to the bone by first threading
a suture through the soft tissue such that two suture limbs
extend from the tissue. The surgeon can thread each of
the suture limbs through respective tissue augmentation
constructs, and subsequently fix the suture limbs to one
or more bone anchors proximate to the tissue. The tissue
augmentation constructs increase the surface area, or
footprint, of the system that contacts the soft tissue. This
enlarged footprint may disperse any loading forces on
the soft tissue, and, as a result, the tensioned suture may
be less likely to abrade or otherwise damage the soft
tissue, for instance by "cheese wiring." Moreover, the
tissue augmentation constructs can be easily and quickly
threaded onto or otherwise associated with suture limbs
during the procedure, which contrasts from existing sys-
tems that involved complicated, time-intensive ap-
proaches for associating xenograft or allograft formations
with suture limbs. The resulting procedures thus allow
for the tissue augmentation constructs to be added onto
suture limbs in an on-demand fashion. Still further, the
tissue augmentation constructs can be made from bio-
compatible materials (e.g., collagen), among other types
of materials, such that during healing new bands of tissue
growth can occur, further increasing the efficacy of the
rotator cuff fixation procedure. In other non-limiting ex-
emplary embodiments disclosed herein, the soft tissue
repair devices and systems can be used in other soft
tissue repair procedures for example, repair of torn an-
terior cruciate ligament (ACL), instability or glenoid pro-
cedures, meniscal repair, superior capsule reconstruc-
tion, and hip capsular closure, among others. Various
methods of manufacturing the tissue augmentation con-
structs, as well as using installation tools and/or thread-
ers to associate tissue augmentation constructs with op-
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erative sutures are also described.

Tissue Augmentation Constructs -Tissue Augmentation 
Blocks Having a Strip or Tape Configuration

[0071] One exemplary embodiment of a tissue aug-
mentation construct, as shown a tissue augmentation
block10, is provided for in FIGS. 1A and 1B. In one ex-
emplary embodiment, the tissue augmentation block 10
is a strip or tape configured to be threaded onto or oth-
erwise associated with a suture limb 12a. More particu-
larly, the tissue augmentation strip or tape 10 can have
a substantially rectangular shape with a width W, length
L, and thickness T, and includes a substantially flat, tis-
sue-engaging surface 10a and/or 10b. As shown, the
tape 10 is longer than it is wide and wider than it is thick.
Typically the length L is substantially greater than the
width W and the width W is substantially greater than the
thickness T. Further, the width W can be greater than a
diameter of a filament or suture with which the tissue
augmentation tape 10 is associated, e.g., the suture limb
12a, thereby increasing the surface area of compression
of the system or device used in the stirgical repair.
[0072] A person skilled in the art will recognize that the
dimensions of the length L, width W, and thickness T of
the tissue augmentation strip 10 can depend on a variety
of factors, including but not limited to the size of the fila-
ment with which it is to be associated, the anatomy of
the patient, and the type of procedure being performed.
In some embodiments a ratio of the width W of the strip
10 to a diameter of the suture limb 12a can be approxi-
mately in the range of about 2:1 to about 20:1, and more
particularly the width W can be at least three times greater
than the diameter of the filament or suture with which the
tissue augmentation strip 10 is associated in some in-
stances. In embodiments in which the suture limb 12a is
a suture tape, the width W of the tissue augmentation
strip 10 can be at least two times greater than the diam-
eter of the suture tape with which the strip is associated
in some instances. A person skilled in the art will recog-
nize that the ratio of the width of a tissue augmentation
strip to diameter of the filament or related structure with
which the strip is used can be any suitable ratio, depend-
ing, at least in part, on the type of filament or related
structure being used, the type of strip or other construct
being used, and the type of procedure being performed,
and thus a ratio of width to diameter may be smaller or
larger than those provided for herein. Further, in some
embodiments a ratio of the width L of the strip 10 to the
width W of the strip 10 can be approximately in the range
of about 2:1 to about 20:1, and more particularly the
length L can be at least three times greater than the width
W in some instances, at least five times greater in some
other instances, and at least ten times greater in some
instances, although other L-W ratios are possible. Still
further, the strip 10 can be substantially flat and approx-
imately uniform. In some embodiments a ratio of the width
W of the strip 10 to the thickness T of the strip 10 can be

approximately in the range of about 2:1 to about 20:1,
and more particularly the width W can be at least three
times greater than the thickness T in some instances, at
least five times greater in some other instances, and at
least ten times greater in some instances, although other
W-T ratios are possible. A variety of other sizes and
shapes of the tissue augmentation tape strip 10, including
ratios of the dimensions of the tissue augmentation strip
and associated components (e.g., the suture limb 12a)
can be utilized without departing from the spirit of the
present disclosure.
[0073] While ratios can be useful to help describe the
relationship between the strip 10 and the filament limb
12a, and the relationship between the dimensions of the
strip 10, some exemplary, non-limiting dimensions for a
tissue augmentation strip can also be useful in under-
standing the present disclosure. As mentioned above,
these dimensions can be dependent on a variety of fac-
tors. In some embodiments, the length L can cover a
significant portion, to almost an entire portion, of a length
of tissue extending between a stitch made in tissue and
a bone anchor used to help secure the tissue. In some
embodiments, the length L can be approximately in the
range of about 5 millimeters to about 1 centimeter, the
width W can be approximately in the range of about 1
millimeter to about 5 millimeters, and the thickness T can
be approximately in the range of about 0.5 millimeter to
about 3 centimeters. Further, while the strip 10 is de-
scribed as having a length, width, and thickness, and it
is shown as being substantially flat in FIG. 1A, FIG. 1B
illustrates that the strip 10 can be relatively flexible, for
instance it can be bunched in portions by the suture limb
12 passing therethrough. Materials used to form the strip
10 are described in a later section of the present disclo-
sure.
[0074] A number of techniques can be used to asso-
ciate the tissue augmentation strip 10 with the suture limb
12a. As shown in FIG. 1B, the suture limb 12a is threaded
from a top side 10a to a bottom side 10b and back to the
top side 10a of the tissue augmentation strip 10. The
process of threading the suture limb 12a through the tis-
sue augmentation strip 10 can be repeated as many
times as desired. In some embodiments a suture thread-
er can be threaded through the tissue augmentation strip
10 ahead of a procedure so that the operative suture can
be threaded through the tissue augmentation strip in vivo
during the procedure. Exemplary suture threaders are
discussed below with regards to alternative tissue aug-
mentation constructs.
[0075] While the tissue augmentation strip 10 of FIG.
1B is shown having an exaggerated, wave-like profile
when engaged with the suture limb 12a, in practice the
tissue augmentation strip 10 can conform to the geometry
of the soft tissue that it is contacting. By including the
tissue augmentation strip 10 on the suture limb 12a, the
suture limb 12a has a broader foot print, thus covering
more surface area of the tissue. Further the tissue aug-
mentation strip 10 may allow force applied to the tissue
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by the suture limb 12a to be distributed over a larger
amount of surface area. The larger amount can be de-
pendent on the surface area of the tissue augmentation
strip 10. Thus, in embodiments where the width of the
tissue augmentation strip 10 is at least three times greater
than the diameter of the suture limb 12a, the force of the
suture limb 12a on the tissue may be distributed over an
area that is at least three times greater than would oth-
erwise be if no tissue augmentation strip 10 was associ-
ated with the suture limb 12a. The increased tissue sur-
face area coverage and distributed force of the tissue
augmentation strip 10 may result in a reduced pressure
peak on the soft tissue. In use, it is either the surface 10a
or the surface 10b that engages the tissue and may allow
for the increased distribution. Where the soft tissue has
become degenerated due to injury or age, a reduction in
pressure can result in less chance of abrasion of the tis-
sue. Further, the broader tissue coverage may enhance
healing of otherwise compromised tissue.
[0076] The suture limb 12a used in conjunction with
the tissue augmentation strip 10 can be any type of suture
(e.g., braided filament, cannulated filament, mono fila-
ment, suture tape, etc.) and can have a size between
about a #5 filament (about 20 gauge to about 21 gauge)
and about a #3-0 filament (about 29 gauge to about 32
gauge). A person skilled in the art will recognize a variety
of other filament types and sizes that can also be used
in conjunction with the augmentation strip 10, such as, if
a suture tape is used.

Tissue Augmentation Constructs - Tissue Augmentation 
Constructs Having a Cannulated Portion

[0077] Another exemplary embodiment of a tissue
augmentation construct, as shown a tissue augmentation
block 110, is provided for in FIGS. 2A-2D. Alternatively,
tissue augmentation constructs, like block 110, can be
referred to generally as tissue augmentation constructs
having a cannulated body. Tissue augmentation con-
structs having a cannulated body can include the tube
110, bars 3010, 3010’, and washers 310, 410. In one
exemplary embodiment of augmentation blocks, the
blocks can be a cannulated tube configured to be dis-
posed on or otherwise associated with a suture limb
112a. More particularly, the augmentation tube 110 can
have a substantially cylindrical, or ovoid, body with a bore
or lumen 114 extending therethrough from a proximal-
most end 110p to a distal-most end 110d. To the extent
the block 110 is described as a tube, such description in
no way limits the configuration of the tissue augmentation
blocks to being tubes or having a tubular construction. A
tube-like configuration is one of a variety of configurations
of blocks provided for herein or otherwise derivable here-
from. Other non-limiting embodiments of blocks include
but are not limited to bars and washers, as further de-
scribed below.
[0078] Turning back to the cannulated nature of the
block 110, the bore 114 can be used, for example, to

receive the suture limb 112a so that the block 110 and
limb 112a can be associated with each other, as de-
scribed in greater detail below. As shown, the block 110
has a length L’ that is greater than a diameter D, and in
many instances substantially greater. Further, the diam-
eter D can be greater than a diameter of a filament or
suture with which the tissue augmentation block 110 is
associated, e.g., the suture limb 112a, thereby increasing
the surface area of tissue augmentation of the system or
device used in the surgical repair.
[0079] A person skilled in the art will recognize that the
dimensions of the length L’ and diameter D of the tissue
augmentation tube 110, as well as a diameter d of the
bore 114, can depend on a variety of factors, including
but not limited to the size of the filament with which it is
to be associated, the anatomy of the patient, and the type
of procedure being performed. In some embodiments a
ratio of the length L’ and the diameter D can be approx-
imately in the range of about 2:1 to about 20:1, and more
particularly the length L’ can be at least three times great-
er than the diameter D in some instances. Further, in
some embodiments a ratio of the diameter D of the tube
110 to a diameter of the suture limb 112a can be approx-
imately in the range of about 2:1 to about 20:1, and more
particularly the diameter D can be at least three times
greater than the diameter of the filament or suture with
which the tissue augmentation tube 110 is associated in
some instances. A variety of other sizes and shapes of
the tissue augmentation tube 110, including ratios of the
dimensions of the tissue augmentation block and asso-
ciated components (e.g., the suture limb 112a) can be
utilized without departing from the spirit of the present
disclosure.
[0080] While ratios can be useful to help describe the
relationship between the tube 110 and the filament limb
112a, and the relationship between the dimensions of
the tube 110, some exemplary, non-limiting dimensions
for a tissue augmentation tube can also be useful in un-
derstanding the present disclosure. As mentioned above,
these dimensions can be dependent on a variety of fac-
tors. In some embodiments, the length L’ can cover a
significant portion, to almost an entire portion, of a length
of tissue extending between a stitch made in tissue and
a bone anchor used to help secure the tissue. In some
embodiments, the length L’ can be approximately in the
range of about 5 millimeters to about 2 centimeter, and
the diameter D can be approximately in the range of about
1 millimeter to about 5 millimeters. The size of the diam-
eter d of the bore 114 can also depend on a variety of
factors, including but not limited to the size of the limb to
be passed therethrough. In some embodiments, the di-
ameter d can be approximately in the range of about 0.75
millimeters to about 3 millimeters.
[0081] Alternative embodiments of tissue augmenta-
tion blocks 110 having cannulated portions are shown in
FIGS. 2E, 2F, 2G, 2H, and 2I. Not all tissue augmentation
blocks have cannulated portions, although that is a com-
mon feature of the blocks 110, 3010, 3110, 2810a, 2810’,
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2810" provided for in FIGS. 2A-2I. Other configurations
of tissue augmentation blocks do not have cannulated
portions, or cannulated portions through which sutures
limbs are passed, and thus other configurations can be
associated with limbs using other techniques provided
for herein otherwise known to those skilled in the art.
[0082] As discussed above, and shown in FIGS. 2E
and 2F, tissue augmentation bars 3010, 3110 can have
a rectangular and/or square cross sectional shape. Other
cross sectional shapes are possible and include, for ex-
ample, triangular, quadrilaterals, pentagons, hexagons,
octagons, etc. As shown in FIG. 2E, cannulated bar 3010
is configured to be disposed on or otherwise associated
with a suture limb, as described above with respect to
the cannulated tube 110. More particularly, the bar 3010
can have a substantially rectangular body with a rectan-
gular bore or lumen 3014 extending therethrough from a
proximal-most end 3010p to a distal-most end 3010d.
The bore 3014 can be used, for example, to receive the
suture limb so that the bar 3010 and suture limb can be
associated with each other, as described in greater detail
below. It is contemplated that bore 3014 can be created
through manufacturing techniques discussed below with
respect to augmentation block 110.
[0083] An alternative construction of tissue augmenta-
tion bar 3010, tissue augmentation bar 3110, is shown
in FIG. 2F. As shown in FIG. 2F, the cannulated bar 3110
is configured to be disposed on or otherwise associated
with a suture limb, as described above with respect to
the cannulated blocks 110, 3110. More particularly, the
bar 3110 can have a substantially rectangular body with
a rectangular bore or lumen 3114 extending therethrough
from a proximal-most end 3110p to a distal-most end
3110d. The bore 3114 can be used, for example, to re-
ceive the suture limb so that the bar 3110 and suture limb
can be associated with each other, as described in great-
er detail below. As shown, bar 3110 can be constructed
of two portions of material, 3110a, 3110b. The two pieces
of material 3110a, 3110b can be associated with each
other by means of sutures 3124a, 3124b. The pieces of
material 3110a, 3110b can be attached to each other
such that lumen 3114 is formed using any manufacturing
techniques discussed throughout the present disclosure.
A variety of other sizes and shapes of the bars 3010,
3110 including ratios of the dimensions of the bar and
associated components (e.g., the suture limb) can be
utilized without departing from the spirit of the present
disclosure.
[0084] Further alternative configurations of tissue aug-
mentation blocks 2810a, 2810’, and 2810" are illustrated
in FIGS. 2G, 2H, and 21, respectively. As shown, the
cannulated blocks 2810a, 2810’, 2810" can all be sub-
stantially the same as tissue augmentation block 110, as
shown in FIGS. 2A-2D. Alternatively, the cannulated
blocks 2810a, 2810’, 2810" can have configurations sub-
stantially similar to the tissue augmentation bars 3010,
3110. The cannulated blocks 2810a, 2810’, 2810" can
have a length that is substantially longer than the tissue

augmentation blocks 110. In one exemplary embodi-
ment, the block 2810a can have a length approximately
in the range of about 15.0 millimeters to about 25.0 mil-
limeters. Advantageously, blocks 2810a, 2810’,
2810" can have a length that can extend from lateral an-
chors medially up and over a soft tissue repair to provide
for additional protection for the repair and additional scaf-
folding to aid in healing.
[0085] A number of techniques can be used to asso-
ciate the tissue augmentation blocks 110, 3010, 3110,
2810a, 2810’, 2810" with a suture limb 112a. For exam-
ple, as shown in FIG. 2A, the suture limb 112a is threaded
or passed from the proximal-most end 110p to the distal-
most end 110d of the tissue augmentation tube 110 with-
out passing through, that is across, the body of the tube
110. In other words, the suture limb 112a does not pass
into a sidewall of the body that defines the lumen 114.
As such, the tube 110 is not coupled or attached to the
suture limb 112a, and instead can freely pass along a
length of the limb 112a unhindered or unrestricted. In
other embodiments, the limb 112a can pass through, that
is across, the body once or more to further secure a lo-
cation of the tube 110 with respect to the limb 112a, there-
by coupling or attaching the tube 110 to the suture limb
112a. A person skilled in the art will recognize a variety
of other ways by which the tube 110 can be associated
or coupled with the limb 112a without departing from the
spirit of the present disclosure.
[0086] The tissue augmentation tube 110 can be
threaded by hand on to the suture limb 112a, either at
the surgical site, or outside of the body. Alternatively, as
shown in FIGS. 2B and 2C, the tissue augmentation tube
110 can have a threader 206 inserted through the bore
114 prior to the tissue augmentation tube 110 being
threaded onto the suture limb 112a. The threader 206
can include a proximal handle portion 208, an interme-
diate elongate portion 210, and a distal suture-receiving
end 212. The proximal handle portion 208 can be con-
figured to be easily gripped by a user, for instance by
having a substantially rectangular shape as shown. Other
shapes and features for gripping can be provided. The
intermediate portion can be a filament portion 210 capa-
ble of having a tissue augmentation construct, e.g., the
tissue augmentation tube 110, associated therewith,
thereby allowing the threader 206 to be flexible. The distal
suture-receiving end 212 can have a distal opening 212
through which a suture to be associated with a augmen-
tation strip, e.g., suture limb 112a, can be disposed. In
the illustrated embodiment, the distal opening 212 is flex-
ible and, in some embodiments, can be made of a wire,
a fiber, a thread, a cord, and/or other flexible structure or
other material having similar characteristics. Because
the distal opening 212 is flexible, it can change shape
before, during, and after use, and thus while in the illus-
trated embodiment it has a diamond or kite-shape, other
configurations are possible. Further, the flexible nature
of the opening 212 can allow the opening 212 to collapse
around a suture disposed therein to strangulate or oth-
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erwise hold the suture during use. In some embodiments,
the intermediate portion 210 can also be made of a wire,
a fiber, a thread, a cord, and/or other flexible structure.
The term wire is not intended to imply that the structure
is made of metal, or has metal characteristics, but the
intermediate portion 210 and the distal suture-receiving
end 212 can be made of metal.
[0087] FIGS. 2G-2I provide for additional configura-
tions of suture limbs being associated with tissue aug-
mentation constructs. As shown in FIG. 2G, the construct
2810a can include two threaders disposed therethrough
for associating the construct 2810a with at least one su-
ture limb. As illustrated in FIG. 2G, a first threader 2809a
can be disposed through the block 2810a from a top sur-
face 2811t to a bottom surface 2811a such that the han-
dle 2808a is proximate the top surface 2811t and the
receiving end 2807b is proximate the bottom surface
2811b. The first threader 2809a can be disposed through
the block 2810a such that it intersects the central lumen
2870 of the block 2810a substantially perpendicularly rel-
ative thereto. Alternatively, the threader 2809a can be
disposed at any angle relative to the central lumen 2870.
The first threader 2809a can be disposed at the proximal
end 2811p, or proximal half, of the block 2810a. A second
threader 2809b can be disposed through a distal portion
2811d of the block 2810a. For example the second
threader 2809b can extend from a distal end 2811d of
the block 2810a through the lumen 2870 to a medial lo-
cation 2870m of the lumen and out of the bottom 2811b
of the block 2810a. In one exemplary embodiment the
second threader 2809b can extend through the block
2810a such that a handle portion 2808b of the threader
2809b is proximate the distal end 2811d of the block
2810a and the receiving end 2807b of the threader ex-
tends out the bottom 2811b of the block 2810a. Alterna-
tively, other suture threader configurations are contem-
plated as shown in FIGS. 2H and 2I and discussed below.
[0088] In one alternative suture threader configuration,
as shown in FIG. 2I, block 2810’ can include a pre-thread-
ed suture 2814’ in the proximal end 2811p’ of the block,
obviating the need for a second threader. The pre-thread-
ed suture 2814’ can be threaded into block 2810’ at a
location that is substantially similar to the second thread-
er 2809b of FIG. 2G. The pre-threaded suture 2014’ can
be threaded into the block 2810’ either before or after the
block is associated with a repair suture, not shown. In a
further alternative configuration, as shown in FIG. 2H,
block 2810" can include two threaders 2809a" and
2809b". The threaders 2809a", 2809b" can be substan-
tially similar to threaders 2809a, 2809b discussed above.
As shown, the second threader 2809b" can be disposed
through a central lumen 2870", for example from the prox-
imal terminal end 2811p" to the distal terminal end
2811d". Alternatively, the second threader 2809b" can
extend through any length of the central lumen 2870".
The second threader 2809b" can associate suture limbs,
not shown, with the block 2810" using techniques pro-
vided for throughout the present disclosure. The suture

limbs can each exit the block 2810" at the distal end
2811d" along with a repair suture limb to be subsequently
anchored into the bone at a location laterally offset from
the soft tissue repair.
[0089] In use, a force P1 can be applied to the handle
portion 208 to move the filament portion 210 and the distal
opening 212 in the direction of the force P1 with respect
to the augmentation tube 110. The distal opening 212,
and thus the suture limb 112a coupled thereto, can be
drawn into and through the augmentation tube 110 by
way of this movement, thus disposing the augmentation
tube 110 onto the suture limb 112a. As the distal opening
212 enters the augmentation tube 110, the opening 212
can be collapsed, e.g., compressed to a smaller width,
around the suture limb 112a to strangulate the limb 112a,
thus making it easier for the suture limb 112a to be drawn
into a body of the augmentation tube 110. Once the aug-
mentation tube 110 is disposed on or is otherwise asso-
ciated with the suture limb 112a, the suture limb 112a
can be disassociated with the distal opening 212 and the
threader 206 can be discarded or reused since it is no
longer associated with either the augmentation tube 110
or the suture limb 112a. The combination of the suture
limb 112a and the augmentation tube 110 can then be
used in a variety of procedures, as detailed further below.
The process of disposing the augmentation tube 110 onto
the suture limb 112a can occur outside of the body or
inside the body, including proximate to the surgical site.
[0090] Similar to the tissue augmentation strip 10, by
including the tissue augmentation tube 110 on the suture
limb 112a, the suture limb 112a has a broader footprint,
thus covering more surface area of the tissue. Further,
the tube 110 may allow force applied to the tissue by the
suture limb 112a to be distributed over a larger amount
of surface area. The larger amount can be dependent on
the surface area of the tissue augmentation tube 110.
Thus, in embodiments where the diameter of the tissue
augmentation tube 110 is at least three times greater
than the diameter of the suture limb 112a, the force of
the suture limb 112a on the tissue may be distributed
over an area that is at least three times greater than would
otherwise be if no tissue augmentation tube 110 was as-
sociated with the suture limb 112a. The increased tissue
surface area coverage and distributed force of the tissue
augmentation tube 110 may result in a reduced pressure
peak on the soft tissue. Where the soft tissue has become
degenerated due to injury or age, an increased tissue
surface area coverage and a reduction in pressure can
result in less chance of abrasion of the tissue. Further,
the broader tissue coverage may enhance healing of oth-
erwise compromised tissue and/or provide bulk to other-
wise compromised or degenerate tissue and/or tendon.
[0091] Threaders like the threader 206 can also be
used in conjunction with an installation tool to assist in
associating an augmentation construct with a suture.
FIG. 3 provides for a threader 206’ that is similar to the
threader 206 except that the proximal handle portion 208’
and distal receiving end 212’ have a slightly different
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shape. As shown, the proximal handle portion 208’ is in
the form of a gripping protrusion 208’ that has a diameter
that is greater than a diameter of the intermediate filament
portion 210’, thus allowing a user to easily grip the prox-
imal handle portion 208’. A person skilled in the art will
recognize that the proximal handle portion 208’ can have
most any shape. Likewise, a shape of the distal receiving
end 212’ can also have most any shape. In the illustrated
embodiment, the distal receiving end 212’ is a distal
opening 212’, but the opening is illustrated as being more
rounded than the distal opening 212. However, as ex-
plained above, because the distal opening 212’ can be
flexible, even the illustrated embodiments can be manip-
ulated into other shapes.
[0092] The installation tool 200’ can include a handle
portion 202’ and a cartridge portion 204’. The handle por-
tion 202’ can be long such that the installation tool 200’
can be inserted through a cannula into a surgical site
inside of the body. Alternatively, the handle portion 202’
can be any suitable length. As shown in FIG. 3, the handle
202’ includes a proximate portion 202p’ and a distal por-
tion 202d’. The distal portion 202d’ of the handle 202’
can be angularly offset from the proximal portion 202p’
to allow for the cartridge 204’ to be oriented in a favorable
orientation to thread the augmentation tube 110’ onto the
limb 112a’. Alternatively, the proximal portion 202p’ and
the distal portion 202d’ can be in line with each other.
[0093] The distal portion 202d’ can be attached to a
cartridge 204’ that is sized to receive an augmentation
tube 110’ to be threaded onto suture limb 112a’. The
cartridge 204’ can be cylindrical in shape, having an ap-
proximately circular cross section. Alternatively, the car-
tridge 204’ can have a triangular, rectangular, or any oth-
er shape and/or cross section. The cartridge 204’ can
have a lumen 214’ extending therethrough from a first
opening 216’ to a second opening 218’. The first opening
216’ can be larger than the second opening 218’. Alter-
natively, the first opening 216’ and the second opening
218’ can be any desired size. As shown in FIG. 3, the
first opening 216’ can have a diameter that is substantially
the same as the lumen 214’ such that the augmentation
tube 110’ can be placed therethrough. The second open-
ing 218’ can have a diameter that is sized to receive a
relevant portion of the threader 206’ therethrough.
[0094] As shown in FIG. 3, a suture limb 112a’ is in-
serted through the opening 212’ and the threader 206’
can be operated in a manner similar to the threader 206
to dispose the augmentation tube 110’ onto the suture
limb 112a’. For example, an operator can grasp the han-
dle portion 208’ of the threader 206’ to pull the opening
212’ through the cannula 114’ of the augmentation tube
110’ by the application of a force FP’. The handle 208’
can be pulled until the entirety of the threader 206’ and
a distal portion of the suture limb 112a’ have passed
through the second opening 218’. Once the suture limb
112a’ has been threaded through the augmentation tube
110’, the threaders 206’ can be discarded or reused and
the installation tool can release the augmentation tube

110’ by actuation of a release mechanism (not shown).
Alternatively, the augmentation tube 110’ can be held in
the cartridge 204’ with an interference fit, such that no
release mechanism is required. White reference is made
to augmentation tube 110’ and suture limb 112a’, as not-
ed above, the installation tool 200’ can be used in the
same manner with augmentation strip 10 of FIGS. 1A-
1B, as well as other constructs provided for herein. Fur-
ther, while threaders are discussed as being used in con-
junction with an installation tool, the threader itself can
be considered an installation tool since embodiments
provided for herein allow the threader to be used to as-
sociate a suture with a augmentation construct without
using the installation tool 200’.

Tissue Augmentation Constructs -Tissue Augmentation 
Blocks Having a Washer, Disc, or Ring Configuration

[0095] An exemplary embodiment of a tissue augmen-
tation construct, as shown a tissue augmentation block
310, is provided for in FIG. 4. The augmentation block
310 has a configuration that can be described as a wash-
er, disc, or ring, and the illustrated embodiment it is a
square-shaped washer configured to be disposed on or
otherwise associated with a suture limb 312a. For exam-
ple, the washer 310 can have a substantially rectangular
prism-shaped body with a bore or lumen 314 extending
therethrough from a proximal-most end 310p to a distal-
most end 310d. The bore 314 can be used, for example,
to receive the suture limb 312a so that the washer 310
and limb 312a can be associated with each other, as
described in greater detail below. As shown, the washer
310 has a length LB and a width WB which are substan-
tially equal, and height TB which is less than the length
LB and the width WB. Alternatively, the washer 310 can
have a more elongated rectangular shape having a
length LB that is larger than the width WB. In a further
alternative, the length LB, width WB, and the height TB
can be substantially equal, thereby forming a cube-
shaped body. Further, the diameter dB of the lumen can
be greater than a diameter of a filament or suture with
which the washer 310 is associated, e.g., the suture limb
312a. In other embodiments the suture limb 312a can be
threaded through the washer 310 without a preformed
lumen. Once the block is associated with the suture limb
312a, the block can increase the surface area of com-
pression of the system or device used in the surgical
repair due to the increased surface area of the block.
[0096] A person skilled in the art will recognize that the
dimensions of the length LB, width WB, thickness or
height TB, and diameter dB of the washer 310 can depend
on a variety of factors, including but not limited to the size
of the filament with which it is to be associated, the anat-
omy of the patient, and the type of procedure being per-
formed. In some embodiments, the washer 310 can have
a length LB approximately in the range of about 3 millim-
eters to about 6 millimeters, a width WB in the range of
about 3 millimeters to about 6 millimeters, and thickness
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or height TB approximately in the range of about 1 mil-
limeter to about 3 millimeters. Alternatively, the length
LB, width WB, and thickness or height TB can all be sub-
stantially equal and have a dimension approximately in
the range of about 2 millimeters to about 5 millimeters.
One benefit to the smaller dimensions of the washer 310
is that a surgeon can load a plurality of the washers 310
onto a single suture limb, as described further below, to
allow for precision application of the washers on areas
of the damaged tissue where they are required. For ex-
ample, precision application of the washers can include
moving the washers along a length of a suture limb to
more precisely direct where force from the suture limb
will be distributed across a greater surface area. In view
of the present disclosures, it is clear that the thickness
or height of the washers 310 can be substantially less
than a length of suture limb on which the washers 310
are disposed. Any number of washers 310 can be dis-
posed on the suture limb, including but not limited to up
to 30. In some exemplary embodiments, the number of
washers 310 provided on a single suture limb is approx-
imately in the range of about 2 blocks to about 8 blocks.
[0097] An alternative embodiment of an augmentation
construct configured to be effectively used in conjunction
with other similarly sized constructs on the same suture
limb is illustrated in FIG. 5. As shown, the tissue aug-
mentation construct is a tissue augmentation block 410
that has a configuration that can be described as a wash-
er, disc, or ring. In the illustrated embodiment, it is a ring
or circular-shaped washer. For example, the tissue aug-
mentation washer 410 can have a bore or lumen 414
extending therethrough from a proximal-most face 410p
to a distal-most face 410d. The bore 414 can be used,
for example, to receive the suture limb 412a so that the
washer 410 and limb 412a can be associated with each
other, or alternatively, the limb 412a can be associated
with the washer 410 by threading it through the body of
the ring without any preformed hole or bore.
[0098] A person skilled in the art will recognize that the
dimensions of the diameter DW, height HW, and bore di-
ameter dW of the washer 410 can depend on a variety of
factors, including but not limited to the size of the filament
with which it is to be associated, the anatomy of the pa-
tient, and the type of procedure being performed. In some
embodiments, the diameter DW can be approximately in
the range of about 3 millimeters to about 6 millimeters,
height HW can be approximately in the range of about 1
millimeter to about 3 millimeters, and bore diameter dW
can be approximately in the range of about 0.5 millimeters
to about 2 millimeters. Similar to the washer 310, in view
of the present disclosures, it is clear that the thickness
or height of the washer 310 can be substantially less than
a length of suture limb on which the washers 410 are
disposed. Any number of washers 410 can be disposed
on the suture limb, including but not limited to up to 30.
In some exemplary embodiments, the number of wash-
ers 410 provided on a single suture limb is approximately
in the range of about 2 washers to about 8 washers.

[0099] One benefit of the washers 310, 410 is that a
surgeon can pass both anterior and posterior sutures
through the washers 310, 410, as described further be-
low, at the suture insertion point to prevent cheese wiring
at the suture insertion point by the sutures. Further, the
washers 310, 410, can be used in conjunction with any
of the tissue augmentation constructs disclosed, includ-
ing by disposing one or more washers 310, 410 onto the
same suture limb on which another tissue augmentation
construct is already, or will be, disposed.
[0100] A number of techniques known to those skilled
in the art can be used to associate the washers 310, 410
with the respective suture limbs 312a, 412a. The suture
limb 312a, 412a can be threaded or passed from the
proximal-most end 310p, 410p to the distal-most end
310d, 410d of the washers 310 or 410 without passing
into and/or through the body of the washers 310, or 410,
i.e., the suture limb 312a, 412a extends directly through
the lumen 314, 414. Thus, like the tube 110, the washers
310, 410 can freely pass along a length of the suture limb
312a, 412a unhindered or unrestricted since they are not
coupled or attached to the suture limb 312a, 412a. In
other embodiments, the limb 312a, 412a can pass
through the body once or more to further secure a location
of the washers 310 410 with respect to the limb 312a,
412a. A person skilled in the art will recognize a variety
of other ways by which the washers 310, 410 can be
associated with the limbs 312a, 412a without departing
from the spirit of the present disclosure. For example,
the washers 310 or 410 can be threaded by hand on to
the suture limb 312a, 41 2a either at the surgical site, or
outside of the body. Alternatively, one or more washers
310 or 410 can have a threader (not shown) inserted
through the respective bores 314, 414 prior to the wash-
ers 310 or 410 being threaded onto the suture limb 312a,
412a. The threader can be the same or similar to the
threaders 206, 206’ described above and can be used
to thread a suture limb 312a, 412a through the washer
310 or 410 at a surgical site.
[0101] Similar to augmentation blocks 10, 110, by in-
cluding either, or both of, the washers 310 or 410 on a
suture limb, force applied to the tissue by the suture limb
is distributed over a larger amount of surface area. The
larger amount is dependent on the surface area of the
augmentation washer 310 or 410, as well as the number
of washers used.

Materials for Forming Augmentation Constructs

[0102] The constructs discussed above, e.g., the
blocks 10, 110, 3010, 3110, 310, and 410, as well as
those provided for further below (including various patch-
es or scaffolds) can be made of one or more biocompat-
ible, bioresorbable materials so that after implantation
into a patient to replace or repair connective tissue, the
strip gradually degrades or remodels over time. The re-
sorption profile of the constructs can be sufficiently long
to reinforce and provide structure to tissue during the
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regeneration or healing process. A person skilled in the
art can determine a suitable resorption profile, depend-
ing, at least in part, on the desired use of the construct,
and can tailor the resorption profile by varying the mate-
rials used to form the construct.
[0103] While many different materials can be used to
form the tissue augmentation constructs, either alone or
in combination with other materials, in some instances
the material is a biocompatible polymer. Exemplary em-
bodiments of suitable biocompatible materials synthetic
polymers, natural polymers, and combinations of the two.
As used herein, the term "synthetic polymer" refers to
polymers that are not found in nature, even if the poly-
mers are made from naturally occurring biomaterials. As
used herein, the term "natural polymer" refers to poly-
mers that are naturally occurring. In embodiments where
the tissue augmentation constructs includes at least one
synthetic polymer, suitable biocompatible synthetic pol-
ymers can include polymers selected from the group that
includes aliphatic polyesters, poly(amino acids), copo-
ly(ether-esters), polyalkylene oxalates, polyamides, ty-
rosine derived polycarbonates, poly(iminocarbonates),
polyorthoesters, polyoxaesters, polyamidoesters, poly-
oxaesters containing amine groups, poly(anhydrides),
polyphosphazenes, polyurethanes, poly(ether ure-
thanes), poly(ester urethanes), poly(propylene fuma-
rate), poly(hydroxyalkanoate), polydioxanone, poly-hy-
droxybutyrate-co-hydroxyvalerate, polyamniocar-
bonate, polytrimethylene, polyoxaamides, elastomeric
copolymers, and combinations or blends thereof. Suita-
ble synthetic polymers for use in the tissue augmentation
constructs can also include biosynthetic polymers based
on sequences found in collagen, a collagen scaffold, pul-
verized collagen pieces, elastin, thrombin, silk, keratin,
fibronectin, starches, poly(amino acid), gelatin, alginate,
pectin, fibrin, oxidized cellulose, chitin, chitosan, tropoe-
lastin, hyaluronic acid, ribonucleic acids, deoxyribonu-
cleic acids, polypeptides, proteins, polysaccharides,
polynucleotides, and combinations or blends thereof.
The types of materials that can be used to construct tis-
sue augmentation constructs, either wholly or in part, in-
clude non-absorbable polymers selected from the group
that includes, but is not limited to, polyethylene, polypro-
pylene, polyetheretherketone (PEEK), polytetrafluor-
oethylene, silicone, rubber, or other biocompatible non-
absorbable polymers, and combinations thereof. Natural
polymers for the use in augmentation strip 10 can be
selected from the group that includes but is not limited
to a fibrin-based material, collagen-based material, a hy-
aluronic acid-based material, a cellulose-based material,
a silk-based material, a gelatin-based material, a glyco-
protein-based material, a cellulose-based material, a
polysaccharide-based material, a protein-based materi-
al, a fibronectin-based material, a chitin-based material,
a pectin-based material, an elastin-based material, an
alginate based material, a dextran-based material, an
albumin-based material, a natural poly(amino acids)
based material, a decellularized tissue, purified extracel-

lular matrix (ECM), a demineralized bone matrix, and
combinations thereof.
[0104] Still further, virtually any type of tissue can be
used to form the tissue augmentation constructs, includ-
ing but not limited to autograft tissue and allograft tissue,
as well as human allogeneic tissue and xenogeneic tis-
sue, which includes porcine, bovine, and equine among
others. The tissue used can be selected from biological
connective tissues that include ligament tissue, tendon
tissue, a modeled tendon, skin tissue, muscle tissue, pe-
riosteal tissue, pericardial tissue, synovial tissue, dermal
tissue, an acellular porcine dermal matrix, an acellular
bovine dermal matrix, fascia, small intestine tissue, em-
bryonic tissue, amniotic tissue, placental tissue, perio-
dontal tissue, peritoneum tissue, vascular tissue, blood,
and combinations thereof. The materials used to form
the tissue augmentation constructs can be cross-linked
and non-crosslinked, and any material provided for here-
in can be used in conjunction with other materials, wheth-
er synthetic, natural, or a combination thereof. Still fur-
ther, the tissue augmentation constructs, and/or materi-
als used to form the tissue augmentation constructs, can
be treated with platelet-rich plasma (PRP), bone marrow,
cells, and other bone and/or tissue growth-promoting ma-
terials.
[0105] The material used to form the tissue augmen-
tation constructs can be made and/or formed, using a
variety of techniques. These techniques include, but are
not limited to, knitting them and weaving them. The over-
all construction of the materials can be described as be-
ing woven, knitted, non-woven, and/or a foam, among
other constructions resulting from techniques known to
a person skilled in the art. Further, a combination of tech-
niques can be used for a single construct, and/or a portion
thereof. The formation techniques can be used with ma-
terials, e.g., synthetic polymers and other materials pro-
vided for above, as well as tissue.

Tissue Augmentation Kits

[0106] The filaments and tissue augmentation con-
structs provided for herein can be included together as
part of a soft tissue repair kit. Such a kit can also include
components such as a threader, installation tool, bone
anchors, and/or a bone drill. For example, one exemplary
embodiment of a kit can include one or more tissue aug-
mentation constructs and one or more threaders. In some
instances, the tissue augmentation constructs can be
pre-disposed on the threaders. The tissue augmentation
constructs can include any of the constructs provided for
herein or otherwise derivable from the present disclo-
sures, including but not limited to the tissue augmentation
blocks 10, 110, 3010, 3110, 310, 410 and the tissue aug-
mentation patches 2210, 2310, 2410, and 2510, which
are described below. The threaders can include the
threaders 206, 206’, as well as other threaders known to
those skilled in the art or otherwise derivable from the
present disclosures. In instances where tissue augmen-
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tation constructs are pre-disposed on the threader, the
constructs can be disposed on the intermediate portion
208, 208’ of the threaders 206, 206’.
[0107] The kit can also include other components used
in conjunction with tissue augmentation constructs and
threaders, including but not limited to one or more su-
tures, such as the sutures 12a, 112a, one or more instal-
lation tools, such as the installation tool 200’, one or more
implants, e.g., bone anchors, and one or more bone drills.
In some exemplary embodiments the kit can include a
tissue augmentation block 10, 110, 3010, 3110, 310, 410
for every suture limb 12a, 112a, 312a, 412a that will be
anchored over the soft tissue. The types and configura-
tions of the filaments, constructs, installation tools (which
can include threaders as stand-alone installation tools),
and bone anchors can be varied, thus providing the user
options for use in any surgical procedure. Accordingly,
any combination of blocks having a strip or tape config-
uration (e.g., strip 10), a cannulated tube configuration
(e.g., tube 110), a cannulated bar configuration (e.g., bar
3010, bar 3110), and a washer configuration (e.g., wash-
er 310, washer 410), can be mixed and matched by a
surgeon, as desired, including by disposing them on the
same suture limb. The selection of constructs to be used
can depend, at least in part on a variety of factors, in-
cluding but not limited to the size of the filament with
which it is to be associated, the anatomy of the patient,
and the type of procedure being performed.
[0108] The threader and/or installation tool can be a
single device used to associate tissue augmentation con-
structs to limbs multiple times, or multiple threaders and
tools can be provided to allow multiple strip-limb combi-
nations to be formed or to allow for different configura-
tions preferred by different users. The threader and/or
installation tool can be specifically adapted to be used
with particular tissue augmentation constructs, proce-
dures, and/or surgeon’s preferences without departing
from the spirit of the present disclosure.
[0109] To the extent implants such as anchors are pro-
vided as part of a kit, or used in conjunction with any of
the disclosures provided for herein, the implants can be
any type of implant known to those skilled in the art that
are used for various types of tissue repair procedures.
For bone anchors, the anchors can be of a hard construc-
tion or a soft construction, and in some instances they
can be knotless anchors, meaning filaments associated
therewith do not need to have knots tied by the surgeon
during the surgical procedure to couple the tissue to the
filament and/or the anchor. Some exemplary embodi-
ments of hard suture anchors for use in the kits or more
generally with the present disclosures include Healix Ti™
anchors that are commercially available from DePuy
Synthes, as well as Healix Advance™ anchors, Helix Ad-
vance Knotless™ anchors, Healix BR™ anchors, Healix
PEEK™ anchors, Healix Transtend™ anchors, Bioknot-
less® anchors, Gryphon® anchors, Fastin® anchors,
Versalok® anchors, Microfix® anchors, Minilok™ an-
chors, Micro-Quickanchors® anchors, and Tacit® an-

chors, each of which is also commercially available from
DePuy Mitek, Inc. Some exemplary embodiments of soft
suture anchors for use in the kits or more generally with
the present disclosures include those described in U.S.
Patent No. 9,345,567 of Sengun.
[0110] To the extent the kit includes a bone drill, any
type of bone drill known by those having skill in the art
for forming bone holes in which anchors can be disposed
can be provided.

Methods of Use - Rotator Cuff Repairs

[0111] Exemplary methods for using systems, devices,
and kits of the type described herein are now described
in greater detail. While the methods described herein
generally relate to attaching soft tissue to bone, and in
this section of the disclosure are primarily discussed with
respect to rotator cuff repairs, a person skilled in the art
will recognize other types of procedures and repairs with
which the constructs and the methods related to the same
can be used. Further, to the extent a particular type of
tissue augmentation construct is illustrated in the follow-
ing embodiments, a person skilled in the art would un-
derstand how to employ other tissue augmentation con-
structs provided for herein without departing from the
spirit of the present disclosures. Likewise, any sutures
or anchors provided for herein or otherwise known to
those having skill in the art can be used, including knot-
less anchors. Still further, while in the illustrated embod-
iments the lengths of sutures and limbs may be approx-
imately equal, any suture or limb can be any desired
length, and thus lengths of sutures and limbs do not need
to be equal. Likewise, to the extent the techniques de-
scribed below discuss having a certain number of suture
limbs (e.g., one, two, three, etc.) extending from or oth-
erwise associated with a suture anchor to perform the
tissue repair, a person skilled in the art, in view of the
present disclosures, will understand how a different
number of limbs can be used to perform the same, or a
similar type, of repair. A benefit that results from each of
the methods described herein is that the tissue augmen-
tation constructs can be associated with the suture being
used in the repair in an on-demand manner, thus allowing
a surgeon to quickly and easily associate one or more
tissue augmentation constructs with the repair suture(s)
to form desired footprints for the repair.

Rotator Cuff Repairs - Double Row Applications

[0112] A first exemplary method of soft tissue repair
using tissue augmentation blocks 110, illustrated as
blocks 110a, 110b, in conjunction with a double row ap-
plication or repair is shown in FIGS. 6A-6C. The method
involves fixing a piece of soft tissue 130, e.g., rotator cuff,
with respect to bone 150. If the tissue augmentation
blocks 110a, 110b are dried, the tissue augmentation
blocks 110a, 110b can require rehydrating ahead of the
procedure. An incision can be made to perform the pro-
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cedure using any one of a traditional open repair, an ar-
throscopic repair, or a mini-open repair. Once the sur-
geon has access to the surgical site and the tissue and
bone have been prepared according to accepted surgical
techniques, the surgeon can use a medial row stitch 140
to install the suture 112 in the soft tissue 130. Alterna-
tively, any known stitch can be used. As shown in FIGS.
6A-6C, the medial row stitch 140 results in two suture
limbs 112a, 112b extending outwardly from the soft tis-
sue.
[0113] As shown in FIG. 6B, the tissue augmentation
blocks 110a, 110b are disposed on suture limbs 112a,
112b, respectively. The tissue augmentation blocks
110a, 110b can be threaded onto the suture limbs 112a,
112b by hand, with an installation tool 200’ (not shown),
and/or with a threader 206, 206’. As discussed above
with reference to FIG. 3, if the installation tool 200’ is
used, a suture limb 112a can be passed through the
opening, or cinch loop, 212, then the handle portion 208
can be pulled to pull the threader 206 and suture limb
through the tissue augmentation block 110a. Likewise,
if just a threader 206, 206’ is used, a force can be applied
to the threader to draw the suture limb 112a into and
through the tissue augmentation block. Once the suture
limb 112a has been threaded in the tissue augmentation
block 110a, the threader 206 can be removed, and, if the
installation tool 200’ was used, the tissue augmentation
block 110a released from the installation tool 200’. The
tissue augmentation blocks 110a, 110b can be threaded
onto the suture limbs 112a, 112b at the surgical site inside
of the body. Alternatively, the tissue augmentation blocks
110a, 110b can be threaded outside of the body.
[0114] Once the blocks 110a, 110b have been thread-
ed onto the suture limbs 112a, 112b, they can be ad-
vanced in the direction D1 along the respective suture
limbs 112a, 112b. In the illustrated embodiment, the
blocks 110a. 110b are disposed proximate to the medial
stitch 140 because the length of the blocks 110a, 110b
is similar to the length of the distance extending between
the medial stitch 140 and the end of the tissue 130. How-
ever, in embodiments in which the length of the blocks
110a, 110b is less than that distance, the blocks 110a,
110b may not necessarily be proximate to the medial
stitch 140, but can extend along some portion of the
length of the limbs 112a, 112b extending between the
medial stitch 140 and the end of the tissue 130. After the
blocks 110a, 110b have been installed on the respective
suture limbs 112a, 112b, the free ends of the suture limb
112a, 112b can be secured within the body. For example,
the free ends of each suture limb 112a, 112b can be
coupled to respective anchors 160a, 160b, as shown in
FIG. 6C, which in some exemplary embodiments can be
knotless anchors. The suture limbs 112a, 112b can then
be tightened to secure the soft tissue 130 to the bone
150 before the anchors 160a, 160b are fully fixed in the
bone 150, thus completing the double row lateral fixation
associated with the medial stitch 140.
[0115] This procedure can be repeated as many times

as required to satisfactorily fixate the soft tissue 130 to
the bone 150. The blocks 110a, 110b provide a greater
footprint for the limbs 112a, 1112b, and they may provide
a greater surface area to distribute the loading forces of
the suture limbs 112a, 112b onto the soft tissue 130.
While the patient is healing from the procedure, new
bands of tendon like tissue can form around the suture
limbs 112a, 112b and into and around the blocks 110a,
110b to result in a more robust tissue formation in the
soft tissue and between the soft tissue and bone. For
example, blocks made from collagen scaffold or acellular
dermal matrix material can be capable of remodeling
while the patient is healing from the procedure into tendon
like tissue and integrate with the native tissue. The ad-
ditional coverage of tendon like tissue across the soft
tissue can increase the strength of the tissue-to-bone
connection and may prevent further injury.
[0116] Another exemplary soft tissue repair method is
provided for in FIGS. 7A-7D. As shown, soft tissue 1030
is fixated to bone 1050 using an alternative double row
application. Once the surgeon has access to the surgical
site and the tissue, bone, and blocks 1010a-1010c have
been prepared according to accepted surgical tech-
niques, including those provided for herein, the surgeon
can use medial row stitches 1040, 1042 to install sutures
1012, 1016 respectively, in the tissue 1030. The blocks
1010a-1010c can be similar to the blocks 110, 3010,
3110, or similar to other blocks and constructs as provid-
ed for in the present disclosure. Further, any known stitch
can be used. The medial row stitch 1040 results in two
suture limbs 1012a, 1012b extending outwardly from the
soft tissue, and the second medial row stitch 1042 results
in two suture limbs 1016a, 1016b extending outwardly
from the soft tissue.
[0117] As shown in FIG. 7A, the blocks 1010a-1010c
are threaded onto suture limbs 1012a, 1012b, 1016b,
respectively, using techniques provided for throughout
the present disclosure. For example, as illustrated in FIG.
7A, the block 1010a is threaded onto suture limb 1012a
with the threader 206. Once the block 1010a has been
threaded onto the suture limb 1012a, as shown in FIG.
7B, it can be advanced in the direction D1’ along the su-
ture limb 1012a until it is proximate the medial stitch 1040
since the length of the block 1010a is similar to the dis-
tance extending between the medial stitch 1040 and the
end of the tissue 1030. Similarly, blocks 1010b, 1010c
can be advanced along the suture limbs 1012b, 1016b
until they are proximate the medial stitches 1040, 1042,
respectively. The block 1010a can be advanced along
the suture limbs with an instrument like a knot pusher
1080 or other instrument suitable for advancing the strip
along the limb.
[0118] Once the blocks 1010b, 1010c have been in-
stalled on the respective suture limbs 1012b, 1016b, as
shown in FIG. 7C, the free ends of suture limbs 1012b,
1016b can be secured within the body, for instance by
attaching them to the anchor 1060b in a lateral row fixa-
tion. Similarly, once the block 1010a has been installed
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on the suture limbs 1012a, the free ends of the suture
limbs 1012a, 1016a can be secured within the body, for
instance, by attaching them to anchor 1060a in a lateral
row fixation. As shown in FIG. 7C, the suture limbs 1012b,
1016b are installed into the anchor 1060b before the su-
ture limbs 1012a, 1016a are installed into the anchor
1060a, such that suture limb 1016a rests atop the block
1010b. Alternatively, suture limb 1016a can be placed
under suture limb 1012b by changing the order of fixation.
The suture limbs 1012a, 1012b, 1016a, 1016b, can be
tightened to secure the soft tissue 1030 to the bone 1050
before the anchors 1060a, 1060b are fully fixed in the
bone 1050, as shown in FIG. 7D.
[0119] An alternative exemplary method of soft tissue
repair is illustrated in FIGS. 8A and 8B. The method fix-
ates soft tissue 1030’ to bone 1050’ with an alternative
double row application using the washers 310, as shown
washers 310a, 310b, and 310c, in place of blocks 10,
110. The alternative double row application disclosed
with respect to FIGS. 8A and 8B helps reduce added bulk
that can occur when two constructs are stacked on top
of each other when suture limbs cross each other as part
of the repair design. Further, the use of washers in such
formations helps reduce the possibility of any bunching
that may occur when using constructs that are of a block
configuration. Once the surgeon has access to the sur-
gical site and the tissue, bone, and washers 310a-310c
have been prepared according to accepted surgical tech-
niques, including those provided for herein, the surgeon
can use an initial mattress stitch to install sutures 1012’,
1016’ in the tissue 1030’. Alternatively, any known stitch
can be used. A medial row stitch 1040’ in the tissue 1030’
results in two suture limbs 1012a’, 1012b’ extending out-
wardly from the tissue, and second medial row stitch
1042’ results in two suture limbs 1016a’, 1016b’ extend-
ing outwardly from the tissue.
[0120] While the following discussion is made only to
suture limb 1012a’, for the sake of clarity, suture limbs
1012b’, 1016a’, 1016b’, can have washers 310 threaded
thereon in substantially the same manner. Washers
310a-310c are threaded onto suture limb 1012a’, as il-
lustrated in FIG. 8A. Alternatively, any number of wash-
ers 310 can be used on any of the suture limbs 1012a’,
1012b’, 1016a’, 1016b’. The washers 310a-310c can be
threaded onto the suture limb 1012a’ by hand, with an
installation tool, and/or with a threader using techniques
provided for throughout the present application. Once
washers 310a-310c have been threaded onto the suture
limb 1012a’ they can be advanced along the suture limb
1012a’. In the illustrated embodiment washers 310a-
310c are disposed such that they are equally spread out
over the tissue 1030’ along the length of limb 1012a’.
After the washers 310 have been installed on the respec-
tive suture limbs 1012a’, 1012b’, 1016a’, 1016b’, as
shown in FIG. 8A, the free ends of the suture limbs
1012a’, 1016a’ and 1012b’, 1016b’ can be secured within
the body, for instance, by attaching them to anchors
1060a’ and 1060b’, respectively. In the illustrated em-

bodiment the suture limbs 1012b’, 1016b’ are coupled to
the anchor 1060b’ before the suture limbs 1012a’, 1016a’
are coupled into anchor 1060a’, thus causing the suture
limb 1016a’ to rest atop the suture limb 1012b’, although
other configurations are possible without departing from
the spirit of the present disclosure. The suture limbs
1012a’, 1012b’, 1016a’, 1016b’ can be tightened to se-
cure the soft tissue 1030’ to the bone 1050’ before the
anchors 1060a’, 1060b’ are fully fixed in the bone 1050’.
[0121] A further exemplary double row fixation method
is illustrated in FIG. 8B. The method for fixing soft tissue
1030" to bone 1050" is substantially the same as the
method illustrated in FIG. 8A but it further includes the
use of the circular washers 410, as shown washers 410a
and 410b, at a location of the medial stitch (not visible).
The placement of the washers 410a, 410b as shown pro-
vides protection of the stitches disposed beneath the
washers 410a, 410b, while also increasing the footprint
of the suture limbs 1012a", 1012b", 1016a", 1016b" and
allowing for the distribution of forces across a surface of
the washers 410a, 410b that would otherwise be applied
directly to the tissue 1030". In use, the washers 410a,
410b can be threaded onto the respective suture limbs
1012a", 1012b", 1016a", 1016b" before the washers 310’
are threaded onto the suture limbs 1012a", 1012b",
1016a", 1016b". The double row fixation method can then
be completed, for example, according to the process de-
scribed above with regards to FIG. 8A. With respect to
both the configurations illustrated in FIGS. 8A and 8B,
the greater an angle formed by the sutures extending
from the anchors 1060a’, 1060b’ and the washers 410a,
410b, the greater the stability of the repair.
[0122] A still further alternative method for securing
soft tissue 1030’’’ to bone 1050’’’ using a double row fix-
ation technique is illustrated in FIG. 9. Once the surgeon
has accessed the surgical site and the tissue, bone, and
blocks 1010a’’’-d’’’ have been prepared according to the
accepted surgical techniques, including those provided
for herein, the surgeon can use initial mattress stitches
1040’’’, 1042’’’ to install sutures 1012a’’’-c’’’ and 1016a’’’-
c’’’, respectively, in the tissue 1030’’’. A first medial row
anchor 1060a’’’ can be inserted into the bone 1050’’’ hav-
ing three suture limbs 1012a’’’-c’’’ extending therefrom,
the three suture limbs 1012a’’’-c’’’ being threaded
through the tissue 1030’’’ with a first medial row stitch
1040’’’. A second medial row anchor 1060b’’’ can be in-
serted into the bone 1050’’’ having three suture limbs
1016a’’’-c’’’ extending therefrom, the three suture limbs
1016a’’’-c’’’ being threaded through the tissue 1030’’’ with
a second medial row stitch 1042’’’.
[0123] As illustrated, block 1010a’’’, which can be in
the form of a strip, tube, or cannulated block, among other
disclosed configurations, is threaded onto one of the su-
ture limbs 1012a’’’, 1016a’’’ using techniques provided
for throughout this disclosure, and suture limbs 1012a’’’
and 1016a’’’ are tied together with a knot to secure the
tissue 1030’’’ to the bone 1050’’’. Furthermore, once the
knot has been formed, the block 1010a’’’ can be moved
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to cover the knot to reduce the possibility of tissue being
damaged by the knot. Blocks 1010b’’’, 1010c’’’ can then
threaded onto suture limbs 1012b’’’, 1012c’’’, respective-
ly, using techniques provided for throughout this disclo-
sure, and advanced to a location proximate the medial
stitch 1040’’’. Similarly, once blocks 1010d’’’, 1010e’’’
have been threaded onto the suture limbs 1016b’’’,
1016c’’’, they can be advanced to a location proximate
the medial stitch 1042’’’. After the blocks 1010b’’’,
1010d’’’ and 1010c’’’, 1010e’’’ have been installed on the
respective suture limbs 1012b’’’, 1016b’’’ and 1012c’’’,
1016c’’’, the free ends of the suture limbs 1012b’’’,
1016b’’’ and 1012c’’’, 1016c’’’ can be secured within the
body. For example, the free ends of each suture limb
1012b’’’, 1016c’’’ and 1012c’’’, 1016b’’’ can be coupled
to the respective anchor 1062a’’’ and 1062b’’’. The suture
limbs 1012b’’’, 1012c’’’, 1016b’’’, 1016c’’’, can be tight-
ened to secure the soft tissue 1030’’’ to the bone 1050’’’
before the anchors 1062a’’’, 1062b’’’ are fully fixed in the
bone 1050’’’.
[0124] A further alternative double row fixation method
of soft tissue repair is illustrated in FIGS. 10A-10E using
the tissue augmentation construct 2810a of FIG. 2G,
along with an identically configured tissue augmentation
construct 2810b (as shown in FIG. 10E). The two con-
structs do not need to be identically configured, as they
could be similarly configured and/or can have other con-
figurations provided for herein or otherwise known to
those skilled in the art. The method can fixate soft tissue
2830 to bone 2850 with an alternative extra-long block
application to provide for additional coverage of the re-
pair.
[0125] Once the surgeon has access to the surgical
site and the tissue, bone, and tissue augmentation blocks
have been prepared according to accepted surgical tech-
niques including those provided for herein, the surgeon
can insert a first anchor 2860a below the soft tissue 2830.
The first anchor 2860a can have two suture limbs 2812a,
2812b extending therefrom. The two suture limbs 2812a,
2812b can be passed through the soft tissue 2830 to
begin to assist in fixating the soft tissue 2830 to the bone
2850. A first mattress stitch 2840a can be made in the
soft tissue 2030 medial to the first anchor 2860a. The
first mattress stitch 2840a can result in two suture limbs
2814a, 2814b extending out of the soft tissue 2830.
[0126] The block 2810a can be threaded onto suture
limbs 2812a, 2814a using techniques provided for
throughout the present disclosure. For example, the su-
ture limb 2814a can be associated with the proximal end
2811p of the first block 2810a by advancing the first
threader 2809a in a first direction D1, as shown in FIG.
10B (the threader 2809a is not illustrated, but in view of
the present disclosures, a person skilled in the art will
understand how the threader 2809a can be operated to
pass the suture limb 2814a through the proximal end
2811p of the first block 2810a). Further, the suture limb
2812a can be associated with an intermediate 2811i and
distal portion 2811d of the block 2810a as shown by ad-

vancing the second threader 2809b in a second direction
D2, as also shown in FIG. 10B. Although the respective
threaders 2809a, 2809b for the respective suture limbs
2814a, 2812a are not illustrated, a person skilled in the
art, in view of the present disclosures, will understand
how the threaders can be operated to pass the respective
suture limbs through portions of the first block 2810a.
The block 2810a can then be advanced medially such
that the proximal end 2811p of the block 2810a is prox-
imate the first mattress stitch 2840a, as shown in FIG.
10C. This process can be repeated for the second block
2810b and its respective limbs 2816a, 2818b. For exam-
ple, a second anchor 2862a can be installed below the
soft tissue 2830, as shown in FIG. 10E, with the anchor
2862b having two repair suture limbs 2816a, 2816b ex-
tending from it. The two repair limbs 2816a, 2816b can
be similarly passed through the soft tissue 2830 and a
second mattress stitch 2840b (illustrated in FIG. 10E)
can be made in the soft tissue 2030, medial to the second
anchor 2862a. The second mattress stitch 2840b can
result in two suture limbs 2818a, 2818b extending out of
the soft tissue 2830. The resulting suture limbs 2816a,
2816b, 2818a, 2818b can be associated with block 2810b
to continue the tissue fixation repair.
[0127] After the blocks 2810a, 2810b have been in-
stalled on the respective suture limbs 2812a, 2814a and
2816a, 2818a, the free ends of the suture limbs 2812a,
2812b, 2816a, 2816b can be secured within the body.
For example, the free ends of each suture limb 2812a,
2816b and 2812b, 2816a can be coupled to the respec-
tive anchor 2860b and 2862b, as shown in FIGS. 10C
and 10E. In the illustrated embodiment, suture limb
2812b and suture limb 2816b can be passed over the
soft tissue 2830 to form an "X" configuration or shape
such that suture limb 2812b is secured in the same an-
chor 2862b as suture limb 2816a and suture limb 2816b
is secured in the same anchor 2860b as suture limb
2812a. Suture limbs 2812a, 2816a can be disposed
through the respective central lumens 2870a, 2870b of
the blocks 2810a, 2810b to increase the footprint of the
suture limbs 2812a, 2816a, subsequently decreasing the
likelihood of damaging the soft tissue 2830 as discussed
above. Because the blocks 2810a, 2810b have a suffi-
cient length, they can be installed so that they extend
medially over first and second repairs 2838a, 2838b, as
shown in FIG. 10E. The suture limbs 2812a, 2812b,
2816a, 2816b can then be tightened to secure the soft
tissue 2830 to the bone 2850 before the anchors 2860b,
2862b are fully fixed in the bone 2850. The two limbs
2814a, 2814b can be tied together with a knot 2880a,
and limbs 2818a, 2818b can be tied together with a knot
2880b to secure the proximal ends 2811p of the respec-
tive blocks 2810a, 2810b at a location medial of the re-
pairs 2838a, 2838b, as shown in FIG. 10D and 10E. A
person skilled in the art will recognize a number of repairs
that can be represented by the repairs 2838a, 2838b in
view of the present disclosure and the skilled person’s
knowledge.
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Rotator Cuff Repairs - Single Row Applications

[0128] Another method of soft tissue repair is illustrated
in FIGS. 11A-11C. The method fixates soft tissue 130’
to bone 150’ using a single row application. Once the
surgeon has access to the surgical site and the tissue,
bone, and blocks 110a’, 110b’ have been prepared ac-
cording to accepted surgical techniques, including those
provided for herein, the surgeon can use an initial mat-
tress stitch to install suture 112’ in the soft tissue 130’.
Alternatively, any known stitch can be used. The mattress
stitch 140’ results in two suture limbs 112a’, 112b’ ex-
tending outwardly from the soft tissue.
[0129] As shown in FIG. 11B, the blocks 110a’, 110b’
are threaded on to suture limbs 112a’, 112b’, respective-
ly, using techniques provided for throughout the present
application. Once the blocks 110a’, 110b’ have been
threaded onto the suture limbs 112a’, 112b’, they are
advanced in the direction D1

’ along the respective sutures
until they are proximate the mattress stitch 140’. As de-
scribed above, the location of the strips with respect to
the stitch 140’ can depend, at least in part, on the size
of the blocks 110a’, 110b’ and the distance between the
stitch 140’ and the end of the tissue 130’. After the blocks
110a’, 110b’ have been installed on the respective suture
limbs 112a’, 112b’, the free ends of the suture limbs
112a’, 112b’ can be secured within the body, for instance,
by attaching them to a single anchor 160’, as shown in
FIG. 11C. The suture limbs 112a’, 112b’ can be tightened
to secure the soft tissue 130’ to the bone 150’ before the
anchor 160’ is fully fixed in the bone 150’, thus completing
the single row fixation associated with the medial stitch
140’. In some exemplary embodiments a second anchor
having two suture limbs extending therefrom, each limb
having at least one tissue augmentation construct dis-
posed thereon, can be implanted in a similar manner as
the anchor 160’, limbs 112a’, 112b’, and blocks 110a’,
110b’ with respect to the same tissue 130’ and bone 150’
to provide a second securement system for the tissue.
As with all of the various configurations provided for here-
in, any number and combination of implants, e.g., bone
anchors, sutures, and tissue augmentation constructs
can be used to secure soft tissue to bone.
[0130] Alternative single row applications are shown
in FIGS. 11D-11F. In a first alternative single row appli-
cation illustrated in FIG. 11D, a standard single row repair
can be completed using two anchors 160a", 160b" in-
stalled in the bone 150" below the tissue 130". Anchors
160a", 160b" can each have two suture limbs 112a",
112b" and 116a", 116b" extending therefrom, respective-
ly. Suture limbs 112a" and 116a" can be threaded
through the soft tissue 130" and used to bring the soft
tissue 130" into contact with the bone 150". Sutures limbs
112b" and 116b" can similarly be threaded through the
soft tissue 130".
[0131] As shown in FIG. 11D, a tissue augmentation
block 110" can be threaded on to one of the suture limbs
112b", 116b" using techniques provided for throughout

this disclosure and advanced to a desired location with
respect to the tissue 130". After the augmentation block
110" has been installed on one of the suture limbs, the
free end of each suture limb 112b", 116b" can then be
tied together using a knot, not shown. Furthermore, the
block 110" can be moved into position such that it covers
the knot, thereby minimizing any potential tissue abrasion
by the knot, and is in contact with the tissue 130".
[0132] A second alternative single row application is
illustrated in FIG. 11E. Similar to the procedure of FIG.
11D, a standard single row repair can be completed using
two anchors 160a’’’, 160b’’’ installed in bone 150’’’ below
tissue 130’’’. As shown, a first suture 111’’’ can be in-
stalled medially of the repair with a mattress stitch 140a’’’,
such that two suture limbs 111a’’’, 111b’’’ extend from
the tissue 130’’’, and a second suture 113’’’ can be in-
stalled medially of the repair with a second mattress stitch
140b’’’, such that two suture limbs 113a’’’, 113b’’’ extend
from the tissue 130’’’. In some instances, after the two
mattress stitches 140a’’’, 140b’’’ have been installed in
the tissue 130’’’, anchors 160a’’’, 160b’’’ can be installed
into the bone 150’’’ below the tissue 130’’’. Operative
sutures 112’’’, 114’’’ can be used to couple the tissue
130’’’ to the anchors 160a’’’, 160b’’’ respectively attached
thereto according to accepted surgical practice.
[0133] Tissue augmentation blocks 110a’’’-d’’’ can be
threaded on to the suture limbs 111a’’’, 111b’’’, 113a’’’,
113b’’’ using techniques provided for throughout this dis-
closure and can be advanced along the respective su-
tures to desired locations. The free ends of the suture
limbs 111a’’’, 113a’’’ and 111b’’’, 113b’’’ can be tied to,
and tightened about, operative sutures 1121’’’, 114’’’ re-
spectively.
[0134] FIG. 11F illustrates a further alternative single
row application. A first suture 111’’’’ can be installed me-
dially with a mattress stitch 140a’’’’ such that two suture
limbs 111a’’’’, 111b’’’’ extend from the tissue 130’’’’, and
a second suture 113’’’’ can be installed with a second
mattress stitch 140b"" such that two suture limbs 113a"",
113b"" extend from the tissue 130"". After the first and
second sutures 111"", 113"" have been installed, first and
second medial anchors 160a"", 160b"" are installed in
the bone 150"", below the tissue 130"". Operative sutures
112"", 114"" coupled to anchors 160a"", 160b"", respec-
tively, can be used to perform the repair such that the
tissue 130"" is brought into contact with the bone 150"",
according to accepted surgical practices. Once the tissue
130"" has been repaired, blocks 110a""-d"" can be in-
stalled onto suture limbs 111a"", 111b"", 113a"", 113b""
using techniques provided for throughout this disclosure.
Free ends of the suture limbs 111a"", 113a"" and 111b"",
113b"" can be secured within the body, for instance, by
attaching them to anchors 160c"" and 160d"", respec-
tively. The suture limbs 111a"", 111b"", 113a"", 113b""
can be tightened to further secure the blocks 110a""-d""
to the soft tissue 130"" such that the repairs made with
the sutures 112"", 114"" are covered by tissue augmen-
tation blocks.
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[0135] A further exemplary method of soft tissue repair
is illustrated in FIG. 12. The method fixates a piece of
soft tissue 1130, e.g., rotator cuff, to bone 1150 using a
single row fixation. Once the surgeon has access to the
surgical site and the tissue, bone, and tissue augmenta-
tion block have been prepared according to accepted
surgical techniques including those provided for herein,
the surgeon can use a mattress row stitch 1140 to install
sutures 1112, 1114 and mattress row stitch 1142 to install
sutures 1116, 1118 in the soft tissue 1130. Sutures 1112,
1114 and 1116, 1118 are installed into anchors 1160a,
1160b, respectively, below the tissue 1130 in the bone
1150. As shown in FIG. 12, each of the mattress stitches
1140 and 1142 results in four suture limbs 1112a, 1112b,
1114a, 1114b and suture limbs 11116a, 1116b, 1118a,
1118b extending outwardly from the soft tissue.
[0136] At least one block 310’ can be threaded on at
least one of the suture limbs of each suture 1112, 1114,
1116, 1118. Block 310’ can be similar to block 310, al-
though one difference between the two is that a thickness
of the block 310’ is greater than the thickness of block
310. Alternatively, block 310’ can have any suitable di-
mension as desired for a given procedure. In some em-
bodiments, each of the suture limbs 1112a, 1114a,
1116a, 1118a can have a block 310’ threaded thereon
using techniques provided for throughout the present dis-
closure, and then the two suture limbs of each pair can
be tied together. For example, suture limbs 1112a, 1112b
can be tied together after block 310’ has been threaded
thereon. After the suture limbs 1112a, 1112b have been
tied together, the block 310’ can be moved over the knot
to buffer, or cover, the knot. This process can be repeated
for each of the suture limb pairs 1114a and 1114b, 1116a
and 1116b, and 1118a and 1118b.
[0137] A still further exemplary method of soft tissue
repair is illustrated in FIG. 13. The method fixates a piece
of soft tissue 1230, e.g., rotator cuff, to bone 1250 using
a single row rip-stop stitch. Once the surgeon has access
to the surgical site and the tissue, bone, and tissue aug-
mentation constructs have been prepared according to
accepted surgical techniques including those provided
for herein, the surgeon can use a stitch 1240 to couple
the sutures 1212, 1214 to anchor 1260a and a stitch 1242
to couple the sutures 1216, 1218 to anchor 1260b. Any
known stitch can be used. As shown in FIG. 13, the stitch
1240 results in four suture limbs 1212a, 1212b, 1214a,
1214b extending outwardly from the soft tissue, and the
stitch 1242 also results in four suture limbs 1216a, 1216b,
1218a, 1218b extending outwardly from the soft tissue.
[0138] A tissue augmentation block 1210 can be
threaded on to one of the suture limbs associated with
each mattress knot 1240, 1242 using techniques provid-
ed for throughout the present disclosure. The block 1210
in the illustrated embodiment is a construct similar to the
bars 3010, 3110. In the illustrated embodiment, the su-
ture limbs 1212a and 1216a each have the block 1210
associated with it. Once each of the suture limbs 1212a,
1216a has a block 1210 threaded thereon, the suture

limbs 1212a, 1216a can be tied together with a comple-
mentary suture limb 1212b, 1216b, respectively. Further-
more, the block 1210 can be slid over the knot to buffer,
or cover, the knot, as illustrated. Then the suture limbs
1214a, 1214b can be tied together over the top of block
1210 to create a rip-stop stitch. Advantageously, suture
limbs 1214a, 1214b, once tied together will be prevented
from tearing through the soft tissue 1230 because the
block 1210 will act as a buffer thereby distributing the
applied load. This process can be repeated for the sec-
ond mattress stitch 1242.
[0139] FIG. 14 illustrates a further method of soft tissue
repair. The method provides for fixating a piece of soft
tissue 1330, e.g. rotator cuff, to bone 1350, using an an-
terior-posterior mattress stitch extending between an-
chors. Once the surgeon has access to the surgical site
and the tissue, bone, and tissue augmentation block have
been prepared according to accepted surgical tech-
niques including those provided for herein, the surgeon
can thread two limbs 1312a, 1312b of a suture 1312 cou-
pled to an anchor 1360a through tissue 1330. Similarly,
a second anchor 1360b can be implanted in the bone
1350 having suture limbs 1314a, 1314b of a suture 1314
extending from the anchor 1360b through tissue 1330.
Any known stitch can be used.
[0140] One block 1310 can be threaded on to either of
the suture limbs 1312a, 1314a of either anchor 1360a,
1360b using techniques provided for throughout the
present disclosure. The illustrated block 1310 has a
length approximately in the range of about 10 millimeters
to about 20 millimeters, a width approximately in the
range of about 2 millimeters to about 5 millimeters, and
a height approximately in the range of about 1 millimeter
to about 3 millimeters. Once the suture limb 1312a has
a block 1310 threaded thereon, the suture limb 1312a
can be tied together with the suture limb 1314a. Further-
more, after the suture limbs 1312a, 1314a have been
tied together, the block 1310 can be slid over the knot,
not shown, to buffer, or cover, the knot. Then the suture
limbs 1312b, 1314b can be tied together over the block
1310. Advantageously, the suture limbs 1312b, 1314b,
once tied together, will be prevented from tearing through
the soft tissue 1330 because the block 1310 will act as
a buffer between them distributing the applied load.
[0141] An alternative single row fixation method of soft
tissue repair is illustrated in FIG. 14. The method fixates
soft tissue 1430 to bone 1450 with an alternative, extra-
long and extra-wide block application. Once the surgeon
has access to the surgical site and the tissue, bone, and
tissue augmentation blocks have been prepared accord-
ing to accepted surgical techniques including those pro-
vided for herein, the surgeon can fixate the soft tissue
1430 to the bone 1450 according to accepted surgical
techniques to create the repairs 1438a, 1438b, shown in
phantom. Once the repairs 1438a, 1438b are completed,
a first mattress stitch 1440 is made through the soft tissue
1430, medial to the soft tissue repair 1438a, and a second
mattress stitch 1442 is made, medial to the repair 1438b,
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to install the sutures 1412 and 1414 in the soft tissue
1430. The first mattress stitch 1440 results in two suture
limbs 1412a, 1412b extending outwardly from the soft
tissue 1430, and the second mattress stitch 1442 results
in two suture limbs 1414a, 1414b extending outwardly
from the soft tissue. Alternatively, the stitches 1440, 1442
can be made before the repairs 1438a, 1438b are per-
formed.
[0142] The blocks 1410a-1410c have a configuration
that can be considered to be a larger version of some
other block configurations provided for herein. As shown,
the blocks 1410a-1410c have a substantially rectangular
shape, like the cannulated block configurations 3010,
3110 of FIGS. 2E and 2F, but with a more substantial
thickness. Other configurations of the blocks 1410a-
1410c, particularly in view of the present disclosures, are
also possible, including but not limited to configurations
that are more akin to one or more of the tape strips 10,
the tubes 110, and the washers 310, 410, or combina-
tions thereof. In one exemplary embodiment, the blocks
1410a-1410c can have a length approximately in the
range of about 15 millimeters to about 25 millimeters, a
width approximately in the range of about 4 millimeters
to about 5 millimeters, and a thickness approximately in
the range of about 1 millimeter to about 3 millimeters.
[0143] The blocks 1410a, 1410c can be threaded onto
suture limbs 1412a, 1414a using techniques provided for
throughout the present disclosure. In the illustrated em-
bodiment, the block 1410b has two suture limbs, the su-
ture limbs 1412b and 1414b, associated with it. While
this latter configuration can also be achieved using the
techniques provided for throughout the present disclo-
sure, in one exemplary method, a single installation tool
can be used to associate both suture limbs 1412b, 1414b
with the block 1410b at the same time. For example, the
threader 206 (not shown) can be disposed in the block
1410b and can have both limbs passed through its distal
opening 212 (not shown) before operating the threader
as described above to associate the limbs 1412b, 1414b
with the block 1410b. Alternatively, the block 1410b can
have two threaders disposed therethrough to thread the
suture limbs 1412b, 1414b individually therethrough. In
a further alternative, a single threader can be threaded
through the block 1410b to pull the suture limb 1412b
through the block 1410b, and then the threader, or a dif-
ferent threader, can be inserted into the block 1410b to
thread the suture limb 1414b through the block 1410b.
[0144] Once the blocks 1410a-1410c have been
threaded onto the suture limbs 1412a, 1412b, 1414a,
1414b they can be advanced along the suture limbs
1412a, 1412b, 1414a, 1414b, respectively, until they are
proximate the medial stitches 1040, 1042. One advan-
tage of the blocks 1410a-1410c is that they can be sized
to cover a substantial portion of a surgical site that in-
cludes a perimeter defined by the anchors 1460a, 1460b
and the mattress stitches 1440, 1442, Other advantages
of tissue augmentation constructs provided for herein are
also applicable. After the blocks 1410a-1410c have been

installed on the respective suture limbs, the free ends of
the suture limbs 1412a, 1412b and 1414a, 1414b can
secured within the body, for instance, by attaching them
to anchors 1460a and 1460b, respectively. The suture
limbs 1412a, 1412b, 1414a, 1414b, can be tightened to
secure the soft tissue 1430 to the bone 1450 before the
anchors 1460a, 1460b are fully fixed in the bone 1450.
[0145] The various embodiments described above can
be used in conjunction with any of the other embodiments
described above such that some of the soft tissue is se-
cured with a double-row application and some portions
are secured with the single row application. Still further,
any number of suture limbs and tissue augmentation
blocks can be used during any particular procedure, in-
cluding disposing multiple strips on a single limb and/or
using only a single limb or more than two limbs.

Rotator Cuff Repairs - Partial Tear Repairs

[0146] An exemplary method of partial tear soft tissue
repair is illustrated in FIGS. 16A-16C. The method fixates
a piece of soft tissue 1530, e.g. rotator cuff, to bone 1550
in a situation where a partial tear occurs. As shown in
FIG. 16A, soft tissue 1530 is maintained in contact with
the bone 1550 at 1530d. The length X shows what a
"healthy" footprint of contact should be between the tis-
sue 1530 and bone 1550. This procedure can aid in the
reattachment of the soft tissue to the bone to create a
"healthy" footprint. Prior art procedures can result in a
depression at the attachment point due to the necessary
compression of the suture against the tissue, thus caus-
ing a weakening of the tissue, and more generally, the
rotator cuff.
[0147] Once the surgeon has access to the surgical
site and the tissue, bone, and the tissue augmentation
construct have been prepared according to accepted sur-
gical techniques, including those provided for herein, the
surgeon can install an anchor 1560 into the bone 1550.
The anchor 1560 can have a suture 1512 coupled thereto
having two suture tails 1512a, 1512b extending there-
from that can be passed through the soft tissue 1530. A
block 1510 can be threaded onto at least one of the suture
tails 1512a, 1512b. The block 1510 can be any of the
configurations provided for herein, including but not lim-
ited to the blocks 10, 110, 3010, 3110, 310, and 410 and
the patches 2210, 2310, 2410, and 2510, which are de-
scribed below. The constructs 1510 can be threaded onto
the suture limb 1512a, for example, using techniques pro-
vided for throughout the present disclosure, and ad-
vanced along the suture 1512a until it is proximate the
tissue 1530. After the construct 1510 has been installed
on one of the suture limbs, the free end of each suture
limb 1512a, 1512b can then be tied together using a knot,
not shown, to bring the damaged tissue 1530 into contact
with the bone 1550. The construct 1510 can then be
moved into position such that it covers the knot and is in
contact with the tissue 1530. As shown in FIG. 16B, the
construct 1510, once installed, can add height to the de-
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pression to build back height to the repaired tissue 1530.

Methods of Use - Non-Rotator Cuff Repairs

[0148] The present disclosure contemplates that the
tissue augmentation constructs provided for herein have
applications outside of rotator cuff repairs as augmenta-
tion constructs. Some, non-limiting examples of those
alternative procedures are provided for below. These ex-
amples are by no means exhaustive. Further, a person
having skill in the art will understand how some of the
disclosures provided for in this non-rotator cuff repair sec-
tion can be adapted for use in rotator cuff repair proce-
dures. Each of the embodiments described below, in-
cluding those discussed after the non-rotator cuff repairs
(i.e., labrum repair or augmentation, ACL repair, Achilles
repair, AC joint-repair, meniscal repair, and superior cap-
sule reconstruction), are discussed with respect to using
a tissue augmentation construct, which includes any of
the blocks and patches disclosed herein or otherwise de-
rivable from the present disclosure. A person skilled in
the art, in view of the present disclosures, will understand
how to adapt various tissue augmentation constructs for
use in the various procedures. Further, in exemplary em-
bodiments of each of the methods described in the
present disclosure, collagen, for example, can be used
as part of, or to form entirely or almost entirely, the con-
struct. This allows the construct to grow in the area of
the repair once healed. Other materials can also be used
to form the constructs, including others that achieve a
similar result as collagen.

Non-Rotator Cuff Repairs - Labrum Defect Corrections

[0149] One alternative procedure is illustrated in FIGS.
17A-17D. The method uses a tissue augmentation con-
struct 1610, or constructs, to fill in a gap where soft tissue
1630 has been damaged and torn from the bone 1650.
For example, as shown in FIG. 17A, a labrum 1630 can
have a tear or defect 1635 where a portion of the bone
1650 is exposed. Once the surgeon has access to the
surgical site and the tissue, bone, and tissue augmenta-
tion construct have been prepared according to accepted
surgical techniques including those provided for herein,
the surgeon can install a first anchor 1660a into the bone
at a proximal location 1635p of the tear 1635. The first
anchor 1660a has a suture 1612 installed therein. The
tissue augmentation construct 1610 can be threaded on-
to the suture limb 1612 using techniques provided for
throughout the present disclosure, and advanced along
the suture until the tissue augmentation construct 1610
is proximate the proximal end of the tear 1635p. Any type
of tool provided for herein or otherwise known to those
skilled in the art can be used to advance the construct
1610 towards the anchor 1660a, including a knot pushing
tool. The tissue augmentation construct 1610 can be ap-
proximately the same length as defect 1635 once im-
planted, and can be pre-cut and/or cut at the surgical site

in real time to assure proper fit.
[0150] After the tissue augmentation construct 1610
has been installed on the suture limb 1612, the free end
of the suture limb 1612 can then be anchored down to
the bone with a second anchor 1660b, such as a knotless-
type fixation anchor. The tail of suture 1612 can be tight-
ened before the anchor 1660b has been fully inserted
into the bone. By locating the anchors 1660a, 1660b and
construct 1610 in these locations, the construct 1610
ends up on a back edge of the glenoid rather than on its
face and the repair can be used to rebuild the labrum
rather than just fix the defect, as was more typical in pre-
vious labrum repair procedures. In an alternative embod-
iment, separate sutures extending from each of the two
anchors 1660a, 1660b can be thread through the labrum
on either side, the tissue augmentation construct 1610
can be disposed on one of the two sutures, the two su-
tures can be coupled together, e.g., using a knot. Fur-
thermore, the tissue augmentation construct 1610 can
be disposed over a location at which the two sutures are
tied together to protect the location at which the sutures
are coupled together.

Non-Rotator Cuff Repairs - ACL Repairs

[0151] Another alternative procedure is illustrated in
FIGS. 18A-18C. The method uses a tissue augmentation
construct 1710, or constructs, to repair a torn ACL. For
example, as shown in FIG. 18A, one bundle of the ACL
1702 is torn, or otherwise damaged. Once the surgeon
has access to the surgical site and the tissue, bone, and
tissue augmentation construct have been prepared ac-
cording to accepted surgical techniques, the surgeon can
begin the partial ACL repair. First, a bone tunnel 1704 is
drilled through the femur 1706 and tibia 1707 next to the
native, undamaged ACL 1708. Next, a tissue augmen-
tation construct 1710, which as shown in FIG. 18B has
suture limbs 1712a, 1712b extending from opposed
ends, is prepared in the same manner as described
above with regards to other embodiments. The construct
1710 can have a length approximately in the range of
about 5 millimeters to about 100 millimeters. As shown
in FIG. 18C, the construct 1710 can be threaded into the
bone tunnel 1704 such that construct 1710 is in contact
with the undamaged ACL 1708. The suture limbs 1712a,
1712b can be used to fix the construct 1710 within the
bone tunnel according to known surgical techniques.
[0152] Alternatively, the construct 1710 can be used
to augment an autograft implant. In situations where an
autograft, or allograft, implant is too short, and/or too thin
and not strong enough, to complete the repair, the con-
struct 1710 can be sutured or otherwise coupled to the
autograft implant to create an implant of the required size.
In a further alternative, a construct having a lumen ex-
tending therethrough can be threaded over an autograft,
or allograft, implant to further strengthen an autograft or
allograft implant for an ACL repair.
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Non-Rotator Cuff Repairs - Superior Capsule Recon-
structions

[0153] Still another alternative procedure is illustrated
in FIG. 19. The method can use at least one of tissue
augmentation constructs 1810a, 1810b to assist in an-
choring down a superior capsule reconstruction graft
1820 over a humeral head 1802. Once the surgeon has
access to the surgical site and the tissue, bone, tissue
augmentation constructs, and superior capsule recon-
struction graft have been prepared according to accepted
surgical techniques, including those provided for herein,
the surgeon can affix one end of the graft 1820 to the
glenoid rim 1804. The surgeon can affix one end of the
graft 1820 to the glenoid rim 1804 by installing a first
medial anchor 1860a having a suture 1812a extending
therefrom. A first tissue augmentation construct 1810a
can be thread onto the suture 1812a using techniques
provided for throughout the present disclosure, and the
construct 1810a can be tightened against the graft 1820
using techniques provided for herein or otherwise known
to those skilled in the art, such as for example, by tying
suture 1812a to suture 1812b, not shown, both of which
extend from the anchor 1860a. The pressure of the con-
struct 1810a on the graft 1820 can hold the graft 1820 at
a desired location with respect to the glenoid rim 1804.
An opposite end of the graft 1820 can be anchored prox-
imate to the humeral head 1802 and a location and/or
size of the graft 1820 adjusted so that the glenoid rim
1804 is brought into contact with the humeral head 1802
in accordance with techniques used in superior capsule
reconstruction procedures.
[0154] While a number of different techniques can be
used to couple the other end of the graft 1820 proximate
to the humeral head 1802, in the illustrated embodiment
first and second lateral anchors 1862a, 1862b are used
in conjunction with a second tissue augmentation con-
struct 1810b to make the repair. More particularly, in one
exemplary embodiment, at least one of the anchors
1862a, 1862b can have a suture 1812b associated there-
with and the second tissue augmentation construct
1810b can be disposed on at least a portion of the suture
1812b using techniques provided for in the present dis-
closure. The suture 1812b can extend between the two
anchors 1862a, 1862b, against using any of the tech-
niques provided for herein or otherwise known to those
skilled in the art, and the construct 1810b can be tight-
ened down against the graft 1820 to help maintain a lo-
cation of the graft 1820 with respect to the humeral head
1802 while allowing the construct 1810b to better distrib-
ute any force applied by the suture 1812b across the
surface area of the construct 1810b. Any number of tissue
augmentation constructs can be used in the repair, and
in alternative embodiments tissue augmentation con-
structs may only be used in conjunction with coupling the
graft 1820 with only one of the glenoid rim 1804 and the
humeral head 1802.

Repairing Soft Tissue by Closing Gaps - Rotator Cuff and 
Non-Rotator Cuff Examples

[0155] Two exemplary embodiments for closing gaps
or voids in tissue are illustrated in FIGS. 20A-F. The first
illustrated embodiment, as shown in FIGS. 20A-20C, re-
lates to a rotator cuff margin convergence, and the sec-
ond, as shown in FIGS. 20D-20F, a hip capsular closure.
However, a person skilled in the art will recognize other
types of procedures these embodiments can be applied
to in practice without departing from the spirit of the
present disclosure.
[0156] FIG. 20A shows rotator cuff tissue 1930 having
a void or gap 1905. First and second sutures 1912a,
1912b can be associated with first and second constructs
1910a, 1910b using techniques provided for throughout
the present disclosure. As shown in FIG. 20B, a first free
end of the first suture 1912b can be threaded into the
rotator cuff tissue 1930 on a first side of the void 1905
and threaded back through the rotator cuff tissue 1930
on the opposite side of the void 1905. The first free end
can be tied to the second free end to bring edges 1930a,
1930b of the void 1905 together. This process can be
repeated for the second suture 1912b to complete the
repair, as shown in FIG 20C. The tissue augmentation
constructs 1912a, 1912b can provide the many benefits
provided for herein, including but not limited to increased
surface area through which forces from the sutures
1912a, 1912a can be distributed, protection of a knot
used to couple free ends of the sutures 1912a, 1912b,
and providing a scaffold for new tissue to grow to create
a stronger repair between the edges 1930a and 1930b,
with the scaffold essentially becoming a new layer of tis-
sue on top of the existing rotator cuff tissue 1930.
[0157] FIG. 20D shows hip capsular tissue 1930’ hav-
ing a void or gap 1905’. First and second sutures 1912a’,
1912b’ can be associated with first and second con-
structs 1910a’, 1910b’ using techniques provided for
throughout the present disclosure. As shown in FIG. 20E,
a first free end of the first suture 1912a’ can be threaded
into the hip capsular tissue 1930’ on a first side of the
void 1905’ and threaded back through the hip capsular
tissue 1930’ on the opposite side of the void 1905’. The
first free end can be tied to the second free end to bring
edges 1930a’, 1930b’ of the void 1905’ together. This
process can be repeated for the second suture 1912b’
to complete the repair, as shown in FIG. 20F. As with the
tissue augmentation constructs 1912a, 1912b, the tissue
augmentation constructs 1912a’, 1912b’ can provide the
many benefits provided for herein, including the highlight-
ed benefits provided for with respect to the constructs
1912a, 1912b.

Tissue Augmentation Constructs - Collagen Tacks/But-
tons

[0158] Another exemplary embodiment of a tissue
augmentation construct is illustrated in FIGS. 21A and
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21B. The tissue augmentation construct, as shown a tack
or button 2010, has a generally cylindrical shape that is
configured to be disposed on or otherwise associated
with a suture 2012. More particularly, the tissue augmen-
tation tack 2010 can have a substantially cylindrical body
with a bore or lumen 2014 extending therethrough from
a proximal-most end 2010p to a distal-most end 2010d.
The bore 2014 can be used, for example, to receive the
suture 2012 by means of a stitch 2013 so that the tack
2010 and suture 2012 can be associated with each other,
as described in greater detail below. In alternative em-
bodiments, the suture 2012 can be passed through the
tack 2010 without a pre-defined lumen being formed in
a body of the tack 2010, and/or the suture 2012 can be
wrapped around or otherwise coupled to the tack 2010
without passing through it. As shown, the tack 2010 has
a height HT that is less than a diameter DT. Further, the
diameter DT can be greater than a diameter of a filament
or suture with which the tack 2010 is associated, e.g.,
the suture 2012, thereby increasing the footprint of the
suture 2012 and the surface area of tissue augmentation
of the system or device used in the surgical repair.
[0159] The suture 2012 can be any type of suture pro-
vided for herein or otherwise known to those skilled in
the art. In the illustrated embodiment, the suture 2012
includes a self-locking mechanism 2015 associated with
an intermediate portion 2012i of the suture 2012, a col-
lapsible loop 2040 extending from one side of the self-
locking mechanism 2015, and fixed and tensioning tails
2012f and 2012t extending from an opposite side of the
self-locking mechanism 2015. The self-locking mecha-
nism 2015 can take a variety of forms, and in the illus-
trated embodiment it has a finger-trap-like configuration
formed by passing a first limb of the suture 2012 through
a portion of a second limb of the suture 2012 before hav-
ing the first limb exit the second limb to result in the fixed
and tensioning tails 2012f, 2012t. The fixed tail 2012f can
be wrapped around and/or coupled to the tack 2010, and
as shown a stitch 2013 is used to help manage the fixed
tail 2012 and attach it to the tack 2010. The tensioning
tail 2012t can be used to help adjust a diameter of the
collapsible loop 2040.
[0160] The collapsible loop 2040 can be coupled to an
implant, e.g., a bone anchor 2060, and a diameter of the
loop 2040 can be adjusted by moving the self-locking
mechanism 2015 proximally away from the anchor 2060
and distally towards the anchor 2060 as shown in the
illustrated embodiment, for instance by applying a force
proximally away from the anchor 2060 to the tensioning
tail 2012t. The anchor 2060 can be a low profile anchor
so that the anchor 2060 can more easily pass through
tendon. A person skilled in the art will recognize various
suitable low profile anchors that can be used in conjunc-
tion with the present disclosure, including some such an-
chors that are provided for above, e.g., Gryphon® and
Healix Transtend™ anchors.
[0161] A number of other suture configurations are
possible, including some disclosed further below and oth-

ers known to those skilled in the art. Some suture con-
figurations that can be incorporated into this design in-
clude but are not limited to those disclosures provided
for in U.S. Patent No. 8,821,544, entitled "Surgical Fila-
ment Snare Assemblies," and U.S. Patent No. 9,060,763,
entitled "Systems, Devices, and Methods for Securing
Tissue.
[0162] A person skilled in the art will recognize that the
dimensions of the height HT and diameter DT of the tissue
augmentation tack 2010, as well as a diameter of the
bore 2014, can depend on a variety of factors, including
but not limited to the size of the filament with which it is
to be associated, the anatomy of the patient, and the type
of procedure being performed. In some embodiments a
ratio of the diameter DT of the tack 2010 to a diameter of
the suture limb 2012 can be approximately in the range
of about 2:1 to about 100:1, and more particularly the
diameter DT can be at least three times greater than the
diameter of the filament or suture with which the tissue
augmentation tack 2010 is associated in some instances.
A variety of other sizes and shapes of the tissue aug-
mentation tack 2010, including ratios of the dimensions
of the tack and associated components (e.g., the suture
2012) can be utilized .
[0163] While ratios can be useful to help describe the
relationship between the tack 2010 and the filament
2012, and the relationship between the dimensions of
the tack 2010, some exemplary, non-limiting dimensions
for a tissue augmentation tack can also be useful in un-
derstanding the present disclosure. As mentioned above,
these dimensions can be dependent on a variety of fac-
tors. In some embodiments, the height HT can be ap-
proximately in the range of about 1 millimeter to about 1
centimeter, and the diameter DT can be approximately
in the range of about 1 millimeter to about 10 millimeters.
The size of the diameter d of the bore 2014 can also
depend on a variety of factors, including but not limited
to the size of the limb to be passed therethrough. In some
embodiments, the diameter d can be approximately in
the range of about 0.5 millimeters to about 3 millimeters.
Alternatively, bore 2014 may not be present and the fil-
ament 2012 can be passed through the tack 2010 without
a bore. The tack 2010 can be made from any of the ma-
terials provided for above with respect to the other tissue
augmentation constructs, including but not limited to col-
lagen.
[0164] In some embodiments, as shown in FIG. 21B,
an inserter tool 2070 can be used to install the anchor
2060 in a trans-tendon approach into a preformed bone
bore in a bone 2050. The inserter tool 2070 can have a
releasable mechanism (not shown) at a distal end 2070d
that can releasably engage the anchor 2060 such that
after installation of the anchor into bone 2050, the inserter
tool can be removed. For example, the releasable mech-
anism can be a compression fit, a thread to engage the
anchor 2060, a ball detent, or other releasable mecha-
nisms that can be associated with the inserter tool 2070
in view of the present disclosures or otherwise known by
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those skilled in the art.
[0165] In use, the inserter tool 2070 can be used to
insert the anchor 2060 through the tendon, or other soft
tissue, 2030, as shown in FIG. 21C. The surgeon can
then remove the inserter tool 2070 from the anchor 2060,
after is has been secured into the bone 2050 below the
tendon 2030, as shown in FIG. 21D. Once the anchor
2060 is secure in the bone 2050, tension can be applied
to the tensioning tail in the direction T1, as shown in FIG.
21E. As the tensioning tail 2012t is pulled, the diameter
of the suture loop 2040 is reduced and the tack 2010 is
brought into contact to the tendon 2030 to compress the
tendon 2030 against the bone 2050. The self-locking
mechanism 2015 maintains a location of the tensioning
tail 2012t to keep the construct in a locked configuration.
The tensioning tail can then be trimmed.
[0166] Numerous advantages result from the use of
the tissue augmentation tack 2010. As illustrated in FIG.
21E, the resulting configuration is one in which the tack
2010 is disposed on top of the tissue 2030, and there are
no hard components and/or knots exposed. This de-
creases the possibility of tissue abrasion, among other
benefits. The same types of benefits provided for with
other constructs provided for herein are also equally ap-
plicable. For example, when the tissue augmentation
tack 2010 is made of collagen or other types of tissue-
growth-promoting materials, the repair can result in a tis-
sue remodel such that no component but the suture re-
mains. Further, after the tack 2010 is advanced towards
the anchor 2060 and secured at the tissue 2030, no su-
ture management is really required post-procedure.
[0167] Alternatively, if two tensioning tacks 2010a,
2010b are used, as shown in FIG. 21F, the tensioning
tacks 2010a, 2010b can be installed in the same manner
as described above with regards to FIGS. 21A-21E. In-
stead of trimming the tails 2012t_1, 2012t_2, the tension-
ing tails 2012t_1, 2012t_2 can be secured into a lateral
row anchor 2062 to provide further compression of the
tissue 2030 against the bone 2050. In a further alternative
method, as shown in FIG. 21G, the two tensioning tails
2012t_1’ and 2012t_2’ can be tied together with a knot
2018. The knot 2018 can be covered by one or more
additional tissue augmentation constructs as provided
for herein.
[0168] Other non-limiting alternative embodiments of
the tack 2010 are illustrated in FIGS. 21H and 21I as
tacks 2010’ and 2010", respectively, the alternatives fo-
cusing on other types of self-locking mechanisms asso-
ciated with the respective sutures, 2012’, 2012". The con-
figuration of the suture 2012’ includes a self-locking slid-
ing knot 2015’ configured to selectively restrict the move-
ment of the tensioning tail 2012t’ relative to the tack 2010’.
A person skilled in the art will recognize many different
types of self-locking knots 2015’ that can be used in con-
junction with the tack 2010’.
[0169] A further alternative tack 2010" is shown in FIG.
21I. The tack 2010" has substantially the same dimen-
sions as the tack 2010, and can be made of substantially

the same materials. The tissue augmentation tack 2010",
however, has two bores 2014a", 2014b" extending from
a proximal most surface 2010p" to a distal-most surface
2010d". The two bores 2014a", 2014b" can be parallel
to one another, as shown in FIG. 21I, however other al-
ternative configurations are contemplated. In some em-
bodiments, no bores may exist and instead suture can
be passed through or otherwise associated with the tack
2010" as provided for herein or otherwise known to those
skilled in the art.
[0170] The suture 2012" used in conjunction with the
tack 2010" can be similar to the suture 2012, but as shown
it is manipulated into a configuration having two self-lock-
ing mechanisms 2015a" and 2015b" and two loops
2040a" and 2040b". The self-locking mechanisms
2015a" and 2015b" can be formed as described above
or as otherwise known to those skilled in the art. In the
illustrated embodiment, the self-locking mechanisms
2015a" and 2015b" have a finger-trap-like configuration
formed by passing a first limb of the suture 2012" through
a portion of a second limb of the suture 2012" before
having the first limb exit the second limb to result in fixed
and tensioning tails 2012f_1", 2012f_2" and
2012t_1" and 2012t_2". As shown, the fixed tails
2012f_1" and 2012f_2" can be coupled to the tack
2010" using one or more stitches 2013", and tensioning
tails 2012t_1" and 2012t_2" can extend from the proxi-
mal-most end 20120p" of the tack 2010". The loops
2040a" and 2040b" can both be coupled to a suture im-
plant, as shown an anchor 2060a", and as described
above, the tensioning tails 2012t_1" and 2012t_2" can
be operable to adjust a diameter of the respective loops
2040a" and 2040b". Although in the illustrated embodi-
ment the self-locking mechanisms 2015a" and
2015b" are shown as having a finger-trap-like configura-
tion, other types of self-locking mechanisms, including
sliding knots, can be used in place of the illustrated self-
locking mechanisms 2015a" and 2015b".

Methods of Manufacturing Tissue Augmentation Con-
structs

[0171] The tissue augmentation constructs provided
for herein can be manufactured using a number of differ-
ent techniques, some of which are provided for below.
Other techniques known to those skilled in the art or de-
veloped subsequent to the present disclosure, particu-
larly in view of the present disclosure, can also be used
to manufacture the various configurations of tissue aug-
mentation constructs disclosed.

Methods of Manufacturing Tissue Augmentation Con-
structs - Blocks Having a Tape Configuration

[0172] In one exemplary embodiment of making a tis-
sue augmentation tape or strip 10, the material being
used to make the strip 10 can be cut into a desired shape.
For example, in embodiments in which the strip is being
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manufactured from either autograft tissue, allograft tis-
sue, or xenograft tissue, if the tissue is harvested prior
to the procedure, the fresh tissue can be cut into the
desired shape, e.g., for the strip 10, a generally rectan-
gular shape having a length L, a width W, and a thickness
T as shown in FIG. 1A. Whether the strip is made from
harvested material or not, acquisition of the material to
make the strip can be achieved using any techniques
known to those skilled in the art. In accordance with the
present disclosure, the tape or strip 10 can have any
shape, for example the tissue can be cut into an oval
shape, a circular shape, a triangular shape, etc. Further,
the tissue need not be cut with a traditional scalpel or
scissors. In some instances it can be sized with the use
of a punch, a computer numerical control machine, a la-
ser cutter, or other known manufacturing techniques.
[0173] Once the tissue is formed into the desired
shape, a threader can be associated with the strip 10.
For example, similar to the suture limb 12a as shown in
FIG. 1B, an intermediate filament portion 210 of the
threader 206 can be threaded through the strip 10 with
the use of a running stitch. The stitch can pass back-and-
forth across the body of the tape strip 10 as many times
as desired. In alternative embodiments, the intermediate
filament portion 210 of the threader 206 can just pass
from one of the tape strip 10 to the other without ever
passing out of the body. After the threader 206 has been
installed, the strip 10 can be dried for packaging. Alter-
natively, the threader 206 can be inserted after the tissue
has been dried. Further, the strip 10 need not be dried.

Methods of Manufacturing Tissue Augmentation Con-
structs - Blocks Having Tube Configurations

[0174] An exemplary embodiment for making a tissue
augmentation tube 110 is illustrated in FIGS. 22A-22C.
The material being used to make the tube 110 can be
harvested or otherwise acquired using techniques known
to those skilled in the art. The material can then be shaped
using any of the techniques described above with respect
to the strip 10, elsewhere herein, or otherwise known to
those skilled in the art. As shown in FIG. 22A, a piece of
material 120 can be harvested having a length L’ and a
width W’. The width W’ can be equal to approximately
D∗π, were D is the diameter of the tube 110, as shown
in FIG. 2B. As shown in FIG. 22A, the piece of material
120 can be generally rectangular, having a first end 120a
and a second end 120b with the width W’ extending ther-
ebetween. Alternatively, the piece of material 120 can
have any shape.
[0175] Once the piece of material 120 has been cut
out, the first and second ends 120a, 120b can be brought
proximate to one another and subsequently attached to
one another, thereby forming a tube. As shown in FIGS.
22B and 22C, the first and second ends 120a, 120b are
attached using a suture, or filament, 122 to stitch the
ends together. Alternatively, the first and second ends
120a, 120b can be attached to one another with the use

of glue, collagen bond, staples, light curing, crosslinking,
mechanical interlock, dehydration, or other techniques
for attaching soft tissue to soft tissue known to those
skilled in the art. A threader 206 can be inserted into the
tube 110 before the two ends 120a, 120b are attached,
or after. The tube 110 can be dried for packaging. Alter-
natively, the tube 110 can be maintained in a hydrated
form, without dehydrating the block 110 (this is the case
with any construct discussed herein or otherwise deriv-
able therefrom). An alternative method for manufacturing
a tissue augmentation tube is provided for in FIGS. 23A-
23C. In this method, multiple tubes 110a-110c can be
made at a time from a single material, or as shown two
pieces of material, one piece disposed above the other.
[0176] As shown, a first piece of material 130a and a
second piece of material 130b are placed one on top of
the other. Similar to earlier embodiments, the material
130a, 130b can be acquired, sized, and shaped using
any techniques provided for herein or otherwise known
to those skilled in the art. As shown in FIG. 23B, first and
second pieces of material 130a, 130b can have a length
L’ and a width that is determined as a function of the
number of tubes 110a-110c desired. Specifically, each
tube 110 has a diameter, or width, D, as noted above.
Therefore, the piece of material can have a width that is
equal to the number of tubes 110 desired multiplied by
D. Alternatively, the manufacturing can be planned to
allow for a select amount of space to be formed between
each strip that is formed. In some embodiments, a single
piece of material (not shown) having a generally rectan-
gular shape can be used, with the piece being folded in
half to create a first piece of material and a second piece
of material as shown, one layered upon the other.
[0177] Once the two pieces of material 130a, 130b
have been cut to the desired size, pins 132a-132c can
be placed therebetween. The pins 132a-132c can be
placed approximately parallel to one another and per-
pendicular to a long edge 131 of the material. The pins
132a-132c can be spaced such that there is sufficient
space between each pin 132a-132c to allow for attach-
ment and separation of the individual tubes 110a-110c.
[0178] As shown in FIGS. 23A-23C, the first and sec-
ond pieces of material 130a, 130b are attached using
sutures 134 to stitch the two pieces together to form a
tube around the pin 132a. Alternatively, the first and sec-
ond pieces of material 130a, 130b can be attached to
one another with the use of glue, collagen bond, staples,
light curing, or other known techniques. Once all of the
tubes 110a-110c have been stitched, the individual tubes
110a-110c can be cut along lines L1 and L2. The lines L1
and L2, as shown in FIG. 23B, are approximately parallel
to the pins 132a-132c. Once the individual tubes 1110c
have been cut, the pins 132a-132c can be removed, as
shown in FIG. 23C, leaving a bore or lumen 114a. A
threader 206 can be associated with the lumen 114a in
manners provided for herein with respect to the lumen
114 of the tube 110 to pass a suture limb through the
lumen.
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[0179] This methods of manufacturing tubular con-
structs can also be used in similar manners to manufac-
ture cannulated constructs like the bars 3010, 3110 illus-
trated in FIGS. 2E and 2F. In such instances, the pins
132a-132c can be removed once the cannulations are
formed using them, and the two layers of material 130a’,
130b’ can be lightly compressed, or can relax by them-
selves, towards each other. As a result, the lumen 114a’
can transform from a tubular shape, as shown in FIG.
23C, to a slit shaped lumen 114a’, as shown in FIGS. 2E
and 2F. As described above, the overall shape of the
construct 3010, 3110 can be generally rectangular
prisms. In the construction of the construct 3010, 3110,
for example, the use of pins 132a’-132c’ may be omitted
altogether. Alternatively, the pins 132a’-132c’ may be re-
placed with skewer blades, not shown, so that the shape
of the lumen 114c’ starts as a slit rather than starting with
a tubular shape.
[0180] A further alternative method for manufacturing
a tissue augmentation tube is provided for in FIGS. 24A-
24C. This method also allows for multiple tube 110a’-
110c’ to be made at a time from a single material, or from
multiple pieces of material if desired. As shown, a piece
of material 130’ can have a length L" and a width that is
determined based upon the number of tubes desired.
Specifically, each tube 110a’-110c’ has a diameter, or
width, D’. Therefore, the piece of material can have a
width that is equal to the number of augmentation blocks
110’ desired multiplied by D’. Alternatively, the width can
include an additional space X between each tube 110’,
which can be accounted for when forming the size of the
piece of material 130’. As with any of the embodiments
provided for herein, a thickness of the material can vary,
depending on a variety of factors, including but not limited
to the size and shape of the other components and tissue
with which the tube is being used, the anatomy of the
patient, and the type of procedure being performed. In
some exemplary embodiments, a thickness T" as illus-
trated in FIG. 24A, can be approximately in the range of
about 0.5 millimeter to about 10 millimeters.
[0181] Once the piece of material 130’ has been cut to
the desired size, pins 132a’-132c’ can be inserted
through the piece of material 130’ from a first edge 130a’
to a second edge 130b’. The pins 132a’-132c’ can be
inserted such that they are approximately parallel to one
another and approximately perpendicular to the first and
second edges 130a’, 130b’ of the material 130’. The pins
132a’-132c’ can be spaced such that there is sufficient
space between each pin 132a’-132c’ to allow for sepa-
ration. The pins 132a’-132c’ can be sized to have a di-
ameter that is approximately equal to the diameter of the
resulting lumen 114".
[0182] Alternatively, as shown in FIG. 25, a trocar 2802
can be used to form a lumen 114" in a piece of material.
Trocars are generally known to those skilled in the art,
and thus a detailed description related to trocars is un-
necessary. In fact, in the illustrated embodiment, only a
distal end of the trocar 2802 is shown, the distal end

including a tip 2804 and a shaft 2806 with which the tip
2804 is associated, e.g., coupled. A distal-most end of
the tip 2804 is pointed and sharp, and is thus configured
to puncture tissue. The shaft 2806 of the trocar distally
extends from a housing (not shown) to help guide the
trocar in the material.
[0183] The trocar 2802 is unique in comparison to other
trocars because the shaft 2806 has a gradually increas-
ing diameter in a proximal direction P, i.e., towards the
housing. More particularly, the tip 2804 has a, substan-
tially constant, diameter DP1 approximately in the range
of about 0.10 millimeters to about 1 millimeter, with, as
shown, the distal-most tip having a diameter that is even
smaller than DP1. The shaft 2806 has a gradually increas-
ing diameter, starting from the first diameter DP1 and ter-
minating at a second diameter DP2 approximately in the
range of about 0.5 millimeters to about 5 millimeters. Oth-
er dimensions are certainly possible, depending, at least
in part, on the desired lumen size, the instruments with
which the trocar will be used, and surgeon preference.
[0184] The gradually increasing diameter of the shaft
2806 allows for more precise lumen formation in tissue.
By starting with a trocar having a shaft that has a smaller
diameter proximate to the distal tip 2804, it is easier to
position and advance the trocar 2802 in soft biological
tissue. In use, the tip 2804 can be positioned, for exam-
ple, on the first edge of a piece of material and advanced
by applying pressure and/or twisting the trocar 2802 as
it is advanced towards a second side of the tissue to form
an initial lumen. As the trocar 2802 is advanced distally
towards the second side, a size of the opening that it
forms increases gradually, from DP1 to DP2. This is dif-
ferent than typical trocars, which generally have a single
size shaft associated with a distal tip.
[0185] Turning back to FIGS. 24A-24C, once all of the
pins 132a’-132c’ have been inserted, the individual tubes
110a’-110c’ can be cut along lines C1-C6. The lines
C1-C6, as shown in FIG. 24B, are approximately parallel
to the pins 132a’-132c’. Once the individual tubes 110a’-
110c’ have been cut, the pins 132a’-132c’ can be re-
moved, as shown in FIG. 24C, leaving a lumen 114a’. A
threader 206 can be associated with the lumen 114a’ in
manners provided for herein.
[0186] The methods of manufacture illustrated herein
need not be performed in the order prescribed. For ex-
ample, with respect to the methods of FIGS. 23A-23C
and FIGS. 24A-24C, the pins 132a-132c and 132a’-132c’
can be removed before the tubes 110a-110c and 110a’-
110c’ are cut apart. Further, the tubes 110a-110c and
110a’-110c’ can be dried at any suitable point during the
manufacturing process. Moreover, this process can be
used to create any number of blocks having any number
of shapes or configurations, including but not limited to
tubular or rectangular, for example a single tissue aug-
mentation block 110a and 110a’, two augmentation
blocks, or more than three augmentation blocks. Still fur-
ther, the manufacturing technique provided for with re-
spect to various manufacturing embodiments can be

71 72 



EP 3 410 952 B1

38

5

10

15

20

25

30

35

40

45

50

55

modified in view of the present disclosures to manufac-
ture other tissue augmentation constructs. By way of non-
limiting example, blocks having a tape or strip configu-
ration can be formed in view of the present disclosures,
thereby allowing multiple strips to be formed from a single
piece of material and/or multiple pieces of material
stacked on top of each other if such additional thickness
and/or additional material is desired. The techniques can
likewise be adapted for forming augmentation washers,
such as by forming the disclosed blocks 110, 3010, or
3110, and then cutting them along their length to form
washers.

Methods of Manufacturing Tissue Augmentation Con-
structs - Coring

[0187] In some embodiments of the various tissue aug-
mentation constructs disclosed, including blocks, strips,
tubes, bars, washers, patches, and tacks, one or more
lumens or cannulations may be formed in a body of the
construct. Some techniques for forming such lumens that
involve using pins are provided above. Another exem-
plary technique for creating such lumens involves coring,
as shown and described with respect to FIGS. 26A-26I.
[0188] As shown in FIG. 26A, a precut portion of a con-
struct 2110 having a length L1 and a width W1 can be
prepared to be cored. A tool can be used to core the
construct 2110, such as a coring tube 2132. The coring
tube 2132 can have a handle 2134 at a proximal end and
a hollow tube 2136 at a distal end. The hollow tube 2134
of the coring tube 2132 can have a distal edge 2138 that
can be sharpened or serrated to create a clean cut. The
hollow tube 2134 can have a diameter d1 that is less than
the W1 of the construct. The diameter d1 can be chosen
based on the suture size desired for a given procedure.
[0189] As shown in FIG. 26B, the coring tube 2132 can
be advanced in the direction S while being rotated in the
direction R. The rotation and linear translation of the tool
2132 can provide for a cleaner cut; however, the tool can
be pushed through only in the direction S, without any
rotation. As shown in FIG. 26C, once the distal end of
the coring tube 2132 has been advanced along the entire
length of the construct 2110, it can be removed in an
opposite direction S’, thereby removing the portion of ma-
terial 2110a and leaving a circular lumen 2114. As shown
in FIG. 26D, a plurality of lumens 2114a-2114c can be
created in a single construct 2110. Alternatively, the con-
struct of FIG. 26D can be cut into strips that run parallel
to the lumens 2114a-2114c, thereby forming multiple
constructs with each including only one lumen. In a fur-
ther alternative embodiment, as shown in FIGS. 26E and
26F, at least two bores 2114d, 2114e can be created in
a construct 2110 such that they intersect at some location
2120 in the construct.
[0190] In alternative coring embodiments, illustrated in
FIGS. 26G-26I, a curved lumen 2114’ can be created
using the coring tube 2132’. As shown in FIG. 26G, a
generally U-shaped construct 2110’ having first and sec-

ond generally curved shaped edges 2110a’, 2110b’ and
two straight edges 2110c’, 2110d’, is prepared to be
cored. Similar to the embodiment of FIG. 26A-26C, a
coring tube 2132’ is used to core out a lumen 2114’
through the construct that enters and exits along edge
2110a’. In FIG. 26H, the lumen 2114’ is shown as being
substantially linear. Once the lumen 2114’ has been cre-
ated, the construct can be stretched, or otherwise rear-
ranged, such that the edges 2110a’-d’ are all substan-
tially straight to create a generally rectangular construct
2110’, as shown in FIG. 26I.

Method of Manufacturing Tissue Augmentation Con-
structs - Tunneling Station

[0191] In a further alternative method of manufactur-
ing, a construct formation tunneling station is provided.
As shown in FIG. 27A, a construct formation tunneling
station 3200 can include a stage 3220 for holding a tissue
augmentation construct, a lumen formation tool 3224 for
forming a lumen in the construct, and a guide 3228 for
helping to locate the lumen formation tool 3224 with re-
spect to the construct being held by the stage 3220.
[0192] In an exemplary embodiment, the construct
stage 3220 can support and guide a piece of material
3230 from which constructs can be formed. The construct
stage 3220 can be a self-centering compression stage
to maintain a piece of material 3230 at a fixed height
through the stage 3220. The self-centering of the con-
struct stage 3220 can be accomplished according to ac-
cepted manufacturing techniques. The construct stage
3220 can include two stages 3220a, 3220b which are
able to move towards and away from one another, Y1,
Y2 to self-center and compress the material 3230. Alter-
natively, only one stage 3220a, 3220b can translate, or
the stages 3220a, 3220b can be fixed relative to one
another. The first stage 3220a can have a distal face
3219a that is opposed to the proximal face 3219b of the
second stage 3220b. Each of the distal face 3219a and
the proximal face 3219b can include semi-circular reliefs
3221a, 3221b that are able to accommodate the material
3230 upon insertion of the lumen formation tool 3222, as
shown in FIGS. 27B and 27C. The construct stage 3220
can include mechanisms, not shown, to advance the ma-
terial 3230 in a direction Z to automate the manufacturing
process, for instance, as described below with respect
to FIG.27J.
[0193] The construct formation tunneling station 3200
can include a lumen formation tool 3224 that can include
a guide 3228 and a cutting tool 3222. In the illustrated
embodiment, the guide 3228 can generally include a lu-
men 3227 and can be fixed relative to the construct stage
3220 by connectors 3226a, 3226b to ensure that the rel-
ative orientation of the tool 3224 and the stage 3220 re-
mains fixed such that the orientation of the lumen within
a construct formed by the jig station 3200 is within ac-
cepted manufacturing tolerances from construct to con-
struct. Alternatively, the guide 3228 can be secured to
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the stage 3220 with only one connector, or more than
two connectors. Further, while the lumen forming tool
3224 is shown physically connected to the construct
stage 3220, alternatively, the tool 3224 and the stage
3220 can be separate pieces that are fixed relative to
one another, e.g., attached to the same work table, to
ensure proper lumen forming alignment.
[0194] A cutting tool 3222 can be disposed within the
guide 3228, including by being removably and replace-
ably associated with the guide 3228, such that the tool
3222 can freely rotate R and translate X within the guide
3228. In some embodiments, the tool 3222 can be a nee-
dle as shown in FIG. 27D. Alternatively, the cutting tool
can be a spear, as shown in FIG. 27E, for example a
Premier Edge MVR knife available from Oasis Medical
of Glendora, California. The spear can include a proximal
stem portion 3222p having a substantially circular cross
sectional shape and a distal spear portion 3222d. The
distal spear portion can have a plurality of straight sharp
edges 3223. The plurality of straight sharp edges 3223
can have a smooth transition from the proximal stem por-
tion 3222p of the tool.
[0195] In further alternative embodiments the cutting
tool 3222 can have a number of alternative designs. For
example, a trocar as shown in FIG. 27F, a drill bit as
shown in FIG. 27G, a coring tube as shown in FIG. 27H,
or a straight blade as shown in FIG. 27I. Each of the
alternative tools can be used to create a lumen within a
construct 3210 according to accepted manufacturing
techniques provided for throughout the present disclo-
sure.
[0196] In an exemplary method of use, multiple tubes
3210a-3210d can be made at a time from a single length
of material, or from multiple pieces of material if desired.
As shown, a piece of material 3230 can have a length L
and a width W. The width W of the material can be the
length of the resulting construct while the length L can
be determined based upon the number of constructs de-
sired. Specifically, each construct 3210a-3210d has a
diameter, or width, D. Therefore, the piece of material
can have a length L that is equal to the number of con-
structs 3210 desired multiplied by D. Alternatively, the
length L can include an additional space between each
construct 3210, which can be accounted for when form-
ing the size of the piece of material 3230. As with any of
the embodiments provided for herein, a thickness of the
material can vary, depending on a variety of factors, in-
cluding but not limited to the size and shape of the other
components and tissue with which the construct is being
used, the anatomy of the patient, and the type of proce-
dure being performed.
[0197] Once the piece of material 3230 is advanced
into the stage 3220, the lumen forming tool 3224 can be
actuated such that the cutting tool 3222 can be inserted
through the piece of material 3230 from a first edge 3230a
to a second edge 3230b, as shown in FIGS. 27I-K. De-
pending on the type of cutting tool 3222 used, the lumen
forming tool 3224 can either translate the tool 3222 in a

direction X, or rotate and translate the tool 3222 in the
directions X and R into the material 3230. Actuation of
the cutting tool 3222 can be performed automatically with
an actuator. Alternatively, the cutting tool 3222 can be
manually actuated by a user. The cutting tool 3222 can
then be retracted leaving a lumen 3214a-3214c. The ma-
terial 3230 can then be advanced, in the direction Z, a
predetermined distance and the process can be repeated
to create additional constructs. Individual constructs
3210a-3210d can then be separated from the piece of
material 3230 as shown in FIGS. 27K and 27L. For ex-
ample, the individual constructs 3210a-3210d can be
separated by means of a punch 3290a-3290d or other
cutting mechanisms as provided for throughout the
present disclosure.
[0198] An alternative construct forming jig station
3200’, as illustrated in FIG. 27M, can provide for parallel
lumen formation. As shown in FIG. 27M, the stage 3220’
can accommodate a larger length L’ of the material 3230’.
For example, as illustrated in FIG. 27M, the stage 3220’
can accommodate a length required to create three con-
structs. Alternatively, the stage 3220’ can extend to ac-
commodate any number of constructs. The stage 3220’
can, similar to the stage of the jig station 3200, have semi-
circular reliefs and can be self-centering. Similar to the
embodiment of FIGS. 27A-27L, the station 3220’ can in-
clude a plurality of lumen forming tools 3224a’, 3224b’,
3224c’ that are each aligned in parallel with each other.
Alternatively, the plurality of tools 3224a’, 3224b’, 3224c’
can be oriented at any angle relative to one another. The
lumen forming tools 3224a’, 3224b’, 3224c’ are aligned
such that each of the respective cutting tools 3222a’,
3222b’, 3222c’ each translate towards the stage in par-
allel directions. In the illustrated embodiment three lumen
forming tools 3224a’, 3224b’, 3224c’ are shown, however
any number of lumen forming tools can be provided for.
After each of the lumen forming tools 3224a’, 3224b’,
3224c’ have been actuated and retracted to create lu-
mens 3214a’, 3214b’, 3214c’ in the material 3230’, the
material 3230’ can be advanced in the direction D’. The
individual constructs 3210a’, 3210b’, 3210c’ can be sep-
arated according to techniques provided for herein. Al-
ternatively, constructs that include a plurality of lumens
can be cut from the material to form patches or scaffolds,
as discussed further below.

Methods of Manufacturing Tissue Augmentation Con-
structs - General Methods

[0199] The embodiments described above represent
some specific techniques associated with manufacturing
blocks having particular configurations, e.g., strips,
tubes, bars, and washers. More general techniques such
as coring are also provided. Such techniques can be
adapted by a person skilled in the art for use in other
configurations of tissue augmentation constructs in view
of the present disclosures. Still further, the present dis-
closure provides for even more general techniques and
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methods that can be used to form the various tissue aug-
mentation constructs disclosed herein derivable from the
present disclosures. The methods provided for in this
section can be used as standalone methods, in conjunc-
tion with each other, and/or in conjunction with the other
manufacturing techniques provided for in the present dis-
closure.
[0200] In some embodiments, the constructs can be
fully, or partially, manufactured by phase separation tech-
niques, lyophilization, knitting, weaving, electrospinning,
rapid prototyping (e.g., 3-D printing) or combinations of
thereof. In order to facilitate tissue in growth, perforations
can be created in the construct using thermal, electrical,
or/and mechanical means, among others. For example,
the perforations can be created by a laser or a sharp
object such as a needle, punch, or die. The size of a
perforation can be any suitable size, but preferably, the
perforations are sized to allow tissue in-growth. More
preferably, the perforations size can be approximately in
the range of about 50 microns to about 2000 microns,
and even more preferably, approximately in the range of
about 50 microns to about 1000 microns.
[0201] In some embodiments, a biological tissue in-
cluding, but not limited to, an allograft or xenograft tissue,
may, optionally, be incorporated within the various tissue
augmentation constructs, thus forming a two-layer con-
struct. The combination of a biological tissue within the
various tissue augmentation constructs can provide for
enhanced biological performance and mechanical per-
formance of a resulting construct.
[0202] For example, as shown in FIG. 28, a construct
2710 (as shown a patch or scaffold, which is described
in greater detail below) can include a reconstituted col-
lagen matrix or a biodegradable polymer, 2702 or any of
the other materials described herein for use in a tissue
augmentation construct (e.g., autograft, xenograft, pul-
verized collagen pieces, porcine dermis, etc.), and a bi-
ological component, such as an extracellular matrix
(ECM) 2704, attached to one side of the matrix 2702
using techniques known to those skilled in the art. The
reconstituted collagen matrix or biodegradable polymer
can be, or can be part of, a first layer, and the biological
component can be, or can be part of, a second layer, with
a thickness and a surface area of the first layer being
larger, and as shown substantially larger, than a thick-
ness and a surface area of the second layer. In other
embodiments, the biological component, e.g., the ECM
2704, can be disposed on opposed sides of the matrix
2702 and/or coated or soaked onto the matrix 2702. A
person skilled in the art will recognize a number of differ-
ent attachment options that can be used to couple the
ECM(s) 2704 to the matrix 2702, including but not limited
to gluing and stitching. The inclusion of the ECM 2704
or other biological component can help integrate the aug-
mentation construct with the tissue with which the con-
struct is being used. In one exemplary embodiment, the
matrix 2702 can have a thickness T1 approximately in
the range of about 1 millimeter to about 4 millimeters,

and the ECM layer can have a thickness approximately
in the range of about 80 microns to about 3 millimeters.
[0203] In some embodiments, a biological component
can be coated onto the tissue augmentation construct,
or incorporated in the tissue augmentation construct. If
a biological component is coated onto the tissue aug-
mentation construct, the biological component is prefer-
ably associated with at least a portion of the construct.
For example, the biocompatible construct can include an
adhesion agent for anchoring the suspension of the bio-
logical component to a scaffold. The adhesion agent can
be an anchoring agent, a cross-linking agent (i.e., chem-
ical or physical), and combinations thereof. Suitable an-
choring agents can include, for example, hyaluronic acid,
fibrin glue, fibrin clot, collagen gel, alginate gel, gelatin-
resorcin-formalin adhesive, mussel-based adhesive, di-
hydroxyphenylalanine (DOPA) based adhesive, chi-
tosan, transglutaminase, poly(amino acid)-based adhe-
sive, cellulose-based adhesive, polysaccharide-based
adhesive, synthetic acrylate-based adhesives, platelet
rich plasma (PRP), platelet poor plasma (PPP), clot of
PRP, clot of PPP, Matrigel, Monostearoyl Glycerol co-
Succinate (MGSA), Monostearoyl Glycerol co-Succi-
nate/polyethylene glycol (MGSA/PEG) copolymers, lam-
inin, elastin, proteoglycans, and combinations thereof.
[0204] Cross-linking can be achieved using physical
means and chemical agents. Examples of chemical
agents used to cross-link can include dehydrothermal
(DHT) treatment, divinyl sulfone (DVS), polyethylene gly-
col divinyl sulfone (VS-PEG-VS), hydroxyethyl methacr-
ylate divinyl sulfone (HEMA-DIS-HEMA), formaldehyde,
glutaraldehyde, aldehydes, isocyanates, alkyl and aryl
halides, imidoesters, N-substituted maleimides, acylat-
ing compounds, carbodiimide, hexamethylene diisocy-
anate, 1-Ethyl-3-[3-dimethylaminopropyl]carbodiimide
hydrochloride (EDC or EDAC), hydroxy chloride, N-hy-
droxysuccinimide, light (e.g., blue light and UV light), pH,
temperature, and combinations thereof.
[0205] The biological components can be one or more
effectors that promote healing and/or regeneration of the
affected tissue at the site of injury. The biological com-
ponent of a construct can include heterologous or autol-
ogous growth factors, proteins, matrix proteins, peptides,
antibodies, antibiotics, anti-inflammatories, therapeutic
agents, chemotactic agents, antimicrobial agents, anti-
biotics, anti-inflammatory agents, compounds that mini-
mize or prevent adhesion formation, compounds or
agents that suppress the immune system, cell attach-
ment mediators, biologically active ligands, integrin bind-
ing sequence, enzymes, cytokines, glycosaminogly-
cans, polysaccharides, viruses, virus particles, nucleic
acids, analgesics, cells, platelets, platelet rich plasma
(PRP), minced extracellular particles, minced tissue frag-
ments, hydroxyapatite, tricalcium phosphate, bioactive
glass, biphasic calcium phosphate, calcium sulfate, other
bone and/or tissue growth-promoting materials, and
combinations thereof.
[0206] As described herein, in some embodiments the
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tissue augmentation construct can have one or more
through holes or bores extending therethrough. The
through hole(s) can be a slit or a passage with different
cross-sectional shapes, for example, circular, elliptical,
square, rectangular, etc. The through hole(s) can be cre-
ated by any tool that can remove materials including me-
chanical, thermal, or electrical tools. Alternatively, the
through hole(s) can be a slit(s) that can be created by
any tool that results in the separation of two surfaces.
[0207] In some embodiments, the construct can be
made of more than one layer. The layers of the construct
can be made of the same material or different materials.
The layers can be bonded or fused together using su-
tures, mechanical, electrical, and chemical fastening
techniques. Examples of bonding or fusing can include,
for example, tissue welding, staples, rivets, tissue tacks,
darts, screws, pins, arrows, cross-linking, vacuum press-
ing, compression, compression combined with dehydra-
tion, vacuum pressing combined with dehydration, or a
biological adhesive or a combination of thereof. Dehy-
dration in this context can include, for example, freeze-
drying (i.e., lyophilization). Biological adhesives can in-
clude, for example, fibrin glue, fibrin clot, collagen gel,
alginate gel, gelatin-resorcin-formalin adhesive, mussel-
based adhesive, dihydroxyphenylalanine (DOPA) based
adhesive, chitosan, transglutaminase, poly(amino ac-
id)-based adhesive, cellulose-based adhesive, polysac-
charide-based adhesive, synthetic acrylate-based adhe-
sives, platelet rich plasma (PRP), platelet poor plasma
(PPP), clot of PPP, Matrigel, Monostearoyl Glycerol co-
Succinate (MGSA), Monostearoyl Glycerol co-Succi-
nate/polyethylene glycol (MGSA/PEG) copolymers, lam-
inin, elastin, hyaluronic acid, proteoglycans, and combi-
nations thereof.
[0208] In some embodiments the construct can include
a reinforcing material. The reinforcing material can be
comprised of any absorbable or non-absorbable textile
having, for example, woven, knitted, warped knitted (i.e.,
lace-like), non-woven, and braided structures. In one em-
bodiment, the reinforcing material can have a mesh-like
structure. Mechanical properties of the material can be
altered by changing the density or texture of the material,
the type of knit or weave of the material, the thickness of
the material, or by embedding particles in the material.
[0209] Mechanical properties of the reinforcing mate-
rial can additionally be altered by creating sites within the
construct where fibers are physically bonded with each
other or physically bonded with another agent, such as,
for example, an adhesive or a polymer. The fibers used
to make the reinforcing component can be, for example,
monofilaments, yarns, threads, braids, or bundles of fib-
ers. These fibers can be made of any biocompatible ma-
terial including, but not limited to, bioabsorbable materi-
als such as polylactic acid (PLA), polyglycolic acid (PGA),
polycaprolactone (PCL), polydioxanone (PDO), trimeth-
ylene carbonate (TMC), copolymers or blends thereof.
The fibers can also be made from any biocompatible ma-
terials based on natural polymers including silk and col-

lagen-based materials. Alternatively, the fibers can also
be made of any biocompatible fiber that is nonresorbable,
such as, for example, polyethylene, nylon, polyester, pol-
yethylene terephthalate, poly(tetrafluoroethylene), poly-
carbonate, polypropylene, polyurethane, and poly(viny)
alcohol).
[0210] In another embodiment, the construct may in-
corporate hydroxyapatite, tricalcium phosphate, Bi-
oglass, biphasic calcium phosphate, calcium sulfate, oth-
er bone-promoting materials within the whole construct
or localized in a portion of the construct where bone re-
generation is desired. Bioglass is a silicate containing
calcium phosphate glass, or calcium phosphate glass
with varying amounts of solid particles added to control
resorption time. Bioglass is one example of materials that
can be spun into glass fibers and used as a reinforcing
material. Bioglass can also be incorporated into the con-
struct in a powder form. Suitable solid particles may be
added include iron, magnesium, sodium, potassium, and
combinations thereof.
[0211] In some embodiments, both the biocompatible
construct and the reinforcing material may be formed
from a thin, perforation-containing elastomeric sheets
with pores or perforations to allow tissue in-growth. A
sheet can be made of blends or copolymers of polylactic
acid (PLA), polyglycolic acid (PGA), polycaprolactone
(PCL), and polydioxanone (PDO).
[0212] The construct can be formed partially or com-
pletely from a polymeric foam component, having pores
with an open cell pore structure. The pore size can vary,
but preferably, the pores are sized to allow tissue in-
growth. In some embodiments, the pore size is approx-
imately in the range of about 40 microns to about 1000
microns, and in other embodiments, the pore size is ap-
proximately in the range of about 50 microns to about
500 microns. The polymeric foam component can be
made from natural or/and synthetic materials, such as
reconstituted collagen. The polymeric foam can be non-
crosslinked or crosslinked. The polymeric foam compo-
nent can, optionally, contain a reinforcing component,
such as for example, textiles as discussed above. In
some embodiments, the polymeric foam component can
contain a reinforcing component which can be integrated
with the reinforcing component such that the pores of the
foam component penetrate the mesh of the reinforcing
component and interlock with the reinforcing component.
[0213] In some embodiments the polymeric foam com-
ponent of the tissue implant may be formed as a foam
by a variety of techniques well known to those having
skill in the art. For example, the polymeric starting mate-
rials may be foamed by lyophilization, supercritical sol-
vent foaming, which is described at least in European
Patent Application No. 464,163, gas injection extrusion,
gas injection molding or casting with an extractable ma-
terial (e.g., salts, sugar, or similar suitable materials).
[0214] A polymeric foam component of engineered tis-
sue repair implant devices of the present disclosure may
be made by a polymer-solvent phase separation tech-
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nique, such as lyophilization. A polymer solution can be
separated into two phases by any one of the four tech-
niques: (a) thermally induced gelation/crystallization; (b)
non-solvent induced separation of solvent and polymer
phases; (c) chemically induced phase separation, and
(d) thermally induced spinodal decomposition. The pol-
ymer solution can be separated in a controlled manner
into either two distinct phases or two bi-continuous phas-
es. Subsequent removal of the solvent phase usually
leaves a porous structure with a density less than the
bulk polymer and pores in the micrometer ranges. Addi-
tional information about the solvent phase is provided in
Microcellular Foams via Phase Separation, J. Vac. Sci.
Technol., A. T. Young, Vol. 4(3), May/June 1986.
[0215] The steps involved in the preparation of these
foams include, for example, choosing the right solvents
for the polymers to be lyophilized and preparing a homo-
geneous solution. Next, the polymer solution can be sub-
jected to a freezing and vacuum drying cycle. The freez-
ing step phase can separate the polymer solution and
vacuum drying step can remove the solvent by sublima-
tion and/or drying, leaving a porous polymer structure or
an interconnected open cell porous foam. Suitable sol-
vents that may be used in the preparation of the foam
component can include, for example, formic acid, ethyl
formate, acetic acid, hexafluoroisopropanol (HFIP), cy-
clic ethers (e.g., tetrahydrofuran (THF), dimethylene flu-
oride (DMF), and polydioxanone (PDO)), acetone, ace-
tates of C2 to C5 alcohols (e.g., ethyl acetate and t-buty-
lacetate), glyme (e.g., monoglyme, ethyl glyme, diglyme,
ethyl diglyme, triglyme, butyl diglyme and tetraglyme),
methylethyl ketone, dipropyleneglycol methyl ether, lac-
tones (e.g., γ-valerolactone, δ-valerolactone, β-butyrol-
actone, γ-butyrolactone), 1,4-dioxane, 1,3-dioxolane,
1,3-dioxolane-2-one (ethylene carbonate), dimethlycar-
bonate, benzene, toluene, benzyl alcohol, p-xylene,
naphthalene, tetrahydrofuran, N-methylpyrrolidone,
dimethylformamide, chloroform, 1,2-dichloromethane,
morpholine, dimethylsulfoxide, hexafluoroacetone ses-
quihydrate (HFAS), anisole, and mixtures thereof.
Among these solvents, one exemplary solvent is 1,4-di-
oxane. A homogeneous solution of the polymer in the
solvent is prepared using standard techniques.
[0216] The applicable polymer concentration or
amount of solvent that may be utilized can vary with each
system. In one embodiment, the amount of polymer in
the solution can vary from about 0.5% to about 90% by
weight. In another embodiment, preferably, the amount
of polymer in the solution can vary from about 0.5% to
about 30% by weight. The amount of polymer in the so-
lution can vary depending on factors such as the solubility
of the polymer in a given solvent and the final properties
desired in the foam.
[0217] In embodiments of the construct that include a
polymeric foam, solids may be added to the polymer-
solvent system to modify the composition of the resulting
polymeric foam surfaces. As the added particles settle
out of solution to the bottom surface, regions will be cre-

ated that will have the composition of the added solids,
not the foamed polymeric material. Alternatively, the add-
ed solids may be more concentrated in desired regions
(i.e., near the top, sides, or bottom) of the resulting tissue
augmentation construct, thus causing compositional
changes in all such regions. For example, concentration
of solids in selected locations can be accomplished by
adding metallic solids to a solution placed in a mold made
of a magnetic material (or vice versa).
[0218] A variety of types of solids can be added to the
polymer-solvent system. In one embodiment, the solids
are of a type that will not react with the polymer or the
solvent. The added solids can have an average diameter
of less than about 2 millimeters. In other embodiments,
added solids can have an average diameter of about 50
microns to about 1000 microns. The solids can be present
in an amount such that they will constitute from about 1
volume to about 50 volume percent of the total volume
of the particle and polymer-solvent mixture (wherein the
total volume percent equals 100 volume percent).
[0219] Exemplary solids include, for example, particles
of demineralized bone, calcium phosphate particles, Bi-
oglass particles, calcium sulfate, or calcium carbonate
particles for bone repair, leachable solids for pore crea-
tion and particles of bioabsorbable natural polymers, bi-
oabsorbable synthetic polymers, non-bioabsorbable ma-
terials, minced extracellular particles, minced tissue frag-
ments, or any biocompatible materials that is not soluble
in the solvent system.
[0220] Exemplary leachable solids include, for exam-
ple, nontoxic leachable materials such as salts (e.g., so-
dium chloride, potassium chloride, calcium chloride, so-
dium tartrate, sodium citrate, and the like), biocompatible
mono and disaccharides (e.g., glucose, fructose, dex-
trose, maltose, lactose and sucrose), polysaccharides
(e.g., starch, alginate, chitosan), water soluble proteins
(e.g., gelatin and agarose). Leachable materials can be
removed by immersing the foam with the leachable ma-
terial in a solvent in which the particle is soluble for a
sufficient amount of time to allow leaching of substantially
all of the particles. The solvent can be chosen so that it
does not dissolve or detrimentally alter the foam. One
preferred embodiment can include water as the extrac-
tion solvent, for example distilled-deionized water. Such
a process is described further in U.S. Patent No.
5,514,378. Preferably the foam will be dried after the
leaching process is complete at low temperature and/or
vacuum to minimize hydrolysis of the foam unless accel-
erated absorption of the foam is desired.
[0221] Non-bioabsorbable materials can include, for
example, bioinert ceramic particles (e.g., alumina, zirco-
nia, and calcium sulfate particles), polymers such as pol-
yethylene, polyvinylacetate, polymethylmethacrylate,
polypropylene, poly(ethylene terephthalate), silicone,
polyethylene oxide, polyethylene glycol, polyurethanes,
polyvinyl alcohol, natural polymers (e.g., cellulose parti-
cles, chitin, and keratin), and fluorinated polymers and
copolymers (e.g., fluoride, polytetrafluoroethylene, and
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hexafluoropropylene). In one embodiment, it is possible
to add solids (e.g., barium sulfate) that will render the
tissue implants radio opaque. Those solids that may be
added also include those that will promote tissue regen-
eration or healing, as well as those that act as buffers,
reinforcing materials or porosity modifiers.
[0222] As discussed above, polymeric foam compo-
nents can contain a reinforcing component. The con-
struct can be made by injecting, pouring, or otherwise
placing, the appropriate polymer solution into a mold set-
up comprised of a mold and the reinforcing elements of
the present disclosure. The mold set-up can be cooled
in an appropriate bath or on a refrigerated shelf and then
lyophilized, thereby providing a reinforced construct.
[0223] In embodiments that utilize a polymeric foam,
one or more of the biological components provided for
throughout the present disclosure can be added either
before or after the lyophilization step. In the course of
forming the polymer foam component, it can be beneficial
to control the rate of freezing of the polymer-solvent sys-
tem. The type of pore morphology that is developed dur-
ing the freezing step is a function of factors such as the
solution thermodynamics, freezing rate, temperature to
which it is cooled, concentration of the solution, and
whether homogeneous or heterogeneous nucleation oc-
curs. The orientation of the polymeric fibers can be reg-
ulated be controlling the pore orientation. The pores ori-
entation in the polymeric form component can be cus-
tomized, for example, by controlling the temperature gra-
dient induced during the freezing cycle. Controlling the
orientation of fibers can result in an improvement in the
mechanical properties in the direction that the fibers are
oriented.
[0224] The required general processing steps for a
construct that uses polymeric foam can include the se-
lection of the appropriate materials from which the poly-
meric foam will be made. The processing steps can ad-
ditionally include selection of the materials of the rein-
forcing components if used. If a mesh reinforcing material
is used, the proper mesh density should be selected.
Further, the reinforcing material should be properly
aligned in the mold, the polymer solution should be added
at an appropriate rate and, preferably, into a mold that is
tilted at an appropriate angle to avoid the formation of air
bubbles, and the polymer solution must be lyophilized.
[0225] In embodiments that utilize a mesh reinforcing
material in a polymeric foam, for example, the reinforcing
mesh should be selected to be of a certain density. That
is, the openings in the mesh material should not be so
small so as to impede proper bonding between the foam
and the reinforcing mesh as the foam material and the
open cells and cell walls thereof penetrate the mesh
openings. Without proper bonding the integrity of the lay-
ered structure can be compromised, leaving the con-
struct fragile and difficult to handle. The density of the
mesh can determine the mechanical strength of the con-
struct. The density of the mesh can vary according to the
desired use for tissue repair. In addition, the type of

weave used in the mesh can determine the directionality
of the mechanical strength of the construct, as well as
the mechanical properties of the reinforcing material,
such as for example, the elasticity, stiffness, burst
strength, suture retention strength, and ultimate tensile
strength of the construct. By way of non-limiting example,
the mesh reinforcing material in a foam-based biocom-
patible construct of the present disclosure can be de-
signed to be stiff in one direction, yet elastic in another,
or alternatively, the mesh reinforcing material can be
made isotropic.
[0226] During lyophilization of the reinforced foam in
those embodiments that utilize a mesh reinforcing mate-
rial in a polymeric foam, several parameters and proce-
dures can be helpful to produce implants with the desired
integrity and mechanical properties. For example, if re-
inforcement material is used, it can be beneficial to main-
tain the reinforcement material substantially flat when
placed in the mold. To ensure the proper degree of flat-
ness, the reinforcement (e.g., mesh) can be pressed flat
using a heated press prior to its placement within the
mold. Further, in the event that reinforcing structures are
not isotropic, it can be desirable to indicate this anisotropy
by marking the construct to indicate directionality. The
marking can be accomplished by embedding one or more
indicators, such as dyed markings or dyed threads, within
the woven reinforcements. The direction or orientation
of the indicator can, for example, indicate to a surgeon
the dimension of the implant in which physical properties
are superior.
[0227] In embodiments that utilize polymeric foam, as
noted above, the manner in which the polymer solution
is added to the mold prior to lyophilization can help con-
tribute to the creation of a tissue implant with adequate
mechanical integrity. Assuming that a mesh reinforcing
material will be used, and that it will be positioned be-
tween two thin (e.g., approximately 0.75 millimeters)
shims, the mesh can be positioned in a substantially flat
orientation at a desired depth in the mold. The polymer
solution can be poured in a way that allows air bubbles
to escape from between the layers of the foam compo-
nent. The mold can be tilted at a desired angle and pour-
ing is effected at a controlled rate to best prevent bubble
formation. A number of variables will control the tilt angle
and pour rate. For example, the mold should be tilted at
an angle of greater than about one degree to avoid bubble
formation. In addition, the rate of pouring should be slow
enough to enable any air bubbles to escape from the
mold, rather than to be trapped in the mold.
[0228] In those embodiments that utilize a mesh rein-
forcing material in a polymeric foam, the density of the
mesh openings can be an important factor in the forma-
tion of the construct with the desired mechanical proper-
ties. For example, a low density, or open knitted mesh
material, can be used. One example of such a material
is a 90:10 copolymer of glycolide and lactide, sold under
the tradename VICRYL, which is available from Ethicon,
Inc. of Somerville, New Jersey. One exemplary low den-
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sity, open knitted mesh is Knitted VICRYL VKM-M, which
is also available from Ethicon, Inc. of Somerville, New
Jersey. Other materials can include but are not limited
to polydioxanone and a 95:5 copolymer blend of lactide
and glycolide.
[0229] In embodiments that utilize a polymeric foam,
a through opening can be created by placing a rod in the
polymeric foam solution/slurry before it has set. After the
polymeric form is formed, the rod can be removed. For
example, if the polymeric foam is made by lyophilization,
the rod is removed after the freeze and vacuum drying
cycle. The rod can have any desired shape.
[0230] The polymeric foam component can, optionally,
contain one or more layers made of the materials dis-
cussed above. In one embodiment, the foam component
can be integrated with the material(s) by creating pores
in the materials and then the polymeric foam component
penetrate the pores created in the materials(s) and inter-
lock with the material(s). In another embodiment, pores
are formed in materials of two layers, and the two layers
are put together to best align the pores. The two layer
combination can be placed in a polymeric solution or slur-
ry, and the polymeric foam can be formed by one of the
methods provided for herein or otherwise known to those
skilled in the art.
[0231] In some embodiments, a construct can be
formed from an expanding media that can advantageous-
ly provide added compression at the repair site. One non-
limiting example of such a construct 2910 is shown in
FIG. 29A, in which the construct is a patch or scaffold
(as described in greater detail below). For example, the
construct 2910 can be formed from a woven or braided
mesh having a core 2904 surrounded or sandwiched be-
tween two layers 2902a, 2902b. The two layers 2902a,
2902b can be referred to as a jacket. The core 2904 can
be made from a variety of materials that are capable of
expanding, such as silicone loaded with salt, sodium
polyacrylate, polyacrylamide copolymer, polyurethanes,
and other absorbent polymers and hydro gels, while the
jacket 2902a, 2902b can be more rigid so that the core
can compress against the jacket as it expands in use.
Non-limiting exemplary materials that can be used to
form the jacket 2902a, 2909b include fabric and filament
such as polyethylene, polypropylene, polyester, po-
ly(ethylene terephthalate), nylon, polyurethanes and silk.
Further non-limiting exemplary materials that can be
used to form the jacket 2902a, 2902b include bioabsorb-
able materials such as polylactic acid (PLA), polyglycolic
acid (PGA), polycaprolactone (PCL), polydioxanone
(PDO), trimethylene carbonate (TMC), copolymers or
blends thereof. Some materials that can be used in con-
junction with the construct include, but are not limited to,
those disclosed and provided for in U.S. Patent No.
8,870,915, entitled "Joining Element,". The construct
2910 can have a length Lp and a thickness TP, as shown
in FIG. 29A, and can include at least one suture limb
2911 for affixing the construct to one or more repair sites.
In the illustrated example the construct 2910 includes

four suture limbs 2911, 2912, 2913, 2914 associated with
it. The limbs can be from the same or different sutures.
[0232] In use, as shown in FIG. 29B, the construct 2910
can be placed over the repair sites 2938a, 2938b, and
the suture limbs 2911, 2912, 2913, 2914 can be fixed
within respective anchors 2961, 2962, 2963, 2964. As
with other disclosures, the repairs associated with the
repair sites 2938a, 2938b can be any type of repair pro-
vided for herein or otherwise known to those skilled in
the art. The construct 2910 can be further affixed to a
location medial of the repairs 2938a, 2938b with sutures,
staples, or other devices and components used to fixate
tissue with respect to bone. As shown, sutures 2940a-
2940c provide the fixation. The construct 2910 can be
exposed to an aqueous solution, for example after instal-
lation, such that the silicone and salt filled core can ab-
sorb the fluid to cause the construct to expand in at least
one dimension and contract in at least one other dimen-
sion based on the configuration of the construct 2910. In
the illustrated example, the expansion causes the con-
struct 2910 to increase in thickness TP while contracting
and decreasing across its length LP. The decrease in the
length LP after the construct 2910 is installed can in-
crease the compressive forces to the soft tissue 2930 to
bring the tissue into more uniform contact with the bone
2950 due, at least in part, to the limited space for fixation
of the construct 2910, the configuration of the construct
2910, and the surface geometry of the attachment site.
One skilled in the art will appreciate that a configuration
of a construct having a core, capable of expanding, sand-
wiched between layers or a jacket can be used with other
construct configurations provided for herein, including
those that are not necessarily a patch or scaffold, to pro-
vide for added compressive forces at repair sites. A fur-
ther discussion of tissue augmentation patches and scaf-
folds is provided below.
[0233] Unless specified otherwise, any of the materi-
als, and any of the techniques disclosed for forming ma-
terials, can be used in conjunction with any of constructs
provided for herein. This includes any combination of ma-
terials. Likewise, the manufacturing techniques dis-
closed can generally be used, or adapted to form the
various constructs provided for herein. The use of mate-
rials and manufacturing techniques for various tissue
augmentation constructs is within the spirit of the present
disclosure.

Tissue Augmentation Constructs - Tissue Augmentation 
Patches

[0234] Tissue augmentation constructs can also come
in form of a patch or scaffold that can be associated with
one or more limbs of suture to increase a footprint of the
one or more limbs and to provide additional surface area
across which forces to be distributed, among other ben-
efits articulated throughout the present disclosure, e.g.,
enhancing healing of otherwise compromised tissue
and/or providing bulk to otherwise compromised or de-
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generate tissue and/or tendon. The patches can be dis-
posed on, or even attached or coupled, to the suture rath-
er than just sitting on top of operative sutures. Further,
the instant patches can be delivered to the surgical site
and threaded onto sutures using a suture threader as
described herein, thereby obviating the need for exten-
sive suturing of each edge of a patch. A number of dif-
ferent techniques can be used to associate the illustrated
patches with suture, including threading the suture
through the patch and/or disposing the suture in between
layers of a scaffold. The patch can then be disposed prox-
imate to a surgical site as described. Methods of manu-
facturing a scaffold or patch, and methods of installing
various scaffolds and patches, are also provided for be-
low. The systems and methods disclosed herein allow
for quick, easy, and affordable techniques for preventing
damage to tissue by tensioned suture. Like the other con-
structs described above, a surgeon can apply the
patch(es) in an on-demand manner to create desired su-
ture footprints for the repair. A person skilled in the art
will recognize that the disclosures provided for herein
related to tissue augmentation blocks, e.g., by way of
non-limiting example, the materials used to form the tis-
sue augmentation blocks 10, 110, 3010, 3110, 310, 410,
among other constructs, can be applied to the patches
discussed below.
[0235] One exemplary embodiment of a tissue aug-
mentation construct 2210 having a patch or scaffold con-
figuration is provided for in FIGS. 30A and 30B. As
shown, the tissue augmentation patch 2210 has a rec-
tangular-shaped body and can be disposed on or other-
wise associated with suture limbs 2212a, 2212b. In the
illustrated embodiment the patch 2210 includes bores or
lumens 2214a, 2214b are formed in the body and extend
therethrough from a proximal-most end 2210p to a distal-
most end 2210d. The bores 2214a, 2214b can be used,
for example, to receive the suture limbs 2212a, 2212b
so that the patch 2210 and limbs 2212a, 2212b can be
associated with each other. As shown in FIG. 30B, the
patch 2210 can be pre-threaded with suture threaders
2206a, 2206b. The threaders 2206a, 2206b are of a sim-
ilar nature as the threader 206’, and can also be config-
ured in a manner akin to the threader 206 or in manners
otherwise known to those skilled in the art and/or deriv-
able from the present disclosures. As shown, the patch
2210 has a length LP that is substantially equal to a width
WP, and it also has a thickness TP. Further, the thickness
TP can be greater than a diameter of a filament or suture
with which the tissue augmentation patch 2210 is asso-
ciated, e.g., the suture limb 2212a.
[0236] A person skilled in the art will recognize that the
dimensions of the length LP, the width WP, and the thick-
ness TP of the tissue augmentation patch 2210, as well
as a diameter of the bores 2214a, 2214b, can depend
on a variety of factors, including but not limited to the size
of the filament with which it is to be associated, the anat-
omy of the patient, and the type of procedure being per-
formed. Some exemplary, non-limiting dimensions for a

tissue augmentation patch 2210 can be useful in under-
standing the present disclosure.
[0237] In some embodiments, the length LP can cover
a significant portion, to almost an entire portion, of a
length of tissue extending between a stitch made in tissue
and a bone anchor used to help secure the tissue. In
some embodiments, the length LP and width WP can be
approximately in the range of about 10 millimeters to
about 50 millimeters, and the thickness TP can be ap-
proximately in the range of about 0.5 millimeters to about
5 millimeters. The size of the diameter of the bores 2214a,
2214b can also depend on a variety of factors, including
but not limited to the size of the limb to be passed there-
through. In some embodiments, the diameter can be ap-
proximately in the range of about 0.5 millimeters to about
3 millimeters.
[0238] A number of techniques known to those skilled
in the art can be used to associate the patch 2210 with
the suture limbs 2212a, 2212b. Suture limbs 2212a,
2212b can be threaded or passed from the proximal-most
end 2210p to the distal-most end 2210d of the patch 2210
without passing across the body of the patch 2210, i.e.,
without passing through sidewalls that define the bores
2214a, 2214b. As a result, the patch 2210 can freely pass
along a length of the limbs 2212a, 2212b unhindered or
unrestricted. In other embodiments, the limbs 2212a,
2212b can pass across the body once or more, e.g., like
the embodiment of the strip or tape 10 illustrated in FIG.
1B, to further secure a location of the patch 2210 with
respect to the limbs 2212a, 2212b. In still other embod-
iments, the limbs 2212a, 2212b can be passed through
the patch 2210 from the proximal-most end 2210p to the
distal-most end 2210d by passing through the body while
only entering and exiting the body one time, for instance
when no bores 2214a, 2214b are provided. Of course,
the limbs 2212a, 2212b do not necessarily have to extend
all the way to the proximal-most or distal-most ends
2210p, 2210d, but instead can enter and or exit the patch
2210 at some other location across its surface area. A
person skilled in the art will recognize a variety of other
ways by which the patch 2210 can be associated with
the limbs 2212a, 2212b without departing from the spirit
of the present disclosure.
[0239] The tissue augmentation patch 2210 can be
threaded by hand on to the suture limbs 2212a, 2212b,
either at the surgical site, or outside of the body. Alter-
natively, as shown in FIG. 30B, the threaders 2206a,
2206b can be operated to associated the suture limbs
2212a, 2212b with the patch 2210, with the operation
being akin to either the threader 206 or the threader 206’
described above, and thus including proximal handle por-
tions 2208a, 2208b, intermediate elongate portions
2207a, 2207b, and distal suture-receiving ends 2209a,
2209b. Accordingly, the tissue augmentation patch 2210
can be associated with the intermediate elongate por-
tions 2207a, 2207b, as shown by passing the intermedi-
ate elongate portions 2207a, 2207b through the lumens
2214a, 2214b, and the limbs 2212a, 2212b can be cou-
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pled to the distal suture-receiving ends 2209a, 2209b.
The proximal handle portions 2208a, 2208b can be
grasped and pulled away from the tissue augmentation
patch 2210 to advance the limbs 2212a, 2212b towards
and into the patch 2210. After the patch 2210 has been
successfully associated with the limbs 2212a, 2212b, the
threaders 2206a, 2206b can be disassociated with the
limbs 2212a, 2212b and the tissue augmentation patch
2210 and can be either discarded or re-used.
[0240] Similar to the earlier described tissue augmen-
tation strips, associating the tissue augmentation patch
2210 with the suture limbs 2212a, 2212b increases the
footprint of the suture limbs 2212a, 2212b and may allow
force applied to the tissue by the suture limbs 2212a,
2212b to be distributed over a larger amount of surface
area, i.e., the surface area of the patch 2210. The in-
creased distributed force of the tissue augmentation
patch 2210 may result in a reduced pressure peak on
the soft tissue. Where the soft tissue has become degen-
erated due to injury or age, an increased tissue surface
area coverage and a reduction in pressure can result in
less chance of abrasion of the tissue. Further, the larger
surface area of the tissue augmentation patch 2210 can
provide for a larger scaffold for new tissue to generate
over the repair to further strengthen the repair site. The
broader tissue coverage provided by the patch 2210 may
enhance the healing of otherwise compromised tissue
and/or provide bulk to otherwise compromised or degen-
erate tissue and/or tendon.

Methods of Manufacturing Tissue Augmentation Con-
structs - Tissue Augmentation Patches

[0241] The tissue augmentation patch 2210 can be
manufactured using a number of different techniques,
some of which have been previously discussed above
with regards to the tissue augmentation blocks 10, 110.
In one exemplary embodiment of making a tissue aug-
mentation patch, illustrated by FIGS. 30C-30E, the ma-
terial being used to make the patch 2210 can be harvest-
ed or otherwise acquired using techniques known to
those skilled in the art. The material can then be shaped
using any of the techniques described above, for instance
those described with respect to the strip 10, or otherwise
known to those skilled in the art in view of the present
disclosures. A piece of material can be harvested having
a length LP, a width 2WP, and a thickness © TP. The
width 2WP can be double the resulting width WP of the
patch 2210 and the thickness © TP can be half of the
thickness of the resulting patch 2210. As shown in FIG.
30D, the piece of material 2220 can have a first end 2220a
and a second end 2220b with the width 2WP extending
therebetween. Alternatively, the piece of material 2220
can have any shape.
[0242] Once the piece of material 2220 has been cut
out, two pins 2222a, 2222b can be placed onto the same
side of the material, approximately ¨ of the width 2WP
away from the first and second ends 2220a, 2220b, re-

spectively. The two ends 2220a, 2220b, can be folded
over the respective pins 2222a, 2222b, and brought prox-
imate to one another and subsequently attached to one
another, thereby forming the patch 2210. As shown in
FIGS. 30C and 30D, the four rows of stitches 2224a-
2224d can be stitched into the folded patch such that
they are substantially parallel to one another. Further,
the first and the fourth stitches 2224a, 2224d can be lo-
cated substantially parallel to and proximate the pins
2222a, 2222b, respectively. Still further, the stitches
2224a, 2224d can create the two lumens 2214a, 2214b
that are held open by the pins 2222a, 2222b. After the
stitching is complete, the pins 2222a, 2222b can be re-
moved, leaving the patch 2210 as shown in FIG. 30E.
Alternatively, no pins are required to manufacture the
patch 2210. The second and the third stitches 2224b,
2224c can be located substantially parallel to and prox-
imate the two ends 2220a, 2220b. Further alternatively,
in place of stitches, the material 2220 can be secured to
itself with the use of glue, collagen bond, staples, light
curing, or other techniques known to those skilled in the
art for attaching soft tissue to soft tissue and provided for
throughout the present disclosure. In embodiments that
include threaders predisposed in the patch 2210, thread-
ers 2206a, 2206b can be inserted into the lumens 2214a,
2214b before the two ends 2220a, 2220b are attached,
or after. Like the other constructs provided for herein, the
patch 2220 can be dried for packaging at any suitable
point during the manufacturing process.
[0243] An alternative method of manufacturing the
patch 2210 can include harvesting a piece of material
that can be harvested having a length LP, a width WP,
and a thickness TP. The piece of material 2220 can have
a first end 2220a and a second end 2220b with the width
WP extending therebetween. A first pin 2222a can be
inserted, or pierced, into the material 2220 proximate and
parallel to the first end 2220a to create a first lumen
2214a. A second pin 2222b can be inserted, or pierced,
into the material 2220 proximate and parallel to the sec-
ond end 2220b to create a second lumen 2214b. In a
further alternative, a coring tube can be used in place of
the pins 2222a, 2222b, as described above with respect
to FIGS. 26A-26I. The patch 2210 can be made from any
of the materials provided for above with respect to the
blocks 10, 110, 3010, 3110, 310, and 410, and any other
constructs, noted above. Furthermore, the patch 2210
can have any shape, including rectangular, trapezoidal,
ovoid, circular, square, pentagonal, hexagonal, octago-
nal, etc.
[0244] A further alternative method of manufacturing
a patch 3320 can include the use of a parallel production
tunneling station 3300, similar to the tunneling stations
3200, 3200’ of FIGS. 27A-27M. As shown in FIG. 31A,
a stage 3320 can accommodate a larger length L of the
material 3330. For example, as illustrated in FIG. 31A,
the stage 3320 can accommodate two patch constructs
3310a, 3310b. Alternatively, the stage 3320 can extend
to accommodate any number of constructs. The stage
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3320 can, similar to the stage of the tunneling station
3200’, have a plurality of semi-circular reliefs that can be
aligned with lumen formation tools 3324a, 3324b, 3324c,
3324d, and the stage 3320 can be self-centering.
[0245] Similar to the tunneling stations 3200, 3200 of
FIGS. 27A-27M, the tunneling station 3300 can include
a plurality of lumen formation tools 3324a, 3324b, 3324c,
3324d. In the illustrated embodiment, the lumen forma-
tion tools 3324a, 3324b forms a first station 3323a, and
the lumen formation tools 3324c, 3324d forms a second
station 3323b. As shown, the lumen formation tools
3324a, 3324b can be angularly offset from one another,
for example approximately up to about 30 degrees from
one another. In one embodiment, the lumen formation
tools 3324a, 3324b can be angularly offset from one an-
other approximately 16 degrees from one another. The
lumen formation tools 3324c, 3324d of the second station
3323b can be similarly offset relative to one another, or
alternatively, can be angularly offset at a different angle.
The second station 3323b can be disposed on an oppo-
site side of the stage 3320 from the first station 3323a,
thus providing for easier parallel lumen formation. In an
alternative embodiment, each of the lumen forming tools
3324a, 3324b, 3324c, 3324d can be aligned in parallel
with each other. The lumen formation tools 3324a,
3324b, 3324c, 3324d can be aligned such that each of
the respective cutting tools 3322a, 3322b, 3322c, 3322d
can translate towards the stage to create the lumens
3314a, 3314b, 3314c, 3314d in the material 3330. In the
illustrated embodiment, two lumen formation stations
3323a, 3323b are shown, however any number of lumen
forming stations can be provided.
[0246] After each of the lumen formation tools 3324a,
3324b, 3324c, 3324d has been actuated and retracted
to create lumens 3314a, 3314b, 3314c, 3314d in the ma-
terial 3330, the material 3330 can be advanced in the
direction D as shown in FIG. 31A. The individual con-
structs 3310a, 3310b, 3310c can then be separated by
means of a punch 3190a-3190c, or other cutting mech-
anisms as provided for throughout the present disclosure
or otherwise known to those skilled in the art. The result-
ing constructs 3310a, 3310b, 3310c, 3310d are illustrat-
ed in FIGS. 31B and 31C, with the resulting patches
3310a, 3310b, 3310c, 3310d having a generally trape-
zoidal shape. A person skilled in the art will recognize
that any number of patch shapes can be formed in view
of the present disclosures. For example, the lumen for-
mation tools 3324a, 3324b, 3324c, 3324d can be parallel
to each other to create patches having parallel lumens
and a rectangular shape.

Methods of Use - Tissue Augmentation Patches

[0247] One exemplary method of installing a tissue
augmentation patch 2210 is illustrated in FIG. 30F. The
illustrated method provides for a piece of soft tissue 2230,
e.g., rotator cuff, fixated to bone 2250. Either a single
row or a double row repair can be used. Once the surgeon

has access to the surgical site and the tissue, bone, and
tissue augmentation patch have been prepared accord-
ing to accepted surgical techniques including those pro-
vided for herein, the surgeon can perform a tissue repair
(not visible because it is underneath the patch 2210) ac-
cording to accepted surgical techniques. As shown in
FIG. 30F, a suture 2212 extending from an anchor (not
shown) used in the repair is installed into the tissue 2230
medially from the repair such that two suture limbs 2212a,
2212b extend out from the tissue 2230.
[0248] The tissue augmentation patch 2210 can be
threaded onto the suture limbs 2212a, 2212b using tech-
niques provided for throughout the present disclosure,
and subsequently advanced along the respective suture
limbs 2212a, 2212b until it is proximate a medial stitch
2242. After the tissue augmentation patch 2210 has been
installed on the suture limbs 2212a, 2212b, the free end
of each suture limb 2212a, 2212b can be secured within
the body. For example, the free ends of each suture limb
2212a, 2212b can be coupled to respective anchors
2260a, 2260b in a lateral row fixation. The suture limbs
2212a, 2212b can then be tightened to secure the patch
2210 against the repair before the anchors 2260a, 2260b
are fully fixed in the bone 2250.
[0249] The tissue augmentation patch 2210 can pro-
vide a greater footprint for the suture limbs 2212a, 2212b
and a greater surface area to distribute the loading forces
of the suture limbs 2212a, 2212b onto the soft tissue
2230. While the patient is healing from the procedure,
the patch can remodel into tendon-like tissue and inte-
grate with the underlying native tissue. The additional
coverage of tendon-like tissue across the soft tissue can
increase the strength of the soft tissue to bone connection
and may prevent further injury.
[0250] Another exemplary method of installing a tissue
augmentation patch 2210’ is provided for in FIGS. 30G-
30I, this time illustrating a piece of soft tissue 2230’, e.g.,
rotator cuff, being fixated to bone 2250’ using a double
row repair. Once the surgeon has access to the surgical
site and the tissue, bone, and tissue augmentation patch
have been prepared according to accepted surgical tech-
niques including those provided for herein, the surgeon
can install first and second medial anchors 2260a’,
2260b’ in the bone 2250’. The first and second medial
anchors 2260a’, 2260b’ have sutures 2212’, 2216’ asso-
ciated therewith. As shown in FIG. 30G, sutures 2212’
and 2216’ can have suture limbs 2212a’, 2212b’ and
2216a’, 2216b’ extending from the respective anchors
2260a’ and 2260b’, with the limbs being threaded through
the tissue 2230’, for example using one or more medial
stitches 2242a’, 2242b’.
[0251] The patch 2210’ can have similar properties as
the patch 2210 and can be threaded onto the suture limbs
2212a’, 2216a’ using techniques provided for throughout
the present disclosure. The patch 2210’ can subsequent-
ly be advanced in the direction D1 along the respective
suture limbs 2212a’, 2216a’, as shown in FIG. 30H, until
it is proximate the medial stitches 2242a’, 2242b’. After
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the patch 2210’ has been installed on the suture limbs
2212a’, 2216a’, the free end of each of the suture limbs
2212b’, 2216b’ can be placed over the patch 2210’ in an
X- or crossed configuration as shown in FIG. 30I. Then
the suture limbs 2212a’, 2216b’ can be installed into lat-
eral anchor 2262a’, and the suture limbs 2212b’, 2216a’
can be installed into lateral anchor 2262b’ in a lateral row
fixation. The suture limbs 2212a’, 2212b’, 2216a’, 2216b’
can then be tightened to secure the soft tissue 2230’ to
the bone 2250’ before the lateral anchors 2262a’, 2262b’
are fully fixed in the bone 2250’. The same benefits de-
scribed above with respect to the method of using the
patch 2210 are equally applicable to this embodiment of
using the patch 2210’. Further, the crossed nature of the
suture configuration provides additional stability for hold-
ing the tissue 2230’ at the desired location with respect
to the bone 2250’.
[0252] A further exemplary embodiment of installing a
tissue augmentation patch 2210" is illustrated in FIGS.
30J-L and can be used with either a single or double row
repair described above with regards to FIGS. 30F-I. The
illustrated patch 2210" has been threaded onto suture
limbs 2212a", 2216a" according to techniques provided
for throughout the present disclosure. The illustrated
method provides for forming collapsible loops 2212<",
2216<" and associated knots 2270a", 2270b" disposed
on a distal end 2210d" of the patch 2210". The collapsible
loops 2212<’, 2216<" and associated knots 2270a",
2270b" can be formed on respective suture limbs 2212a",
2216a" after the suture limbs have been threaded
through the patch 2210". In one exemplary embodiment
the knots can be, for example, sliding knots, figure eight
knots, or finger traps, among other knot types. The knots
2270a", 2270b" can be larger than the associated lumens
through which the suture limbs 2212a", 2212b" are
threaded through such that the knots 2270a", 2270b"
cannot be pulled through. The knots 2270a", 2270b" can
be formed after the patch 2210" has been advanced in
the direction D1 until it is proximate the soft tissue 2230".
[0253] After the loops 2212<", 2216<" have been
formed, the suture limb 2216b" can be guided through
the loop 2212<" and the suture limb 2212b" can be guided
through the loop 2216<", as illustrated in FIG. 30K. Once
the suture limbs 2212b", 2216b" have been threaded
through the suture loops 2212<", 2216<", the suture limbs
are beneficially maintained in a desired configuration.
The suture limbs 2212a", 2216b" can then be installed
into a lateral anchor 2262a", and the suture limbs 2212b",
2216a" can be installed into a lateral anchor 2262b" in a
lateral row fixation. At this point, the collapsible loops
2212<", 2216<" can be collapsed by the application of a
force on suture limbs 2212a", 2216a", thereby securing
suture limbs 2212b", 2216b" in an X- or crossed config-
uration as shown in FIGS. 30K and 30L. The suture limbs
2212a", 2212b", 2216a", 2216b" can then be tightened
to secure the soft tissue 2230" to the bone 2250" before
the lateral anchors 2262a", 2262b" are fully fixed in the
bone 2250". One benefit of the knots 2270a", 2270b" and

loops 2212<", 2216<" is that the patch 2210" can be pre-
vented from sliding laterally towards anchors 2262a",
2262b" and fixed relative to the bone 2250" and 2230".
By collapsing the loops 2212<", 2216<" around the su-
tures limbs 2212a", 2212b", 2216a", 2216b", unintention-
al sliding of the patch 2210" with respect to the sutures
limbs 2212a", 2212b", 2216a", 2216b" can be prevented.
The loops and knots can be beneficially applied to any
of the constructs provided for herein to prevent lateral
sliding and to retain the construct after implantation, in-
cluding but not limited to tissue augmentation blocks and
tissue augmentation patches.

Tissue Augmentation Constructs - Additional Tissue 
Augmentation Patches, Methods of Using the Same, and 
Methods of Manufacturing the Same

[0254] Another exemplary embodiment of a tissue
augmentation construct 2310 having a patch or scaffold
configuration is illustrated in FIG. 32A. As shown, the
tissue augmentation patch 2310 has a rectangular-
shaped body and is generally similar in nature and con-
struction to the tissue augmentation patch 2210. The
patch 2310 differs in that it includes additional lumens
2314a-2314d extending therethrough from a proximal-
most end 2310p to a distal-most end 2310d for having
threaders 2306a-2306d, and thus suture limbs 2312a,
2312b, 2316a, 2316b after operating the threaders
2306a-2306d, disposed therein. Optionally the threaders
2306a-2306d may not be used and the suture limbs
2312a, 2312b, 2316a, 2316b may be associated with the
patch 2310 using any technique provided for herein or
otherwise known to those skilled in the art. As shown in
FIG. 32A, the lumens 2314a, 2314d can be substantially
parallel to the sides of the patch 2310 that extend be-
tween the proximal-most end surface 2310p and the dis-
tal-most end surface 2310d, and the lumens 2314b,
2314c can form a substantially X-shaped or crossed con-
figuration. When the threaders 2306a and 2306b are as-
sociated with the patch 2310 in the illustrated embodi-
ment, or in other embodiments illustrated herein having
a patch with two threaders associated therewith, an in-
termediate portion 2307a of the first threader 2306a can
be disposed at a location that is more proximate to a first
side 2310a of the patch 2310 than a second, opposite
side 2310b of the patch and an intermediate portion
2307b of the second threader 2306b can be disposed at
a location that is more proximate to the second side
2310b than the first side 2310a. When the threaders
2306c and 2306d are also associated with the patch
2310, an intermediate portion 2307c of the third threader
can be disposed diagonally with respect to the patch 2310
such that a distal receiving end 2309c of the third threader
2306c is proximate to a distal receiving end 2309a of the
first threader 2306a, while a proximal handle 2308c of
the third threader 2306c is proximate to a proximal handle
2308b of the second threader 2306b, and an intermediate
portion 2307d of the fourth threader can be disposed di-
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agonally with respect to the patch 2310 such that a distal
receiving end 2309d of the fourth threader 2306d is prox-
imate to a distal receiving end 2309b of the second
threader 2306b, while a proximal handle 2308d of the
fourth threader 2306d is proximate to a proximal handle
2308a of the first threader 2306a.
[0255] A person skilled in the art will recognize that in
any embodiments in which multiple threaders are used
in conjunction with a construct, a location of the proximal
and distal ends of the threaders can be different than the
illustrated embodiments, depending, at least in part, on
the type of procedure being performed, the components
being used to perform the procedure, and the preferenc-
es of the user. Thus, in any illustrated embodiments, lo-
cations of the proximal and distal ends of the threaders
can be switched in other embodiments. Further, in any
of the illustrated embodiments, a location of any threader
with respect to a tissue augmentation construct prior to
using the threaders to associate a suture with the tissue
augmentation construct is considered a pre-installation
configuration, and after a threader has been used to as-
sociate a suture with a tissue augmentation construct
and subsequently removed, such a configuration is con-
sidered a post-installation configuration.
[0256] As shown, the patch 2310 has a length LP’ that
is substantially equal to a width WP’, and it also has a
thickness TP’. Further, the thickness TP’ can be greater
than a diameter of a filament or suture with which the
tissue augmentation patch 2310 is associated, e.g., the
suture limb 2312a. In other embodiments, the suture
limbs 2312a, 2312b, 2316a, 2316b can extend through
the lumens 2314a-2314d without necessarily having
been disposed in the lumens 2314a-2314d using thread-
ers. The limbs 2312a, 2312b, 2316a, 2316b can extend
in the same hybrid parallel and crossed configuration il-
lustrated and described with respect to the locations of
the threaders 2306a-2306d.
[0257] A person skilled in the art will recognize that the
dimensions of the length LP’, the width WP’, and the thick-
ness TP’ of the tissue augmentation patch 2310, as well
as a diameter of the bores 2314a-2314d, can depend on
a variety of factors, including but not limited to the size
of the filament with which it is to be associated, the anat-
omy of the patient, and the type of procedure being per-
formed. Alternatively, the patch 2310 can have any other
shape (e.g., rectangular, trapezoidal, ovoid, circular,
square, pentagonal, hexagonal, octagonal, etc.) and the
lumens 2314a-2314d can follow any path (e.g., they can
follow edges). The exemplary, non-limiting dimensions
provided above for the patch 2210 can also be applicable
to the size of the patch 2310, with the understanding that
other dimensions are possible. Likewise, a number of
techniques known to those skilled in the art can be used
to associate the patch 2310 with the suture limbs 2312a,
2312b, 2316a, 2316b, and the techniques described
above with respect to the patch 2210 can be adapted for
use in conjunction with the patch 2310. Thus, in view of
the present disclosures, a person having skill in the art

will understand how to operate the threaders 2306a-
2306d to associate the suture limbs 2312a, 2312b,
2316a, 2316b with the patch 2310.
[0258] One exemplary method of installing the patch
2310 is provided for in FIGS. 32B-32E. The illustrated
method provides for a piece of soft tissue 2330, e.g.,
rotator cuff, fixated to bone 2350. Either a single row or
a double repair can be used. Once the surgeon has ac-
cess to the surgical site and the tissue, bone, and tissue
augmentation patch have been prepared according to
accepted surgical techniques including those provided
for herein, the surgeon can perform single row repairs
2340a, 2340b of the tissue 2330 according to accepted
surgical techniques. Alternatively, one repair can be
made to the tissue 2330, or more than two repairs can
be completed. As shown in FIG. 32C, a first suture 2312
can be inserted into the tissue 2330 medially from the
repairs 2340a, 2340b such that two suture limbs 2312a,
2312b extend out from the tissue 2230, and likewise, a
second suture 2316 can be inserted into the tissue 2330
medially from the repairs 2340a, 2340b such that two
suture limbs 2316a, 2316b extend out from the tissue
2230. In the illustrated embodiment, the sutures 2312,
2316 are inserted into the tissue 2330 using mattress
stitches 2342a, 2342b, respectively, though other stitch-
es can be used.
[0259] As shown in FIG. 32D, the suture limbs 2312a,
2312b, 2316a, 2316b are threaded into lumens 2314a-
2314d, respectively, using techniques provided for
throughout the present disclosure, e.g., operating the
threaders 2306a-2306d, and the patch 2310 can be ad-
vanced along the respective suture limbs 2312a, 2312b,
2316a, 2316b until the proximal end 2310p is proximate
the medial stitches 2342a, 2342b. After the patch 2310
has been installed on the suture limbs 2312a, 2312b,
2316a, 2316b, the free end of each suture limb 2312a,
2316b can be secured within the body. For example, as
shown in FIG. 32E, the free ends of each suture limb
2312a, 2316b and 2312b, 2316a can be coupled to lateral
anchor 2362a and 2362b, respectively, in a lateral row
fixation. The suture limbs 2312a, 2312b, 2316a, 2316b
can then be tightened to secure the patch 2310 against
the repair 2340 before the lateral anchors 2360a, 2360b
are fully fixed in the bone 2350.
[0260] Another exemplary method of installing a tissue
augmentation patch 2310’ is provided for in FIGS. 32F-
32H, this time illustrating a piece of soft tissue 2330’, e.g.,
rotator cuff, being fixated to bone 2350’ using a double
row repair. Once the surgeon has access to the surgical
site and the tissue, bone, and patch have been prepared
according to accepted surgical techniques including
those provided for herein, the surgeon can install first
and second medial anchors 2360a’, 2360b’ in the bone
2350’. The first and second medial anchors 2360a’,
2360b’ have sutures 2312’, 2316’ associated therewith.
As shown in FIG. 32F, sutures 2312’ and 2316’ can have
suture limbs 2312a’, 2312b’ and 2316a’, 2316b’ extend-
ing from the respective anchors 2360a’ and 2360b’, with
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the limbs being threaded through the tissue 2330’, for
example using one or more medial stitches 2342a’,
2342b’.
[0261] The patch 2310’ can have similar properties as
the patch 2310 and can be threaded onto suture limbs
2312a’, 2312b’, 2316a’, 2316b’ using techniques provid-
ed for throughout the present disclosure. The patch 2310’
can subsequently be advanced along the suture limbs
2312a’, 2312b’, 2316a’, 2316b’ until the proximal end
2310p’ is proximate the medial stitches 2342a’, 2342b’,
as shown in FIGS. 32G and 32H. After the patch 2310’
has been installed on the suture limbs 2312a’, 2312b’,
2316a’, 2316b’, the free ends of each of the suture limbs
2312a’, 2316b’ and 2312b’, 2316a’ can then be installed
into respective lateral anchors 2362a’ and 2362b’ in a
lateral row fixation. The suture limbs 2312a’, 2312b’,
2316a’, 2316b’ can then be tightened to secure the patch
2310’ against the repair 2340’ before the lateral anchors
2360a’, 2360b’ are fully fixed in the bone 2350’. The same
benefits described above with respect to the method of
using the patch 2210’ are equally applicable to the em-
bodiments of using the patches 2310 and 2310’, including
the benefits resulting from the crossed nature of the su-
ture configuration. Additional benefits of these two em-
bodiments will also be clear to those having skill in the
art in view of the present disclosures.
[0262] The patch 2310 can be manufactured using a
number of different techniques, some of which have been
previously discussed above at least with regards to the
tissue augmentation blocks 10, 110 and other constructs.
The patch 2310, and thus also the patch 2310’, can be
made from any of the materials provided for above with
respect to the tissue augmentation blocks 10, 110, 3010,
3110, 310, and 410, and/or other constructs described
herein. In one exemplary embodiment of making a patch,
illustrated by FIGS. 32I and 32J, the material being used
to make the patch 2310 can be harvested or otherwise
acquired using the same techniques as described above
with respect to the patch 2210. As shown in FIG. 32I, the
piece of material 2320 can have a first end 2320a and a
second end 2320b with the width 2WP’ extending there-
between. Alternatively, the piece of material 2320 can
have any shape.
[0263] Once the piece of material 2320 has been cut
out, the two ends 2320a, 2320b, can be folded over ap-
proximately ¨ of the width 2WP’ away from the first and
second ends 2320a, 2320b, respectively, and brought
proximate to one another and subsequently attached to
each other, thereby forming the patch 2310. As shown
in FIG. 32J, the patch 2310 is stitched together to form
the folded patch. The stitching 2324a-2324d is performed
such that the two parallel lumens 2314a, 2314b are cre-
ated in combination with the X shaped lumens 2314c,
2314d. The first stitch 2324a can be substantially V-
shaped, having both ends located at the distal most end
2310d of the patch 2130 and the vertex of the V-shape
pointing towards the proximal most end 2310p of the
patch 2130. The second stitch 2324b can be substantially

V-shaped, having both ends located at the proximal most
end 2310p of the patch 2130 and the vertex of the V-
shape pointing towards the distal most end 2310d of the
patch 2130. The third and fourth stitches 2324c, 2324d
can be substantially triangular in shape and can be sub-
stantially mirror images of the other to define the lumens
2314a, 2314d. Alternatively, pins can be placed along
where the lumens 2314a-2314d are to be located, and
then the patch 2310 can be stitched together to manu-
facture the patch 2310. The pins can be removed once
the patch is manufactured. Further alternatively, in place
of stitches the material 2320 can be secured to itself with
the use of glue, collagen bond, staples, light curing, or
other techniques for attaching soft tissue to soft tissue
known to those skilled in the art and provided for through-
out the present disclosure.
[0264] In embodiments that include threaders predis-
posed in the patch 2310, threaders 2306a-2306d can be
inserted into the lumens 2314a-2314d before the two
ends 2320a, 2320b are attached, or after. The patch 2320
can be dried for packaging at any suitable point during
the manufacturing process. Further alternatives for form-
ing the patch 2310 in accordance with the present dis-
closures include but are not limited to harvesting a piece
of material and using pins to pierce or puncture it to create
the lumens 2314a-2314d, as described at least with re-
spect to FIGS. 30C-30E, and/or using a coring device or
tube to create the lumens 2314a-2314d, as described at
least with respect to FIGS. 26A-26I.
[0265] Many more configurations of patches and su-
tures are within the scope of the present disclosures.
Configurations can be derived from making adjustments
to various parameters or variables provided for and dis-
cussed throughout the present application. Some param-
eters or variables that can be changed to provide for var-
ious configurations include: (1) the number of layers used
to form the patch (e.g., one layer, two layers); (2) the
orientation of a first set of suture limbs with respect to
each other and the patch (e.g., across the patch in a
manner in which the limbs are not intersecting, across
the patch in a manner in which the limbs intersect each
other); (3) a location of a second set of suture limbs with
respect to the patch (e.g., on top of the patch, through
the patch); (4) the orientation of the second set of suture
limbs with respect to each other and the patch (e.g.,
across the patch in a manner in which the limbs are not
intersecting, across the patch in a manner in which the
limbs intersect each other); (5) the inclusion of one or
more "stitches" with the first set of suture limbs, referred
to herein as "loops" and "jogs," to fixate the patch with
respect to at least one suture limb; (6) whether the second
set of suture limbs is disposed in lumens formed in the
patch; (7) whether additional sutures are provided (e.g.,
medial center suture, lateral center suture); and (8) a
location of the first set of suture limbs with respect to the
second set of suture limbs (e.g., inside of the second set
of suture limbs, outside of the second set of suture limbs).
[0266] A small sample of some patch configurations
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illustrating options for the above-listed parameters or var-
iables is shown in FIGS. 33A-33E. Some configurations
can be better than others in aiding patch delivery and/or
aiding the attachment of the patch to soft tissue. One
skilled in the art will understand that the various param-
eters can be mixed and matched to arrive at a large
number of configurations, many of which are not explicitly
illustrated herein, but are derivable based on the under-
standing provided about each of the variables and the
constructs more generally as disclosed in the present
application. To assist in understanding some of the op-
tions associated with the above-listed parameters, each
parameter is discussed in more detail below with a limited
number of example configurations illustrated. However,
it is contemplated that the instant disclosure encompass-
es each discrete combination of parameters in conjunc-
tion with many of the different patch configurations pro-
vided for in the present disclosure. Further, like reference
numbers are used across each of the examples illustrat-
ed in FIGS. 33A-33E as the parameters are interchange-
able across various configurations using the same ma-
terials (e.g., patch, sutures, and anchors).
[0267] One parameter that can be changed to achieve
various patch configurations is the number of layers that
form each patch. For example, each patch can include
a single layer of material with lumens being formed in the
single layer for disposing suture limbs therethrough, as
illustrated in FIGS. 26D-26F, 30A, 30B, and 31A-31C.
The single layer can include a tissue-facing or tissue-
engaging surface, also referred to herein as a bottom
side 3410d of the patch 3410, and a second surface that
is opposed to the tissue-facing surface (e.g., the surface
that is visible in FIGS. 33A-33E), also referred to herein
as a top side 3410p of the patch 3410. Alternatively, each
patch can include two or more layers of material stitched
together to form a single patch with lumens being formed
between two or more layers for disposing suture limbs
therethrough, as illustrated in FIGS. 32A-32J. When a
second layer is used, each layer includes a tissue-facing
surface and a second surface that is opposed to the tis-
sue-facing surface. In such embodiments, the tissue-fac-
ing surface of the patch is formed by the tissue-facing
surface of the bottom, or more distal, patch, and the sec-
ond surface of the patch that is opposed to the tissue-
facing surface is formed by the second surface of the top,
or more proximal, patch. Even in patches that include
multiple layers, a lumen can be formed in a single layer.
In embodiments where the patch includes two layers, the
stitching can form lumens as described with reference to
FIGS. 32A-32J. For the sake of simplicity, a first set of
suture limbs 3412, 3414 and a second set of suture limbs
3416, 3418 will be referenced in the following discussion,
however a single set may be used. As discussed above,
in embodiments where two layers of material are used,
each layer can be formed from different materials to pro-
vide a variety of advantages, including but not limited to:
the overall thickness of the patch configuration may not
limited by a biological source, a level of cellular activity

can be controlled (e.g., a high tissue integration layer on
a tissue facing side and an adhesion barrier layer on the
opposite side), and other material characteristics can be
varied between each layer (e.g., toughness, biologic/syn-
thetic, thick/thin, high-/low-porosity, etc.).
[0268] As shown in FIG. 33A, two inverted mattress
stitches 3440a, 3440b can be formed in the soft tissue,
medial to any repairs (the repairs not being shown). More
particularly, a first suture 3411a can be used to form a
first inverted mattress stitch 3440a and a second suture
3411b can be used to form a second inverted mattress
stitch 3440b. The first mattress stitch 3440a can result
in suture limb 3412 and suture limb 3416 extending there-
from, and the second mattress stitch 3440b can result in
suture limb 3414 and suture limb 3418 extending there-
from. For the purposes of discussion only, suture limbs
3412 and 3414 are defined as a first set of suture limbs,
and suture limbs 3416 and 3418 are defined as a second
set of suture limbs. For the sake of simplicity, each of the
embodiments shown in FIGS. 33A-33E illustrates two
mattress stitches and therefore a discussion will not be
repeated for each figure.
[0269] Further, as shown in each embodiment, the su-
ture limbs 3412, 3414 of the first set of suture limbs are
generally through the patch 3410. This can include con-
figurations in which the suture limbs 3412, 3414 extend
through the patch 3410 for an entire length of the patch,
that is from the medial edge 3410M to the opposed lateral
edge 3410L, or configurations in which the suture limbs
3412, 3414 extend through the patch 3410 for a portion
of the length. Generally the suture limbs 3412, 3414 ex-
tend along a length that extends substantially between
the medial and opposed lateral edges 3410M, 3410L.
For example, as shown in FIG. 33D, the suture limbs
3412, 3414 do not extend the entire length of the patch
3410, but do extend a substantial portion of that length.
The substantial portion of the length can be at least about
50 percent of the length, or alternatively at least about
75 percent of the length, or further alternatively at least
about 90 percent of the length.
[0270] As the suture limbs 3412, 3414, and the suture
limbs 3416, 3418 are passed through the patch, they are
passed by leading a terminal end of the suture limb
through, above, and/or below a portion of the patch 3410.
The terminal end that is described as being passed
through the patch in the illustrated embodiments can be
considered a terminal lateral end since that is the end
that is being passed towards the lateral edge 3410L and
towards illustrated anchors 3460a, 3460b. When termi-
nal lateral ends are described as being coupled to an
anchor, a person skilled in the art will recognize that it is
not the terminal lateral end of the suture limb itself that
necessarily is attached to the anchor because when as-
sociating a suture with an anchor, the terminal end may
extend some distance beyond the anchor, for instance
as a result of tying the suture to the anchor. Thus, a de-
scription of a terminal lateral end of a suture limb being
attached or otherwise coupled to an anchor does not re-
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quire that the very end of the suture itself is touching or
coupled directly to the anchor. Rather, it just indicates
that some portion of that limb that a person skilled in the
art would understand in view of the present disclosure
qualifies as a terminal end of the system when forming
the patch-suture configuration is the described terminal
lateral end. Further, as shown, the anchors 3460a, 3460b
are disposed on opposite sides of a central longitudinal
axis 3410c extending between the medial and lateral
sides 3410M, 3410L of the patch 3410. Generally, when
the terminal lateral ends of the various suture limbs are
being associated with the anchor, the terminal lateral
ends can be described as being proximate to each other.
A person skilled in the art will recognize that even if the
terminal lateral ends are associated with different an-
chors on the same side of the scaffold, and/or associated
with one or more other fixtures (including but not limited
to bone, tissue, and medical implants) on the same side
of the scaffold, the terminal lateral ends of the suture
limbs on that side can still be described as being proxi-
mate to each other in view of the present disclosure.
[0271] A second parameter that can be changed to
achieve various patch configurations relates to the ori-
entation of the first set of suture limbs with respect to
each other and the patch. For example, each of the first
set of suture limbs 3412, 3414 can be disposed across
the patch 3410 from a medial edge 3410M to a lateral
edge 3410L in a manner such that the limbs do not in-
tersect each other, as shown in FIG. 33A. In the illustrated
embodiment, the limbs 3412, 3414 extend substantially
parallel to respective outer side edges 3410S, 3410T of
the patch 3410 and are disposed on separate halves of
the central longitudinal axis 3410c. This configuration can
provide for added securement of the edges 3410S,
3410T when the limbs 3412, 3414 are extended over the
edges. A person skilled in the art will recognize that the
limbs 3412, 3414 can be oriented in many other manners
with respect to each other and the patch 3410 without
causing them to intersect. For example, the first set of
suture limbs 3412, 3414 can be disposed across the
patch 3410 from the medial edge 3410M to the lateral
edge 3410L in a manner such that the limbs extend sub-
stantially straight across the patch 3410 and are thus
substantially parallel to one another. Examples of limbs
configured in such a manner are illustrated at least in
FIGS. 30A-30L (e.g., limbs 2212a and 2212b, limbs
2212a’ and 2216a’, and limbs 2212a" and 2216a").
[0272] In a further alternative, the first set of suture
limbs 3412, 3414 can be disposed across the patch 3410
from the medial edge 3410M to the lateral edge 3410L
in a manner such that the limbs do intersect each other.
For example, the limbs 3412, 3414 can be disposed
across the patch 34 10 to form an "X" configuration or
shape, like the limbs 2212b’ and 2216b’ of FIG. 30I, the
limbs 2312b, 2316b of FIGS. 32A-32E, the limbs 2312b’,
2316b’ of FIGS. 32F-32H, and limbs 3416 and 3418 of
FIG. 33B (which are described as the second set of limbs
but are referenced for purposes of generally showing an

intersecting configuration). This configuration can pro-
vide for a more distributed compression over a larger
area of the construct. A person skilled in the art will rec-
ognize that the limbs 3412, 3414 can be oriented in many
other manners with respect to each other and the patch
3410 while still intersecting each other. Further, to the
extent the limbs 3412, 3414 are described as being dis-
posed across the patch, they can extend across a top
surface of the patch, through the patch (e.g., through a
single layer, disposed between two layers), or a combi-
nation of both across the top surface of the patch and
through the patch. Additionally, the limbs 3412, 3414 do
not have to be oriented in a similar manner. For example,
the limb 3412 can extend substantially parallel to the out-
er side edge 3410S, or extend substantially straight
across the patch 3410 with the limb 3412 remaining on
one side of the central longitudinal axis 3410c, while the
limb 3414 extends more diagonally such that it crosses
over the central longitudinal axis 3410c.
[0273] A third parameter that can be changed to
achieve various patch configurations relates to a location
of a second set of suture limbs with respect to the patch.
For example, the second set of suture limbs 3416, 3418
can be disposed through the patch as they extend from
the medial edge 3410M to the lateral edge 3410L, similar
to the orientation of the limbs 2312b and 2316b and limbs
2312b’ and 2316b’ of FIGS. 32A-32J. Advantageously,
when at least one suture limb is disposed through the
patch, the patch can be more secure after installation.
Alternatively, the second set of suture limbs 3416, 3418
can be disposed over a top surface of the patch 3410,
similar to the orientation of the limbs 2212b and 2216b,
limbs 2212b’ and 2216b’, and limbs 2212b" and 2216b"
of FIGS. 30A-30L. In some instances, some portion of
any second limbs can extend through the patch while
some other portion extends on top of the patch, and the
configuration of this parameter for any limb does not have
to be the same as any other limb.
[0274] A fourth parameter that can be changed to
achieve various patch configurations relates to the ori-
entation of the second set of suture limbs with respect to
each other and the patch. For example, each of the sec-
ond set of suture limbs 3416, 3418 can be disposed
across the patch 3410 from the medial edge 3410M to
the lateral edge 3410L in a manner such that the limbs
do not intersect each other, or in a manner such that they
do intersect. Such configuration possibilities are similar
to those discussed above with respect to the second pa-
rameter, which was for the orientation of the first set of
suture limbs with respect to each other and the patch.
Further, in some instances the second suture limbs 3416,
3418 may not extend over or through the patch 3410, but
rather, may extend around and/or adjacent to the patch
3410. First suture limbs 3412, 3414 can also be config-
ured in a manner in which at least a portion of them extend
around and/or adjacent to the patch 3410 rather than on
top of or through the patch.
[0275] By way of non-limiting example, FIG. 33A illus-
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trates an embodiment in which the second set of limbs
3416, 3418 do not intersect and extend around and ad-
jacent to the patch 3410; thus, the limbs 3416, 3418 do
not extend over or through the patch 3410. By way of
further non-limiting examples, FIGS. 33C and 33E each
illustrate embodiments in which the second set of limbs
3416, 3418 do not intersect and extend on top of the
patch 3410. As shown in FIG. 33D, it is possible to com-
bine various orientations across the length extending be-
tween the medial and lateral edges 3410M and 3410L.
For example, as shown the limbs 3416, 3418 do not in-
tersect, but the orientation of the limbs with respect to
the patch 3410 changes as the limbs extend between
the medial and lateral edges 3410M and 3410L. More
particularly, as shown, a first portion 3416p1, 3418p1 of
each of the limbs 3416, 3418 extends around and/or ad-
jacent to the patch 3410, a second portion 3416p2,
3418p2 of each of the limbs 3416, 3418 extends on top
of the patch 3410, and a third portion 3416p3, 3418p3 of
each of the limbs 3416, 3418 extends through the patch
3410. The orientation of the first set of suture limbs 3412,
3414 can likewise have different configurations across
their length.
[0276] FIG. 33B, on the other hand, provides for an
embodiment in which the second set of suture limbs
3416, 3418 do intersect. As shown, the limbs 3416, 3418
are disposed across the patch 3410 (as shown, through
the patch), to form an "X" configuration or shape, like the
limbs 2212b and 2216b’ of FIG. 30I, the limbs 2312b,
2316b of FIGS. 32A-32E, and the limbs 2312b’, 2316b’
of FIGS. 32F-32H. An "X" configuration can provide for
a more distributed compression over a larger area of the
construct. A person skilled in the art will recognize that
the limbs 3416, 3418 can be oriented in many other man-
ners with respect to each other and the patch 3410 while
still intersecting each other. Further, while in the illustrat-
ed embodiment of FIG. 33B the limbs 3416, 3418 extend
through the patch 3410, they can also extend across a
top surface of the patch and/or around or adjacent to the
patch, or any combination thereof. Likewise, limbs ex-
tending through the patch can extend through a single
layer and/or be disposed between two layers.
[0277] A fifth parameter that can be changed to
achieve various patch configurations relates to the inclu-
sion of one or more "stitches" in conjunction with the first
set of suture limbs. As described in the present disclo-
sure, these "stitches" can be referred to as "loops," as
shown and described with respect to FIG. 33C, and
"jogs," as shown and described with respect to FIG. 33D.
As described in greater detail below, the stitches for loops
and jogs both involve passing a terminal end of the suture
limb through at least a portion of the patch (e.g., through
a proximal-most surface of the patch) and then to and
through the lateral edge of the patch. Loops can involve
the suture limb passing an entire length of the patch ex-
tending between the medial and lateral edges, while jogs
can involve the suture limb passing through a portion of
the length that is not necessarily the entire length (al-

though it can be a substantial portion of the length). The
loops and jogs are used to help fixate the patch with re-
spect to at least one suture limb.
[0278] As illustrated in FIG. 33C, a loop stitch or loop
3444a can be formed by passing a suture limb 3412 from
the bottom side 3410d of the patch 3410, which faces
the soft tissue 3430, to the top side 3410p of the patch
3410 at a location 3408a proximate to the medial edge
3410M. The location 3408a can be a preformed lumen,
or it can be a lumen formed while advancing the suture
limb 3412 through the patch 3410, for instance because
the material of the patch 3410 is braided such that the
limb 3412 can be passed through it. The patch 3410 can
include at least one lateral lumen 3407a, 3407b that ex-
tends from the medial edge 3410M to the lateral edge
3410L. Alternatively, the lumens 3407a, 3407b may not
be preformed or exist and may instead just be locations
within the patch 3410 through which filament can be
passed, for instance between two layers or through a
single layer that has a material conducive to having a
material passed therethrough. The suture 3412 can then
be threaded medially to enter the lumen 3407a at the
medial edge 3410M and extend through the lumen to the
lateral edge 3410L. Once tension is applied to the loop
3444a and the loop is brought into contact with the patch
3410, the suture limb 3412 can be fixed relative to the
patch 3410 such that the patch 3410 will not drift along
the suture 3412 after implantation. The loop 3444a can
also provide for additional stability during patch installa-
tion. This process can be repeated for suture limb 3414
to form a second loop stitch or loop 3444b. The loops
3444a, 3444b can be formed in vivo, or alternatively can
be formed before the patch is introduced into the surgical
site using patch delivery systems described below. The
free end of each suture limb 3412, 3416 and 3414, 3418,
also referred to herein as terminal lateral ends, can then
be secured within the body using techniques provided
for throughout the present disclosure. For example, as
shown in FIG. 33C, the free ends of each suture limb
3412, 3416 and 3414, 3418 can be coupled to lateral
anchor 3460a and 3460b, respectively, in a lateral row
fixation. The suture limbs 3412, 3414, 3416, 3418 can
then be tightened to secure the patch 3410 against the
repair before the lateral anchors 3460a, 3460b are fully
fixed in the bone 3450.
[0279] Alternatively, in place of a loop, the suture limb
3412 of the first set of suture limbs 3412, 3414 can be
used to form a jog. As illustrated in FIG. 33D, a jog stitch
or jog 3446a can be formed by passing the suture limb
3412 from the bottom side 3410d of the patch 3410 to
the top side 3410p of the patch 3410 at a location 3408a
proximate to the medial edge 3410M, and then advancing
the suture limb 3412 towards the outer edge 3410S be-
fore passing the suture limb 3412 back into the patch
3410 from the top side 3410p and towards the bottom
side 3410d. The suture limb 3412 can then be advanced
towards the lateral side 3410L. In the illustrated embod-
iment, the suture limb 3412 is passed through a lateral
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lumen 3407a that extends from the medial edge 3410M
to the lateral edge 3410L. Alternatively, the lumen 3407a,
and/or its illustrated counterpart lumen 3407b, may not
be preformed or exist and may instead just be locations
within the patch 3410 through which filament can be
passed, for instance between two layers or through a
single layer that has a material conducive to having a
material passed therethrough. Like with the embodiment
in FIG. 33C, the location 3408a can be a preformed lu-
men, or it can be a lumen formed while advancing the
suture limb 3412 through the patch 3410, for instance
because the material of the patch 3410 is braided such
that the limb 3412 can be passed through it. As shown,
the portion of the limb 3412 extending through the patch
3410 extends a substantial portion of the length of the
limb that extends between the medial and lateral edges
3410M and 3410L, but not the entire length.
[0280] When forming the jog 3446a, the suture 3412
can be advanced towards the outer edge 3410S any de-
sired distance based, at least in part, on the size of the
patch 3410 and desired configuration of the patch and
suture combination. By way of non-limiting example, in
some embodiments the jog 3446a can extend substan-
tially perpendicular to the central longitudinal axis 3410c
and can have a length approximately in the range of about
1.0 millimeters to about 5.0 millimeters away from the
location 3408a. Once tension is applied to the jog 3446a
and the jog 3446a is brought into contact with the patch
3410, the suture limb 3412 can thus be fixed relative to
the patch 3410 such that the patch 3410 will not drift
along the suture limb 3412 after implantation. The jog
3446a can also provide for additional stability during
patch installation. A second jog stitch 3446b can be
formed with the second limb 3414. The jog stitches
3446a, 3446b can be formed in vivo, or alternatively can
be formed before the patch 3410 is introduced into the
surgical site using patch delivery systems described be-
low. Alternately, the two sutures of the first set of sutures
3412, 3414 can be associated with the patch 3410 with
different stitches, or no additional stitches. Further, in
some instances, a combination of loops and jogs can be
used.
[0281] A sixth parameter that can be changed to
achieve various patch configurations relates to whether
the second set of suture limbs is disposed in lumens
formed in the patch, or alternatively, through portions of
the patch through which the first set of suture limbs is
passed. One illustration of such a configuration is illus-
trated in FIG. 33D. As shown, the second set of suture
limbs 3416, 3418 can be introduced into the respective
lumens 3407a, 3407b of the patch 3410, along with one
of the suture limbs 3412, 3414 of the first set of suture
limbs. This occurs at a location 3409a, 3409b that is lat-
eral to the medial edge 3410M of the patch 3410. This
configuration of the second set can provide for a further
securing of the patch in an anterior-posterior direction. A
person skilled in the art will recognize a location at which
the second, or first, set of suture limbs is disposed within

the patch 3410 can vary without departing from the spirit
of the present disclosure.
[0282] A seventh parameter that can be changed to
achieve various patch configurations is the inclusion of
additional sutures, such as central medial sutures or cen-
tral lateral sutures, to provide additional securement of
the patch at discrete locations from the lumens. For ex-
ample, as shown in FIG. 33E, one or more central medial
inverted mattress stitches 3470 can be made in the soft
tissue 3430 medial to the patch 3410. In the illustrated
embodiment, the stitch 3470 is approximately in-line with
the first and second mattress stitches 3440a, 3440b, al-
though other configurations, locations, and number of
stitches are possible without departing from the spirit of
the present disclosure. The central medial inverted mat-
tress stitch 3470 can be generally aligned with a center
of the patch 3410 in some instances, such as the illustrate
embodiment. The central medial stitch 3470 can result
in suture limbs 3472a, 3472b extending therefrom. The
suture limbs 3472a, 3472b can be disposed over a prox-
imal face 3410p of the suture patch 3410 and secured
with suture anchors 3460a, 3460b, respectively, accord-
ing to techniques provided for herein.
[0283] Alternatively, or in addition to the central medial
inverted mattress stitch 3470, a central lateral mattress
stitch 3474 can be pre-loaded onto the patch at a location
in the lateral half of the patch. Alternatively, the central
lateral mattress stitch 3474 can be formed in the patch
3410 in vivo. The central lateral mattress stitch 3474 can
be generally aligned with a center of the patch 3410. Like
the medial inverted mattress stitch, a number of different
configurations, locations, and number of stitches are pos-
sible, and in the illustrated embodiment the inverted mat-
tress stitch 3474 results in suture limbs 3476a, 3476b
extending from the patch 3410. In the illustrated embod-
iment, the suture limbs 3476a, 3746b are disposed over
the proximal face 3410p of the suture patch 3410 and
are additionally secured in suture anchors 3460a, 3460b.
Both the central medial stitch and lateral central stitch
can provide for additional compression of the patch
against the soft tissue to aid in healing. While the patch
3410 illustrated in FIG. 33E illustrates both a central me-
dial mattress stitch and a central lateral mattress stitch
in the same embodiment, in other embodiments only one
or neither may be provided. Further, other locations for
additional stitches are also possible without departing
from the spirit of the present disclosure.
[0284] An eighth parameter that can be changed to
achieve various patch configurations is a location of the
first set of suture limbs with respect to the second set of
suture limbs. More particularly, this parameter relates to
whether the limbs of the first set of suture limbs are dis-
posed inside or outside of the limbs of the second set of
suture limbs, where outside represents being further from
the central longitudinal axis 3410c. In the embodiments
illustrated in FIGS. 33A and 33D, the first set of suture
limbs is disposed inside of the second set of suture limbs,
while in the embodiments illustrated in FIGS. 33B, 33C,
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and 33E, the first set of suture limbs is disposed outside
of the second set of suture limbs. More particularly with
respect to FIG. 33D, the first set of suture limbs is dis-
posed inside the second set of suture limbs until they
converge at the location 3409a, at which point they are
substantially aligned. Thus, the orientation of the first set
of suture limbs with respect to the second set of suture
limbs can change between the medial and lateral edges
3410M, 3410L, including having some portion that is in-
side the other and some portion that is outside of the
other. Further, a person skilled in the art will recognize
that not each limb of the set of limbs needs to be disposed
in the same respect, meaning that some limbs of the first
set of limbs can be disposed inside of one or more limbs
of the second set of limbs, and likewise some limbs of
the first set of limbs can be disposed outside of one or
more limbs of the second set of limbs in the same patch
configuration.
[0285] Notably, most any of the aforementioned pa-
rameters or variables can be mixed and matched in one
or more patch configurations without departing from the
spirit of the present disclosure. Accordingly, there are
many different configurations that can result from the
present disclosure. The term "most any" is used because
a person skilled in the art will recognize that, depending
on the value of some of these parameters, some of the
other parameters may not be adjustable, and a person
skilled in the art will recognize as such in view of the
present disclosures and the skilled person’s knowledge.
FIGS. 33A-33E represent a small sampling of possible
configurations intended to illustrate various configura-
tions based on the eight parameters identified in the
present disclosure. Each of the illustrated configurations
can be used in conjunction with various procedures. FIG.
33C represents one particularly useful configuration in
that it provides for the stability provided for by the loops
3444a, 3444b, provides for a configuration in which the
first set of limbs are disposed approximately straight
through the patch 3410 to provide additional securement
of the edges 3410S, 3410T. Further, the configuration is
additionally particular useful because the second set of
limbs are disposed approximately straight (as opposed
to crossed in an "X" configuration or shape) over the
patch 3410 to aid in the medialization of the patch and
ease of tensioning of the limbs, the four limbs decrease
the likelihood of undesirable "cheese-wiring," and the
configuration does not include additional stitches or the
like, making it easier and/or quicker to perform than some
options that include additional stitches.
[0286] Still another exemplary embodiment of a tissue
augmentation construct 2410 having a patch or scaffold
configuration is illustrated in FIGS. 34A and 34B. As
shown, the patch 2410 has a rectangular-shaped body
having generally rounded corners. Alternatively, the
patch 2410 can have any shape, for example circular.
The patch 2410 can be disposed on or otherwise asso-
ciated with sutures 2412, 2416. As shown, the patch 2410
has a length LP" that is substantially equal to a width WP",

and it also has a thickness TP".
[0287] A person skilled in the art will recognize that the
dimensions of the length LP", the width WP", thickness
TP" of the augmentation patch 2410 can depend on a
variety of factors, including but not limited to the size of
the filament with which it is to be associated, the anatomy
of the patient, and the type of procedure being performed.
The exemplary, non-limiting dimensions provided above
for the patch 2210 can also be applicable to the size of
the patch 2410, with the understanding that other dimen-
sions are possible. Likewise, a number of techniques
known to those skilled in the art can be used to associate
the augmentation patch 2410 with the sutures 2412,
2416. Nevertheless, FIGS. 34A and 34B illustrate one
exemplary method for using suture threaders 2406a,
2406b to associate the patch 2410 with the sutures 2412,
2416.
[0288] As shown in FIG. 34A and 34B, the sutures
limbs 2412, 2416 are threaded to the patch 2410 at me-
dial locations 2411a, 2411b of the patch, respectively, to
secure the sutures 2412, 2416 relative to the patch 2410
in a pre-installation configuration. In the illustrated em-
bodiment the medial locations 2411a, 2411b are located
approximately midway between opposing sides 2410a,
2410b of the patch 2410, although other locations are
possible. The sutures 2412 and 2416 can be stitched, or
otherwise threaded, onto the patch 2410 such that two
suture limbs 2412a, 2412b and 2416a, 2416b, respec-
tively, extend from a proximal surface of the patch 2410.
The suture limb 2412a and 2416a can each have a first
portion that includes a hollow self-locking mechanism
2470a and 2470b having a lumen 2472a and 2472b ex-
tending therethrough. In the illustrated embodiment the
self-locking mechanisms 2470a, 2740b are finger-trap-
like configurations, although other self-locking mecha-
nisms provided for herein or otherwise known to those
skilled in the art in view of the present disclosures can
also be used.
[0289] The self-locking mechanisms 2470a and 2470b
can each have a length that is less than the distance
extending between the side 2410a of the patch 2410 and
the respective stitches 2411a and 2411b. The suture
threaders 2406a, 2406b can be inserted through the re-
spective self-locking mechanisms 2470a, 2470b such
that a proximal handle portion 2408a, 2408b is located
proximate to the respective medial locations 2411a,
2411b, and the distal suture-receiving ends 2409a,
2409b are located more proximate to the side 2410a than
the side 2410b. The suture limbs 2412a, 2416a can have
respective leading tails 2413a, 2413b extending from the
self-locking mechanisms 2470a, 2740b. As shown, the
leading tail 2413a, 2413b of each suture 2412, 2416 can
be threaded from a proximal side 2410p to the distal side
2410d of the patch 2410, at a location that is more prox-
imate to the side 2410a than the side 2410b. Further, as
illustrated, the suture limbs 2412b, 2416b are threaded
from the proximal side 2410p to the distal side 2410d of
the patch 2410, at a location that is more proximate to
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the side 2410b than the side 2410a, thereby forming trail-
ing tails. A person skilled in the art will recognize a variety
of other ways by which the patch 2410 can be associated
with the sutures 2412, 2416 without departing from the
spirit of the present disclosure.
[0290] FIGS. 34C-34J provide for one exemplary
method of installing the tissue augmentation patch 2410
to help secure a piece of soft tissue 2430, e.g., rotator
cuff, to bone 2450 using a single row repair 2432. Like
the many other methods provided for herein, the patch
2410 and related techniques can also be used in other
types of repairs, such as double row repairs. Once the
surgeon has access to the surgical site and the tissue,
bone, and tissue augmentation patch have been pre-
pared according to accepted surgical techniques includ-
ing those provided for herein, as shown in FIG. 34C, the
tissue 2430 can be fixed to the bone 2450 using a suture
2403 coupled to an anchor 2404 that inserted into the
bone 2450. While one suture 2403 and one anchor 2404
are shown, a plurality can be used in order to effectively
fix the tissue 2430 relative to the bone 2450. Further, in
the illustrated embodiment only the components associ-
ated with one of the threaders and sutures is visible be-
cause of the point of view illustrated, but a person skilled
in the art will understand that the other threader and su-
ture can be operated in a similar manner. Reference may
be made to both components, even though only one is
visible, for ease of description.
[0291] Once the tissue 2430 has been fixated to the
bone 2450, the leading tails 2413a, 2413b can be stitched
into the tissue, medial of the repair, as shown in FIG.
34D. In the illustrated embodiment, the leading tails
2413a, 2413b are threaded into, and back out of, the
tissue 2430 using, for example, a mattress stitch 2442a.
As shown in FIG. 34E, the leading tail 2413a can be cou-
pled to the suture-receiving end 2409a of the suture
threader 2406a, and the suture threader 2406a can be
subsequently operated as provided for in the present dis-
closure to advance the leading tail 2413a into the lumen
2472a of the self-locking mechanism 2470a. A similar
action can be taken with respect to the leading tail 24-13b
so that it becomes disposed in the lumen 2472b of the
self-locking mechanism 2470b, although, as indicated
above, this is not visible in the point of view illustrated.
After distal ends of the tails 2413a, 2413b have been
passed through the respective self-locking mechanisms
2470a, 2740b such that the distal ends are visible and
able to be grabbed by a user, as shown in FIG. 34F, the
threaders 2406a, 2406b can be disconnected from the
tails 2413a, 2413b and disposed of and/or prepared for
future use. In the illustrated embodiment, the self-locking
mechanisms 2470a, 2470b can operate such that the
respective leading tails 2413a, 2413b can only advance
in one direction, or can optionally be selectively lockable.
[0292] As shown in FIG. 34G, the operator can apply
a force FP to the leading tails 2413a, 2413b to advance
the patch 2410 towards the mattress stitch 2442a. More
specifically, as the force Fp is applied to the leading tail

2413a, a loop 2415a defined by the self-locking mecha-
nism 2470a is collapsed, as illustrated by the resulting
configuration in FIG. 34H. A similar result occurs when
the force Fp is applied to the leading tail 2413b.
[0293] The patch 2410 is an installed location, as
shown in FIG. 34H, when the repair 2432 has been cov-
ered by the patch 2410. More particularly, the illustrated
installed configuration shows that the side 2410a of the
patch 2410 is proximate to the mattress stitch 2442a. As
a result, when the side 2410b of the patch 2410 is coupled
to a location in the body, the patch 2410 is able to bend
over as shown and more securely protect and integrate
with the tissue 2430. This is because the patch 2410 can
stretch to provide for a tighter fit. The patch 2410, in com-
bination with the sutures 2412, 2416, operate together
as a single continuous suture or belt, which can better
share the load than using multiple stitches. A person
skilled in the art will recognize that other lengths of the
patch 2410, other locations for the medial stitches 2411a,
2411b, and other locations for a distal terminal end of the
self-locking mechanisms 2472a, 2742b, among other
factors, can be adjusted to achieve other installed con-
figurations in accordance with the present disclosures.
Alternatively, the patch 2410 can be located medial to
the repair 2432, or any other location that is desired for
a given procedure.
[0294] Any number of techniques for securing a loca-
tion of the side 2410b of the patch 2410 within the body
can be used, including those provided for herein. In the
illustrated embodiment, after the patch 2410 has been
installed onto the tissue 2430, as shown in FIGS. 34I and
34J, the leading tail 2413a and the trailing tail 2412b are
coupled to the anchor 2460a and the leading tail 2413b
and trailing tail 2416b are coupled to the anchor 2460b.
The leading tails 2413a, 2413b and the trailing tails
2412b, 2416b can then be tightened to secure the patch
2410 against the repair before the anchors 2460a, 2460b
are fully fixed in the bone 2450. Once the patch 2410 is
secured within the body, the patch 2410 does not gen-
erally flex much or move so that way the patch 2410 can
protect and heal in manners described throughout the
present application with respect to augmentation con-
structs generally. Alternatively, the trailing tails 2412b,
2416b can both be secured to the patch 2410 at a location
proximate the anchors 2406a, 2406b to allow for the
patch to stretch over the tissue.
[0295] In an alternative method, the leading tail 2413b
and the trailing tail 2412a can be coupled to the anchor
2460a and the leading tail 2413a and the trailing tail
2416b can be coupled to the anchor 2460b, as shown in
FIG. 34K. Such a configuration provides for a crossed
pattern that can provide benefits as described above
when discussing crossed patterns. In yet a further alter-
native embodiment, the leading tails 2413a, 2413b can
be cut proximate to where they exit the self-locking mech-
anisms 2470a, 2470b, respectively, such that only the
trailing tails 2412b, 2416b are secured into the anchors
2406a, 2406b, respectively. This is because in certain
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self-locking mechanism configurations, such as the fin-
ger-trap-like configuration illustrated, allows the trailing
tails 2412b, 2416b to carry the load. A person skilled in
the art, in view of the present disclosures, will further
recognize that various suture sizes and configurations
can be adjusted in view of the flexible patch 2410 to help
share the load.
[0296] The tissue augmentation patch 2410 can be
manufactured using a number of different techniques
which have been previously discussed above with re-
gards to tissue augmentation constructs, including but
not limited to the tissue augmentation patches 2210,
2310. Further, the patch 2410 can be made from any of
the materials provided for above with respect to the
patches 2210, 2310, including materials that promote
healing and tissue growth, for example collagen. As a
result, while the patient is healing from the procedure,
the patch can remodel into tendon-like tissue and inte-
grate with the underlying native tissue. The additional
coverage of tendon like tissue across the soft tissue can
increase the strength of the soft tissue to bone connection
and may prevent further injury.
[0297] Another exemplary embodiment of a tissue
augmentation construct 2510 having a patch or scaffold
configuration is illustrated in FIGS. 35A-35D. The patch
2510 has a shape and size similar to that of the patch
2410, and can be disposed on or otherwise associated
with sutures 2512a, 2512b, 2516a, 2516b. A number of
techniques provided for throughout the present disclo-
sure can be used to couple or otherwise associate the
patch 25 10 with the sutures 2512a, 2512b, 2516a,
2516b. As shown in FIG. 35A, the sutures 2512a, 2516a
are threaded to the patch 2510 at medial locations 2511a,
2511b of the patch, respectively, to secure the sutures
2512a, 2516a relative to the patch 2510. The medial lo-
cations 2511a, 2511b, can be similar to the comparable
medial locations 2411a, 2411b of the patch 2410, and
thus can lead to some of the same benefits described
above. The sutures 2512a, 2516a can be stitched or oth-
erwise fixed onto the patch 2510 such that the sutures
2512a, 2516a extend from a proximal surface of the patch
2510. First portions of the sutures 2512a, 2516a can each
include a hollow self-locking mechanism 2570a, 2570b
having a lumen 2572a, 2572b extending therethrough.
In the illustrated embodiment the self-locking mecha-
nisms 2570a, 2570b are finger-trap-like configurations,
although other self-locking mechanisms provided for
herein or otherwise known to those skilled in the art in
view of the present disclosures can also be used.
[0298] The self-locking mechanisms 2570a, 2570b
can have lengths that are less than the distance extend-
ing between the side 2510a of the patch 2510 and the
respective medial locations 2511a, 2511b. Suture
threader 2506a, 2506b can be inserted through respec-
tive lumens 2572a, 2572b of the self-locking mechanisms
2570a, 2572b and can be configured in a similar manner
as the suture threaders 2406a, 2406b described above.
The sutures 2512a, 2516a can include leading tails

2513a, 2513b which, as shown, can extend respectively
from the self-locking mechanisms 2570a, 2570b. As
shown in FIGS. 35A and 35B, the leading tails 2513a,
2513b are threaded from a proximal side 2510p to the
distal side 2510d of the patch 2510, at a location that is
proximate to the side 2510a of the patch 2510.
[0299] Unlike the previous embodiment of the tissue
augmentation construct 2410 in which the trailing tails
were part of the filament used to form the self-locking
mechanisms and the leading tails, trailing tails of the tis-
sue augmentation construct 2510 are separate filaments
that are not part of the filaments used to form the self-
locking mechanisms 2570a, 2570b or the leading tails
2513a, 2513b. As shown, the suture 2512b is a trailing
tail that includes a mattress stitch at a location that is
proximate to the side 2510b of the patch 2510, and the
suture 2516b is a trailing tail that includes a simple stitch
at a location that is also proximate to the side 2510b.
More particularly, each of the trailing tails 2512b and
2516b pass from a proximal side 2510p of the patch 2510
to a distal side 2510d of the patch 2510. By providing
separate leading and trailing tails, a user can have addi-
tional control over the construct 2510 since the tails can
operate independently. It can, for example, enhance the
stretching of the construct 2510 that occurs at either end
2510a, 2510b. Notably, this embodiment illustrates some
non-limiting ways by which sutures can be associated
with tissue augmentation constructs, and thus in other
embodiments both trailing tails 2512b, 2516b can use
similar stitches. A person skilled in the art will recognize
a variety of other ways by which the patch 2510 can be
associated with the sutures 2512a, 2512b, 2516a, 2516b
without departing from the spirit of the present disclosure.
[0300] The method of installing the tissue augmenta-
tion patch 2510, which is illustrated in FIGS. 35C and
35D by way of an installed configuration, can be similar
to the method described above with respect to the patch
2410, and the installed configuration is illustrated without
including the steps leading thereto. As shown, the medial
locations 2511a, 2511b of the patch 2510 are proximate
to an edge of the tissue 2530, and the edge 2510b is
disposed proximate to anchors 2560a, 2560b by way of
the trailing tails 2512b, 2516b being coupled and tight-
ened thereto. Alternatively, the patch 2510 can be locat-
ed medial to the repair, or any other location that is re-
quired for the procedure.
[0301] Yet another exemplary embodiment of a tissue
augmentation construct 2610 haivng a patch or scaffold
configuration is illustrated in FIGS. 36A-36I. The patch
2610 has a shape and size similar to that of the patches
2410 and 2510, and can be disposed on or otherwise
associated with sutures 2612, 2616. A number of tech-
niques provided for throughout the present disclosure
can be used to couple or otherwise associate the patch
2610 with the sutures 2612, 2616. As shown in FIG. 36A,
the sutures limbs 2612, 2616 are threaded into the patch
at medial locations 2611a, 2611b of the patch 2610, re-
spectively, to secure the sutures 2612, 2616 relative to
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the patch 2610. The medial locations 2611a, 2611b, can
be similar to the comparable medial locations 2411a,
2411b of the patch 2410, and thus can lead to some of
the same benefits described above.
[0302] The suture 2612 can be stitched or otherwise
fixed onto the patch 2610 such that two suture limbs
2612a, 2612b extend from a proximal surface 2610p of
the patch 2610. Each of the suture limbs 2612a and
2612b can have a first portion that includes a hollow self-
locking mechanism 2670a, 2670b having a lumen 2672a,
2672b extending therethrough, respectively. In the illus-
trated embodiment the self-locking mechanisms 2670a,
2670b are finger-trap-like configurations, although other
self-locking mechanisms provided for herein or otherwise
known to those skilled in the art in view of the present
disclosures can also be used.
[0303] The self-locking mechanisms 2670a, 2670b
can have lengths that are less than the distance extend-
ing between the respective sides 2610a, 2610b of the
patch 2610, as shown, and the medial location 2611a.
Suture threaders 2606a, 2606b can be inserted through
respective lumens 2672a, 2672b of the self-locking
mechanisms 2670a, 2672b and can be configured in a
similar manner as the suture threaders 2406a, 2406b
described above. The suture limbs 2612a, 2612b can
include leading tails 2613a, 2613b which, as shown, can
extend respectively from the self-locking mechanisms
2670a, 2670b. As shown in FIGS. 36A and 36B, the lead-
ing tails 2613a, 2613b are threaded from the proximal
side 2610p to the distal side 2610d of the patch 2610, at
location that are proximate to the respective sides 2610a,
2610b of the patch 2610.
[0304] The suture 2616 can be stitched or otherwise
fixed onto the patch 2610 in substantially the same man-
ner as the suture 2612, and thus includes self-locking
mechanisms 2670c, 2670d associated with suture limbs
2616a, 2616b, with the self-locking mechanisms 2670c,
2670d having leading tails 2613c, 2613d extending there-
from, respectively. As shown in FIG. 36A, the resulting
patch 2610 can be symmetrical with regards to a first axis
A1 and a second axis A2. A person skilled in the art will
recognize a variety of other ways by which the patch 2610
can be associated with the sutures 2612, 2616 without
departing from the spirit of the present disclosure.
[0305] FIGS. 36C-36I provide for one exemplary meth-
od of installing the tissue augmentation patch 2610 to
help secure a piece of soft tissue 2630, e.g., rotator cuff,
to bone 2650 using a single row repair. Like the many
other methods provided for herein, the patch 2610 and
related techniques can also be used in other types of
repairs, such as double row repairs. Once the surgeon
has access to the surgical site and the tissue, bone, and
tissue augmentation patch have been prepared accord-
ing to accepted surgical techniques including those pro-
vided for herein, as shown in FIG. 36C, the tissue 2630
can be fixed to the bone 2650 using a suture 2603 cou-
pled to an anchor 2604 that inserted into the bone 2650.
While one suture 2603 and one anchor 2604 are shown,

a plurality can be used in order to effectively fix the tissue
2630 relative to the bone 2650. Further, in the illustrated
embodiment only the components associated with one
of the sutures is visible because of the point of view il-
lustrated, but a person skilled in the art will understand
that the other suture and related components can be op-
erated in a similar manner.
[0306] Once the tissue 2630 has been fixated to the
bone 2630, the leading tails 2613a, 2613c can be stitched
into the tissue, medial of the repair, as shown in FIG.
36C. As shown, the leading tail 2613a is threaded into,
and back out of, the tissue 2630 using, for example, a
mattress stitch 2642a. The leading tail 2613a can then
be coupled to the distal suture-receiving end 2609a of
the suture threader 2606a, and the suture threader 2606a
can be subsequently operated as provided for in the
present disclosure to advance the leading tail 2613a into
the lumen 2672a of the self-locking mechanism 2670a,
thereby forming a loop 2615a. After the distal end of the
tail 2613a has been passed through the self-locking
mechanisms 2670a such that the distal end is visible and
able to be grabbed by a user, as shown in FIG. 36D, the
threader 2606a can be disconnected from the tail 2613a
and disposed of and/or prepared for future use. In the
illustrated embodiment, the self-locking mechanism
2670a can operate such that the leading tail 2613a can
only advance in one direction, or can optionally be se-
lectively lockable. The leading tail 2613c can be similarly
threaded through the self-locking mechanism 2670c, in
conjunction with the threader 2606c.
[0307] An anchor 2660a can be inserted into the bone
2650, laterally offset from the repair anchor 2604, having
a collapsible loop 2662a and a tensioning tail 2664a as-
sociated therewith. The tensioning tail 2664a can be used
to collapse the collapsible loop 2662a towards the anchor
2660a. The leading tail 2613c can be similarly threaded
through the self-locking mechanism 2670c, and a second
lateral anchor 2660b (FIG. 36I) and collapsible loop (not
visible) can be similarly installed into the bone 2650.
[0308] As shown in FIGS. 36E and 36F, the trailing tail
2613b can be looped through the collapsible loop 2662a
and then coupled to the distal suture-receiving end 2609b
of the suture threader 2606b. The suture threader 2606b
can be subsequently operated as provided for in the
present disclosure to advance the trailing tail 2613b into
the lumen 2672b of the self-locking mechanism 2670b,
thereby forming a loop 2615b. After the distal end of the
tail 2613b has been passed through the self-locking
mechanisms 2670b such that the distal end is visible and
able to be grabbed by a user, as shown in FIG. 36F, the
threader 2606b can be disconnected from the tail 2613b
and disposed of and/or prepared for future use. In the
illustrated embodiment, the self-locking mechanism
2670b can operate such that the leading tail 2613b can
only advance in one direction, or can optionally be se-
lectively lockable. The leading tail 2613d can be similarly
threaded through the self-locking mechanism 2670d, in
conjunction with the threader 2606d.
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[0309] As shown in FIG. 36G, the collapsible loop
2662a can be collapsed towards the anchor 2660a,
thereby bringing a portion of the loop 2615b towards an-
chor 2660a. The trailing tail 2613d can be similarly looped
through a collapsible loop (not shown) associated with
the anchor 2660b to bring a portion of that collapsible
loop towards the anchor 2660b, as seen at least in FIG.
36I.
[0310] As shown in FIG. 36H, the operator can apply
a force FP to the leading tail 2613a, trailing tail 2613b,
leading tail 2613c, and trailing tail 2613d to advance the
patch 2610 towards the repair. The patch 2610 is in an
installed location, shown in FIG. 36H, when the repair
has been covered by the patch 2610, similar to the in-
stalled configuration described above with respect to the
patch 2410, and when slack in the loops 2615a-2615d
has been removed. Thus, adjustments to positioning of
the patch 2610 and related components can also be
achieved in manners similar as described with respect
to the patch 2410. After the patch 2610 has been installed
onto the tissue 2630, as shown in FIGS. 36H and 36I,
the excess portion of the tails 2613a-2613d that extend
out of the self-locking mechanisms 2670a-2670d can be
cut to remove excess material.

Tissue Augmentation Patch Delivery Tools

[0311] Tools that aid in the delivery and suture man-
agement of tissue augmentation constructs can reduce
the complexity and time involved with the procedures are
also provided for in the present disclosure. Some such
tools, including threaders and the installation tool 200’,
are provided for above. The disclosure in this section
focuses on some delivery tools that can be used in con-
junction with patches or scaffolds, although a person
skilled in the art will recognize how many different con-
structs provided for herein can be used in conjunction
with various delivery tools and systems provided for here-
in without departing from the spirit of the present disclo-
sure. In other words, just because the disclosures pro-
vided below primarily illustrate delivery tools used in con-
junction with patches or scaffolds, other tissue augmen-
tation constructs can also be used in conjunction with
delivery tools of the nature provided for, even if some
modifications by a skilled person would be desirable
and/or necessary to accommodate the different config-
urations. Such modifications would be possible in view
of the present disclosures and knowledge of the skilled
person. The tools for delivering scaffolds as illustrated
include construct management folding cards (FIGS. 37A-
37E), construct management release cartridges (FIGS.
38A-38E), construct management deconstructable box-
es (FIGS. 39A-39F), construct management boxes con-
figured to mount to a cannula (FIG. 40), and construct
delivery insertion tools (FIGS. 41A-41E and 42A-42C).
[0312] One exemplary embodiment of a construct
management folding card is illustrated in FIGS. 37A-37E.
As shown in FIG. 37A, a construct management folding

card 3520 can secure or otherwise hold a patch or scaf-
fold 3510 having threaders 3509a-3509d disposed in the
patch for implantation at a surgical site. The card 3520
can include a bottom patch securing portion 3524 and a
top flap 3522. The top flap 3522 can be folded over, as
shown along a crease 3526, the bottom portion 3524 to
protect the patch 3510 and threaders 3509a-3509d dur-
ing transport. While in the illustrated embodiment the
card 3520 utilizes a folding configuration with a crease
to protect the patch, many other configurations of a card
that protects the patch can be used without departing
from the spirit of the present disclosure, including em-
bodiments provided for herein or otherwise derivable
therefrom. For example, the bottom portion 3524 and the
top flap 3522 can be separate pieces that are coupled
together using any number of techniques known to those
skilled in the art. The card 3520 can be formed of any
suitable material including plastics, cardboard, and met-
als.
[0313] A plurality of threaders for associating filament
with the patch 3510 are also provided. The threaders can
include a tab or handle 3508a-3508d, a filament 3507a-
3507d attached therethrough, and a loop 3506a-3506d
at the end of the filament. For example, a suture limb can
be associated with the loop and a user can draw the
filament, and therefore the loop and suture limb associ-
ated therewith, through the patch by grasping the tab. In
some embodiments, the threaders 3509a-3509d can be
disposed through the patch 3510 in a manner that ena-
bles the suture limbs 3512a, 3514a to form loops 3540a,
3540b at the medial edge 3510M of the patch 3510, like
the loops 3440a, 3440b illustrated in FIG. 33C. Any
number of patch-threader and patch-filament configura-
tions are possible for the construct, and in the illustrated
embodiment the filament 3507a of the first threader
3509a is disposed in the patch 3510 approximately par-
allel to a first outer side edge 3510a of the patch 3510,
and the filament 3507b of the second threader 3510b is
disposed in the patch 3510 at an approximately 45 de-
gree angle relative to the filament 3510a. The third and
fourth threaders 3510c, 3510d, and their associated fil-
aments 3507c, 3507d, are disposed proximate the sec-
ond outer side edge 3510b of the patch in a similar fashion
as shown.
[0314] In use, as shown in FIGS. 37B-37E, once the
surgeon has access to the surgical site, for example
through the cannula 3590, and the surgical site has been
prepared according to accepted surgical techniques, the
suture limbs 3512a, 3512b, 3514a, 3514b can be brought
outside the patient through the cannula 3590. The top
flap 3522 of the card can be unfolded to expose the patch
3510 and the suture threaders 3509a-3509d. As dis-
cussed above, a loop 3540a can be formed by first in-
serting the suture limb 3512a through the second thread-
er 3509b and pulling the threader in a direction PI from
a distal side 3510d to a proximal side 3510p of the patch
3510, as shown in FIG. 37B. The suture limb 3512a can
then be disposed through the first threader 3509a and
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advanced through a lumen, not shown, from the medial
edge 3510M of the patch to the lateral edge 3510L of the
patch in a direction P2 , as shown in FIG. 37C.
[0315] As illustrated in FIG. 37D, the top flap 3522 can
be removed from the card 3520 and the card 3520 can
be turned over to provide access to the threaders 3509c,
3509d. In the illustrated embodiment, access is initially
limited to the first two threaders 3509a, 3509b to prevent
a user from unintentionally associating the suture limb
3512a with threaders 3509c, 3509d. Alternatively, the
card 3520 may not include the top flap 3522 thereby pro-
viding access to all of the threaders 3509a-3509d at the
same time. In the illustrated embodiment, the flap 3522
is detached along the crease, for instance by providing
a perforation along the crease, although many tech-
niques known to those skilled in the art for separating
one portion of a card or paper from another can be used.
Suture 3514a can be threaded through the patch 3510
using threaders 3509c, 3509d to create a second loop
3540b using the technique provided for suture 3512a.
Once the suture limbs 3512a, 3514a have been threaded
into the patch 3510, as shown in FIG. 37E, the patch
3510 can be removed from the bottom portion 3524 and
can be introduced into the surgical site to complete the
repair, according to accepted surgical techniques includ-
ing those provided for herein. Slack in suture limbs
3512a, 3514a can be created when introducing the patch
construct into the surgical site. The suture limbs 3512a,
3512b, and 3514a, 3514b, respectively, are part of single
sutures that can be disposed in the soft tissue with an
inverted mattress stitch, not shown. The loop stitches
3540a, 3540b can fix the respective suture limbs 3512a,
3514b relative to the patch. As such, application of force
F on one of the suture limbs 3512b, 3514a of each pair
can remove slack from the other limbs 3512a, 3514a of
the pair as the suture slides through the mattress stitch.
Thus, the slack, not shown, can be reduced by applying
the force F on the two free suture limbs 3512b, 3514b to
pull slack out of the surgical site. In alternative embodi-
ments, the threaders 3509a-3509d can be disposed
through the patch 3510 in many other configurations, in-
cluding but not limited to those provided above, to create
any of the aforementioned configurations (e.g., forming
a jog instead of a loop). Further, although a patch 3510
is shown, any construct can be advantageously used with
the construct management cards of the nature described
with respect to FIGS. 37A-37E. The construct manage-
ment folding card 3520 can be disposed after use or re-
used as provided for herein.
[0316] One exemplary embodiment of a construct
management release cartridge is illustrated in FIGS.
38A-38D. As shown, a construct management release
cartridge 3620 can secure or otherwise hold a patch or
scaffold 3610 having threaders 3609a, 3609b disposed
in the patch for implantation at a surgical site. The car-
tridge 3620 can releasably secure the patch 3610 and
its associated threaders 3609a, 3609b by using a release
mechanism 3660 to expose the patch 3610. The release

mechanism 3660 can advantageously prevent the con-
struct 3610 from being released before the user is ready
to insert the construct 3610. In the illustrated embodi-
ment, the cartridge 3620 includes two threaders 3609a
3609b configured to thread suture limbs 3612a, 3612b
through the construct. For example, a single threader
3609a can be used to thread a single suture limb 3612a
into the patch. The threader 3609a can have a 3608a
handle disposed on a first side 3620a of the cartridge
3620 and a suture receiving end 3607a exiting on a third
side 3620c. The intermediate portion of the threader
3609a can be disposed in a track 3624a of the cartridge
3620. The track 3624a can define a path for forming a
loop when a suture limb 3612a is disposed through the
patch 3610, similar to the loop of FIG. 33C. Alternatively,
a single threader, or more than two threaders, can be
disposed through the patch 3610. As shown in the illus-
trated embodiment, the second threader 3610b can sim-
ilarly have a handle 3608b disposed at the first side 3620a
of the cartridge and a suture receiving end 3607b exiting
on a fourth side 3620d. The second threader 3609b can
be disposed in a second track 3624b.
[0317] The release mechanism 3660 can be disposed
proximate a second side 3620b, which can be opposite
a first side 3610a. The release mechanism 3660 can gen-
erally include a release button 3662 and retaining fea-
tures 3664a, 3664b. As illustrated in FIG. 38C, the re-
lease button 3662 and retaining features 3664 can be a
unitary piece that can be actuated to move in a proximal/
distal direction D. In one embodiment, as shown in FIG.
38C, the retaining features 3664a, 3664b can be J or
hook shaped to retain the threader or suture limb in the
cartridge. For example, the distal end 3665a, 3665b of
the retaining feature 3664a, 3664b can, in a locked con-
figuration, be disposed against the distal side 3620d of
the cartridge such that the suture limb 3612a is retained
by the cartridge 3620. Upon actuation of the release but-
ton 3662, the distal ends 3665a, 3665b of the retaining
features 3664a, 3664b can be offset from the distal side
3620d to permit the suture limbs to be released. The re-
lease button 3662 can be disposed on the proximal side
3620p of the cartridge and the retaining features 3664a,
3664b can be disposed on the distal side 3620d of the
cartridge. The retaining features 3664a, 3644b can retain
the patch 3610 in the cartridge by holding the threaders
3609a, 3609b, or suture limbs 3612a, 3612b, until the
operator is ready to install the patch 3610. An alternative
release mechanism 3660’ is illustrated in FIG. 38D and
can include a pivotable release button 3662’ that can flex
in a direction D to release a suture limb 3612a, shown in
phantom. The cartridge 3620’ can include a proximal por-
tion 3620p’ that has an approximately 10 degree draft to
aid guiding a suture 3612a during release. The alterna-
tive cartridge 3620’ can further include an overhang 3666’
that can prevent accidental release.
[0318] In use, first and second suture limbs 3612a,
3612b can be threaded onto the patch 3610 by applica-
tion of a force on the handles 3608a, 3608b of the re-
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spective threaders 3609a, 3609b using techniques pro-
vided for throughout the present disclosure. Once the
first and second suture limbs 3612a, 3612b have been
threaded into the patch 3610, for instance, by forming
loops (not shown), the limbs 3612a, 3612b can be re-
tained in the cartridge 3620 by the retaining features
3664a, 3664b. A user can then activate the release button
3662 to disengage the retaining features 3664a, 3664b
to free the loops, and thus the patch 3610, from the car-
tridge 3620. The patch 3610 and suture limbs 3612a,
3612b can then be advanced into the surgical site and
the soft tissue repair can be completed using techniques
provided for throughout the present disclosure or other-
wise known to those skilled in the art.
[0319] An alternative construct delivery cartridge 3720
similar to the cartridge 3620 of FIGS. 38A-38D is illus-
trated in FIGS. 38E and 38F. Similar to the cartridge
3620, cartridge 3720 can retain a patch 3710 and thread-
ers, as shown two threaders 3709a, 3709b disposed in
threading tracks 3724a, 3724b. In an alternative to the
release mechanisms 3660, 3660’, the cartridge consists
of a bottom portion 3720a and a top patch retaining por-
tion 3720b. Once the suture limbs (not shown) are thread-
ed into the patch 3710 using techniques provided for
throughout the present disclosure or otherwise known to
those skilled in the art in view of the present disclosure,
the top patch retaining portion 3720a of the cartridge can
be removed from the bottom retaining portion 3720b to
release the patch 3710 and suture limbs from the car-
tridge 3720, as shown in FIG. 38F. For example, in some
embodiments, a finger hold 3780 can be disposed on the
top portion 3720a to provide a user a means for releasing
the top portion 3720a from the bottom portion 3720b. Any
number of configurations for attaching one component
to another can be used to releasable couple the top por-
tion 3720a to the bottom portion 3720b, including but not
limited to any number of male-female mating elements.
For example, the top portion 3720a can include a retain-
ing lip on a distal surface, not shown, that can retain the
bottom portion 3720b. Alternatively, the top portion
3720a and the bottom portion 3720b can be releasable
coupled via an interference fit. The patch 3710 and suture
limbs can then be advanced into the surgical site and the
soft tissue repair can be completed using techniques pro-
vided for throughout the present disclosure.
[0320] The threaders provided for with respect to the
delivery tools of FIGS. 37A-38F, as well as provided for
elsewhere in the present disclosure, can have a number
of different configurations. FIGS. 38G and 38H provide
for one, non-limiting exemplary embodiment. As shown,
the threader 3809 has a handle 3807 associated with an
intermediate portion 3810 that includes a suture receiving
end 3808. The intermediate portion 3810 can be manu-
factured from a flexible strand of nylon, or other flexible
and durable materials. In some instances, the interme-
diate portion 3810 can be formed from a doubled over
thread having a first half 3810a and a second half 3810b.
The handle portion can have any shape that is ergonom-

ically designed to aid a user in removing the threader
3809 from an associated construct. The handle can in-
clude a plurality of ridges 3830a-3830c that can extend
across the handle 3807 to provide a user added grip.
Alternatively, the handle 3807 can include any number
of ridges or other surface features to enhance the grip of
a user on the handle. In the illustrated embodiment, the
handle portion 3807 has three lumens 3804a-3804c ex-
tending from a first side 3807a to a second side 3807b.
The openings 3806a-3806c of the lumens 3804a-3804c
on the second side 3807b can be formed in a recess
3830, as shown in FIG. 38H. The lumens and openings
help allow the intermediate portion 3810, and thus the
suture receiving end 3808, to be associated with the han-
dle portion 3807, as illustrated. Further, the handle can
include a notch 3832 formed between the first and second
lumens 3804a, 3804b for retaining the intermediate por-
tion 3810.
[0321] To manufacture the threader 3809, the free end
3810f of the intermediate portion 3810 can be threaded
from the first side 3807a of the handle 3807 through first
lumen 3804a to the second side 3807b of the handle.
The intermediate portion 3810 can then be threaded into
the second lumen 3804b from the second side 3807b of
the handle thereby creating a first loop 3812a. The free
end 3810f can be then threaded through the second lu-
men 3804b to the first side 3807a of the handle, into the
third lumen 3804c, over the first end 3807a, through to
the second side 3807b of the handle. The free end 3810f
of the intermediate portion can then be threaded through
the first loop 3812a. Tension can be applied to suture
receiving end 3808 of the intermediate portion 3810 to
tighten the portion of the intermediate portion 3810
threaded through the handle 3807 until the slack has
been removed. When the slack has been removed, the
free end 3810f of the intermediate portion can be locked
in place in the notch 3832. The portion of the intermediate
portion 3810 that is disposed on the second side 3807b
of the handle 3807, after the slack has been removed,
can be disposed entirely in the recess. The first loop
3812a and the locked portion of the free end 3810f can
be disposed in the notch 3830 without the need for any
additional knots or retaining features. Advantageously,
the intermediate portion 3810 of the threader 3809 can
easily be replaced due to wear.
[0322] One exemplary embodiment of a construct
management deconstructable box 3920 is illustrated in
FIGS. 39A-39F. The box 3920 can be configured to se-
cure a construct, such as a patch or scaffold 3910, to
enable the construct to be easily associated with opera-
tive sutures, as shown sutures 3912a, 3912b, 3914a,
3914b. The box 3920 can generally include a base por-
tion 3924, a first top compartment 3922a, a second top
compartment 3922b, and a retaining button 3926. The
box 3920 can be configured to hold the patch 3910 and
one or more threaders within in it, and in the illustrated
embodiment the box 3920 has two threaders 3909a,
3909b disposed within it. The patch 3910 can be pre-
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threaded with the first and second threaders 3909a,
3909b and two suture limbs 3918a, 3918b. The patch
3910 can be initially retained in the box 3920 by the first
and second top compartments 3924a, 3924b and the
push button 3926. The slots 3924a, 3924b can be dis-
posed along a top surface of the respective first and sec-
ond top compartments 3922a, 3922b proximate a first
side 3920a of the box 3920. The handles of the threaders
3909a, 3909b can be accessible from the second side
3920b of the box 3020. The two suture limbs 3918a,
3918b can be retained in securing slots 3928a, 3928b
disposed in the respective first and second top compart-
ments 3924a, 3924b. The retaining button 3926 can be
pushed inward to retain the patch 3910 in the box during
the threading operation. For example, when the button
3926 is actuated, the button can be retained in the bottom
portion 3924. In some embodiments, the retaining button
3936 can extend upward past the surfaces of the first
and second top compartments in an unengaged config-
uration, as shown in phantom in FIG. 39A, and the top
surface of the button 3926t can be flush with the top sur-
faces of the first and second compartments 3923a,
3923b, as shown in FIG. 39B. A person skilled in the art
will recognize that many other configurations of a decon-
structable box are possible, and thus although the
present disclosure provides for a single base portion, two
top compartments, and a push button, any number of
base portions, top compartments, and push buttons can
be used together to achieve the same results without
departing from the spirit of the present disclosure.
[0323] In use, as shown in FIGS. 39B-39F, four oper-
ative sutures 3912a, 3912b, 3914a, 3914b can exit
through a cannula 3990 (FIG. 39D) from a surgical repair
site. A first pre-threaded suture 3918a can be released
from the first slot 3929a of the first top compartment
3922a and secured to a first operative suture 3912b, for
instance using a knot 3913a. In one embodiment approx-
imately 40.0 millimeters to 60.0 millimeters of slack can
be left in the first pre-threaded suture 3918a after the
knot 3913a is tied. The first top compartment 3922a can
then be released from the base portion 3924, as shown
in FIG. 39C. Next, for example, a leading side of the of
the first operative suture can then be threaded through
a cuff feature 3911a (FIG. 39F) with the first pre-threaded
suture 3918a. The patch 3910 can include first and sec-
ond cuffs 3911a, 3911b that are fixed to the top surface
3910t of the patch 3910 to retain operative sutures 3912b,
3914b for fixing the location of the patch 3910 once in-
stalled in the surgical site, as shown in FIG. 39F. The
second operative suture 3912a can then be threaded into
the patch 3910 with the threader 3909a using techniques
provided for throughout the present disclosure, as shown
in FIG. 39D. This process can then be completed with
the third and fourth operative sutures 3914a, 3914b and
the second top compartment 3922b removed, as shown
in FIG. 39E, these components operating in a similar
fashion as those described in conjunction with the re-
moval of the first top compartment 3922a. Once the op-

erative sutures 3912a, 3912b, 3914a, 3914b have been
threaded onto the respective cuffs 3911a, 3911b and the
patch 3910, the retaining button 3926 can be released
from the base portion 3924 by application of opposing
force F2, F3 to sides 3926a, 3926b of the button 3926.
The patch 3910 is thus released from the box 3920, as
shown in FIG. 39F. The patch 3910 and suture limbs
3912a, 3912b, 3914a, 3914b can then be advanced into
the surgical site and the soft tissue repair can be com-
pleted using techniques provided for throughout the
present disclosure.
[0324] In alternative embodiments, any number of
threaders can be disposed through the constructs of the
various construct management cards, cartridges, and
boxes to achieve any of the disclosed construct embod-
iments provided for herein. In a further alternative em-
bodiment, delivery tools like the construct management
cards, cartridges, and boxes of FIGS. 37A-40, as well as
other delivery tools provided for herein, can be mounted
directly onto a cannula to free a hand of the operator
during the suture threading of a construct. For example,
FIG. 40 provides a construct cartridge 4022 having two
construct retaining buttons 4026a, 4026b and two thread-
ers 4009a, 4009b. The retaining buttons 4026a, 4026b
can be depressed to retain a construct disposed therein
during a threading operation. The illustrated construct
cartridge 4022 can be directly mounted to the proximal
end 4090p of the cannula 4090 such that the construct
disposed therein, not shown, can be threaded by the op-
erative suture limbs while fixed relative to the cannula
4090. The cartridge 4022 can be removably associated
with the proximal end of the cannula 4090 with any known
releasable interfaces. Alternatively, any of the delivery
tools provided in the present disclosure, including the
construct management cards, cartridges, and boxes of
FIGS. 37A-40, can be removably mounted to the cannula
4090.
[0325] Additional tools for delivering constructs into a
surgical site through a cannula, or other opening, are
illustrated in FIGS. 41A-41E. As noted above, tissue aug-
mentation constructs can include patches or scaffolds
4110. In some embodiments, a patch 4110 can include
two suture limbs 4112a, 4114a associated with a proxi-
mal end 4110p of the patch and two suture limbs 4112b,
4114b associated with a distal end 4110d. Alternatively,
the patch 4110 can include two suture limbs disposed
through respective lumens in the patch, not shown, from
the proximal end 4110p to the distal end 4110d. In some
embodiments, the patch 4110 can include an opening
4120, the opening having a construction that includes
but is not limited to a hole, slot, or slit disposed proximate
the distal end 4110d of the patch. The opening can be
configured to receive a delivery tool. For example, a tool
4130 having a shaft 4132 and a distal patch engaging
end 4136 can be used in conjunction with the opening
4120. In the illustrated embodiment, the tool 4130 resem-
bles a femoral aimer. As shown in FIG. 41B, the distal
patch engaging end 4136 can include an offset extension
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4137 and a shelf 4138 at the distal terminal end of the
tool 4130. In an alternative embodiment shown in FIG.
41C, the tool 4130’ can be similar to a Gryphon anchor
inserter (available from DePuy Synthes of Raynham,
MA), and can have an extension 4137’ that is substan-
tially axially aligned with a central longitudinal axis A1
the shaft 4132’. In a further alternative embodiment, as
shown in FIG. 41D, the tool 4130" can have a tapered
end 4137" having a maximum diameter that is larger than
the diameter of the hole 4120 in the patch 4110. A person
skilled in the art will recognize many other configurations
of tools that can be used in conjunction with patches in
view of the present disclosure.
[0326] In use, the patch 4110 can be inserted into the
surgical site using the tool 4130, or alternative embodi-
ments of such tools provided for herein or otherwise de-
rivable from the present disclosures. The patch 4110 can
be inserted distal end 4110d first. The offset extension
4137 can be inserted into the hole 4120 of the patch 4110
until the shelf 4138 is in contact with a surface of the
patch 4110 such that the tool 4130 cannot advance
through the hole 4120. The tool 4130 can then be used
to advance the patch 4110 through a cannula or incision
site to push the patch 4110 into the surgical site. The tool
4130 can then be disengaged from the patch 4110 and
removed from the patient by moving it in the proximal
direction. An additional tool may be used to hold the patch
in place while the delivery tool 4130 is removed, or alter-
natively, a location at the surgical site can be used to
help hold the patch at the desired location. A person
skilled in the art will recognize how a patch can be dis-
connected from the tool in conjunction with a surgical
procedure in view of the present disclosures. The patch
4110 can then be installed according to techniques pro-
vided for herein.
[0327] A further alternative delivery tool, as described
a delivery needle tool 4230, is illustrated in FIGS. 42A-
42C. In contrast to the tools of FIGS. 41A-41E, the de-
livery needle 4230 can be actuated to unload, or release,
an associated patch 4210. The delivery needle 4230 can
include an outer sleeve 4232 and a retractable needle
4234 slidably disposed within the outer sleeve 4232. The
outer sleeve 4232 can have a central lumen 4233 ex-
tending from a proximal most end 4232p to a distal most
end 4232d of the sleeve 4232 through which the needle
4234 can be slidably disposed. A handle portion 4236 of
the needle 4234 can be proximate the proximal end
4232p of the sleeve 4232 and an insertion end 4238 of
the needle can be proximate the distal end 4232d of the
sleeve 4232. The insertion end 4238 of the needle 4234
can have constant diameter, or, as illustrated, can be
tapered. The needle 4234 can be slidably disposed within
the sleeve 4232 so that the needle 4234 can be retracted
proximally within the sleeve such that the insertion end
4238 is entirely received within the lumen 4233. The
sleeve 4232 can have a diameter D1 that is larger than
the diameter D2 of the needle 4234. The diameters D1,
D2 of the sleeve 4232 and the needle 4234 can depend

on a variety of factors, including but not limited to the size
of an opening of a patch with which the tool is to be as-
sociated, the anatomy of the patient, and the type of pro-
cedure being performed.
[0328] In use, the patch 4210 can be inserted into the
surgical site using the tool 4230. The patch 4210 can be
substantially similar to the patch 4110 and include an
opening 4220 at a distal end 4210d thereof. The patch
4210 can be inserted through the cannula or incision site
distal end 4210d first. The insertion end 4238 of the nee-
dle 4234 can be inserted into the hole 4220 of the patch
4210 until the distal end 4232d of the outer sleeve 4232
is in contact with a surface of the patch 4210 such that
the tool 4230 cannot advance through the hole 4220, as
shown in FIG. 42B. The tool 4230 can be used to advance
the patch 4210 through a cannula or incision site to push
the patch 4210 into the surgical site. Once the patch 42
10 is at the desired location, a user can grasp the handle
4236 of the needle 4232 to retract the insertion end 4238
of the needle 4232 relative to the sleeve 4232. Thus, the
insertion end 4238 can be removed from the hole 4220
until the distal most end 4238d of the insertion end 4238
is disposed in the sleeve 4234 such that the tool can be
disengaged from the patch 4210 and removed from the
patient. The patch 4210 can then be installed according
to techniques provided for herein.

Tissue Augmentation Construct - Suture Leader

[0329] FIG. 43 provides for another exemplary embod-
iment of a tissue augmentation construct, as shown a
suture leader 2701. A suture leader 2701 can be placed
on a distal end of a suture 2712. The suture leader can
have a first section 2704 having a diameter D1 and a
second section 2706 having a diameter D2. As shown,
D1 is larger than D2. The smaller diameter of D2 can allow
for the second section 2706 to be folded in half and more
easily pulled through a lumen of a tissue augmentation
construct while allowing the operative first portion 2704
to have the necessary diameter and strength to complete
the repair. The suture leader 2701 can be integral with
the suture 2712, or can be an additional end-cap that is
installed over a distal-most end or proximal-most end of
the suture 2712. The suture leader 2701 can be used
with any of the above mentioned embodiments of tissue
augmentation constructs and related methods, other
medical procedures, and in applications outside of the
medical field.
[0330] One skilled in the art will appreciate further fea-
tures and advantages of the present disclosure based
on the above-described embodiments. Accordingly, the
disclosure is not to be limited by what has been particu-
larly shown and described, except as indicated by the
appended claims. Further, although the systems, devic-
es, and methods provided for herein are generally direct-
ed to surgical techniques, at least some of the systems,
devices, and methods can be used in applications out-
side of the surgical field.
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Claims

1. A soft tissue suture repair system, comprising:

a first suture limb (112a, 112a’, 312a, 412a,
1012a);
a first tissue augmentation block (110, 110a,
310, 410, 3010) configured to be disposed on
the first suture limb such that the first tissue aug-
mentation block extends along a first length of
the first suture limb to increase a first tissue en-
gaging surface area of the system along the first
length;
further comprising a threader (206, 206’) having
the first tissue augmentation block disposed
thereon, the threader having a distal end (212)
configured to receive the first suture limb and
dispose the first tissue augmentation block onto
the first suture limb as the threader is moved
with respect to the first tissue augmentation
block; characterised in that the system further
comprises an installation tool (200’) having:
a handle portion (202’); and
a cartridge (204’) having a length and a width
that is sized to receive and retain the first tissue
augmentation block disposed on the threader,
with the threader extending through the entire
length of the cartridge.

2. The system of claim 1, further comprising:

a second suture limb (112b, 112b’, 1012b,
1012b’); and
a second tissue augmentation block (110b,
1010b) disposed on the second suture limb such
that the second tissue augmentation block ex-
tends along a second length of the second su-
ture limb to increase a second tissue engaging
surface area of the system along the second
length.

3. The system of claim 2, wherein the first suture limb
and the second suture limb are formed from a single
suture; or
wherein the first suture limb and the second suture
limb are formed from different sutures.

4. The system of claim 1, wherein the first tissue aug-
mentation block further comprises an opening (114,
314, 3014, 3114, 414) extending therethrough with
the first suture limb being disposed through the open-
ing of the first tissue augmentation block such that
the first tissue augmentation block freely passes
along a length of the first suture limb in an unrestrict-
ed manner.

5. The system of claim 1, wherein the first tissue aug-
mentation block further comprises a tape (10) having

a substantially flat tissue-engaging surface with a
width that is at least two times greater than a diam-
eter of the first suture limb and a length that is sub-
stantially greater than the width of the tape, with the
first suture limb extending through the substantially
flat tissue-engaging surface of the tape at a plurality
of locations along the length of the substantially flat
tissue-engaging surface.

6. The system of claim 1, wherein the threader further
comprises:

a collapsible opening (212) at the distal end that
is configured to receive the first suture limb;
a proximal handle portion (208); and
an elongate intermediate portion (210) extend-
ing between the collapsible opening and the
proximal handle portion, the elongate interme-
diate portion having the first tissue augmenta-
tion block disposed thereon,
wherein the threader is configured such that ap-
plying a force to the proximal handle portion ad-
vances the elongate intermediate portion and
the collapsible opening in the direction of the
applied force such that when the first suture limb
is disposed within the collapsible opening, the
applied force disposes the first tissue augmen-
tation block onto the first suture limb.

7. The system of claim 1, further comprising at least
one additional tissue augmentation block disposed
on the first suture limb.

8. The system of claim 7, wherein each of an additional
tissue augmentation block of the at least one addi-
tional tissue augmentation block and the first tissue
augmentation block disposed on the first suture limb
further comprises a washer (310, 410) having an
opening (314, 414) extending through a thickness
thereof with the first suture limb being disposed
through the opening of the washer, the washer being
sized such that the thickness of the washer is sub-
stantially less than a length of the first suture limb on
which the washer is disposed.

9. A soft tissue suture repair system, comprising,
a tissue augmentation block (110, 110a, 310, 410,
3010); and
a threader (206, 206’) having a proximal handle
(208), a distal receiving end (212), and an interme-
diate portion (210) extending between the proximal
handle and the distal receiving end, the intermediate
portion having the tissue augmentation block dis-
posed thereon and the threader being configured to
dispose the tissue augmentation block onto a suture
by associating a suture with the distal receiving end
and applying a force to the proximal handle to ad-
vance the distal receiving end towards the tissue
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augmentation block; characterised in that the sys-
tem further comprises an installation tool (200’) for
disposing the tissue augmentation block on a suture,
the installation tool including:
a handle portion (202’); and
a cartridge (204’) having a length and a width that is
sized to receive and retain the tissue augmentation
block.

10. The system of claim 9, wherein the threader is con-
figured such that the distal receiving end, and thus
a suture associated therewith, passes through the
tissue augmentation block in response to the appli-
cation of the force to the proximal handle.

11. The system of claim 9, wherein the intermediate por-
tion comprises at least one of a filament portion, a
fiber, a thread, a wire, and a cord.

12. The system of claim 9, further comprising a suture
(112a, 112a’, 312a, 412a, 1012a) configured to be
associated with the distal receiving end of the thread-
er and configured to have the tissue augmentation
block disposed thereon.

13. The system of claim 9, wherein the tissue augmen-
tation block includes an opening (114, 314, 3014,
3114, 414) extending therethrough and the interme-
diate portion of the threader extends through the
opening.

14. The system of claim 9, wherein the tissue augmen-
tation block further comprises a tape (10) having a
substantially flat tissue-engaging surface with a
width that is at least two times greater than a diam-
eter of the suture on which the tissue augmentation
block is disposed and a length that is substantially
greater than the width of the tape, with the interme-
diate portion of the threader on which the tape is
disposed extending through the substantially flat tis-
sue-engaging surface of the tape at a plurality of lo-
cations along the length of the substantially flat tis-
sue-engaging surface.

15. The system of claims 1 or 9, wherein the tissue aug-
mentation block comprises at least one of: fabric,
plastic, synthetic polymer, natural polymer, collagen,
collagen scaffold, reconstituted collagen, biological
autograft connective tissue, biological allograft con-
nective tissue, biological xenograft connective tis-
sue, human dermal matrix, porcine dermal matrix,
bovine dermal matrix, periosteal tissue, pericardial
tissue, and fascia; optionally wherein the tissue aug-
mentation block comprises collagen.

Patentansprüche

1. Weichgewebe-Fadenreparatursystem, umfassend:

einen ersten Fadenschenkel (112a, 112a’,
312a, 412a, 1012a),
einen ersten Gewebeaugmentationsblock (110,
110a, 310, 410, 3010), der dazu ausgestaltet
ist, so an dem ersten Fadenschenkel angeord-
net zu sein, dass sich der erste Gewebeaug-
mentationsblock entlang einer ersten Länge des
ersten Fadenschenkels erstreckt, um einen ers-
ten Gewebeeingriffsoberflächenbereich des
Systems entlang der ersten Länge zu vergrö-
ßern,
ferner umfassend eine Einfädelvorrichtung
(206, 206’), an der der erste Gewebeaugmen-
tationsblock angeordnet ist, wobei die Einfädel-
vorrichtung ein distales Ende (212) hat, das da-
zu ausgestaltet ist, den ersten Fadenschenkel
aufzunehmen und den ersten Gewebeaugmen-
tationsblock an dem ersten Fadenschenkel an-
zuordnen, während die Einfädelvorrichtung be-
züglich des ersten Gewebeaugmentations-
blocks bewegt wird, dadurch gekennzeichnet,
dass das System ferner ein Installierungswerk-
zeug (200’) mit Folgendem umfasst:

einem Griffabschnitt (202’) und
einer Kartusche (204’) mit einer Länge und
einer Breite, die zum Aufnehmen und Hal-
ten des ersten an der Einfädelvorrichtung
angeordneten Gewebeaugmentations-
blocks bemessen sind, wobei sich die Ein-
fädelvorrichtung durch die gesamte Länge
der Kartusche erstreckt.

2. System nach Anspruch 1, ferner umfassend:

einen zweiten Fadenschenkel (112b, 112b’,
1012b, 1012b’),
einen zweiten Gewebeaugmentationsblock
(110b, 1010b), der so an dem zweiten Faden-
schenkel angeordnet ist, dass sich der zweite
Gewebeaugmentationsblock entlang einer
zweiten Länge des zweiten Fadenschenkels er-
streckt, um einen zweiten Gewebeeingriffsober-
flächenbereich des Systems entlang der zwei-
ten Länge zu vergrößern.

3. System nach Anspruch 2, wobei der erste Faden-
schenkel und der zweite Fadenschenkel aus einem
einzigen Faden gebildet sind oder
wobei der erste Fadenschenkel und der zweite Fa-
denschenkel aus verschiedenen Fäden gebildet
sind.

4. System nach Anspruch 1, wobei der erste Gewebe-
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augmentationsblock ferner eine Öffnung (114, 314,
3014, 3114, 414) umfasst, die sich durch ihn hin-
durch erstreckt, wobei der erste Fadenschenkel so
durch die Öffnung des ersten Gewebeaugmentati-
onsblocks angeordnet ist, dass der erste Gewebe-
augmentationsblock frei auf uneingeschränkte Wei-
se an einer Länge des ersten Fadenschenkels ent-
langgeht.

5. System nach Anspruch 1, wobei der erste Gewebe-
augmentationsblock ferner ein Band (10) mit einer
im Wesentlichen flachen Gewebeeingriffsfläche mit
einer Breite umfasst, die mindestens doppelt so groß
wie ein Durchmesser des ersten Fadenschenkels
ist, sowie mit einer Länge, die wesentlich größer als
die Breite des Bands ist, wobei sich der erste Fa-
denschenkel an einer Vielzahl von Orten entlang der
Länge der im Wesentlichen flachen Gewebeein-
griffsfläche durch die im Wesentlichen flache Gewe-
beeingriffsfläche des Bands erstreckt.

6. System nach Anspruch 1, wobei die Einfädelvorrich-
tung ferner Folgendes umfasst:

eine zusammenklappbare Öffnung (212) am
distalen Ende, die zur Aufnahme des ersten Fa-
denschenkels ausgestaltet ist,
einen proximalen Griffabschnitt (208) und
einen länglichen Zwischenabschnitt (210), der
sich zwischen der zusammenklappbaren Öff-
nung und dem proximalen Griffabschnitt er-
streckt, wobei der erste Gewebeaugmentati-
onsblock an dem länglichen Zwischenabschnitt
angeordnet ist,
wobei die Einfädelvorrichtung so ausgestaltet
ist, dass der längliche Zwischenabschnitt und
die zusammenklappbare Öffnung durch Ausü-
ben einer Kraft auf den proximalen Griffab-
schnitt in die Richtung der ausgeübten Kraft vor-
geschoben werden, so dass der erste Gewebe-
augmentationsblock durch die ausgeübte Kraft
an dem ersten Fadenschenkel angeordnet wird,
wenn der erste Fadenschenkel in der zusam-
menklappbaren Öffnung angeordnet ist.

7. System nach Anspruch 1, ferner umfassend mindes-
tens einen zusätzlichen, an dem ersten Faden-
schenkel angeordneten Gewebeaugmentations-
block.

8. System nach Anspruch 7, wobei jeweils ein zusätz-
licher Gewebeaugmentationsblock des mindestens
einen zusätzlichen Gewebeaugmentationsblocks
und des ersten Gewebeaugmentationsblocks, die
an dem ersten Fadenschenkel angeordnet sind, fer-
ner eine Unterlegscheibe (310, 410) mit einer Öff-
nung (314, 414) umfasst, die sich durch eine Dicke
davon erstreckt, wobei der erste Fadenschenkel

durch die Öffnung der Unterlegscheibe angeordnet
ist, wobei die Unterlegscheibe so bemessen ist, dass
die Dicke der Unterlegscheibe wesentlich geringer
als eine Länge des ersten Fadenschenkels ist, an
dem die Unterlegscheibe angeordnet ist.

9. Weichgewebe-Fadenreparatursystem, umfassend
einen Gewebeaugmentationsblock (110, 110a, 310,
410, 3010) und
eine Einfädelvorrichtung (206, 206’) mit einem pro-
ximalen Griff (208), einem distalen Aufnahmeende
(212) und einem Zwischenabschnitt (210), der sich
zwischen dem proximalen Griff und dem distalen
Aufnahmeende erstreckt, wobei der Gewebeaug-
mentationsblock an dem Zwischenabschnitt ange-
ordnet ist und die Einfädelvorrichtung dazu ausge-
staltet ist, den Gewebeaugmentationsblock an ei-
nem Faden anzuordnen, indem sie einen Faden dem
distalen Aufnahmeende zuordnet und eine Kraft auf
den proximalen Griff ausübt, um das distale Aufnah-
meende zu dem Gewebeaugmentationsblock hin
vorzuschieben,
dadurch gekennzeichnet, dass das System ferner
ein Installierungswerkzeug (200’) zum Anordnen
des Gewebeaugmentationsblocks an einem Faden
umfasst, wobei das Installierungswerkzeug Folgen-
des aufweist:

einen Griffabschnitt (202’) und
eine Kartusche (204’) mit einer Länge und einer
Breite, die zum Aufnehmen und Halten des Ge-
webeaugmentationsblocks bemessen sind.

10. System nach Anspruch 9, wobei die Einfädelvorrich-
tung so ausgestaltet ist, dass das distale Aufnah-
meende und somit ein diesem zugeordneter Faden
als Reaktion auf das Ausüben der Kraft auf den pro-
ximalen Griff durch den Gewebeaugmentations-
block geht.

11. System nach Anspruch 9, wobei der Zwischenab-
schnitt einen Filamentabschnitt und/oder eine Faser
und/oder einen Faden und/oder einen Draht
und/oder eine Schnur umfasst.

12. System nach Anspruch 9, ferner umfassend einen
Faden (112a, 112a’, 312a, 412a, 1012a), der dazu
ausgestaltet ist, dem distalen Aufnahmeende der
Einfädelvorrichtung zugeordnet zu sein, und dazu
ausgestaltet ist, dass der Gewebeaugmentations-
block darauf angeordnet ist.

13. System nach Anspruch 9, wobei der Gewebeaug-
mentationsblock eine sich dort hindurch erstrecken-
de Öffnung (114, 314, 3014, 3114, 414) aufweist und
sich der Zwischenabschnitt der Einfädelvorrichtung
durch die Öffnung erstreckt.
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14. System nach Anspruch 9, wobei der Gewebeaug-
mentationsblock ferner ein Band (10) mit einer im
Wesentlichen flachen Gewebeeingriffsfläche mit ei-
ner Breite umfasst, die mindestens doppelt so groß
wie ein Durchmesser des Fadens ist, an dem der
Gewebeaugmentationsblock angeordnet ist, sowie
mit einer Länge, die wesentlich größer als die Breite
des Bands ist, wobei sich der Zwischenabschnitt der
Einfädelvorrichtung, an dem das Band angeordnet
ist, an einer Vielzahl von Orten entlang der Länge
der im Wesentlichen flachen Gewebeeingriffsfläche
durch die im Wesentlichen flache Gewebeeingriffs-
fläche des Bands erstreckt.

15. System nach Anspruch 1 oder 9, wobei der Gewe-
beaugmentationsblock Gewebe und/oder Kunststoff
und/oder synthetisches Polymer und/oder natürli-
ches Polymer und/oder Kollagen und/oder Kollagen-
gerüst und/oder rekonstituiertes Kollagen und/oder
biologisches Autotransplantat-Bindegewebe
und/oder biologisches Allotransplantat-Bindegewe-
be und/oder biologisches Xenotransplantat-Binde-
gewebe und/oder humane Hautmatrix und/oder
Hautmatrix porcinen Ursprungs und/oder Hautmat-
rix bovinen Ursprungs und/oder Periostealgewebe
und/oder Perikardgewebe und/oder Faszie umfasst,
optional wobei der Gewebeaugmentationsblock Kol-
lagen umfasst.

Revendications

1. Système de réparation de suture de tissu mou
comprenant :

un premier membre de suture (112a, 112a’,
312a, 412a, 1012a) ;
un premier bloc d’augmentation tissulaire (110,
110a, 310, 410, 3010) configuré pour être dis-
posé sur le premier membre de suture, de telle
sorte que le premier bloc d’augmentation tissu-
laire s’étende le long d’une première longueur
du premier membre de suture pour augmenter
une première zone de surface de mise en con-
tact avec un tissu du système le long de la pre-
mière longueur ; comprenant en outre un enfi-
leur (206, 206’) ayant le premier bloc d’augmen-
tation tissulaire disposé sur celui-ci, l’enfileur
ayant une extrémité distale (212) configurée
pour recevoir le premier membre de suture et
pour disposer le premier bloc d’augmentation
tissulaire sur le premier membre de suture au
fur et à mesure que l’enfileur est déplacé par
rapport au premier bloc d’augmentation
tissulaire ; caractérisé en ce que le système
comprend en outre un outil d’installation (200’)
ayant :
une partie poignée (202’) ; et

une cartouche (204’) ayant une longueur et une
largeur qui est dimensionnée pour recevoir et
retenir le premier bloc d’augmentation tissulaire
disposé sur l’enfileur, l’enfileur s’étendant à tra-
vers toute la longueur de la cartouche.

2. Système selon la revendication 1, comprenant en
outre :

un second membre de suture (112b, 112b’,
1012b, 1012b’) ; et
un second bloc d’augmentation tissulaire (110b,
1010b) disposé sur le second membre de suture
de telle sorte que le second bloc d’augmentation
tissulaire s’étende le long d’une seconde lon-
gueur du second membre de suture pour aug-
menter une seconde zone de surface de mise
en contact avec un tissu du système le long de
la seconde longueur.

3. Système selon la revendication 2, dans lequel le pre-
mier membre de suture et le second membre de su-
ture sont formés à partir d’une seule suture ; ou
dans lequel le premier membre de suture et le se-
cond membre de suture sont formés à partir de su-
tures différentes.

4. Système selon la revendication 1, dans lequel le pre-
mier bloc d’augmentation tissulaire comprend en
outre une ouverture (114, 314, 3014, 3114, 414)
s’étendant à travers celui-ci, le premier membre de
suture étant disposé à travers l’ouverture du premier
bloc d’augmentation tissulaire de telle sorte que le
premier bloc d’augmentation tissulaire passe libre-
ment le long d’une longueur du premier membre de
suture de manière illimitée.

5. Système selon la revendication 1, dans lequel le pre-
mier bloc d’augmentation tissulaire comprend en
outre une bande (10) ayant une surface sensible-
ment plate de mise en contact avec un tissu ayant
une largeur qui est au moins deux fois plus grande
qu’un diamètre du premier membre de suture, et une
longueur qui est sensiblement plus grande que la
largeur de la bande, le premier membre de suture
s’étendant à travers la surface sensiblement plate
de mise en contact avec un tissu de la bande au
niveau d’une pluralité d’emplacements le long de la
longueur de la surface sensiblement plate de mise
en contact avec un tissu.

6. Système selon la revendication 1, dans lequel l’en-
fileur comprend en outre :

une ouverture pliable (212) au niveau de l’extré-
mité distale qui est configurée pour recevoir le
premier membre de suture ;
une partie poignée proximale (208) ; et
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une partie intermédiaire allongée (210) s’éten-
dant entre l’ouverture pliable et la partie poignée
proximale, la partie intermédiaire allongée ayant
le premier bloc d’augmentation tissulaire dispo-
sé sur celle-ci,
dans lequel l’enfileur est configuré de telle sorte
que l’application d’une force à la partie poignée
proximale fait avancer la partie intermédiaire al-
longée et l’ouverture pliable dans la direction de
la force appliquée de telle sorte que, lorsque le
premier membre de suture est disposé à l’inté-
rieur de l’ouverture pliable, la force appliquée
dispose le premier bloc d’augmentation tissulai-
re sur le premier membre de suture.

7. Système selon la revendication 1, comprenant en
outre au moins un bloc d’augmentation tissulaire
supplémentaire disposé sur le premier membre de
suture.

8. Système selon la revendication 7, dans lequel le bloc
d’augmentation tissulaire supplémentaire ou chacun
des blocs d’augmentation tissulaire et le premier bloc
d’augmentation tissulaire disposé sur le premier
membre de suture comprennent en outre une ron-
delle (310, 410) ayant une ouverture (314, 414)
s’étendant à travers une épaisseur de celle-ci, le pre-
mier membre de suture étant disposé à travers
l’ouverture de la rondelle, la rondelle étant dimen-
sionnée de telle sorte que l’épaisseur de la rondelle
soit sensiblement inférieure à une longueur du pre-
mier membre de suture sur lequel la rondelle est
disposée.

9. Système de réparation de suture de tissu mou
comprenant :

un bloc d’augmentation tissulaire (110, 110a,
310, 410, 3010) ; et
un enfileur (206, 206’) ayant une poignée proxi-
male (208), une extrémité de réception distale
(212) et une partie intermédiaire (210) s’éten-
dant entre la poignée proximale et l’extrémité de
réception distale, la partie intermédiaire ayant
le bloc d’augmentation tissulaire disposé sur
celle-ci et l’enfileur étant configuré pour disposer
le bloc d’augmentation tissulaire sur une suture
en associant une suture avec l’extrémité de ré-
ception distale et en appliquant une force à la
poignée proximale pour faire avancer l’extrémité
de réception distale vers le bloc d’augmentation
tissulaire ; caractérisé en ce que le système
comprend en outre un outil d’installation (200’)
pour disposer le bloc d’augmentation tissulaire
sur une suture, l’outil d’installation (200’)
comprenant :

une partie poignée (202’) ; et

une cartouche (204’) ayant une longueur et
une largeur qui est dimensionnée pour re-
cevoir et retenir le bloc d’augmentation tis-
sulaire.

10. Système selon la revendication 9, dans lequel l’en-
fileur est configuré de telle sorte que l’extrémité de
réception distale et donc une suture associée à celle-
ci, passe à travers le bloc d’augmentation tissulaire
à la suite de l’application de la force à la poignée
proximale.

11. Système selon la revendication 9, dans lequel la par-
tie intermédiaire comprend une partie de filament
et/ou une fibre et/ou un fil et/ou un brin et/ou une
corde.

12. Système selon la revendication 9, comprenant en
outre une suture (112a, 112a’, 312a, 412a, 1012a)
configurée pour être associée à l’extrémité de récep-
tion distale de l’enfileur et configurée pour avoir le
bloc d’augmentation tissulaire disposé sur celle-ci.

13. Système selon la revendication 9, dans lequel le bloc
d’augmentation tissulaire comprend une ouverture
(114, 314, 3014, 3114, 414) s’étendant à travers ce-
lui-ci et la partie intermédiaire de l’enfileur s’étend à
travers l’ouverture.

14. Système selon la revendication 9, dans lequel le bloc
d’augmentation tissulaire comprend en outre une
bande (10) ayant une surface sensiblement plate de
mise en contact avec un tissu ayant une largeur qui
est au moins deux fois plus grande qu’un diamètre
de la suture sur laquelle le bloc d’augmentation tis-
sulaire est disposé, et une longueur qui est sensi-
blement plus grande que la largeur de la bande, la
partie intermédiaire de l’enfileur sur laquelle la bande
est disposée s’étendant à travers la surface sensi-
blement plate de mise en contact avec un tissu de
la bande au niveau d’une pluralité d’emplacements
le long de la longueur de la surface sensiblement
plate de mise en contact avec un tissu.

15. Système selon la revendication 1 ou 9, dans lequel
le bloc d’augmentation tissulaire comprend : un tissu
et/ou du plastique et/ou un polymère synthétique
et/ou un polymère naturel et/ou du collagène et/ou
un échafaudage de collagène et/ou du collagène re-
constitué et/ou un tissu conjonctif d’autogreffe bio-
logique et/ou un tissu conjonctif d’allogreffe biologi-
que et/ou un tissu conjonctif de xénogreffe biologi-
que et/ou une matrice dermique humaine et/ou une
matrice dermique porcine et/ou une matrice dermi-
que bovine et/ou un tissu périostique et/ou un tissu
péricardique et/ou un fascia ; facultativement, dans
lequel le bloc d’augmentation tissulaire comprend
du collagène.
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