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(54) A clip

(57) A clip (1) for reciprocal clamping of two compo-
nents (2a,2b) of a frame for doors or windows comprising
a base plate (5) which extends along a longitudinal axis
(A) and has a first end (6) bent so as to act as a first
clamping jaw (7), a second clamping jaw (10) which is
coupled to the base plate (5) so that it can be rotated
about an axis (B) transverse to the longitudinal axis (A),

and means for manual regulation of clamping (13) which
exert a force on the mobile clamping jaw (10) to rotate it
about the transverse axis (B) so as to selectively cause
the reciprocal clamping between the first (2a) and the
second component (2b); the first (7) and the second
clamping jaw (10) are made in one piece with said base
plate (5) so as to form with the latter a monolithic struc-
ture.
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Description

[0001] The present invention relates to a clip for recip-
rocally clamping components of frames for pictures,
doors, windows or the like.
[0002] Clips structured to reciprocally clamp compo-
nents, for example panels used to make picture frames
or frames for doors or windows, so that the surfaces of
the panels are temporarily abutted and thus firmly joined
together are known in the prior art.
[0003] In particular, European patent EP-0432773 de-
scribes a metal clip that is structured so as to reciprocally
secure two panels of wood that make up the frame of a
door in correspondence with an angular joint of said
frame.
[0004] In this example, the clip essentially comprises:
an elongated rectangular base plate, which extends
along a longitudinal axis and has a first bent end that acts
as a fixed clamping jaw which, in use, is arranged inside
a circular seat formed in the side face of a first panel; a
mobile clamping jaw coupled to the base plate so as to
move along the longitudinal axis and which, in use, is
arranged inside a circular seat obtained in the side face
of a second panel; and a clamping member capable of
moving the mobile jaw along the longitudinal axis towards
the fixed jaw so as to reciprocally clamp the first and the
second panel.
[0005] The mobile clamping jaw is floatingly coupled
to an intermediate section of the base plate so as to swivel
about an axis that is transverse with respect to the lon-
gitudinal axis and slides along said longitudinal axis from
and towards the fixed clamping jaw so that its distance
from the latter varies, while the clamping member com-
prises an adjustment screw, which is screwed into a
threaded through hole obtained in the second end of the
base plate, the distal end of the stem of the screw abutting
against the mobile clamping jaw in order to move the
latter.
[0006] More in detail, the mobile clamping jaw com-
prises a rectangular plate provided with an upper appen-
dix that is fitted inside a slit obtained in a section of the
central plate, and is shaped so as to be able to float with
respect to the base plate and at the same time slide along
said slit during clamping operations.
[0007] Although the structure of the clamp described
above is effective in terms of clamping the panels, it is
particularly inconvenient in terms of the time required to
produce said clip.
[0008] In particular, several operations must be per-
formed to manufacture the clip described above, namely:
production of the base plate; production of the mobile
clamping jaw; production of the slit in the base plate; fit-
ting of the appendix into the slit and shaping of the free
end of the appendix to prevent it from coming out, i.e. to
prevent the mobile clamping jaw from becoming de-
tached from said slit.
[0009] When the operations described above have to
be performed to produce a large number of clips this

clearly increases production times and thus has a signif-
icant impact the on overall cost of production.
[0010] Moreover, fitting the clip into the circular seats
in the panels can be a relatively complex and time-con-
suming procedure, since the clamping jaw is floating with
respect to the base plate and thus requires specific po-
sitioning in order to ensure that it is fitted correctly into
the circular seat.
[0011] W003021114 describes a clamping device that
comprises a base plate made of a rigid non-deformable
material with a first end that is bent so as to act as a first
fixed clamping jaw and a second end that is bent and
supports a clamping screw, which can be tightened man-
ually to act as a second clamping jaw.
[0012] The purpose of the present invention is to pro-
vide a clip that can be coupled simply and quickly to the
panels, with a structure that requires fewer production
operations and is thus cheaper to produce while offering
the same clamping efficiency as the clips used in the prior
art.
[0013] The present invention will now be described
with reference to the accompanying drawings, illustrating
a non-limiting embodiment thereof, in which:

- figure 1 is a perspective view of the clip provided
according to the present invention;

- figures 2 and 3 are schematic side elevation views
of the clip illustrated in figure 1 with some parts
shown as cross-sections and some parts removed
for the sake of clarity in two different operating posi-
tions;

- figure 4 is a perspective view of the clamp according
to a possible alternative embodiment; while

- figures 5 and 6 are schematic side elevation views
of the clamp illustrated in figure 4 with some parts
shown as cross-sections and some parts removed
for the sake of clarity in two different operating posi-
tions.

[0014] With reference to figures 1, 2 and 3, designated
as a whole by number 1 is a clip structured for reciprocally
clamping two separate panels 2a, 2b that make up a
frame for a door, window, picture or the like.
[0015] In particular, the clip 1 is structured so as to
reciprocally clamp two panels 2a and 2b which make up
a frame, preferably, but not necessarily, in correspond-
ence with an angular joint of said frame, so as to tempo-
rarily abut the surfaces of the panels 2a, 2b, thus joining
these.
[0016] The clip 1 is made of a rigid material, for exam-
ple a metal material or any other similar material and
essentially comprises: a substantially elongated rectan-
gular base plate 5 which extends along a longitudinal
axis A and has a first end 6 bent so as to act as a fixed
clamping jaw 7 which, in use, is positioned inside a seat
8 formed in the side face 9 of a panel 2a (Figures 2 and 3).
[0017] In this example, the first end 6 is bent with re-
spect to the base plate 5 so as to lie in a plane that is
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substantially transverse with respect to the longitudinal
axis A.
[0018] The clip 1 also comprises a mobile clamping
jaw 10, which is coupled to the base plate 5 so as to at
least partially rotate about an axis B transverse to the
longitudinal axis A and which, during use, is positioned
inside a seat 11 obtained in the side face 12 of the panel
2b to be joined; and a member 13 for the manual regu-
lation of clamping which, in use, exerts a force on the
mobile clamping jaw 10 to rotate it about the transverse
axis B so as to selectively cause the reciprocal clamping
between the two panels 2a,2b.
[0019] Unlike the prior art clips, the fixed clamping jaw
7 and the mobile clamping jaw 10 of the clip 1 are made
in one piece with the base plate 5 so as to form with the
latter a monolithic structure.
[0020] In detail, with reference to the example illustrat-
ed in figure 1, the base plate 5 is shaped so as to have
a second end 14 opposite the first end 6, which is bent
in correspondence with three distinct bending lines 15,
16 and 18 so as to respectively form: a first section 19
bent along the bending line 15 so that it lies in a substan-
tially inclined plane with respect to the longitudinal axis
A; a second section 20 bent with respect to the first sec-
tion 19 along the bending line 16 so that it lies in a plane
substantially parallel but not coinciding with the plane in
which the first section 19 lies; and a third section 21 bent
with respect to the second section 20 along the bending
line 18 so as to lie in a plane which forms an angle α,
with the plane in which said second section 20 lies, to
form the mobile clamping jaw 10.
[0021] In particular, the transverse axis B is parallel to,
or preferably, but not necessarily, coinciding with, the
bending line 18 which joins the third section 21 to the
second section 20, while the third section 21 corresponds
to the mobile clamping jaw 10, which is able to rotate,
under the force exerted by the member 13, at least par-
tially about the transverse axis B, between a rest position
(figure 2), in which the angle α has a pre-set minimum
value, and a series of operative clamping positions in
which the angle α progressively increases with respect
to the minimum angle until it reaches a maximum clamp-
ing value (figure 3).
[0022] More in detail, in the rest position, the free end
of the third section 21 corresponding to the mobile clamp-
ing jaw 10 is arranged at a pre-set minimum distance
from the free end of the clamping jaw 7 while, in the var-
ious operating positions the free end of the third section
21 is arranged, under the force of the member 13, at
shorter distances than said minimum distance.
[0023] As regards the member 13, in the example il-
lustrated in figures 1, 2 and 3 this comprises an adjust-
ment screw, the stem of which is screwed inside a pair
of coaxial through holes 22 obtained in the first 19 and
second section 20.
[0024] In this example, illustrated in figure 1, the stem
of the adjustment screw is screwed inside at least one
of the through holes 22 and the distal end thereof abuts

onto a face of the third section 21, opposite the face of
the latter that comes to rest on the inner side wall of the
seat 11 of the panel 2b.
[0025] In the example illustrated in figures 1 and 2, the
first 19, second 20 and third section 21 of the second end
14 are shaped so as to have a substantially S-shaped
cross-section, wherein the elbow 32 formed by the an-
gled curvature in correspondence with the bending line
18 between the second 20 and the third section 21 abuts
onto the lower face 23 of the base plate 5.
[0026] According to a possible alternative embodi-
ment, illustrated in figures 4, 5 and 6, the elbow 32 formed
by the angled curvature between the second 20 and the
third section 21 is shaped so as to have a reduced width
with respect to the width of the second 20 and third sec-
tion 21 thus forming an appendix 24 bent at an angle,
arranged inside a slit 25 which is obtained in the base
plate 5 along which it extends parallel to the longitudinal
axis A.
[0027] In use, the clamping screw is operated so that
the distal end of the stem does not exert any force on the
clamping jaw 10 and the latter is maintained in the rest
position. In this condition, the clip 1 can be coupled to
the panels 2a and 2b so that the clamping jaws 7 and 10
are arranged inside the respective seats 8 and 11 (figure
2 or figure 5).
[0028] The clip 1 is clamped onto the panels 2a and
2b by tightening the adjustment screw.
[0029] In particular, in this phase, when the screw is
tightened, the distal end of the screw stem exerts a force
on the clamping jaw 10 which determines a permanent
plastic deformation of the elbow 32 and causes the partial
rotation thereof about the transverse axis B
[0030] (figure 3 or 6).
[0031] The rotation of the clamping jaw 10 determines
a reduction in the distance between said clamping jaw
10 and the fixed clamping jaw 7 which causes the recip-
rocal clamping between the two panels 2a and 2b.
[0032] Furthermore, it is important to note that in order
to cause an elastic deformation of the elbow 32 during
the operation of the member 13, the clip 1 may conven-
iently be made of spring steel or another similar material.
[0033] The advantages deriving from the present in-
vention are apparent. Since the clamping jaws and the
base plate are made in a single piece to form a monolithic
structure the number of operations that are needed to
make said clip are reduced to a minimum thus lowering
the production costs thereof.
[0034] Finally, it is clear that modifications and varia-
tions may be made to the clip described and illustrated
herein without departing from the scope of the present
invention, as set forth in the claims.

Claims

1. A clip (1) for reciprocal clamping of two components
(2a,2b) of a frame for doors or windows or picture
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frames;
said clip (1) comprising:

- a base plate (5) which extends along a longi-
tudinal axis (A) and has a first end (6) bent so
as to act as a first clamping jaw (7) able, in use,
to be positioned inside a seat (8) formed in a
first component (2a) of said frame;
- a second clamping jaw (10), which is coupled
to the base plate (5) so that it can be rotated
about an axis (B) transverse to said longitudinal
axis (A) and is able, in use, to be positioned in-
side a seat (11) formed in a second component
(2b) of said frame; and
- means for manual regulation of clamping (13)
which exert a force on said second clamping jaw
(10) to rotate it about said transverse axis (B)
so as to move the second clamping jaw (10) clos-
er to the first clamping jaw (7) in a controlled
manner in order to selectively cause the recip-
rocal clamping between the first (2a) and the
second component (2b);

said clip (1) being characterised in that said first
clamping jaw (7) and said second clamping jaw (10)
are made in one piece with said base plate (5) so as
to form with the latter a monolithic structure.

2. The clip as claimed in claim 1, wherein said base
plate (5) has a second end (14) opposite said first
end (6) bent along three distinct bending lines (15,
16, 18) parallel to said transverse axis (B) and
spaced from one another so as to form respectively:
a first section (19) bent along a first bending line (15)
so that it is positioned on a substantially inclined
plane with respect to said longitudinal axis (A); a sec-
ond section (20) bent with respect to the first section
(19) along a second bending line (16) so that it is
positioned in a plane substantially parallel but not
coinciding with the plane in which said first section
(19) lies; and a third section (21) bent with respect
to the second section (20) along a third bending line
(18) so as to lie in a plane which forms an angle (•)
with the plane in which said second section (20) lies.

3. The clip as claimed in claim 2, wherein the transverse
axis (B) is parallel to, or coinciding with, said third
bending line (18) which joins the third section (21)
to the second section (20).

4. The clip as claimed in claims 2 or 3, wherein the third
section (21) corresponds to the second clamping jaw
(10), which is able to rotate, under the force exerted
by said means for manual regulation of clamping
(13), about said transverse axis (B), between a rest
position, in which said angle (α) has a pre-set mini-
mum value, and a series of operative clamping po-
sitions in which said angle (α) progressively increas-

es with respect to the minimum value until it reaches
a clamping value.

5. The clip as claimed in any one of the claims from 2
to 4, wherein said means for manual regulation of
clamping (13) comprise an adjustment screw having
its stem screwed to the inside of at least one of two
coaxial through holes (22) obtained in the first (19)
and second section (20) so as to allow the end of
the screw stem to abut onto a face of the third section
(21).

6. The clip as claimed in any one of the claims from 2
to 5, wherein the first (19), second (20) and third
section (21) of the second end (14) are shaped so
as to have a substantially S-shaped form.

7. The clip as claimed in claim 6, wherein the elbow
(32) formed by the angled curvature corresponding
to the third bending line (18) between the second
(20) and the third section (21) abuts onto the lower
face (23) of the base plate (5).

8. The clip as claimed in claim 6, wherein the elbow
(32) formed by the angled curvature corresponding
to the third bending line (18) between the second
(20) and the third section (21) is shaped so as to
present a reduced width with respect to the width of
the second (20) and third section (21) thus forming
an appendix (24) bent at an angle, positioned inside
a slit (25) which is obtained in the base plate (5) along
which it extends parallel to the longitudinal axis (A).

9. The clip as claimed in any one of the preceding
claims made of spring steel or similar materials.
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